
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
EP

3 
26

3 
81

2
B

1
*EP003263812B1*

(11) EP 3 263 812 B1
(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
08.04.2020 Bulletin 2020/15

(21) Application number: 17177145.4

(22) Date of filing: 21.06.2012

(51) Int Cl.:
E05B 85/10 (2014.01) E05B 5/00 (2006.01)

(54) RETRACTABLE HANDLE ARRANGEMENT FOR A DOOR OR THE LIKE

VERSENKBARE GRIFFANORDNUNG FÜR EINE TÜR ODER DERGLEICHEN

AGENCEMENT DE POIGNÉE RÉTRACTABLE POUR UNE PORTE OU SIMILAIRE

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GR 
HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL 
PT RO RS SE SI SK SM TR

(30) Priority: 21.06.2011 GB 201110487

(43) Date of publication of application: 
03.01.2018 Bulletin 2018/01

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
12730479.8 / 2 723 959

(73) Proprietor: Jaguar Land Rover Limited
Coventry, Warwickshire CV3 4LF (GB)

(72) Inventor: Smart, Sean
Coventry, Warwickshire CV3 4LF (GB)

(74) Representative: Holmes, Matthew William
Jaguar Land Rover 
Patents W/1/073 
Abbey Road
Whitley, Coventry CV3 4LF (GB)

(56) References cited:  
DE-A1- 3 403 003 DE-A1- 19 731 325
DE-A1- 19 860 229  



EP 3 263 812 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to a retractable
handle arrangement for a door or other closure. Aspects
of the invention relate to a body component and to a
vehicle.

BACKGROUND

[0002] The invention will be described in the context
of a car door but it can be used with other closures on a
vehicle, such as a tailgate, or with other types of vehicle,
such as aircraft. Indeed, in a broad sense, the retractable
handle arrangement of the invention can be used in non-
vehicular applications.
[0003] The demands of aesthetics, aerodynamics and
wind-noise control often make it desirable for a door han-
dle to lie flush with the surrounding door skin of a vehicle.
Flap-type door handles may be used for this reason. Such
handles comprise a typically top-pivoted flap that is pulled
against spring bias and hence pivoted outwardly with re-
spect to the surrounding door skin to unlatch the door. A
finger recess is usually provided in the door skin adjacent
to, most commonly underneath, the flap of the handle.
This recess gives finger access to the rear of the handle
so that the handle may be pulled to unlatch and open the
door.
[0004] A flap-type handle tends to be awkward to use
and cannot be grasped as comfortably or satisfyingly as
other handle types. Perhaps the most convenient handle
type has a protruding bar-like grab or handgrip that may
be gripped in the user’s hand, an example being a strap-
type handle in which the handgrip is part of a loop.
[0005] Strap-type handles have particular benefits
over flap-type handles in terms of ergonomics and load
transferral: for example, when using a flap-type handle,
it is not possible for the user to choose whether to use
an overhand or underhand grip style. Also, a flap-type
handle constrains where the handle may be positioned
on the vehicle with respect to the user’s stance. Unfor-
tunately, however, the protruding handgrip of a strap-
type handle does not have the benefits of flush mounting.
[0006] A flap-type handle with its associated finger re-
cess is also an aesthetic constraint. There have therefore
been several proposals in the prior art to provide a finger
recess with a hinged cover plate that lies flush with the
door skin and with the adjacent flap-type handle but that
pivots inwardly to admit the user’s fingers to operate the
handle. However, this cover plate does not solve the in-
herent problems of a flap-type handle: if anything, it
makes the handle more difficult to use. Also, arguably, a
cover plate may look no better than leaving the finger
recess uncovered.
[0007] To solve some of these problems and to offer
a ’surprise and delight’ feature, some flush-mounted door
handles are retractably mounted to a vehicle. This means

that the handle can move between two states: a stowed
or retracted state in which the handle is flush-mounted
and a deployed or extended state in which the handle
stands proud of the surrounding bodywork to be easier
to grasp. Movement of the handle between the stowed
and deployed states may be effected by means of an
automated mechanism. Such a retractable door handle
arrangement is known from e.g. document DE 198 60
229 A1.
[0008] Once in the deployed state, the handle can then
be pulled to open the door. This involves moving the han-
dle to a third, operative state to unlatch the door, typically
by pivoting the deployed handle against spring bias. In
moving from the deployed state to the operative state,
the handle may unlatch the door mechanically, for exam-
ple by pulling a Bowden cable acting on the door latch,
or electrically, for example by switching a solenoid acting
on the door latch.
[0009] A problem with a retractable door handle of the
kind described above exists where an automated mech-
anism is used to retract the door handle from the de-
ployed state to the stowed state. In this case, there is a
danger that a user’s fingers may become trapped be-
tween the handle and the surrounding door skin in the
case that the user is holding the handle as it retracts.
[0010] Moreover, a retractable door handle of the kind
described above may be susceptible to damage in the
case of abuse by a user. Such damage may occur in the
event that a user tries to force the door handle from the
deployed state into the stowed state thereby applying
stresses which could damage the mechanism.
[0011] Furthermore, another problem associated with
a retractable handle arrangement is to provide the user
with the associated functionality, such as means to lock
and unlock the door, in a way which is intuitive and simple
to use.
[0012] It is an object of the present invention to provide
an improved retractable handle arrangement.

SUMMARY

[0013] Aspects of the invention relate to a handle ar-
rangement, to a body component and to a vehicle as
claimed in the appended claims.
[0014] According to an aspect of the present invention
there is provided a retractable handle arrangement com-
prising:

a handle adapted and arranged to be mounted flush
within a panel, the handle being movable between
stowed and deployed states, and arranged such that
it can be maintained in a deployed position;
the handle comprising an elongate element behind
which a user can place their fingers to pull the handle,
wherein the handle is pivotable about an axis dis-
posed proximate to a first end of the elongate ele-
ment, said axis being substantially perpendicular to
the length of elongate element, such that the handle
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rotates about the axis when the handle is moved
from the stowed state to the deployed state;
the handle further comprising a top cover portion ex-
tending from the top of the elongate element, the top
cover portion being arranged, when the handle is in
the deployed state, to substantially close the gap be-
tween the handle and the panel, the handle further
comprising an end cover portion, arranged to cover,
in the deployed state, at least a portion of the end of
the elongate element which in use is deployed out
from the panel such that the gap between the elon-
gate element and the panel is substantially closed.

[0015] Preferably the cover portion is a top cover por-
tion, extending substantially from the top of the elongate
element.
[0016] The applicant has recognised that, if the handle
is to be left in a deployed state, it would be advantageous
for a cover portion as described above to prevent items,
such as clothing, bag straps, etc. from becoming looped
over the handle. In addition, when the user grips the han-
dle in an underhand grip, the end cover portion helps to
prevent the user’s fingers from slipping off the end of the
handle. The top cover portion and end cover portion may
form a continuous cover portion. The end portion may
extend over the entire end of the elongate element. The
end of the elongate element may be curved.
[0017] According to another aspect of the present in-
vention, there is provided a body component for a vehicle
comprising a panel having an outer surface having an
aperture for receiving the handle of the retractable handle
arrangement described hereinabove wherein the aper-
ture receives the handle as a close fit and the outer sur-
face of the handle is shaped to match and lies flush with
the outer panel when the handle is in a stowed condition.
[0018] In some embodiments, the axis about which the
handle rotates is arranged such that a first portion of the
handle is pivoted internally of the panel and a second
portion of the handle is pivoted externally of the panel.
[0019] Optionally, the handle is manually operable by
engaging the first portion so as to provide access to the
second portion.
[0020] A flexible sealing member may be provided be-
tween the handle and the aperture in the panel.
[0021] Within the scope of this invention, which is de-
fined by the appended claims, it is envisaged that the
various aspects, embodiments, examples and alterna-
tives, and in particular the features thereof, set out in the
preceding paragraphs, in the claims and/or in the follow-
ing description and drawings, may be taken independ-
ently or in any combination thereof. For example, fea-
tures described in connection with one embodiment are
applicable to all embodiments, unless such features are
incompatible.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022] Embodiments of the invention will now be de-

scribed, by way of example only, with reference to the
accompanying drawings, in which:

Figure 1 is a perspective view of the exterior of a
vehicle door fitted with a door handle arrangement
not in accordance with the invention but that is useful
for understanding the present invention, the door
handle being shown in a stowed state;

Figures 2A and 2B are perspective views showing
respective opposite sides of the mechanism of the
door handle arrangement of Figure 1, with the door
handle in the stowed state;

Figures 3A and 3B are perspective views showing
respective opposite sides of the mechanism of the
door handle arrangement of Figure 1, with the door
handle in a deployed state;

Figures 4A, 4B and 4C are respective side, front and
top plan views of the mechanism of the door handle
arrangement of Figure 1, with the door handle in the
stowed state;

Figures 5A, 5B and 5C are respective side, front and
top plan views of the mechanism of the door handle
arrangement of Figure 1, with the door handle in the
deployed state;

Figure 6 shows the positions of an unlock and a lock
button on the handle of the retractable handle ar-
rangement of Figure 1;

Figure 7 shows an embodiment of a system for con-
trolling the operation of the retractable handle ar-
rangement of Figure 1; and

Figures 8A, 8B and 8C are perspective views of a
retractable handle arrangement according to the
present invention.

DETAILED DESCRIPTION OF EMBODIMENTS

[0023] Detailed descriptions of specific embodiments
of a handle arrangement and a vehicle of the present
invention are disclosed herein. It will be understood that
the disclosed embodiments are merely examples of the
way in which certain aspects of the invention can be im-
plemented and do not represent an exhaustive list of all
of the ways the invention may be embodied. Indeed, it
will be understood that the handle arrangement, method
and the vehicle described herein may be embodied in
various and alternative forms. The figures are not nec-
essarily to scale and some features may be exaggerated
or minimised to show details of particular components.
Well-known components, materials or methods are not
necessarily described in great detail in order to avoid
obscuring the present disclosure. Any specific structural
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and functional details disclosed herein are not to be in-
terpreted as limiting, but merely as a basis for the claims
and as a representative basis for teaching one skilled in
the art to variously employ the invention.
[0024] Referring to Figure 1, in a door handle arrange-
ment 1 not in accordance with the invention but useful
for understanding the present invention, a flush-mounted
door handle 10 is retractable with respect to a door of a
vehicle. A painted door skin 12 is shown here to represent
the door.
[0025] The door skin 12 is penetrated by a horizontally-
extending slot 14 that receives the handle 10 as a close
fit. The outer surface 16 of the handle 10 is shaped to
match the slot 14 and lies flush with the surrounding door
skin 12 when the handle 10 is stowed as shown in Figure
1. The shape of the slot 14 and of the outer surface 16
of the handle 10 is chosen for aesthetic reasons and is
largely immaterial in terms of function.
[0026] Whilst shown in a contrasting tone for clarity in
the drawings, at least the outer surface 16 of the handle
10, and possibly the entire handle 10, is painted in the
same colour as the vehicle body. Other finishes may, of
course, be chosen instead, again for aesthetic reasons.
[0027] Referring to Figures 2A and 2B, the retractable
handle arrangement 1 comprises a mechanism 18 which
is operable to move the handle 10 between the stowed
state and a deployed state, as will be described in more
detail later.
[0028] The handle 10 is an elongate member having
first and second ends 20, 22. Pivot means 24 are dis-
posed proximate to the first end 20 and define an axis
about which the handle 10 is rotatable, when it moves
between the stowed and deployed states. A return spring
26 is provided on the pivot means 24 so as to bias the
handle 10 toward the stowed position. An operating
member 28 projects perpendicularly from an inner sur-
face 17 of the handle 10, which is opposite the outer
surface 16. The operating member 28 is disposed at sub-
stantially the same distance along the length of the han-
dle 10 from the first end 20 as the pivot means 24.
[0029] The mechanism 18 comprises a motor 30 which
is coupled to transmission means 32. The transmission
means 32 comprises a worm gear 34, a gear wheel 36,
a cam 38 and a rocker arm 40. In more detail, the worm
gear 34 is disposed on an output shaft 31 of the motor
30 and is coaxial therewith. The gear wheel 36 is dis-
posed adjacent to the worm gear 34 for meshed engage-
ment therewith.
[0030] The gear wheel 36 is mounted so as to be ro-
tatable about an axis 42 which is perpendicular to the
axis of rotation of the worm gear 34. The cam 38 is dis-
posed adjacent to the gear wheel 36 and mounted such
that the cam 38 also rotates about the axis 42 when the
gear wheel 36 rotates.
[0031] The rocker arm 40 has first and second ends
44, 46 and is pivotally mounted about a rocker axis 48
which is parallel to the axis 42 of the gear wheel 36 and
the cam 38. The rocker axis 48 is disposed toward the

second end 46 of the rocker arm 40. The first end 44 of
the rocker arm 40 abuts the surface of the cam 38. The
second end 46 of the rocker arm 40 abuts the operating
member 28 of the handle 10.
[0032] In the stowed state illustrated in Figure 1, the
outer surface 16 of the handle 10 lies flush with the sur-
rounding door skin 12. The handle 10 may be driven from
its stowed state to its deployed state in response to var-
ious events. For example, this movement may be in re-
sponse to an unlocking signal from a key authorised to
unlock the vehicle or from a presence sensor that detects
the presence of an authorised key in the immediate vi-
cinity of the vehicle. Conversely, the handle 10 may be
driven from its deployed state to its stowed state in re-
sponse to a locking signal from a key authorised to lock
the vehicle or from a presence sensor that determines
that the authorised key has left the immediate vicinity of
the vehicle. The handle 10 may also toggle between the
stowed and deployed states in response to a further ac-
tion from the user, for example pressing a switch (not
shown in Figure 1) on the vehicle door.
[0033] Referring to Figures 3A and 3B, in its deployed
state, the handle 10 is rotated about the pivot means 24
against the biasing force of the return spring 26 such that
the second end 22 of the handle protrudes from the slot
14 (not shown in Figures 3A and 3B) by an amount suf-
ficient to allow a user to put their fingers around the handle
10. In the embodiment of the invention shown in Figures
3A and 3B, the handle 10 is a bar-type handle which can
be grasped with either an underhand or an overhand grip.
With such a bar-type handle, the user’s thumb will typi-
cally be positioned toward the first end 20 of the handle
10 when pulling the handle from the deployed state to an
operative state. As explained previously, when the han-
dle is in the operative state, this causes the door to be
opened. Whilst not shown in the accompanying Figures,
in the present embodiment, the operative state corre-
sponds to a position in which the handle 10 is further
rotated about the pivot means 24 beyond the deployed
state.
[0034] The operation of the retractable handle ar-
rangement 1 will now be described in more detail.
[0035] Referring to Figures 4A, 4B and 4C, with the
handle 10 in the stowed state, the rocker arm 40 is dis-
posed substantially vertical. The return spring 26 acts to
bias the handle 10 towards the stowed state. Accordingly,
the operating member 28 of the handle 10 presses
against the second end 46 of the rocker arm 40 which,
in turn, causes the first end 44 of the rocker arm 40 to
press against the surface of the cam 38, thereby ensuring
frictional contact between the rocker arm 40 and the cam
38. In order to deploy the handle 10, the motor 30 is
driven to rotate the worm gear 34 such that the gear wheel
36 and the cam 38 are rotated in the direction of arrow
A in Figure 4A.
[0036] Referring to Figures 5A, 5B and 5C, the cam 38
is profiled such that, as it rotates in the direction of arrow
A, the radial distance r between the axis of rotation 42
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and the surface of the cam 38 at the point of contact P
between the cam 38 and the first end 44 of the rocker
arm 40 increases. Thus, the rotation of the cam 38 causes
the rocker arm 40 to be pivoted about the rocker axis 48.
The first end 44 of the rocker arm 40 moves in the direc-
tion of the arrow B in Figure 5A. This produces a corre-
sponding movement of the second end 46 of the rocker
arm 40 in the direction of arrow C in Figure 5C. The sec-
ond end 46 of the rocker arm 40 presses against the
operating member 28 of the handle 10 thereby causing
the handle 10 to rotate about its pivot means 24 in the
direction of arrow D in Figure 5C until it reaches the de-
ployed position at which point the motor 30 stops.
[0037] As the cam 38 rotates from its initial position
where the handle 10 is in the stowed state, the point of
contact P between the surface of the cam 38 and the
rocker arm 40 migrates towards the rocker axis 42. Ac-
cordingly, the force applied to the operating member 28
of the handle 10 by the second end 46 of the rocker arm
40 varies. More specifically, during an initial deployment
phase, the rocker arm 40 contacts the cam 38 proximate
to its first end 44, i.e. further away from the rocker axis
48. The result is that a greater force is exerted on the
operating member 28 during the initial phase, and thus
a greater torque is applied to the handle 10. The profile
of the cam 38 is such that the rate of change of the radial
distance r is relatively small during this initial phase. Ac-
cordingly, the handle 10 moves relatively slowly.
[0038] As the cam 38 continues to rotate during a sec-
ond deployment phase, the point of contact P moves clos-
er to the rocker axis 48 and the force applied to the op-
erating member 28 is reduced. This coincides with a more
rapid increase in the radial distance r which results in the
handle 10 being moved at a higher speed.
[0039] Accordingly, with the above-described configu-
ration a high force can be applied to the handle during
the initial phase, such force being selected so as to be
sufficient to break through any ice, in the event that the
handle 10 is subjected to wet and freezing conditions
(the required force may be about 200N). Once the handle
10 has been moved from the stowed state, the force ap-
plied to it is reduced and the speed of deployment is
increased so that the user does not have to wait for a
long time for the handle 10 to deploy. During deployment
of the handle 10, the motor 30 is driven at a constant
speed of rotation. The configuration of the transmission
means 32 modulates the force applied to the handle 10
and the speed at which the handle 10 is deployed.
[0040] In order to retract the handle 10 from the de-
ployed state back into the stowed state, the motor 30 is
driven in reverse which, in turn, rotates the gear wheel
36 and the cam 38 in the direction opposite to arrow A
in Figures 4A and 5A. The biasing force of the return
spring 26 causes the handle 10 to move toward the
stowed state. As the handle 10 retracts, the operating
member 28 causes the rocker arm 40 to rotate back to
its initial position shown in Figures 4A, 4B and 4C. Ac-
cordingly, during retraction of the handle 10, although

the motor 30 is driven, the mechanism 18 does not exert
a closing force on the handle 10. This is advantageous
because, in the event that a user is holding the handle
10 as it retracts, the force against the user’s hand is lim-
ited to that of the return spring 26.
[0041] A further advantage of the above-described re-
tractable handle arrangement 1 is that the transmission
means 32 is protected from damage caused by abuse in
the event that the handle 10 is pushed inwards when in
the deployed state before it has been retracted by the
mechanism 18. More specifically, if the handle 10 is
pushed inwards when in the deployed state, the operat-
ing member 28 presses against the surface of the cam
38, but no force is transferred to the gear wheel 36 or the
worm gear 34. Accordingly, the mechanism is not back
driven and the teeth of the gear wheel 36 are protected
from damage.
[0042] Furthermore, the cam 38 profile may be such
that there is a third deployment phase of the handle 10.
In more detail, the cam 38 may be profiled such that as
it rate of change in the radial distance r reduces after the
second deployment phase. Accordingly, after the handle
10 is moved quickly during the second phase, it slows
down gradually during the third phase until it stops in the
deployed state, thereby producing a pleasing aesthetic
effect.
[0043] It will be appreciated by those skilled in the art
that, whilst the above description refers to initial, second
and third deployment phases, the cam 38 has a contin-
uous surface and, therefore, the transitions between
each of the deployment phases are continuous.
[0044] Furthermore, it is an advantage of the described
handle arrangement 1 that the deployment speed/force
profile can be easily tuned for a variety of applications
by simply installing a cam 38 with the desired surface
profile.
[0045] Referring to Figure 6, the handle 10 may also
comprise an unlock button 50 and a lock button 52 dis-
posed on the outer surface 16 thereof. The buttons 50,
52 may be touch sensitive buttons, i.e. capacitive sen-
sors, or they may be microswitches. The full functionality
of the buttons 50, 52 will be described in more detail later.
However, the positions of the buttons 50, 52 on the han-
dle 10 are selected so as to be both intuitive for the user
and to reduce the possibility of incorrect use of the handle
arrangement 1.
[0046] The unlock button 50 is disposed adjacent to
the first end 20 of the handle 10. As mentioned previously
when a user operates the handle 10 the user’s thumb
will typically be at the first end 20. Thus, when a user
presses the unlock button 50 with their thumb, which un-
locks the associated door and causes the handle 10 to
be moved into the deployed state, their hand is naturally
positioned such that it is easy and convenient for them
to grasp the deployed handle 10 and open the door by
pulling it to the operative position.
[0047] Furthermore, the unlock button 50 is advanta-
geously positioned in the event that a user is required to

7 8 



EP 3 263 812 B1

6

5

10

15

20

25

30

35

40

45

50

55

deploy the handle 10 manually, for example, if there is a
loss of power to the motor 30. In this case, as the user
applies pressure to the unlock button 50, the associated
door will be unlocked as before. Subsequently, as the
user applies increased pressure on the unlock button 50,
the handle 10 will be rotated about the pivot means 24
against the biasing force of the return spring 26. Once
the second end 22 of the handle protrudes from the slot
14, the user can grasp the handle 10 and pull it to the
operative state to open the door. Accordingly, the handle
10 can be manually deployed by a user simply applying
pressure at the unlock button 50, without requiring any
more complex actions which require a greater degree of
dexterity.
[0048] The lock button 52 is disposed adjacent to the
pivot means 24 of the handle 10. As will be explained in
more detail later, the handle 10 will usually be in the de-
ployed state when its associated door is unlocked and
pressing the lock button 52 will cause the door to be
locked and the handle 10 to be retracted to the stowed
state. As mentioned previously, it is undesirable for a
user to press the handle 10 toward the stowed state when
it is deployed because, whilst not causing damage to
gear wheel 36, it puts pressure on the rocker arm 40,
which could cause it to bend. Accordingly, the position
of the lock button 52 adjacent to the pivot means 24 of
the handle 10 is advantageous because any pressure
applied to the lock button 52 will not cause rotation of the
handle 10 about the pivot means 24.
[0049] Furthermore, with the above described ar-
rangement, the functions of the unlock and lock buttons
50, 52 will be intuitive to a user unfamiliar with the oper-
ation of the handle arrangement 1. In particular, the po-
sition of the unlock button 50 at the first end 20 of the
handle 10 will be associated in the mind of the user with
opening the door because pressure at this position on
the handle 10 causes it to move from the stowed to the
deployed state. It follows that the other button 52 will be
associated with locking because a user will naturally as-
sociate the presence of two buttons on the handle 10
with locking and unlocking functions.
[0050] The above-described arrangement achieves
this effect whilst ensuring that the lock button 52 is located
in a position which is convenient for a user to press and
which will not cause damage to the mechanism 18 of the
handle arrangement 1 if pressed with a high force.
[0051] Referring to Figure 7, a system for controlling a
retractable handle arrangement 1 of the kind described
above comprises a control module 54 for controlling the
mechanism 18 of each retractable handle arrangement
1 on a vehicle. Although only a single handle arrange-
ment is shown in Figure 7, it will be appreciated that each
door of the vehicle may be provided with one.
[0052] The control module 54 is also coupled to a wire-
less communication module 56, a vehicle speed sensor
58, a vehicle alarm system 60, door lock and unlock con-
trols in the vehicle cabin 62, a handle light 64 and a door
ajar switch 66. The wireless communication module 56

is operable to receive signals from a vehicle key fob 68.
The key fob 26 is provided with respective door lock and
unlock buttons and means for transmitting respective
lock and unlock signals to the wireless communication
module 56 in response to a user pressing the relevant
button. The wireless communication module 56 is also
operable to detect the presence of a smart key 70 within
a target distance from the vehicle (typically 1-2m) to en-
able passive entry. Also, the driver’s door of the vehicle
can be mechanically locked or unlocked from outside the
vehicle via a key barrel positioned underneath the driver’s
door handle. Thus, the key barrel will be revealed any
time the handle is moved to the operative state.
[0053] Each retractable handle arrangement 1 may
comprise a light 64, such as an LED, for illuminating the
handle 10 and its immediate surroundings so as to facil-
itate the opening of the doors in low-light conditions. Each
retractable handle arrangement 1 may also comprise a
pair of limit switches for detecting when the handle 10 is
in each of the stowed and deployed states.
[0054] The operation of the control module 54 will now
be described in more detail.
[0055] When the vehicle is parked, each handle 10 is
in the stowed state, i.e. flush with the door skin 12, when
its associated door is locked, and each handle 10 is in
the deployed state when its associated door is unlocked.
Deployment is thus triggered by unlocking and retraction
by locking.
[0056] Locking and unlocking are triggered by either
using the lock and unlock buttons on the key fob 68 or
the passive entry lock and unlock buttons 50, 52 provided
on each handle 10. More specifically, for access via pas-
sive entry, the user carries the smart key 70 on their per-
son. When the smart key 70 is within a target range of a
particular door handle 10 (typically 1-2m) and the door
unlock button 50 is operated, the control module 54 is
operable to verify the presence of the smart key 70, by
virtue of a signal received via the wireless communication
module 56, and the handles 10 of all unlocked doors are
deployed. The user can then open an unlocked door by
pulling the associated handle 10 to its operative position
thereby mechanically releasing the door latch. Each han-
dle 10 returns to the stowed state when its associated
door is locked. This may be achieved by a user pressing
the lock button 52 on the handle 10 or by means of a
cabin lock button 62 within the vehicle or the lock button
on the key fob 68.
[0057] Accordingly, the deployment position of each
handle 10 acts as a lock status indicator for each individ-
ual door. One exception to this may be provided when
the vehicle is in motion in which case all the handles 10
of all doors, whether locked or unlocked, are in the stowed
state. The handles 10 on any unlocked doors may be
retracted into the stowed state in the event that the ve-
hicle exceeds a threshold speed, for example, 5 miles
per hour, which may be determined by the vehicle speed
sensor 58. The handles 10 of the unlocked doors will
then remain in the stowed state for the duration of the
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vehicle’s journey and are only re- deployed in the case
that the vehicle is determined to be stationary and either
(i) one of the doors is opened from the inside (which can
be determined by means of the door ajar switch 66 pro-
vided on each door), (ii) in the case that an unlocked
door’s handle unlock button 50 is operated by a person,
even without the smart key 70 present (such as when
picking up a passenger), or (iii) if the cabin unlock button
62 is pressed.
[0058] Pressing the handle lock button 52 once will
centrally lock the vehicle and, if applicable, arm the ve-
hicle alarm system 60. If the lock button 52 is pressed a
second time within a predetermined time period, e.g. 3
seconds, a deadlock will be activated. The handles 10
will be retracted to the stowed state in response to the
first press of the lock button 52. A ’global close’ may be
affected by pressing and holding the lock button 52, i.e.
this may automatically close any open windows, and, if
applicable to the vehicle, deploy a retractable roof, etc.
[0059] The handle light 64 will be switched on when
the vehicle is unlocked and turned off when the vehicle
is locked. If the vehicle is left in an unlocked state for
more than a predetermined period of time, e.g. 20 sec-
onds, the light 64 will turn off. Also, the light 64 will not
be activated when the ignition is on.
[0060] A user need not wait for a handle 10 to fully
deploy after pressing the handle unlock button 50 before
opening the door, provided the user is able to grasp the
handle 10 as it is being deployed sufficient to pull it to
the operative state.
[0061] Referring to Figures 8A, 8B and 8C, an embod-
iment of a retractable handle arrangement in accordance
with the invention comprises a top cover portion 72 which
extends substantially perpendicular to the inner surface
17 along the length of the handle 100 and along a portion
of the second end 22. The handle comprises an elongate
element.
[0062] The presence of the top cover portion 72 re-
quires a user to grasp the handle 100 with an underhand
grip in order to open the associated door. An advantage
of this handle configuration over the bar-type handle de-
scribed previously is that the top cover portion 72 pre-
vents items, such as clothing, bag straps, etc. from be-
coming looped over the handle 100 when it is in the de-
ployed state. Accordingly, such a handle offers an im-
proved safety aspect.
[0063] In the this embodiment the top cover portion
extends down the end of the handle, but the skilled per-
son would appreciate that there may be provided a top
cover portion and a separate end cover portion, as long
as the arrangement performed the function of preventing
items becoming looped over the handle.
[0064] It will be appreciated that the shape of the cam,
or profile of the cam, may be varied to provide a desired
characteristic, for example: the force or torque with which
the handle is moved or pivoted during the deployment
phase and/or stowing phase of the handle movement
may be controlled or modulated by the cam profile; the

speed, degree of displacement or rotation and acceler-
ation with which the handle moves during the deployment
phase and/or stowing phase of the handle movement
may be controlled or modulated by the cam profile. The
force or torque is modulated by determining and/or con-
trolling the distance between the point at which the cam
contacts the rocker arm and the pivot or fulcrum of the
rocker arm. The degree of displacement, the angle
through which the handle rotates can be controlled by
selecting the maximum radial distance r which the cam
displaces the rocker arm. The speed and/or acceleration
of the handle are controlled by the rate of change in the
radial distance r. It will be understood that the cam profile
may be chosen to maintain a constant speed or a con-
stant force throughout the deployment or stowing phase.
It will also be appreciated that the cam profile may be
asymmetric such that the characteristics are different in
the deployment phase and the stowing phase, in such
embodiments the motor may be driven in a constant ro-
tational direction so as to employ a first portion of the
cam profile for controlling the deployment phase and a
second portion for controlling the stowing phase.
[0065] It will also be appreciated that the shape or pro-
file of the rocker arm may also be varied.

Claims

1. A retractable handle arrangement comprising:

a handle (100) adapted and arranged to be
mounted flush within a panel (12), the handle
being movable between stowed and deployed
states, and arranged such that it can be main-
tained in a deployed position;
the handle comprising an elongate element be-
hind which a user can place their fingers to pull
the handle (100), wherein the handle (100) is
pivotable about an axis (24) disposed proximate
to a first end (20) of the elongate element, said
axis being substantially perpendicular to the
length of elongate element, such that the handle
rotates about the axis when the handle (100) is
moved from the stowed state to the deployed
state;
characterised in that the handle (100) further
comprising a top cover portion (72) extending
from the elongate element, the top cover portion
(72) being arranged, when the handle (100) is
in the deployed state, to substantially close the
gap between the handle and the panel (12), the
handle (100) further comprising an end cover
portion, arranged to cover, in the deployed state,
at least a portion of the end of the elongate el-
ement which in use is deployed out from the pan-
el (12) such that the gap between the elongate
element and the panel (12) is substantially
closed.
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2. A body component for a vehicle comprising a panel
(12) having an outer surface having an aperture for
receiving the handle (100) of the retractable handle
arrangement of claim 1, wherein the aperture re-
ceives the handle as a close fit and the outer surface
of the handle is shaped to match and lies flush with
the outer panel (12) when the handle is in the stowed
state.

3. A body component according to claim 2, wherein the
axis about which the handle rotates is arranged such
that a first portion of the handle (100) is pivoted in-
ternally of the panel (12) and a second portion of the
handle is pivoted externally of the panel (12).

4. A body component according to claim 3 wherein the
handle is manually operable by engaging the first
portion so as to provide access to the second portion.

5. A body component according to any one of claims 2
to 4, wherein a flexible sealing member is provided
between the handle and the aperture.

6. A vehicle having a handle arrangement as claimed
in any preceding claim.

Patentansprüche

1. Einziehbare Griffanordnung, Folgendes umfassend:

einen Griff (100), der angepasst und angeordnet
ist, um bündig innerhalb eines Blechs (12) be-
festigt zu werden, wobei der Griff zwischen ei-
nem verstauten und einem ausgefahrenen Zu-
stand beweglich ist, und derart angeordnet ist,
dass er in einer ausgefahrenen Position gehal-
ten werden kann;
wobei der Griff ein längliches Element umfasst,
hinter dem ein Benutzer seine Finger platzieren
kann, um den Griff (100) zu ziehen, wobei der
Griff (100) um eine Achse (24) herum schwenk-
bar ist, die nahe eines ersten Endes (20) des
länglichen Elements eingerichtet ist, wobei die
Achse im Wesentlichen derart senkrecht zu der
Länge des länglichen Elements ist, dass sich
der Griff um die Achse herum dreht, wenn der
Griff (100) von dem verstauten Zustand in den
ausgefahrenen Zustand bewegt wird;
dadurch gekennzeichnet, dass der Griff (100)
ferner einen Anfangsabdeckungsabschnitt (72)
umfasst, der sich von dem länglichen Element
aus erstreckt, wobei der Anfangsabdeckungs-
abschnitt (72) angeordnet ist, wenn sich der Griff
(100) in dem ausgefahrenem Zustand befindet,
um im Wesentlichen den Spalt zwischen dem
Griff und dem Blech (12) zu schließen, wobei
der Griff (100) ferner einen Endabdeckungsab-

schnitt umfasst, der angeordnet ist, um in dem
ausgefahrenen Zustand wenigstens einen Ab-
schnitt des Endes des länglichen Elements, das
in Verwendung aus dem Blech (12) ausgefahren
wird, derart abzudecken, dass der Spalt zwi-
schen dem länglichen Element und dem Blech
(12) im Wesentlichen geschlossen ist.

2. Karosseriekomponente für ein Fahrzeug, umfas-
send ein Blech (12) mit einer äußere Oberfläche, die
eine Öffnung zum Aufnehmen des Griffs (100) der
einziehbaren Griffanordnung nach Anspruch 1 auf-
weist, wobei die Öffnung den Griff als eine enge Pas-
sung aufnimmt und die äußere Oberfläche des Griffs
geformt ist, um zusammenzupassen, und bündig mit
dem äußeren Blech (12) liegt, wenn sich der Griff in
dem verstauten Zustand befindet.

3. Karosseriekomponente nach Anspruch 2, wobei die
Achse, um die sich der Griff herum dreht, derart an-
geordnet ist, dass ein erster Abschnitt des Griffs
(100) innerhalb des Blechs (12) geschwenkt wird
und ein zweiter Abschnitt des Griffs außerhalb des
Blechs (12) geschwenkt wird.

4. Karosseriekomponente nach Anspruch 3, wobei der
Griff durch Ineingriffnehmen des ersten Abschnitts
manuell betriebsfähig ist, um einen Zugang zu dem
zweiten Abschnitt bereitzustellen.

5. Karosseriekomponente nach einem der Ansprüche
2 bis 4, wobei ein flexibles Dichtungsbauteil zwi-
schen dem Griff und der Öffnung bereitgestellt wird.

6. Fahrzeug mit einer Griffanordnung nach einem der
vorhergehenden Ansprüche.

Revendications

1. Agencement de poignée rétractable comprenant :

une poignée (100) conçue et agencée pour être
encastrée à l’intérieur d’un panneau (12), la poi-
gnée pouvant être déplacée entre des états ran-
gé et déployé, et agencée de telle sorte qu’elle
peut être maintenue dans une position
déployée ;
la poignée comprenant un élément allongé der-
rière lequel un utilisateur peut placer ses doigts
de manière à tirer la poignée (100), la poignée
(100) pouvant pivoter autour d’un axe (24) dis-
posé de manière proximale par rapport à une
première extrémité (20) de l’élément allongé, le-
dit axe étant sensiblement perpendiculaire à la
longueur de l’élément allongé, de telle sorte que
la poignée tourne autour de l’axe lorsque la poi-
gnée (100) est déplacée de l’état rangé à l’état
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déployé ;
caractérisé en ce que la poignée (100) com-
prenant en outre une partie couvercle supérieu-
re (72) s’étendant à partir de l’élément allongé,
la partie de couvercle du dessus (72) étant agen-
cée, lorsque la poignée (100) est dans l’état dé-
ployé, de manière à fermer sensiblement l’es-
pace entre la poignée et le panneau (12), la poi-
gnée (100) comprenant en outre une partie de
couvercle d’extrémité, agencée de manière à
couvrir, à l’état déployé, au moins une partie de
l’extrémité de l’élément allongé qui, en cours
d’utilisation, est déployé hors du panneau (12)
et à partir de celui-ci, de telle sorte que l’espace
entre l’élément allongé et le panneau (12) est
sensiblement fermé.

2. Composant de carrosserie pour véhicule compre-
nant un panneau (12) présentant une surface exté-
rieure présentant une ouverture destinée à recevoir
la poignée (100) de l’agencement de poignée rétrac-
table selon la revendication 1, l’ouverture recevant
la poignée en ajustement sans jeu et la surface ex-
térieure de la poignée étant formée de manière à
épouser le panneau extérieur (12) et être en aligne-
ment avec celui-ci lorsque la poignée est à l’état ran-
gé.

3. Composant de carrosserie selon la revendication 2,
l’axe autour duquel la poignée tourne étant agencé
de telle sorte qu’une première partie de la poignée
(100) pivote à l’intérieur du panneau (12) et qu’une
seconde partie de la poignée pivote à l’extérieur du
panneau (12).

4. Composant de carrosserie selon la revendication 3,
la poignée pouvant être actionnée manuellement en
mettant en prise la première partie de manière à don-
ner accès à la seconde partie.

5. Composant de carrosserie selon l’une quelconque
des revendications 2 à 4, un élément d’étanchéité
flexible étant disposé entre la poignée et l’ouverture.

6. Véhicule présentant un agencement de poignée se-
lon l’une quelconque des revendications précéden-
tes.
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