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Description

Field of the Invention

[0001] The invention relates generally to wheelchairs,
and more particularly, to a wheelchair having pivotal as-
semblies for traversing obstacles such as curbs and the
like.

Background of the Invention

[0002] Wheelchairs are an important means of trans-
portation for a significant portion of society. Whether
manual or powered, wheelchairs provide an important
degree of independence for those they assist. However,
this degree of independence can be limited if the wheel-
chair is required to traverse obstacles such as, for exam-
ple, curbs that are commonly present at sidewalks, drive-
ways, and other paved surface interfaces.
[0003] In this regard, most wheelchairs have front and
rear casters to stabilize the chair from tipping forward or
backward and to ensure that the drive wheels are always
in contact with the ground. One such wheelchair is dis-
closed in US Patent No. 5,435,404 to Garin. On such
wheelchairs, the caster wheels are typically much smaller
than the driving wheels and located both forward and
rear of the drive wheels. Though this configuration pro-
vided the wheelchair with greater stability, it made it dif-
ficult for such wheelchairs to climb over obstacles such
as, for example, curbs or the like, because the front cast-
ers could not be driven over the obstacle due to their
small size and constant contact with the ground.
[0004] US Patent No. 5,964,473 to Degonda et al. de-
scribes a wheelchair having front and rear casters similar
to Garin and a pair of additional forward lift wheels. The
lift wheels are positioned off the ground and slightly for-
ward of the front caster. Configured as such, the lift
wheels first engage a curb and cause the wheelchair to
tip backwards. As the wheelchair tips backwards, the
front caster raises off the ground to a height so that it
either clears the curb or can be driven over the curb.
[0005] While Degonda et al. addressed the need of
managing a front caster while traversing an obstacle such
as a curb, Degonda et al. is disadvantageous in that ad-
ditional wheels (i.e., lift wheels) must be added to the
wheelchair. Hence, it is desirable to provide a wheelchair
that does not require additional lift wheels or other similar
type mechanisms to raise a front  caster off the ground
to a height so that the caster either clears an obstacle or
can be driven over the obstacle.
[0006] US-A-6,129,165 discloses a curb-climbing front
wheel drive power wheelchair having a frame, a seat con-
nected to the frame, a pair of drive wheels connected to
the frame and rotatable about a transverse axis below a
portion of the seat supporting the wheelchair occupant’s
thighs. The power wheelchair also has a pair of ground-
engaging idler wheels, in the form of casters, connected
to the frame behind the drive wheels, as well as non-

caster, anti-tip wheels forward of the drive wheels. The
anti-tip wheels may be connected to the motors by way
of rigid pivot arms upon which the drive wheels are
mounted ahead of the motors and which are mounted
upon the frame for turning about a horizontal axis. Alter-
natively, the anti-tip wheels are mounted upon dedicated
pivot arms mounted for turning on the frame about a hor-
izontal axis, whilst the motors are on other pivot arms
upon which the drive wheels arc mounted ahead of the
motors and which are mounted on the frame for turning
about another horizontal axis. US-A-6,129,165 is disad-
vantageous in that the anti-tip wheels are configured to
be above the ground when the wheelchair is in static
equilibrium. Such a configuration does not provide the
wheelchair with a greater stability.

Summary of the Invention

[0007] According to the present invention, there is pro-
vided a wheelchair for traversing obstacles according to
claim 1. As used herein, when two objects are described
as being coupled or attached, it is applicants’ intention
to include both direct coupling and/or attachment be-
tween the described components and indirect coupling
and/or attachment between the described components
such as through one or more intermediary components.
[0008] According to a specific embodiment of the in-
vention, the wheelchair has a frame and a seat for seating
a passenger. Pivotally coupled to the frame are a pair of
pivot arms. Each pivot arm has a first distal portion, a
second distal portion, and a pivotal connection between
the first and second distal portions for pivotally coupling
the pivot arm to the frame. A motor is coupled to the first
distal portion and a front caster is coupled to the second
distal portion of each pivot arm. A drive wheel is coupled
to each motor for translating the rotational energy of the
motor to the ground. At least one rear caster is coupled
to the frame to provide  for rear stability. By accelerating
the wheelchair forward, the drive wheels generate a mo-
ment causing each pivot arm to pivot or rotate thereby
raising the front casters to a height sufficient to traverse
the obstacle.
[0009] The pivotal coupling between the motor and the
pivot arm may be further influenced by a resilient member
providing suspension between the motor and pivot arm.
The motor is preferably a gearless, brushless, direct-
drive motor, although brush-type motors with transmis-
sions can also be used. A front resilient assembly may
be coupled to the frame and to the pivotal connection of
the motor to the pivot arm so as to provide a constant
resilient force between the frame, the pivotal connection
of the motor, and the arm.
[0010] A method of traversing one or more obstacles
using a wheelchair according to the invention includes,
for example, accelerating a wheelchair toward the one
or more obstacles and, through such accelerating, caus-
ing a raising of the front casters by pivoting the arms that
are coupled to the front casters so that the front casters
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are raised to a height sufficient for the front casters to
traverse the obstacle. The step of pivoting the arms cou-
pled to the front casters includes, for example, the step
of generating a moment associated with the pivot arms
causing the pivot arms to rotate in the direction of raising
the front casters. The height by which the front casters
must be raised to traverse an obstacle varies from raising
the front casters to a height where their axles are just
above the height of the obstacle to raising the front cast-
ers to a height where the casters’ lower extremities are
above the height of the obstacle. In the case where the
front casters are raised to a height where their axles are
just above the height of the obstacle, the wheelchair en-
gages the front casters with the obstacle and drives the
front casters thereover.
[0011] A method of descending curb-like obstacles us-
ing a wheelchair according to the invention lowers the
front casters over a curb onto the new lower elevation
when descending to provide forward stability for the
wheelchair while the drive wheels and rear caster(s) are
still on higher curb elevation. As the drive wheels continue
over the curb and contact the new lower elevation forward
stability is still maintained by virtue of the front casters
while the or each rear caster is still on the higher curb
elevation.
[0012] An advantage of the wheelchair of the present
invention is to provide a cost-efficient wheelchair that can
traverse one or more curb-like obstacles.
[0013] Another advantage of the wheelchair of the
present invention is to provide a mid-wheel drive wheel-
chair with pivotable front caster assemblies.
[0014] It is, therefore, a further advantage of the
present invention to provide a torque-based method of
raising the front casters of a wheelchair for traversing
curb-like obstacles.

Brief Description of the Drawings

[0015] In the accompanying drawings which are incor-
porated in and constitute a part of the specification, em-
bodiments of the invention are illustrated, which, together
with a general description of the invention given above,
and the detailed description given below, serve to exam-
ple the principles of this invention.

Figures 1 and 2A are front and rear perspective
views, respectively, of a first embodiment of a wheel-
chair of the present invention.

Figure 2B is a front perspective view of an alternative
embodiment of the wheelchair of Figures 1 and 2A
having a stabilizing torsion element.

Figure 3 is an exploded perspective view of certain
components of the first embodiment.

Figures 4A, 4B, and 4C are illustrations showing the
forces acting on the wheelchair of the first embodi-

ment in the static, accelerating and decelerating
mode of operation.

Figures 5A, 5B, 5C, 5D, and 5E sequentially illustrate
the curb-climbing operation of the first embodiment.

Figures 6A, 6B, 6C, and 6D sequentially illustrate
the curb descending operation of the first embodi-
ment.

Figures 7 and 8 are front and rear perspective views,
respectively, of a second embodiment of a wheel-
chair of the present invention.

Figure 9A is an exploded perspective view of certain
components of the second embodiment.

Figure 9B is an enlarged view of a portion of Figure
9A showing an assembled drive wheel and caster
arrangement.

Figures 10A, 10B, and 10C are illustrations showing
the forces acting on the wheelchair of the second
embodiment in the static, accelerating and deceler-
ating mode of operation.

Figures 11A, 11B, 11C, 11D, and 11E sequentially
illustrate the curb-climbing operation of the second
embodiment.

Figures 12A, 12B, 12C, 12D, and 12E correspond
to enlarge portions of Figures 11A, 11B, 11C, 11D,
and 11E, respectively, particularly showing the se-
quential range of motion of a front resilient assembly
of the present invention.

Figures 13A, 13B, 13C, and 13D sequentially illus-
trate the curb-descending operation of the second
embodiment.

Detailed Description of Illustrated Embodiments

[0016] Referring now to the drawings, and more par-
ticularly to Figures 1 and 2A, perspective views of a
wheelchair 100 of the present invention are shown. The
wheelchair 100 has a pair of drive wheels 102 and 104,
front casters 106 and 108, rear caster 110, and front rig-
gings 112 and 114. The front riggings 112 and 114 in-
clude footrests 116 and 118 for supporting the feet of a
passenger. The front riggings 112 and 114 are preferably
mounted so as to be able to swing away from the shown
center position to the sides of wheelchair 100. Addition-
ally, footrests 116 and 118 can swing from the shown
horizontal-down position to a vertical-up position thereby
providing relatively unobstructed access to the front of
wheelchair 100.
[0017] The wheelchair 100 further includes a chair 120
having a seat portion 122 and a back portion 124 for

3 4 



EP 2 332 753 B1

4

5

10

15

20

25

30

35

40

45

50

55

comfortably seating a passenger. Chair 120 is adjustably
mounted to frame 142 so as to be able to move forward
and backward on frame 142, thereby adjusting the pas-
senger’s weight distribution and center of gravity relative
to the wheelchair. In the most preferred embodiment,
chair 120 should be positioned such that a substantial
portion of the wheelchair’s weight when loaded with a
passenger is generally above and evenly distributed be-
tween drive wheels 102 and 104. For example, the pre-
ferred weight distribution of wheelchair 100 when loaded
with a passenger should be between 80% to 95% (or
higher) on drive wheels 102 and 104. The remainder of
the weight being distributed between the front  and rear
casters. Armrests 126 and 128 are also provided for rest-
ing the arms of a passenger or assisting a passenger in
seating and unseating from chair 120.
[0018] The wheelchair 100 is preferably powered by
one or more batteries 130, which reside beneath the chair
120 and in-between drive wheels 102 and 104. A pair of
drive motors 136 and 138 and gearboxes are used to
power drive wheels 102 and 104. The motors and their
associated transmissions or gearboxes (if any) forming
a drive assembly. A control system and controller (not
shown) interface batteries 130 to the drive motors 136
and 138 so as to allow a passenger to control the oper-
ation of the wheelchair 100. Such operation includes di-
recting the wheelchair’s acceleration, deceleration, ve-
locity, braking, direction of travel, etc.
[0019] Front casters 106 and 108 are attached to pivot
arms 132 and 134, respectively. Rear caster 110 is at-
tached to rear caster arm 140. While only one rear caster
is shown, it should be understood that in the alternative
two rear casters can also be provided. As will be de-
scribed in more detail, pivot arms 132 and 134 are piv-
otally coupled to frame 142 for curb climbing and de-
scending, while rear caster arm 140 is rigidly coupled to
frame 142.
[0020] Springs 144 and 146 are coupled to the arms
132 and 134 and the frame 142. More specifically, the
coupling to arms 132 and 134 is preferably via attachment
to the housings of motors 136 and 138, respectively. The
coupling to the frame 142 is via attachment to seat back
124. So configured, each spring provides a spring force
urging the motor housings upward and the seat 120 or
the rearward portion of frame 142 downward.
[0021] Figure 2B is a partial front perspective view of
wheelchair 100 showing a torsion bar 200 of the present
invention. Beyond a certain range of motion, torsion bar
200 ensures that arms 132 and 134 influence each other.
In this regard, torsion bar 200 has a torsion section 206
and stem sections 208 and 218. Torsion bar 200 is pref-
erably made by taking a stock of spring steel and per-
forming two bends in the stock to form torsion section
206 and stem sections 208 and 210. As shown in Figure
2B, arms 132 and 134 have attached thereto first and
second torsion mounting elements 202 and 204. Each
torsion mounting element includes a semi-circular
groove therein for accepting a stem section of the torsion

bar 200. The torsion bar 200 is held in place within torsion
mounting elements 202 and 204 via forced fit within the
semi-circular grooves. In operation, arm 132 or 134 is
free to independently move (i.e., raise or lower) a limited
distance before it influences the other arm via torsion bar
200.  More specifically, once the torsion limit of torsion
bar 200 is exceeded, it behaves as a substantially rigid
member translating any further motion of one arm to the
other arm.
[0022] The suspension and drive components of
wheelchair 100 are further illustrated in the exploded pro-
spective view of Figure 3. More specifically, pivot arm
132 has a base member 306 and an angled member 302
extending therefrom. The distal end of angled member
302 includes a front swivel assembly 304 that interfaces
with a front caster 106. Base member 306 has attached
thereto a mounting plate 308 for mounting drive motor
136 and gearbox assembly 309. Drive motor 136 is cou-
pled to pivot arm 132 through gearbox assembly 309 and
mounting plate 308. The gearbox assembly 309 interfac-
es drive motor 136 to drive wheel 102, which is mounted
on drive axle 311. The gearbox assembly 309 is prefer-
ably attached to mounting plate 308 with screws or bolts
and mounting plate 308 is preferably welded to base
member 306.
[0023] Pivot arm 132 has a pivot mounting structure
between base member 306 and angled member 302.
The pivot mounting structure includes brackets 310 and
312 and sleeve 314. Brackets 310 and 312 are preferably
welded to base member 306 and sleeve 314 is preferably
welded to brackets 310 and 312, as shown. A low-friction
sleeve 316 is provided for sleeve 314 and is inserted
therein.
[0024] Frame 142 has longitudinal side members 318
and 320 and cross-brace members 322 and 324. Cross-
brace members 322 and 324 are preferably welded to
longitudinal side members 318 and 320, as shown. A pair
of frame brackets 326 and 328 are preferably welded to
longitudinal side member 318. The frame brackets 326
and 328 are spaced apart such that sleeve 314 can be
inserted there between and further include guide holes
or apertures such that a pin or bolt 330 can be inserted
through bracket 326, sleeve 314, and bracket 328. In this
manner, pivot arm 132 and its attachments can pivot
around bolt 330 and are pivotally mounted to frame 142.
Pivot arm 134 is similarly constructed and mounted to
frame 142.
[0025] Referring now to Figures 4A through 4C, free
body diagrams illustrating various centers of gravity and
the forces acting on wheelchair 100 will now be de-
scribed. In particular, Figure 4A is a free body diagram
illustrating the forces acting on wheelchair 100 when the
wheelchair is in static equilibrium. The various forces
shown include Fp, Fb, Fs, Ffc, Frc, and Fw. More specifi-
cally, Fp is the force representing gravity acting on the
center of  gravity of a person Cgp sitting in wheelchair
100. Similarly, Fb is the force representing gravity acting
on the center of gravity of the batteries Cgb used to power
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wheelchair 100. Resilient member or spring 144 intro-
duces a resilient force Fs acting on pivot arm 132 through
its connection to the housing of drive motor 136. A second
resilient member or spring 146 (see Figure 3) provides
a similar force on pivot arm 134. Rear caster 110 has a
force Frc acting on its point of contact with the ground.
Front caster 106 has a force Ffc acting on its point of
contact with the ground. Front caster 108 (not shown in
Figure 4A) has a similar force acting on it as well. Drive
wheel 102 has force Fw acting on its point of contact with
the ground and drive wheel 104 also has a similar force
acting thereon.
[0026] In wheelchair 100, the center of gravity of a per-
son Cgp sitting in the wheelchair is preferably located
behind a vertical centerline 402 through pivotal connec-
tion P. Similarly, the center of gravity of the batteries Cgb
is located behind the vertical centerline 402. As already
described, it is possible to obtain between approximately
80% to 95% weight distribution on drive wheels 102 and
104, with the remainder of the weight being distributed
between the front casters 106 and 108 and the rear caster
110. As will be explained in more detail, such an arrange-
ment facilitates the raising and lowering of the front cast-
ers 106 and 108 during acceleration and deceleration of
the wheelchair 100.
[0027] Under static equilibrium such as, for example,
when the chair is at rest or not accelerating or deceler-
ating as shown in Figure 4A, the net rotational moment
around pivotal connection P and pivot arms 132 and 134
is zero (0) (i.e., ∑Fnrn = 0, where F is a force acting at a
distance r from the pivotal connection P and n is the
number of forces acting on the wheelchair). Hence, pivot
arms 132 and 134 do not tend to rotate or pivot.
[0028] In Figure 4B, wheelchair 100 is shown acceler-
ating. The forces are the same as those of Figure 4A,
except that an acceleration force Fa is acting on drive
wheel 102. A similar force acts on drive wheel 104. When
the moment generated by the acceleration force Fa ex-
ceeds the moment generated by spring force Fs, pivot
arm 132 will begin to rotate or pivot such that front caster
106 begins to rise. As the moment generated by the ac-
celeration force Fa continues to increase over the mo-
ment generated by spring force Fs, the pivot arm 132
increasingly rotates or pivots thereby increasingly raising
front caster 106 until the maximum rotation or pivot has
been achieved. The maximum rotation or pivot is
achieved when pivot arm 132 makes direct contact with
frame 142 or indirect contact such as through, for  exam-
ple, a pivot stop attached to frame 142. Pivot arm 134
and front caster 108 behave in a similar fashion.
[0029] Hence, as the wheelchair 100 accelerates for-
ward and the moment created by accelerating force Fa
increases over the moment created by spring force Fs,
pivot arms 132 and 134 begin to rotate or pivot thereby
raising front casters 106 and 108 off the ground. As de-
scribed, it is preferable that front casters 106 and 108
rise between 1 and 6 inches and most preferably between
1 and 4 inches off the ground so as to be able to traverse

a curb or other obstacle of the same or similar height.
[0030] Referring now to Figure 4C, a free body diagram
illustrating the forces acting on wheelchair 100 when the
wheelchair is decelerating is shown. The forces are the
same as those of Figure 4A, except that a deceleration
force Fd is acting on drive wheel 102 instead of an ac-
celeration force Fa. A similar force acts on drive wheel
104. The moment generated by the deceleration force
Fd causes pivot arm 132 to rotate in the same direction
as the moment generated by spring force Fs, i.e., clock-
wise as shown. If front caster 106 is not contacting the
ground, this pivot arm rotation causes front caster 106
to lower until it makes contact with the ground. If front
caster 106 is already contacting the ground, then no fur-
ther movement of front caster 106 is possible. Hence,
when wheelchair 100 decelerates, front caster 106 is
urged towards the ground. Pivot arm 134 and front caster
108 behave in a similar manner.
[0031] The spring force Fs can be used to control the
amount of acceleration and deceleration that is required
before pivot arm 132 pivots and raises or lowers front
caster 106. For example, a strong or weak spring force
would require a stronger or weaker acceleration and de-
celeration before pivot arm 132 pivots and raises or low-
ers front caster 106, respectively. The exact value of the
spring force- Fs depends on designer preferences and
overall wheelchair performance requirements for accel-
eration and deceleration. For example, the spring force
Fs must be strong enough to keep chair 120 and the
passenger from tipping forward due to inertia when the
wheelchair is decelerating. It should also be noted that,
in conjunction with the spring force Fs, the center of grav-
ity of the person Cgp sitting in the wheelchair can be mod-
ified. For example, the center of gravity Cgp may be
moved further rearward from vertical centerline 402 by
moving chair 120 rearward along frame 142 with or with-
out adjusting the magnitude of the spring force Fs. More-
over, the position of pivotal connection P may be moved
along the length of pivot arms 132 and 134 thereby
changing the ratio of distances between the pivotal con-
nection P and the motor drive assemblies and  casters
106 and 108 thereby resulting changing the dynamics of
the pivot arms and wheelchair. Hence, a combination of
features can be varied to control the pivoting of pivot arms
132 and 132 and the raising and lowering of front casters
106 and 108.
[0032] Referring now to Figures 5A through 5E, the
curb-climbing capability of wheelchair 100 will now be
described. In Figure 5A, the wheelchair 100 approaches
a curb 502 of approximately 2 to 4 inches (approximately
5 to 10 cm) in height. The wheelchair 100 is positioned
so that front casters 106 and 108 are approximately 6
inches (approximately 15 cm) from the curb 502. Alter-
natively, wheelchair 100 can be driven directly to curb
502 such that front casters 106 and 108 bump against
curb 502 and are driven thereunto, provided the height
of curb 502 is less than the axle height of front casters
106 and 108 (not shown).
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[0033] Nevertheless, in Figure 5B from preferably a
standstill position, drive motors 136 and 138 are
"torqued" so as to cause pivot arms 132 and 134 to pivot
about, for example, pin or bolt 330 and raise front casters
106 and 108 off the ground. The torquing of drive motors
136 and 138 refers to the process by which drive motors
136 and 138 are directed to instantaneously produce a
large amount of torque so that the acceleration force Fa
creates a moment greater than the moment generated
by spring force Fs. Such a process is accomplished by
the wheelchair’s passenger directing the wheelchair to
accelerate rapidly from the standstill position. For exam-
ple, a passenger can push hard and fast on the wheel-
chair’s directional accelerator controller (not shown)
thereby directing the wheelchair to accelerate forward as
fast as possible. As shown in Figure 5B and as described
in connection with Figures 4A-4C, such "torquing" causes
pivot arms 132 and 134 to pivot about pin 330 thereby
causing front casters 106 and 108 to rise. During torqu-
ing, the wheelchair 100 accelerates forward toward the
curb 502 with the front casters 106 and 108 in the raised
position.
[0034] In Figure 5C, front casters 106 and 108 have
passed over curb 502. As front casters 106 and 108 pass
over or ride on top of curb 502, drive wheels 102 and 104
come into physical contact with the rising edge of curb
502. Due to the drive wheels’ relatively large size com-
pared to the height of curb 502, the drive wheels 102 and
104 are capable of engaging curb 502 and driving there
over--thereby raising the wheelchair 100 over curb 502
and onto a new elevation. Once raised, the front casters
106 and 108 are lowered as the inertial forces of the
passenger and battery approach zero. These inertial
forces approach zero when wheelchair 100 either decel-
erates such as, for example, by engaging curb 502 or  by
accelerating wheelchair 100 to its maximum speed (un-
der a given loading) at which point the acceleration ap-
proaches zero and wheelchair 100 approaches the state
of dynamic equilibrium. Either scenario causes pivot
arms 132 and 134 to lower front casters 106 and 108
onto the new elevation.
[0035] Figure 5D shows wheelchair 100 after the drive
wheels 102 and 104 have driven over curb 502 and onto
the new elevation with front casters 106 and 108 lowered.
Rear caster 110 still contacts the previous lower eleva-
tion. By such contact, rear caster 110 provides rearward
stability preventing wheelchair 100 from tipping back-
wards as the wheelchair climbs the curb 502. Figure 5E
illustrates wheelchair 100 after rear caster 110 has en-
gaged and surmounted curb 502.
[0036] Hence, the present invention provides a feature
by which the front casters of a wheelchair can be raised
and lowered when the wheelchair must climb or surmount
a curb or obstacle. By raising the front casters to an ap-
propriate position, whether completely clear of the curb
or obstacle height or partially clear thereof, the wheel-
chair’s drive wheels can, in effect, drive the wheelchair
over the curb or obstacle.

[0037] Referring now to Figures 6A through 6D, the
curb-descending capability of wheelchair 100 will now be
described. Referring now particularly to Figure 6A,
wheelchair 100 slowly approaches a curb 602, which rep-
resents a drop in elevation. In Figure 6B, front casters
106 and 108 have gone over curb 602 and are in contact
with the new lower elevation. As front casters 106 and
108 go over the curb or obstacle 602, they are urged
downward toward the new lower elevation by the force
generated by springs 144 and 146. This results in very
little impact or feeling of loss of stability to the wheelchair
passenger because the wheelchair 100 stays substan-
tially level as the front casters 106 and 108 drop over
curb 602 to the new lower elevation.
[0038] In Figure 6C, drive wheels 102 and 104 have
gone over curb 602 and are in contact with the new lower
elevation. As drive wheels 102 and 104 go over curb 602,
wheelchair 100 is prevented from tipping forward by
springs 144 and 146 and front casters 106 and 108. More
specifically, springs 144 and 146 urge the back of seat
120 rearward to counter any forward tipping tendency
that the wheelchair may exhibit. In addition or in the al-
ternative, an electromechanical stop or spring dampener
can be energized by sensing inertial forces, angle  of the
wheelchair frame, or current to or from the drive motors,
which would prevent the wheelchair from tipping forward
(not shown).
[0039] In Figure 6D, rear caster 110 has gone over
curb 602 and contacts the new lower elevation. As rear
caster 110 drops down over curb or obstacle 602, very
little impact or instability is experienced by the wheelchair
passenger because most of the wheelchair’s weight (in-
cluding passenger weight) is supported by drive wheels
102 and 104, which are already on the new lower eleva-
tion. Hence, as rear caster 110 goes over curb 602 and
contacts the new lower elevation, the wheelchair pas-
senger experiences a low-impact transition between el-
evations.
[0040] Therefore, wheelchair 100 provides a stable,
low-impact structure and method for climbing or de-
scending over curb-like obstacles. In climbing curb-like
obstacles, wheelchair 100 raises the front casters to a
height sufficient for the front casters to go over the curb-
like obstacle and allow the wheelchair’s drive wheels to
engage the obstacle. The rear caster provides rearward
stability during such curb-climbing. In descending curb-
like obstacles, wheelchair 100 lowers the front casters
over the obstacle to provide forward stability as the drive
wheels drive over the obstacle. The resilient members
or springs provide rearward stability by urging the rear
of the wheelchair’s seat downward to counter any forward
tipping tendency that the wheelchair may exhibit when
descending a curb or obstacle. Additionally, chair or seat
120 can be moved rearward or tilted backward to in-
crease wheelchair stability when descending a curb or
obstacle.
[0041] Referring now to Figures 7 and 8, a second em-
bodiment of a curb-climbing wheelchair 700 of the
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present invention is shown. The wheelchair 700 has a
pair of drive wheels 702 and 704, front casters 706 and
708, rear caster 710, and front riggings 712 and 714. As
in wheelchair 100, the front riggings 712 and 714 include
footrests 716 and 718 for supporting the feet of a pas-
senger. The front riggings 712 and 714 are preferably
mounted so as to be able to swing away from the shown
center position to the sides of the wheelchair. Addition-
ally, footrests 716 and 718 can swing from the shown
horizontal-down position to a vertical-up position thereby
providing relatively unobstructed access to the front of
the wheelchair.
[0042] The wheelchair 700 further includes a chair 720
having a seat portion 722 and a back portion 724 for
comfortably seating a passenger. Chair 720 is adjustably
mounted to frame  742 (see Figure 8) so as to be able
to move forward and backward on frame 742, thereby
adjusting the passenger’s weight distribution and center
of gravity relative to the wheelchair. As in wheelchair 100,
chair 720 is preferably positioned such that a substantial
portion of the wheelchair’s weight when loaded with a
passenger is evenly distributed between drive wheels
702 and 704. For example, the preferred weight distribu-
tion of wheelchair 700 when loaded with a passenger
should be between 80% to 95% (or higher) on drive
wheels 702 and 704. The remainder of the weight being
distributed between the rear and front casters. Armrests
726 and 728 are also provided for resting the arms of a
passenger or assisting a passenger in seating and un-
seating from chair 720.
[0043] The wheelchair 700 is preferably powered by
one or more batteries 730, which reside beneath the chair
720 and in-between drive wheels 702 and 704. A pair of
drive motors 736 and 738 (see Figure 8) are used to
power drive wheels 702 and 704. Drive motors 736 and
738 are preferably brushless, gearless, direct-drive mo-
tors with their rotors either internal or external to their
stators. Drive motors 736 and 738 also each include a
fail-safe braking mechanism that includes a manual re-
lease mechanism (not shown). A control system and con-
troller (not shown) interface batteries 730 to drive motors
736 and 738 so as to allow a passenger to control the
operation of the wheelchair 700. Such operation includes
directing the wheelchair’s acceleration, deceleration, ve-
locity, braking, direction of travel, etc.
[0044] Front casters 706 and 708 are attached to pivot
arms 732 and 734, respectively. Rear caster 710 is at-
tached to rear caster arms 740A and 740B (see Figure
8). While only one rear caster is shown, it should be un-
derstood that in the alternative two or more rear casters
can also be provided. As will be described in more detail,
pivot arms 732 and 734 are pivotally coupled to frame
742 for curb-climbing and descending, while rear caster
arm 740A and 740B are rigidly coupled to frame 742.
[0045] The suspension and drive components of
wheelchair 700 are further illustrated in the exploded pro-
spective view of Figure 9A. More specifically, pivot arm
732 has a base portion 906, an angled portion 902 ex-

tending therefrom, and a motor mount bracket 910. The
distal end of angled portion 902 includes a front swivel
assembly 904 that interfaces with front caster 706. Base
portion 706 has a portion including a hole 905 for pivot
pin 922 and associated sleeve fittings.
[0046] The suspension further includes a coupling
plate 914 for interfacing front resilient assembly 931 to
pivot arm 732. Coupling plate 914 is preferably rigidly
affixed to pivot arm 732 via rigid tubular connection 916.
Coupling plate 914 has a mounting bracket 918 config-
ured to receive a pivot pin for interfacing to front resilient
assembly 931. Configured as such, pivot arm 732 and
coupling plate move in unison about pivot pin or bolt 922
subject to the forces and moments generated by front
resilient assembly 931 and motor 736. Additionally, the
suspension can further include a torsion member (not
shown) between pivot arms 732 and 734 similar to the
arrangement shown in Figure 2B.
[0047] A resilient suspension member such as spring
920 extends between and is connected at its opposite
ends to pivot arm 732 to a motor mount 908. Motor mount
908 has a pivot connection 912 that pivotally couples
motor mount bracket 910 to pivot arm 732 and coupling
plate 914 via a pivot pin. More specifically, motor mount
908 is pivotally received in a space between motor mount
bracket 910 and coupling plate 914. Motor mount 908
further includes holes for fastening motor 136 thereto.
Configured as such, motor 736 is pivotally coupled to
pivot arm 732, which is itself pivotally coupled to frame
742.
[0048] Referring now to Figures 9A and 10A, front re-
silient assembly 931 has a spring 938 that is indirectly
coupled to frame 742 and coupling plate 914 via arcuate
pivot brackets 932 and 934 and horizontal pivot bracket
936. Arcuate pivot brackets 932 and 934 are generally
curved and have holes in their distal portions. The holes
are used for securing arcuate pivot brackets 932 and 934
to frame mounting bracket 940 and to horizontal pivot
bracket 936 via screws or pins. Spring 938 is coupled to
the lower portions of arcuate pivot brackets 932 and 934
proximate to frame mounting bracket 940 and to one of
a plurality of points shown between the distal portions of
horizontal pivot bracket 936.
[0049] In this regard, horizontal pivot bracket 936 has
a first distal portion having a pivot hole for interfacing with
coupling plate 914 and, more particular, spring mounting
bracket 918. The other distal portion of horizontal pivot
bracket 936 has a plurality of mounting holes that allow
for the mounting of arcuate pivot brackets 932 and 934
in various positions. So configured front resilient assem-
bly 931 is similar in function to springs 144 and 146 of
wheelchair 100. However, the configuration of linkages
932, 934, and 936 and spring 938 of front resilient as-
sembly 931 provide for a constant spring force over the
range of pivoting of pivot arm 732.
[0050] Figures 11A through 11E and 12A through 12D
illustrate the response of the front resilient assembly 931
linkages with respect to wheelchair 700 climbing and de-
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scending a curb-like obstacle.
[0051] Still referring to Figure 9A, frame 742 includes
longitudinal side members 924 and 926 and cross-brace
members 928 and 930. Pivot arm 732 is pivotally mount-
ed to side members 926 through pivot arm base member
906 and pin 922. Motor 736 is pivotally mounted to pivot
arm 732 through motor mount 908 and its pivot assembly
912. Since motor 736 is pivotal with respect to pivot arm
732, spring 920 provides a degree of suspension be-
tween the two pivotal components. Additionally, since
pivot arm 732 pivots with respect to frame 742, spring
938 and associated vertical and horizontal pivot brackets
934, 936, and 938, respectively, urge pivot arm 732 such
that front caster 706 is urged downward toward the riding
surface. This is similar in functionality to spring 144 of
wheelchair 100.
[0052] Figure 9B is an enlarged view of portion 942 of
Figure 9A. More specifically, portion 942 shows pivot arm
734 and its associated components, which are similarly
configured to pivot arm 732 and its associated assem-
blies, in their assembled positions on frame 742.
[0053] Referring now to Figures 10A through 10C, free
body diagrams illustrating various centers of gravity and
the forces acting on wheelchair 700 will now be de-
scribed. In particular, Figure 10A is a free body diagram
illustrating the forces acting on wheelchair 700 when the
wheelchair is in static equilibrium. The various forces
shown include Fp, Fb, Fs, Ffc, Frc, and Fw. As described
in Figures 4A-4C, Fp is the force representing gravity act-
ing on the center of gravity of a person Cgp sitting in wheel-
chair 700. Similarly, Fb is the force representing gravity
acting on the center of gravity of the batteries Cgb used
to power wheelchair 100. Spring 944 introduces a force
Fs acting on pivot arm 732. Spring 938 (see Figure 9A)
provides a similar force on pivot arm 732. Rear caster
710 has a force Frc acting on its point of contact with the
ground. Front caster 708 has a force Ffc acting on its
point of contact with the ground. Front caster 706 (see
Figure 9A) has a similar force acting on it as well. Drive
wheel 704 has force Fw acting on its point of contact with
the ground and drive wheel 702 (see Figure 9A) also has
a similar force acting thereon.
[0054] In wheelchair 700, the center of gravity Cgp of
a person sitting in the chair is preferably located just be-
hind a vertical centerline 1002 through pivotal connection
P. Similarly, the center of gravity Cgb of the batteries is
located behind the vertical centerline  1002. As already
described, it is possible to obtain between approximately
80% to 95% weight distribution on drive wheels 702 and
704, with the remainder of the weight being distributed
between the front casters 706 and 708 and the rear caster
710. As will be explained in more detail, such an arrange-
ment facilitates the raising and lowering of the front cast-
ers 706 and 708 during acceleration and deceleration of
the wheelchair 700.
[0055] Under static equilibrium such as, for example,
when the chair is at rest or not accelerating or deceler-
ating as shown in Figure 10A, the net rotational moment

around pivotal connection P and pivot arms 732 and 734
is zero (0) (i.e., ∑Fnrn = 0, where F is a force acting at a
distance r from the pivotal connection P and n is the
number of forces acting on the wheelchair). Hence, pivot
arms 732 and 734 do not tend to rotate or pivot.
[0056] In Figure 10B, wheelchair 700 is shown accel-
erating. The forces are the same as those of Figure 10A,
except that an acceleration force Fa is acting on drive
wheel 704. A similar force acts on drive wheel 702. When
the moment generated by the acceleration force Fa ex-
ceeds the moment generated by spring force Fs, pivot
arm 734 will begin to rotate or pivot such that front caster
708 begins to rise. As the moment generated by the ac-
celeration force Fa continues to increase over the mo-
ment generated by spring force Fs, pivot arm 734 increas-
ingly rotates or pivots thereby increasingly raising front
caster 708 until the maximum rotation or pivot has been
achieved. The maximum rotation or pivot is achieved
when pivot arm 734 makes direct contact with frame 742
or indirect contact such as through, for example, a pivot
stop attached to frame 742. Pivot arm 734 and front cast-
er 708 behave in a similar fashion.
[0057] Hence, as the wheelchair 700 accelerates for-
ward and the moment created by accelerating force Fa
increases over the moment created by spring force Fs,
pivot arms 732 and 734 being to rotate or pivot thereby
raising front casters 706 and 708 off the ground. As de-
scribed, it is preferable that front casters 706 and 708
rise between 1 and 6 inches off the ground so as to be
able to overcome a curb or other obstacle of the same
or similar height.
[0058] Referring now to Figure 10C, a free body dia-
gram illustrating the forces acting on wheelchair 700
when the wheelchair is decelerating is shown. The forces
are the same as those of Figure 10A, except that a de-
celeration force Fd is acting on drive wheel 702 instead
of an accelerating force Fa. A similar force acts on drive
wheel 702. The moment generated by the deceleration
force Fd causes pivot arm 734 to rotate in the same di-
rection as the  moment generated by spring force Fs, i.e.,
clockwise as shown. If front caster 708 is not contacting
the ground, this pivot arm rotation causes front caster
708 to lower until it makes contact with the ground. If front
caster 708 is already contacting the ground, then no fur-
ther movement of front caster 708 is possible. Hence,
when wheelchair 700 decelerates, front caster 708 is
urged clockwise or towards the ground. Pivot arm 732
and front caster 706 behave in a similar manner.
[0059] As with wheelchair 100, the spring force Fs can
be used to control the amount of acceleration and decel-
eration that is required before pivot arm 734 pivots and
raises or lowers front caster 708. For example, a strong
or weak spring force would require a stronger or weaker
acceleration and deceleration before pivot arm 734 pivots
and raises or lowers front caster 708, respectively. The
exact value of the spring force Fs depends on designer
preferences and overall wheelchair performance require-
ments for acceleration and deceleration. For example,
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the spring force Fs must be strong enough to keep chair
720 and the passenger from tipping forward due to inertia
when the wheelchair is decelerating. Additionally, be-
cause horizontal pivot bracket 936 has a plurality of
mounting holes (see Figure 9A, for example) for mount-
ing vertical pivot brackets 932 and 934, the amount of
spring force Fs applied to the pivot arms can also be
controlled by the appropriate choice of mounting for such
brackets. It should also be noted that, either alone or in
conjunction with the spring force Fs and the vertical and
horizontal pivot bracket configuration, the center of grav-
ity of the person Cgp sitting in the wheelchair can be mod-
ified. For example, the center of gravity Cgp may be
moved further rearward from vertical centerline 1002 with
or without adjusting the magnitude of the spring force Fs.
Hence, a combination of features can be varied to control
the pivoting of pivot arms 732 and 732 and the raising
and lowering of front casters 706 and 708.
[0060] Referring now to Figures 11A through 11E, the
curb-climbing capability of wheelchair 700 will now be
described. In Figure 11A, the wheelchair 700 approaches
a curb 1102 of approximately 3 to 6 inches in height. The
wheelchair 700 is positioned so that front casters 706
and 708 are approximately 6 inches from the curb 1102.
Alternatively, wheelchair 700 can be driven directly to
curb 1102 such that front casters 706 and 708 bump
against curb 1102 and are driven thereunto, provided the
height of curb 1102 is less than the axle height of front
casters 706 and 708 (not shown).
[0061] Nevertheless, in Figure 11B from preferably a
standstill position, drive motors 736 and 738 are
"torqued" so as to cause pivot arms 732 and 734 to pivot
about, for example, pin or bolt 922 and raise front casters
706 and 708 off the ground. As described earlier, the
torquing of drive motors 736 and 738 refers to the process
by which drive motors 736 and 738 are directed to in-
stantaneously produce a large amount of torque so that
the acceleration force Fa creates a moment greater than
the moment generated by spring force Fs. Such a process
is accomplished by the wheelchair’s passenger directing
the wheelchair to accelerate rapidly from the standstill
position. For example, a passenger can push hard and
fast on the wheelchair’s directional accelerator controller
(not shown) thereby directing the wheelchair to acceler-
ate forward as fast as possible. As shown in Figure 11B
and as described in connection with Figures 10A-10C,
such "torquing" causes pivot arms 732 and 734 to pivot
about pin 922 thereby causing front casters 706 and 708
to rise. During torquing, the wheelchair 700 accelerates
forward toward the curb 1102 with the front casters 706
and 708 in the raised position.
[0062] In Figure 11C, front casters 706 and 708 have
passed over curb 1102. As front casters 706 and 708
pass over or ride on top of curb 1102, drive wheels 702
and 704 come into physical contact with the rising edge
of curb 1102. Due to the drive wheels’ relatively large
size compared to the height of curb 1102, the drive
wheels 702 and 704 are capable of engaging curb 1102

and driving there over--thereby raising the wheelchair
700 over curb 1102 and onto a new elevation. As drive
wheels 702 and 704 engage curb 1102, suspension
spring 920 cushions the impact of the transition. Once
raised, the front casters 706 and 708 are lowered as the
inertial forces of the passenger and battery approach ze-
ro. These inertial forces approach zero when wheelchair
700 either decelerates such as, for example, by engaging
curb 1102 or by accelerating wheelchair 700 to its max-
imum speed (under a given loading) at which point the
acceleration approaches zero and wheelchair 700 ap-
proaches the state of dynamic equilibrium. Either sce-
nario causes pivot arms 732 and 734 to lower front cast-
ers 706 and 708 onto the new elevation.
[0063] Figure 11D shows wheelchair 700 after the
drive wheels 702 and 704 have driven over curb 1102
and onto the new elevation with front casters 706 and
708 lowered. Rear caster 710 still contacts the previous
lower elevation. By such contact, rear caster 710 pro-
vides rearward stability preventing wheelchair 700 from
tipping backwards as the wheelchair climbs the curb or
obstacle 1102. Figure 11E illustrates wheelchair 700 af-
ter rear  caster 710 has engaged and surmounted curb
or obstacle 1102. Figures 12A, 12B, 12C, 12D, and 12E
correspond to enlarge portions of Figures 11A, 11B, 11C,
11D, and 11E, respectively, particularly showing the ori-
entation and range of motion experienced by front resil-
ient assembly 931 as the wheelchair climbs a curb.
[0064] Hence, the embodiment of wheelchair 700 pro-
vides a feature by which the front casters of a wheelchair
can be raised and lowered when the wheelchair must
climb or surmount a curb or obstacle. By raising the front
casters to an appropriate position, whether completely
clear of the curb or obstacle height or partially clear there-
of, the wheelchair’s drive wheels can, in effect, drive the
wheelchair over the curb or obstacle.
[0065] Referring now to Figures 13A through 13D, the
curb descending capability of wheelchair 700 will now be
described. Referring now particularly to Figure 13A,
wheelchair 700 slowly approaches a curb 1302, which
represents a drop in elevation. In Figure 13B, front cast-
ers 706 and 708 have gone over curb 1302 and are in
contact with the new lower elevation. As front casters
706 and 708 go over curb 1302, they are urged downward
toward the new lower elevation by the force generated
by springs 938 and 944. This results in very little impact
or feeling of loss of stability to the wheelchair passenger
because the wheelchair 700 stays substantially level as
the front casters 706 and 708 drop over curb 1302 to the
new lower elevation.
[0066] In Figure 13C, drive wheels 702 and 704 have
gone over curb 1302 and are in contact with the new
lower elevation. As drive wheels 702 and 704 go over
curb or obstacle 1302, suspension springs such as spring
920 cushion the impact of such a transition. Also as drive
wheels 702 and 704 go over curb 1302, wheelchair 700
is prevented from tipping forward by springs 938 and 944
and front casters 706 and 708. More specifically, springs
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938 and 944 urge the front of frame 742, through frame
mounting bracket 940 (see Figures 9 and 10), upward to
counter any forward tipping tendency that the wheelchair
may exhibit.
[0067] In Figure 13D, rear caster 710 has gone over
curb 1302 and contacts the new lower elevation. As rear
caster 710 drops down over curb 1302, very little impact
or instability is experienced by the wheelchair passenger
because most of the wheelchair’s weight (including pas-
senger weight) is supported by drive wheels 702 and
704, which are already on the new lower elevation.
Hence, as rear caster 710 goes over curb 1302 and con-
tacts the new lower elevation, the wheelchair passenger
experiences a low-impact transition between elevations.
[0068] Therefore, wheelchair 700 provides a stable,
low-impact structure and method for climbing or de-
scending over curb-like obstacles. In climbing curb-like
obstacles, wheelchair 700 raises the front casters to a
height sufficient for the front casters to go over the curb-
like obstacle and allow the wheelchair’s drive wheels to
engage the obstacle. The rear caster provides rearward
stability during such curb-climbing. In descending curb-
like obstacles, wheelchair 700 lowers the front casters
over the obstacle to provide forward stability as the drive
wheels drive over the obstacle. Suspension springs as-
sociated with the drive wheels provide for low-impact
transitions for the passenger between elevations repre-
senting curbs or obstacles. Springs associated with the
front casters provide forward stability by urging the front
of the wheelchair’s frame upward to counter any forward
tipping tendency that the wheelchair may exhibit when
descending a curb or obstacle.
[0069] While the present invention has been illustrated
by the description of embodiments thereof, and while the
embodiments have been described in considerable de-
tail, it is not the intention of the applicants to restrict or in
any way limit the scope of the appended claims to such
detail. Additional advantages and modifications will read-
ily appear to those skilled in the art. For example, the
pivot arms can be made from a plurality of components
having differing geometry, the wheelchair may or may
not include spring forces acting on the pivot arms, the
invention can be applied to rear-wheel and front-wheel
drive wheelchairs, elastomeric resilient members can be
used instead of or in combination with springs, electrically
adjustable spring tension devices can be included with
the springs, etc. Therefore, the invention, in its broader
aspects, is not limited to the specific details, the repre-
sentative apparatus, and illustrative examples shown
and described. Accordingly, departures may be made
from such details without departing from the scope of the
appended claims.

Claims

1. A wheelchair (100) for traversing obstacles, compris-
ing:

a frame (142);
a pivoting assembly having at least one pivot
arm (132), said at least one pivot arm (132) com-
prising:

a first portion pivotally coupled to said frame
(142); and
a second portion having at least one front
caster (106) attached thereto, wherein the
front caster (106) is in contact with the
ground when the wheelchair (100) is in stat-
ic equilibrium;

a drive assembly (136) coupled to a third portion
of said at least one pivot arm (132);
a rear caster (110) coupled to the frame (142);
characterized in that
said at least one pivot arm (132) pivots in re-
sponse to a moment generated by the drive as-
sembly (136) thereby urging said at least one
front caster (106) from the ground to assist said
wheelchair (100) in traversing said obstacles;
and
wherein said at least one pivot arm (132) pivots
in response to a moment generated by the drive
assembly (136) to raise said at least one front
caster (106) between one and six inches (two
and fifteen centimeters) from the ground.

2. The wheelchair (100) of claim 1, wherein said at least
one pivot arm (132) pivots in response to a moment
generated by the drive assembly (136) to raise said
at least one front caster (106) between one and four
inches (two and ten centimeters) from the ground.

3. The wheelchair (100) of claim 1, wherein the drive
assembly (136) comprises a motor.

4. The wheelchair (100) of claim 3, further comprising
a spring (144) that biases the motor in a first direction
with respect to the ground.

5. The wheelchair (100) of claim 4, further comprising
a second spring (920) interposed between the drive
assembly and the pivot arm (132).

6. The wheelchair (100) of claim 5, wherein the second
spring (920) biases the motor away from the pivot
arm (132).

7. The wheelchair (100) of claim 1, wherein the drive
assembly (136) is coupled to said at least one pivot
arm (132) by a motor mount (908) such that the motor
mount (908) and the attached drive assembly (136)
are able to rotate with respect to the pivot arm (132).

8. The wheelchair (100) of claim 1, wherein the third
portion of the at least one pivot arm (132) is between
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said first and second portions.

9. The wheelchair (100) of claim 1, wherein the pivot
arm (132) and the drive assembly (136) are coupled
such that movement of the drive assembly (136) in
a first direction causes movement of the drive as-
sembly (136) with respect to the pivot arm (132) and
movement of the drive assembly (136) in a second
direction causes the pivot arm (132) to move upward.

Patentansprüche

1. Rollstuhl (100) zum Überwinden von Hindernissen,
umfassend:

einen Rahmen (142);
eine Schwenkanordnung mit mindestens einem
Schwenkarm (132), wobei dieser mindestens ei-
ne Schwenkarm (132) Folgendes umfasst:

einen ersten Abschnitt, der schwenkbar mit
dem Rahmen (142) verbunden ist; und
einen zweiten Abschnitt mit mindestens ei-
ner daran befestigten vorderen Laufrolle
(106), wobei die vordere Laufrolle (106) den
Boden berührt, wenn sich der Rollstuhl
(100) im statischen Gleichgewicht befindet;

eine Antriebsbaugruppe (136), die mit einem
dritten Abschnitt des mindestens einen
Schwenkarms (132) verbunden ist;
eine mit dem Rahmen (142) verbundene hintere
Laufrolle (110);
dadurch gekennzeichnet, dass
sich der mindestens eine Schwenkarm (132) in
Reaktion auf ein von der Antriebsbaugruppe
(136) erzeugtes Moment dreht und dadurch die
mindestens eine vordere Laufrolle (106) vom
Boden weg treibt, um den Rollstuhl (100) beim
Überwinden der Hindernisse zu unterstützen;
und
wobei sich der mindestens eine Schwenkarm
(132) in Reaktion auf ein von der Antriebsbau-
gruppe (136) erzeugtes Moment dreht, um die
mindestens eine vordere Laufrolle (106) um ei-
nen bis sechs Zoll (zwei bis fünfzehn Zentime-
ter) vom Boden anzuheben.

2. Rollstuhl (100) nach Anspruch 1, wobei sich der min-
destens eine Schwenkarm (132) in Reaktion auf ein
von der Antriebsbaugruppe (136) erzeugtes Moment
dreht, um die mindestens eine vordere Laufrolle
(106) um einen bis vier Zoll (zwei bis zehn Zentime-
ter) vom Boden anzuheben.

3. Rollstuhl (100) nach Anspruch 1, wobei die Antriebs-
baugruppe (136) einen Motor umfasst.

4. Rollstuhl (100) nach Anspruch 3, der ferner eine Fe-
der (144) umfasst, die den Motor in einer ersten Rich-
tung gegenüber dem Boden vorspannt.

5. Rollstuhl (100) nach Anspruch 4, der ferner eine
zweite Feder (920) umfasst, die zwischen die An-
triebsbaugruppe und den Schwenkarm (132) einge-
fügt ist.

6. Rollstuhl (100) nach Anspruch 5, wobei die zweite
Feder (920) den Motor weg vom Schwenkarm (132)
vorspannt.

7. Rollstuhl (100) nach Anspruch 1, wobei die Antriebs-
baugruppe (136) durch ein Motorlager (908) derart
mit dem mindestens einen Schwenkarm (132) ver-
bunden ist, dass sich das Motorlager (908) und die
angeschlossene Antriebsbaugruppe (136) gegen-
über dem Schwenkarm (132) drehen können.

8. Rollstuhl (100) nach Anspruch 1, wobei sich der drit-
te Abschnitt des mindestens einen Schwenkarms
(132) zwischen dem ersten und dem zweiten Ab-
schnitt befindet.

9. Rollstuhl (100) nach Anspruch 1, wobei der
Schwenkarm (132) und die Antriebsbaugruppe
(136) derart verbunden sind, dass eine Bewegung
der Antriebsbaugruppe (136) in einer ersten Rich-
tung eine Bewegung der Antriebsbaugruppe (136)
gegenüber dem Schwenkarm (132) bewirkt und eine
Bewegung der Antriebsbaugruppe (136) in einer
zweiten Richtung die Aufwärtsbewegung des
Schwenkarms (132) bewirkt.

Revendications

1. Fauteuil roulant (100) pour franchir des obstacles,
comprenant :

un cadre (142) ;
un ensemble pivotant comprenant au moins un
bras de pivot (132), ledit au moins un bras de
pivot (132) comprenant :

une première partie couplée de manière pi-
votante audit cadre (142) ; et
une deuxième partie comprenant au moins
une roulette avant (106) fixée sur cette der-
nière, la roulette avant (106) étant en con-
tact avec le sol lorsque le fauteuil roulant
(100) est en équilibre statique ;

un mécanisme d’entraînement (136) couplé à
une troisième partie dudit au moins un bras de
pivot (132) ;
une roulette arrière (110) couplée au cadre
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(142) ;
caractérisé en ce que
ledit au moins un bras de pivot (132) pivote en
réponse à un couple généré par le mécanisme
d’entraînement (136), poussant ainsi ladite au
moins une roulette avant (106) au-dessus du sol
pour aider ledit fauteuil roulant (100) à franchir
lesdits obstacles ; et
ledit au moins un bras de pivot (132) pivotant en
réponse à un couple généré par le mécanisme
d’entraînement (136) pour soulever ladite au
moins une roulette avant (106) entre un et six
pouces (deux et quinze centimètres) au-dessus
du sol.

2. Fauteuil roulant (100) selon la revendication 1, dans
lequel ledit au moins un bras de pivot (132) pivote
en réponse à un couple généré par le mécanisme
d’entraînement (136) pour soulever ladite au moins
une roulette avant (106) entre un et quatre pouces
(deux et dix centimètres) au-dessus du sol.

3. Fauteuil roulant (100) selon la revendication 1, dans
lequel le mécanisme d’entraînement (136) com-
prend un moteur.

4. Fauteuil roulant (100) selon la revendication 3, com-
prenant en outre un ressort (144) qui sollicite le mo-
teur dans une première direction par rapport au sol.

5. Fauteuil roulant (100) selon la revendication 4, com-
prenant en outre un second ressort (920) interposé
entre le mécanisme d’entraînement et le bras de pi-
vot (132).

6. Fauteuil roulant (100) selon la revendication 5, dans
lequel le second ressort (920) sollicite le moteur en
l’écartant du bras de pivot (132).

7. Fauteuil roulant (100) selon la revendication 1, dans
lequel le mécanisme d’entraînement (136) est cou-
plé audit au moins un bras de pivot (132) par un
support de moteur (908) de manière telle que le sup-
port de moteur (908) et le mécanisme d’entraîne-
ment fixé (136) peuvent tourner par rapport au bras
de pivot (132).

8. Fauteuil roulant (100) selon la revendication 1, dans
lequel la troisième partie dudit au moins un bras de
pivot (132) se situe entre ladite première et ladite
deuxième partie.

9. Fauteuil roulant (100) selon la revendication 1, dans
lequel le bras de pivot (132) et le mécanisme d’en-
traînement (136) sont couplés de manière telle qu’un
mouvement du mécanisme d’entraînement (136)
dans une première direction provoque le mouve-
ment du mécanisme d’entraînement (136) par rap-

port au bras de pivot (132) et un mouvement du mé-
canisme d’entraînement (136) dans une deuxième
direction provoque le déplacement vers le haut du
bras de pivot (132).
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