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(S)  Multiple  rotor  disk  assembly. 

(57)  A  rotor  assembly  (34)  for  supporting  rotor 
blades  (30)  includes  a  plurality  of  axially  adjoin- 
ing  discrete  disks  (36)  each  having  a  rim  (40), 
web  (42),  and  hub  (44).  The  rims  (40)  include 
axial  dovetail  grooves  (46)  for  collectively  sup- 
porting  a  respective  blade  dovetail  (32)  therein. 
Each  of  the  disks  (36)  includes  at  least  one 
axially  extending  annular  arm  (50)  joined  integ- 
rally  with  the  disk  and  fixedly  joined  to  an 
adjacent  one  of  the  arms  (50).  The  disks  (36)  are 
fixedly  joined  together  solely  by  the  blade 
dovetails  (32)  in  the  rim  dovetail  grooves  (32) 
and  by  the  arms  (50)  so  that  upon  a  crack  (52) 
failure  of  one  of  the  disks,  centrifugal  load  from 
the  failed  disk  (36)  is  transferred  to  an  adjacent 
disk. 
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Technical  Field 

The  present  invention  relates  generally  to  aircraft 
gas  turbine  engines,  and,  more  specifically,  to  a  blad- 
ed-rotor  assembly,  such  as  a  fan,  subject  to  cracking 
failure. 

Background  Art 

A  conventional  aircraft  gas  turbine  engine  in- 
cludes  a  rotating  fan  having  a  plurality  of  circumferen- 
tially  spaced  fan  blades  removably  mounted  to  a  rotor. 
In  one  form,  the  rotor  includes  a  disk  having  an  outer 
rim  and  an  inner  hub  with  a  radially  extending  web 
therebetween.  The  rim  includes  a  plurality  of  circum- 
ferentially  spaced,  axially  extending  dovetail  grooves 
for  receiving  axial  dovetails  of  the  fan  blades  for  sup- 
porting  the  fan  blades  as  they  rotate  with  the  disk. 

A  conventional  rim  has  a  width  in  the  axial  direc- 
tion  selected  for  ensuring  acceptably  low  stress  in  the 
rim  due  to  centrifugal  loads  imposed  by  the  rotating 
blades  on  the  rim.  The  width  of  the  web  is  relatively 
smaller  than  that  of  the  rim  for  minimizing  weight  of  the 
disk,  and  the  width  of  the  hub  is  relatively  larger  than 
that  of  the  web  and  may  be  up  to  about  the  width  of 
the  rim  for  providing  suitable  structural  integrity  of  the 
entire  disk. 

Since  the  fan  assembly  has  the  largest  outer  di- 
ameter  of  the  rotating  blade  rows  of  a  conventional 
turbofan  aircraft  gas  turbine  engine,  it  typically  has 
relatively  high  rotational  energy  due  to  centrifugal 
force  or  load  generated  thereby  during  operation.  The 
larger  the  fan  blades,  the  higher  the  potential  centri- 
fugal  loads,  and,  therefore,  the  fans  are  typically  run 
at  relatively  low  rotational  speeds  to  reduce  the  cen- 
trifugal  loads  so  that  stress  generated  thereby  in  the 
disk  is  below  acceptable  limits  for  obtaining  a  suitable 
useful  life  of  the  disk  and  avoiding  catastrophic  failure 
during  operation. 

Conventional  rotor  disks  are  known  to  fail  due  to 
propagating  cracks  under  relatively  high  centrifugal 
loads.  Cracks  typically  form  at  stress  concentrations 
in  the  disk  such  as,  for  example,  undetected  inclu- 
sions  in  the  disk,  or  at  stress  risers  such  as  holes  in 
the  disk.  Cracks  may  propagate  circumferentially 
around  the  disk  and  may  result  in  the  rim  separating 
from  the  web  in  one  failure  mode.  In  another  failure 
mode,  cracks  may  propagate  in  the  radial  direction 
through  the  hub,  web,  and  rim  thusly  radially  splitting 
the  disk  and  resulting  in  failure. 

Disks,  therefore,  are  conventionally  designed  for 
obtaining  limited  stress  therein  due  to  centrifugal 
loads  to  reduce  the  likelihood  of  failure  and  for  provid- 
ing  an  acceptable  service  life.  The  disks  may  also  be 
constructed  in  the  form  of  a  multi-disk  assembly  for 
spreading  the  centrifugal  load  between  the  respective 
disks  so  that  failure  of  one  disk  does  not  result  in  fail- 
ure  of  the  entire  multi-disk  assembly. 

In  one  exemplary  turbofan  engine,  large  fan 
blades  are  provided  having  a  height  of  about  1  meter 
with  the  diameter  of  the  fan  assembly  measured  to  the 
blade  tips  of  about  3  meters.  The  fan  rotates  at  about 

5  2300  rpm,  thusly  resulting  in  substantial  centrifugal 
loads  imparted  from  the  blades  into  the  supporting  ro- 
tor  assembly.  Accordingly,  in  order  to  prevent  cata- 
strophic  failure  of  the  rotor  assembly  having  such  rel- 
atively  high  centrifugal  loads,  an  improved  rotor  as- 

10  sembly  is  desired  which  will  prevent  such  failure  and 
provide  an  indication  of  the  onset  of  such  failure  in  or- 
der  to  effect  appropriate  remedial  action.  Further- 
more,  in  view  of  the  relatively  large  centrifugal  loading 
in  such  a  fan,  a  simpler  and  more  structurally  efficient 

15  rotor  assembly  having  reduced  structural  mass  and 
reduced  stress  risers  is  desired. 

Objects  of  the  Invention 

20  Accordingly,  one  object  of  the  present  invention  is 
to  provide  a  new  and  improved  rotor  assembly  for  sup- 
porting  rotor  blades. 

Another  object  of  the  present  invention  is  to  pro- 
vide  a  rotor  assembly  for  supporting  large  fan  blades 

25  with  improved  structural  efficiency. 
Another  object  of  the  present  invention  is  to  pro- 

vide  a  fan  rotor  assembly  effective  for  inhibiting  or  ar- 
resting  crack  propagation  for  preventing  complete  ro- 
tor  failure. 

30  Another  object  of  the  present  invention  is  to  pro- 
vide  a  fan  rotor  assembly  having  reduced  stress  risers 
therein. 

Disclosure  of  Invention 
35 

A  rotor  assembly  for  supporting  rotor  blades  in- 
cludes  a  plurality  of  axially  adjoining  discrete  disks 
each  having  a  rim,  web,  and  hub.  The  rims  include  ax- 
ial  dovetail  grooves  for  collectively  supporting  a  re- 

40  spective  blade  dovetail  therein.  Each  of  the  disks  in- 
cludes  at  least  one  axially  extending  annular  arm 
joined  integrally  with  the  disk  and  fixedly  joined  to  an 
adjacent  one  of  the  arms.  The  disks  are  fixedly  joined 
together  solely  by  the  blade  dovetails  in  the  rim  dove- 

45  tail  grooves  and  by  the  arms  so  that  upon  a  crack  fail- 
ure  of  one  of  the  disks,  centrifugal  load  from  the  failed 
disk  is  transferred  to  an  adjacent  disk. 

Brief  Description  of  Drawings 
50 

The  novel  features  believed  characteristic  of  the 
invention  are  set  forth  and  differentiated  in  the  claims. 
The  invention,  in  accordance  with  preferred,  exem- 
plary  embodiments,  together  with  further  objects  and 

55  advantages  thereof,  is  more  particularly  described  in 
the  following  detailed  description  taken  in  conjunction 
with  the  accompanying  drawings  in  which: 

Figure  1  is  a  schematic,  longitudinal  sectional 
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view  of  an  exemplary  aircraft  turbofan  engine  having 
a  fan  rotor  assembly  in  accordance  with  one  embodi- 
ment  of  the  present  invention. 

Figure  2  is  a  longitudinal  sectional  view  of  one 
embodiment  of  the  rotor  assembly  for  the  fan  illustrat- 
ed  in  Figure  1. 

Figure  3  is  a  radial,  transverse  view  of  the  rotor 
assembly  illustrated  in  Figure  2  taken  along  line  3-3. 

Figure  4  is  a  longitudinal  sectional  view  of  another 
embodiment  of  the  rotor  assembly  for  the  fan  illustrat- 
ed  in  Figure  1. 

Figure  5  is  a  radial,  transverse  view  of  the  rotor 
assembly  illustrated  in  Figure  4  taken  along  line  5-5. 

Figure  6  is  a  perspective  view  of  a  portion  of  an- 
other  embodiment  of  the  rotor  assembly  illustrated  in 
Figure  1. 

Figure  7  is  a  longitudinal  sectional  view  of  the  ro- 
tor  assembly  illustrated  in  Figure  6  taken  along  line  7- 
7. 

Figure  8  is  a  perspective  view  of  a  portion  of  an- 
other  embodiment  of  the  rotor  assembly  illustrated  in 
Figure  1. 

Mode(s)  For  Carrying  Out  the  Invention 

Illustrated  in  Figure  1  is  an  exemplary  high  by- 
pass,  turbofan  gas  turbine  engine  10  having  in  serial 
flow  communication  an  inlet  12  for  receiving  ambient 
air  14,  a  fan  16,  a  compressor  18,  a  combustor  20,  a 
high  pressure  turbine  22,  and  a  low  pressure  turbine 
24.  The  high  pressure  turbine  22  is  joined  to  the  com- 
pressor  18  by  a  high  pressure  shaft  26,  and  the  low 
pressure  turbine  24  is  connected  to  the  fan  1  6  by  a  low 
pressure  shaft,  or  drive  shaft  28. 

The  fan  16  includes  a  plurality  of  circumferentially 
spaced  rotor,  or  fan,  blades  30  each  having  a  conven- 
tional  axial  dovetail  32  supported  to  a  rotor  assembly 
34  in  accordance  with  one  embodiment  of  the  present 
invention.  In  a  preferred  and  exemplary  embodiment, 
each  of  the  blades  30  has  a  height  H  of  about  1  meter, 
and  the  fan  16  has  an  outerdiameter  D  of  about  3  me- 
ters  measured  between  opposite  blade  tips.  The  low 
pressure  turbine  24  is  effective  for  rotating  the  rotor 
assembly  34  and  the  blades  16  at  rotational  speeds 
W  of  up  to  about  2300  rpm.  The  rotating  blades  30 
therefore  generate  considerable  centrifugal  loads  or 
forces  Fc  which  must  be  accommodated  by  the  rotor 
assembly  34. 

In  accordance  with  one  object  of  the  present  in- 
vention,  the  rotor  assembly  34  is  constructed  to  arrest 
propagation  of  cracks  therein  prior  to  complete  loss  of 
structural  integrity  of  the  rotor  assembly  34  support- 
ing  the  blades  30.  Crack  propagation  will  occur  to  a 
point  in  which  a  notable  unbalance  or  performance 
deterioration  of  the  fan  16  will  occur  which  may  be 
conventionally  detected  so  that  appropriate  remedial 
action  such  as  shutting  down  the  engine,  for  example, 
may  be  taken.  The  rotor  assembly  34  will,  however, 

continue  to  carry  the  centrifugal  blade  loading  safely 
without  complete  destruction  of  the  rotor  assembly 
34. 

Illustrated  in  Figures  2  and  3  is  an  exemplary  em- 
5  bodiment  of  the  rotor  assembly  34  having  a  plurality 

of  axially  adjoining,  discrete  disks  36,  for  example  four 
disks  36a,  36b,  36c,  and  36d.  Each  of  the  disks  36  is 
disposed  coaxially  about  a  longitudinal  centerline 
axis  38  of  the  disks  and  engine  10.  Each  of  the  disks 

10  36  is  conventionally  configured  and  is  generally  sym- 
metrical  about  a  radial  axis  to  have  a  radially  outer  rim 
40,  a  preferably  imperforate  web  42  extending  radially 
inwardly  from  the  rim  40,  and  an  annular  hub  44  ex- 
tending  radially  inwardly  from  the  web  42.  Each  of  the 

15  rims  40  includes  a  plurality  of  circumferentially 
spaced,  conventional  axial  dovetail  grooves  46  with 
adjacent  ones  of  the  dovetail  grooves  46  in  adjacent 
ones  of  the  disks  36  being  axially  aligned  for  collec- 
tively  receiving  and  supporting  a  respective  one  of  the 

20  blade  dovetails  32,  with  each  disk  36  supporting  a 
share  of  the  centrifugal  load  Fc  from  the  blades  30. 
Each  of  the  blade  rims  40  has  a  rim  width  Wr  conven- 
tionally  selected  for  accommodating  the  centrifugal 
loads  Fc  from  the  blades  30,  with  each  of  the  rims  40 

25  supporting  a  respective  share  of  the  total  centrifugal 
load  Fc. 

Adjacent  ones  of  the  webs  42  are  preferably  ax- 
ially  spaced  apart  which  is  due  in  part  to  the  webs  42 
having  a  width  Ww  conventionally  smaller  than  that  of 

30  the  rim  width  Wr.  Each  of  the  hubs  44  has  a  hub  width 
Wh  which  is  conventionally  larger  than  the  web  width 
Ww  and  may  be  up  to  about  the  rim  width  Wr.  Each  of 
the  hubs  44  includes  a  conventional  central  bore  48 
and  is  preferably  imperforate  from  the  bore  48  to  the 

35  web  42. 
Each  of  the  disks  36  includes  at  least  one  axially 

extending,  annular  converting  arm  50  having  a  prox- 
imal  end  50a  joined  integrally  with  the  disk  36,  and 
having  a  distal  end  50b  fixedly  joined  to  a  respective 

40  distal  end  50b  of  an  adjacent  arm  50  of  an  adjacent 
disk  36.  Integral  as  used  herein  preferably  means 
formed  integrally  during  manufacture  such  as  by  be- 
ing  a  single  forging  or  casting,  or  by  being  integrally 
joined  by  conventional  inertia  welding  for  example. 

45  The  arm  50  is  thusly  effective  for  converting,  or  trans- 
mitting,  torque  between  adjacent  disks  36. 

In  accordance  with  the  present  invention,  the  sev- 
eral  disks  36  are  fixedly  joined  together  solely  by  the 
blade  dovetails  32  in  the  rim  dovetail  grooves  46  and 

so  by  the  arms  50  so  that  upon  a  crack  failure  of  one  of 
the  disks  36,  the  load  share  from  the  failed  disk  is 
transferred  to  an  adjacent  disk  36  through  at  least  one 
of  the  blade  dovetails  32  and  adjacent  ones  of  the 
arms  50.  Crack  failure  as  used  herein  simply  means 

55  the  propagation  of  a  crack  which  decreases  the  load 
carrying  capability  of  one  of  the  disks  36  which  will, 
therefore,  allow  the  share  of  the  centrifugal  load  Fc 
from  the  failing  disk  36  to  be  transferred  to  the  adja- 

3 



5 EP0  521  614  A2 6 

cent  disks.  Failure  also  includes  a  crack  extending 
completely  through  one  of  the  disks  36. 

For  example,  as  shown  in  Figures  2  and  3,  a  cir- 
cumferentially  extending  crack  52  may  propagate  cir- 
cumferentially  around  one  of  the  disk  webs  42  result- 
ing  in  a  complete  separation  of  the  rim  40  attached 
thereto.  In  this  mode  of  failure,  the  hub  44  will  be  re- 
strained  by  the  arm  50  connecting  it  to  an  adjacent 
disk  36  and  the  separated  rim  40  will  be  restrained  by 
the  dovetails  32,  with  the  centrifugal  loads  being 
transferred  to  the  adjacent  disks  36. 

As  illustrated  in  Figure  3,  a  radially  extending 
crack  54  may  cause  one  of  the  disks  36  to  separate 
from  the  bore  48  through  the  rim  40  destroying  the 
hoop  carrying  capability  of  the  disk  36.  The  centrifu- 
gal  loads  of  this  radially  failed  disk  will  be  carried  by 
both  the  arm  50  and  the  blade  dovetail  32  to  the  ad- 
jacent  disks  36. 

In  both  failure  modes  described  above,  increased 
vibration  of  the  fan  16  will  occur  which  may  be  conven- 
tionally  detected  and  followed  by  suitable  remedial 
action. 

In  the  embodiment  illustrated  in  Figures  2  and  3, 
each  of  the  arms  50  is  joined  integrally  at  their  respec- 
tive  proximal  ends  50a  to  the  disk  hubs  44,  with  all  of 
the  arms  50  being  disposed  inside  the  disk  bores  48. 
In  this  way,  each  of  the  disks  36  remains  substantially 
a  conventional,  discrete  disk  integrally  joined  together 
by  the  arms  50  without  using  conventional  bolts  and 
bolt  holes  through  the  disks  36  which  would  act  as 
stress  risers  requiring  conventional  bosses  to  reduce 
stress  at  the  holes. 

Each  of  the  disks  36  illustrated  in  Figure  2  has  a 
single  arm  50,  and  adjacent  ones  of  the  arms  50  are 
joined  together  at  the  distal  ends  50b  by  a  plurality  of 
circumferentially  spaced  conventional  bolts  56.  The 
arms  50  are  preferably  joined  together  by  the  bolts  to 
the  drive  shaft  28  for  rotating  the  disk  36  and  the 
blades  30.  In  this  way,  conventional  bolts  and  bolt 
holes  for  joining  the  drive  shaft  28  directly  to  the  disks 
36  is  avoided. 

Illustrated  in  Figures  4  and  5  is  another  embodi- 
ment  of  the  present  invention  similarly  having  a  plur- 
ality  of  the  axially  adjoining  disks  36,  again  four  disks 
for  example,  with  each  of  the  arms  50  being  joined  in- 
tegrally  with  the  disk  webs  42.  Each  of  the  arms  50  is 
spaced  radially,  and  generally  equidistantly,  between 
the  rims  40  and  the  hubs  44  with  the  adjacent  arm  dis- 
tal  ends  50b  being  fixedly  joined  together  by  welds 
such  as  by  conventional  inertia  welding.  In  this  em- 
bodiment,  the  arms  50  are  preferably  cylindrical  and 
extend  parallel  to  the  longitudinal  centerline  axis  38 
and  perpendicularly  to  the  webs  42.  The  axially  inner 
ones  of  the  disks,  i.e.  36b  and  36c,  each  includes  two 
of  the  arms  50  extending  axially  oppositely  to  each 
other,  and  each  arm  50  is  fixedly  joined  to  an  adjacent 
arm  50  of  an  adjacent  disk  36. 

For  a  circumferential  crack  such  as  a  radially  up- 

per  crack  52u  extending  between  the  rim  40  and  the 
arms  50,  the  arms  50  will  restrain  the  web  42  below 
the  crack  52u  and  restrain  the  hub  44,  while  the  blade 
dovetails  32  will  restrain  the  rim  40  and  the  web  42 

5  above  the  crack  52u.  For  a  radially  lower  circumferen- 
tial  crack  52|  extending  between  the  arms  50  and  the 
hub  44,  both  the  arms  50  and  the  blade  dovetails  32 
joined  to  the  web  42  and  the  rim  40,  respectively, 
above  the  lower  crack  52|  remain  effective  for  re- 

10  straining  those  components  upon  separation  of  the 
web  44. 

Figure  4  also  illustrates  that  the  width  of  the  re- 
spective  rims  40,  i.e.  W2,  W3,  W4,  may  be  reduced 
for  creating  axial  spaces  S  between  the  respective 

15  rims  40  for  both  eliminating  dead  weight  from  the  rims 
40  for  reducing  stress,  and  for  increasing  the  surface- 
to-volume  ratio  of  the  individual  disks  36  so  that  a  con- 
ventional  surface  etch  to  reveal  micro  structural 
anomalies  has  a  substantially  increased  potential  to 

20  uncover  problems  before  parts  are  placed  in  service. 
The  spacing  between  the  adjacent  disks  36  also  al- 
lows  for  improved  ability  to  inspect  for  cracks  during 
routine  maintenance.  An  additional  advantage  due  to 
the  relatively  thin  disks  36  in  the  embodiment  illustrat- 

25  ed  in  Figure  4  is  that  thinner  disks  36  reduce  the  vol- 
ume  in  which  inclusions  may  be  found,  and  any  inclu- 
sions  therein  will  necessarily  be  closer  to  the  surface 
of  the  disks  36  increasing  the  potential  for  surface 
etching  to  detect  such  inclusions  or  stress  risers.  Al- 

30  though  the  dovetails  32  merely  hang  between  adja- 
cent  ones  of  the  spaced  rims  40,  the  rims  40  are  nev- 
ertheless  able  to  accommodate  the  blade  centrifugal 
loads  Fc. 

The  aft-most  end  one  of  the  disks  36,  i.e.  disk 
35  36d,  preferably  includes  an  integral  drive  cone  60 

conventionally  fixedly  joined  to  the  drive  shaft  28,  by 
bolts  for  example.  The  drive  cone  60  is  also  preferably 
integrally  joined  to  the  end  disk  36d  axially  opposite 
to  the  arm  50  thereof  for  providing  a  direct  load  path 

40  for  driving  the  respective  disks  36  and  the  blades  30 
supported  thereby.  Again  in  this  embodiment  of  the  in- 
vention,  the  several  disks  36  are  fixedly  joined  togeth- 
er  without  bolts  or  bolt  holes  extending  through  the 
disks  36  themselves  which  would  require  bosses  for 

45  reducing  the  increased  stress  therefrom,  which  adds 
weight  and  complexity. 

Illustrated  in  Figures  6  and  7  is  another  embodi- 
ment  of  the  present  invention  wherein  the  arms  50  are 
joined  integrally  with  the  disk  rims  40.  The  embodi- 

50  ment  illustrated  in  Figures  6  and  7  is  generally  similar 
to  the  embodiment  illustrated  in  Figures  4  and  5  ex- 
cept  that  the  arms  50  are  joined  to  the  rims  40  at  ra- 
dially  inner  bases  40a  thereof  at  a  radius  R  from  the 
centerline  axis  38.  In  this  embodiment,  only  three 

55  disks  36  are  used,  i.e.,  36a,  36b,  and  36c,  with  the 
arms  50  also  being  cylindrical,  extending  parallel  to 
the  centerline  axis  38  and  perpendicularly  to  the  rims 
40.  The  arm  distal  ends  50b  are  also  fixedly  joined  to- 
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gether  by  inertia  welds  58.  The  drive  cone  60  is  also 
integrally  joined  to  the  end  disk  36c  axially  opposite 
to  the  arm  50  thereof  for  providing  a  direct  load  path 
through  the  respective  arms  50  for  rotating  the  disks 
36.  5 

By  locating  the  arms  50  as  high  as  possible  in  the 
disks  36  for  example  at  the  middle  of  the  webs  42  as 
illustrated  in  Figure  4,  or  at  the  rim  bases  40a  at  the 
radius  R  as  illustrated  in  Figure  7,  the  arms  50  have 
a  relatively  large  diameter  and  since  they  are  cylindri-  10 
cal  structures  they  are  more  effective  for  transferring 
loads  between  adjacent  ones  of  the  disks.  According- 
ly  they  may  be  made  relatively  thin  in  the  radial  direc- 
tion  while  at  the  same  time  experiencing  relatively  low 
stress  for  inhibiting,  or  preventing,  propagation  of  15 
cracks  from  disk-to-disk  for  ensuring  structural  integ- 
rity  of  the  entire  rotor  assembly  34  in  the  event  of  fail- 
ure  of  any  one  of  the  disks  36.  Although  at  least  two 
disks  36  may  be  utilized  in  accordance  with  the  inven- 
tion,  at  least  three  disks  36  are  preferred  for  providing  20 
redundancy  and  for  accommodating  the  substantially 
large  centrifugal  force  Fc  generated  by  the  rotating 
blades  30. 

In  this  embodiment  also,  the  widths  W2,  and 
W3  of  the  several  disks  36  are  also  relatively  thin  for  25 
axially  spacing  apart  the  several  rims  40  at  axial 
spaces  Sl  and  S2  for  the  same  reasons  as  presented 
above. 

In  this  embodiment,  a  conventional  anticlank 
spring  62  is  inserted  in  each  of  the  dovetail  grooves  30 
46  below  a  respective  dovetail  32  for  urging  the  upper 
ends  of  the  dovetails  32  upwardly  in  contact  with  the 
conventional  dovetail  tangs  for  preventing  clanking  or 
rattling  of  the  blades  32  as  they  rotate  at  slow  speed. 
A  conventional  key  64  is  inserted  between  the  for-  35 
ward  end  of  the  dovetail  32  and  the  spring  62  and  is 
retained  therein  by  a  conventional  spinner  66  of  the 
fan  16  which  also  axially  retains  the  dovetails  32  in  the 
groove  46.  Aconventional  blade  aft  retainer  68  is  con- 
ventionally  bolted  to  the  aft  rim  40  for  securing  the  40 
blades  32  axially  within  the  grooves  46. 

In  this  embodiment  of  the  invention,  a  plurality  of 
flow  platforms  70,  which  define  the  inner  boundary  of 
the  air  14  channeled  through  the  fan  16,  are  each  dis- 
posed  between  adjacent  ones  of  the  blades  30.  Each  45 
platform  70  is  a  discrete  component  including  a  plur- 
ality  of  radially  inwardly  extending  supporting  beams 
72  having  a  distal  end  72b  defining  with  the  perimeter 
of  a  respective  one  of  the  rims  40,  a  clevis  joint  74  for 
supporting  the  platform  70  to  the  disk  36.  In  the  em-  50 
bodiment  illustrated  in  Figures  6  and  7,  the  supporting 
beam  distal  ends  72b  are  U-shaped,  and  the  rims  40 
include  complementary,  circumferentially  extending 
tongues  40b  for  forming  the  clevis  joint  74.  A  pair  of 
circumferentially  spaced,  elongate  pins  76  extend  55 
through  holes  in  the  beam  distal  ends  72b  and  the  rim 
tongues  40b  to  complete  the  clevis  joints  74  for  secur- 
ing  the  platform  70  to  the  rims  40. 

Illustrated  in  Figure  8  is  another  embodiment  of 
the  present  invention  wherein  the  clevis  joints  74  are 
constructed  oppositely  to  those  illustrated  in  Figure  6. 
In  this  embodiment,  the  rims  40  include  pairs  of  axially 
spaced,  circumferentially  extending  clevis  flanges  78, 
and  the  supporting  beam  distal  ends  72b  are  dis- 
posed  between  respective  ones  of  the  clevis  flanges 
78  for  defining  the  clevis  joints  74.  Again,  the  pins  76 
extend  axially  through  both  the  clevis  flanges  78  and 
the  beam  distal  ends  72  for  securing  the  platform  70 
to  the  rims  40. 

The  embodiment  illustrated  in  Figure  8  also 
shows  that  the  arms  50  may  instead  of  being  cylindri- 
cal  as  illustrated  in  Figures  4  and  7  for  example,  may 
be  conical  and  inclined  rearwardly  with  the  respective 
arms  50  extending  from  the  rim  base  40a  of  the  first 
disk  36a  to  the  top  of  the  web  42  of  the  second  disk 
36b  to  the  middle  of  the  web  42  of  the  third  disk  36c, 
with  the  drive  cone  60  being  integrally  joined  oppo- 
sitely  thereto. 

In  all  of  the  above  embodiments  of  the  invention, 
the  respective  disks  36  remain  discrete,  preferably 
conventionally  hour-glass  shaped,  without  stress 
raising  holes  from  the  bores  48  to  the  dovetail  grooves 
46  of  the  rims  40  for  reducing  stress  therein.  The  arms 
50  are  preferably  integrally  joined  with  the  respective 
disks  36  by  either  being  forged  or  cast  therewith,  or 
inertia  welded  thereto,  and  cooperate  therewith  for  re- 
ducing  stress  risers  and  reducing  the  likelihood  of 
crack  propagation  from  one  disk  36  to  an  adjacent 
disk  36  through  the  arms  50.  With  the  cooperation  of 
the  single  dovetails  32  being  disposed  in  the  respec- 
tive  grooves  46  of  the  adjacent  rims  40,  two  load  paths 
are  provided  between  respective  ones  of  the  disks  for 
transferring  centrifugal  loads  upon  the  failure  of  one 
of  the  disks.  And,  most  significantly,  the  relatively  thin 
arms  50  can  be  designed  for  obtaining  low  stress 
therein  which  can  inhibit  or  prevent  crack  propagation 
from  one  disk  to  an  adjacent  disk.  The  ability  to  axially 
space  apart  the  respective  disks  as  disclosed  above 
allows  for  the  removal  of  dead  weight,  decreases  the 
likelihood  of  inclusions  therein,  and  increases  the  sur- 
face-to-volume  ratio  for  improving  inspection  capabil- 
ities  by  using  conventional  surface  etching  for  exam- 
ple. 

While  there  have  been  described  herein  what  are 
considered  to  be  preferred  embodiments  of  the  pres- 
ent  invention,  other  modifications  of  the  invention 
shall  be  apparent  to  those  skilled  in  the  art  from  the 
teachings  herein,  and  it  is,  therefore,  desired  to  be  se- 
cured  in  the  appended  claims  all  such  modifications 
as  fall  within  the  true  spirit  and  scope  of  the  invention. 

Accordingly,  what  is  desired  to  be  secured  by  Let- 
ters  Patent  of  the  United  States  is  the  invention  as  de- 
fined  and  differentiated  in  the  following  claims: 

5 
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Claims 

1.  A  rotor  assembly  for  supporting  a  plurality  of  cir- 
cumferentially  spaced  rotor  blades  each  having 
an  axial  dovetail  comprising: 

a  plurality  of  axially  adjoining  discrete 
disks  each  having  a  radially  outer  rim,  an  imper- 
forate  web  extending  radially  inwardly  from  said 
rim,  and  a  hub  extending  radially  inwardly  from 
said  web; 

each  of  said  rims  including  a  plurality  of  cir- 
cumferentially  spaced,  axial  dovetail  grooves,  ad- 
jacent  ones  of  said  dovetail  grooves  of  adjacent 
disks  being  axially  aligned  for  collectively  sup- 
porting  a  respective  one  of  said  blade  dovetails 
with  each  disk  supporting  a  share  of  centrifugal 
load  from  said  blades; 

adjacent  ones  of  said  webs  being  axially 
spaced  apart; 

each  of  said  hubs  having  a  central  bore 
and  being  imperforate  from  said  bore  to  said  web; 

each  disk  including  at  least  one  axially  ex- 
tending,  annular  arm  joined  integrally  with  said 
disk  and  having  a  distal  end  fixedly  joined  to  a  re- 

6.  A  rotor  assembly  according  to  claim  1  wherein 
said  arms  are  joined  integrally  with  said  disk 
webs. 

7.  A  rotor  assembly  according  to  claim  6  wherein 
said  arms  are  spaced  radially  between  said  rims 
and  said  hubs. 

8.  A  rotor  assembly  according  to  claim  7  wherein 
said  arm  distal  ends  are  fixedly  joined  together  by 
welds. 

5  9.  A  rotor  assembly  according  to  claim  8  wherein 
said  arms  are  cylindrical  and  extend  parallel  to  a 
longitudinal  centerline  axis  of  said  disks  and  per- 
pendicularly  to  said  webs. 

10  10.  A  rotor  assembly  according  to  claim  1  wherein 
said  arms  are  joined  integrally  with  said  disk  rims. 

11.  A  rotor  assembly  according  to  claim  10  wherein 
said  arms  are  cylindrical  and  extend  parallel  to  a 

15  longitudinal  centerline  axis  of  said  disks  and  per- 
pendicularly  to  said  rims  at  a  base  thereof. 

12.  A  rotor  assembly  according  to  claim  11  wherein 
said  arm  distal  ends  are  fixedly  joined  together  by 

20  welds. 

13.  A  rotor  assembly  according  to  claim  9  or  12 
wherein  an  inner  one  of  said  disks  includes  two  of 
said  arms  extending  axially  oppositely,  and  each 

25  arm  being  fixedly  joined  to  an  adjacent  arm  of  an 
adjacent  disk. 

14.  A  rotor  assembly  according  to  claim  13  wherein 
an  end  one  of  said  disks  includes  an  integral  drive 

30  cone  fixedly  joinable  to  a  drive  shaft,  said  drive 
cone  being  integrally  joined  to  said  end  disk  ax- 
ially  opposite  to  said  arm  thereof. 

15.  A  rotor  assembly  according  to  claim  14  wherein 
35  said  disk  rims  are  axially  spaced  apart. 

1  6.  A  rotor  assembly  according  to  claim  1  5  further  in- 
cluding  a  plurality  of  platforms  each  disposed  be- 
tween  adjacent  ones  of  said  blades  and  each  in- 

40  eluding  a  plurality  of  radially  inwardly  extending 
supporting  beams,  each  supporting  beam  having 
a  distal  end  defining  with  a  perimeter  of  a  respec- 
tive  one  of  said  rims  a  clevis  joint  for  supporting 
said  platform  to  said  disk. 

45 
17.  A  rotor  assembly  according  to  claim  16  wherein 

said  supporting  beam  distal  ends  are  U-shaped 
and  said  rims  include  complementary  circumfer- 
entially  extending  tongues  for  forming  said  clevis 

so  joints. 

18.  A  rotor  assembly  according  to  claim  16  wherein 
said  rims  include  pairs  of  axially  spaced,  circum- 
ferentially  extending  clevis  flanges,  and  said  sup- 

55  porting  beam  distal  ends  are  disposed  between 
respective  ones  of  said  clevis  flanges  for  defining 
said  clevis  joints. 

spective  distal  end  of  an  adjacent  arm  of  an  ad-  25 
jacent  disk;  and 

said  disks  being  fixedly  joined  together 
solely  by  said  blade  dovetails  in  said  rim  dovetail 
grooves  and  by  said  arms  so  that  upon  a  crack 
failure  of  one  of  said  disks,  said  load  share  from  30 
said  failed  disk  is  transferred  to  an  adjacent  disk 
through  at  least  one  of  said  blade  dovetail  and  ad- 
jacent  ones  of  said  arms. 

2.  A  rotor  assembly  according  to  claim  1  wherein  35 
said  arms  are  joined  integrally  with  said  disk 
hubs. 

3.  A  rotor  assembly  according  to  claim  2  wherein 
each  of  said  disks  includes  a  single  arm  and  ad-  40 
jacent  ones  of  said  arms  are  joined  together  at 
said  distal  ends  by  a  plurality  of  circumferentially 
spaced  bolts. 

4.  A  rotor  assembly  according  to  claim  3  wherein  45 
said  arms  are  disposed  inside  said  disk  bores. 

5.  A  rotor  assembly  according  to  claim  4  wherein 
said  arms  are  joined  together  by  said  bolts  to  a 
drive  shaft  for  rotating  said  disks  and  said  blades.  so 
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