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Description 

The  invention  is  in  the  field  of  switching  sys- 
tems,  and  specifically  is  directed  to  a  switching 
apparatus  and  protocol  to  provide  switching  be- 
tween  processor  system  devices.  In  particular,  a 
switching  system  is  utilized  in  which  optical  fibers 
connect  the  processor  devices  to  the  respective 
switching  planes  in  the  switching  apparatus. 

Computers  and  data  processing  systems  of  the 
future  will  in  general  need  to  be  designed  for 
operating  speeds  substantially  higher  than  those  of 
present  day  equipment.  The  operating  speed  of 
single  processor  has  reached  a  limit  that  is  not 
likely  to  be  sufficiently  extended  with  foreseeable 
technology  to  meet  these  future  requirements.  A 
common  approach  has  been  to  use  multi-processor 
systems  in  which  theoretically  the  operating  speed 
of  the  system  is  the  sum  of  the  speeds  of  the 
individual  multi-processors.  One  form  of  such  a 
multi-processor  system  is  disclosed  in  U.S.  Patent 
4,695,999  entitled,  "Cross-point  Switch  of  Multiple 
Autonomous  Planes"  by  G.  Lebizay,  filed  Septem- 
ber  2,  1986,  which  application  is  assigned  to  the 
assignee  of  the  present  invention.  Lebizay  con- 
nects  the  multi-processors  through  a  multi-plane 
cross-point  switching  system  in  which  a  commu- 
nication  message  from  a  sender  is  divided  into  a 
plurality  of  data  links  that  are  separately  connected 
through  autonomous  cross-point  switches  to  the 
receiver  where  the  links  are  recombined.  The 
cross-points  in  each  plane  are  separately  set  by 
control  messages  transmitted  along  with  the  sepa- 
rate  parts  of  the  divided  message. 

A  roughly  analogous  switching  system  is  de- 
scribed  in  U.S.  Patent  4,015,204  to  Miyazawa  in 
which  data  are  switched  into  parallel  registers 
which  are  then  used  to  modulate  different  carrier 
frequencies  on  a  single  transmission  line.  Wide 
band  switching  is  itself  a  known  idea,  as  discussed 
by  Teraslinna  in  U.S.  Patent  4,402,008.  Parallel 
planes  of  circuits  for  either  storage  or  switching 
have  been  described  by  Mansuetto  et  al  in  U.S. 
Patent  3,321,745  and  by  Burns  in  U.S.  Patent 
3,355,721. 

High  performance  parallel  computer  systems 
require  a  high  bandwidth  communications  mecha- 
nism  in  order  to  realize  the  benefits  of  parallel 
processing.  Optical  fibers  have  emerged  as  the 
natural  transmission  medium  for  such  an  intercon- 
nection  scheme  because  of  their  clear  advantages 
over  copper  transmission  lines,  such  as  high  speed 
transmission  capability,  immunity  to  noise,  and  re- 
duction  in  cable  bulkiness  and  cost. 

The  prior  art  describes  various  interconnections 
of  optical  fibers,  without,  however,  focusing  on  the 
issue  of  performance  of  system  control,  cost  and 
performance  of  internal  switch  interconnections. 

More  specifically: 
U.S.  Patent  4,470,154  to  Yanco  presents  a  4x4 
multiplexor  of  single  optical  lines,  in  which  one 
input  can  connect  from  1  to  4  outputs.  Only  one 

5  connection  is  allowed  at  any  given  time  (blocking 
switch)  and  control  is  passed  via  inband  signalling. 
This  patent  does  not  address  the  problem  of  con- 
trol  in  buses  of  multiple  fibers. 

U.S.  Patent  4,397,016  to  Broussand  describes 
io  a  space  switching  system  which  is  used  to  switch 

signals  in  a  time-division  multiplex  (TDM)  mode. 
The  sampling  of  the  inputs  to  perform  the  TDM 
function  and  subsequent  control  for  the  time  slots 
in  the  switching  mechanism  is  undertaken  by  a 

75  service  processor. 
U.S.  Patent  4,381,881  to  Bell  describes  a  cros- 

sbar  switch  which  uses  an  optical-to-electrical-to- 
optical  conversion  to  implement  the  switching  ma- 
trix.  Control  is  accomplished  manually.  This  is  a 

20  truly  costly,  inefficient  and  slow  way  of  accomplish- 
ing  switching. 

U.S.  Patent  3,986,020  to  Kogelnik  describes  a 
system  of  optical  switching  by  means  of  opto- 
acoustical  interactions.  This  system  can  provide 

25  high-bandwidth  switching  over  single  lines  but  suf- 
fers  from  slow  connection  set-up  times. 

U.S.  Patent  4,306,313  to  Baldwin  describes  an 
optical  star  switch.  It  uses  a  broadcasting  technique 
to  propagate  the  signals  which  results  in  only  one 

30  connection  being  active  at  any  given  time. 
U.S.  Patent  4,475,187  to  Barabas  describes  a 

switching  matrix  which  uses  ECL  logic  circuits  to 
minimize  crosstalk. 

There  are  a  number  of  papers  which  discuss, 
35  in  the  general  sense,  the  use  of  fiber  optics  in  local 

area  networks  or  the  like. 
An  article  in  the  IEEE  Transactions  on  Cable 

Television,  Vol.  CATV-2,  No.  3,  July  1977  entitled 
"Conceptual  Design  of  a  Switched  Television-Dis- 

40  tribution  System  Using  Optical-Fiber  Waveguides" 
by  E.H.  Hara  discloses  the  concept  of  transmitting 
television  signals  through  analogue  transmission 
systems  for  long  distances  without  the  use  of  re- 
peaters. 

45  An  article  in  International  Fiber  Optics  Commu- 
nications,  November/December  1982,  entitled 
"Local  Area  Networks  in  Fiber"  by  Y.  Pingry  dis- 
closes  in  general  how  fiber  optics  are  used  in  local 
area  networks.  There  are  no  teachings  relative  to 

50  protocols  for  operating  such  networks. 
An  article  in  International  Fiber  Optics  Commu- 

nications,  Summer  1982,  entitled  "The  Fibervision 
Trial  at  Milton  Keys"  by  J.  Fox,  discloses  the 
implications  of  fiber  optics  in  local  area  networks. 

55  As  in  the  Pingry  article,  there  is  no  mention  of 
protocols  for  operating  such  networks. 

In  spite  of  their  high  speed  transmission  capa- 
bility,  however,  single  fibers  cannot  achieve  the 
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bandwidth  required  by  high-end  systems.  Thus, 
parallel  data  transmissions  through  multiple  fibers 
must  be  employed. 

Such  a  parallel  transmission  scheme  is  dis- 
closed  in  U.S.  Patent  application  Serial  No.  933,309 
entitled,  "Switching  Protocol  for  Multiple  Autono- 
mous  Switching  Planes"  filed  November  21,  1986, 
by  G.  Lebizay,  et  al.  Key  features  of  that  applica- 
tion  are  as  follows:  the  data  transmission  is  broken 
into  n  frames  to  be  transmitted  over  n  +  s  serial 
links,  where  s  represents  spare  links  for  availability 
purposes.  Each  one  of  the  links  is  switched  via  a 
non-blocking  cross-point  switching  plane,  which 
permits  the  establishment  of  transmission  paths  to 
all  interconnected  system  devices.  The  data  frames 
are  serially  transmitted  on  each  link,  asynchro- 
nously  to  each  other.  Control  information  for 
switching  to  the  desired  destination  is  included  in 
the  data  frame  (inband  signalling)  and  each  switch- 
ing  plane  uses  its  own  controller  to  extract  the 
destination  information  and  establish  or  break  a 
connection. 

Lebizay  et  al  approach  has  the  advantages  of 
high  modularity  and  availability.  However,  it  does 
have  the  following  two  significant  disadvantages: 

1.  Cost  of  the  switching  planes.  (All  planes  re- 
quire,  in  addition  to  a  switching  matrix,  high 
speed  electronics  for  serialization/deserialization 
of  the  data  stream,  buffering  and  control  at  each 
port  plane  plus  a  high-speed  matrix  controller). 
2.  Delays  in  the  establishment  of  connections 
due  to  the  required  protocol  to  avoid  contention 
problems  among  the  various  switching  planes. 

It  is  the  above  limitations  of  the  previous  art 
that  this  invention  addresses  and  eliminates.  This  is 
achieved  by  a  method  according  to  Claim  1  . 

According  to  this  invention,  multiple  planes  are 
also  used  to  achieve  the  necessary  data  transfer 
bandwidth  and  availability.  However,  the  transmis- 
sion  of  the  control  information  has  been  separated 
from  the  transmission  of  data  (Outband  signalling). 

The  data  planes  have  been  significantly  simpli- 
fied  over  the  corresponding  planes  of  the  Lebizay 
et  al  approach.  The  optical  signal  in  a  fiber  arrives 
at  its  corresponding  receiver  on  the  plane,  where  it 
is  converted  into  a  stream  of  electrical  pulses. 
Without  performing  any  clock  extraction  or  de- 
serialization,  the  pulse  stream  is  fed  into  a  cross- 
point  switching  matrix,  where  it  is  directed  to  the 
transmitter  corresponding  to  the  destination  fiber. 
At  the  transmitter,  the  electrical  pulses  are  con- 
verted  into  optical  pulses.  Clocking,  synchroniza- 
tion  and  deserialization  is  performed  only  at  the 
destination  device. 

As  a  result  of  the  separation  of  the  transmis- 
sion  of  data  from  the  signalling  information,  it  is 
possible  to  construct  switching  planes  with  very 
low  hardware  complexity.  This,  in  turn,  makes  pos- 

sible  the  realization  of  compact  and  inexpensive 
high-performance  switching  systems,  which  ap- 
proach  the  complexity  of  optical  switching  without, 
however,  the  latency  and  capacity  problems  asso- 

5  ciated  with  such  technologies. 
A  switching  apparatus  and  adjustable  time  de- 

lay  protocol  are  disclosed  to  provide  switching  be- 
tween  N  processor  system  devices  in  which  each 
device  is  connected  via  N  +  S  fibers  to  N  +  S 

io  switching  planes,  with  one  fiber  being  used  for  the 
connection  from  a  device  to  one  of  the  N  +  S 
switching  planes.  N  fibers  provide  the  desired  ban- 
dwidth  and  S  fibers  are  used  as  standby  fibers  in 
the  event  of  failure  of  any  of  the  N  fibers.  An 

is  additional  C  fiber  from  each  device  to  a  single 
matrix  controller  are  used  to  provide  control  in- 
formation.  A  second  C  fiber  could  be  used  for 
availability  purposes  in  a  standby  (spare)  mode. 
The  single  controller  provides  control  for  all  N  +  S 

20  switching  planes.  Each  switching  plane  converts 
the  optical  signals  that  are  received  over  M  fibers 
to  electrical  signals.  The  electrical  signals  are  then 
switched  and  converted  to  optical  signals  by  the 
respective  switching  planes.  Thus,  each  of  the  op- 

25  tical  signals  received  over  each  of  the  M  fibers  are 
transmitted  to  a  respective  other  one  of  the  M 
fibers. 

The  invention  is  described  in  detail  below  with 
reference  to  drawings  in  which: 

30  Fig.  1 
is  a  schematic  diagram  representation  of  a 
multiple-plane  switching  system  with  outband 
signalling; 
Fig.  2 

35  is  a  detailed  schematic  diagram  of  the  switching 
planes; 
Fig.  3 
is  a  flow  chart  of  a  controller  protocol  that  re- 
quires  acknowledgement; 

40  Fig.  4 
is  a  flow  chart  of  a  controller  protocol  that  does 
not  require  acknowledgement;  and 
Figs.  5A  and  5B 
when  taken  together  comprise  a  flow  chart  of  a 

45  detailed  controller  protocol  that  does  not  require 
acknowledgement. 

Fig.  1  illustrates  a  multiple  plane  switching 
system  with  outband  signalling.  That  is,  one  con- 
troller  controls  all  of  the  switching  planes  of  the 

50  cross-point  matrix.  The  cross-point  matrix  is  com- 
prised  of  switching  planes  2,  4,  6  and  8  under 
control  of  a  matrix  controller  10  via  a  control  bus 
12.  The  controller  also  controls  port  adapters  16 
and  18  via  a  control  bus  14.  The  adapters  16  and 

55  18  are  connected  to  the  switching  plane  2  via 
electrical  cables  20  and  22  respectively.  They  con- 
tain  deserialization  circuitry,  clock  extractions  and 
two  buffers.  Link  adapters  24  and  26  are  connected 
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to  the  port  adapters  16  and  18  via  electrical  links 
28  and  30  respectively.  The  link  adapters  convert 
optical  to  electrical  signals.  The  link  adapters  24 
and  26  are  connected  to  nodes,  for  example  utiliza- 
tion  devices  such  as  processors  (not  shown)  via 
fiber  optic  links  32  and  34.  The  switching  planes  4, 
6  and  8  are  data  planes  and  do  not  have  a  control- 
ler  or  port  adapter  connection. 

The  respective  data  planes  have  been  signifi- 
cantly  simplified  over  the  corresponding  planes  as 
set  forth  in  the  previously  referenced  U.S.  Patent 
Application  No.  933309  entitled  "Switching  Protocol 
For  Multiple  Autonomous  Switching  Planes".  The 
optical  signal  in  a  fiber  arrives  at  its  corresponding 
receiver  on  the  plane  link  adapter,  where  it  is 
converted  into  a  stream  of  electrical  pulses.  This  is 
accomplished  without  performing  any  clock  extrac- 
tion  or  deserialization.  The  pulse  stream  is  fed  into 
a  cross-point  switching  matrix  where  it  is  directed 
to  the  transmitter  corresponding  to  the  destination 
fiber.  At  the  transmitter,  the  electrical  pulses  are 
converted  into  optical  pulses.  Clocking,  synchro- 
nization  and  deserialization  is  accomplished  only  at 
the  destination  node  or  device,  for  example,  at  the 
receiving  processor. 

Fig.  2  is  a  more  detailed  representation  of  the 
cross-point  matrix  configuration.  The  switching 
plane  2  receives  optical  data  signals  from  a  pro- 
cessor  node  via  fiber  optic  link  20  and  transmits 
optical  signals  to  same  via  fiber  optic  link  22. 
Another  processor  node  is  connected  to  switching 
plane  2  via  the  fiber  optic  link  pair  24,  26.  The 
received  optical  signals  from  a  node  are  converted 
to  electrical  signals  in  a  receiver  36  and  provided 
via  an  amplifier  38  to  the  switching  plane  2.  The 
amplifier  38  reshapes  and  amplifies  the  electrical 
pulses  generated  by  the  receiver  36.  Signals  to  be 
transmitted  from  the  switching  plane  2  are  provided 
via  an  amplifier  40  to  a  transmitter  42  which  con- 
verts  the  electrical  data  signal  to  an  optical  data 
signal  which  is  provided  via  the  fiber  optic  link  26 
to  the  destination  node  or  utilization  device.  The 
cross-point  matrix  is  comprised  of  columns  44,  46 
and  48,  which  are  selectively  connected  to  rows 
such  as  the  rows  50  and  52.  For  example,  if  it  is 
desired  to  connect  row  50  to  row  52  the  control 
decoding  and  cross-point  select  logic  58  receives  a 
switching  signal  from  the  controller  via  the  control 
bus  12  and  provides  this  signal  via  control  bus  60 
to  switching  elements  54  and  56,  which  when  ac- 
tivated  connects  lines  50  and  52.  One  form  of  such 
a  cross-point  matrix  is  disclosed  in  United  States 
Patent  4,635,250,  entitled  "Full-  Duplex  Cross-Point 
Switch"  by  C.  Georgiou  and  assigned  to  the  as- 
signee  of  the  present  invention.  The  centralized 
controller  may  be  duplicated  (duplexing)  or 
triplicated  (TMR)  to  provide  the  desired  availability. 
A  representative  controller  is  set  forth  in  U.S.  Pat- 

ent  4,630,045,  entitled  "Controller  For  A  Cross- 
Point  Switching  Matrix"  to  Georgiou,  which  patent 
is  assigned  to  the  assignee  of  the  present  inven- 
tion. 

5  A  protocol  for  passing  the  connect/disconnect 
information  to  the  switch  controller  is  needed  which 
minimizes  the  data  transfer  delay.  One  such 
scheme  is  set  forth  below. 

Assuming  that  an  8B/10B  transmission  code  is 
io  used,  a  short  control  frame  is  constructed  at  the 

node  or  device  which  needs  to  transmit  data 
(consisting,  for  example,  of  a  connect/disconnect 
character  delimiter,  destination  address  and  ending 
delimiter  for  a  total  of  4-5  characters)  which  is, 

is  then,  sent  to  the  switch  control  plane.  This  plane 
should  have  at  each  port,  serializer/deserializer  cir- 
cuits,  as  well  as  buffers  to  store  the  frame  until  the 
controller  can  process  it.  Once  the  controller  deter- 
mines  that  the  connection  can  be  established,  it 

20  sends  to  the  transmission  node  originator  a  one  or 
two  character  control  frame,  indicating  that  the  data 
transmission  can  begin.  Concurrently,  it  activates 
the  appropriate  cross  points  at  each  plan  to  estab- 
lish  the  connection.  This  is  accomplished  on  a 

25  common  bus  which  runs  from  the  controller  to  each 
of  the  switching  planes.  This  bus  could  also  be 
duplicated  for  availability  purposes. 

If  the  destination  node  is  busy,  a  busy  control 
frame  is  sent  to  the  originator  node  which  can  retry 

30  later.  An  alternative  to  the  busy  signal  is  to  queue 
the  request  until  the  destination  becomes  available. 
When  the  acknowledgement  frame  is  received  at 
the  originator  node,  the  data  frames  can  be  trans- 
mitted.  The  delay  involved  in  a  data  transmission, 

35  therefore,  depends  on  how  fast  the  request  can  be 
processed  by  the  controller  and  on  the  transmis- 
sion  delay  of  connect  and  acknowledgement  con- 
trol  frames  to/from  the  cross-point  matrix  switch. 
Propagation  delay  of  signals  on  fiber  are  as  follows: 

40  approximately  5  nsecs/meter  for  cases  where  sys- 
tem  is  confined  in  small  area,  e.g.  glass-house 
computer  center  -  100  meters,  propagation  delay  is 
<  1  usees.  For  longer  distances,  control  frame 
propagation  delay  becomes  significantly  larger. 

45  Two  protocols  are  proposed;  one  with  acknowl- 
edgement  and  another  without  acknowledgement. 
The  latter  minimizes  delays. 

A  protocol  that  requires  acknowledgement  is 
set  forth  in  Fig.  3.  This  flow  chart  is  indicative  of 

50  the  operations  that  take  place  in,  and  under  control 
of  the  matrix  controller  10  illustrated  in  Fig.  1.  The 
request  starts,  and  as  indicated  at  62  the  source 
node  processor  sends  a  connect  request  to  switch 
on  the  control  plane.  As  indicated  at  64,  the  re- 

55  quest  is  buffered  at  the  switch  port  and  processed 
by  the  controller.  As  indicated  at  66,  a  query  is 
made  to  determine  if  the  link  to  the  destination 
processor  is  busy.  If  the  processor  link  is  busy,  the 

4 
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controller  then  sends  the  destination  busy  signal  to 
the  source  processor  as  indicated  at  68.  If  the 
destination  is  not  busy,  the  controller  sets  up  a 
connection  path  on  the  data  planes  as  indicated  at 
70  and  concurrently  sends  a  go  ahead  message  to 
the  source  as  indicated  at  72.  The  source  then 
begins  transmission  of  data  over  the  data  planes  as 
indicated  at  74.  This  continues  until  the  last  byte  is 
transmitted  as  indicated  at  76.  Once  that  the  last 
byte  has  been  transmitted,  the  source  then  sends  a 
disconnect  request  to  the  controller  plane  as  in- 
dicated  at  78,  and  the  process  ends. 

An  alternative  method  for  minimizing  the  con- 
trol  frame  round  trip  delay  is  to  eliminate  the  ac- 
knowledgement  portion  of  the  protocol  indicated  at 
72.  This  may  be  accomplished  by  first  transmitting 
the  connect  control  frame  and  then  transmitting  the 
data,  after  a  delay  which  corresponds  to  the  time 
needed  by  the  controller  to  activate  the  cross 
points  (when  no  requests  are  queued,  or  with  a 
given  number  of  requests  pending).  If  the  destina- 
tion  is  available  and  the  number  of  queued  re- 
quests  is  below  the  established  threshold,  the  data 
will  be  passed  to  the  destination  node.  The  control- 
ler  can  then  send  to  the  originator  node  a  "data 
passed  through"  control  frame.  If  the  data  does  not 
get  through,  a  "retry"  control  frame  is  sent. 

A  simplified  protocol  that  does  not  require  ac- 
knowledgement  is  set  forth  in  Fig.  4.  Once  the 
protocol  begins,  the  source  node  sends  a  connect 
request  to  switch  on  the  controller  plane  as  in- 
dicated  at  80.  Then,  the  source  node  waits  a  pre- 
determined  delay  time  as  indicated  at  82,  and 
concurrently  a  request  is  buffered  at  the  switch- 
board  and  is  processed  by  the  matrix  controller  as 
indicated  at  84.  The  source  node  then  starts  trans- 
mitting  data  on  the  data  planes  as  indicated  at  86. 
A  determination  is  then  made  at  88  whether  or  not 
a  connection  is  made.  If  not,  the  controller  sends  a 
"retry"  message  to  the  source  node  as  indicated  at 
90.  If  the  connection  is  made,  as  indicated  at  92 
the  controller  sends  a  message  to  the  source  node, 
labeled  "Done"  which  is  indicative  that  the  connec- 
tion  as  been  made  and  the  protocol  then  ends. 

Refer  to  Figs.  5A  and  5B  which  comprise  a 
more  detailed  flow  chart  of  a  protocol  which  does 
not  require  acknowledgment.  An  assumption  is 
made  that  the  cross-point  matrix  switch  has  50 
ports  which  receive  requests  for  connection  or  dis- 
connection.  It  is  further  assumed  that  the  switch 
controller  can  service  requests  sequentially  at  a 
rate  of  100  nsecs  per  request. 

In  the  worst  case,  there  will  be  fifty  outstanding 
requests  for  port  service,  or  a  total  delay  of 
50x100nsecs  =  5  microseconds.  In  the  best  case, 
there  will  be  no  outstanding  requests  or  zero  wait- 
ing  time. 

The  probability  of  the  worst  case  occurring  is 
minimal.  Thus,  if  one  looks  at  the  average  case,  it 
is  found  that  there  are,  for  example,  10  outstanding 
requests.  This  means  that  when  a  new  request 

5  arrives  at  the  switch,  it  will  be  serviced  after 
10x100nsec  =  1  microsecond.  There  will  be,  of 
course,  some  requests  that  will  wait  less  time  and 
others  that  will  wait  longer  than  one  microsecond. 
In  the  latter  case,  the  request  will  not  be  serviced, 

io  but  a  reject  frame  will  be  issued  by  the  switch  port 
to  the  source  node,  indicating  the  need  for  a  retry. 

The  delay  for  initiating  the  transmission  of  data 
from  the  source  node  to  the  switch  or  sending  the 
reject  frame  from  the  switch  to  the  source  node 

is  can  be  made  programmable  (by  setting  the  value 
of  the  counter  at  the  switch  port)  and  adjusting  it  to 
the  traffic  requirements  of  the  system.  This  method 
minimizes  the  round  trip  transmission  delay  for 
setting  up  a  path  through  the  cross-point  matrix. 

20  The  protocol  functions  as  follows: 
A  source  node  sends  a  connect  request  to  the 
switch  on  the  controller  planes  as  indicated  at  94. 
Then,  2  parallel  paths  are  begun  by  the  protocol. 
At  96  (the  first  path  which  describes  the  protocol 

25  activity  at  the  source)  the  source  starts  a  delay 
timer,  and  at  98  (the  second  path)  the  request  is 
received  into  the  switch  port,  buffered  and  the 
controller  alerted  by  the  port  raising  the  attention 
line  as  indicated  at  98.  The  first  path  of  the  pro- 

30  tocol  deriving  from  logic  block  96  will  now  be 
followed.  As  indicated  at  100,  a  determination  is 
made  as  to  whether  or  not  the  delay  has  expired. 
Once  the  delay  has  expired,  the  source  node  then 
ships  data  over  the  data  planes  as  indicated  at  102. 

35  A  determination  in  then  made  at  104  as  to  whether 
the  retry  frame  has  been  received  by  the  switch.  If 
the  answer  is  yes,  a  retry  is  to  be  made  later  as 
indicated  at  106.  If  not,  a  determination  is  then 
made  if  the  data  transmission  is  complete  as  in- 

40  dicated  at  108.  If  not,  the  protocol  then  loops  back 
to  104.  If  so,  the  source  then  sends  a  disconnect 
request  to  the  switch  over  the  controller  plane  as 
indicated  at  110.  An  end  of  sequence  is  then 
complete  as  indicated  at  112.  This  concludes  the 

45  protocol  sequence  at  the  source.  The  disconnect 
request  is  then  received  into  the  switch  port,  buf- 
fered  and  the  attention  line  to  the  controller  is  then 
raised  as  indicated  at  113.  The  port  waits  to  be 
serviced  by  the  controller  as  indicated  at  114. 

50  Once  the  port  has  been  serviced,  the  controller 
breaks  the  connection  with  the  destination  in  the 
cross-point  matrix  as  indicated  at  116  and  the  end 
of  sequence  is  completed  as  indicated  at  118. 

Returning  to  the  second  path  as  indicated  at  98 
55  which  reflects  the  activity  at  the  switch,  the  port, 

when  it  receives  the  connect  request,  starts  a  delay 
timer  as  indicated  at  120.  A  determination  is  then 
made  as  to  whether  or  not  the  delay  has  expired  as 
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indicated  at  122.  If  the  delay  has  expired,  the  port 
then  sends  a  reject  frame  to  the  source  node  as 
indicated  at  124  and  an  end  of  sequence  takes 
place  as  indicated  at  126.  If  the  delay  has  not 
expired,  a  determination  is  made  whether  or  not 
the  port  has  been  serviced  by  the  controller  as 
indicated  at  128.  If  not,  the  protocol  loops  back  to 
122.  If  so,  the  controller  sets  up  a  connection  with 
the  destination  in  the  cross-point  matrix  as  in- 
dicated  at  130,  and  an  end  of  sequence  occurs  at 
132. 

In  summary,  the  architecture  of  a  switching 
system  using  outband  signaling  techniques  has 
been  described.  As  a  result  of  the  separation  of  the 
transmission  of  data  from  the  signalling  information, 
it  is  possible  to  construct  switching  planes  with 
very  low  hardware  complexity.  This,  in  turn,  results 
in  the  realization  of  a  compact  and  inexpensive 
high  performance  switching  system  which  ap- 
proaches  the  complexity  of  optical  switching  with- 
out,  however,  the  latency  and  capacity  problems 
associated  with  such  technologies. 

It  is  an  object  of  the  invention  to  provide  an 
improved  switching  system. 

It  is  another  object  of  the  invention  to  provide 
an  improved  optical  switching  system. 

It  is  yet  another  object  of  the  invention  to 
provide  an  improved  switching  apparatus  and  pro- 
tocol  to  provide  switching  between  processor  sys- 
tem  devices. 

It  is  still  another  object  of  the  invention  to 
provide  an  improved  optical  switching  apparatus 
and  protocol  utilizing  outband  signalling  to  provide 
switching  between  processor  system  devices. 

Claims 

requesting  said  controller  by  said  source  node 
to  be  connected  to  a  destination  node; 
starting  a  delay  timer  by  said  source  node  to 
provide  the  elapse  of  an  adjustable  delay  time 

5  which  is  a  function  of  system  traffic  require- 
ments; 
sending  optical  signals  by  said  source  node 
following  the  elapse  of  said  adjustable  delay 
time; 

io  determining  if  said  controller  has  made  the 
connection  between  said  source  node  and  said 
destination  node; 
retrying  requesting  said  controller  by  said 
source  node  to  be  connected  to  the  destination 

is  node  if  the  connection  has  not  been  made; 
sending  a  disconnect  request  from  said  source 
node  to  said  controller  if  the  connection  has 
been  made,  and  the  sending  of  optical  signals 
by  said  source  node  is  complete;  and 

20  disconnecting  said  source  node  and  said  des- 
tination  node  by  said  controller  in  response  to 
said  disconnect  request. 

2.  The  method  of  claim  1  ,  including  the  steps  of: 
25  starting  a  delay  timer  by  said  controller  to 

provide  the  elapse  of  an  adjustable  delay  time, 
following  the  connection  request  from  said 
source  node; 
sending  a  retry  connection  request  to  said 

30  source  node  if  said  destination  node  is  busy  at 
the  elapse  of  said  adjustable  delay  time;  and 
connecting  said  source  node  to  said  destina- 
tion  node  if  said  destination  node  is  not  busy 
at  the  elapse  of  said  adjustable  delay  time. 

35 
Patentanspruche 

1.  A  method  of  operating  a  switching  system  by 
automatically  switching  optical  signals  between 
pairs  of  a  plurality  of  nodes,  with  each  pair  of  40 
nodes  comprising  a  source  node  and  a  des- 
tination  node,  with  there  being  a  fiber  optic  link 
connected  to  each  such  node  for  carrying  an 
optical  signal,  with  there  being  an  optical  de- 
tector  connected  to  each  fiber  optic  link  con-  45 
nected  to  a  source  node  for  converting  the 
optical  signal  to  an  electronic  signal  and  there 
being  an  electronic  detector  connected  to  a 
destination  node  for  converting  a  provided 
electronic  signal  to  an  optical  signal,  with  there  50 
being  an  electronic  cross-point  switch  re- 
sponse  to  a  control  signal  from  a  controller  for 
selectively  connecting  a  source  node  to  a  des- 
tination  node  by  connecting  the  electronic  sig- 
nal  from  the  optical  detector  associated  with  55 
the  source  node  to  the  electronic  detector  as- 
sociated  with  the  destination  node,  said  meth- 
od  being  characterised  by  the  steps  of: 

1.  Ein  Verfahren  zum  Betrieb  eines  Koppelsy- 
stems  durch  automatische  Kopplung  optischer 
Signale  zwischen  jeweils  zwei  von  mehreren 
Knoten,  wobei  jedes  Knotenpaar  aus  einem 
Quellknoten  und  einem  Zielknoten  besteht,  wo- 
bei  zur  Ubertragung  eines  optischen  Signals 
an  jeden  Knoten  eine  faseroptische  Verbin- 
dung  angeschlossen  ist,  wobei  zur  Umwand- 
lung  des  optischen  Signals  in  ein  elektroni- 
sches  Signal  an  jede  faseroptische  Verbin- 
dung,  die  an  einen  Quellknoten  angeschlossen 
ist,  ein  optischer  Detektor  angeschlossen  ist 
und  zur  Umwandlung  eines  ubergebenen  elek- 
tronischen  Signals  in  ein  optisches  Signal  ein 
elektronischer  Detektor  an  einen  Zielknoten  an- 
geschlossen  ist,  wobei  in  Abhangigkeit  von 
einem  Steuersignal  einer  Steuereinheit  ein 
Matrix-Koppelfeld  eine  selektive  Verbindung  ei- 
nes  Quellknotens  mit  einem  Zielknoten  durch 
Verbinden  des  elektronischen  Signals  von  dem 
optischen  Detektor,  der  zu  dem  Quellknoten 
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gehort,  mit  dem  elektronischen  Detektor,  der 
zu  dem  Zielknoten  gehort,  vornimmt,  wobei 
dieses  Verfahren  gekennzeichnet  ist  durch  fol- 
gende  Schritte: 
Anfordern  der  Steuereinheit  durch  den  Quell-  5 
knoten,  der  mit  einem  Zielknoten  verbunden 
werden  soil; 
Starten  eines  Verzogerungszeitgebers  durch 
den  Quellknoten,  urn  das  Verstreichen  einer 
einstellbaren  Verzogerungszeit  zu  gewahrlei-  10 
sten,  die  eine  Funktion  der  Verkehrserforder- 
nisse  des  Systems  ist; 
Senden  optischer  Signale  von  dem  Quellkno- 
ten  nach  dem  Verstreichen  der  einstellbaren 
Verzogerungszeit;  is 
Feststellen,  ob  die  Steuereinheit  die  Verbin- 
dung  zwischen  dem  Quellknoten  und  dem 
Zielknoten  hergestellt  hat; 
Wiederholen  des  Versuchs,  die  Steuereinheit 
anzufordern,  durch  den  Quellknoten,  der  mit  20 
dem  Zielknoten  verbunden  werden  soil,  wenn 
die  Verbindung  nicht  hergestellt  wurde; 
Senden  einer  Trennanforderung  von  dem 
Quellknoten  zu  der  Steuereinheit,  wenn  die 
Verbindung  hergestellt  wurde  und  das  Senden  25 
optischer  Signale  durch  den  Quellknoten  abge- 
schlossen  ist;  und 
Trennen  des  Quellknotens  und  des  Zielknotens 
durch  die  Steuereinheit  als  Reaktion  auf  die 
Trennanforderung.  30 

2.  Das  Verfahren  nach  Anspruch  1  einschlieBlich 
folgender  Schritte: 
Starten  eines  Verzogerungszeitgebers  durch 
die  Steuereinheit  nach  der  Verbindungsanfor-  35 
derung  von  dem  Quellknoten,  urn  das  Verstrei- 
chen  einer  einstellbaren  Verzogerungszeit  zu 
gewahrleisten; 
Senden  einer  Verbindungsversuchswiederhol- 
anforderung  an  den  Quellknoten,  wenn  der  40 
Zielknoten  nach  dem  Verstreichen  der  einstell- 
baren  Verzogerungszeit  belegt  ist;  und 
Verbinden  des  Quellknotens  mit  dem  Zielkno- 
ten,  wenn  der  Zielknoten  nach  dem  Verstrei- 
chen  der  einstellbaren  Verzogerungszeit  nicht  45 
belegt  ist. 

Revendicatlons 

1.  Un  procede  d'operation  d'un  systeme  de  com-  so 
mutation,  par  commutation  automatique  des 
signaux  optiques  entre  diverses  paires  d'un 
ensemble  de  noeuds  de  reseau,  chacune  des- 
dites  paires  se  composant  d'un  noeud  source 
et  d'un  noeud  destination  ;  une  liaison  par  55 
libres  optiques  se  raccordant  a  chacun  desdits 
noeuds  afin  de  vehiculer  un  signal  optique  ;  un 
detecteur  optique  se  connectant  sur  chaque 

liaison  a  libres  optiques  reliee  a  un  noeud 
source  afin  de  convertir  le  signal  optique  en  un 
signal  electronique  et  un  detecteur  electroni- 
que  se  connectant  sur  un  noeud  destination 
afin  de  convertir  un  signal  electronique  entrant 
en  un  signal  optique  ;  un  commutateur  electro- 
nique  a  point  de  couplage  reagissant  a  un 
signal  de  commande  provenant  d'un  contro- 
leur,  de  maniere  a  connecter  selectivement  un 
noeud  source  sur  un  noeud  destination,  en 
reliant  au  detecteur  electronique  associe  au 
noeud  destination  le  signal  electronique  prove- 
nant  du  detecteur  optique  associe  au  noeud 
source,  ladite  methode  etant  en  outre  caracte- 
risee  par  les  Etapes  suivantes  : 
la  demande  audit  controleur,  par  ledit  noeud 
source,  de  connexion  sur  un  noeud  destination 

le  declenchement,  par  ledit  noeud  source,  d'un 
temporisateur  permettant  que  s'ecoule  un  delai 
reglable  de  temporisation,  en  fonction  des  exi- 
gences  de  trafic  du  systeme  ; 
la  transmission,  par  ledit  noeud  source,  de 
signaux  optiques  a  I'echeance  dudit  delai  re- 
glable  de  temporisation  ; 
la  verification  du  fait  que  ledit  controleur  a  ou 
n'a  pas  etabli  la  connexion  entre  ledit  noeud 
source  et  ledit  noeud  destination  ; 
la  demande  renouvelee  audit  controleur,  par 
ledit  noeud  source,  de  connexion  sur  le  noeud 
destination,  si  ladite  connexion  n'a  pas  ete 
etablie  ; 
la  transmission,  par  ledit  noeud  source  audit 
controleur,  d'une  demande  de  deconnexion  si 
la  connexion  a  ete  etablie,  et  que  la  transmis- 
sion  des  signaux  optiques  par  ledit  noeud 
source  est  terminee  ;  et 
la  deconnexion,  par  ledit  controleur,  dudit 
noeud  source  et  dudit  noeud  destination,  en 
reponse  a  ladite  demande  de  deconnexion. 

Un  procede,  conformement  a  la  Revendication 
1  ,  comprenant  les  Etapes  suivantes  : 
le  declenchement,  par  ledit  controleur,  d'un 
temporisateur  permettant  que  s'ecoule  un  delai 
reglable  de  temporisation,  apres  la  demande 
de  connexion  provenant  dudit  noeud  source  ; 
la  transmission,  audit  noeud  source,  d'une  de- 
mande  renouvelee  de  connexion  si  ledit  noeud 
destination  est  occupe  a  I'echeance  dudit  delai 
reglable  de  temporisation  ;  et 
la  connexion  dudit  noeud  source  sur  ledit 
noeud  destination  si  ledit  noeud  destination 
n'est  pas  occupe  a  I'echeance  dudit  delai  re- 
glable  de  temporisation. 
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