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Description

Field of the invention

[0001] The present invention relates to a rubber crawl-
er which comprises an endless band-shaped crawler
body comprising an elastic material, and metal cores bur-
ied in the crawler body at predetermined intervals in the
circumferential direction, each of the metal cores extend-
ing in the width direction.

Description of the Related Art

[0002] Recently, a rubber crawler is used widely in
traveling sections of service vehicles for operating ma-
chines of building or construction, or for agricultural ma-
chines. The rubber crawler is provided with an endless
band-shaped crawler body comprising an elastic mate-
rial, and metal cores buried in the crawler body at pre-
determined intervals in the circumferential direction,
holes for engaging with a drive wheel which are formed
by a sprocket and which are provided between the metal
cores adjacently provided at a central portion in a width
direction of the crawler body, and a plurality of lugs pro-
vided in a protruding condition on the outer periphery
side corresponding to a contact area. The rubber crawler
is wound around a driving wheel, an idling wheel, and
track rollers between the driving wheel and idling wheel,
the driving wheel and idling wheel being provided on one
and the other end of a crawler frame of a service vehicle.
[0003] The rubber crawler requires control of vibration
generated in running and durability of the rubber crawler
body. In order to deal with these requirements, Patent
Document 1 discloses a rubber crawler having lugs pro-
vided on an outer periphery side of the crawler body with
they being divided into left and right sides, the lugs divid-
ed being arranged in zigzag and being arranged astride
three adjacent metal cores.
[0004] An outline of the rubber crawler 100 disclosed
in Patent Document 1 is explained with reference to Fig.
7 and Fig. 8. Fig. 7 shows a plan view of a major part of
the rubber crawler 101 viewed from the outer periphery
side of the rubber crawler. Fig. 8 shows a section view
obtained by viewing Fig. 7 from VI-VI line. An arrow F
represents the circumferential direction of the rubber
crawler 100 and an arrow W represents the width direc-
tion.
[0005] In this rubber crawler 100, metal cores 120 ex-
tending in a width direction at predetermined intervals
with respect to a circumferential direction are buried in
an endless band-shaped crawler body 101 comprising
an elastic material, a plurality of circumferential direction
tensile bodies 130 formed from steel code or the like on
an outer periphery of the metal cores 120 are buried along
the circumferential direction, holes 102 for engaging with
a drive wheel made of a sprocket wheel are provided at
an approximately central portion in the width direction of
the crawler body 101 and between the adjacent metal

cores 120 at predetermined intervals, and the lugs 105
and concave portions 110 in the form of groove are al-
ternatively and integrally formed on the outer periphery
side in the circumferential direction.
[0006] Each of the metal cores 120 buried in the crawl-
er body 101 is provided with a core metal body portion
121 which is buried in the crawler body 101 and extended
in the width direction, and the core metal body 121 has
a central portion 122 which engage with a drive wheel
and right and left blade portions 123 which protrude in
the width direction from both sides of the central portion
122. A pair of guide protrusions 125 protruded on an inner
periphery side of the crawler body 101 is provided on the
both sides of the core metal body portion 121 across the
central portion 122, and the top surface 125a forms a
pass surface of track rollers.
[0007] The lugs 105 provided on the outer periphery
of the crawler body 101are divided into both sides of the
crawler body 101 after the removal of the central portion
where the holes 102 for engaging (with a drive wheel)
are lined with, and simultaneously arranged in zigzag
alignment with phase shift in the circumferential direction
of the crawler body 101. Each of the lugs 105 is in the
form of trapezoid in section view having a contact
area106, a front side inclined surface 107 and a rear side
inclined surface108, the contact area106 corresponding
to a tread which extends with inclining in the circumfer-
ential direction with respect to the width direction, and
the lug has such a dimension that it can be arranged
astride three adjacent metal cores 120 in the circumfer-
ential direction in planar view. A concave portion 110 in
the form of groove is formed between these adjacent lugs
105, the concave face being composed of a front side
inclined surface 107 and a rear side inclined surface 108
of the adjacent lugs 105 and a bottom surface 109.
[0008] Attention is drawn to the disclosure of JP
2003-089366.

Prior art documents

List of Patent documents:

[0009] Patent Document 1: JP2000-72056 A

Disclosure of the Invention

Problem to be solved by the Invention

[0010] According to Patent Document 1, the contact
surfaces 106 of the lugs 105, which lie adjacent to each
other in the circumferential direction, continuously con-
nect to ground in seamless manners in running, and
hence the variation of vertical spring characteristics in
the circumferential direction of the crawler body 101 is
reduced, which ensures the supporting (bearing) force
of the metal cores 120 to suppress the vibration of the
metal cores 120.
[0011] However, each of the lugs 105, which are ar-
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ranged astride three adjacent metal cores 120, has large
stiffness to bring about excessive vertical spring charac-
teristics to occasionally cause vibration. Further increase
of stiffness of each of the lugs 105 brings about increase
of stiffness of the crawler body 101, and hence the crawl-
er body 101 cannot be smoothly rounded (bent) around
drive wheels, which increases travel resistance and pow-
er loss of drive system to cause deterioration of travelling
performance and fuel coast (mileage). Furthermore, the
increased stiffness causes peeling of the crawler body
101from the metal cores 120 or crack of the crawler body
101. Still, elastic deformation of the lug 105 is suppressed
in running and simultaneously the concave portion 110
formed in the form of groove between the adjacent lugs
is narrowed, whereby soil-grasping property and soil-dis-
charging property of the concave portion 110 are reduced
to possibly have an influence on traction force and
straight-ahead driving property.
[0012] Thus, in view of the above-mentioned prob-
lems, the object of the present invention is to provide a
rubber crawler having reduction of vibration generated
by running and of travel resistance, and simultaneously
good soil-grasping property and soil-discharging proper-
ty of the crawler body, and further improved durability.

Means for solving problem

[0013] The present invention described in claim 1 to
achieve the object can be provided by a rubber crawler
comprising;
an endless band-shaped crawler body comprising an
elastic material,
a plurality of metal cores buried in the crawler body at
predetermined intervals in a circumferential direction of
the crawler body, each of the metal cores extending in a
width direction of the crawler body,
holes for engaging with a drive wheel provided at a central
portion in the width direction of the crawler body and at
predetermined intervals in the circumferential direction
of the crawler body, and
lugs provided on an outer periphery side of the crawler
body, the lugs being divided into left and right sides
across the central portion in the width direction, and the
lugs divided into left and right sides being arranged in
zigzag alignment with phase shift in the circumferential
direction of the crawler body,
wherein each of the lugs is in the shape of a trapezoid in
section view having a contact area, a front side inclined
surface and a rear side inclined surface, and extends
from the central portion with inclining in the circumferen-
tial direction with respect to the width direction, and
each of the lugs is arranged astride (i.e., across) three
adjacent metal cores in the circumferential direction in
planar view, and simultaneously has a constriction por-
tion narrowing in the circumferential direction which is
provided at the central portion in the width direction, and
that a concave portion between adjacent lugs is formed
in a tapered shape by gradually increasing the section

area between the rear side inclined surface and a front
intermediate inclined surface of the front side inclined
surface with moving to a side end of the crawler body
and by reducing the section area between the rear side
inclined surface and a front outer side inclined surface
of the front side inclined surface with moving to the side
end.
[0014] According to the above-mentioned invention,
the constriction portion is provided at the central portion
in the width direction of each of the lugs, and hence the
bending (rounding) stiffness of the rug is set to be low at
the central portion in the width direction. The reduction
of the bending (rounding) stiffness brings about the re-
duction of the stiffness of the crawler body in the entire
circumference in the circumferential direction, and hence
the crawler body smoothly can be rounded (bent) around
drive wheels, which reduces travel resistance and highly
reduces power loss to bring about enhancement of trav-
elling performance and fuel coast (mileage). Further,
since the constriction portion is formed at the central por-
tion in the width direction of each of the lugs, the stiffness
of the lug reduces to tolerate the deformation, and simul-
taneously since the distance between the front side in-
clined surface and the rear side inclined surface of the
adjacent lugs is sufficiently ensured, the concave portion
in the form of groove formed between the adjacent lugs
can be formed in a large size, whereby soil-grasping
property and soil-discharging property of the crawler are
ensured.
[0015] In the preferred embodiment of the rubber
crawler described in claim 2, which has the constitution
of claim 1, wherein the constriction portion is formed such
that a length in the circumferential direction at the central
portion in the width direction of the contact area of each
of the lugs is smaller than that in the circumferential di-
rection at a central side of the contact area and that in
the circumferential direction at an edge side of the contact
area.
[0016] The invention described in claim 2 shows an
example of the constriction portion of claim 1. In more
detail, the constriction portion is formed by making a
length in the circumferential direction at the width-direc-
tion central portion of the contact area of the lug smaller
than that in the circumferential direction at a central side
of the contact area and that in the circumferential direc-
tion at an edge side of the contact area.
[0017] In the preferred embodiment of the rubber
crawler described in claim 3, which has the constitution
of claim 1 or 2, wherein the constriction portion is formed
by a concave face formed at the central portion in the
width direction of the front side inclined surface of each
of the lugs.
[0018] The invention indicates that the constriction por-
tion can be formed by a concave face formed at the cen-
tral portion in the width direction of the front side inclined
surface of the lug.
[0019] In the preferred embodiment of the rubber
crawler described in claim 4, which has the constitution
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of claim 1 or 2, wherein the constriction portion is formed
by a concave face formed at the central portion in the
width direction of the front side inclined surface of each
of the lugs and a concave face formed at the central por-
tion in the width direction of the rear side inclined surface
of each of the lugs.
[0020] The invention indicates that the constriction por-
tion can be formed by a concave face formed at the cen-
tral portion in the width direction of the front side inclined
surface side of the lug and a concave face formed at the
central portion in the width direction of the rear side in-
clined surface of the lug.
[0021] In the preferred embodiment of the rubber
crawler described in claim 5, which has the constitution
of claim 1 or 2, wherein the constriction portion is formed
by a concave face formed at the central portion in the
width direction of the rear side inclined surface of each
of the lugs.
[0022] The invention indicates that the constriction por-
tion can be formed by a concave face formed at the cen-
tral portion in the width direction of the rear side inclined
surface of the lug.
[0023] In the preferred embodiment of the rubber
crawler described in claim 6, which has the constitution
of any of claims 1-5, wherein each of the lugs covers at
least a part of a tip of one of the metal cores in planar view.
[0024] According to the invention, peeling or crack of
the crawler body in the tips of the core metals can be
prevented, which brings about the durability of the crawl-
er body containing the lugs.

Effect of the Invention

[0025] The rubber crawler of the present invention is
provided with the lugs which is in the form of trapezoid
in section view having a contact area, a front side inclined
surface and a rear side inclined surface, and extends
from the central portion with inclining in the circumferen-
tial direction with respect to the width direction with being
arranged astride three adjacent metal cores in the cir-
cumferential direction in planar view, and which has a
constriction portion provided at the central portion in the
width direction, whereby bending (rounding) stiffness of
the lugs is set to be low at the central portion in the width
direction. The reduction of the bending (rounding) stiff-
ness brings about the reduction of the stiffness of the
crawler body in the entire circumference in the circum-
ferential direction, and hence the crawler body smoothly
can be rounded (bent) around drive wheels, which re-
duces travel resistance and highly reduces power loss
to cause enhancement of travelling performance and fuel
coast (mileage). Further, since the constriction portion is
formed at the central portion in the width direction of each
of the lugs and hence the distance between the front side
inclined surface and the rear side inclined surface of the
adj acent lugs is sufficiently ensured, the concave portion
in the form of groove between the adjacent lugs is formed
in a large size, whereby soil-grasping property and soil-

discharging property of the concave can be ensured.

Brief Description of the Drawings

[0026]

[Fig. 1] Fig. 1 is a plan view showing a major part of
the rubber crawler according to a first embodiment
of the present invention viewed from an outer pe-
riphery side of the rubber crawler.
[Fig. 2] Fig. 2 is a plan view showing a major part of
the rubber crawler viewed from an inner periphery
side of the rubber crawler.
[Fig. 3] Fig. 3 is a section view of Fig. 2 taken at the
section line III-III.
[Fig. 4] Fig. 4 (a) is a section view of Fig. 1 taken at
the section line a-a, Fig. 4 (b) a section view of Fig.
1 taken at the section line b-b, and Fig. 4 (c) a section
view of Fig. 1 taken at the section line c-c.
[Fig. 5] Fig. 5 is a plan view showing a major part of
the rubber crawler according to a second embodi-
ment of the present invention viewed from an outer
periphery side of the rubber crawler.
[Fig. 6] Fig. 6 (a) is a section view of Fig. 5 taken at
the section line a-a, Fig. 6 (b) a section view of Fig.
5 taken at the section line b-b, and Fig. 6 (c) a section
view of Fig. 5 taken at the section line c-c.
[Fig. 7] Fig. 7 is a plan view showing a major part of
a conventional rubber crawler viewed from the outer
periphery side of the rubber crawler.
[Fig. 8] Fig. 8 is a section view of Fig. 7 taken at the
section line VIII-VIII.

Mode carrying out the invention

[0027] The present invention is explained below with
reference to the embodiments of the rubber crawler.

(First Embodiment)

[0028] A first embodiment of the rubber crawler is ex-
plained below with reference to Figs. 1 to 4. Fig. 1 is a
plan view showing a major part of the rubber crawler ac-
cording to the present invention viewed from the outer
periphery side, Fig. 2 is a plan view showing a major part
of the rubber crawler viewed from the inner periphery
side, Fig. 3 is a section view of Fig. 2 taken at the section
line III-III, Fig. 4 (a) is a section view of Fig. 1 taken at
the section line a-a, Fig. 4 (b) a section view of Fig. 1 at
the section line b-b, and Fig. 4 (c) a section view of Fig.
1 at the section line c-c. In the figures, an arrow F repre-
sents a circumferential direction of the rubber crawler 1,
and an arrow W represents a width direction of the rubber
crawler 1. The circumferential direction represents the
same direction as a front-rear direction, and the width
direction represents the same direction as a right and left
direction, in the following explanation.
[0029] In a rubber crawler 1, a plurality of metal cores
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30 are buried in an endless band-shaped crawler body
10 comprising an elastic material at predetermined inter-
vals in a circumferential direction of the crawler body,
each of the metal cores 30 extending in a width direction
of the crawler body, a plurality of circumferential-direction
tensile bodies 36 made of steel cord or the like in the
outer periphery side of metal cores 30 are buried in the
circumferential direction, holes 12 for engaging with a
drive wheel are provided at a approximately central por-
tion 11 in a width direction and at predetermined intervals
in a circumferential direction of the crawler body, the
holes 12 being formed by a sprocket wheel between the
metal cores 30, and lugs 15 and concave portion 27 are
alternatively formed in unity in the circumferential direc-
tion.
[0030] As shown in Figs. 1 and 3, each of the metal
cores 30 buried in the crawler body 10 is provided with
a metal core body 31 which is buried in the crawler body
10 and extended in the width direction of the crawler body
10, and the metal core body 31 has a central portion 32
engaging with a drive wheel and right and left blade por-
tions 33 which are each protruded in the width direction
from both ends of the central portion 32 to gradually re-
duce in the thickness with moving to the tip.
[0031] A pair of guide protrusions 34 protruded in the
inner periphery side on the both sides across the central
portion 32 of the metal core body 31 are provided in a
protruding condition. A top surface 34a of each of the
guide protrusions 34 corresponds to a passing (transit)
side of a track roller. The track roller 40 is indicated by a
virtual line in Fig. 3.
[0032] Lugs 15 provided on an outer periphery side of
the crawler body 10 are divided into left and right sides
after removal of the central portion on which holes 12 for
engaging with a drive wheel are arranged, and the lugs
15 provided on left and right sides are arranged in zigzag
alignment with shifting phase (phase shift) in a circum-
ferential direction of the crawler body 10.
[0033] Each of the lugs 15 is inclined in the circumfer-
ential direction with respect to the width direction from a
position adjacent to the central portion 11 and extended
to a side end 10a, which forms an approximately trape-
zoidal shape in cross section.
[0034] Each of the lugs 13 is composed of a central
side inclined surface 16, an edge side inclined surface
17, a front side inclined surface 18, a rear side inclined
surface 19 and an contact area 20 corresponding to a
tread, and formed in the form of an approximately trap-
ezoidal shape in cross section. The central side inclined
surface 16 is connected to a central portion 11 and ex-
tended continuously in the circumferential direction. The
edge side inclined surface 17 is shifted in the circumfer-
ential direction with respect to the central side inclined
surface 16 (concretely shifted backward in grounding
condition) and extended in the circumferential direction
with connected to the side end 10a of the crawler body
10. The front side inclined surface 18 is composed of a
front inner side inclined surface 18a which is extended

in the width direction from a forward end of the central
side inclined surface 16, a front intermediate inclined sur-
face 18b which is extended with being bent at the end of
the width direction of the front inner side inclined surface
18a and inclined backward with respect to the circumfer-
ential direction, and a front outer side inclined surface
18c which is bent at the end in the width direction of the
front intermediate inclined surface 18b and extended in
the approximate width direction to be continuously con-
nected to a forward end of the edge side inclined surface
17. The rear side inclined surface 19 is inclined in the
circumferential direction from a rear end of the central
side inclined surface 16 and continuously connected to
a rear end of the edge side inclined surface 17. Thereby,
the front intermediate inclined surface 18b and the front
outer side inclined surface 18c of the front side inclined
surface 18 form a concave face 18A which is concave in
the direction of the rear side inclined surface 19 at the
central portion of the front side inclined surface 18. In
Fig. 1, the contact area 20 of each of the lugs 15 has
been hatched.
[0035] In a central side edge 21 of the contact area 20
of each of the lugs 15, a central side front edge 21a and
a central side rear edge 21b, which correspond to a front
edge and a rear edge of the central side edge 21 formed
along the edge of the central side inclined surface 16,
respectively, are continuously connected to the front in-
ner side inclined surface 18a and the rear side inclined
surface 19, respectively, and an outer side front edge
22a and an outer side rear edge 22b, which correspond
to a front edge and a rear edge of an outer side edge 22
of the contact area 20 formed by moving the outer side
edge 22 along the edge side inclined surface 17, respec-
tively, are continuously connected to the front outer side
inclined surface 18c and the rear side inclined surface
19, respectively. A front side edge 23 of the contact area
20 is formed from a front central side edge 23a and a
front outer side edge 23b. The front central side edge
23a is formed by continuously extending from the central
side front edge 21a to a front central edge 23c along the
edge side of the front inner side inclined surface 18a and
front intermediate inclined surface 18b with bent at the
front intermediate inclined surface 18b and front outer
side inclined surface 18c. The front outer side edge 23b
is formed by continuously extending from the front central
edge 23 c and the outer side front edge 22a along the
edge side of the front outer side inclined surface 18c.
Thus, the front side edge 23 is formed from the front
central side edge 23a and the front outer side edge 23b
with bent at the front central edge 23c. Further, a rear
side edge 24 is formed along the edge side of the rear
side inclined surface 19, and both ends of the rear side
edge 24 are connected to the central side rear edge 21b
and the outer side rear edge 22b, respectively.
[0036] Here, a distance of the central side front edge
21 a and the central side rear edge 21b is represented
by "La", the distance corresponding to a length in the
circumferential direction on the central side of the contact
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area 20, a distance of the outer side front edge 22a and
the outer side rear edge 22b is represented by "Lb", the
distance corresponding to a length in the circumferential
direction on the side edge side, and a distance of the
front central edge 23c and the rear side edge 24c corre-
sponding to a center in the width direction of the rear side
edge 24 is represented by "Lc", the distance correspond-
ing to a length in the circumferential direction at a center
in the width direction. These distances are configured to
satisfy any of the following conditions: 

[0037] In more detail, in each of the lugs 15, the con-
cave face 18A, which is formed from the front intermedi-
ate inclined surface 18b and the front outer side inclined
surface 18c and which is concave in the direction of the
rear side inclined surface 19, is formed on the central
portion of the front side inclined surface 18, and the length
"Lc" in the circumferential direction at the central portion
in the width direction of the contact area 20 is reduced
compared with the length "La" in the circumferential di-
rection on the central side and the length "Lb" in the cir-
cumferential direction at the edge side, whereby a con-
striction portion 26 which is formed on the central portion
in the width direction and whose section area is reduced
in the circumferential direction is formed. Hence, bending
stiffness in the central portion in the width direction pro-
vided with the constriction portion 26 is set to be low.
[0038] Each of the lugs 15 has such size (dimension)
that is present astride three adjacent metal cores 30 in
the circumferential direction in planar view, as shown in
Fig. 1. In this embodiment, the central side front edge 21
a of the contact area 20 and the front central edge 23 c
of the constriction portion 26 are arranged astride two
metal cores 30 adjacent back and forth, the front central
edge 23c of the constriction portion 26 and the outer side
rear edge 22b are arranged astride metal cores 30 ad-
jacent back and forth, and the outer side edge 22 has
such a size in the width direction that covers at least a
part of a tip of the blade portion 33 of the core metal 30.
Further, a part of each of core metals 30 located at the
midpoint of these core metals 3 0 are covered with the
constriction portion 26.
[0039] Between the adjacent lugs 15, a concave por-
tion 27 which extends from a central portion 11 to a side
end 10a is formed from the rear side inclined surface 19
and the front side inclined surface 18 as well as a bottom

portion 28 therebetween. The concave portion 27 be-
tween the adjacent lugs 15 is formed in a tapered shape
such that an area between the front inner side inclined
surface 18a and the rear side inclined surface 19 is grad-
ually reduced in section area with moving from the central
portion 11 to the side end 10a, and an area between the
rear side inclined surface 19 and the front intermediate
inclined surface 18b connecting to the previous area be-
tween 18a and 19 is formed in a tapered shape such that
the area between t 19 and 18b is gradually increased in
section area with moving to the side end 10a, and further
an area between the rear side inclined surface 19 and
the front outer side inclined surface 18c is reduced in
section view with moving to the side end 10a, and simul-
taneously the front outer side inclined surface 18c is ex-
tended and inclined approximately in width direction with
an angle between the front outer side inclined surface
18c and the contact area 20 being set to be relatively
increased.
[0040] In the rubber crawler 1 having the above-men-
tioned structure, the contact area 20 of the lug 15 con-
tinuously connects to ground in this order from the side
of the central side front edge 21a to the side of the outer
side rear edge 22b in forward travel, and simultaneously
the central side front edge 21a of the next lug 15 adj acent
to the previous lug 15 connects to ground in the course
of the connecting of the contact area 20 of the lug 15.
[0041] In this way, the contact areas of the lugs 15
always and continuously connect to ground in seamless
manners, and therefore the variation of vertical spring
characteristics in the circumferential direction of the
crawler body 10 is extremely reduced, which enhances
bearing power of the core metals 30 of the crawler body
10 to suppress the vibration of the core metals 30.
[0042] Further, the lugs 15 ensure force supporting
(bearing) each of the core metals 3 0 to suppress or re-
duce the vibration of each of the core metals 30, which
prevents peeling and cracking of the core metals 30 from
the crawler body 10. Furthermore, the contact area of
each of the lugs 15 is supported by three adjacent core
metals 30 and the end (tip) of the core metal 30 is reached
to the outer side end 22 of the contact area 20, whereby
the lug is widely supported by the three core metals 30
to enhance the supporting (bearing) stiffness of the lug,
which suppresses the deformation of the lug 15 to reduce
the damage and abrasion to bring about enhancement
of the durability of the crawler body 10.
[0043] Further, since the contact area 20 of each of
the lugs 15 is provided astride the blade portions 33 of
three core metals 30, the power supporting the core met-
als 3 0 by the lugs 15 is more highly ensured to suppress
the vibration of the core metals 30, thus extremely reduc-
ing the decline amount of the track roller 40, which means
the declining extent of the track roller 40 between the
metal cores 30 generated when the track roll 40 passes
through the top surface 34a of the guide protrusion 34.
Furthermore the vibration during the running of the rubber
crawler is greatly reduced by arranging the lugs 15 in left
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and right sides in zigzag alignment. The reduction of the
vibration during the running of the rubber crawler brings
about prevention of occurrence of peeling of the crawler
body 10 from the metal cores 30 or crack of the crawler
body 10, and the lugs 15 are supported by the metal
cores 30, which reduces the load of the lugs 15 to sup-
press breakage or abrasion of the lugs 15.
[0044] Moreover, the constriction portion 26 is formed
on the central portion in the width direction of the lug 15
to set the bending stiffness on the central portion in the
width direction of the lug 15 to be low, whereby the bend-
ing deformation of the lug 15 is tolerated. Therefore, the
stiffness of the crawler body 10 is reduced throughout
the whole circumference, whereby the crawler body 10
can be smoothly rounded (bent) around drive wheels,
and hence running resistance is reduced and loss of pow-
er is greatly reduced to enable enhancement of travelling
performance and fuel coast (mileage).
[0045] The formation of the constriction portion 26 on
the central portion in the width direction of the lug 15
ensures sufficient distance between the front side in-
clined surface 18 and the rear side inclined surface 19
of the lug 15 to form the concave portion 27 in an in-
creased size. Therefore, during vehicle running, the con-
tact surface 20 of each of the lugs 15 continuously con-
nects to grand from the central side front edge 21a to the
outer side rear edge 22b to reduce the vibration, and
hence mud grasped by the concave portion 27 of the lug
15 is not destroyed due to the reduction of the vibration
and mud grasped between the deformed lugs 15 is also
is not destroyed, the deformed lugs15 being enhanced
in compressive strength by loads added by the grounding
(connecting to ground) and the plural core metals 30,
whereby the mud is retained under pressure by the con-
cave portion 27 and between the lugs 15 to bring about
enhancement of soil-grasping property, and further shear
force and frictional force between this retained mud and
the ground are sufficiently ensured to bring about en-
hancement of straight-ahead driving property.
[0046] Further, in the concave portion 27 between the
lugs 15, the area between the rear side inclined surface
19 and the front inner side inclined surface 18a of the
adjacent lugs 15 is formed in a tapered shape such that
the section area is gradually reduced with moving from
the central portion 11 side to the side end 10a side,
whereby entering of mud from the central portion 11 is
promoted, and continuously the mud in the range is ag-
gressively guided to the side end 10a by means of a
tapered shape formed by gradually increasing the section
area of the range between the rear side inclined surface
19 and the front intermediate inclined surface 18b with
moving to the side end 10a. Furthermore, the range be-
tween the rear side inclined surface 19 and the front outer
side inclined surface 18c is gradually reduced in section
area with moving to the side end 10a, and simultaneously
an angle between the front outer side inclined surface
18c and the outer side contact area 23 is relatively in-
creased with the front outer side inclined surface 18c

being extended and inclined approximately in the width
direction. Therefore, mud introduced (guided) from the
central side portion 11 of the concave portion 27 acts as
pressing force in the downward and circumference direc-
tions by means of the front outer side inclined surface
18c, whereby excellent soil-discharging property can be
obtained.

(Second Embodiment)

[0047] A second embodiment of the rubber crawler is
explained below with reference to Figs. 5 and 6. Fig. 5
is a plan view showing a major part of the rubber crawler,
and Fig. 6 (a) is a section view of Fig. 5 taken at the
section line a-a, Fig. 6 (b) a section view of Fig. 5 at the
section line b-b, and Fig. 6 (c) a section view of Fig. 5 at
the section line c-c. In Figs. 5 and 6, the parts correspond-
ing to those of Figs. 1 to 4 are numbered according to
the reference numbers of Figs. 1 to 4, and the detailed
explanation regarding the parts is omitted. Hence, only
the parts different from the first embodiment are ex-
plained chiefly.
[0048] In a rubber crawler 1, a plurality of metal cores
30 are buried in an endless band-shaped crawler body
10 comprising an elastic material at predetermined inter-
vals in a circumferential direction of the crawler body,
each of the metal cores 30 extending in a width direction
of the crawler body, a plurality of circumferential-direction
tensile bodies 36 in the outer periphery side of metal
cores 30 are buried in the circumferential direction, holes
12 for engaging with a drive wheel are provided on an
approximately central portion 11 in a width direction and
at predetermined intervals in a circumferential direction
of the crawler body, the drive wheel being formed by a
sprocket wheel between the metal cores 30, and lugs 45
and concave portion 47 are alternatively formed in unity
in the circumferential direction, in the same manner as
the above-mentioned first embodiment.
[0049] Lugs 45 provided on an outer periphery side of
the crawler body10 are divided into left and right sides
after removal of the central portion on which holes 12 for
engaging with a drive wheel are arranged, and the lugs
(opposite lugs) 15 divided into left and right sides are
arranged in zigzag alignment with shifting phase (phase
shift) in a circumferential direction of the crawler body 10.
[0050] Each of the lugs 45 is inclined in the circumfer-
ential direction with respect to the width direction from a
position adjacent to the central portion 11 and extended
to a side end 10a, which forms an approximate trapezoi-
dal shape in cross section. Each of the lugs 45 is com-
posed of a central side inclined surface 16, an edge side
inclined surface 17, a front side inclined surface 18, a
rear side inclined surface 19 and an contact area 20 cor-
responding to a tread, and formed in the form of an ap-
proximately trapezoidal shape in cross section. The cen-
tral side inclined surface 16 is extended continuously in
the circumferential direction along the central portion 11.
The edge side inclined surface 17 is extended in the cir-
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cumferential direction along the side end 10a of the crawl-
er body 10 with shifted in the circumferential direction
with respect to the central side inclined surface 16. The
front side inclined surface 18 is composed of a front inner
side inclined surface 18a which is extended in the width
direction from a forward end of the central side inclined
surface 16, a front intermediate inclined surface 18b
which is extended with being inclined backward with re-
spect to the circumferential direction from the width di-
rection end of the front inner side inclined surface 18a,
and a front outer side inclined surface 18c which is ex-
tended in the approximate width direction from the width
direction end of the front intermediate inclined surface
18b and continuously connected to a forward end of the
edge side inclined surface 17. The rear side inclined sur-
face 19 is composed of a rear inner side inclined surface
19a which is extended with inclined backward in the width
direction from the back end of the central side inclined
surface 16 and a rear outer side inclined surface 19b
which is extended from the end in the width direction of
the rear inner side inclined surface 19a to the rear end
of the edge side inclined surface 17 with inclined back-
ward at smaller angle in the circumferential direction than
that of the rear inner side inclined surface 19a.
[0051] Thereby, the front intermediate inclined surface
18b and the front outer side inclined surface 18c of the
front side inclined surface 18 form a concave face 18A
which is concave in the direction of the rear side inclined
surface 19 on the central portion of the front side inclined
surface 18. Similarly, the rear inner side inclined surface
19a and the rear outer side inclined surface 19b of the
rear side inclined surface 19 form a concave face 19A
which is concave in the direction of the front side inclined
surface 18 on the central portion in the width direction of
the rear side inclined surface 19. In Fig. 5, the contact
area 20 of each of the lugs 45 has been hatched.
[0052] A central side front edge 21a and a central side
rear edge 21b, which correspond to a front edge and a
rear edge of the central side edge 21 of the contact area
20 of the lug 45, respectively, are continuously connected
to the front inner side inclined surface 18a and the rear
side inclined surface 19, respectively, and an outer side
front edge 22a and an outer side rear edge 22b, which
correspond to a front edge and a rear edge of an outer
side edge 22, respectively, are continuously connected
to the front outer side inclined surface 18c and the rear
side inclined surface 19, respectively. A front side edge
23 of the contact area 20 is formed from a front central
side edge 23a and a front outer central side edge 23b.
The front central side edge 23a is formed by continuously
extending from the central side front edge 21a to a front
central edge 23c corresponding to the connecting part
of the front intermediate inclined surface 18b and front
outer side inclined surface 18c along the front inner side
inclined surface 18a and front intermediate inclined sur-
face 18b. The front outer central side edge 23b is formed
by continuously extending from the front central edge
23c and the outer side front edge 22a along the edge

side of the front outer side inclined surface 18c. The rear
side edge 24 is composed of the rear inner side edge
24a and the rear outer side edge 24b which are extended
along the rear inner side inclined surface 19a and the
rear outer side inclined surface 19b and bent at the rear
side central edge 24c to be extended.
[0053] Here, a distance of the central side front edge
21a and the central side rear edge 21b is represented
by "La", the distance corresponding to a length in the
circumferential direction on the central side of the contact
area 20, a distance of the outer side front edge 22a and
the outer side rear edge 22b is represented by "Lb", the
distance corresponding to a length in the circumferential
direction on the side edge side, and a distance of the
front central edge 23c and the rear side edge 24c is rep-
resented by "Lc", the distance corresponding to a length
in the circumferential direction at a center in the width
direction. These distances are configured to satisfy any
of the following conditions: 

[0054] In more detail, in each of the lugs 45, the con-
cave face 18A, which is concave in the direction of the
rear side inclined surface 19 and which is formed from
the front intermediate inclined surface 18b and the front
outer side inclined surface 18c, is formed at the central
portion of the front side inclined surface 18, and the con-
cave face 19A, which is concave in the direction of the
front side inclined surface 18 and which is formed from
the rear inner side inclined surface 19a and the rear outer
side inclined surface 19c, is formed on the rear side in-
clined surface 19, and further the length "Lc" in the cir-
cumferential direction on the central portion in the width
direction of the contact area 20 is reduced compared with
the length "La" in the circumferential direction on the cen-
tral side and the length "Lb" in the circumferential direc-
tion on the edge side, whereby a constriction portion 26
which is formed on the central portion in the width direc-
tion and whose section area is reduced in the circumfer-
ential direction is formed. Hence, bending stiffness in the
central portion in the width direction provided with the
constriction portion 26 is set to be low.
[0055] Each of the lugs 45 has such size (dimension)
that is present astride three adjacent metal cores 30 in
the circumferential direction in planar view, as shown in
Fig. 5. In this embodiment, the central side front edge
21a of the contact area 20 and the front central edge 23c
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of the constriction portion 26 are arranged astride two
metal cores 30 adjacent back and forth, the front central
edge 23c of the constriction portion 26 and the outer side
rear edge 22b are arranged astride metal cores 30 ad-
jacent back and forth, and the outer side edge 22 has
such a size in the width direction that covers at least a
part of a tip of the blade portion 33 of the core metal 30.
Further, a part of each of core metals 30 located at the
midpoint of these core metals 30 are covered with the
constriction portion 26.
[0056] Between the adjacent lugs 45, a concave por-
tion 47 which extends from a central portion 11 to a side
end 10a is formed from the rear side inclined surface 19
and the front side inclined surface 18 as well as a bottom
portion 28 therebetween.
[0057] The concave portion 47 between the adjacent
lugs 45 is formed in a tapered shape such that an area
between the front inner side inclined surface 18a and the
rear inner side inclined surface 19a is gradually reduced
in section area with moving from the central portion 11
to the side end 10a, and an area between the rear inner
side inclined surface 19a and the front intermediate in-
clined surface 18b connecting to the previous area be-
tween 18a and 19a is formed in a tapered shape such
that the area between 19a and 18b is gradually increased
in section area with moving from the central portion 11
to the side end 10a, and further an area between the rear
outer side inclined surface 19b and the front outer side
inclined surface 18c is reduced in section view with mov-
ing to the side end 10a, and simultaneously the front outer
side inclined surface 18c is extended and inclined ap-
proximately in width direction with an angle between the
front outer side inclined surface 18c and the contact area
20 being set to be relatively increased.
[0058] In the rubber crawler 1 having the above-men-
tioned structure, the contact area 20 of the lug 45 con-
tinuously connects to ground in the order of from the cen-
tral side front edge 21a to the outer side rear edge 22b
in forward travel, and simultaneously the central side
front edge 21a of the next lug 45 adjacent to the previous
lug 45 connects to ground in the course of the connecting
to ground of the contact area 20 of the lug 45.
[0059] In this way, the contact areas 20 of the lugs 45
always and continuously connect to ground in seamless
manners, and therefore the variation of vertical spring
characteristics in the circumferential direction of the
crawler body 10 is extremely reduced, which enhances
bearing power of the core metals 3 0 of the crawler body
10 to suppress the vibration of the core metals 30. The
reduction of the vibration of the core metals 30 brings
about the prevention of peeling of the crawler body 10
from the core metals 30 or of cracking of the crawler body
10. Further, the contact area of each of the lugs 45 is
supported by three adjacent core metals 30 and the end
(tip) of the core metal 30 is reached to the outer side end
22 of the contact area 20, whereby the lug is widely sup-
ported by the three core metals 30 and the supporting
(bearing) stiffness of the lug 45 is enhanced, which sup-

presses the deformation of the lug 45 to reduce the dam-
age and abrasion to bring about enhancement of the du-
rability of the crawler body 10.
[0060] Further, since the contact area 20 of each of
the lugs 45 is provided astride the blade portions 33 of
three core metals 30, the power supporting the core metal
30 by the lug 15 is more highly ensured to suppress the
vibration of the core metal 30, thus extremely reducing
the decline amount of the track roller 40, which means
the declining extent of the track roller 40 between the
metal cores 30 generated when the track roll 40 passes
through the top surface 34a of the guide protrusion 34.
Furthermore the vibration during the running of the rubber
crawler is greatly reduced by arranging the lugs 45 in left
and right sides in zigzag alignment. The reduction of the
vibration during the running of the rubber crawler brings
about prevention of occurrence of peeling of the crawler
body 10 from the metal cores 30 or crack of the crawler
body 10, and the lugs 45 are supported by the metal
cores 30, which reduces the load of the lugs to suppress
breakage or abrasion of the lugs 45.
[0061] Moreover, the constriction portion 26 is formed
on the central portion in the width direction of the lug 45
to set the bending stiffness at the central portion in the
width direction of the lug 45 to be low, and therefore, the
stiffness of the crawler body 10 is reduced throughout
the whole circumference, whereby the crawler body 10
can be smoothly rounded (bent) around drive wheels,
and hence running resistance is reduced and loss of pow-
er is greatly reduced to enable enhancement of travelling
performance and fuel coast (mileage).
[0062] During vehicle running, the contact surface 20
of the lug 15 continuously connects to grand from the
central side front edge 21a to the outer side rear edge
22b to reduce the vibration, and hence mud grasped by
the concave portion 47 of the lug 45 is not destroyed due
to the reduction of the vibration, whereby force effectively
used as traction force can be ensured. Further, mud
grasped by the lugs 45 on the central side which is en-
hanced in compressive strength by loads added by the
grounding (connecting to ground) and the plural core
metals 30, is retained under pressure without being de-
stroyed, which brings about enhancement of soil-grasp-
ing property, and further shear force and frictional force
between this retained mud and the ground are sufficiently
ensured to bring about enhancement of straight-ahead
driving property.
[0063] Embodiments according to the present inven-
tion can be modified without being restricted to the above-
mentioned embodiments. The first embodiment de-
scribes an example that the concave face 18A is formed
on the front side inclined surface 18 of the lug 15, and
the second embodiment describes an example that the
concave faces 18A and 19A are formed on the front side
inclined surface 18 and the rear side inclined surface 19
of the lug 45, respectively. However, for example, the
concave portion may not be formed on the front side in-
clined surface 18 but formed on only the rear side inclined
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surface 19.

Explanation of reference number

[0064]

1 Rubber crawler
10 Crawler body
10a Side end
11 Central portion
12 Hole(s) for engaging
15 Lug(s)
16 Central side inclined portion
17 Edge side inclined portion
18 Front side inclined portion
18A Concave face
19 Rear side inclined portion
20 Contact surface
26 Constriction portion
27 Concave portion
30 Metal core(s)
45 Lug(s)
48 Concave portion

Claims

1. A rubber crawler (1) comprising;
an endless band-shaped crawler body (10) compris-
ing an elastic material,
a plurality of metal cores (30) buried in the crawler
body (10) at predetermined intervals in a circumfer-
ential direction of the crawler body (10), each of the
metal cores (30) extending in a width direction of the
crawler body (10),
holes (12) for engaging with a drive wheel provided
at a central portion (11) in the width direction of the
crawler body (10) and at predetermined intervals in
the circumferential direction of the crawler body (10),
and
lugs (15, 45) provided on an outer periphery side of
the crawler body (10), the lugs (15, 45) being divided
into left and right sides across the central portion (11)
in the width direction, and the lugs (15, 45) divided
into left and right sides being arranged in zigzag
alignment with phase shift in the circumferential di-
rection of the crawler body,
whereby each of the lugs (15, 45) is in the shape of
a trapezoid in section view having a contact area
(20), a front side inclined surface (18) and a rear side
inclined surface (19), and extends from the central
portion with inclining in the circumferential direction
with respect to the width direction, and
each of the lugs (15, 45) is arranged astride three
adjacent metal cores (30) in the circumferential di-
rection in planar view, and simultaneously has a con-
striction portion (26) narrowing in the circumferential
direction which is provided at the central portion in

the width direction,
characterized in that a concave portion (27, 47)
between adjacent lugs (15, 45) is formed in a tapered
shape by gradually increasing the section area be-
tween the rear side inclined surface (19) and a front
intermediate inclined surface (18b) of the front side
inclined surface (18) with moving to a side end (10a)
of the crawler body (10) and by reducing the section
area between the rear side inclined surface (19) and
a front outer side inclined surface (18c) of the front
side inclined surface (18) with moving to the side end
(10a).

2. A rubber crawler (1) as defined in claim 1, wherein
the constriction portion (26) is formed such that a
length in the circumferential direction at the central
portion in the width direction of the contact area of
each of the lugs (15, 45) is smaller than that in the
circumferential direction at a central side of the con-
tact area and that in the circumferential direction at
an edge side of the contact area.

3. A rubber crawler as defined in claim 1 or 2, wherein
the constriction portion (26) is formed by a concave
face (18A) formed at the central portion in the width
direction of the front side inclined surface (18) of each
of the lugs (15, 45).

4. A rubber crawler as defined in claim 1 or 2, wherein
the constriction portion (26) is formed by a concave
face (18A) formed at the central portion in the width
direction of the front side inclined surface (18) of each
of the lugs (15) and a concave face (19A) formed at
the central portion in the width direction of the rear
side inclined surface (19) of each of the lugs (45).

5. A rubber crawler as defined in claim 1 or 2, wherein
the constriction portion (26) is formed by a concave
face (19A) formed at the central portion in the width
direction of the rear side inclined surface (19) of each
of the lugs (15, 45).

6. A rubber crawler as defined in any of claims 1 to 5,
wherein each of the lugs (15, 45) covers at least a
part of a tip of one of the metal cores (30) in planar
view.

Patentansprüche

1. Gummiraupe (1), umfassend:

einen endlosen bandförmigen Raupenkörper
(10), der ein elastisches Material umfasst;
eine Vielzahl von Metallkernen (30), die im Rau-
penkörper (10) in vorgegebenen Abständen in
einer Umfangsrichtung des Raupenkörpers (10)
eingebettet sind, wobei sich ein jeder der Me-
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tallkerne (30) in einer Breitenrichtung des Rau-
penkörpers (10) erstreckt;
Löcher (12) für einen Eingriff mit einem Antriebs-
rad, die in einem mittleren Abschnitt (11) in der
Breitenrichtung des Raupenkörpers (10) und in
vorgegebenen Abständen in der Umfangsrich-
tung des Raupenkörpers (10) vorhanden sind;
und
Vorsprünge (15, 45), die auf einer äußeren Um-
fangsseite des Raupenkörpers (10) vorhanden
sind, wobei die Vorsprünge (15, 45) in eine linke
und rechte Seite über den mittleren Abschnitt
(11) in der Breitenrichtung eingeteilt sind, und
wobei die Vorsprünge (15, 45), die in eine linke
und rechte Seite eingeteilt sind, in einer Zick-
zackausrichtung mit einer Phasenverschiebung
in der Umfangsrichtung des Raupenkörpers an-
geordnet sind,
wobei ein jeder der Vorsprünge (15, 45) in der
Form eines Trapezes in der Schnittdarstellung
mit einer Kontaktfläche (20), einer geneigten
Vorderseitenfläche (18) und einer geneigten
Rückseitenfläche (19) vorhanden ist und sich
vom mittleren Abschnitt mit einer Neigung in der
Umfangsrichtung mit Bezugnahme auf die Brei-
tenrichtung erstreckt, und
wobei ein jeder der Vorsprünge (15, 45) über
drei benachbarte Metallkerne (30) in der Um-
fangsrichtung hinweg in der planaren Ansicht
angeordnet ist und gleichzeitig einen Einschnü-
rungsabschnitt (26) aufweist, der sich in der Um-
fangsrichtung verengt, der im mittleren Ab-
schnitt in der Breitenrichtung bereitgestellt wird,
dadurch gekennzeichnet, dass ein konkaver
Abschnitt (27, 47) zwischen benachbarten Vor-
sprüngen (15, 45) in einer kegeligen Form durch
allmähliches Vergrößern der Querschnittsflä-
che zwischen der geneigten Rückseitenfläche
(19) und einer vorderen dazwischen liegenden
geneigten Fläche (18b) der geneigten Vorder-
seitenfläche (18), wenn man sich zu einem Sei-
tenrand (10a) des Raupenkörpers (10) bewegt,
und durch Verringern der Querschnittsfläche
zwischen der geneigten Rückseitenfläche (19)
und einer geneigten vorderen Außenseitenflä-
che (18c) der geneigten Vorderseitenfläche (18)
gebildet wird, wenn man sich zum Seitenrand
(10a) bewegt.

2. Gummiraupe (1) nach Anspruch 1, bei der der Ein-
schnürungsabschnitt (26) so ausgebildet ist, dass
eine Länge in der Umfangsrichtung im mittleren Ab-
schnitt in der Breitenrichtung der Kontaktfläche ei-
nes jeden der Vorsprünge (15, 45) kleiner ist als die
in der Umfangsrichtung auf einer mittleren Seite der
Kontaktfläche und die in der Umfangsrichtung an ei-
ner Randseite der Kontaktfläche.

3. Gummiraupe nach Anspruch 1 oder 2, bei der der
Einschnürungsabschnitt (26) durch eine konkave
Fläche (18A) gebildet wird, die im mittleren Abschnitt
in der Breitenrichtung der geneigten Vorderseiten-
fläche (18) eines jeden der Vorsprünge (15, 45) aus-
gebildet ist.

4. Gummiraupe nach Anspruch 1 oder 2, bei der der
Einschnürungsabschnitt (26) durch eine konkave
Fläche (18A), die im mittleren Abschnitt in der Brei-
tenrichtung der geneigten Vorderseitenfläche (18)
eines jeden der Vorsprünge (15) ausgebildet ist, und
eine konkave Fläche (19A) gebildet wird, die im mitt-
leren Abschnitt in der Breitenrichtung der geneigten
Rückseitenfläche (19) eines jeden der Vorsprünge
(45) ausgebildet ist.

5. Gummiraupe nach Anspruch 1 oder 2, bei der der
Einschnürungsabschnitt (26) durch eine konkave
Fläche (19A) gebildet wird, die im mittleren Abschnitt
in der Breitenrichtung der geneigten Rückseitenflä-
che (19) eines jeden der Vorsprünge (15, 45) aus-
gebildet ist.

6. Gummiraupe nach einem der Ansprüche 1 bis 5, bei
der ein jeder der Vorsprünge (15, 45) mindestens
einen Teil eines Endes von einem der Metallkern
(30) in der planaren Ansicht bedeckt.

Revendications

1. Chenille en caoutchouc (1), comprenant :

un corps de chenille en forme de bande sans fin
(10), comprenant un matériau élastique ;
plusieurs noyaux métalliques (30), noyés dans
le corps de la chenille (10) à des intervalles pré-
déterminés dans une direction circonférentielle
du corps de la chenille (10), chacun des noyaux
métalliques (30) s’étendant dans une direction
de la largeur du corps de la chenille (10) ;
des trous (12), destinés à s’engager dans une
roue motrice, agencés au niveau d’une partie
centrale (11) dans la direction de la largeur du
corps de la chenille (10) et à des intervalles pré-
déterminés dans la direction circonférentielle du
corps de la chenille (10) ; et
des barrettes (15, 45) agencées sur un côté pé-
riphérique externe du corps de la chenille (10),
les barrettes (15, 45) étant divisées en des côtés
de gauche et de droite à travers la partie centrale
(11) dans la direction de la largueur, et les bar-
rettes (15, 45) divisées en un côté de gauche et
de droite étant agencées dans un alignement
en zigzag avec un décalage de phase dans la
direction circonférentielle du corps de la
chenille ;
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chacune des barrettes (15, 45) ayant la forme
d’un trapézoïde dans une vue en coupe, com-
portant une surface de contact (20), une surface
inclinée du côté avant (18) et une surface incli-
née du côté arrière (19), et s’étendant à partir
de la partie centrale en s’inclinant dans la direc-
tion circonférentielle par rapport à la direction
de la largeur ; et
chacune des barrettes (15, 45) étant agencée
de sorte à chevaucher trois noyaux métalliques
adjacents (30) dans la direction circonférentielle
dans une vue en plan, et comportant simultané-
ment une partie d’étranglement rétrécie dans la
direction circonférentielle, agencée au niveau
de la partie centrale dans la direction de la
largeur ;
caractérisée en ce qu’une partie concave (27,
47) entre des barrettes adjacentes (15, 45) est
formée dans une forme effilée, en accroissant
progressivement la surface de section entre la
surface inclinée du côté arrière (19) et une sur-
face inclinée intermédiaire avant (18b) de la sur-
face inclinée du côté avant (18), avec un dépla-
cement vers une extrémité latérale (10a) du
corps de la chenille (10), et en réduisant la sur-
face de section entre la surface inclinée du côté
arrière (19) et une surface inclinée du côté ex-
terne avant (18c) de la surface inclinée du côté
avant (18), avec un déplacement vers l’extrémi-
té latérale (10a).

2. Chenille en caoutchouc (1) selon la revendication 1,
dans laquelle la partie d’étranglement (26) est for-
mée de sorte qu’une longueur dans la direction cir-
conférentielle au niveau de la partie centrale dans
la direction de la largeur de la surface de contact de
chacune des barrettes (15, 45) est inférieure à celle
dans la direction circonférentielle au niveau d’un côté
central de la surface de contact et à celle dans la
direction circonférentielle au niveau d’un côté de bor-
dure de la surface de contact.

3. Chenille en caoutchouc selon les revendications 1
ou 2, dans laquelle la partie d’étranglement (26) est
formée par une face concave (18A) formée au ni-
veau de la partie centrale dans la direction de la lar-
geur de la surface inclinée du côté avant (18) de
chacune des barrettes (15, 45).

4. Chenille en caoutchouc selon les revendications 1
ou 2, dans laquelle la partie d’étranglement (26) est
formée par une face concave (18A) formée au ni-
veau de la partie centrale dans la direction de la lar-
geur de la surface inclinée du côté avant (18) de
chacune des barrettes (15), et une face concave
(19A) formée au niveau de la partie centrale dans la
direction de la largeur de la surface inclinée du côté
arrière (19) de chacune des barrettes (45).

5. Chenille en caoutchouc selon la revendication 1 ou
2, dans laquelle la partie d’étranglement (26) est for-
mée par une face concave (19A) formée au niveau
de la partie centrale dans la direction de la largeur
de la surface inclinée du côté arrière (19) de chacune
des barrettes (15, 45).

6. Chenille en caoutchouc selon l’une quelconque des
revendications 1 à 5, dans laquelle chacune des bar-
rettes (15, 45) recouvre au moins une partie d’une
pointe de l’un des noyaux métalliques (30) dans une
vue en plan.
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