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(54) Plate-type heat exchanger with reinforcement insert piece

(57) A plate type heat exchanger (10), particularly a
liquid cooled charge air cooler for an internal combustion
engine, comprising a stack (12) of pairs (14, 18) of plates
(16, 20, 22), each pair of plates having mating edges and
a concave region delimited by said edges to define a fluid
passage between said pair of plates, said plates having
tubular projections defining an inlet for entering fluid to
said passage and an outlet for exiting fluid from said pas-
sage to thereby establish a direction of fluid flow, said

stack (12) having a pair (18) of end plates (20, 22) which
are fixed together, said pair (18) of end plates (20, 22)
defining an inlet and an outlet tubular portions to be con-
nected with the inlet and outlet of the other plates (16),
on one side, and to an inlet and outlet connecting pipes
(38, 40), on the other side, characterized in that at least
one insert piece is arranged between the two end plates
(20, 22), around the inlet and outlet tubular portions, in
order to reinforce the assembly of the two end plates (20,
22) in the region of inlet/outlet connection.
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Description

TECHNICAL FIELD

[0001] The present invention relates generally to a
heat exchanger assembly such as a liquid cooled charge
air cooler for an internal combustion engine of an auto-
motive vehicle.

BACKGROUND OF THE INVENTION

[0002] A heat exchanger of the type to which the sub-
ject invention pertains exchanges heat between a cooling
fluid and air. A stack of virtually identical plates are po-
sitioned symmetrically in pairs having mating edges and
a concave region delimited by the edges to define a fluid
passage. The plates have tubular projections defining an
inlet for entering fluid to the passage and an outlet for
exiting fluid from the passage to thereby establish a di-
rection of fluid flow. Each inlet is connected to the outlet
of the preceding pair of plates and each outlet is con-
nected to the inlet of the next pair of plates. Actually, each
pair of plates includes a central rib to define a U-shaped
passage having a fluid entering leg and a fluid exiting leg
interconnected by an open bottom. Examples of such
heat exchangers are described in U.S. Pat. No.
5,111,878 to Kadle and U.S. Pat. No. 5,409,056 to Farry,
Jr. et al. as well as in U.S. Pat Application No.
2007/0044946 to Mehendale et al..
[0003] Hot and humid air flows between the consecu-
tive pairs of plates. The plates are usually stamped of
thin gauge metal and a plurality of dimples is stamped
into the plates to project into the passage to interact with
fluid flow through the passage. These dimples can be
identical in shape, position and orientation or they can
be of various shapes as illustrated in U.S. Pat. No.
6,289,982 to Naji. They project into the interior of the
passage formed by the pairs of plates and thus allow
better heat exchange by agitating the cooling fluid flow,
and especially by promoting its movement in a turbulent
flow.
[0004] The stack of plates forming the heat exchanger
assembly usually comprises a pair of end plates which
are fixed together and which are fixed to a flat fixation
plate arranged at one end of the assembly. Said pair of
end plates defines an inlet and an outlet tubular portions
to be connected with the inlet and outlet of the other
plates, on one side, and to an inlet and outlet connecting
pipes, on the other side. Said inlet and outlet tubular por-
tions are formed of tubular projections, or half tubes,
which are connected to each other as for the other plates
of the stack.
[0005] Current Liquid Cooled Charge Air Coolers
(LCCAC) show typical failure mode located between the
half tubes of the two end plates, near the fixation plate.
The failure is mainly due to a combination of vibration,
thermal shock and pressure cycles during engine driving.

SUMMARY OF THE INVENTION

[0006] The present invention aims at solving the above
mentioned issue by providing a heat exchanger which is
more robust.
[0007] The present invention proposes a plate type
heat exchanger, particularly a liquid cooled charge air
cooler for an internal combustion engine, comprising a
stack of pairs of plates, each pair of plates having mating
edges and a concave region delimited by said edges to
define a fluid passage between said pair of plates, said
plates having tubular projections defining an inlet for en-
tering fluid to said passage and an outlet for exiting fluid
from said passage to thereby establish a direction of fluid
flow, said stack having a pair of end plates which are
fixed together, said pair of end plates defining an inlet
and an outlet tubular portions to be connected with the
inlet and outlet of the other plates, on one side, and to
an inlet and outlet connecting pipes, on the other side,
characterized in that at least one insert piece is arranged
between the two end plates, around the inlet and outlet
tubular portions, in order to reinforce the assembly of the
two end plates in the region of inlet/outlet connection.
[0008] Thanks to the reinforcing insert piece, the end
plates assembly is provided with a reinforcing profile
which allows tying the end plates together.
[0009] According to other advantageous features of
the invention:

- each inlet/outlet tubular portion is provided with an
insert piece, each insert piece encircling one inlet/
outlet tubular portion;

- each insert piece encircles both the inlet and the out-
let tubular portions;

- said end plates have tubular projections defining said
inlet and outlet tubular portions, and said insert piece
is annular and is connected to both end plates in
sealing tight manner;

- said insert piece is rolled formed;
- it comprises at least two insert pieces, a first insert

piece being fixed to a first end plate and a second
insert piece being fixed to a second end plate in a
sealing tight manner, said insert pieces being con-
nected to each other in a sealing tight manner;

- each insert piece has an inlet and an outlet connect-
ing portions, said inlet connecting portion encircling
said inlet tubular portion and said outlet connecting
portion encircling said outlet tubular portion;

- each insert piece is fitted to an axial projection of the
corresponding end plate;

- said axial projection is not in contact with the opposite
end plate.

[0010] When the insert is made of one piece with end
plates not modified, the insert provides reinforcement
where the stamping process has created weakness, i.e.
the thin out portion at the basis of the tubular projection.
Regular plates can be used since their weakness can be
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compensated. Additionally, the insert piece increases the
brazing surface between the parts which provides more
strength to the assembly.
[0011] When the heat exchanger uses two insert piec-
es which are tied to each other, it allows modifying the
tubular projections to prevent weaknesses in the end
plates. The insert pieces form thicker and stronger tubu-
lar portions, or caps, and it also increase the brazing sur-
face. It also provides for relief of the stress in the radius
region of the inlet/outlet connection.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The present invention is now described by way
of example with reference to the accompanying drawings
in which:

- figure 1 is a perspective view showing schematically
a plate type heat exchanger;

- figure 2 is a perspective view showing the end plates
assembly with the connecting pipes of the heat ex-
changer of figure 1;

- figure 3 is a cross section view showing schemati-
cally the end plates assembly with an insert piece
according to a first embodiment of the present inven-
tion;

- figure 4 is a partial perspective view showing the end
plates assembly of figure 3;

- figure 5 is a perspective view showing the insert
piece of figure 3;

- figure 6 is an exploded perspective view showing
schematically the end plates assembly with two in-
sert pieces according to a second embodiment of
the present invention;

- figure 7 is a perspective view showing the end plates
assembly of figure 6;

- figure 8 is a cross section view similar to the view of
figure 3 showing the end plates assembly of figure 6.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0013] A plate type heat exchanger assembly 10 con-
stituted of a liquid cooled charge air cooler is variously
shown in the figures. It comprises a stack 12 of pairs 14
of regular plates 16 including a pair 18 of end plates 20,
22 which is positioned against an essentially flat fixation
plate 24.
[0014] On figures 2 to 8, only the pair 18 of end plates
20, 22 has been represented and will be described in
details. However, the general structure of the pairs 14 of
regular plates 16 is substantially the same as for the end
plates 20, 22. A more detailed description of the other
pairs 14 of regular plates 16 can be found in document
US 2007/0044946 which is incorporated herewith by ref-
erence.
[0015] The plates 16, 20, 22 are substantially identical
and disposed in mirror relationship to one another, and
fixed to each other. The plates 16, 20, 22 have mating

edges 26 and a concave region delimited by the edges
26 to define a fluid passage 28 between two adjacent
pairs 14, 18 of plates 16, 20, 22.
[0016] The assembly includes a plurality of pairs 14 of
the plates 16 disposed in series with the pair 18 of end
plates 20, 22 for fluid flow from a pass through one pair
of plates to a pass through the next pair of plates. Each
pair of plates includes a central rib 30 to define a U-
shaped passage 28 having a fluid entering leg and a fluid
exiting leg interconnected by an open bottom intercon-
necting the legs below the lower end of the engaging
central ribs 30. The plates 16 have tubular projections
defining an inlet for entering fluid to the passage 28 and
an outlet for exiting fluid from the passage 28 to thereby
establish a direction of fluid flow.
[0017] As is well known, the heat exchanger assembly
normally includes air-fins 32 disposed between adjacent
pairs 14, 18 of plates 16, 20, 22 for enhancing heat ex-
change between air flowing, as shown by the air flow
arrow Fa in figure 1, through the air-fins 32 and fluid flow
through the passage 28 defined by said pairs 14, 20 of
plates 16, 20, 22.
[0018] A plurality of dimples 34 projects into the pas-
sage 28 to interact with fluid flow through the passage 28.
[0019] The pair 18 of end plates 20, 22 defines an inlet
35 and an outlet 36 tubular portions to be connected with
the inlet and outlet of the other plates 16, on one side,
and to an inlet 38 and outlet 40 connecting pipes, on the
other side. The fluid enters into the heat exchanger 10
through the inlet connecting pipe 38 as shown by the
arrow Ff.
[0020] According to a first embodiment of the present
invention, as shown more particularly on figures 3 to 5,
an insert piece 42 is arranged between the two end plates
20, 22, around the inlet 35 and outlet 36 tubular portions,
in order to reinforce the assembly of the two end plates
20, 22 in the region of inlet/outlet connection.
[0021] According to the embodiment shown, the inlet
and outlet tubular portions 35, 36 are constituted of mat-
ing tubular projections 44, 46 substantially identical to
the tubular projections of the regular plates 16. Prefera-
bly, the insert piece 42 encircles both the inlet 35 and the
outlet 36 tubular portions. Said insert piece 42 is annular
and is connected to both end plates 20, 22 in a sealing
tight manner, for example by brazing.
[0022] According to an alternative embodiment (not
shown), each inlet/outlet tubular portion 35, 36 could be
provided with an insert piece 42, each insert piece encir-
cling one inlet/outlet tubular portion 35, 36.
[0023] Advantageously, the insert piece 42 is rolled
formed, as shown on figure 5 and has a shape fitting with
the section shape of the tubular portions 35, 36. The in-
sert piece 42 can be made from a strip of metal.
[0024] According to a second embodiment of the
present invention, which is shown on figures 6 to 8, the
pair 16 of end plates 20, 22 could be provided with two
insert pieces 48, 50, a first insert piece 48 being fixed to
a first end plate 20 and a second insert piece 50 being
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fixed to a second end plate 22 in a sealing tight manner,
said insert pieces 48, 50 being also connected to each
other in a sealing tight manner.
[0025] According to this embodiment, each insert
piece 48, 50 has an inlet 52 and an outlet 54 connecting
portions, said inlet connecting portion 52 encircling said
inlet tubular portion 35 and said outlet connecting portion
54 encircling said outlet tubular portion 36.
[0026] Preferably, each insert piece 52, 54 is fitted to
an axial projection 56 of the corresponding end plate 20,
22. The axial projection 56 can be made different from
the axial projections mentioned in connection with the
first embodiment. More particularly, as shown on figures
6 to 8, the axial projection 56 is made of a thin tubular
portion 60 and of several axial lugs 62 which help posi-
tioning of the corresponding insert piece 52, 54 but which
has no direct fluid connecting function as the axial pro-
jection 56 is not in contact with the opposite end plate
20, 22.
[0027] According to the embodiment shown, one of the
two insert pieces 52, 54 is provided with attaching lugs
64 configured for attachment with the opposite insert
piece 54 before brazing.

Claims

1. A plate type heat exchanger (10), particularly a liquid
cooled charge air cooler for an internal combustion
engine, comprising a stack (12) of pairs (14, 18) of
plates (16, 20, 22)), each pair (14) of plates having
mating edges (26) and a concave region delimited
by said edges (26) to define a fluid passage (28)
between said pair (14) of plates (16), said plates (16)
having tubular projections defining an inlet for enter-
ing fluid to said passage and an outlet for exiting fluid
from said passage to thereby establish a direction
of fluid flow, said stack (12) having a pair (18) of end
plates (20, 22) which are fixed together, said pair
(18) of end plates (20, 22) defining an inlet and an
outlet tubular portions (35, 36) to be connected with
the inlet and outlet of the other plates (16), on one
side, and to an inlet and outlet connecting pipes (38,
40), on the other side,
characterized in that at least one insert piece (42,
52, 54) is arranged between the two end plates (20,
22), around the inlet and outlet tubular portions (35,
36), in order to reinforce the assembly of the two end
plates (20, 22) in the region of inlet/outlet connection.

2. Heat exchanger (10) according to claim 1, charac-
terized in that each inlet/outlet tubular portion (35,
36) is provided with an insert piece, each insert piece
encircling one inlet/outlet tubular portion (35, 36).

3. Heat exchanger (10) according to claim 1, charac-
terized in that each insert piece (42, 52, 54) encir-
cles both the inlet and the outlet tubular portions (35,

36).

4. Heat exchanger (10) according to anyone of the pre-
ceding claims, characterized in that said end plates
(20, 22) have tubular projections (44, 46) defining
said inlet and outlet tubular portions (35, 36), and in
that said insert piece (42) is annular and is connect-
ed to both end plates (20, 22) in a sealing tight man-
ner.

5. Heat exchanger (10) according to the preceding
claim, characterized in that said insert piece (42)
is rolled formed.

6. Heat exchanger (10) according to anyone of claims
1 to 3, characterized in that it comprises at least
two insert pieces (52, 54), a first insert piece (52)
being fixed to a first end plate (20) and a second
insert piece (54) being fixed to a second end plate
(22) in a sealing tight manner, said insert pieces (52,
54) being connected to each other in a sealing tight
manner.

7. Heat exchanger (10) according to claim 6, charac-
terized in that each insert piece (52, 54) has an inlet
and an outlet connecting portions, said inlet connect-
ing portion encircling said inlet tubular portion (35)
and said outlet connecting portion encircling said
outlet tubular portion (36).

8. Heat exchanger (10) according to claim 6 or 7, char-
acterized in that each insert piece (52, 54) is fitted
to an axial projection (56) of the corresponding end
plate (20, 22).

9. Heat exchanger (10) according to claim 8, charac-
terized in that said axial projection (56) is not in
contact with the opposite end plate (20, 22).
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