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Description

BACKGROUND OF THE INVENTION

1. Technical Field

[0001] The present invention relates to mobile commu-
nications and, more particularly, to signaling during a
handover.

2. Discussion of Related Art

[0002] Although the invention arose in the context of
the downlink packet data transmission in UMTS (Univer-
sal Mobile Telecommunications System) Terrestrial Ra-
dio Access, it is not limited thereto and the explanations
that follow should be understood in a way that does not
limit the invention to that context. High Speed Downlink
Packet Access (HSDPA) is a feature included in Re-
lease’5 3GPP specifications and is further enhanced in
Release 6 with the support of fractional Dedicated Phys-
ical Channel (DPCH), called F-DPCH, and the support
of Signalling Radio Bearer mapping on the High Speed
Downlink Shared Channel.
[0003] The invention addresses but is not limited to the
Release 7 HSDPA improvement under discussions,
which aims to speed up the handover and serving HS-
DSCH cell change processes with HSDPA especially
with real time applications, such as VoIP (Voice over In-
ternet Protocol). One of the proposals has been present-
ed in R1-050324 (Lucent) 3GPP TSG-RAN1 meeting #
40bis, 4-8 April 2005, Beijing, China, 2005.
[0004] As expressed in R1-050324, the UTRAN pre-
configures the BTS (Base Transceiver Station or "Node
B" for a UE initiated cell change. After the UE has sent
the layer 1, layer 2 or layer 3 indication e.g. RRC (Radio
Resource control) layer measurement report indicating
the cell change, the UE starts listening to the target cell.
The UE can listen to both the source and target cells
simultaneously (R1-050324).
[0005] The present invention addresses but is not lim-
ited to the L3 signalling scheme for the HS-DSCH serving
cell change solutions where the UE changes the HS-
DSCH reception to the other "pre-configured" cell after
indicating the cell change in L1/2/3 signalling to the
UTRAN. The prior art solution (R1-050324) does not
solve the problem of how the UTRAN (RNC) is made
aware (especially when Bi-casting is utilized by the
UTRAN in the source and target cells) that the change
is successful or give possibilities for UTRAN conform the
cell change or further reconfigure the existing pre-con-
figured configuration. In addition, the proposed scheme
requires protocol interaction to keep RRC in correct state.

BRIEF SUMMARY OF THE INVENTION

[0006] Although an object of the present invention is
to overcome the above-described problems, it is not lim-

ited to the specific problems described.
[0007] According to a first example of the present in-
vention, a method for execution in a radio access network
(RAN) comprises the steps of receiving a signal indica-
tion from a user equipment (UE) that it wants to switch
reception of a high-speed data flow from a source cell to
reception from another, target cell, and in response there-
to, switching transmission of said data flow to the UE
from said source cell to said target cell, sending to the
UE a reconfiguration message via said target cell a mes-
sage containing an indication that informs the UE to keep
a pre-configured configuration or containing an indication
of a new or partly new configuration, which the RAN pre-
fers over the pre-configured configuration, and in re-
sponse thereto, receiving from the UE a reconfiguration
complete message.
[0008] In further accord with the first example of the
invention, the indication of a new or partly new configu-
ration, which the RAN prefers over the pre-configured
configuration, contains possible new neighboring cells
which UE may consider for subsequent switch of the re-
ception of a high-speed data flow.
[0009] In still further accord with the first example of
the invention, the method further comprises the step of
waiting a predetermined period of time between said re-
ceiving said signal indication Rom said UE that it wants
to switch reception of said high-speed data flow and said
switching said transmission of said data flow from said
source cell to said target cell.
[0010] Further according to the first example of the in-
vention, the method further comprises the step of also
sending the reconfiguration message via said source cell
so that said reconfiguration message is bi-cast to said
UE from both said source cell and said target cell.
[0011] Still further in accord with the first example of
the present invention, a computer program stored in cod-
ed form on a computer readable medium is provided for
facilitating and/or executing any one or more of the above
mentioned steps in said RAN. Moreover, an integrated
circuit may be provided for installation in said RAN for
carrying out two or more of the steps according to the
first aspect of the present invention.
[0012] According to a first aspect of the invention, a
radio access network comprises a device or means for
receiving a signal indication from a user equipment that
it wants to switch reception of a high-speed data flow
from a source cell to reception from another, target cell,
a device or means responsive to said signal indication
from said user equipment for switching transmission of
said data flow to the user equipment from said source
cell to said target cell, a device or means for sending to
the user equipment a reconfiguration message via said
target cell a message containing an indication that in-
forms the user equipment to keep a pre-configured con-
figuration or containing an indication of a new or partly
new configuration, which the radio access network pre-
fers over the pre-configured configuration, and for receiv-
ing, in response to said reconfiguration message, a
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reconfiguration complete message from the user equip-
ment.
[0013] In further accord with the first aspect of the in-
vention, the indication of a new or partly new configura-
tion, which the radio access network prefers over the pre-
configured configuration, comprises possible new neigh-
boring cells which UE may consider for subsequent
switch of the reception of a high-speed data flow.
[0014] In still further accord with the first aspect of the
present invention, the radio access network further com-
prises a device or means for waiting a predetermined
period of time between said receiving said signal indica-
tion from said user equipment that it wants to switch re-
ception of said high-speed data flow and said switching
said transmission of said data flow from said source cell
to said target cell.
[0015] In yet further accord with the first aspect of the
present invention, the device or means for sending the
reconfiguration message to the user equipment is also
for sending the reconfiguration message via the source
cell so that the reconfiguration message is bi-cast to the
UE from both the source cell and the target cell.
[0016] Still further in accord with the first aspect of the
present invention, an integrated circuit is provided for in-
stallation in a network element of said radio access net-
work wherein said integrated circuit embodies two or
more of the elements of said radio access network ac-
cording to the second aspect of the invention.
[0017] According to a second example of the invention,
a method for execution in user equipment comprises the
steps of sending a signal indication to a radio access
network that the user equipment wants to switch recep-
tion of a high-speed data flow from a source cell to re-
ception from another, target cell, receiving an acknowl-
edgement message from the radio access network,
switching reception of said data flow from said source
cell to said target cell after a predetermined time period
after receipt of said acknowledgement message, receiv-
ing a reconfiguration message from said radio access
network containing an indication that informs the user
equipment to keep a pre-configured configuration or con-
taining an indication of a new or partly new configuration,
which the radio access network prefers over the pre-con-
figured configuration, and in response thereto, sending
a reconfiguration complete message to the radio access
network.
[0018] In further accord with the second example of
the present invention, the indication that informs the user
equipment to keep a pre-configured configuration or con-
tains an indication of a new or partly new configuration,
which the radio access network prefers over the pre-con-
figured configuration comprises new neighboring cells
which UE may consider for subsequent switch of the re-
ception of a high-speed data flow.
[0019] According still further to the second example of
the present invention, an integrated circuit is provided for
carrying out two or more of the steps according to the
third aspect of the invention in any combination and in

any order.
[0020] Still further in accord with the second example
of the present invention, a computer program stored in
coded form on a computer readable medium is provided
for executing the above mentioned steps in said user
equipment.
[0021] According to a second aspect of the present
invention, user equipment comprises a device or means
for sending a signal indication to a radio access network
that the user equipment wants to switch reception of a
high-speed data flow from a source cell to reception from
another, target cell, a device or means for receiving an
acknowledgement message from the radio access net-
work, a device or means for switching reception of said
data flow from said source cell to said target cell after a
predetermined time period after receipt of said acknowl-
edgement message, and device or means for receiving
a reconfiguration message from said radio access net-
work containing an indication that informs the user equip-
ment to keep a pre-configured configuration or containing
an indication of a new or partly new configuration, which
the radio access network prefers over the pre-configured
configuration, and in response thereto, for sending a
reconfiguration complete message to the radio access
network.
[0022] In further accord with the present invention, the
indication that informs the user equipment to keep a pre-
configured configuration or contains an indication of a
new or partly new configuration, which the radio access
network prefers over the pre-configured configuration,
comprises possible new neighboring cells which UE may
consider for subsequent switch of the reception of a high-
speed data flow..
[0023] In still further accord with the second aspect of
the present invention, an integrated circuit is provided for
installation in said user equipment according to the fourth
aspect of the present invention, wherein said integrated
circuit embodies two or more of the elements of the user
equipment according to the fourth aspect of the present
invention, in any combination.
[0024] According to a third example of the present in-
vention, a method for execution in a system comprising
a radio access network (RAN) able to communicate with
user equipment (UE), comprises the steps of sending a
signal indication from said UE to said RAN that the UE
wants to switch reception of a high-speed data flow from
a source cell to reception from another, target cell, re-
ceiving in said RAN said signal indication from said UE
that it wants to switch reception of said high-speed data
flow from said source cell to reception from said target
cell, and in response thereto, said RAN sending an ac-
knowledgement message to said UE, said UE receiving
said acknowledgement message from the RAN, said
RAN switching transmission of said data flow to the UE
from said source cell to said target cell, said UE switching
reception of said data flow from said source cell to said
target cell after a predetermined time period after receipt
of said acknowledgement message, said RAN sending
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to the UE a reconfiguration message via said target cell
a message containing an indication that informs the UE
to keep a preconfigured configuration or containing an
indication of a new or partly new configuration, which the
RAN prefers over the pre-configured configuration, and
in response thereto, said UE receiving said reconfigura-
tion message from said RAN containing said indication
that informs the user equipment to keep said preconfig-
ured configuration or containing an indication of said new
or partly new configuration, which the RAN prefers over
the pre-configured configuration, and in response there-
to, said UE sending a reconfiguration complete message
to the RAN.
[0025] In further accord with the third example of the
present invention, the indication that informs the UE to
keep a pre-configured configuration or containing an in-
dication of a new or partly new configuration, which the
RAN prefers over the pre-configured configuration, com-
prises possible new neighboring cells which UE may con-
sider for subsequent switch of the reception of a high-
speed data flow.
[0026] In still further accord with the third example of
the present invention, the system method further com-
prises the step of said RAN waiting a predetermined pe-
riod of time between said receiving said signal indication
from said UE that it wants to switch reception of said high-
speed data flow and said switching said transmission of
said data flow Rom said source cell to said target cell.
[0027] According to a third aspect of the present inven-
tion, a system comprising a radio access network (RAN)
able to communicate with user equipment (UE), further
comprises a device for sending a signal indication from
said UE to said RAN that the UE wants to switch reception
of a high-speed data flow from a source cell to reception
from another, target cell, a device for receiving in said
RAN said signal indication from said UE that it wants to
switch reception of said high-speed data flow from said
source cell to reception from said target cell, and in re-
sponse thereto, said RAN sending an acknowledgement
message to said UE, said UE having a device for receiv-
ing said acknowledgement message from the RAN, said
RAN having a device for switching transmission of said
data flow to the UE from said source cell to said target
cell, said UE having a device for switching reception of
said data flow from said source cell to said target cell
after a predetermined time period after receipt of said
acknowledgement message, said RAN having a device
for sending to the UE a reconfiguration message via said
target cell a message containing an indication that in-
forms the UE to keep a pre-configured configuration or
containing an indication of a new or partly new configu-
ration, which the RAN prefers over the pre-configured
configuration, and possible new neighboring cells which
UE shall consider for subsequent switch of the reception
of a high-speed data flow, and in response thereto, said
UE having a device for receiving said reconfiguration
message from said RAN containing said indication that
informs the user equipment to keep said pre-configured

configuration or containing an indication of said new or
partly new configuration, which the RAN prefers over the
pre-configured configuration, and possible new neigh-
boring cells which UE shall consider for subsequent
switch of the reception of a high-speed data flow, and in
response thereto, said UE having means for sending a
reconfiguration complete message to the RAN.
[0028] In further accord with the third aspect of the
present invention, the indication that informs the UE to
keep a pre-configured configuration or containing an in-
dication of a new or partly new configuration, which the
RAN prefers over the pre-configured configuration, com-
prises possible new neighboring cells which UE may con-
sider for subsequent switch of the reception of a high-
speed data flow.
[0029] In still further accord with the third aspect of the
present invention, said RAN further comprises a device
for waiting a predetermined period of time between said
receiving said signal indication from said UE that it wants
to switch reception of said high-speed data flow and said
switching said transmission of said data flow Rom said
source cell to said target cell.
[0030] These and other objects, features and advan-
tages of the present invention will become more apparent
in light of the following detailed description of a best mode
embodiment thereof, as illustrated in the accompanying
drawing.

BRIEF DESCRIPTION OF THE DRAWING

[0031]

Fig. 1 shows signaling (light lines) and data (heavy
lines), according to the present invention.
Fig. 2 shows a system, according to the present in-
vention.

DETAILED DESCRIPTION OF THE INVENTION

[0032] As shown in Fig. 1, a UE 12 is shown receiving
an HS-DSCH data transmission on a wireless HSDPA
downlink 14a from a source Node B 16 (sometimes called
a base station) which in turn receives the data transmis-
sion on a hardwired line 20a from a radio network con-
troller 22. The UE is making measurements of the
strength of beacons from neighboring cells in case the
source Node B’s signal becomes weak and a stronger
signal becomes available. The UE sends measurement
reports, as shown on a line 40 via the Node B 16 to the
RNC 22. The RNC 22 and the source Node B 16 form
parts of a radio access network (RAN), called UTRAN in
3G. Although disclosed in the 3GPP (Third Generation
Partnership Project) context at its current developmental
stage, it should be realized that the invention is generally
applicable to telecommunications and is not limited to
the 3GPP or even to mobile communications.
[0033] Referring back to Fig. 1, the UE 12 is able to
conduct measurements of the strength of the beacons
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from the various Node Bs 24. If it determines that the
current source Node B 16 has a beacon signal that is
weakening as compared to another Node B such as the
Node B 26, it may decide, as indicated in a measurement
report signal provided on a line 40 to the RNC 22, that
the other Node B 26 should become its source for the
data flow provided from the RNC. In that case, the other
Node B 26 becomes a so-called target Node B until a
changeover is made to its new role as the source Node
B. As shown in Fig. 1, the current source Node B 16 may
send a signal on a line 42 to the RNC 22 indicative of a
number of HARQ (Hybrid Automatic Repeat reQuest) re-
transmissions.
[0034] Referring to Fig. 2, the UE 12 is shown having
a device 46 for sending handover information on the line
40a to the RNC 22 via the Node B 16. In Fig. 2, the source
Node B 16 and the target Node B are lumped together
in a single block labeled "Node Bs" (sometimes called
"Nodes B" in the plural sense) with the reference numeral
24. The illustration of Fig. 2 shows the measurement re-
port, which may be an E-DCH (Enhanced Dedicated
Channel) measurement report, broken up into two parts,
40a, 40b. This is because the source Node B 16 includes
a signal processor 48 which is responsive to the first part
of the measurement report signal on a line 40a repre-
senting wireless signaling, which may be L1/2/3 signal-
ling according to future developments. In any event, the
signal processor 48 is responsive to the handover infor-
mation provided on the uplink wireless line 40a, process-
es the information, and provides the handover informa-
tion as a signal on a hardwired line 40b to a device 50 in
the RNC 22 for receiving handover information from the
UE/Node B. The device 50 may also include a signal
processor for evaluating the measurement report. The
UE may have the role of deciding a handover, or that
decision may instead be made in the Node B or RNC; or
it may be a joint decision, as the case may be. In any
event, the device 50 provides a signal on a line 54 to a
predefined timer 56 which, in response thereto, stars a
timing of a predefined time duration. After the timer times
out, it sends a timeout signal on a line 58 to the device
28 for sending data to the UE. The device 28 of the RNC
22 is responsive to the timeout signal and in response
thereto sends the data flow on the line 20 to the target
Node B 26 instead of the source Node B 16. In other
words, it performs a handover function from sending to
the Node B 16 to the Node B 26. This constitutes part of
the handover of the data flow in the sense just described,
where the target Node B 26 becomes the recipient of the
data instead of the former source Node B 16. In such a
case, the target Node B 26 then becomes and takes on
the role of the source Node B for so long as its signal
strength remains strong, depending on the geographic
movements of the UE 12. It may also be the case that
the signal on the line 54 from the device 50 to the timer
56 in the RNC may also be provided to the UE on a line
54a via the original source Node B 16. In that case, a
similar timer 62 within the UE 12 is responsive to a signal

on a line 54b and starts a timeout period similar to the
period timed by the timer 56 in the RNC. Once the pre-
defined timer 62 times out, a timeout signal is provided
on a line 64 to the device 34 which indicates to the device
34 that the data flow is now to be received on the line
14b (as best seen in Fig. 1) from the target Node B 26
rather than the source Node B 16.
[0035] Referring back to Fig. 1, the signal on the line
54b from the source Node B 16 to the UE 12 may be
characterized as an acknowledgement signal from the
source Node B 16 to the UE 12 and, as previously de-
scribed above, may result directly in the start of the pre-
defined timer 62 indicating when to begin to receive the
transmission from the other Node B, i.e., the target Node
B 26 in the other cell. The reception of the data flow from
the target Node B 26 is shown by an HSDPA downlink
interface on a line 14b in Fig. 1 where the indicated trans-
mission is a HS-DSCH transmission to a UE reception
window. Reception of the new frames in the new cell is
shown occurring after the timer 62 has timed out. Fig. 1
shows the device of Fig. 2 34 receiving the data from the
target Node B 26 and the reception of this data then con-
tinues as indicated by a reference numeral 70 in Fig. 1.
[0036] In the description which follows of the inventive
configuration message, it should be noted that the deliv-
ery and timing of the configuration message is not nec-
essarily distinct from the HS-DSCH transmission of user
data on the line 14b but is rather shown that way as sep-
arate signals for the purposes of clarity. In like manner,
the device 34 of Fig. 2 for receiving data from the RAN
and the device 102 for receiving/sending reconfiguration
information need not be distinct devices as shown but
can be combined into a single device such as a signal
processor. Referring back to Fig. 1, and the fact that it
has to be understood that the signal on the line 14b does
not necessarily only contain plain user data but may also
carry any of the configuration messages on lines with the
reference numeral 90, it will be realized that the RNC
should send the reconfiguration signal information as fast
as possible to the user equipment via the target cell or
the Node Bs 24, i.e., immediately when the user equip-
ment has started to listen to the target cell.
[0037] According to the present invention, a configu-
ration message 20b, e.g., a physical channel reconfigu-
ration message, is shown in Fig. 1 being prepared for
transmission from the RNC 22 via the target Node B 26
to the UE 12. As indicated, the message can include an
indication that the pre-defined configuration can be kept
(dual information element) or a set of new information
elements is provided for the new configuration as a nor-
mal release 5/6 reconfiguration procedure with the serv-
ing HS-DSCH cell change. An indication may be provided
of a new or partly new configuration, which the radio ac-
cess network prefers over the pre-configured configura-
tion. It could for instance contain an indication of possible
new neighboring cells which the user equipment may or
shall consider for a subsequent switch in reception of a
high-speed data flow. This configuration message is
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shown transmitted as a signal on a line 90a from the RNC
22 via the target Node B 26 to the UE 12. In Fig. 2 the
RNC is shown having a device 100 for sending the con-
figuration message on the line 90a1 to the target Node
B 26 shown in Fig. 2 within the "Node Bs" 24. A signal
processor 92 receives the configuration message on the
line 90a1, processes it, and provides the processed con-
figuration message on the HSDPA downlink 90a2 from
the target Node B 26 to a device 102 for receiving con-
figuration information within the UE 12. As mentioned,
the message on the line 90a may contain an indication
of a new or partly new configuration, which the radio ac-
cess network prefers over the pre-configured configura-
tion, which may indicate possible new neighboring cells
which the user equipment may or shall consider for a
subsequent switch in reception of said high-speed data
flow. The device 102 processes the configuration mes-
sage and sends a reconfiguration complete message on
the line 90b1 to the signal processor 92 within the target
Node B 26 which in turn forwards it on a hardwired line
90b2 to the device 100 within the RNC 22. The message
on the lines 90b1, 90b2 may include an indication of a
new or partly new configuration, which as mentioned the
radio access network indicated it prefers over the pre-
configured configuration, comprising possible new
neighboring cells which the UE may consider for subse-
quent switch of the reception of a high-speed data flow.
The device 100 is able to receive reconfiguration infor-
mation either indicating that the configuration is complete
using the configuration sent on the line 90a1 or that a
new configuration has been selected by the UE and sig-
naled on the line 90b2 back to the device 100 within the
RNC 22.
[0038] Thus, when UTRAN receives the indication on
the line 40 which may be a layer 3 (L3) message (L1/L2
indications are also possible) from the UE 12 that it wants
to switch the HS-DSCH reception to the other cell in the
active set (AS), the UTRAN sends a reconfiguration mes-
sage on the line 90a (Fig. 1) via the Node B 26 in a target
cell (or in case of bi-casting via both the target and source
cells). The reconfiguration message can be either on a
physical channel - transport channel - or radio bearer
reconfiguration message or active set update message.
This message can only contain a new indication that in-
forms the UE to keep the configuration that is previously
pre-configured for further use (for the source cell which
UE is currently using) or include a completely new or
partly new configuration, which UTRAN prefers in this
situation over the pre-configured configuration and pos-
sible new neighboring cells which LTE shall consider for
subsequent switch of the reception of a high-speed data
flow,. After receiving the configuration message the UE
acts on the reconfiguration message as defined in
Re15/6 and responds with the normal reconfiguration
complete message.
[0039] From the L3 point of view the mobility proce-
dures are kept as they are currently but a new possibility
to signal reconfiguration via a pre-configured cell is given.

[0040] It should be noted that the functional blocks
shown in Fig. 2 can be carried out by software, firmware,
hardware, or any combination thereof as will be appre-
ciated by those of skill in the art. For instance, an inte-
grated circuit can be provided that combines one or more
of the functions shown for installation in either the user
equipment, the radio network controller, the Node B or
the like. As will also be appreciated by those of skill in
the art, some or all of the functions not carried out in
hardware can be carried out in software whereby instruc-
tions coded according to a selected programming lan-
guage are written for execution on a signal processor
which may include a central processing unit (CPU) that
is able to execute such instructions which are retrieved
from a memory device resident in the user equipment or
network element. Inasmuch as the various functions and
means for carrying out the functions have been described
in a general way, it will be appreciated that these func-
tions can be combined in any way as separable software
and hardware elements which altogether carryout the
claimed invention.
[0041] It has already been mentioned that the various
devices shown in Fig. 2 may be carried out by means of
software executed on a signal processor such as that of
the signal processors 48, 32, 92 shown in the Node B24
or within a single equivalent signal processor within the
Node B24. Such a signal processor 92 is shown in detail
in Fig. 2 as comprising a number of components including
a read only memory, a random access memory, a central
processing unit, a clock, input/output device, and other
devices all interconnected by data, address and control
lines as will be appreciated by one of skill in the art for
carrying out one or more of the methodological steps as
needed to produce the signalling shown to or from any
of the devices of Fig. 1. It will also be appreciated that
the separate devices shown in the RNC 22 and the sep-
arate devices shown in the user equipment 12 may also
be implemented in software carried out by a signal proc-
essor within the RNC 22 and/or the user equipment 12.
Similarly, such signal processors may be carried out as
integrated circuits instead of the general purpose signal
processor shown in Fig. 2, in other words as dedicated
signal processors.
[0042] Although the invention has been shown and de-
scribed with respect to a best mode embodiment thereof,
it should be understood by those skilled in the art that
the foregoing and various other changes, omissions and
additions in the form and detail thereof may be made
therein without departing from the scope of the invention.

Claims

1. An integrated circuit for a radio access network the
integrated circuit comprising a device (100) for send-
ing to the user equipment (12) a reconfiguration mes-
sage via said target cell (26) containing an indication
that informs the user equipment (12) to keep a pre-
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configured configuration or containing an indication
of a new or partly new configuration, which the radio
access network prefers over the pre-configured con-
figuration, and for receiving, in response to said
reconfiguration message, a reconfiguration com-
plete message from the user equipment (12); and at
least one of:

a device (50) for receiving a signal indication
from a user equipment (12) that it wants to switch
reception of a high-speed data flow from a
source cell (16) to reception from another target
cell (26); and
a switching device (28), responsive to said sig-
nal indication from said user equipment (12), for
switching transmission of said data flow to the
user equipment (12) from said source cell (16)
to said target cell (26).

2. An integrated circuit for a user equipment (12), the
integrated circuit comprising a device (102) for re-
ceiving a reconfiguration message from said radio
access network via said target cell (26) containing
an indication that informs the user equipment (12)
to keep a pre-configured configuration or containing
an indication of a new or partly new configuration,
which the radio access network prefers over the pre-
configured configuration, and in response thereto,
for sending a reconfiguration complete message to
the radio access network;
and at least one of:

a device (46) for sending a signal indication to
a radio access network that the user equipment
(12) wants to switch reception of a high-speed
data flow from a source cell (16) to reception
from another target cell (26);
a device (62) for receiving an acknowledgement
message from the radio access network; and
a device (34) for switching reception of said data
flow from said source cell (16) to said target cell
(26) after a predetermined time period after re-
ceipt of said acknowledgement message.

Patentansprüche

1. Integrierte Schaltung für ein Funkzugangsnetz, wo-
bei die integrierte Schaltung eine Vorrichtung (100)
zum Senden einer Rekonfigurations-Nachricht über
die Ziel-Zelle (26) an das Anwendergerät (12), die
einen Hinweis enthält, der das Anwendergerät (12)
informiert, eine vorkonfigurierte Konfiguration zu be-
halten, oder einen Hinweis auf eine neue oder teil-
weise neue Konfiguration, die das Funkzugangsnetz
gegenüber der vorkonfigurierten Konfiguration be-
vorzugt, enthält und zum Empfangen, als Reaktion
auf die Rekonfigurations-Nachricht, einer Rekonfi-

guration-Abgeschlossen-Nachricht von dem An-
wendergerät (12);
und mindestens eines der Folgenden umfasst:

eine Vorrichtung (50) zum Empfangen eines Si-
gnalhinweises von einem Anwendergerät (12),
dass es den Empfang eines Hochgeschwindig-
keits-Datenflusses von einer Quell-Zelle (16)
zum Empfang von einer anderen Ziel-Zelle (26)
umschalten will; und
eine Umschalt-Vorrichtung (28), zum Umschal-
ten, als Reaktion auf den Signalhinweis von dem
Anwendergerät (12), der Übertragung des Da-
tenflusses an das Anwendergerät (12) von der
Quell-Zelle (16) zu der Ziel-Zelle (26).

2. Integrierte Schaltung für ein Anwendergerät (12),
wobei die integrierte Schaltung eine Vorrichtung
(102) zum Empfangen einer Rekonfigurations-
Nachricht über die Ziel-Zelle (26) von dem Funkzu-
gangsnetz, die einen Hinweis enthält, der das An-
wendergerät (12) informiert, eine vorkonfigurierte
Konfiguration zu behalten, oder einen Hinweis auf
eine neue oder teilweise neue Konfiguration, die das
Funkzugangsnetz gegenüber der vorkonfigurierten
Konfiguration bevorzugt, enthält und zum Senden,
als Reaktion darauf, einer Rekonfiguration-Abge-
schlossen-Nachricht an das Funkzugangsnetz;
und mindestens eines der Folgenden umfasst:

eine Vorrichtung (46) zum Senden eines Signal-
hinweises an ein Funkzugangsnetz, dass das
Anwendergerät (12) den Empfang eines Hoch-
geschwindigkeits-Datenflusses von einer Quell-
Zelle (16) zum Empfang von einer anderen Ziel-
Zelle (26) umschalten will;
eine Vorrichtung (62) zum Empfangen einer Be-
stätigungs-Nachricht von dem Funkzugangs-
netz; und
eine Vorrichtung (34) zum Umschalten des
Empfangs des Datenflusses von der Quell-Zelle
(16) zu der Ziel-Zelle (26) nach einer vorbe-
stimmten Zeitdauer nach dem Empfang der Be-
stätigungs-Nachricht.

Revendications

1. Circuit intégré pour réseau d’accès radio, le circuit
intégré comprenant un dispositif (100) pour envoyer
à l’équipement utilisateur (12) un message de recon-
figuration via ladite cellule cible (26) contenant une
indication qui informe l’équipement utilisateur (12)
de conserver une configuration préconfigurée ou
contenant une indication d’une nouvelle ou partiel-
lement nouvelle configuration, que le réseau d’accès
radio préfère plutôt que la configuration préconfigu-
rée, et pour recevoir, en réponse audit message de
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reconfiguration, un message de reconfiguration ter-
minée depuis l’équipement utilisateur (12) ;
et au moins l’un d’un :

dispositif (50) pour recevoir une indication de
signal depuis un équipement utilisateur (12) qu’il
souhaite commuter la réception d’un flux de don-
nées à haut débit provenant d’une cellule source
(16) à la réception provenant d’une autre cellule
cible (26) ; et
dispositif de commutation (28), sensible à ladite
indication de signal depuis ledit équipement uti-
lisateur (12), pour commuter la transmission du-
dit flux de données à l’équipement utilisateur
(12) de ladite cellule source (16) à ladite cellule
cible (26).

2. Circuit intégré pour équipement utilisateur (12), le
circuit intégré comprenant un dispositif (102) pour
recevoir un message de reconfiguration depuis ledit
réseau d’accès radio via ladite cellule cible (26) con-
tenant une indication qui informe l’équipement utili-
sateur (12) de conserver une configuration précon-
figurée ou contenant une indication d’un nouvelle ou
partiellement nouvelle configuration, que le réseau
d’accès radio préfère plutôt que la configuration pré-
configurée, et en réponse à celui-ci, pour envoyer
un message de reconfiguration terminée au réseau
d’accès radio ;
et au moins l’un d’un :

dispositif (46) pour envoyer une indication de
signal à un réseau d’accès radio que l’équipe-
ment utilisateur (12) souhaite commuter la ré-
ception d’un flux de données à haut débit pro-
venant d’une cellule source (16) à la réception
provenant d’une autre cellule cible (26) ;
dispositif (62) pour recevoir un message d’ac-
quittement depuis le réseau d’accès radio ; et
dispositif (34) pour commuter la réception dudit
flux de données de ladite cellule source (16) à
ladite cellule cible (26) après une période de
temps prédéterminée après la réception dudit
message d’acquittement.
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