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Description

FIELD OF THE INVENTION

[0001] This invention relates to a measurement appa-
ratus for determining the orientation of a three-dimen-
sional object with respect to a reference system, and
more particularly, to a measurement system comprising
one or more sensors especially adapted for use with ve-
hicle wheels using light beams projected onto a tire and
wheel assembly to define a plane of orientation of the
wheel with respect to a predetermined orientation.

BACKGROUND OF THE INVENTION

[0002] In the automotive industry, proper vehicle qual-
ity requires measurement and adjustment of wheel align-
ment settings, both during manufacture and subsequent-
ly during the useful life of the vehicle. Proper positioning
and alignment of vehicle wheels, and especially steera-
ble wheels such as the front wheels of a vehicle, requires
the setting of toe, camber angle, and caster angle. Toe
is the angle between the vehicle’s longitudinal axis and
a plane through the center of the wheel/tire and affects
the straight-ahead running of the vehicle as well as steer-
ing. Camber angle is the inclination of the wheel axis
toward the road surface in a vertical plane and is negative
when the top of the wheel is inclined toward the center
of the vehicle. Caster angle is the tilt of the steering axis
parallel to the direction of the vehicle centerline. A tilt
toward the rear of the vehicle results in a positive caster
angle. During assembly and/or repair of vehicles, it is
important to measure, adjust or audit, and set the toe as
well as the camber and caster angles of vehicle wheels,
and especially steerable wheels, so the vehicle will drive
and steer properly.
[0003] In the past, various methods have been used
to measure toe and camber of vehicle wheels including
direct and indirect methods. Direct measurement meth-
ods require human operators or mechanisms to place
measurement tools in contact with the vehicle and are
subject to placement error and wear. Indirect measure-
ment methods, sometimes referred to as noncontact
methods, typically include the viewing or sensing of the
image of light projected on a tire when mounted on a
vehicle and the use of a computer to calculate the tire
position from such images to provide the ultimate align-
ment information. The prior known direct measurement
methods were cumbersome, time-consuming, often la-
bor-intensive, and less accurate than desired. Prior non-
contact or indirect methods involve projecting one or two
light beams at discrete locations on a tire, and receiving
and processing reflected images of the light beams from
the tire to reconstruct the wheel/tire plane.
FR 2 808 082 discloses a system for determining align-
ment characteristics of a tire and wheel assembly of a
vehicle, the system comprising light sources which
project uniformly spaced parallel beams of light on to the

sides of the wheels giving points of intersection with the
wheel rims.
WO 2008/014783 discloses the identification of projected
illumination lines in a wheel alignment system based on
fading in and out, in succession, the projected illumina-
tion lines.
[0004] There remains a need for an apparatus and
method for measuring and determining the orientation of
a vehicle wheel and, more broadly, any three-dimension-
al object, which would allow determination of the plane
of the wheel or object in a more accurate and robust
manner to indicate the position of the wheel/tire with re-
spect to the vehicle center line for purposes of setting
the toe and/or camber of the wheel/tire for alignment pur-
poses.

SUMMARY OF THE INVENTION

[0005] According to the present invention, there is pro-
vided methods of determining alignment characteristics
of a tire and wheel assembly mounted on a vehicle ac-
cording to each of claims 1 and 2. Embodiments comprise
projecting a plurality of light planes from a first light pro-
jector onto a tire and wheel assembly to form a plurality
of generally parallel illumination lines on a tire of the tire
and wheel assembly, receiving a reflected image of at
least some of the illumination lines with a photo electric
device reflected from the tire at an angle relative to a
projecting angle of the first light projector, and determin-
ing a plane defined by spatial coordinates from a selected
point located on each illumination line imaged by the pho-
to electric device, with the plane representing the orien-
tation of the tire and wheel assembly.
[0006] The plurality of light planes projected from the
first light projector may be divergently projected. Reflect-
ing devices may be used to project the plurality of light
planes and/or to direct the reflected images at the photo
electric device. The plurality of light planes may be pro-
jected onto only one side of the tire relative to the wheel,
or may be simultaneously projected about or on diamet-
rically opposed portions of the tire about the wheel. The
photo electric device may repeatedly image that portion
of the reflected illumination lines while the tire and wheel
assembly is rotating. In which case, for example, the
plane may be recalculated for each frame and averaged,
or the spatial coordinates of the selected point on each
illumination line may be averaged over the repeated
frame images to define the plane.
[0007] The method of determining alignment charac-
teristics may also include projecting a single light plane
from a second light projector onto the tire and wheel as-
sembly to form a single reference illumination line on the
tire of the tire and wheel assembly, receiving a reflected
image of the reference illumination line from the tire with
the photo electric device, and determining a reference
distance from the reference illumination line to a noncon-
tact wheel alignment sensor including the first and sec-
ond light projectors and the photo electric device. With
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the method further comprising identifying which illumina-
tion lines are imaged at the step of receiving a reflected
image using the reference distance. According to this
aspect, the second light projector is angularly oriented
relative to the first light projector.
[0008] The method of determining alignment charac-
teristics may still further comprise resolving three dimen-
sional spatial coordinates for multiple points located on
each illumination line imaged by the photo electric device
and deriving a best fit curve equation for each illumination
line, including determining the plane as a best fit tangen-
tial plane to the derived curve equations. The method
may further include determining a reference point on
each illumination line that is closest to a reference plane
and subsequently determining a first plane as a best fit
plane to the reference points from each illumination line.
The method further iteratively determines a plane by first
determining the selected point located on each illumina-
tion line that is closest to the previously determined plane
and then determining a new plane as a best fit plane to
the selected point located on each illumination line that
is closest to the newly determined plane.
[0009] Still further, the method may comprise project-
ing a plurality of light planes from another light projector
onto the tire and wheel assembly to form a plurality of
generally parallel second illumination lines on the tire.
The illumination lines from the first light projector are
spaced from the second illumination lines from the other
light projector and a reflected image received by a photo
electric device includes at least one illumination line
formed by the first light projector and at least one illumi-
nation line formed by the other light projector.
[0010] The method may comprise providing a first non-
contact wheel alignment sensor and a second noncon-
tact wheel alignment sensor positioned about a wheel of
a tire and wheel assembly, each sensor including a mul-
tiline light projector and a camera device. Projecting a
plurality of light planes from the multiline light projectors
of the first and second sensor onto the tire and wheel
assembly to form a plurality of generally parallel illumi-
nation lines on a first and a second tire portion, and re-
ceiving a reflected image of at least some of the illumi-
nation lines from the first tire portion with the camera
device of the first sensor and receiving a reflected image
of at least some of the illumination lines from the second
tire portion with the camera device of the second sensor
at angularly offset orientations relative to the multiline
light projectors. The method further comprising determin-
ing a plane defined by spatial coordinates from a selected
point located on each illumination line imaged by the cam-
era devices of the first and second sensors, with the plane
representing the orientation of the tire and wheel assem-
bly.
[0011] The multiline light projectors of the first and sec-
ond sensors may divergently project the light planes.
Each sensor may also include a single line reference
projector, with the method further comprising projecting
a single light plane from both single line reference pro-

jectors onto the tire and wheel assembly to form a single
reference illumination line on the first and second tire
portions. The method further includes receiving a reflect-
ed image of the single reference illumination lines with
the camera devices and determining a reference dis-
tance from the single reference illumination line on the
first tire portion to the first sensor, and determining a ref-
erence distance from the single reference illumination
line on the second tire portion to the second sensor. The
method may further include repeatedly receiving reflect-
ed images with the camera devices of the first and second
sensors while the tire and wheel assembly is rotating.
[0012] According to another aspect of the present in-
vention, there is provided a noncontact wheel alignment
sensor for determining alignment characteristics of a tire
and wheel assembly mounted on a vehicle according to
claim 15.
[0013] The present invention provides significant ad-
vantages over prior known apparatus and methods for
measuring and calculating the orientation of three dimen-
sional objects such as vehicle wheels for aligmnent pur-
poses. The non-contact sensors of the present invention
project multiple illumination lines onto an object, such as
a tire of a tire and wheel assembly, as well as receive
reflected images of the illumination lines. From the re-
flected images, the sensors determine three dimensional
spatial coordinates of selected points of the illumination
lines on the tire and determine a plane through the de-
termined three dimensional spatial coordinates, which
plane represents the orientation of the tire and wheel
assembly and from which toe and camber may be cal-
culated, as well as other alignment characteristics. The
projection of multiple illumination lines provides an in-
creased number of measuring points and, thus, greater
precision in determining the tire and wheel assembly ori-
entation, as well as increases the working field over which
the sensor may operate. The projection of multiple light
planes also enables the projection angle of the light
planes or the viewing angle of the illumination lines on
the tire and wheel assembly by the sensor to be in-
creased, which in turn enhances the sensitivity of the
sensors. Tire and wheel assembly orientation may be
calculated for each illumination line imaged by the sen-
sor, thereby providing redundancy, robustness, and en-
abling noise reduction. Still further, due to the generally
toroid shape of tires and the associated determined high
points of the illumination lines projected onto the tire side-
wall surface, a single image may be used to calculate
camber, toe angle, and wheel center position.
[0014] These and other objects, advantages, purposes
and features of this invention will become apparent upon
review of the following specification in conjunction with
the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]
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FIG. 1 is a perspective view of a pair of sensors in
accordance with the present invention adjacent a tire
and wheel assembly of a vehicle;
FIG. 2 is an illustration of the toe angle of a tire and
wheel assembly of a vehicle;
FIG. 3 is an illustration of the camber angle of a tire
and wheel assembly of a vehicle;
FIG. 4 is a schematic perspective illustration of a
sensor in accordance with the present invention
showing the location and orientation of internal com-
ponents of the sensor;
FIG. 5 is a perspective view of the sensor of FIG. 4
with a housing cover removed to illustrate the internal
light projector, reference light projector, and camera
device;
FIG. 6 is a side elevation view of the sensor assembly
of FIG. 5;
FIG. 7 is a perspective view of another sensor in
accordance with the present invention;
FIG. 8A is a perspective view of the sensor of FIG.
7 with a housing cover removed to illustrate the in-
ternal light projector, reference light projector, cam-
era device, and reflective members;
FIG. 8B is a side elevation view of the sensor as-
sembly of FIG. 7;
FIG. 9 is a side elevation view of another sensor in
accordance with the present invention;
FIG. 10 is a side elevation view of still another sensor
in accordance with the present invention;
FIG. 11 is a perspective view of the tire and wheel
assembly of a vehicle illustrating a suitable coordi-
nate axis reference frame;
FIG. 12 is a perspective view of a tire and wheel
assembly illustrating the projection of light planes
from a light projector (not shown) onto a tire and
wheel assembly to form illumination lines;
FIG. 13 is a front elevation view of a tire and wheel
assembly illustrating illumination lines projected onto
the left and right side portions of the tire;
FIG. 13A is a perspective view of a tire and wheel
assembly illustrating illumination lines projected onto
the left and right side portions of the tire and sche-
matically illustrating points on the tire along the illu-
mination lines and a tangential plane to the assem-
bly;
FIG. 13B is a block diagram flow chart illustrating
one method of deriving a plane tangential to a tire
and wheel assembly using a sensor in accordance
with the present invention;
FIG. 14 illustrates multiple calibration curves for re-
flected illumination lines over various calibration po-
sitions relative to the coordinate axis reference
frame;
FIG. 15 illustrates intersection points of the X1 plane
with calibration curves corresponding to particular
illumination lines and polynomial curves through
these intersections relative to the coordinate axis ref-
erence frame;

FIG. 16 illustrates multiple potential planes of the tire
and wheel assembly prior to determination of the real
plane; and
FIG. 17 is a perspective views of a sensor in accord-
ance with the present invention mounted to a vehicle
test bed with a calibration block positioned on the
test bed for calibrating the sensor.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0016] The present invention will now be described
with reference to the accompanying figures, wherein the
numbered elements in the following written description
correspond to like-numbered elements in the figures. A
measurement system or apparatus 50, which in the illus-
trated embodiment of FIG. 1, comprises a pair of non-
contact wheel alignment sensors 52a, 52b is used for
determining wheel alignment characteristics such as toe,
camber, caster, steering axis inclination (SAI), as well as
the wheel center, axis of symmetry, and rear thrust angle.
FIG. 2 illustrates the toe angle 54 to be determined and
FIG. 3 illustrates the camber angle 56 to be determined.
Although only one tire and wheel assembly 50 is illus-
trated in FIG. 1, it should be understood that a measure-
ment system comprising two sensors 52a, 52b may be
placed at either of the front or rear tire and wheel assem-
blies or at each of the four tire and wheel assemblies of
vehicle 60. Alternatively, a single sensor 52 may be used
at each tire and wheel assembly.
[0017] As described in more detail below, each sensor
52, with reference to FIGS. 4-6, projects multiple light
beams, which in the illustrated embodiment comprise
planes of light or light planes 62 (62a - 62d FIG. 12) pro-
jected at a tire and wheel assembly 58 mounted to a
vehicle 60 to form or generate multiple generally parallel
and horizontal illumination images on the tire sidewall,
which are illustrated as illumination lines 64 (FIGS. 1 and
13) on both the left and right side of the tire 66, with one
sensor 52a projecting at the left side 66a and the other
sensor 52b projecting at the right side 66b (FIGS. 1 and
13). FIG. 12 discloses that light planes 62 are divergently
projected. Alternatively, the light planes may be projected
in a parallel manner. Although only a limited number are
illustrated, each sensor 52 may form approximately fif-
teen illumination lines 64 on tire 66. Reflected images
(not shown) of some or all of the illumination lines 64 are
then received by the sensors 52, such as between ap-
proximately ten to twelve illumination lines. The multiple
illumination lines 64 projected onto the tire 66 and the
position of those lines 64 in the acquired image enable
the three dimensional spatial orientation or geometry of
the wheel 58 to be calculated throughout the working
area of the sensor 52 based on the sensors 52 field and
depth of view.
[0018] Sensor processors 68 (FIG. 4) are used to an-
alyze the reflected images received by sensor 52 from
within the field of view of sensor 52 and, based on the
calibration of sensors 52, derive data indicative of the
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wheel and tire assembly 58 orientation. In one embodi-
ment, processors 68 derive equations representing each
illumination line 64 and correlate selected points of the
images to three dimensional spatial values. The selected
points for deriving into three dimensional spatial values
may be selected as the high points of the illumination
lines. Tire sidewalls are naturally bulged such that illumi-
nation lines 64 form curves thereon with the high point
of such a curved line intended to represent or be located
at the physical high point of the tire sidewall along the
length of the illumination line 64. The processors 68 may
then further determine or fit a plane to the determined
high points, with the determined plane being represent-
ative of the toe and camber orientation of the tire and
wheel assembly 58.
[0019] Alternatively, processors 68 may determine
three dimensional spatial coordinates for multiple points
along each illumination line 64 within the field of view of
sensor 52 and derive a curved line equation for each
illumination line 64, such as by fitting curves to the illu-
mination lines 64 based on the three dimensional spatial
coordinates for each line. A plane tangential to the de-
termined curved line equations represents the toe and
camber orientation of the tire and wheel assembly 58 and
intersects with the high points of the illumination lines 64.
As such, processors 68 may also determine the three
dimensional spatial coordinates of the high points of the
viewed illumination lines 64 based on the intersection of
the determined tangential plane with the determined
curved line equations.
[0020] Pre-recorded calibration sets, such as de-
scribed below, may be used to perform the transfer of
curve parameters to three dimensional coordinates. Due
to the necessarily concentric orientation of the three di-
mensional spatial high point coordinates, the determined
high points define a circle in three dimensions represent-
ative of the tire mounted to the wheel. Processors 68 may
then further determine the center of the wheel based on
a determination of the center point of the determined cir-
cle defined by the three dimensional high points of the
illumination lines 64. Based on the determined wheel
center point further parameters, such as wheel axle ge-
ometry parameters may also then be determined. As un-
derstood from FIG. 1, wheel assembly 58 may be posi-
tioned on rollers 69 that operate to rotate wheel assembly
58 during measurement. Alternatively, however, meas-
urements may be performed under static conditions of
wheel assembly 58.
[0021] The projection and receiving of multiple light
planes 62 provides several advantages in the determi-
nation of wheel alignment characteristics, including add-
ing greater precision and enlarging the possible working
volume of sensor 52 with respect to the field of view and
depth of sensor 52. For example, the projection of mul-
tiple illumination lines 64 over the left and right tire areas
66a, 66b provides a larger number of measuring points.
In addition, the angles made between the projected illu-
mination lines 64 and the sensor 52 view can be kept

larger than with other methods that project fewer lines,
such as a single line, and the sensitivity is therefore en-
hanced. Further, the wheel 58 positioning can be calcu-
lated for each of the projected illumination lines 64 seen
by the sensor 52, thereby providing redundancy, and
consequently robustness and noise reduction. Addition-
ally, when the distance between the wheel 58 and sensor
52 is increased, some illumination lines 64 disappear
from the field of view, but others enter, thereby keeping
functionality over larger depths. Still further, the process-
ing of a single image from sensor 52 can extract enough
information to calculate camber angle. Moreover, albeit
with lower accuracy, a single image also contains infor-
mation to extract wheel center position, and toe angle.
[0022] Referring now to the embodiment of FIG. 4,
each sensor 52 is shown to include a multiline light pro-
jector or source or first or upper light projector 70. Each
sensor also includes a reference light projector or source
or second or lower light projector 72 positioned beneath
light projector 70. Reference light projector 72 projects a
reference light plane (such as shown at 265 in FIG. 9) to
generate a reference illumination line 74 on tire 66 (FIG.
13). As described in more detail below, reference light
projector 72 may be used in evaluating, determining or
establishing which of illumination lines 64 reflected from
a tire 66 are being received by sensor 52, including the
location or orientation of the reflected illumination lines
64 within sensor 52. In the illustrated embodiment, light
projector 70 and reference light projector 72 are lasers
capable of projecting shaped laser light, with light pro-
jector 70 being adapted to project multiple planes of light
and reference light projector 72 adapted to project a sin-
gle plane of light.
[0023] Sensors 52 further include an image capture
device or photo electric device or digital camera device
76 and a processor 68. Camera device 76 may comprise
or include a charged coupled device (CCD) or comple-
mentary metal-oxide-semiconductor (CMOS) sensor for
receiving the reflected images of illumination lines 64 and
converting the images into pixels for analysis by proces-
sor 68. Camera device 76 may have a resolution of one
megapixel, but may be greater or smaller as desired or
required. Camera device 76 may also include a narrow
band filter that only permits light to pass into camera 76
having wavelengths approximately equivalent to the
wavelengths of light output by light projector 70 and ref-
erence light projector 72. Processor 68 is shown as a
separate component in FIG. 4, however, camera device
76 may include processing capability, such as by a CPU,
and/or a separate processing system located externally
from the housing 78 of sensor 52 may be utilized to per-
form mathematical processing.
[0024] As illustrated in FIG. 4, light projector 70, refer-
ence light projector 72, camera device 76, and processor
68 are mounted within housing 78. As understood from
FIG. 4, light projector 70 projects light planes 62 through
window 80 and reference light projector 72 projects
through window 82. Images of illumination lines 64 and
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reference illumination line 74 are reflected back to cam-
era 76 through window 84. Referring now to FIGS. 5 and
6, light projector 70, reference light projector 72, and pho-
to electric device 76 are shown mounted to frame 86,
which are mounted within housing 78 and in turn may be
mounted to a plate, bracket, part of a system incorporat-
ing sensor 52, or the like. Sensor 52 may be mounted to
a test bed 90 (FIG. 17), with test bed 90 being used for
locating and testing a vehicle 60 for measuring wheel
alignment characteristics. Referring again to the embod-
iment of FIG. 4, camera device 76 is mounted generally
orthogonally within housing 78 relative to the long axis
of the housing 78 such that, in use, camera device 76 is
directed generally perpendicularly toward the tire and
wheel assembly 58.
[0025] As understood from FIGS. 4-6, light projector
70 is mounted such that it is directed at an acute angle
with respect to the viewing direction of camera device
76, with angle 92 being approximately 30 degrees. Sim-
ilarly, reference light projector 72 is mounted at a smaller
acute angle relative to camera device 76, with angle 94
being approximately 10 degrees. As previously noted,
light projector 70 projects multiple light planes 62 at tire
and wheel assembly 58, while reference light projector
72 projects a single plane of light. It should be appreciated
that, due to the greater angle of orientation, in some in-
stances not all of the projected planes of light 62 from
light projector 70 will be viewable by camera device 76,
such as when sensor 52 is located relatively close to or
far from tire and wheel assembly 58. In contrast, due to
the shallower angle of angle 94 relative to angle 92, the
reference illumination line 74 projected onto tire 66 by
reference light projector 72 will be viewable by camera
device 76 throughout the working position or distance of
sensor 52 relative to tire and wheel assembly 58.
[0026] Alternative arrangements for sensors may be
employed within the scope of the present invention. For
example, the camera device may be angled either up-
wardly or downwardly with respect to the sensor housing
and/or tire and wheel assembly. In such an arrangement
the camera may also view the tire and wheel assembly
via a reflector or reflecting device, such as a mirror, that
is angled to reflect images toward the camera. Similarly,
the light projector and/or reference light projector may
project images onto a mirror, which in turn projects or
reflects the images onto the tire and wheel assembly.
[0027] An example of such an alternative sensor is il-
lustrated as sensor 152 in FIGS. 7 - 8C. It should be
appreciated that sensor 152 is of generally like construc-
tion as sensor 52 with the common or similar components
or elements of sensor 152 being shown with similar ref-
erence numbers as used in FIGS. 4-6 with respect to
sensor 52, but with the reference numeral "100" added
to the reference numbers of FIGS. 4-6. It should be un-
derstood that, because of the similarity of sensor 152 to
sensor 52, not all of the specific construction and alter-
natives of like referenced parts will be discussed.
[0028] Sensor 152 includes a light projector 170, ref-

erence light projector 172, and camera device 176. Light
projector 170 projects images generally vertically upward
toward and off of light projector reflector or reflector de-
vice 171, which in the illustrated embodiment is formed
as a mirror. Those images are, in turn, reflected out of
window 180 of housing 178. Reference light projector
172, which is oriented in generally the same manner as
reference light projector 72 of sensor 52 and projects out
of window 184. Camera device 176 is directed generally
vertically downwardly to receive images reflected from
the tire and wheel assembly onto and upward from cam-
era reflector or reflector device 177, which in the illustrat-
ed embodiment is also a mirror.
[0029] Referring now to FIGS. 9 and 10, schematic il-
lustrations of alternative sensors 252 and 352 are shown
that are of generally like construction to sensors 52 and
152. The common or similar components or elements of
sensors 252 and 352 are shown with similar reference
numbers as used in FIGS. 4-8B with respect to sensors
52 and 152, but using the reference series "200" and
"300", respectively. It should be understood that, be-
cause of the similarity of sensors 252 and 352 to sensors
52 and 152, not all of the specific construction and alter-
natives of like referenced parts will be discussed.
[0030] Sensor 252 of FIG. 9 includes a multi line light
projector 270, a single line reference light projector 272,
a camera device 276, and a processor (not shown). As
shown, light projector 270 and reference light projector
272 are directed generally downwardly with reference
light projector oriented at an angle relative to projector
270. Sensor 252 further includes a reflector device 271
for directing light planes 262 projected from light projector
270 and the single reference light plane 265 projected
from reference light projector 272 toward a tire and wheel
assembly. As illustrated, light projector 270 divergently
projects light planes 262, which then form multiple par-
allel illumination lines on the tire sidewall. Similarly, ref-
erence light plane 265 also forms a reference illumination
line on the tire sidewall.
[0031] A second reflector device 277 directs reflected
images from the tire and wheel assembly of the illumina-
tion lines and reference illumination line produced by pro-
jector 270 and reference projector 272, respectively, at
camera 276, with camera 276 being directed generally
upward. As illustrated in FIG. 9, camera 276 thus has a
field of view 267 within which it is able to receive reflected
images from the tire and wheel assembly of the illumina-
tion lines and reference illumination line. The orientation
of the field of view 267 relative to the projection of light
planes 262, and the presence of multiple light planes 262
forming multiple illumination lines on the tire, improves
the working area or volume over which sensor 252 is able
to operate. As illustrated, sensor 252 has a working depth
279, which in the illustrated embodiment is approximately
250-300mm, within which illumination lines will be formed
on the tire and wheel assembly by light planes 262 and
within which camera 276 will be able to view the illumi-
nation lines.
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[0032] Sensor 352 of FIG. 10 includes a pair of multi
line light projectors 370a and 370b oriented at an angle
relative to each other, but does not include a reference
light projector. Light projector 370a divergently projects
multiple light planes 262a and light projector 370b diver-
gently projects multiple light planes 262b, with light
planes 262a and 262b being projected at reflector device
371. Reflector device 371 redirects light planes 262a and
262b at a tire and wheel assembly, with light planes 262a
forming a series of parallel illumination lines on the tire
sidewall and light planes 262b forming a second series
of parallel illumination lines on the tire sidewall. A gap or
space 373 is formed between the projected light planes
262a and 262b by the angular orientation of light projec-
tors 370a and 370b relative to each other and reflector
device 371. Sensor 352 also includes a camera device
376 and a processor (not shown) with a second reflector
device 377 provided to direct images to camera device
376 reflected from the tire and wheel assembly of the
illumination lines formed on the tire sidewall by the pro-
jected light planes 262a and 262b. Camera device 376
thus has a field of view 367 within which camera device
376 is able to receive reflected images. The images re-
ceived by camera device 376 are then processed to de-
termine the tangential plane and three dimensional co-
ordinates of the high points of the tire sidewall, such as
by, for example utilizing the processor. Similar to sensor
252, sensor 352 has an improved working depth 379,
which in the illustrated embodiment is approximately
250-300mm, within which illumination lines will be formed
on the tire and wheel assembly by light planes 362 and
within which camera 376 will be able to view the illumi-
nation lines.
[0033] Sensors 52, 152, 252, and/or 352 may be con-
structed by or include components provided by LMI Tech-
nologies, Inc., of Delta, British Columbia, Canada. Such
components provided by LMI Technologies, Inc. may in-
clude light projectors, reference light projectors, camera
devices, and processors, as well as software for process-
ing images of reflected illumination lines received by such
camera devices. Examples of technology developed,
held, licensed, or used by LMI Technologies, Inc. provid-
ing dimensional determinations utilizing high speed cam-
era based sensors are disclosed in the following United
States patents: United States Patent Nos. 5,811,827;
5,510,625; 5,362,970, and; 5,164,579.
[0034] FIGS. 9, 10 and 12 illustrate the projection of a
limited number of light planes, with FIGS. 1, 13 and 13A
illustrating the formation of a limited number of illumina-
tion lines on the tire sidewall. It should be appreciated
that sensors 52, 152, 252, and/or 352 may be alterna-
tively adapted to project numerous light planes, such as
20 to 30 light planes each, for example. In such an em-
bodiment the field of view of the associated camera de-
vices may not visualize all of the resulting illumination
lines formed on the tire sidewall. For example, the camera
device may only observe 15 such illumination lines. In
one preferred embodiment, a sensor projects approxi-

mately 15 light planes and views approximately 10 to 12
illumination lines. As described below, it may thus be
necessary for the sensors to determine which of the illu-
mination lines are in the field of view to determine the
tangential plane representing wheel toe and camber.
[0035] As illustrated in FIGS. 1, 12 and 13, the project-
ed light planes 62 from light projector 70 result in curved
illumination lines 64 formed on the tire 66 due to the nat-
ural curve or bulge in the tire sidewall and to the angled
projection of light planes 62 onto tire 66. The single pro-
jected plane of light projected from the reference light
projector 72 similarly creates the reference illumination
line 74 on the tire 66, but at the smaller angle noted above.
Although illumination lines 64 and reference illumination
line 74 are simultaneously shown on tire 66 in FIG. 13,
it should be understood, as described below, that illumi-
nation line 74 is projected separately and not projected
with illumination lines 64. In arrangements projecting light
planes at orientations approximating right angles to the
tire sidewall the curvature of the resulting illumination
lines will be less pronounced as compared to when the
light planes are projected at an angle. However, the an-
gular orientation of the camera devices to the tire sidewall
in such embodiments, or the orientation of the field of
view of the camera devices at an angle, results in the
detected images of the illumination lines being viewed
as a curve due to the natural bulge in the tire sidewall.
Still further, divergently projected light planes may result
in, such as illustrated in FIG. 9, a portion of light planes
being projected at orientations approximating right an-
gles, a portion of light planes forming downwardly direct-
ed curved illumination lines, and a portion of light planes
forming upwardly directed curved illumination lines. It
should also be appreciated that the illustrated angle of
divergence and curvature of illumination lines illustrated
throughout the figures is not to scale.
[0036] The general operation of the sensors will now
be described with reference to sensors 52. As noted,
reflected images of illumination lines 64 on tire 66 are
received by sensor 52. In operation, the images captured
by camera device 76 are sent to processor 68 for image
processing operations that search for the pixels in the
image belonging to a particular illumination line 64. Thus,
the processing groups or classifies the pixels per line.
The manner in which a particular illumination line 64 is
identified in the image is described more fully below. The
curved shape of the illumination lines 64 are approximat-
ed by polynomials of minimum second order. Once the
reflected illumination lines 64 have been identified in the
image, their parameters are used to calculate three di-
mensional spatial coordinates for specific or selected
points on the curved illumination lines 64 located on tire
66. In the illustrated embodiment, this processing is per-
formed in the processor 68 of the sensor 52. It should be
appreciated, however, that such processing may be done
in an alternative system, such as a remote central com-
puter or the like. As also described in detail below, pre-
recorded calibration data sets relative to the sensor 52
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may be used to perform the transfer of the imaged curve
parameters to the three dimensional spatial coordinate
system of the curved illumination lines 64 located on tire.
[0037] With reference to FIG. 13A, the determined
three dimensional spatial coordinates of the selected or
specific points may be or may be used to locate the high
points (represented for illustration purposes as 55 in FIG.
13A) of the illumination lines 64 projected on tire 66, such
as by triangulation and/or by comparison to pre-recorded
calibration data sets relative to the sensor. From the best
fit plane 57 calculated through those points 55 the camber
and toe angles of the tire and wheel assembly 58 can be
determined by known techniques. Further, because
those high points 55 define a circle 59 concentric in space
about the center point 61 of the round/circular tire and
wheel assembly 58, the three dimensional spatial loca-
tion of the center of the wheel may be calculated. In ad-
dition, by determining the plane 57 and wheel centers 61
for each of the four tire and wheel assemblies 58 about
the vehicle 60, the position and orientation of the vehicle
axles can be calculated or determined and the toe and
camber angles may be referenced with respect thereto
and to the vehicle centerline.
[0038] A plane 57 may be calculated through the se-
lected high points 55 produced by a single sensor 52
operating to project illumination lines 64 and receive the
reflected images thereof on only one side of a tire 66
based on the non-linear, concentric orientation of the high
points about the wheel center. However, the use of two
sensors 52a, 52b symmetrically located on either side of
the tire 66, as shown in FIG. 1, enhances the precision
of the toe angle measurement with the output of both
sensors 52 being combined to refine the toe angle 54
calculation, as well as the wheel center position. Still fur-
ther, a single sensor, such as sensor 52, 152, 252, or
352, may be oriented to simultaneously project light
planes onto both sides of a tire about a wheel. The sensor
processor or other centralized computer system in such
an embodiment then, for example, differentiates the re-
flected illumination lines based on the side of the tire from
which they are reflected, such as by associating groups
of pixels within a camera device to a particular tire side-
wall area about the wheel. United States Patent No.
4,745,469 filed by Waldecker et al. and entitled VEHICLE
WHEEL ALIGNMENT APPARATUS AND METHOD dis-
closes a method for deriving three dimensional spatial
coordinates based on contour lines projected onto a tire
sidewall.
[0039] Alternatively, sensor processors 68 may addi-
tionally determine three dimensional spatial coordinates
of multiple additional points along each illumination line
64 from the reflected image of the illumination line 64
received by the associated camera device 76, such as
by triangulation and/or by comparison to pre-recorded
calibration data sets relative to the sensor. For example,
in addition to determining high points 55 on illumination
lines 64, processors 68 may determine three dimensional
spatial points on either side of high points 55 or even

three dimensional spatial points along the entire illumi-
nation line 64, such as based on pixels in camera 76.
Separate equations representing each curve in three di-
mensions may then be derived by fitting a curve to each
illumination line 64 on tire 66 utilizing the multiple three
dimensional spatial coordinates for each line 64. A de-
termined plane 57 tangential to those curves thus repre-
sents the wheel toe and camber. The intersection points
of the determined plane 57 with the calculated three di-
mensional curve equations are also determined by the
processor, with the intersection points representing the
high points 55 of the illumination lines 64. The high points
55 may be used as previously noted to determine the
wheel center point 61 for calculating additional axle ge-
ometry including about the vehicle centerline using
known techniques.
[0040] Operation of one particular embodiment in
which multiple three dimensional spatial coordinates are
obtained along illumination lines 64 will now be discussed
with reference to FIGS. 13A and 13B. As the tire and
wheel assembly 58 is rotating camera device 76 takes
snapshots or fame images of the reflected illumination
lines 64 within the camera field of view (267 in FIG. 9).
For each frame, three dimensional coordinates of multi-
ple points on tire 66 along each imaged illumination line
64 are determined and the three dimensional best fit
curve equations for each line are derived. Subsequently,
for each frame image, the three dimensional curve equa-
tions are first compared to a reference plane (PO in FIG.
13B), where reference plane P0 may represent the plane
Y=0 in FIG. 11. Each curve equation is searched for the
point PTi that is closest to plane P0. Upon determining
the point PTi for each curve equation, a new plane Pi is
derived as a best fit plane to the points PTi. Subsequently,
the curve equations are searched again for the point PTi
+ 1 for each curve equation that is closest to the plane
Pi. Again, a new plane Pi + 1 is derived as a best fit plane
to the points PTi + 1. This is repeated iteratively, for ex-
ample three or four iterations for each frame, to arrive at
plane 57. Correspondingly, the final points PTi+y, where
y is the number of iterations, will represent the high points
55 of the illumination lines 64. The planes 57 determined
for each frame image may be averaged together to arrive
at an averaged tangential plane value.
[0041] Notably, in the operation of FIG. 13B, the de-
termined three dimensional spatial values of points on
tire 66 located along illumination lines 64 are not retained
in the processor 68 memory from frame image-to-frame
image, nor are the derived best fit curve equations rep-
resenting the illumination lines 64 retained. In addition,
the sensor processor 68 may output the multiple three
dimensional spatial coordinates corresponding to the im-
aged illumination lines 64 for subsequent determination
of the corresponding three dimensional curve equations
by a separate processor, such as a central computer.
Alternatively, the sensor processor 68 itself may deter-
mine the three dimensional curve equations correspond-
ing to the multiple three dimensional spatial coordinates
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associated with each imaged illumination line 64.
[0042] As previously noted, depending upon the posi-
tion of a sensor 52 relative to a tire and wheel assembly
58, only certain of the illumination lines 64 projected onto
the tire 66 will be reflected toward and received by the
camera device 76 due to the projection angle 92 of light
projector 70. It is necessary to determine which of the
illumination lines 64 are imaged by the camera device
76 as this will impact the determination of the spatial lo-
cation of the selected points of the illumination lines 64
on the tire 66. For example, if light projector 70 projected
twenty illumination lines onto a tire 66, it should be ap-
preciated that the distance between sensor 52 and tire
66 would be different depending on whether the first ten
or the second ten illumination lines 64 are imaged by the
camera device 76.
[0043] Further, due to the relatively close grouping or
distance between illumination lines 64 on the tire 66, the
pixilated image generated by the camera device 76 from
the reflected images may create or experience instances
in which a pixel associated with a vertically higher illumi-
nation line 64 on the tire 66 is imaged in the pixilated
image generated by the camera device 76 at a lower
position or orientation than pixels belonging to vertically
lower illumination lines 64.
[0044] Thus, as an initial matter it is necessary to de-
termine or identify which of the illumination lines 64 are
being reflected and received by the camera device 76
and to identify groups of pixels associated with or be-
longing to a received image of the individual illumination
lines 64. Non-contact sensor systems employing single
lines at discreet locations do not encompass such chal-
lenges as there is only a single line to be viewed. Simi-
larly, sensor systems projecting two lines that are suffi-
ciently separated on an object also do not encompass
such challenges due to the clear definition of pixel group-
ing based on the separation.
[0045] In embodiments such as that of FIGS. 4-6 em-
ploying a multiline line light projector 70 and a single line
reference light projector 72 a two step process using ref-
erence light projector 72 and reference illumination line
74 is used to effectuate this determination of which illu-
mination lines 64 are being imaged and thereby resolve
which pixels are associated with or belong to each of the
various reflected images of the illumination lines 64. As
previously noted, angle 94 between reference light pro-
jector 72 and camera device 76 is sufficiently narrow such
that the reference illumination line 74 may be imaged by
the camera device 76 over the entire working distance,
position, or volume of sensor 52.
[0046] Initially, reference light projector 72 is activated
such that reference illumination line 74 is generated on
tire 66. The reflected image of reference illumination line
74 is received by camera device 76 and processor 68
performs an initial first distance estimation of the distance
between sensor 52 and reference illumination line 74 on
tire 66. The first distance estimation is performed based
on a triangulation calculation at a specific X, Z position

(see FIG. 11 regarding the reference X, Y, Z coordinate
system). Next, light projector 70 is activated such that
illumination lines 64 are generated on tire 66 and the
reflected images are received by camera device 76. A
more precise distance measurement is then performed
by processor 68 using the first distance estimation value
as an input whereby the determination of which illumina-
tion lines 64 are reflected toward and received by camera
device 76 is made. For example, based on an initial cal-
ibration, such as in the exemplary manner described be-
low, the relationship between each illumination line 64
and the reference illumination line 74 may be known for
various distances of an object from sensor 52. As such,
based on the reflected image received by camera device
76, a determination may be made by processor 68 which
of all possible illumination lines 64 is the particular illu-
mination line 64 closest to the reference illumination line
74. For each candidate illumination line 64 a resulting
measured distance will be corresponding and the illumi-
nation line 64 distance that is closest to the distance es-
timation is the chosen candidate solution such that the
according illumination line 64 number may be deter-
mined. Subsequently, the line number of the remaining
illumination lines 64 is readily determined by increasing
or decreasing order.
[0047] In the illustrated embodiment, light planes 62
are projected to form generally unifonn illumination lines
64 on tire 66. According to the invention , illumination
lines are projected to enable identification of the partic-
ular illumination lines that are reflected toward and re-
ceived by a camera device without the use of a reference
light projector and reference illumination line. For exam-
ple, illumination lines may be projected omitting a middle
light plane such that a central illumination line on the tire
is missing, or two illumination lines may be generated
which are in closer proximity to each other than the re-
maining illumination lines, or an illumination line may be
generated which is thicker than the remaining illumination
lines, or the like. In this manner a processor may readily
discern the identity and the location of the various illumi-
nation lines that are reflected toward and received by a
camera device using the nonuniformity or irregularity of
the illumination lines as a reference. It should be appre-
ciated that, in such an embodiment, a reference light pro-
jector may not be required.
[0048] In the sensor 352 of FIG. 10, the gap 373 be-
tween light planes 362a from multiline light projector 370a
and light planes 362b from multiline light projector 370b
may be used by a processor within sensor 352 to discern
the identity and location of the various illumination lines
reflected from the tire sidewall.
[0049] Upon determining which of the illumination lines
64 are reflected toward and imaged by camera device
76, the image of the various reflected illumination lines
64 is scanned to classify the pixels belonging to each
reflected image using techniques known in the art. Upon
conditioning for noise reduction and filtering, the acquired
image is scanned pixel by pixel such that each pixel may
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be classified or grouped as belonging to or associated
with a particular illumination line 64, or alternatively not
associated with a reference line, based on its illumination
level and on its neighboring pixel. This classification pro-
cedure is performed on each image both during meas-
urement, as well as during calibration described below.

Calibration

[0050] Referring now to FIGS. 14-17, the following will
provide an explanation of one possible method for cali-
bration of sensors 52 that may be used for determining
the actual three dimensional spatial orientation of the
high points or selected points of the illumination lines 64
on the tire 66 (see FIG. 11 for the coordinate X, Y, Z
reference system). As shown in FIG. 17A, a vertically
oriented calibration block 96 having a grid 98 of horizontal
and vertical grooves or lines is positioned on test bed 90
in viewing relation to sensor 52. Calibration block 96 is
sized such that all of the illumination lines 64 projected
by sensor 52 will be projected onto calibration block 96
through the complete field of view of sensor 52.
[0051] During calibration, calibration block 96 is pro-
gressively moved away from the sensor 52 in the nega-
tive Y direction in accurately known steps. At each known
Y position throughout the steps an image is taken of the
illumination lines 64 projected onto calibration block 96
(such as shown in FIG. 17B), such that the images may
be mapped as generally illustrated in FIG. 14. For each
known Y position, processor 68 determines an equation
fitting a curve through each illumination line 64 identified
in the image reflected from the calibration block 96 and
received by camera device 76. The fitted curve equation
thus describes the Z image coordinate as a function of
the X image coordinates. The Y-calibration data for sen-
sor 52 thus consists of the polynomial coefficients of the
fitted XZ curve for each illumination line on every cali-
brated Y position. During measurement sensor 52 is
thereby able to calculate the three dimensional spatial Y
coordinate as a function of the imaged coordinates de-
termined by the camera device 76 of the reflected illumi-
nation lines 64.
[0052] Calculation of the X and Z three dimensional
spatial coordinates may be accomplished by calibration
in the X-Z direction. Such calibration may be performed,
for example, using grid 98 of calibration block 96. As not-
ed, grid 98 includes multiple vertical and horizontal lines
or grooves, with grid 98 having a known spacing between
the grooves. Calibration may be performed by deactivat-
ing light projector 70 and reference light projector 72 and
shining an external light onto grid for improved contrast.
Camera device 76 is then used to record an image of
grid 98 at multiple known Y positions. Processor 68 then
identifies the lines of grid 98 and their XZ coordinates in
the image. The correspondence between the X and Z
image distances of the imaged lines by camera device
76 and the actual known real distances or spacing of the
lines on grid 98 is thus calibrated over several known Y

positions.
[0053] Referring to FIGS. 14-17, as noted FIG. 14 il-
lustrates the multiple calibration curves for each reflected
illumination line 64 over the various calibration positions.
FIG. 15 illustrates the intersection points of the X1 plane
with the calibration curves corresponding to the particular
illumination lines 64 and the polynomial curve fits through
these intersections. FIG. 16 illustrates the multiple po-
tential planes of the tire and wheel assembly 58 prior to
determination of the real plane accomplished via the ref-
erence illumination line 74, as described below. Each
series of dotted lines 100 illustrated in FIG. 16 represents
a possible plane through the measuring points of the con-
secutive illumination lines 64. However, only one such
plane is the actual plane of the tire and wheel assembly
58 such that that determination must be performed in
order to obtain the actual plane.
[0054] Calibration in the above manner of both the Y
and X-Z directions thus enables the sensor 52 to output
three dimensional spatial absolute XYZ coordinate val-
ues. This coordinate system is provided by the grid 98
(X-Z) and by the translation table (Y) used for positioning
of calibration block 96. The determined sensor XYZ spa-
tial coordinate system may then be translated or trans-
ferred to a vehicle coordinate system by use of, for ex-
ample, master jigs. Specific measurements on the mas-
ter jig, and calculations based on those measurements
permit the translation or transfer of data from the sensor
coordinate system (XYZ) to the vehicle coordinate sys-
tem.
[0055] It should be appreciated that alternative calibra-
tion procedures may be employed within the scope of
the present invention, including but not limited to use of
alternative calibration blocks and mathematical or com-
putational approaches.

Measurement Algorithm

[0056] The following will now provide a more detailed
description of one possible measurement algorithm that
may be used during operation of sensors 52 in determin-
ing the three dimensional tire and wheel assembly 58
orientation. It should be appreciated, however, that alter-
native approaches or algorithms may be employed within
the scope of the present invention.
[0057] During the measurement process, once the il-
lumination lines 64 reflected and received in the camera
device 76 have been identified and parameterized in
terms of a polynomial fit, any point belonging to the curve
can be characterized by its three dimensional spatial ab-
solute (XYZ) coordinates. For example, consider the
point (X1,Z1). For each fitted XZ curve belonging to a
single projected light plane 62 and for each calibrated Y
position, the corresponding Z image coordinate may be
calculated for X1. This is performed for every calibrated
Y position and a series of YZ coordinates (X = X 1) is
obtained. A curve fitting, second or third order, is done
through these points and a YZ polynomial curve equation
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is generated. The intersection point of this curve with the
Z=Z1 plane may then be calculated, which gives a point
with X=X1 and Z=Z1 from which the real Y coordinate is
known, that being the distance to the sensor 52 in the Y
direction. This point is calculated for each light plane 62
projected by light projector 70 and, correspondingly, each
illumination line 64, with its corresponding Y calibration
images. The resultant is a set of candidate X1YiZ1 points.
Determination of the specific illumination line 64 and cor-
responding light plane 62 to which these points belong
enables a precise determination of the correct measuring
coordinate.
[0058] Referring back to reference light projector 70
and reference illumination line 74, the distance estima-
tion previously described that is performed via the refer-
ence illumination line 74 enables a determination of the
actual or real measuring point. Upon determining the cor-
rect Y coordinate for a given candidate point the illumi-
nation line 64 from which it is reflected may be deter-
mined. For that point the real XZ coordinates are calcu-
lated based on the XZ calibration, Then, for the other
lines in the camera device 76 measuring image the par-
ticular illumination line 64 number and thus projected light
plane 62 is then known. The process of taking a point
X1, Z1 and calculating the X1Y1Z1 three dimensional
spatial coordinates may then be repeated, with the pro-
jected light plane 62 to which it belongs being known
such that there exists only one resulting candidate meas-
uring point.
[0059] The distance estimation for the high point is only
done once per image, for the high point of the reflected
and received illumination line 64 that is the closest to the
reflected and received reference illumination line 74
viewed in the camera device 76 image of the first esti-
mation measurement. Once it is determined from which
projected light plane 62 and illumination line 64 that point
originates, it is known that the reflected and received il-
lumination lines 64 above and below are from the illumi-
nation line 64 projections of the sequentially previous and
following light planes 62. In this manner the high point of
each reflected and received illumination line 64 in the
camera device 76 image may be calculated and identified
such that the three dimensional spatial coordinates of
those points of the illumination lines 64 on the tire 66 can
be calculated. Correspondingly, the determined three di-
mensional spatial high point coordinates allow calculat-
ing a best fit plane there through, with the angles of this
plane in the vehicle coordinate system directly establish-
ing the camber and toe angles 56, 54.
[0060] It should be appreciated that the located high
point for a given two dimensional image of an illumination
line 64 imaged by the camera device 76 may not neces-
sarily be the physical high point of the tire 66 at the given
illumination line 64, but rather may be the point of the tire
66 positioned closest to the camera device 76. For ex-
ample, if the tire and wheel assembly 58 is substantially
perpendicular to sensor 52, such that there is generally
no toe angle, the located high point will be the physical

high point of the tire 66. However, this will not be the case
if a non-zero toe value is present. Therefore, the two di-
mensional image curves may be rotated over the initial
estimated toe value with the resulting new high point of
the illumination line 64 recalculated, resulting in a new
toe value. After multiple iterations of this process stable
toe values will be generated, which values may be con-
sidered the actual toe value.
[0061] An alternative method to compensate for the
discrepancy between a located high point for a given two
dimensional image of an illumination line 64 imaged by
the camera device 76 and the physical high point of the
tire 66 at the given illumination line 64 is by calculating
the three dimensional spatial coordinates of multiple se-
lected points belonging to an illumination line 64 and gen-
erating three dimensional curve equations. The tangen-
tial plane to the three dimensional curve equations may
then be calculated, which directly represents the plane
through the high points of the tire 66 and may directly
yield camber and toe angles 56, 54.
[0062] The above provide two alternative techniques
for compensating for the discrepancy between a located
high point for a given two dimensional image of an illu-
mination line 64 imaged by the camera device 76 and
the physical high point of the tire 66 at the given illumi-
nation line 64. In the first approach, imaged illumination
line 64 high points are determined in two dimensional
coordinates, converted to three dimensional coordinates
and a plane is calculated fitting through the three dimen-
sional coordinates. In the second approach, the imaged
illumination line 64 curves are initially converted to three
dimensional coordinates and the tangential plane
through them is directly calculated. The second approach
does not involve the iterative process of toe estimation
and curve rotation whereby an initial or estimated toe is
not calculated prior to determining the final toe and cam-
ber values. It should be appreciated, however, that such
compensation may not necessarily be required depend-
ing on the application or specified measurement param-
eters.
[0063] FIG. 1 illustrates the use of sensors 52a, 52b
positioned generally symmetrically about the left and
right sides 66a, 66b of the tire and wheel assembly 58.
It should be appreciated, however, that alternative meas-
uring apparatus arrangements using sensors may be em-
ployed and still function as intended within the scope of
the present invention. For example, an alternative ar-
rangement may employ a single sensor projecting illumi-
nation lines and receiving reflected images at the entire
tire and wheel assembly. Such a sensor may contain
alternative optics to spread the light planes over a wider
area and an alternative camera device having a larger
or wider field of view. In this arrangement, the reflected
images may be divided or separated, with the images
reflected from one portion or side of the tire being proc-
essed separately from the images reflected from another
portion of the tire, with the above noted algorithms being
applied to the separately received and processed por-
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tions of the reflected illumination lines.
[0064] In the case of lasers as light projectors, it should
be noted that as laser light is spread over larger areas
fewer illumination lines may be projected with the same
laser power to get the same light intensity of the laser
lines, that is fewer lines may be projected under the same
power if the lines are longer and desired to have compa-
rable intensity as a greater number of shorter lines. The
accuracy of this approach may, therefore, decrease due
to the fewer lines and lower image resolution. However,
this approach may be desirable in applications where
lower accuracy is acceptable in view of potentially lower
cost measuring apparatuses.
[0065] Still another alternative measuring apparatus
arrangement would be to employ a third sensor oriented
to project illumination lines and receive reflected images
from the top of the tire, such as a generally twelve o’clock
orientation. Such a third sensor may be positioned or
arranged horizontally relative to sensors 52a, 52b shown
in FIG. 1 such that the illumination line or lines are ar-
ranged generally vertically on the tire. This both increas-
es the number of measuring points and augments the
separation distance between the lowest and highest
measurement points due to their separation in the Z di-
rection, resulting in improved angular resolution and
higher accuracy with which the camber angle can be
measured.
[0066] Sensors may also employ internal compensa-
tion for drift, such as thermal drift, drift occurring as a
result of stress relaxation, wavelength drift, or the like.
Thermal drift may result as the ambient temperature
changes and/or the sensor components generate heat.
This thermal instability may influence the light projector,
reference light projector, and/or the camera device and
affect the measurement precision. One approach to ther-
mal drift compensation is to calibrate the sensors, such
as sensors 52, 152, 252, and/or 352, over multiple dif-
ferent temperatures such that the effects of temperature
on the sensors over a given range is determined. Sensor
temperature may then be monitored during normal op-
eration of sensors in determining wheel alignment, with
the temperature based calibration data being applied via
interpolation to derive at temperature compensated
alignment values.
[0067] Another approach to thermal drift compensation
may be accomplished by identifying invariants in the il-
lumination line light patterns. These are parameters that,
with constant temperature, do not change in the image
regardless of the object upon which the sensor is oper-
ating. For example, in place of illumination lines compris-
ing a horizontal multi line pattern, an alternative multi line
pattern of horizontal and vertical lines may be used, with
the intersections of those lines forming the invariants in
the system. In an aligned system these invariants are
expected to move on a vertical line in the reflected image.
A mathematical evaluation may be used to model the
instability movement of those intersections via drift, such
as thermal drift and permits estimation of the temperature

changes causing the instability in this case. In turn, this
enables compensation for thermal drift in the measuring
apparatus.
[0068] An alternative compensation approach may be
to deviate a portion of the reflected two dimensional illu-
mination line pattern from one or more of the illumination
lines and capture an image of the deviated portion on a
reserved CCD element of the camera device. This may
be accomplished through an optical system of mirrors
and a lens to reflect and deviate the reflected illumination
line directly to the camera device. As this optical system
is by design fixed, any drift of the deviated illumination
line on the CCD of camera device may be attributable to
drift, such as thermal drift, of the light projector. The ev-
olution of the deviated portion of the reflected illumination
line in relation to the calibrated position is compared such
that the drift of the sensor may be dynamically compen-
sated for during the measurement process.
[0069] It should be appreciated that alternative ar-
rangements and constructions of sensors from those de-
scribed above may be employed and still function as in-
tended within the scope of the present invention. For ex-
ample, a sensor may be constructed whereby either the
light projector and/or reference light projector are orient-
ed generally perpendicularly to the tire and wheel assem-
bly with the camera device angled with respect thereto.
Further, a light projector and/or a reference light projector
may be oriented to project upwards relative to a camera
device. A reference light projector may also project more
than one light plane or an alternatively shaped light and/or
the light projector may project alternatively shaped light
relative to the light planes illustrated.
[0070] Still further, as noted above, sensors 52 project
light beams, which in the illustrated embodiment are light
planes 62 forming illumination images disclosed as illu-
mination lines 64. Alternatively, however, other forms of
light beams may be projected to create alternative types
or forms of illumination images. For example, light beams
formed as rays creating dots or spots may be projected,
or light beams disclosing geometrical shapes may be pro-
jected, such as circles, squares, crosses, ellipses, or the
like.
[0071] Additionally, although in the above noted meas-
uring system 50 each sensor 52 is disclosed as including
a separate processor 68, it should be appreciated that
processors may be alternatively arranged. For example,
a single processor may be employed, which processor
is either located internally of a sensor or externally, such
as in a remote central computing system. Still further, a
measuring system may be constructed with two light pro-
jectors and a single camera device, or a single light pro-
jector and two camera devices, In either of these arrange-
ments, one or more reference light projectors may be
used, or may even be omitted if the light projector or light
projectors are constructed to project a non-regular pat-
tern as described above.
[0072] Sensors 52 are described above as used for
determining tire and wheel assembly 58 alignment char-
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acteristics. It should also be appreciated, however, that
sensors 52 may be employed for measuring or determin-
ing alternative parameters in applications where, for ex-
ample, lines projected on the measurement object gen-
erate a line profile that permits extraction of specific
points via the reflected line such that the three dimen-
sional spatial coordinates for these points may be deter-
mined. One example of such an alternative application
is measuring vehicle fender height. The multiple project-
ed and reflected illumination lines permit three dimen-
sional spatial calculation of multiple points on the vehicle
fender. Each projected and reflected illumination line will
show a specific falloff point on the fender and the deter-
mined curve through those points describes the fender
with the highest point of the curve equating to the height
of the vehicle fender.
[0073] The non-contact sensors of the present meas-
urement system invention project multiple illumination
lines onto an object, such as a tire of a tire and wheel
assembly, as well as receive reflected images of the il-
lumination lines. From the reflected images, the sensors
determine three dimensional spatial coordinates of se-
lected points of the illumination lines on the tire and de-
termine a plane through the determined three dimension-
al spatial coordinates, which plane represents the orien-
tation of the tire and wheel assembly and from which toe
and camber may be calculated, as well as other align-
ment characteristics. The projection of multiple illumina-
tion lines provides greater precision in determining the
tire and wheel assembly orientation, such as by providing
an increased number of measuring points, and increases
the working field over which the sensor may operate. In
addition, the projection of multiple light planes enables
the projection angle of the light planes to be increased,
which in turn enhances the sensitivity of the sensors. Tire
and wheel assembly orientation may be calculated for
each illumination line imaged by the sensor, thereby pro-
viding redundancy, robustness, and enabling noise re-
duction. Still further, due to the generally torid shape of
tires and the associated determined high points of the
illumination lines projected onto the tire sidewall surface,
a single image may be used to calculate camber, toe
angle, and wheel center position.

Claims

1. A method of determining alignment characteristics
of a tire and wheel assembly (58) mounted on a ve-
hicle, said method comprising:

projecting a plurality of light planes onto a tire
and wheel assembly to form a plurality of gen-
erally parallel illumination lines (64) on a tire (66)
of the tire and wheel assembly including forming
a gap between a pair of said illumination lines,
said gap comprising a non-illuminated spacing
that is different than the non-illuminated spacing

between other pairs of said illumination lines;
receiving a reflected image of at least some of
said illumination lines with a photo electric de-
vice (76), said photo electric device receiving
images of said illumination lines reflected from
the tire including said pair of said illumination
lines forming said gap;
resolving the identity and location of which said
illumination lines are imaged at said receiving
step based on said pair of said illumination lines
forming said gap; and
determining a plane defined by spatial coordi-
nates from said illumination lines imaged by said
photo electric device, said plane representing
the orientation of the tire and wheel assembly.

2. A method of determining alignment characteristics
of a tire and wheel assembly (58) mounted on a ve-
hicle, said method comprising:

projecting a plurality of light planes onto a tire
and wheel assembly to form a plurality of gen-
erally parallel illumination lines (64) on a tire (66)
of the tire and wheel assembly including forming
one of said illumination lines to be thicker than
the other said illumination lines;
receiving a reflected image of at least some of
said illumination lines with a photo electric de-
vice (76), said photo electric device receiving
images of said illumination lines reflected from
the tire including said thicker illumination line;
resolving the identity and location of which said
illumination lines are imaged at said receiving
step based on said thicker illumination line; and
determining a plane defined by spatial coordi-
nates from said illumination lines imaged by said
photo electric device, said plane representing
the orientation of the tire and wheel assembly.

3. The method of claims 1 or 2, wherein said projecting
said plurality of light planes comprises divergently
projecting said plurality of light planes.

4. The method of any one of claims 1 to 3, wherein said
projecting a plurality of light planes step includes pro-
jecting said plurality of light planes onto a reflecting
device, said reflecting device directing said plurality
of light planes onto the tire and wheel assembly.

5. The method of any one of claims 1 to 4, wherein said
receiving a reflected image of at least some of said
illumination lines step includes directing with a re-
flecting device said at least some of said illumination
lines at said photo electric device.

6. The method of any one of claims 1 to 5, wherein said
projecting a plurality of light planes step comprises
projecting said plurality of light planes onto both a
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first tire portion and a second tire portion, with the
first tire portion being located about the wheel rela-
tive to the second tire portion.

7. The method of claim 6, wherein said receiving a re-
flected image of at least some of said illumination
lines step comprises receiving reflected images from
both the first and the second tire portions.

8. The method of any one of claims 1 to 7, further com-
prising determining a circle defined by the spatial
coordinates from a selected point located on each
said illumination line imaged by said photo electric
device, said circle being concentric with the tire and
wheel assembly.

9. The method of any one of claims 1 to 8, further com-
prising repeating said receiving a reflected image of
at least some of said illumination lines step for mul-
tiple frames imaged by said photo electric device
while the tire and wheel assembly is rotating, and
further comprising repeating said determining a
plane defined by spatial coordinates from a selected
point located on each said illumination line imaged
by said photo electric device for each frame imaged
by said photo electric device, and wherein said de-
termining step comprises determining a plane by av-
eraging spatial coordinates from a selected point lo-
cated on each said illumination line for each frame
imaged by said photo electric device.

10. The method of claim 1 wherein said pair of said illu-
mination lines forming said gap are either spaced
closer together or further apart relative to the spacing
between the other said illumination lines.

11. The method of claims 1 or 10, wherein said plurality
of light planes are projected by a single light projec-
tor, and wherein said light projector projects a pair
of light planes with a non-uniform spacing relative to
the other said light planes to form said pair of illumi-
nation lines forming said gap.

12. The method of any one of claims 1 or 10, wherein
said plurality of light planes are projected by a first
light projector (70) and a second light projector (72),
and wherein one of said pair of illumination lines
forming said gap is formed by a light plane projected
by said first light projector and the other of said pair
of illumination lines forming said gap is formed by a
light plane projected by said second light projector.

13. The method of claim 12, wherein said second light
projector is angularly oriented relative to said first
light projector.

14. The method of anyone of claims 1 to 13, wherein
said receiving a reflected image of at least some of

said illumination lines comprises receiving at least
approximately ten said illumination lines.

15. A noncontact wheel alignment sensor (52) for deter-
mining alignment characteristics of a tire and wheel
assembly mounted on a vehicle, said sensor com-
prising:

at least a first multiline light projector (70) that
projects a plurality of light planes onto the tire
and wheel assembly to form generally parallel
illumination lines on the tire;
a photo electric device (76) that receives reflect-
ed images of at least some of said illumination
lines reflected from the tire; and
a processor operably (68) connected to said pro-
jector and said photo electric device and ar-
ranged to control said projecting and to perform
said receiving, resolving and determining steps
of claims 1 or 2.

Patentansprüche

1. Verfahren zum Bestimmen von Einstellungseigen-
schaften einer an einem Fahrzeug montierten An-
ordnung (58) von Reifen und Felge, wobei das Ver-
fahren Folgendes umfasst:

Projizieren einer Vielzahl von Lichtebenen auf
eine Anordnung von Reifen und Felge, um eine
Vielzahl von allgemein parallelen Beleuch-
tungslinien (64) auf einem Reifen (66) der An-
ordnung von Reifen und Felge zu bilden, um-
fassend das Bilden eines Zwischenraums zwi-
schen einem Paar der Beleuchtungslinien, wo-
bei der Zwischenraum einen nicht beleuchteten
Abstand umfasst, der sich von dem nicht be-
leuchteten Abstand zwischen anderen Paaren
der Beleuchtungslinien unterscheidet;
Empfangen eines reflektierten Bilds von min-
destens einigen der Beleuchtungslinien mit ei-
ner fotoelektrischen Vorrichtung (76), wobei die
fotoelektrische Vorrichtung Bilder der von dem
Reifen reflektierten Beleuchtungslinien, ein-
schließlich dem den Zwischenraum bildenden
Paar der Beleuchtungslinien, empfängt;
Ermitteln der Identität und Lage derjenigen in
dem Empfangsschritt abgebildeten Beleuch-
tungslinien basierend auf dem den Zwischen-
raum bildenden Paar der Beleuchtungslinien;
und
Bestimmen einer von räumlichen Koordinaten
von den von der fotoelektrischen Vorrichtung
abgebildeten Beleuchtungslinien definierten
Ebene, wobei die Ebene die Orientierung der
Anordnung von Reifen und Felge repräsentiert.
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2. Verfahren zum Bestimmen von Einstellungseigen-
schaften einer an einem Fahrzeug montierten An-
ordnung (58) von Reifen und Felge, wobei das Ver-
fahren Folgendes umfasst:

Projizieren einer Vielzahl von Lichtebenen auf
eine Anordnung von Reifen und Felge, um eine
Vielzahl von allgemein parallelen Beleuch-
tungslinien (64) auf einem Reifen (66) der An-
ordnung von Reifen und Felge zu bilden, um-
fassend das Bilden einer der Beleuchtungslini-
en, sodass sie dicker ist als die anderen Be-
leuchtungslinien;
Empfangen eines reflektierten Bilds von min-
destens einigen der Beleuchtungslinien mit ei-
ner fotoelektrischen Vorrichtung (76), wobei die
fotoelektrische Vorrichtung Bilder der von dem
Reifen reflektierten Beleuchtungslinien, ein-
schließlich der dickeren Beleuchtungslinie,
empfängt;
Ermitteln der Identität und Lage derjenigen in
dem Empfangsschritt abgebildeten Beleuch-
tungslinien basierend auf der dickeren Beleuch-
tungslinie; und
Bestimmen einer von räumlichen Koordinaten
von den von der fotoelektrischen Vorrichtung
abgebildeten Beleuchtungslinien definierten
Ebene, wobei die Ebene die Orientierung der
Anordnung von Reifen und Felge repräsentiert.

3. Verfahren nach Anspruch 1 oder 2, wobei das Pro-
jizieren der Vielzahl von Lichtebenen das divergente
Projizieren der Vielzahl von Lichtebenen umfasst.

4. Verfahren nach einem der Ansprüche 1 bis 3, wobei
der Schritt des Projizierens einer Vielzahl von Licht-
ebenen das Projizieren der Vielzahl von Lichtebenen
auf eine Reflexionsvorrichtung umfasst, wobei die
Reflexionsvorrichtung die Vielzahl Lichtebenen auf
die Anordnung von Reifen und Felge lenkt.

5. Verfahren nach einem der Ansprüche 1 bis 4, wobei
der Schritt des Empfangens eines reflektierten Bilds
von mindestens einigen der Beleuchtungslinien das
Lenken der mindestens einigen der Beleuchtungsli-
nien zu der fotoelektrischen Vorrichtung mit einer
Reflexionsvorrichtung umfasst.

6. Verfahren nach einem der Ansprüche 1 bis 5, wobei
der Schritt des Projizierens einer Vielzahl von Licht-
ebenen das Projizieren der Vielzahl von Lichtebenen
auf sowohl einen ersten Reifenabschnitt als auch
einen zweiten Reifenabschnitt umfasst, wobei der
erste Reifenabschnitt relativ zu dem zweiten Reifen-
abschnitt um die Felge herum liegt.

7. Verfahren nach Anspruch 6, wobei der Schritt des
Empfangens eines reflektierten Bilds von mindesten

einigen der Beleuchtungslinien das Empfangen von
reflektierten Bildern von sowohl dem ersten als auch
dem zweiten Reifenabschnitt umfasst.

8. Verfahren nach einem der Ansprüche 1 bis 7, weiter
umfassend das Bestimmen eines Kreises, der von
den räumlichen Koordinaten von einem auf jeder von
der fotoelektrischen Vorrichtung abgebildeten Be-
leuchtungslinie liegenden ausgewählten Punkt defi-
niert wird, wobei der Kreis mit der Anordnung von
Reifen und Felge konzentrisch ist.

9. Verfahren nach einem der Ansprüche 1 bis 8, weiter
umfassend das Wiederholen des Schritts des Emp-
fangens eines reflektierten Bilds von mindestens ei-
nigen der Beleuchtungslinien für mehrere von der
fotoelektrischen Vorrichtung abgebildete Einzelbil-
der, während sich die Anordnung von Reifen und
Felge dreht, und weiter umfassend das Wiederholen
des Bestimmens einer Ebene, die von räumlichen
Koordinaten von einem auf jeder von der fotoelekt-
rische Vorrichtung abgebildeten Beleuchtungslinie
liegenden ausgewählten Punkt definiert wird, für je-
des von der fotoelektrischen Vorrichtung abgebilde-
te Einzelbild und wobei der Bestimmungsschritt das
Bestimmen einer Ebene durch Mitteln von räumli-
chen Koordinaten von einem auf jeder Beleuch-
tungslinie liegenden ausgewählten Punkt für jedes
von der fotoelektrischen Vorrichtung abgebildete
Einzelbild umfasst.

10. Verfahren nach Anspruch 1, wobei das den Zwi-
schenraum bildende Paar der Beleuchtungslinien
relativ zu dem Abstand zwischen den anderen Be-
leuchtungslinien entweder näher aneinander oder
weiter voneinander entfernt angeordnet sind.

11. Verfahren nach Anspruch 1 oder 10, wobei die Viel-
zahl von Lichtebenen von einem einzigen Lichtpro-
jektor projiziert werden und wobei der Lichtprojektor
ein Paar Lichtebenen mit einem nicht einheitlichen
Abstand relativ zu den anderen Lichtebenen proji-
ziert, um das den Zwischenraum bildende Paar Be-
leuchtungslinien zu bilden.

12. Verfahren nach einem der Ansprüche 1 oder 10, wo-
bei die Vielzahl von Lichtebenen von einem ersten
Lichtprojektor (70) und einem zweiten Lichtprojektor
(72) projiziert werden und wobei eine des den Zwi-
schenraum bildenden Paars Beleuchtungslinien von
einer von dem ersten Lichtprojektor projizierten
Lichtebene gebildet wird und die andere des den
Zwischenraum bildenden Paars Beleuchtungslinien
von einer von dem zweiten Lichtprojektor projizierten
Lichtebene gebildet wird.

13. Verfahren nach Anspruch 12, wobei der zweite Licht-
projektor relativ zu dem ersten Lichtprojektor unter
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einem Winkel orientiert ist.

14. Verfahren nach einem der Ansprüche 1 bis 13, wobei
das Empfangen eines reflektierten Bilds von mindes-
tens einigen der Beleuchtungslinien das Empfangen
von mindestens ungefähr zehn Beleuchtungslinien
umfasst.

15. Berührungsloser Radeinstellungssensor (52) zum
Bestimmen von Einstellungseigenschaften einer an
einem Fahrzeug montierten Anordnung von Reifen
und Felge, wobei der Sensor Folgendes umfasst:

mindestens einen ersten Mehrlinien-Lichtpro-
jektor (70), der mehrere Lichtebenen auf die An-
ordnung von Reifen und Felge projiziert, um all-
gemein parallele Beleuchtungslinien auf dem
Reifen zu bilden;
eine fotoelektrische Vorrichtung (76), die reflek-
tierte Bilder von mindestens einigen der von
dem Reifen reflektierten Beleuchtungslinien
empfängt; und
einen Prozessor, der wirksam (68) mit dem Pro-
jektor und der fotoelektrischen Vorrichtung ver-
bunden ist und dazu angeordnet ist, das Proji-
zieren zu steuern und den Empfangs-, den Er-
mittlungs- und den Bestimmungsschritt nach
Anspruch 1 oder 2 auszuführen.

Revendications

1. Procédé de détermination de caractéristiques d’ali-
gnement d’un ensemble de pneumatique et roue
(58) monté sur un véhicule, ledit procédé
comprenant :

la projection d’une pluralité de plans de lumière
sur un ensemble de pneumatique et roue pour
former une pluralité de lignes d’illumination gé-
néralement parallèles (64) sur un pneumatique
(66) de l’ensemble de pneumatique et roue com-
portant la formation d’un espace entre une paire
desdites lignes d’illumination, ledit espace com-
prenant un espacement non illuminé qui est dif-
férent de l’espacement non illuminé entre
d’autres paires desdites lignes d’illumination ;
la réception d’une image réfléchie d’au moins
certaines desdites lignes d’illumination avec un
dispositif photo-électrique (76), ledit dispositif
photo-électrique recevant des images desdites
lignes d’illumination réfléchies par le pneumati-
que comportant ladite paire desdites lignes d’il-
lumination formant ledit espace ;
la résolution de l’identité et de l’emplacement de
celles desdites lignes d’illumination qui sont
imagées à ladite étape de réception en fonction
de ladite paire desdites lignes d’illumination qui

forment ledit espace ; et
la détermination d’un plan défini par des coor-
données spatiales à partir desdites lignes d’illu-
mination imagées par ledit dispositif photo-élec-
trique, ledit plan représentant l’orientation de
l’ensemble de pneumatique et roue.

2. Procédé de détermination de caractéristiques d’ali-
gnement d’un ensemble de pneumatique et roue
(58) monté sur un véhicule, ledit procédé
comprenant :

la projection d’une pluralité de plans de lumière
sur un ensemble de pneumatique et roue pour
former une pluralité de lignes d’illumination gé-
néralement parallèles (64) sur un pneumatique
(66) de l’ensemble de pneumatique et roue com-
portant la formation de l’une desdites lignes d’il-
lumination pour qu’elle soit plus épaisse que les
autres dites lignes d’illumination ;
la réception d’une image réfléchie d’au moins
certaines desdites lignes d’illumination avec un
dispositif photo-électrique (76), ledit dispositif
photo-électrique recevant des images desdites
lignes d’illumination réfléchies par le pneumati-
que comportant ladite ligne d’illumination plus
épaisse ;
la résolution de l’identité et de l’emplacement de
celles desdites lignes d’illumination qui sont
imagées à ladite étape de réception en fonction
de ladite ligne d’illumination plus épaisse ; et
la détermination d’un plan défini par des coor-
données spatiales à partir desdites lignes d’illu-
mination imagées par ledit dispositif photo-élec-
trique, ledit plan représentant l’orientation de
l’ensemble de pneumatique et roue.

3. Procédé selon la revendication 1 ou 2, dans lequel
ladite projection de ladite pluralité de plans de lumiè-
re comprend la projection divergente de ladite plu-
ralité de plans de lumière.

4. Procédé selon l’une quelconque des revendications
1 à 3, dans lequel ladite étape de projection d’une
pluralité de plans de lumière comprend la projection
de ladite pluralité de plans de lumière sur un dispositif
réflecteur, ledit dispositif réflecteur orientant ladite
pluralité de plans de lumière sur l’ensemble de pneu-
matique et roue.

5. Procédé selon l’une quelconque des revendications
1 à 4, dans lequel ladite étape de réception d’une
image réfléchie d’au moins certaines desdites lignes
d’illumination comporte l’orientation avec un dispo-
sitif réflecteur desdites au moins certaines desdites
lignes d’illumination au niveau dudit dispositif photo-
électrique.
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6. Procédé selon l’une quelconque des revendications
1 à 5, dans lequel ladite étape de projection de ladite
pluralité de plans de lumière comprend la projection
de ladite pluralité de plans de lumière sur à la fois
une première partie de pneumatique et une seconde
partie de pneumatique, la première partie de pneu-
matique étant située autour de la roue par rapport à
la seconde partie de pneumatique.

7. Procédé selon la revendication 6, dans lequel ladite
étape de réception d’une image réfléchie d’au moins
certaines desdites lignes d’illumination comporte la
réception d’images réfléchies depuis les deux pre-
mière et seconde parties de pneumatique.

8. Procédé selon l’une quelconque des revendications
1 à 7, comprenant en outre la détermination d’un
cercle défini par les coordonnées spatiales d’un point
sélectionné situé sur chaque dite ligne d’illumination
imagée par ledit dispositif photoélectrique, ledit cer-
cle étant concentrique avec l’ensemble de pneuma-
tique et roue.

9. Procédé selon l’une quelconque des revendications
1 à 8, comprenant en outre la répétition de ladite
étape de réception d’une image réfléchie d’au moins
certaines desdites lignes d’illumination pour de mul-
tiples vues imagées par ledit dispositif photo-électri-
que quand l’ensemble de pneumatique et roue est
en rotation, et comprenant en outre la répétition de
ladite détermination d’un plan défini par des coor-
données spatiales à partir d’un point sélectionné si-
tué sur chaque dite ligne d’illumination imagée par
ledit dispositif photo-électrique pour chaque vue
imagée par ledit dispositif photo-électrique, et dans
lequel ladite étape de détermination comprend la dé-
termination d’un plan en moyennant les coordon-
nées spatiales à partir d’un point sélectionné situé
sur chaque dite ligne d’illumination pour chaque vue
imagée par ledit dispositif photo-électrique.

10. Procédé selon la revendication 1, dans lequel ladite
paire desdites lignes d’illumination formant ledit es-
pace est formée avec des lignes soit moins espa-
cées, soit plus écartées relativement à l’espacement
entre lesdites autres lignes d’illumination.

11. Procédé selon les revendications 1 ou 10, dans le-
quel ladite pluralité de plans de lumière est projetée
par un seul projecteur de lumière, et dans lequel ledit
projecteur de lumière projette une paire de plans de
lumière avec un espacement non uniforme par rap-
port aux autres dits plans de lumière pour former
ladite paire de lignes d’illumination formant ledit es-
pace.

12. Procédé selon l’une quelconque des revendications
1 ou 10, dans lequel ladite pluralité de plans de lu-

mière est projetée par un premier projecteur de lu-
mière (70) et un second projecteur de lumière (72),
et dans lequel l’une de ladite paire de lignes d’illu-
mination formant ledit espace est formée par un plan
de lumière projeté par ledit premier projecteur de
lumière et l’autre de ladite paire de lignes d’illumina-
tion formant ledit espace est formée par un plan de
lumière projeté par ledit second projecteur de lumiè-
re.

13. Procédé selon la revendication 12, dans lequel ledit
second projecteur de lumière est orienté angulaire-
ment par rapport audit premier projecteur de lumière.

14. Procédé selon l’une quelconque des revendications
1 à 13, dans lequel ladite réception d’une image ré-
fléchie d’au moins certaines desdites lignes d’illumi-
nation comprend la réception d’au moins approxi-
mativement dix dites lignes d’illumination.

15. Capteur d’alignement de roue sans contact (52) pour
déterminer des caractéristiques d’alignement d’un
ensemble de pneumatique et roue monté sur un vé-
hicule, ledit capteur comprenant :

au moins un premier projecteur de lumière multi-
lignes (70) qui projette une pluralité de plans de
lumière sur l’ensemble de pneumatique et roue
pour former des lignes d’illumination générale-
ment parallèles sur le pneumatique ;
un dispositif photo-électrique (76) qui reçoit des
images réfléchies d’au moins certaines desdites
lignes d’illumination réfléchies par le
pneumatique ; et
un processeur connecté fonctionnellement (68)
audit projecteur et audit dispositif photo-électri-
que et agencé pour commander ladite projection
et exécuter lesdites étapes de réception, réso-
lution et détermination des revendications 1 ou
2.
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