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Description

Technical Field

[0001] The present disclosure relates to a sliding type
clamp and a clamp unit.

Background Art

[0002] When a wire harness is installed at a predeter-
mined position of a moving object such as a vehicle, if
there is a position gap between a clamp to be fixed to
the wire harness and a stud bolt projected at the prede-
termined position, the clamp cannot be assembled to the
wire harness. In this case, the wire harness cannot be
installed. It is considered to use a structure disclosed, for
example, in a PTL 1 (Patent Literature 1) as a measure.
That is, it is considered to use a structure which absorbs
the position gap between the stud bolt and the clamp.

Citation List

Patent Literature

[0003] [PTL 1] JP-A-7-310721

Summary of Invention

Technical Problem

[0004] However, in the PTL 1, because the structure
only absorbs the position gap in a direction parallel to the
axial direction of the wire harness, a position gap in other
directions cannot be absorbed by the structure. There-
fore, there is a concern that the wire harness may not be
installed, and there is a problem that an influence on the
workability of the wire harness may be caused.
[0005] In the PTL 1, the position gap in only the one
direction parallel to the axial direction of the wire harness
can be absorbed due to a movement of the gap absorb
structure in the one direction. Therefore, with the gap
absorb structure of the PTL 1, vibration or the like that is
caused by, for example, run of the vehicle, cannot be
effectively dispersed. Therefore, there is a concern that
fatigue may be accumulated, and there is a problem that
an influence on durability may be caused.
[0006] In the PTL 1, because the part of the structure
related to the position gap absorption has a rectangular
outer shape, when the wire harness is used, for example,
under the floor of the vehicle, snow and/or mud is easily
attached to the structure since the vehicle splashes the
snow and/or mud at the time of running. Therefore, there
is a problem that some kind of trouble may occur.
[0007] In the PTL 1, because the part of the gap ab-
sorbing structure is exposed to the outside and a protec-
tive member is not attached thereto, when the wire har-
ness is installed, for example, under the floor of the ve-
hicle, chipping easily occurs. Therefore, there is a prob-

lem that some kind of trouble may occur.
[0008] The present disclosure is made in view of the
above described circumstances, and the object of the
present disclosure is to provide a sliding type clamp and
a clamp unit so that workability of the wire harness can
be improved by absorbing the position gap, durability can
be improved by dispersing vibration, and trouble due to
the attachment of snow or the like can be prevented from
occurring.

Solution to Problem

[0009] In order to achieve the above object, according
to the present invention, there is provided a sliding type
clamp comprising:

a clamp fixing part adapted to be fixed to a stud bolt;
and
a clamp body adapted to clamp an objected member,
wherein the clamp fixing part and the clamp body
are integrally formed;
wherein the clamp fixing part has a first sliding struc-
ture which slides along a direction perpendicular to
an axis of the stud bolt; and
wherein the clamp body has a second sliding struc-
ture which slides with respect to the objected mem-
ber along a longitudinal direction of the objected
member.

[0010] For example, the clamp fixing part is integrally
formed on an intermediate portion of a side part of the
clamp body in the longitudinal direction, and cover parts
projected from both ends of the side part of the clamp
body protect the clamp fixing part.
[0011] For example, the cover parts are formed into
streamlined shape, and have parts whose positions are
lower than a lower part of the clamp fixing part.
[0012] According to the present disclosure, there is al-
so provided A clamp unit comprising:

the sliding type clamp according to the above which
is slidably assembled to the objected member; and
a fixed type clamp which is assembled to the object-
ed member in a fixed state.

[0013] For example, the objected member is an outer
member of a wire harness having a pipe shape, and a
sliding regulating part for regulating a sliding movement
of the sliding type clamp is provided on an outer surface
of the outer member.
[0014] For example, the sliding regulating part is
formed of a tape wounded on the outer surface of the
outer member.

Advantageous Effects of Invention

[0015] According to the present disclosure, because
there are at least two sliding structures in one clamp, the

1 2 



EP 2 801 136 B1

3

5

10

15

20

25

30

35

40

45

50

55

position gap can be absorbed surely. Because the clamp
slides relative to the member to be clamped, the clamp
itself is not in a fixed state, and vibration or the like that
spreads, for example, when the vehicle runs, can be ef-
fectively dispersed. That is, vibration or the like will not
be focused on a point where the clamp is disposed.
Therefore, according to the present disclosure, an effect
that workability can be improved and an effect that du-
rability can be improved are achieved.
[0016] According to the present disclosure, because
the clamp fixing part is protected by the cover parts, an
effect is achieved that trouble at the clamp fixing part can
be prevented from occurring.
[0017] According to the present disclosure, snow or
the like becomes hard to be attached due to the stream-
lined cover parts, and the clamp fixing part is not protrud-
ed from below due to the cover parts that have parts
whose positions are lower than the lower part of the clamp
fixing part. Therefore, effects are achieved that trouble
at the clamp fixing part can be prevented from occurring
and trouble at the peripheral part of the clamp fixing part
can be prevented from occurring.
[0018] According to the present disclosure, the struc-
ture for assembling the member to be clamped includes
the sliding type clamp which has at least two sliding struc-
tures and a fixed type clamp which is assembled to the
member to be clamped in a fixed state. Because the po-
sition gap is absorbed surely with the sliding type clamp,
an effect is achieved that workability can be improved.
Because the sliding type clamp is included, effects are
achieved that vibration or the like that spreads, for ex-
ample, when the vehicle runs, can be dispersed effec-
tively, and that durability can be improved.
[0019] According to the present disclosure, because
the sliding regulating part is provided to the outer member
while the objected member to be clamped is the pipe
body which becomes the outer member of the wire har-
ness, an effect is achieved that the sliding quantity of the
sliding type clamp can be regulated in accordance with
the installation of the wire harness.
[0020] According to the present disclosure, an effect
is achieved that the sliding quantity of the sliding type
clamp can be regulated with a simple structure.

Brief Description of Drawings

[0021]

Fig. 1A is a view illustrating a state that a wire harness
is installed in a vehicle, and Fig. 1B is a view illus-
trating an assembling structure including sliding type
clamps.
Fig. 2A is a perspective view illustrating a high volt-
age coaxial combined conductive path of the wire
harness, and Fig. 2B is a sectional view illustrating
the high voltage coaxial combined conductive path.
Fig. 3 is a front view illustrating the sliding type clamp.
Fig. 4 is a rear perspective view illustrating the sliding

type clamp.
Fig. 5 is a front perspective view illustrating the slid-
ing type clamp.
Fig. 6 is a top view of the sliding type clamp.
Fig. 7A is a perspective view illustrating a stud clamp
of the sliding type clamp, Fig. 7B is a perspective
view illustrating a clamp seat of the sliding type
clamp, and Fig. 7C is a perspective view illustrating
a clamp base of the sliding type clamp.

Description of Embodiments

[0022] There is a sliding type clamp having at least two
sliding structures. When a wire harness is installed, the
sliding type clamp is slidably assembled to an outer mem-
ber with a pipe shape of the wire harness to absorb a
position gap between the sliding type clamp and the wire
harness or a stud bolt surely.
[0023] Below, an embodiment will be described with
reference to the figures. Figs. 1A and 1B illustrate sliding
type clamps and a structure for assembling a member to
be clamped of the present disclosure. Fig. 1A is a view
illustrating a state that a wire harness is installed in a
vehicle, and Fig. 1B is a view illustrating an assembling
structure including sliding type clamps. Figs. 2A and 2B
are views illustrating a high voltage coaxial combined
conductive path of the wire harness. Figs. 3 to 7C are a
front view, a top view, and perspective views of the sliding
type clamp and its components.
[0024] In the embodiment, the present disclosure is
applied to a wire harness which is installed in a hybrid
vehicle (or an electric vehicle or a regular vehicle).
[0025] In Fig. 1A, a reference number 1 indicates a
hybrid vehicle. The hybrid vehicle 1 is a vehicle which is
driven by a combination of two powers of an engine 2
and a motor unit 3, and the electric power from a battery
5 (battery pack) will be supplied to the motor unit 3 via
an inverter unit 4. The engine 2, the motor unit 3 and the
inverter unit 4 are arranged in an engine room 6 at the
position of front wheels and the like in the embodiment.
The battery 5 is arranged in a vehicle rear part 7 of rear
wheels and the like (the battery 5 may be arranged in an
indoor space behind the engine room 6).
[0026] The motor unit 3 and the inverter unit 4 are con-
nected by a high voltage wire harness 8. The battery 5
and the inverter unit 4 are also connected by a high volt-
age wire harness 9. A middle part 10 of the wire harness
9 is installed at the ground side of a vehicle body floor
11. The wire harness 9 is installed substantially in parallel
with the vehicle body floor 11. The vehicle body floor 11
is a well-known body and is a so-called panel member,
and through holes (whose reference numbers are omit-
ted.) are formed at predetermined positions in the panel
member. The wire harness 9 is inserted through these
through holes.
[0027] The wire harness 9 and the battery 5 are con-
nected through a junction block 12 provided on the bat-
tery 5. A back end 13 of the wire harness 9 is electrically
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connected to the junction block 12 by a well-known meth-
od. A front end 14 of the wire harness 9 is electrically
connected to the inverter unit 4 by a well-known method.
[0028] The motor unit 3 includes a motor and a gener-
ator. The inverter unit 4 includes an inverter and a con-
verter. The motor unit 3 is formed as a motor assembly
including a shielding case. The inverter unit 4 is formed
as an inverter assembly including a shielding case. The
battery 5 is a Ni-MH battery or Li-ion battery, and is mod-
ularized. An electricity charging device such as a capac-
itor may be used. The battery 5 is not particularly limited
as long as the battery 5 may be used for the hybrid vehicle
1 or an electric vehicle.
[0029] First, the construction and structure of the wire
harness 9 are described. The wire harness 9 is a high
voltage member used to electrically connect the inverter
unit 4 to the battery 5 described as above, and includes
high voltage coaxial combined conductive paths 15 (refer
to Figs. 2A and 2B), an outer member 16 (an objected
member or a corrugated tube to be clamped) and elec-
tromagnetic shielding members 17. The wire harness 9
of such a construction is assembled and fixed to the ve-
hicle body floor 11 through a plurality of sliding type
clamps 18 according to the present disclosure and/or a
fixed type clamp 19.
[0030] In the embodiment, when the outer member 16
has a shielding function, the electromagnetic shielding
members 17 are formed to be connected to the two ter-
minals of the outer member 16, and when the outer mem-
ber 16 does not have a shielding function, the electro-
magnetic shielding members 17 are formed to extend
from the inverter unit 4 to the battery 5. When the outer
member 16 does not have a shielding function, the elec-
tromagnetic shielding members 17 intervenes between
the high voltage coaxial combined conductive path 15
and the outer member 16. A shielding member including
well-known braid or metal foil is adopted as the electro-
magnetic shielding member 17. The electromagnetic
shielding members 17 are connected to shielding cases
of the motor unit 3 and the inverter unit 4, for example
through shield shells not shown in the figure, or through
connectors not shown in the figure.
[0031] In Figs. 2A and 2B, one high voltage coaxial
combined conductive path 15 has a positive circuit and
a negative circuit. That is, there are two systems of cir-
cuits. In particular, a first conductive path 20 which has
a circular cross section and is located in the center of the
high voltage coaxial combined conductive path 15, a first
insulator 21 which covers the circumference of the first
conductive path 20 with a predetermined thickness, a
second conductive path 22 which is provided outside the
first insulator 21, and a second insulator 23 which covers
the circumference of the second conductive path 22 with
a predetermined thickness are included.
[0032] The high voltage coaxial combined conductive
path 15 is not limited to the two systems of circuits. Three
systems of circuits (three circuits), four systems of circuits
(four circuits), ···, n systems of circuits (n circuits) are also

possible as long as these circuits are coaxial in one con-
struction. In addition, the well-known high voltage electric
wire (high voltage conductive path) including a conductor
and an insulator may be used. Further, a high voltage
conductive path in which an insulator is provided to a bus
bar or a web bus bar, and a well-known cab tire cable
may be used.
[0033] The outer member 16 has a pipe body made of
metal, namely, a metal pipe body, and is formed to have
a length necessary to accommodate the high voltage co-
axial combined conductive path 15. The outer member
16 is not limited to a metal pipe body, but may be a pipe
body made of resin or elastomer. A corrugated tube is
preferably used as the pipe body made of resin. The outer
member 16 is formed to have a circular cross section in
the embodiment. The cross section is just an example.
As long as the sliding type clamp 18 to be described
below may slide, the cross section may be oval, ellipse,
or rectangular shape. The outer member 16 is bent in
accordance with the wiring course. A reference number
24 indicates a bent part.
[0034] In the embodiment, an aluminum pipe of a cir-
cular cross section (as an example) is used as the outer
member 16. The outer member 16 is formed to have such
an inside diameter that the high voltage coaxial combined
conductive path 15 is accommodated. The outer member
16 is formed to have such a thickness that a protective
function can be effective.
[0035] In Figs. 1B, 3 and 4, the sliding type clamp 18
is a member used to install the wire harness 9, and is
slidably assembled to a predetermined position of the
outer member 16. The sliding type clamp 18 has two
sliding structures (to be described below), and the sliding
type clamp 18 is formed so that the range, in which the
sliding type clamp 18 can be assembled to the stud bolt
25, is larger than the prior one. The sliding type clamp
18 is formed so that a position gap from the stud bolt 25
is absorbed by the two sliding structures, and the wire
harness 8 can be installed surely.
[0036] The sliding type clamp 18 is configured to in-
clude a clamp fixing part 26 which functions as a part
corresponding to the stud bolt 25 which becomes a fixed
point, and a clamp body 27 which functions as a part
corresponding to the outer member 16, and the clamp
fixing part 26 and the clamp body 27 are integrally formed.
[0037] The clamp fixing part 26 has a first sliding struc-
ture 28 which slides along a first direction P perpendicular
to an axis direction of the stud bolt 25. The clamp body
27 has a second sliding structure 30 which slides on the
outer member 16 along a longitudinal direction R of the
outer member 16. A sliding structure which slides along
a second direction Q perpendicular to both of the axis
direction of the stud bolt 25 and the first direction P may
be added to the clamp fixing part 26.
[0038] The sliding type clamp 18 is a resin product and
includes a plurality of components. In particular, the slid-
ing type clamp 18 includes a clamp base 31 made of
resin, a clamp seat 32 made of resin and a stud clamp
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33 made of resin. The clamp base 31 has a fixing part
base 34 which constructs the clamp fixing part 26, a pair
of cover parts 35 which are disposed at both sides of the
fixing part base 34, and the clamp body 27. The sliding
type clamp 18 is completed after steps of, for example,
assembling the stud clamp 33 to the clamp seat 32 and
then assembling the stud clamp 33 and the clamp seat
32 to the fixing part base 34 of the clamp base 31 are
performed.
[0039] The sliding type clamp 18 is made of resin as
described above, but the sliding type clamp 18 is not
limited to the resin material. Because the sliding type
clamp 18 is made of resin, there is an advantage that the
sliding type clamp 18 can be colored in accordance with
the outer member 16 or the assembled portion or in ac-
cordance with the form of the wire harness 9.
[0040] Regarding the sliding structures in the clamp
fixing part 26, the first sliding structure 28 is formed into
such a structure that the clamp seat 32 slides (moves)
along the first direction P relative to the fixing part base
34.
[0041] In Fig. 5, the clamp body 27 has a lower body
part 36, a hinge 37, an upper body part 38 and a pair of
locking parts 39, and is formed into a generally cylindrical
shape. Because the clamp body 27 has the second slid-
ing structure 30 which slides on the outer member 16
along the longitudinal direction R of the outer member
16 as illustrated in Figs. 1B, 3 and 4, the clamp body 27
has a diameter which is slightly larger than the outer di-
ameter of the outer member 16 to have the second sliding
structure 30. Because the clamp body 27 is made of resin,
the clamp body 27 slides on the outer member 16
smoothly.
[0042] The fixing part base 34 is integrally formed on
the center of the side part of the clamp body 27. The
fixing part base 34 is formed into such a rectangular frame
shape into which the clamp seat 32 can be accommo-
dated. A reference number 40 (refer to Fig. 7C) in the
fixing part base 34 indicates an accommodating space,
and the clamp seat 32 is slidably accommodated in the
accommodating space 40. The fixing part base 34 is pro-
tected by the pair of cover parts 35 projecting from two
ends of the side part of the clamp body 27.
[0043] The pair of cover parts 35 are formed into a
streamlined shape, and are formed into a shape that has
a part (lowest part 42) whose position is lower than a
lower part 41 of the clamp fixing part 26 as shown in Fig.
6. Since the pair of cover parts 35 have a rounded stream-
lined shape, while snow or the like becomes hard to be
attached, a force from the outside can be easily drained.
Because there are steps 43 from the clamp fixing part 26
since the pair of cover parts 35 have the lowest parts 42,
it is possible that the clamp fixing part 26 is not protruded,
and chipping can be prevented. The pair of cover parts
35 are formed as parts which effectively prevents trouble.
[0044] In Figs. 5 and 7A to 7C, the clamp seat 32 is
formed into a rectangular box shape. The stud clamp 33
is accommodated in an accommodating space 44 of the

rectangular box shape.
[0045] The stud clamp 33 is a part which is fixed to the
stud bolt 25 (refer to Fig. 1B), and has a rectangular clamp
body 45. The clamp body 45 has a bolt insertion hole 46
which becomes a part into which the stud bolt 25 is in-
serted. A plurality of flexible bolt locking parts 47 are
formed and arranged at inside positions of the bolt inser-
tion hole 46.
[0046] Because the sliding type clamp 18 has the first
sliding structure 28 and second sliding structure 30, by
sliding (moving) with these structures, a position gap from
the stud bolt 25 to the sliding type clamp 18 can be ab-
sorbed surely. Because the sliding type clamp 18 has
the second sliding structure which slides relative to the
outer member 16, the sliding type clamp 18 itself is not
in a fixed state, and vibration or the like that spreads, for
example, when the vehicle runs, can be effectively dis-
persed. That is, the sliding type clamp 18 is a clamp that
will not make vibration or the like focus on a point where
the sliding type clamp 18 is disposed.
[0047] Therefore, according to the sliding type clamp
18, an effect that operativity can be improved and an
effect that durability can be improved are achieved.
[0048] Returning back to Fig. 1B, the fixed type clamp
19 is assembled to the outer member 16 in a fixed state,
and a well-known clamp is used here.
[0049] When the plurality of sliding type clamps 18 are
assembled and fixed to the stud bolts 25 while the posi-
tion gaps are absorbed, and then by moving the outer
member 16 so that the outer member 16 slides relative
to the plurality of sliding type clamps 18 to assemble and
fix the fixed type clamp 19 to a predetermined position,
the wiring of the wire harness 9 is completed.
[0050] By providing sliding regulating parts 48 (refer to
Figs. 3 and 4) on the outer surface of the outer member
16, the sliding quantity of the sliding type clamp 18 can
be regulated in accordance with the wiring of the wire
harness 8. When the sliding regulating part 48 is formed
of, for example, a tape roll, the sliding regulating part 48
can be cheap and have a simple structure. As long as
the sliding quantity can be regulated, the sliding regulat-
ing part 48 is not limited to the tape roll.
[0051] It is apparent that various modifications can be
made to the invention without changing the purpose of
the invention.
[0052] The present application is based on Japanese
Patent Application No. 2012-032314 filed on February
17, 2012, the contents of which are incorporated herein
by reference.

Industrial Applicability

[0053] The sliding type clamp having two sliding struc-
tures can achieve an absorbing of the position gap surely,
and vibration or the like that spreads, for example, when
the vehicle runs, can be effectively dispersed.
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Reference Signs List

[0054]

P first direction
Q second direction
R longitudinal direction
1 hybrid vehicle
2 engine
3 motor unit
4 inverter unit
5 battery
6 engine room
7 vehicle rear part
8,9 wire harness
10 middle part
11 vehicle body floor
12 junction block
13 back end
14 front end
15 high voltage coaxial combined conductive path
16 outer member (an objected member or a corru-

gated tube to be clamped)
17 electromagnetic shielding members
18 sliding type clamps
19 fixed type clamp
20 first conductive path
21 first insulator
22 second conductive path
23 second insulator
24 bent part
25 stud bolt
26 clamp fixing part
27 clamp body
28 first sliding structure
30 second sliding structure
31 clamp base
32 clamp seat
33 stud clamp
34 fixing part base
35 cover part
36 lower body part
37 hinge
38 upper body part
39 locking part
40 accommodating space
41 lower part
42 lowest part (a part located at a lowest position)
43 step
44 accommodating space
45 clamp body
46 bolt insertion hole
47 bolt locking part
48 sliding regulating part

Claims

1. A sliding type clamp (18) comprising:

a clamp fixing part (26) adapted to be fixed to a
stud bolt (25); and
a clamp body (27) adapted to clamp an objected
member,
wherein the clamp fixing part (26) and the clamp
body (27) are integrally formed;
wherein the clamp fixing part (26) has a first slid-
ing structure (28) which slides along a direction
perpendicular to an axis of the stud bolt, char-
acterized in that
the clamp body has a second sliding structure
(30) which slides with respect to the objected
member (16) along a longitudinal direction of the
objected member (16).

2. The sliding type clamp (18) according to claim 1,
wherein the clamp fixing part (26) is integrally formed
on an intermediate portion of a side part of the clamp
body (27) in the longitudinal direction; and
wherein cover parts (35) projected from both ends
of the side part of the clamp body protect the clamp
fixing part.

3. The sliding type clamp according to claim 2, wherein
the cover parts (35) are formed into streamlined
shape, and have parts whose positions are lower
than a lower part of the clamp fixing part.

4. A clamp unit comprising:

the sliding type clamp according to any one of
claims 1 to 3 which is slidably assembled to the
objected member; and
a fixed type clamp (19) which is assembled to
the objected member in a fixed state.

5. The clamp unit according to claim 4, wherein the
objected member (16) is an outer member of a wire
harness having a pipe shape; and
wherein a sliding regulating part (48) for regulating
a sliding movement of the sliding type clamp is pro-
vided on an outer surface of the outer member.

6. The clamp unit according to claim 5, wherein the
sliding regulating part (48) is formed of a tape wound-
ed on the outer surface of the outer member.

Patentansprüche

1. Gleitklemme (18), die umfasst:

ein Klemmen-Befestigungsteil (26), das zur Be-
festigung an einem Gewindebolzen (25) einge-
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richtet ist; und
einen Klemmen-Körper (27), der zum Festklem-
men eines festzuklemmenden Elementes ein-
gerichtet ist,
wobei das Klemmen-Befestigungsteil (26) und
der Klemmen-Körper (27) integral ausgebildet
sind;
das Klemmen-Befestigungsteil (26) eine erste
Gleitstruktur (28) aufweist, die in einer Richtung
senkrecht zu einer Achse des Gewindebolzens
gleitet,
dadurch gekennzeichnet, dass
der Klemmen-Körper eine zweite Gleitstruktur
(30) aufweist, die in Bezug auf das festzuklem-
mende Element (16) in einer Längsrichtung des
festzuklemmenden Elementes (16) gleitet.

2. Gleitklemme (18) nach Anspruch 1, wobei das Klem-
men-Befestigungsteil (26) integral an einem Mittel-
abschnitt eines Seitenteils des Klemmen-Körpers
(27) in der Längsrichtung ausgebildet ist; und
Abdeckungsteile (35), die von beiden Enden des
Seitenteils des Klemmen-Körpers vorstehen, das
Klemmen-Befestigungsteil schützen.

3. Gleitklemme nach Anspruch 2, wobei die Abde-
ckungsteile (35) in Stromlinienform ausgebildet sind
und Teile aufweisen, die niedriger positioniert sind
als ein unterer Teil des Klemmen-Befestigungsteils.

4. Klemmeneinheit, die umfasst:

die Gleitklemme nach einem der Ansprüche 1
bis 3, die gleitend an dem festzuklemmenden
Element angebracht ist; und
eine unbewegliche Klemme (19), die in einem
unbeweglichen Zustand an dem festzuklem-
menden Element angebracht ist.

5. Klemmeneinheit nach Anspruch 4, wobei das fest-
zuklemmende Element (16) ein äußeres Element ei-
nes Kabelbaums ist, der eine Röhrenform hat; und
ein Gleit-Regulierteil (48) zum Regulieren einer
Gleitbewegung der Gleitklemme an einer Außenflä-
che des äußeren Elementes vorhanden ist.

6. Klemmeneinheit nach Anspruch 5, wobei das Gleit-
Regulierteil (48) aus einem Band besteht, das auf
die Außenfläche des äußeren Elementes gewickelt
ist.

Revendications

1. Attache de type coulissant (18) comprenant :

un élément de fixation d’attache (26) conçu pour
être fixé à une tige filetée (25) ; et

un corps d’attache (27) conçu pour serrer un
élément objet,
dans laquelle l’élément de fixation d’attache (26)
et le corps d’attache (27) sont formés d’un seul
tenant ;
dans laquelle l’élément de fixation d’attache (26)
possède une première structure coulissante
(28) qui coulisse dans un sens perpendiculaire
à l’axe de la tige filetée,
caractérisée en ce que le corps d’attache pos-
sède une seconde structure coulissante (30) qui
coulisse par rapport à l’élément objet (16) dans
le sens longitudinal de l’élément objet (16).

2. Attache de type coulissant (18) selon la revendica-
tion 1, dans laquelle l’élément de fixation d’attache
(26) est formé d’un seul tenant sur une partie inter-
médiaire d’un élément latéral du corps d’attache (27)
dans le sens longitudinal ; et
dans laquelle des éléments couvrants (35) faisant
saillie des deux extrémités de l’élément latéral du
corps d’attache protègent l’élément de fixation d’at-
tache.

3. Attache de type coulissant selon la revendication 2,
dans laquelle les éléments couvrants (35) sont pro-
filés, et possèdent des parties dont la position est
plus basse que celle de la partie inférieure de l’élé-
ment de fixation d’attache.

4. Unité de serrage comprenant :

l’attache de type coulissant selon l’une quelcon-
que des revendications 1 à 3 qui est montée de
manière coulissante sur l’élément objet ; et
une attache de type fixe (19) qui est montée sur
l’élément objet à l’état fixe.

5. Unité de serrage selon la revendication 4, dans la-
quelle l’élément objet (16) est un élément externe
d’un faisceau de câbles en forme de tuyau ; et
dans laquelle un élément de régulation du coulisse-
ment (48) destiné à réguler le mouvement coulissant
de l’attache de type coulissant est prévu sur une sur-
face externe de l’élément externe.

6. Unité de serrage selon la revendication 5, dans la-
quelle l’élément de régulation du coulissement (48)
est formé d’un ruban enroulé sur la surface externe
de l’élément externe.
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