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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a displacement
sensor which utilizes an optical cutting method to meas-
ure a displacement of an object.

2. Description of the Related Art

[0002] Conventionally, there are known sensor devic-
es for measuring the displacement, a length, and an an-
gle of various measurement objects. For example, a con-
ventional displacement sensor includes a floodlighting
unit, a light acceptance unit, calculation means, and out-
put means. The floodlighting unit irradiates a measure-
ment object with a line beam by driving a floodlighting
element such as a laser diode. The light acceptance unit
accepts slit light which is reflected by the measurement
object after emitted from the floodlighting unit. The cal-
culation means calculates a distance to the measure-
ment object. The output means outputs the distance to
the measurement object, which is calculated by the cal-
culation means (refer to, for example, Japanese Patent
No. 3599239).
[0003] The conventional displacement sensor can
measure a sectional outline shape irradiated with the line
beam on the measurement object. The use of the con-
ventional displacement sensor can check whether or not
a product falls within a specification range in a production
line. Generally, in the case of a product inspection, a
determination is seldom made by comparing a whole
shape of a product to be inspected to that of a good prod-
uct from the viewpoints of hardware necessary for
processing and a processing time. However, the inspec-
tion is performed by measurements of a position and a
height of a point which becomes important in the shape
and a distance between the points. For example, in the
case where the height and depth of a step are measured,
a user separately sets an area including a step surface
used in calculating the step from the sectional outline
shape by a user. Which height and depth are measured
from a reference position in the sectional outline shape
is set by the area even in a top and bottom measurement
instead of the step. In the case of the measurement of a
step edge position on the measurement object, the area
including the step edge position is set to perform the
measurement.
[0004] However, in the conventional displacement
sensor, a place which the user measures is specified and
set in each time when a measurement process is per-
formed based on plural local regions or feature points.
Therefore, a setting operation is obscure and setting work
is troublesome.
[0005] Moreover, a displacement sensor is known from
the prior art document EP 1 197 728 A1. In said displace-

ment sensor comprising a sensor head and a controller
either integrally or separately, the sensor head comprises
a measurement light emitting optical system, an image
acquiring optical system and a two dimensional imaging
device. The controller can control the imaging condition
associated with the brightness of the image in the form
of a video signal both under a measurement mode and
an observation mode. Under the measurement mode,
with a light source for measurement turned on, the im-
aging condition is adjusted in such a manner that a meas-
urement light radiated light image can be imaged at an
appropriate brightness but a surrounding part of the
measurement object is substantially darker than the ap-
propriate brightness, and a desired displacement is com-
puted according the video signal obtained by the two di-
mensional imaging device. Under the observation mode,
the imaging condition is adjusted in such a manner that
the measurement position and the surrounding part of
the measurement object can be imaged both at an ap-
propriate brightness, and an image of the measurement
position of the surface of the measurement object and
the surrounding region is displayed on the screen of an
image monitor according the video signal obtained by
the two dimensional imaging device.

SUMMARY OF THE INVENTION

[0006] In view of the foregoing, an object of the inven-
tion is to provide a displacement sensor in which the set-
ting for the desired measurement can be performed with
the simple operation. This object is solved by a displace-
ment sensor according to claim 1. Further advantageous
embodiments of the invention are the subject-matter of
the dependent claims. Aspects of the invention are set
out below.
[0007] Other aims and advantages of the invention will
become clear to those skilled in the art upon making ref-
erence to the detailed description.
[0008] A displacement sensor according to an aspect
of the invention includes a floodlighting unit which illumi-
nates a measurement object with a line beam; an imaging
unit which takes an image from a view angle at which a
position of a line beam image is viewed while changed
according to a height of a surface of the measurement
object illuminated with the line beam; a processing unit
which obtains a height distribution in relation to a direction
along the line beam on the surface of the measurement
object based on the taken image including the line beam
image obtained from the imaging unit, performs a meas-
urement process previously set based on plural local re-
gions or feature points on the obtained height distribution
in relation to the direction along the line beam, performs
a setting process for setting contents of the measurement
process; a display unit which displays the taken image
and a screen for the setting; an input unit which receives
an input for performing the setting; and an output unit
which outputs a result of the measurement process,
wherein, in the setting process, the processing unit dis-
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plays the taken image on the display unit, and sets the
taken image as a setting object image, the taken image
being displayed on the display unit when a confirmation
instruction is inputted through the input unit, in the meas-
urement process for the setting object image, simultane-
ously displays an option in which measurement is per-
formed based on as a reference line or a reference point,
a line or a point relatively located in an upper portion of
the line beam image included in the setting object image
and an option in which measurement is performed based
on, as a reference line or a reference point, a line or a
point relatively located in a lower portion of the line beam
image, or simultaneously displays an option in which
measurement is performed based on, as a reference line
or a reference point, a line or a point relatively located
on a left side of the line beam image included in the setting
object image or an option in which measurement is per-
formed based on, as a reference line or a reference point,
a line or a point relatively located on a right side of the
line beam image, receives an selection of the option input
through the input unit, and sets a kind of the measure-
ment process to be set while the reference line or refer-
ence point for the measurement process is distinguished
from others, sets one measurement process target re-
gion in the setting object image, the one measurement
process target region becoming a target of the measure-
ment process, and automatically sets a local region or a
feature point according to a relative positional relation-
ship between the line beam image and the set reference
line or reference point, the local region or feature point
being necessary to perform the set measurement proc-
ess to the line beam image included in the one measure-
ment process target region.
[0009] At this point, the measurement process previ-
ously set based on the plural local regions or feature
points includes a calculation process between the plural
local regions or feature points and a extraction process
of a predetermined local region or feature point from the
plural local regions or feature points. The feature point
includes an uppermost point (peak point), a lowermost
point (bottom point), an average point, a center point,
and a representative point of the edge.
[0010] The line or point which becomes the reference
located relatively above includes a horizontal line indi-
cating the upper stage of the projected step, an average
point and a center point of the horizontal line, an upper-
most point of the upper stage, a horizontal line indicating
the upper stage of the recessed step, an average point,
a center point, and an uppermost point of the horizontal
line, and uppermost points of the right and left horizontal
lines. The line or point which becomes the reference lo-
cated relatively below includes the horizontal line indi-
cating the upper stage of the projected step, the average
point, center point, and lowermost point of the horizontal
line, the lowermost points of the right and left horizontal
lines, the horizontal line of the lower stage which is of a
recess of the recessed step, and the average point, cent-
er point, and lowermost point of the horizontal line.

[0011] In the displacement sensor according to the as-
pect of the invention, preferably the processing unit dis-
plays the setting object image on the display unit in the
process of setting the measurement process target re-
gion, the processing unit displays a candidate region of
the measurement process target region while the candi-
date region is overlapped with the setting object image,
receives an instruction to change a position, a shape,
and a size of the candidate region through the input unit,
and updates and displays the position, the shape, and
the size of the candidate region when receiving the
change instruction, and receives an instruction input for
confirming a measurement process target region through
the input unit, and sets the candidate region at that time
as the measurement target region.
[0012] In the displacement sensor according to the as-
pect of the invention, preferably the processing unit au-
tomatically sets a local region used in the set measure-
ment process or a feature point used in the measurement
process, and displays the local region or the feature point
while the local region or the feature point overlaps the
setting object image. In the displacement sensor accord-
ing to the aspect of the invention, preferably the process-
ing unit displays the local region or the feature point, and
the processing unit receives a change in range of the
local region or a change in setting of a parameter used
to calculate the feature point, and when the processing
unit receives the change input, the processing unit dis-
plays the feature point calculated based on the post-
change local region or post-change parameter, the
processing unit receives an instruction input for confirm-
ing the local region or the parameter used to calculate
the feature point through the input unit, and the process-
ing unit sets the local region or the parameter used to
calculate the feature point at that time as the local region
or the parameter used to calculate the feature point which
is to be used in the measurement process.
[0013] The parameter used to calculate the local region
includes pieces of information on vertically and horizon-
tally end-portion positions of the local region. The param-
eter used to calculate the feature point includes an edge
threshold with respect to the height direction for deter-
mining an edge point and a binarization threshold for dis-
tinguishing an upper portion from a lower portion in the
measurement process target region.
[0014] In the displacement sensor according to the as-
pect of the invention, preferably the processing unit si-
multaneously displays peak height measurement for a
reference height and bottom depth measurement for a
reference height as measurement process options on
the screen to receive selection of the option. In the dis-
placement sensor according to the aspect of the inven-
tion, preferably in the measurement process, the
processing unit simultaneously displays an option of
measuring a step depth down to an upper stage with
respect to a reference height and an option of measuring
a step depth down to a lower stage with respect to the
reference height on the screen to receive the selection

3 4 



EP 1 878 997 B1

4

5

10

15

20

25

30

35

40

45

50

55

of the option. In the displacement sensor according to
the aspect of the invention, preferably in the measure-
ment process, the processing unit simultaneously dis-
plays an option of measuring an edge position of a left-
side step and an option of measuring an edge position
of a right-side step in the screen to receive the selection
of the option. In the displacement sensor according to
the aspect of the invention, preferably in the measure-
ment process, the processing unit simultaneously dis-
plays an option of measuring an interval between a left-
side edge and a right-side edge of a projected upper
stage and an option of measuring an interval between a
right-side edge of a recessed left-side upper stage and
a left-side edge of a right-side upper stage on the screen
to receive the selection of the option.
[0015] In the displacement sensor according to the as-
pect of the invention, preferably in the option of the meas-
urement process, the processing unit displays a project-
ed icon described on a reference line existing in a lower
portion for the measurement of peak height for the ref-
erence height, and displays a projected icon described
below the reference line existing in an upper portion for
bottom depth measurement to the reference height. In
the displacement sensor according to the aspect of the
invention, preferably, in the option of the measurement
process, the processing unit displays an icon in which a
line existing in an upper portion and other two lines are
described for the measurement of step height up to the
upper stage from the reference height, the two lines being
located on both sides of the line and below the line ex-
isting in the upper portion at the same height, and the
processing unit displays an icon in which a line existing
in a lower portion and other two lines are described for
the measurement of step height up to the lower stage
from the reference height, the two lines being located on
both sides of the line and the two lines being located at
the same height above the line. In the displacement sen-
sor according to the aspect of the invention, preferably,
in the option of the measurement process, the processing
unit displays an icon including a drawing for left-side edge
measurement, the drawing including plural edges which
are of boundary portions of the steps, a leftmost edge
being displayed while distinguished from other portions
in the drawing, and displays including a drawing for edge
position measurement of the right-side step, the drawing
including the plural edges which are of boundary portions
of the steps, a rightmost edge being displayed while dis-
tinguished from other portions in the drawing. In the dis-
placement sensor according to the aspect of the inven-
tion, preferably, in the option of the measurement proc-
ess, the processing unit displays an icon indicating a left-
side edge of a projected upper line and a right-side edge
of a projected upper line for measurement of the interval
between a projected upper left-side edge and a projected
upper right-side edge, and displays an icon indicating
positions of a right-side edge of a recessed left-side upper
stage and a left-side edge of a recessed right-side upper
stage for measurement of the interval between a right-

side edge of a recessed left-side upper stage and a left-
side edge of a recessed right-side upper stage.
[0016] In the displacement sensor according to the as-
pect of the invention, preferably the processing unit dis-
plays the icon to receive the selection of the option input
through the input unit, and sets a kind of the measure-
ment process to be set while the reference line or refer-
ence point for the measurement process is distinguished
from others, in the process of setting the measurement
process target region, the processing unit displays the
setting object image on the display unit, and displays a
candidate region of the measurement process target re-
gion while the candidate region overlaps the setting ob-
ject image, receives an instruction to change a position,
a shape, and a size of the candidate region through the
input unit, and updates and displays the position, the
shape, and the size of the candidate region when receiv-
ing the change instruction, and receives an instruction
input for confirming a measurement process target region
through the input unit, and sets the candidate region at
that time as the measurement target region.
[0017] According to the invention, when the previously
set measurement process is performed based on the plu-
ral local regions or feature points on the height distribution
with respect to the direction along the line beam whose
image is taken, the local region or feature point is auto-
matically set in the measurement process target region
by setting only one measurement process target region,
which simplifies the setting work.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

FIG. 1 shows a perspective view of appearances of
a signal processing unit and a sensor head unit;
FIG. 2 shows a perspective view of appearances of
the sensor head unit and a line beam;
FIG. 3 shows a block diagram of an electric hardware
configuration of the signal processing unit;
FIG. 4 shows a block diagram illustrating an electric
hardware configuration of the sensor head unit;
FIG. 5 shows an optical system of the sensor head
unit;
FIG. 6 shows an explanatory view of image process-
ing for groove measurement;
FIG. 7 shows a front view of the signal processing
unit;
Fig. 8 shows a general flowchart illustrating an op-
eration of the signal processing unit;
FIG. 9 shows screen transition of a FUN mode;
FIG. 10 shows a selection screen of a measurement
item with respect to height measurement;
FIG. 11 shows a selection screen of a measurement
item with respect to two-point step measurement;
FIG. 12 shows a selection screen of a measurement
item with respect to three-point step measurement;
FIG. 13 shows a selection screen of a measurement
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item with respect to angle and sectional area meas-
urements;
FIG. 14 shows a selection screen of a measurement
item with respect to edge measurement;
FIG. 15 shows a flowchart of the detailed height
measurement;
FIG. 16 shows a cutout area and an automatically
set measurement area in the height measurement;
FIG. 17 shows a flowchart of the detailed two-point
step measurement;
FIG. 18 shows a cutout area and an automatically
set measurement area in the two-point step meas-
urement;
FIG. 19 shows an explanatory view of segmented
processing;
FIG. 20 shows a flowchart of the detailed three-point
step measurement;
FIG. 21 shows a cutout area and an automatically
set measurement area in the three-point step meas-
urement;
FIG. 22 shows a flowchart of detailed edge position
measurement;
FIG. 23 shows a cutout area and an automatically
set measurement area in the edge position meas-
urement;
FIG. 24 shows a flowchart of detailed edge width
measurement;
FIG. 25 shows a cutout area and an automatically
set measurement area in the edge width measure-
ment; and
FIG. 26 shows a flowchart of a detailed RUN mode.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0019] Then, a sensor apparatus according to a pre-
ferred embodiment of the invention will be described in
detail with reference to the accompanying drawings. The
following embodiment shows only an example of the in-
vention, and the scope of the invention are defined only
by appended claims.
[0020] A displacement sensor of the embodiment is a
so-called amplifier-separated type displacement sensor
which separately includes a signal processing unit and
a sensor head unit in order that the compact displace-
ment sensor can be accommodated in a control panel or
in order that the displacement sensor is easily placed in
a narrow and small measurement environment.
[0021] FIG. 1 shows a perspective view of appearanc-
es of a signal processing unit 1 and a sensor head unit
2 in the displacement sensor of the embodiment. An outer
case 10 of the signal processing unit 1 has a slightly thin
rectangular shape. An external connection cord (not
shown) is drawn from a front face of the outer case 10.
The external connection cord includes an external input
line, an external output line, and a power supply line. The
external input line is used to issue various commands to
the signal processing unit 1 from PLC which is of an up-

per-level device, the external output line is used to output
a switching output and an analog output which are gen-
erated in the signal processing unit 1 to PLC, and the
power supply line is used to supply the power to an in-
ternal circuit of the signal processing unit 1. Although not
shown, a USB connector and an RS-232C connector are
provided in a front face of the outer case 10.
[0022] An operable operation-unit cover 14 is provided
in an upper surface of the outer case 10. An operation
unit is provided under the operation-unit cover 14 to per-
form various command operations in the signal process-
ing unit 1. A display unit 15 is arranged in the upper sur-
face of the outer case 10, and the display unit 15 displays
measurement object image information or measurement
result obtained by the sensor head unit 2, a measurement
value, and a setting screen.
[0023] Inter-signal processing unit connector covers
16 are provided in side faces of the outer case 10. An
inter-signal processing unit connector (junction connec-
tor) which connects another signal processing unit 1 are
provided in the inter-signal processing unit connector
covers 16. The plural signal processing units 1 can be
connected in a line through a DIN rail while the adjacent
signal processing units 1 are connected to each other. A
sensor head unit connecting connector 17 is provided in
a rear surface of the outer case 10 of the signal process-
ing unit 1. The signal processing unit 1 is connected to
the sensor head unit 2 through the sensor head unit con-
necting connector 17.
[0024] The sensor head unit 2 includes a signal
processing unit connecting connector 27 corresponding
to the sensor head unit connecting connector 17, a cable
21, and a sensor head main body unit 20.
[0025] As shown in FIG. 2, a surface of the measure-
ment object 5 is illuminated with a pulsating laser beam
(pulse light) emitted from a floodlighting device (laser di-
ode) incorporated into the main body unit 20 in the form
of slit light L1 through a floodlighting lens (not shown).
Therefore, an illumination light image LM of the slit light
is formed in the surface of the measurement object 5.
The reflected light L2 of the slit light reflected from the
measurement object 5 is incident to a two-dimensional
imaging device (such as a photodiode array, CCD, and
a CMOS imaging device) through a light acceptance lens
(not shown) in the sensor head unit 2. That is, the surface
of the measurement object 5 is imaged from different
angles with the two-dimensional imaging device, which
obtains a video signal including the illumination light im-
age LM of the slit light. A predetermined feature amount
is extracted based on the video signal, and a distribution
of a target displace amount (distance between the sensor
head unit 2 and the measurement object 5 in this exam-
ple) is determined along the illumination light image LM.
[0026] FIG. 3 shows a block diagram illustrating a
whole of an electric hardware configuration of the signal
processing unit 1 in the displacement sensor. As shown
in FIG. 3, the signal processing unit 1 includes a control
unit 101, a storage unit 102, a display unit 103, a com-
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munication unit 104 which conducts communication with
the sensor head unit 2, a communication unit 105 which
conducts communication with an external device, a key
input unit 106, an external input unit 107, an output unit
108, and a power supply unit 109.
[0027] The control unit 101 includes CPU (Central
Processing Unit) and FPGA (Field Programmable Gate
Array), and the control unit 101 controls the whole of the
signal processing unit 1. The control unit 101 realizes
later-mentioned various functions. The control unit 101
also binarizes a light acceptance signal based on a pre-
determined threshold, and the control unit 101 transmits
output data of the binarized light acceptance signal to
the outside from the output unit 108.
[0028] The storage unit 102 includes a nonvolatile
memory (EEPROM) 102a and an image memory 102b
in which the image data displayed on the display unit 103
is stored.
[0029] The display unit 103 includes a liquid crystal
display unit 103a and an indicating lamp LED 103b. The
threshold and various numerical values concerning the
distance to the measurement object are displayed on the
liquid crystal display unit 103a, and the indicating lamp
LED 103b indicates on and off states which are of a target
output.
[0030] The communication unit 104 is used to product
communication with the sensor head unit 2.
[0031] The external communication unit 105 includes
a USB communication unit 105a, a serial communication
unit 105b, and an inter-signal processing unit communi-
cation unit 105c. The USB communication unit 105a con-
nects the displacement sensor to an external personal
computer (PC) 110. The serial communication unit 105b
is used to transmit and receive a command and program
data. The inter-signal processing unit communication
unit 105c conducts data communication with other signal
processing units adjacent onto both sides of the signal
processing unit according to a predetermined protocol
and a transmission and reception format.
[0032] The key input unit 106 includes switches (not
shown) and operation buttons (not shown) for performing
various settings. The external input unit 107 receives var-
ious commands issued to the signal processing unit 1
from the upper-level device such as PLC. The output unit
108 is used to output the target on and off output to the
upper-level device such as PLC. The power supply unit
109 supplies the electric power to the control unit 101
and the external hardware circuit.
[0033] FIG. 4 shows a block diagram illustrating an
electric hardware configuration of the sensor head unit
2. As shown in FIG. 4, the sensor head unit 2 includes a
control unit 201, a floodlighting unit 202, a light accept-
ance unit 203, an indicating lamp LED 204, a storage
unit 205, and a communication unit 206. The floodlighting
unit 202 illuminates the measurement object 5 with the
slit light. The light acceptance unit 203 accepts the slit
light reflected from the measurement object 5.
[0034] The control unit 201 includes CPU (Central

Processing Unit) and PLD (Programmable Logic De-
vice). The control unit 201 controls the whole of the com-
ponents 202 to 206 in the sensor head unit, and the con-
trol unit 201 performs a process of taking out the light
acceptance signal from the light acceptance unit 203 to
transmit the light acceptance signal to the signal process-
ing unit 1.
[0035] The floodlighting unit 202 includes the laser di-
ode which is of the floodlighting device and a floodlighting
circuit, and the floodlighting unit 202 illuminates the
measurement target region with the slit light. The light
acceptance unit 203 includes a two-dimensional imaging
device (such as a photodiode array, CCD, and a CMOS
imaging device) and a light acceptance signal processing
unit. The two-dimensional imaging device accepts the
reflected slit light. The light acceptance signal processing
unit amplifies the light acceptance signal obtained from
the two-dimensional imaging device in synchronization
with a timing control signal from the control unit 201, and
the light acceptance signal processing unit outputs the
amplified light acceptance signal to the control unit 201.
The indicating lamp LED 204 is turned on and off accord-
ing to various operation states of the sensor head unit 2.
[0036] The storage unit 205 includes, e.g., a nonvola-
tile memory (EEPROM), and ID (identification informa-
tion) for identifying the sensor head unit 2 is stored in the
storage unit 205. The communication unit 206 is used to
conducts communication with the signal processing unit
1 under orders of the control unit 201.
[0037] The sensor head unit 2 of the embodiment has
the above circuit configuration to appropriately perform
the floodlighting and light accepting processes according
to the command of the signal processing unit 1.
[0038] FIG. 5 shows a sectional configuration of an op-
tical system of the sensor head unit 2. In FIG. 5, the laser
beam emitted from the laser diode is shaped in the light
beam (slit light) having a line shape in cross section
through the slit, and the surface of the measurement ob-
ject is illuminated with the light beam in the form of the
line beam through the floodlighting lens. Because FIG.
5 shows the sectional view, the measurement object is
illuminated with the laser beam while the laser beam is
focused as convergent light in the section of FIG. 5. How-
ever, the laser beam has a broadened light flux with re-
spect to the direction perpendicular to the section, and
the measurement object is illuminated with the slit light.
On the other hand, an illumination light image of cut light
generated by the line beam illumination is taken from a
predetermined angle by the two-dimensional imaging de-
vice (two-dimensional CCD in this case) through the light
acceptance lens. As is well known, a taking angle of the
two-dimensional CCD is positioned according to a
change in height of the measurement object such that
imaging position of the light image on CCD is changed.
Thus, the height is measured in each position of the line
beam image along the direction perpendicular to the sec-
tion based on a principle of triangulation.
[0039] For example, measurement of a groove will be
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described with reference to FIG. 6. When the image of
the surface of the object having a V-shape groove is taken
with the sensor head unit as shown in FIG. 6A, a line
beam image which becomes a large V-shape wave bright
line emerges on the object surface according to a depth
of a flaw as shown in FIG. 6B. An image shown in FIG.
6C is obtained as the line beam image on the correspond-
ing light acceptance surface of the imaging device. In
FIG. 6C, the position in the vertical direction corresponds
to the position in the direction along the illuminated line
of the line beam, and the position in the vertical direction
corresponds to the height of the object surface at the
position in the horizontal direction. When the height of
the object surface is changed, the image is moved in the
horizontal direction (displacement direction) on the light
acceptance plane of the imaging device. When the height
is calculated from the image in each position on the object
surface illuminated with each line beam, the sectional
shape of the image can be measured. In FIG. 6, the height
of the image existing on the leftmost side corresponds
to the bottom of the groove, so that the depth of the groove
can be obtained as the measurement value by determin-
ing a difference with a height of another image.
[0040] FIG. 7 shows the state in which an operation-
unit cover 14 of the signal processing unit 1 is opened.
An LDON indicating lamp 701, a ZERO indicating lamp
702, and an ENABLE indicating lamp 703 are arranged
in an upper side of the upper surface of the outer case
10. The LDON indicating lamp 701 is lit on when the
sensor head unit 20 emits the laser beam. The ZERO
indicating lamp 702 is lit on when a zero reset function
of performing calculation by subtracting a set offset value
is enabled. The ENABLE indicating lamp indicates the
state in which the measurement can be performed. Indi-
cating lamps 704 arranged on the left side are used to
display result when a determination of the measurement
result is made based on the threshold. For example, an
indicating lamp is lit on when the measurement value is
larger than the threshold, an indicating lamp is lit on when
the measurement value is smaller than the threshold,
and an indicating lamp is lit on when the measurement
value is located between two thresholds.
[0041] Four function keys 705 are provided under the
operation unit cover 14. In a setting mode (FUN mode)
for setting contents of the measurement, the function
keys 705 function as selection keys for selecting icons
which are displayed on the display unit 15 while each two
icons are arranged vertically and horizontally, and the
function keys 705 function as selection keys for selecting
selection candidates which are displayed while designat-
ed by the numerals 1 to 4. A lower left switch 706 selects
a standard mode (STD) operation or an expert mode
(EXP) operation. A setting method described in detail
later is enabled when the switch 706 is switched to the
standard mode, and a setting mode of separately setting
each measurement point or area like the conventional
method is enabled when the switch 706 is switched to
the expert mode. In a mode switch 707 located on the

light side of the switch 706, a FUN mode is located at the
left end position to perform the setting, an ADJ mode is
located at the central position to set the threshold for
making a determination of the measurement result and
to adjust the threshold, and a RUN mode is located at
the right end position to perform the measurement proc-
ess. The mode switch 707 is switched to each position
to perform the operation of the corresponding mode. A
MENU/VIEW key also functions as a so-called teaching
key when a menu screen, a screen of the measurement
object image, and a screen of the measurement result
are switched in each time the key is pressed down, or
when the target image to be set is determined during the
setting. An arrow key 709 is used to move a later-men-
tioned setting area vertically and horizontally and to move
a selection candidate displayed on the display unit 15
vertically and horizontally. A lower right SET key 711 is
used to make the determination of the selection candi-
date. An ESC key 711 cancels the previous operation.
[0042] FIG. 8 shows a main operation flow in the em-
bodiment. When the power is turned on to start the proc-
ess, start-up process such as initial setting is performed
(Step 801), and the mode of the mode switch is confirmed
to determine whether or not the currently set mode differs
from the previously set mode (Step 802). When the cur-
rently set mode differs from the previously set mode, the
switching process of switching the previously set mode
to the currently set mode is performed and the flow goes
to the next step (Step 803). When the mode is not
changed, the flow goes directly to the next step. Then, a
command input is accepted according to the set mode.
When the command input is accepted, the command is
analyzed to perform the process according to the com-
mand. The process of setting the measurement is per-
formed in the case of the FUN mode, the measurement
process set in the FUN mode is performed in the case
of the RUN mode, and the process of setting and adjust-
ing the threshold for making the right or wrong determi-
nation of the measurement result used in the RUN mode
is performed in the case of the ADJ mode. A display proc-
ess, e.g., the screen display of the measurement result
is performed according to each process, and the flow
returns to Step 802. In this case, although FIG. 8 shows
the typical flow from Steps 804 to 807, actually the flow
is not limited to processes shown in FIG. 8, but a neces-
sary process is appropriately added in the proper order.
[0043] When the FUN mode is selected by the mode
switch 707, the measurement process is set. The proc-
esses corresponding to Steps 804 to 807 become spe-
cifically a flow shown by transition of the display screens
of FIG. 9.
[0044] When the FUN mode is selected to start the
process, the image whose light is accepted by the imag-
ing device is displayed on the display unit 15 of the signal
processing unit 1. When the measurement object is ar-
ranged in an area (measurable area) where the line beam
and an imageable area intersect each other, the line
beam image formed by the illumination of the object sur-
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face is taken with the imaging device, and the taken line
beam image is displayed on the display unit 15. The up-
permost portion of FIG. 9 schematically shows the image
(teaching image) to which teaching is performed. In the
display of the embodiment, the height information is not
shown in the horizontal direction of the screen unlike FIG.
6C, the horizontal direction of the screen corresponds to
the direction along the line of the line beam image, and
the vertical direction of the screen corresponds to the
direction which is changed according to the height of the
measurement object. In addition, as the height of the
measurement object illuminated with the line beam is in-
creased, the image emerges on the upper side in the
vertical direction of the screen. Each pixel has light ac-
ceptance amount information corresponding to bright-
ness of the accepted light. The displayed image may be
one in which a filtering process, a time averaging process,
a process of connecting broken points, and a thinning
process are performed to the taken image. In the em-
bodiment, the image having optimum sensitivity is ex-
tracted in each vertical direction, and the image in which
the extracted images are combined is displayed. Further,
a median filtering process is performed with respect to
the horizontal direction. The median filtering process is
one in which, in each horizontal position of the line beam
image, an intermediate value of three pieces of height
information including the height information on the posi-
tion and the pieces of height information on the right and
left sides of the position is set to a height value of the
position. Therefore, electric spike noises are removed.
Moreover, the image in which the pixel having the highest
light acceptance amount is extracted in each line in the
vertical direction cam also be displayed. A user adjusts
arrangement of the measurement object or displacement
sensor such that the point where the measurement object
is measured is displayed as the image, and the user per-
forms the teaching by pressing the MENU/VIEW key 708.
When the MENU/VIEW key 708 is pressed, the image
displayed at that time is set to a reference image (teach-
ing image) used in the measurement setting.
[0045] Then, plural selection candidates (hereinafter
referred to as measurement item) of the measurement
process performed to the image to which the teaching is
performed are displayed in the form of the icon to accept
the selection. The icons concerning the height, a two-
point step, a three-point step, an edge position, and an
edge width are prepared as the measurement item. Al-
though each of the icons is described in detail later, each
two of the measurement item icons displayed in this case
are arranged vertically and horizontally corresponding to
the function keys 705. For example, when the upper left
function key (1) is pressed, the measurement process
shown by the upper left icon is selected. Other function
keys (2 to 4) also correspond to the icons in the positional
relationship, the selection is easily performed. Because
only the four measurement items are displayed once,
different four measurement items are sequentially dis-
played by the input of the right and left keys of the arrow

key 709. When the measurement process of the meas-
urement item is selected to complete the setting by the
user, the mode is switched to the RUN mode, and the
selected measurement process is performed. Alterna-
tively, a function of switching plural banks and the meas-
urement item may be set in each bank.
[0046] Then, one process target image extraction area
(cutout area) including the image which becomes the tar-
get of the measurement process performed by the meas-
urement item selected by the icon is displayed. In the
embodiment, a frame having two-thirds to three quarters
of the screen is initially displayed in the center of the
screen. However, the size of the frame is not limited to
the embodiment. For example, the frame including the
whole of the screen may be displayed. The position,
range, shape of the frame can be adjusted, and the input
of the arrow key 709 is accepted to adjust the position
and range. When the SET key 711 is pressed, the frame
displayed at that time is set to the cutout area. Accord-
ingly, when the point necessary to perform the measure-
ment process set by the measurement item is displayed
within the previously determined frame, the user directly
determines the point by the SET key. When the position
is not located in the frame, the user determines the point
after adjusting the frame. The cutout area is set by the
determination, and the measurement process is per-
formed to the determined area according to the set meas-
urement item during the RUN mode.
[0047] When the cutout area is set, the measurement
range or measurement point used in the measurement
process is automatically set from the cutout area accord-
ing to the process of each measurement item selected
by the icon, and the automatically set measurement
range or measurement point is displayed which over-
lapped on the teaching image for the purpose of confir-
mation. The input of the arrow key 709 is accepted to
adjust the measurement range. When the SET key 711
is pressed, the measurement range or measurement
point to the cutout area at that time is confirmed and set.
The lowermost portion of FIG. 9 shows an example of
the two-point step, the upwardly projected line indicates
the teaching image a + mark indicates the measurement
point, and the range sandwiched by vertical lines located
on both sides of each + mark indicates the measurement
range where the averaging process is performed to cal-
culate the measurement point. When the measurement
range is correctly set from the viewpoint of the relation-
ship with the teaching image, the user directly presses
the SET key 711. The user presses the SET key 711
after the measurement range is adjusted by the operation
of the arrow key 709 if needed. Therefore, in the RUN
mode, the measurement process is performed to the set
cutout area based on the measurement range or meas-
urement point. In the presence or absence of the final
fine adjustment of the measurement range, the enable
and disable may be switched by the setting.
[0048] FIGS. 10 to 14 show display screens on which
the selection of the measurement item is accepted to
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perform the setting. In each drawing, the four measure-
ment item icons are displayed once. The display screens
shown in FIGS 10 to 14 are sequentially switched by the
operation of the right and left keys of the arrow key 709.
In the embodiment, because a 4.6 cm (1.8 inch) liquid
crystal display screen is used, desirably the two to nine
icons are displayed once in consideration of visibility and
usability.
[0049] The display screen of FIG. 10 collectively dis-
plays the icons on one screen in order to accept the se-
lection of the measurement items concerning the height
measurement. In this case, the icons for selecting the
three measurement items of an average measurement
process (upper left), a peak height measurement process
(upper right), and a bottom height measurement process
(lower left) are displayed on one screen. The average
measurement process is a calculation process of the av-
erage height in the cutout area set later. The peak height
measurement process is a calculation process of the
height which becomes the peak in the cutout area. The
bottom height measurement process is a calculation
process of the height of the lowest position in the cutout
area.
[0050] The display screen of FIG. 11 simultaneously
displays icons for accepting the selection of the meas-
urement process concerning the two-point step meas-
urement. The upper left icon indicates the process of
measuring a projected step based on a bottom surface
and the measurement process (projected average two-
point step measurement) of determining the step up to
an upper average height of the projected step from the
average height of the bottom surface. The upper right
icon indicates the process of measuring a recessed step
based on an upper surface and the measurement proc-
ess (recessed average two-point step measurement) of
determining the step up to a recess average height of
the recessed step from the average height of the upper
surface. The lower left icon indicates the measurement
process (projected peak two-point step measurement)
of determining the step up to the projected peak height
based on the average height of the bottom surface. The
lower right icon indicates the measurement process (re-
cessed bottom two-point step measurement) of deter-
mining the step up to the recessed peak height based on
the average height of the upper surface. The icons for
selecting the four measurement items are displayed on
one screen.
[0051] A horizontal line indicating the upper stage of
the projected step and two horizontal lines are included
in the display of the upper left icon for the projected av-
erage two-point step measurement. The two horizontal
lines are arranged on both sides of the horizontal line
and have a common height lower than the horizontal line.
The upper left icon visually displays the step measure-
ment up to the upper stage of the projected step based
on the bottom surface. A projected shape whose peak
position is indicated by the mark and two horizontal lines
are included in the display of the lower left icon for the

projected peak two-point step measurement. The two
horizontal lines are arranged on both sides of the pro-
jected shape and have a common height lower than the
projected shape. The lower left icon visually displays the
step measurement up to the projection peak based on
the bottom surface. A horizontal line indicating the lower
stage located at the recessed position of the recessed
step and two horizontal lines are included in the display
of the upper right icon for the recessed average two-point
step measurement. The two horizontal lines are arranged
on both sides of the horizontal line and have a common
height higher than the horizontal line. The upper right
icon visually displays the step measurement up to the
lower stage which is of the recess based on the upper
surface. A recessed shape whose bottom position is in-
dicated by the mark and two horizontal lines are included
in the display of the lower right icon for the recessed
bottom two-point step measurement. The two horizontal
lines are arranged on both sides of the projected shape
and have a common height higher than the recessed
shape. The lower right icon visually displays the step
measurement up to the recess bottom based on the up-
per surface. In each icon, a point mark is displayed at
the representative point such as the center of each hor-
izontal line and the average coordinate, and the point
marks are displayed at the peak position and the bottom
position in the peak display and bottom display.
[0052] In this case, the selection is accepted while the
icon for the projected average two-point step measure-
ment and the icon for the recessed average two-point
step measurement are displayed on the same screen, or
the selection is accepted while the icon for the projected
peak two-point step measurement and the icon for the
recessed bottom two-point step measurement are dis-
played on the same screen. In the conventional method,
"two-point step measurement" is set to the measurement
item, the steps of the two points are set in the area, and
the user determines the reference surface such that the
step from the reference surface is measured. However,
in the embodiment, because the measurement area or
measurement point is automatically set, information in-
dicating that the reference surface is located in either the
upper stage or the lower stage is also obtained. When
the reference surface is located in the opposite stage,
because a sign of the measurement value becomes dif-
ferent, the measurement value is not matched with feel-
ing of the user or a problem possibly causing a setting
mistake is generated. However, the configuration of the
embodiment avoids such problems. The reason why the
pair of different processes is simultaneously displayed in
the reference surface is as follows. In the two-point step
measurement, when the selection candidates are sepa-
rately arranged in the different screen, usually the user
simply recognizes two-point step measurement while be-
ing unconscious of the reference surface, so that the two-
point step process is selected by one of the icons found
first by the user.
[0053] The display screen of FIG. 12 simultaneously
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displays icons for accepting the selection of the meas-
urement process concerning the three-point step meas-
urement. The upper left icon indicates the projected av-
erage three-point step measurement. The projected av-
erage three-point step measurement is a projected step
measurement process based on the bottom surface.
However, the projected average three-point step meas-
urement differs from the projected average two-point step
measurement in that the bottom surface is determined
as the average height of the two stages located at the
lower positions and the step up to the upper average
height of the projected step is determined based on the
average height. The upper right icon indicates the re-
cessed average three-point step measurement. The re-
cessed average three-point step measurement is a re-
cessed step measurement process based on the bottom
surface. However, the recessed average three-point step
measurement differs from the recessed average two-
point step measurement in that the upper surface is de-
termined as the average height of the two stages located
at the higher positions and the step up to the recess av-
erage height of the recessed step is determined based
on the average height. The lower left icon indicates the
projected peak three-point step measurement. The pro-
jected peak three-point step measurement is a measure-
ment process in which the bottom surface is determined
as the average height of the two stages located at the
lower positions and the step up to the projected peak
height is determined based on the average height. The
lower right icon indicates the recessed bottom three-point
step measurement. The recessed bottom three-point
step measurement is a measurement process in which
the upper surface is determined as the average height
of the two stages located at the higher positions and the
step up to the recessed bottom height is determined
based on the average height. The icons for selecting the
four measurement items are displayed on one screen.
[0054] A horizontal line indicating the upper portion of
the projected step and two horizontal lines are included
in the display of the upper left icon for the projected av-
erage three-point step measurement. The two horizontal
lines are arranged on both sides of the horizontal line
and have different heights lower than the horizontal line.
The upper left icon visually displays the step measure-
ment up to the projected portion based on the bottom
surface. A projected shape whose peak position is indi-
cated by the mark and two horizontal lines are included
in the display of the lower left icon for the projected peak
three-point step measurement. The two horizontal lines
are arranged on both sides of the projected shape and
have different heights lower than the projected shape.
The lower left icon visually displays the step measure-
ment up to the projection peak based on the bottom sur-
face. A horizontal line indicating the lower stage located
at the recessed position of the recessed step and two
horizontal lines are included in the display of the upper
right icon for the recessed average three-point step
measurement. The two horizontal lines are arranged on

both sides of the horizontal line and have different heights
higher than the horizontal line. The upper right icon vis-
ually displays the step measurement up to the recessed
portion based on the upper surface. A recessed shape
whose bottom position is indicated by the mark and two
horizontal lines are included in the display of the lower
right icon for the recessed bottom three-point step meas-
urement. The two horizontal lines are arranged on both
sides of the projected shape and have different heights
higher than the recessed shape. The lower right icon vis-
ually displays the step measurement up to the recess
bottom based on the upper surface. The two horizontal
lines having the different heights may be an oblique line,
and the two horizontal lines may be displayed as the lines
along a common oblique line. In each icon, as with the
two-point step, a point mark is displayed at the repre-
sentative point such as the center of each horizontal line
and the average coordinate, and the point marks are dis-
played at the peak position and the bottom position in
the peak display and bottom display.
[0055] As with the display of the two-point step, the
selection is accepted while the icon for the projected av-
erage three-point step measurement and the icon for the
recessed average three-point step measurement are dis-
played on the same screen, or the selection is accepted
while the icon for the projected peak three-point step
measurement and the icon for the recessed bottom three-
point step measurement are displayed on the same
screen. In the conventional method, "three-point step
measurement" is set to the measurement item, the steps
of the three points are set in the area, and the user de-
termines the reference surface from one of the averages
of steps such that the step from the reference surface is
measured. However, in the embodiment, because the
measurement area or measurement point is automati-
cally set, information indicating that the reference surface
is located in either the upper stage or the lower stage is
also obtained. When the reference surface is located in
the opposite stage, because the sign of the measurement
value becomes different, the measurement value is not
matched with the feeling of the user or the problem pos-
sibly causing a setting mistake is generated. However,
the configuration of the embodiment avoids such prob-
lems.
[0056] In FIG. 13, the icon for the inclination measure-
ment is shown in the upper left portion, the icon for sec-
tional area measurement is shown in the upper right por-
tion, and the selection is accepted.
[0057] The display screen of FIG. 14 simultaneously
displays icons for accepting the selection of the meas-
urement process concerning edge position measure-
ment and edge width measurement. The upper left icon
indicates left edge position measurement. The left edge
position measurement is an extraction process of an
edge located on the leftmost side, i.e., a boundary of the
step in the cutout area set in the subsequent step. The
upper right icon indicates right edge position measure-
ment. The right edge position measurement is an extrac-
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tion process of an edge located on the rightmost side in
the cutout area set in the subsequent step. The lower left
icon measures an edge width of the projected upper sur-
face. The edge width measurement is a process of meas-
uring an interval between edges at both ends of the pro-
jected upper surface, i.e., the boundary of the step ex-
isting on both sides of the upper surface. The lower right
icon measures the edge width of the recessed upper sur-
face. The edge width measurement is a process of meas-
uring the interval between edges at both ends of the up-
per surface surrounding the recess portion, i.e., the
boundary of the step in the upper surface.
[0058] Each of detailed processes after the measure-
ment items are selected with the icons will sequentially
be described below.
[0059] In each process, the initial setting frame of the
process target image extraction area (cutout area) is dis-
played along with the teaching image to accept the
change and the specification of the cutout area. The cut-
out area is set to a rectangular area, a coordinate at an
upper left point of the cutout area is set to a measurement
start point (x1,y1), and a coordinate at a lower right point
of the cutout area is set to a measurement end point (x2,
y2). Therefore, the user specifies the cutout area such
that the line beam image where the process selected by
the measurement items such as the average, peak, bot-
tom, tow-point step, three-point step, edge position, and
edge width is performed.
[0060] FIGS. 15 and 16 show the process when the
height measurement, i.e., one of the average measure-
ment, peak height measurement, and bottom height
measurement is selected as the measurement item. The
determination of the measurement item is made (Step
1501), and the process is started according to the set
measurement item (Steps 1502 to 1504).
[0061] When the average measurement process is se-
lected as the measurement item, the coordinate in the
vertical direction is read in each coordinate from x1 to
x2. Averaging calculation is performed in the case of Step
1502, peak extraction calculation is performed in the case
of Step 1503, and bottom extraction calculation is per-
formed in the case of Step 1504. During performing the
above step, in the abnormal case such as the absence
of the point to be extracted, in the case where the infor-
mation on the light acceptance amount possessed by
each pixel of the line beam image is smaller than a pre-
determined value, or in the case where the information
on the light acceptance amount is excessively larger than
the predetermined value, there is a possibility of wrong
measurement due to an influence of a noise or saturation,
so that an error message is displayed (Steps 1505 and
1506). In the case of no anomaly, a measurement start
point, a measurement end point, and a feature point are
set to calculation result (Step 1507). In the average meas-
urement, the feature point is an x-coordinate value de-
termined by a midpoint of x1 and x2 and an average y-
coordinate value determined by the calculation. In the
peak measurement, the feature point is a peak coordi-

nate. In the bottom measurement, the feature point is a
bottom coordinate.
[0062] Then, the teaching image, the line indicating the
positions at right and left ends of the x-coordinate of the
process target image extraction area (cutout area), and
the feature point obtained as the calculation result are
displayed corresponding to the display of Step 807 of
FIG. 9 while overlapping one another. At this point, the
line indicating the positions at the right and left ends of
the x-coordinate of the process target image extraction
area (cutout area) can be adjusted, a movement input is
accepted through the arrow key, and the measurement
area which is of the calculation target may be fixed by
pressing the SET key. When the line is changed, the new
values of x1 and x2 after the change are set to the meas-
urement start point and the measurement end point
again, and the feature point is determined by the calcu-
lation again.
[0063] FIGS. 17 and 18 show the process when the
two-point step measurement, i.e., one of the projected
average two-point step measurement, recessed average
two-point step measurement, projected peak two-point
step measurement, and recessed bottom two-point step
measurement is selected as the measurement item. Re-
ferring to FIG. 17, even if any measurement item is se-
lected in the two-point step measurement, the segment-
ed processing is performed as a pre-process commonly
used in each measurement (Step 1701).
[0064] The segmented processing will be described
with reference to FIG. 19. The segmented processing is
a process of segmenting the line beam image in the cut-
out area according to a given rule. FIG. 19 shows the
image in the cutout area of the line beam image, the
horizontal direction of FIG. 19 is set to the x-coordinate
which corresponds to the direction along the line of the
line beam image, and the vertical direction is set to the
y-coordinate which corresponds to the direction (dis-
placement direction) which is changed according to the
height of the measurement object. In the y-coordinate,
the upper side shows the direction where the height of
the measurement object is increased. A center value in
the y-coordinate direction is calculated in the previously-
set cutout area and the center value is set to a binarization
threshold (expressed by a line c in FIG. 19). The line
beam image of the image to which the teaching is per-
formed is divided into an H segment which is larger than
the binarization threshold c and an L segment which is
smaller than the binarization threshold c, and grouping
is performed such that the H and L segments where the
pixels are mutually located within a given distance range
are set to a common segment. When the line beam image
is thick, the number of target points which becomes the
processing target is increased in performing the seg-
mented processing. Therefore, prior to the segmented
processing, the thinning process may be performed such
that line beam image is converted into the image in which
the pixel whose light acceptance amount becomes the
highest is extracted in each line of the vertical direction.
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Through the thinning process, in the example of FIG. 19,
the segmentation is performed in each the time the line
beam image crosses the line c, and the line beam image
is divided into five segments of L0, L1, L2, H0, and H1.
Although not shown, when the line beam image consti-
tuting the segment H0 is interrupted in the midpoint over
a predetermined distance, the process of dividing the
segment H0 to recognize the segment H0 as two seg-
ments is performed. When the change in width of the
vertical direction in the whole of the line beam image is
smaller than a predetermined value, or when one of or
both the H and L segments do not exist after the seg-
mented processing, the error message is displayed be-
cause the subsequent automatic setting is hardly per-
formed to the measurement area or measurement point.
In the abnormal case such as the absence of the point
to be extracted, in the case where the information on the
light acceptance amount possessed by each pixel of the
line beam image is smaller than a predetermined value,
or in the case where the information on the light accept-
ance amount is excessively larger than the predeter-
mined value, there is the possibility of wrong measure-
ment due to the influence of the noise or saturation, so
that the error message is displayed (Steps 1702 and 1703
of FIG. 17).
[0065] After the successful segmented processing, the
determination of the set measurement item is made (Step
1704).
[0066] In the case where the projected average two-
point step measurement or the projected peak two-point
step measurement is set, the flow goes to Step 1705. In
the case where the recessed average two-point step
measurement or the recessed bottom two-point step
measurement is set, the flow goes to Step 1706.
[0067] In Step 1705, the measurement area is set as
follows. The L segment (segment located at the position
below the binarization threshold c) located on the leftmost
side is extracted as a reference segment based on the
result of the segmented processing, and the area of a
half length in the horizontal direction (x-coordinate) of the
segment is set to the measurement area in the center of
the horizontal direction of the reference segment. For the
x-coordinate, the center coordinate of the reference seg-
ment is also set to the representative point of the meas-
urement area. For the y-coordinate, the coordinate point
corresponding to the average coordinate of the y-coor-
dinates of the line beam image located in the measure-
ment area is also set to the representative point of the
measurement area. In the case where the projected av-
erage two-point step measurement is performed, the H
segment (segment located at the position above the bi-
narization threshold c) located on the leftmost side is ex-
tracted as the upper-stage segment. As with the refer-
ence segment, the measurement area having a half width
of the upper-stage segment is set in the center, and the
representative point is set. In the case where the project-
ed peak two-point step measurement is performed, the
peak coordinate in the upper-stage segment is obtained

and set instead of the upper-stage segment. Both the
measurement start point which is of the upper left point
of the cutout area and the measurement end point which
is of the lower right point are also set to the feature point.
At this point, in the case where the L segment which
becomes the reference segment does not exist, or in the
case where the H segment which becomes the upper-
stage segment does not exist, the error message is dis-
played. In this case, it is necessary that the line beam
image be set again near the center of the cutout area
such that two steps or one reference step and another
projected shape are divided into the H segment and the
L segment. Therefore, the message is displayed (Steps
1707 and 1708).
[0068] Then, the right and left ends of the measure-
ment area of the reference segment (left-side two broken
lines in part (d) of FIG. 18(1) and right-side two broken
lines in part (f) of FIG. 18(1)) are displayed on the teaching
image corresponding to the display of Step 807 of FIG.
9. The right and left ends of the measurement area of
the upper-stage segment (right-side two broken lines in
part (d) of FIG. 18(1) and left-side two broken lines in
part (f) ofFIG. 18(1)) and the representative points are
displayed in the case of the average two-point step meas-
urement. The peak coordinate is displayed by the cross
mark in the case of the peak two-point step measure-
ment. The parts (d) and (f) of FIG. 18(1) show examples
of the measurement area and measurement point when
the cutout areas are set at (c) and (e) respectively in the
projected average two-point step measurement. Each
measurement area in the cutout area may be adjusted.
The movement input is accepted through the arrow key,
and the measurement area may be fixed by pressing the
SET key. At this point, relative positions (position in terms
of percentage of the total length based on one end in the
horizontal direction of the segment) on each segment of
the right and left ends in the reference measurement area
and upper stage measurement area are set again, and
the feature point is calculated and displayed again.
[0069] The flow goes to Step 1706 in the case where
the recessed average two-point step measurement or
the recessed bottom two-point step measurement is set
in Step 1704, and the flow goes to Step 1706 in the case
where the recessed average two-point step measure-
ment or the recessed bottom two-point step measure-
ment is set in Step 1704.
[0070] In Step 1706, the measurement area is set as
follows. The H segment (segment located at the position
above the binarization threshold c) located on the left-
most side is extracted as the reference segment based
on the result of the segmented processing, and the area
of a half length in the horizontal direction (x-coordinate)
of the segment is set to the measurement area in the
center of the horizontal direction of the reference seg-
ment. For the x-coordinate, the center coordinate of the
reference segment is also set to the representative point
of the measurement area. For the y-coordinate, the co-
ordinate point corresponding to the average coordinate
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of the y-coordinates of the line beam image located in
the measurement area is also set to the representative
point of the measurement area. In the case where the
recessed average two-point step measurement is per-
formed, the L segment (segment located at the position
below the binarization threshold c) located on the leftmost
side is extracted as the lower-stage segment. As with the
reference segment, the measurement area having a half
width of the upper-stage segment is set in the center,
and the representative point is set. In the case where the
recessed bottom two-point step measurement is per-
formed, the bottom coordinate in the lower-stage seg-
ment is obtained and set instead of the lower-stage seg-
ment. Both the measurement start point which is of the
upper left point of the cutout area and the measurement
end point which is of the lower right point are also set to
the feature point. At this point, in the case where the plural
segments are adjacent to the reference segment, be-
cause the determination which step is set or which height
is set cannot be made, the error message is displayed.
In this case, it is necessary that the line beam image be
set again such that two steps or one reference step and
another projected shape are included in the cutout area.
Therefore, the message is displayed (Steps 1707 and
1708).
[0071] Then, the right and left ends of the measure-
ment area of the set reference segment (left-side two
broken lines in part (d) of FIG. 18(2) and right-side two
broken lines in part (f) of FIG. 18(2)) are displayed on the
teaching image corresponding to the display of Step 807
of FIG. 9. The right and left ends of the measurement
area of the lower-stage segment (right-side two broken
lines in part (d) of FIG. 18(2) and left-side two broken
lines in part (f) of FIG. 18(2)) and the representative points
are displayed in the case of the average two-point step
measurement. The bottom coordinate is displayed by the
cross mark in the case of the bottom two-point step meas-
urement. The parts (d) and (f) of FIG. 18(2) show exam-
ples of the measurement area and measurement point
when the cutout areas are set at (c) and (e) respectively
in the recessed average two-point step measurement.
Each measurement area in the cutout area may be ad-
justed. The movement input is accepted through the ar-
row key, and the measurement area may be fixed by
pressing the SET key. At this point, the relative positions
(position in terms of percentage of the total length based
on one end in the horizontal direction of the segment) on
each segment of the right and left ends in the reference
measurement area and upper stage measurement area
are set again, and the feature point is calculated and
displayed again.
[0072] FIGS. 20 and 21 show the process when the
three-point step measurement, i.e., one of the projected
average three-point step measurement, recessed aver-
age three-point step measurement, projected peak
three-point step measurement, and recessed bottom
three-point step measurement is selected as the meas-
urement item. Referring to FIG. 20, even if any measure-

ment item is selected in the three-point step measure-
ment, the segmented processing is performed as a pre-
process commonly used in each measurement (Step
2001).
[0073] After the successful segmented processing, the
determination of the set measurement item is made (Step
2004).
[0074] In the case where the projected average three-
point step measurement or the projected peak three-
point step measurement is set in Step 2004, the flow
goes to Step 2005. In the case where the recessed av-
erage two-point step measurement or the recessed bot-
tom two-point step measurement is set in Step 2004, the
flow goes to Step 2006.
[0075] In Step 2005, the measurement area is set as
follows. The L segment (segment located at the position
below the binarization threshold c) located on the leftmost
side is extracted as the L1 segment based on the result
of the segmented processing, and the area of a half
length in the horizontal direction (x-coordinate) of the
segment is set to the measurement area in the center of
the horizontal direction of the L1 segment. For the x-co-
ordinate, the center coordinate of the L1 segment is also
set to the representative point of the measurement area.
For the y-coordinate, the coordinate point corresponding
to the average coordinate of the y-coordinates of the line
beam image located in the measurement area is also set
to the representative point of the measurement area. In
the case where the projected average three-point step
measurement is performed, the L segment is extracted
as the L2 segment. The L segment is located on the right
side of the L1 segment and the H segment is sandwiched
between the L segment and the L1 segment. As with the
L1 segment, the area having a half length in the horizontal
direction (x-coordinate) of the segment is set to the meas-
urement area in the center of the horizontal direction of
the L2 segment. For the x-coordinate, the center coordi-
nate of the L2 segment is also set to the representative
point of the measurement area. For the y-coordinate, the
coordinate point corresponding to the average coordi-
nate of the y-coordinates of the line beam image located
in the measurement area is also set to the representative
point of the measurement area. Additionally, as with the
L1 and L2 segments, in the H segment sandwiched be-
tween the L1 segment and the L2 segment, the meas-
urement area having a half width of the upper-stage seg-
ment is set in the center, and the representative point is
set. In the case where the projected peak three-point step
measurement is performed, the peak coordinate in the
upper-stage segment is obtained and set instead of the
upper-stage segment. Both the measurement start point
which is of the upper left point of the cutout area and the
measurement end point which is of the lower right point
are also set to the feature point. When the H segment
does not exist between the L1 segment and the L2 seg-
ment, the error message is displayed due to the improper
setting of the cutout area (Steps 2007 and 2008).
[0076] Then, the right and left ends of each measure-
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ment area of the set L1 and L2 segments (left-side two
broken lines and right-side two broken lines in part (d) of
FIG. 21(1)) are displayed on the teaching image corre-
sponding to the display of Step 807 of FIG. 9. The right
and left ends of the measurement area of the upper-stage
segment (central two broken lines in part (d) of FIG. 21(1))
and the representative points (cross mark) are displayed
in the case of the average three-point step measurement.
The peak coordinate of the upper-stage segment is dis-
played by the cross mark in the case of the peak three-
point step measurement. The part (d) of FIG. 21(1) shows
examples of the measurement area and measurement
point when the cutout area is set at (c) in the projected
average three-point step measurement. Each measure-
ment area in the cutout area may be adjusted. The move-
ment input is accepted through the arrow key, and the
measurement area may be fixed by pressing the SET
key. At this point, the relative positions (position in terms
of percentage of the total length based on one end in the
horizontal direction of the segment) on each segment of
the right and left ends in the reference measurement area
and upper stage measurement area are set again, and
the feature point is calculated and displayed again.
[0077] In Step 2006, the measurement area is set as
follows. The H segment (segment located at the position
above the binarization threshold c) located on the left-
most side is extracted as the H1 segment based on the
result of the segment processing, and the area of a half
length in the horizontal direction (x-coordinate) of the
segment is set to the measurement area in the center of
the horizontal direction of the H1 segment. For the x-
coordinate, the center coordinate of the H1 segment is
also set to the representative point of the measurement
area. For the y-coordinate, the coordinate point corre-
sponding to the average coordinate of the y-coordinates
of the line beam image located in the measurement area
is also set to the representative point of the measurement
area. In the case where the recessed average three-point
step measurement is performed, the H segment is ex-
tracted as the H2 segment. The H segment is located on
the right side of the H1 segment, and the L segment is
sandwiched between the H segment and H1 segment.
As with the H1 segment, the area of a half length in the
horizontal direction (x-coordinate) of the segment is set
to the measurement area in the center of the horizontal
direction of the H2 segment. For the x-coordinate, the
center coordinate of the H2 segment is also set to the
representative point of the measurement area. For the
y-coordinate, the coordinate point corresponding to the
average coordinate of the y-coordinates of the line beam
image located in the measurement area is also set to the
representative point of the measurement area. Addition-
ally, as with the H1 and H2 segments, in the L segment
sandwiched between the H1 segment and the H2 seg-
ment, the measurement area having a half width of the
lower-stage segment is set in the center, and the repre-
sentative point is set. In the case where the recessed
bottom three-point step measurement is performed, the

bottom coordinate in the lower-stage segment is obtained
instead of the representative point of the lower-stage seg-
ment. Both the measurement start point which is of the
upper left point of the cutout area and the measurement
end point which is of the lower right point are also set to
the feature point. When the L segment does not exist
between the H1 segment and the H2 segment, the error
message is displayed due to the improper setting of the
cutout area (Steps 2007 and 2008).
[0078] Then, the right and left ends of each measure-
ment area of the set H1 and H2 segments (left-side two
broken lines and right-side two broken lines in part (d) of
FIG. 21(2)) are displayed on the teaching image corre-
sponding to the display of Step 807 of FIG. 9. The right
and left ends of the measurement area of the upper-stage
segment (central two broken lines in part (d) of FIG. 21(2))
and the representative points (cross mark) are displayed
in the case of the average three-point step measurement.
The peak coordinate of the upper-stage segment is dis-
played by the cross mark in the case of the bottom three-
point step measurement. The part (d) of FIG. 21(2) shows
examples of the measurement area and measurement
point when the cutout area is set at (c) in the recessed
average three-point step measurement. Each measure-
ment area in the cutout area may be adjusted. The move-
ment input is accepted through the arrow key, and the
measurement area may be fixed by pressing the SET
key. At this point, the relative positions (position in terms
of percentage of the total length based on one end in the
horizontal direction of the segment) on each segment of
the right and left ends in the reference measurement area
and upper stage measurement area are set again, and
the feature point is calculated and displayed again.
[0079] FIGS. 22 and 23 show the process when the
edge position measurement, i.e., one of the left edge
position measurement and the edge position measure-
ment is selected as the measurement item. Referring to
FIG. 22, even if any measurement item is selected in the
edge position measurement, the segmented processing
is performed as a pre-process commonly used in each
measurement (Step 2201).
[0080] In the case of the false segmented processing,
the error message is displayed (Steps 2202 and 2203).
In the case of the successful segmented processing, the
determination of the set measurement item is made (Step
2204). The flow goes to Step 2205 in the case of the left
edge position measurement, and the flow goes to Step
2206 in the case of the right edge position measurement.
[0081] In Step 2205, the second segment from the left
is extracted, and the coordinate at the left end of the
extracted segment is set to the left edge coordinate.
When the first and second segments from the left are not
obtained while a distance between the first and second
segments in the vertical direction is not lower than a pre-
determined value, there is a possibility of wrong meas-
urement, so that the error message is displayed (Steps
2207 and 2208).
[0082] Then, the teaching image, the line indicating the
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positions at right and left ends of the x-coordinate of the
cutout area, and the obtained edge coordinate point are
displayed corresponding to the display of Step 807 of
FIG. 9 while overlapping one another (parts (c) and (e)
in FIG. 23(1)). The binarization threshold of the cutout
area is displayed as the edge threshold. Part (c) of FIG.
23 (1) shows a display image when the cutout area is set
in the line beam image shown in part (b) of FIG. 23 (1).
Part (e) of FIG. 23 (1) shows a display image when the
cutout area is set in the line beam image shown in part
(d) of FIG. 23 (1). The cutout area and the edge threshold
may be adjusted. The movement input of the broken line
is accepted through the arrow key, and the measurement
area may be fixed by pressing the SET key. In this case,
the edge threshold reset in the cutout area after the set-
ting is changed is set to the binarization threshold again,
and the segmented processing is performed based on
the binarization threshold to set and display the edge
coordinate again.
[0083] In Step 2206, the second segment from the right
is extracted, and the coordinate at the right end of the
extracted segment is set to the left edge coordinate.
When the first and second segments from the right are
not obtained while a distance between the first and sec-
ond segments in the height (y-coordinate) direction is not
lower than a predetermined value, the error message is
displayed (Steps 2207 and 2208).
[0084] Then, the teaching image, the line indicating the
positions at right and left ends of the x-coordinate of the
cutout area, and the obtained edge coordinate point are
displayed corresponding to the display of Step 807 of
FIG. 9 while overlapping one another (parts (c) and (e)
in FIG. 23(2)). The binarization threshold of the cutout
area is displayed as the edge threshold. Part (c) of FIG.
23 (2) shows a display image when the cutout area is set
in the line beam image shown in part (b) of FIG. 23 (2).
Part (e) of FIG. 23 (2) shows a display image when the
cutout area is set in the line beam image shown in part
(d) of FIG. 23 (2). The cutout area and the edge threshold
may be adjusted. The movement input of the broken line
is accepted through the arrow key, and the measurement
area may be fixed by pressing the SET key. In this case,
the edge threshold reset in the cutout area after the set-
ting is changed is set to the binarization threshold again,
and the segmented processing is performed based on
the binarization threshold to set and display the edge
point again.
[0085] The left edge and the right edge can be extract-
ed in principle by the right end coordinate of the first seg-
ment from the left and the left end coordinate of the first
segment from the right. However, because the measure-
ment object is illuminated with the line beam from above
to perform the measurement by the principle of triangu-
lation, the line beam image located at the lower position
(small y-coordinate) possibly includes a dead angle, and
sometimes irregular reflection occurs to generate an er-
ror in the recess. Therefore, the edge position is calcu-
lated using the high-reliability image located at the higher

position in the vertical direction (y-coordinate).
[0086] FIGS. 24 and 25 show the process when the
edge width measurement, i.e., one of the projected upper
surface edge width measurement and the recessed up-
per surface edge width measurement is selected as the
measurement item. Referring to FIG. 24, even if any
measurement item is selected in the edge position meas-
urement, the segmented processing is performed as a
pre-process commonly used in each measurement (Step
2401).
[0087] In the case of the false segmented processing,
the error message is displayed (Steps 2402 and 2403).
In the case of the successful segmented processing, the
determination of the set measurement item is made (Step
2404). The flow goes to Step 2405 in the case of the
projected upper surface edge width measurement, and
the flow goes to Step 2406 in the case of the recessed
upper surface edge width measurement.
[0088] In Step 2405, the H segment located on the left-
most side is extracted, and the coordinates at the right
and left ends of the H segment is set to the left edge
coordinate and right edge coordinate of the projected up-
per surface edge width respectively. When the L seg-
ments do not exist on both sides of the H segment, there
is a possibility of wrongly measuring the projected upper
surface edge width, so that the error message is dis-
played (Steps 2407 and 2408).
[0089] Then, the teaching image, the line indicating the
positions at right and left ends of the x-coordinate of the
cutout area, and the obtained left edge coordinate and
right edge coordinate of the projected upper surface edge
width are displayed corresponding to the display of Step
807 of FIG. 9 while overlapping one another (FIG. 25C).
The binarization threshold of the cutout area is displayed
as the edge threshold. FIG. 25C shows a display image
when the cutout area is set in the line beam image shown
FIG. 25B. The cutout area and the edge threshold may
be adjusted. The movement input of the broken line is
accepted through the arrow key, and the measurement
area may be fixed by pressing the SET key. In this case,
the edge threshold reset in the cutout area after the set-
ting is changed is set to the binarization threshold again,
and the segmented processing is performed based on
the binarization threshold to set and display the edge
coordinate again.
[0090] In Step 2406, the H segment (referred to as H1
segment) located on the leftmost side and the second H
segment from the left (referred to as H2 segment) are
extracted, and the coordinate at the right end of the H1
segment and the coordinate at the left end of the H2
segment are set to the left edge coordinate and right edge
coordinate of the recessed upper surface edge width re-
spectively. When the L segment does not exist, there is
a possibility of wrongly measuring the recessed upper
surface edge width, so that the error message is dis-
played (Steps 2407 and 2408).
[0091] Then, the teaching image, the line indicating the
positions at the right and left ends of the x-coordinate of
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the cutout area, and the obtained left edge coordinate
and right edge coordinate of the recessed upper surface
edge width are displayed corresponding to the display of
Step 807 of FIG. 9 while overlapping one another (FIG.
25F). The binarization threshold of the cutout area is dis-
played as the edge threshold. FIG. 25F shows a display
image when the cutout area is set in the line beam image
shown in FIG. 25E. The cutout area and the edge thresh-
old may be adjusted. The movement input of the broken
line is accepted through the arrow key, and the meas-
urement area may be fixed by pressing the SET key. In
this case, the edge threshold reset in the cutout area after
the setting is changed is set to the binarization threshold
again, and the segmented processing is performed
based on the binarization threshold to set and display
the edge point again.
[0092] In each of the edge width measurements, the
edge coordinate is calculated based on the upper sur-
face. Because the measurement object is illuminated
with the line beam from above to perform the measure-
ment by the principle of triangulation, the line beam image
located at the lower position (small y-coordinate) possibly
includes the dead angle, and sometimes irregular reflec-
tion occurs to generate an error in the recess. Accord-
ingly, the edge position is calculated using the high-reli-
ability image located at the higher position in the vertical
direction (y-coordinate).
[0093] Thus, the setting is completed when the FUN
mode is selected, and the setting result is displayed on
the screen. Then, the flow returns to Step 802 of FIG. 8,
and the processes in the FUN mode are repeated unless
the mode switch 707 is switched. When the mode switch
707 is switched to the ADJ mode or the RUN mode, the
processes are performed according to the ADJ mode or
the RUN mode.
[0094] When the ADJ mode is selected by the mode
switch 707, the setting and adjustment of the threshold
for determining whether the measurement result used in
RUN mode is acceptable or defective are displayed, and
the inputs for the setting and adjustment of the threshold
are accepted. The measurement value and the threshold
are displayed on the screen for the currently selected
measurement mode. The displayed threshold is in-
creased or decreased by the input of the vertical keys of
the arrow key 709. When the SET key 711 is pressed,
the threshold at that time is set to the threshold for making
the determination in the RUN mode. In the threshold, the
actual distance is displayed in a unit of millimeter to ac-
cept the setting. A process of converting the distance into
the coordinate value is performed in the displacement
sensor. The height is set to the threshold in the case of
the height measurement, and the height of the step is set
to the threshold in the case of the two-point step meas-
urement and three-point step measurement. In the case
of the edge position, the threshold is the horizontal posi-
tion (x-coordinate) on the screen, and the threshold co-
ordinate is set for the coordinate in the direction along
the line beam on the measurement object. In the edge

interval, the threshold is the horizontal position (x-coor-
dinate) on the screen, and the distance between the two
edges is set for the coordinate in the direction along the
line beam on the measurement object.
[0095] When the RUN mode is selected by the mode
switch 707, the measurement process is performed ac-
cording to the set measurement item from the measure-
ment area or measurement point already set in the FUN
mode, the determination whether the obtained measure-
ment value is acceptable or defective is made based on
the threshold set in the ADJ mode. Then, the determina-
tion result is displayed on the screen, and the determi-
nation result is output to the outside through the output
unit 108. The measurement value, the determination re-
sult, and data on the screen can also be outputted
through the USB communication unit 105a, the serial
communication unit 105b, and the inter-signal process-
ing unit communication unit 105c.
[0096] FIG. 26 shows the detailed process in the RUN
mode. The measurement process is performed by inter-
rupt processing. In the case of the external trigger meas-
urement, the measurement is performed by the input of
an external trigger. In the case of the repeated measure-
ment, the measurement is started by periodically gener-
ating a measurement start trigger by itself (Step 2601).
[0097] In Step 2602, the measurement is performed
using the measurement area or measurement point (fea-
ture point) according to the set measurement item.
[0098] In the case of the height measurement, the line
beam image is obtained. Then, the average y-coordinate
value is calculated for the line beam image in the set
cutout area when the average measurement is per-
formed, the y-coordinate value of the peak coordinate is
calculated for the line beam image in the set cutout area
for the line beam image in the set cutout area when the
peak measurement is performed, or the y-coordinate val-
ue of the bottom coordinate is calculated for the line beam
image in the set cutout area when the bottom measure-
ment is performed (Step 2601). Then, the calculated val-
ue is converted into millimeter which is of the real space
unit (Step 2602). A smoothing process of removing the
value which is separated away from the past values by
a predetermined value or more as an abnormal value is
performed (Step 2603), and a previously-set average val-
ue of the values obtained in the predetermined number
of times is calculated based on the predetermined aver-
age value of the number of times (Step 2604). In the case
where zero reset is set, the value which is set so as to
be displayed as zero is subtracted from the average result
value (Step 2605). During the process, when the error is
generated as shown in the setting process, the error mes-
sage is displayed and the previous value is retained.
When the error is not generated, the calculated value is
compared to the threshold, and the determination result
is outputted (Steps 2607 and 2608). Then, the flow is
ended.
[0099] In the case of the two-point step measurement,
the line beam image is obtained, and the value in which
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the average value of the y-coordinates of the measure-
ment area of the set reference segment is subtracted
from the average value of the y-coordinates of the meas-
urement area of the set upper-stage segment is calcu-
lated for the line beam image in the set cutout area when
the projected average two-point step measurement is
performed. The value in which the average value of the
y-coordinates of the measurement area of the set refer-
ence segment is subtracted from the y-coordinate of the
peak coordinate of the set upper-stage segment is cal-
culated in the case of the projected peak two-point step
measurement. The value in which the average value of
the y-coordinates of the measurement area of the set
lower-stage segment is subtracted from the average val-
ue of the y-coordinates of the measurement area of the
set reference segment is calculated in the case of the
recessed average two-point step measurement. The val-
ue in which the y-coordinate of the set recessed bottom
coordinate is subtracted from the average value of the
y-coordinates of the measurement area of the set refer-
ence segment is calculated in the case of the recessed
bottom two-point step measurement (Step 2601). The
calculated value is converted into millimeter which is of
the real space unit (Step 2602). Then, the smoothing
process of removing the value which is separated away
from the past values by a predetermined value or more
as the abnormal value is performed (Step 2603), and the
previously-set average value of the values obtained in
the predetermined number of times is calculated based
on the predetermined average value of the number of
times (Step 2604). In the case where zero reset is set,
the value which is set so as to be displayed as zero is
subtracted from the average result value (Step 2605).
During the process, when the error is generated as shown
in the setting process, the error message is displayed
and the previous value is retained. When the error is not
generated, the calculated value is compared to the
threshold, and the determination result is outputted
(Steps 2607 and 2608). Then, the flow is ended.
[0100] In the case of the three-point step measure-
ment, the line beam image is obtained, and the value in
which the average value of the y-coordinates of the meas-
urement area of the set L1 segment and L2 segment is
subtracted from the average value of the y-coordinate of
the measurement area of the set upper-stage segment
is calculated for the line beam image in the set cutout
area when the projected average three-point step meas-
urement is performed. The value in which the average
value of the y-coordinates of the measurement area of
the set L1 segment and L2 segment is subtracted from
the y-coordinate of the peak coordinate of the set upper-
stage segment is calculated in the case of the projected
peak three-point step measurement. The value in which
the average value of the y-coordinates of the measure-
ment area of the set lower-stage segment is subtracted
from the average value of the y-coordinates of the meas-
urement area of the set H1 segment and H2 segment is
calculated in the case of the recessed average three-

point step measurement. The value in which the y-coor-
dinate value of the bottom coordinate of the set lower-
stage segment is subtracted from the average value of
the y-coordinates of the measurement area of the set H1
segment and H2 segment is calculated in the case of the
recessed bottom three-point step measurement. The cal-
culated value is converted into millimeter which is of the
real space unit (Step 2602). Then, the smoothing process
of removing the value which is separated away from the
past values by a predetermined value or more as the
abnormal value is performed (Step 2603), and the pre-
viously-set average value of the values obtained in the
predetermined number of times is calculated based on
the predetermined average value of the number of times
(Step 2604). In the case where zero reset is set, the value
which is set so as to be displayed as zero is subtracted
from the average result value (Step 2605). During the
process, when the error is generated as shown in the
setting process, the error message is displayed and the
previous value is retained. When the error is not gener-
ated, the calculated value is compared to the threshold,
and the determination result is outputted (Steps 2607
and 2608). Then, the flow is ended.
[0101] In the case of the edge position measurement,
the line beam image is obtained. Then, the x-coordinate
of the coordinate at the left end of the second segment
from the left is calculated for the line beam image in the
set cutout area when the left edge position measurement
is performed, or the x-coordinate of the coordinate at the
right end of the second segment from the right is calcu-
lated for the line beam image in the set cutout area when
the right edge position measurement is performed (Step
2601). The calculated value is converted into millimeter
which is of the real space unit (Step 2602). Then, the
smoothing process of removing the value which is sep-
arated away from the past values by a predetermined
value or more as the abnormal value is performed (Step
2603), and the previously-set average value of the values
obtained in the predetermined number of times is calcu-
lated based on the predetermined average value of the
number of times (Step 2604). In the case where zero
reset is set, the value which is set so as to be displayed
as zero is subtracted from the average result value (Step
2605). During the process, when the error is generated
as shown in the setting process, the error message is
displayed and the previous value is retained. When the
error is not generated, the calculated value is compared
to the threshold, and the determination result is outputted
(Steps 2607 and 2608). Then, the flow is ended.
[0102] In the case of the edge width measurement, the
line beam image is obtained. Then, the x-coordinates of
the coordinates at the right and left ends of the H segment
located on the leftmost side are calculated for the line
beam image in the set cutout area when the projected
upper surface edge width measurement is performed. In
the case of the recessed upper surface edge width meas-
urement, the x-coordinate of the coordinate at the right
end of the H segment located on the leftmost side and
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the x-coordinate of the coordinate at the left end of the
second H segment from the left are calculated, and the
interval between the x-coordinates is calculated (Step
2602). The calculated value is converted into millimeter
which is of the real space unit (Step 2602). Then, the
smoothing process of removing the value which is sep-
arated away from the past values by a predetermined
value or more as the abnormal value is performed (Step
2603), and the previously-set average value of the values
obtained in the predetermined number of times is calcu-
lated based on the predetermined average value of the
number of times (Step 2604). In the case where zero
reset is set, the value which is set so as to be displayed
as zero is subtracted from the average result value (Step
2605). During the process, when the error is generated
as shown in the setting process, the error message is
displayed and the previous value is retained. When the
error is not generated, the calculated value is compared
to the threshold, and the determination result is outputted
(Steps 2607 and 2608). Then, the flow is ended.
[0103] As described above, according to the displace-
ment sensor of the embodiment, the setting for the de-
sired measurement can be performed by the simple op-
eration.

Claims

1. A displacement sensor comprising:

a floodlighting unit (202) which is adapted to il-
luminate a measurement object (5) with a line
beam;
an imaging unit (203) which is adapted to take
an image of the line beam on an imaging unit
light acceptance surface such that a position of
the image of the line beam on the light accept-
ance surface changes according to a height of
a surface of the measurement object (5) illumi-
nated with the line beam;
a processing unit (1) which is adapted to obtain
a height distribution in relation to a direction
along the line beam on the surface of the meas-
urement object (5) based on the taken image of
the line beam obtained from the imaging unit
(203) to perform a setting process for setting a
content of a measurement process, and to per-
form said measurement process based on a plu-
rality of local regions or feature points on the
obtained height distribution in relation to the di-
rection along the line beam in accordance with
the content set in the setting process;
a display unit (15) which is adapted to display
the taken image of the line beam and a screen
for the setting of the content of the measurement
process;
an input unit which is adapted to receive an input
for performing the setting of the content of the

measurement process; and
an output unit (108) which is adapted to output
a result of the measurement process,
wherein the processing unit (1) is adapted to, in
the setting process, display the taken image of
the line beam on the display unit (15) when a
confirmation instruction to display the taken im-
age of the line beam on the display unit (15) is
inputted through the input unit, and to set the
taken image of the line beam as a setting object
image,
wherein, for setting the content of the measure-
ment process, the processing unit (1)
is adapted to, in a measurement process for the
setting object image, simultaneously display an
option in which measurement is performed
based on, as a reference line or a reference
point, a line or a point relatively located in an
upper portion of the image of the line beam in-
cluded in the setting object image, and to display
an option in which measurement is performed
based on, as a reference line or a reference
point, a line or a point relatively located in a lower
portion of the image of the line beam included
in the setting object image, or is adapted to si-
multaneously display an option in which meas-
urement is performed based on, as a reference
line or a reference point, a line or a point rela-
tively located on a left side of the image of the
line beam included in the setting object image,
or is adapted to display an option in which meas-
urement is performed based on, as a reference
line or a reference point, a line or a point rela-
tively located on a right side of the image of the
line beam included in the setting object image,
is adapted to receive an option selection input
through the input unit (106, 107), and
is adapted to set a kind of a measurement proc-
ess for the setting object image on the basis of
a displayed option for which an option selection
has been received such that a measurement for
the setting object image is performed based on
a reference line or a reference point according
to the option for which the option selection has
been received,
wherein, for setting the content of the measure-
ment process, the processing unit is adapted to
set one measurement process target region in
the setting object image, which one measure-
ment process target region becomes a target
region of the measurement process, and
wherein the processing unit is adapted to auto-
matically set a local region or a feature point
according to a relative positional relationship be-
tween the image of the line beam included in the
setting object image and the reference line or
reference point according to the option for which
the option selection has been received, which
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local region or feature point is necessary to per-
form the measurement process to the image of
the line beam included in the one measurement
process target region in accordance with the set
content of the measurement process.

2. The displacement sensor according to claim 1,
wherein
the processing unit is adapted to display the setting
object image on the display unit in the process of
setting the measurement process target region,
the processing unit is adapted to display a candidate
region for the measurement process target region
while the candidate region is overlapped with the set-
ting object image,
the processing unit is adapted to receive an instruc-
tion to change a position, a shape, and a size of the
candidate region through the input unit (106, 107),
and to update and display the position, the shape,
and the size of the candidate region when receiving
the change instruction, and wherein
the processing unit is adapted to receive an instruc-
tion input for confirming a measurement process tar-
get region through the input unit (106, 107), and to
set the candidate region at that time as the meas-
urement target region.

3. The displacement sensor according to claim 1,
wherein the processing unit is adapted to automati-
cally set a local region or a feature point used in the
measurement process for the setting object image,
and to display the local region or the feature point
while the local region or the feature point is over-
lapped with the setting object image.

4. The displacement sensor according to claim 3,
wherein the processing unit is adapted to display the
local region or the feature point, and to receive a
change in range of the local region or a change in
setting of a parameter used to calculate the feature
point, and wherein
the processing unit is adapted to, when the process-
ing unit receives the change input, display the feature
point calculated based on the post-change local re-
gion or post-change parameter, to receive an instruc-
tion input for confirming the local region or the pa-
rameter used to calculate the feature point through
the input unit, and to set the local region or the pa-
rameter used to calculate the feature point at that
time as the local region or the parameter used to
calculate the feature point which is to be used in the
measurement process.

5. The displacement sensor according to claim 1,
wherein, in the measurement process for the setting
object image, the processing unit is adapted to si-
multaneously display peak height measurement for
a reference height and bottom depth measurement

for a reference height as measurement process op-
tions to receive selection of the option.

6. The displacement sensor according to claim 1,
wherein, in the measurement process for the setting
object image, the processing unit is adapted to si-
multaneously display an option of measuring a step
height up to an upper stage with respect to a refer-
ence height and an option of measuring a step depth
down to a lower stage with respect to the reference
height on the screen to receive selection of the op-
tion.

7. The displacement sensor according to claim 1,
wherein, in the measurement process for the setting
object image, the processing unit is adapted to si-
multaneously display an option of measuring an
edge position of a left-side step and an option of
measuring an edge position of a right-side step on
the screen to receive selection of the option.

8. The displacement sensor according to claim 1,
wherein in the measurement process for the setting
object image, the processing unit is adapted to si-
multaneously display an option of measuring an in-
terval between a left-side edge and a right-side edge
of a projected upper stage and an option of meas-
uring an interval between a right-side edge of a re-
cessed left-side upper stage and a left-side edge of
a right-side upper stage on the screen to receive
selection of the option.

9. The displacement sensor according to claim 5,
wherein, in the option of the measurement process
for the setting object image, the processing unit is
adapted to display a projected icon described on a
reference line existing in a lower portion for the meas-
urement of peak height for the reference height, and
to display a projected icon described below the ref-
erence line existing in an upper portion for the meas-
urement of bottom depth for the reference height.

10. The displacement sensor according to claim 6,
wherein, in the option of the measurement process
for the setting object image, the processing unit is
adapted to display an icon in which a line existing in
an upper portion and other two lines are described
for the measurement of step height up to the upper
stage with respect to the reference height, the two
lines being located on both sides of and below the
line existing in the upper portion at the same height,
and the processing unit is adapted to display an icon
in which a line existing in a lower portion and other
two lines are described for the measurement of step
depth down to the lower stage with respect to the
reference height, the two lines being located on both
sides of and above the line existing in the lower por-
tion at the same height.
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11. The displacement sensor according to claim 7,
wherein, in the option of the measurement process
for the setting object image, the processing unit is
adapted to display an icon including a drawing for
the left-side edge measurement, the drawing includ-
ing a plurality of edges which are boundary portions
of the step, a leftmost edge being displayed while
distinguished from the other portions in the drawing,
and the processing unit is adapted to display an icon
including a drawing for the edge position measure-
ment of the right-side step, the drawing including a
plurality of edges which are boundary portions of the
step, a rightmost edge being displayed while distin-
guished from the other portions in the drawing.

12. The displacement sensor according to claim 8,
wherein, in the option of the measurement process
for the setting object image, the processing unit is
adapted to display an icon indicating the left-side
edge of the projected upper line and the right-side
edge of the projected upper line for the measurement
of the interval between the left-side edge and the
right-side edge of the projected upper stage, and the
processing unit is adapted to display an icon indicat-
ing positions of the right-side edge of the recessed
left-side upper stage and the left-side edge of the
right-side upper stage for the measurement of the
interval between the right-side edge of the recessed
left-side upper stage and the left-side edge of the
right-side upper stage.

13. The displacement sensor according to any one of
claims 9 to 12,
wherein the processing unit is adapted to display the
icon to receive selection of the option inputted
through the input unit, and to set a kind of the meas-
urement process,
wherein, in the process of setting the measurement
process target region, the processing unit is adapted
to display the setting object image on the display
unit, and to display a candidate region for the meas-
urement process target region while the candidate
region is overlapped with the setting object image,
wherein, the processing unit is adapted to receive
an instruction to change a position, a shape, and a
size of the candidate region through the input unit,
and to update and display the changed position,
shape, and size of the candidate region when receiv-
ing the change instruction, and
wherein the processing unit is adapted to receive an
instruction input for confirming the measurement
process target region through the input unit, and to
set the candidate region at that time as the meas-
urement target region.

Patentansprüche

1. Versetzungssensor, aufweisend:

eine Beleuchtungseinheit (202), welche einge-
richtet ist, ein Meßobjekt (5) mit einem Lini-
enstrahl zu beleuchten;
eine Aufnahmeeinheit (203), welche eingerich-
tet ist, ein Bild des Linienstrahls auf einer Licht-
aufnahmefläche der Aufnahmeeinheit derart
aufzunehmen, dass sich eine Position des Bil-
des des Linienstrahls auf der Lichtaufnahmeflä-
che entsprechend einer Höhe einer Oberfläche
des mit dem Linienstahl beleuchteten Meßob-
jekts (5) verändert;
eine Verarbeitungseinheit (1), welche eingerich-
tet ist, auf Grundlage des aufgenommenen Bil-
des des Linienstrahls, welches von der Aufnah-
meeinheit (203) erhalten wird, eine Höhenver-
teilung in Bezug auf eine Richtung entlang des
Linienstrahls auf der Oberfläche des Meßob-
jekts (5) zu erhalten, um einen Festlegungspro-
zess zur Festlegung eines Inhalts eines
Meßprozesses auszuführen, und den Meßpro-
zess auf Grundlage einer Vielzahl von lokalen
Bereichen oder Merkmalspunkten an der erhal-
tenen Höhenverteilung in Bezug auf die Rich-
tung entlang des Linienstrahls gemäß dem im
Festlegungsprozess festgelegten Inhalt auszu-
führen;
eine Anzeigeeinheit (15), welche eingerichtet
ist, das entnommene Bild des Linienstrahls und
eine Anzeige zur Festlegung des Inhalts des
Meßprozesses anzuzeigen;
eine Eingabeeinheit (106, 107), weiche einge-
richtet ist, eine Eingabe zur Durchführung der
Festlegung des Inhalts des Meßprozesses zu
erhalten;
eine Ausgangseinheit (108), welche eingerich-
tet ist, ein Ergebnis des Meßprozesses auszu-
geben,
wobei die Verarbeitungseinheit (1) eingerichtet
ist, in dem Festlegungsprozess das aufgenom-
mene Bild des Linienstrahls an der Anzeigeein-
heit (15) anzuzeigen, wenn eine Bestätigungs-
anweisung zur Anzeige des aufgenommenen
Bild des Linienstrahls an der Anzeigeeinheit (15)
über die Eingabeeinheit eingegeben wird, und
eingerichtet ist, das aufgenommene Bild des Li-
nienstrahls als ein Festlegungsobjektbild fest-
zulegen,
wobei die Verarbeitungseinheit (1) für das Fest-
legen des Inhalts des Meßprozesses
eingerichtet ist, in einem Meßprozess für das
Festlegungsobjektbild gleichzeitig eine Option
anzuzeigen, bei welcher die Messung auf
Grundlage einer Linie oder eines Punktes als
Referenzlinie oder Referenzpunkt durchgeführt
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wird, wobei die Linie oder der Punkt in einem
oberen Abschnitt des Bildes des Linienstrahls,
das in dem Festlegungobjektbild enthalten ist,
angeordnet ist, und eine Option anzuzeigen, bei
welcher die Messung auf Grundlage einer Linie
oder eines Punktes als Referenzlinie oder Re-
ferenzpunkt durchgeführt wird, wobei die Linie
oder der Punkt in einem unteren Abschnitt des
Bildes des Linienstrahls, das in dem Festle-
gungsobjektbild enthalten ist, angeordnet ist,
oder eingerichtet ist, gleichzeitig eine Option an-
zuzeigen, bei welcher die Messung auf Grund-
lage einer Linie oder eines Punktes als Refe-
renzlinie oder Referenzpunkt durchgeführt wird,
wobei die Linie oder der Punkt in einer linken
Seite des Bildes des Linienstrahls, das in dem
Festlegungsobjektbild enthalten ist, angeordnet
ist, oder eine Option anzuzeigen, bei welcher
die Messung auf Grundlage einer Linie oder ei-
nes Punktes als Referenzlinie oder Referenz-
punkt durchgeführt wird, wobei die Linie oder
der Punkt in einer rechten Seite des Bildes des
Linienstrahls, das in dem Festlegungsobjektbild
enthalten ist, angeordnet ist,
eingerichtet ist, eine Optionsauswahleingabe
über die Eingabeeinheit (106, 107) zu empfan-
gen, und
eingerichtet ist, eine Art eines Meßprozesses für
das Festlegungsobjektbild auf Grundlage einer
angezeigten Option, für welche eine Options-
auswahl empfangen wurde, derart festzulegen,
das die Messung für das Festlegungsobjektbild
auf Grundlage einer Referenzlinie oder eines
Referenzpunkts entsprechend der Option, für
welche die Optionsauswahleingabe empfangen
wurde, ausgeführt wird,
wobei die Verarbeitungseinheit (1) für das Fest-
legen des Inhalts des Meßprozesses eingerich-
tet ist, einen Meßprozesszielbereich im Festle-
gungsobjektbild festzulegen, wobei der eine
Meßprozesszielbereich ein Zielbereich des
Meßprozesses wird, und
wobei die Verarbeitungseinheit (1) eingerichtet
ist, automatisch einen lokalen Bereich oder ei-
nen Merkmalspunkt entsprechend der relativen
Positionsbeziehung zwischen dem Bild des Li-
nienstrahls, das in dem Festlegungsobjektbild
enthalten ist, und der Referenzlinie oder dem
Referenzpunkt entsprechend der Option, für
welche die Optionsauswahleingabe empfangen
wurde, festzulegen, wobei der lokale Bereich
oder Merkmalspunkt zur Durchführung des
Meßprozesses an dem Bild des Linienstrahls,
das in dem einen Meßprozesszielbereich ent-
halten ist, entsprechend dem festgelegten Inhalt
des Meßprozesses notwendig ist.

2. Versetzungssensor nach Anspruch 1, wobei

die Verarbeitungseinheit (1) eingerichtet ist, in dem
Prozess der Festlegung des Meßprozesszielbe-
reichs das Festlegungsobjektbild an der Anzeigeein-
heit anzuzeigen,
die Verarbeitungseinheit (1) eingerichtet ist, einen
Kandidatenbereich für den Meßprozesszielbereich
anzuzeigen, während der Kandidatenbereich mit
dem Festlegungsobjektbild überlappt,
die Verarbeitungseinheit (1) eingerichtet ist, über die
Eingabeeinheit (106, 107) einen Befehl zum Verän-
dern einer Position, einer Form, und einer Größe des
Kandidatenbereichs zu erhalten, und die Position,
Form, und Größe des Kandidatenbereichs zu aktu-
alisieren und anzuzeigen, wenn der Veränderungs-
befehl empfangen wird, und wobei
die Verarbeitungseinheit (1) eingerichtet ist, eine Be-
fehlseingabe zum Bestätigen eines Meßprozess-
zielbereichs über die Eingabeeinheit (106, 107) zu
empfangen, und den Kandidatenbereich zu diesem
Zeitpunkt als den Meßprozesszielbereich festzule-
gen.

3. Versetzungssensor nach Anspruch 1, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, automatisch ei-
nen lokalen Bereich oder einen Merkmalspunkt fest-
zulegen, der in dem Meßprozess für das Festle-
gungsobjektbildes verwendet wird, und den lokalen
Bereich oder Merkmalspunkt anzuzeigen, während
der lokale Bereich oder Merkmalspunkt mit dem
Festlegungsobjektbild überlappt.

4. Versetzungssensor nach Anspruch 3,
wobei die Verarbeitungseinheit (1) eingerichtet ist,
den lokalen Bereich oder Merkmalspunkt anzuzei-
gen und eine Veränderung der Größe des lokalen
Bereichs oder eine Veränderung der Festlegung ei-
nes Parameters zur Berechnung des Merkmals-
punktes zu empfangen, und wobei
die Verarbeitungseinheit (1) eingerichtet ist, wenn
die Verarbeitungseinheit (1) die Veränderungsein-
gabe empfängt, den ausgerechneten Merkmals-
punkt auf Grundlage des lokalen Bereichs nach der
Veränderung oder des Parameters nach der Verän-
derung anzuzeigen, eine Befehlseingabe zur Bestä-
tigung des lokalen Bereichs oder des Parameters
zur Berechnung des Merkmalspunktes über die Ein-
gabeeinheit zu empfangen, und den lokalen Bereich
oder den Parameter zur Berechnung des Merkmal-
spunktes zu diesem Zeitpunkt als den lokalen Be-
reich oder den Parameter zur Berechnung des Merk-
malspunktes, welcher im Meßprozess verwendet,
wird festzulegen.

5. Versetzungssensor nach Anspruch 1, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild gleich-
zeitig eine Spitzenhöhenmessung für eine Bezugs-
höhe und eine Tiefpunktmessung für eine Bezugs-
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höhe als Meßprozessoptionen anzuzeigen, um eine
Optionsauswahl zu empfangen.

6. Versetzungssensor nach Anspruch 1, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild gleich-
zeitig eine Option zum Messen einer Stufenhöhe bis
zu einer oberen Ebene relativ zu einer Bezugshöhe
und eine Option zum Messen einer Stufentiefe bis
zu einer niedrigeren Ebene relativ zu der Bezugshö-
he an dem Bildschirm anzuzeigen, um eine Options-
auswahl zu empfangen.

7. Versetzungssensor nach Anspruch 1, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild gleich-
zeitig eine Option zum Messen einer Kantenposition
von einer linksseitigen Stufe und eine Option zum
Messen einer Kantenposition von einer rechtsseiti-
gen Stufe an dem Bildschirm anzuzeigen, um eine
Optionsauswahl zu empfangen.

8. Versetzungssensor nach Anspruch 1, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild gleich-
zeitig eine Option zum Messen eines Abstands zwi-
schen einer linksseitigen Kante und einer rechtssei-
tigen Kante von einer hervorstehenden Ebene und
eine Option zum Messen eines Abstands zwischen
einer rechtsseitigen Kante von einer linksseitig zu-
rückgesetzten Ebene und einer linksseitigen Kante
von einer rechtsseitigen höheren Ebene an dem
Bildschirm anzuzeigen, um eine Optionsauswahl zu
empfangen.

9. Versetzungssensor nach Anspruch 1, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild ein her-
vorstehendes Piktogramm anzuzeigen, welches an
einer Bezugslinie, die in einem unteren Abschnitt
vorliegt, für die Messung der Spitzenhöhe für die Be-
zugshöhe dargestellt wird, und ein hervorstehendes
Piktogramm anzuzeigen, welches unterhalb der Be-
zugslinie, die in einem oberen Bereich vorliegt, für
die Messung der Bodentiefe für die Bezugshöhe dar-
gestellt wird.

10. Versetzungssensor nach Anspruch 6, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild ein Pik-
togramm anzuzeigen, in welchem eine Linie in einem
oberen Bereich und zwei andere Linien dargestellt
sind, welche die Messung der Stufenhöhe zur obe-
ren Ebene in Bezug auf die Bezugshöhe beschrei-
ben, wobei sich die zwei Linien an beiden Seiten von
und unterhalb der Linie, welche sich im oberen Be-
reich auf derselben Höhe befindet, befinden, und die
Verarbeitungseinheit (1) eingerichtet ist, ein Pikto-

gramm anzuzeigen, in welchem eine Linie in einem
unteren Bereich und zwei andere Linien dargestellt
sind, welche die Messung der Stufentiefe zur unte-
ren Ebenen in Bezug auf die Bezugshöhe beschrei-
ben, wobei die zwei Linien sich an beiden Seiten von
und oberhalb der Linie, welche sich im unteren Be-
reich auf derselben Höhe befindet, befinden.

11. Versetzungssensor nach Anspruch 7, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, in dem
Meßprozess für das Festlegungsobjektbild, ein Pik-
togramm anzuzeigen, welches eine Abbildung für
die linksseitige Kantenmessung enthält, wobei die
Abbildung eine Vielzahl von Kanten, welche Grenz-
abschnitte der Stufe sind, enthält, wobei eine Kante,
welche sich am weitesten links befindet, angezeigt
wird, während sich diese von den andren Abschnit-
ten der Abbildung unterscheidet, und die Verarbei-
tungseinheit (1) eingerichtet ist, ein Piktogramm an-
zuzeigen, welches eine Abbildung für die Kanten-
messung der rechtsseitigen Stufe enthält, wobei die
Abbildung eine Vielzahl von Kanten, welche Grenz-
abschnitte der Stufe sind, enthält, wobei eine Kante,
welche sich am weitesten rechts befindet, angezeigt
wird, während sich diese von den anderen Abschnit-
ten der Abbildung unterscheidet.

12. Versetzungssensor nach Anspruch 8, wobei die Ver-
arbeitungseinheit (1) eingerichtet ist, bei der Option
des Meßprozesses für das Festlegungsobjektbild
ein Piktogramm anzuzeigen, welches die linksseiti-
ge Kante der hervorstehenden oberen Linie und die
rechtsseitige Kante der hervorstehenden oberen Li-
nie für die Messung des Abstands zwischen der
linksseitigen Kante und der rechtsseitigen Kante der
hervorstehenden oberen Ebene enthält, und die Ver-
arbeitungseinheit (1) eingerichtet ist, ein Pikto-
gramm anzuzeigen, welches die Positionen der
rechtsseitigen Kante der zurückgesetzten linksseiti-
gen oberen Ebene und die linksseitige Kante der
rechtsseitigen oberen Ebene für die Messung des
Abstands zwischen der rechtsseitigen Kante der zu-
rückgesetzten linksseitigen oberen Ebene und der
linksseitigen Kante der rechtsseitigen oberen Ebene
enthält.

13. Versetzungssensor nach einem der Ansprüche 9 bis
12,
wobei die Verarbeitungseinheit (1) eingerichtet ist,
das Piktogramm zum Empfangen einer Optionsaus-
wahl über die Eingabeeinheit anzuzeigen und eine
Art eines Meßprozesses festzulegen,
wobei die Verarbeitungseinheit (1) eingerichtet ist,
in dem Prozess zum Festlegen des Meßprozessziel-
bereichs das Festlegungsobjektbild an der Anzeige-
einheit (15) anzuzeigen, und einen Kandidatenbe-
reich für den Meßprozesszielbereich anzuzeigen,
während der Kandidatenbereich mit dem Festle-
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gungssubjektbild überlappt,
wobei die Verarbeitungseinheit (1) eingerichtet ist,
einen Befehl zur Veränderung einer Position, einer
Form und einer Größe des Kandidatenbereichs über
die Eingabeeinheit zu empfangen und die geänderte
Position, Form und Größe des Kandidatenbereichs
zu aktualisieren und anzuzeigen, wenn der Verän-
derungsbefehl empfangen wird, und
wobei die Verarbeitungseinheit (1) eingerichtet ist,
einen Eingabebefehl zur Bestätigung des Meßpro-
zesszielbereichs über die Eingabeeinheit zu emp-
fangen und den Kandidatenbereich zu diesem Zeit-
punkt als den Meßzielbereich festzulegen.

Revendications

1. Capteur de déplacement comprenant :

une unité d’illumination (202) qui est adaptée
pour éclairer un objet de mesure (5) avec un
faisceau de ligne ;
une unité d’imagerie (203) qui est adaptée pour
prendre une image du faisceau de ligne sur une
surface d’acceptation de lumière d’unité d’ima-
gerie de sorte qu’une position de l’image du fais-
ceau de ligne sur la surface d’acceptation de
lumière change en fonction d’une hauteur d’une
surface de l’objet de mesure (5) éclairé avec le
faisceau de ligne ;
une unité de traitement (1) qui est adaptée pour
obtenir une distribution de hauteur par rapport
à une direction le long du faisceau de ligne sur
la surface de l’objet de mesure (5) sur la base
de l’image prise du faisceau de ligne obtenue à
partir de l’unité d’imagerie (203) pour effectuer
un processus de réglage pour régler un contenu
d’un processus de mesure, et pour effectuer le-
dit processus de mesure sur la base d’une plu-
ralité de régions locales ou de points de carac-
téristique sur la distribution de hauteur obtenue
par rapport à la direction le long du faisceau de
ligne conformément au contenu réglé dans le
processus de réglage ;
une unité d’affichage (15) qui est adaptée pour
afficher l’image prise du faisceau de ligne et un
écran pour le réglage du contenu du processus
de mesure ;
une unité d’entrée qui est adaptée pour recevoir
une entrée pour effectuer le réglage du contenu
du processus de mesure ; et
une unité de sortie (108) qui est adaptée pour
délivrer un résultat du processus de mesure,
dans lequel l’unité de traitement (1) est adaptée
pour, dans le processus de réglage, afficher
l’image prise du faisceau de ligne sur l’unité d’af-
fichage (15) lorsqu’une instruction de confirma-
tion pour afficher l’image prise du faisceau de

ligne sur l’unité d’affichage (15) est entrée par
l’intermédiaire de l’unité d’entrée, et pour régler
l’image prise du faisceau de ligne comme une
image d’objet de réglage,
dans lequel, pour régler le contenu du processus
de mesure, l’unité de traitement (1)
est adaptée pour, dans un processus de mesure
pour l’image d’objet de réglage, afficher simul-
tanément une option dans laquelle une mesure
est effectuée sur la base, en tant que ligne de
référence ou point de référence, d’une ligne ou
d’un point situé dans une partie supérieure de
l’image du faisceau de ligne incluse dans l’image
d’objet de réglage, et pour afficher une option
dans laquelle une mesure est effectuée sur la
base, en tant que ligne de référence ou de point
de référence, d’une ligne ou d’un point situé
dans une partie inférieure de l’image du faisceau
de ligne incluse dans l’image d’objet de réglage,
ou est adaptée pour afficher simultanément une
option dans laquelle une mesure est effectuée
sur la base, en tant que ligne de référence ou
point de référence, d’une ligne ou d’un point si-
tué sur un côté gauche de l’image du faisceau
de ligne incluse dans l’image d’objet de réglage,
ou est adaptée pour afficher une option dans
laquelle une mesure est effectuée sur la base,
en tant que ligne de référence ou point de réfé-
rence, d’une ligne ou d’un point situé sur un côté
droit de l’image du faisceau de ligne incluse
dans l’image d’objet de réglage,
est adaptée pour recevoir une sélection d’option
entrée par l’intermédiaire de l’unité d’entrée
(106, 107), et
est adaptée pour régler un type d’un processus
de mesure pour l’image d’objet de réglage sur
la base d’une option affichée pour laquelle une
sélection d’option a été reçue de sorte qu’une
mesure pour l’image d’objet de réglage soit ef-
fectuée sur la base d’une ligne de référence ou
d’un point de référence en fonction de l’option
pour laquelle la sélection d’option a été reçue,
dans lequel, pour régler le contenu du processus
de mesure, l’unité de traitement est adaptée
pour régler une région cible de processus de
mesure dans l’image d’objet de réglage, laquelle
région cible de processus de mesure devient
une région cible du processus de mesure, et
dans lequel l’unité de traitement est adaptée
pour régler automatiquement une région locale
ou un point caractéristique en fonction d’une re-
lation de position relative entre l’image du fais-
ceau de ligne incluse dans l’image d’objet de
réglage et la ligne de référence ou le point de
référence en fonction de l’option pour laquelle
la sélection d’option a été reçue, laquelle région
local ou lequel point de caractéristique est né-
cessaire pour effectuer le processus de mesure
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sur l’image du faisceau de ligne incluse dans
ladite une région cible de processus de mesure
conformément au contenu réglé du processus
de mesure.

2. Capteur de déplacement selon la revendication 1,
dans lequel
l’unité de traitement est adaptée pour afficher l’image
d’objet de réglage sur l’unité d’affichage dans le pro-
cessus de réglage de la région cible de processus
de mesure,
l’unité de traitement est adaptée pour afficher une
région candidate pour la région cible de processus
de mesure alors que la région candidate est recou-
verte par l’image d’objet de réglage,
l’unité de traitement est adaptée pour recevoir une
instruction pour changer une position, une forme, et
une taille de la région candidate par l’intermédiaire
de l’unité d’entrée (106, 107), et pour mettre à jour
et afficher la position, la forme, et la taille de la région
candidate lors de la réception de l’instruction de
changement, et dans lequel
l’unité de traitement est adaptée pour recevoir une
instruction entrée pour confirmer une région cible de
processus de mesure par l’intermédiaire de l’unité
d’entrée (106, 107), et pour régler la région candi-
date à ce temps comme la région cible de mesure.

3. Capteur de déplacement selon la revendication 1,
dans lequel l’unité de traitement est adaptée pour
régler automatiquement une région locale ou un
point de caractéristique utilisé dans le processus de
mesure pour l’image d’objet de réglage, et pour af-
ficher la région locale ou le point de caractéristique
alors que la région locale ou le point de caractéris-
tique est recouvert par l’image d’objet de réglage.

4. Capteur de déplacement selon la revendication 3,
dans lequel l’unité de traitement est adaptée pour
afficher la région locale ou le point de caractéristique,
et pour recevoir un changement de plage de la région
locale ou un changement de réglage d’un paramètre
utilisé pour calculer le point de caractéristique, et
dans lequel
l’unité de traitement est adaptée pour, lorsque l’unité
de traitement reçoit l’entrée de changement, afficher
le point de caractéristique calculé sur la base de la
région locale post-changement ou du paramètre
post-changement, pour recevoir une instruction en-
trée pour confirmer la région locale ou le paramètre
utilisé pour calculer le point de caractéristique par
l’intermédiaire de l’unité d’entrée, et pour régler la
région locale ou le paramètre utilisé pour calculer le
point de caractéristique à ce temps comme la région
locale ou le paramètre utilisé pour calculer le point
de caractéristique qui doit être utilisé dans le pro-
cessus de mesure.

5. Capteur de déplacement selon la revendication 1,
dans lequel, dans le processus de mesure pour
l’image d’objet de réglage, l’unité de traitement est
adaptée pour afficher simultanément une mesure de
hauteur de pic pour une hauteur de référence et une
mesure de profondeur de fond pour une hauteur de
référence comme des options de processus de me-
sure pour recevoir une sélection de l’option.

6. Capteur de déplacement selon la revendication 1,
dans lequel, au cours du processus de mesure pour
l’image d’objet de réglage, l’unité de traitement est
adaptée pour afficher simultanément une option de
mesure d’une hauteur de marche jusqu’à un étage
supérieur par rapport à une hauteur de référence et
une option de mesure d’une profondeur de marche
jusqu’à un étage inférieur par rapport à la hauteur
de référence sur l’écran pour recevoir une sélection
de l’option.

7. Capteur de déplacement selon la revendication 1,
dans lequel, dans le processus de mesure pour
l’image d’objet de réglage, l’unité de traitement est
adaptée pour afficher simultanément une option de
mesure d’une position de bord d’une marche côté
gauche et une option de mesure d’une position de
bord d’une marche côté droit sur l’écran pour rece-
voir une sélection de l’option.

8. Capteur de déplacement selon la revendication 1,
dans lequel, dans le processus de mesure pour
l’image d’objet de réglage, l’unité de traitement est
adaptée pour afficher simultanément une option de
mesure d’un intervalle entre un bord côté gauche et
un bord côté droit d’un étage supérieur projeté et
une option de mesure d’un intervalle entre un bord
côté droit d’un étage supérieur côté gauche en retrait
et un bord côté gauche d’un étage supérieur côté
droit sur l’écran pour recevoir une sélection de l’op-
tion.

9. Capteur de déplacement selon la revendication 5,
dans lequel, dans l’option du processus de mesure
pour l’image d’objet de réglage, l’unité de traitement
est adaptée pour afficher un icône projetée décrite
sur une ligne de référence existant dans une partie
inférieure pour la mesure de hauteur de pic pour la
hauteur de référence, et pour afficher une icône pro-
jetée décrite au-dessous de la ligne de référence
existant dans une partie supérieure pour la mesure
de profondeur de fond pour la hauteur de référence.

10. Capteur de déplacement selon la revendication 6,
dans lequel, dans l’option du processus de mesure
pour l’image d’objet de réglage, l’unité de traitement
est adaptée pour afficher une icône dans laquelle
une ligne existant dans une partie supérieure et deux
autres lignes sont décrites pour la mesure de hauteur
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de marche jusqu’à l’étage supérieur par rapport à la
hauteur de référence, les deux lignes étant situées
des deux côtés de et au-dessous de la ligne existant
dans la partie supérieure à la même hauteur, et l’uni-
té de traitement est adaptée pour afficher un icône
dans laquelle une ligne existant dans une partie in-
férieure et deux autres lignes sont décrites pour la
mesure de profondeur de marche jusqu’à l’étage in-
férieur par rapport à la hauteur de référence, les deux
lignes étant situées des deux côtés de et au-dessus
de la ligne existant dans la partie inférieure à la mê-
me hauteur.

11. Capteur de déplacement selon la revendication 7,
dans lequel, dans l’option du processus de mesure
pour l’image d’objet de réglage, l’unité de traitement
est adaptée pour afficher une icône incluant un des-
sin pour la mesure de bord côté gauche, le dessin
incluant une pluralité de bords qui sont des parties
limites de la marche, un bord le plus à gauche étant
affiché tout en étant distingué des autres parties
dans le dessin, et l’unité de traitement est adaptée
pour afficher une icône incluant un dessin pour la
mesure de position de bord de la marche côté droit,
le dessin incluant une pluralité de bords qui sont des
parties limites de la marche, un bord le plus à droite
étant affiché tout en étant distingué des autres par-
ties dans le dessin.

12. Capteur de déplacement selon la revendication 8,
dans lequel, dans l’option du processus de mesure
pour l’image d’objet de réglage, l’unité de traitement
est adaptée pour afficher une icône indiquant le bord
côté gauche de la ligne supérieure projetée et le bord
côté droit de la ligne supérieure projetée pour la me-
sure de l’intervalle entre le bord côté gauche et le
bord côté droit de l’étage supérieur projeté, et l’unité
de traitement est adaptée pour afficher une icône
indiquant des positions du bord côté droit de l’étage
supérieur côté gauche en retrait et du bord côté gau-
che de l’étage supérieur côté droit pour la mesure
de l’intervalle entre le bord côté droit def l’étage su-
périeur côté gauche en retrait et le bord côté gauche
de l’étage supérieur côté droit.

13. Capteur de déplacement selon l’une quelconque des
revendications 9 à 12,
dans lequel l’unité de traitement est adaptée pour
afficher l’icône pour recevoir une sélection de l’option
entrée par l’intermédiaire de l’unité d’entrée, et pour
régler un type du processus de mesure,
dans lequel, dans le processus de réglage de la ré-
gion cible de processus de mesure, l’unité de traite-
ment est adaptée pour afficher l’image d’objet de
réglage sur l’unité d’affichage, et pour afficher une
région candidate pour la région cible de processus
de mesure alors que la région candidate est recou-
verte par l’image d’objet de réglage,

dans lequel, l’unité de traitement est adaptée pour
recevoir une instruction pour changer une position,
une forme, et une taille de la région candidate par
l’intermédiaire de l’unité d’entrée, et pour mettre à
jour et afficher la position, la forme, et la taille chan-
gées de la région candidate lors de la réception de
l’instruction de changement, et
dans lequel l’unité de traitement est adaptée pour
recevoir une instruction entrée pour confirmer la ré-
gion cible de processus de mesure par l’intermédiai-
re de l’unité d’entrée, et pour régler la région candi-
date à ce temps comme la région cible de mesure.
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