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(54) Robot with sensor

(57) A visual sensor main body (4) is attached to a
first attachment (3a) provided in a vicinity of a hand (2)
provided at a tip end of a robot arm (1) to take an image
of a workpiece (12) to obtain a position and an attitude
of the workpiece (12). Based on the detected position
and attitude, the workpiece (12) is grasped with the hand

(2). The sensor main body (4) is handed to a second
attachment (3b) provided in the retreat position. Then,
after mounting the grasped workpiece (12) to a chuck
(9) of a working machine (8) and machining the work-
piece (12), the workpiece (12) is taken out with the hand
(2).
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a robot with
sensor means such as a visual sensor and a force sen-
sor.

2. Description of the Related Art

[0002] During handling work carried out by a robot, a
position and orientation of a part before positioning are
detected by a visual sensor, a position and an attitude
of a hand mounted to a tip end of a robot arm is control-
led according to the detected position and attitude of the
part, and the part is grasped, taken out, and sent to a
next step. During work of assembling parts while con-
trolling a pressing force of an end effector mounted to
the robot, the feedback control of the force is carried out
while detecting the force with the force sensor or the like.
[0003] When such sensor means is used and opera-
tion of the robot is controlled by using an output of the
sensor means, the sensor means is normally disposed
as close as possible to working means at the arm tip
end, e.g., near the robot hand or a tool. A purpose of
this is to enhance accuracy of sensing by extending a
range in which the sensor means can sense and by al-
lowing the sensor means to approach as close as pos-
sible to an object to be sensed.
[0004] FIG. 8 shows an example of a prior-art system
for attaching and detaching a workpiece to and from a
working machine by a robot by using a visual sensor.
Positions and attitudes of the workpieces 104 to be fed
to the working machine 101 are not fixed and the work-
pieces 104 are fed in random positions and attitudes. To
an arm tip end of a robot 100, a hand 102 for grasping
the workpiece and a visual sensor 103 for taking an im-
age of the workpiece are mounted.
[0005] First, the arm tip end of the robot 100 is moved
to a position of a work feeding portion, an image of the
workpiece 104 to be fed is taken by the visual sensor
103 to obtain a position and an attitude of the workpiece,
the workpiece 104 whose position and attitude have
been obtained is grasped and taken out by the hand
102, and the workpiece 104 is set to a chuck 106 of the
working machine 101.
[0006] Then, the robot 100 causes the arm tip end to
retreat from a machining area of the working machine
101. The working machine 101 closes its door and ma-
chines the workpiece 104 inside itself. After the machin-
ing is completed, the robot 100 grasps and takes out the
machined workpiece 104 and places the workpieces
104 in lines in a machined workpiece taking out position
105.
[0007] The above work is carried out. As described
above, the sensor means is disposed at the tip end por-

tion of the robot arm, the end effector such as the hand
for carrying out work is attached to the robot tip end por-
tion, and the sensor means enters an environment of
work carried out by the end effector and a nearby work
environment which the end effector approaches.
[0008] The sensor means such as the visual sensor
is normally disposed at the arm tip end. Therefore, de-
pending on work carried out by the robot, there are pos-
sibilities that the sensor means is exposed to an envi-
ronment in which the sensor means is liable to be
splashed with dust, cuttings, water, cutting fluid, a sol-
vent, and the like or that the sensor means receives vi-
brations and shocks from a working tool. In the system
example in FIG. 8 and described above, when the work-
piece 104 is attached to the chuck 106 of the working
machine 101 or when the workpiece 104 after machin-
ing is detached from the chuck 106, the hand 102 at the
tip end of the robot arm enters the workpiece machining
area and the visual sensor 103 also enters the machin-
ing area together with the hand 102. Large amounts of
cuttings and cutting fluid are splashed in the machining
area and these suspended cuttings and cutting fluid ad-
here to the visual sensor 103. This becomes a cause of
hindrance to normal sensing and stable operation. As a
result, depending on a use environment, use of the sen-
sor means has to be given up or there is a necessity to
take measures to frequently clean the sensor means.
[0009] Although sensor means of a type for detecting
an external force and outputting a signal, i.e., the so-
called force sensor is less liable to be affected by dust
and liquid, detection accuracy is deteriorated and me-
chanical and electrical lives are shortened due to recep-
tion of vibrations and shocks.

SUMMARY OF THE INVENTION

[0010] According to a first form of the present inven-
tion, there is provided a robot with a sensor, which com-
prises sensor means and sensor disposal position
changing means for changing a disposal position of the
sensor means from one position to another, wherein a
plurality of positions including positions at and around a
robot arm are set in advance as positions where the sen-
sor means is disposed.
[0011] According to a second form of the invention,
there is provided a robot with a sensor, which comprises
sensor means and sensor disposal position changing
means for changing a disposal position of the sensor
means from one position to another, where a plurality of
positions are set in advance on a robot arm as positions
where the sensor means is disposed.
[0012] Furthermore, the robot with the sensor accord-
ing to the invention may be in the following forms for
carrying out the invention.
[0013] One of the plurality of sensor means disposal
positions is provided in an acting position where the sen-
sor means is used while mounted to a tip end of the robot
arm and another is provided in a retreat position where
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the sensor means retreats from the acting position when
not used. The acting position of the sensor means is
near working means mounted to the tip end of the robot
arm and the retreat position is on the robot arm.
[0014] Protecting means for the sensor means or
cleaning means for the sensor means is provided in the
retreat position.
[0015] The sensor means is a visual sensor having a
camera for taking a two-dimensional image, a measur-
ing sensor for carrying out a three-dimensional meas-
urement by using laser light, or a force sensor for out-
putting a signal according to an external force.
[0016] The sensor disposal position changing means
is formed of retaining means for retaining the sensor
means provided in each the disposal position and soft-
ware in which a setting for controlling operation for hand-
ing the sensor means from one of the retaining means
to another and carried out by the robot on its own is
stored.
[0017] The sensor disposal position changing means
is formed of driving means provided to an arm having a
wrist at its tip end to drive the sensor means forward and
backward to a working position and a retreat position,
working means of the robot being mounted to the wrist.
[0018] The robot with the sensor according to the in-
vention is protected from an environment which ad-
versely affects the sensor.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019]

FIGS. 1(a) and 1(b) are schematic and operational
explanatory views of an embodiment in which the
present invention is applied to a robot having a vis-
ual sensor as sensor means.
FIG. 2 is an explanatory view of another embodi-
ment of the invention.
FIG. 3 is an explanatory view of structures of first
and second attachments respectively used in the
embodiments in FIGS. 1 and 2 and attachment and
detachment of a sensor main body to and from each
the attachment.
FIG. 4 is an explanatory view of yet another embod-
iment of the invention.
FIG. 5 is an explanatory view of an example in which
protecting and cleaning means for an optical sys-
tem are provided to the second attachment in a re-
treat position when the sensor means is a visual
sensor.
FIG. 6 is an explanatory view of another form of the
second attachment disposed in the retreat position.
FIG. 7 is a flow chart of processing for handing the
sensor main body in the first embodiment of the in-
vention.
FIG. 8 is an explanatory view of a prior-art system
in which a workpiece is attached and detached to
and from a working machine by a robot by using a

visual sensor.

DESCRIPTION OF THE EMBODIMENTS

[0020] FIGS. 1(a) and 1(b) are schematic diagrams of
an embodiment in which the present invention is applied
to a robot having a visual sensor as sensor means. FIG.
1 (a) shows a state of disposition when the visual sensor
is used and FIG. 1 (b) shows a state of disposition when
the visual sensor retreats to a retreat position. To a tip
end of a robot arm 1, a hand 2 for grasping a part is
mounted as working means. In a vicinity of the hand 2,
a first attachment 3a for attaching a sensor main body
4 (a camera or the like of the visual sensor) is disposed.
A position of the first attachment 3a corresponds to an
acting position where the visual sensor as sensor
means operates and acts. With the sensor main body 4
attached in this position, the robot arm 1 carries out
sensing of a workpiece 12 such as a part to be handled
by the robot arm 1.
[0021] A second attachment 3b having the same
structure as the first attachment 3a is mounted to and
disposed at a rotary body 1a of the robot arm 1 as shown
in FIG. 1(b). FIG. 1(b) in which this disposal position is
the retreat position for the sensor means shows a state
in which the sensor main body 4 is disposed in the re-
treat position.
[0022] The robot arm 1 and a robot controller 5 for
controlling the robot are connected by a cable 10. The
cable 10 passes through the rotary body 1a, a lower arm
1b, and an upper arm 1c forming the robot arm 1 and is
connected to a servomotor for driving each shaft of the
robot, a driving source of the hand 2, and sensor fixing
cylinders 32 of the first and second attachments 3a and
3b and which will be described later.
[0023] An image processor 6 is connected to the robot
controller 5 and the image processor 6 and the sensor
main body 4 of the visual sensor or the like are connect-
ed by a cable 11. The cable 11 passes through the robot
arm 1, is drawn outside from a midpoint of the upper arm
1c, and is connected to the sensor main body 4. The
robot controller 5 has the same structure as a prior-art
robot controller and includes a processor, a memory, an
axis control circuit for controlling the servomotor for
each the axis of the robot arm 1, an input/output inter-
face connected to peripheral devices such as the first
and second attachments 3a and 3b, and the like. The
image processor 6 is also similar to a prior-art image
processor and obtains a position and an attitude of the
workpiece 12 from images taken by a camera or the like
of the sensor main body 4.
[0024] The first attachment 3a and the second attach-
ment 3b have substantially the same structures. Here,
a structure of the second attachment 3b and attachment
and detachment of the sensor main body 4 to and from
the second attachment 3b will be described.
[0025] The second attachment 3b is formed of a
bracket 31, a sensor fixing cylinder 32, and a positioning
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pin 33. On the other hand, a sensor mounting member
41 extending on opposite sides is fixed onto the sensor
main body 4. At opposite end portions of the sensor
mounting member 41, a firs hole 42a to be engaged with
a pin 33 of the first attachment 3a and a second hole
42b to be engaged with a pin 33 of the second attach-
ment 3b are formed.
[0026] As shown in FIG. 3, by engaging the position-
ing pin 33 of the second attachment 3b in the second
hole 42b of the sensor mounting member 41 and sand-
wiching the sensor mounting member 41 between the
sensor fixing cylinder 32 and the bracket 31, the sensor
main body 4 is fixed to the second attachment 3b.
[0027] As for the first attachment 3a, by engaging the
positioning pin 33 of the first attachment 3a in the first
hole 42a of the sensor mounting member 41 and sand-
wiching the sensor mounting member 41 between the
sensor fixing cylinder 32 and the bracket 31, the sensor
main body 4 is fixed to the first attachment 3a.
[0028] Then, the sensor main body 4 such as the cam-
era is attached to the first attachment 3a mounted to a
tip end of the robot arm and the robot is caused to op-
erate. As shown in FIG. 1(a), after the sensor main body
4 is moved to an image pick-up position of the workpiece
12 before machining, the sensor main body 4 takes an
image of the workpiece 12, the image processor 6 ob-
tains the position and the attitude of the workpiece, the
robot is driven based on the obtained position and atti-
tude, and the workpiece 12 is grasped with the hand 2.
[0029] Next, after the tip end of the arm of the robot
is moved to a position of the second attachment 3b and
the second hole 42b of the sensor mounting member 41
and the positioning pin 33 of the second attachment 3b
are engaged with each other, the sensor fixing cylinder
32 of the second attachment 3b is actuated to fix the
sensor main body 4 to the second attachment 3b.
[0030] Then, actuation of the sensor fixing cylinder 32
of the first attachment 3a is cancelled, the robot is driv-
en, the positioning pin 33 of the first attachment 3a and
the first hole 42a are disengaged from each other, and
the sensor main body 4 is detached from the tip end of
the arm of the robot.
[0031] Then, as shown in FIG. 1(b), the tip end of the
robot arm is moved to a workpiece mounting position of
a working machine 8 and the workpiece 12 grasped with
the hand 2 is mounted to a chuck 9 of the working ma-
chine 8.
[0032] Next, the tip end of the robot arm is caused to
retreat from a machining area of the working machine 8
and the working machine 8 machines the workpiece 12.
After the machining is completed, the machined work-
piece 12 is grasped with the robot hand 2, detached from
the chuck 9, moved to a predetermined placing space,
and placed in the placing space.
[0033] Then, by operational processing similar to that
described above, the sensor main body 4 is handed
from the second attachment 3b to the first attachment
3a and is fixed by the first attachment 3a and an oper-

ation for obtaining a position and an attitude of the next
workpiece 12 is carried out similarly to the above oper-
ation as shown in FIG. 1(a). Thereafter these operations
are repeatedly executed.
[0034] In other words, the following operations are re-
peatedly executed: the sensor main body 4 attached to
the first attachment 3a at the tip end of the robot arm is
moved to the acting position of the sensor means; the
image of the workpiece 12 is taken to detect the position
and the attitude of the workpiece 12; the workpiece 12
is grasped; the tip end of the robot arm retreats and
moved toward the second attachment 3b; the sensor
main body 4 is handed to the second attachment 3b; the
workpiece 12 is attached to the chuck 9 of the working
machine 8; the arm tip end retreats from the machining
area; the machined workpiece is taken out; the work-
piece is placed in the placing space; and the sensor
main body 4 is handed from the second attachment 3b
to the first attachment 3a.
[0035] In the above-described operations, when the
tip end of the robot arm enters the machining area of the
working machine 8, the sensor main body 4 is retained
by the second attachment 3b in the retreat position and
is not retained by the tip end of the robot arm. Moreover,
because the second attachment 3b is in the position at
a distance from the machining area, cuttings and cutting
fluid do not adhere to the sensor main body 4 even if the
hand 2 enters the machining area of the working ma-
chine.
[0036] Although the second attachment 3b is provid-
ed to the robot arm 1 in the above-described embodi-
ment, the position of the attachment 3b is not limited to
this. By disposing the second attachment 3b outside an
area in which surroundings of the working machine 8
are liable to be soiled due to machining operation and
the like of the working machine 8 and in a range in which
the robot arm 1 can operate, movement of the sensor
main body 4 between the first and second attachments
3a and 3b can be carried out by operation of the robot
arm 1.
[0037] FIG. 2 is an explanatory view of another em-
bodiment in which a position in a robot operating range,
not affected by a working environment, is employed as
a retreat position. A fixing stand 15 is provided on a floor,
the second attachment 3b is mounted to the fixing stand
15, and this position is employed as the retreat position.
This is a main difference between this embodiment and
the embodiment shown in FIGS. 1(a) and 1(b). The ex-
ample shown in FIG. 2 has merits in that the image proc-
essor 6 and the sensor main body 4 can directly be con-
nected without passing the cable 11 for wiring for the
sensor through the robot and wiring can easily be in-
stalled. However, it has a demerit in that the cable 11
trails along when the sensor main body 4 is attached to
the first attachment 3a at the tip end of the robot arm in
the position of the fixing stand 15. When the fixing stand
15 is provided, the cable 11 may be passed through the
robot arm 1, taken out from the midpoint of the upper
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arm 1c, and connected to the sensor main body 4 as
shown in FIGS. 1(a) and 1(b).
[0038] FIG. 4 is an explanatory view of yet another
embodiment. Although means for changing the disposal
position of the sensor main body 4 to the acting position
and the retreat position is formed of software for driving
the robot arm 1 and the robot in the embodiments shown
in FIGS. 1(a), 1(b), and 2, the means for changing the
disposal position of the sensor main body 4 is formed of
driving means 16 such as a cylinder in another embod-
iment shown in FIG. 4.
[0039] In the embodiment shown in FIG. 4, a cylinder
16 as driving means is mounted to the upper arm 1c and
the sensor main body 4 is moved forward and backward
on a side of the upper arm 1c in parallel to an axis of the
upper arm 1c by the cylinder 16 so that the sensor main
body 4 can be disposed in the image pick-up position
(acting position) shown in FIG. 4 and also in the retreat
position on the side of the upper arm 1c. In the embod-
iment shown in FIG. 4, because the sensor main body
4 can be disposed by the cylinder 16 in the acting posi-
tion and in the retreat position, it is essential only that
the robot controller 5 and the cylinder 16 be connected
to each other.
[0040] Although it is not shown in the drawings, even
if the robot arm 1 runs, the sensor main body 4 moves
together with the robot arm 1 and the disposal position
of the sensor main body 4 can be changed quickly in the
embodiments shown in FIGS. 1 and 4 because means
for retaining the sensor main body 4 in the acting posi-
tion and in the retreat position are provided to the robot
arm 1.
[0041] FIG. 5 is an explanatory view of an example in
which the second attachment 3b in the retreat position
is provided with cover means and cleaning means so as
to protect optical systems of a light-emitting portion and
a light-receiving portion of the camera or the like of the
sensor main body 4 when the sensor means is the visual
sensor.
[0042] In this example, by disposing the protective
cover 17 on an upper side of the sensor main body 4,
the sensor is protected from pouring dust and splash
when it is used with the working machine 8. As a result,
the sensor main body (visual sensor) 4 becomes less
liable to be soiled and a periodic maintenance cycle can
be extended. Moreover, it is possible to prevent the pe-
ripheral devices from unintentionally coming in contact
with the sensor main body to damage the sensor. As
shown in FIG. 5, an air nozzle of air blowing means 18
may be disposed to face a light input/output face of the
optical system of the light-receiving portion, the light-
emitting portion, and the like of the sensor main body 4
which is the visual sensor to blow off the soil which has
adhered to the face. Furthermore, not only the air blower
using the air nozzle but also means for spraying wash
water (not shown) and wiping means 19 using a wiper
may be provided and cleaning may be carried out by
wiping the sprayed wash water off with the wiping

means 19 and drying with the air blower. As a result, it
is possible to further extend the maintenance cycle and
to make the sensor main body maintenance free.
[0043] Although the simple upper cover is shown in
FIG. 5, it is possible to obtain further enhanced protect-
ing effect by surrounding the sensor with a cover and
providing an opening/closing door to the cover.
[0044] As shown in FIG. 6, a second attachment 3b'
provided in the retreat position may be a tube or a mem-
ber with a blind hole for housing the sensor main body
4. In a case of the second attachment 3b' in this embod-
iment, only one end portion of the sensor mounting
member 41 is formed with the first hole 42a to be en-
gaged with the positioning pin 33 for the first attachment
and the second hole 42b need not be formed on the oth-
er end side. A recessed portion 35 to be engaged with
the other end portion of the sensor mounting member
41 is formed in an upper end portion of the tube (or hole)
for positioning of the sensor main body 4 in a placing
position. Then, the sensor main body 4 attached to the
first attachment 3a at the tip end of the robot arm is in-
serted into the tube or hole from above the second at-
tachment 3b' and is placed on the second attachment
3b' by engaging the recessed portion 35 and the other
end portion of the sensor mounting member 41 with
each other. To take the sensor main body 4 out of the
second attachment, the positioning pin 33 of the first at-
tachment is inserted into the first hole 42a formed in the
one end portion of the sensor mounting member 41, the
sensor fixing cylinder 32 is actuated to sandwich the
sensor mounting member, and the sensor main body 4
is fixed to the tip end of the robot arm and is pulled out
of the tube of the second attachment 3b'.
[0045] FIGS. 7(a) and 7(b) are flow charts of process-
ings for changing the disposal position of the sensor
main body and carried out by the processor of the robot
controller 5 in the embodiment shown in FIGS. 1(a) and
1(b). FIG. 7(a) shows operational processing for dispos-
ing the sensor main body 4 in the acting position, i . e. ,
for attaching the sensor main body 4 to the first attach-
ment 3a and FIG. 7(b) shows operational processing for
disposing the sensor main body 4 in the retreat position,
i.e., for attaching the sensor main body 4 to the second
attachment 3b. It is possible to teach the operational
processings to the robot as a part of a series of opera-
tional processing to be carried out by the robot. It is also
possible that the operational processing for attaching
and disposing the sensor main body in the acting posi-
tion and the operational processing for disposing sensor
main body in the retreat position are made subroutines
and that the processings in FIG. 7(a) and 7(b) are car-
ried out by only programming a mounting command and
a retreating command by a teach program.
[0046] To dispose the sensor main body 4 in the acting
position, the sensor main body 4 is attached to the first
attachment 3a. In this case, the processing in FIG. 7 (a)
is carried out. First, the tip end of the robot arm is moved
to the retreat position and the positioning pin 33 of the
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first attachment 3a disposed at the arm tip end is op-
posed to the first hole 42a in the sensor mounting mem-
ber 41 of the sensor main body 4 retained by the second
attachment 3b (step A1). Then, the positioning pin 33 of
the first attachment 3a is engaged in the first hole 42a
of the sensor mounting member 41 (step A2).
[0047] Then, the sensor fixing cylinder 32 of the first
attachment 3a is actuated and the sensor mounting
member 41 is sandwiched between the bracket 31 of
the first attachment 3a and the sensor fixing cylinder 32
to thereby fix the sensor main body 4 to the first attach-
ment 3a (step A3). Then, actuation of the sensor fixing
cylinder 32 of the second attachment 3b is cancelled
(step A4), the tip end of the robot arm is moved, and the
positioning pin 33 of the second attachment 3b and the
second hole 42b in the sensor mounting member 41 are
disengaged from each other (step A5). Next, the tip end
of the robot arm is moved to the position where the im-
age of the workpiece to be worked on is taken by the
sensor main body 4 (step A6) and the processing for
attaching and disposing the sensor main body 4 to the
working position is completed.
[0048] After the image of the workpiece 12 is taken
and the position and the attitude of the workpiece 12 are
detected by the sensor main body 4 (visual sensor) and
the workpiece 12 is grasped with the hand 2, the
processing operation in FIG. 7 (b) is started. The tip end
of the robot arm is moved to the retreat position and the
second hole 42b in the sensor mounting member 41 of
the sensor main body 4 retained by the first attachment
3a disposed at the tip end of the robot arm is opposed
to the positioning pin 33 of the second attachment 3b
(step B1). Then, the positioning pin 33 of the second
attachment 3b is engaged in the second hole 42b in the
sensor mounting member 41 (step B2).
[0049] Then, the sensor fixing cylinder 32 of the sec-
ond attachment 3b is actuated and the sensor mounting
member 41 is sandwiched between the bracket 31 of
the second attachment 3b and the sensor fixing cylinder
32 to fix the sensor main body 4 to the second attach-
ment 3b (step B3). Then, actuation of the sensor fixing
cylinder 32 of the first attachment 3a is cancelled (step
B4), the tip end of the robot arm is moved, and the po-
sitioning pin 33 of the first attachment 3a and the first
hole 42a in the sensor mounting member 41 are disen-
gaged from each other (step B5). Next, the workpiece
grasped with the hand 2 at the tip end of the robot arm
is moved to the position where the workpiece is attached
to the working machine 8 (step B6) and the retreat
processing of the sensor main body is completed.
[0050] Although the example of the two-dimensional
visual sensor as the sensor means has been described
in the above embodiment, the sensor means may be a
three-dimensional measuring sensor or a force sensor
for detecting a load. Although there are one acting po-
sition and one retreat position where the sensor means
is disposed in the above embodiment, it is also possible
that there are a plurality of acting positions and a plural-

ity of retreat positions.
[0051] Because the sensor means is moved close to
the working means only when the sensor means is used
and the sensor means retreats to a place where the sen-
sor means is less liable to be affected by the working
environment when not used, the sensor means is not
exposed to the adverse working environment. Especial-
ly when the robot is used with the working machine, the
robot is not affected by dust, liquid splashes, vibrations,
and shocks and therefore the sensor means can be
used to work of the robot to which the sensor means
could not be applied conventionally. As a result, a range
of uses for the robot having the sensor means is in-
creased.

Claims

1. A robot with a sensor, the robot comprising:

sensor means and
sensor disposal position changing means for
changing an disposal position of the sensor
means from one position to another, wherein a
plurality of positions including positions at and
around a robot arm are set in advance as posi-
tions where the sensor means is disposed.

2. A robot with a sensor according to claim 1, wherein
one of the plurality of sensor means disposal posi-
tions is provided in an acting position where the sen-
sor means is used while mounted to a tip end of the
robot arm and another is provided in a retreat posi-
tion where the sensor means retreats from the act-
ing position when not used.

3. A robot with a sensor according to claim 2, wherein
the acting position of the sensor means is near
working means mounted to the tip end of the robot
arm and the retreat position is on the robot arm.

4. A robot with a sensor according to claim 2 or 3,
wherein protecting means for the sensor means is
provided in the retreat position.

5. A robot with a sensor according to claim 2 or 3,
wherein cleaning means for the sensor means is
provided in the retreat position.

6. A robot with a sensor, the robot comprising:

sensor means and
sensor disposal position changing means for
changing a disposal position of the sensor
means from one position to another, wherein a
plurality of positions are set in advance on a ro-
bot arm as positions where the sensor means
is disposed.
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7. A robot with a sensor according to claim 6, wherein
one of the plurality of sensor means disposal posi-
tions is provided in an acting position where the sen-
sor means is used while mounted to a tip end of the
robot arm and another is provided in a retreat posi-
tion where the sensor means retreats from the act-
ing position when not used.

8. A robot with a sensor according to claim 7, wherein
the acting position of the sensor means is near
working means mounted to the tip end of the robot
arm and the retreat position is on the robot arm.

9. A robot with a sensor according to claim 7 or 8,
wherein protecting means for the sensor means is
provided in the retreat position.

10. A robot with a sensor according to claim 7 or 8,
wherein cleaning means for the sensor means is
provided in the retreat position.

11. A robot with a sensor according to claim 1 or 6,
wherein the sensor means is a visual sensor having
a camera for taking a two-dimensional image.

12. A robot with a sensor according to claim 1 or 6,
wherein the sensor means is a measuring sensor
for carrying out a three-dimensional measurement
by using laser light.

13. A robot with a sensor according to claim 1 or 6,
wherein the sensor means is a force sensor for out-
putting a signal according to an external force.

14. A robot with a sensor according to claim 1 or 6,
wherein the sensor disposal position changing
means is formed of retaining means for retaining the
sensor means provided in each the disposal posi-
tion and software in which a setting for controlling
operation for handing the sensor means from one
of the retaining means to another and carried out
by the robot on its own is stored.

15. A robot with a sensor according to claim 1 or 6,
wherein the sensor disposal position changing
means is formed of driving means provided to an
arm having a wrist at its tip end to drive the sensor
means forward and backward to a working position
and a retreat position, working means of the robot
being mounted to the wrist.
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