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Description

Cross-Reference to Related Applications

[0001] This application claims priority to United States
Provisional Patent Application Serial No. 61/414,809,
filed on November 17, 2010, entitled "Hair Extension Kit".

Field of the Invention

[0002] The disclosure relates generally to hair exten-
sion kits. More specifically, the hair extensions may be
packaged such that they may have patterns printed onto
them.

Background

[0003] Individuals often desire creative ways to ex-
press their personalities. One form of expression is the
transformation or decoration of one’s body or portions of
one’s body. Forms of bodily decoration include painting
finger- or toe-nails or administering cosmetics. Another
form includes styling one’s hair and the insertion of hair
extensions to supplement one’s natural hair. One looking
to further their creative outlet may look to further custom-
ize their hair extensions.
[0004] U.S. Patent No. 6,065,969 ("Rifkin") discloses
a computer game for designing and printing nail cover-
ings. The computer game includes stored software in-
structions on a computer that controls operation of a color
printer and a series of displayed images on a monitor
display screen. The user selects from various icons dis-
played on the monitor display screen, and the icons are
applied to fingernails of a hand image on the screen. A
plurality of nail covers, which are formed of a peel and
stick self-adhesive structure, are printed upon a blank
laminated sheet. The nail covers may be independently
removed from the sheet and placed upon a fingernail by
the self-adhesive layer. While Rifkin provides an ade-
quate solution for customizing fingernail decorations,
Rifkin does not provide a solution for hair extensions.
[0005] U.S. Patent Application Publication No.
2010/0000562 A1 ("Cho") discloses decorated hair piec-
es and a method for decorating hair pieces. A plurality
of fiber single-ply threads are grouped such that designs
may be created on desired portions of the plurality of fiber
single-ply threads. Various dispersion dyes on transcrip-
tion paper may be applied to the surface of the single-
ply threads with a heat pressing process. Cho’s process
requires specialized equipment, such as transcription pa-
per, specialized dispersion dyes, and a heat-and-pres-
sure source. This specialized equipment lacks conven-
ience and may prove a safety hazard for consumers of
a younger demographic. US2007/119469 discloses be-
sides a textile, such as a hairpiece, including a plurality
of fiber sinale-ply threads. The plurality of fiber sinale-ply
threads are grouped such that designs may be created
on desired portions of the plurality of fiber single-ply

threads, such as a decolorized portion. The textile in-
cludes a fixed part to hold the fiber single-ply threads.
The textile, exhibiting designs on a plurality of fiber single-
ply threads, is also configured to be attached or adorned.
[0006] US2005 268932 discloses a hair extension kit
system.

Summary

[0007] The disclosure includes a hair extension kit. The
hair extension kit may be packaged in such a way that
patterns may be readily printed onto the hair using a
standard printer. The hair extension may be removable
from the kit to easily accessorize a girl’s or doll’s hair.
[0008] Other systems, methods, features and advan-
tages will be, or will become, apparent to one with skill
in the art upon examination of the following figures and
detailed description. All such additional systems, meth-
ods, features and advantages are included within this
description, are within the scope of the claimed subject
matter, and are protected by the following claims.

Brief Description of the Drawings

[0009] The hair extension kit may be better understood
with reference to the following drawings and description.
The elements in the figures are not necessarily to scale,
emphasis instead being placed upon illustrating the prin-
ciples of the hair extension kit. In the figures, like-refer-
enced numerals designate corresponding parts through-
out the different views.

FIG. 1 is a drawing of an exemplary hair extension
set.

FIG. 2 is a drawing of a hair extension set at an early
stage of assembly.

FIG. 3 is a drawing of a hair extension set at an in-
termediate stage of assembly.

FIG. 4 is an illustration of an exemplary hair exten-
sion kit.

FIG. 5 is an illustration of another exemplary hair
extension kit.

FIG. 6 is a drawing of an exemplary hair extension kit.

FIG. 7 is a drawing of a different exemplary hair ex-
tension kit.

FIG. 8 is an illustration of yet a different exemplary
hair extension kit.

FIG. 9 is an illustration of an alternate exemplary hair
extension kit.
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FIG. 10 is an illustration of the alternate exemplary
hair extension kit from an alternate view.

FIG. 11 is a flowchart of an exemplary process for
manufacturing a hair extension kit.

FIG. 12 is a drawing of an exemplary early stage of
mounting a hair extension set to a support backing.

FIG. 13 is a drawing of an exemplary intermediate
stage of mounting a hair extension set to a support
backing.

FIG. 14 is a drawing of an exemplary later stage of
mounting a hair extension set to a support backing.

FIG. 15 is a flowchart of an exemplary process of
preparing a hair extension set for mounting.

FIG. 16 is a flowchart of an exemplary process of
including other components with a hair extension kit.

FIG. 17 is a flowchart of an exemplary process of
customizing a hair extension kit.

FIG. 18 is an illustration of an exemplary system for
customizing a hair extension kit.

FIG. 19 is an illustration of an exemplary graphical
user interface for customizing a hair extension kit.

FIG. 20 is an illustration of an exemplary method of
printing a selected pattern onto a hair extension kit.

FIG. 21 is a drawing of an exemplary early stage of
printing a selected pattern onto a hair extension kit.

FIG. 22 is a drawing of an exemplary intermediate
stage of printing a selected pattern onto a hair ex-
tension kit.

FIG. 23 is a drawing of an exemplary customized
hair extension kit.

FIG. 24 is a drawing of the hair fastener accessory
labels on an exemplary customized hair extension
kit.

FIG. 25 is a drawing of a customized hair extension
set being removed from a hair extension kit.

FIG. 26 is an illustration of a customized hair exten-
sion set being prepared for attachment.

FIG. 27 is an illustration of an exemplary attached
customized hair extension set.

FIG. 28 is a first set of exemplary patterns as illus-

trated on representations of customized hair exten-
sion sets.

FIG. 29 is a second set of exemplary patterns as
illustrated on representations of customized hair ex-
tension sets.

FIG. 30 is an illustration of an eighth embodiment of
a hair extension kit.

FIG. 31 is an illustration of a step of applying a second
adhesive to a hair extension kit to create a second
adhesive layer on a hair extension set.

FIG. 32 is an illustration of a first exemplary hair fas-
tener and a hair extension set.

FIG. 33 is an illustration of a second exemplary hair
fastener and a hair extension set.

FIG. 34 is a drawing of an exemplary hair fastener.

FIG. 35 is a flowchart of an exemplary process for
affixing an adhesive layer to a support backing.

FIG. 36 is a flowchart of an alternative exemplary
process for affixing an adhesive layer to a support
backing.

FIG. 37 is a flowchart of a second exemplary process
for preparing a hair extension set for mounting.

FIG. 38 is a spreadsheet with various exemplary for-
mulations of a receptive coating material.

FIG. 39 is a spreadsheet with various exemplary for-
mulations of a chemical sealant.

Detailed Description

[0010] A hair extension set includes a plurality of hair
fibers arranged in a single layer adhered to a support
backing. The hair extension set may be packaged with
the support backing in a kit in such a way that one or
more patterns, such as designs, images, pictures, or text,
may be readily printed onto the hair fibers using an off-
the-shelf desktop printer. The support backing may be
foldable such that portions of the packaging cover and
protect the hair fibers during transport. The hair extension
set may be removable from the kit to easily accessorize
a girl’s or doll’s hair.
[0011] FIG. 1 is a drawing 100 of a hair extension set
102 according to one embodiment of the present inven-
tion. The hair extension set 102 may be used as part of
a hair accessory or to make a longer, fuller, or different
hairstyle. The hair extension set 102 includes a plurality
of hair fibers 104 attached to a hair extension support
member 106. The hair fibers 104 may include strands of
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natural human hair, threads of synthetic fibers, or a com-
bination of natural hair and synthetic fibers. Natural hair
may provide durability, while synthetic fibers may provide
ease of manufacture and controllability of physical or
chemical properties.
[0012] The hair fibers 104 may all be of approximately
the same length or may come pre-styled, such as with a
tapered or angled cut. Providing hair fibers 104 of the
same length may provide for uniformity in manufacture,
while pre-styled hair fibers 104 may be more visually strik-
ing or appeal to a particular consumer demographic. The
hair fibers 104 may all have approximately the same color
or may have a blend of different colors. The hair fibers
104 may have particular desirable properties, such as an
enhanced ability to retain ink from an inkjet printer.
[0013] The hair extension support member 106 may
provide a singular base from which the hair fibers 104
may be manipulated. For example, attaching the hair ex-
tension support member 106 to a surface may function-
ally attach the hair fibers 104 to that surface as well. The
hair extension support member 106 may be made from
a natural or synthetic material, such as leather or vinyl.
In one embodiment, the hair extension support member
106 may be a piece of adhesive tape wrapped around
one end of the hair fibers 104. The hair fibers 104 may
be attached to the hair extension support member 106
through an adhesive, such as an epoxy or glue, or
through some physical means, such as stitching or melt-
ing a portion of the hair fibers 104 to the hair extension
support member 106.
[0014] FIG. 2 is a drawing 200 of a hair extension set
102 at an early stage of assembly. The hair fibers 104
may be arranged in a single-ply or single-layered config-
uration, i.e. a single layer of hair fibers 104 without any
hair fibers 104 stacked on top of another. The hair fibers
104 are shown being attached to alternate versions of
the hair extension support member 106. In this illustra-
tion, the hair extension support member 106 may be a
wrapper 202, such as a piece of adhesive tape, or a sup-
port panel 204, such as a panel of vinyl. The piece of
tape may be wrapped around the hair fibers 104, while
the panel of vinyl may be folded over the ends of the hair
fibers 104 and stitched together, for example.
[0015] FIG. 3 is a drawing 300 of a hair extension set
102 at an intermediate stage of assembly. The hair fibers
104 are bound by a wrapper 202, such as adhesive tape.
A heat transfer apparatus 302, such as a hot iron, is ap-
plied to the hair fibers 104. Heat from the hot iron may
cause the hair fibers 104 to melt and fuse together where
the hot iron contacts the hair fibers 104. The hot iron may
be applied to the hair fibers 104 along one edge of the
adhesive tape. The heat may melt and fuse the hair fibers
104 to the adhesive tape, thus further securing and heat-
sealing the hair fibers 104 along one edge of the adhesive
tape. In this example, the support panel 204 may be at-
tached to one end of the hair fibers 104 and be used to
easily remove excess hair fiber ends after the heat-seal-
ing process.

[0016] FIG. 4 is an illustration 400 of a hair extension
kit 402 according to one embodiment of the present in-
vention. The hair extension kit 402 includes a support
backing 402 and a hair extension set 404. The support
backing 402 may be a form of packaging upon which the
hair extension set 404 is transported and distributed. In
this illustrative example, the support backing 402 is one
216 mm x 279 mm (8.5" x 11") sheet of paper stock. In
other embodiments, the support backing 402 may be a
sheet of paper stock of another standardized size or of
any other suitable material.
[0017] The hair extension set 404 may be removably
attached to the support backing 402. In this illustrative
example, the means of attachment is an adhesive layer
406. The adhesive layer 406 temporarily affixes the hair
extension set 404 to the support backing 402 through
transport, delivery, and further processing until an end
consumer voluntarily separates the hair extension set
404 from the support backing 402. The adhesive layer
406 may be in a sheet form with a light adhesive coating
on a front surface and a more permanent adhesive coat-
ing on a back surface. One such sheet is a removable
adhesive label sold under the POST-IT brand of the com-
pany 3M. The adhesive layer 406 may extend across one
entire surface of the support backing 402, or across only
a portion thereof. The adhesive layer 406 in this example
has been custom-sized to fit the hair extension set 404.
Using a single layer may reduce processing costs, while
custom-sizing the layers may reduce materials costs.
The hair extension set 404 may be similar to or the same
as the hair extension set 102 described above.
[0018] This exemplary hair extension kit 402 also in-
cludes two smaller hair extension sets 408. The smaller
hair extension sets 408 may be desirable to provide va-
riety or for attaching to smaller children, a doll, or a pet.
The smaller hair extension sets 408 are removably at-
tached to the support backing 402 by smaller adhesive
layers 410. The smaller adhesive layers 410 may be sim-
ilar to the adhesive layer 406 described above. However,
in embodiments where a single adhesive layer covers a
sufficient portion of the surface of the support backing,
multiple hair extension sets may be removably attached
to the adhesive layer.
[0019] The support backing 402 includes a fold 412.
The fold 412 may permit the support backing 402 to bend
such that a first portion of the support backing 402 covers
a second portion of the support backing 402. In this ex-
ample, the fold 412 is positioned such that the left half
may fold over and cover the right half, or vice versa.
[0020] FIG. 5 is an illustration 500 of a hair extension
kit 502 of another embodiment of the present invention.
The hair extension kit 502 includes the support backing
402, two hair extension sets 404, two adhesive layers
406, and the fold 412. While the two hair extension sets
404 in this example are of the same width and length,
the hair extension sets 404 need not be of the same di-
mensions, nor need there be more than one hair exten-
sion set. Some embodiments include a single hair exten-
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sion set. The hair extension kit 502 in this example may
be packaged with hair fasteners 504 and hair fastener
accessory bases 506 and may further include hair fas-
tener accessory labels 508.
[0021] The hair extension sets 404 may attach to the
hair fasteners 504, and the hair fasteners 504, in turn,
may attach to human, doll, or pet hair. For example, the
hair fasteners 504 may be barrettes, hair pins, hair
clasps, or bobby pins. The hair fasteners 504 may clasp
onto support members of the hair extension sets 404.
The clasping may be aided by attachment nubs 510 or
other structure on the hair fasteners 504, which align with
attachment holes 512 or other structure in the support
members of the hair extension sets 404.
[0022] The hair fastener accessory bases 506 may at-
tach to the hair fasteners 504. The hair fastener acces-
sory bases 506 may further decorate the hair fasteners
504 and the hair extension sets 404. The hair fastener
accessory bases 506 may attach to the hair fasteners
504 by use of a clip, a glue, or another adhesive, for
example. The hair fastener accessory bases 506 may
include bases of different shapes, such as circular-
shaped bases 514 and ribbon-shaped bases 516, or dif-
ferent sizes. The hair fastener accessory bases 506 may
have one flat surface upon which to receive an adhesive
label, such as a sticker from the hair fastener accessory
label 508.
[0023] The hair fastener accessory labels 508 include
a label base 518 and an adhesive sticker 520. The back
of the label base 518 may be solidly affixed to the support
backing 402. The adhesive sticker 520 may be remova-
ble from the label base 518 and, once removed, attach-
able to a flat surface, such as one on the hair fastener
accessory bases 506. For example, a round sticker may
attach to a round accessory base. A front surface of the
adhesive sticker 520 may be of a material to receive print-
ing, e.g. from an inkjet printer. Such a material may be
similar to the printable address labels available from AV-
ERY-DENNISON.
[0024] FIG. 6 is a drawing 600 of a hair extension kit
602 according to yet another embodiment of the present
invention. The hair extension kit 602 includes the support
backing 402, the hair extension set 404, the two smaller
hair extension sets 408, the fold 412, and hair fastener
accessory labels 508. In this example, a single adhesive
layer 406 holds the hair extension sets 404, 408 to the
support backing 402.
[0025] FIG. 7 is a drawing 700 of a hair extension kit
702 according to a different embodiment of the present
invention. The hair extension kit 702 includes the support
backing 402, the hair extension set 404, the fold 412, and
the hair fastener accessory labels 508. In this example,
a single adhesive layer 406 holds the hair extension set
404 and a narrower hair extension set 704 to the support
backing 402.
[0026] FIG. 8 is an illustration 800 of a hair extension
kit 802 according to yet a different embodiment of the
present invention. The hair extension kit 802 includes the

support backing 402 and a protective sheet 804. The
support backing 402 includes a front side 806 and a back
side 808, which may also be called an "inside" and an
"outside" surface, respectively. The front side 806 may
include a surface portion where a hair extension set 404
may be attached. The back side 808 may be a blank
surface, or it may be utilized for print, such as advertising
or logo artwork. The support backing 402 is shown bent
along the fold 412, thus creating a bi-fold configuration
and appearing similar to a greeting card. In this configu-
ration, one surface portion of the front side 806 may fold
over a second portion of the front side 806, therefore
providing a protective cover for the surface portion and
any contents within the folded front side 806, e.g. while
the hair extension kit 802 is in transport.
[0027] The protective sheet 804 may provide addition-
al protection to a surface portion of the support backing
402 or to various contents contained within or on the sup-
port backing 402. For example, the protective sheet 804
may be placed between the folded portions of the inside
surface, thus effectively separating the portions from con-
tact with each other. In a similar manner, the protective
sheet 804 may also separate contents, such as a hair
extension set 404, attached to one portion of the inside
surface from direct contact with an opposite portion of
the inside surface. If the protective sheet 804 were a
sheet of wax paper, for example, the protective sheet
804 could prevent an opposite side from directly rubbing
against hair fibers and loosening the hair fibers from an
adhesive layer.
[0028] FIG. 9 is an illustration 900 of a hair extension
kit 902 according to an alternate embodiment of the
present invention. The hair extension kit 902 includes the
support backing 402 and the hair extension sets 404 at-
tached to the support backing 402 by the adhesive layers
406. The support backing 402 in this example includes
two folds 412 on the support backing 402 spaced to both
sides of the hair extension sets 404, thus creating a tri-
fold configuration. The support backing 402 in this con-
figuration appears similar to a pamphlet.
[0029] FIG. 10 is an illustration 1000 of the hair exten-
sion kit 902 from an alternate view. The hair extension
kit 902 includes the support backing 402 and the two
folds 412. In this view, however, the support backing 402
has been bent along one of the folds 412 to illustrate the
front side 806 and the back side 808 of the support back-
ing 402. This view also illustrates how one portion of the
support backing 402 may fold over to cover another por-
tion of the support backing 402.
[0030] FIG. 11 is a flowchart 1100 of an exemplary
process for manufacturing a hair extension kit. The proc-
ess in this embodiment includes affixing an adhesive lay-
er 406 to a support backing 402 (1102). A hair extension
set 404 is prepared for mounting (1104). The hair exten-
sion set 404 is mounted to the support backing 402
(1106). A receptive coating is applied to the hair exten-
sion set (1108). The receptive coating may aid in keeping
the individual hair fibers 104 arranged in a single layer.
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The receptive coating may be a hair spray-like substance
and may be applied by spraying it on or by painting it on
with a brush. One or more hair fastener accessory labels
508 are mounted to the support backing 402 (1110). The
labels 508 may be mounted to a different portion of the
support backing 402 than the hair extension set 404. One
or more folds 412 are created in the support backing 402
(1112). Alternatively, the support backing 402 may come
pre-folded. Other components are included with the
mounted support backing 402 (1114).
[0031] FIG. 12 is a drawing 1200 of an early stage of
mounting a hair extension set 404 to a support backing
402 according to one embodiment. The drawing 1200
shows the support backing 402 with two folds 412 and a
single adhesive layer 406 between the two folds 412.
The support member 106 of the hair extension set 404
is being placed onto the adhesive layer 406 while the hair
fibers 104 are temporarily being held away from the ad-
hesive layer 406.
[0032] FIG. 13 is a drawing 1300 of an intermediate
stage of mounting a hair extension set 404 to a support
backing 402 according to one embodiment. The support
member 106 of the hair extension set 404 has already
been temporarily affixed to the adhesive layer 406. A
brush- or comb-like device is shown with its teeth or bris-
tles being run through the hair fibers 104. The device
separates and arranges the individual hair fibers 104 into
a single layer.
[0033] FIG. 14 is a drawing 1400 of a later stage of
mounting a hair extension set 404 to a support backing
402 according to one embodiment. The single layer of
hair fibers 104 have been straightened and temporarily
affixed to the adhesive layer 406. The affixing of the hair
fibers 104 progressed from near the support member 106
towards the opposite end of the hair fibers 104, with the
opposite end of the hair fibers 104 being the last portion
of the hair fibers 104 to be affixed.
[0034] FIG. 15 is a flowchart 1500 of an exemplary
process of preparing a hair extension set for mounting.
The process in this embodiment includes arranging hair
fibers 104 into a single layer (1502). Alternatively, the
hair fibers 104 may come pre-arranged in a single layer.
For example, they may be pre-attached at one end to a
piece of vinyl. The hair fibers 104 are affixed to a support
member 106 (1504). The hair fibers 104 may be affixed
through an adhesive, such as the adhesive on a piece
of tape, or physically, such as through stitching or heat-
searing, or a combination of the two.
[0035] FIG. 16 is a flowchart 1600 of an exemplary
process of including other components with a hair exten-
sion kit. The process in this embodiment includes insert-
ing a protective sheet 804 (1602). The protective sheet
804 may be inserted within a folded support backing 402.
Accessory components are added (1604). The accesso-
ry components may include one or more hair fasteners
504 and/or one or more hair fastener accessory bases
506. A doll is incorporated (1606). The doll packaged
along with the other components may add value by pro-

viding an immediate item with which the hair extensions
may be used.
[0036] FIG. 17 is a flowchart 1700 of an exemplary
process of customizing a hair extension kit. The process
includes placing a hair extension kit into a paper feed
tray of a printer (1702). The hair extension kit may be
any of the hair extension kits described above. The printer
may be an inkjet printer similar to ones that are available
in many households today.
[0037] A pattern is selected (1704). A user of the printer
or an end consumer may select the pattern. The pattern
may be selected using a computer terminal, such as a
laptop or a desktop computer, a tablet computer, such
as an IPAD® from APPLE®, a smartphone, such as a
BLACKBERRY® from RESEARCH IN MOTION®, or a
digital camera, for example. A software program used
for selecting the pattern may be stored in local memory,
such as on a hard drive, compact disc (CD), or digital
versatile disc (DVD), or it may be accessed through a
network, such as the Internet. In one embodiment, the
software selection program runs on an internet server
accessible through selecting or typing in an appropriate
uniform resource locator (URL) with a web browser pro-
gram connected to the World Wide Web. The pattern
may be selected from a collection of previously organized
patterns, such as from a catalog. Alternatively, the pat-
tern may be uploaded or otherwise made available to the
program from a source designated by the user or end
consumer. For example, the pattern may be a photo-
graph of a pet dog made available from a digital camera,
downloaded to a local hard drive, and then uploaded to
an internet server.
[0038] A different pattern may be selected for each in-
dividual hair extension set in the hair extension kit. More
than one pattern may be selected for each individual hair
extension set in the hair extension kit. For example, a
background pattern of purple with pink polka dots, a fore-
ground pattern of red lips, and a text entered by the end
consumer reading "HOT STUFF" may be selected as the
overall pattern for a single hair extension set. In another
embodiment, one or more patterns may be selected for
printing onto one or more hair fastener accessory labels
included with the hair extension kit. Each pattern for the
hair fastener accessory labels may be selected in a sim-
ilar fashion to the selection for the hair extension sets.
[0039] The selected pattern is printed onto the hair ex-
tension kit (1706). The hair extension kit may be "cus-
tomized" by the printed pattern selected by the end con-
sumer. The customization in this manner utilizes off-the-
shelf and commonly available equipment. The process
of customization does not require specialized dyes or
equipment and is accessible for consumers of a younger
demographic.
[0040] The hair extension set is removed from the hair
extension kit (1708). The removal may be as simple as
grabbing one edge or corner of the hair extension set
and peeling the hair extension set off a light adhesive
layer and away from a support backing. At this point, the
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support backing may be finished protecting the hair ex-
tension set through transport, delivery, and processing.
[0041] The hair extension set is prepared (1710). The
preparation may include attaching the hair extension set
to a hair fastener. A hair fastener accessory base may
also be attached to the hair fastener. An adhesive sticker
from a hair fastener accessory label with a selected pat-
tern may be attached to the hair fastener accessory base
for further decoration and customization of the hair ex-
tension. The hair extension set is attached (1712). The
set may be used to accessorize a girl’s hair, a doll’s hair,
or a pet, for example.
[0042] Each of the steps in the various processes
above may be optional and/or may be performed in a
different order than that described above without deviat-
ing from the present invention.
[0043] FIG. 18 is an illustration 1800 of an exemplary
system 1802 for customizing a hair extension kit. The
system 1802 in this embodiment includes one or more
hair extension kits 1804, a computer 1806 with a display,
and an inkjet printer 1808. The computer 1806 may be
operably connected to the printer 1808, as well as oper-
ably connected to software for selecting a pattern for the
hair extension set 1804.
[0044] FIG. 19 is an illustration 1900 of an exemplary
graphical user interface (GUI) 1902 for customizing a hair
extension kit. The GUI 1902 in this embodiment includes
a customization area 1904 and a pattern selection area
1906. A user may have the option of selecting which cus-
tomization area 1904 more accurately reflects the layout
of a hair extension kit that they may possess. The GUI
1902 may then display the selected customization area
1904. In this embodiment, the GUI 1902 displays a cus-
tomization area 1904 that includes representations of a
hair extension set 1908, a narrower hair extension set
1910, two bowtie-shaped labels 1912, and two heart-
shaped labels 1914. The customization area 1904 may
be initially presented without any patterns present.
[0045] The pattern selection area 1904 contains one
or more patterns 1916 that may be used to customize
the hair extension kit. The patterns 1916 may be dis-
played as preview icons which aid the selection process
by providing the user with an idea of how each overall
pattern appears. The patterns 1916 in the pattern selec-
tion area 1906 may be pre-selected by the software pro-
vider, or one or more patterns 1916 may have been up-
loaded or otherwise made available to the software pro-
gram by the user or a third party.
[0046] The user may select a pattern 1916 from the
pattern selection area 1906 and choose to apply that pat-
tern to one of the representations 1908, 1910, 1912, 1914
in the customization area 1904. The selection may occur
by clicking and dragging one of the patterns 1916 to one
of the representations 1908, 1910, 1912, 1914. Alterna-
tively, the selection may occur by first clicking on one of
the patterns 1916 and then clicking on one of the repre-
sentations 1908, 1910, 1912, 1914, or vice versa. For
example, a user may first click on a pattern with pink

hearts, and then click on a representation of a hair ex-
tension. The GUI 1904 may then display the hair exten-
sion representation overlaid with the pattern of pink
hearts.
[0047] The GUI 1904 may also provide user with ac-
cess to other tools to aid in the pattern selection process.
For example, the GUI 1904 may provide a tool where the
user can design their own custom pattern and add it to
the pattern selection area 1906, import a pattern from a
selected location, and save their selected patterns. The
GUI 1904 may also provide a tool where the user can
upload an image of themselves, which they may then
use to preview how the customized hair extension sets
would appear on them.
[0048] FIG. 20 is an illustration 2000 of an exemplary
method of printing a selected pattern onto a hair exten-
sion kit. The illustration 2000 shows a hair extension kit
2002 being fed into a paper tray feed 2004 of an inkjet
printer 1808. The hair extension kit 2002 appears coming
out of the printer 1808 and onto the output tray 2006 of
the printer 1808 with a colorful pattern having been print-
ed onto the hair extension set.
[0049] FIG. 21 is a drawing 2100 of an early stage of
printing a selected pattern onto a hair extension kit ac-
cording to one embodiment of the present invention. The
drawing 2100 shows a hair extension kit 702 with a hair
extension set 404 and a narrower hair extension set 704.
The hair extension kit 702 is sitting in a paper tray feed
2004 of an inkjet printer 1808. Also visible is the fold 412
in the hair extension kit 2102.
[0050] FIG. 22 is a drawing 2200 of an intermediate
stage of printing a selected pattern onto a hair extension
kit according to one embodiment of the present invention.
The drawing 2200 shows a hair extension kit 702 with a
hair extension set 404 and a narrower hair extension set
704. The hair extension kit 702 is coming out of the printer
1808 onto an output tray 2006. The hair extension set
404 and the narrower hair extension set 704 have differ-
ent patterns that have been printed onto them. In one
embodiment, the hair extension set 404 may be coated
with a gel containing one or more water-soluble resins.
The water-soluble resin may aid in adhering ink from the
printer 1808 to the hair fibers because the ink may pen-
etrate into the surface of the water-soluble resin, where
the hair fibers alone may be more resistant to ink pene-
tration. Examples of usable water-soluble resins include
polyvinyl acetate (PVA) and polyvinylpyrrolidone (PVP).
[0051] FIG. 23 is a drawing 2300 of a customized hair
extension kit 2302 according to one embodiment of the
present invention. The customized hair extension kit
2302 includes a hair extension set 2304 with a first printed
pattern, a narrower hair extension set 2306 with a second
printed pattern, and a set of hair fastener accessory la-
bels 2308 with different sized and different shaped stick-
ers with different patterns printed on the labels.
[0052] FIG. 24 is a drawing 2400 of the hair fastener
accessory labels 2308 on a customized hair extension
kit 2302 according to one embodiment of the present
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invention. An adhesive sticker 2402 with a printed pattern
is shown in the process of being removed from the label
2308. The adhesive sticker 2402 may be attached to,
e.g. a hair fastener accessory base.
[0053] FIG. 25 is a drawing 2500 of a customized hair
extension set 2502 being removed from a hair extension
kit 2504 according to one embodiment of the present
invention. The customized hair extension set 2502 is
shown being peeled away from an adhesive layer 2506
of the hair extension kit 2504. A printed pattern remains
visible on the customized hair extension set 2502 as it is
peeled away.
[0054] FIG. 26 is an illustration 2600 of a customized
hair extension set 2602 being prepared for attachment
according to one embodiment of the present invention.
A hair fastener 2604 is shown being attached to the cus-
tomized hair extension set 2602. In this embodiment, the
hair fastener 2604 is a bobby pin and the customized hair
extension set 2602 includes loops that receive the bobby
pin. A hair fastener accessory base 2606 in the shape of
a star is attached to the hair fastener 2604 to provide
further customization and decoration.
[0055] FIG. 27 is an illustration 2700 of an attached
customized hair extension set according to one embod-
iment of the present invention. The illustration 2700
shows a customized hair extension set 2702 as attached
to a girl’s hair. A smaller customized hair extension 2704
is attached to a doll’s hair.
[0056] FIGS. 28 and 29 are exemplary patterns as il-
lustrated on representations 2800, 2900 of customized
hair extension sets.
[0057] FIG. 30 is an illustration 3000 of an eighth em-
bodiment of a hair extension kit 3002 according to the
present invention. The dimensions and parameters pro-
vided in the illustration 3000 are provided as examples.
The hair extension kit 3002 includes a support backing
3004 and a hair extension set 3006. The support backing
3004 may be a form of packaging upon which the hair
extension set 3006 is transported and distributed. In this
illustrative example, the support backing 3004 is one 216
mm x 279 mm (8.5" x 11") sheet of paper stock. In other
embodiments, the support backing 3004 may be a sheet
of paper stock of another standardized size or of any
other suitable material.
[0058] The support backing 3004 includes a printer
feeding edge 3018 and a top edge 3020. The support
backing 3004 may be fed into a printer with the printer
feeding edge 3018 being a leading edge into the printer.
The top edge 3020 may be opposite the printer feeding
edge 3018. The support backing 3004 further includes a
printing surface 3022. The printing surface 3022 may be
a surface of the support backing 3004 upon which printing
ink is first deposited when fed into an active desktop print-
er. The support backing 3004 further includes a fold 3024.
The fold 3024 may permit the support backing 3004 to
bend such that a first portion of the support backing 3004
covers a second portion of the support backing 3004. In
this example, the fold 3024 is positioned such that the

left half may fold over and cover the right half, or vice
versa.
[0059] The hair extension set 3006 may be removably
attached to the printing surface 3022 on the support back-
ing 3004. In this illustrative example, the means of at-
tachment is an adhesive layer 3008. The adhesive layer
3008 temporarily and/or removably affixes the hair ex-
tension set 3006 to the support backing 3004 through
transport, delivery, and further processing until an end
consumer voluntarily separates the hair extension set
3006 from the support backing 3004. The adhesive layer
3008 in this example has been sized to better conform
with the dimensions of the hair extension set 3006.
[0060] The hair extension set 3006 includes a clip at-
tachment portion 3010, a reinforcement portion 3012,
and a hair fiber portion 3014. The clip attachment portion
3010 may be a support panel. The clip attachment portion
3010 may be composed of a rigid or semi-rigid material,
such as vinyl. The clip attachment portion 3010 may be
tear-resistant and capable of supporting the weight of the
entire hair extension set 3006. The clip attachment por-
tion 3010 may further include one or more apertures or
holes 3016. One or more hair fasteners may attach to
the hair extension set 3006 via the holes 3016. The clip
attachment portion 3010 may include two sets of holes
3016. A first set of holes may accommodate a smaller
hair fastener, such as a clip for a doll, while a second set
of holes may accommodate a larger hair fastener, such
as a clip for a child.
[0061] The reinforcement portion 3012 may attach the
hair fiber portion 3014 to the clip attachment portion 3010.
The reinforcement portion 3012 may include an adhesive
that adheres hair fibers to a panel of vinyl. In some em-
bodiments, the reinforcement panel 3012 includes stitch-
ing attaching the hair fibers to a panel of vinyl. The hair
fiber portion 3014 may include a plurality of individual
hair fibers. Alternatively, the hair fiber portion 3014 may
include a plurality of hair fiber bundles. The hair fiber
portion 3014 may be a single layer of hair fibers, i.e. a
single-ply configuration.
[0062] The hair extension kit 3002 further includes a
smaller hair extension set 3026. The smaller hair exten-
sion set 3026 may have one or more smaller dimensions
than the hair extension set 3006. In this embodiment, the
smaller hair extension set 3026 has a smaller width than
the hair extension set 3006. The smaller hair extension
set 3026 includes a clip attachment portion 3028, a re-
inforcement portion 3030, and a hair fiber portion 3032.
The clip attachment portion 3028 may further include one
or more apertures or holes 3034. One or more hair fas-
teners may attach to the smaller hair extension set 3026
via the holes 3034. In this embodiment, the clip attach-
ment portion 3028 includes two holes 3034 that accom-
modates a smaller clip, such as a clip for a doll. The
smaller hair extension set 3026 is temporarily and/or re-
movably attached to the printing surface 3022 of the sup-
port backing 3004 by an adhesive layer 3036.
[0063] FIG. 31 is an illustration 3100 of a step of ap-
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plying a receptive coating material 3102 to a hair exten-
sion kit 3104 to create a receptive coating layer 3106 on
a hair extension set 3108. In some embodiments, apply-
ing a receptive coating material 3102 includes spraying
the receptive coating material 3102. In other embodi-
ments, applying a receptive coating material 3102 in-
cludes brushing the receptive coating material 3102 onto
the hair extension set 3108. A smoothing device 3112
may be used to evenly coat the receptive coating material
3102 to the hair extension set 3108.
[0064] The receptive coating layer 3106 may aid in
keeping individual hair fibers in the hair extension set
3108 arranged in a single layer. The receptive coating
material 3102 may be a polymer-based solution contain-
ing polyurethane and cellulose binders, which may set
and prime the hair for a printing process and for the ab-
sorption of printer ink. Such a polymer-based solution
may be desirable because it allows the hair to set flat and
stationary, and it acts as a substrate for the printing proc-
ess. Furthermore, the polymer-based solution may pro-
vide an absorptive surface to retain the ink on the hair
surface. However, any PVP, PVA, PVP/VA, polymer-
based or polyurethane-based solutions may be used as
the receptive coating material 3102. FIG. 38 is a spread-
sheet 3800 with various exemplary formulations of the
receptive coating material 3102 in accordance with the
present invention. In some embodiments, the receptive
coating material 3102 is 79% water, 10% PVP, 0.15%
cellulose, 1% preservative, 10% polyurethane and fillers.
[0065] A sealant layer 3110 may be separately applied
to the hair extension set 3108. The sealant layer 3110
may aid in sealing in inks or dyes that are applied to the
hair fibers and/or making the hair fibers more water-re-
sistant. The sealant layer 3110 may be in the form of a
wax that is applied from a tube similar to lipstick or lip
balm (not shown). The wax may be beeswax and/or cer-
esine wax, with an emollient oil ester. These particular
types of substances are desirable because they create
a hydrophobic coat which resists water and preserves
the ink design underneath. However, any waxy solid, with
an emollient oil ester may be used as the sealant layer
3110. In some embodiments, the wax is 34% ethyl hexyl
palmitate, 29% polybutene, 20% ceresine wax, 16%
beeswax, 0.50% preservative and 0.50% tocoppheryl
acecetate.
[0066] Alternatively or additionally, the sealant layer
3110 may be in the form of a chemical sealant. The chem-
ical sealant may be applied to and react with the materials
in the receptive coating layer 3106 to seal in inks or dyes
and/or make the hair fibers more water-resistant or water-
repellant. FIG. 39 is a spreadsheet 3900 with various
exemplary formulations of a chemical sealant in accord-
ance with the present invention. Any of the chemical seal-
ants, listed as Formulas 1, 2, and 3 in the spreadsheet
3900, may be applied to the receptive coating materials
listed as Formulas F, G, H, I, J, K, L, and M in the spread-
sheet 3800 to accelerate a chemical curing process by
providing a cross-linking agent. One or more of the ma-

terials in the chemical sealants reacts to the resins in the
receptive coating materials during this process.
[0067] Alternatively, the receptive coating layer 3106
may include both a receptive coating material and a seal-
ant composition. The sealant composition may be one
of a hydrophobic lubricant and/or a heat-curable sealant.
The hydrophobic lubricant may be a wax, such as
beeswax and/or ceresine wax, or an oil. For example,
the receptive coating layer 3106 may include both a pol-
ymer-based solution and a wax. On the other hand, a
heat-curable sealant may trap printer ink when exposed
to heat, such as when the receptive coating layer 3106
or the sealant layer 3110 is exposed to a hair dryer or a
flat iron. Referring to FIG. 38, a heat-curable sealant may
include one or more of the following materials: Bayhydrol
XP206, Bayhydrol 124, Joncryl 540, Joncryl 120, Avalure
UR405, and Carboset. An adhesive layer with both an
adhesive and a sealant may reduce the number of steps
in manufacturing, as well as create a water-resistant
coating that accepts and retains printer ink.
[0068] FIG. 32 is an illustration 3200 of a first exem-
plary hair fastener 3202 and a hair extension set 3204.
The hair fastener 3202 includes one or more prongs 3206
and one or more tabs 3208. The illustrated embodiment
includes two tabs 3208. The prongs 3206 removably fas-
ten the hair fastener 3202 into a girl’s or doll’s hair or into
a pet’s fur.
[0069] The hair extension set 3204 includes a clip at-
tachment portion 3210, a reinforcement portion 3212,
and a hair fiber portion 3214. The clip attachment portion
3010 may include one or more apertures or holes 3216.
The tabs 3208 on the hair fastener 3202 may attach to
the holes 3016 in the hair extension set 3204, thus tem-
porarily and/or removably securing the hair extension set
3204 to the hair fastener 3202.
[0070] FIG. 33 is an illustration 3300 of a second ex-
emplary hair fastener 3302 and a hair extension set 3304.
The hair fastener 3302 includes one or more prongs 3306
and one or more tabs 3308. The illustrated embodiment
includes four tabs 3308. The prongs 3306 removably fas-
ten the hair fastener 3302 into a girl’s or doll’s hair or into
a pet’s fur.
[0071] The hair extension set 3304 includes a clip at-
tachment portion 3310, a reinforcement portion 3312,
and a hair fiber portion 3314. The clip attachment portion
3310 may include one or more apertures or holes 3316.
The illustrated embodiment includes four holes 3316.
The tabs 3308 on the hair fastener 3302 may attach to
the holes 3316 in the hair extension set 3304, thus tem-
porarily and/or removably securing the hair extension set
3304 to the hair fastener 3302. The spacing of the tabs
3308 may be such that a larger hair extension set may
utilize most or all of the tabs 3308, while a smaller hair
extension set may utilize fewer of the tabs 3308. For ex-
ample, the hair extension set 3304 with four holes 3316
may utilize all four tabs 3308 on the hair fastener 3302,
while the hair extension set 3204 with two holes 3216
may utilize only two of the four tabs 3308.
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[0072] FIG. 34 is a drawing 3400 of an exemplary hair
fastener 3402. The hair fastener 3402 includes one or
more prongs 3404.
[0073] FIG. 35 is a flowchart 3500 of an exemplary
process for affixing an adhesive layer to a support back-
ing. The process in this embodiment includes applying a
double-sided tape to the support backing (3502). The
double-sided tape creates a strong bond with the support
backing while providing a surface away from the support
backing capable of a second strong bond. A single-sided
adhesive sheet is applied to the double-sided tape
(3504). The double-sided tape creates a strong bond with
the non-adhesive side of the adhesive sheet. The adhe-
sive sheet may include an adhesive with a weaker or
temporary bond on a side away from the double-sided
tape. The weaker adhesive may temporarily adhere a
hair extension set, for example, to the support backing
from manufacturing, through shipping, transportation,
and a printing process, until an end consumer separates
the hair extension set from the support backing. In some
embodiments, the process for affixing an adhesive layer
to a support backing includes a single step of applying
an adhesive to the support backing, where the adhesive
creates a strong bond with the support backing and a
weak bond with a hair extension set mounted to the ad-
hesive. The single-step process may reduce labor costs
over a two-step process.
[0074] FIG. 36 is a flowchart 3600 of an alternative
exemplary process for affixing an adhesive layer to a
support backing. The process in this embodiment in-
cludes applying an adhesive to the support backing
(3602). A single-sided adhesive sheet is applied to the
adhesive (3604). The single-sided adhesive sheet may
include an adhesive with a weaker or temporary bond on
a side away from the adhesive on the support backing.
[0075] FIG. 37 is a flowchart 3700 of a second exem-
plary process for preparing a hair extension set for mount-
ing. A plurality of hair fibers are preprocessed (3702).
The preprocessing may include coating the individual
hair fibers with a receptive coating material and/or a seal-
ant layer. The preprocessing may occur immediately af-
ter the manufacturing of the hair fibers or upon unwinding
of a spool of the hair fibers after the spool has been trans-
ported. Coating the individual hair fibers at an early stage
in the manufacturing process may provide a more thor-
ough and complete coating of the material onto each in-
dividual hair fiber, while also allowing the hair fibers to
maintain their individuality, and their ability to be groomed
or combed, after the hair reaches the end consumer. The
plurality of hair fibers are arranged into a single layer
(3704). The hair fibers may be laid out on a flat surface
and physically manipulated into a single layer. The single
layer of hair fibers are stitched together at one end to
create a hair fiber layer (3706). Stitching together the hair
fibers to create a layer may aid in creating a cohesive
unit for further processing. The hair fiber layer is stitched
onto a hair extension support member (3708). The hair
extension support member may be made from a natural

or synthetic material, such as leather or vinyl. The hair
extension support member may be pre-processed, such
as having holes punched into it, or it may be post-proc-
essed, such as to have holes punched into it. In other
embodiments, the hair fibers are first arranged into hair
fiber bundles, and the hair fiber bundles are then ar-
ranged in a single layer and stitched onto the hair exten-
sion support member.
[0076] It is believed that the disclosure set forth above
encompasses multiple distinct inventions with independ-
ent utility. While each of these inventions has been dis-
closed in a preferred form, the specific embodiments
thereof as disclosed and illustrated herein are not to be
considered in a limiting sense as numerous variations
are possible. The subject matter of the inventions in-
cludes all novel and non-obvious combinations and sub-
combinations of the various elements, features, functions
and/or properties disclosed herein. Similarly, where any
description recites "a" or "a first" element or the equiva-
lent thereof, such disclosure should be understood to in-
clude incorporation of one or more such elements, nei-
ther requiring nor excluding two or more such elements.
[0077] While various embodiments of the skills game
have been described, it will be apparent to those of or-
dinary skill in the art that many more embodiments and
implementations are possible within the scope of the in-
vention. Thus, it is intended that the present invention
covers modifications and variations of this invention pro-
vided they come within the scope of the appended claims.

Claims

1. A hair extension kit comprising:

a support backing (402; 1102; 1112; 3004; 3502;
3602) including a front side and a back side;
an adhesive layer (406; 2506; 3008; 3036) af-
fixed to the front side of the support backing; and
a hair extension set removably adhered to the
adhesive layer, the hair extension set including:

a hair extension support member (106;
3708); and
a plurality of hair fibers in a single layer
(3704) affixed to the hair extension support
member, characterized in that a receptive
coating is applied to the plurality of hair fib-
ers to form a receptive coating layer config-
ured to receive printer ink.

2. The hair extension kit of claim 1, where the adhesive
layer is affixed to a first portion of the front side of
the support backing, and the support backing is fold-
able such that a second portion of the front side cov-
ers the adhesive layer.

3. The hair extension kit of claim 1 further comprising

17 18 



EP 2 621 299 B1

11

5

10

15

20

25

30

35

40

45

50

55

an intermediary sheet between the first and second
portions of the front side of the support backing, the
intermediary sheet preventing at least a portion of
the adhesive layer and the hair extension set from
directly contacting the second portion of the front
side.

4. The hair extension kit of claim 1, where the support
backing is sized for use with a standard printer.

5. The hair extension kit of claim 1 further comprising
a plurality of hair extension sets removably adhered
to at least one adhesive layer.

6. The hair extension kit of claim 1, where a first set of
the plurality of hair extension sets include a single
layer of hair fibers of a different length or width than
a second set of the plurality of hair extension sets.

7. The hair extension kit of claim 1 further comprising
a hair fastener coupleable to the hair extension sup-
port member.

8. A method of customizing a hair extension kit com-
prising:

placing the hair extension kit of claim 1 into a
paper feed tray of a printer;
selecting a pattern for the hair extension set; and
printing the selected pattern onto the hair exten-
sion set with the printer.

9. The method of claim 8 further comprising unfolding
the support backing before placing the support back-
ing into the paper feed tray.

10. The method of claim 8 further comprising removing
the hair extension set with the printed pattern from
the support backing.

11. The method of claim 8 further comprising:

attaching the hair extension set to a fastener;
and
clipping the fastener with the hair extension to
hair.

12. The method of claim 8, where selecting a pattern for
the hair extension set includes accessing a website.

13. The method of claim 8, where selecting a pattern for
the hair extension set includes using a computer to
select the pattern.

14. The hair extension kit of claim 1, wherein the recep-
tive coating comprises:

a gel containing one or more water-soluble res-

ins configured to receive printer ink in the sur-
face of the water soluble resin.

Patentansprüche

1. Haarverlängerungskit umfassend:

eine Trägerunterlage (402; 1102; 1112; 3004;
3502; 3602) mit einer Vorderseite und einer
Rückseite;
eine Klebeschicht (406; 2506; 3008; 3036), an-
gebracht an der Vorderseite der Trägerunterla-
ge; und
ein Haarverlängerungsset, abnehmbar an der
der Klebeschicht angebracht, wobei das Haar-
verlängerungsset aufweist:

ein Haarverlängerungsträgerelement (106;
3708); und
eine Vielzahl von Haarfasern, angebracht
in einer einzigen Schicht (3704) an dem
Haarverlängerungsträgerelement,
dadurch gekennzeichnet, dass
eine aufnahmefähige Beschichtung auf die
Vielzahl von Haarfasern aufgebracht wur-
de, um eine aufnahmefähige Beschich-
tungsschicht zu bilden, die dazu ausgebil-
det ist Druckfarbe aufzunehmen.

2. Haarverlängerungskit gemäß Anspruch 1, wobei die
Klebeschicht an einem ersten Abschnitt der Vorder-
seite der Trägerunterlage angebracht ist und die Trä-
gerunterlage faltbar ist, so dass ein zweiter Abschnitt
der Vorderseite die Klebeschicht überdeckt.

3. Haarverlängerungskit gemäß Anspruch 1, ferner
umfassend eine Zwischenscheibe zwischen dem
ersten und zweiten Abschnitt der Vorderseite der
Trägerunterlage, die Zwischenscheibe verhindert,
dass zumindest ein Abschnitt der Klebeschicht und
des Haarverlängerungssets den zweiten Abschnitt
der Vorderseite direkt berühren.

4. Haarverlängerungskit gemäß Anspruch 1, wobei die
Trägerunterlage für die Verwendung mit einem Stan-
darddrucker bemessen ist.

5. Haarverlängerungskit gemäß Anspruch 1, ferner
umfassend eine Vielzahl von Haarverlängerungs-
sets, abnehmbar an wenigstens einer Klebeschicht
angebracht.

6. Haarverlängerungskit gemäß Anspruch 1, wobei ein
erstes Set aus der Vielzahl von Haarverlängerungs-
sets eine einzige Schicht von Haarfasern, mit einer
von einem zweiten Set der Vielzahl von Haarverlän-
gerungssets verschiedenen Länge oder Breite, auf-
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weist.

7. Haarverlängerungskit gemäß Anspruch 1, ferner
umfassend ein Haarbefestigungselement, dass mit
dem Haarverlängerungsträgerelement koppelbar
ist.

8. Verfahren zur Anpassung eines Haaarverlänge-
rungskits, umfassend:

Einlegen des Haarverlängerungskits aus An-
spruch 1 in eine Papierzufuhreinheit eines Dru-
ckers;
Auswählen eines Musters für das Haarverlän-
gerungsset; und
Drucken des ausgewählten Musters auf das
Haarverlängerungsset mit dem Drucker.

9. Verfahren nach Anspruch 8, ferner umfassend Aus-
einanderfalten der Trägerunterlage vor dem Einle-
gen der Trägerunterlage in der Papierzufuhreinheit.

10. Verfahren nach Anspruch 8, ferner umfassend Ent-
fernen des Haarverlängerungssets mit dem aufge-
druckten Muster von der Trägerunterlage.

11. Verfahren nach Anspruch 8, ferner umfassend:

Anbringen des Haarverlängerungssets an ei-
nem Befestigungselement; und
Festklammern des Befestigungselements mit
der Haarverlängerung an Haaren.

12. Verfahren nach Anspruch 8, wobei das Auswählen
eines Musters für das Haarverlängerungsset den
Zugriff auf eine Website aufweist.

13. Verfahren nach Anspruch 8, wobei das Auswählen
eines Musters für das Haarverlängerungsset die
Verwendung eines Computers, zur Auswahl des
Musters, aufweist.

14. Haarverlängerungskit gemäß Anspruch 1, wobei die
aufnahmefähige Beschichtung umfasst:

ein Gel, mit einem oder mehreren wasserlösli-
chen Harzen, das dazu ausgebildet ist Druck-
farbe in der Oberfläche des wasserlöslichen
Harzes aufzunehmen.

Revendications

1. Kit d’extension de cheveux comprenant :

un support (402 ; 1102 ; 1112 ; 3004 ; 3502 ;
3602) incluant un côté avant et un côté arrière ;
une couche adhésive (406 ; 2506 ; 3008 ; 3036)

fixée au côté avant du support ; et
un ensemble d’extension de cheveux collé de
manière détachable à la couche adhésive, l’en-
semble d’extension de cheveux incluant :

un élément de support d’extension de che-
veux (106 ; 3708) ; et
une pluralité de fibres de cheveux dans une
seule couche (3704) fixée à l’élément de
support d’extension de cheveux, caracté-
risé en ce qu’un revêtement réceptif est
appliqué à la pluralité de fibres de cheveux
pour former une couche de revêtement ré-
ceptif configurée pour recevoir de l’encre
d’imprimante.

2. Kit d’extension de cheveux selon la revendication 1,
dans lequel la couche adhésive est fixée sur une
première partie du côté avant du support et le support
est pliable de sorte qu’une seconde partie du côté
avant couvre la couche adhésive.

3. Kit d’extension de cheveux selon la revendication 1,
comprenant en outre une feuille intermédiaire entre
les première et seconde parties du côté avant du
support, la feuille intermédiaire évitant qu’au moins
une partie de la couche adhésive et de l’ensemble
d’extension de cheveux n’entre en contact directe-
ment avec la seconde partie du côté avant.

4. Kit d’extension de cheveux selon la revendication 1,
dans lequel le support est dimensionné pour être
utilisé avec une imprimante standard.

5. Kit d’extension de cheveux selon la revendication 1,
comprenant en outre une pluralité d’ensembles d’ex-
tension de cheveux collés de manière détachable
sur au moins une couche adhésive.

6. Kit d’extension de cheveux selon la revendication 1,
dans lequel un premier ensemble de la pluralité d’en-
sembles d’extension de cheveux inclut une seule
couche de fibres de cheveux d’une longueur ou lar-
geur différente par rapport à un second ensemble
de la pluralité d’ensembles d’extension de cheveux.

7. Kit d’extension de cheveux selon la revendication 1,
comprenant en outre un élément de fixation de che-
veux pouvant être couplé à l’élément de support
d’extension de cheveux.

8. Procédé de personnalisation d’un kit d’extension de
cheveux comprenant :

le placement du kit d’extension de cheveux se-
lon la revendication 1 dans un bac d’alimentation
de papier d’une imprimante ;
la sélection d’un motif pour l’ensemble d’exten-
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sion de cheveux ; et
l’impression du motif sélectionné sur l’ensemble
d’extension de cheveux avec l’imprimante.

9. Procédé selon la revendication 8, comprenant en
outre le dépliage du support avant le placement du
support dans le bac d’alimentation de papier.

10. Procédé selon la revendication 8, comprenant en
outre le retrait de l’ensemble d’extension de cheveux
avec le motif imprimé hors du support.

11. Procédé selon la revendication 8, comprenant en
outre :

l’attache de l’ensemble d’extension de cheveux
à un élément de fixation ; et
le pincement de l’élément de fixation avec l’ex-
tension de cheveux aux cheveux.

12. Procédé selon la revendication 8, dans lequel la sé-
lection d’un motif pour l’ensemble d’extension de
cheveux inclut l’accès à un site Web.

13. Procédé selon la revendication 8, dans lequel la sé-
lection d’un motif pour l’ensemble d’extension de
cheveux inclut l’utilisation d’un ordinateur pour sé-
lectionner le motif.

14. Kit d’extension de cheveux selon la revendication 1,
dans lequel le revêtement réceptif comprend :

un gel contenant une ou plusieurs résines hy-
drosolubles configurées pour recevoir de l’encre
d’imprimante à la surface de la résine hydroso-
luble.
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