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Description

[0001] The present invention relates to a suspension device and method for supporting wheels used on a vehicle.
Aspects of the invention relate to an apparatus, to a device, to a method and to a vehicle.
[0002] One known suspension device is shown in U.S. Patent No. 4,681,342. Two upper and lower guide arms are
pivotally connected to a wheel carrier and to a vehicle body for rotation about respective vertical axes. In the first
embodiment, an arm portion of one of the lower guide arms extends to a control bearing support mounted on the other
lower guide arm. The control bearing support comprises two end plates with a spring portion connected between them
and the free end of the arm portion to aid toe-in movement responsive to braking and lateral forces.
[0003] A suspension device for rear wheels is also discussed in, for example, Japanese Unexamined Patent Application
Publication No. 62-234705. This device comprises a pair of rigid arms and a linking member. The pair of rigid arms links
a vehicle-body side member and a lower area of a wheel supporting member, and the rigid arms are disposed apart
from each other in a vehicle forward-backward direction. The linking member is provided between the pair of rigid arms
and is rigidly linked to the pair of rigid arms.
[0004] The wheel supporting member and the vehicle-body side member are linked to the ends of the rigid arms by
elastic bushes so as to be swingable, thereby allowing a vertical stroke.
[0005] When a vehicle travels, a frequency of an exciting force caused by, for example, an uneven road surface or a
wheel imbalance can be transmitted to a suspension device. The suspension device, in turn, can transmit the exciting
force to a vehicle body, causing the vehicle body to vibrate.
[0006] It is an aim of the invention to address this issue and to improve upon known technology. Embodiments of the
invention may reduce vibration of the vehicle body. Other aims and advantages of the invention will become apparent
from the following description, claims and drawings.
[0007] This object is solved by the features of the independent claims. The dependent claims contain advantageous
embodiments of the present invention.
[0008] Aspects of the invention therefore provide an apparatus, a method and a vehicle as claimed in the appended
claims.
[0009] According to another aspect of the invention for which protection is sought there is provided a suspension
device comprising a wheel supporting member configured to rotatably supporting a wheel, two links respectively linking
the wheel supporting member and a vehicle-body side member to each other and disposed substantially in parallel in
a vehicle width direction, at least one projecting portion extending from at least one of the two links towards the other
link and an elastic linking portion linking the projecting portion of one of the links to at least one of the other link and the
projecting portion of the other link, the elastic linking portion configured to increase its rigidity with an increasing frequency
of a vibration input over a target frequency band.
[0010] In an embodiment, the target frequency band includes a frequency band at which road noise is generated.
[0011] In an embodiment, the target frequency band includes a suspension forward-backward resonance frequency.
[0012] In an embodiment, the elastic linking portion is a fluid inclusion bush comprising a first liquid chamber, a second
liquid chamber and a communicating passage, the first liquid chamber and the second liquid chamber being filled with
fluid and the communicating passage connecting the first liquid chamber and the second liquid chamber to each other.
The target frequency band may includes a resonance frequency of a fluid vibrating system comprising the first liquid
chamber, the second liquid cham ber and the communicating passage.
[0013] In an embodiment, the fluid inclusion bush is configured to generate the resonance frequency when the fluid
inclusion bush flexes in at least one of a vehicle vertical direction and a vehicle width direction.
[0014] In an embodiment, the elastic linking portion includes a plurality of elastic linking portions having different
resonance frequencies.
[0015] The device may comprise link elastic members associated with each of the two links and engaged at respective
linking portions where the two links are linked with the wheel supporting member and with the vehicle-body side member.
In an embodiment, a rigidity of the link elastic members is greater than the rigidity of the elastic linking portion.
[0016] In an embodiment, the two links include a first link and a second link, the suspension device further comprising
a first set of link elastic members at respective linking portions where the first link is linked with the wheel supporting
member and with the vehicle-body side member and a second set of link elastic members at respective linking portions
where the second link is linked with the wheel supporting member and with the vehicle-body side member.
[0017] In an embodiment, the link elastic members and the elastic linking portion satisfy the following formula:

(As/Bs) < (Ad/Bd); where Bs is a static rigidity of the link elastic members, Bd is a dynamic rigidity of the link elastic
members at a frequency band at which road noise is generated, As is a static rigidity of the elastic linking portion
and Ad is a dynamic rigidity of the elastic linking portion at the frequency band at which the road noise is generated.

[0018] In an embodiment, the elastic linking portion includes a plurality of elastic linking portions having different
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resonance frequencies.
[0019] In an embodiment, the plurality of elastic linking portions includes a plurality of fluid inclusion bushes, each of
the plurality of fluid inclusion bushes comprising a first liquid chamber, a second liquid chamber and a communicating
passage, the first liquid chamber and the second liquid chamber being filled with fluid and the communicating passage
connecting the first liquid chamber and the second liquid chamber to each other; and wherein the target frequency band
includes a resonance frequency of a fluid vibrating system comprising the first liquid chamber, the second liquid cham
ber and the communicating passage.
[0020] In an embodiment, the two links include a first link and a second link, the suspension device further comprising
a first set of link elastic members at respective linking portions where the first link is linked with the wheel supporting
member and with the vehicle-body side member and a second set of link elastic members at respective linking portions
where the second link is linked with the wheel supporting member and with the vehicle-body side member.
[0021] In an embodiment, a rigidity of each link of the first set of link elastic members and the second set of link elastic
members is greater than a rigidity of each of the plurality of elastic linking portions.
[0022] In an embodiment, each link of the first set of link elastic members and the second set of link elastic members
and each of the plurality of elastic linking portions satisfy the following formula:

(As/Bs) < (Ad/Bd); where Bs is a static rigidity of each link elastic member, Bd is a dynamic rigidity of each link
elastic member at a frequency band at which road noise is generated, As is a static rigidity of each elastic linking
portion and Ad is a dynamic rigidity of each elastic linking portion at the frequency band at which the road noise is
generated.

[0023] According to a further aspect of the invention for which protection is sought there is provided a suspension
device for a wheel supporting member configured to rotatably support a wheel on a vehicle, the device comprising first
linking means for linking the wheel supporting member and a vehicle-body side member, second linking means for linking
the wheel supporting member and the vehicle-body side member, the second linking means disposed behind the first
linking means in a vehicle forward-backward direction, relative displacement increasing means for increasing a relative
displacement between the first linking means and the second linking means, reaction force generating means for gen-
erating a damping force in accordance with the relative displacement and
reaction force adjusting means for increasing the damping force as a frequency of a periodic displacement included in
the relative displacement increases.
[0024] According to a still further aspect of the invention for which protection is sought there is provided a method of
suspending a wheel rotatably supported by a wheel supporting member, the method comprising displacing two links
relative to each other in accordance with a displacement of the wheel supporting member in a vehicle forward-backward
direction, the two links linking the wheel supporting member and a vehicle-body side member to each other and disposed
substantially in parallel in the vehicle width direction, generating a damping force in accordance with relative displacement
and increasing the damping force as a frequency of a periodic displacement included in the relative displacement
increases.
[0025] According to one example of a suspension device taught herein, a wheel supporting member is configured to
rotatably support a wheel, two links respectively link the wheel supporting member and a vehicle-body side member to
each other and are disposed substantially in parallel in a vehicle width direction and at least one projecting portion
extends from at least one of the two links towards the other link. In this example, an elastic linking portion links the
projecting portion of one of the links to the other link and/or the projecting portion of the other link and is configured to
increase its rigidity with an increasing frequency of a vibration input over a target frequency band.
[0026] According to another example of a suspension device for a wheel supporting member configured to rotatably
support a wheel on a vehicle, the device comprises first linking means for linking the wheel supporting member and a
vehicle-body side member and second linking means for linking the wheel supporting member and the vehicle-body
side member. The second linking means is disposed behind the first linking means in a vehicle forward-backward
direction. The device according to this exam pie also includes relative displacement increasing means for increasing a
relative displacem ent between the first linking means and the second linking means, reaction force generating means
for generating a damping force in accordance with the relative displacement and reaction force adjusting means for
increasing the damping force as a frequency of a periodic displacement included in the relative displacement increases.
[0027] One example of a method of suspending a wheel rotatably supported by a wheel supporting member taught
herein comprises displacing two links relative to each other in accordance with a displacement of the wheel supporting
member in a vehicle forward-backward direction, the two links linking the wheel supporting member and a vehicle-body
side member to each other and disposed substantially in parallel in the vehicle width direction, generating a damping
force in accordance with relative displacement and increasing the damping force as a frequency of a periodic displacement
included in the relative displacement increases.
[0028] Within the scope of this application it is envisaged that the various aspects, embodiments, examples, features



EP 1 977 916 B1

4

5

10

15

20

25

30

35

40

45

50

55

and alternatives set out in the preceding paragraphs, in the claims and/or in the following description and drawings may
be taken individually or in any combination thereof.
[0029] The present invention will now be described, by way of example only, with reference to the accompanying
drawings in which:

FIG. 1 is a top view of a suspension device for rear wheels according to an embodiment;

FIG. 2 is a schematic view, as seen from the front of a vehicle, of a disposition and structure of links in the suspension
device for rear wheels according to the embodiment of FIG. 1;

FIGS. 3A and 3B illustrate an example structure of connect bushes;

FIG. 4 shows a vibration model according to the embodiment of FIG. 1;

FIG. 5 is a graph showing a damping effect;

FIG. 6 is a top view of a behavior with respect to an input in a vehicle forward-backward direction;

FIG. 7 is a graph of example damping characteristics of the connect bushes;

FIG. 8 shows another vibration model;

FIG. 9 is a graph showing a damping effect;

FIG. 10 is a graph showing example rigidity characteristics of elastic bushes;

FIG. 11 is a top view of a suspension device for vehicle wheels according to a variation in embodiments of the
invention;

FIG. 12 is a top view of a suspension device for rear wheels according to a third embodiment of the invention; and

FIG. 13 is a graph showing an example rigidity characteristic of an elastic bush.

[0030] FIG. 1 is a top view of a suspension device for rear wheels according to a first embodiment. FIG. 2 is a schematic
view illustrating a disposition of links as seen from the front side of a vehicle.
[0031] The suspension device comprises two lower links 4 and 5 and an upper link 8. The lower links 4 and 5 link a
lower area of an axle 2, which rotatably supports a wheel 1, and a suspension member 3, which is a vehicle-body side
member. The upper link 8 links an upper area of the axle 2 and the suspension member 3.
[0032] The two lower links 4 and 5 are mounted to the axle 2 by one elastic bush 9 and one elastic bush 10, respectively,
so that the lower links 4 and 5 are swingable vertically relative to the axle 2. The two lower links 4 and 5 are linked to
the suspension member 3 through one elastic bush 11 and one elastic bush 12, respectively, so that the lower links 4
and 5 are swingable vertically relative to the suspension member 3. The upper link 8 is mounted to the axle 2 by one
elastic bush 13 so as to be swingable vertically relative to the axle 2, and is linked to the suspension member 3 by one
elastic bush 14 so as to be swingable vertically relative to the suspension member 3.
[0033] The two lower links 4 and 5 are disposed substantially in parallel in a vehicle width direction. Here, when the
two lower links 4 and 5 are to be distinguished in the description, the lower link 4 at the front side in the vehicle forward-
backward direction will be called the "front lower link 4," and the lower link 5 at the rear side in the vehicle forward-
backward direction will be called the "rear lower link 5."
[0034] The elastic bushes 9 to 14 comprise elastic members, formed of rubber, inserted between outer cylinders and
respective inner cylinders, and disposed in a nested state. In the embodiment, the outer cylinder sides are secured to
ends of the links 4, 5 and 8, and the inner cylinder sides are mounted to the suspension member 3 or the axle 2 through
bolts.
[0035] The front lower link 4 is a rod member extending linearly along a link axial line L1, and the elastic bushes 9
and 11 are provided at mounting portions at the respective ends of the front lower link 4.
[0036] The rear lower link 5 comprises a link body 6 and a projecting portion 7. The link body 6 extends along a link
axial line L2. The projecting portion 7 is integrated with the link body 6 and projects towards the front in the vehicle
forward-backward direction, from the link body 6 towards the front lower link 4. In this embodiment, the projecting portion
7 is a plate member that has a substantially trapezoidal shape in top view. The projecting portion 7 need not be a plate
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member. It may have any structure as long as it projects from the link body 6 towards the front lower link 4.
[0037] An end of the projecting portion 7 is linked to the front lower link 4 through two elastic bushes 20 and 21 and
disposed in an offset manner in a vehicle width direction. In the embodiment, the elastic bushes 20 and 21 are, in top
view, disposed with the bush axes being oriented in substantially in the vehicle forward-backward direction (that is, in a
direction perpendicular to the link axial line L1). The outer cylinders of the bushes 20 and 21 are secured to the front
lower link 4, and the inner cylinders of the bushes 20 and 21 are secured to the projecting portion 7 through mounting
bolts. Accordingly, the front lower link 4 and the rear lower link 5 are, by the elastic bushes 20 and 21 (which are linking
portions), linked to each other so as to be swingable three-dimensionally. In addition, the swinging amounts thereof are
restricted to certain amounts due to, for example, the span between the outer and inner cylinders and the rigidity of the
elastic members.
[0038] In addition, in top view, the lower links 4 and 5 are disposed so that the span in the vehicle forward-backward
direction between mounting points of the respective lower links 4 and 5 to the axle 2 (hereunder simply referred to as
"wheel-side mounting points P2 and P4", respectively) is less than the span in the vehicle forward-backward direction
between mounting points of the respective lower links 4 and 5 to the suspension member 3 (hereunder simply referred
to as "vehicle-body side mounting points P1 and P3", respectively). That is, in top view, an intersection P5 of the axial
line L1 (connecting the wheel-side mounting point P2 and the vehicle-body side mounting point P1 of the lower link 4)
and the axial line L2 (connecting the wheel-side mounting point P4 and the vehicle-body side mounting point P3 of the
lower link 5) is further outward than the axle 2 in the vehicle width direction, that is, further outward than the wheel-side
mounting points P2 and P4 of the respective lower links 4 and 5 in the vehicle width direction. In the embodiment shown
in FIG. 1, in top view, an offset amount of the wheel-side mounting point P2 towards the back in the vehicle forward-
backward direction with respect to the vehicle-body side mounting point P1 in the front lower link 4 is larger than an
offset amount (substantially zero in FIG. 1) of the wheel-side mounting point P4 towards the back in the vehicle forward-
backward direction with respect to the vehicle-body side mounting point P3 in the rear lower link 5. In addition, in the
embodiment shown in FIG. 1, in top view, the tilting of the link axial line L1 of the front lower link 4 towards the back in
the vehicle forward-backward direction is larger than the tilting of the link axial line L2 of the rear lower link 5 towards
the back in the vehicle forward-backward direction. Due to such a disposition, in top view, the shape defined by connecting
four points, that is, the wheel-side mounting points P2 and P4 and the vehicle-body side mounting points P1 and P3 of
the respective lower links 4 and 5, is substantially trapezoidal.
[0039] Accordingly, as a result of setting the offset amount of the wheel-side mounting point P2 of the front lower link
4 with respect to the vehicle-body side mounting point P1 of the front lower link 4 towards the back in the vehicle forward-
backward direction greater than the offset amount of the wheel-side mounting point P4 of the rear lower link 5 with
respect to the vehicle-body side mounting point P3 of the rear lower link 5 towards the back in the vehicle forward-
backward direction, the intersection P5 of the link axial lines L1 and L2 of the respective lower links 4 and 5 is, in top
view, disposed behind a center of the wheel 1 (wheel center W/C) in the vehicle front-backward direction.
[0040] The elastic bushes 20 and 21, which constitute the linking portions that swingably link the front lower link 4 and
the projecting portion 7 to each other, are called "connect bushes 20 and 21." The elastic bushes 9 to 12, which link the
lower links 4 and 5 to the axle 2 and the suspension member 3, are called "mounting bushes 9 to 12."
[0041] At least one of the connect bushes 20 and 21 is a fluid-inclusion bush such as that shown in FIGS. 3A and 3B.
That is, the bush is formed by interposing an elastic member 21c and two liquid chambers 21d and 21e between an
outer cylinder 21a and an inner cylinder 21b, filling the liquid chambers 21d and 21e with a liquid or a fluid (such as a
magnetic fluid), and forming an orifice 21f connecting the two liquid chambers 21d and 21e and extending in a circum-
ferential direction. The axes of the connect bushes 20 and 21 are set perpendicularly to the link axial line L1 of the front
lower link 4, that is, in substantially the vehicle forward-backward direction as mentioned above.
[0042] Here, when only one of the connect bushes 20 and 21 is such a fluid inclusion bush, it is desirable that the
wheel-side connect bush 20 be the fluid inclusion bush. This is because an amount of swinging displacement of the
wheel-side connect bush 20 is large.
[0043] In addition, a resonance peak of the liquid of in the fluid inclusion bush is set at a forward-backward resonance
frequency of the suspension and in the vicinity thereof. Accordingly, the fluid inclusion bush becomes an elastic bush
having high damping characteristics at the forward-backward resonance frequency of the suspension and in the vicinity
thereof.
[0044] Here, the liquid resonance occurs due to a resonance phenomenon when the fluid reciprocates in the orifice 21f.
[0045] Since the forward-backward resonance frequency of the suspension is determined by, for example, members
of the suspension and a layout thereof, it can be previously determined.
[0046] With a conventional suspension, an unbalanced exciting force resulting from a tire or a wheel 1 imbalance is
transmitted to the suspension through the axle 2. In addition, at a predetermined vehicle speed, the frequency of this
unbalanced exciting force matches the forward-backward resonance frequency of the suspension. This causes the
vibration of the suspension to be large, and the vibration is transmitted to a vehicle body through the suspension members,
causing the vehicle body to vibrate.
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[0047] In contrast, in the embodiment, the suspension vibrates, but the two lower links 4 and 5 vibrate separately so
that the connect bushes 20 and 21 linking the two lower links 4 and 5 absorb the vibration of the suspension as a result
of repeatedly being deformed from swinging vertically and horizontally (horizontally here means in the vehicle width
direction, which is substantially in the direction of the link axial line L1 of the front lower link 4). This causes the vibration
of the suspension to be reduced. In particular, when the frequency of the unbalanced exciting force matches the forward-
backward resonance frequency of the suspension, the vibration of the suspension is absorbed due to resonance occurring
when the fluid in the fluid inclusion bush(s) reciprocates in the orifice 21 f, thereby generating a high damping force. As
a result, the vibration of the suspension is effectively restricted, so that the vibration of the vehicle body that is traveling
is restricted.
[0048] A vibration model according to the embodiment is illustrated in FIG. 4. The results confirmed by the inventor
et al. are shown in FIG. 5. As shown in Fig. 5, it is understood that by setting a fluid resonance peak at the forward-
backward resonance frequency of the suspension or in the vicinity thereof, a vibration level is restricted from reaching
the level illustrated by the broken line to the level illustrated by the solid line when the frequency of the unbalanced
exciting force matches the forward-backward resonance frequency of the suspension.
[0049] In addition, the fluid inclusion bush can be such that fluid resonance occurs at a resonance frequency in a
particular narrow range. Therefore, it is possible to reliably set a high damping characteristic with the forward-backward
resonance frequency of the suspension and the frequencies in the vicinity thereof being resonance point targets.
[0050] Since the axes of the connect bushes 20, 21 are set perpendicular to the link axial line L1 of the front lower
link 4, that is, the axes of the connect bushes 20, 21 are set substantially in the vehicle forward-backward direction, a
fluid resistance due to the orifice 21f extending in the circumferential direction can be primarily provided when the bushes
20, 21 flex vertically and in the vehicle width direction. That is, when at least one of the connect bushes 20, 21 generates
a damping force as a result of the fluid in the connect bush 20, 21 resonating effectively, it is possible to effectively
restrict the vibration of the suspension as mentioned above.
[0051] When the two lower links 4 and 5 constituting the suspension vibrate by excitation of a wheel 1, a swinging
behavior of the connect bushes 20 and 21 is such that the wheel-side connect bush 20 swings primarily vertically in
response to twisting and primarily horizontally in response to shearing forces, thereby absorbing the vibration.
[0052] Linking the two lower links 4 and 5 to each other makes it possible for an input to the wheel 1 in the vehicle
forward-backward direction to be received by the two lower links 4 and 5. Therefore, it is not necessary to provide a
different link for receiving the input in the vehicle forward-backward direction.
[0053] The two lower links 4 and 5 are linked to each other, but can only swing within a predetermined range because
the connect bushes 20 and 21 prevent swinging beyond the predetermined swinging range in at least the vehicle width
direction with respect to the input to the wheels 1 in the vehicle forward-backward direction.
[0054] The elastic members of the connect bushes 20 and 21 (linking portions) flex with respect to the input to the
wheel 1 in the forward-backward direction (forward-backward input to the wheel center W/C) due to an irregular road
surface so that, as shown in FIG. 6, the inner cylinders of the connect bushes 20 and 21 are swung and displaced in
the vehicle width direction while being swung slightly in the vehicle forward-backward direction relative to the outer
cylinders of the connect bushes 20 and 21. This causes the substantially trapezoidal shape in which the four points (that
is, the wheel-side mounting points P2 and P4 of the respective two lower links 4 and 5 and the vehicle-body side mounting
points P1 and P3 of the respective two lower links 4 and 5) are connected to be changed as seen in the top view so that
the rigidity in the vehicle forward-backward direction of the axle 2 supported at the two linked lower links 4 and 5 is set
low. Therefore, shock when moving over a protrusion is reduced, thereby improving ride quality.
[0055] In addition, the connect bushes 20 and 21 flex with respect to the forward-backward direction input to absorb
the input, thereby resulting in damping due to the characteristics of the rubber making up the connect bushes 20 and
21. Therefore, vibration with respect to the input in the forward-backward direction subsides properly.
[0056] If the rigidity of the connect bushes 20 and 21 is set so that it becomes low with respect to a low-frequency-
region input, such as when a vehicle travels over a protrusion, the connect bushes 20 and 21 swing vertically and
horizontally (horizontally meaning in the vehicle width direction, which is substantially the direction of the link axial line
L1 of the front lower link 4) to absorb the vibration. As a result, the vibration with respect to the input to the wheel 1 in
the forward-backward direction (forward-backward input to the wheel center W/C) at a low frequency subsides properly,
so that shock when traveling over a protrusion is reduced as mentioned above.
[0057] Accordingly, even if the lower links 4 and 5 are designed so as to satisfy strength requirements, the rigidity in
the forward-backward direction is determined by the rigidity of the connect bushes 20 and 21 so that the degree of design
freedom can be increased.
[0058] The rigidity with respect to the input in the forward-backward direction can be set low as a result of the connect
bushes 20 and 21 flexing with respect to the forward-backward direction input to the wheels 1. Therefore, even if the
two lower links 4 and 5 are linked to each other and are made to receive the forward-backward direction input to the
wheel 1 for reducing shock resulting from an irregular road surface, the rigidity of the mounting bushes 9 to 12 (defining
the wheel-side mounting points P2 and P4 of the respective two lower links 4 and 5 and the vehicle-body side mounting
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points P1 and P3 of the respective two lower links 4 and 5) need not be set low. Therefore, the rigidity of the mounting
bushes 9 to 12 of the lower links 4 and 5 can be set high. With the rigidity of the mounting bushes 9 to 12 set high,
horizontal rigidity (that is, rigidity in the vehicle width direction) of the axle 2 can be made high. In addition, this results
in increasing the rigidity of a camber, so that steering stability can be increased. Since the horizontal input to the wheel
1 is applied to the two lower links 4 and 5 in substantially the directions of the link axial lines L1 and L2, even if the rigidity
of the connect bushes 20 and 21 is set low, the horizontal rigidity of the axle 2 is not set low. As a result, the rigidity in
the forward-backward direction can be set low and the horizontal rigidity can be set high, so that the ride quality can be
improved and the steering stability can be increased.
[0059] In top view, the intersection P5 of the link axial lines L1 and L2 of the respective two lower links 4 and 5 is
positioned behind the center of the wheel 1 (wheel center W/C) in the vehicle forward-backward direction so that the
rotational center of the axle 2 is positioned behind the wheel center W/C. Therefore, with respect to an input in a tire
horizontal direction when the vehicle is turning, a torque that causes the turning outer wheel 1 to be oriented in a toe-in
direction acts, so that the stability during the turning of the vehicle is increased.
[0060] In top view, since the intersection P5 of the link axial lines L1 and L2 of the respective two linked lower links 4
and 5 is set outward of the axle 2 in the vehicle width direction, that is, since the span between the wheel-side mounting
points P2 and P4 is set narrower than the span between the vehicle-body side mounting points P1 and P3 in the vehicle
forward-backward direction, several advantages are provided.
[0061] First, when an input in the backward direction in the vehicle forward-backward direction is made to the ground-
contact face of the wheel 1 due to, for example, braking, the wheel-side mounting points P2 and P4 of the respective
two lower links 4 and 5 are both swung and displaced by substantially the same amount towards the back in the vehicle
forward-backward direction. The difference between the displacements of the wheel-side mounting points P2 and P4 of
the respective two lower links 4 and 5 in the horizontal direction of the vehicle causes a change in toe to a toe-in direction,
so that stability is increased during the braking.
[0062] Further, in the embodiment shown in FIG. 1, the link axial line L2 of the rear lower link 5 is set substantially in
the vehicle width direction. The link axial line L1 of the front lower link 4 is tilted towards the back in the vehicle forward-
backward direction so that its wheel-side is set towards the back in the vehicle forward-backward direction. As a result,
the wheel-side mounting points P2 and P4 of the respective two lower links 4 and 5 are swung and displaced by
substantially the same amount towards the back in the vehicle forward-backward direction. The wheel-side mounting
point P2 of the front lower link 4 is pulled further towards the vehicle than the wheel-side mounting point P4 of the rear
lower link 5, so that the wheels 1 change to the toe-in direction.
[0063] Although a liquid inclusion bush is used for at least one of the connect bushes 20 and 21 in the embodiment
to obtain a bush that exhibits the highest damping characteristic at the forward-backward resonance frequency of the
suspension, the invention is not limited thereto. Similar effects can be obtained by using a rubber material that can exhibit
the highest damping characteristic at at least the forward-backward resonance frequency of the suspension and the
vicinity thereof. When there are two or more high-damping frequency peaks due to the characteristics of, for example,
the rubber material, one of them is set so as to become the forward-backward resonance frequency of the suspension.
[0064] Although the fluid resonance peaks of the two connect bushes 20, 21 are set at the same suspension forward-
backward resonance frequency and vicinity thereof, the invention is not limited thereto. Namely, the fluid resonance
peaks of the respective bushes may be different frequencies. For example, the fluid resonance resulting from vertical
flexing of one of the connect bushes 20 or 21 may be set at the suspension forward-backward resonance frequency
and at the vicinity thereof so that damping characteristics such as those shown in FIG. 7 are provided. In addition, the
fluid resonance peak resulting from flexing of the other connect bush 20 or 21 in the vehicle forward-backward direction
is set at a peak value of vibration propagating due to a forward-backward twisting mode of a tire and at the vicinity thereof.
[0065] In this case, a vibration model such as that shown in FIG. 8 is provided. Therefore, as shown in FIG. 9, it is
possible to reduce vibration caused by resonance of the suspension resulting from a forward-backward twisting mode
of a tire, in addition to reducing vibration caused by resonance of the suspension resulting from an unbalanced exciting
force of, for example, a tire.
[0066] Although the upper link 8 as shown comprises one rod link, it may comprise two or more rod links, or may be
one link having a different form, such as an A arm.
[0067] In addition, as shown in FIG. 11, both of the lower links 4 and 5 may be linked to each other at a link axial line
L2 side of the rear lower link 5 through the connect bushes 20 and 21. In this case, the lower link 4 includes a link body
4a and a projecting portion 4b. The link body 4a extends along the link axial line L1. The projecting portion 4b is integrated
with the link body 4a and projects towards the rear in the vehicle forward-backward direction, from the link body 4a
towards the rear lower link 5. The rear lower link is a rod member extending linearly along the link axial line L2.
[0068] Further, the connect bushes 20 and 21 linking the two lower links 4 and 5 need not be disposed on either of
the link axial lines L1 and L2 of the respective lower links 4 and 5. For example, they may be disposed at intermediate
positions between the two lower links 4 and 5.
[0069] In addition, it is possible to project projecting portions 7 separately from the lower link 4 to the lower link 5 and
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from the lower link 5 to the lower link 4, set one linking portion each on the axial lines of the lower links 4 and 5, and
dispose the connect bushes 20 and 21 on these linking portions, respectively.
[0070] Even in this case, as viewed from the front of a vehicle, the two connect bushes 20, 21 can be disposed in an
offset manner in the vehicle width direction. When only one connect bush 20 or 21 is used, the bush 20 or 21 can have
a large size in order to have a very high rigidity at frequencies in the road noise region.
[0071] The number of connect bushes 20, 21 linking the two lower links 4 and 5 to each other is not limited to two, so
that three or more bushes may be used, or one large bush can be used as described above.
[0072] In the above-described embodiment, the link axial line L2 of the rear lower link 5 is disposed in the vehicle
width direction, and the link axial line L1 of the front lower link 4 is tilted towards the back in the vehicle forward-backward
direction to set the intersection P5 of the link axial lines L1 and L2 of the respective two lower links 4 and 5 further
outward than the axle 2 in the vehicle width direction. However, the invention is not limited thereto. For example, it is
possible to dispose the link axial line L1 of the front lower link 4 in substantially the vehicle width direction and to tilt the
link axial line L2 of the rear lower link 5 in the forward direction so that the wheel-side mounting point P4 is disposed
more towards the front in the vehicle forward-backward direction than the vehicle-body side mounting point P3. With
this arrangement, the intersection P5 of the link axial lines L1 and L2 of the respective two lower links 4 and 5 is still
further outward than the axle 2 in the vehicle width direction.
[0073] Although the axes of the connect bushes 20 and 21 are disposed so as to be oriented substantially in the
vehicle forward-backward direction (that is, in a direction perpendicular to the link axial lines L1 and L2), the invention
is not limited by this feature. The axes of the connect bushes 20 and 21 may be disposed, for example, in the vehicle
width direction or along the link axial lines L1 and L2. However, when the axes of bushes 20, 21 are oriented in a direction
perpendicular to the link axial lines L1, L2 or in the vehicle forward-backward direction, it is easier to adjust the rigidities
of the bushes 20, 21 in the vertical direction and the horizontal direction.
[0074] Further, the span in the vehicle forward-backward direction between the mounting points P1 and P3 may be
equal to the span between the mounting points P2 and P4, that is, the two lower links 4 and 5 may be set parallel to
each other.
[0075] A second embodiment according to the invention differs from the first in that in this second embodiment, elastic
bushes satisfying the following Formula (1) are used, where As is the static rigidity for at least one of the connect bushes
20 and 21, Ad is the dynamic rigidity for at least one of the connect bushes 20 and 21 at a high-frequency region at
which road noise is generated, Bs is the static rigidity of the mounting bushes 9 to 12, and Bd is the dynamic rigidity of
the mounting bushes 9 to 12 at the high-frequency region at which road noise is generated. When only one of the connect
bushes 20 and 21 is made to satisfy Formula (1), it is desirable but not necessary that the elastic bush be used for the
wheel-side connect bush that swings by a relatively large amount. 

[0076] The bush rigidity characteristics are as shown in FIG. 10. For example, an elastic member having the following
characteristics is used as at least one of the connect bushes 20 and 21. The rigidity of the connect bush 20, 21 is low
with respect to an input at a low-frequency region in the range less than or equal to 25 Hz and for static rigidity, and the
rigidity increases as the input frequency is increased. That is, the rigidity is soft with respect to the input at the low-
frequency region and is hard with respect to an input at the high-frequency region as illustrated by characteristic B1 in
FIG. 10.
[0077] The mounting bushes 9 to 12 use elastic bushes having the following characteristics. Namely, their rigidity is
high with respect to an input at the low-frequency region (hereunder may also be referred to as "ride quality region") in
the range less than or equal to 25 Hz and for static rigidity. The rigidity does not increase very much even if the input
frequency is increased, so that the gradient thereof is lower than that of the rigidity of the connect bush. This is illustrated
by characteristic B2 in FIG. 10.
[0078] If the rigidities are set in this way, Formula (1) is satisfied.
[0079] More specifically, to satisfy the condition of Formula (1), an elastic m ember in which, for example, carbon or
mica is mixed in general rubber may be used for the connect bush 20, 21. In addition, the same material is used for the
elastic members of the mounting bushes 9 to 12.
[0080] Here, in the high-frequency region (road noise region) where road noise is generated, even if the dynamic
rigidity of the mounting bushes 9 to 12 is lower than the dynamic rigidity of the connect bushes 20 and 21, Formula (1)
can be satisfied.
[0081] Road noise is noise that is generated by tires and a road surface when a vehicle is traveling. For example,
when a tire vibrates minutely due to an uneven road surface, the vibration is transmitted to the vehicle body through the
suspension, as a result of which this vibration becomes noise.
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[0082] Though dependent upon the vehicle, in general, the lower limit of a frequency band of the high-frequency region
(road noise region) is in the range of from 50 to 80 Hz, and the upper limit thereof is in the range of from 400 to 800 Hz.
In general, a peak frequency band of the road noise is in the range of from 125 to 200 Hz.
[0083] With respect to an input at the ride quality region (low-frequency region) and for static rigidity, the mounting
bushes 9 to 12 are hard (that is, have high rigidity), and the connect bushes 20 and 21 are soft (that is, have low rigidity).
The rigidity difference between the bushes 20, 21 and 9 to 12 is set large. It is desirable that, in the road noise region
(high-frequency region), the rigidity of the connect bushes 20 and 21 be higher.
[0084] Here, the axle 2 constitutes a wheel-side supporting member, and the suspension member 3 constitutes a
vehicle-body side member.
[0085] Linking the two lower links 4 and 5 to each other makes it possible for an input to the wheel 1 in the vehicle
forward-backward direction to be received by the two lower links 4 and 5. Therefore, it is not necessary to provide a
different link for receiving the input in the vehicle forward-backward direction.
[0086] The two lower links 4 and 5 are linked to each other, but can only swing within a predetermined swinging range
because the connect bushes 20 and 21 prevent swinging beyond the predetermined swinging range in at least the
vehicle width direction with respect to an input to the wheels 1 in the vehicle forward-backward direction.
[0087] The elastic members of the connect bushes 20 and 21 (linking portions) flex with respect to the input to the
wheel 1 in the forward-backward direction (forward-backward input to the wheel center W/C) due to an irregular road
surface so that, as shown in FIG. 6, the inner cylinders in the connect bushes 20 and 21 are swung and displaced in
the vehicle width direction while being swung slightly in the vehicle forward-backward direction relative to the outer
cylinders. This causes the substantially trapezoidal shape in which the four points (that is, the wheel-side mounting
points P2 and P4 and the vehicle-body side mounting points P1 and P3) are connected to be changed as seen in the
top view, so that the rigidity in the vehicle forward-backward direction of the axle 2 supported at the two linked lower
links 4 and 5 is set low. Therefore, shock when moving over a protrusion is reduced, thereby improving ride quality.
[0088] In addition, the connect bushes 20 and 21 flex with respect to the forward-backward direction input to absorb
the input, thereby resulting in damping due to the characteristics of the rubber making up the connect bushes 20 and
21. Therefore, vibration with respect to the input in the forward-backward direction subsides properly.
[0089] By setting the rigidity of the connect bushes 20 and 21 low with respect to a low-frequency-region input, such
as that when a vehicle travels over a protrusion, the connect bushes 20 and 21 swing vertically and horizontally (horizontal
meaning in the vehicle width direction, which is substantially the direction of the link axial line L1 of the front lower link
4), to absorb the vibration. As a result, as mentioned above, the vibration with respect to the input to the wheel 1 in the
forward-backward direction (forward-backward input to the wheel center at a low frequency) subsides properly, so that
shock when traveling over a protrusion is reduced as mentioned above.
[0090] Regarding the swinging of the connect bushes 20 and 21 when a vehicle travels over a protrusion, the wheel-
side connect bush 20 primarily swings vertically in response to twisting forces, and the connect bushes 20 and 21
primarily swing horizontally in response to shearing forces. This causes the vibration to be absorbed. Therefore, if
Formula (1) is satisfied for at least the vertical rigidity and the horizontal rigidity (rigidity substantially in the vehicle width
direction, i.e., the rigidity substantially in the direction of the link axial line L1 of the front lower link 4), several advantages
can be provided.
[0091] First, even if the lower links 4 and 5 are designed so as to satisfy strength requirements, the rigidity in the
forward-backward direction is determ ined by the rigidity of the connect bushes 20 and 21, so that the degree of design
freedom can be increased.
[0092] Next, the rigidity with respect to the input in the forward-backward direction can be set low as a result of the
connect bushes 20 and 21 flexing with respect to the forward-backward direction input to the wheel 1. Therefore, even
though the two lower links 4 and 5 are linked to each other and are made to receive the forward-backward direction
input to the wheel 1 to reduce shock resulting from an irregular road surface, the rigidity of the mounting bushes 9 to 12
(defining the wheel-side mounting points P2 and P4 and the vehicle-body side mounting points P1 and P3) need not be
set low. In addition, the rigidity of the mounting bushes 9 to 12 of the lower links 4 and 5 is set high, so that the horizontal
rigidity (that is, rigidity in the vehicle width direction) of the axle 2 can be made high. This results in increasing the rigidity
of a camber, so that steering stability can be increased. Since the horizontal input to the wheel 1 is applied to the two
lower links 4 and 5 in substantially the directions of the link axial lines L1 and L2, even if the rigidity of the connect bushes
20 and 21 is set low, the horizontal rigidity of the axle 2 is not set low. As a result, the rigidity in the forward-backward
direction can be set low and the horizontal rigidity can be set high, so that the ride quality can be improved and the
steering stability can be increased.
[0093] As mentioned above, the forward-backward rigidity of the suspension depends upon the rigidity of the connect
bushes 20 and 21. With respect to an input of vibration at a high frequency in the road noise region (resulting from a
relatively low force input caused by, for example, a tire pattern or a rough road surface), the rigidity of the connect bushes
20 and 21 is high. Therefore, by restricting independent swinging between the two lower links 5 when the input frequency
is high, that is, by restricting a mode in which the lower links 4 and 5 move separately and roughly, the transmission
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force of the road noise is reduced, thereby restricting the road noise.
[0094] In top view, the intersection P5 of the link axial lines L1 and L2 of the respective two lower links 4 and 5 is
positioned behind the center of the wheel 1 (wheel center W/C) in the vehicle forward-backward direction, so that the
rotational center of the axle 2 is positioned behind the wheel center W/C. Therefore, with respect to an input in a tire
horizontal direction (i.e., the vehicle width direction) when the vehicle is turning, a torque that causes the turning outer
wheel 1 to be oriented in a toe-in direction acts so that the stability during the turning of the vehicle is increased.
[0095] Since the intersection P5 of the link axial lines L1 and L2 of the respective two linked lower links 4 and 5 is set
outward of the axle 2 in the vehicle width direction, that is, since in the vehicle forward-backward direction, the span
between the wheel-side mounting points P2 and P4 is set narrower than the span between the vehicle-body side mounting
points P1 and P3, several advantages are provided.
[0096] First, when an input in the backward direction in the vehicle forward-backward direction is made to the ground-
contact face of the wheel 1 due to, for example, braking, the wheel-side mounting points P2 and P4 of the respective
two lower links 4 and 5 are both swung and displaced by substantially the same amount towards the back in the vehicle
forward-backward direction. The difference between the displacements of the wheel-side mounting points P2 and P4 of
the respective two lower links 4 and 5 in the horizontal direction (i.e., the vehicle width direction) of the vehicle causes
a change in toe to a toe-in direction, so that stability is increased during the braking.
[0097] Further, in the embodiment shown in FIG. 1, the link axial line L2 at the rear lower link 5 is set substantially in
the vehicle width direction. The link axial line L1 at the front lower link 4 is tilted towards the back in the vehicle forward-
backward direction so that its wheel-side is set towards the back in the vehicle forward-backward direction. As a result,
the wheel-side mounting points P2 and P4 of the respective two lower links 4 and 5 are swung and displaced by
substantially the same amount towards the back in the vehicle forward-backward direction. The wheel-side mounting
point P2 of the front lower link 4 is pulled further towards the vehicle than the wheel-side mounting point P4 of the rear
lower link 5, so that the wheels 1 change to the toe-in direction.
[0098] Accordingly, it is possible to at least improve ride quality and increase steering stability, and to reduce vibration.
[0099] Although the upper link 8 comprises one rod link in the described embodiment, the upper link 8 may comprise
two or more rod links, or may be one having a different form, such as an A arm.
[0100] In addition, as shown in FIG. 11 and as described above with respect to the first embodiment, both of the lower
links 4 and 5 may be linked to each other at a link axial-line L2 side of the rear lower link 5 through the connect bushes
20 and 21.
[0101] Further, the connect bushes 20 and 21 linking the two lower links 4 and 5 need not be disposed on either of
the link axial lines L1 and L2 of the respective lower links 4 and 5. For example, they may be disposed at intermediate
positions between the two lower links 4 and 5.
[0102] It is also possible to project projecting portions 7 separately from the lower link 4 to the lower link 5 and from
the lower link 5 to the lower link 4, set one linking portion each on the axial lines of the lower links 4 and 5, and dispose
the connect bushes 20 and 21 on these linking portions, respectively.
[0103] As previously described, as viewed from the front of a vehicle, the two connect bushes 20, 21 are disposed in
an offset manner in the vehicle width direction. Alternatively, when only one connect bush is used, the bush desirably
has a large size in order to have a very high rigidity in the road noise region.
[0104] The number of connect bushes 20, 21 linking the two lower links 4 and 5 to each other is not limited to two, so
that three or more bushes may be used, or one large bush can be used as described above.
[0105] Although the link axial line L2 of the rear lower link 5 is disposed in the vehicle width direction and the link axial
line L1 of the front lower link 4 is tilted towards the back in the vehicle forward-backward direction to set the intersection
P5 of the link axial lines L1 and L2 of the respective two lower links 4 and 5 further outward than the axle 2 in the vehicle
width direction, the invention is not limited thereto. For example, it is possible to dispose the link axial line L1 of the front
lower link 4 in substantially the vehicle width direction and to tilt the link axial line L2 of the rear lower link 5 in the forward
direction so that the wheel-side mounting point 4 is disposed more towards the front in the vehicle forward-backward
direction than the vehicle-body side mounting point P3. The intersection P5 of the link axial lines L1 and L2 of the
respective two lower links 4 and 5 is still outward of the axle 2 in the vehicle width direction.
[0106] The axes of the connect bushes 20 and 21 are disposed so as to be oriented substantially in the vehicle forward-
backward direction (that is, in a direction perpendicular to the link axial lines L1, L2) in this embodiment. However, the
invention is not limited thereto. The axes of the connect bushes 20 and 21 may be disposed, for example, in the vehicle
width direction or along the link axial lines L1 and L2. However, when the axes of bushes 20 and 21 are oriented in a
direction perpendicular to the link axial lines L1 and L2 or in the vehicle forward-backward direction, it is easier to adjust
the rigidities of the bushes 20 and 21 in the vertical direction and the horizontal direction.
[0107] Further, the span in the vehicle forward-backward direction between the mounting points P1 and P3 may be
equal to the span between the mounting points P2 and P4, that is, the two lower links 4 and 5 may be set parallel to
each other.
[0108] The basic structure of the third embodiment is similar to that of the second embodiment. Parts, etc., similar to
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those of the above-described embodiments are given the same reference numerals, and are not described in detail.
The distinctive feature of the third embodiment is the structure of connect bushes 20 and 21.
[0109] In the embodiment, the connect bushes 20 and 21 are fluid-inclusion bushes, which are filled with magnetic
fluid and are similar in structure to those shown in FIGS. 3A and 3B. Each of these bushes is formed by interposing an
elastic member 21 c and two liquid chambers 21d and 21e between an outer cylinder 21a and an inner cylinder 21b, by
filling the liquid chambers 21d and 21e with the magnetic fluid, and by forming an orifice 21f extending in a circumferential
direction. This makes it possible to change the bush rigidity, particularly in a bush axial direction, by changing the viscosity
(resistance) of the magnetic fluid.
[0110] Further, a magnetic-force generating member (not shown) is set near the connect bushes 20 and 21. When
the magnetic force generated by the magnetic-force generating member is received by the magnetic fluid, the viscosity
of the magnetic fluid is changed, thereby changing the resistance of the fluid passing through the orifice.
[0111] A device that detects a vibration frequency that is generated at the suspension is provided. This device com-
prises, for example, an acceleration sensor or a velocity sensor mounted to the lower links 4 and 5 and the axle 2, or a
gap sensor (relative displacement meter) mounted near the connect bushes 20 and 21. FIG. 12 shows an example in
which a sensor 30, such as that mentioned above, is provided at the axle 2. The sensor 30 outputs a detection signal
to a controller 31.
[0112] The controller 31 can be implemented by, for example, a microcomputer including a random access memory
(RAM), a read-only memory (ROM) and a central processing unit (CPU) in addition to various input and output connections.
Generally, the control functions described herein are performed by execution by the CPU of one or more software
programs stored in ROM. Of course, some or all of the functions can be implemented by hardware components or a
combination of hardware and software.
[0113] The signal from the sensor 30 is input to the controller 31. Based on the signal, which communicates, for
example, relative displacement information, acceleration information, and/or vibration velocity information, vibration
frequency that is generated at the lower links 4 and 5 is calculated. If a determination is made that the frequency is
greater than or equal to a predetermined frequency, such as a frequency of 40 Hz (which is slightly less than the high-
frequency band of the road noise area), the magnetic force of the magnetic-force generating member (not shown) is
changed to increase the viscosity of the magnetic fluid. This sets the rigidity of the connect bushes 20 and 21 to be high.
[0114] Thus, the rigidity of the connect bushes 20 and 21 is dynamically switched as shown in FIG. 13 due to the
vibration frequency generated at the suspension or a wheel.
[0115] The other structural features and the operational advantages of the third embodiment are similar to those of
the second embodiment.

Claims

1. A suspension apparatus for a wheel supporting member (2) configured to rotatably support a wheel (1) on a vehicle,
the apparatus comprising first and second links (4, 5) for linking the wheel supporting member (2) and a vehicle-
body side member (3) to each other, the first and second links (4, 5) being disposed substantially in parallel in a
vehicle width direction, and at least one projecting portion (7, 4b) extending from one of the two links (4, 5) towards
the other link (4, 5), characterized by:

a first end of the first link (4) being coupled to the wheel supporting member (2) and a second end of the first
link (4) being coupled to the vehicle-body side member (3) such that the first link (4) is swingable vertically
relative to each of the wheel supporting member (2) and the vehicle-body side member (3);
a first end of the second link (5) being coupled to the wheel supporting member (2) and a second end of the
second link (5) being coupled to the vehicle-body side member (3) such that the second link (5) is swingable
vertically relative to each of the wheel supporting member (2) and the vehicle-body side member (3); and
an elastic linking portion (20, 21) linking the projecting portion (7, 4b) of one of the links (4, 5) to at least one of
the other link (4, 5) and the projecting portion (7, 4b) of the other link (4, 5) such that the first link (4) and the
second link (5) are swingable three-dimensionally with respect to each other, the elastic linking portion (20, 21)
being arranged to increase its rigidity with an increasing frequency of a vibration input over a target frequency
band.

2. An apparatus as claimed in claim 1 wherein the target frequency band comprises:

a frequency band at which road noise is generated; and/or
a suspension forward-backward resonance frequency.
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3. The suspension device according to claim 1 wherein the target frequency band includes a suspension forward-
backward resonance frequency.

4. An apparatus as claimed in claim 1 or claim 2;
wherein the or each elastic linking portion (20, 21) comprises a fluid inclusion bush (20, 21) comprising a first liquid
chamber (21d), a second liquid chamber (21e) and a communicating passage (21f), the first liquid chamber (21d)
and the second liquid chamber (21e) being filled with fluid and the communicating passage (21f) connecting the
first liquid chamber (21d) and the second liquid chamber (21e) to each other; and
wherein the target frequency band includes a resonance frequency of a fluid vibrating system comprising the first
liquid chamber (21d), the second liquid chamber (21e) and the communicating passage (21f).

5. An apparatus as claimed in claim 4, wherein the or each fluid inclusion bush (20, 21) is arranged to generate the
resonance frequency when it flexes in at least one of a vehicle vertical direction and a vehicle width direction.

6. An apparatus as claimed in any preceding claim, comprising link elastic members (9, 10, 11, 12) associated with
each of the two links (4, 5) and engaged at respective linking portions where the two links (4, 5) are linked with the
wheel supporting member (2) and with the vehicle-body side member (3), wherein a rigidity of the link elastic members
(9, 10, 11, 12) is greater than the rigidity of the elastic linking portion (20, 21).

7. An apparatus as claimed in any preceding claim, comprising:

a first set of link elastic members (9, 11) at respective linking portions where the first link (4) is linked with the
wheel supporting member (2) and with the vehicle-body side member (3); and
a second set of link elastic members (10,12) at respective linking portions where the second link (5) is linked
with the wheel supporting member (2) and with the vehicle-body side member (3).

8. An apparatus as claimed in claim 7, wherein rigidity of each link of the first set of link elastic members (9, 11) and
a second set of link elastic members (10, 12) is greater than a rigidity of each of the plurality of elastic linking portions
(20, 21).

9. An apparatus as claimed in claim 7 or claim 8, wherein each link of the first set of link elastic members (9, 11) and
the second set of link elastic members (10, 12) and each of the plurality of elastic linking portions (20, 21) satisfy
the formula (As/Bs) < (Ad/Bd); wherein
Bs is a static rigidity of the link elastic members (9, 10, 11, 12);
Bd is a dynamic rigidity of each link elastic member (9, 10, 11, 12) at each frequency of a frequency band at which
road noise is generated;
As is a static rigidity of the elastic linking portion (20, 21); and
Ad is a dynamic rigidity of each elastic linking portion (20, 21) at each frequency of the frequency band at which the
road noise is generated.

10. An apparatus as claimed in any preceding claim wherein the projecting portion (7, 4b) is a plate member.

11. An apparatus as claimed in any preceding claim wherein the projecting portion (7, 4b) links of one of the links (4,
5) to the other link (4, 5) at two locations along a length of the other link (4, 5) using respective elastic linking portions
(20, 21).

12. A vehicle having an apparatus as claimed in any of claims 1 to 11.

Patentansprüche

1. Aufhängungsvorrichtung für ein Radlagerelement (2) zum drehenden Lagern eines Rads (1) an einem Fahrzeug,
wobei die Vorrichtung erste und zweite Bindeglieder (4, 5) zum Verbinden des Radlagerelements (2) und eines
fahrzeugkörperseitigen Elements (3) miteinander, wobei die ersten und zweiten Bindeglieder (4, 5) in Wesentlichen
parallel in einer Richtung der Breite des Fahrzeugs angeordnet sind, und zumindest einen vorstehenden Bereich
(7, 4b), der sich von dem einen der zwei Bindeglieder (4, 5) in Richtung zum anderen Bindeglied (4, 5) erstreckt,
umfasst, dadurch gekennzeichnet, dass:
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ein erstes Ende des ersten Bindeglieds (4) mit dem Radlagerelement (2) verbunden ist und ein zweites Ende
des ersten Bindeglieds (4) mit dem fahrzeugkörperseitigen Element (3) verbunden ist, so dass das erste Bin-
deglied (4) in Bezug auf das Radlagerelement (2) und das fahrzeugkörperseitige Element (3) vertikal schwenkbar
ist;
ein erstes Ende des zweiten Bindeglieds (5) mit dem Radlagerelement (2) verbunden ist und ein zweites Ende
des zweiten Bindeglieds (5) mit dem fahrzeugkörperseitigen Element (3) verbunden ist, so dass das zweite
Bindeglied (5) in Bezug auf das Radlagerelement (2) und das fahrzeugkörperseitige Element (3) vertikal
schwenkbar ist; und
ein elastischer Verbindungsbereich (20, 21) den vorstehenden Bereich (7, 4b) eines der Bindeglieder (4, 5) mit
zumindest dem anderen Bindeglied (4, 5) und/oder dem vorstehenden Bereich (7, 4b) des anderen Bindeglieds
(4, 5) verbindet, so dass das erste Bindeglied (4) und das zweite Bindeglied (5) in Bezug aufeinander dreidi-
mensional schwenkbar sind, wobei der elastische Verbindungsbereich (20, 21) angeordnet ist, um seine Stei-
figkeit bei einer zunehmenden Frequenz einer Vibrationsaufbringung über ein Ziel-Frequenzband zu erhöhen.

2. Vorrichtung nach Anspruch 1, wobei das Ziel-Frequenzband umfasst:

ein Frequenzband, bei dem Straßenlärm erzeugt wird; und/oder eine Aufhängungs-Vonrvärts/Rückwärts-Re-
sonanz-Frequenz.

3. Aufhängungsvorrichtung nach Anspruch 1, wobei das Ziel-Frequenzband eine Aufhängungs-Vorwärts/Rückwärts-
Resonanz-Frequenz umfasst.

4. Vorrichtung nach Anspruch 1 oder Anspruch 2;
wobei der oder jeder elastische Verbindungsbereich (20, 21) eine Fluidaufnahmebuchse (21e) umfasst, die eine
erste Fluidkammer (21d), eine zweite Fluidkammer (21e) und einen Verbindungsdurchgang (21f) umfasst, wobei
die erste Fluidkammer (21d) und die zweite Fluidkammer (21e) mit Fluid gefüllt sind und der Verbindungsdurchgang
(21f) die erste Fluidkammer (21d) und die zweite Fluidkammer (21e) miteinander verbindet; und
wobei das Ziel-Frequenzband eine Resonanzfrequenz eines Fluidvibrationssystems, das die erste Fluidkammer
(21d), die zweite Fluidkammer (21e) und den Verbindungsdurchgang (21f) umfasst, enthält.

5. Vorrichtung nach Anspruch 4, wobei die oder jede Fluidaufnahmebuchse (20, 21) die Resonanzfrequenz erzeugt,
wenn sie sich in einer vertikalen Richtung des Fahrzeugs und/oder in einer Richtung der Breite des Fahrzeugs biegt.

6. Vorrichtung nach irgendeinem vorstehenden Anspruch, umfassend elastische Bindegliedelemente (9, 10, 11, 12),
die mit jedem der zwei Bindeglieder (4, 5) verbunden sind und an entsprechenden Verbindungsbereichen, an denen
die zwei Bindeglieder (4, 5) mit dem Radlagerelement (2) und mit dem fahrzeugkörperseitigen Element (3) verbunden
sind, eingreifen, wobei eine Steifigkeit der elastischen Bindegliedelemente (9, 10, 11, 12) größer als die Steifigkeit
des elastischen Verbindungsbereichs (20, 21) ist.

7. Vorrichtung nach irgendeinem vorstehenden Anspruch, umfassend:

eine erste Reihe von elastischen Bindegliedelementen (9, 11) an entsprechenden Verbindungsbereichen, an
denen das erste Bindeglied (4) mit dem Radlagerelement (2) und mit dem fahrzeugkörperseitigen Element (3)
verbunden ist; und
eine zweite Reihe von elastischen Bindegliedelementen (10, 12) an entsprechenden Verbindungsbereichen,
an denen das zweite Bindeglied (5) mit dem Radlagerelement (2) und mit dem fahrzeugkörperseitigen Element
(3) verbunden ist.

8. Vorrichtung nach Anspruch 7, wobei die Steifigkeit jedes Bindeglieds der ersten Reihe von elastischen Bindeglied-
elementen (9, 11) und einer zweiten Reihe von elastischen Bindegliedelementen (10, 12) größer als die Steifigkeit
jedes der Vielzahl von elastischen Verbindungsbereichen (20, 21) ist.

9. Vorrichtung nach Anspruch 7 oder Anspruch 8, wobei jedes Bindeglied der ersten Reihe von elastischen Binde-
gliedelementen (9, 11) und der zweiten Reihe von elastischen Bindegliedelementen (10, 12) und jeder der Vielzahl
von elastischen Verbindungsbereichen (20, 21) die Formel (As/Bs) < (Ad/Bd) erfüllt; wobei
Bs eine statische Steifigkeit der elastischen Bindegliedelemente (9, 10, 11, 12) ist;
Bd eine dynamische Steifigkeit jedes elastischen Bindegliedelements (9, 10, 11, 12) auf jeder Frequenz eines
Frequenzbands, bei dem Straßenlärm erzeugt wird, ist;
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As eine statische Steifigkeit des elastischen Verbindungsbereichs (20, 21) ist; und
Ad eine dynamische Steifigkeit jedes elastischen Verbindungsbereichs (20, 21) auf jeder Frequenz des Frequenz-
bands, bei dem Straßenlärm erzeugt wird, ist.

10. Vorrichtung nach irgendeinem vorstehenden Anspruch, wobei der vorstehende Bereich (7, 4b) ein Plattenelement ist.

11. Vorrichtung nach irgendeinem vorstehenden Anspruch, wobei der vorstehende Bereich (7, 4b) eines der Bindeglieder
(4, 5) mit dem anderen Bindeglied (4, 5) an zwei Stellen entlang einer Länge des anderen Bindeglieds (4, 5) unter
Verwendung der entsprechenden elastischen Verbindungsbereiche (20, 21) verbindet.

12. Fahrzeug mit einer Vorrichtung nach einem der Ansprüche 1 bis 11.

Revendications

1. Dispositif de suspension pour un élément de support de roue (2) configuré pour supporter avec une possibilité de
rotation une roue (1) sur un véhicule, le dispositif comprenant des première et seconde liaisons (4, 5) pour relier
l’un à l’autre l’élément de support de roue (2) et un élément latéral (3) de la carrosserie du véhicule, les première
et seconde liaisons (4, 5) étant disposées sensiblement en parallèle dans la direction de la largeur du véhicule,
ainsi qu’au moins une partie saillante (7, 4b) s’étendant depuis l’une des deux liaisons (4, 5) vers l’autre liaison (4,
5), caractérisé par :

une première extrémité de la première liaison (4) est accouplée à l’élément de support de roue (2) et une
seconde extrémité de la première liaison (4) est accouplée à l’élément latéral (3) de la carrosserie du véhicule
de telle sorte que la première liaison (4) puisse osciller verticalement par rapport à chacun des éléments de
support de roue (2) et à l’élément latéral (3) de la carrosserie du véhicule,
une première extrémité de la seconde liaison (5) est accouplée à l’élément de support de roue (2) et une seconde
extrémité de la seconde liaison (5) est accouplée à l’élément latéral (3) de la carrosserie du véhicule de telle
sorte que la seconde liaison (5) puisse osciller verticalement par rapport à chacun des éléments de support de
roue (2) et à l’élément latéral (3) de la carrosserie du véhicule, et
une partie de liaison élastique (20, 21) relie la partie saillante (7, 4b) de l’une des liaisons (4, 5) à au moins une
de l’autre liaison (4, 5) et de la partie saillante (7, 4b) de l’autre liaison (4, 5) de telle sorte que la première liaison
(4) et la seconde liaison (5) puissent osciller en trois dimensions l’une par rapport à l’autre, la partie de liaison
élastique (20, 21) étant agencée pour augmenter sa rigidité avec la fréquence en augmentation d’une vibration
entrée sur une bande de fréquences cible.

2. Dispositif selon la revendication 1, dans lequel la bande de fréquences cible comprend :

une bande de fréquences à laquelle du bruit de roulement est généré, et/ou
une fréquence de résonance avant - arrière de suspension.

3. Dispositif de suspension selon la revendication 1, dans lequel la bande de fréquences cible inclut une fréquence
de résonance avant - arrière de suspension.

4. Dispositif selon la revendication 1 ou la revendication 2,
dans lequel la partie de liaison élastique (20, 21), ou chacune d’entre elles, comprend une douille d’insertion de
fluide (20, 21) comprenant un premier compartiment de liquide (21d), un second compartiment de liquide (21e) et
un passage de communication (21f), le premier compartiment de liquide (21d) et le second compartiment de liquide
(21e) étant remplis d’un fluide, et le passage de communication (21f) reliant l’un à l’autre le premier compartiment
de liquide (21d) et le second compartiment de liquide (21e), et
dans lequel la bande de fréquences cible inclut la fréquence de résonance d’un système de fluide en vibration
comprenant le premier compartiment de liquide (21d), le second compartiment de liquide (21e) et le passage de
communication (21f).

5. Dispositif selon la revendication 4, dans lequel la partie de liaison élastique (20, 21), ou chacune d’entre elles, est
agencée pour générer la fréquence de résonance lorsqu’elle fléchit dans au moins l’une d’une direction verticale
du véhicule et d’une direction dans la largeur du véhicule.
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6. Dispositif selon l’une quelconque des revendications précédentes, comprenant des éléments élastiques de liaison
(9, 10, 11, 12) associés à chacune des deux liaisons (4, 5) et en prise au niveau de parties de liaisons respectives
où les deux liaisons (4, 5) sont reliées à l’élément de support de roue (2) et à l’élément latéral (3) de la carrosserie
du véhicule, la rigidité des éléments élastiques de liaison (9, 10, 11, 12) étant supérieure à la rigidité de la partie
de liaison élastique (20, 21).

7. Dispositif selon l’une quelconque des revendications précédentes, comprenant :

un premier ensemble d’éléments élastiques de liaison (9, 11) au niveau de parties respectives de liaison où la
première liaison (4) est reliée à l’élément de support de roue (2) et à l’élément latéral (3) de la carrosserie du
véhicule, et
un second ensemble d’éléments élastiques de liaison (10, 12) au niveau de parties respectives de liaison où
la seconde liaison (5) est reliée à l’élément de support de roue (2) et à l’élément latéral (3) de la carrosserie du
véhicule.

8. Dispositif selon la revendication 7, dans lequel la rigidité de chaque liaison du premier ensemble d’éléments élas-
tiques de liaison (9, 11) et du second ensemble d’éléments élastiques de liaison (10, 12) est supérieure à la rigidité
de chacune de la pluralité de parties de liaisons élastiques (20, 21).

9. Dispositif selon la revendication 7 ou la revendication 8, dans lequel chaque liaison du premier ensemble d’éléments
élastiques de liaison (9, 11) et du second ensemble d’éléments élastiques de liaison (10, 12) ainsi que chacune de
la pluralité de parties de liaisons élastiques (20, 21) satisfont à la formule (As / Bs) < (Ad / Bd), dans laquelle
Bs est la rigidité statique des éléments élastiques de liaison (9, 10, 11, 12),
Bd est la rigidité dynamique de chaque élément élastique de liaison (9, 10, 11, 12) à chaque fréquence appartenant
à une bande de fréquences à laquelle est généré du bruit de roulement,
As est la rigidité statique de la partie de liaison élastique (20, 21), et
Ad est la rigidité dynamique de chaque partie de liaison élastique (20, 21) à chaque fréquence de la bande de
fréquences à laquelle est généré le bruit de roulement.

10. Dispositif selon l’une quelconque des revendications précédentes, dans lequel la partie saillante (7, 4b) est un
élément de plaque.

11. Dispositif selon l’une quelconque des revendications précédentes, dans lequel la partie saillante (7, 4b) relie l’une
des liaisons (4, 5) à l’autre liaison (4, 5) à deux emplacements sur la longueur de l’autre liaison (4, 5) en utilisant
des parties respectives de liaisons élastiques (20, 21).

12. Véhicule comportant un dispositif tel qu’il est revendiqué dans l’une quelconque des revendications 1 à 11.
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