
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

67
9 

42
7

A
1

TEPZZ 6794 7A_T
(11) EP 2 679 427 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
01.01.2014 Bulletin 2014/01

(21) Application number: 12173649.0

(22) Date of filing: 26.06.2012

(51) Int Cl.:
B60K 15/035 (2006.01) B60K 1/04 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME

(71) Applicant: Inergy Automotive Systems Research 
(Société 
Anonyme)
1120 Bruxelles (BE)

(72) Inventor: Criel, Bjorn
1750 Sint-Martens-Lennik (BE)

(74) Representative: Descazeaux, Charles
Cabinet Lhermet La Bigne & Remy 
11, boulevard de Sébastopol
75001 Paris (FR)

(54) Method for releasing the pressure in a fuel system in a crash.

(57) It is proposed a method for controlling the de-
pressurization of a fuel system mounted on board of a
vehicle equipped with a vehicle impact sensor (14, 15),
the method comprising the steps of:
- detecting, using the vehicle impact sensor, whether an

impact on the vehicle is present; and
- when the impact on the vehicle is detected, using a
controller (9, 10) for generating at least one signal for
controlling the opening of at least one valve disposed in
the fuel system, so as to release the internal pressure of
the fuel system.
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Description

[0001] The present invention relates generally to fuel
systems installed in motor vehicles. In particular, the in-
vention relates to a method for relieving the pressure in
a fuel system, in the case where the vehicle is involved
in a crash or the like.
[0002] In general, a fuel system integrates a fuel tank
and among other components, a fuel pump (which draws
fuel from the fuel tank and discharges fuel from the fuel
tank through an opening in the fuel tank wall), a fuel va-
pour canister (through which any air or fuel vapour re-
ceived into or discharged out of the fuel tank travels), one
or several valves (communicating with the fuel vapour
canister) or any other fuel system component.
[0003] During a vehicle crash, there is risk of addition
of oxygen to the fuel tank and the fuel pump environment.
The addition of oxygen to the pump environment may
cause an explosion if the pump continues to operate after
the crash. Several solutions have been proposed to turn
off the pump in case of a crash.
[0004] Another potential problem during a crash is a
fire starting near to the fuel system that is pressurized
with fuel. Such fire could lead to an explosion.
[0005] Even though the occurrence of such a crash
situation leading to such an explosion is rare, neverthe-
less, it is an object of the present invention to provide a
method that improves the safety of a vehicle in case of
an accident.
[0006] To achieve the aforementioned and other ob-
jects, the present invention provides a method for con-
trolling the  depressurization of a fuel system mounted
on board of a vehicle equipped with a vehicle impact sen-
sor, wherein the method comprising the steps of:

- detecting, using the vehicle impact sensor, whether
an impact on the vehicle is present; and

- when the impact on the vehicle is detected, using a
controller for generating at least one signal for con-
trolling the opening of at least one valve disposed in
the fuel system, so as to release the internal pressure
of the fuel system.

[0007] The advantage of the method according to the
invention resides in the fact that the pressure within the
fuel system is automatically relieved when an impact oc-
curs on the vehicle (for example, at the time of a crash
or the like). As a result, the risk of an explosion and/or
the damages caused by a potential explosion can be min-
imized.
[0008] It is called impact sensor, a sensor that is able
to detect a crash of the vehicle or the like.
[0009] The signal(s) generated by the controller of the
invention can be a PWM (Pulse Width Modulated) type
signal.
[0010] Depressurization means the fact to balance the
internal fuel system pressure with the ambient pressure.
[0011] In a particular embodiment, the fuel system

comprises a fuel tank connected in a communicating
manner to a canister. Advantageously, the controller of
the invention generates a first signal for controlling the
opening of a fuel tank isolation valve (FTIV), so as to
allow fuel vapours within the fuel tank to flow towards the
canister to be surely captured.
[0012] In a first particular embodiment, the fuel tank
isolation valve (FTIV) is disposed in a first venting line
through which the canister can communicate with the
atmosphere.
[0013] In a second particular embodiment, the fuel tank
isolation valve (FTIV) is disposed in a second venting
line through which the fuel tank can communicate with
the canister.
[0014] In a particular embodiment, the fuel system
comprises an intake manifold connected in a communi-
cating manner to the canister. Advantageously, the con-
troller of the invention generates a second signal for con-
trolling the opening of a purge valve, so as to allow fuel
vapours stored in the canister to flow towards the intake
manifold to be surely burned.
[0015] Advantageously, the controller of the invention
generates a third signal for controlling the opening of an
additional valve disposed in a third venting line through
which the fuel tank can communicate with the canister.
[0016] Advantageously, each of the valves controlled
by the controller according to the invention is an electro-
magnetic valve.
[0017] In an advantageous embodiment, the impact
sensor is an airbag crash sensor.
[0018] In another embodiment, multiple crash sensors
may be used to provide inputs to the controller according
to the invention. If variable output sensors (measuring
the severity of a crash) are available, they may be used
to provide varying degrees of response.
[0019] In an advantageous embodiment, the controller
of the invention generates the valve control signal(s)
based on data obtained by means of at least one other
sensor mounted on board of the vehicle.
[0020] Among fuel system sensors there are generally
a fuel level sensor, a temperature sensor, a pressure
sensor, a hydrocarbon vapour sensor, one or several on-
board-diagnostic (OBD) sensors. Other types of sensors
can be part of this list.
[0021] In a particular embodiment, the controller ac-
cording to the invention is adapted to analyse data meas-
ured by, for example, temperature and pressure sensors
disposed in the fuel tank environment. Based on the re-
sults of this analysis, the controller can, for example, gen-
erate a control signal for each of the FTIV and purge
valves. In an advantageous embodiment, each signal
may contain, for example, information about the opening
instant and the opening duration of the valve. In a first
example, after analysing temperature and pressure data,
the controller according to the invention may decide to
activate (i.e. open) the FTIV valve only. In a second ex-
ample, after analysing temperature and pressure data,
the controller may decide to activate (i.e. open) at a first
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time the FTIV valve, and at a second later time the purge
valve. Thus, the controller according to the invention can
decide whether to activate the valves at the same time
or at different times. More generally, the controller ac-
cording to the invention is adapted to determine a se-
quence of activation of the valves as a function of oper-
ating and environmental conditions of the fuel system.
[0022] In a first advantageous embodiment, the con-
troller according to the invention is comprised in a Fuel
System Control Unit (FSCU) already present on board
the vehicle.
[0023] In a particular embodiment, the FSCU commu-
nicates with an engine control unit (ECU) and/or impact
sensor(s) through an appropriate data communication
network, such as CAN or LIN.
[0024] Cost is reduced by using an existing processing
unit within a controlled fuel system (i.e. comprising a FS-
CU and data network connection), and eliminating the
need for other components.
[0025] One result is that configurability is increased
through the ability to change algorithms in the FSCU re-
lating to the control of one or a plurality of valve(s) during
a collision event. This allows for the same hardware to
be used in many different vehicle environments.
[0026] Crash information may be transmitted to the FS-
CU over a data network either from the ECU (or any other
control unit) or directly from impact sensors through other
communication means.
[0027] Impact sensors may provide the severity of a
vehicle collision or other similar event. In that circum-
stance the controller according to the invention can con-
trol the valve(s) (FTIV, purge valve,...) for releasing the
pressure within the fuel system.
[0028] In a second advantageous embodiment, the
controller according to the invention is comprised in the
engine control unit (ECU).
[0029] In a particular embodiment, the vehicle is a
(plug-in) hybrid vehicle.
[0030] Another embodiment of the present invention
further relates to a fuel system of a vehicle comprising a
controller as described above.
[0031] In another embodiment, the invention further re-
lates to a computer-readable storage means storing a
computer program for use in a fuel system as described
above and containing a set of instructions executable by
a computer for implementing the method for controlling
the depressurization of a fuel system as described above
(in any one of its different embodiments).

Figure 1 illustrates the subject matter of the invention
but is not to be construed as limiting its scope.

[0032] Figure 1 illustrates a fuel system according to
a particular embodiment of the invention. The fuel system
is mounted on board of a vehicle. The fuel system com-
prises a fuel tank 1 that is in communication with a char-
coal canister 2 via a venting line 4. The charcoal canister
2 has another venting line 5 connected to the intake man-

ifold of the internal combustion engine (not shown). A
purge valve 3 is disposed in the venting line 5 to allow
for selective communication between the charcoal can-
ister 2 and the intake manifold (not shown). There is an
additional communication between the charcoal canister
2 and the atmosphere. This communication can be se-
lectively controlled via a fuel tank isolation valve or FTIV
13 to create a completely sealed fuel system.
[0033] In the example illustrated on figure 1, the FTIV
13 is disposed in the venting line 16. When the FTIV 13
is opened, it allows the charcoal canister 2 to communi-
cate with the atmosphere, and it allows fuel vapours with-
in the fuel tank  1 to flow towards the charcoal canister
2 to be surely captured. In another example (not illustrat-
ed), the FTIV 13 can be disposed in the venting line 4,
and the venting line 16 can be left open.
[0034] In a preferred embodiment of the invention, the
purge valve 3 and the FTIV valve 13 are both opened
when the internal combustion engine is operated and al-
lows for a canister purging mode. The purge valve 3 is
closed and the FTIV valve 13 is opened when the vehicle
is being refueled by the addition of gasoline to the fuel
tank 1. The purge valve 3 and the FTIV valve 13 are both
closed when the internal combustion engine is operated
and the canister is not purged, or when the engine is not
operated (vehicle parked). Further, in the case of a hybrid
vehicle, the purge valve 3 and the FTIV valve 13 are both
closed when the vehicle is operated solely under battery
power.
[0035] In a configuration where the FTIV 13 is disposed
in the venting line 16, an additional valve (not pictured)
could be disposed in the venting line 4 for isolating the
tank 1 from the canister 2 to avoid unwanted fuel vapour
suction inside the air intake manifold during the canister
purge mode.
[0036] The fuel system further comprises a pressure
sensor 6 adapted for measuring the pressure inside the
fuel tank 1. For example, the pressure sensor 6 is adapt-
ed to measure pressure comprised within a working
range of pressure. For example this could be a range of
-30mbar to +30mbar for the fuel system in a conventional
internal combustion vehicle, or -150mbar to +350mbar
in a plug-in hybrid vehicle.
[0037] The fuel system further comprises a tempera-
ture sensor 7 adapted for measuring the temperature in-
side the fuel tank 1. The fuel system further comprises a
float-type fuel level sensor 8 adapted for measuring the
fuel level inside the fuel tank 1. These sensors can be
used for diagnostic purposes.
[0038] The present invention proposes a method
which consists in using a controller for activating the de-
pressurization of the fuel system in case of a detection
of an impact or a crash of the vehicle. In the following of
the description, it is described a particular embodiment
where the controller according to the invention is com-
prised in the Fuel System Control Unit (FSCU) of the
vehicle. In this particular embodiment, when a vehicle
crash occurs, the FSCU controls the opening of the valve
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(s) of the fuel system, in order to release the internal
pressure of the fuel system.
[0039] In another embodiment, the controller accord-
ing to the invention can be comprised in the Central Con-
trol Unit (CCU) of the vehicle.
[0040] In yet another embodiment, the controller ac-
cording to the invention can be comprised in a specific
microprocessor which is distinct from the FSCU or the
CCU.
[0041] Referring back to figure 1, a Fuel System Con-
trol Unit (FSCU) 9 is configured to execute an algorithm
for releasing the pressure within the fuel system in case
of a vehicle crash event. To this end, the FSCU 9 is ca-
pable of generating control signal(s) for opening the
purge valve 3 and/or the FTIV valve 13. The FSCU 9
communicates with a Central Control Unit 10 (i.e. an en-
gine control unit (ECU)) via of a communication bus 11.
[0042] The FSCU 9 can manage the operating condi-
tions and functioning parameters of the fuel system. The
FSCU generally:

- has means for controlling functions of the fuel sys-
tem,

- is connected with at least one fuel system compo-
nent to send signals or receive signals from said at
least one fuel system component,

- is connected with at least one sensor that sends sig-
nals to the FSCU and/or the ECU,

- is adapted to electronically and bi-directionally com-
municate with the ECU.

[0043] The FSCU is a standalone controller, different
from the ECU and which has taken over the control of
the fuel system from the ECU, i.e. the ECU doesn’t di-
rectly control the fuel system any longer. The FSCU com-
municates with the ECU also for indication of any fuel
system failure to the ECU.
[0044] Reliability is increased by segmenting control
of the fuel system away from the ECU, reducing load on
the ECU.
[0045] The ECU 10 can activate a Malfunction Indica-
tor Light 12 (MIL) on the dashboard of the vehicle when
operation problem is detected.
[0046] In the example illustrated in figure 1, an airbag
crash sensor 14 and/or other crash sensors 15 exist to
provide a signal when an impact or other similar event
occurs. This signal is transmitted to the FSCU 9. Once
received, the FSCU 9 generates a signal S1 for control-
ling the opening of the FTIV valve 13, and a signal S2
for controlling the opening of the purge valve 3. By this
way, the pressure within the fuel system can be released
and the risk of an explosion can be minimized.
[0047] In another example, the controller according to
the invention can also generate a signal for controlling
the opening of an additional valve disposed in the venting
line 4.
[0048] In another embodiment, the signal provided by
the sensors 14 and 15 can be transmitted directly to the

ECU 10. Then, the FSCU 9 reads this information via the
data communication bus 11.
[0049] While the present invention has been described
with reference to a limited number of embodiments, it is
to be understood that the present invention is not limited
to the disclosed embodiments or constructions. On the
contrary, the present invention is intended to cover var-
ious modifications and equivalent arrangements.

Claims

1. A method for controlling the depressurization of a
fuel system mounted on board of a vehicle, the ve-
hicle comprising a fuel tank (1) connected in a com-
municating manner to a canister (2), and further com-
prising a vehicle impact sensor (14, 15), said method
comprising the steps of:

- detecting, using the vehicle impact sensor,
whether an impact on the vehicle is present; and
- when the impact on the vehicle is detected,
using a controller (9, 10) for generating at least
one signal for controlling the opening of at least
one valve disposed in the fuel system, so as to
release the internal pressure of the fuel system.

2. Method according to claim 1, wherein said controller
generates a first signal (S1) for controlling the open-
ing of a fuel tank isolation valve (FTIV), so as to allow
fuel vapours within the fuel tank to flow towards the
canister.

3. Method according to claim 2, wherein the fuel tank
isolation valve (FTIV) is disposed in a first venting
line through which the canister can communicate
with the atmosphere.

4. Method according to claim 2, wherein the fuel tank
isolation valve (FTIV) is disposed in a second venting
line through which the fuel tank can communicate
with the canister.

5. Method according to any of claims 1 to 4, wherein
the fuel system further comprises an intake manifold
connected in a communicating manner to the canis-
ter, and wherein said controller generates a second
signal (S2) for controlling  the opening of a purge
valve (3), so as to allow fuel vapours stored in the
canister to flow towards the intake manifold.

6. Method according to claim 3, wherein said controller
generates a third signal for controlling the opening
of an additional valve disposed in a third venting line
through which the fuel tank can communicate with
the canister.

7. Method according to any of claims 1 to 6, wherein
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said valve(s) is(are) an electromagnetic valve.

8. Method according to any of claims 1 to 7, wherein
said vehicle impact sensor is an airbag crash sensor
(14).

9. Method according to any of claims 1 to 8, wherein
said controller generates said signal(s) based on da-
ta obtained by means of at least one other sensor
(6, 7, 8) mounted on board of the vehicle.

10. Method according to any of claims 1 to 9, wherein
said controller is comprised in a Fuel System Control
Unit (9).

11. Method according to any of claims 1 to 9, wherein
said controller is comprised in a Central Control Unit
(10).

12. Method according to any of claims 1 to 11, wherein
the vehicle is a (plug-in) hybrid vehicle.

13. Fuel system of a vehicle comprising a controller for
generating at least one signal for controlling the
opening of at least one valve disposed in the fuel
system, so as to  release the internal pressure of the
fuel system when an impact on the vehicle is detect-
ed.

14. A computer-readable storage means storing a com-
puter program for use in a fuel system according to
claim 13, and containing a set of instructions exe-
cutable by a computer for implementing the method
according to any of claims 1 to 12.
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