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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates generally to meth-
ods for making and inspecting pre-assembled or pre-fas-
tened articles, and more particularly to apparatus and
methods for connecting two elements of such articles to
define an engagement seam and for inspecting the en-
gagement seam of such articles.
[0002] Articles such as disposable absorbent gar-
ments have numerous applications including diapers,
training pants, feminine care products, medical garments
and adult incontinence products. A typical disposable ab-
sorbent garment is formed as a composite structure in-
cluding an absorbent assembly disposed between a liq-
uid permeable bodyside liner and a liquid impermeable
outer cover. These components can be combined with
other materials and features such as elastic materials
and containment structures to form a product which is
specifically suited to its intended purposes. A number of
such garments include fastening components which are
intended to be connected together (e.g., pre-fastened)
during manufacture of the garment so that the product is
packaged in it’s fully assembled form.
[0003] For example, one such pre-fastened garment
is a child’s training pants, which has a central absorbent
chassis and front and back side panels extending later-
ally out from the chassis adjacent longitudinally opposite
ends thereof. A portion of each of the front and back side
panels has a respective fastening component disposed
thereon. During manufacture of the training pants, the
central absorbent chassis is initially formed generally flat
and then folded over so that the front and back side pan-
els face each other. The respective fastening compo-
nents of the front and back side panels are then aligned
and connected together to define an engagement seam.
Upon securing the front and back side panel fastening
components together, the pre-fastened pair of training
pants is in its fully assembled three-dimensional form
having an interior space bounded in part by the engage-
ment seam.
[0004] For quality control purposes, it is often desirable
to monitor the presence of and/or interrelationships be-
tween one or more elements of a disposable absorbent
garment. For instance, elements such as outer covers,
liners, absorbent pads, side panels, elastic components,
fastener components, etc. must be positioned or aligned
with respect to each other and/or to other components
as desired or otherwise intended in order to produce an
acceptable product. Accordingly, inspection systems are
commonly used to detect the presence and/or relative
positions of such components during manufacturing. If
an inspection system determines that one or more com-
ponents are out of position and thus do not properly reg-
ister with other components, the inspection system typ-
ically outputs one or more signals indicating that certain
articles should be culled and discarded, that the process

should be adjusted so as to bring out-of-position compo-
nents into proper position, that the process should be
adjusted so that subsequent components are brought
into proper registration with one another, etc.
[0005] US 6,224,699 discloses an infrared image
sensing apparatus to detect components on composite
personal care articles.
[0006] Another registration inspection system is dis-
closed in U.S. Pat. No. 5,359,525. As described therein,
registration inspection of a composite product during fab-
rication is accomplished by producing an image of the
article and then analyzing the image to detect the relative
positions of one or more components. The detected po-
sitions are then compared to desired positions to thereby
determine whether one or more components are improp-
erly positioned. This registration inspection system em-
ploys conventional video cameras for capturing visible
and/or ultraviolet light reflected by and/or transmitted
through components of the product in order to produce
still video images of such components. Thus, after pro-
ducing a video image of a composite article and its sev-
eral components, the image can be analyzed to deter-
mine whether the components are properly positioned
and registered with one another.
[0007] Although highly useful for many applications,
the inspection system disclosed in the aforementioned
patent has certain shortcomings with respect to the in-
spection of engagement seams formed by connecting
two elements together such that the engagement seam
is essentially two layers. For example, engagement
seams formed by connected side panels of the training
pants described previously has heretofore entailed con-
necting the side panels in face-to-face relationships with
outer edges of the side panels aligned with each other.
To inspect such an engagement seam, it was necessary
only to inspect the exposed outer edges of the side panels
so that there was no need to actually capture an image
of any underlying elements or edges of the training pants.
[0008] However, more recent engagement seams are
formed by connecting the side panels in overlapping re-
lationship so that the outer edge of one side panel un-
derlies the other side panel at the engagement seam.
For inspection purposes, it is desirable to capture an im-
age of the underlying panel at the engagement seam to
determine the position and relative alignment of the outer
edge of the underlying panel. Because the light emitting
source and camera of the inspection system described
in U.S. Patent No. 5,359,525 are positioned exterior of
the inspected component, it is ill-equipped to inspect the
outer edge of an underlying panel of the more recent
engagement seams once the panels are connected. For
example, it is difficult to lay the engagement seam flat
over the light emitting source of the disclosed inspection
system, thereby increasing the risk that the image cap-
tured by the camera will appear fuzzy. It is also difficult
for the visible or ultraviolet light to pass through or reflect
from the underlying layer of the multiple layers present
at such an engagement seam.
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[0009] Moreover, it may be desirable to capture an im-
age from both sides of the engagement seam, or at least
from the interior space of the pants, so that the camera
has to look through fewer layers of material to capture
an image of the underlying panel at the engagement
seam. However, because of the three dimensional con-
figuration of disposable articles such as training pants
following formation of the engagement seam (e.g., hav-
ing a generally closed cross-section parallel to the trans-
verse axis of the pants) the light emitting source and cam-
era have heretofore been located only on the outside of
the pants (e.g., in opposed relationship with the overlap-
ping component of the lap seam) to avoid obstructing the
movement of training pants through the manufacturing
apparatus.
[0010] According to a first aspect of the present inven-
tion there is provided a method as defined by claim 1. In
general, one method of the present invention for making
a pre-fastened article having at least two generally flex-
ible elements capable of connection with each other dur-
ing initial assembly of the article to at least partially form
said pre-fastened article comprises arranging a portion
of one of the generally flexible elements in overlapping
relationship with a portion of the other element and con-
necting the element portions together to define an en-
gagement seam of the article. The article is arranged to
define an interior space thereof whereby the interior
space is bounded in part by the engagement seam. The
elements are irradiated at the engagement seam from
within the interior space of the article and an image of
the irradiated engagement seam is captured.
[0011] According to a second aspect of the present
invention there is provided a method as defined by claim
32. Another embodiment of a method for making a pre-
fastened article having at least two generally flexible el-
ements capable of connection with each other during in-
itial assembly of the article to at least partially form said
pre-fastened article generally comprises arranging a por-
tion of one of the generally flexible elements in overlap-
ping relationship with a portion of the other element and
connecting the element portions together to define an
engagement seam of the article. The article is arranged
to define an interior space thereof whereby the interior
space is bounded in part by the engagement seam. The
elements are irradiated at the engagement seam and an
image of the irradiated engagement seam is captured
from generally within the interior space of the article.
[0012] One embodiment of a method for making pre-
fastened disposable pants generally comprises assem-
bling the pants in a generally unfolded configuration with
the front and back side panels disconnected from each
other. The pants are folded on a foldline extending later-
ally through the crotch region of the absorbent chassis
such that the front waist region is in at least partially op-
posed relationship with the back waist region and the
front side panel is in at least partially opposed relationship
with the back side panel. The side panel portions are
connected together to define an engagement seam and

the engagement seam is inspected. At least a portion of
the front and back side panels at the engagement seam
is tucked between the at least partially opposed front and
back waist regions of the absorbent chassis.

DEFINITIONS

[0013] Within the context of this specification, each
term or phrase below will include the following meaning
or meanings,
[0014] "Bonded" refers to the joining, adhering, con-
necting, attaching, or the like, of two elements. Two ele-
ments will be considered to be bonded together when
they are bonded directly to one another or indirectly to
one another, such as when each is directly bonded to
intermediate elements.
[0015] "Connected" refers to the joining, adhering,
bonding, attaching, or the like, of two elements. Two el-
ements will be considered to be connected together when
they are connected directly to one another or indirectly
to one another, such as when each is directly connected
to intermediate elements.
[0016] "Disposable" refers to articles which are de-
signed to be discarded after a limited use rather than
being laundered or otherwise restored for reuse.
[0017] "Disposed," "disposed on," and variations
thereof are intended to mean that one element can be
integral with another element, or that one element can
be a separate structure bonded to or placed with or
placed near another element.
[0018] "Elastic," "elasticized" and "plasticity" mean that
property of a material or composite by virtue of which it
tends to recover its original size and shape after removal
of a force causing a deformation.
[0019] "Elastomeric" refers to a material or composite
which can be elongated by at least 25 percent of its re-
laxed length and which will recover, upon release of the
applied force, at least 10 percent of its elongation. It is
generally preferred that the elastomeric material or com-
posite be capable of being elongated by at least 100 per-
cent, more preferably by at least 300 percent, of its re-
laxed length and recover, upon release of an applied
force, at least 50 percent of its elongation.
[0020] "Fabrics" is used to refer to all of the woven,
knitted and nonwoven fibrous webs.
[0021] "Flexible" refers to materials which are compli-
ant and which will readily conform to the general shape
and contours of the wearer’s body.
[0022] "Force" includes a physical influence exerted
by one body on another which produces acceleration of
bodies that are free to move and deformation of bodies
that are not free to move. Force is expressed in grams
per unit area.
[0023] "Graphic" refers to any design, pattern, or the
like that is visible on an absorbent article.
[0024] "Hydrophilic" describes fibers or the surfaces of
fibers which are wetted by the aqueous liquids in contact
with the fibers. The degree of wetting of the materials
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can, in turn, be described in terms of the contact angles
and the surface tensions of the liquids and materials in-
volved. Equipment and techniques suitable for measur-
ing the wettability of particular fiber materials or blends
of fiber materials can be provided by a Cahn SFA-222
Surface Force Analyzer System, or a substantially equiv-
alent system. When measured with this system, fibers
having contact angles less than 90° are designated "wet-
table" or hydrophilic, while fibers having contact angles
greater than 90° are designated "nonwettable" or hydro-
phobic.
[0025] "Integral" is used to refer to various portions of
a single unitary element rather than separate structures
bonded to or placed with or placed near one another.
[0026] "Inward" and "outward" refer to positions rela-
tive to the center of an absorbent article, and particularly
transversely and/or longitudinally closer to or away from
the longitudinal and transverse center of the absorbent
article.
[0027] "Layer" when used in the singular can have the
dual meaning of a single element or a plurality of ele-
ments.
[0028] "Liquid impermeable", when used in describing
a layer or multi-layer laminate, means that a liquid, such
as urine, will not pass through the layer or laminate, under
ordinary use conditions, in a direction generally perpen-
dicular to the plane of the layer or laminate at the point
of liquid contact. Liquid, or urine, may spread or be trans-
ported parallel to the plane of the liquid impermeable lay-
er or laminate, but this is not considered to be within the
meaning of "liquid impermeable" when used herein.
[0029] "Longitudinal" and "transverse" have their cus-
tomary meaning. The longitudinal axis lies in the plane
of the garment and is generally parallel to a vertical plane
that bisects a standing wearer into left and right body
halves when the article is worn. The transverse axis lies
in the plane of the article generally perpendicular to the
longitudinal axis. The garment as illustrated is longer in
the longitudinal direction than in the transverse direction.
[0030] "Member" when used in the singular can have
the dual meaning of a single element or a plurality of
elements.
[0031] "Nonwoven" and "nonwoven web" refer to ma-
terials and webs of material which are formed without the
aid of a textile weaving or knitting process.
[0032] "Operatively joined," with reference to the at-
tachment of an elastic member to another element,
means that the elastic member when attached to or con-
nected to the element, or treated with heat or chemicals,
by stretching, or the like, gives the element elastic prop-
erties; and with reference to the attachment of a non-
elastic member to another element, means that the mem-
ber and element can be attached in any suitable manner
that permits or allows them to perform the intended or
described function of the joinder. The joining, attaching,
connecting or the like can be either directly, such as join-
ing either member directly to an element, or can be indi-
rectly by means of another member disposed between

the first member and the first element.
[0033] "Outer cover graphic" refers to a graphic that is
directly visible upon inspection of the exterior surface of
a garment, and for a refastenable garment is in reference
to inspection of the exterior surface of the garment when
the fastening system is engaged as it would be during
use.
[0034] "Permanently bonded" refers to the joining, ad-
hering, connecting, attaching, or the like, of two elements
of an absorbent garment such that the elements tend to
be and remain bonded during normal use conditions of
the absorbent garment.
[0035] "Refastenable" refers to the property of two el-
ements being capable of releasable attachment, sepa-
ration, and subsequent releasable reattachment without
substantial permanent deformation or rupture.
[0036] "Releasably attached," "releasably engaged"
and variations thereof refer to two elements being con-
nected or connectable such that the elements tend to
remain connected absent a separation force applied to
one or both of the elements, and the elements being ca-
pable of separation without substantial permanent defor-
mation or rupture. The required separation force is typi-
cally beyond that encountered while wearing the absorb-
ent garment.
[0037] "Rupture" means the breaking or tearing apart
of a material; in tensile testing, the term refers to the total
separation of a material into two parts either all at once
or in stages, or the development of a hole in some ma-
terials.
[0038] "Stretch bonded" refers to an elastic member
being bonded to another member while the elastic mem-
ber is extended at least about 25 percent of its relaxed
length. Desirably, the term "stretch bonded" refers to the
situation wherein the elastic member is extended at least
about 100 percent, and more desirably at least about 300
percent, of its relaxed length when it is bonded to the
other member.
[0039] "Stretch bonded laminate" refers to a composite
material having at least two layers in which one layer is
a gatherable layer and the other layer is an elastic layer.
The layers are joined together when the elastic layer is
in an extended condition so that upon relaxing the layers,
the gatherable layer is gathered.
[0040] "Surface" includes any layer, film, woven, non-
woven, laminate, composite, or the like, whether pervious
or impervious to air, gas, and/or liquids.
[0041] "Tension" includes a uniaxial force tending to
cause the extension of a body or the balancing force with-
in that body resisting the extension.
[0042] "Thermoplastic" describes a material that sof-
tens when exposed to heat and which substantially re-
turns to a nonsoftened condition when cooled to room
temperature.
[0043] These terms may be defined with additional lan-
guage in the remaining portions of the specification.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0044]

Fig. 1 is a side elevation of a child’s training pants
with a fastening system of the training pants shown
connected on one side of the training pants and dis-
connected on the other side of the training pants;
Fig. 2 is a bottom plan view of the training pants of
Fig. 1 in an unfastened, stretched and laid flat con-
dition to show the surface of the training pants which
faces away from the wearer;
Fig. 3 is a top plan view of the training pants in its
unfastened, stretched and laid flat condition to show
the surface of the training pants which faces the
wearer when the training pants are worn, with por-
tions of the training pants being cut away to reveal
underlying features;
Fig. 4 is a schematic of an assembly section of ap-
paratus for making articles such as training pants;
Fig. 5 is a schematic side elevation of a folding sec-
tion of the apparatus for making articles such as train-
ing pants;
Fig. 6 is a schematic side elevation of a seaming
section of the apparatus for making articles such as
training pants;
Fig. 7 is a schematic of a portion of a continuously
moving assemblage at one location along the as-
sembly section of Fig. 4;
Fig. 8 is an enlarged side elevation of the folding
section of Figure 5;
Fig. 9 is a top plan view of a portion of the folding
section of Figure 5;
Fig. 10 is an enlarged section view of a portion of a
pair of training pants at a location within the folding
section of Fig. 2;
Fig. 11 is an enlarged side elevation of an upstream
portion of the seaming section of Fig. 6;
Fig. 12 is an enlarged side elevation of a downstream
portion of the seaming section of Fig. 6;
Fig. 13 is a top plan view of a lower portion of the
seaming section of Fig. 6;
Fig. 14 is a partial section taken in the plane of line
14-14 of Fig. 11;
Fig. 15 is a partial section taken in the plane of line
15-15 of Fig. 11;
Fig. 16 is a partial section taken in the plane of line
16-16 of Fig. 11;
Fig. 17 is a partial section taken in the plane of line
17-17 of Fig. 11;
Fig. 18 is a partial section taken in the plane of line
18-18 of Fig. 11;
Fig. 19 is a partial section taken in the plane of line
19-19 of Fig. 12;
Fig. 20 is a partial section taken in the plane of line
20-20 of Fig. 12;
Fig. 21 is a partial section taken in the plane of line
21-21 of Fig. 12;

Fig. 22 is a perspective of a portion of an inspection
system of apparatus for making articles such as
training pants;
Fig. 23 is an exploded perspective of the inspection
system of Fig. 22;
Fig. 24 is an end view of the downstream end of the
seaming section of Fig. 6;
Fig. 25 is a partial section of a second embodiment
of a seaming section of apparatus for making articles
such as training pants, the section being taken at a
location corresponding to the section shown in Fig.
21;
Fig. 26 is a partial section of a second embodiment
of an inspection system of apparatus for making ar-
ticles such as training pants, the section being taken
at a location corresponding to the section shown in
Fig. 21;
Fig. 27 is a partial section of a third embodiment of
an inspection system of apparatus for making arti-
cles such as training pants, the section being taken
at a location corresponding to the section shown in
Fig. 21;
Fig. 28 is a schematic side elevation of a tucking
station of apparatus for making articles such as train-
ing pants; and
Fig. 29 is a fragmented section taken in the plane of
line 29-29 of Fig. 28.

DETAILED DESCRIPTION OF THE DRAWINGS

[0045] The methods and apparatus of the present in-
vention can be used to make a variety of pre-fastened
articles such as disposable absorbent garments includ-
ing diapers, training pants, feminine hygiene products,
incontinence products, medical garments, other personal
care or health care garments, swim pants, athletic cloth-
ing, pants and shorts, and the like. More particularly, the
methods and apparatus of the present invention can be
used to make articles in which at least two elements of
the article are connected together during the making
thereof to assemble or "pre-fasten" the article. For ease
of explanation, the methods and apparatus of the present
invention are hereafter described in connection with mak-
ing pre-fastened child’s training pants, generally indicat-
ed as 20 in Fig. 1. In particular, the methods and appa-
ratus will be described in terms of those for making pre-
fastened disposable training pants as described in U.S.
Patent Application Serial Number 09/444,083 titled "Ab-
sorbent Articles With Refastenable Side Seams" and
filed November 22, 1999 (corresponding to PCT appli-
cation WO 00/37009 published June 29, 2000) by A. L.
Fletcher et al. Training pants 20 can also be constructed
using the methods and apparatus disclosed in U.S. Pat-
ent 4,940,464 issued July 10,1990 to Van Gompel et al.
; and U.S. Patent 5,766,389 issued June 16, 1998 to
Brandon et al.
[0046] With reference now to the drawings, and in par-
ticular to Fig. 1, a pair of training pants 20 is illustrated
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in a partially fastened condition and comprise an absorb-
ent chassis 32 having a front waist region 22, a back
waist region 24, a crotch region 26 interconnecting the
front and back waist regions, an inner surface 28 which
is configured to contact the wearer, and an outer surface
30 opposite the inner surface and configured to contact
the wearer’s clothing. With additional reference to Figs.
2 and 3, the absorbent chassis 32 also has a pair of lat-
erally opposite side edges 36 and a pair of longitudinally
opposite waist edges, respectively designated front waist
edge 38 and back waist edge 39. The front waist region
22 is contiguous with the front waist edge 38, and the
back waist region 24 is contiguous with the back waist
edge 39.
[0047] The illustrated absorbent chassis 32 comprises
a composite structure 33 (Fig. 3), which when laid flat
can be rectangular or any other desired shape, and has
a pair of laterally opposite front side panels 34 and a pair
of laterally opposite back side panels 134 extending out-
ward therefrom. The composite structure 33 and side
panels 34, 134 may comprise two or more separate el-
ements, as shown in Fig. 1, or be integrally formed. In-
tegrally formed side panels 34, 134 and composite struc-
ture 33 would comprise at least some common materials,
such as the bodyside liner, flap composite, outer cover,
other materials and/or combinations thereof, and could
define a one-piece elastic, stretchable, or nonstretchable
pants. The illustrated composite structure 33 comprises
an outer cover 40, a bodyside liner 42 (Figs. 1 and 3)
connected to the outer cover in a superposed relation,
an absorbent assembly 44 (Fig. 3) disposed between the
outer cover and the bodyside liner, and a pair of contain-
ment flaps 46 (Fig. 3). The illustrated composite structure
33 has opposite ends 45 which form portions of the front
and back waist edges 38 and 39, and opposite side edges
47 which form portions of the side edges 36 of the ab-
sorbent chassis 32 (Figs. 2 and 3). For reference, arrows
48 and 49 depict the orientation of the longitudinal axis
and the transverse or lateral axis, respectively, of the
training pants 20.
[0048] With the training pants 20 in the fastened posi-
tion as partially illustrated in Fig. 1, the front and back
side panels 34, 134 are connected together by a fasten-
ing system 80 to define a three-dimensional pants con-
figuration having an interior space 51, a waist opening
50 for receiving the wearer into the interior space of the
pants, a pair of leg openings 52 and engagement seams
88 along which the side panels are connected. The inte-
rior space 51 of the pants 20 is thus bounded by the
absorbent chassis 32, the engagement seams 88 and
the portions of the side panels 34, 134 extending on op-
posite sides of the engagement seams 88 (e.g., between
the engagement seams and the absorbent chassis. As
used herein, the "interior space" 51 is intended to refer
to the space between any two portions of a three-dimen-
sional article which generally oppose each other. It is
understood that a transverse cross-section of the article
need not be closed, e.g., continuous, to define the interior

space 51. For example, a two-dimensional article may
be generally folded over on itself so that two portions of
the article oppose each other to define an interior space
of the article therebetween. Thus, the interior space 51
of the training pants 20 shown in Fig. 1 may be defined
by the side panels 34, 134 themselves or, if the side pan-
els are fully straightened therebetween, the interior space
is defined by a combination of the side panels and the
front and back waist regions 22, 24 of the absorbent chas-
sis 32.
[0049] The front waist region 22 comprises the portion
of the training pants 20 which, when worn, is positioned
on the front of the wearer while the back waist region 24
comprises the portion of the training pants which, when
worn, is positioned on the back of the wearer. The crotch
region 26 of the training pants 20 comprises the portion
of the training pants 20 which, when worn, is positioned
between the legs of the wearer and covers the lower torso
of the wearer. The front and back side panels 34 and 134
comprise the portions of the training pants 20 which,
when worn, are positioned on the hips of the wearer. The
waist edges 38 and 39 of the absorbent chassis 32 are
configured to encircle the waist of the wearer when worn
and together define the waist opening 50 (Fig. 1). Por-
tions of the side edges 36 in the crotch region 26 generally
define the leg openings 52.
[0050] The absorbent chassis 32 is configured to con-
tain and/or absorb any exudates discharged from the
wearer. For example, the absorbent chassis 32 desirably
although not necessarily comprises the pair of contain-
ment flaps 46 which are configured to provide a barrier
to the transverse flow of body exudates. A flap elastic
member 53 (Fig. 3) can be operatively joined with each
containment flap 46 in any suitable manner as is well
known in the art. The elasticized containment flaps 46
define an unattached edge which assumes an upright
configuration in at least the crotch region 26 of the training
pants 20 to form a seal against the wearer’s body. The
containment flaps 46 can be located along the side edges
36 of the absorbent chassis 32, and can extend longitu-
dinally along the entire length of the absorbent chassis
or may only extend partially along the length of the ab-
sorbent chassis. Suitable constructions and arrange-
ments for the containment flaps 46 are generally well
known to those skilled in the art and are described in U.S.
Patent 4,704,116 issued November 3, 1987 to Enloe.
[0051] To further enhance containment and/or absorp-
tion of body exudates, the training pants 20 desirably
although not necessarily include a front waist elastic
member 54, a rear waist elastic member 56, and leg elas-
tic members 58, as are known to those skilled in the art
(Fig. 3). The waist elastic members 54 and 56 can be
operatively joined to the outer cover 40 and/or the bod-
yside liner 42 along the opposite waist edges 38 and 39,
and can extend over part or all of the waist edges. The
leg elastic members 58 can be operatively joined to the
outer cover 40 and/or the bodyside liner 42 along the
opposite side edges 36 and positioned in the crotch re-
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gion 26 of the training pants 20. The leg elastic members
58 can be longitudinally aligned along each side edge 47
of the composite structure 33. Each leg elastic member
58 has a front terminal point 63 and a back terminal point
65, which represent the longitudinal ends of the elastic
gathering caused by the leg elastic members. The front
terminal points 63 can be located adjacent the longitudi-
nally innermost parts of the front side panels 34, and the
back terminal points 65 can be located adjacent the lon-
gitudinally innermost parts of the back side panels 134.
[0052] The flap elastic members 53, the waist elastic
members 54 and 56, and the leg elastic members 58 can
be formed of any suitable elastic material. As is well
known to those skilled in the art, suitable elastic materials
include sheets, strands or ribbons of natural rubber, syn-
thetic rubber, or thermoplastic elastomeric polymers. The
elastic materials can be stretched and adhered to a sub-
strate, adhered to a gathered substrate, or adhered to a
substrate and then elasticized or shrunk, for example with
the application of heat, such that elastic constrictive forc-
es are imparted to the substrate. In one particular em-
bodiment, for example, the leg elastic members 58 com-
prise a plurality of dry-spun coalesced multifilament
spandex elastomeric threads sold under the trade name
LYCRA® and available from E. I. Du Pont de Nemours
and Company, Wilmington, Delaware, U.S.A.
[0053] The outer cover 40 desirably comprises a ma-
terial which is substantially liquid impermeable, and can
be elastic, stretchable or nonstretchable. The outer cover
40 can be a single layer of liquid impermeable material,
but desirably comprises a multi-layered laminate struc-
ture in which at least one of the layers is liquid imperme-
able. For instance, the outer cover 40 can include a liquid
permeable outer layer and a liquid impermeable inner
layer that are suitably joined together by a laminate ad-
hesive, ultrasonic bonds, thermal bonds, or the like. Suit-
able laminate adhesives, which can be applied continu-
ously or intermittently as beads, a spray, parallel swirls,
or the like, can be obtained from Findley Adhesives, Inc.,
of Wauwatosa, Wisconsin, U.S.A., or from National
Starch and Chemical Company, Bridgewater, New Jer-
sey U.S.A. The liquid permeable outer layer can be any
suitable material and desirably one that provides a gen-
erally cloth-like texture. One example of such a material
is a 20 gsm (grams per square meter) spunbond poly-
propylene nonwoven web. The outer layer may also be
made of those materials of which the liquid permeable
bodyside liner 42 is made. While it is not a necessity for
the outer layer to be liquid permeable, it is desired that
it provides a relatively cloth-like texture to the wearer.
[0054] The inner layer of the outer cover 40 can be
both liquid and vapor impermeable, or can be liquid im-
permeable and vapor permeable. The inner layer can be
manufactured from a thin plastic film, although other flex-
ible liquid impermeable materials may also be used. The
inner layer, or the liquid impermeable outer cover 40
when a single layer, prevents waste material from wetting
articles, such as bedsheets and clothing, as well as the

wearer and caregiver. A suitable liquid impermeable film
for use as a liquid impermeable inner layer, or a single
layer liquid impermeable outer cover 40, is a 0.02 millim-
eter polyethylene film commercially available from Pliant
Corporation of Schaumberg, Illinois, U.S.A.
[0055] If the outer cover 40 is a single layer of material,
it can be embossed and/or matte finished to provide a
more cloth-like appearance. As earlier mentioned, the
liquid impermeable material can permit vapors to escape
from the interior space 51 of the disposable absorbent
article, while still preventing liquids from passing through
the outer cover 40. A suitable "breathable" material is
composed of a microporous polymer film or a nonwoven
fabric that has been coated or otherwise treated to impart
a desired level of liquid impermeability. A suitable micro-
porous film is a PMP-1 film material commercially avail-
able from Mitsui Toatsu Chemicals, Inc., Tokyo, Japan,
or an XKO-8044 polyolefin film commercially available
from 3M Company, Minneapolis, Minnesota U.S.A.
[0056] As shown in Figs. 1 and 2, the training pants 20
and in particular the outer cover 40 desirably comprises
one or more appearance-related components. Examples
of appparance-related components include, but are not
limited to, graphics; highlighting or emphasizing leg and
waist openings in order to make product shaping more
evident or visible to the user; highlighting or emphasizing
areas of the product to simulate functional components
such as elastic leg bands, elastic waistbands, simulated
"fly openings" for boys, ruffles for girls; highlighting areas
of the product to change the appearance of the size of
the product; registering wetness indicators, temperature
indicators, and the like in the product; registering a back
label, or a front label, in the product; and registering writ-
ten instructions at a desired location in the product.
[0057] The illustrated pair of training pants 20 is de-
signed for use by young girls and includes a registered
outer cover graphic 60 (Figs. 1 and 2). In this design, the
registered graphic 60 includes a primary pictorial image
61, simulated waist ruffles 62, and simulated leg ruffles
64. The primary pictorial image 61 includes a rainbow,
sun, clouds, animal characters, wagon and balloons. Any
suitable design can be utilized for training pants intended
for use by young girls, so as to be aesthetically and/or
functionally pleasing to them and the caregiver. The ap-
pearance-related components are desirably positioned
on the training pants 20 at selected locations, which can
be carried out using the methods disclosed in U.S. Patent
No. 5,766,389 issued June 16, 1998 to Brandon et al.
The primary pictorial image 61 is desirably positioned in
the front waist region 22 along the longitudinal center line
of the training pants 20.
[0058] The liquid permeable bodyside liner 42 is illus-
trated as overlying the outer cover 40 and absorbent as-
sembly 44, and may but need not have the same dimen-
sions as the outer cover 40. The bodyside liner 42 is
desirably compliant, soft feeling, and non-irritating to the
child’s skin. Further, the bodyside liner 42 can be less
hydrophilic than the absorbent assembly 44, to present
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a relatively dry surface to the wearer and permit liquid to
readily penetrate through its thickness. Alternatively, the
bodyside liner 42 can be more hydrophilic or can have
essentially the same affinity for moisture as the absorbent
assembly 44 to present a relatively wet surface to the
wearer to increase the sensation of being wet. This wet
sensation can be useful as a training aid. The hydrophilic/
hydrophobic properties can be varied across the length,
width and depth of the bodyside liner 42 and absorbent
assembly 44 to achieve the desired wetness sensation
or leakage performance.
[0059] The bodyside liner 42 can be manufactured
from a wide selection of web materials, such as synthetic
fibers (for example, polyester or polypropylene fibers),
natural fibers (for example, wood or cotton fibers), a com-
bination of natural and synthetic fibers, porous foams,
reticulated foams, apertured plastic films, or the like. Var-
ious woven and nonwoven fabrics can be used for the
bodyside liner 42. For example, the bodyside liner can
be composed of a meltblown or spunbonded web of poly-
olefin fibers. The bodyside liner can also be a bonded-
carded web composed of natural and/or synthetic fibers.
The bodyside liner can be composed of a substantially
hydrophobic material, and the hydrophobic material can,
optionally, be treated with a surfactant or otherwise proc-
essed to impart a desired level of wettability and hy-
drophilicity. For example, the material can be surface
treated with about 0.45 weight percent of a surfactant
mixture comprising Ahcovel N-62 from Hodgson Textile
Chemicals of Mount Holly, North Carolina, U.S.A. and
Glucopan 220UP from Henkel Corporation of Ambler,
Pennsylvania in an active ratio of 3:1. The surfactant can
be applied by any conventional means, such as spraying,
printing, brush coating or the like. The surfactant can be
applied to the entire bodyside liner 42 or can be selec-
tively applied to particular sections of the bodyside liner,
such as the medial section along the longitudinal center
line.
[0060] A suitable liquid permeable bodyside liner 42 is
a nonwoven bicomponent web having a basis weight of
about 27 gsm. The nonwoven bicomponent can be a
spunbond bicomponent web, or a bonded carded bicom-
ponent web. Suitable bicomponent staple fibers include
a polyethylene/polypropylene bicomponent fiber availa-
ble from CHISSO Corporation, Osaka, Japan. In this par-
ticular bicomponent fiber, the polypropylene forms the
core and the polyethylene forms the sheath of the fiber.
Other fiber orientations are possible, such as multi-lobe,
side-by-side, end-to-end, or the like. The outer cover 40,
bodyside liner 42 and other materials used to construct
the pants 20 can comprise elastomeric or nonelastomeric
materials.
[0061] The absorbent assembly 44 (Fig. 3) is posi-
tioned between the outer cover 40 and the bodyside liner
42, which can be joined together by any suitable means
such as adhesives, ultrasonic bonds, thermal bonds, or
the like. The absorbent assembly 44 can be any structure
which is generally compressible, conformable, non-irri-

tating to the child’s skin, and capable of absorbing and
retaining liquids and certain body wastes, and may be
manufactured in a wide variety of sizes and shapes, and
from a wide variety of liquid absorbent materials com-
monly used in the art. For example, the absorbent as-
sembly 44 can suitably comprise a matrix of hydrophilic
fibers, such as a web of cellulosic fluff, mixed with parti-
cles of a high-absorbency material commonly known as
superabsorbent material. In a particular embodiment, the
absorbent assembly 44 comprises a matrix of cellulosic
fluff, such as wood pulp fluff, and superabsorbent hydro-
gel-forming particles. The wood pulp fluff can be ex-
changed with synthetic, polymeric, meltblown fibers or
short cut homofil bicomponent synthetic fibers and nat-
ural fibers. The superabsorbent particles can be substan-
tially homogeneously mixed with the hydrophilic fibers or
can be nonuniformly mixed. The fluff and superabsorbent
particles can also be selectively placed into desired
zones of the absorbent assembly 44 to better contain
and absorb body exudates. The concentration of the su-
perabsorbent particles can also vary through the thick-
ness of the absorbent assembly 44. Alternatively, the ab-
sorbent assembly 44 can comprise a laminate of fibrous
webs and superabsorbent material or other suitable
means of maintaining a superabsorbent material in a lo-
calized area.
[0062] Suitable superabsorbent materials can be se-
lected from natural, synthetic, and modified natural pol-
ymers and materials. The superabsorbent materials can
be inorganic materials, such as silica gels, or organic
compounds, such as crosslinked polymers, for example,
sodium neutralized polyacrylic acid. Suitable superab-
sorbent materials are available from various commercial
vendors, such as Dow Chemical Company located in
Midland, Michigan, U.S.A., and Stockhausen GmbH &
Co. KG, D-47805 Krefeld, Federal Republic of Germany.
Typically, a superabsorbent material is capable of ab-
sorbing at least about 15 times its weight in water, and
desirably is capable of absorbing more than about 25
times its weight in water.
[0063] In one embodiment, the absorbent assembly
44 comprises a blend of wood pulp fluff and superab-
sorbent material. One preferred type of pulp is identified
with the trade designation CR1654, available from U.S.
Alliance, Childersburg, Alabama, U.S.A., and is a
bleached, highly absorbent sulfate wood pulp containing
primarily soft wood fibers and about 16 percent hardwood
fibers. As a general rule, the superabsorbent material is
present in the absorbent assembly 44 in an amount of
from 0 to about 90 weight percent based on total weight
of the absorbent assembly. The absorbent assembly 44
suitably has a density within the range of about 0.10 to
about 0.35 grams per cubic centimeter. The absorbent
assembly 44 may or may not be wrapped or encom-
passed by a suitable tissue wrap that may help maintain
the integrity and/or shape of the absorbent assembly.
[0064] The absorbent chassis 32 can also incorporate
other materials designed primarily to receive, temporarily
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store, and/or transport liquid along the mutually facing
surface with absorbent assembly 44, thereby maximizing
the absorbent capacity of the absorbent assembly. One
suitable material is referred to as a surge layer (not
shown) and comprises a material having a basis weight
of about 50 to about 120 grams per square meter, and
comprising a through-air-bonded-carded web of a ho-
mogenous blend of 60 percent 3 denier type T-256 bi-
component fiber comprising a polyester core/polyethyl-
ene sheath and 40 percent 6 denier type T-295 polyester
fiber, both commercially available from Kosa Corporation
of Salisbury, North Carolina, U.S.A.
[0065] As noted previously, the illustrated training
pants 20 have front and back side panels 34 and 134
disposed on each side of the absorbent chassis 32. The
front side panels 34 can be permanently bonded along
seams 66 to the composite structure 33 of the absorbent
chassis 32 in the respective front and back waist regions
22 and 24. More particularly, as seen best in Figs. 2 and
3, the front side panels 34 can be permanently bonded
to and extend transversely outward beyond the side edg-
es 47 of the composite structure 33 in the front waist
region 22, and the back side panels 134 can be perma-
nently bonded to and extend transversely outward be-
yond the side edges of the composite structure in the
back waist region 24. The side panels 34 and 134 may
be bonded to the composite structure 33 using attach-
ment means known to those skilled in the art such as
adhesive, thermal or ultrasonic bonding. Alternatively,
the side panels 34 and 134 can be formed as an integral
portion of a component of the composite structure 33.
For example, the side panels can comprise a generally
wider portion of the outer cover 40, the bodyside liner 42,
and/or another component of the absorbent chassis 32.
The front and back side panels 34 and 134 can be per-
manently bonded together or be releasably connected
with one another such as by the fastening system 80 of
the illustrated embodiment.
[0066] The front and back side panels 34, 134 each
have an outer edge 68 spaced laterally from the seam
66, a leg end edge 70 disposed toward the longitudinal
center of the training pants 20, and a waist end edge 72
disposed toward a longitudinal end of the training pants.
The leg end edge 70 and waist end edge 72 extend from
the side edges 47 of the composite structure 33 to the
outer edges 68. The leg end edges 70 of the side panels
34 and 134 form part of the side edges 36 of the absorbent
chassis 32. In the back waist region 24, the leg end edges
70 are desirably although not necessarily curved and/or
angled relative to the transverse axis 49 to provide great-
er coverage toward the back of the pants 20 as compared
to the front of the pants. The waist end edges 72 are
desirably parallel to the transverse axis 49. The waist
end edges 72 of the front side panels 34 form part of the
front waist edge 38 of the absorbent chassis 32, and the
waist end edges 72 of the back side panels 134 form part
of the back waist edge 39 of the absorbent chassis.
[0067] In particular embodiments for improved fit and

appearance, the side panels 34, 134 desirably have an
average length measured parallel to the longitudinal axis
48 which is about 15 percent or greater, and particularly
about 25 percent or greater, of the overall length of the
pants, also measured parallel to the longitudinal axis 48.
For example, in training pants 20 having an overall length
of about 54 centimeters, the side panels 34, 134 desirably
have an average length of about 10 centimeters or great-
er, such as about 15 centimeters. While each of the side
panels 34, 134 extends from the waist opening 50 to one
of the leg openings 52, the illustrated back side panels
134 have a continually decreasing length dimension
moving from the attachment line 66 to the outer edge 68,
as is best shown in Figs. 2 and 3.
[0068] Each of the side panels 34, 134 can include one
or more individual, distinct pieces of material. In particular
embodiments, for example, each side panel 34, 134 can
include first and second side panel portions that are
joined at a seam, or can include a single piece of material
which is folded over upon itself (not shown).
[0069] The side panels 34, 134 desirably although not
necessarily comprise an elastic material capable of
stretching in a direction generally parallel to the trans-
verse axis 49 of the training pants 20. Suitable elastic
materials, as well as one process of incorporating elastic
side panels into training pants, are described in the fol-
lowing U.S. Patents: 4,940,464 issued July 10, 1990 to
Van Gompel et al.; 5,224,405 issued July 6, 1993 to Po-
hjola; 5,104,116 issued April 14, 1992 to Pohjola; and
5,046,272 issued September 10, 1991 to Vogt et al. In
particular embodiments, the elastic material comprises
a stretch-thermal laminate (STL), a neck-bonded lami-
nate (NEL), a reversibly necked laminate, or a stretch-
bonded laminate (SBL) material. Methods of making
such materials are well known to those skilled in the art
and described in U.S. Patent 4,663,220 issued May 5,
1987 to Wisneski et al.; U.S. Patent 5,226,992 issued
July 13, 1993 to Morman; and European Patent Applica-
tion No. EP 0 217 032 published on April 8, 1987 in the
names of Taylor et al. Alternatively, the side panel ma-
terial may comprise other woven or nonwoven materials,
such as those described above as being suitable for the
outer cover 40 or bodyside liner 42; mechanically pre-
strained composites; or stretchable but inelastic materi-
als.
[0070] The illustrated training pants 20 includes the
fastening system 80 for refastenably securing the training
pants about the waist of the wearer. The illustrated fas-
tening system 80 includes first fastening components 82
adapted for refastenable engagement to corresponding
second fastening components 84. In one embodiment,
one surface of each of the first fastening components 82,
84 comprises a plurality of engaging elements which
project from that surface. The engaging elements of the
first fastening components 82 are adapted to repeatedly
engage and disengage engaging elements of the second
fastening components 84.
[0071] The fastening components 82, 84 can comprise
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separate elements bonded to the side panels 134, 34, or
they may be integrally formed with the side panels. Thus,
unless otherwise specified, the term "fastening compo-
nent" includes separate components which function as
fasteners, and regions of materials such as the side pan-
els 34, 134 which function as fasteners. Moreover, a sin-
gle material can define multiple fastening components to
the extent that different regions of the material function
as separate fasteners. The fastening components 82, 84
can be located on the side panels 134, 34, between the
side panels such as on the absorbent chassis, or a com-
bination of the two. Alternatively, the fastening compo-
nents 82, 84 can extend out from the edges of the side
panels 134, 34.
[0072] The fastening components 82, 84 can comprise
any refastenable fasteners suitable for absorbent arti-
cles, such as adhesive fasteners, cohesive fasteners,
mechanical fasteners, or the like. In particular embodi-
ments the fastening components comprise mechanical
fastening elements for improved performance. Suitable
mechanical fastening elements can be provided by inter-
locking geometric shaped materials, such as hooks,
loops, bulbs, mushrooms, arrowheads, balls on stems,
male and female mating components, buckles, snaps, or
the like.
[0073] The refastenable fastening system 80 allows
for easy inspection of the interior space 51 of the pants
20. When necessary, the fastening system 80 also allows
the pants 20 to be removed quickly and easily. This is
particularly beneficial when the pants contain messy ex-
crement. For training pants 20, the caregiver can com-
pletely remove the pants 20 and replace it with a new
one without having to remove the child’s shoes and cloth-
ing.
[0074] In the illustrated embodiment, the first fastening
components 82 comprise loop fasteners and the second
fastening components 84 comprise complementary hook
fasteners. Alternatively, the first fastening components
82 comprise hook fasteners and the second fastening
components 84 comprise complementary loop fasteners,
or the fastening components 82, 84 can comprise inter-
locking similar surface fasteners, adhesive or cohesive
fastening elements such as an adhesive fastener and an
adhesive-receptive landing zone or material; or the like.
Although the training pants 20 illustrated in Fig. 1 show
the back side panels 134 overlapping the front side pan-
els 34 upon connection thereto,: which is convenient, the
training pants 20 can also be configured so that the front
side panels overlap the back side panels when connect-
ed. One skilled in the art will recognize that the shape,
density and polymer composition of the hooks and loops
may be selected to obtain the desired level of engage-
ment between the fastening components 82, 84. A more
aggressive hook material may comprise a material with
a greater average hook height, a greater percentage of
directionally-aligned hooks, or a more aggressive hook
shape.
[0075] Loop fasteners typically comprise a fabric or

material having a base or backing structure and a plurality
of loop members extending up from at least one surface
of the backing structure. The loop material can be formed
of any suitable material, such as acrylic, polyamide, pol-
yethylene, polypropylene or polyester, and can be
formed by methods such as warp knitting, stitch bonding
or needle punching. Loop materials can also comprise
any fibrous structure capable of entangling or catching
hook materials, such as carded, spunbonded or other
nonwoven webs or composites, including elastomeric
and nonelastomeric composites. Suitable loop materials
are available from Guilford Mills, Inc., Greensboro, North
Carolina, U.S.A. under the trade designation No. 36549.
Another suitable loop material can comprise a pattern
un-bonded web as disclosed in U.S. Patent 5,858,515
issued January 12, 1999 to Stokes et al.
[0076] Hook fasteners typically comprise a fabric or
material having a base or backing structure and a plurality
of hook members extending upwardly from at least one
surface of the backing structure. In contrast to the loop
fasteners which desirably comprise a flexible fabric, the
hook material advantageously comprises a resilient ma-
terial to minimize unintentional disengagement of the fas-
tener components as a result of the hook material be-
coming deformed and catching on clothing or other items.
The term "resilient" as used herein refers to an interlock-
ing material having a predetermined shape and the prop-
erty of the interlocking material to resume the predeter-
mined shape after being engaged and disengaged from
a mating, complementary interlocking material. Suitable
hook material can be molded or extruded from nylon,
polypropylene, polyethylene or another suitable material.
Suitable single-sided hook materials for the fastening
components are available from commercial vendors
such as Velcro Industries B.V., Amsterdam, Netherlands
or affiliates thereof, and are identified as Velcro HTH-829
with a uni-directional hook pattern and having a thickness
of about 0.9 millimeters (35 mils) and HTH-851 with a
uni-directional hook pattern and having a thickness of
about 0.5 millimeters (20 mils); and Minnesota Mining &
Manufacturing Co., St. Paul, Minnesota U.S.A., including
specific materials identified as CS-600.
[0077] With particular reference to Fig. 3, the fastening
components 82 are disposed on the inner surface 28 of
the back side panels 134. The fastening components 82
are desirably positioned along the outer edges 68 of the
back side panels 134, and abutting or adjacent to the
waist end edge 72. In certain embodiments, for example,
the fastening components 82 can be spaced inward from
the outer edges 68 of the front side panels 34 in the range
of about 0 to 25 mm. With particular reference to Fig. 2,
the second fastening components 84 are disposed on
the outer surface 30 of the front side panels 134. The
second fastening components 84 are sized to receive
the first fastening components 82 and are desirably po-
sitioned along the outer edges 68 of the front side panels
34, and abutting or adjacent to the waist end edge 72.
As an example, the second fastening components 84

17 18 



EP 1 482 887 B1

11

5

10

15

20

25

30

35

40

45

50

55

can be spaced inward from the outer edges 68 of the
back side panels 134 in the range of about 0 to 25 mm.
It is understood that the fastening components 82, 84
may also extend laterally out beyond the outer edges 68
of the side panels 34, 134. Where the first fastening com-
ponents 82 comprise loop fasteners disposed on the in-
ner surface 28 and the second fastening components 84
comprise hook fasteners disposed on the outer surface
30, the first fastening components can be sized larger
than the second fastening components to ensure cover-
age of the rigid, outwardly-directed hooks.
[0078] The fastening components 84, 82 can be ad-
hered to the respective side panels 34, 134 by any means
known to those skilled in the art such as adhesive bonds,
ultrasonic bonds or thermal bonds. The fastening com-
ponents 82, 84 may comprise separate fastening ele-
ments or distinct regions of an integral material. For ex-
ample, the training pants 20 can include an integral sec-
ond fastening material disposed in the front waist region
22 for refastenably connecting to the first fastening com-
ponents 82 at two or more different regions, which define
the second fastening components 84 (Fig. 1). In a par-
ticular embodiment, the fastening components 82, 84 can
comprise integral portions of the waist regions 24, 22.
For instance, one of the elastomeric front or back side
panels 34, 134 can function as second fastening com-
ponents 84 in that they can comprise a material which is
releasably engageable with fastening components 82
disposed in the opposite waist region.
[0079] The fastening components 82, 84 of the illus-
trated embodiments are rectangular, although they may
alternatively be square, round, oval, curved or otherwise
non-rectangularly shaped. In particular embodiments,
each of the fastening components 82, 84 has a length
aligned generally parallel to the longitudinal axis 48 of
the training pants 20 and a width aligned generally par-
allel to the transverse axis 49 of the training pants. For
a child of about 9 to about 15 kilograms (20-30 pounds),
for example, the length of the fastening components 82,
84 is desirably from about 50 to about 130 mm, such as
about 100 mm, and the width is desirably from about 50
to about 30 mm, such as about 10 mm. With particular
embodiments, the fastening components 82, 84 can have
a length-to-width ratio of about 2 or greater, such as about
2 to about 25, and more particularly about 5 or greater,
such as about 5 to about 8. For other embodiments such
as for adult products, it may be desirable for one or more
of the fastening components to comprise a plurality of
relatively smaller fastening elements. In that case, a fas-
tening component or individual fastening elements may
have an even smaller length-to-width ratio, for example,
of about 2 or less, and even about 1 or less.
[0080] As shown in Fig. 1, when the fastening compo-
nents 82, 84 are releasably connected, the side edges
36 of the absorbent chassis 32 in the crotch region 26
define the leg openings 52, and the waist edges 38 and
39 of the absorbent chassis, including the waist end edg-
es 72 of the side panels 34, 134, define the waist opening

50. For improved formation of the leg openings 52, it can
be desirable in some embodiments for the front side pan-
els 34 to be longitudinally spaced from the back side pan-
els 134 as shown in Figs. 2 and 3. For example, the front
side panels 34 can be longitudinally spaced from the back
side panels 134 by a distance equal to about 20 percent
or greater, particularly from about 20 to about 60 percent,
and more particularly from about 35 to about 50 percent,
of the overall length of the pants 20.
[0081] When connected, the fastening components
82, 84 of the illustrated embodiment define refastenable
engagement seams 88 (Fig. 1) which desirably although
not necessarily extend substantially the entire distance
between the waist opening 50 and the leg openings 52.
More specifically, the engagement seams 88 can cover
about 80 to 100 percent, and particularly about 90 to
about 98 percent, of the distance between the waist open-
ing 50 and each leg opening 52, which distance is meas-
ured parallel to the longitudinal axis 48. To construct the
engagement seams 88 to extend substantially the entire
distance between the waist and leg openings 50 and 52,
the fastening components 82, 84 can be formed to cover
about 80 to 100 percent, and more particularly about 90
to about 98 percent, of the distance between the waist
end edge 70 and the leg end edge 72 of the side panels
34, 134. In other embodiments, the fastening compo-
nents can comprise a plurality of smaller fastening ele-
ments covering a smaller portion of the distance between
the waist opening 50 and the leg openings 52, for exam-
ple, about 20 to about 70 percent, but spaced apart to
span a larger percentage of the distance between the
waist opening and the leg openings.
[0082] For the engagement seams 88 to be located at
the sides of the wearer, it can be particularly desirable
for the transverse distance between the fastening com-
ponents 82 of the back side panels 134 to be substantially
equal to the transverse distance between the fastening
components 84 of the front side panel 134. The trans-
verse distance between each respective set of fastening
components 82, 84 is measured parallel to the transverse
axis 49 between the longitudinal center lines of the re-
spective fastening components, measured with the side
panels 34, 134 in an unstretched condition. Alternatively,
the lateral spacing between the fastening components
82 may be greater or less than the lateral spacing be-
tween the fastening components 84. It is also contem-
plated that fastening components 82 (and/or the fasten-
ing components 84) may not be laterally opposite each
other, or may be only partially laterally opposite each
other, such as by being offset longitudinally, without de-
parting from the scope of this invention.
[0083] Figs. 4-6 generally illustrate apparatus of the
present invention for making a pre-fastened article, and
more particularly for making the pre-fastened, refasten-
able training pants 20 shown in Fig. 1. The apparatus
comprises an assembly section, generally indicated at
100 in Fig. 4, for making partially assembled training
pants 102 in an unfolded configuration, a folding section,
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generally indicated at 200 in Fig. 5, for folding the partially
assembled pants generally at the crotch region 26, and
a seaming section, generally indicated at 250 in Fig. 6,
for connecting the fastening components 84, 82 of the
respective front and back side panels 34, 134 to form the
pre-fastened training pants.
[0084] The various elements of the training pants 102
can be connected together in the assembly section 100
by any means known to those skilled in the art such as,
for example, adhesive, thermal and/or ultrasonic bonds.
Desirably, most of the elements are connected using ul-
trasonic bonding for improved manufacturing efficiency
and reduced raw material costs. Certain garment man-
ufacturing equipment which is readily known and under-
stood in the art, including frames and mounting struc-
tures, ultrasonic and adhesive bonding devices, trans-
port conveyors, transfer rolls, guide rolls, tension rolls,
and the like, have not been shown in Figs. 4 and 5. Suit-
able absorbent supply mechanisms, web unwinds, con-
veyor systems, registration systems, drive systems, con-
trol systems and the like, for use with the present appa-
ratus are disclosed in U.S. Patent No. 5,766,389 issued
June 16, 1998 to Brandon et al. Also, the outer cover
graphics 61 are not shown in Figs. 4-7.
[0085] With particular reference to the assembly sec-
tion 100 shown in Fig. 4, a continuous supply of material
104 used to form the bodyside liner 42 is provided from
a supply source 106. The supply source 106 can com-
prise for example any standard unwind mechanism,
which generally includes a pair of spindles, a festoon
assembly, and a dancer roll for providing bodyside liner
material 104 at a desired speed and tension.
[0086] Various elements can be disposed on and/or
bonded to the bodyside liner material 104 as the material
travels in a machine direction identified by arrow 108. In
particular, a surge layer can be provided at an application
station 110 and disposed on and/or bonded to the bod-
yside liner material 104. The surge layer can comprise
either a continuous web or discrete sheets. Additionally,
a containment flap module 112 can be provided down-
stream from the supply source 106 for attaching pre-as-
sembled containment flaps to the bodyside liner material
104. As various elements are added in the assembly sec-
tion 100, a continuously moving product assemblage 113
is formed. The product assemblage 113 will be cut down-
stream to form the partially assembled, discrete training
pants 102.
[0087] A plurality of absorbent assemblies 114 can be
provided from a suitable supply source 115. The supply
source 115 can be any conventional mechanism for sup-
plying the absorbent assemblies 114. Generally, a con-
ventional supply source can include a hammermill for
forming fluff fibers and, if desired, for providing an enclo-
sure for mixing superabsorbent material with the fluff fib-
ers, and then depositing the fluff and superabsorbent ma-
terial on a forming drum having a desired absorbent de-
sign. The individual absorbent assemblies 114 can be
disposed intermittently on the continuously moving bod-

yside liner material 104, one for each pair of training
pants. The position of the absorbent assemblies 114 can
be registered with the position of the surge material, if
employed. The absorbent assemblies 114 can be bond-
ed to one or more other components using adhesives or
other suitable means. Alternatively, composite absorbent
materials can be fed into the converting process from
rolls or compressed packages, such as festooned bales.
[0088] Continuous webs of material 116 used to form
the side panels 34, 134 can be provided from suitable
supply sources 117. The supply sources 117 can com-
prise one or more standard unwind mechanisms. The
side panel material 116 can be cut into individual strips
118 and positioned partially on the bodyside liner material
104 using an applicator device 120. In the cross machine
direction, the individual strips 118 desirably extend lat-
erally outward from the bodyside liner material 104 (see
Figs. 4 and 7) and overlap the bodyside liner material by
an amount such as about 2 or more centimeters to permit
bonding of the strips to the bodyside liner and/or the con-
tainment flap material. In the machine direction 108, the
position of the strips 118 can be registered relative to the
absorbent assemblies 114 so that the product assem-
blage 113 can be cut between the absorbent assemblies
with each strip 116 of side panel material 116 forming
both a front side panel 34 and a back side panel 134 of
consecutive pants 102.
[0089] One suitable applicator device 120 is disclosed
in U.S. Patents 5,104,116 issued April 14, 1992 and
5,224,405 issued July 6, 1993 both to Pohjola. The ap-
plicator device 120 can comprise a cutting assembly 122
and a rotatable transfer roll 124. The cutting assembly
122 employs a rotatable knife roll 126 and a rotatable
vacuum anvil roll 128 to cut individual strips 118 from the
continuous side panel material 116. The strips 118 cut
by a blade on the knife roll 126 can be maintained on the
anvil roll 128 by vacuum and transferred to the transfer
roll 124.
[0090] The rotatable transfer roll 124 can comprise a
plurality of rotatable vacuum pucks 130. The vacuum
pucks 130 receive the strips 118 of material 116 from the
cutting assembly 122 and rotate and transfer the strips
to the continuously moving bodyside liner material 104.
When the strips 118 are positioned as desired relative to
the bodyside liner material 104, the strips are released
from the pucks 130 by extinguishing the vacuum in the
pucks. The pucks 130 can continue to rotate toward the
cutting assembly 122 to receive other strips. As disclosed
by Van Gompel et al., the material 116 used to form the
side panels can alternatively be provided in continuous
form and pressurized fluid-jets or a rotary die cutter can
be employed to cut the material to form leg openings 52.
Still alternatively, the side panels 34, 134 of the training
pants 20 can be provided by portions of the bodyside
liner 42 and/or outer cover 40.
[0091] A continuous supply of material 140 used to
form the outer cover 40 can be provided from a supply
roll 142 or other suitable source. The outer cover material
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140 can be transported over a laminator roll 144 and
bonded to the bodyside liner material 104. The absorbent
assemblies 114 are thereby sandwiched between the
continuous materials 104 and 140. The inward portions
of the strips 118 of side panel material 116 can also be
disposed between the bodyside liner material 104 and
the outer cover material 140. Alternative configurations
for attaching the side panel material 116 are disclosed
by Van Gompel et al. Various elements such as leg elas-
tics 58 or waist elastics 54 and 56 can be bonded to the
outer cover material 140 at an application station 146
prior to uniting the bodyside liner and outer cover mate-
rials 104 and 140. Alternatively, leg elastics or waist elas-
tics can be initially bonded to the bodyside liner material
104 or another material.
[0092] Bonding devices 148 such as ultrasonic
bonders can be employed downstream from the lamina-
tor roll 144 to bond the bodyside liner material 104, side
panel material 116 and outer cover material 140. For ex-
ample, these materials can be transported between a
rotary ultrasonic horn and an anvil roll. Suitable rotary
ultrasonic horns are described in U.S. Patent 5,110,403
to Ehlert. Such rotary ultrasonic horns generally have a
diameter of from about 5 to about 20 centimeters and a
width of from about 2 to about 15 centimeters. Alterna-
tively, the ultrasonic horn may be a stationary ultrasonic
horn as is also known to those skilled in the art. Other
suitable ultrasonic horns and ultrasonic bonders are com-
mercially available from Branson Sonic Power Company,
Danbury, Connecticut, U.S.A. The bonding, devices 148
could otherwise be a thermal or adhesive bonder as are
well known.
[0093] The continuously moving product assemblage
113 next advances to a fastener application station 150
where fastening components 82, 84 are bonded to the
strips 118 of side panel material 116. The location of the
fastening components 82, 84 on the composite is a func-
tion in part of the configuration of the assembly section
100. As shown in Fig. 4, the assembly section 100 of the
illustrated embodiment is configured so that the upward
facing surface of the product assemblage 113 will be-
come the outer surface 30 of the training pants 20 and
the downward facing surface will become the inner sur-
face 28. Moreover, the illustrated assembly section 100
is configured to produce partially assembled training
pants 102 having the front waist region 22 of a leading
garment connected to the back waist region 24 of a trail-
ing garment. However, it is understood that the assembly
section 100 could alternatively employ any combination
of different orientations. For example, the upward facing
surface of the product assemblage 113 could form the
inner surface 28 of the finished pants 20. Additionally or
alternatively, the back waist region 24 of a leading pair
of pants 102 can be connected to the front waist region
22 of the trailing pair of pants, or the pants can be ar-
ranged in a front-to-front/back-to-back relationship. Still
alternatively, the assembly section 100 could be con-
structed as a cross-machine direction process wherein

the longitudinal axis 48 of each pair of partially assembled
pants 102 could be perpendicular to the machine direc-
tion 108 during part or all of the assembly process.
[0094] The locations of the fastening components 82,
84 in this embodiment are best illustrated in Fig. 7, which
shows a portion of the product assemblage 113 moving
in the direction of arrow 108 immediately following the
fastener application station 150. Each individual strip 118
of side panel material 116 defines a leading edge 152, a
trailing edge 154, a distal edge 156 and an interior edge
158. A dashed line 159 illustrates the location at which
the product assemblage 113 can subsequently be cut to
provide the discrete partially assembled training pants
102. Based on the illustrated orientation of the continu-
ously moving product assemblage 113, the first fastening
components 82 can be bonded to the underside of the
strips 118 and the second fastening components 84 can
be bonded to the top of the strips. Additionally, the first
fastening components 82 can be disposed relatively clos-
er to the trailing edge 154 and the second fastening com-
ponents 84 can be disposed relatively closer to the lead-
ing edge 152. The first fastening components 82 can be
spaced in the machine direction 108 from the second
fastening components 84 so that the cut line 159 passes
therebetween.
[0095] With reference again to Fig. 4, continuous webs
of a second fastener material 160 used to form the sec-
ond fastening components 84 can be provided from sup-
ply rolls 162 or other suitable sources. The second fas-
tener materials 160 can be cut into individual second fas-
teners 84 by cutting assemblies 164 or other suitable
devices. The illustrated cutting assemblies 164 include
rotatable knife rolls 166, rotatable vacuum anvil rolls 167,
and rotatable backing rolls 168. The continuous second
fastener materials 160 can be cut by blades on the knife
rolls 166, maintained on the anvil rolls 167 by vacuum,
and disposed on the top surfaces of the strips 118 of side
panel material 116.
[0096] Similarly, continuous webs of first fastener ma-
terial 170 used to form the first fastening components 82
can be provided from supply rolls 172 or other suitable
sources. The first fastener materials 170 can be cut into
individual first fastening components by cutting assem-
blies 174 or other suitable devices. The illustrated cutting
assemblies 174 include rotatable knife rolls 176, rotata-
ble vacuum anvil rolls 177, and rotatable backing rolls
178. The continuous first fastener materials 170 can be
cut by blades on the knife rolls 176, maintained on the
anvil rolls 177 by vacuum, and disposed on the under-
sides of the strips 118 of side panel material 116.
[0097] It is contemplated that other arrangements can
be used to attach the fastening components 82, 84 to the
side panel material 116. For example, the fastening com-
ponents 82, 84 can be applied to the side panel material
116 prior to uniting the side panel material with the bod-
yside liner material 104 and/or the outer cover material
140; the fastening components can be applied to the bod-
yside liner material 104 and/or outer cover material 140,
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whether separate side panels 34, 134 are used or not;
portions of other elements such as the bodyside liner
and/or outer cover can form one or more of the fastening
components; the separate side panels or integral side
panels can themselves form one or more of the fastening
components; the fastening components 82, 84 can be
attached as pre-engaged composites or the like without
departing from the scope of this invention.
[0098] After the fastening components 82, 84 are dis-
posed on the strips 118 of side panel material 116, bond-
ing devices 180 such as ultrasonic bonders can be em-
ployed to bond the fastening components to the strips.
For example, the strips 118 can be transported between
a rotary ultrasonic horn and an anvil rolls, which devices
are positioned on each side of the process at the cross
machine direction location of the fastening components
82, 84. Alternatively, the fastening components 82, 84
could be transported using only adhesive. Particular ul-
trasonic bond patterns comprising individual, circular
bonds which are compatible with mechanical fastening
materials are disclosed in U.S. Patent 5,660,666 issued
August 26, 1997 to Dilnik et al.. Efficient arrangements
for attaching the fastening components with nonadhesive
bonding devices are further described in U.S. Patent Ap-
plication Publication No. US 2002-000029, filed on May
15, 2001 by J. D. Coenen et al. and titled "Methods For
Making Garments With Fastening Components". For se-
cure attachment, it may be desirable to attach the fas-
tening components 82, 84 to the side panel material 116
with both adhesive and thermal bonds. Suitable attach-
ment adhesives are available from commercial vendors
such as Findley Adhesive, Inc., Wauwatosa, Wisconsin,
U.S.A.
[0099] In particular embodiments, the bonding devices
180 can provide timed, non-uniform bonding of the fas-
tening components to the side panel material 116. The
degree of bonding, such as the number of bonds per unit
area or the bond strength per unit area, can be greater
in certain target areas compared to non-target areas. En-
hanced bonding in target areas can be beneficial partic-
ularly near the waist and leg openings 50 and 52 to reduce
delamination of the fastening components from the side
panel material 116. Thus, the bonding devices 180 can
be adapted to create relatively more bonds or stronger
bonds between the fastening components 82, 84 and the
side panel material 116 when the side panel material 116
reaches a particular machine direction 108 location. In
one particular embodiment, the target areas correspond
to portions of the fastening components 82, 84 near the
waist edges 38 and 39. The bonding devices 180 can be
registered to provide a relatively higher degree of bond-
ing which begins while disposed on one fastening com-
ponent (such as the fastening component 84 in Fig. 7),
continues through the region where the product assem-
blage 113 will subsequently be cut (see cut line 159 in
Fig. 7), and ends after being disposed on another fas-
tening component (such as fastening component 82). Al-
ternatively, the bonding devices 180 can destroy engag-

ing elements of the fastening components 82, 84 in the
target areas, so that the fastening components will be
less able to aggressively attach to one another in the
target areas.
[0100] The strips 118 of side panel material 116 can
be trimmed if desired, for example to provide angled
and/or curved leg end edges 70 in the back waist region
24 (Figs. 2 and 3). To this end, the assembly section 100
can include a die cutting roll 182 and a backing roll 184.
In the illustrated embodiment, a portion of each strip 118
is trimmed from the trailing edge 154 (Fig. 7) in order to
form the angled and/or curved leg end edges 70 in the
back waist region 24.
[0101] The method and apparatus to this point pro-
vides a continuous web of interconnected and partially
assembled training pants moving in the machine direc-
tion indicated by arrow 108. This continuously moving
product assemblage 113 is passed through a cutter 186
which selectively cuts the web into discrete, partially as-
sembled training pants 102. Such cutters 186 are gen-
erally known to those skilled in the art and can include,
for example, the combination of a cutting roll 187 and an
anvil roll 188 through which the web travels. The anvil
roll 188 can include a hardened steel rotating roll while
the cutting roll 187 can include one or more flexible hard-
ened steel blades clamped onto another rotating roll. The
pinching force between the blade on the cutting roll 187
and the anvil roll 188 creates the cut. The cutting roll 187
can have one or more blades depending upon the desired
distance between the cuts. The cutter 186 can further be
configured to provide a spacing between the individual
cut pieces after they are cut. Such a spacing can be pro-
vided by transferring the cut pieces away from the cutter
at a higher speed than the speed at which the web is
provided to the cutter.
[0102] With particular reference now to Figs. 5, 8 and
9, the discrete partially assembled training pants 102 are
delivered to and folded at the folding section 200 using
any suitable folding mechanism 202. For example, the
training pants 102 can be folded about a fold line which
generally bisects the training pants laterally through the
crotch region 26. As such, the waist regions 22 and 24
of the partially assembled pants 102 are positioned in
opposed relationship with each other, with the side pan-
els 34, 134 extending laterally outward therefrom parallel
to the transverse axis 49 of the training pants in opposed
relationship with each other. Desirably, each of the train-
ing pants 102 is consistently folded about the fold line
such that the front and back waist edges 38 and 39 of
the training pants align with each other.
[0103] A variety of folding mechanisms 202 can be
used, such as blade folders, linear folders, book folders,
tucker blades or the like. The specific type selected for
a given application may depend upon the type of garment
being manufactured and the type of fastening mecha-
nism used to secure the garment in a pants configuration.
In the illustrated embodiment, the folding mechanism 202
controls the side panels 34, 134 during folding so that
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the refastenable fastening components 82, 84 are inhib-
ited against engaging one another or engaging another
material during the folding operation. Other arrange-
ments for maintaining separation of the side panels 34,
134 and fastening components 82, 84 during folding are
disclosed in PCT Application No. WO 01/87210 by J. D.
Coenen et al., titled "Folding And Manufacture Of Pants ".
[0104] The illustrated blade folding mechanism 202
comprises a plurality of rotating folding or tucker blades
240 (Fig. 9) which are configured to contact the training
pants 102 along the fold line. Rotation of the folding
blades 240 can force the training pants 102 into a nip
204 between two rotating folding conveyors 206 and 208
causing the training pants to fold about the fold line. The
folding conveyors 206 and 208 can form part of a trans-
port system for moving the folded training pants 102 in
the machine direction 108 (Fig. 8). The folded training
pants 102 are illustrated as being transported in the ma-
chine direction 108 with the crotch region 26 leading the
waist regions 22 and 24. Alternatively, the process and
apparatus could be modified so that the waist regions
lead the crotch region (not shown).
[0105] The series of unfolded, discrete training pants
102 can be transferred from the vacuum anvil roll 188
(Fig. 4) of the cutter 186 to the upper folding conveyor
206 (Figs. 5, 8 and 9). The training pants 102 can be held
by vacuum on the upper folding conveyor 206 and trans-
ported toward the nip 204 formed between the folding
conveyors 206 and 208. While being transported toward
the nip 204, the side panels 34, 134 can be smoothed
out or straightened if desired by various means including
fluid stabilizing devices. For example, air knives 215 (Fig.
8), air bars, air nozzles or the like can be mounted in
proximity to the upper folding conveyor to provide a
stream of fluid directed toward the side panels to stabilize
and/or straighten the side panels. The air knives 215 can
blow the side panels 34, 134 against skid plates 216 po-
sitioned transversely outward from the upper folding con-
veyor belt 212. Alternatively, or in addition thereto, the
upper folding conveyor 206 can incorporate fluid stabi-
lizing devices (not shown) consisting of fluid manifolds
operatively connected to a high pressure fluid source to
fluidly shake the side panels 34, 134. The fluid stabilizing
devices (not shown) desirably prevent folding of the side
panels 34, 134 as the training pants 102 move along the
upper folding conveyor 206. Sensing devices can also
be employed at this point to detect products that have
folded side panels or that are misaligned relative to the
machine center line.
[0106] The product folding nip 204 can be formed be-
tween a timed vacuum nose roll 218 of the upper folding
conveyor 206 and a timed vacuum nose roll 219 of the
lower folding conveyor 208 (Figs. 5 and 8). As the leading
edge of each pair of pants 102 is introduced onto the
upper nose roll 218, a rotary valve 229 can be used to
disrupt the vacuum draw of the nose roll 218 of the upper
folding conveyor 206. This allows the leading edge of the
pants 102 to pass by the nose roll 218 without getting

drawn into the nip 204. Alternatively, the vacuum source
can be temporarily disconnected from the nose roll 218
of the upper folding conveyor 206. Any suitable control
system (not shown) may be used to control operation of
the vacuum nose rolls 218, 219. For example, in certain
embodiments, compressed air nozzles or jets (not
shown) can be used to cycle vacuum through the nose
rolls 218, 219, such as by injecting compressed air into
interior chambers (not shown) of the nose rolls to negate
the vacuum therein.
[0107] A product control drum 220 can guide the lead-
ing half of the training pants 102 onto a curved transfer
plate 222 (Figs. 5 and 8). The product control drum 220
can comprise a plurality of vacuum pucks 224 which ro-
tate in the direction of arrow 225. The illustrated product
control drum 220 includes four vacuum pucks 224 to
guide four training pants 102 per revolution. Rotation of
the product control drum 220 can be timed so that a vac-
uum puck 224 grabs the leading half of a training pants
102 and transfers the leading edge onto the curved trans-
fer plate 222. The absorbent chassis 32 and/or side pan-
els 134 of the leading half can be carried on a vacuum
puck 224 past the nose roll 219 of the lower folding con-
veyor 208. Compressed air can be introduced inside this
lower nose roll 219 at this point to negate vacuum draw
and to permit the entire leading edge and side panels
134 to transfer onto the curved transfer plate 222. Alter-
natively of course, the vacuum source can be temporarily
disconnected from the nose roll 219.
[0108] With reference to Fig. 9, the opposed tucker
blades 240 move in an orbital manner to pass through
the vertical path of the training pants 102. The tucker
blades 240 can contact the crotch region 26 of the pants
102 and insert the crotch region into the folding nip 204.
As this happens, the leading half of the pants 102 revers-
es direction over the curved transfer plate 222 and is
pulled into the nip 204. The vacuum puck 224 can cease
drawing vacuum at this point to release the leading half.
Correspondingly, the trailing half of the pants 102 is
pulled around the upper nose roll 218. Thus, both halves
of the training pants 102 can change from motion in a
generally vertical plane to motion between the folding
conveyors 206 and 208 in a generally horizontal plane.
[0109] The illustrated folding mechanism 202 can
maintain separation between the front and back side pan-
els 34, 134. As the pants 102 enter the folding nip 204,
compressed air can be shut off to the upper nose roll 218
so that the side panels 34 of the trailing half are drawn
by vacuum to the upper nose roll. The trailing side panels
34 are thus drawn to the upper nose roll 218 and follow
its rotation around the roll and over side panel separation
plates 230 (Figs. 8 and 10). Similarly, as the leading half
of the pants 102 is pulled into the folding nip 204, com-
pressed air can be shut off to the lower nose roll 219 so
that the side panels 134 of the leading half are drawn by
vacuum to the lower nose roll. The leading side panels
134 are thus drawn to the lower nose roll 219 and follow
its rotation around the roll and beneath the side panel
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separation plates 230.
[0110] Figure 10 illustrates a portion of partially assem-
bled training pants 102 positioned between the upper
and lower folding conveyors 206 and 208 at a location
downstream from the nose rolls 218 and 219. At this
point, the training pants 102 have been folded in half and
transported in the machine direction 108 (Fig. 8) by the
conveyors 206 and 208. The illustrated folding mecha-
nism 202 can thus maintain the front side panels 34 sep-
arated from the back side panels 134 during folding.
[0111] Each folding conveyor 206 and 208 as illustrat-
ed in greater detail in Fig. 10 can comprise a frame struc-
ture 210, a plurality of rotatable pulleys 211 associated
with the frame structure, and a continuous belt 212 car-
ried on the pulleys. A drive system and conveyor shaft
(not shown) can be used to rotatively drive one or more
of the pulleys. The folding conveyors 206 and 208 can
comprise vacuum conveyors as are well known in the
art, in which case the continuous belt can be formed of
a fluid permeable material. The folding conveyors desir-
ably transport the training pants 102 with the longitudinal
center line of the pants traveling on the longitudinal center
line of the conveyors. As depicted, the front and back
side panels 34, 134 can project laterally outward from
the frame structure 210, outstretched in the cross-ma-
chine direction.
[0112] While traveling on the folding conveyors 206
and 208, the side panels 34, 134 can be smoothed out
or straightened if desired by various means including fluid
stabilizing devices (not shown). Suitable fluid stabilizing
devices can comprise air knives, air bars, air nozzles,
vacuum devices or the like to provide a stream of fluid
directed toward the side panels. The fluid stabilizing de-
vices can be incorporated within either or both of the fold-
ing conveyors 206 and 208 or can comprise separate
devices positioned in proximity to the conveyors.
[0113] Following conveyance of the partially assem-
bled training pants 102 through the illustrated folding
mechanism 202, the front waist region 22 and front side
panels 34 of the partially assembled training pants as
shown in Fig. 10 are disposed above the back waist re-
gion 24 and back side panels 134. The fastening com-
ponents 82 are disposed on the inner surface 28 of the
back side panels 134 and the fastening components 84
are disposed on the outer surface 30 of the front side
panels 34. The separation plates 230 can extend in the
machine direction 108 to maintain separation between
the front and back side panels 34, 134. The separation
plates 230 can comprise a low friction material or coating,
such as: stainless steel; Teflon®; aluminum; ultra-high
molecular weight polyethylene (UHMW-PE); poly-
oxymethylene (acetals), for instance a homopolymer
available from E. I. Du Pont de Nemours and Company,
Wilmington, Delaware, USA under the tradename DEL-
RIN; or the like. In particular embodiments, the separa-
tion plates 230 can comprise a thin layer of Teflon®, UH-
MW-PE, DELRIN or the like glued to a plate formed of
steel, aluminum or the like. The separation plates 230

can be mounted using suitable support members 232
(Fig. 10) to either the folding conveyors 206 or 208 or
other suitable frame structure (not shown). It is also con-
templated that the separation plates 230 could include
air stablization devices (not shown) to straighten and
maintain stability of the side panels 34, 134.
[0114] From the folding station 200, the continuous
stream of discrete, partially assembled and folded train-
ing pants 102 enters a seaming section 250 (Fig. 6) and
is transported therethrough in a machine direction 108
indicated by the direction arrow in Fig. 6. In general, the
seaming section 250 controls the unattached side panels
34, 134 so as to position portions of the side panels, and
more particularly the respective fastening components
84, 82 of the side panels, in at least partially opposed
relationship with each other; to connect the fastening
components together to define the engagement seams
88; and to then inspect the engagement seams 88 to
assess whether the side panels are properly aligned and
connected. The seaming section 250 thus converts the
discrete, partially assembled and folded training pants
102 into the pre-fastened training pants 20 (Fig. 1) having
the waist opening 50, leg openings 52 and the interior
space 51 bounded in part by the engagement seams 88.
[0115] Construction and operation of the seaming sec-
tion 250 is further described herein with particular refer-
ence to Figs. 11-21 and 24. Figs. 11 and 12 respectively
illustrate side elevations of the upstream and down-
stream portions of the seaming section 250, Fig. 13 illus-
trates a top plan of a lower portion of the seaming section
and Fig. 24 illustrates an end view of a downstream end
of the seaming section. Figs. 14-21 are sections taken
at sequential locations along the seaming section 250.
For ease of explanation, these sections illustrate only
one side (e.g., the right hand side relative to the machine
centerline) of the seaming section 250 and the training
pants 102 conveyed therethrough, it being understood
that the left hand side of the seaming section is construct-
ed and operates substantially similar to the right hand
side.
[0116] With particular reference to Figs. 6, 11 and 14,
the seaming section 250 comprises upper and lower
alignment conveyors, generally indicated as 256 and
258, respectively, which broadly define a transport sys-
tem for transporting discrete, partially assembled training
pants 102 from the upper and lower folding conveyors
206 and 208 (Fig. 5) through the seaming section in the
machine direction 108. More specifically, the alignment
conveyors 256 and 258 define therebetween a pant
transport plane, which in the illustrated embodiment is
generally horizontal, in which the training pants 102 are
transported through the seaming section 250. As illus-
trated, the upper alignment conveyor 256 comprises
frame structure 260, one or more vacuum chambers 262
(Fig. 14) defined within the frame structure, one or more
vacuum cover plates 264 (Fig. 14) mounted on the frame
structure and one or more continuous fluid-permeable
belts 266 carried on a plurality of rotatable pulleys 268
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or other suitable devices. Similarly, the lower alignment
conveyor 258 comprises frame structure 270, a vacuum
chamber 272 (Fig. 14) defined within the frame structure,
a vacuum cover plate 274 (Fig. 14) mounted on the frame
structure and a continuous fluid-permeable belt 276 car-
ried on a plurality of rotatable pulleys 278 or other suitable
devices. The vacuum cover plates 264 and 274 and re-
lated equipment can be adjustable if desired to accom-
modate various pants sizes. A drive system (not shown)
and conveyor shaft (not shown) can be used to rotatively
drive one or more of the pulleys 268 and 278. The vacuum
chambers 262 and 272 can be operatively connected to
a source of vacuum (not shown) and the vacuum cover
plates 264 and 274 can be provided with a plurality of
holes 269 and 279, respectively.
[0117] With reference to Fig. 14, the seaming section
250 is also illustrated and described herein with the train-
ing pants 102 oriented such that the front waist region
22 is drawn against the upper alignment conveyor 256
and the back waist region 24 is drawn against the lower
alignment conveyor 258. Thus, the front side panels 34
are initially positioned above the back side panels 134,
with the fastening component 84 of the front side panel
facing up (e.g., away from the fastening component 82
of the back side panel). However, it is understood that
the pants 102 may be inverted, e.g., such that the back
waist region 24 is drawn against the upper alignment
conveyor 256 while passing through the seaming section
250, without departing from the scope of this invention.
Also, while the seaming section 250 of the illustrated em-
bodiment assembles pre-fastened training pants 20 with
the back side panel 134 overlapping the front side panel
34 as shown in Fig. 1, it is understood that the seaming
section 250 could be configured so that the front side
panel overlaps the back side panel after passing through
the seaming section.
[0118] The upper alignment conveyor 256 of the illus-
trated embodiment has an operative width sufficient to
draw the full width of the front waist region 22 and front
side panels 34 of the training pants 102 against the upper
conveyor belt 266 as shown in Fig. 14 fully or partially
along the length of the seaming section 250. The lower
alignment conveyor 258 is relatively narrow compared
to the upper alignment conveyor 256 and has a width,
for example, approximately equal to the width of the ab-
sorbent chassis 32, and more particularly the absorbent
assembly 44. This permits the back side panels 134 to
extend laterally out beyond the lower alignment conveyor
258. As another example, the width of the lower align-
ment conveyor 258 may generally correspond to the dis-
tance between the seams 66 (Fig. 2) along which the
side panels 34 and 134 are bonded to the absorbent
chassis 32.
[0119] The respective vacuum pressures acting on the
upper and lower alignment conveyors 256, 258 are pref-
erably sufficient to draw and retain the waist regions 22
and 24 of the training pants 102 against the respective
conveyors to inhibit pinching of the waist regions between

the conveyors. Vacuum control of the waist regions 22,
24 also inhibits lateral movement of the absorbent chas-
sis 32 to thereby improve positioning and alignment of
the side panels 34, 134. As an example, the upper align-
ment conveyor 256 can operate over a range of vacuum
pressures, such as about one to about 30 inches of water
or greater below atmospheric pressure. The lower align-
ment conveyor 258 can also operate over a range of vac-
uum pressures, such as in the range of about one to
about 30 inches of water or greater below atmospheric
pressure. Suitable conveyor mechanisms such as vac-
uum conveyors or non-vacuum conveyors are known in
the art and available from various commercial vendors
and thus will not be further described herein except to
the extent necessary to set forth the present invention.
[0120] Referring to Figs. 6 and 11-13, the seaming sec-
tion 250 further comprises side panel positioning devices,
generally indicated at 330, for vertically and laterally po-
sitioning the back side panels 134 relative to the front
side panels 34; side panel transfer devices, generally
indicated at 430, for moving the respective fastening
components 84, 82 of the side panels 34, 134 into en-
gagement with each other to define the engagement
seams 88; and inspection systems, generally indicated
at 520 for inspecting the engagement seams 88 following
engagement of the fastening components.
[0121] The positioning devices 330 of the illustrated
embodiment are mounted on opposite sides of the lower
alignment conveyor 258 as shown in Fig. 13, although it
is understood that the positioning devices may instead
be mounted on the upper alignment conveyor 256 or oth-
er suitable frame structure of the seaming section 250.
Each positioning device 330 comprises an elongate tu-
bular member 332 extending generally in the machine
direction 108 from an upstream end (Figs. 6, 11) 334
adjacent an upstream end of the seaming section 250 to
a downstream end 336. The tubular member 332 of the
illustrated embodiment comprises opposed walls 344,
346 (Fig. 14) together defining a generally L-shaped
cross-section of the tubular member and an internal flow
chamber 340 extending longitudinally therethrough. A
slot 342 (Fig. 14) is formed in the tubular member 342 in
fluid communication with the internal flow chamber 340
and extends longitudinally substantially the length of the
tubular member. The slot 342 faces laterally inward to-
ward the lower alignment conveyor 258 for receiving the
back side panel 134 into the internal flow chamber 340
(Fig. 14). The walls 344, 346 of the tubular member 332
may be formed separately and secured together by suit-
able methods, or they may be formed integrally. It is also
understood that the tubular member 332 and internal flow
chamber 340 may be other than L-shaped in cross-sec-
tion without departing from the scope of this invention.
[0122] The tubular member 332 can be formed of any
suitable material. For example, portions or surfaces of
the tubular member 332 which may come into contact
with the training pants 102 are desirably formed of a low
friction material. Suitable low friction materials or coat-
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ings include but are not limited to: stainless steel; low
carbon steel; polycarbonate material; Teflon®; alumi-
num; ultra-high molecular weight polyethylene (UHMW-
PE); polyoxymethylene (acetals), for instance a
homopolymer available from E. I. Du Pont de Nemours
and Company, Wilmington, Delaware USA under the
tradename DELRIN; or the like.
[0123] The flow chamber 340 of the tubular member
332 is in fluid communication with a source of vacuum V
via suitable vacuum hoses 350 (Figs. 6, 11) for drawing
fluid, such as air, into the flow chamber via the slot 342
formed in the tubular member such that the fluid flows
generally laterally outward within the flow chamber as
indicated by the direction arrows in Fig. 14. The vacuum
pressure within the flow chamber 340 can vary, for ex-
ample, from about one to about 20 inches of water or
greater below atmospheric pressure, and more particu-
larly from about 2 to about 8 inches of water below at-
mospheric pressure. It is also contemplated that instead
of or in addition to the vacuum pressure, pressurized fluid
(not shown) can be directed into the internal chamber
340 via the slot 342 to establish the fluid flow laterally
outward within the internal chamber.
[0124] The fluid flow within the internal flow chamber
340 is sufficient to draw the back side panel 134 laterally
outward relative to the machine center line, and desirably
at least partially into the flow chamber, to thereby promote
straightening of the back side panel. The slot 342 and
the flow chamber 340 are thus desirably sized to accom-
modate the back side panel 134 and fluid flow there-
through. For example, the slot 342 desirably has a width
of about 5 millimeters to about 20 millimeters, and more
desirably about 10 millimeters to about 15 millimeters.
The walls 344, 346 of the tubular member 332 can con-
verge or diverge relative to one another, or be generally
parallel as illustrated. The depth of the flow chamber 340
generally depends upon the application and the amount
of back side panel 134 material to be received therein.
For example, the internal flow chamber 340 may have a
depth of about 10 to about 20 centimeters. As seen best
in Figs. 14 and 15, the tubular member 332 of each po-
sitioning device 330 is positioned lower than the lower
alignment conveyor 258 so that when the back side panel
134 is drawn into the flow chamber 340, the back side
panel extends laterally outward and down from the back
waist region 24 being held against the conveyor.
[0125] Now referring to Figs. 11 and 16-18, the side
panel transfer devices 430 comprise vacuum conveyors
spaced laterally outward of the lower alignment conveyor
258 a distance generally corresponding to the lateral po-
sitions of the fastening components 82 of the back side
panels 134 as the panels exit the downstream end 336
of the positioning devices 330. More particularly, each
side panel transfer device 430 comprises suitable frame
structure 432, rotatable pulleys 434 (Figs. 6 and 11) as-
sociated with the frame structure, a vacuum chamber
436 (Fig. 16) defined within the frame structure, a vacuum
cover plate 438 (Fig. 16) mounted on the frame structure,

and a continuous belt 440 carried by the pulleys. A drive
mechanism (not shown) and corresponding conveyor
shaft (not shown) can be used to rotatively drive one or
more of the pulleys 434. The side panel transfer devices
430 can be aligned parallel to the machine direction 108
as shown in Fig. 13 or canted inward or outward, for ex-
ample, to improve side panel 34, 134 alignment with the
machine direction.
[0126] Each side panel transfer device 430 angles up
toward the pants transport plane defined by the upper
and lower alignment conveyors 256, 258 as the device
extends in the machine direction 108 from an upstream
end 442 disposed slightly upstream and below the down-
stream end 336 of the positioning device 330, to a down-
stream end 444 disposed in closely spaced relationship
with the upper alignment conveyor 256. The side panel
transfer device 430 and the upper alignment conveyor
256 thus define a nip therebetween at the downstream
end of the device, the purpose of which will become ap-
parent.
[0127] The side panel transfer device 430 can alterna-
tively comprise other devices (not shown) for sequentially
or simultaneously affecting upward movement of the lat-
erally outward portion of the back side panel 134. By way
of illustration, suitable side panel transfer devices 430
can alternatively comprise disks or wheels, either aligned
in the machine direction 108 or canted and/or tilted rel-
ative thereto so that the disks or wheels raise the side
panels and nip the fasteners together. Suitable wheel
devices can, but need not, be timed elliptical wheels, and
can comprise vacuum or traction surface wheels or the
like. Still alternatively, the side panel transfer devices 430
can comprise 4-bar linkage mechanisms carrying a panel
engagement head which contacts the back side panel
134 to raise the panel relative to the plane of the lower
alignment conveyor 258. The rotary motion provided by
the 4-bar linkage can allow the panel engagement head
to raise a back side panel 134 relative to the lower align-
ment conveyor 258, with the back side panel being al-
lowed to slip off the inward edge of the panel engagement
head. A drive mechanism for the 4-bar linkage can be
programmed to vary the angular velocity of the panel-
engagement head such that its velocity in the machine
direction 108 matches the speed of the back aide panel
134 while the panel-engagement head is in contact with
the back side panel, Alternatively, the angular velocity of
the panel-engagement head can be matched with the
velocity of the side panel using a cam gearbox, non-cir-
cular gearing, or the like. Such devices could further com-
prise a feedback system to register the panel-engage-
ment head to the back side panel 134. In yet another
alternative embodiment, the side panel transfer devices
430 can comprise folding boards or folding skis to provide
sequential or simultaneous inward and upward relative
movement of the laterally outward portions of the back
side panels 134 and the fastening components 82.
[0128] other suitable side panel positioning devices
330 and side panel transfer devices 430 are disclosed in
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co-assigned U.S. Application No. 10/010110, which was
filed November 13, 2001 by Tomsovic et al. and titled
"Fluid Flow Device and Method for Positioning Garment
Side Panels".
[0129] Now referring to Figs. 12, 13 and 17-23, each
inspection system 520 comprises a support assembly,
generally indicated at 530, for supporting the front and
back side panels 34, 134 in a generally expanded con-
figuration to facilitate inspection of the engagement seam
88. The support assembly 530 comprises a rectangular
plate 532 (Figs. 17 and 22) mounted on the side panel
transfer device 430 by a suitable mounting member 534
(Fig. 17) and fasteners 536. The rectangular plate 532
is oriented generally parallel to the pants transport plane
defined by the upper and lower alignment conveyors 256,
258 (e.g., generally horizontal in the illustrated embodi-
ment). A leading edge 538 (Fig. 13) of the plate 532 is
disposed just downstream from the upstream end 442 of
the transfer device 430 and terminates at a trailing edge
540 of the plate upstream of the downstream, end 444
of the transfer device. As best seven in Fig. 17, the rec-
tangular plate 532 also extends laterally inward toward
the machine center line above the transfer device 430
(and hence above the back side panel 134 supported by
the transfer device) to separate the fastening compo-
nents 82, 84.
[0130] An elongate bar 542 is connected to the upper
surface of the rectangular plate 532 as shown in Figs. 17
and 23, such as by overlaying an inner edge margin 544
thereof and being secured to the plate by welding or suit-
able fasteners (not shown). The bar 542 extends in the
machine direction 108 downstream beyond the trailing
edge 540 of the plate 532 to a downstream end 546 (Figs.
13, 23) of the bar. The bar 542 has a channel 545 formed
in the outer side thereof and extending downstream from
the trailing edge 540 of the rectangular plate 532 to the
downstream end 546 of the bar. As an example, the bar
542 of the illustrated embodiment has a width of about .
375 inches (9mm) and a height of about .375 (9mm) inch-
es. It is understood, however, that the cross-sectional
dimensions of the bar 542 may be larger or smaller, and
that the cross-section of the bar may be circular, I-
shaped, T-shaped or other suitable shape without de-
parting from the scope of this invention.
[0131] The bar 542 is disposed higher than the lower
alignment conveyor 258 for positioning within the interior
space 51 of the pants 102 between the front and back
side panels 34, 134 upon conveyance of the training
pants in the machine direction 108 over the bar. The bar
542 is also positioned laterally between the lower align-
ment conveyor 258 and the side panel transfer device
430 for interposition between the absorbent chassis 32
and the engagement seam 88 following connection of
the fastening components 82, 84 as shown in Fig. 18 and
described later herein. As best seen in Figs. 17, 18 and
23, a cable 547 extends longitudinally within the channel
545 and is in electrical communication with an inspection
system control (not shown) which controls operation of

the inspection system 520 to inspect the engagement
seam 88. An elongate channel cover 549 having a gen-
erally L-shaped cross-section is secured to the bar 542
by suitable fasteners (not shown) to cover the channel
545 formed therein to thereby enclose the cable within
the channel. However, it is contemplated that the bar 542
may instead be of unitary construction and have a pas-
sage extending longitudinally therethrough for receiving
the cable.
[0132] With particular reference to Figs. 13, 22 and 23
an elongate support member 548 is mounted on the bar
542 generally at the downstream end 546 thereof and
has an upstream end 550 spaced longitudinally (e.g., in
the machine direction 108) from the downstream end 444
of the side panel transfer device 430. More particularly,
the support member 548 comprises a top wall 552 having
an inner edge margin 554 (Fig. 20) which overlays the
bar 542 and is secured thereto by suitable fasteners (not
shown). The top wall 552 of the support member 548
extends laterally out from the bar 542 generally parallel
to the pants transport plane defined by the upper and
lower alignment conveyors 256, 258 (which in the illus-
trated embodiment is horizontal).
[0133] An outer side wall 556 (Figs. 20, 22) is secured
to the outer edge of the top wall 552, such as by being
formed integrally therewith, to define an upper corner 558
of the support member 548 and depends from the top
wall generally inward at an angle relative thereto. The
cross-section of the support member 548 is thus gener-
ally V-shaped, and is more particularly the shape of the
numeral "7." As an example, the outer side wall 556 de-
sirably forms an angle with the top wall 552 in the range
of about 50° to about 65°. However, it is understood that
the angle formed by the outer side wall 556 and the top
wall 552 may be less than 50° or greater than 65°; such
as between 0° and 180° without departing from the scope
of this invention. A bottom wall 560 is secured to the lower
edge of the side wall 556, such as by being formed inte-
grally therewith, to define a lower corner 562 of the sup-
port member 548 and extends generally inward and up
from the side wall toward the lower alignment conveyor
258. However, it is contemplated that the bottom wall 546
may be omitted without departing from the scope of this
invention. As shown in Fig, 20, the upper and lower cor-
ners 558, 562 of the support member 548 are desirably
rounded to inhibit tearing of the front and back aide panels
34, 134 as the side panels are conveyed over the support
member.
[0134] As best seen in Figs. 6, 12 and 13, the support
member 548 has a tapered lead portion 564 which grad-
ually increases in cross-sectional dimension as the sup-
port member extends from its upstream end 550 where
the cross-sectional dimension of the support member
corresponds generally to that of the bar 542 to a main
portion 566 of the support member along which its cross-
sectional dimension is generally uniform. As an example,
the main portion 566 of the support member 548 of the
illustrated embodiment has a width of about 0.25 (6mm)
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to about 3 (75mm) inches and a height of about 0.25
(6mm) to about 4 (100mm) inches. As an additional ex-
ample, the support member 548 is approximately 15.25
inches (38cm) in length, with the lead portion 564 being
about 5.5 inches (14cm) long and the main portion 566
being about 9.75 inches (24cm) long.
[0135] The support member further comprises an inner
side wall 563 (Figs. 21-23) which extends between the
top wall 552 and the bottom wall 560 in generally parallel
spaced relationship with the outer side wall 556 along
the length of the main portion 566 of the support member
548 to define a channel 565 therebetween. For example,
the support member channel 565 of the illustrated em-
bodiment is approximately 0.5 inches wide. An upper por-
tion 567 of the inner side wall 563 extends laterally be-
neath the top wall 552 of the support member 548 to
between the top wall and the support assembly bar 542
such that the inner side wall is secured to the bar by the
same fasteners (not shown) which secure the top wall to
the bar.
[0136] The support member 548 is supported by the
bar 542 for positioning within the interior space 51 of the
training pants 102 generally vertically between the por-
tions of the front and back side panels 34, 134 extending
on opposite sides of the engagement seam 88 as the
pants are conveyed in the machine direction 108 over
the support member. The lower corner 562 of the support
member 548 along the main portion 566 thereof is dis-
posed substantially below the lower alignment conveyor
258 (and hence below the back waist region 24 of the
absorbent chassis 32). The support member 548 is also
supported for positioning laterally out from the lower
alignment conveyor 258, between the absorbent chassis
32 and the engagement seam 88. It is contemplated that
the vertical and/or lateral position of the support member
548 relative to the lower alignment conveyor 258 may
vary to adjust the positioning and relative expansion of
the side panels 34, 134 as the pants 102 are conveyed
over the support member in the manner to be described.
However, the lateral spacing of the support member 548
from the lower alignment conveyor 258 is desirably suf-
ficient to inhibit pinching or binding of the back side panel
134 therebetween.
[0137] In the illustrated embodiment, the inspection
system 520 also comprises an air bar (broadly, a fluid
delivery device), generally indicated at 570 (Figs. 6, 12
and 21), extending longitudinally in parallel spaced rela-
tionship with the main portion 566 of the support member
548 at a position which is generally lower than and lat-
erally outward of the lower corner 562 of the support
member. The air bar 570 comprises an elongate, cylin-
drical tube 572 in fluid communication with a source (not
shown) of pressurized fluid, such as air, for receiving-
pressurized air within an internal passage 574 (Fig. 21)
of the tube. Exhaust openings 576 (one of which is shown
in Fig. 21) are formed in the side wall of the tube 572 in
longitudinally spaced relationship with each other along
the length of the tube. The exhaust openings are located

on an upward and slightly inward facing portion of the
side wall to direct pressurized fluid exhausted from the
tube toward the outer side wall 556 of the support mem-
ber 546 for impacting at least one of the front and back
side panels 34, 134 at the engagement seam 88 to there-
by urge the engagement seam as to lay generally flat on
the outer side wall of the support member.
[0138] As an example, the air bar 570 of the illustrated
embodiment has a length of about 9.75 inches (24cm),
an internal diameter of about 0.5 inches (12mm) and ex-
haust openings 576 each having a diameter of about 0.05
inches (1mm) and spaced about one inch apart along
the length of the air bar. Pressurized fluid received by
the air bar 570 and exhausted therefrom toward the side
wall 556 of the support member 548 is desirably in the
range of about 10 psi to about 40 psi. It is understood
that the air bar 570 may be positioned other than below
and outward of the lower corner 562 of the support mem-
ber 548, as long as pressurized fluid exhausted from the
air bar is directed generally inward toward the side wall
556 of the support member. It is also contemplated that
the air bar 570 may be omitted without departing from
the scope of this invention. Instead of an air bar 570, the
fluid delivery device may instead be a nozzle (not shown),
an air knife (not shown) or other suitable device for di-
recting pressurized fluid to impact the side panels 34,
134 at the engagement seam 88.
[0139] In the illustrated embodiment, the inspection
system 520 further comprises a radiation source, gener-
ally indicated at 582 in Figs. 21-23, disposed within the
support member channel 565 formed by the inner and
outer side walls 563, 556 of the support member 548 for
positioning within the interior space 51 of the pants 102
as the pants are conveyed in the machine direction 108
over the support member. The radiation source 582 of
the illustrated embodiment is an infrared radiation source
capable of emitting radiation in the near infrared/infrared
spectrum (i.e., radiation having a wavelength between
about 700 nanometers and one millimeter) . More desir-
ably, the infrared radiation source 582 emits radiation in
the range of about 700 to about 1200 nanometers. As an
example, the radiation source 582 shown in Figs. 21-23
comprises an array of infrared LED’s 584 mounted on a
circuit board 586. The LED’s 584 are each about 3 mm
to about 5 mm in length and capable of emitting infrared
radiation at a wavelength of about 940 nanometers. As
an additional example, the radiation source 582 of the
illustrated embodiment is about 8.52 inches (21.4cm)
long, about 1.71 inches (4.29cm) wide and comprises
about 432 infrared LED’s. One such radiation source 582
is available from RVSI of Weare, New Hampshire, U.S.A.
as part number 010-904504.
[0140] It is contemplated that certain zones (not
shown) of the radiation source 582 may emit radiation at
a different intensity level or wavelength than other zones.
For example, with reference to the radiation source 582
illustrated in Fig. 23, one or more groupings of the LED’s
584, such as those disposed generally toward the longi-
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tudinal ends of the radiation source, may generate infra-
red radiation at a lower intensity level than the remaining
LED’s disposed longitudinally central of the radiation
source. Various configurations and operation of a radia-
tion source 582 having multiple zones of varying radiation
intensity are described in co-assigned U.S. application
entitled "Apparatus and Method for Making and Inspect-
ing Pre-Fastened Articles," which is incorporated herein
by reference. It is also understood that the radiation
source 582 for emitting infrared radiation may instead
comprise mercury vapor lamps, argon lamps, arc lamps,
lasers and other suitable radiation emitting devices with-
out departing from the scope of this invention. Also, the
radiation source 582 may instead, or may additionally,
emit visible and/or ultraviolet radiation. For example, one
such radiation source is a fiber optic light source which
emits radiation in the range of about 400 to about 700
nanometers using a tungsten or halogen bulb and is avail-
able from E.G. & G., Electro-Optics of Salem, Massachu-
setts, U.S.A.
[0141] The radiation source 582 is in electrical com-
munication with the inspection system control via the ca-
ble 547 and may be operated by the control to emit ra-
diation either intermittently or continuously. For example,
the inspection system control may operate the radiation
source 582 to emit radiation therefrom intermittently in
response to the engagement seam 88 of the training
pants 102 being conveyed in the machine direction 108
over the support member 548.
[0142] Referring particularly to Fig. 23, the support
member 548, including the top wall 552, the inner and
outer side walls 563, 556 and the bottom wall 560 are
generally constructed of metal, and more desirably steel.
However, a rectangular portion of the outer side wall 556
of the support member 548 is constructed of a material
which permits the transmission therethrough of radiation
emitted by the radiation source 582. More particularly,
the outer side wall 556 partially comprises a diffuser plate
588 constructed of a material which diffuses radiation
emitted by the radiation source 582 as radiation is trans-
mitted out through the diffuser plate. The diffuser plate
588 of the illustrated embodiment is generally rectangular
and is received in a rectangular opening 590 of the outer
side wall 556 in generally flush alignment therewith. The
thickness of the diffuser plate 588 is desirably in the range
of about 0.125 inches to about 0.375 inches. However,
it is understood that the material from which the diffuser
plate 588 is constructed, as well as the thickness of the
diffuser plate, may vary depending on the radiation
source 582 and the desired diffusion of radiation emitted
by the radiation source. As an example, the illustrated
diffuser plate 588 for diffusing infrared radiation emitted
by the radiation source 582 is approximately 9.75 inches
long, 1.94 inches wide and has a thickness of about 0.125
inches. One suitable material from which the diffuser
plate 588 may be constructed is available from Quadrant
Engineering Plastics Products, Inc. of Reading, Pennsyl-
vania, U.S.A. under the tradename ACETRON® GP.

[0143] An insulating sheet 592 (Fig. 23) constructed
of an electrically insulating material is positioned between
the circuit board 586 of the radiation source 582 and the
inner side wall 563 of the support member 548 to elec-
trically isolate the radiation source from the support mem-
ber. For example, the insulating sheet 592 of the illus-
trated embodiment is constructed of plastic and has a
thickness of about 0.008 inches.
[0144] An image capturing device, generally indicated
at 594 (Figs. 13 and 24), of the inspection system 520 is
mounted on suitable frame structure 596 for positioning
exterior of the training pants 102 as the pants are con-
veyed in the machine direction 108 over the support
member 548 and radiation source 582. In the illustrated
embodiment, the image capturing device 594 is mounted
on the frame structure 596 by an adjustable mounting
assembly, generally indicated at 598, to permit selective
adjustment of the device position and orientation relative
to the support member 548, such as in the machine di-
rection and in the cross-machine direction. However, it
is understood that the image capturing device 594 may
instead be secured to the frame structure 596 against
movement relative to the support member 548 without
departing from the scope of this invention.
[0145] The image capturing device 594 of the illustrat-
ed embodiment is aimed generally toward the support
member 548, and is more particularly aimed toward the
outer side wall 556 of the support member along a sight
line (not shown) which is generally perpendicular to the
outer side wall. The device 594 is desirably operable to
detect infrared radiation transmitted by the radiation
source 582 through the diffuser plate 588 and the front
and back side panels 34,134 at the engagement seam
88 and to produce a two-dimensional image of the en-
gagement seam. As a result, the captured image will in-
clude variations therein which correspond to variations
in radiation intensity (and/or wavelengths) detected by
the device 594 from exterior of the pants 102 (e.g., look-
ing at the outside of the engagement seam 88). In one
embodiment, the image produced by the device 594 is a
black-and-white image in which radiation level variations
are depicted in varying grayscale levels. Alternatively,
such variations may be depicted in the image in another
manner, such as in the form of color variations. The image
capturing device 594 is in electrical communication with
the inspection system control and may be operated con-
tinuously or it may be shuttered at a speed corresponding
to the intermittent operation of the radiation source 582
to irradiate the engagement seam 88.
[0146] The image capturing device 594 shown in Fig.
24 is a vision inspection camera capable of detecting
visible and ultraviolet radiation as well as infrared radia-
tion at wavelengths up to about 1200 nanometers. For
example, one such device 594 is a charge coupled device
("CCD") vision camera available from Sony Corporation
of Japan under the model designation XC-75/73. How-
ever, it is understood that other image capturing devices
may used, such as line scan cameras capable of building

39 40 



EP 1 482 887 B1

22

5

10

15

20

25

30

35

40

45

50

55

an image one line at a time from detected radiation as
the pants 102 are is conveyed past the device, as well
as any other device capable of producing a one, two or
three dimensional image from detected radiation, without
departing from the scope of this invention.
[0147] The image capturing device 594 may also be
provided with a filter (not shown) for filtering unwanted
wavelengths of radiation, including those in the infrared
and/or other spectrums, as desired. Such filters include
low-pass filters which remove radiation above a prede-
fined wavelength, highpass filters which remove radia-
tion below a predefined wavelength, band-pass filters
which remove all radiation except that having a wave-
length within a predefined range, and combinations
thereof. One or more of these filters may be useful for
removing ambient, scattered, or even incident radiation
from the image captured by the image capturing device
594. For example, the image capturing device 594 of the
illustrated embodiment for detecting infrared radiation is
desirably provided with a filter for removing (i.e., blocking)
radiation, such as ambient and/or scattered radiation,
having a wavelength of or below about 830 nanometers
(e.g., a high pass filter having a nominal value of about
830 nanometers), including visible and ultraviolet radia-
tion. Alternatively (or additionally), one or more shrouds
(not shown) may surround the device 594 to shield the
device from, e.g., extraneous radiation sources such as
ceiling lights, natural light, etc.
[0148] Now referring back to Figs. 13 and 19, the
seaming section 250 further comprises a pair of rollers
578 mounted for rotation on respective axles (one of
which is shown in Fig. 12 and indicated at 579). Each of
the axles is supported by a lever arm 581 which is pivot-
ably mounted on the lower alignment conveyor 258 im-
mediately downstream of the side panel transfer devices
430, e.g., between the downstream ends 444 of the side
panel transfer devices and the upstream ends 550 of the
tensioning members 548. The rollers 578 are sized and
positioned vertically for close contact relationship with
the upper alignment conveyor 256 to define contact nips
580 (one of which is shown in Fig. 19) therebetween
through which the engagement seams 88 pass following
initial engagement of the respective fastening compo-
nents 84, 82 of the side panels 34, 134. Each lever arm
581 is operatively connected to a respective suitable
pneumatic device 583 which biases the roller 578 into
contact with the upper alignment conveyor 258. As an
example, the rollers 578 of the illustrated embodiment
have an outer diameter of about three inches and a face
(e.g., width) of about 2.75 inches.
[0149] The lever arm 581 supporting the roller 578 is
pivotable to allow pivoting of the roller down away from
the upper alignment conveyor as the side panels 34, 134
are conveyed through the contact nip 580. The pneumat-
ic pressure which biases each roller 578 toward the upper
alignment conveyor 258 is desirably sufficiently low to
permit the side panels 34, 134 to urge the roller to pivot
down away from the upper alignment conveyor upon

passing through the contact nip 280, but sufficiently high
to urge the fastening components 82, 84 together at the
engagement seam 88. For example, the pneumatic pres-
sure of the device 583 is such that the pressure of the
roller 578 against the upper alignment conveyor 258 (and
hence the fastening components 82, 84 as they pass
therebetween) is in the range of about 1 to about 50 lbs.,
and more desirably in the range of about 5 to 20 pounds.
It is understood, however, that the rollers 578 may be
omitted altogether without departing from the scope of
this invention. It is also contemplated that the rollers 578
may instead be maintained in spaced relationship with
the upper alignment conveyor 258, such as in the range
of about zero to about 5mm, to define the nips 280. A
corresponding roller (not shown) is disposed within the
upper alignment conveyor 258 in contact with the con-
veyor belt 266 and in opposed relationship with the rollers
578 to provide a corresponding bearing surface for the
rollers 578.
[0150] In operation, the partially assembled and folded
training pants 102 are received from the folding section
200 into the upstream end of the seaming section 250
generally in the configuration shown in Fig. 10, e.g., with
the front waist region 24 of the absorbent chassis 32 fold-
ed over the back waist region 22 and the front and back
side panels 34, 134 extending laterally out from the front
and back waist regions. At the downstream location
shown in Fig. 14, the front side panel 34 is drawn against
the upper alignment conveyor 256 in an outstretched
configuration, with the fastening component 84 of the
front side panel facing up toward the upper alignment
conveyor. An outer portion of the back side panel 134 is
drawn through the slot 342 of the positioning device 330
into the internal flow chamber 340 thereof.
[0151] Further downstream, such as the location illus-
trated in Fig. 15, the positioning device 340 has reposi-
tioned the back side panel 134 such that the fastening
component 82 is laterally nearer the machine centerline.
Vacuum is inhibited from drawing a laterally outward por-
tion of the front side panel 34, including the fastening
component 84, against the upper alignment conveyor,
such as by closing off laterally outer holes 269 of the
vacuum cover plate 264. As a result, the laterally outward
portion of the front side panel 34 tends to drop, due to
gravity, away from the upper alignment conveyor 256
and folds over a folding finger 267. Alternatively, the up-
per alignment conveyor 256 can provide a uniform or
nonuniform vacuum profile in the cross machine direc-
tion. In particular embodiments, the upper alignment con-
veyor 256 can draw a nonuniform vacuum in the cross-
machine direction. Specifically, the upper alignment con-
veyor 256 can draw a concentrated vacuum at laterally
outward regions as well as some area of vacuum in a
central region disposed between the laterally outward
regions. The laterally outward regions can be positioned
such that they correspond to locations of the front side
panels 34 immediately laterally inward from the locations
of the fastening components 84. The concentrated vac-
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uum adjacent the inside edge of the fastening compo-
nents 84 can encourage the inside edge thereof to gen-
erally function as a hinge point for folding. The concen-
trated vacuum can be formed by a plurality of slots or an
increase in the number of apertures in the vacuum cover
plate 264, by separate vacuum chambers, or the like.
The focused vacuum in the central region can reduce
energy consumption and lessen draw of the back side
panels 134 toward the upper alignment conveyor 256.
[0152] Upon reaching the location shown in Fig. 16,
the laterally outward portion of the front side panel 34
has been folded through approximately 180 degrees by
a suitable panel folding device (not shown) such that the
fastening component 84 of the front side panel is now
facing down in generally opposed relationship with the
fastening component 82 of the back side panel 134. The
panel folding device (not shown) acts on the laterally out-
ward portion of the front side panel 34 after the panel is
folded down over the folding finger 267 and can comprise,
for example, one or more air nozzles (not shown) which
blow the laterally outward portion of the front side panel
34, including the initially outward-facing fastening com-
ponent 84, to a horizontal orientation directed toward the
center line of the upper alignment conveyor 256. The
panel folding device can operate on a continuous or timed
intermittent basis, and can progressively fold the side
panel 34 or fold the side panel as a single unit. The panel
folding device can alternatively comprise other mecha-
nisms for creating a suitable force to fold or assist to fold
the front side panel 34. For example, the panel folding
device can comprise folding boards or skis which fold the
front side panel through 180 degrees; a helical surface
that pushes the front side panel into the folded configu-
ration; or the like. Once folded inward, the folded portion
of the front side panel 34, including the fastening com-
ponent 84, is drawn against the upper alignment convey-
or to maintain the folded configuration of the front side
panel.
[0153] The side panel transfer device 430 intersects
the downstream end 336 of the positioning device 330
such that the portion of the back side panel corresponding
to the fastening component 82 is supported by the side
panel transfer device as the back side panel exits the
positioning device. At this location, the fastening compo-
nents 82, 84 are in opposed, vertically spaced relation-
ship with each other. The side panel transfer device 430
elevates the fastening component 82 of the back side
panel 134 generally in a "z-direction" perpendicular to
the machine direction 108 while the remaining extent of
the back side panel hangs generally limp between the
lower alignment conveyor 258 and the transfer device.
Further downstream, as shown in Fig. 17, the fastening
component 82 of the back side panel 134 has been ele-
vated further up toward the fastening component 84 of
the front side panel 34. The support plate 532 of the ten-
sioning assembly 530 extends inward from the side panel
transfer device 430 over the back side panel 134 to sep-
arate the fastening components 82, 84.

[0154] Finally, upon reaching the downstream end 444
of the side panel transfer device 430 (Fig. 18), the fas-
tening component 82 of the back side panel 134 has been
elevated into engagement with the fastening component
84 of the front side panel 34 to define the engagement
seam 88. As a result, the interior space 51 of the pants
is now bounded in part by the engagement seam 88 and
in part by the opposed portions of the front and back side
panels extending on opposite sides of the engagement
seam. The support assembly bar 542 is thus positioned
within the interior space 51 of the pants 102 generally
vertically between the front and back side panels 34, 134
and laterally between the lower alignment conveyor 258
and the engagement seam 88 upon connection of the
fastening components 82, 84. The connected fastening
components 82, 84 are urged together upon passing be-
tween the nip defined by the downstream end 444 of the
transfer device 430 and the upper alignment conveyor
256 to facilitate increased engagement between the fas-
tening components as the training pants 102 are con-
veyed further downstream. The training pants 102 are
then transported downstream past the roller 578 whereby
the engaged fastening components 82, 84 pass through
the nip 580 between the roller and the upper alignment
conveyor 256 as shown in Fig. 19 to further urge the
fastening components together.
[0155] Downstream of the nip 580, the pair of training
pants 102 is transported past the upstream end 550 of
the support member 548. Figure 20 illustrates the side
panels 34, 134 at a location along the tapered lead portion
564 of the support member 548. At this location, vacuum
drawing the folded portion of the front side panel 34 to
the upper alignment conveyor 256 is substantially re-
duced to release the fastening component 84 from being
drawn toward the upper alignment conveyor. As a result,
the fastening component 84 of the front side panel 34
hangs down from the upper alignment conveyor 256 and
supports the back side panel 134 in a generally limp con-
figuration via engagement between the fastening com-
ponents 82, 84. In the illustrated embodiment, the back
side panel 134 contacts the bottom wall 560 and lower
corner 562 of the support member 548 at the tapered
lead portion 564 thereof and is positioned substantially
below the lower alignment conveyor 256 and the back
waist region 24 of the absorbent chassis 32. However, it
is contemplated that the back side panel 134 may hang
down below the tapered lead portion 564 of the support
member 548 at the location shown in Fig. 20.
[0156] Finally, the training pants 102 are conveyed fur-
ther downstream over the main portion 566 of the support
member 548 as shown in Fig. 21. Based on the vertical
and lateral positioning of the support member 548 relative
to the upper and lower alignment conveyors 256, 258
(and hence the absorbent chassis 32), as well as the
orientation and cross-sectional dimensions of the main
portion 566 of the support member, the front and back
side panels 34, 134 contact the support member and are
generally expanded (e.g., pulled or otherwise spaced
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apart) outward, such as laterally and/or vertically, relative
to the absorbent chassis and pulled taut around the sup-
port member.
[0157] More particularly, the front side panel 34 is ex-
panded by the support member to extend laterally out
over the top wall 552 of the support member 548 and
down over the upper corner 558 such that the fastening
component 84 of the front side panel (and hence the en-
gagement seam 88) is in opposed relationship with the
diffuser plate 588 of the angled outer side wall 556. The
back side panel 134 is expanded to extend below the
bottom wall 560 of the support member 548 in spaced
relationship with the front side panel 34, and up over the
lower corner 562 of the support member. Expanding the
side panels 34, 134 relative to the absorbent chassis in
this manner substantially straightens, or pulls the side
panels taut at the engagement seam 88 and positions
the engagement seam in generally opposed relationship
with the diffuser plate 588. More particularly, tensioning
the side panels 34, 134 around the support member 548
urges the side panels 34, 134 to lay generally flat on the
diffuser plate 588 at the engagement seam 88. Pressu-
rized fluid exhausted from the air bar 570 is directed to
impact at least one of the side panels 34, 134 at the en-
gagement seam 88 to urge the engagement seam in to-
ward the diffuser plate 588 to further urge the fastening
components 82, 84 together.
[0158] Tensioning the side panels 34, 134 also pulls
the engaged fastening components 82, 84 in opposite
directions, e.g., by applying a pulling force to the fasten-
ing component of the front side panel 34 generally up
along the side wall 556 and applying an opposite pulling
force to the fastening component of the back side panel
134 generally down along the side wall as indicated by
the directional arrows in Fig. 21. As a result, one of the
fastening components 82, 84 is urged to slide relative to
the other fastening component, and more particularly in
the illustrated embodiment the fastening components are
urged to slide relative to each other. The tensioning thus
generates a shear stress at the engagement seam 88 to
promote increased engagement between the fastening
components 82, 84. For example, where the fastening
components 82, 84 are hook and loop fasteners, gener-
ating a shear stress at the engagement seam 88 urges
sliding movement of one fastening component relative
to the other such that the hooks become further embed-
ded or otherwise entangled in the loops, thereby
strengthening the engagement between the fastening
components. Where the base material of the loop fas-
tener is constructed of an elastic material, the applied
shear stress may alternatively, or may additionally, result
in stretching (which is also broadly considered herein as
a sliding movement) of the loop fastener relative to the
hook fastener, thereby increasing the spacing between
the loops to allow the hooks to embed deeper therein.
[0159] With the front and back side panels 34, 134 ex-
panded out over the main portion 566 of the support
member 548 so that the engagement seam 88 lays gen-

erally flat on the diffuser plate 588, the inspection control
system operates the radiation source 582 to emit radia-
tion. Radiation from the radiation source 582 diffuses
through the diffuser plate 588 toward the engagement
seam 88 to irradiate the side panels 34, 134 at the en-
gagement seam from within the interior space 51 of the
pants 102. The inspection control system also operates
the image capturing device 594 to detect radiation trans-
mitted outward through the engagement seam 88 to
thereby capture an image of the engagement seam. The
image is then processed and analyzed by a suitable im-
age analyzer (not shown). For example, one desired im-
age analyzer and method for analyzing the captured im-
age is described in co-assigned U.S. application filed by
Tomsovic et al. and entitled "Infrared Detection of Com-
posite Article Components."
[0160] While the side panels 34, 134 of the illustrated
embodiment are pulled taut around the support member
548 to subject the engagement seam 88 to a shear stress
during inspection of the engagement seam, it is under-
stood that the side panels need not be taut and that en-
gagement seam may not be subjected to a shear stress
during inspection of the engagement seam, as long as
the fastening components 82, 84 at the engagement
seam lay generally flat on the radiation source 582, and
more particularly on the diffuser plate 588. For example,
the fastening components 82, 84 at the engagement
seam 88 may be urged to lay flat on the diffuser plate
588 (and hence, more broadly, the radiation source 582)
by pressurized fluid from the air bar 570 or in another
suitable manner without subjecting the engagement
seam to a shear stress.
[0161] Fig. 25 is a cross-section of a second embodi-
ment of a seaming section of apparatus of the present
invention. The seaming section of this second embodi-
ment is similar to that of the first embodiment except that
the support assembly 630 further comprises an air bar,
generally indicated at 670, positioned below and laterally
inward of the bottom wall 660 of the support member
648. Exhaust openings 676 (one of which is shown in
Fig. 25) of the air bar 670 are positioned so as to direct
pressurized fluid, such as air, exhausted therefrom to
impact the portion of the back side panel 134 extending
between the back waist region 24 of the absorbent chas-
sis 32 and the bottom wall 660 of the support member
648. The pressurized fluid urges the back side panel 134
to become taut around the bottom wall 660 and lower
corner 662 of the support member 648. As a result, the
front side panel 34 is pulled taut against the top wall 652
and upper corner 658 of the support member 648 to
thereby urge the engagement seam 88 in toward the dif-
fuser plate 688 to lay flat on the plate and to generate a
shear stress at the engagement seam 88. It is contem-
plated that the fluid pressure of fluid exhausted from the
air bar 670 may be selectively adjusted to control the
tension in the side panels 34, 134.
[0162] While the support member 548, 648 of the illus-
trated embodiment has a cross-section generally in the
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shape of the numeral "7" so that the engagement seam
88 lays against a flat surface (e.g., the outer side wall
556, 656) upon tensioning of the front and back side pan-
els 34, 134, it is contemplated that the support member
may have a cross-section of generally any shape, such
as circular (e.g., such as by using a roller), semi-circular,
polygonal, U-shaped, C-shaped or any other suitable
shape. The support member 548, 648 may also be ori-
ented vertically (e.g., normal to the machine direction)
instead of longitudinally. Also, the side panels 34, 134
need not lie on the support member 548, 648, diffuser
plate 588, 688 or other flat surface upon tensioning of
the front and back side panels 34, 134 at the engagement
seam, but may instead remain free from contact with any
structure without departing from the scope of this inven-
tion as long as the engagement seam is exposed to ra-
diation emitted within the interior space 51 of the pants
102.
[0163] Moreover, the length of the support member
548, 648 over which the engagement seam 88 is con-
veyed may be substantially shorter than the length of the
engagement seam so that only a portion of the engage-
ment seam is conveyed over the support member at any
given time. In this manner, the fastening components 82,
84 would tend to bend, or flex at the engagement seam
88 as the fastening components are conveyed over the
support member 548, 648 to further work the fastening
components together. It is also understood that the shear
stress applied to the engagement seam 88 may alterna-
tively, or may additionally, be generated in the machine
direction (e.g., longitudinally) in which the training pants
are transported through the seaming section, such as by
applying a longitudinally oriented force (e.g., pulling, fric-
tion, etc.) to one of the fastening components 82, 84, or
by applying longitudinally opposite forces to the fastening
components.
[0164] Figure 26 illustrates a cross-section of an alter-
native embodiment of an inspection system 720 for in-
specting the engagement seam 88 of the pants 102. The
inspection system 720 is substantially similar to that of
the first embodiment except that the image capturing de-
vice 794 is supported by the support member 748 for
positioning within the interior space 51 of the pants 102
upon conveyance of the pants over the support member.
More particularly, the device 794 is disposed within the
channel 767 between the outer side wall 756 and inner
side wall 763 of the support member 748 and aimed out
toward the engagement seam 88. Instead of a diffuser
plate (such as the diffuser plate 588 described previous-
ly), a transparent plate 788 is used to permit the image
capturing device 794 to capture radiation reflected by the
engagement seam back through the plate. As an exam-
ple, a number of the LED’s 584 of the radiation source
582 illustrated in Fig. 23 may replaced with one or more
charged coupled devices 800 as shown in Fig. 26, or by
linescan devices (not shown) or other suitable devices
for detecting radiation. As another example, the image
capturing device 794 may be a two-way image capturing

device capable of emitting and detecting radiation.
[0165] In operation, the image capturing device 794
detects radiation emitted by the radiation source 782 and
reflected by the engagement seam 88 to capture an im-
age of the engagement seam. Positioning the image cap-
turing device 794 within the interior space 51 of the pants
102 in this manner as the pants are conveyed over the
support member 748 allows the device to capture a clear-
er image of the front side panel 34 (e.g., the underlying
panel) at the engagement seam 88 since the device does
not have to "look" through the back side panel 134 (e.g.,
the overlapping panel).
[0166] In another alternative embodiment, as shown
in Fig. 27, a radiation source, indicated generally at 882,
is positioned exterior of the support member 848 in
spaced relationship with the outer side wall 856 of the
support member and emits radiation in toward the en-
gagement seam 88. A diffuser 890 is positioned between
the radiation source 882 and the support member 848.
The image capturing device 894 is positioned within the
channel 867 between the outer side wall 856 and inner
side wall 863 of the support member 848 and aimed out
toward the engagement seam 88. Thus, radiation emitted
by the radiation source 882 transmits through the diffuser
890 to the engagement seam 88, and then inward
through the engagement seam and transparent plate 888
for detection by the image capturing device 894. The im-
age capturing device 894 of the illustrated embodiment
may comprise an array of charged coupled devices 900
as shown in Fig. 27, or by linescan devices (not shown)
or other suitable devices for detecting radiation.
[0167] While expansion of the training pants 102 of the
illustrated embodiment to facilitate inspection of the en-
gagement seam 88 by the inspection system 520, 720
entails expanding the front and back side panels 34, 134
outward relative to the absorbent chassis 32, it is under-
stood that the pants may be expanded in other suitable
manners to straighten or otherwise pull the side panels
taut at the engagement seam without departing from the
scope of this invention. For example, while not shown in
the drawings, the spacing between the upper and lower
alignment conveyers 256, 258 may substantially in-
crease toward the downstream end of the seaming sec-
tion 250 following connection of the front and back side
panels 34, 134 at the engagement seam 88 to expand
the entire article at the absorbent chassis 32, e.g., by
pulling the front and back waist regions 22, 24 of the
absorbent chassis apart from each other. Increasing the
spacing between the front and back waist regions 22, 24
causes the connected side panels 34, 134 to generally
straighten therebetween to the pull the side panels taut
at the engagement seam 88. As a result, the side panels
34, 134 do not need to be supported by the support mem-
ber 548, 748 during inspection of the engagement seam
88.
[0168] Also, the methods and apparatus of the present
invention are shown and described herein in connection
with making a pair of child’s training pants 20 and inspect-
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ing an engagement seam 88 thereof. However, it is un-
derstood that the methods and apparatus can be used
to make and inspect a variety of articles other than pants
20 where such articles comprise at least two flexible el-
ements connected together during the making of such
articles in overlapping relationship with other to define
an engagement seam as long as the article has an interior
space bounded in part by the engagement seam. Such
articles may include other disposable garments such as
diapers, feminine hygiene products, incontinence prod-
ucts, other personal care or health care garments, swim
pants, athletic clothing, pants and shorts, as well as other
articles, such as balloons, tents, sleeves, cigarette pack-
ages, bags, and the like, whether such articles are dis-
posable or not and whether such articles are absorbent
or not.
[0169] It also contemplated that a shear stress may
alternatively, or may additionally, be generated at the en-
gagement seam 88 other than by the seaming section
250. For example, from the seaming section 250, the pre-
fastened training pants 20 can be processed through var-
ious finishing stations 254 (Fig. 6) for operations such as
side panel tucking, packaging, and the like, during which
a shear stress may be applied to the engagement seam
88. Fig. 28 schematically illustrates a side panel tucking
station, generally indicated at 730, downstream of the
upper and lower alignment conveyors 256, 258 of the
seaming section 250. The tucking station 730 comprises
opposed upper and lower vacuum conveyors 732, 734
having an upstream end 736 generally aligned with the
upper and lower alignment conveyors 256, 258 of the
seaming section 250 for receiving the pre-fastened train-
ing pants 20 into the tucking station.
[0170] In the illustrated embodiment, the upper and
lower vacuum conveyors 732, 734 are generally angled
relative to the upper and lower alignment conveyors 256,
268 of the seaming section 250 for conveying the side
panels from a downstream end 738 of the tucking station
to subsequent processing apparatus (not shown). The
vacuum conveyors 732, 734 are also angled relative to
each other such that the spacing between the upper and
lower vacuum conveyors at the upstream end 736 of the
tucking station 730 is substantially greater than the spac-
ing therebetween at the downstream end 738 of the tuck-
ing station.
[0171] A blade assembly, generally indicated at 740,
is mounted on the upper vacuum conveyor 732 interme-
diate the upstream and downstream ends 736, 738 of
the tucking station 730. The blade assembly comprises
a pair of drive shafts 742 (one of which is shown in Fig.
28) spaced laterally outward from opposite sides of the
upper and lower vacuum conveyors 732, 734. The drive
shafts 742 are operatively connected to a suitable motor
(not shown) for driven rotation about respective axes ex-
tending generally normal to the lower vacuum conveyor
732. Three blades 744 (two of which are shown in Fig.
28) are secured to each drive shaft 742 and extend out-
ward from the drive shaft transverse to the rotation axis

thereof for conjoint rotation with the drive shaft relative
to the upper and lower vacuum conveyors 732, 734. As
shown in Fig. 29, the blades 744 are positioned and sized
to extend transversely between the upper and lower vac-
uum conveyors 732, 734 for contacting the connected
front and back side panels 34, 134 of the training pants
20 upon rotation of the blades, and are more desirably
positioned and sized in length such that upon rotation
between the upper and lower vacuum conveyors, each
blade is capable of extending substantially laterally in-
ward of the side edges 36 of the absorbent chassis 32
of the training pants 20.
[0172] In operation, the pre-fastened training pants 20
are received between the upper and lower vacuum con-
veyors 732, 734 at the upstream end 736 of the tucking
station 730. The front waist region 22 of the absorbent
chassis 32 is drawn and held against the upper vacuum
conveyor 732 and the back waist region 24 is drawn and
held against the lower vacuum conveyor 734. The spac-
ing between the conveyors 732, 734 at the upstream end
736 of the tucking station 730 pulls the front and back
waist regions 22, 24 apart, thereby generally straighten-
ing the engaged front and back side panels 34, 134 (e.g.,
orienting the side panels more vertically) for exposure to
the blades 744. As the training pants 20 are conveyed
past the blade assembly 740 as shown in Fig. 28, the
blades 744 rotate on the rotation axis of the drive shafts
742 into contact with the side panels (e.g., the back side
panels 134 in the illustrated embodiment) to urge the
engaged side panels 34, 134 laterally inward between
the front and back waist regions 22, 24 of the training
pants 20 to a tucked configuration.
[0173] The positioning and length of the blades 744 is
such that the front and back side panels 34, 134 are pulled
taut as shown in Fig. 28 upon being tucked between the
front and back waist regions 22, 24 of the training pants
20. As a result, oppositely directed pulling forces, as in-
dicated by direction arrows, are applied to the fastening
components 82, 84 to generate shear stresses at the
engagement seams 88. It is contemplated that the blades
744 on each side of tucking station 730 may instead con-
tact the front side panels 34, or the blades on one side
of the tucking station may contact the respective back
side panel 134 and the blades on the opposite side of
the tucking station may contact the respective front side
panel 134, without departing from the scope of this in-
vention.
[0174] It will be appreciated that details of the foregoing
embodiments, given for purposes of illustration, are not
to be construed as limiting the scope of this invention.
Although only a few exemplary embodiments of this in-
vention have been described in detail above, those
skilled in the art will readily appreciate that many modi-
fications are possible in the exemplary embodiments
without materially departing from the novel teachings and
advantages of this invention. For example, features de-
scribed in relation to one embodiment may be incorpo-
rated into any other embodiment of the invention. Ac-
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cordingly, all such modifications are intended to be in-
cluded within the scope of this invention, which is defined
in the following claims and all equivalents thereto. Fur-
ther, it is recognized that many embodiments may be
conceived that do not achieve all of the advantages of
some embodiments, particularly of the preferred embod-
iments, yet the absence of a particular advantage shall
not be construed to necessarily mean that such an em-
bodiment is outside the scope of the present invention.
[0175] Various changes could be made in the above
constructions without departing from the scope of the in-
vention defined by the appended claims.

Claims

1. A method for making and inspecting a pre-fastened
article having at least two fastening components (82,
84) capable of connection with each other during in-
itial assembly of the article to at least partially form
said pre-fastened article, the method comprising:

arranging a portion of one of the fastening com-
ponents (82, 84) in overlapping relationship with
a portion of the other one of said components
(82, 84);
connecting said portions together to define an
engagement seam (88) of said article;
arranging the article to define an interior space
(51) thereof whereby the interior space (51) is
bounded in part by the engagement seam (88);
irradiating said components (82, 84) at the en-
gagement seam (88) from within the interior
space (51) of the article; and
capturing an image of the irradiated engage-
ment seam (88).

2. A method as set forth in claim 1 wherein the step of
emitting radiation comprises positioning a source of
radiation (582; 782) within the interior space (51) of
the article and operating said radiation source (582;
782) to emit radiation toward the engagement seam
(88).

3. A method as set forth in claim 2 wherein the radiation
is infrared radiation.

4. A method as set forth in claim 3 wherein the radiation
has a wavelength in the range of about 700 nanom-
eters to about 1,200 nanometers.

5. A method as set forth in claim 2, 3 or 4 further com-
prising diffusing the radiation emitted from the radi-
ation source (582) toward the engagement seam
(88).

6. A method as set forth in any of claims 2-5 further
comprising the step of conveying the article in a pre-

determined direction over the radiation sources
(582; 782) such that the radiation source (582; 782)
is positioned within the interior space (51) of the ar-
ticle upon conveyance of the article over said radia-
tion source (582; 782).

7. A method as set forth in claim 1 wherein the step of
capturing an image of the engagement seam (88)
comprises detecting radiation transmitted generally
through the components (82, 84) at the engagement
seam (88) to capture an image thereof.

8. A method as set forth in claim 7 wherein the step of
capturing an image of the engagement seam further
comprises positioning an image capturing device
(594) exterior of the article and operating said device
(594) to detect radiation transmitted from generally
within the interior space (51) of the article out through
the components (82, 84) at the engagement seam
(88).

9. A method as set forth in any of claims 1-6 wherein
the step of capturing an image of the engagement
seam (88) comprises detecting radiation which is
generally reflected by the engagement seam (88) to
capture an image thereof.

10. A method as set forth in claim 9 wherein the step of
capturing an image of the engagement seam (88)
further comprises positioning an image capturing de-
vice (794) generally within the interior space (51) of
the article and operating said device (794) to detect
radiation generally reflected by the engagement
seam (88).

11. A method as set forth in any of claims 2-10 further
comprising supporting the components (82, 84) on
a support member (548) disposed generally within
the interior space (51) of the article such that the
support member (548) is positioned generally be-
tween the radiation source (582; 782) and the en-
gagement seam (88), said support member (548)
being at least partially constructed of a material
which permits the transmission of radiation there-
through whereby radiation emitted by the radiation
source (582;782) generally within the interior space
(51) of the article passes through the support mem-
ber (548) toward the engagement seam (88).

12. A method as set forth in claim 11 further comprising
urging the components (82, 84) to lay generally flat
on the support member (548) at the engagement
seam (88) while capturing an image of the engage-
ment seam (88).

13. A method as set forth in claim 12 wherein the step
of urging the components (82, 84) comprises direct-
ing pressurized fluid toward the support member
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(548) to impact at least one of the components (82,
84) generally at the engagement seam (88) whereby
the pressurized fluid urges the components (82, 84)
to lay generally flat on the support member (548) at
the engagement seam (88).

14. A method as set forth in claim 12 or 13 further com-
prising mechanically handling the article to generally
tension the components (82, 84) over the support
member (548) whereby tensioning the components
(82, 84) urges the components (82, 84) in toward the
support member (548) to facilitate laying the com-
ponents (82, 84) generally flat on the support mem-
ber (548) at the engagement seam (88).

15. A method as set forth in claim 14 wherein tensioning
of the components (82, 84) generates a shear stress
at the engagement seam (88).

16. A method as set forth in any of claims 1-13 further
comprising mechanically handling the article to gen-
erate a shear stress at the engagement seam (88)
at least one of before and during the step of capturing
the image of said engagement seam (88).

17. A method as set forth in any preceding claim wherein
the pre-fastened article comprises pre-fastened dis-
posable pants comprising an absorbent chassis (32)
having a front waist region (22), a back waist region
(24) and a crotch region (26) extending longitudinally
therebetween, a front side panel (34) extending lat-
erally out from the front waist region (22), and a back
side panel (134) extending laterally out from the back
waist region (24), said step of arranging portions of
the fastening components (82, 84) in overlapping re-
lationship with each other comprising arranging one
of the front side panel (34) and the back side panel
(134) in overlapping relationship with the other one
of the front side panel (34) and the back side panel
(134), said connecting step comprising connecting
said front and back side panels (34,134) together to
define an engagement seam (88), said irradiating
step comprising irradiating the front and back side
panels (34,134) at the engagement seam (88) from
generally within the interior space (51) of the pants.

18. A method as set forth in claim 17 further comprising
expanding at least a portion of the pants to tension
the front and back side panels (34,134) generally at
the engagement seam (88), said image capturing
step comprising capturing an image of the irradiated
engagement seam (88) while said portion of the
pants is expanded.

19. A method as set forth in claim 18 further comprising
assembling the pants in a generally unfolded, laid
flat configuration to form the absorbent chassis (32)
and the front and back side panels (34,134) extend-

ing respectively out from the front and back waist
regions (22, 24) of the absorbent chassis (32), said
assembling step being performed prior to said ar-
ranging step, said arranging step comprising folding
the pants on a foldline extending laterally through
the crotch region (26) of the absorbent chassis (32)
such that the front waist region (22) is in opposed
relationship with the back waist region (24) and the
front side panel (34) is in opposed relationship with
the back side panel (134).

20. A method as set forth in claim 19 further comprising
the step of tucking the front and back side panels
(34, 134) at the engagement seam (88) between the
front and back waist regions (22, 24) of the absorbent
chassis (32) following said image capturing step.

21. A method as set forth in claim 20 further comprising
tensioning the side panels (34, 134) as the side pan-
els (34, 134) are tucked between the front and back
waist regions (22, 24) whereby said tensioning gen-
erates a shear stress at the engagement seam (88).

22. A method as set forth in any of claims 18-21 wherein
the step of expanding at least a portion of the pants
comprises pulling the front and back side panels (34,
134) in generally opposite directions to tension the
side panels at the engagement seam (88).

23. A method as set forth in claim 22 wherein the step
of expanding at least a portion of the pants comprises
expanding the side panels (34, 134) generally out-
ward relative to the absorbent chassis (32).

24. A method as set forth in claim 23 wherein the step
of expanding the side panels (34, 134) comprises
tensioning the side panels (34, 134) over a support
member (548).

25. A method as set forth in claim 24 further comprising
urging the engagement seam (88) to lay generally
flat on the support member (548) while capturing an
image of the engagement seam (88).

26. A method as set forth in claim 25 wherein the en-
gagement seam (88) is urged toward the support
member (548) by pressurized fluid directed to impact
at least one of the side panels (34, 134) generally at
the engagement seam (88) whereby the pressurized
fluid urges the engagement seam (88) to lay gener-
ally flat on the support member (548).

27. A method as set forth in any of claims 18-21 further
comprising mechanically handling the pants to gen-
erate a shear stress at the engagement seam (88)
at least one of before and during the step of capturing
the image of said engagement seam (88).
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28. A method as set forth in claim 1 wherein the step of
irradiating said components (82, 84) at the engage-
ment seam (88) comprises urging said components
(82, 84) at the engagement seam (88) to lay gener-
ally flat on a source of radiation (582; 782), and emit-
ting radiation from said radiation source (582; 782)
toward the engagement seam (88) to irradiate said
components (82, 84) at the engagement seam (88).

29. A method as set forth in claim 28 wherein the radi-
ation is infrared radiation.

30. A method as set forth in claim 28 or 29 further com-
prising diffusing radiation emitted from the radiation
source (582;782) toward the engagement seam
(88).

31. A method as set forth in claim 28, 29 or 30 wherein
the step of urging the components (82, 84) compris-
es directing pressurized fluid to impact at least one
of the components (82, 84) generally at the engage-
ment seam (88) whereby the pressurized fluid urges
the components (82, 84) to lay generally flat on the
radiation source (582; 782) at the engagement seam
(88).

32. A method for making and inspecting a pre-fastened
article having at least two fastening components (82,
84) capable of connection with each other during in-
itial assembly of the article to at least partially form
said pre-fastened article, the method comprising:

arranging a portion of one of the fastening com-
ponents (82, 84) in overlapping relationship with
a portion of the other one of said components
(82, 84);
connecting said portions together to define an
engagement seam (88) of said article;
arranging the article to define an interior space
(51) thereof whereby the interior space (51) is
bounded in part by the engagement seam (88);
irradiating the components (82, 84) at the en-
gagement seam (88); and
capturing an image of the irradiated engage-
ment seam (88) from generally within the interior
space (51) of the article.

33. A method as set forth in claim 33 wherein the step
of irradiating the components (82, 84) at the engage-
ment seam (88) comprises emitting radiation gener-
ally within the interior space (51) of the article toward
the engagement seam (88).

34. A method as set forth in claim 32 or 33 wherein the
components (82, 84) are irradiated with infrared ra-
diation.

35. A method as set forth in claim 34 wherein the radi-

ation has a wavelength in the range of about 700
nanometers to about 1,200 nanometers.

36. A method as set forth in any of claims 32-35 wherein
the step of capturing an image of the engagement
seam (88) comprises positioning an image capturing
device (794; 894) generally within the interior space
(51) of the article with the device (794; 894) aimed
generally toward the engagement seam (88) and op-
erating the image capturing device (794; 894) to cap-
ture an image of the irradiated engagement seam
(88).

37. A method as set forth in claim 36 further comprising
the step of conveying the article in a predetermined
direction over the image capturing device (794; 894)
such that the image capturing device (794; 894) is
positioned within the interior space (51) of the article,
said steps of irradiating the components (82, 84) at
the engagement seam (88) and operating the image
capturing device (794; 894) being performed while
the article is conveyed over the image capturing de-
vice (794; 894).

38. A method as set forth in any of claims 33-37 further
comprising supporting the components (82, 84) on
a support member (548) disposed generally within
the interior space (51) of the article whereby the sup-
port member (548) is positioned generally between
the image capturing device (794; 894) and the com-
ponents (82, 84) at the engagement seam (88), said
support member (548) being at least partially con-
structed of a material which permits the transmission
of radiation therethrough.

39. A method as set forth in claim 38 further comprising
urging the components (82, 84) to lay generally flat
on the support member (548) at the engagement
seam (88) while capturing an image of the engage-
ment seam (88).

40. A method as set forth in claim 39 wherein the step
of urging the components (82, 84) comprises direct-
ing pressurized fluid toward the support member
(548) to impact at least one of the components (82,
84) generally at the engagement seam (88) whereby
the pressurized fluid urges the components (82, 84)
to lay generally flat on the support member (548) at
the engagement seam (88).

41. A method as set forth in claim 39 or 40 further com-
prising mechanically handling the article to generally
tension the components (82, 84) over the support
member (548) at the engagement seam (88) where-
by tensioning the components (82, 84) urges the en-
gagement seam (88) in toward the support member
(548) to facilitate laying the engagement seam (88)
generally flat on the support member (548).
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42. A method as set forth in claim 41 wherein tensioning
the components (82, 84) generates a shear stress
at the engagement seam (88).

43. A method as set forth in any of claims 32-42 further
comprising mechanically handling the article to gen-
erate a shear stress at the engagement seam (88)
at least one of before and during the step of capturing
the image of said engagement seam (88).

44. A method as set forth in claim 33 wherein the step
of irradiating the components (82, 84) at the engage-
ment seam (88) comprises emitting radiation gener-
ally exterior of the article toward the engagement
seam (88).

45. A method as set forth in any of claims 32-44 wherein
the pre-fastened article comprises pre-fastened dis-
posable pants comprising an absorbent chassis (32)
having a front waist region (22), a back waist region
(24) and a crotch region (26) extending longitudinally
therebetween, a front side panel (34) extending lat-
erally out from the front waist region (22), and a back
side panel (134) extending laterally out from the back
waist region (24), said step of arranging portions of
the fastening components (82, 84) in overlapping re-
lationship with each other comprising arranging one
of the front side panel (34) and the back side panel
(134) in overlapping relationship wit the other one of
the front side panel (34) and the back side panel
(134), said connecting step comprising connecting
said front and back side panels (34, 134) together
to define an engagement seam (88), said irradiating
step comprising irradiating the front and back side
panels (34, 134) at the engagement seam (88), ant
said image capturing step comprising capturing an
image on the irradiated engagement seam (88) from
generally within the interior space (51) of the pants.

46. A method as set forth in claim 45 further comprising
expanding at least a portion of the pants to tension
the front and back side panels (34, 134) generally at
the engagement seam (88), said image capturing
step comprising capturing an image of the irradiated
engagement seam (88) from generally within the in-
terior space (51) of the pants while said portion of
the pants is expanded.

47. A method as set forth in claim 46 further comprising
assembling the pants in a generally unfolded, laid
flat configuration to form the absorbent chassis (32)
and the front and back side panels (34, 134) extend-
ing respectively out from the front and back waist
regions (22, 24) of the absorbent chassis (32), said
assembling step being performed prior to said ar-
ranging step, said arranging step comprising folding
the pants on a foldline extending laterally through
the crotch region (26) of the absorbent chassis (32)

such that the front waist region (22) is in opposed
relationship with the back waist region (24) and the
front side panel (34) is in opposed relationship with
the back side panel (134).

48. A method as set forth in claim 47 further comprising
the step of tucking the front and back side panels
(34, 134) at the engagement seam (88) between the
front and back waist regions (22, 24) of the absorbent
chassis (32) following said image capturing step.

49. A method as set forth in claim 48 further comprising
tensioning the side panels (34, 134) as the side pan-
els are tucked between the front and back waist re-
gions (22, 24) whereby said tensioning generates a
shear stress at the engagement seam (88).

50. A method as set forth in any of claims 46-49 wherein
the step of expanding at least a portion of the pants
comprises pulling the front and back side panels (34,
134) in generally opposite directions to tension the
side panels (34, 134) at the engagement seam (88).

51. A method as set forth in claim 50 wherein the step
of expanding at least a portion of the pants comprises
expanding the side panels (34, 134) generally out-
ward relative to the absorbent chassis (32).

52. A method as set forth in claim 51 wherein the step
of expanding the side panels (34, 134) comprises
tensioning the side panels (34, 134) over a support
member (548).

53. A method as set forth in claim 52 further comprising
urging the engagement seam (88) to lay generally
flat on the support member (548) while capturing an
image of the engagement seam (88).

54. A method as set forth in claim 53 wherein the en-
gagement seam (88) is urged toward the support
member (548) by pressurized fluid directed to impact
a least one of the side panels (34, 134) generally at
the engagement seam (88) whereby the pressurized
fluid urges the engagement seam (88) to lay gener-
ally flat on the support member (548).

55. A method as set forth in any of claims 45-49 further
comprising mechanically handling the pants to gen-
erate a shear stress at the engagement seam (88)
at least one of before and during the step of capturing
the image of said engagement seam (88).

56. A method as set forth in claim 32 wherein the step
of irradiating said the components (82, 84) at the
engagement seam (88) comprises urging said com-
ponents (82, 84) at the engagement seam (88) to
lay generally flat on a source of radiation (782), and
emitting radiation from said radiation source (782)
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toward the engagement seam (88) to irradiate said
components (82, 84) at the engagement seam (88).

57. A method as set forth in claim 56 wherein the radi-
ation is infrared radiation.

58. A method as set forth in claim 56 or 57 further com-
prising diffusing radiation emitted from the radiation
source (782) toward the engagement seam (88).

59. A method as set forth in claim 56, 57 or 58 wherein
the step of urging the components (82, 84) compris-
es directing pressurized fluid to impact at least one
of the components (82, 84) generally at the engage-
ment seam (88) whereby the pressurized fluid urges
the components (82, 84) to lay generally flat on the
radiation source (782) at the engagement seam (88).

60. A method as set forth in any of claims 56-59 wherein
the radiation source (782) emits radiation from within
the interior space (51) of the article.

Patentansprüche

1. Verfahren zur Herstellung und Prüfung eines vorbe-
festigten Artikels mit mindestens zwei Befestigungs-
komponenten (82, 84), die beim anfänglichen Zu-
sammenfügen des Artikels miteinander verbunden
werden können, um mindestens teilweise den vor-
befestigten Artikel zu bilden, wobei das Verfahren
die folgenden Schritte umfasst:

Anordnen eines Abschnitts einer der Befesti-
gungskomponenten (82, 84), so dass er einen
Abschnitt der anderen der Komponenten (82,
84) überlappt,
Verbinden der Abschnitte miteinander zur Defi-
nierung eines Eingriffssaums (88) des Artikels,
Anordnen des Artikels, so dass er einen Innen-
raum (51) definiert, wobei der Innenraum (51)
teilweise durch den Eingriffssaum (88) begrenzt
ist,
Bestrahlen der Komponenten (82, 84) am Ein-
griffssaum (88) vom Innenraum (51) des Artikels
aus und
Erfassen eines Bilds des bestrahlten Eingriffs-
saums (88).

2. Verfahren nach Anspruch 1, wobei der Schritt des
Emittierens von Strahlung das Positionieren einer
Strahlungsquelle (582; 782) in dem Innenraum (51)
des Artikels und das Betreiben der Strahlungsquelle
(582; 782) zum Emittieren von Strahlung zum Ein-
griffssaum (88) hin umfasst.

3. Verfahren nach Anspruch 2, wobei es sich bei der
Strahlung um Infrarotstrahlung handelt.

4. Verfahren nach Anspruch 3, wobei die Strahlung ei-
ne Wellenlänge im Bereich von ungefähr 700 Nano-
meter bis ungefähr 1200 Nanometer hat.

5. Verfahren nach Anspruch 2, 3 oder 4, ferner mit dem
Streuen der aus der Strahlungsquelle (582) emittier-
ten Strahlung zum Eingriffssaum (88) hin.

6. Verfahren nach einem der Ansprüche 2 - 5, ferner
mit dem Schritt des Transportierens des Artikels in
einer vorbestimmten Richtung über die Strahlungs-
quelle (582; 782), so dass die Strahlungsquelle (582;
782) nach dem Transport des Artikels über die Strah-
lungsquelle (582; 782) im Innenraum (51) des Arti-
kels positioniert ist.

7. Verfahren nach Anspruch 1, wobei der Schritt des
Erfassens eines Bilds des Eingriffssaums (88) das
Erfassen von Strahlung umfasst, die allgemein
durch die Komponenten (82, 84) am Eingriffssaum
(88) hindurchgelassen wird, um ein Bild davon zu
erfassen.

8. Verfahren nach Anspruch 7, wobei der Schritt des
Erfassens eines Bilds des Eingriffssaums ferner das
Positionieren einer Bilderfassungsvorrichtung (594)
außerhalb des Artikels und das Betreiben der Vor-
richtung (594) zur Erfassung von Strahlung umfasst,
die aus allgemein dem Innenraum (51) des Artikels
heraus durch die Komponenten (82, 84) am Ein-
griffssaum (88) hindurchgelassen wird.

9. Verfahren nach einem der Ansprüche 1 - 6, wobei
der Schritt des Erfassens eines Bilds des Eingriffs-
saums (88) das Erfassen von Strahlung umfasst, die
allgemein durch den Eingriffssaum (88) reflektiert
wird, um ein Bild davon zu erfassen.

10. Verfahren nach Anspruch 9, wobei der Schritt des
Erfassens eines Bilds des Eingriffssaums (88) ferner
das Positionieren einer Bilderfassungsvorrichtung
(794) allgemein im Innenraum (51) des Artikels und
das Betreiben der Vorrichtung (794) zur Erfassung
von allgemein durch den Eingriffssaum (88) reflek-
tierter Strahlung umfasst.

11. Verfahren nach einem der Ansprüche 2 - 10, ferner
mit dem Stützen der Komponenten (82, 84) auf ei-
nem Stützelement (548), das allgemein im Innen-
raum (51) des Artikels angeordnet ist, so dass das
Stützelement (548) allgemein zwischen der Strah-
lungsquelle (582; 782) und dem Eingriffssaum (88)
positioniert ist, wobei das Stützelement (548) min-
destens teilweise aus einem Material konstruiert ist,
das Hindurchlassen von Strahlung gestattet, wo-
durch die durch die Strahlungsquelle (582; 782) all-
gemein im Innenraum (51) des Artikels emittierte
Strahlung durch das Stützelement (548) zum Ein-
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griffssaum (88) geht.

12. Verfahren nach Anspruch 11, ferner mit dem Drän-
gen der Komponenten (82, 84) dahingehend, dass
sie am Eingriffssaum (88) allgemein flach auf dem
Stützelement (548) liegen, während ein Bild des Ein-
griffssaums (88) erfasst wird.

13. Verfahren nach Anspruch 12, wobei der Schritt des
Drängens der Komponenten (82, 84) das Richten
von unter Druck stehendem Fluid zum Stützelement
(548) hin umfasst, so dass es auf mindestens eine
der Komponenten (82, 84) allgemein am Eingriffs-
saum (88) auftrifft, wodurch das unter Druck stehen-
de Fluid die Komponenten (82, 84) dazu drängt, am
Eingriffssaum (88) allgemein flach auf dem Stütze-
lement (548) zu liegen.

14. Verfahren nach Anspruch 12 oder 13, ferner mit dem
mechanischen Handhaben des Artikels, um die
Komponenten (82, 84) allgemein über das Stützele-
ment (548) zu spannen, wobei die Komponenten
(82, 84) durch ihr Spannen zum Stützelement (548)
hin gedrängt werden, um das allgemein flache Hin-
legen der Komponenten (82, 84) auf das Stützele-
ment (548) am Eingriffssaum (88) zu erleichtern.

15. Verfahren nach Anspruch 14, wobei das Spannen
der Komponenten (82, 84) eine Scherbeanspru-
chung am Eingriffssaum (88) erzeugt.

16. Verfahren nach einem der Ansprüche 1 - 13, ferner
mit mechanischem Handhaben des Artikels zur Er-
zeugung einer Scherbeanspruchung am Eingriffs-
saum (88) vor dem und/oder während des Schritts
des Erfassens des Bilds des Eingriffssaums (88).

17. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei der vorbefestigte Artikel eine vorbefestig-
te Einweghose umfasst, die ein absorbierendes
Chassis (32) umfasst, mit einem vorderen Taillen-
bereich (22), einem hinteren Taillenbereich (24) und
einem Schrittbereich (26), der sich in Längsrichtung
dazwischen erstreckt, wobei sich ein vorderes Sei-
tenfeld (34) vom vorderen Taillenbereich (22) aus
seitlich erstreckt und sich ein hinteres Seitenfeld
(134) vom hinteren Taillenbereich (24) aus seitlich
erstreckt, wobei der Schritt des Anordnens von Ab-
schnitten der Befestigungskomponenten (82, 84), so
dass sie sich überlappen, das Anordnen des vorde-
ren Seitenfelds (34) oder des hinteren Seitenfelds
(134), so dass sie das jeweils andere Seitenfeld
(134, 34) überlappen, umfasst, der Schritt des Ver-
bindens das Verbinden des vorderen und hinteren
Seitenfelds (34, 134) miteinander, so dass sie einen
Eingriffssaum (88) definieren, umfasst und der
Schritt des Bestrahlens das Bestrahlen des vorderen
und hinteren Seitenfelds (34, 134) am Eingriffssaum

(88) von allgemein innerhalb des Innenraums (51)
der Hose aus umfasst.

18. Verfahren nach Anspruch 17, ferner mit dem Aus-
dehnen mindestens eines Abschnitts der Hose zum
Spannen des vorderen und hinteren Seitenfelds (34,
134) allgemein am Eingriffssaum (88), wobei der Bil-
derfassungsschritt das Erfassen eines Bilds des be-
strahlten Eingriffssaums (88) beim Ausdehnen des
Abschnitts der Hose umfasst.

19. Verfahren nach Anspruch 18, ferner mit dem Zusam-
menfügen der Hose in einer allgemein aufgefalteten,
flach gelegten Konfiguration, um das absorbierende
Chassis (32) zu bilden, wobei sich das vordere und
das hintere Seitenfeld (34, 134) jeweils vom vorde-
ren und hinteren Taillenbereich (22, 24) des absor-
bierenden Chassis (32) aus erstrecken, wobei der
Zusammenfügeschritt vor dem Anordnungsschritt
durchgeführt wird, wobei der Anordnungsschritt das
Falten der Hose entlang einer Falzlinie umfasst, die
sich seitlich durch den Schrittbereich (26) des ab-
sorbierenden Chassis (32) erstreckt, so dass der
vordere Taillenbereich (22) dem hinteren Taillenbe-
reich (24) gegenüberliegt und das vordere Seitenfeld
(34) dem hinteren Seitenfeld (134) gegenüberliegt.

20. Verfahren nach Anspruch 19, ferner mit dem Schritt
des Einsteckens des vorderen und hinteren Seiten-
felds (34, 134) am Eingriffssaum (88) zwischen den
vorderen und hinteren Taillenbereich (22, 24) des
absorbierenden Chassis (32) nach dem Bilderfas-
sungsschritt.

21. Verfahren nach Anspruch 20, ferner mit dem Span-
nen der Seitenfelder (34, 134), während die Seiten-
felder (34, 134) zwischen den vorderen und hinteren
Taillenbereich (22, 24) eingesteckt werden, wobei
durch das Spannen eine Scherbeanspruchung am
Eingriffssaum (88) erzeugt wird.

22. Verfahren nach einem der Ansprüche 18 - 21, wobei
der Schritt des Ausdehnens mindestens eines Ab-
schnitts der Hose das Ziehen des vorderen und hin-
teren Seitenfelds (34, 134) in allgemein entgegen-
gesetzte Richtungen umfasst, um die Seitenfelder
am Eingriffssaum (88) zu spannen.

23. Verfahren nach Anspruch 22, wobei der Schritt des
Ausdehnens mindestens eines Abschnitts der Hose
das Ausdehnen der Seitenfelder (34, 134) allgemein
nach außen bezüglich des absorbierenden Chassis
(32) umfasst.

24. Verfahren nach Anspruch 23, wobei der Schritt des
Ausdehnens der Seitenfelder (34, 134) das Spannen
der Seitenfelder (34, 134) über ein Stützelement
(548) umfasst.
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25. Verfahren nach Anspruch 24, ferner mit dem Drän-
gen des Eingriffssaums (88) dahingehend, dass er
allgemein flach auf dem Stützelement (548) liegt,
während ein Bild des Eingriffssaums (88) erfasst
wird.

26. Verfahren nach Anspruch 25, wobei der Eingriffs-
saum (88) zum Stützelement (548) hin gedrängt
wird, indem unter Druck stehendes Fluid so gerichtet
wird, dass es auf mindestens eines der Seitenfelder
(34, 134) allgemein am Eingriffssaum (88) auftrifft,
wodurch das unter Druck stehende Fluid den Ein-
griffssaum (88) dazu drängt, allgemein flach auf dem
Stützelement (548) zu liegen.

27. Verfahren nach einem der Ansprüche 18 - 21, ferner
mit mechanischem Handhaben der Hose zur Erzeu-
gung einer Scherbeanspruchung am Eingriffssaum
(88) vor dem und/oder während des Schritts des Er-
fassens des Bilds des Eingriffssaums (88).

28. Verfahren nach Anspruch 1, wobei der Schritt des
Bestrahlens der Komponenten (82, 84) am Eingriffs-
saum (88) das Drängen der Komponenten (82, 84)
am Eingriffssaum (88) dahingehend umfasst, dass
sie allgemein flach auf der Strahlungsquelle (582;
782) liegen, und das Emittieren von Strahlung von
der Strahlungsquelle (582; 782) zum Eingriffssaum
(88), um die Komponenten (82, 84) am Eingriffs-
saum (88) zu bestrahlen.

29. Verfahren nach Anspruch 28, wobei es sich bei der
Strahlung um Infrarotstrahlung handelt.

30. Verfahren nach Anspruch 28 oder 29, ferner mit dem
Streuen von aus der Strahlungsquelle (582; 782)
emittierter Strahlung zum Eingriffssaum (88) hin.

31. Verfahren nach Anspruch 28, 29 oder 30, wobei der
Schritt des Drängens der Komponenten (82, 84) das
Richten von unter Druck stehendem Fluid dahinge-
hend umfasst, so dass es auf mindestens eine der
Komponenten (82, 84) allgemein am Eingriffssaum
(88) auftrifft, wodurch das unter Druck stehende
Fluid die Komponenten (82, 84) dazu drängt, am Ein-
griffssaum (88) allgemein flach auf der Strahlungs-
quelle (582; 782) zu liegen.

32. Verfahren zur Herstellung und Prüfung eines vorbe-
festigten Artikels mit mindestens zwei Befestigungs-
komponenten (82, 84), die beim anfänglichen Zu-
sammenfügen des Artikels miteinander verbunden
werden können, um mindestens teilweise den vor-
befestigten Artikel zu bilden, wobei das Verfahren
die folgenden Schritte umfasst:

Anordnen eines Abschnitts einer der Befesti-
gungskomponenten (82, 84), so dass er einen

Abschnitt der anderen der Komponenten (82,
84) überlappt,
Verbinden der Abschnitte miteinander zur Defi-
nierung eines Eingriffssaums (88) des Artikels,
Anordnen des Artikels, so dass er einen Innen-
raum (51) definiert, wobei der Innenraum (51)
teilweise durch den Eingriffssaum (88) begrenzt
ist,
Bestrahlen der Komponenten (82, 84) am Ein-
griffssaum (88) und
Erfassen eines Bilds des bestrahlten Eingriffs-
saums (88) von allgemein innerhalb des Innen-
raums (51) des Artikels aus.

33. Verfahren nach Anspruch 32, wobei der Schritt des
Bestrahlens der Komponenten (82, 84) am Eingriffs-
saum (88) das Emittieren von Strahlung allgemein
innerhalb des Innenraums (51) des Artikels zum Ein-
griffssaum (88) hin umfasst.

34. Verfahren nach Anspruch 32 oder 33, wobei die
Komponenten (82, 84) mit Infrarotstrahlung bestrahlt
werden.

35. Verfahren nach Anspruch 34, wobei die Strahlung
eine Wellenlänge im Bereich von ungefähr 700 Na-
nometer bis ungefähr 1200 Nanometer hat.

36. Verfahren nach einem der Ansprüche 32 - 35, wobei
der Schritt des Erfassens eines Bilds des Eingriffs-
saums (88) das Positionieren einer Bilderfassungs-
vorrichtung (794; 894) allgemein innerhalb des In-
nenraums (51) des Artikels, wobei die Vorrichtung
(794; 894) allgemein zum Eingriffssaum (88) hin ge-
richtet ist, und das Betätigen der Bilderfassungsvor-
richtung (794; 894) zur Erfassung eines Bilds des
bestrahlten Eingriffssaums (88) umfasst.

37. Verfahren nach Anspruch 36, ferner mit dem Schritt
des Transportierens des Artikels in einer vorbe-
stimmten Richtung über die Bilderfassungsvorrich-
tung (794; 894), so dass die Bilderfassungsvorrich-
tung (794; 894) im Innenraum (51) des Artikels po-
sitioniert ist, wobei die Schritte des Bestrahlens der
Komponenten (82, 84) am Eingriffssaum (88) und
das Betätigen der Bilderfassungsvorrichtung (794;
894) durchgeführt werden, während der Artikel über
die Bilderfassungsvorrichtung (794; 894) transpor-
tiert wird.

38. Verfahren nach einem der Ansprüche 33 - 37, ferner
mit dem Stützen der Komponenten (82, 84) auf ei-
nem Stützelement (548), das allgemein im Innen-
raum (51) des Artikels angeordnet ist, wodurch das
Stützelement (548) allgemein am Eingriffssaum (88)
zwischen der Bilderfassungsvorrichtung (794; 894)
und den Komponenten (82, 84) positioniert ist, wobei
das Stützelement (548) mindestens teilweise aus ei-
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nem Material konstruiert ist, das das Hindurchlassen
von Strahlung gestattet.

39. Verfahren nach Anspruch 38, ferner mit dem Drän-
gen der Komponenten (82, 84) dahingehend, dass
sie am Eingriffssaum (88) allgemein flach auf dem
Stützelement (548) liegen, während ein Bild des Ein-
griffssaums (88) erfasst wird.

40. Verfahren nach Anspruch 39, wobei der Schritt des
Drängens der Komponenten (82, 84) das Richten
von unter Druck stehendem Fluid zum Stützelement
(548) hin umfasst, so dass es auf mindestens eine
der Komponenten (82, 84) allgemein am Eingriffs-
saum (88) auftrifft, wodurch das unter Druck stehen-
de Fluid die Komponenten (82, 84) dazu drängt, am
Eingriffssaum (88) allgemein flach auf dem Stütze-
lement (548) zu liegen.

41. Verfahren nach Anspruch 39 oder 40, ferner mit dem
mechanischen Handhaben des Artikels, um die
Komponenten (82, 84) am Eingriffssaum (88) allge-
mein über das Stützelement (548) zu spannen, wo-
bei der Eingriffssaum (88) durch das Spannen der
Komponenten (82, 84) zum Stützelement (548) hin
gedrängt wird, um das allgemein flache Hinlegen des
Eingriffssaums (88) auf das Stützelement (548) zu
erleichtern.

42. Verfahren nach Anspruch 41, wobei das Spannen
der Komponenten (82, 84) eine Scherbeanspru-
chung am Eingriffssaum (88) erzeugt.

43. Verfahren nach einem der Ansprüche 32 - 42, ferner
mit mechanischem Handhaben des Artikels zur Er-
zeugung einer Scherbeanspruchung am Eingriffs-
saum (88) vor dem und/oder während des Schritts
des Erfassens des Bilds des Eingriffssaums (88).

44. Verfahren nach Anspruch 33, wobei der Schritt des
Bestrahlens der Komponenten (82, 84) am Eingriffs-
saum (88) das Emittieren von Strahlung allgemein
außerhalb des Artikels zum Eingriffssaum (88) hin
umfasst.

45. Verfahren nach einem der Ansprüche 32 - 44, wobei
der vorbefestigte Artikel eine vorbefestigte Einweg-
hose umfasst, die ein absorbierendes Chassis (32)
umfasst, mit einem vorderen Taillenbereich (22), ei-
nem hinteren Taillenbereich (24) und einem Schritt-
bereich (26), der sich in Längsrichtung dazwischen
erstreckt, wobei sich ein vorderes Seitenfeld (34)
vom vorderen Taillenbereich (22) aus seitlich er-
streckt und sich ein hinteres Seitenfeld (134) vom
hinteren Taillenbereich (24) aus seitlich erstreckt,
wobei der Schritt des Anordnens von Abschnitten
der Befestigungskomponenten (82, 84), so dass sie
sich überlappen, das Anordnen des vorderen Sei-

tenfelds (34) oder des hinteren Seitenfelds (134), so
dass sie das jeweils andere Seitenfeld (134, 34)
überlappen, umfasst, der Schritt des Verbindens das
Verbinden des vorderen und hinteren Seitenfelds
(34, 134) miteinander, so dass sie einen Eingriffs-
saum (88) definieren, umfasst, der Schritt des Be-
strahlens das Bestrahlen des vorderen und hinteren
Seitenfelds (34, 134) am Eingriffssaum (88) umfasst
und der Schritt des Erfassens eines Bilds das Erfas-
sen eines Bilds des bestrahlten Eingriffssaums (88)
von allgemein innerhalb des Innenraums (51) der
Hose aus umfasst.

46. Verfahren nach Anspruch 45, ferner mit dem Aus-
dehnen mindestens eines Abschnitts der Hose zum
Spannen des vorderen und hinteren Seitenfelds (34,
134) allgemein am Eingriffssaum (88), wobei der Bil-
derfassungsschritt das Erfassen eines Bilds des be-
strahlten Eingriffssaums (88) von allgemein inner-
halb des Innenraums (51) der Hose aus beim Aus-
dehnen des Abschnitts der Hose umfasst.

47. Verfahren nach Anspruch 46, ferner mit dem Zusam-
menfügen der Hose in einer allgemein aufgefalteten,
flach gelegten Konfiguration, um das absorbierende
Chassis (32) zu bilden, wobei sich das vordere und
das hintere Seitenfeld (34, 134) jeweils vom vorde-
ren und hinteren Taillenbereich (22, 24) des absor-
bierenden Chassis (32) aus erstrecken, wobei der
Zusammenfügeschritt vor dem Anordnungsschritt
durchgeführt wird, wobei der Anordnungsschritt das
Falten der Hose entlang einer Falzlinie umfasst, die
sich seitlich durch den Schrittbereich (26) des ab-
sorbierenden Chassis (32) erstreckt, so dass der
vordere Taillenbereich (22) dem hinteren Taillenbe-
reich (24) gegenüberliegt und das vordere Seitenfeld
(34) dem hinteren Seitenfeld (134) gegenüberliegt.

48. Verfahren nach Anspruch 47, ferner mit dem Schritt
des Einsteckens des vorderen und hinteren Seiten-
felds (34, 134) am Eingriffssaum (88) zwischen den
vorderen und hinteren Taillenbereich (22, 24) des
absorbierenden Chassis (32) nach dem Bilderfas-
sungsschritt.

49. Verfahren nach Anspruch 48, ferner mit dem Span-
nen der Seitenfelder (34, 134), während die Seiten-
felder zwischen den vorderen und hinteren Taillen-
bereich (22, 24) eingesteckt werden, wobei durch
das Spannen eine Scherbeanspruchung am Ein-
griffssaum (88) erzeugt wird.

50. Verfahren nach einem der Ansprüche 46 - 49, wobei
der Schritt des Ausdehnens mindestens eines Ab-
schnitts der Hose das Ziehen des vorderen und hin-
teren Seitenfelds (34, 134) in allgemein entgegen-
gesetzte Richtungen umfasst, um die Seitenfelder
(34, 134) am Eingriffssaum (88) zu spannen.
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51. Verfahren nach Anspruch 50, wobei der Schritt des
Ausdehnens mindestens eines Abschnitts der Hose
das Ausdehnen der Seitenfelder (34, 134) allgemein
nach außen bezüglich des absorbierenden Chassis
(32) umfasst.

52. Verfahren nach Anspruch 51, wobei der Schritt des
Ausdehnens der Seitenfelder (34, 134) das Spannen
der Seitenfelder (34, 134) über ein Stützelement
(548) umfasst.

53. Verfahren nach Anspruch 52, ferner mit dem Drän-
gen des Eingriffssaums (88) dahingehend, dass er
allgemein flach auf dem Stützelement (548) liegt,
während ein Bild des Eingriffssaums (88) erfasst
wird.

54. Verfahren nach Anspruch 53, wobei der Eingriffs-
saum (88) zum Stützelement (548) hin gedrängt
wird, indem unter Druck stehendes Fluid so gerichtet
wird, dass es auf mindestens eines der Seitenfelder
(34, 134) allgemein am Eingriffssaum (88) auftrifft,
wodurch das unter Druck stehende Fluid den Ein-
griffssaum (88) dazu drängt, allgemein flach auf dem
Stützelement (548) zu liegen.

55. Verfahren nach einem der Ansprüche 45 - 49, ferner
mit mechanischem Handhaben der Hose zur Erzeu-
gung einer Scherbeanspruchung am Eingriffssaum
(88) vor dem und/oder während des Schritts des Er-
fassens des Bilds des Eingriffssaums (88).

56. Verfahren nach Anspruch 32, wobei der Schritt des
Bestrahlens der Komponenten (82, 84) am Eingriffs-
saum (88) das Drängen der Komponenten (82, 84)
am Eingriffssaum (88) dahingehend umfasst, dass
sie allgemein flach auf einer Strahlungsquelle (782)
liegen, und das Emittieren von Strahlung von der
Strahlungsquelle (782) zum Eingriffssaum (88), um
die Komponenten (82, 84) am Eingriffssaum (88) zu
bestrahlen.

57. Verfahren nach Anspruch 56, wobei es sich bei der
Strahlung um Infrarotstrahlung handelt.

58. Verfahren nach Anspruch 56 oder 57, ferner mit dem
Streuen von aus der Strahlungsquelle (782) emittier-
ter Strahlung zum Eingriffssaum (88) hin.

59. Verfahren nach Anspruch 56, 57 oder 58, wobei der
Schritt des Drängens der Komponenten (82, 84) das
Richten von unter Druck stehendem Fluid dahinge-
hend umfasst, so dass es auf mindestens eine der
Komponenten (82, 84) allgemein am Eingriffssaum
(88) auftrifft, wodurch das unter Druck stehende
Fluid die Komponenten (82, 84) dazu drängt, am Ein-
griffssaum (88) allgemein flach auf der Strahlungs-
quelle (782) zu liegen.

60. Verfahren nach einem der Ansprüche 56 - 59, wobei
die Strahlungsquelle (782) Strahlung von innerhalb
des Innenraums (51) des Artikels aus emittiert.

Revendications

1. Procédé de fabrication et d’inspection d’un article
pré-attaché comportant au moins deux composants
d’attache (82, 84) susceptibles d’être réunis au cours
de l’assemblage initial de l’article pour former au
moins partiellement ledit article pré-attaché, le pro-
cédé comprenant les étapes suivantes :

agencement d’une partie d’un des composants
d’attache (82, 84) de façon à ce qu’elle chevau-
che une partie de l’autre desdits composants
(82, 84) ;
réunion desdites parties pour définir un joint de
contact (88) dudit article ;
agencement de l’article pour en définir un espa-
ce intérieur (51), l’espace intérieur (51) étant dé-
limité en partie par le joint de contact (88) ;
exposition desdits composants (82, 84) à un
rayonnement au niveau du joint de contact (88)
depuis l’espace intérieur (51) de l’article ; et
saisie d’une image du joint de contact (88) ex-
posé au rayonnement.

2. Procédé selon la revendication 1, l’étape d’exposi-
tion à un rayonnement comprenant les étapes de
mise en place d’une source de rayonnement (582 ;
782) dans l’espace intérieur (51) de l’article et d’ac-
tivation de ladite source de rayonnement (582 ; 782)
pour lui faire émettre un rayonnement vers le joint
de contact (88).

3. Procédé selon la revendication 2, le rayonnement
étant un rayonnement infrarouge.

4. Procédé selon la revendication 3, le rayonnement
possédant une longueur d’onde comprise entre en-
viron 700 nanomètres et environ 1200 nanomètres.

5. Procédé selon la revendication 2, 3 ou 4, compre-
nant en outre l’étape de diffusion du rayonnement
émis par la source de rayonnement (582) vers le
joint de contact (88).

6. Procédé selon l’une quelconque des revendications
2 à 5, comprenant en outre l’étape de transport de
l’article dans une direction prédéfinie au-dessus de
la source de rayonnement (582 ; 782) de manière à
ce que la source de rayonnement (582 ; 782) se pla-
ce dans l’espace intérieur (51) de l’article lors du
transport de l’article au-dessus de la source de
rayonnement (582 ; 782).
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7. Procédé selon la revendication 1, l’étape de saisie
d’une image du joint de contact (88) comprenant
l’étape de détection du rayonnement transmis géné-
ralement à travers les composants (82, 84) au niveau
du joint de contact (88) pour en saisir une image.

8. Procédé selon la revendication 7, l’étape de saisie
d’une image du joint de contact comprenant en outre
les étapes de mise en place d’un dispositif de saisie
d’image (594) à l’extérieur de l’article et d’activation
dudit dispositif (594) pour lui faire détecter le rayon-
nement transmis généralement de l’espace intérieur
(51) de l’article vers l’extérieur en traversant les com-
posants (82, 84) au niveau du joint de contact (88).

9. Procédé selon l’une quelconque des revendications
1 à 6, l’étape de saisie d’une image du joint de contact
(88) comprenant l’étape de détection du rayonne-
ment réfléchi généralement par le joint de contact
(88) pour en saisir une image.

10. Procédé selon la revendication 9, l’étape de saisie
d’une image du joint de contact (88) comprenant en
outre les étapes de mise en place d’un dispositif de
saisie d’image (794) généralement dans l’espace in-
térieur (51) de l’article et d’activation dudit dispositif
(794) pour lui faire détecter le rayonnement réfléchi
généralement par le joint de contact (88).

11. Procédé selon l’une quelconque des revendications
2 à 10, comprenant en outre l’étape de mise en appui
des composants (82, 84) sur un élément support
(548) placé généralement dans l’espace intérieur
(51) de l’article, de manière à ce que l’élément sup-
port (548) se situe généralement entre la source de
rayonnement (582 ; 782) et le joint de contact (88),
ledit élément support (548) étant au moins partielle-
ment constitué d’un matériau se laissant traverser
par un rayonnement, le rayonnement émis par la
source de rayonnement (582 ; 782) généralement
dans l’espace intérieur (51) de l’article traversant
l’élément support (548) vers le joint de contact (88).

12. Procédé selon la revendication 11, comprenant en
outre l’étape de poussée des composants (82, 84)
pour les faire reposer généralement à plat sur l’élé-
ment support (548) au niveau du joint de contact (88)
pendant la saisie d’une image du joint de contact
(88).

13. Procédé selon la revendication 12, l’étape de pous-
sée des composants (82, 84) comprenant l’étape
d’orientation de fluide sous pression vers l’élément
support (548) pour qu’il vienne percuter au moins un
des composants (82, 84) généralement au niveau
du joint de contact (88), le fluide sous pression pous-
sant ainsi les composants (82, 84) pour les faire re-
poser généralement à plat sur l’élément support

(548) au niveau du joint de contact (88).

14. Procédé selon la revendication 12 ou 13, compre-
nant en outre l’étape de manipulation mécanique de
l’article pour mettre généralement sous tension les
composants (82, 84) au-dessus de l’élément support
(548), la mise sous tension des composants (82, 84)
poussant les composants (82, 84) vers l’intérieur
vers l’élément support (548) pour faire plus facile-
ment reposer les composants (82, 84) généralement
à plat sur l’élément support (548) au niveau du joint
de contact (88).

15. Procédé selon la revendication 14, la mise sous ten-
sion des composants (82, 84) créant une contrainte
de cisaillement au niveau du joint de contact (88).

16. Procédé selon l’une quelconque des revendications
1 à 13, comprenant en outre l’étape de manipulation
mécanique de l’article pour créer une contrainte de
cisaillement au niveau du joint de contact (88) avant
et/ou pendant l’étape de saisie de l’image dudit joint
de contact (88).

17. Procédé selon l’une quelconque des revendications
précédentes, l’article pré-attaché comprenant une
culotte jetable pré-attachée comprenant un châssis
absorbant (32) possédant une région taille avant (22)
et une région taille arrière (24) entre lesquelles
s’étend longitudinalement une région fourche (26),
un panneau latéral avant (34) s’étendant latérale-
ment à l’écart de la région taille avant (22) et un pan-
neau latéral arrière (134) s’étendant latéralement à
l’écart de la région taille arrière (24), ladite étape
d’agencement d’une partie d’un des composants
d’attache (82, 84) de façon à ce qu’elle chevauche
une partie de l’autre desdits composants (82, 84)
comprenant l’étape d’agencement du panneau laté-
ral avant (34) ou du panneau latéral arrière (134) de
façon à ce qu’il chevauche le panneau latéral arrière
(134) ou le panneau latéral avant (34), ladite étape
de réunion comprenant l’étape de réunion desdits
panneaux latéraux avant et arrière (34, 134) pour
définir un joint de contact (88), ladite étape d’expo-
sition à un rayonnement comprenant l’étape d’expo-
sition des panneaux latéraux avant et arrière (34,
134) à un rayonnement au niveau du joint de contact
(88) généralement depuis l’espace intérieur (51) de
la culotte.

18. Procédé selon la revendication 17, comprenant en
outre l’étape d’élargissement d’au moins une partie
de la culotte pour mettre sous tension les panneaux
latéraux avant et arrière (34, 134) généralement au
niveau du joint de contact (88), ladite étape de saisie
d’une image comprenant l’étape de saisie d’une ima-
ge du joint de contact (88) exposé au rayonnement
pendant l’élargissement de ladite partie de la culotte.
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19. Procédé selon la revendication 18, comprenant en
outre l’étape d’assemblage de la culotte dans une
configuration généralement non pliée reposant à plat
pour former le châssis absorbant (32) et les pan-
neaux latéraux avant et arrière (34, 134) s’étendant
respectivement à l’écart des régions taille avant et
arrière (22, 24) du châssis absorbant (32), ladite éta-
pe d’assemblage étant mise en oeuvre avant ladite
étape d’agencement, ladite étape d’agencement
comprenant l’étape de pliage de la culotte selon une
ligne de pli s’étendant latéralement en travers de la
région fourche (26) du châssis absorbant (32) de
manière à ce que la région taille avant (22) se re-
trouve en regard de la région taille arrière (24) et à
ce que le panneau latéral avant (34) se retrouve en
regard du panneau latéral arrière (134).

20. Procédé selon la revendication 19, comprenant en
outre l’étape de glissement des panneaux latéraux
avant et arrière (34, 134) au niveau du joint de con-
tact (88) entre les régions taille avant et arrière (22,
24) du châssis absorbant (32) suite à ladite étape
de saisie d’une image.

21. Procédé selon la revendication 20, comprenant en
outre l’étape de mise sous tension des panneaux
latéraux (34, 134) lors du glissement des panneaux
latéraux (34, 134) entre les régions taille avant et
arrière (22, 24), ladite étape de mise sous tension
créant ainsi une contrainte de cisaillement au niveau
du joint de contact (88).

22. Procédé selon l’une quelconque des revendications
18 à 21, l’étape d’élargissement d’au moins une par-
tie de la culotte comprenant l’étape de traction des
panneaux latéraux avant et arrière (34, 134) dans
des directions généralement opposées pour mettre
sous tension les panneaux latéraux au niveau du
joint de contact (88).

23. Procédé selon la revendication 22, l’étape d’élargis-
sement d’au moins une partie de la culotte compre-
nant l’étape d’élargissement des panneaux latéraux
(34, 134) généralement vers l’extérieur par rapport
au châssis absorbant (32).

24. Procédé selon la revendication 23, l’étape d’élargis-
sement des panneaux latéraux (34, 134) compre-
nant l’étape de mise sous tension des panneaux la-
téraux (34, 134) au-dessus d’un élément support
(548).

25. Procédé selon la revendication 24, comprenant en
outre l’étape de poussée du joint de contact (88) pour
le faire reposer généralement à plat sur l’élément
support (548) pendant la saisie d’une image du joint
de contact (88).

26. Procédé selon la revendication 25, le joint de contact
(88) étant poussé vers l’élément support (548) par
du fluide sous pression orienté pour venir percuter
au moins un des panneaux latéraux (34, 134) géné-
ralement au niveau du joint de contact (88), le fluide
sous pression poussant ainsi le joint de contact (88)
pour le faire reposer généralement à plat sur l’élé-
ment support (548).

27. Procédé selon l’une quelconque des revendications
18 à 21, comprenant en outre l’étape de manipula-
tion mécanique de la culotte pour créer une contrain-
te de cisaillement au niveau du joint de contact (88)
avant et/ou pendant l’étape de saisie de l’image dudit
joint de contact (88).

28. Procédé selon la revendication 1, l’étape d’exposi-
tion desdits composants (82, 84) à un rayonnement
au niveau du joint de contact (88) comprenant les
étapes de poussée desdits composants (82 ; 84) au
niveau du joint de contact (88) pour les faire reposer
généralement à plat sur une source de rayonnement
(582 ; 782), et d’émission d’un rayonnement de la-
dite source de rayonnement (582 ; 782) vers le joint
de contact (88) pour exposer lesdits composants
(82, 84) au rayonnement au niveau du joint de con-
tact (88).

29. Procédé selon la revendication 28, le rayonnement
étant un rayonnement infrarouge.

30. Procédé selon la revendication 28 ou 29, compre-
nant en outre l’étape de diffusion du rayonnement
émis par la source de rayonnement (582 ; 782) vers
le joint de contact (88).

31. Procédé selon la revendication 28, 29 ou 30, l’étape
de poussée des composants (82, 84) comprenant
l’étape d’orientation de fluide sous pression pour qu’il
vienne percuter au moins un des composants (82,
84) généralement au niveau du joint de contact (88),
le fluide sous pression poussant ainsi les compo-
sants (82, 84) pour les faire reposer généralement
à plat sur la source de rayonnement (582 ; 782) au
niveau du joint de contact (88).

32. Procédé de fabrication et d’inspection d’un article
pré-attaché comportant au moins deux composants
d’attache (82, 84) susceptibles d’être réunis au cours
de l’assemblage initial de l’article pour former au
moins partiellement ledit article pré-attaché, le pro-
cédé comprenant les étapes suivantes :

agencement d’une partie d’un des composants
d’attache (82, 84) de façon à ce qu’elle chevau-
che une partie de l’autre desdits composants
(82, 84) ;
réunion desdites parties pour définir un joint de
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contact (88) dudit article ;
agencement de l’article pour en définir un espa-
ce intérieur (51), l’espace intérieur (51) étant dé-
limité en partie par le joint de contact (88) ;
exposition des composants (82, 84) à un rayon-
nement au niveau du joint de contact (88) ; et
saisie d’une image du joint de contact (88) ex-
posé au rayonnement généralement depuis
l’espace intérieur (51) de l’article.

33. Procédé selon la revendication 33, l’étape d’exposi-
tion des composants (82, 84) à un rayonnement au
niveau du joint de contact (88) comprenant l’étape
d’émission d’un rayonnement généralement dans
l’espace intérieur (51) de l’article vers le joint de con-
tact (88).

34. Procédé selon la revendication 32 ou 33, les com-
posants (82, 84) étant exposés à un rayonnement
infrarouge.

35. Procédé selon la revendication 34, le rayonnement
possédant une longueur d’onde comprise entre en-
viron 700 nanomètres et environ 1200 nanomètres.

36. Procédé selon l’une quelconque des revendications
32 à 35, l’étape de saisie d’une image du joint de
contact (88) comprenant les étapes de mise en place
d’un dispositif de saisie d’image (794 ; 894) généra-
lement dans l’espace intérieur (51) de l’article, le dis-
positif (794 ; 894) pointant généralement sur le joint
de contact (88), et d’activation du dispositif de saisie
d’image (794 ; 894) pour saisir une image du joint
de contact (88) exposé au rayonnement.

37. Procédé selon la revendication 36, comprenant en
outre l’étape de transport de l’article dans une direc-
tion prédéfinie au-dessus du dispositif de saisie
d’image (794 ; 894) de manière à ce que le dispositif
de saisie d’image (794 ; 894) se situe dans l’espace
intérieur (51) de l’article, lesdites étapes d’exposition
des composants (82, 84) à un rayonnement au ni-
veau du joint de contact (88) et d’activation du dis-
positif de saisie d’image (794 ; 894) étant mises en
oeuvre lors du transport de l’article au-dessus du
dispositif de capture d’image (794 ; 894).

38. Procédé selon l’une quelconque des revendications
33 à 37, comprenant en outre l’étape de mise en
appui des composants (82, 84) sur un élément sup-
port (548) placé généralement dans l’espace inté-
rieur (51) de l’article, de manière à ce que l’élément
support (548) se situe généralement entre le dispo-
sitif de saisie d’image (794 ; 894) et les composants
(82, 84) au niveau du joint de contact (88), ledit élé-
ment support (548) étant au moins partiellement
constitué d’un matériau se laissant traverser par un
rayonnement.

39. Procédé selon la revendication 38, comprenant en
outre l’étape de poussée des composants (82, 84)
pour les faire reposer généralement à plat sur l’élé-
ment support (548) au niveau du joint de contact (88)
pendant la saisie d’une image du joint de contact
(88).

40. Procédé selon la revendication 39, l’étape de pous-
sée des composants (82, 84) comprenant l’étape
d’orientation de fluide sous pression vers l’élément
support (548) pour qu’il vienne percuter au moins un
des composants (82, 84) généralement au niveau
du joint de contact (88), le fluide sous pression pous-
sant ainsi les composants (82, 84) pour les faire re-
poser généralement à plat sur l’élément support
(548) au niveau du joint de contact (88).

41. Procédé selon la revendication 39 ou 40, compre-
nant en outre l’étape de manipulation mécanique de
l’article pour mettre généralement sous tension les
composants (82, 84) au-dessus de l’élément support
(548) au niveau du joint de contact (88), la mise sous
tension des composants (82, 84) poussant le joint
de contact (88) vers l’intérieur vers l’élément support
(548) pour faire plus facilement reposer le joint de
contact (88) généralement à plat sur l’élément sup-
port (548).

42. Procédé selon la revendication 41, la mise sous ten-
sion des composants (82, 84) créant une contrainte
de cisaillement au niveau du joint de contact (88).

43. Procédé selon l’une quelconque des revendications
32 à 42, comprenant en outre l’étape de manipula-
tion mécanique de l’article pour créer une contrainte
de cisaillement au niveau du joint de contact (88)
avant et/ou pendant l’étape de saisie de l’image dudit
joint de contact (88).

44. Procédé selon la revendication 33, l’étape d’exposi-
tion des composants (82, 84) à un rayonnement au
niveau du joint de contact (88) comprenant l’étape
d’émission d’un rayonnement généralement à l’ex-
térieur de l’article vers le joint de contact (88).

45. Procédé selon l’une quelconque des revendications
32 à 44, l’article pré-attaché comprenant une culotte
jetable pré-attachée comprenant un châssis absor-
bant (32) possédant une région taille avant (22) et
une région taille arrière (24) entre lesquelles s’étend
longitudinalement une région fourche (26), un pan-
neau latéral avant (34) s’étendant latéralement à
l’écart de la région taille avant (22) et un panneau
latéral arrière (134) s’étendant latéralement à l’écart
de la région taille arrière (24), ladite étape d’agen-
cement d’une partie d’un des composants d’attache
(82, 84) de façon à ce qu’elle chevauche une partie
de l’autre desdits composants (82, 84) comprenant
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l’étape d’agencement du panneau latéral avant (34)
ou du panneau latéral arrière (134) de façon à ce
qu’il chevauche le panneau latéral arrière (134) ou
le panneau latéral avant (34), ladite étape de réunion
comprenant l’étape de réunion desdits panneaux la-
téraux, avant et arrière (34, 134) pour définir un joint
de contact (88), ladite étape d’exposition à un rayon-
nement comprenant l’étape d’exposition des pan-
neaux latéraux avant et arrière (34, 134) à un rayon-
nement au niveau du joint de contact (88), et ladite
étape de saisie d’une image comprenant l’étape de
saisie d’une image du joint de contact (88) exposé
au rayonnement généralement depuis l’espace in-
térieur (51) de la culotte.

46. Procédé selon la revendication 45, comprenant en
outre l’étape d’élargissement d’au moins une partie
de la culotte pour mettre sous tension les panneaux
latéraux avant et arrière (34, 134) généralement au
niveau du joint de contact (88), ladite étape de saisie
d’une image comprenant l’étape de saisie d’une ima-
ge du joint de contact (88) exposé au rayonnement
généralement depuis l’espace intérieur (51) de la cu-
lotte pendant l’élargissement de ladite partie de la
culotte.

47. Procédé selon la revendication 46, comprenant en
outre l’étape d’assemblage de la culotte dans une
configuration généralement non pliée reposant à plat
pour former le châssis absorbant (32) et les pan-
neaux latéraux avant et arrière (34, 134) s’étendant
respectivement à l’écart des régions taille avant et
arrière (22, 24) du châssis absorbant (32), ladite éta-
pe d’assemblage étant mise en oeuvre avant ladite
étape d’agencement, ladite étape d’agencement
comprenant l’étape de pliage de la culotte selon une
ligne de pli s’étendant latéralement en travers de la
région fourche (26) du châssis absorbant (32) de
manière à ce que la région taille avant (22) se re-
trouve en regard de la région taille arrière (24) et à
ce que le panneau latéral avant (34) se retrouve en
regard du panneau latéral arrière (134).

48. Procédé selon la revendication 47, comprenant en
outre l’étape de glissement des panneaux latéraux
avant et arrière (34, 134) au niveau du joint de con-
tact (88) entre les régions taille avant et arrière (22,
24) du châssis absorbant (32) suite à ladite étape
de saisie d’une image.

49. Procédé selon la revendication 48, comprenant en
outre l’étape de mise sous tension des panneaux
latéraux (34, 134) lors du glissement des panneaux
latéraux entre les régions taille avant et arrière (22,
24), ladite étape de mise sous tension créant ainsi
une contrainte de cisaillement au niveau du joint de
contact (88).

50. Procédé selon l’une quelconque des revendications
46 à 49, l’étape d’élargissement d’au moins une par-
tie de la culotte comprenant l’étape de traction des
panneaux latéraux avant et arrière (34, 134) dans
des directions généralement opposées pour mettre
sous tension les panneaux latéraux (34, 134) au ni-
veau du joint de contact (88).

51. Procédé selon la revendication 50, l’étape d’élargis-
sement d’au moins une partie de la culotte compre-
nant l’étape d’élargissement des panneaux latéraux
(34, 134) généralement vers l’extérieur par rapport
au châssis absorbant (32).

52. Procédé selon la revendication 51, l’étape d’élargis-
sement des panneaux latéraux (34, 134) compre-
nant l’étape de mise sous tension des panneaux la-
téraux (34, 134) au-dessus d’un élément support
(548).

53. Procédé selon la revendication 52, comprenant en
outre l’étape de poussée du joint de contact (88) pour
le faire reposer généralement à plat sur l’élément
support (548) pendant la saisie d’une image du joint
de contact (88).

54. Procédé selon la revendication 53, le joint de contact
(88) étant poussé vers l’élément support (548) par
du fluide sous pression orienté pour venir percuter
au moins un des panneaux latéraux (34, 134) géné-
ralement au niveau du joint de contact (88), le fluide
sous pression poussant ainsi le joint de contact (88)
pour le faire reposer généralement à plat sur l’élé-
ment support (548).

55. Procédé selon l’une quelconque des revendications
45 à 49, comprenant en outre l’étape de manipula-
tion mécanique de la culotte pour créer une contrain-
te de cisaillement au niveau du joint de contact (88)
avant et/ou pendant l’étape de saisie de l’image dudit
joint de contact (88).

56. Procédé selon la revendication 32, l’étape d’exposi-
tion desdits composants (82, 84) à un rayonnement
au niveau du joint de contact (88) comprenant les
étapes de poussée desdits composants (82 ; 84) au
niveau dudit joint de contact (88) pour les faire re-
poser généralement à plat sur une source de rayon-
nement (782), et d’émission d’un rayonnement de
ladite source de rayonnement (782) vers le joint de
contact (88) pour exposer lesdits composants (82,
84) au rayonnement au niveau du joint de contact
(88).

57. Procédé selon la revendication 56, le rayonnement
étant un rayonnement infrarouge.

58. Procédé selon la revendication 56 ou 57, compre-
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nant en outre l’étape de diffusion du rayonnement
émis par la source de rayonnement (782) vers le
joint de contact (88).

59. Procédé selon la revendication 56, 57 ou 58, l’étape
de poussée des composants (82, 84) comprenant
l’étape d’orientation de fluide sous pression pour qu’il
vienne percuter au moins un des composants (82,
84) généralement au niveau du joint de contact (88),
le fluide sous pression poussant ainsi les compo-
sants (82, 84) pour les faire reposer généralement
à plat sur la source de rayonnement (782) au niveau
du joint de contact (88).

60. Procédé selon l’une quelconque des revendications
56 à 59, la source de rayonnement (782) émettant
un rayonnement depuis l’espace intérieur (51) de
l’article.
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