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Description 

Field  of  invention 

The  present  invention  relates  to  an  actuating  5 
device  for  a  valve  or  similar  closing  appliance  of 
a  pipe-chamber  feeder  of  hydraulic  transport 
equipments,  wherein  said  valve  or  other  closing 
appliance  comprises  a  closing  element  which  is 
reciprocably  driven  by  a  hydraulic  piston  movable  10 
within  a  hydraulic  cylinder. 

These  transporting  equipments  are  adapted  to 
convey  solid  materials  such  as  coal  or  slag  in  the 
form  of  slurry.  Said  actuating  devices  generally 
comprise  valves  and  other  closing  appliances  and  15 
the  present  invention  mainly  relates  to  the  speed- 
controlled  actuation  of  the  closing  elements  of 
these  valves  or  other  closing  appliances. 

Background  of  the  invention 

The  function  of  a  pipe-chamber  feeder  consists 
of  the  periodical  alternate  filling  of  the  chambers  25 
with  slurry  at  low  pressure,  and  emptying  them  at 
high  pressure.  While  performing  this  function, 
the  closing  appliances,  especially  valves  or 
sliding  valves  must  be  opened  and  closed  by  a 
suitable  actuating  device  in  a  certain  sequence  30 
and  at  short  time  periods,  most  advantageously 
in  a  manner  as  it  is  described  in  the  Hungarian 
Patent  Specification  No.  160  526  =  DE-B-1  756 
591.  However,  the  closing  elements  of  the  valves 
have  to  be  moved  slowly  because  a  quick  closing  35 
would  cause  disadvantageous  pressure  and  ve- 
locity  fluctuations,  even  heavy  water  inpacts  that 
are  called  water  hammer  in  the  art  concerned. 

Consequently,  in  prior  art  devices  the  change- 
over  or  switch-over  steps  i.  e.  the  closing  and  40 
opening  of  the  valves  are  relatively  slow  and  they 
result  in  a  disadvantageous  decrease  of  the 
performance  of  transport  equipments  having  only 
two  pipe-chambers.  In  such  equipments  every 
change-over  consists  at  least  of  two  opening  and  45 
closing  steps,  and  during  the  change-over  oper- 
ations  filling  or  emptying  of  the  pipe-chambers  is 
not  possible. 

If  three  or  more  pipe-chambers  are  used  there 
is  no  such  decrease  of  the  output.  However,  50 
investment  and  operating  costs  of  equipments 
having  three  or  more  pipe-chambers  are  much 
too  high.  In  addition  to  this,  a  diminishing  of  the 
time  necessary  for  the  switch-over  steps  is  still 
desirable  even  if  the  number  of  pipe-chambers  is  55 
more  than  two. 

The  fact  that  the  change-over  steps  in  the 
known  prior  art  hydraulic  transport  equipments 
are  extremely  time-consuming  is  specially 
disadvantageous  with  large-size  equipments  60 
because  the  speed  of  actuation  of  the  closing 
elements  of  big  closing  appliances  is  very  slow, 
and  also  the  pressure-changes  in  the  large  pipe- 
chambers  take  much  time. 

Summary  of  the  invention 

Main  object  of  the  invention  is  to  avoid  for  the 
most  part  a  loss  of  output  caused  by  the  slow 
actuation  of  an  actuating  device  for  valves  or 
similar  closing  appliances  of  pipe-chamber 
feeders  of  hydraulic  transport  equipments  ac- 
cording  to  the  precharacterizing  part  of  claim  1, 
especially  of  those  transport  equipments  having 
two  pipe-chamber  feeders,  and  hence  to  attain 
that  in  case  of  using  the  largest  closing  elements 
having  a  closing  stroke  of  300  to  600  mm 
practically  no  loss  of  output  occurs  because  of 
the  change-over  operations,  while  simul- 
taneously,  of  course,  water  impacts  are  avoided. 

The  main  object  above  of  the  present  invention 
is  realized  by  that  the  hydraulic  cylinder  is 
associated  with  at  least  one  adjustable  throttling 
means  adapted  to  reduce  the  speed  of  the 
closing  element  near  its  closing  position,  the 
adjustable  throttling  means  being  inserted  into  at 
least  one  of  the  pipelines  feeding  or  leading 
away,  respectively,  hydraulic  fluid  into  or  from 
the  hydraulic  cylinder. 

These  and  other  objects  are  attained  by  the 
present  invention  that  results  in  that  the  closing 
element  of  the  closing  appliances  especially 
closing  elements  of  the  main  valves  are  quickly 
moved,  say  with  a  speed  three  or  four  times 
higher  than  up  to  now.  Simultaneously  with  this, 
the  closing  appliances  contain  one  or  more 
means  for  significantly  reducing  the  speed  of 
said  closing  elements  at  the  end  phase  of  their 
closing  stroke  i.  e.  just  before  arriving  at  their 
closed  position.  It  may  be  important  that  the 
speed  reducing  effect  should  be  adjustable  and  if 
one  speed  reducing  throttling  device  is  used 
only,  this  is  preferred  to  be  adjustable  manually. 
If  two  or  more  simultaneously  functioning  throttle 
devices  are  employed,  it  is  important  that  at  least 
in  one  of  them  the  throttling  effect  should  be 
adjustable. 

The  slowing  down  of  the  closing  element  can 
be  continuous  or  stepped. 

Comparison  of  the  invention  with  the  prior 
ar t  

There  are  well  known  hydraulic  stroke-end 
brakes  called  cataracts  in  which  the  speed  of  a 
quickly  moving  piston  or  other  part  is  slowed 
down  at  the  end  of  its  stoke  by  a  fluid  caused  to 
stream  through  a  narrow  opening,  see  e.  g.  DE-B- 
3  200  323.  However,  such  hydraulic  stroke-end 
brakes  have  never  been  employed  in  valves  of 
hydraulic  transport  equipments.  Thus  the  basic 
idea  of  the  invention  consists  of  using  such 
cataracts  for  increasing  the  output  of  such 
equipments. 

It  has  been  found  that  by  using  the  invention,  a 
hydraulic  transport  equipments  having  two  pipe- 
chamber  feeders  will  have  a  capacity  which  was 
attained  up  to  now  by  very  expensive  three- 
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;hamber  equipments  only. 
A  further  novel  feature  of  the  invention  is  that 

:he  throttling  effect  to  be  employed  at  the  end  of 
:he  closing  stroke  of  the  closing  elements  should 
je  adjustable  so  as  to  be  able  to  alter  the  slowing 
sffect.  In  fact  when  designing  the  equipment  in 
nost  cases  it  is  not  possible  to  predict  the  most 
advantageous  throttling  effect  and  thus  the 
speed  at  the  end  of  the  closing  stroke  should  be 
determined  experimentally  during  the  trial  run  of 
svery  equipment. 

A  further  surprising  effect  of  the  invention  lies 
in  the  following: 

The  sludge  or  slurry  is  filled  in  the  pipe- 
chamber  by  means  of  a  pump  working  with  low 
pressure.  During  the  necessary  change-over 
periods  this  filling  is  interrupted.  Consequently,  in 
the  known  prior  art  equipments,  if  the  sludge  is 
continuously  pumped  into  the  sludge  container, 
the  solid  particles  contained  tend  to  sediment- 
ation  during  the  period  of  change-over,  and  this 
may  cause  serious  breakdowns.  The  quick 
change-over  operation  made  possible  by  the 
invention  is  suitable  to  avoid  such  breakdowns. 
The  quick  change-over  operation  made  possible 
by  the  invention  is  suitable  to  avoid  such 
breakdowns. 

Short  description  of  the  drawings 

Fig.  1  shows  the  typical  closing  characteristics 
of  a  slide  valve  that  is  commonly  used  for  filling  a 
pipe-chamber  feeder.  The  figure  illustrates  that 
the  flow  resistance  caused  by  closing  is  and 
changes  at  the  beginning  of  the  closing  stroke 
very  little  only,  but  it  quicly  increases  towards  the 
end  of  the  closing  stroke.  The  strongest  throttling 
effect  is  employed  at  about  the  last  10  °/o  of  the 
closing  movement. 

Fig.  2  diagramatically  depicts  an  embodiment 
of  the  device  according  to  the  invention  shown 
by  way  of  example  only,  in  which  there  is  a 
means  for  adjusting  the  speed  of  the  closing 
element  provided,  and  there  are  included  two 
further  throttle  valves  for  choking  the  flow  of  the 
braking  fluid  in  two  phases  at  the  end-phase  of 
the  stroke. 

Description  of  a  preferred  embodiment  of 
,  v  the  invention 

According  to  Fig.  2  a  pump  2  supplies  oil 
through  a  reversing  valve  3  into  the  upper 
working  chamber  of  a  hydraulic  cylinder  4  of  the 
actuating  device.  The  hydraulic  cylinder  4  drives 
a  closing  element  5A  of  a  closing  appliance  by 
means  of  a  hydraulic  piston  and  a  piston  rod  9. 
Since  there  is  only  a  preliminary  regulator  6B 
arranged  in  the  pressure  pipe  of  pump  2,  only  a 
very  low  throttling  effect  is  produced  and  thus, 
the  full  oil  pressure  drives  the  piston  of  the 

hydraulic  cylinder  4  with  little  resistance,  so  tnat 
the  closing  element  is  moved  quickly.  The 
preliminary  regulator  6B  is  suitable  to  adjust  the 
speed  of  the  several  closing  elements  if  present 

5  in  the  device  relatively  to  each  other. 
Oil  pressed  out  from  cylinder  4  streams 

through  a  preliminary  regulator  A6  which  serves 
for  exactly  adjusting  the  quick  movement  speed 
of  the  piston.  It  is  clear  that  the  choking  effect 

W  set  by  the  preliminary  regulators  6A  and  6B  is 
effective  along  the  whole  stroke  of  the  piston.  Oil 
leaving  preliminary  regulator  6A  flows  through 
further  change-over  throttle  valves  8A  and  8B 
which,  in  the  position  shown  in  the  drawing,  let 

15  through  the  oil  practically  without  throttling.  The 
oil  leaving  the  change-over  throttle  valves  8A  and 
8B  returns  to  the  fluid  tank  1  after  passing  again 
the  reversing  valve  3. 

When  the  closing  element  5A  arrives  near  its 
20  closing  position,  a  buffer  7  secured  to  the  piston 

rod  9  reaches  a  control  lever  of  the  change-over 
throttle  valve  and  brings  this  valve  against 
positive  spring  effect  in  its  throttling  position. 
Consequently  the  stream  of  oil  coming  from 

25  cylinder  4  is  throttled  by  this  valve  8A  so  that  the 
speed  of  the  closing  element  5A  is  reduced. 
When  said  buffer  7  continues  its  movement  it 
reaches  the  other  change-over  throttle  valve  8B 
and  it  is  also  brought  into  its  throttling  position. 

30  As  a  result  of  this,  the  speed  of  movement  of  the 
closing  element  5A  becomes  still  slower.  Since 
the  resulting  throttling  effect  is  very  closely 
adapted  to  the  valve  characteristics  shown  in  Fig. 
1  of  the  drawing,  no  water  impact  and  no 

35  disadvantageous  pressure  fluctuation  will  occurre 
upon  closing. 

Valves  8A  and  8B  can  be  regulated  or  adjusted 
in  order  to  find  a  resulting  choking  effect  that  is 
most  advantageous  for  the  closing  operation. 

40  If  the  closing  appliance  is  to  be  opened,  the 
closing  element  5A  starts  its  movement  with  a 
slow  speed  because  the  oil  streaming  now  in  the 
opposite  direction  must  pass  through  valves  8A 
and  8B  that  are  in  their  throttling  position. 

45  However,  when  the  sperating  member  7  leaves 
the  valves  8B  and  8A,  they  are  brought  by  means 
of  springs  in  a  few  seconds  sequence  in  their  non- 
throttling  positions  so  that  the  opening  move- 
ment  of  the  closing  means  is  speeded  up  to  its 

50  full  speed. 
From  the  above  description  it  is  clear  that  the 

device  is  suitable  for  adjusting  the  speed  of  the 
closing  element  in  the  vicinity  of  its  closing 
position  to  a  certain  maximum  value  of  velocity  at 

55  which  water  impacts  and  similar  harmful  effects 
are  surely  avoided.  Along  the  remaining  part  of 
the  stroke,  however,  the  speed  can  be  set  to  a 
value  equal  to  a  multipe  of  said  speed.  Con- 
sequently  the  change-over  operation  of  the  pipe- 

60  chamber  feeder  takes  a  very  short  time  period 
only. 

Instead  of  the  above  described  mechanical 
device  also  an  electronic  embodiment  may  be 
employed  for  instance  in  a  way  that  the  member 

65  7  on  the  piston  rod  9  controls  an  electric  or 
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electronic  switch  which  in  turn  causes  a  change- 
over  of  a  valve  or  of  valves.  It  has  already  been 
proposed  to  move  the  closing  elements  by  means 
of  electromagnets  instead  of  a  hydraulic  piston, 
and  according  to  the  invention,  also  in  such 
embodiments  it  is  possible  to  control  the  speed 
of  movement  of  the  closing  element  in  a  manner 
that  a  strong  electromagnet  first  quickly  drives 
the  closing  element  at  the  beginning  of  its 
closing  stroke  and  at  the  end-phase  of  its  closing 
stroke  near  the  valve  seat  the  speed  of  this 
element  is  reduced. 

Claims 

1.  Actuating  device  for  a  valve  or  similar 
closing  appliance  of  a  pipe-chamber  feeder  of 
hydraulic  transport  equipments,  wherein  said 
valve  or  other  closing  appliance  (5)  comprises  a 
closing  element  (5A)  which  is  reciprocably  driven 
by  a  hydraulic  piston  movable  within  a  hydraulic 
cylinder  (4),  characterized  in  that  said  hydraulic 
cylinder  (4)  is  associated  with  at  least  one 
adjustable  throttling  means  adapted  to  reduce 
the  speed  of  the  closing  element  (5A)  near  its 
closing  position,  said  adjustable  throttling  means 
being  inserted  into  at  least  one  of  the  pipelines 
feeding  or  leading  away,  respectively,  hydraulic 
cylinder  (4). 

2.  Actuating  device  as  claimed  in  claim  1, 
characterized  in  that  the  throttling  means, 
preferably  at  least  one  throttling  valve  (8A,  8B), 
can  be  adjusted  manually. 

3.  Actuating  device  as  claimed  in  claims  1  or  2, 
characterized  in  that  the  throttling  means  is 
inserted  into  the  pipe-line  that  is  leading  away 
the  hydraulic  fluid  from  the  hydraulic  cylinder  (4). 

4.  Actuating  device  as  claimed  in  claim  2  or  3, 
characterized  in  that  the  throttling  valve  (8A,  8B) 
is  actuated  by  an  operating  member  (7)  or  the 
like  fastened  to  the  piston  rod  (9)  of  the  said 
hydraulic  piston. 

Patentanspriiche 

1.  Betatigungsvorrichtung  fur  ein  Ventil  oder 
ein  ahnliches  VerschluBorgan  in  Rohrkammer- 
zufuhrungen  vori  hydraulischen  Trans- 
porteinrichtungen,  wobei  das  Ventil  oder  andere 
VerschluBorgan  (5)  ein  mittels  eines  in  einem 
Hydraulikzylinder  (4)  befindlichen  Hydraulikkol- 
bens  hin-  und  herbewegbares  VerschluBelement 
(5A)  aufweist,  dadurch  gekennzeichnet,  daB  der 
Hydraulikzylinder  (4)  an  mindestens  ein  regulier- 
bares  Drosselmittel  angeschlossen  ist,  um  die 
Geschwindigkeit  des  VerschluSelements  (5A) 
beim  Annahern  an  die  SchlieSposition  zu  verrin- 
gern,  wobei  das  regulierbare  Drosselmittel  in 
mindestens  eine  zu  dem  Hydraulikzylinder  (4) 
hinfuhrende  beziehungsweise  von  diesem  weg- 
fuhrende  Rohrleitung  eingefugt  ist. 

2.  Betatigungsvorrichtung  nach  Anspruch  1, 
dadurch  gekennzeichnet,  daS  das  Drosselmittel, 
vorzugsweise  mindestens  ein  Drosselventil  (8A, 
8B),  manuell  reguliert  werden  kann. 

5  3.  Betatigungsvorrichtung  nach  Anspruch  1 
oder  2,  dadurch  gekennzeichnet,  daB  das  Dros- 
selmittel  in  die  Hydraulikflussigkeit  aus  dem 
Hydraulikzylinder  (4)  herausleitende  Rohrleitung 
eingefugt  ist. 

10  4.  Betatigungsvorrichtung  nach  Anspruch  2 
oder  3,  dadurch  gekennzeichnet,  daB  das  Dros- 
selventil  (8A,  8B)  durch  einen  an  der  Kol- 
benstange  (9)  des  Hydraulikzylinders  befestigten 
Schaltteil  oder  ahnlichen  Teil  betatigt  wird. 

15 

Revendications 

20  1.  Dispositif  d'actionnement  pour  une  valve  ou 
un  organe  similaire  de  fermeture  d'une  alimenta- 
tion  a  chambre  tubulaire  d'equipements  de  trans- 
port  hydraulique,  dans  lequel  ladite  valve  ou 
autre  organe  de  fermeture  (5)  comporte  un 

25  element  de  fermeture  (5A)  qui  est  entrame 
alternativement  par  un  piston  hydraulique  mobile 
a  I'interieur  d'un  verin  hydraulique  (4),  caracterise 
en  ce  que  ledit  verin.  hydraulique  (4)  est  associe  a 
au  moins  avec  un  moyen  d'etranglement  reglable 

30  apte  a  reduire  la  vitesse  de  I'element  de  ferme- 
ture  (5A)  a  I'approche  de  sa  position  de  ferme- 
ture,  ledit  moyen  d'etranglement  reglable  etant 
insere  dans  au  moins  Tune  des  conduites  d'ali- 
mentation  ou  de  decharge  du  fluide  hydraulique 

35  vers  ou  hors  du  verin  hydraulique  (4). 
2.  Dispositif  d'actionnement  selon  la  revendi- 

cation  1,  caracterise  en  ce  que  le  moyen  d'etran- 
glement,  de  preference  au  moins  une  valve 
d'etranglement  (8A,  8B)  peut  etre  regie  manuel- 

40  lement. 
3.  Dispositif  d'actionnement  selon  les  revendi- 

cations  1  ou  2,  caracterise  en  ce  que  le  moyen 
d'etranglement  est  insere  dans  la  conduite  qui 
evacue  le  fluide  hydraulique  hors  du  verin  (4). 

45  4.  Dispositif  d'actionnement  selon  la  revendi- 
cation  2  ou  3,  caracterise  en  ce  que  la  valve 
d'etranglement  (8A,  8B)  est  actionnee  par  un 
organe  de  commande  (7)  ou  analogue  fixe  a  la 
tige  de  piston  dudit  piston  hydraulique. 
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