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Description 

TECHNICAL  FIELD 

The  present  invention  relates  to  an  emitter  fol- 
lower  circuit,  and  particularly  to  an  emitterfollowercir- 
cuit  employing  a  metal  oxide  semiconductor 
transistor. 

BACKGROUND  ART 

Conventionally,  an  emitter  follower  circuit  is  used 
as  an  input  circuit  for  inputting  a  signal  or  an  output 
circuit  for  outputting  a  signal. 

In  a  bipolar-complementaly  metal  oxide  semicon- 
ductor  (Bipolar-CMOS)  circuit  constructed  by  combin- 
ing  a  bipolar  circuit  and  a  CMOS  circuit,  a  MOS 
transistor  included  in  a  current  source  is  cut  off  when 
the  emitter  follower  circuit  is  set  to  the  inactive  state. 
Thereby,  it  becomes  possible  to  prevent  current  from 
passing  through  the  bipolar  circuit  and  reduce  power 
consumed  therein. 

FIG  .1  illustrates  a  level  converter,  which 
includes  a  conventional  emitter  follower  circuit.  Refer- 
ring  to  FIG.1,  a  differential  circuit  is  made  up  of  tran- 
sistors  Q1  and  Q2.  The  transistor  Q1  is  supplied  with 
a  voltage  signal  through  a  terminal  10,  and  the  tran- 
sistor  Q2  supplied  with  a  reference  voltage  VREF 
through  a  terminal  11. 

Two  output  signals  derived  from  the  differential 
circuit  pass  through  emitter  follower  circuits  12  and  13 
including  transistors  Q3  and  Q4,  respectively,  and  are 
supplied  to  a  flip-flop  14,  which  includes  MOS  transis- 
tors  P1  ,  P2,  N1  and  N2.  An  output  signal  derived  from 
the  flip-flop  14  passes  through  an  inverter  15  includ- 
ing  MOS  transistors  P3  and  N3,  and  is  output  through 
a  terminal  16.  The  flip-flop  14  has  a  function  of  con- 
verting  the  ECL  (Emitter  Coupled  Logic)  level  of  a 
supplied  signal  to  the  MOS  level. 

The  emitter  follower  circuits  12  and  13  include 
transistors  Q5  and  Q6,  respectively,  which  function  as 
constant-current  sources,  each  of  which  is  supplied 
by  a  fixed  voltage  VR  through  a  terminal  17.  N-chan- 
nel  MOS  transistors  N4  and  N5  are  current  source 
resistors,  and  conduct  when  a  chip  select  signal  CS 
applied  through  a  terminal  18  is  held  at  a  high  (H) 
level,  so  that  emitter  follower  circuits  12  and  13  are 
held  in  the  active  state.  The  MOS  transistors  N4  and 
N5  are  cut  off  when  the  chip  select  signal  C5  is 
switched  to  a  low  (L)  level,  so  that  the  emitter  follower 
circuits  12  and  13  are  switched  to  the  inactive  state. 

FIG.2  illustrates  a  sense  amplification  circuit  for 
a  memory  including  a  conventional  emitter  follower 
circuit.  Referring  to  this  figure,  terminals  20a  and  20b 
are  connected  to  bit  lines  (not  shown)  which  are 
paired.  The  voltages  of  the  terminals  20a  and  20b 
pass  through  emitter  follower  circuits  21  and  22 
including  transistors  Q10  and  Q11,  respectively,  and 

are  then  applied  to  a  differential  circuit  made  up  of 
transistors  Q12  and  Q1  3.  The  collectors  of  the  transis- 
tors  Q12  and  Q13  are  coupled  to  corresponding  cur- 
rent/voltage  conversion  circuits  25  and  26  through 

5  corresponding  common  lines  23  and  24,  which  are 
used  in  common  with  differential  circuits  associated 
with  other  bit  lines.  With  the  above-mentioned  struc- 
ture,  current  passing  through  the  common  line  23 
becomes  larger  than  that  passing  through  the  com- 

10  mon  line  24  when  the  level  of  the  terminal  20a  is 
higher  than  the  level  of  the  terminal  20b.  At  this  time, 
the  levels  of  the  common  lines  23  and  24  are  held  at 
almost  identical  levels. 

A  fixed  voltage  VCOn  is  applied,  through  a  termi- 
15  nal  30,  to  the  base  of  transistors  Q14  and  Q15,  which 

are  included  in  the  current/voltage  conversion  circuits 
25  and  16,  respectively.  Collector  currents  of  the  tran- 
sistors  Q14  and  Q15  are  converted  to  corresponding 
voltages  by  the  MOS  transistors  N12  and  N13,  re- 

20  spectively,  which  function  as  resistors. 
The  output  signals  of  the  current/voltage  conver- 

sion  circuits  25  and  26  are  supplied  to  a  differential 
amplifier  (not  shown)  of  the  next  stage  through  termi- 
nals  27a  and  27b,  respectively. 

25  The  N-channel  MOS  transistors  N10  and  N11 
included  in  the  emitter  follower  circuits  21  and  22  are 
current  source  resistors.  The  MOS  transistors  N10 
and  N  1  1  conduct  when  a  bit  select  signal  BS  supplied 
from  a  terminal  28  through  an  inverter  is  held  at  L 

30  level,  whereby  the  emitter  follower  circuits  21  and  22 
are  held  in  the  active  state.  On  the  other  hand,  the 
MOS  transistors  N10  and  N11  are  cutoff  when  the  bit 
select  signal  BS  is  held  at  H  level,  so  that  the  emitter 
follower  circuits  21  and  22  are  held  in  the  inactive 

35  state. 
Turning  to  FIG.1,  when  the  emitter  follower  cir- 

cuits  12  and  13  are  switched  to  the  inactive  state,  the 
potential  of  the  emitter  of  each  of  the  transistors  Q3 
and  Q4  becomes  unstable.  Therefore,  the  flip-flop  14 

40  becomes  unstable,  and  the  input  signal  of  the  inverter 
is  unnecessarily  inverted.  It  is  noted  that  the  circuit  of 
FIG.1  is  wasteful  of  current  when  the  MOS  transistors 
P1  ,  P2,  N1  and  N2  included  in  the  flip-flop  14  and  the 
inverter  15  are  inverted.  The  above  leads  to  an 

45  increase  of  consumption  power. 
In  the  circuit  of  FIG.2,  the  potential  of  emitter  of 

each  of  the  transistors  Q10  and  Q11  becomes  unst- 
able,  when  the  emitter  follower  circuits  21  and  22  are 
switched  to  the  inactive  state.  The  emitter  potentials 

so  of  the  transistors  Q1  0  and  Q11  increase  to  the  ground 
level  (Vcc)  as  time  goes.  Therefore,  it  takes  long  for 
the  emitter  potential  of  each  of  the  transistors  Q1  0  and 
Q11  to  become  equal  to  the  predetermined  potential 
when  the  emitter  follower  circuits  21  and  22  is  set  to 

55  the  active  state  again.  The  above  prevents  the  sense 
amplifier  from  operating  at  high  speeds. 
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DISCLOSURE  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  provide  an 
emitter  follower  circuit  capable  of  reducing  powercon- 
sumption  in  the  level  converter  circuit  and  enabling  it 
to  be  possible  to  operate  the  sense  amplification  cir- 
cuit  at  high  speeds. 

The  present  invention  relates  to  an  emitter  fol- 
lower  circuit  including  an  emitter  follower  transistor, 
and  a  power  source  coupled  to  the  emitter  of  the  emit- 
ter  follower  transistor.  The  power  source  includes  a 
MOS  transistor,  and  the  emitter  follower  circuit  is 
switched  between  active  and  inactive  states  by 
switching  the  MOS  transistor  by  a  control  signal.  The 
present  invention  has  the  following  essential  features. 
That  is,  between  the  source  and  drain  of  the  MOS 
transistor,  there  is  provided  current  path  means  for 
providing  a  resistance  considerably  larger  than  the 
resistance  of  the  MOS  transistor  provided  when  con- 
ducting,  and  when  the  MOS  transistor  is  at  least  cut 
off  passing  an  extremely  small  current  therethrough 
at  that  time. 

In  the  present  invention,  the  extremely  small  cur- 
rent  passes  through  the  current  path  means  during 
the  time  when  the  MOS  transistor  is  OFF  so  that  the 
emitter  potential  of  the  emitter  follower  transistor  can 
be  stabilized.  Thereby,  it  becomes  possible  to  reduce 
the  power  consumption  in  the  level  converter  circuit 
and  make  the  sense  amplification  circuit  operate  at 
high  speeds. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

FIG.1  is  a  circuit  diagram  of  a  level  converter  cir- 
cuit  which  employs  a  conventional  emitter  fol- 
lower  circuit; 
FIG.2  is  a  circuit  diagram  of  a  sense  amplifier 
which  employs  a  conventional  emitterfollowercir- 
cuit; 
FIG.3  is  a  circuit  diagram  of  a  level  converter  cir- 
cuit  in  which  an  emitter  follower  circuit  of  an 
embodiment  of  the  present  invention  is 
employed; 
FIG.4  is  a  circuit  diagram  of  a  variation  of  the  pre- 
sent  invention;  and 
FIG.5  is  a  circuit  diagram  of  a  sense  amplifier  in 
which  the  present  invention  is  employed. 

BEST  MODE  OF  CARRYING  OUT  THE 
INVENTION 

FIG.3  is  a  circuit  diagram  of  a  level  converter  cir- 
cuit  in  which  an  emitter  follower  circuit  of  an  embodi- 
ment  of  the  present  invention  is  employed.  In  FIG.3, 
those  parts  which  are  the  same  as  those  in  FIG.1  are 
given  the  same  reference  numerals,  and  a  description 
of  those  parts  is  omitted.  Emitter  follower  circuits  12A 
and  13A  correspond  to  emitterfollower  circuits  12and 

13,  respectively. 
Referring  to  FIG.  3,  a  resistor  R1  is  connected 

across  the  source  and  drain  of  the  MOS  transistor  N4 
provided  in  the  emitterfollower  circuit  12A.  Similarly, 

5  a  resistor  R2  is  connected  across  the  drain  and 
source  of  the  MOS  transistor  N5. 

The  resistors  R1  and  R2  have  resistances  which 
are  considerably  larger  than  an  ON  resistance  of  each 
of  the  MOS  transistors  N4  and  N5.  It  is  preferable  that 

10  each  of  the  resistors  R1  and  R2  has  a  resistance  as 
large  as  10  times  the  ON  resistance.  Generally,  the 
ON  resistance  of  a  MOS  transistor  is  a  few  hundred 
ohms.  Therefore,  each  of  the  resistors  R1  and  R2  is 
formed  by  a  resistor  having  a  resistance  equal  to  or 

15  larger  than  a  few  kilo-ohms. 
Thereby,  during  a  time  when  the  chip  select  signal 

CS  is  held  at  L  level  and  therefore  the  emitterfollower 
circuits  12Aand  13Aare  held  in  the  inactive  state,  an 
extremely  small  current  (tens  of  ̂ Ato  hundreds  of  ̂ A) 

20  pass  through  the  resistors  R1  and  R2.  During  the  time 
when  the  extremely  small  current  pass  through  the 
transistors  Q3  through  Q6,  the  base-emitter  voltage  of 
each  of  the  transistors  Q3  through  Q6  can  be 
ensured.  Therefore,  the  base-emitter  voltage  of  each 

25  of  the  transistors  Q3  and  Q4  is  stabilized.  As  a  result, 
it  becomes  possible  to  prevent  the  flip-flop  14  and  the 
inverter  15  from  being  inverted.  Hence,  it  becomes 
possible  to  reduce  the  power  consumption  generated 
when  the  flip-flop  14  and  the  inverter  15  are  held  in 

30  the  inactive  state. 
As  is  illustrated  in  FIG.4,  a  P-channel  MOS  tran- 

sistor  may  be  substituted  for  the  resistor  R1  as  the 
current  path  means.  Referring  to  FIG.4,  the  source 
and  drain  of  the  MOS  transistor  P4  are  connected  to 

35  the  source  and  drain  of  the  MOS  transistor  N4,  re- 
spectively.  The  gate  of  the  MOS  transistor  P4  is  con- 
nected  to  the  terminal  18.  The  ON  resistance  of  the 
MOS  transistor  P4  is  selected  in  the  same  way  as  the 
resistor  R1  .  In  the  case  of  FIG.  4,  an  extremely  small 

40  current  passes  through  the  MOS  transistor  P4,  only 
when  the  MOS  transistor  N4  is  cut  off  and  thereby  the 
emitterfollower  circuit  12Ais  held  in  the  inactive  state. 

Of  course,  the  resistor  R2  may  be  replaced  with 
a  P-channel  MOS  transistor  as  described  previously. 

45  FIG.5  illustrates  a  sense  amplifier  to  which  the 
present  invention  is  applied.  In  FIG.5,  those  parts 
which  are  the  same  as  those  in  FIG.2  are  given  the 
same  reference  numerals,  and  a  description  thereof 
is  omitted.  Emitter  follower  circuits  21  A  and  22Acor- 

50  respond  to  the  aforementioned  emitter  follower  cir- 
cuits  21  and  22. 

Referring  to  FIG.5,  a  resistor  R3  is  connected 
across  the  drain  and  source  of  the  MOS  transistor 
N10  provided  in  the  emitter  follower  circuit  21  A,  and 

55  a  resistor  R4  is  connected  across  the  drain  and 
source  of  the  MOS  transistor  N11.  The  resistances  of 
the  resistors  R3  and  R4  are  set  considerably  large, 
compared  with  the  MOS  transistors  N10  and  N11. 

3 
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Thereby,  even  when  the  bit  select  signal  is  held  at  H 
level  and  therefore  the  emitter  follower  circuits  21A 
and  22Aare  held  in  the  inactive  state,  extremely  small 
currents  pass  through  the  resistors  R3  and  R4.  There- 
fore,  the  potentials  of  the  emitters  of  the  transistors 
Q10  and  Q11  are  fixed  to  levels  which  are  lower  by  a 
fixed  voltage  than  the  potential  of  the  terminals  20a 
and  20b,  respectively.  Thereby,  it  becomes  possible 
to  reduce  the  time  it  takes  for  the  emitter  potential  of 
each  of  the  transistors  Q10  and  Q11  to  become  equal 
to  the  predetermined  potential  when  the  emitter  fol- 
lower  circuits  21  A  and  22A  are  switched  to  the  active 
state. 

In  the  circuit  of  FIG.5,  the  P-channel  MOS  transis- 
tor  as  shown  in  FIG  .4  may  be  substituted  for  each  of 
the  resistors  R3  and  R4  as  the  current  path  means. 

INDUSTRIAL  APPLICABILITY 

As  described  above,  according  to  the  emitterfol- 
lower  circuit  of  the  present  invention,  an  extremely 
small  current  passes  through  the  emitter  follower  cir- 
cuit  when  held  in  the  inactive  state,  and  thereby  the 
emitter  potential  of  the  emitter  follower  transistor  can 
be  settled.  As  a  result,  it  becomes  possible  to  reduce 
the  consumption  power  in  the  level  converter  circuit 
and  operate  the  sense  amplification  circuit  at  high 
speeds.  Consequently,  the  present  invention  is  effec- 
tive  to  practical  use. 

Claims 

1  .  An  emitterfollowercircuit  comprising  an  emitter 
follower  transistor  (Q5,  Q6,  Q10,  On)  and  a  current 
source  coupled  to  the  emitter  of  said  emitter  follower 
transistor,  (Q5,  Q6,  Q10,  On)  said  current  source 
including  a  MOS  transistor  (N4,  N5),  said  emitter  fol- 
lower  circuit  being  switched  between  active  and  inac- 
tive  states  by  switching  said  MOS  transistor  (N4,  N5) 
by  a  control  signal  (CS), 
characterized  in  that  said  emitter  follower  circuit  com- 
prises  current  path  means  (R  ̂ R2,  P4)  provided  be- 
tween  the  source  and  drain  of  said  MOS  transistor 
(N4,  N5),  for  providing  a  resistance  considerably  larger 
than  the  resistance  of  the  MOS  transistor  (N4,  N5)  pro- 
vided  when  conducting,  and  when  the  MOS  transistor 
(N4,  N5)  is  at  least  cut  off  passing  an  extremely  small 
current  therethrough  at  that  time. 

2.  An  emitter  follower  circuit  as  claimed  in  claim 
1,  characterized  in  that  said  current  path  means  (R^ 
R2,  P4)  comprises  a  resistor  (R  ̂ R2). 

3.  An  emitter  follower  circuit  as  claimed  in  claim 
1  ,  wherein  said  current  path  means  (R  ̂ R2,  P4)  com- 
prises  a  MOS  transistor  (P4)  of  a  conductivity  type  dif- 
ferent  from  that  of  the  MOS  transistor  (N4,  N5)  serving 
as  said  current  source,  and  the  gate,  drain  and  source 
of  said  MOS  transistor  (P4)  of  said  current  path  means 

are  connected  to  the  gate,  source  and  drain  of  said 
MOS  transistor  (N4,  N5)  of  said  current  source,  re- 
spectively. 

5 
Patentanspruche 

1.  Eine  Emitterfolgerschaltung  miteinem  Emitter- 
folgertransistor  (Q5,  Q6,  Q10,  On)  und  einer  mit  dem 

10  Emitter  des  genannten  Emitterfolgertransistors  (Q5, 
Q6,  Q10,  Qn)  gekoppelten  Stromquelle,  welche 
Stromquelle  einen  MOS-Transistor  (N4,  N5)  beinhal- 
tet,  wobei  die  genannte  Emitterfolgerschaltung  durch 
das  Schalten  des  genannten  MOS-Transistors  (N4, 

15  N5)  durch  ein  Steuersignal  (CS)  zwischen  aktiven  und 
passiven  Zustanden  geschaltet  wird, 
dadurch  gekennzeichnet,  dali  die  genannte  Emitter- 
folgerschaltung  ein  Stromwegmittel  (R  ̂ R2,  P4),  wel- 
ches  zwischen  der  Quelle  und  der  Senke  des 

20  genannten  MOS-Transistors  (N4,  N5)  vorhanden  ist, 
fur  das  Bereitstellen  eines  Widerstandes  umfalit,  der 
betrachtlich  hoher  ist  als  der  Widerstand  des  MOS- 
Transistors  (N4,  N5),  der  vorhanden  ist,  wenn  er  lei- 
tend  ist,  und  wenn  der  MOS-Transistor  (N4,  N5) 

25  wenigstens  gesperrt  ist  und  durch  ihn  zu  der  Zeit  ein 
extrem  niedriger  Strom  flielit. 

2.  Eine  Emitterfolgerschaltung  nach  Anspruch  1, 
dadurch  gekennzeichnet,  dali  das  genannte  Strom- 
wegmittel  (Rt,  R2,  P4)  einen  Widerstand  (R  ̂ R2)  be- 

30  inhaltet. 
3.  Eine  Emitterfolgerschaltung  nach  Anspruch  1, 

bei  welcherdas  genannte  Stromwegmittel  (R  ̂ R2,  P4) 
einen  MOS-Transistor  (P4)  eines  anderen  Leitungs- 
typs  als  der  des  MOS-Transistors  (N4,  N5),  welcher 

35  als  genannte  Stromquelle  dient,  umfalit,  und  das  Ga- 
te,  der  Drain  und  die  Source  des  genannten  MOS- 
Transistors  (P4)  des  genannten  Stromwegmittels  mit 
dem  Gate,  der  Source  bzw.  dem  Drain  des  genannten 
MOS-Transistors  (N4,  N5)  der  genannten  Stromquelle 

40  verbunden  sind. 

Revendications 

45  1.  Circuit  emetteur-suiveur  comprenant  un  tran- 
sistor  emetteur-suiveur  (Q5,  Q6,  Q10,  Qn)  et  une 
source  de  courant  connectee  a  I'emetteur  dudit  tran- 
sistor  emetteur-suiveur  (Q5,  Q6,  Q10,  Qn),  ladite 
source  de  courant  comprennant  un  transistor  MOS 

so  (N4,  N5),  ledit  circuit  emetteur-suiveur  etant  bascule 
entre  des  etats  actif  et  inactif  par  le  basculement  dudit 
transistor  MOS  (N4,  N5)  par  un  signal  de  commande 
(CS), 
caracterise  en  ce  que  ledit  circuit  emetteur-suiveur 

55  comprend  un  trajet  de  courant  (R  ̂ R2,  P4)  dispose 
entre  la  source  et  le  drain  dudit  transistor  MOS  (N4, 
N5),  pour  creer  une  valeur  de  resistance  beaucoup 
plus  grande  que  la  valeur  de  resistance  du  transistor 

4 
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MOS  (N4,  N5)  creee  lorsqu'il  est  conducteur,  et  lors- 
que  le  transistor  MOS  (N4,  N5)  est  au  moins  bloque 
pour  laisser  passer  un  courant  extremement  faible  a 
ce  moment. 

2.  Circuit  emetteur-suiveur  tel  que  revendique  5 
dans  la  revendication  1,  caracterise  en  ce  que  ledit 
trajet  de  courant  (F̂   ,  R2,  P4)  comprend  une  resistance 
(Ri,  R2)- 

3.  Circuit  emetteur-suiveur  tel  que  revendique 
dans  la  revendication  1,  dans  lequel  ledit  trajet  de  w 
courant  (R  ̂ R2,  P4)  comprend  un  transistor  MOS  (P4) 
d'un  type  de  conductivity  different  de  celui  du  transis- 
tor  MOS  (N4,  N5)  servant  de  source  de  courant,  et 
dans  lequel  la  grille,  le  drain  et  la  source  dudit  tran- 
sistor  MOS  (P4)  dudit  moyen  de  trajet  de  courant  sont  15 
connectes,  respectivement,  a  la  grille,  a  la  source  et 
au  drain  dudit  transistor  MOS  (N4,  N5)  de  ladite  source 
de  courant. 
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