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(54) AIR DUCT FOR VENTILATION SEAT AND VEHICLE VENTILATION SEAT HAVING SAME

(57) The present invention includes: an upper sur-
face provided with a plurality of air outlets; a lower surface
provided with an air inlet, and configured such that cor-
ners thereof are attached to corners of the upper surface
to form an air passage; and a spacer provided on at least
one of the lower surface and the upper surface to extend

toward the other surface. According to the present inven-
tion, it is possible to uniformly discharge incoming air to
a seat of a vehicle and to minimize the discomfort expe-
rienced by a vehicle occupant, thereby providing a com-
fortable ride.
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Description

Technical Field

[0001] The present invention relates generally to an air
duct for a ventilation seat and a ventilation seat having
the same for a vehicle. More particularly, the present in-
vention relates to an air duct for a ventilation seat and a
ventilation seat having the same for a vehicle, in which
an air flow structure is improved and it is possible to pro-
vide a comfortable seating feel to a user.

Background Art

[0002] An air conditioning apparatus is used to keep
the temperature, the humidity, the air cleanliness, and
the air flow of a space pleasant, and particularly, the im-
portance of the air conditioning apparatus becomes more
prominent in an enclosed space such as a vehicle.
[0003] In general, an air conditioning apparatus ap-
plied to a vehicle is provided with a cooling and heating
device composed of an air conditioner and a heater to
provide air on the front and side of the inside of the ve-
hicle, but a vehicle seat, with which an occupant’s body
is brought directly into contact, is not provided with the
air from the cooling and heating device described above,
which is a factor that reduces ride comfort of the occu-
pant.
[0004] Conventionally, as disclosed in Korean Patent
No. 10-1280775, by using a seat configured such that
outside air is sucked and the air is discharged through
an air discharge hole formed in the seat via an air transfer
hole having a predetermined shape, it is possible to pro-
vide comfortable ride and to reduce unnecessary energy
consumption by directly transmitting the cooling effect to
an occupant.
[0005] However, the ventilation seat configured as de-
scribed above is problematic in that the air transfer hole
for guiding air and a fan for sucking air are generally
inserted into the seat, which causes discomfort to the
occupant when the occupant sits on the seat, so the ride
comfort is deteriorated. Further, when the air transfer
hole for guiding air is made of a material such as memory
foam that absorbs an external force while maintaining a
predetermined shape in order to improve the ride com-
fort, the space defined in the air transfer hole is blocked
when an occupant sits on the seat and an external force
is applied to the seat, so air may not be smoothly trans-
ported.
[0006] Further, in Korean Patent Application Publica-
tion No. 2016-0062237, there has been disclosed a seat
including a mesh that is inserted into back and front sur-
faces of vent holes to fill the vent holes, which are formed
in a back pad structure in the forward and backward di-
rections. However, the mesh is problematic in that an air
passage may be clogged by the occupant’s weight at the
time of sitting, and the size of a blower must be larger in
order to increase the efficiency.

[0007] Further, the conventional ventilation seat is
problematic in that when an external force is applied to
the seat by an occupant, the sucked air leaks into a fine
gap formed on the seat of the vehicle, so noise may be
generated due to the fan under load.

[Documents of Related Art]

[Patent Document]

[0008]

1. Korean Patent No. 10-1280775 (registered June
25, 2013)
2. Korean Patent Application Publication No.
2016-0062237 (published June 02, 2016)

Disclosure

Technical Problem

[0009] Accordingly, the present invention has been
made keeping in mind the above problems occurring in
the related art, and an object of the present invention is
to provide an air duct for a ventilation seat and a venti-
lation seat having the same for a vehicle, in which it is
possible to uniformly discharge sucked air to a seat of a
vehicle and to minimize the discomfort experienced by a
vehicle occupant, thereby providing a comfortable ride.
[0010] Further, another object of the present invention
is to provide an air duct for a ventilation seat and a ven-
tilation seat having the same for a vehicle, in which it is
possible to minimize an external force transmitted to a
panel provided in a vehicle seat to guide the flow of air,
thereby facilitating the air flow and reducing noise.

Technical Solution

[0011] In order to achieve the above object, the present
invention provides an air duct for a ventilation seat, the
air duct including: an upper surface provided with a plu-
rality of air outlets; a lower surface provided with an air
inlet, and configured such that corners thereof are at-
tached to corners of the upper surface to form an air
passage; and a spacer provided on at least one of the
lower surface and the upper surface to extend toward
the other surface.
[0012] Preferably, the spacer is configured such that
protrusions are provided on at least one of the lower sur-
face and the upper surface to extend toward the other
surface at predetermined intervals.
[0013] Preferably, the upper surface is configured such
that a gentle conical protruding portion is provided on an
inner surface thereof facing the air inlet so as to diffuse
incoming air to ends of the corners; and the lower surface
is fastened by using a fastener to a conveying duct for
conveying air from a fan, and includes a locking piece
provided to intersect in a U shape with the fastener fas-
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tening the conveying duct.
[0014] Preferably, the upper surface or the lower sur-
face includes a wrinkle portion to be bent at a predeter-
mined angle at a time of sitting. Further, a nonwoven
fabric may be attached to a bottom of the lower surface.
[0015] Preferably, the upper surface is configured such
that a spiral protrusion is provided on an inner side of
each of the air outlets.
[0016] Preferably, the air duct constituted by the upper
surface and the lower surface is provided with a fan and
a conveying duct at a side thereof; and the upper surface
or the lower surface includes a bent portion that partitions
a flow direction of incoming air and guides air flow. The
upper surface or the lower surface may include a first
bent portion configured to be bent at a predetermined
angle at a time of sitting while partitioning a flow direction
of incoming air into at least one of a central portion, a left
side, and a right side, and the first bent portion may be
configured such that an end thereof is gently curved to-
ward an air inlet side.
[0017] Preferably, the upper surface or the lower sur-
face includes a second bent portion configured to be bent
in a direction perpendicular to a flow direction of air flow-
ing in the air duct. The second bent portion may include:
an upper convex portion configured such that an upper
inner surface of the air duct corresponding to a seat bot-
tom of the upper surface is convex downwardly; and a
lower convex portion configured such that an inner sur-
face of the lower surface diagonally facing the upper con-
vex portion is convex upwardly, wherein the upper con-
vex portion and the lower convex portion are spaced
apart from each other at a predetermined interval.
[0018] Preferably, the air duct of includes: a lower
chamber of hard material configured such that the upper
surface is provided with a discharge hole, the lower sur-
face is provided with an air inlet, and the corners of the
upper surface and the lower surface are attached togeth-
er to form a chamber-type air passage; and an adapter
of soft material provided with a plurality of air outlets con-
nected with the discharge hole of the lower chamber to
be connected to a discharge passage of a foam pad.
[0019] Preferably, a chamber constituted by the upper
surface and the lower surface is configured such that a
width thereof is gradually increased from an air inlet side
toward an inside of the chamber and then is constant.
[0020] Preferably, a ventilation seat is configured in a
form of a seat back part or a seat bottom part, the venti-
lation seat including: the upper surface provided with the
plurality of air outlets; the lower surface provided with the
air inlet, and configured such that the corners thereof are
attached to the corners of the upper surface to form the
air passage; the spacer provided on at least one of the
lower surface and the upper surface to extend toward
the other surface; a cushion part connected to the air
outlets of the upper surface and an air passage of the
foam pad; and a support means supporting the lower
surface.

Advantageous Effects

[0021] According to the present invention, it is possible
to uniformly discharge sucked air to the seat of the vehicle
and to minimize the discomfort experienced by a vehicle
occupant, thereby providing a comfortable ride.

Description of Drawings

[0022]

FIG. 1 is a perspective view showing an upper sur-
face of an air duct for a ventilation seat according to
a first embodiment of the present invention.
FIG. 2 is an exemplary view showing a lower surface
of the air duct for a ventilation seat according to the
first embodiment of the present invention.
FIG. 3 is an exemplary view showing a shape of a
seat back part 20 of an air duct for a ventilation seat
according to a second embodiment of the present
invention.
FIG. 4 is an inside perspective view showing a seat
back part and a seat bottom part of a ventilation seat
for a vehicle having the air duct according to the first
embodiment and the second embodiment of the
present invention.
FIG. 5 is an exemplary view showing a rear side of
the ventilation seat for a vehicle having the air duct
according to the first embodiment and the second
embodiment of the present invention.
FIG. 6 is an exemplary view showing a cross-section
of the ventilation seat for a vehicle having the air duct
according to the first embodiment and the second
embodiment of the present invention.
FIG. 7 is an exemplary view showing a shape of an
air duct 50 for a ventilation seat according to a third
embodiment of the present invention.
FIG. 8 is a sectional perspective view showing the
shape of the air duct 50 for a ventilation seat accord-
ing to the third embodiment of the present invention.
FIG. 9 is a perspective view showing a shape of an
air duct 60 for a ventilation seat according to a fourth
embodiment of the present invention.
FIG. 10 is an assembly perspective view showing
the air duct 60 for a ventilation seat according to the
fourth embodiment of the present invention.
FIG. 11 is an exemplary view showing a cap 1000
of the air duct for a ventilation seat according to an
embodiment of the present invention.
FIG. 12 is an exemplary view showing a cross-sec-
tion of the cap 1000 of the air duct for a ventilation
seat according to an embodiment of the present in-
vention.
FIG. 13 is an exemplary view further illustrating a
second bent portion 720 in the upper surface and
the lower surface of the air duct for a ventilation seat
according to an embodiment of the present inven-
tion.
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FIG. 14 is an exemplary view showing a cross-sec-
tion of a spacer of the air duct for a ventilation seat
according to an embodiment of the present inven-
tion.

Best Mode

[0023] Hereinbelow, the present invention will be de-
scribed in detail with reference to the accompanying
drawings. Wherever possible, the same reference nu-
merals will be used throughout the drawings and the de-
scription to refer to the same or like elements or parts.
Further, it is to be noted that, when the functions of con-
ventional elements and the detailed description of ele-
ments related with the present invention may make the
gist of the present invention unclear, a detailed descrip-
tion of those elements will be omitted.
[0024] FIG. 1 is a perspective view showing an upper
surface of an air duct for a ventilation seat according to
a first embodiment of the present invention, and FIG. 2
is an exemplary view showing a lower surface of the air
duct for a ventilation seat according to the first embodi-
ment of the present invention. As shown in FIGS. 1 and
2, an air duct 10 for a ventilation seat according to the
embodiment has a chamber-type structure including an
upper surface 110, a lower surface 120, and a spacer
130.
[0025] The upper surface 110 is formed with a plurality
of air outlets 111. The lower surface 120 is formed with
an air inlet, and corners thereof are attached to corners
of the upper surface to form a chamber-type air passage.
The spacer 130 is formed on at least one surface of the
lower surface and the upper surface toward the other
surface.
[0026] A spiral protrusion 112 is formed on an inner
side of the air outlet 111 so as to form a vortex in a dis-
charge passage of a foam pad when the air outlet 111
of the upper surface 110 is coupled to the foam pad of a
seat cushion part of the vehicle. With this structure, the
discharged air is discharged in a vortex form to increase
the strength and pressure of the air flow. Meanwhile, FIG.
11 is an exemplary view showing a cap 1000 of the air
duct for a ventilation seat according to an embodiment
of the present invention, and FIG. 12 is an exemplary
view showing a cross-section of the cap 1000 of the air
duct for a ventilation seat according to an embodiment
of the present invention. As shown in FIGS. 11 and 12,
the air outlet 111 of the air duct may be provided with a
cylindrical cap 1000 on the outer surface thereof to be
engaged with the discharge passage of the foam pad,
wherein the cap 1000 is formed on the inner side thereof
with a threaded protrusion to form a vortex.
[0027] As shown in FIG. 1, the upper surface may be
provided with a clamping portion 113 so as to be clamped
to clamping means provided on opposite sides of a fas-
tener 121 of the lower surface of FIG. 2. Accordingly, the
space between the upper surface and the lower surface
can be stably formed, and stable fixing is possible even

when the air duct is fastened to a conveying duct 300.
[0028] Further, as shown in FIGS. 1 and 2, the spacer
130 of the air duct 10 for a ventilation seat can prevent
clogging of the air passage due to the weight of an oc-
cupant by forming a plurality of protrusions at predeter-
mined intervals on the inner surface of the corresponding
position where the human body is brought in contact at
the time of sitting. The air outlet 111 may be variously
designed according to the position of the air passage of
the foam pad according to the type of vehicle.
[0029] The air duct 10 for a ventilation seat according
to the embodiment is configured such that a gentle con-
ical protruding portion (not shown) is provided on the in-
ner side of the upper surface, which is the inner side of
the air duct for a ventilation seat facing the air inlet of the
lower surface, thereby diffusing the incoming air to the
inner corners of the air duct for a ventilation seat. As
shown in FIG. 1, the bending of one end of the air duct
10 for a ventilation seat may be changed according to
the shape of the foam pad.
[0030] As shown in FIG. 2, the air duct for a ventilation
seat is fastened to a conveying duct 300 for conveying
air from a fan 200. Herein, the air duct 10 for a ventilation
seat includes a locking piece 122 formed at the bottom
thereof to intersect with the fastener 121 fastened to the
conveying duct 300 in a U shape. Due to the configuration
of the locking piece 122 formed to intersect in the U
shape, the air duct can be fastened by the weight of the
foam pad and the seat placed on the upper portion of the
air duct without a fastening means, and it is possible to
prevent separation due to the vibration of the fan or con-
veying duct. Further, the conveying duct 300 is provided
with an elastic member 310 that includes a first elastic
member 311 connected to the fan 200 and a second elas-
tic member 312 connected to the lower surface of the air
duct, thereby reducing the vibration transmitted from the
fan 200.
[0031] FIG. 3 is an exemplary view showing a shape
of a seat back part 20 of an air duct for a ventilation seat
according to a second embodiment of the present inven-
tion. As shown in FIG. 3, the air duct may include a wrinkle
portion 123 configured such that wrinkles are formed on
one surface of an upper surface and a lower surface in
a horizontal direction so as to be bent at a predetermined
angle at the time of sitting against the seat back part.
[0032] Further, a nonwoven fabric 140 may be at-
tached to the lower surface of the air duct 120 for a ven-
tilation seat to reduce vibration of the fan or the conveying
duct. Further, a support means 150 may be provided to
support the external force transmitted by the occupant’s
weight, and preferably, the support means 150 is formed
in a shape that is bent at least once so as to disperse
and support the transmitted external force. Further, as
shown in FIG. 2, the conveying duct 300 may be provided
with at least one elastic member 310 to absorb the ex-
ternal force applied thereto.
[0033] When the air duct 120 for a ventilation seat is
applied to a vehicle seat, the spiral protrusion 112 is
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formed on the inner side of the air outlet 111 so as to
form a vortex in the discharge passage of the foam pad
when the air outlet 111 of the upper surface 110 is cou-
pled to the foam pad of the seat cushion part of the ve-
hicle. The air outlet 111 of the air duct may be provided
with the spiral cap 1000 shown in FIGS. 11 and 12 to
form a vortex. With this structure, the discharged air is
discharged in a vortex form to increase the strength and
pressure of the air flow.
[0034] FIG. 4 is an inside perspective view showing a
seat back part and a seat bottom part of a ventilation seat
for a vehicle having the air duct according to the first
embodiment and the second embodiment of the present
invention, FIG. 5 is an exemplary view showing a rear
side of the ventilation seat for a vehicle having the air
duct according to the first embodiment and the second
embodiment of the present invention, and FIG. 6 is an
exemplary view showing a cross-section of the ventilation
seat for a vehicle having the air duct according to the first
embodiment and the second embodiment of the present
invention.
[0035] As shown in FIG. 4, a seat bottom part 30 of a
ventilation seat 400 for a vehicle having an air duct for a
ventilation seat includes an air duct 410 for a ventilation
seat, a support means 420, and a cushion part 430.
[0036] The air duct 410 for a ventilation seat according
to the embodiment is provided with a wrinkle portion 411
at a position corresponding to the buttocks portion at the
time of sitting so as to be bent at the time of sitting. The
support means 420 is provided to support the bottom of
the air duct 410 for a ventilation seat, and the support
means 420 includes a nonwoven fabric 421 attached to
the bottom of the air duct 410 for a ventilation seat to
reduce vibration transmitted from the fan or the convey-
ing duct. Further, the cushion part 430 is configured such
that an air passage thereof is connected to the air outlet
412 of the air duct 410 for a ventilation seat to discharge
air through a ventilation seat hole 431.
[0037] Further, a seat back part 40 of the ventilation
seat 400 for a vehicle having an air duct for a ventilation
seat includes an air duct 440 for a ventilation seat, a
support means 450, and a cushion part 460. The air duct
440 for a ventilation seat is formed in the shape of the
seat back part 40, and a wrinkle portion 441 is provided
at a position corresponding to the back of the occupant
at the time of sitting to give comfort. Further, the seat
back part is provided with the support means 450 for
supporting the back side of the air duct 440 for a venti-
lation seat, and a nonwoven fabric 451 is attached to the
rear surface of the support means 450 to reduce vibration
transmitted from the fan or the conveying duct. The cush-
ion part 460 is configured such that an air passage thereof
is connected to the air outlet 442 of the air duct 440 for
a ventilation seat to discharge air through a ventilation
seat hole 461. Each of the air outlets 412 and 442 of FIG.
4 may be provided with the spiral protrusion or a structure
of a spiral cap on the inner side thereof, as shown in
FIGS. 1, 11, and 12.

[0038] As shown in FIG. 5, the ventilation seat 400 for
a vehicle having an air duct for a ventilation seat may be
provided with at least one elastic member 310 at the con-
veying duct 300 to absorb the external force applied
thereto when the fan 200 and the conveying duct 300 are
connected with each other. The elastic member 310 in-
cludes: the first elastic member 311 formed with wrinkles
at a portion of the conveying duct 300 connected to the
fan 200 side; and the second elastic member 312 formed
with wrinkles at a portion of the conveying duct 300 con-
nected to the air duct side. In addition to the elastic mem-
ber, the support means 450 and the nonwoven fabric 451
are provided reduce vibration due to seating and vibration
transmitted from the fan including the supporting portion
and the nonwoven fabric.
[0039] As shown in FIG. 6, the fan 200 and the con-
veying duct 300 may be separately provided and con-
nected to the air ducts of the seat back part 40 and the
seat bottom part 30, or may be integrally provided. Al-
though the ventilation seat 400 for a vehicle having the
air duct 410 of the seat bottom part 30 and the air duct
440 of the seat back part 40 has been described with
reference to the first and second embodiments, it is of
course possible to apply an air duct for a ventilation seat
of the embodiment described below.
[0040] The seat bottom part 30 of FIG. 6 is configured
such that the air duct 410, at which the fan 200 and the
conveying duct 300 are connected with each other, is
supported by the support means 420, vibration is reduced
by the elastic member 310 of the conveying duct 300,
and the nonwoven fabric is provided between the support
means 420 and the air duct 410 to reduce vibration. The
air outlet of the air duct 410 is connected with the air
passage of the cushion part 430 such that air is dis-
charged through the ventilation seat hole 431. The seat
back part 40 has been described above with reference
to FIG. 4, and a description thereof will be omitted.
[0041] FIG. 7 is an exemplary view showing a shape
of an air duct 50 for a ventilation seat according to a third
embodiment of the present invention, and FIG. 8 is a
sectional perspective view showing the shape of the air
duct 50 for a ventilation seat according to the third em-
bodiment of the present invention. As shown in FIGS. 7
and 8, the fan 200 and the conveying duct 300 may be
integrally provided at one side of the air duct 50 for a
ventilation seat. Further, the air duct 50 for a ventilation
seat includes a bent portion 700 that partitions or induces
the flow direction of the incoming air. The bent portion
700 includes: a first bent portion 710 configured to be
bent at a predetermined angle at the time of sitting while
dividing the flow direction of the air flow into a central
portion, a left side, and a right side; and a second bent
portion 720 configured to be bent in a vertical direction
based on the flow direction of the air flowing in the air
duct 50.
[0042] The first bent portion 710 is configured to be
bent at a predetermined angle at the time of sitting while
a partition portion 711 in the form of a partition plate or
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a protrusion divides the direction of the air flow introduced
in the air duct 50 into the central portion, the left side,
and the right side. The first bent portion 710 is configured,
as shown in FIG. 7, such that an air inlet side end 712 is
gently curved so as to induce the direction of the air flow
to the central portion, the left side, and the right side.
Further, the air duct 50 for a ventilation seat is formed to
be gradually wider from the air inlet side toward the inside
and then have a predetermined width, and the end of the
first bent portion is gently bent along the appearance of
the air duct 50 toward the air inlet side to evenly induce
the direction of the air flow by dividing the air duct into
the central portion, the left side, and the right side.
[0043] The second bent portion 720 includes: an upper
convex portion 721 configured such that an upper inner
surface of the air duct corresponding to the buttocks at
the time of sitting is convex downwardly; and a lower
convex portion 722 configured such that a lower inner
surface of the air duct diagonally facing the upper convex
portion 721 is convex upwardly. Due to the second bent
portion 720, the air duct 50 for a ventilation seat can form
a wavy air passage, and allows the air flow to smoothly
flow to the corners of the air duct while being bent by the
occupant’s weight at the time of sitting.
[0044] FIG. 8 is a sectional perspective view showing
the shape of the air duct 50 for a ventilation seat according
to the third embodiment of the present invention, wherein
the spacer 130 is provided in the form of a protrusion on
either the upper surface or the lower surface. The pro-
trusion of the spacer 130 may be protrudingly provided
on each of the inner upper surface and the inner lower
surface of the air duct to be connected to each other, or
to be spaced apart from each other. The protrusion of
the spacer 130 maintains the air passage inside the
chamber-type air duct so that air can be discharged to
the air outlet 111. The description of the first bent portion
710 having the partition portion 711 and the air inlet side
end 712 of FIG. 8, and the upper convex portion 721 and
the lower convex portion 722 of the second bent portion
720 have been made with reference to FIG. 7.
[0045] FIG. 9 is a perspective view showing a shape
of an air duct 60 for a ventilation seat according to a fourth
embodiment of the present invention, and FIG. 10 is an
assembly perspective view showing the air duct 60 for a
ventilation seat according to the fourth embodiment of
the present invention. As shown in FIGS. 9 and 10, the
air duct 60 for a ventilation seat according to the fourth
embodiment includes a lower chamber 910 and an adapt-
er 920.
[0046] As shown in FIG. 10, the lower chamber 910 is
configured such that the upper surface thereof is formed
with a discharge hole 911, and the lower surface thereof
is formed with an air inlet through which air is introduced
from the fan and the conveying duct. Here, the lower
chamber of hard material is configured such that the cor-
ners of the upper surface and the lower surface are at-
tached together to form the chamber-type air passage,
and the adapter 920 of soft material includes a plurality

of air outlets 111 connected with the discharge hole 911
of the lower chamber 910 to be connected to the dis-
charge passage of the foam pad according to the vehicle
model. Further, the adapter 920 is provided with the bent
portion described in the above embodiment to induce the
air flow and to be bent while forming the air passage,
thereby giving comfort at the time of sitting. Here, the
spacer may be configured such that a protrusion pro-
trudes downwardly from the upper surface of the adapter
920.
[0047] The lower chamber 910 and the adapter 920 is
configured, as shown in FIG. 10, such that multiple cou-
pling means 912 of the lower chamber 910 and multiple
coupling means 921 of the adapter 920 are coupled to-
gether to seal the lower chamber and the adapter; and
the air has a constant pressure through the discharge
hole of the lower chamber in the lower chamber 910 and
the adapter 920, and is discharged to the air outlet 111
of the adapter.
[0048] Meanwhile, the air duct for a ventilation seat
according to an embodiment of the present invention is
configured, as shown in FIG. 10, such that the air outlet
111 of the air duct is formed on the inner side thereof
with the spiral protrusion 112 so as to form a vortex in
the discharge passage of the foam pad when the air outlet
111 is coupled to the foam pad of the cushion part. The
spiral cap 1000 may be provided at the adapter or the air
outlet of the air to form a vortex. With this structure, the
discharged air is discharged in a vortex form to increase
the strength and pressure of the air flow.
[0049] FIG. 11 is an exemplary view showing the cap
1000 of the air duct for a ventilation seat according to an
embodiment of the present invention, and FIG. 12 is an
exemplary view showing a cross-section of the cap 1000
of the air duct for a ventilation seat according to an em-
bodiment of the present invention. As shown in FIG. 11,
the cap 1000 of the air duct is configured such that a
capsule-type second air outlet is inserted in and assem-
bled with the air outlet to maximize wind pressure. As
shown in FIG. 12, the cap 1000 is formed with the thread-
ed protrusion that can generate a rotating wind vortex.
[0050] FIG. 13 is an exemplary view further illustrating
a second bent portion 720 in the upper surface and the
lower surface of the air duct for a ventilation seat accord-
ing to an embodiment of the present invention. The sec-
ond bent portion includes: a bead surface that is the upper
convex portion 721 configured such that an upper inner
surface of the air duct corresponding to the occupant’s
buttocks at the time of sitting is convex downwardly; and
second bent portion that is the lower convex portion 722
configured such that a lower inner surface of the air duct
diagonally facing the upper convex portion 721 is convex
upwardly. Due to the second bent portion 720, the air
duct 50 for a ventilation seat can form a wavy air passage,
and allows the air flow to smoothly flow to the corners of
the air duct while being bent by the occupant’s weight at
the time of sitting. As shown in FIG. 13, convex beads
are provided so that the second bent portion can be flex-
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ibly bent at the time of sitting. Here, if the upper and lower
bead surfaces are configured to face each other at the
time of sitting, the upper and lower bead surfaces may
interfere with the flow path. However, if the upper and
lower bead surfaces are staggered by at least 5mm, the
upper and lower bead surfaces can be flexibly bent with-
out interfering with the flow path.
[0051] FIG. 14 is an exemplary view showing a cross-
section of the spacer 130 of the air duct for a ventilation
seat according to an embodiment of the present inven-
tion. As shown in FIG. 14, the spacer 130 is configured
such that the protrusion (boss) functioning as a support
is placed in multiple positions to facilitate the formation
of the ventilation flow path at the time of seating, which
does not affect the flow rate regardless of the positions
and the number of protrusions.
[0052] Although a preferred embodiment of the
present invention has been described for illustrative pur-
poses, those skilled in the art will appreciate that various
modifications, additions and substitutions are possible,
without departing from the scope and spirit of the inven-
tion as disclosed in the accompanying claims.

Claims

1. An air duct for a ventilation seat, the air duct com-
prising:

an upper surface provided with a plurality of air
outlets;
a lower surface provided with an air inlet, and
configured such that corners thereof are at-
tached to corners of the upper surface to form
an air passage; and
a spacer provided on at least one of the lower
surface and the upper surface to extend toward
the other surface.

2. The air duct of claim 1, wherein the spacer is con-
figured such that protrusions are provided on at least
one of the lower surface and the upper surface to
extend toward the other surface at predetermined
intervals.

3. The air duct of claim 1, wherein the upper surface is
configured such that a gentle conical protruding por-
tion is provided on an inner surface thereof facing
the air inlet so as to diffuse incoming air to ends of
the corners.

4. The air duct of claim 1, wherein the lower surface is
fastened by using a fastener to a conveying duct for
conveying air from a fan, and includes a locking piece
provided to intersect in a U shape with the fastener
fastening the conveying duct.

5. The air duct of claim 1, wherein the upper surface or

the lower surface includes a wrinkle portion to be
bent at a predetermined angle at a time of sitting.

6. The air duct of claim 1, wherein a nonwoven fabric
is attached to a bottom of the lower surface.

7. The air duct of claim 1, wherein the upper surface is
configured such that a spiral protrusion is provided
on an inner side of each of the air outlets.

8. The air duct of claim 1, wherein the upper surface is
configured such that a spiral cap is coupled to each
of the air outlets.

9. The air duct of claim 1, wherein the air duct consti-
tuted by the upper surface and the lower surface is
provided with a fan and a conveying duct at a side
thereof.

10. The air duct of claim 1, wherein the upper surface or
the lower surface includes a bent portion that parti-
tions a flow direction of incoming air and guides air
flow.

11. The air duct of claim 1, wherein the upper surface or
the lower surface includes a first bent portion con-
figured to be bent at a predetermined angle at a time
of sitting while partitioning a flow direction of incom-
ing air into at least one of a central portion, a left side,
and a right side.

12. The air duct of claim 11, wherein the first bent portion
is configured such that an end thereof is gently
curved toward an air inlet side.

13. The air duct of claim 1, wherein the upper surface or
the lower surface includes a second bent portion
configured to be bent in a direction perpendicular to
a flow direction of air flowing in the air duct.

14. The air duct of claim 13, wherein the second bent
portion includes:

an upper convex portion configured such that
an upper inner surface of the air duct corre-
sponding to a seat bottom of the upper surface
is convex downwardly; and
a lower convex portion configured such that an
inner surface of the lower surface diagonally fac-
ing the upper convex portion is convex upwardly,
wherein the upper convex portion and the lower
convex portion are spaced apart from each other
at a predetermined interval.

15. The air duct of claim 1, comprising:

a lower chamber of hard material configured
such that the upper surface is provided with a
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discharge hole, the lower surface is provided
with an air inlet, and the corners of the upper
surface and the lower surface are attached to-
gether to form a chamber-type air passage; and
an adapter of soft material provided with a plu-
rality of air outlets connected with the discharge
hole of the lower chamber to be connected to a
discharge passage of a foam pad.

16. The air duct of claim 1, wherein a chamber consti-
tuted by the upper surface and the lower surface is
configured such that a width thereof is gradually in-
creased from an air inlet side toward an inside of the
chamber and then is constant.

17. A ventilation seat configured in a form of a seat back
part or a seat bottom part, the ventilation seat com-
prising:

the air duct of any one of claims 1 to 16, the air
duct including: the upper surface provided with
the plurality of air outlets; the lower surface pro-
vided with the air inlet, and configured such that
the corners thereof are attached to the corners
of the upper surface to form the air passage; and
the spacer provided on at least one of the lower
surface and the upper surface to extend toward
the other surface;
a cushion part connected to the air outlets of the
upper surface and an air passage of the foam
pad; and
a support means supporting the lower surface.
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