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Description

BACKGROUND OF THE INVENTION

[0001] The present invention generally relates to dis-
posable secondary articles useful for bolstering the ef-
fectiveness of primary absorbent articles. More particu-
larly, the present invention relates to disposable second-
ary articles useful when there is a need to provide a lo-
tioned surface on the bodyside surface of a disposable
primary absorbent article such as a disposable diaper.
[0002] Disposable diapers and incontinence products
are designed to absorb bodily fluids such as urine and
watery feces. Skin wellness is generally maintained by
absorbent products which absorb bodily fluids and
present a dry surface to the skin of the wearer. However,
there are times when the skin covered by an absorbent
product can become red, irritated, and sore. During these
times, skin wellness can be enhanced by contacting the
skin with lotion designed to protect the skin from further
harm and to promote healing of the skin.
[0003] The application of moderate amounts of lotion
to the body-side liner of a primary absorbent article is
known in the art. However, some caregivers prefer to
apply large quantities of lotion to irritated skin. While a
caregiver could apply the desired quantity of lotion to the
primary absorbent article or the skin of the wearer, the
application process can be exceedingly messy, resulting
in lotion all over the fingers and hands of the caregiver.
It is impractical for the manufacturer to apply large quan-
tities of lotion to the body-side liner of packaged primary
absorbent articles for several reasons. First, many car-
egivers do not want to use large quantities of lotion. Ap-
plying the lotion to the packaged articles would leave the
caregiver no choice whether or not to use the lotion. Sec-
ond, large quantities of lotion applied to the body-side
liner of primary absorbent articles tend to migrate into
the absorbent core of the primary absorbent article when
packaged. Therefore, there is a need for a lotioned sec-
ondary article that can be purchased separately, that can
be used only when needed, and that can be positioned
within a primary absorbent article while maintaining the
lotion on the body-side surface of the primary absorbent
article.
[0004] US 4,623,339 discloses a diaper comprising a
pouch on an inner surface of the diaper. The pouch con-
tains lotion/ointment.

SUMMARY OF THE INVENTION

[0005] The aforementioned needs for a disposable
secondary article to be used in conjunction with a primary
absorbent article are addressed by the present invention
which provides a disposable secondary article. Accord-
ing to the present invention, the disposable secondary
article includes a liquid-permeable substrate that has a
garment-facing surface and a body-facing surface. A lo-
tion is applied to the body-facing surface of the liquid-

permeable substrate. According to the invention, the sub-
strate is substantially nonabsorbent.
[0006] The lotion desirably includes one or more of the
following ingredients: emollients, waxes, viscosity en-
hancers, active ingredients, and so forth. Desirably, the
lotion has a semisolid consistency. In one aspect of the
invention, the lotion is arranged in multiple stripes on the
body-facing surface of the substrate. In one embodiment,
the lotion is applied to at least about 5 percent of the
body-facing surface of the substrate. In another embod-
iment, the lotion has a basis weight on the surface of the
substrate of greater than about 1 mg/cm2. In even an-
other embodiment, the basis weight of the lotion is greater
than the basis weight of the substrate.
[0007] According to the invention, the disposable sec-
ondary article includes an attachment means attached
to the garment-facing surface of the substrate. Examples
of suitable attachment means include, but are not limited
to garment adhesives, hook materials, loop materials,
roughened surfaces, and so forth. The attachment
means may further include a removable peel strip.
[0008] In a preferred embodiment of the invention, the
disposable secondary article includes a cover releasably
adhered to the lotion. Examples of suitable covers in-
clude, but are not limited to coated papers, films, and so
forth. Desirably, the cover has a Drape Stiffness bending
length of between about 0.25 centimeters and about 12
centimeters.
[0009] The present invention also provides an absorb-
ent system that includes a primary absorbent article to
which is attached the secondary article of the present
invention as discussed in the preceding paragraphs. Fur-
ther, the attachment means attaches the secondary ar-
ticle to the primary absorbent article. In one embodiment,
the secondary article is substantially the same shape as
the primary absorbent article.
[0010] Other features and aspects of the present in-
vention are discussed in greater detail below.

BRIEF DESCRIPTIONS OF THE DRAWINGS

[0011]

Fig. 1 is a top view of a disposable secondary lo-
tioned article.

Fig. 2 is a cross-sectional view of the secondary ar-
ticle shown in Fig. 1 taken along line 2-2.

Fig. 3 is a bottom view of the secondary article shown
in Fig. 1.

Fig. 4 is a perspective view of the secondary article
shown in Fig. 1 positioned in the crotch portion of a
primary absorbent article.

Fig. 5 is a cross-sectional view of the combination
secondary article and primary absorbent article
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shown in Fig. 4 taken along line 5--5.

DETAILED DESCRIPTION

[0012] The invention will now be described in detail
with reference to particular embodiments thereof. The
embodiments are provided by way of explanation of the
invention, and not meant as a limitation of the invention.
For example, features described or illustrated as part of
one embodiment may be used with another embodiment
to yield still a further embodiment. It is intended that the
present invention include these and other modifications
and variations as come within the scope and spirit of the
invention.
[0013] As used herein and in the claims, the term "com-
prising" is inclusive or open-ended and does not exclude
additional unrecited elements, compositional compo-
nents, or method steps. Accordingly, the term "compris-
ing" encompasses the more restrictive terms "consisting
essentially of" and "consisting of."
[0014] The present invention provides a disposable
secondary article that includes a substrate, an optional
attachment means, a lotion, and an optional cover. The
disposable secondary article is sized to fit within the tar-
get zone of a primary absorbent article. As used herein,
the term "disposable" refers to articles which are intended
to be discarded after a limited use and that are not in-
tended to be laundered or otherwise restored for reuse.
[0015] Referring to Figs. 1-3, a secondary article 10 is
shown constructed of a substrate 14, an attachment
means 44, lotion 16, and an optional cover 24. The lotion
16 is applied to the substrate 14 and optionally covered
by the cover 24 to form the secondary article 10 having
a crotch portion 20. The secondary article 10 is an elon-
gated member having a longitudinal axis x-x, a trans-
verse axis y--y and a vertical axis z--z. The secondary
article 10 can have a rectangular, hourglass, race track,
oval, elliptical or other geometrical configuration when
viewed from the top. The secondary article 10 has an
overall length measured parallel to the longitudinal axis
x-x. In some embodiments, the secondary article 10 has
an overall length of less than about 600 millimeters (mm).
In other embodiments, the secondary article 10 may have
an overall length of less than about 500 mm, less than
about 400 mm, less than about 300 mm, or less than
about 200 mm. The secondary article 10 also has a crotch
width measured parallel to the transverse axis y-y. In
some embodiments, the secondary article 10 has a
crotch width of less than about 200 mm. In other embod-
iments, the crotch width of the secondary article 10 may
be less than about 175 mm, less than about 150 mm,
less than about 125 mm, less than about 100 mm, or less
than about 75 mm. It should be noted that the secondary
article 10 could have a wider width when measured away
from the crotch portion. The secondary article 10 also
has an overall height measured parallel to the vertical
axis z-z. In some embodiments, the secondary article 10
has an overall height of from about 2 mm to about 12

mm. In other embodiments, the height of the secondary
article 10 may be less than about 10 mm or less than
about 8 mm. Desirably, the secondary article 10 is sized
to fit within a primary absorbent article. All of the above
length, width, and height dimensions are measured with
respect to the substrate 14.
[0016] The substrate 14 suitably presents a body-fac-
ing surface 26 that is compliant, soft feeling, and nonir-
ritating to the skin of the wearer. The substrate 14 can
be constructed from natural or synthetic material. The
substrate 14 can be formed from a woven material, non-
woven material, finely perforated film, net material, po-
rous foams, reticulated foams, and so forth. Suitable ma-
terials include, but are not limited to, fibrous materials
such as bonded carded webs, meltblown fabrics, and
spunbond fabrics. Suitable fibers include, but are not lim-
ited to, polyester, polypropylene, polyethylene, nylon or
other heat-bondable fibers. Other polyolefins, such as
copolymers of polypropylene and polyethylene, and lin-
ear low-density polyethylene also work well. As an ex-
ample, spunbond material may be used as the substrate
14. Spunbond material is a nonwoven material formed,
for example, from polypropylene fibers. Spunbond fabric
is sold commercially by Kimberly-Clark Corporation hav-
ing an office at 401 North Lake Street, Neenah, Wiscon-
sin 54956. The spunbond material can contain from
about 1% to about 2% titanium dioxide pigment to give
it a clean, white appearance. The production of spun-
bonded nonwoven webs is illustrated in patents such as
Appel, et al., U.S. Pat. No. 4,340,563, Dorschner et al.,
U.S. Pat. No. 3,692,618; Kinney, U.S. Pat. Nos.
3,338,992 and 3,341,394; Levy, U.S. Pat. No. 3,276,944;
Peterson, U.S. Pat. No. 3,502,538; Hartman, U.S. Pat.
No. 3,502,763; Dobo et al., U.S. Pat. No. 3,542,615; Mat-
suki et al., U.S. Pat. No. 3,802,817; and Harmon, Cana-
dian Patent Number 803,714.
[0017] Another example of a material useful as the
substrate 14 includes three-dimensional fiber networks
made from textile fabrics that have projections and op-
tional depressions which are compressible and return
substantially to their original shape after being de-
pressed. Materials of this type are described, for exam-
ple, in Kim et al., U.S. Pat. No. 5,731,062. Such material
is a synthetic thermoplastic fiber network in flexible
sheets having projections and/or indentations for use as
cushions and/or impact-absorbing components. These
fiber networks are typically made by thermo-mechanical
deformation of textile fabrics that are made from thermo-
plastic fibers.
[0018] The substrate 14 can be formed from materials
having a range of basis weights. As an example, when
the substrate 14 is formed from spunbond material, the
material may have a basis weight of from about 10 grams
per square meter (gsm) to about 34 gsm. As another
example, the basis weight of the spunbond material may
be from about 12 gsm to about 17 gsm.
[0019] The substrate 14 is liquid and vapor permeable.
By "liquid and vapor permeable" it is meant that body
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fluids, especially urine, and vapors can pass there-
through. The substrate 14 is designed to allow body fluid,
particularly urine, to quickly pass therethrough and be
received by a primary absorbent article 22, see Fig. 4.
The substrate 14 is suitably employed to help isolate the
skin of the wearer from liquids held in the primary ab-
sorbent article 22. Because the substrate 14 is to be
placed in contact with the genital area of a human body,
the substrate 14 is capable of passing body fluid, volun-
tarily or involuntarily expelled from the urethra, down-
wardly into the primary absorbent article 22. The sub-
strate 14 can be constructed with pores or openings that
permit liquids and gases to pass therethrough. Addition-
ally, the material from which the substrate 14 is construct-
ed can be treated to be hydrophilic. The substrate 14 is
desirably less hydrophilic than the primary absorbent ar-
ticle 22 to present a relatively dry surface against the skin
of the wearer, and is desirably sufficiently porous to be
liquid and vapor permeable, permitting bodily fluids to
readily penetrate through its thickness. A suitable treat-
ment includes, but is not limited to, treatment with a sur-
factant commercially available from Uniqema Inc., a di-
vision of ICI of New Castle, Delaware, U.S.A., under the
trade designation AHCOVEL Base N-62. The surfactant
may be applied by any conventional means, such as
spraying, printing, brush coating or the like. The sur-
factant may be applied to the entire substrate 14 or may
be selectively applied to particular sections of the sub-
strate 14, such as the medial section along the longitu-
dinal axis x--x of the secondary article 10, to provide
greater wettability of such sections.
[0020] While the substrate 14 may be liquid and vapor
permeable, porous, or hydrophilic, the substrate 14 is
nonabsorbent to present a drier body-facing surface 26
to the skin of the wearer. By nonabsorbent it is meant
that liquids are not permanently retained with the sub-
strate 14, but rather pass through the substrate 14 without
remaining therein.
[0021] The secondary article 10 of the present inven-
tion further includes the lotion 16 on the body-facing sur-
face 26 of the substrate 14. As used herein, the term
"lotion" may include any of a variety of creams, ointments,
salves, medicinal products, and so forth known by those
skilled in the art to promote skin wellness. The lotion 16
desirably includes one or more of the following: emol-
lients, waxes, viscosity enhancers, and other active in-
gredients. For example, the lotion 16 may include from
about 5 to about 95 weight percent of an emollient, from
about 5 to about 50 weight percent of a wax, and from
about 1 to about 25 weight percent of a viscosity enhanc-
er based on a total weight of the lotion 16. The lotion 16
may include other ingredients as well.
[0022] Emollients in the lotion 16 act as lubricants to
reduce the abrasiveness of the substrate 14 to the skin
and, upon transfer to the skin, help to maintain the soft,
smooth and pliable appearance of the skin. Suitable
emollients which can be incorporated into the lotion 16
include oils such as petroleum based oils, vegetable

based oils, mineral oils, natural or synthetic oils, silicone
oils, lanolin and lanolin derivatives, kaolin and kaolin de-
rivatives and the like and mixtures thereof; esters such
as cetyl palmitate, stearyl palmitate, cetyl stearate, iso-
propyl laurate, isopropyl myristate, isopropyl palmitate
and the like and mixtures thereof; glycerol esters; ethers
such as eucalyptol, cetearyl glucoside, dimethyl isosorb-
icide polyglyceryl-3 cetyl ether, polyglyceryl-3 decyltet-
radecanol, propylene glycol myristyl ether and the like
and mixtures thereof; alkoxylated carboxylic acids; alkox-
ylated alcohols; fatty alcohols such as octyidodecanol,
lauryl, myristyl, cetyl, stearyl and behenyl alcohol and the
like and mixtures thereof; and the like and mixtures there-
of. For example, a particularly well suited emollient is
petrolatum. Other conventional emollients may also be
added in a manner which maintains the desired proper-
ties of the lotion 16.
[0023] The lotion 16 may desirably include from about
5 to about 95 weight percent, more desirably from about
20 to about 90 weight percent, and even more desirably
from about 40 to about 85 weight percent of the emollient.
Lotion formulations which include an amount of emollient
greater than the recited amounts tend to have lower vis-
cosities which undesirably lead to migration of the lotion
16. Lotion formulations which include an amount of emol-
lient less than the recited amounts tend to provide less
transfer to the skin of the wearer.
[0024] Waxes are optionally provided in the lotion 16
as immobilizing agents for the emollient and any other
active ingredient. Wax may be used to provide a more
semisolid consistency to the lotion 16 to help prevent
undesirable migration of the lotion. The wax may further
function as an emollient, occlusive agent, moisturizer,
barrier enhancer and combinations thereof.
[0025] Suitable waxes which can be incorporated into
the lotion 16 include animal, vegetable, mineral or sili-
cone based waxes which may be natural or synthetic
such as, for example, bayberry wax, beeswax, C30 alkyl
dimethicone, candelilla wax, carnauba, ceresin, cetyl es-
ters, esparto, hydrogenated cottonseed oil, hydrogenat-
ed jojoba oil, hydrogenated jojoba wax, hydrogenated
microcrystalline wax, hydrogenated rice bran wax, japan
wax, jojoba buffer, jojoba esters, jojoba wax, lanolin wax,
microcrystalline wax, mink wax, motan acid wax, motan
wax, ouricury wax, ozokerite, paraffin, PEG-6 beeswax,
PEG-8 beeswax, rezowax, rice bran wax, shellac wax,
spent grain wax, spermaceti wax, steryl dimethicone,
synthetic beeswax, synthetic candelilla wax, synthetic
carnuba wax, synthetic japan wax, synthetic jojoba wax,
synthetic wax, and the like and mixtures thereof.
[0026] The lotion 16 may include from about 5 to about
50 weight percent, desirably from about 10 to about 40
weight percent, and more desirably from about 15 to
about 30 weight percent of the wax. Lotion formulations
which include an amount of wax less than the recited
amounts tend to have lower viscosities which undesirably
lead to migration of the lotion. Lotion formulations which
include an amount of wax greater than the recited
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amounts tend to provide less transfer to the skin of the
wearer.
[0027] A viscosity enhancer may be added to the lotion
16 to increase the viscosity to help stabilize the formula-
tion on the body-facing surface 26 of the substrate 14
and thereby reduce migration of the lotion 16. Suitable
viscosity enhancers which can be incorporated into the
lotion 16 include polyolefin resins, lipophilic/oil thicken-
ers, ethylene/vinyl acetate copolymers, polyethylene, sil-
ica, talc, colloidal silicone dioxide, zinc stearate, cetyl hy-
droxy ethyl cellulose and other modified celluloses and
the like and mixtures thereof. The lotion 16 may include
from about 0.1 to about 25 weight percent of the viscosity
enhancer for reduced migration of the lotion 16.
[0028] If it is desired that the lotion 16 treat the skin, it
can also include an active ingredient such as a diaper
rash skin protectant. Skin protectants are drug products
which protect injured or exposed skin or mucous mem-
brane surface from harmful or annoying stimuli. Suitable
active ingredients, in addition to those mentioned above
as suitable emollients, which can be incorporated into
the lotion 16 include, but are not limited to, alantoin and
its derivatives, aluminum hydroxide gel, calamine, cocoa
butter, dimethicone, cod liver oil, glycerin, kaolin and its
derivatives, lanolin and its derivatives, mineral oil, shark
liver oil, talc, topical starch, zinc acetate, zinc carbonate,
and zinc oxide and the like, and mixtures thereof. The
lotion 16 may include from about 0.10 to about 95 weight
percent of the active ingredient depending upon the skin
protectant and the amount desired to be transferred to
the skin.
[0029] In order to better enhance the benefits to the
wearer, additional ingredients can be included in the lo-
tion 16. For example, the classes of ingredients that may
be used and their corresponding benefits include, without
limitation: antifoaming agents (reduce the tendency of
foaming during processing); antimicrobial actives; anti-
fungal actives; antiseptic actives; antioxidants (product
integrity); astringents--cosmetic (induce a tightening or
tingling sensation on skin); astringent--drug (a drug prod-
uct which checks oozing, discharge, or bleeding when
applied to skin or mucous membrane and works by co-
agulating protein); biological additives (enhance the per-
formance or consumer appeal of the product); colorants
(impart color to the product); deodorants (reduce or elim-
inate unpleasant odor and protect against the formation
of malodor on body surfaces); other emollients (help to
maintain the soft, smooth, and pliable appearance of the
skin by their ability to remain on the skin surface or in the
stratum corneum to act as lubricants, to reduce flaking,
and to improve the skin’s appearance); external analge-
sics (a topically applied drug that has a topical analgesic,
anesthetic, or antipruritic effect by depressing cutaneous
sensory receptors, or that has a topical counterirritant
effect by stimulating cutaneous sensory receptors); film
formers (to hold active ingredients on the skin by produc-
ing a continuous film on skin upon drying); fragrances
(consumer appeal), silicones/organomodified silicones

(protection, tissue water resistance, lubricity, tissue soft-
ness), oils (mineral, vegetable, and animal); natural mois-
turizing agents (NMF) and other skin moisturizing ingre-
dients known in the art; opacifiers (reduce the clarity or
transparent appearance of the product); powders (en-
hance lubricity, oil adsorption, provide skin protection,
astringency, opacity, etc.); skin conditioning agents; sol-
vents (liquids employed to dissolve components found
useful in the cosmetics or drugs); and surfactants (as
cleansing agents, emulsifying agents, solubilizing
agents, and suspending agents).
[0030] The lotion 16 desirably has a semisolid consist-
ency at ambient temperatures so as to minimize the mi-
gration of the lotion 16 away from the substrate 14. The
lotion 16 of the present invention desirably has a viscosity
of from about 50 to about 10000 centipoise, more desir-
ably from about 100 centipoise to about 500 centipoise,
and even more desirably from about 150 to about 250
centipoise at body temperature. Lotion formulations
which have lower viscosities at body temperature exhibit
undesirable migration of the lotion through the substrate
14 and into the absorbent core 62 of the primary absorb-
ent article 22 which can undesirably result in reduced
transfer to the skin. Lotion formulations which have high-
er viscosities at body temperature may be so solid as to
inhibit transfer of the lotion 16 to the skin.
[0031] As representatively illustrated in FIG. 1, the
body-facing surface 26 of the substrate 14 may include
multiple stripes 28 of the lotion 16 applied thereto. For
example, the body-facing surface 26 of the substrate 14
may include from 1 to 10 stripes 28 of lotion 16 extending
generally in the direction of the longitudinal axis x-x of
the secondary article 10. The stripes 28 may extend the
full length of the substrate 14 or only a portion thereof.
The stripes 28 may define a width of from about 0.2 cen-
timeters to about 1 centimeter. The lotion 16 may also
be applied to the substrate 14 in other patterns including,
but not limited to, dots, piles, swirls, and so forth. Alter-
natively, the lotion 16 may be applied to the entire body-
facing surface 26 of the substrate 14 or may be selectively
applied to particular sections of the body-facing surface
26, such as the medial section along the longitudinal axis
x-x of the secondary article 10, to provide greater lubricity
of such sections and to transfer such lotion to the skin of
the wearer.
[0032] The lotion 16 should cover a sufficient amount
of the surface area of the substrate 14 to ensure adequate
transfer to the skin and reduced abrasion between the
substrate 14 and the skin of the wearer. Desirably, the
lotion 16 is applied to at least about 5 percent and more
desirably at least about 25 percent of the body-facing
surface 26 of the substrate 14.
[0033] The lotion 16 can be applied to the substrate
14 at any add-on level which provides the desired ben-
efits. In some embodiments, the total add-on level of the
lotion 16 is greater than about 1 mg/cm2, greater than
about 3 mg/cm2, or greater than about 5 mg/cm2. In other
embodiments, the total add-on level of the lotion 16 may
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be from about 1 to about 100 mg/cm2, from about 3 to
about 50 mg/cm2, or from about 5 to about 40 mg/cm2.
In one embodiment, the total weight of the lotion 16 is
greater than the total weight of the substrate 14. In an-
other embodiment, the total weight of the lotion 16 is
greater than twice the total weight of the substrate 14.
The add-on amount will depend upon the desired effect
of the lotion 16 on the product attributes and the specific
lotion formulation.
[0034] The lotion 16 may be applied to the substrate
14 in any of many ways known to those skilled in the art.
A preferred method to uniformly apply the lotion 16 to the
surface of the substrate 14 is spraying or slot coating,
because it is the most exact process and offers maximum
control of the formulation distribution and transfer rate.
However, other methods, such as rotogravure, inkjet, or
flexographic printing, can be used.
[0035] As another example, the lotion 16 may be ap-
plied to the substrate 14 by (a) heating the lotion formu-
lation to reduce the viscosity of the formulation, (b) uni-
formly applying the formulation to the body-facing surface
26 of the substrate 14; and (c) cooling the deposits of the
formulation. Desirably, cooling of the deposits occurs al-
most instantaneously, without the need for external cool-
ing means such as chill rolls. This can occur if the lotion
formulation is heated to a temperature only slightly above
ambient temperature. However, external means such as
chill rolls, either before or after the application of lotion
16, can be used if desired to accelerate cooling of the
formulation.
[0036] The secondary article 10 of the present inven-
tion optionally includes the cover 24. The optional cover
24 is designed to protect the lotion 16 prior to the expo-
sure of the lotion 16 by removal of the cover 24. The
cover 24 is designed to be removed by the consumer
after the secondary article 10 is positioned within the pri-
mary absorbent article 22, thereby exposing the lotion
16 just prior to positioning and attaching the primary ab-
sorbent article 22 around the wearer.
[0037] The optional cover 24 can be a releasable or
removable peel strip. For example, the cover 24 can be
a white Kraft paper, coated on one side so that it can be
easily released from the lotion 16. Alternatively, the cover
24 can be a film that will adhere to the lotion 16, yet can
be easily released from the lotion 16 by the consumer
when it is time to remove the cover 24. The cover 24 is
generally slightly larger in overall dimensions when com-
pared to the lotion 16 so as to fully protect the lotion 16
from contamination. The cover 24 can be formed from
materials having a range of basis weights. The material
should have a basis weight of from about 10 gsm to about
50 gsm. Desirably, the basis weight of the material is
from about 12 gsm to about 40 gsm.
[0038] Desirably, the optional cover 24 provides lateral
support to the secondary article 10 prior to use and during
the process of positioning the secondary article 10 in the
primary absorbent article 22. Lateral support minimizes
the risk that the secondary article 10 will fold over on itself

and allows the secondary article 10 to be positioned more
easily within a primary absorbent article 22.
[0039] The "Drape Stiffness" test measures the resist-
ance to bending of the cover. The bending length is a
measure of the interaction between the cover weight and
stiffness as shown by the way in which a cantilevered
sample bends under its own weight. In this test, a sample
is slid at 12 cm/min, in a direction parallel to its long di-
mension, so that its leading edge projects from the edge
of a horizontal surface. The length of the overhang is
measured when the tip of the sample falls under its own
weight to the point where the line joining the tip to the
edge of a platform makes a 41.50° angle with the hori-
zontal. The longer the overhang, the more resistant the
sample is to bending; thus, higher numbers indicate stiff-
er covers. This method conforms to specifications of
ASTM Standard Test D 1388.
[0040] The test samples to determine bending length
are cut into rectangular strips measuring about 3 cm wide
and about 25 cm long. A suitable Drape-Flex Stiffness
Tester, such as FRL-Cantilever Bending Tester, Model
79-10 available from Testing Machines Inc., located in
Amityville, N.Y., may be used to perform the test. The
bending length is calculated as one-half of the length of
the overhang of the specimen when it reaches the 41.5°
slope.
[0041] Desirably, the optional cover 24 has a bending
length according to the Drape Stiffness test of between
about 0.25 centimeters and about 12 centimeters, more
desirably between about 0.5 centimeters and about 10
centimeters, more desirably between about 1 centimeter
and about 8 centimeters, more desirably between about
2 centimeters and about 6 centimeters, and even more
desirably between about 3 centimeters and about 5 cen-
timeters.
[0042] Still referring to Fig. 2, the substrate 14 of the
secondary article 10 has a garment-facing surface 42.
Secured to the garment-facing surface 42 is an attach-
ment means 44, the purpose of which is to allow attach-
ment of the secondary article 10 to the primary article 22.
In other embodiments, there may be more than one at-
tachment means 44 attached to the garment-facing sur-
face 42. Those skilled in the art will appreciate that more
than one attachment means 44 may be positioned in any
number of configurations that will provide adequate at-
tachment of the secondary article 10 to the primary ab-
sorbent article 22. For example, there may be one at-
tachment means attached to the garment-facing surface
42 at one end of the secondary article 10 and a second
attachment means attached to the garment-facing sur-
face 42 at the opposite end of the secondary article 10.
[0043] The attachment means 44 is desirably one or
more strips of a garment adhesive. However, the attach-
ment means 44 can include other forms of attachment
mechanisms. Other forms of attachment mechanisms
that can be utilized include hook and/or loop fasteners,
tape, glue, etc. A VELCRO® fastener is one form of a
hook fastener that engages a loop material. VELCRO®
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is a registered trademark of Velcro Industries having a
mailing address of 406 Brown Avenue, Manchester, New
Hampshire 03103. When the attachment means 44 is a
garment adhesive, the adhesive can be either a hot or
cold melt adhesive that is sprayed, brushed, slot coated
or otherwise applied onto the garment-facing surface 42
of the substrate 14. The garment adhesive can be applied
as one or more beads, lines or strips of adhesive aligned
approximately parallel to the longitudinal axis x--x. Alter-
natively, the garment adhesive can be applied as one or
more beads, lines or strips of adhesive aligned approxi-
mately perpendicular to the longitudinal axis x-x. Desir-
ably, the garment adhesive is a hot melt adhesive. Gar-
ment adhesive is commercially available from several
vendors. One such vendor is National Starch and Chem-
ical Company having an office at 10 Findeme Avenue,
Bridgewater, New Jersey 08807.
[0044] When a hook and loop fastener is used as the
attachment means 44, the hook portion can be secured
to a portion of the substrate 14 and the loop portion can
be secured to a portion of the primary absorbent article
22 or vice versa. It should also be noted that some ma-
terials, like spunbond material, can serve the same func-
tion as a loop material and therefore a separate patch of
loop material does not have to be secured opposite to
the hook material. For example, if a patch of hook material
is secured to the substrate 14, the primary absorbent
article 22 having a liner of spunbond material will not be
required to have a patch of loop material secured to it.
[0045] As mentioned above, the substrate 14 has a
garment-facing surface 42 and a portion of this garment-
facing surface 42 will contact the primary absorbent ar-
ticle 22. The portion of the garment-facing surface 42 that
will contact the primary absorbent article 22 can be
formed to have a high coefficient of friction making it a
non-skid surface. For example, the garment-facing sur-
face 42 can consist of a roughened surface, a treated
surface or be made from a non-skid material. The rough-
ened, treated or non-skid surface will provide a physical
attachment to the primary absorbent article 22. Another
way of stating this is to say that the non-skid portion of
the garment-facing surface 42 serves a similar function
as the attachment means 44.
[0046] The attachment means 44 can be protected
from contamination by a releasable or removable peel
strip 46. The peel strip 46 is designed to be removed by
the consumer just prior to positioning and attaching the
secondary article 10 to the primary absorbent article 22.
The releasable peel strip 46 is generally slightly larger in
overall dimensions when compared to the attachment
means 44 so as to enable the secondary article 10 to be
manufactured at high speeds. By "high speeds" it is
meant the ability to manufacture at a speed of more than
200 secondary articles per minute. The peel strip 46 can
be a white Kraft paper, coated on one side so that it can
be easily released from the attachment means 44.
[0047] In accordance with one embodiment of this in-
vention, the secondary article 10 optionally may include

a pair of containment flaps that are configured to provide
a barrier to the lateral flow of body exudates. The con-
tainment flaps may be located along the laterally oppos-
ing side edges of the secondary article 10 adjacent the
side edges of the substrate 14. Each containment flap
typically defines an unattached edge that is configured
to maintain an upright, perpendicular configuration in at
least the crotch region of the secondary article 10 to form
a seal against the body of the wearer. Each containment
flap may extend longitudinally along at least a portion of
a length of the substrate 14. Desirably, each containment
flap extends along substantially the entire length of the
substrate 14 to better contain the body exudates. Such
containment flaps are generally well known to those
skilled in the art. For example, suitable constructions and
arrangements for containment flaps are described in En-
loe, U.S. Patent 4,704,116.
[0048] Referring now to Figs. 4 and 5, a primary ab-
sorbent article 22 is shown having a back waist region
48, a front waist region 45, and crotch region 64 bordered
by a pair of leg cuffs 50 and 52. The front waist region
45 includes the portion of the primary absorbent article
22 that when worn, is positioned on the front of the wearer
while the back waist region 48 includes the portion of the
primary absorbent article 22 that when worn is positioned
on the back of the wearer. The crotch region 64 of the
primary absorbent article 22 includes the portion of the
primary absorbent article 22 that when worn is positioned
between the legs of the wearer and covers the lower torso
of the wearer. Each of the pair of leg cuffs 50 and 52 can
be elasticized, if desired, by incorporating one or more
strands of elastic, 54 and 56 respectively. The primary
absorbent article 22 also has a liquid-permeable body-
side liner 58, a liquid-impermeable outercover 60, and
an absorbent core 62 positioned therebetween. Desira-
bly, the absorbent core 62 is completely enclosed be-
tween the body-side liner 58 and the outercover 60. The
body-side liner 58 is designed to allow rapid intake of
body fluid. The body-side liner 58 can be made from the
same types of materials as were described above for the
substrate 14 in the secondary article 10. The body-side
liner 58 can be formed from a woven material, nonwoven
material, finely perforated film, net material, and so forth.
Suitable materials include bonded carded webs of poly-
ester, polypropylene, polyethylene, nylon or other heat-
bondable fibers. Other polyolefins, such as copolymers
of polypropylene and polyethylene, and linear low-den-
sity polyethylene also work well.
[0049] The liquid-impermeable outercover 60 func-
tions to prevent body fluid from passing therethrough.
The liquid-impermeable outercover 60 can be made from
a micro-embossed polymeric film, such as polyethylene
or polypropylene, or it can be made from bicomponent
films. A desired material is a polyethylene film having a
thickness of less than about 0.08 mm. Composite mate-
rials formed from a polymer film and a nonwoven fabric
material can also be used. The composite sheets may
be formed by extrusion of the polymer film onto a web of
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spunbond material to form an integral sheet. This mate-
rial is desirable because the outer fabric surface is not
irritating to the skin of the wearer and has a cushioned
feel.
[0050] The primary absorbent article 22 is depicted as
having a pair of refastenable ears 66 and 68 and a fas-
tening zone 65. The article 22 can be positioned around
the torso of the wearer and the refastenable ears 66 and
68 fastened to the fastening zone 65. Such a design is
advantageous in allowing for tightening or loosening the
primary absorbent article 22 around the waist of the wear-
er.
[0051] It should be noted that the primary absorbent
article 22 could be in the form of a pant product, brief
product, undergarment, or any other absorbent article.
The primary absorbent article 22 is desirably a disposa-
ble or limited use product that will be discarded after a
single use. Furthermore, the primary absorbent article
22 can be an absorbent article that has a pocket or fold
for containing a disposable insert or liner. Any and all
such absorbent articles 22 are capable of being used in
conjunction with the secondary article 10.
[0052] The secondary article 10 can be visualized as
a secondary structure that is used to provide added fea-
tures to the primary absorbent article 22. Since every
consumer prefers different features, the secondary arti-
cle 10 provides the consumer a vehicle to tailor the pri-
mary absorbent article 22 for the individual needs of the
consumer.
[0053] In use, the secondary article 10 is secured to
at least a portion of the body-side liner 58 in the crotch
portion 64 of the primary absorbent article 22 before the
primary absorbent article 22 is placed on the body of the
wearer. For the embodiment depicted in Figs. 1-3, the
releasable peel strip 46 is removed from the secondary
article 10, exposing the attachment means 44. The crotch
portion 20 of secondary article 10 is then placed or
aligned over at !east a portion of the crotch portion 64 of
the primary absorbent article 22. Alternatively, the sec-
ondary article 10 may be placed in the area of the primary
absorbent article 22 where the skin is most in need of
protection. The secondary article 10 is then pressed
against the primary absorbent article 22 to secure the
attachment means 44 thereto. Alternatively, the second-
ary article 10 may be secured to the primary absorbent
article 22 by tucking one or more outer edges of the sec-
ondary article 10 inside a pocket or fold on the bodyfacing
surface of the primary absorbent article 22. If present,
the optional cover 24 is thereafter removed to expose
the lotion 16. The primary absorbent article 22 can then
be secured around the torso of the wearer. When the
secondary article 10 is pressed against the skin of the
wearer, the lotion 16 will transfer thereto.

Claims

1. A secondary article (10) for use with a primary ab-

sorbent article (22), the secondary article compris-
ing:

a liquid-permeable substrate (14) having a gar-
ment-facing surface (42) and a body-facing sur-
face (26), wherein the substrate is nonabsorb-
ent, said article characterised by comprising
a lotion (16) applied to the body-facing surface,
and further comprising an attachment means
(44) attached to the garment-facing surface.

2. The secondary article of claim 1 wherein the article
has a length of less than 600 millimeters.

3. The secondary article of claim 1 or 2 wherein the
substrate comprises a spunbond material.

4. The secondary article of any preceding claim where-
in the attachment means comprises a garment ad-
hesive.

5. The secondary article of claim 4 wherein the attach-
ment means further comprises a removable peel
strip (46).

6. The secondary article of claim 1, 2 or 3 wherein the
attachment means comprises a hook material.

7. The secondary article of claim 1, 2 or 3 wherein the
attachment means comprises a roughened surface.

8. The secondary article of any preceding claim where-
in the lotion comprises an emollient.

9. The secondary article of claim 8 wherein the lotion
further comprises a wax.

10. The secondary article of any preceding claim where-
in the lotion has a semisolid consistency.

11. The secondary article of any preceding claim where-
in the lotion is arranged in multiple stripes on the
body-facing surface of the substrate.

12. The secondary article of any preceding claim where-
in the lotion is applied to at least about 5 percent of
the body-facing surface of the substrate.

13. The secondary article of any preceding claim where-
in the lotion has a basis weight of greater than 1
mg/cm2.

14. The secondary article of any preceding claim where-
in the weight of the lotion is greater than the weight
of the substrate.

15. The secondary article of any preceding claim further
comprising a cover (24) releasably adhered to the
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lotion.

16. The secondary article of claim 15 wherein the cover
comprises a coated paper.

17. The secondary article of claim 15 wherein the cover
comprises a film.

18. The secondary article of claim 15, 16 or 17 wherein
the cover has a Drape Stiffness bending length of
between 0.25 centimeters and 12 centimeters.

19. An absorbent system comprising:

a primary absorbent article (22); and,
a secondary article as claimed in any preceding
claim, wherein the attachment means attaches
the secondary article to the primary absorbent
article.

Patentansprüche

1. Sekundärartikel (10) zur Verwendung mit einem Pri-
märartikel (22), wobei der Sekundärartikel umfasst:

ein flüssigkeitsdurchlässiges Substrat (14) wel-
ches eine der Bekleidung zugewandte Oberflä-
che (42) und eine dem Körper zugewandte
Oberfläche (26) aufweist, wobei das Substrat
nicht absorbierend ist, wobei der Artikel ge-
kennzeichnet ist durch Umfassen von:

einer Lotion (16), die auf die dem Körper
zugewandte Oberfläche aufgebracht ist,
und des Weiteren umfassend ein Befesti-
gungsmittel (44), welches an der der Beklei-
dung zugewandten Oberfläche befestigt ist.

2. Sekundärartikel gemäß Anspruch 1, wobei der Arti-
kel eine Länge von weniger als 600 Millimetern auf-
weist.

3. Sekundärartikel gemäß Anspruch 1 oder 2, wobei
das Substrat ein Spunbond-Material umfasst.

4. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei das Befestigungsmittel ein Beklei-
dungshaftmittel umfasst.

5. Sekundärartikel gemäß Anspruch 4, wobei das Be-
festigungsmittel des Weiteren einen entfernbaren
Abziehstreifen (46) umfasst.

6. Sekundärartikel gemäß Anspruch 1, 2 oder 3, wobei
das Befestigungsmittel ein Hakenmaterial umfasst.

7. Sekundärartikel gemäß Anspruch 1, 2 oder 3, wobei

das Befestigungsmittel eine aufgeraute Oberfläche
umfasst.

8. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei die Lotion einen Weichmacher um-
fasst.

9. Sekundärartikel gemäß Anspruch 8, wobei die Loti-
on des Weiteren ein Wachs umfasst.

10. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei die Lotion eine halbfeste Konsistenz
aufweist.

11. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei die Lotion in mehreren Streifen auf
der dem Körper zugewandten Oberfläche des Sub-
strats angeordnet ist.

12. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei die Lotion auf mindestens ungefähr
5 Prozent der dem Körper zugewandten Oberfläche
des Substrats aufgebracht ist.

13. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei die Lotion ein Flächengewicht von
mehr als 1 mg/cm2 aufweist.

14. Sekundärartikel gemäß einem der vorherigen An-
sprüche, wobei das Gewicht der Lotion größer ist als
das Gewicht des Substrats.

15. Sekundärartikel gemäß einem der vorherigen An-
sprüche, welcher des Weiteren eine Hülle (24) um-
fasst, die lösbar an der Lotion haftet.

16. Sekundärartikel gemäß Anspruch 15, wobei die Hül-
le ein beschichtetes Papier umfasst.

17. Sekundärartikel gemäß Anspruch 15, wobei die Hül-
le eine Folie umfasst.

18. Sekundärartikel gemäß Anspruch 15, 16 oder 17,
wobei die Hülle eine Drape-Steifheit-Biegelänge von
zwischen 0,25 Zentimetern und 12 Zentimetern auf-
weist.

19. Absorptionsfähiges System, welches umfasst:

einen absorptionsfähigen Primärartikel (22);
und
einen Sekundärartikel gemäß einem der vorhe-
rigen Ansprüche, wobei das Befestigungsmittel
den Sekundärartikel an dem absorptionsfähi-
gen Primärartikel befestigt.
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Revendications

1. Article secondaire (10) destiné à être utilisé avec un
article absorbant principal (22), l’article secondaire
comprenant :

un substrat perméable aux liquides (14) ayant
une surface faisant face au vêtement (42) et une
surface faisant face au corps (26), le substrat
étant non absorbant,
ledit article étant caractérisé en ce qu’il com-
prend une lotion (16) appliquée sur la surface
faisant face au corps
et en ce qu’il comprend en outre un moyen de
fixation (44) fixé à la surface faisant face au vê-
tement.

2. Article secondaire selon la revendication 1, l’article
ayant une longueur inférieure à 600 millimètres.

3. Article secondaire selon la revendication 1 ou 2 dans
lequel le substrat comprend une matière filée-liée.

4. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel le moyen de fixation
comprend un adhésif pour vêtement.

5. Article secondaire selon la revendication 4 dans le-
quel le moyen de fixation comprend en outre une
bande pelable amovible (46).

6. Article secondaire selon la revendication 1, 2 ou 3
dans lequel le moyen de fixation comprend un ma-
tériau d’accroche.

7. Article secondaire selon la revendication 1, 2 ou 3
dans lequel le moyen de fixation comprend une sur-
face rendue rugueuse.

8. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel la lotion comprend un
émollient.

9. Article secondaire selon la revendication 8 dans le-
quel la lotion comprend en outre une cire.

10. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel la lotion a une consis-
tance semi-solide.

11. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel la lotion est disposée
en de multiples bandes sur la surface du substrat
faisant face au corps.

12. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel la lotion est appliquée
sur au moins environ 5 pour cent de la surface du

substrat faisant face au corps.

13. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel la lotion est présente en
un poids surfacique supérieur à 1 mg/cm2.

14. Article secondaire selon n’importe quelle revendica-
tion précédente dans lequel le poids de la lotion est
supérieur au poids du substrat.

15. Article secondaire selon n’importe quelle revendica-
tion précédente comprenant en outre un recouvre-
ment (24) collé de façon détachable à la lotion.

16. Article secondaire selon la revendication 15 dans
lequel le recouvrement comprend un papier couché.

17. Article secondaire selon la revendication 15 dans
lequel le recouvrement comprend un film.

18. Article secondaire selon la revendication 15, 16 ou
17 dans lequel le recouvrement a une longueur de
flexion dans un essai de rigidité au pliage comprise
entre 0,25 centimètre et 12 centimètres.

19. Système absorbant comprenant :

un article absorbant principal (22) ; et
un article secondaire selon n’importe quelle re-
vendication précédente, dans lequel le moyen
de fixation fixe l’article secondaire à l’article ab-
sorbant principal.
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