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Description 

This  invention  relates  to  an  optical  recording 
disk,  and  more  particularly,  to  an  optical  recording 
disk  of  the  heat  mode. 

The  optical  recording  disks  have  the  feature 
that  they  are  free  of  deterioration  by  abrasion  be- 
cause  they  are  not  in  contact  with  writing  and 
reading-out  heads.  Active  research  and  develop- 
ment  works  have  been  focused  on  a  variety  of 
optical  recording  media. 

Among  others,  optical  recording  disks  of  the 
heat  mode  have  been  of  most  interest  because  no 
development  procedure  in  the  dark  room  is  neces- 
sary.  The  optical  recording  disks  of  the  heat  mode 
are  optical  recording  disks  utilizing  recording  light 
which  is  converted  into  heat.  One  typical  example 
is  a  pit  formation  type  optical  recording  disk  in 
which  writing  is  carried  out  by  applying  recording 
light  such  as  a  laser  beam  to  the  medium  to  locally 
melt  or  remove  it  to  form  a  small  dip  called  pit 
where  information  is  recorded,  and  reading  out  is 
carried  out  by  detecting  the  pit  with  the  use  of 
reading  light. 

In  most  pit  formation  type  optical  recording 
disks,  particularly  those  compatible  with  a  light 
source  in  the  form  of  semiconductor  laser  having 
the  benefit  of  reducing  the  size  of  the 
recording/reproducing  system,  a  recording  layer  is 
formed  of  a  tellurium  base  material.  For  several 
reasons  including  toxicity  of  tellurium  materials, 
higher  sensitivity,  and  manufacture  cost  reduction, 
an  increasing  number  of  proposals  and  reports 
were  recently  made  for  such  recording  media  using 
organic  materials,  typically  dyes  as  the  recording 
layer  (see  Japanese  Patent  Application  No.  59- 
19715). 

The  optical  recording  media  having  a  recording 
layer  of  dyes  are  preferably  designed  as  a  so- 
called  air  sandwich  structure  in  order  to  increase 
recording  quantity.  The  air  sandwich  structure  is 
usually  produced  by  preparing  a  pair  of  optical 
recording  segments  each  comprising  a  transparent 
substrate  of  resinous  material  having  a  recording 
layer  thereon  and  joining  together  the  segments 
such  that  the  recording  layers  face  one  another  via 
a  predetermined  space. 

In  joining  together  the  optical  recording  seg- 
ments  to  produce  a  disk  of  air  sandwich  structure, 
ring-shaped  connecting  members  or  spacers  of 
resinous  material  are  interposed  between  the  seg- 
ments  along  the  central  and  peripheral  edges  and 
bonded  or  fused  to  the  substrates  of  the  segments. 
Undesirably,  such  an  air  sandwich  structure  is  not 
sufficiently  strong  because  of  bonding  or  fusing  of 
spacers.  Cumbersome  operations  are  necessary  in 
that  adhesive  must  be  applied  to  either  surface  of  a 
spacer,  and  three  parts,  two  substrates  and  the 

spacer  must  be  precisely  aligned  before  the  spacer 
is  bonded.  During  bonding  procedure,  off-centering 
of  the  spacer  at  the  center  and  offsetting  of  the 
substrates  are  likely  to  occur.  Such  misalignment 

5  would  inconveniently  raise  a  disturbance  in  dy- 
namic  balance  during  disk  rotation.  The  procedure 
of  fusing  spacers  is  also  inefficient. 

In  the  prior  art  air  sandwich  structure,  the  inte- 
rior  space  is  kept  air  tight  to  the  exterior.  If  optical 

io  recording  disks  are  held  under  an  ambient  pres- 
sure  different  from  that  for  manufacture,  for  exam- 
ple,  during  transportation  by  aircrafts,  a  pressure 
difference  between  the  interior  space  and  the  am- 
bient  would  induce  strain  in  the  substrates,  which 

75  would  often  interfere  with  recording  and  reproduc- 
ing  operations. 

To  obviate  these  problems,  there  have  been 
proposed  the  following  techniques. 

(a)  Either  outer  or  inner  spacer  is  formed  with  a 
20  vent  through  which  the  interior  space  commu- 

nicates  with  the  ambient  atmosphere  (see  Japa- 
nese  Utility  Model  Application  Kokai  No.  57- 
149535). 
(b)  A  substrate  is  formed  with  a  vent  through 

25  which  the  interior  space  communicates  with  the 
ambient  atmosphere  (see  Japanese  Utility 
Model  Application  Kokai  Nos.  58-105041  and 
58-105042). 

However,  technique  (a)  has  the  drawback  that  since 
30  the  spacer  is  as  thin  as  about  0.2  to  0.8  mm, 

perforation  of  a  vent  port  in  the  spacer  is  very 
difficult  and  the  perforated  spacer  is  mechanically 
weak.  Technique  (b)  has  the  drawback  that  the 
presence  of  a  vent  port  obstructs  uniform  coating 

35  in  applying  a  recording  layer  of  dye  on  a  substrate 
as  by  spinner  coating. 

Most  commercial  optical  recording  disks  gen- 
erally  bear  an  identification  mark  having  the  func- 
tion  of  representing  a  trade  mark  or  product  grade. 

40  Such  identification  marks  are  given  by  printing 
marks  or  attaching  labels  onto  disk  substrates.  The 
optical  recording  disks  are  under  the  trend  that  the 
area  of  a  recording  layer  has  as  large  a  proportion 
as  possible  for  increased  recording  capacity.  This, 

45  in  turn,  limit  the  space  available  for  marking.  Fur- 
ther  the  conventional  printing  and  labeling  tech- 
niques  have  additional  problems  that  marks  might 
fade  away  or  be  removed  and  printing  would  leave 
stains.  A  printing  or  labeling  step  must  be  added  to 

50  the  conventional  processsing  line,  requiring  an  ad- 
ditional  installation  investment. 

The  foregoing  description  is  concerned  with 
optical  recording  disks  of  the  air  sandwich  structure 
capable  of  double-side  recording,  and  the  same 

55  applies  to  single-side  recording  disks  of  a  similar 
structure  in  which  one  segment  is  merely  com- 
prised  of  a  protective  substrate. 

An  optical  recording  disk  of  the  kind  defined  by 

2 
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the  preamble  of  claim  1  is  known  in  the  EP-A1-0 
094  273.  This  known  recording  disk  comprises 
projections  shaped  as  elongate  pointed  ribs  ex- 
tending  from  the  disk  shaped  substrates.  The  pur- 
pose  of  these  ribs  is  to  increase  the  number  of 
annular  weld  zones  between  the  disk  and  cover  in 
order  to  enhance  reliability  and  air  tightness. 
Therefore,  after  welding  to  join  the  disk  and  cover, 
the  projections  become  weld  fillets.  That  is,  the 
molded  ribs  are  integral  with  the  component  but 
disappear  at  the  time  of  welding  so  as  to  form  the 
weld  fillets.  It  turned  out,  however,  that  said  elon- 
gate  ribs  need  relatively  high  bonding  pressures 
and  time,  resulting  in  a  number  of  cases  in  a 
remarkable  warpage  for  the  disk,  which  is  disad- 
vantageous  during  operation  due  to  the  lack  of  a 
good  dynamic  balance. 

It  is  therefore  the  object  of  the  present  inven- 
tion  to  provide  an  optical  recording  disk  of  the  kind 
defined  by  the  preamble  of  claim  1,  which  can  be 
operated  with  a  good  dynamic  balance. 

This  object  is  attained  by  the  characterizing 
features  of  the  claim  1.  Advantageous  develop- 
ments  of  the  invention  are  given  by  the  subclaims. 

In  contrast  to  the  prior  art,  the  projections  in 
accordance  with  the  invention  are  of  cone,  pyr- 
amid,  cylinder  'allowing  the  sealing  time  and  pres- 
sure  applied  to  the  disk  to  be  drastically  reduced, 
resulting  in  reduced  warpage  for  the  disk,  and 
hence  a  good  dynamic  balance  during  operation. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

FIGS.  1  ,  2,  3,  and  4  are  cross-sectional  views  of 
optical  recording  disks  according  to  different 
embodiments  of  the  present  invention; 
FIGS.  5  and  6  are  enlarged  perspective  views  of 
a  portion  of  the  substrate  used  in  the  disk  of  the 
present  invention,  showing  different  examples  of 
stud-like  projections; 
FIGS.  7,  8,  and  9  are  plan  views  of  different 
examples  of  the  substrate  used  in  the  disk  of 
the  present  invention; 
FIGS.  10,  11,  12,  13,  14,  15,  21,  24,  and  25  are 
cross-sectional  views  of  optical  recording  disks 
according  to  different  embodiments  of  the 
present  invention; 
FIGS.  16,  17,  23,  and  27  are  enlarged  perspec- 
tive  views  of  a  portion  of  the  substrate  used  in 
the  disk  of  the  present  invention,  showing  dif- 
ferent  examples  of  stud-like  projections; 
FIGS.  18,  19,  20,  22,  and  26  are  plan  views  of 
different  examples  of  the  substrate  used  in  the 
disk  of  the  present  invention; 
FIG.  28  is  a  plan  view  of  the  optical  recording 
disk  according  to  a  further  embodiment  of  the 

present  invention; 
FIG.  29  is  a  plan  view  of  a  further  example  of 
the  substrate  used  in  the  optical  recording  disk 
of  the  present  invention; 

5  FIG.  30  is  an  enlarged  perspective  view  of  a 
portion  of  the  substrate  used  in  the  disk  of  the 
present  invention,  showing  a  further  example  of 
stud-like  projections; 
FIGS.  31,  32,  and  33  are  cross-sectional  views 

io  of  optical  recording  disks  according  to  different 
embodiments  of  the  present  invention; 
FIGS.  34  and  36  are  enlarged  plan  views  of  a 
portion  of  the  substrates  used  in  the  disk  of  the 
present  invention,  showing  different  examples  of 

is  spike-like  projections; 
FIGS.  35  and  37  are  perspective  views  of  the 
substrates  shown  in  FIGS.  34  and  36,  respec- 
tively; 
FIGS.  38,  39,  and  40  are  cross-sectional  views 

20  of  optical  recording  disks  according  to  different 
embodiments  of  the  present  invention; 
FIG.  41  is  a  plan  view  of  the  substrate  according 
to  a  further  embodiment  of  the  present  inven- 
tion;  and 

25  FIGS.  42  and  43  are  segmental  enlarged  views 
of  different  examples  of  the  region  designated  at 
A  in  FIG.  41. 

Referring  to  FIGS.  1  through  4,  there  are  illus- 
trated  optical  recording  disks  according  to  the 

30  present  invention.  The  optical  recording  disk  gen- 
erally  designated  at  1  has  a  pair  of  optical  record- 
ing  segments  21  and  25.  More  illustratively,  the 
disk  includes  a  pair  of  disk-shaped  substrates  31 
and  35  each  having  a  central  opening  through 

35  which  a  drive  shaft  of  a  recording/reproducing  ap- 
paratus  (not  shown)  extends.  Recording  layers  41 
and  45  are  provided  on  the  substrates  31  and  35, 
respectively,  in  the  form  of  a  concentric  band. 

The  substrates  31  ,  35  are  of  disk  shape  having 
40  a  central  opening  and  formed  of  a  resinous  ma- 

terial  substantially  transparent  to  writing  and  read- 
ing  light,  preferably  having  a  transmittance  of  at 
least  80%.  Writing  and  reading  operations  may 
then  be  carried  out  from  the  rear  surface  of  the 

45  substrate  remote  from  the  recording  layer.  The 
resinous  materials  of  which  the  substrates  are 
formed  may  be  any  suitable  plastic  materials  such 
as  acrylic  resins,  polycarbonate  resins,  nylon,  and 
PTX.  The  currently  preferred  substrates  have  an 

50  outer  diameter  of  about  70  mm  to  about  310  mm. 
The  substrates  are  generally  formed  by  molding 
and  stamping. 

One  or  both  of  the  substrates  31,  35  are  pro- 
vided  with  a  plurality  of  stud-like  projections  71  ,  72 

55  on  their  outer  circumferential  portions  as  shown  in 
FIGS.  1  through  9.  The  stud-like  projections  71  ,  72 

*  or  prism  shape. 
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extend  substantially  perpendicular  to  the  surface  of 
the  substrates  31  ,  35  on  which  the  recording  layers 
are  to  be  formed.  The  stud-like  projections  71,  72 
which  can  be  used  in  the  practice  of  the  present 
invention  may  be  of  cylindrical  shape  as  shown  in 
FIG.  5  or  of  conical  shape  as  shown  in  FIG.  6 
although  the  configuration  of  the  projections  is  not 
particularly  limited.  They  may  also  be  of  prism 
shapes  such  as  triangular  and  rectangular  prisms 
and  of  pyramid  shapes  such  as  triangular  and 
rectangular  pyramids.  The  projections  need  not  be 
limited  to  one  particular  configuration  and  they  may 
be  a  mixture  of  different  shapes,  for  example,  a 
regularly  or  randomly  distributed  mixture  of  triangu- 
lar  prism,  rectangular  prism,  and  triangular  pyramid 
shapes.  The  stud-like  projections  71,  72  may  have 
a  diameter  of  about  0.2  to  about  6  mm. 

The  plurality  of  stud-like  projections  71,  72 
may  be  distributed  on  the  outer  and  inner  circum- 
ferential  portions  of  the  substrates  31,  35  in  a 
variety  of  patterns.  Examples  of  the  distribution 
pattern  are  shown  in  FIGS.  7  to  9.  As  shown  in  FIG. 
7,  the  projections  71  may  be  distributed  substan- 
tially  uniformly  throughout  the  outer  circumferential 
band  of  the  substrate  31.  As  shown  in  FIG.  8, 
groups  of  the  projections  71  may  be  distributed 
locally,  preferably  at  intervals  along  the  outer  cir- 
cumferential  band  of  the  substrate  31  .  The  distribu- 
tion  pattern  shown  in  FIG.  8  includes  regularly 
spaced  empty  zones,  that  is,  zones  where  no  pro- 
jections  are  present.  The  projections  71  may  also 
be  distributed  to  be  locally  dense  and  sparse  as 
shown  in  FIG.  9.  In  either  case,  they  are  preferably 
distributed  in  a  symmetrical  fashion  over  the  sub- 
strate. 

Irrespective  of  whether  the  projections  71  are 
uniformly  or  locally  distributed  on  the  substrate, 
they  may  preferably  be  located  in  the  range  having 
a  radial  distance  of  about  2  to  about  8  mm  on  the 
outer  circumferential  band. 

The  substrates  31,  35  having  such  projections 
formed  thereon  are  joined  together  into  a  one-piece 
disk.  A  variety  of  joint  forms  are  possible  depend- 
ing  of  the  particular  type  of  projection.  In  the  em- 
bodiment  shown  in  FIG.  1,  the  projections  71  hav- 
ing  a  height  substantially  equal  to  the  distance  of 
the  interior  space  to  be  defined  between  the  sub- 
strates  are  formed  on  one  substrate  31.  This 
projection-formed  substrate  31  is  joined  to  the  oth- 
er  substrate  35  having  no  projections.  The  distribu- 
tion  of  projections  may  be  any  one  of  the  patterns 
shown  in  FIGS.  7  to  9. 

In  another  embodiment  as  shown  in  FIG.  2,  the 
projections  71,  72  having  a  height  substantially 
equal  to  half  the  distance  of  the  interior  space  to 
be  defined  between  the  substrates  are  respectively 
formed  on  substrates  31,  35  in  a  mirror  image 
relationship.  The  substrates  are  joined  together  by 

mating  their  projections  71,  72  in  abutment  fol- 
lowed  by  bonding  or  fusing.  The  distribution  of 
projections  may  be  any  one  of  the  patterns  shown 
in  FIGS.  7  to  9. 

5  A  further  embodiment  is  shown  in  FIG.  3 
wherein  a  pair  of  substrates  31  ,  35  having  continu- 
ously  distributed  projections  as  shown  in  FIGS.  7  to 
9  are  joined  by  interdigitating  their  projections  71, 
72  while  leaving  gaps  therebetween.  Alternatively, 

io  a  pair  of  substrates  having  projections  distributed 
in  regular  intervals  as  shown  in  FIG.  8  may  be 
joined  by  mating  the  projection  zones  with  the 
empty  zones  such  that  the  projections  71,  72  on 
the  opposite  sides  may  not  be  abutted  or  inter- 

15  digitated. 
A  further  embodiment  is  shown  in  FIG.  4 

wherein  a  pair  of  substrates  31  ,  35  having  continu- 
ously  distributed  projections  as  shown  in  FIGS.  7  to 
9  are  joined  by  interdigitating  their  projections  71, 

20  72  in  close  engagement  and  bonding  them  to- 
gether  at  the  contacts. 

In  all  these  embodiments,  joining  of  the  sub- 
strates  through  the  projections  71  and/or  72  may 
be  accomplished  by  any  desired  techniques.  Ultra- 

25  sonic  sealing  is  preferred  among  others  because 
stud-like  projections  71,  72  are  effectively  heated 
and  thus  efficiently  sealed  with  ease  of  operation. 
The  resulting  bond  strength  is  fully  high  and  the 
interior  space  may  be  precisely  defined  to  the 

30  controlled  distance.  During  ultrasonic  sealing,  the 
stud-like  projections  71,  72  usually  undergo  de- 
formation  of  various  types.  If  the  projections  are 
distributed  dense  and  greatly  deformed  during  ul- 
trasonic  sealing,  an  air  tight  barrier  would  be 

35  formed  throughout  the  outer  circumference. 
The  joint  between  the  substrates  may  be  pro- 

vided  with  a  vent.  The  vent  is  imparted  by  gaps 
between  projections  in  the  embodiment  of  FIG.  7  or 
formed  in  the  empty  or  sparse  zones  in  the  em- 

40  bodiments  of  FIGS.  8  and  9. 
Joining  of  the  substrates  through  projections 

may  also  be  achieved  by  adhesive  bonding.  In 
applying  adhesive,  it  is  introduced  into  gaps  among 
the  projections  and  then  evenly  distributed  over  the 

45  gaps  by  the  capillary  action  without  oozing  out  of 
the  edge,  giving  an  aesthetic  finish.  There  is  no 
danger  of  causing  damage  to  the  recording  layer.  A 
satisfactory  mechanical  strength  is  obtained.  An  air 
tight  barrier  may  be  formed  throughout  the  outer 

50  circumference  by  applying  the  adhesive  over  the 
entire  circumference.  Alternatively,  the  adhesive 
may  be  introduced  into  only  selected  portions  to 
leave  unbonded  portions  which  serve  as  vents.  In 
this  case,  only  the  selected  portions  can  be  pre- 

ss  cisely  bonded  to  add  to  an  advantage  in  manufac- 
turing  process. 

To  insure  strength,  each  substrate  may  prefer- 
ably  be  provided  with  about  100  to  about  2,000 

4 
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projections. 
When  vents  are  given  by  gaps  among  projec- 

tions,  their  total  area  may  preferably  range  from 
about  0.01  to  about  100  mm2. 

Since  the  substrates  are  joined  through  a  plu- 
rality  of  stud  or  spike-like  projections  such  that  the 
interior  space  communicates  with  the  ambient  at- 
mosphere  through  gaps  among  the  projections,  the 
induction  of  strain  in  the  substrates  due  to  pressure 
difference  is  avoided. 

A  filter  may  be  disposed  adjacent  the  projec- 
tions  71  ,  72  to  prevent  entry  of  dust  and  dirt. 

The  stud-like  projections  may  be  formed  in- 
tegral  with  substrates  simply  by  modifying  a  mold 
or  a  stamper  or  platen  for  substrate  forming. 

The  substrates  31,  35  are  joined  together 
through  the  stud-like  projections  and  an  inner  con- 
necting  member  such  that  the  recording  layer  may 
be  enclosed  in  the  interior  space.  Preferably,  a  pair 
of  recording  layers  may  face  one  another. 

The  inner  connecting  member  used  herein 
may  be  of  any  desired  shape.  It  is  generally  an 
annular  or  ring-shaped  member  51  formed  of  re- 
sinous  material  as  shown  in  FIGS.  1  to  4.  The 
annular  member  51  has  opposed  major  plane  sur- 
faces  to  which  those  surfaces  of  the  inner  circum- 
ferential  portions  of  the  substrates  31  ,  35  facing  the 
interior  space  are  secured  by  bonding  or  fusing. 
The  annular  member  51  has  a  bore  which  is 
aligned  with  the  central  openings  in  the  substrates. 

The  optical  recording  disk  of  the  present  inven- 
tion  may  be  produced  as  shown  in  FIGS.  10  and 
11  by  joining  a  pair  of  substrates  31,  35  each 
having  a  central  opening  and  a  recording  layer 
through  an  inner  connecting  member  52  such  that 
the  recording  layers  41,  45  face  one  another.  The 
inner  connecting  member  shown  in  FIGS.  10  and 
11  is  a  stepped  connecting  member  52  comprising 
an  annular  body  and  a  ring-like  rib  formed  on  an 
axially  central  portion  of  the  circumferece  of  the 
body.  The  remaining  portions  of  the  circumference 
of  the  body  are  in  contact  with  the  inner  side 
surfaces  of  the  substrates  31  ,  35  defining  the  open- 
ings.  The  axially  opposed  plane  surfaces  of  the 
ring-like  rib  are  in  contact  with  the  recording  layer- 
bearing  surfaces  of  the  substrates  31  ,  35  adjacent 
the  openings.  These  contact  surfaces  may  be  ta- 
pered  if  desired.  The  substrates  31,  35  are  secured 
to  the  inner  connecting  member  52  along  the  con- 
tact  surfaces  by  bonding  or  fusing.  The  annular 
body  has  a  bore  into  which  a  drive  shaft  may  be 
inserted  as  previously  described.  The  rib  is  gen- 
erally  ring-like,  but  may  be  partially  cut  out  if 
desired. 

The  inner  connecting  member  52  preferably 
has  the  following  dimensions.  The  diameter  of  the 
body  which  is  equal  to  that  of  the  central  opening 
in  the  substrates  31,  35  ranges  from  about  15  to  38 

mm,  the  diameter  of  the  rib  ranges  from  about  20 
to  50  mm,  the  diameter  of  the  bore  in  the  body 
ranges  from  about  15  to  35  mm,  the  axial  distance 
of  the  body  ranges  from  about  2.8  to  3.4  mm,  and 

5  the  axial  thickness  of  the  rib  ranges  from  about  0.2 
to  0.8  mm.  These  dimensions  may  be  properly 
determined  by  various  considerations.  Particularly, 
the  axial  thickness  of  the  rib  determines  the  dis- 
tance  of  the  interior  space  between  the  substrates. 

io  The  distance  of  the  interior  space  generally  ranges 
from  about  0.1  to  about  1  mm,  preferably  from 
about  0.2  to  about  0.8  mm. 

The  inner  connecting  member  52  is  formed 
from  a  variety  of  materials  and  usually  from  re- 

15  sinous  materials  as  is  the  aforementioned  inner 
connecting  member  51.  The  inner  connecting 
member  52  may  be  prepared  by  a  variety  of  tech- 
niques  including  molding  and  machining.  Since  the 
inner  connecting  member  52  is  fitted  in  the  open- 

20  ings  in  the  substrates,  high  precision  forming  is 
desired  for  proper  engagement. 

Instead  of  using  the  inner  connecting  members 
51  and  52,  a  pair  of  substrates  may  also  be  joined 
by  providing  one  substrate  with  a  ridge  and  the 

25  other  substrate  with  a  ridge  and  a  recess  both 
along  the  inner  circumferential  band. 

Furthermore,  instead  of  using  a  solid  inner  con- 
necting  member,  an  adhesive  may  be  used  as  an 
equivalent  inner  connecting  member.  The  sub- 

30  strates  are  joined  along  the  inner  circumference 
with  the  adhesive  so  as  to  leave  a  predetermined 
interior  space  therebetween. 

The  adhesives  used  herein  include  a  variety  of 
well-known  adhesives  such  as  hot-melt  resins. 

35  When  such  an  adhesive  as  a  hot-melt  resin  is 
used,  for  example,  the  substrates  may  be  simulta- 
neously  joined  along  the  outer  circumference  via 
projections  by  ultrasonic  sealing  and  along  the 
inner  circumference  by  adhesive  bonding. 

40  The  surfaces  of  the  substrates  31,  35  where 
the  recording  layers  41,  45  are  to  be  formed  are 
preferably  preformed  with  tracking  grooves.  The 
grooves  generally  have  a  depth  of  about  X/8n, 
preferably  X/7n  to  X/12n  wherein  n  is  the  refractive 

45  index  of  the  substrate  and  X  is  the  wavelength  of  a 
writing/reading  laser  beam.  The  grooves  may  have 
a  width  approximate  to  the  track  width. 

Those  portions  of  the  recording  layers  41  ,  45  in 
the  grooves  form  recording  tracks  to  which  writing 

50  and  reading  light  is  applied  from  the  rear  surface  of 
the  substrates.  This  arrangement  results  in  im- 
proved  writing  sensitivity  and  reading  S/N  ratio 
while  a  more  definite  control  signal  is  available  for 
tracking. 

55  An  additional  series  of  preferred  embodiments 
of  the  present  invention  are  illustrated  in  FIGS.  12, 
13,  14,  15,  21,  24,  and  25  as  comprising  a  pair  of 
substrates  31,  35  having  a  plurality  of  stud-like 
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projections  61  ,  62  on  the  inner  circumferential  band 
around  the  central  aperture.  It  will  be  understood 
that  FIGS.  12  to  20  substantially  correspond  to 
FIGS.  1  to  9. 

In  the  embodiments  shown  in  FIGS.  12  to  20,  a 
plurality  of  stud-like  projections  61,  62  are  formed 
on  the  inner  circumferential  band  around  the  cen- 
tral  aperture  in  addition  to  a  plurality  of  stud-like 
projections  71,  72  on  the  outer  circumferential 
band.  A  pair  of  substrates  31  and  35  are  joined 
together  along  the  outer  and  inner  circumferential 
bands  both  through  the  projections  71,  72  and  61, 
62. 

The  stud-like  projections  61,  62  extend  sub- 
stantially  perpendicular  to  the  surface  of  the  sub- 
strates  31  ,  35  on  which  the  recording  layers  21  ,  25 
are  to  be  formed.  The  stud-like  projections  61,  62 
which  can  be  used  in  the  practice  of  the  present 
invention  are  similar  to  the  projections  71  ,  72  in  the 
preceding  embodiments  and  may  be  of  cylindrical 
shape  as  shown  in  FIG.  16  or  of  conical  shape  as 
shown  in  FIG.  17  although  the  configuration  of  the 
projections  is  not  particularly  limited.  They  may 
also  be  of  prism  shapes  such  as  triangular  and 
rectangular  prisms  and  of  pyramid  shapes  such  as 
triangular  and  rectangular  pyramids.  The  projec- 
tions  need  not  be  limited  to  one  particular  configu- 
ration  and  they  may  be  a  mixture  of  different 
shapes,  for  example,  a  regularly  or  randomly  dis- 
tributed  mixture  of  triangular  prism,  rectangular 
prism,  and  triangular  pyramid  shapes.  The  stud-like 
projections  61,  62  may  have  a  diameter  of  about 
0.2  to  about  6  mm. 

The  plurality  of  stud-like  projections  61,  62 
may  be  distributed  on  the  outer  and  inner  circum- 
ferential  portions  of  the  substrates  31,  35  in  a 
variety  of  patterns.  Examples  of  the  distribution 
pattern  are  shown  in  FIGS.  18  to  20.  As  shown  in 
FIG.  18,  the  projections  61  may  be  distributed 
substantially  uniformly  throughout  the  outer  circum- 
ferential  band  of  the  substrate  31.  As  shown  in  FIG. 
19,  groups  of  the  projections  61  may  be  distributed 
locally,  preferably  at  intervals  along  the  outer  cir- 
cumferential  band  of  the  substrate  31  .  The  distribu- 
tion  pattern  shown  in  FIG.  19  includes  regularly 
spaced  empty  zones,  that  is,  zones  where  no  pro- 
jections  are  present.  The  projections  61  may  also 
be  distributed  to  be  locally  dense  and  sparse  as 
shown  in  FIG.  20.  In  either  case,  they  are  prefer- 
ably  distributed  in  a  symmetrical  fashion  over  the 
substrate. 

Irrespective  of  whether  the  projections  61  are 
uniformly  or  locally  distributed  on  the  substrate, 
they  may  preferably  be  located  in  the  range  having 
a  radial  distance  of  about  2  to  about  8  mm  on  the 
outer  circumferential  band. 

The  substrates  31,  35  having  such  projections 
formed  thereon  are  joined  together  into  a  one-piece 

disk.  A  variety  of  joint  forms  are  possible  depend- 
ing  of  the  particular  type  of  projection.  In  the  em- 
bodiment  shown  in  FIG.  12,  the  projections  61 
having  a  height  substantially  equal  to  the  distance 

5  of  the  interior  space  to  be  defined  between  the 
substrates  are  formed  on  one  substrate  31.  This 
projection-formed  substrate  31  is  joined  to  the  oth- 
er  substrate  35  having  no  projections.  The  distribu- 
tion  of  projections  may  be  any  one  of  the  patterns 

w  shown  in  FIGS.  18  to  20. 
In  another  embodiment  as  shown  in  FIG.  13, 

the  projections  61  ,  62  having  a  height  substantially 
equal  to  half  the  distance  of  the  interior  space  to 
be  defined  between  the  substrates  are  respectively 

is  formed  on  substrates  31,  35  in  a  mirror  image 
relationship.  The  substrates  are  joined  together  by 
mating  their  projections  61,  62  in  abutment  fol- 
lowed  by  bonding  or  fusing.  The  distribution  of 
projections  may  be  any  one  of  the  patterns  shown 

20  in  FIGS.  18  to  20. 
A  further  embodiment  is  shown  in  FIG.  14 

wherein  a  pair  of  substrates  31  ,  35  having  continu- 
ously  distributed  projections  as  shown  in  FIG.  18 
are  joined  by  interdigitating  their  projections  61  ,  62 

25  while  leaving  gaps  therebetween.  Alternatively,  a 
pair  of  substrates  having  projections  distributed  in 
regular  intervals  as  shown  in  FIGS.  19  and  20  may 
be  joined  by  mating  the  projection  zones  with  the 
empty  zones  such  that  the  projections  61,  62  on 

30  the  opposite  sides  may  not  be  abutted  or  inter- 
digitated. 

A  further  embodiment  is  shown  in  FIG.  15 
wherein  a  pair  of  substrates  31  ,  35  having  continu- 
ously  distributed  projections  as  shown  in  FIGS.  18 

35  to  20  are  joined  by  interdigitating  their  projections 
61,  62  in  close  engagement  and  bonding  them 
together  at  the  contacts. 

In  all  these  embodiments,  joining  of  the  sub- 
strates  through  the  projections  61  and/or  62  may 

40  be  accomplished  by  any  desired  techniques.  Ultra- 
sonic  sealing  is  preferred  among  others  because 
stud-like  projections  61,  62  are  effectively  heated 
and  thus  efficiently  sealed  with  ease  of  operation. 
The  resulting  bond  strength  is  fully  high  and  the 

45  interior  space  may  be  precisely  defined  to  the 
controlled  distance.  During  ultrasonic  sealing,  the 
stud-like  projections  61,  62  usually  undergo  de- 
formation  of  various  types.  If  the  projections  are 
distributed  dense  and  greatly  deformed  during  ul- 

50  trasonic  sealing,  an  air  tight  barrier  would  be 
formed  throughout  the  outer  circumference. 

Joining  of  the  substrates  through  projections 
may  also  be  achieved  by  adhesive  bonding.  In 
applying  adhesive,  it  is  introduced  into  gaps  among 

55  the  projections  and  then  evenly  distributed  over  the 
gaps  by  the  capillary  action  without  oozing  out  of 
the  edge,  giving  an  aesthetic  finish.  There  is  no 
danger  of  causing  damage  to  the  recording  layer.  A 
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satisfactory  mechanical  strength  is  obtained.  An  air 
tight  barrier  may  be  formed  throughout  the  outer 
circumference  by  applying  the  adhesive  over  the 
entire  circumference. 

To  insure  strength,  each  substrate  may  prefer- 
ably  be  provided  with  about  500  to  about  3,500 
projections  on  the  inner  circumferential  band. 

The  stud-like  projections  may  be  formed  in- 
tegral  with  substrates  simply  by  modifying  a  mold 
or  a  stamper  or  platen  for  substrate  forming. 

In  these  embodiments,  a  pair  of  substrates  31 
and  35  are  joined  together  along  the  inner  circum- 
ferential  band  through  the  projections  61,  62  and 
along  the  outer  circumferential  band  through  an 
outer  connecting  member  55. 

The  joining  of  the  substrates  along  the  outer 
circumference  may  be  accomplished  by  a  variety 
of  methods.  In  the  embodiments  shown  in  FIGS.  12 
to  20,  the  substrates  are  joined  together  via  a 
plurality  of  stud-like  projections  71  ,  72  on  the  outer 
circumferential  band.  The  same  discussion  as 
made  for  the  projections  71,  72  in  the  embodi- 
ments  shown  in  FIGS.  1  to  11  applies  to  the 
projections  71  ,  72  on  the  outer  circumferential  band 
in  these  embodiments  shown  in  FIGS.  12  to  20 
with  respect  to  shape,  size,  forming,  distribution, 
engagement,  function,  and  other  considerations. 

More  particularly,  each  of  the  substrates  31  ,  35 
is  provided  with  a  plurality  of  recesses  8  as  shown 
in  FIGS.  21  to  23.  In  the  illustrated  examples,  the 
recess  8  is  of  a  sector  shape  having  a  slant  bot- 
tom.  The  recess  8  is  dimensioned  to  a  radius  of 
about  0.3  to  about  1.0  cm  and  required  to  be 
longer  than  the  radial  distance  of  the  connecting 
member  55.  The  sector  shape  of  the  recess  has  an 
included  angle  of  about  5°  to  about  60°.  The 
depth  of  the  recess  8  is  about  1/2  to  about  1/10  of 
the  thickness  of  the  substrate  for  strength  consider- 
ation. 

The  recesses  8  are  not  particularly  limited  to 
the  abovementioned  with  respect  to  shape  and 
dimensions  and  may  be  of  suitable  shape  and  size 
as  long  as  controlled  entry  of  dust  and  dirt  into  the 
interior  space  is  taken  into  account. 

The  provision  of  recesses  in  the  substrates  is 
not  necessarily  needed  although  such  recesses  are 
advantageous  in  that  the  interior  space  commu- 
nicates  with  the  ambient  therethrough  to  avoid  the 
occurrence  of  strain  in  the  substrates  due  to  pres- 
sure  difference.  A  filter  may  be  disposed  adjacent 
the  recesses  8  to  prevent  entry  of  dust  and  dirt. 
The  recesses  8  may  be  formed  in  one  of  the 
substrates  or  preferably  in  both  the  substrates  in  a 
symmetrical  fashion. 

The  recesses  may  be  formed  by  any  desired 
techniques,  for  example,  formed  at  the  same  time 
as  molding  of  substrates  or  subsequently  pro- 
cessed  in  substrates  by  stamping  or  machining. 

The  substrates  31,  35  are  joined  together 
through  the  outer  connecting  member  55  and  stud- 
like  projections  61,  62  on  the  inner  circumferential 
band  such  that  the  recording  layers  41,  45  face 

5  one  another.  The  shape  of  the  stud-like  projections 
61,  62  may  be  any  desired  one  as  shown  in  FIGS. 
12  to  15. 

The  outer  connecting  member  is  a  ring  55 
having  an  outer  diameter  equal  to  that  of  the  sub- 

io  strates  as  shown  in  FIG.  21.  When  a  pair  of  sub- 
strates  31,  35  are  joined  through  the  ring  55,  the 
recesses  8  provide  communication  between  the 
interior  space  and  the  ambient  atmosphere. 

The  outer  connecting  member  55  may  be  of 
is  any  shape  other  than  the  ring  shown  in  FIG.  21  and 

formed  of  any  desired  materials,  preferably  re- 
sinous  materials  as  in  the  case  of  inner  connecting 
members  51  and  52.  The  outer  connecting  mem- 
ber  55  is  secured  to  the  substrates  31,  35  by 

20  adhesive  bonding  or  fusing. 
FIG.  24  illustrates  another  connection  between 

the  substrates  at  the  outer  circumference.  One 
substrate  31  is  provided  with  a  ring-shaped  rim  31  1 
along  the  outer  circumference.  The  rim  311  has  a 

25  rectangular  cross  section  in  the  illustrated  embodi- 
ment,  but  is  not  limited  to  a  particular  shape.  A 
suitable  shape  may  be  chosen  in  accordance  with 
other  considerations.  When  ultrasonic  sealing  is 
applied,  for  example,  a  portion  of  the  rim  to  be 

30  fused  may  be  of  an  edge  shape,  for  example,  a 
triangular  tip  such  that  ultrasonic  sealing  energy 
may  concentrate  there. 

The  rim  generally  has  the  same  cross  section 
at  any  circumferential  positions,  but  if  desired,  may 

35  have  different  cross  sections  at  predetermined  po- 
sitions.  The  ring-like  rim  311  is  preferably  formed 
over  a  radial  distance  of  about  2  to  8  mm  on  the 
outer  circumferential  band. 

The  other  substrate  35  is  provided  with  a  plu- 
40  rality  of  recesses  8  as  in  the  embodiments  shown 

in  FIGS.  21  to  23.  The  provision  of  recesses  in  the 
substrates  is  not  necessarily  needed  although  such 
recesses  are  advantageous  in  that  the  interior 
space  communicates  with  the  ambient  therethrough 

45  to  avoid  the  occurrence  of  strain  in  the  substrates 
due  to  pressure  difference.  The  recess  8  is  dimen- 
sioned  to  a  radius  of  about  0.3  to  about  1  .0  cm  and 
required  to  be  longer  than  the  radial  distance  of  the 
rim  311.  The  width  and  depth  of  the  recesses  8 

50  may  be  equal  to  those  mentioned  above. 
A  pair  of  substrates  31  ,  35  are  joined  together 

through  the  ring-like  rim  311  and  numerous  stud- 
like  projections  61,  62  on  the  inner  circumferential 
band  such  that  the  recording  layers  41,  45  face 

55  one  another. 
The  projections  61,  62  may  have  any  desired 

one  of  the  shapes  shown  in  FIGS.  12  to  15.  Then 
the  interior  space  communicates  with  the  ambient 
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atmosphere  through  the  recesses  8  when  a  pair  of 
substrates  31,  35  are  assembled. 

FIGS.  25  to  28  illustrate  a  still  further  embodi- 
ment  of  connection  of  substrates  along  the  outer 
circumference. 

At  least  one  of  the  substrates  31,  35  is  pro- 
vided  on  the  outer  circumferential  band  with  a 
plurality  of  projections  91  integral  with  the  sub- 
strate.  In  the  illustrated  embodiment,  the  projection 
has  a  sector  shape  having  a  flat  top  surface  with  its 
center  located  inside  the  substrate  periphery  as 
best  shown  in  FIGS.  26  and  27.  No  particular  limit 
is  imposed  on  the  shape  of  the  projections  91. 
They  may  be  of  cylindrical  or  rectangular  prism 
shape  while  the  top  surface  may  be  convex. 

Instead  of  the  spaced-apart  projections  91  as 
illustrated,  the  projections  may  also  be  formed  con- 
tinuous  in  the  form  of  a  ring.  Such  a  continuous 
ring  may  be  partially  formed  with  one  or  more  cut- 
outs. 

However,  preferred  is  the  illustrated  embodi- 
ment  wherein  a  plurality  of  projections  91  are 
formed  integral  with  the  substrate  into  a  sector 
shape  with  its  center  directed  toward  the  disk  cen- 
ter.  Then,  dyes  or  other  active  materials  can  be 
spinner  coated  to  form  recording  layers  41,  45 
without  any  contamination  of  the  recording  region 
due  to  excessive  deposits  or  splashes  of  the  coat- 
ing  composition  around  the  projections.  The  sector 
shape  of  projections  91  preferably  has  an  included 
angle  of  about  5  °  to  about  90  °  . 

At  least  one  of  the  substrates  is  provided  with 
a  plurality  of  projections  91  formed  integral  with  the 
substrate.  The  projections  may  be  formed  on  only 
one  substrate.  In  this  case,  the  number  and  size  of 
vents  are  determined  by  the  number,  spacing,  and 
height  of  projections  91  on  the  substrate. 

The  projections  may  be  formed  on  both  the 
substrates.  In  this  case,  projections  91,  92  are 
formed  on  the  substrates  in  a  mirror  image  relation- 
ship.  Then  the  projections  91  and  92  may  be 
secured  to  one  another.  Alternatively,  the  sub- 
strates  may  be  joined  such  that  the  projections  91 
and  92  are  alternately  positioned  as  shown  in  FIG. 
28.  There  are  then  left  gaps  between  adjoining 
projections  91  and  92  which  serve  as  vents  10. 
Preferably,  2  to  about  8  vents  are  provided  in  the 
disk,  particularly  symmetrically  throughout  the  disk. 
The  vents  are  dimensioned  to  have  a  height  (which 
is  generally  equal  to  the  gap  distance)  of  about  0.1 
to  about  0.8  mm  and  a  width  of  about  0.1  to  about 
10  mm. 

When  both  the  substrates  31  and  35  are  pro- 
vided  with  the  projections  91  and  92,  a  ring-like 
spacer  (not  shown)  may  sometimes  be  interposed 
between  the  projections  91  and  92. 

The  provision  of  the  substrates  with  the  projec- 
tions  91,  92  to  form  vents  10  through  which  the 

interior  space  communicates  with  the  ambient  at- 
mosphere  is  effective  in  preventing  the  induction  of 
strain  in  the  substrates  due  to  pressure  difference. 

A  filter  may  be  located  inside  the  gaps  or  vents 
5  10  given  by  the  projections  to  prevent  entry  of  dust 

and  dirt. 
The  projections  may  be  formed  simultaneous 

with  molding  or  stamping  of  substrates  simply  by 
previously  modifying  the  mold  or  stamper  or  platen 

io  used. 
The  substrates  31,  35  are  joined  together 

through  the  projections  91  ,  92  on  the  outer  circum- 
ferential  band  and  the  stud-like  projections  61,  62 
on  the  inner  circumferential  band  such  that  the 

is  recording  layers  41,  45  may  face  one  another.  As 
in  the  preceding  embodiments,  the  stud-like  projec- 
tions  61  ,  62  may  take  any  of  the  shapes  shown  in 
FIGS.  1  to  4. 

The  surface  of  the  substrates  31  ,  35  on  which 
20  the  recording  layers  41,  45  are  to  be  formed  is 

preferably  formed  with  tracking  grooves  as  pre- 
viously  mentioned. 

In  a  further  preferred  embodiment  of  the  inven- 
tion,  the  stud-like  projections  may  be  located  in  the 

25  outer  circumferential  band  of  the  substrates  31  ,  35 
in  a  varying  distribution  pattern. 

One  exemplary  pattern  of  varying  distribution 
of  projections  is  shown  in  FIG.  29.  A  certain  region 
along  the  outer  circumferential  band  of  the  sub- 

30  strate  31,  which  is  identified  as  position  0°  for 
convenience  of  description,  is  a  region  where  pro- 
jections  71  are  distributed  in  the  highest  density  or 
population  (to  be  referred  to  as  the  most  dense 
region  having  a  projection  density  dmax).  That  re- 

35  gion  located  along  the  outer  circumferential  band  of 
the  substrate  31  and  diagonal  to  the  most  dense 
region,  that  is,  position  180°  is  a  region  where 
projections  71  are  distributed  in  the  lowest  density 
or  population  (to  be  referred  to  as  the  most  sparse 

40  region  having  a  projection  density  dmin).  The  num- 
ber  of  projections  per  unit  area  is  gradually  re- 
duced  along  the  substrate  outer  circumference 
from  the  most  dense  region  to  the  most  sparse 
region. 

45  In  the  practice  of  the  present  invention,  a  pair 
of  substrates  31  ,  35  having  the  same  distribution  of 
stud-like  projections  71,  72  are  used.  The  sub- 
strates  are  joined  by  mating  the  projections  71  ,  72 
in  abutment  while  the  most  dense  region  of  one 

50  substrate  31  overlaps  the  most  sparse  region  of  the 
other  substrate  35.  There  is  obtained  the  joined 
substrates  in  which  the  projections  are  distributed 
in  a  substantially  uniform  density  equal  to  (dmax  + 
dmin). 

55  In  the  projection  distribution  pattern  shown  in 
FIG.  29,  the  projections  are  distributed  on  each  of 
the  substrates  31,  35  in  regions  intermediate  the 
most  dense  and  sparse  regions,  that  is,  at  positions 
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90°  and  270°  in  a  density  equal  to  an  average  of 
the  maximum  and  minimum  densities,  (dmax  + 
dmin)/2.  The  projection  distribution  between  the 
most  dense  and  sparse  regions  is  such  that  the 
projections  are  formed  in  a  progressively  increas- 
ing  density  toward  the  most  dense  region  and  in  a 
progressively  decreasing  density  toward  the  most 
sparse  region  both  from  the  intermediate  regions, 
positions  90°  and  270°  .  In  addition,  the  projections 
71  ,  72  are  distributed  such  that  the  sum  of  projec- 
tion  densities  at  points  oppositely  spaced  an  equal 
angle  from  the  intermediate  regions  or  positions 
90°  and  270°  toward  the  most  dense  and  sparse 
regions  is  equal  to  (dmax  +  dmin). 

The  projection  distribution  pattern  is  not  limited 
to  the  above-illustrated  one  and  a  variety  of  pat- 
terns  will  occur  to  those  skilled  in  the  art.  Prefer- 
ably,  the  density  of  projections  71,  72  is  linearly 
varied  from  the  most  dense  region  to  the  most 
sparse  region. 

When  projections  are  distributed  in  the  above- 
mentioned  pattern,  a  pair  of  substrates  having  the 
same  projection  distribution  pattern  are  joined  to- 
gether  such  that  the  most  dense  region  of  one 
substrate  mates  with  the  most  sparse  region  of  the 
other.  Then  the  resulting  assembly  has  a  substan- 
tially  uniform  projection  density  equal  to  (dmax  + 
dmin)  along  the  outer  circumference. 

This  procedure  allows  a  pair  of  substrates  to 
be  quickly  assembled  and  bonded  into  a  well- 
balanced  assembly  with  improved  productivity  be- 
cause  it  is  only  required  to  mate  the  most  dense 
region  with  the  most  sparse  region  before  bonding. 
Also  the  use  of  the  same  parts  contributes  to  a 
reduction  of  manufacturing  cost. 

No  particular  limit  is  imposed  on  the  number  of 
the  most  dense  and  sparse  regions  present  on  the 
substrates  31,  35.  Although  one  dense  region  and 
one  sparse  region  are  present  in  the  illustrated 
embodiment,  two  dense  regions  and  two  sparse 
regions  may  also  be  present  on  each  substrate.  In 
the  latter  case,  the  most  dense  regions  are  present 
at  positions  0°  and  180°  and  the  most  sparse 
regions  are  present  at  positions  90  °  and  270  °  .  A 
pair  of  the  same  substrates  31  ,  35  each  having  two 
sets  of  dense  and  sparse  regions  of  projections  are 
joined  such  that  the  most  dense  regions  of  one 
substrate  31  mates  with  the  most  sparse  regions  of 
the  other  substrate  35.  The  distribution  of  projec- 
tions  between  the  most  dense  and  sparse  regions 
may  be  set  in  a  similar  manner  to  the  aforemen- 
tioned  such  that  the  resulting  assembly  may  have  a 
uniform  projection  density  equal  to  (dmax  +  dmin) 
along  the  outer  circumference. 

Nevertheless,  the  illustrated  embodiment 
wherein  a  set  of  dense  and  sparse  regions  are 
present  on  each  substrate  is  preferred.  Alignment 
operation  is  very  easy  and  accurate  since  a  pair  of 

substrates  can  be  aligned  simply  by  placing  their 
most  dense  regions  diametrically  opposite. 

The  stud-like  projections  71,  72  are  preferably 
located  over  an  outer  circumferential  band  having  a 

5  radial  distance  of  about  2  to  8  mm  on  the  sub- 
strates  31  ,  35. 

With  respect  to  shape,  dimensions,  number, 
forming  method  and  other  considerations,  the  stud- 
like  projections  71,  72  may  be  the  same  as  de- 

io  scribed  for  the  stud-like  projections  with  reference 
to  FIGS.  1  to  6. 

The  substrates  31,  35  as  mentioned  above 
may  be  joined  together  through  the  stud-like  pro- 
jections  71,  72  on  the  outer  circumferential  band 

is  and  the  inner  connecting  member  51  or  52  in  the 
same  manner  as  shown  in  FIGS.  1,  2,  3,  4,  10,  and 
11.  Alternatively,  they  may  be  joined  together 
through  the  stud-like  projections  71,  72  on  the 
outer  circumferential  band  and  the  stud-like  projec- 

20  tions  61,  62  on  the  inner  circumferential  band  in 
the  same  manner  as  shown  in  FIGS.  12  to  15. 

A  further  preferred  embodiment  of  the  present 
invention  is  contemplated  wherein  each  or  either  of 
substrates  is  provided  with  a  plurality  of  stud-like 

25  projections  on  an  outer  and/or  inner  circumferential 
portion,  and  each  of  the  projections  includes  a 
base  and  a  sharply  configured  fusible  portion  ex- 
tending  from  the  base  whereby  the  outer  and/or 
inner  circumferential  portions  of  the  substrates  are 

30  joined  via  the  fusible  portions  of  the  projections. 
The  configuration  of  such  stud-like  projections 

according  to  the  present  invention  is  described  by 
referring  to  FIG.  30  illustrating  one  example  there- 
of.  In  the  illustrated  embodiment,  the  substrate  31 

35  is  provided  on  the  inner  and  outer  circumferential 
bands  with  a  plurality  of  projections  61  and  71. 
Each  projection  includes  a  base  611,  711  of 
frustoconical  shape  disposed  on  the  substrate  sur- 
face  and  a  fusible  tip  615,  715  of  sharper  conical  or 

40  frustoconical  shape  extending  from  the  base  to 
define  a  more  acute  included  angle. 

The  bases  611,  711  undergo  little  deformation 
during  the  subsequent  fusing  and  thus  play  the 
main  role  of  holding  the  required  spacing  for  the 

45  interior  space.  In  contrast,  the  fusible  tips  615,  715 
present  a  sufficiently  sharp  crest  with  a  reduced 
diameter  to  be  effectively  heated  through  the  ap- 
plication  of  ultrasonic  energy  so  that  they  may  be 
readily  melted  and  fused  to  the  adjoining  member 

50  during  ultrasonic  sealing. 
The  shape  of  the  bases  611,  711  and  the 

fusible  tips  615,  715  of  the  projections  61,  71  is  not 
particularly  limited  insofar  as  no  unnecessary 
stress  is  imparted  to  the  projections  in  releasing 

55  the  substrate  from  the  mold  after  its  injection  mold- 
ing.  The  preferred  shape  of  these  projections  61, 
71  having  a  base-tip  combination  is  that  the  base 
611,  711  has  a  frustoconical  shape  presenting  a 
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gentle  slope,  and  the  fusible  tip  615,  715  has  the 
bottom  conforming  to  the  top  surface  shape  of  the 
base  and  steeply  stands  on  the  base  away  from 
the  substrate. 

The  crest  of  the  fusible  tips  615,  715  may  be 
pointed,  curved  or  plane  cut.  In  addition  to  the 
frustoconical  base-conical  tip  combination  shown  in 
FIG.  30,  there  may  be  employed  various  combina- 
tions  including  frustopyramid-pyramid,  semisphere- 
cone,  frustocone-frustocone,  and  semisphere- 
frustocone.  In  contrast,  those  projections  whose 
base  has  a  flat  top  surface  and  whose  fusible  tip  is 
placed  on  a  central  area  of  the  top  surface  are  not 
preferred  because  a  stress  is  applied  to  the  fusible 
tip  during  molding.  This  indicates  that  preferred  are 
those  projections  in  which  the  base  top  and  the 
fusible  tip  bottom  are  coextensive  or  the  base  side 
surface  is  contiguously  connected  to  the  fusible  tip 
side  surface.  It  is  additionally  required  that  the  slant 
of  the  fusible  tip  is  greater  than  that  of  the  base. 

The  side  surface  of  the  projections  61  ,  71  may 
include  a  point  of  inflection  between  the  bases  61  1  , 
711  and  the  fusible  tips  615,  715  as  illustrated  in 
FIG.  30.  Alternatively,  the  projections  61,  71  may 
have  a  smooth  transition  between  the  base  and  the 
tip,  that  is,  a  continuously  curved  side  surface 
gradually  increasing  the  gradient  from  the  bases 
611,  711  to  transit  to  the  steep  fusible  tips  615, 
715. 

The  projections  61,  71  are  preferably  dimen- 
sioned  such  that  the  bottom  of  the  bases  61  1  ,  71  1 
has  a  diameter  of  about  0.5  to  about  6  mm,  and 
the  top  of  the  bases  611,  711  and  the  bottom  of 
the  fusible  tips  615,  715  have  a  diameter  of  about 
0.1  to  about  3  mm.  The  bases  611,  711  have  a 
height  of  about  0.3  to  about  0.8  mm  and  the  fusible 
tips  615,  715  have  a  height  of  about  0.2  to  about 
0.5  mm. 

The  projections  61  ,  71  may  be  distributed  over 
the  substrate  31  in  any  desired  pattern,  for  exam- 
ple,  in  uniform  and  locally  concentrated  patterns  as 
shown  in  FIGS.  18  to  20. 

Irrespective  of  whether  the  projections  61,  71 
are  distributed  uniformly  or  locally  over  the  sub- 
strate  31,  they  are  located  in  inner  and  outer  cir- 
cumferential  bands  having  a  radial  distance  of 
about  2  to  about  8  mm. 

Joining  of  the  substrates  31,  35  through  such 
pointed  projections  may  generally  be  accomplished 
by  ultrasonic  sealing.  During  ultrasonic  sealing,  the 
fusible  tips  615,  715  are  selectively  and  effectively 
heated  and  thus  fused  while  the  bases  611,  711 
are  kept  as  original.  There  are  obtained  advantages 
including  good  fusing  efficiency,  ease  of  sealing 
operation,  and  high  bond  strength.  The  interior 
spacing  which  is  determined  by  the  height  of  the 
bases  611,  711  is  properly  controlled. 

Ultrasonic  sealing  may  be  applied  in  combina- 

tion  with  adhesive  bonding,  for  example,  using  hot- 
melt  resinous  adhesives.  A  higher  mechanical 
strength  is  obtained. 

A  pair  of  substrates  31  ,  35  having  such  pointed 
5  projections  61,  71  may  be  joined  in  various  ways. 

For  example,  as  shown  in  FIG.  31,  one  substrate 
31  is  provided  with  a  plurality  of  inner  and  outer 
pointed  projections  61  and  71  having  bases  611, 
711  whose  height  is  equal  to  the  predetermined 

io  interior  spacing.  The  one  substrate  31  is  joined 
with  another  substrate  35  which  is  free  of  projec- 
tions.  The  distribution  pattern  of  projections  used 
may  be  either  of  the  patterns  shown  in  FIGS.  18  to 
20. 

is  Also,  both  the  substrates  31,  35  may  be  pro- 
vided  with  pointed  projections  61  ,  62  and  71  ,  72  as 
shown  in  FIG.  30  and  joined  together  such  that  the 
projections  are  interdigitated  as  shown  in  FIG.  32. 
Alternatively,  a  pair  of  substrates  having  pointed 

20  projections  locally  distributed  as  shown  in  FIG.  19 
may  be  joined  by  mating  the  projection  distributed 
regions  with  the  projection-free  regions  such  that 
the  projections  61  ,  62  and  71  ,  72  may  not  overlap 
or  abut. 

25  Furthermore,  as  shown  in  FIG.  33,  a  pair  of 
substrates  31  ,  35  provided  with  pointed  projections 
61,  62  and  71,  72  having  bases  whose  height  is 
equal  to  half  the  interior  spacing  may  be  joined 
together  such  that  the  projections  are  placed  in 

30  abutment.  The  fusible  tips  in  abutment  are  then 
fused  together.  The  projection  distribution  pattern 
used  herein  may  be  any  desired  one  of  the  pat- 
terns  shown  in  FIGS.  18  to  20. 

The  number  of  pointed  projections  is  about  500 
35  to  about  3,500  on  the  inner  circumferential  band 

and  about  100  to  about  2,000  on  the  outer  circum- 
ferential  band  from  the  standpoint  of  strength. 

A  vent  may  be  formed  as  previously  mentioned 
in  order  to  prevent  occurrence  of  strain  in  the 

40  substrates  due  to  the  pressure  difference  between 
the  interior  space  and  the  ambient  atmosphere.  In 
general,  2  to  8  vents  are  formed,  preferably  in  a 
symmetrical  fashion  over  the  disk.  The  vents  are 
preferably  dimensioned  such  that  the  height  which 

45  is  generally  equal  to  the  interior  spacing  is  about 
0.1  to  0.8  mm  and  the  width  is  about  0.1  to  10  mm. 
A  filter  may  be  disposed  in  the  vents  adjacent  the 
pointed  projections  71  ,  72  in  order  to  prevent  entry 
of  dust  and  dirt. 

50  These  pointed  projections  may  be  formed  si- 
multaneous  with  the  substrates  during  molding  or 
stamping  simply  by  modifying  the  mold  or  stamper 
or  platen. 

The  surface  of  the  substrates  31  ,  35  on  which 
55  the  recording  layers  41,  45  are  to  be  formed  is 

preferably  formed  with  tracking  grooves  as  pre- 
viously  mentioned. 

FIGS.  34  and  35  illustrate  a  further  example  of 
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the  preferred  projections  used  in  the  practice  of  the 
present  invention.  The  illustrated  projections  71  are 
formed  by  disposing  a  series  of  conical  projections 
on  an  outer  circumferential  band.  The  projections 
are  closely  positioned  such  that  their  bottoms  over- 
lap  one  another.  Consequently,  the  frustoconical 
base  portions  of  the  projections  are  closely  jux- 
taposed  to  form  a  circumferentially  extending  con- 
tinuous  ridge  711.  On  the  ring-like  ridge  711  are 
disposed  a  series  of  fusible  conical  portions  715 
with  their  bottoms  positioned  in  mutual  contact  in 
the  circumferential  direction.  As  seen  from  the  fig- 
ures,  conical  projections  are  actually  cut  slightly 
below  their  point. 

FIGS.  36  and  37  illustrate  a  still  further  exam- 
ple  of  the  preferred  projections  used  in  the  practice 
of  the  present  invention.  The  projections  71  are 
illustrated  as  comprising  a  circumferentially  extend- 
ing  continuous  ridge  71  1  of  a  frustum  cross  section 
on  the  substrate  31.  A  series  of  fusible  cones  715 
are  circumferentially  disposed  on  the  ridge  711 
with  their  bottoms  in  close  contact.  Therefore,  the 
preferred  projections  71  comprise  a  circumferen- 
tially  continuous  ridge  711  on  the  substrate  and  a 
series  of  circumferentially  disposed  fusible  protru- 
sions  715  formed  integrally  with  the  ridge. 

The  ridge  711  is  not  particularly  limited  with 
respect  to  its  cross  section  as  long  as  it  is  like  a 
continuous  ring.  Preferably,  the  ridge  711  has  a 
greater  cross  section  than  each  fusible  protrusion 
715  and  functions  as  a  spacer  upon  fusing  as  will 
be  described  later.  If  desired,  the  ridge  711  may  be 
partially  cut  out  to  provide  a  vent. 

The  shape  of  fusible  protrusions  715  is  not 
particularly  limited  as  long  as  they  are  protuberant. 
They  are  usually  conical  as  shown  in  the  figures  or 
frustoconical  or  cylindrical.  The  fusible  protrusions 
715  may  have  their  bottom  smoothly  connected  to 
the  ridge  711  as  in  the  example  shown  in  FIGS.  34 
and  35.  But  smooth  connection  is  not  particularly 
required.  The  fusible  protrusions  715  may  have  a 
bottom  diameter  smaller  than  the  radial  distance  of 
the  ridge  top  so  that  they  occupy  part  of  the  ridge 
top  surface  as  shown  in  FIGS.  36  and  37. 

A  plurality  of  fusible  protrusions  715  may  be 
disposed  on  the  ridge  71  1  by  a  variety  of  methods. 
In  general,  they  may  be  arranged  in  a  circumferen- 
tial  row  as  shown  in  the  figures.  They  are  placed  in 
close  contact  at  their  bottom  to  ensure  fuse  bond- 
ing.  If  desired,  the  fusible  protrusions  715  may  be 
disposed  in  two  or  more  rows  or  spaced  apart. 
Alternatively,  they  may  be  distributed  such  that 
their  distribution  density  may  regularly  or  randomly 
vary  in  the  circumferential  direction. 

The  substrates  may  be  joined  together  via 
such  projections  71  by  fusing,  particularly  ultra- 
sonic  sealing  as  previously  mentioned.  During  the 
fusing  process,  the  fusible  protrusions  715  are  effi- 

ciently  heated  and  thus  melted,  forming  a  fused 
bond.  On  the  contrary,  the  ridge  711  located  below 
the  fusible  protrusions  715  and  having  a  greater 
cross  section  undergoes  little  deformation  during 

5  the  fusing  process  and  thus  plays  the  role  of  a 
spacer.  Thus,  the  ridge  711  should  have  a  height 
approximately  equal  to  the  interior  spacing  of  the 
air  sandwich  structure.  In  general,  the  ridge  height 
ranges  from  about  0.2  to  0.5  mm.  The  ridge  711 

io  has  a  radial  distance  of  about  1  to  about  5  mm. 
The  fusible  protrusions  715  each  ordinarily  have  a 
height  of  about  0.1  to  0.3  mm  and  a  bottom  diam- 
eter  of  about  0.1  to  0.3  mm. 

The  substrates  31,  35  having  such  projections 
is  71  may  be  joined  together  by  ultrasonic  sealing  to 

heat  and  melt  the  fusible  protrusions  715  while  the 
ridge  711  are  kept  unchanged  as  shown  in  FIGS. 
38  to  40.  Such  efficient  fusing  facilitates  operation 
and  provides  an  increased  bond  strength.  The  inte- 

20  rior  spacing  can  be  precisely  controlled  because  it 
is  determined  by  the  height  of  the  ridge  71  1  .  The 
ultrasonic  sealing  may  be  combined  with  adhesive 
bonding  using  such  an  adhesive  as  a  hot-melt 
resinous  adhesive.  Then  the  mechanical  strength  is 

25  further  improved. 
The  projections  may  be  formed  on  the  outer 

and/or  inner  circumferential  portion  of  at  least  one 
of  the  substrates.  In  FIG.  38,  the  projections  61,  71 
are  formed  on  the  outer  and  inner  circumferential 

30  portions  of  one  substrate  31.  In  FIG.  39,  the  projec- 
tions  61,  62,  71,  72  are  formed  on  the  outer  and 
inner  circumferential  portions  of  both  the  substrates 
31  ,  35.  The  projections  61  and  71  on  one  substrate 
31  come  in  mesh  with  the  projections  62  and  72  on 

35  the  other  substrate  35,  respectively,  upon  joining. 
In  FIG.  40,  both  the  substrates  31,  35  are  provided 
on  the  outer  circumferential  band  with  projections 
71,  72  in  a  mirror  image  relationship. 

The  substrates  31,  35  having  such  projections 
40  may  be  joined  together  in  various  designs.  One 

example  is  shown  in  FIG.  38  wherein  one  substrate 
31  is  provided  with  projections  61,  71  having  a 
ridge  whose  height  is  equal  to  the  interior  spacing. 
This  substrate  31  is  joined  to  a  projection-free 

45  substrate  35.  In  another  example  shown  in  FIG.  39, 
both  substrates  31,  35  are  provided  with  projec- 
tions  61,  62,  71,  72  having  a  ridge  whose  height  is 
equal  to  the  interior  spacing.  In  FIG.  40,  both 
substrates  31  ,  35  are  provided  with  projections  71  , 

50  72  having  a  ridge  whose  height  is  equal  to  half  the 
interior  spacing.  The  substrates  are  joined  together 
by  placing  the  projections  71,  72  in  abutment  and 
fusing  their  fusible  cones. 

When  a  vent  is  formed  as  mentioned  above,  a 
55  filter  may  be  disposed  nearby  to  prevent  entry  of 

dirt  and  dust. 
Such  projections  may  be  formed  integral  with 

substrates  at  the  same  time  as  substrate  molding 

11 
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by  slightly  modifying  a  mold  or  stamper  or  platen. 
A  further  preferred  embodiment  of  the  disk  of 

the  present  invention  is  shown  in  FIGS.  41  to  43.  In 
these  embodiments,  projections  are  distributed  on 
the  outer  circumferential  band  such  that  the  projec- 
tions  are  absent  in  certain  local  regions  which 
resemble  some  suitable  characters  or  letters  and 
thus  provide  an  identification  mark.  The  term  iden- 
tification  mark  used  herein  means  that  it  has  the 
function  of  representing  a  trade  mark  or  name  or 
grade,  and  it  is  generally  a  character,  figure,  sym- 
bol  or  combination  thereof. 

That  region  A  where  the  projections  are  absent 
may  be  located  at  any  position  along  the  outer 
circumferential  band  where  numerous  projections 
are  formed,  as  understood  from  FIG.  41.  No  par- 
ticular  limit  is  imposed  on  the  contour  and  number 
of  identification  marks  provided  by  the  projection- 
free  regions. 

FIGS.  42  and  43  illustrate  positive  and  negative 
embodiments  wherein  projection-free  regions  pro- 
vide  or  define  an  identification  mark.  More  specifi- 
cally,  in  the  embodiment  shown  in  FIG.  42,  three 
projection-free  regions  resembling  T,  D,  and  K  are 
defined  to  provide  an  identification  mark  TDK.  No 
particular  limit  is  imposed  on  the  projection-free 
regions  with  respect  to  size  and  shape  as  long  as 
they  are  located  within  the  range  where  the  projec- 
tions  are  distributed. 

In  the  embodiment  shown  in  FIG.  43,  those 
projections  present  in  a  region  defining  and  encom- 
passing  those  projections  representative  of  char- 
acters  TDK  are  removed.  The  projections  remain- 
ing  within  the  region  provides  the  identification 
mark.  The  contour  of  the  projection-free  region  is 
rectangular  in  the  illustrated  example,  but  not  par- 
ticularly  limited. 

Display  of  an  identification  mark  by  the  use  of 
selectively  distributed  projections  is  not  limited  to 
these  illustrated  embodiments  and  can  be  accom- 
plished  in  various  ways.  It  suffices  that  the  display 
of  such  an  identification  mark  should  clearly  appear 
in  the  finished  optical  recording  disks.  It  is  thus 
advantageous  upon  manufacture  to  provide  only 
one  substrate  with  a  plurality  of  projections  71 
while  removing  selected  projections  to  define  a 
projection-free  region  representative  of  an  iden- 
tification  mark  in  the  projection  band. 

The  projection-free  regions  may  be  located  on 
the  outer  and/or  inner  circumferential  band  of  the 
substrates  so  that  the  associated  identification 
marks  appear  on  the  outer  and/or  inner  circum- 
ferential  band. 

Recording  Layer 

The  recording  layer  used  in  the  disk  of  the 
present  invention  may  preferably  be  formed  of 

dyes  alone  or  dye  compositions. 
Depending  on  the  particular  wavelength  of  writ- 

ing  and  reading  light  beams  used,  the  dyes  may 
be  selected  from  those  dyes  capable  of  efficient 

5  adsorption  of  the  writing  and  reading  light  beams. 
The  preferred  light  source  emits  a  semiconductor 
laser  beam  because  a  size  reduction  of  the  asso- 
ciated  apparatus  can  be  expected.  Thus  the  pre- 
ferred  dyes  include  cyanine  dyes,  phthalocyanine 

io  dyes,  anthraquinone  dyes,  azo  dyes,  triphenyl- 
methane  dyes,  pyrylium  dyes,  and  thiapyrylium 
salt  dyes. 

The  dye  compositions  from  which  the  record- 
ing  layers  are  formed  may  contain  dyes  as  men- 

15  tioned  above  and  self-oxidizing  resins  such  as  ni- 
trocellulose  and  thermoplastic  resins  such  as  poly- 
styrene  and  nylon.  Quenchers  may  be  contained  in 
order  to  prevent  oxidative  deterioration  of  the  dyes. 
Any  other  additives  may  also  be  used  for  their 

20  usual  purposes. 
The  most  preferred  combinations  include  mix- 

tures  of  cyanine  dyes  of  indolenine  series  and 
quenchers  such  as  bisphenyldithiols.  It  is  also  pre- 
ferred  to  use  them  in  an  ionic  bond  form  consisting 

25  of  a  dye  cation  bonded  with  a  quencher  anion. 
The  recording  layers  may  be  formed  by  apply- 

ing  a  solution  of  the  dye  or  dye  composition  in  a 
suitable  solvent  such  as  ketones,  esters,  ethers, 
aromatics,  haloalkyls,  alcohols,  etc.  by  any  suitable 

30  techniques  such  as  spinner  coating.  The  recording 
layers  may  preferably  have  a  thickness  of  about 
0.01  to  about  10  urn.  In  coating  the  recording 
layers,  the  solution  may  be  prepared  to  a  viscosity 
of  about  0.5  to  10  centipoise  and  the  spinner  is 

35  rotated  at  about  500  to  1000  rpm. 
When  grooves  for  tracking  control  are  formed, 

the  resulting  recording  tracks  in  the  recording  layer 
may  preferably  have  a  thickness  of  about  0.2  urn 
or  less,  more  preferably  from  about  0.05  urn  to 

40  about  0.15  urn. 
Writing  sensitivity  is  increased  when  these  re- 

quirements  are  met.  Multiple  reflection  within  the 
recording  layer  provides  a  substantially  increased 
reflectivity,  resulting  in  a  substantial  improvement 

45  in  S/N  ratio  upon  reading.  A  difference  in  thickness 
between  the  recording  track  and  the  remainder 
affords  a  greater  difference  in  reflectivity  to  facili- 
tate  tracking  control. 

The  optical  recording  section  may  further  in- 
50  elude  topcoat  and  undercoat  layers  in  addition  to 

the  recording  layer. 
Although  the  foregoing  embodiments  are  con- 

cerned  with  the  double  side  recording  type,  the 
present  invention  is  equally  applicable  to  disks  of 

55  the  single  side  recording  type  wherein  a  recording 
layer  is  formed  on  only  one  of  the  substrates.  In 
the  latter  case,  the  other  substrate  may  be  opaque. 

Writing  of  the  optical  recording  disk  of  the 

12 
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present  invention  may  be  carried  out  by  directing  a 
writing  light  beam  from  the  rear  or  outer  side  of  the 
substrate  associated  with  the  intended  recording 
layer  while  rotating  the  disk.  A  series  of  pits  are 
then  formed  in  a  recording  track  preferably  located 
in  a  grooved  channel.  The  thus  formed  pits  can  be 
read  out  by  directing  a  reading  light  beam  from  the 
rear  side  of  the  substrate  and  detecting  the  re- 
flected  light  while  rotating  the  disk. 

Tracking  control  may  generally  be  carried  out 
by  dividing  the  reflected  light  during  writing  and 
reading  operations  and  introducing  the  divided 
beams  to  a  pair  of  sensors.  When  a  beam  spot  is 
somewhat  deviated  from  the  recording  track,  a  step 
of  the  tracking  groove  causes  the  quantities  of 
primary  light  received  by  the  sensors  to  be  unbal- 
anced  by  the  interference  due  to  phase  difference. 
Detection  of  signals  from  the  sensors  gives  a  track- 
ing  error  signal. 

When  the  recording  layer  is  formed  from  a 
composition  comprising  a  thermoplastic  resin  and  a 
dye,  the  once  formed  pits  may  be  erased  by  the 
use  of  light  or  heat  so  that  the  layer  is  rewritable. 

The  light  sources  which  can  be  used  in  writing 
and  reading  include  a  variety  of  laser  beams  with 
semiconductor  laser  being  most  preferred. 

According  to  the  present  invention,  by  joining  a 
pair  of  substrates  through  integral  projections  by 
adhesive  bonding  or  fusing  without  any  misalign- 
ment  between  the  substrates  or  any  deviation  of  a 
spacer,  there  are  obtained  disks  which  exhibit  im- 
proved  dynamic  balance  during  rotation. 

The  disks  have  an  increased  strength  at  the 
center  and  the  periphery  and  thus  an  extended 
lifetime. 

Since  the  disks  of  the  present  invention  are 
easy  to  manufacture,  increased  precision,  mass 
production,  and  cost  reduction  are  expectable. 

Since  the  substrates  are  integrally  formed  with 
a  plurality  of  projections  along  the  outer  and/or 
inner  circumferential  bands,  the  disks  of  the 
present  invention  are  assembled  with  less  parts 
and  thus  at  lower  cost. 

The  disks  of  the  present  invention  can  be  fab- 
ricated  without  adversely  affecting  the  formation  of 
the  recording  layer  by  coating. 

The  stud-like  projections  are  readily  fused  by 
ultrasonic  sealing  to  achieve  a  high  bond  strength, 
offerring  an  additional  advantage  in  the  fabrication 
of  the  disks. 

When  adhesive  is  applied,  it  can  be  uniformly 
introduced  throughout  projections  to  achieve  a  high 
bond  strength  and  a  good  finish. 

The  recording  layer  undergoes  no  damage  dur- 
ing  ultrasonic  sealing  and  adhesive  bonding. 

A  vent  is  readily  formed  in  the  outer  circum- 
ferential  band  of  the  substrate  in  various  ways.  The 
vent  communicates  the  interior  space  with  the  ex- 

terior  to  make  the  pressure  in  the  interior  space 
equal  to  the  ambient  pressure  to  prevent  any  de- 
formation  of  the  substrates  by  strain,  thus  ensuring 
satisfactory  recording  and  reproducing  perfor- 

5  mance. 
When  a  plurality  of  stud-like  projections  are 

distributed  along  the  outer  circumferential  band  of 
substrates  with  a  varying  distribution  pattern,  not 
only  the  number  of  parts  to  assemble  a  disk  is 

io  reduced,  but  also  a  pair  of  substrates  can  be 
readily  and  accurately  assembled  and  joined  such 
that  the  resulting  disk  exhibits  a  good  dynamic 
balance  during  service.  A  further  cost  reduction  is 
obtained  because  of  significantly  increased  pro- 

15  ductivity. 
When  each  of  the  projections  used  to  join 

substrates  includes  a  base  having  a  gentle  slope 
extending  from  the  substrate  and  a  pointed  fusible 
tip  having  a  steep  slope  extending  from  the  base, 

20  there  occurs  little  damage  to  the  projections  by 
stress  during  formation  of  the  substrates.  The  sub- 
strates  are  formed  in  increased  yields.  The  sub- 
strates  are  joined  by  fusing  the  fusible  tips  while 
the  projection  bases  determine  the  interior  spacing. 

25  There  are  obtained  several  advantages  of  assem- 
bling  precision,  mass  production,  and  cost  reduc- 
tion.  Another  advantage  in  fabrication  is  that  the 
fusible  tips  may  be  fused  by  a  ultrasonic  sealing 
technique  to  achieve  a  firm  bond.  No  damage  is 

30  introduced  in  the  recording  layers. 
When  the  projections  comprise  a  plurality  of 

fusible  protrusions  standing  on  a  continuous  ridge 
on  the  substrate,  little  damage  is  caused  to  sub- 
strates  by  any  stress  applied  through  protrusions 

35  during  formation  of  the  substrates.  Then  the  sub- 
strates  can  be  produced  in  high  yields.  A  pair  of 
substrates  are  joined  by  melting  down  the  fusible 
protrusions  on  the  ridge  for  bonding  so  that  the 
interior  spacing  is  determined  by  the  ridge.  This 

40  ensures  assembly  precision,  mass  production,  and 
cost  reduction. 

Bonding  the  fusible  tips  of  the  projections  by 
ultrasonic  sealing  leads  to  advantages  in  bond 
strength  and  fabrication  without  adversely  affecting 

45  the  recording  layer. 
An  identification  mark  can  be  readily  provided 

in  substantially  the  same  manufacturing  process  as 
in  the  prior  art.  The  identificatin  marks  do  not  fade 
away  as  printed  marks  do  and  no  staining  is  ac- 

50  companied. 

Claims 

1.  An  optical  recording  disk  comprising  a  pair  of 
55  disk  shaped  substrates  each  having  a  central 

opening  and  a  recording  layer  formed  on  at 
least  one  of  said  substrates,  wherein  said  sub- 
strates  are  joined  at  outer  and  inner  circum- 

13 
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ferential  portions  to  define  an  interior  space 
therebetween  such  that  the  recording  layer  is 
enclosed  in  the  space,  a  plurality  of  projections 
being  formed  on  the  outer  and/or  inner  circum- 
ferential  portions  of  at  least  one  of  said  sub- 
strates,  whereby  the  outer  and/or  inner  circum- 
ferential  portions  of  the  substrates  are  joined 
through  said  projections,  characterized  in  that 
each  of  said  projections  are  of  cone,  pyramid, 
cylinder  or  prism  shape. 

2.  The  optical  recording  disk  according  to  claim 
1,  wherein  each  of  said  projections  includes  a 
base  and  a  sharply  configured  fusible  portion 
extending  from  the  base,  whereby  the  outer 
and/or  inner  circumferential  portions  of  the 
substrates  are  joined  via  the  fusible  portions  of 
said  projections. 

3.  The  optical  recording  disk  according  to  claim 
2,  wherein  overlapping  portions  of  said  bases 
form  a  continuous  ridge. 

4.  The  optical  recording  disk  according  to  claim 
1,  wherein  the  bottoms  of  said  projections  are 
in  close  contact. 

5.  The  optical  recording  disk  according  to  one  of 
claims  1  to  4,  wherein  said  plurality  of  projec- 
tions  is  formed  on  the  outer  circumferential 
portion  of  at  least  one  of  said  substrates,  and 
the  inner  circumferential  portions  of  said  sub- 
strates  are  joined  through  an  inner  connecting 
member. 

6.  The  optical  recording  disk  according  to  claim 
5,  wherein  said  inner  connecting  member  is  an 
annular  member  having  opposed  major  plane 
surfaces  to  which  those  surfaces  of  the  inner 
circumferential  portions  of  the  substrates  fac- 
ing  the  interior  space  are  secured. 

7.  The  optical  recording  disk  according  to  claim 
6,  wherein  said  inner  connecting  member  com- 
prises  an  annular  body  and  a  ring-like  rib 
formed  on  a  central  portion  of  the  circum- 
ference  of  the  body  whereby  the  remaining 
portions  of  the  circumference  of  the  body  are 
in  contact  with  the  inner  side  surfaces  of  the 
substrates  defining  openings  and  the  axially 
opposed  plane  surfaces  of  the  ring-like  rib  are 
in  contact  with  the  recording  layer-bearing  sur- 
faces  of  the  substrates  adjacent  the  openings. 

8.  The  optical  recording  disk  according  to  claim 
5,  wherein  said  inner  connecting  member  com- 
prises  a  projection  formed  on  the  inner  circum- 
ferential  portion  of  at  least  one  of  the  sub- 

strates. 

9.  The  optical  recording  disk  according  to  claim 
5,  wherein  said  inner  connecting  member  is 

5  formed  of  an  adhesive  whereby  the  inner  cir- 
cumferential  portions  of  the  substrates  are 
joined  to  define  the  interior  space  between  the 
substrates. 

io  10.  The  optical  recording  disk  according  to  claim 
5,  wherein  a  gap  among  the  projections  is 
filled  with  an  adhesive  to  provide  an  air-tight 
seal  between  the  interior  space  and  the  ex- 
terior. 

15 
11.  The  optical  recording  disk  according  to  claim 

5,  wherein  the  interior  space  is  in  communica- 
tion  with  the  exterior  through  a  gap  among  the 
projections. 

20 
12.  The  optical  recording  disk  according  to  one  of 

claims  1  to  4,  wherein  said  plurality  of  projec- 
tions  is  formed  on  the  inner  circumferential 
portion  of  at  least  one  of  said  substrates,  and 

25  the  outer  circumferential  portions  of  said  sub- 
strates  are  joined  through  an  outer  connecting 
member. 

13.  The  optical  recording  disk  according  to  claim 
30  12,  wherein  said  outer  connecting  member  is 

an  annular  member  having  opposed  major 
plane  surfaces  to  which  those  surfaces  of  the 
outer  circumferential  portions  of  the  substrates 
facing  the  interior  space  are  secured. 

35 
14.  The  optical  recording  disk  according  to  claim 

12,  wherein  said  outer  connecting  member 
comprises  a  projection  formed  on  the  outer 
circumferential  portion  of  at  least  one  of  the 

40  substrates. 

15.  The  optical  recording  disk  according  to  claim 
14,  wherein  said  projection  is  a  ring-shaped 
rim. 

45 
16.  The  optical  recording  disk  according  to  claim 

12,  wherein  the  outer  circumferential  portions 
of  the  substrates  are  sealed  to  the  outer  con- 
necting  member  to  provide  an  air-tight  seal 

50  between  the  interior  space  and  the  exterior. 

17.  The  optical  recording  disk  according  to  claim 
12,  wherein  the  joint  between  the  outer  circum- 
ferential  portions  is  provided  with  a  vent 

55  through  which  the  interior  space  communicates 
with  the  exterior. 

18.  The  optical  recording  disk  according  to  claim 

14 



27 EP  0  199  136  B1 28 

1,  wherein  a  plurality  of  stud-like  projections 
are  formed  on  the  outer  and  inner  circumferen- 
tial  portions  of  at  least  one  os  said  substrates 
whereby  the  outer  and  inner  circumferential 
portions  of  said  substrates  are  joined  through 
said  projections. 

19.  The  optical  recording  disk  according  to  claim 
18,  wherein  a  gap  among  the  projections  on 
the  outer  circumferential  portions  is  filled  with 
an  adhesive  to  provide  an  air-tight  seal  be- 
tween  the  interior  space  and  the  exterior. 

20.  The  optical  recording  disk  according  to  claim 
18,  wherein  the  interior  space  is  in  commu- 
nication  with  the  exterior  through  gaps  among 
said  projections. 

21.  The  optical  recording  disk  according  to  claim 
1,  wherein  the  projections  are  formed  on  one 
of  the  substrates. 

22.  The  optical  recording  disk  according  to  claim 
1,  wherein  the  projections  are  formed  on  both 
the  substrates. 

23.  The  optical  recording  disk  according  to  claim 
1,  wherein  the  projections  are  formed  on  a 
circumferentially  extending  continuous  ridge  on 
the  substrate. 

24.  The  optical  recording  disk  according  to  claim 
1  ,  wherein  the  joining  of  the  substrates  through 
the  projections  is  by  ultrasonic  sealing. 

25.  The  optical  recording  disk  according  to  claim 
1  ,  wherein  the  joining  of  the  substrates  through 
the  projections  is  by  filling  an  adhesive  among 
the  projections. 

26.  The  optical  recording  disk  according  to  claim 
1,  wherein  said  plurality  of  projections  is  dis- 
tributed  on  the  outer  circumferential  portions  of 
both  the  substrates  such  that  the  distribution 
density  locally  varies,  and  the  outer  circum- 
ferential  portions  of  the  substrates  are  joined 
together  through  the  projections  by  mating  a 
portion  of  one  substrate  having  the  maximum 
projection  distribution  with  a  portion  of  the  oth- 
er  substrate  having  the  minimum  projection 
distribution  to  thereby  provide  a  substantially 
uniform  distribution  of  overall  projections 
throughout  the  joined  substrates  in  a  circum- 
ferential  direction. 

27.  The  optical  recording  disk  according  to  claim 
1,  wherein  said  plurality  of  projections  is  dis- 
tributed  on  the  outer  and/or  inner  circumferen- 

tial  portions  of  at  least  one  of  said  substrates 
such  that  the  projections  are  absent  in  a  cer- 
tain  local  region  which  provides  an  identifica- 
tion  mark. 

5 
Revendicatlons 

1.  Disque  d'enregistrement  optique  comprenant 
une  paire  de  substrats  en  forme  de  disque, 

io  chacun  ayant  une  ouverture  centrale,  et  une 
couche  d'enregistrement  formee  sur  au  moins 
un  desdits  substrats,  dans  lequel  lesdits  subs- 
trats  sont  joints  au  niveau  de  parties  circonfe- 
rencielles  externes  et  internes  pour  definir  un 

is  espace  interieur  entre  eux  de  telle  sorte  que  la 
couche  d'enregistrement  soit  enfermee  dans 
I'espace,  une  pluralite  de  protuberances  etant 
formee  sur  les  parties  circonferencielles  exter- 
ne  et/ou  interne  d'au  moins  un  desdits  subs- 

20  trats  et  ainsi,  les  parties  circonferencielles  ex- 
terne  et/ou  interne  des  substrats  sont  jointes 
par  I'intermediaire  desdites  protuberances,  ca- 
racterise  en  ce  que  chacune  desdites  protube- 
rances  est  de  forme  conique,  pyramidale,  cy- 

25  lindrique  ou  prismatique. 

2.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  1,  dans  lequel  chacune  desdites 
protuberances  inclut  une  base  et  une  partie 

30  fusible  configuree  de  fagon  pointue,  cette  par- 
tie  s'etendant  depuis  la  base,  d'ou  il  resulte 
que  les  parties  circonferencielles  externes 
et/ou  internes  des  substrats  sont  jointes  via  les 
parties  fusibles  desdites  protuberances. 

35 
3.  Disque  d'enregistrement  optique  selon  la  re- 

vendication  2,  dans  lequel  des  parties  de  che- 
vauchement  desdites  bases  forment  une  ner- 
vure  continue. 

40 
4.  Disque  d'enregistrement  optique  selon  la  re- 

vendication  1,  dans  lequel  des  bases  desdites 
protuberances  sont  en  contact  intime. 

45  5.  Disque  d'enregistrement  optique  selon  I'une 
quelconque  des  revendications  1  a  4,  dans 
lequel  ladite  pluralite  de  protuberances  est  for- 
mee  sur  la  partie  circonferencielle  externe  d'au 
moins  un  desdits  substrats  et  les  parties  cir- 

50  conferencielles  internes  desdits  substrats  sont 
jointes  par  I'intermediaire  d'un  element  de 
connexion  interne. 

6.  Disque  d'enregistrement  optique  selon  la  re- 
55  vendication  5,  dans  lequel  ledit  element  de 

connexion  interne  est  un  element  annulaire 
ayant  des  surfaces  planes  principales  oppo- 
sees  auxquelles  ces  surfaces  des  parties  cir- 

15 
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conferencielles  internes  des  substrats  qui  font 
face  a  I'espace  interieur  sont  fixees. 

7.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  6,  dans  lequel  ledit  element  de 
connexion  interne  comprend  un  corps  annulai- 
re  et  une  nervure  en  forme  de  bague  formee 
sur  une  partie  centrale  de  la  circonference  du 
corps  et  ainsi,  les  parties  restantes  de  la  cir- 
conference  du  corps  sont  en  contact  avec  les 
surfaces  laterales  internes  des  substrats  qui 
definissent  des  ouvertures  et  les  surfaces  pla- 
nes  opposees  axialement  de  la  nervure  en 
forme  de  bague  sont  en  contact  avec  les  surfa- 
ces  porteuses  de  couche  d'enregistrement  des 
substrats  qui  sont  adjacentes  aux  ouvertures. 

8.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  5,  dans  lequel  ledit  element  de 
connexion  interne  comprend  une  protuberance 
formee  sur  la  partie  circonferencielle  interne 
d'au  moins  un  des  substrats. 

9.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  5,  dans  lequel  ledit  element  de 
connexion  interne  est  realise  en  un  agent 
adhesif  et  ainsi,  les  parties  circonferencielles 
internes  des  substrats  sont  jointes  pour  definir 
I'espace  interieur  entre  les  substrats. 

10.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  5,  dans  lequel  un  espace  situe 
parmi  les  protuberances  est  rempli  avec  un 
agent  adhesif  pour  constituer  une  etancheite  a 
I'air  entre  I'espace  interieur  et  I'exterieur. 

11.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  5,  dans  lequel  I'espace  interieur 
est  en  communication  avec  I'exterieur  au  tra- 
vers  d'un  espace  situe  parmi  les  protuberan- 
ces. 

12.  Disque  d'enregistrement  optique  selon  I'une 
des  revendications  1  a  4,  dans  lequel  ladite 
pluralite  de  protuberances  est  formee  sur  la 
partie  circonferencielle  interne  d'au  moins  un 
desdits  substrats  et  les  parties  circonferenciel- 
les  externes  desdits  substrats  sont  jointes  par 
I'intermediaire  d'un  element  de  connexion  ex- 
terne. 

13.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  12,  dans  lequel  ledit  element  de 
connexion  externe  est  un  element  annulaire  qui 
a  des  surfaces  planes  principales  opposees 
auxquelles  les  surfaces  des  parties  circonfe- 
rencielles  externes  du  substrat  qui  font  face  a 
I'espace  interieur  sont  fixees. 

14.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  12,  dans  lequel  ledit  element  de 
connexion  externe  comprend  une  protuberance 
formee  sur  la  partie  circonferencielle  externe 

5  d'au  moins  un  des  substrats. 

15.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  14,  dans  lequel  ladite  protuberance 
est  un  rebord  en  forme  de  bague. 

10 
16.  Disque  d'enregistrement  optique  selon  la  re- 

vendication  12,  dans  lequel  les  parties  circon- 
ferencielles  externes  des  substrats  sont  scel- 
lees  a  I'element  de  connexion  externe  pour 

is  constituer  une  etancheite  a  I'air  entre  I'espace 
interieur  et  I'exterieur. 

17.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  12,  dans  lequel  la  jonction  entre 

20  les  parties  circonferencielles  externes  est  mu- 
nie  d'un  event  au  travers  duquel  I'espace  inte- 
rieur  communique  avec  I'exterieur. 

18.  Disque  d'enregistrement  optique  selon  la  re- 
25  vendication  1,  dans  lequel  une  pluralite  de 

protuberances  en  forme  de  clou  est  formee  sur 
les  parties  circonferencielles  externe  et  interne 
d'au  moins  un  desdits  substrats  et  ainsi,  les 
parties  circonferencielles  externe  et  interne 

30  desdits  substrats  sont  jointes  par  I'intermediai- 
re  desdites  protuberances. 

19.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  18,  dans  lequel  un  espace  situe 

35  parmi  les  protuberances  sur  les  parties  circon- 
ferencielles  externes  est  rempli  avec  un  agent 
adhesif  pour  constituer  une  etancheite  a  I'air 
entre  I'espace  interieur  et  I'exterieur. 

40  20.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  18,  dans  lequel  I'espace  interieur 
est  en  communication  avec  I'exterieur  au  tra- 
vers  d'espaces  situes  parmi  lesdites  protube- 
rances. 

45 
21.  Disque  d'enregistrement  optique  selon  la  re- 

vendication  1,  dans  lequel  les  protuberances 
sont  formees  sur  un  des  substrats. 

50  22.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  1,  dans  lequel  les  protuberances 
sont  formees  sur  les  deux  substrats. 

23.  Disque  d'enregistrement  optique  selon  la  re- 
55  vendication  1,  dans  lequel  les  protuberances 

sont  formees  sur  un  bord  continu  s'etendant 
de  maniere  circonferencielle  sur  le  substrat. 

16 
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24.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  1,  dans  lequel  la  jonction  des 
substrats  par  I'intermediaire  des  protuberances 
est  effectuee  par  soudage  par  ultrasons. 

25.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  1,  dans  lequel  la  jonction  des 
substrats  par  I'intermediaire  des  protuberances 
est  effectuee  par  remplissage  d'un  agent  adhe- 
sif  parmi  les  protuberances. 

26.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  1,  dans  lequel  ladite  pluralite  de 
protuberances  est  distribute  sur  les  parties 
circonferencielles  externes  des  deux  substrats 
de  telle  sorte  que  la  densite  de  la  distribution 
varie  localement,  et  les  parties  circonferenciel- 
les  externes  des  substrats  sont  jointes  ensem- 
ble  par  I'intermediaire  des  protuberances  en 
mettant  en  correspondance  une  partie  d'un 
substrat  ayant  la  densite  de  distribution  de 
protuberances  maximale  avec  une  partie  de 
I'autre  substrat  ayant  la  densite  de  distribution 
de  protuberances  minimale  pour  ainsi  assurer 
une  distribution  sensiblement  uniforme  de  I'en- 
semble  des  protuberances  tout  le  long  des 
substrats  joints  suivant  une  direction  circonfe- 
rencielle. 

27.  Disque  d'enregistrement  optique  selon  la  re- 
vendication  1,  dans  lequel  ladite  pluralite  de 
protuberances  est  distribute  sur  les  parties 
circonferencielles  externe  et/ou  interne  d'au 
moins  un  desdits  substrats  de  telle  sorte  que 
les  protuberances  soient  absentes  dans  une 
certaine  region  locale  qui  constitue  une  mar- 
que  d'identification. 

Patentanspruche 

1.  Optische  Aufnahmeplatte  mit  einem  Paar  plat- 
tenformiger  Substrate,  wobei  jedes  eine  mittle- 
re  Offnung  aufweist,  und  einer  auf  mindestens 
einem  der  Substrate  gebildeten  Aufnahme- 
schicht,  wobei  die  Substrate  an  au/Seren  und 
inneren  Umfangsabschnitten  zusammengefugt 
sind,  urn  einen  inneren  Raum  dazwischen  zu 
begrenzen,  soda/S  die  Aufnahmeschicht  in  dem 
Raum  eingeschlossen  ist,  wobei  eine  Vielzahl 
von  Vorsprungen  auf  den  au/Seren  und/oder 
inneren  Umfangsabschnitten  von  mindestens 
einem  der  Substrate  gebildet  ist,  wodurch  die 
au/Seren  und/oder  inneren  Umfangsteile  der 
Substrate  durch  die  Vorsprunge  zusammenge- 
fugt  sind,  dadurch  gekennzeichnet,  da/S  jeder 
der  Vorsprunge  von  kegeliger,  pyramidaler,  zy- 
lindrischer  oder  prismatischer  Form  ist. 

2.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,  da/S  jeder  der  Vorsprun- 
ge  eine  Basis  und  einen  scharf  konfigurierten, 
leicht  schmelzbaren  Abschnitt  umfa/St,  der  sich 

5  von  der  Basis  erstreckt,  wodurch  die  au/Seren 
und/oder  inneren  Umfangsabschnitte  der  Sub- 
strate  uber  die  leicht  schmelzbaren  Abschnitte 
der  Vorsprunge  zusammengefugt  werden. 

io  3.  Optische  Aufnahmeplatte  nach  Anspruch  2,  da- 
durch  gekennzeichnet,  da/S  die  uberlappenden 
Abschnitte  der  Basen  eine  fortlaufende  Rippe 
bilden. 

is  4.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,  da/S  sich  die  unteren 
Teile  der  Vorsprunge  in  engem  Kontakt  befin- 
den. 

20  5.  Optische  Aufnahmeplatte  nach  einem  der  An- 
spruche  1  bis  4,  dadurch  gekennzeichnet,  da/S 
die  Vielzahl  von  Vorsprungen  auf  dem  au/Seren 
Umfangsabschnitt  von  mindestens  einem  der 
Substrate  gebildet  ist,  und  die  inneren  Urn- 

25  fangsabschnitte  der  Substrate  durch  ein  inne- 
res  Verbindungselement  zusammengefugt 
sind. 

6.  Optische  Aufnahmeplatte  nach  Anspruch  5,  da- 
30  durch  gekennzeichnet,  da/S  das  innere  Verbin- 

dungselement  ein  ringformiges  Element  ist, 
das  gegenuberliegende,  gro/Sere,  ebene  Ober- 
flachen  aufweist,  an  denen  die  Oberflachen 
der  inneren  Umfangsabschnitte  der  Substrate, 

35  die  dem  inneren  Raum  gegenuberliegen,  befe- 
stigt  sind. 

7.  Optische  Aufnahmeplatte  nach  Anspruch  6,  da- 
durch  gekennzeichnet,  da/S  das  innere  Verbin- 

40  dungselement  einen  ringformigen  Korper  und 
eine  ringahnliche,  auf  einem  mittleren  Ab- 
schnitt  des  Umfangs  des  Korpers  gebildete 
Rippe  umfa/St,  wodurch  die  ubrigen  Abschnitt 
des  Umfangs  des  Korpers  in  Kontakt  mit  der 

45  inneren  Seitenflachen  der  Substrate  sind,  wel- 
che  Offnungen  begrenzen,  und  die  sich  axial 
gegenuberliegenden,  ebenen  Oberflachen  der 
ringformigen  Rippe  in  Beruhrung  mit  den  die 
Aufnahmeschicht  tragenden  Oberflachen  der 

50  Substrate  nahe  der  Offnungen  sind. 

8.  Optische  Aufnahmeplatte  nach  Anspruch  5,  da- 
durch  gekennzeichnet,  da/S  das  innere  Verbin- 
dungselement  einen  Vorsprung  umfa/St,  der  auf 

55  dem  inneren  Umfangsabschnitt  von  minde- 
stens  einem  Substrat  gebildet  ist. 

9.  Optische  Aufnahmeplatte  nach  Anspruch  5,  da- 

17 
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durch  gekennzeichnet,  da/S  das  innere  Verbin- 
dungselement  aus  einem  Klebstoff  gebildet  ist, 
wodurch  die  inneren  Umfangsabschnitte  der 
Substrate  zusammengefugt  sind,  urn  den  inne- 
ren  Raum  zwischen  den  Substraten  zu  begren- 
zen. 

10.  Optische  Aufnahmeplatte  nach  Anspruch  5,  da- 
durch  gekennzeichnet,  da/S  ein  Spalt  zwischen 
den  Vorsprungen  mit  einem  Klebstoff  gefullt 
ist,  urn  eine  luftdichte  Abdichtung  zwischen 
dem  inneren  Raum  und  dem  Au/Seren  zu 
schaffen. 

11.  Optische  Aufnahmeplatte  nach  Anspruch  5,  da- 
durch  gekennzeichnet,  da/S  der  innere  Raum 
mit  dem  Au/Seren  durch  einen  Spalt  zwischen 
den  Vorsprungen  in  Verbindung  steht. 

12.  Optische  Aufnahmeplatte  nach  einem  der  An- 
spruche  1  bis  4,  dadurch  gekennzeichnet,  da/S 
die  Vielzahl  von  Vorsprungen  auf  dem  inneren 
Umfangsabschnitt  von  mindestens  einem  der 
Substrate  gebildet  ist  und  die  au/Seren  Um- 
fangsabschnitte  der  Substrate  durch  ein  au/Se- 
res  Verbindungselement  zusammengefugt 
sind. 

13.  Optische  Aufnahmeplatte  nach  Anspruch  12, 
dadurch  gekennzeichnet,  da/S  das  au/Sere  Ver- 
bindungselement  ein  ringformiges  Element  ist, 
das  gegenuberliegende,  gro/Sere,  ebene  Ober- 
flachen  aufweist,  an  denen  die  Oberflachen 
der  au/Seren  Umfangsabschnitte  der  Substrate, 
die  dem  inneren  Raum  gegenuberliegen,  befe- 
stigt  sind. 

14.  Optische  Aufnahmeplatte  nach  Anspruch  12, 
dadurch  gekennzeichnet,  da/S  das  au/Sere  Ver- 
bindungselement  einen  Vorsprung  umfa/St,  der 
auf  dem  au/Seren  Umfangsabschnitt  von  min- 
destens  einem  Substrat  gebildet  ist. 

15.  Optische  Aufnahmeplatte  nach  Anspruch  14, 
dadurch  gekennzeichnet,  da/S  der  Vorsprung 
ein  ringformiger  Rand  ist. 

16.  Optische  Aufnahmeplatte  nach  Anspruch  12, 
dadurch  gekennzeichnet,  da/S  die  au/Seren  Um- 
fangsabschnitte  der  Substrate  mit  dem  au/Se- 
ren  Verbindungselement  abgedichtet  verbun- 
den  sind,  urn  eine  luftdichte  Abdichtung  zwi- 
schen  dem  inneren  Raum  und  dem  Au/Seren 
zu  schaffen. 

17.  Optische  Aufnahmeplatte  nach  Anspruch  12, 
dadurch  gekennzeichnet,  da/S  die  Fuge  zwi- 
schen  den  au/Seren  Umfangsabschnitten  durch 

eine  Offnung  geschaffen  wird,  durch  welche 
der  innere  Raum  mit  dem  Au/Seren  in  Verbin- 
dung  steht. 

5  18.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,  da/S  eine  Vielzahl  von 
stiftahnlichen  Vorsprungen  auf  den  au/Seren 
und  inneren  Umfangsabschnitten  von  minde- 
stens  einem  der  Substrate  gebildet  ist,  wo- 

io  durch  die  au/Seren  und  inneren  Umfangsab- 
schnitte  der  Substrate  durch  die  Vorsprunge 
zusammengefugt  sind. 

19.  Optische  Aufnahmeplatte  nach  Anspruch  18, 
is  dadurch  gekennzeichnet,  da/S  ein  Spalt  zwi- 

schen  den  Vorsprungen  auf  den  au/Seren  Um- 
fangsabschnitten  mit  einem  Klebstoff  gefullt  ist, 
urn  eine  luftdichte  Abdichtung  zwischen  dem 
inneren  Raum  und  dem  Au/Seren  zu  schaffen. 

20 
20.  Optische  Aufnahmeplatte  nach  Anspruch  18, 

dadurch  gekennzeichnet,  da/S  der  innere  Raum 
mit  dem  Au/Seren  durch  Spalten  zwischen  den 
Vorsprungen  in  Verbindung  steht. 

25 
21.  Optische  Aufnahmeplatte  nach  Anspruch  1,  da- 

durch  gekennzeichnet,  da/S  die  Vorsprunge  auf 
einem  der  Substrate  gebildet  sind. 

30  22.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,  da/S  die  Vorsprunge  auf 
beiden  Substraten  gebildet  sind. 

23.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
35  durch  gekennzeichnet,  da/S  die  Vorsprunge  auf 

einer  sich  in  Umfangsrichtung  erstreckenden, 
fortlaufenden  Rippe  auf  dem  Substrat  gebildet 
sind. 

40  24.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,  da/S  das  Zusammenfu- 
gen  der  Substrate  durch  die  Vorsprunge  durch 
Ultraschallschwei/Sen  erfolgt. 

45  25.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,  da/S  das  Zusammenfu- 
gen  der  Substrate  durch  die  Vorsprunge  durch 
Einfullen  eines  Klebstoffs  zwischen  die  Vor- 
sprunge  erfolgt. 

50 
26.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 

durch  gekennzeichnet,  da/S  die  Vielzahl  der 
Vorsprunge  auf  den  au/Seren  Umfangsabschnit- 
ten  der  beiden  Substrate  so  verteilt  ist,  da/S  die 

55  Verteilungsdichte  ortlich  schwankt  und  die  au- 
fieren  Umfangsabschnitte  der  Substrate  durch 
die  Vorsprunge  zusammengefugt  sind,  indem 
ein  Abschnitt  eines  Substrates  mit  der  maxi- 

18 
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malen  Vorsprungsverteilung  mit  einem  Ab- 
schnitt  des  anderen  Substrates  mit  der  mini- 
malen  Vorsprungsverteilung  verbunden  ist,  urn 
so  eine  im  wesentlichen  gleichma/Sige  Vertei- 
lung  der  gesamten  Vorsprunge  bei  den  Zu-  5 
sammengefugten  Substraten  in  einer  Umfangs- 
richtung  zu  schaffen. 

27.  Optische  Aufnahmeplatte  nach  Anspruch  1  ,  da- 
durch  gekennzeichnet,,  da/S  die  Vielzahl  der  10 
Vorsprunge  auf  den  au/Seren  und/oder  inneren 
Umfangsabschnitten  von  mindestens  einem 
der  Substrate  so  verteilt  ist,  da/S  die  Vorsprun- 
ge  in  einem  bestimmten  ortlichen  Bereich  feh- 
len,  was  eine  Identifizierungsmarke  liefert.  is 
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