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a  nuclear  reactor  containment  structure,  which  is 
to  be  flooded  with  a  recirculating  liquid  for  cool- 
ing  the  reactor  core  upon  the  occurrence  of  an 
accident,  wherein  said  containment  structure  has 

5  a  concrete  floor  with  a  sump  formed  therein  and 
at  least  one  sump  outlet  for  withdrawing  liquid 
from  said  sump  for  cooling  and  recirculation, 
characterized  in  that  at  least  one  perforated  metal 
container  is  mounted  in  said  sump  which  con- 

10  tainer  contains  a  chemical  which  is  soluble  in  the 
liquid  used  to  flood  said  containment  and  which 
when  dissolved  in  said  liquid  raises  the  pH  of  said 
liquid;  and  that  said  container  is  provided  with  a 
protective  plastic  coating  of  a  material  which  is 

15  soluble  in  said  liquid.  Preferably  each  basket  is 
covered  with  a  plastic  protective  coating  which  is 
likewise  soluble  in  the  liquid  to  be  circulated, 
whereby,  upon  flooding  of  the  containment  struc- 
ture,  the  liquid  in  the  sump  will  reach  the  level  of 

20  the  baskets,  causing  first  the  coating  and  then  the 
crystals  to  be  dissolved  and  mixed  with  the 
recirculating  liquid  to  adjust  the  pH. 

As  pointed  out  above,  since  the  liquid  used  to 
flood  the  containment  structure  is  normally 

25  slightly  acidic,  and  in  particular  a  slightly  acidic 
solution  of  borated  water,  the  chemical  (amount 
and  type)  contained  in  the  baskets  is  such  as  will 
raise  the  pH  of  the  liquid,  and  in  particular  to  a 
value  of  at  least  8.5.  Preferably  the  water  soluble 

30  pH  adjusting  chemical  is  sodium  tetraborate  and 
the  water  soluble  protective  coating  for  the  basket 
is  formed  of  polyethylene  oxide. 

This  arrangement  provides  for  a  totally  passive 
system,  requiring  no  operator  actions,  or  pumps 

35  or  valves  to  be  activated,  the  pH  adjustment  is 
made  only  when  required  by  accidental  flooding, 
precluding  any  concerns  of  inadvertent  chemical 
addition  or  the  spraying  of  a  caustic  solution  on 
certain  components.  Finally,  the  components,  and 

40  in  particular  the  baskets  or  containers,  used 
according  to  the  present  invention  are  low  main- 
tenance  components  compared  with  the  com- 
ponents  required  in  prior  art  arrangements. 

The  invention  will  become  more  readily 
45  apparent  from  the  following  description  of  a 

preferred  embodiment  thereof  described  by  way 
of  example,  in  connection  with  the  accompanying 
drawings,  wherein: 

Figure  1  is  a  schematic  sectional  view  of  a 
so  nuclear  reactor  containment  structure  showing 

the  general  location  of  the  emergency  contain- 
ment  sump. 

Figure  2  is  a  top  plan  view  of  a  containment 
emergency  sump  incorporating  the  present 

55  invention. 
Figure  3  is  an  enlarged  cross  sectional  view  in 

the  direction  A  —  A  of  Figure  2. 
Figure  4  is  a  detailed  sectional  view  in  the 

direction  B  —  B  of  Figure  3. 
60  Referring  now  to  Figure  1,  there  is  shown  a 

nuclear  reactor  10  of  the  pressurized  water  type, 
which  is  provided  with  a  coolant  inlet  line  12  and 
a  coolant  outlet  line  14.  As  is  known  in  the  art,  the 
reactor  10  contains  a  nuclear  core  (not  shown) 

65  which  generates  substantial  amounts  of  heat.  The 

Description 

The  present  invention  relates  to  an  arrange- 
ment  for  automatically  and  passively  adjusting 
the  pH  of  the  liquid  used  to  flood  the  containment 
structure  of  a  nuclear  reactor  following  an  acci- 
dent.  More  particularly,  the  present  invention 
relates  to  an  arrangement  for  adjusting  the  pH  of 
the  slightly  acidic  borated  water  coolant  used  to 
flood  the  containment  structure  of  a  nuclear 
reactor  following  an  accident  so  that  the  borated 
water  being  recirculated  becomes  slightly  basic. 

In  nuclear  power  plants,  an  emergency  core 
cooling  system  is  provided  in  order  to  remove  the 
stored  and  fission  product  decay  heat  from  the 
reactor  core,  and  thus  cool  the  reactor  core, 
following  an  accident  such  as  a  pipe  break  result- 
ing  in  the  loss  of  the  primary  coolant  or  of  the 
secondary  coolant.  Such  an  emergency  core  cool- 
ing  system,  for  example  in  the  case  of  a 
pressurized  water  reactor  (PWR)  plant,  involves 
the  flooding  of  the  containment  structure  of  the 
nuclear  reactor,  e.g.  to  a  level  of  about  3  m,  with  a 
slightly  acidic  solution  of  borated  water  which  is 
then  recirculated  through  the  legs  of  the  reactor 
coolant  system.  The  emergency  core  cooling 
system,  which  includes  pumps,  residual  heat 
removal  heat  exchangers,  etc.,  recirculates  the 
water  by  pumping  it  out  of  an  emergency  contain- 
ment  sump  provided  in  the  floor  of  the  contain- 
ment  structure,  which  is  conventionally  formed 
substantially  of  concrete  and  which  will  leach 
chlorides  into  the  water  being  recirculated.  In 
order  to  protect  stainless  steel  components  of  the 
nuclear  reactor  plant,  i.e.  in  the  reactor,  the 
coolant  piping,  and  the  safeguard  systems, 
against  chloride  stress  corrosion  and  cracking, 
the  pH  of  the  water  being  recirculated  must  be 
adjusted  to  greaterthan  or  equal  to  pH=8.5  within 
48  hours  after  the  accident. 

In  the  known  nuclear  reactor  plants,  the  above 
mentioned  pH  adjustment  is  normally  carried  out 
by  the  addition  of  a  caustic  solution  of  sodium 
hydroxide  to  a  spray  system  provided  within  the 
containment  structure  which  sprays  the  caustic 
solution  throughout  the  atmosphere  of  the  con- 
tainment  structure.  This  known  method  of  adjust- 
ing  the  pH  has  two  significant  disadvantages. 
Firstly,  for  some  accident  scenarios,  i.e.,  depend- 
ing  on  the  type  and  severity  of  the  accident,  the 
spray  system  may  not  be  activated.  Secondly,  it 
may  not  be  desirable  for  the  caustic  solution  of 
sodium  hydroxide  to  be  sprayed  over  the  various 
components  of  the  containment  structure  and 
other  plant  components  for  reasons  of  clean  up 
and  the  caustic  effects  on  paint,  insulation,  etc. 

It  is  therefore  the  principal  object  of  the  present 
invention  to  provide  an  arrangement  for  auto- 
matically  adjusting  the  pH  of  the  liquid,  and  in 
particular  the  borated  water,  used  to  flood  the 
containment  structure  to  cool  the  reactor  core 
following  an  accident,  which  will  avoid  the 
problems  and  drawbacks  discussed  above. 

With  this  object  in  view,  the  present  invention 
resides  in  a  pH  value  adjustment  arrangement  in 
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wall  25  of  the  sump  22  near  the  bottom  of  same. 
Although  only  one  outlet  pipe  24  is  shown,  in 
many  cases  the  sumps  are  provided  with  two 
such  outlets  pipes.  In  the  illustrated  construction 

5  of  the  sump  22,  the  upper  open  end  is  provided 
with  a  removable  raised  cover  26  with  the 
supporting  side  surfaces  27  being  provided  with 
screens  or  gratings  through  which  water  can 
enter  the  sump  22.  As  shown,  the  inlet  end  of  the 

10  outlet  pipe  24  is  preferably  provided  with  a 
screened  enclosure  28  to  prevent  any  debris 
which  may  enter  the  sump  with  the  flood  water 
from  entering  the  outlet  pipe  24.  Moreover,  to 
minimize  damage  to  the  screened  enclosure  28, 

15  as  shown  the  roof  of  the  enclosure  28,  which  is 
preferably  also  formed  of  stainless  steel,  is  pro- 
vided  with  a  solid  inclined  panel  30.  Disposed 
within  the  sump  22  is  at  least  one  perforated 
stainless  steel  basket  32  containing  crystals  34  of 

20  a  water  soluble  chemical  which  can  raise  the  pH 
of  the  borated  flood  water  to  the  desired  pH.  Such 
a  chemical  may,  for  example,  be  sodium  tetrabo- 
rate.  Preferably,  as  shown  in  Figure  4,  the  basket 
32  is  formed  of  a  stainless  steel  screen  or  mesh 

25  material  35  to  permit  maximum  flow  of  water 
through  the  basket  32  to  dissolve  the  chemical 
crystals  34. 

In  order  to  enhance  the  mixing  of  the  crystals  34 
of  the  chemical  with  the  recirculating  flood  water, 

30  the  basket  32  should  be  located  near  the  inlet  of 
the  outlet  pipe  24.  Accordingly,  in  the  case  of  an 
outlet  pipe  24  extending  through  the  side  wall  25 
of  the  sump  22,  the  basket  32  preferably  is 
mounted,  as  shown,  on  the  side  wall  25  adjacent 

35  but  laterally  disposed  from  the  outlet  pipe  24.  As 
further  shown  in  the  drawings,  preferably  two 
baskets  32  containing  crystals  34  are  provided  in 
the  sump  22  with  the  baskets  being  laterally 
disposed  on  opposite  sides  of  the  pipe  24.  More- 

40  over,  as  shown  in  the  figures,  the  baskets  32  are 
mounted  on  the  side  wall  25  so  that  the  bottom  36 
of  the  basket  32,  which  preferably  also  is  perfor- 
ated  or  formed  of  a  wire  screen  or  mesh,  is 
located  a  desired  or  given  distance  above  the 

45  floor  38  of  the  sump  22  in  order  to  prevent 
extraneous  water  which  may  collect  in  the  sump 
22,  i.e.  water  resulting  from  other  than  a  flooding 
condition,  from  reaching  of  the  baskets  32  and 
dissolving  the  crystals  34.  Moreover,  to  prevent 

so  hygroscoption  of  water  by  the  crystals  34  from 
the  atmosphere  in  the  sump  22,  for  example  as  a 
result  of  such  extraneous  water  being  present  in 
the  sump  22,  the  exterior  of  each  basket  32  is 
covered  with  a  protective  coating  40  of  a  water 

55  soluble  plastic  material,  for  example  polyethylene 
oxide,  as  best  shown  in  Figure  4. 

With  baskets  32  which  are  provided  with  the 
protective  coating  40  and  which  are  mounted  as 
shown  in  Figures  2—4,  the  crystals  34  in  the 

60  basket  will  be  protected  from  normal  operation 
splashes  of  water  by  the  enclosure  28  and  to 
some  extent  by  the  protective  coating  40.  How- 
ever,  in  the  event  of  a  flooding  condition  follow- 
ing  an  accident,  the  water  will  collect  in  the  sumps 

65  22  and  when  the  water  level  reaches  the  level  of 

heat  generated  by  the  reactor  core  is  conveyed 
from  the  core  by  coolant  flow  entering  the  reactor 
10  through  the  inlet  line  12  and  exiting  through 
the  outlet  line  14.  The  coolant  exiting  through  the 
outlet  line  14  is  conveyed  to  a  heat  exchanger  (not 
shown)  where  it  is  cooled  and  then  recirculated 
by  a  pump  (not  shown)  through  the  reactor  via 
the  inlet  line  12.  It  is  to  be  understood  that 
although  only  one  pair  of  inlet  and  outlet  lines  12 
and  14  respectively  are  shown,  a  typical  reactor 
may  include  two,  three  or  four  primary  coolant 
systems  including  respective  inlet  and  outlet  lines 
12  and  14. 

As  further  shown  in  Figure  1,  the  reactor  10  is 
mounted  within  a  separate  reactor  cavity 
surrounded  by  a  concrete  wall  16,  with  the  reactor 
10,  the  wall  16,  as  well  as  a  substantial  amount  of 
equipment  required  for  the  nuclear  reactor  plant 
being  disposed  within  a  containment  structure  18. 
As  indicated  above,  and  as  is  conventional  for 
power  generating  plants  containing  such  nuclear 
reactors,  upon  the  occurrence  of  an  accident 
involving  the  substantial  loss  of  reactor  coolant, 
either  in  the  primary  system  or  in  the  secondary 
system  (not  shown),  to  enable  the  reactor  core  to 
be  cooled,  the  containment  structure  1  8  is  flooded 
with  borated  water  from  accumulators  (not 
shown)  in  the  containment  structure  18  and  a 
water  tank  external  to  the  containment  (not 
shown).  In  order  to  be  able  to  recirculate  this 
flooding  waterforthe  containment  structure  so  as 
to  cool  same,  a  plurality  of  sumps  22  (only  one  of 
which  is  indicated  in  the  drawing)  are  provided  in 
the  floor  20  of  the  containment  structure  18,  with 
each  sump  22  being  provided  with  at  least  one 
outlet  pipe  24,  which  leads  to  a  heat  exchange 
system  (not  shown)  which  cools  the  flooding 
water  and  then  returns  the  cooled  water  to  the 
containment  structure.  Depending  on  the  nature 
of  the  accident,  the  recirculation  of  the  water  used 
to  flood  the  containment  structure  may  take  place 
for  a  substantial  period  of  time,  for  example,  up  to 
three  years. 

As  indicated  above,  the  liquid  used  to  flood  the 
containment  structure  is  a  slightly  acidic  solution 
of  borated  water  which  will  leach  the  chlorides 
from  the  substantial  number  of  concrete  surfaces 
with  which  it  comes  into  contact,  and  in  order  to 
protect  the  stainless  steel  components  of  the 
reactor  and  its  connected  parts  against  chloride 
stress  corrosion  and  cracking,  the  pH  of  the  flood 
water  must  be  adjusted  to  a  value  equal  to  or 
greater  than  8.5  within  48  hours  after  the  accident. 
According  to  the  present  invention,  the  desired 
adjustment  of  the  pH  of  the  flood  water  is  accom- 
plished  automatically  and  in  a  simple  and  passive 
manner  by  providing  baskets  containing  crystals 
of  an  appropriate  chemical  within  the  sumps  22 
so  that  upon  flooding  of  the  containment  struc- 
ture  18  the  chemical  will  be  dissolved  and  mixed 
with  the  flood  water.  The  manner  in  which  this  is 
brought  about  is  shown  in  Figures  2  to  4. 

As  shown  in  Figures  2  to  4,  the  sump  22  formed 
in  the  containment  structure  floor  20  has  a  single 
outlet  pipe  24  which  extends  through  the  side 
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in  said  sump  with  said  containers  being  laterally 
disposed  on  opposite  sides  of  said  sump  outlet. 

Patentanspruche 

1.  Eine  passive  pH-Einstell-Anordnung  fur  das 
Uberflutungswasser  eines  Kernreaktorbehalters, 
der  im  Falle  eines  Unfalls  mit  Reaktor-Core  Kiihl- 
mittle  uberflutet  wird  wobei  der  Kernreaktorbe- 
halter  einem  mit  einer  Kuhlmittelsammelgrube 
(22)  versehenen  Beton-boden  aufweist  und  die 
Sammelgrube  (22)  wenigstens  mit  einem  Auslass 
(24)  zum  entnehmen  von  Kuhlmittel  zwecks  Kuh- 
lung  und  Umwalzung  versehen  ist,  dadurch 
gekennzeichnet,  dass  in  der  Sammelgrube  (22) 
wenigstens  ein  durchlocherter  Metallbehalter  (28) 
angeordnet  ist,  der  eine  im  zum  Uberfluten  des 
Reaktorbehalters  benutzten  Kuhlmittel  losbare 
chemische  Substanz  enthalt,  die  durch  Auflosung 
im  Kuhlmittel  den  pH  Wert  des  Kuhlmittels  erholt, 
und  dass  der  Behalter  (28)  mit  einer  aus  einem  im 
Kuhlmittel  losbaren  Plastikschutzschicht  (40) 
iiberzogen  ist. 

2.  Eine  Anordnung  nach  Anspruch  1,  wobei  das 
Kuhlmittel  mit  Bor  versetzes  Wasser  im  leicht 
sauren  Bereich  ist,  dadurch  gekennzeichnet,  dass 
die  chemische  Substanz  solcher  Art  und  in  sol- 
cher  Menge  vorhanden  ist,  dass  das  Wasser  vom 
leicht  sauren  zum  leicht  alkalischen  Bereich  gean- 
dert  wird. 

3.  Eine  Anordnung  nach  Anspruch  1  oder  2, 
dadurch  gekennzeichnet,  dass  die  chemische 
Substanz  Natriumtetraborat  ist. 

4.  Eine  Anordnung  nach  Anspruch  1  oder  2, 
dadurch  gekennzeichnet,  dass  die  Plastikschutz- 
schicht  aus  Polyathyleneoxyd  besteht. 

5.  Eine  Anordnung  nach  einem  der  Anspriiche  1 
bis  4,  dadurch  gekennzeichnet,  dass  der  Behalter 
aus  Edelstahl  besteht. 

6.  Eine  Anordnung  nach  einem  der  Anspruche  1 
bis  5,  dadurch  gekennzeichnet,  dass  der  Behalter 
aus  Drahtgitter  besteht. 

7.  Eine  Anordnung  nach  einem  der  Anspruche  1 
bis  6,  dadurch  gekennzeichnet,  dass  der  Behalter 
ist  in  der  Sammelgrube  abgebracht,  neben  der 
Auslassrohre. 

8.  Eine  Anordnung  nach  einem  der  Anspruche  1 
bis  7,  dadurch  gekennzeichnet,  dass  der  Behalter 
an  der  Seitenwand  angebracht  ist,  so  dass  seine 
Bodenoberflache  den  erwiinschten  Abstand  uber 
dem  Boden  von  der  Sammelgrube  hat. 

9.  Eine  Anordnung  nach  einem  der  Anspruche  1 
bis  8,  dadurch  gekennzeichnet,  dass  mindestens 
zwei  der  Behalter,  die  die  Kristalle  enthalten,  in 
der  Sammelgrube  vorhanden  sind,  und  die  Behal- 
ter  an  gegeniiberliegenden  Seiten  des  Sammel- 
grubenauslasses  seitlich  angeordnet  sind. 

Revendications 

1.  Systeme  de  reglage  de  la  valeur  du  pH  dans 
une  structure  de  confinement  (18)  de  reacteur 
nucleaire,  qui  est  destinee  a  etre  immergee  dans 
un  liquide  de  recirculation  pour  refroidir  le  coeur 
du  reacteur  en  cas  d'accident,  dans  lequel  ladite 

the  baskets  32,  the  water  will  dissolve  the  coating 
40  and  then  the  crystals  34  of  the  pH  adjusting 
chemical.  The  chemical  will  thus  be  introduced  to 
the  water  in  the  sump  for  further  mixing  and  pH 
adjustment  of  the  flood  water  being  recirculated  5 
via  the  outlet  pipe  24.  Of  course,  the  baskets  32 
must  be  sized  so  that  they  are  able  to  contain  a 
sufficient  quantity  of  the  crystals  34  of  the  pH 
adjusting  chemical  to  provide  the  desired 
increase  in  the  pH  of  the  known  quantity  of  10 
borated  flood  water. 

It  will  be  understood  that  the  above  description 
of  the  present  invention  is  susceptible  to  various 
modifications,  changes  and  adaptations,  and  the 
same  are  intended  to  be  comprehended  within  15 
the  meaning  and  range  of  equivalents  of  the 
appended  claims. 

Claims 
20 

1.  A  pH  value  adjustment  arrangement  in  a 
nuclear  reactor  containment  structure  (18),  which 
is  to  be  flooded  with  a  recirculating  liquid  for 
cooling  the  reactor  core  upon  the  occurrence  of 
an  accident,  wherein  said  containment  structure  25 
has  a  concrete  floor  with  a  sump  (22)  formed 
therein  and  at  least  one  sump  outlet  (26)  for 
withdrawing  liquid  from  said  sump  for  cooling 
and  recirculation,  characterized  in  that  at  least 
one  perforated  metal  container  (28)  is  mounted  in  30 
said  sump  which  container  (28)  contains  a 
chemical  which  is  soluble  in  the  liquid  used  to 
flood  said  containment  and  which  when  dis- 
solved  in  said  liquid  raises  the  pH  of  said  liquid; 
and  that  said  container  is  provided  with  a  protec-  35 
tive  plastic  coating  (40)  of  a  material  which  is 
soluble  in  said  liquid. 

2.  An  arrangement  as  claimed  in  claim  1, 
wherein  said  liquid  is  a  slightly  acidic  solution  of 
borated  water  characterized  in  that  said  chemical  40 
is  of  the  type  and  is  present  in  sufficient  quantity 
to  change  said  liquid  to  a  basic  solution. 

3.  An  arrangement  as  claimed  in  claim  1  or  2, 
characterized  in  that  said  chemical  is  sodium 
tetraborate.  45 

4.  An  arrangement  as  claimed  in  claim  1  or  2,  or 
3,  characterized  in  that  said  plastic  coating  is 
formed  of  polyethylene  oxide. 

5.  An  arrangement  as  claimed  in  any  of  claims  1 
to  4,  characterized  in  that  said  container  is  formed  so 
of  stainless  steel. 

6.  An  arrangement  as  claimed  in  any  of  claims  1 
to  5,  characterized  in  that  said  container  is  formed 
of  a  wire  mesh. 

7.  An  arrangement  as  claimed  in  any  of  claims  1  55 
to  6,  characterized  in  that  said  container  is 
mounted  in  said  sump  adjacent  said  outlet  pipe. 

8.  An  arrangement  as  claimed  in  any  of  claims  1 
to  7,  characterized  in  that  said  container  is 
mounted  on  said  side  wall  so  that  its  bottom  60 
surface  is  a  desired  distance  above  the  bottom  of 
said  sump. 

9.  An  arrangement  as  claimed  in  any  of  claims  1 
to  8,  characterized  in  that  at  least  two  of  said 
containers  containing  said  crystals  are  provided  65 
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que  ledit  revetement  en  matiere  plastique  est 
compose  de  poly(oxyethylene). 

5.  Systeme  comme  revendique  dans  I'une 
quelconque  des  revendications  1  a  4,  caracte- 
rise  en  ce  que  ledit  conteneur  est  compose 
d'acier  inoxydable. 

6.  Systeme  comme  revendique  dans  I'une 
quelconque  des  revendications  1  a  5,  caracte- 
rise  en  ce  que  ledit  conteneur  est  compose 
d'un  treillis  metallique. 

7.  Systeme  comme  revendique  dans  I'une 
quelconque  des  revendications  1  a  6,  caracte- 
rise  en  ce  que  ledit  conteneur  est  monte  dans 
ledit  puisard  de  fagon  adjacente  audit  tuyau 
de  sortie. 

8.  Systeme  comme  revendique  dans  I'une 
quelconque  des  revendications  1  a  7,  caracte- 
rise  en  ce  que  ledit  conteneur  est  monte  sur 
ladite  paroi  laterale  de  sorte  que  sa  surface 
inferieure  est  a  une  distance  souhaitee  au-des- 
sus  de  fond  dudit  puisard. 

9.  Systeme  comme  revendique  dans  I'une 
quelconque  des  revendications  1  a  8,  caracte- 
rise  en  ce  qu'au  moins  deux  desdits  conte- 
neurs  contenant  lesdits  cristaux  sont  places 
dans  ledit  puisard,  lesdits  conteneurs  etant 
disposes  lateralement  sur  les  cotes  opposes 
de  ladite  sortie  de  puisard. 

structure  de  confinement  a  un  plancher  en 
beton  avec  un  puisard  (22)  forme  au  dedans 
et  au  moins  une  sortie  de  puisard  (24)  pour 
retirer  le  liquide  dudit  puisard  pour  le  refroi- 
dissement  et  la  recirculation,  caracterise  en  ce 
qu'au  moins  un  conteneur  en  metal  perfore 
(28)  est  monte  dans  ledit  puisard,  ce  conte- 
neur  (28)  contenant  un  produit  chimique  qui 
est  soluble  dans  le  liquide  utilise  pour  immer- 
ger  ledit  confinement  et  qui,  une  fois  dissous 
dans  ledit  liquide,  augmente  le  pH  dudit 
liquide;  et  en  ce  que  ledit  conteneur  est 
equipe  d'un  revetement  protecteur  en  une 
matiere  plastique  (40)  soluble  dans  ledit 
liquide. 

2.  Systeme  comme  revendique  dans  la 
revendication  1,  dans  lequel  ledit  liquide  est 
une  solution  legerement  acide  d'eau  boratee 
caracterise  en  ce  que  ledit  produit  chimique 
est  de  nature  convenable  et  est  present  en 
quantite  suffisante  pour  changer  ledit  liquide 
en  une  solution  basique. 

3.  Systeme  comme  revendique  dans  la 
revendication  1  ou  2,  caracterise  en  ce  que 
ledit  produit  chimique  est  du  tetraborate  de 
sodium. 

4.  Systeme  comme  revendique  dans  la 
revendication  1  ou  2,  ou  3,  caracterise  en  ce 
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