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Description

FIELD

[0001] The present disclosure relates to imaging a sub-
ject, and particularly to determining and performing an
optimal movement of an imaging device relative to the
subject and constructing a model of the subject.

BACKGROUND

[0002] This section provides background information
related to the present disclosure which is not necessarily
prior art.
[0003] A subject, such as a human patient, may select
or be required to undergo a surgical procedure to correct
or augment an anatomy of the patient. The augmentation
of the anatomy can include various procedures, such as
movement or augmentation of bone, insertion of implant-
able devices, or other appropriate procedures. A surgeon
can perform the procedure on the subject with images of
the patient that can be acquired using imaging systems
such as a magnetic resonance imaging (MRI) system,
computed tomography (CT) system, fluoroscopy (e.g. C-
Arm imaging systems), or other appropriate imaging sys-
tems.
[0004] Images of a patient can assist a surgeon in per-
forming a procedure including planning the procedure
and performing the procedure. A surgeon may select a
two dimensional image or a three dimensional image rep-
resentation of the patient. The images can assist the sur-
geon in performing a procedure with a less invasive tech-
nique by allowing the surgeon to view the anatomy of the
patient without removing the overlying tissue (including
dermal and muscular tissue) when performing a proce-
dure.
[0005] Document US 2008/260095 A1 may be consid-
ered to disclose a system to acquire image data of a
subject with an imaging system comprising: a gantry
housing configured to encompass a subject; an x-ray
source movable; an detector to detect x-rays from the x-
ray source that pass through the subject; and a processor
system configured to execute instructions to: acquire in-
itial image data of at least a portion of the subject by
transfer via a connection with the imaging system; con-
struct an initial three-dimensional model of the portion of
the subject with the initial image data, prior to a procedure
being performed on the portion of the subject; acquire,
by transfer via a connection with the imaging system,
discriminatory discreet location image data of the subject
after the procedure has been performed on the subject;
and compare the image data to the constructed three-
dimensional model of the portion of the subject.

SUMMARY

[0006] This section provides a general summary of the
disclosure, and is not a comprehensive disclosure of its

full scope or all of its features.
[0007] According to various embodiments, a method
of acquiring image data of a subject with an imaging sys-
tem is disclosed including positioning an imaging system
relative to a region of interest, which can be encom-
passed by at least a portion of a human subject. The
imaging system can include a detector to detect emitted
energy, such as X-rays, from a source. The source and
the detector can be provided generally opposite or op-
posed to one another in a gantry. A rotor can be posi-
tioned in the gantry that moves the source and the de-
tector within the gantry. Moving the detector generally
includes moving the source at a fixed position relative to
the detector to maintain the opposed positioning.
[0008] The method can further include positioning the
gantry in a predetermined first orientation relative to the
human subject based upon known possible movements
of the gantry and a detector within the gantry to acquire
a selected image data set of the human subject and mov-
ing at least one of the gantry and the detector to a pre-
determined final orientation relative to the human subject
while acquiring image data of the human subject to ac-
quire the selected image data set of the human subject.
A three-dimensional model of the portion of the human
subject regarding which the image data was acquired
can be constructed based on the image data and the
three-dimensional model can be displayed. The image
data acquired of the human subject with the imaging sys-
tem can include two-dimensional projections of the sub-
ject. These projections are acquired by detection of X-
rays from the source. The three-dimensional model can
be a three-dimensional volumetric model derived and/or
generated from the acquired image data. Two dimen-
sional projections can also be generated of the model
which are line integrals of a three-dimensional object or
model.
[0009] Further areas of applicability will become ap-
parent from the description provided herein. The descrip-
tion and specific examples in this summary are intended
for purposes of illustration only and are not intended to
limit the scope of the present disclosure.

DRAWINGS

[0010] The drawings described herein are for illustra-
tive purposes only of selected embodiments and not all
possible implementations, and are not intended to limit
the scope of the present disclosure.

Fig. 1 is an environmental view of an imaging system
in an operating theatre;
Fig. 2 is a flowchart of a procedure for acquiring im-
age data of a subject for rendering a model of the
subject;
Fig. 3 is a flowchart showing an expanded portion of
the flowchart in Fig. 2;
Figs. 4A-4E illustrate possible movements of an im-
aging system; and

1 2 



EP 3 348 199 B1

3

5

10

15

20

25

30

35

40

45

50

55

Fig. 5 is a flowchart showing an expanded portion of
the flowchart in Fig. 2.

[0011] Corresponding reference numerals indicate
corresponding parts throughout the several views of the
drawings.

DETAILED DESCRIPTION

[0012] Example embodiments will now be described
more fully with reference to the accompanying drawings.
[0013] With reference to Fig. 1, in an operating theatre
or operating room 10, a user, such as a surgeon 12, can
perform a procedure on a patient 14. In performing the
procedure, the user 12 can use an imaging system 16 to
acquire image data of the patient 14 for performing a
procedure. The image data acquired of the patient 14
can include two-dimension (2D) projections acquired
with a X-ray imaging system, including those disclosed
herein. It will be understood, however, that 2D forward
projections of a volumetric model can also be generated,
also as disclosed herein.
[0014] A model can be generated using the acquired
image data. The model can be a three-dimension (3D)
volumetric model generated based on the acquired im-
age data using various techniques, including algebraic
iterative techniques, also as discussed further herein.
Displayed image data 18 can be displayed on a display
device 20. The displayed image data 18 can be a 2D
image, a 3D image, or a time changing four-dimension
image. The displayed image data 18 can also include the
acquired image data, the generated image data, both, or
a merging of both the types of image data.
[0015] It will be understood that the image data ac-
quired of the patient 14 can be acquired as 2D projec-
tions, for example with a X-ray imaging system. The 2D
projections can then be used to reconstruct the 3D vol-
umetric image data of the patient 14. Also, theoretical or
forward 2D projections can be generated from the 3D
volumetric image data. Accordingly, it will be understood
that image data can be either or both of 2D projections
or 3D volumetric models.
[0016] The display device 20 can be part of a processor
system 22 that includes an input device 24, such as a
keyboard, and one or more processors 26 (the one or
more processors can include multiple-processing core
processors, microprocessors, etc.) that can be incorpo-
rated with the processing system 22. A connection 28
can be provided between the processor 26 and the dis-
play device 20 for data communication to allow driving
the display device 20 to illustrate the image data 18.
[0017] The imaging system 16 can include an O-Arm®
imaging system sold by Medtronic Navigation, Inc. hav-
ing a place of business in Louisville, CO, USA. The im-
aging system 16, including the O-Arm® imaging system,
or other appropriate imaging systems in use during a
selected procedure are also described in U.S. Patent ap-
plication number 12/465,206 filed on May 13, 2009, and

published as US2010290690 A1 on November 18, 2010.
[0018] The O-Arm® imaging system 16 includes a mo-
bile cart 30 that includes a control panel or system 32
and an imaging gantry 34 in which is positioned a source
unit 36 and a detector 38. The mobile cart 30 can be
moved from one operating theater or room to another
and the gantry 34 can move relative to the cart 30, as
discussed further herein. This allows the imaging system
16 to be mobile allowing it to be used in multiple locations
and with multiple procedures without requiring a capital
expenditure or space dedicated to a fixed imaging sys-
tem.
[0019] The source unit 36 can emit x-rays through the
patient 14 to be detected by the detector 38. As is un-
derstood by one skilled in the art, the x-rays emitted by
the source 36 can be emitted in a cone and detected by
the detector 38. The source/detector unit 36/38 is gen-
erally diametrically opposed within the gantry 34. The
detector 38 can move rotationally in a 360° motion around
the patient 14 generally in the directions of arrow 39 within
the gantry 34 with the source 36 remaining generally 180°
from and opposed to the detector 38. Also, the gantry 34
can isometrically sway or swing (herein also referred to
as iso-sway) generally in the direction of arrow 40, rela-
tive to the subject 14, which can be placed on a patient
support or table 15, . The gantry 34 can also tilt relative
to the patient 14 illustrated by arrows 42, move longitu-
dinally along the line 44 relative to the patient 14 and the
cart 30, can move up and down generally along the line
46 relative to the cart 30 and transversely to the patient
14, and move perpendicularly generally in the direction
of arrow 48 relative to the patient 14 to allow for position-
ing of the source/detector 36/38 relative to the patient
14. The O-Arm® imaging device 16 can be precisely con-
trolled to move the source/detector 36/38 relative to the
patient 14 to generate precise image data of the patient
14. The imaging device 16 can be connected with the
processor 26 via connection 50 which can include a wired
or wireless connection or physical media transfer from
the imaging system 16 to the processor 26. Thus, image
data collected with the imaging system 16 can be trans-
ferred to the processing system 22 for navigation, dis-
play, reconstruction, etc.
[0020] Briefly, according to various embodiments, the
imaging system 16 can be used with an unnavigated or
navigated procedure. In a navigated procedure, a local-
izer, including either or both of an optical localizer 60 and
an electromagnetic localizer 62 can be used to generate
a field or receive or send a signal within a navigation
domain relative to the patient 14. The navigated space
or navigational domain relative to the patient 14 can be
registered to the image data 18 to allow registration of a
navigation space defined within the navigational domain
and an image space defined by the image data 18. A
patient tracker or dynamic reference frame 64 can be
connected to the patient 14 to allow for a dynamic regis-
tration and maintenance of registration of the patient 14
to the image data 18.
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[0021] An instrument 66 can then be tracked relative
to the patient 14 to allow for a navigated procedure. The
instrument 66 can include an optical tracking device 68
and/or an electromagnetic tracking device 70 to allow for
tracking of the instrument 66 with either or both of the
optical localizer 60 or the electromagnetic localizer 62.
The instrument 66 can include a communication line 72
with a navigation interface device 74 as can the electro-
magnetic localizer 62 and/or the optical localizer 60. Us-
ing the communication lines 74, 78 respectively, the
probe interface 74 can then communicate with the proc-
essor 26 with a communication line 80. It will be under-
stood that any of the communication lines 28, 50, 76, 78,
or 80 can be wired, wireless, physical media transmission
or movement, or any other appropriate communication.
Nevertheless, the appropriate communication systems
can be provided with the respective localizers to allow
for tracking of the instrument 66 relative to the patient 14
to allow for illustration of the tracked location of the in-
strument 66 relative to the image data 18 for performing
a procedure.
[0022] It will be understood that the instrument 66 can
be an interventional instrument and/or an implant. Im-
plants can include a ventricular or vascular stent, a spinal
implant, neurological stent or the like. The instrument 66
can be an interventional instrument such as a deep brain
or neurological stimulator, an ablation device, or other
appropriate instrument. Tracking the instrument 66 al-
lows for viewing the instrument’s 66 location relative to
the patient 14 with use of the registered image data 18
and without direct viewing of the instrument 66 within the
patient 14.
[0023] Further, the imaging system 16 can include a
tracking device, such as an optical tracking device 82 or
an electromagnetic tracking device 84 to be tracked with
a respective optical localizer 60 or electromagnetic local-
izer 62. The tracking device can be associated directly
with the source 36, the detector 38, the gantry 34, or
other appropriate part of the imaging system 16 to deter-
mine the location or position of the detector relative to a
selected reference frame. As illustrated, the tracking de-
vice can be positioned on the exterior of the housing of
the gantry 34.
[0024] Accordingly, the imaging device 16 can be
tracked relative to the patient 14 as can the instrument
66 to allow for initial registration, automatic registration
or continued registration of the patient 14 relative to the
image data 18. Registration and navigated procedures
are discussed in the above U.S. Patent application
12/465,206.
[0025] With reference to Fig. 2, a flowchart 100 illus-
trates an exemplary procedure of acquiring image data
with the imaging system 16 and performing a procedure
with the acquired image data and a selected reconstruc-
tion and verifying/confirming/determining a success of
the selected procedure. The flowchart 100 can begin in
start block 102 and proceed to select a region of an anat-
omy of a subject to be imaged in block 104. Selecting

the appropriate region of the subject can include select-
ing a region of the patient 14 for imaging. For example,
if a spinal implant is to be positioned in a lumbar region,
then selecting a lumbar region of the patient to be imaged
can be made. Similarly, if a brain or neuro procedure is
to be performed, the brain or the head of a patient 14 can
be imaged. In like manner a pelvis, legs, or any other
appropriate portion of an anatomy of the subject 14 can
be imaged.
[0026] Once the region is selected, the region can be
inputted in block 106. After inputting the region, an opti-
mal movement of the imaging system 16 can be auto-
matically determined and/or recalled in block 108. Move-
ment of the imaging system 16 can include movement
of the source 36 and the detector 38 generally 360°
around a longitudinal axis 14L of the patient 14 and move-
ment of the gantry 34 relative to the patient 14, including
the isometric sway angular movement 40, tilt movement
42, longitudinal movement 44, and other movements of
the gantry 34 relative to the patient 14. Movement of the
detector 38 alone or with movement of the gantry 34 can
move the detector 38 and the source 36 relative to the
patient 14 to acquire image data at a plurality of selected
locations and orientations relative to the subject 14.
[0027] The optimal movement can be based on acquir-
ing adequate image data to generate an initial three di-
mension model in block 112. The model can be gener-
ated, as discussed below, with the image data acquired
during movement of the imaging system along the opti-
mal path. The optimal path can be one that allows an
appropriate image data collection with minimal radiation
usage or exposure. The image data collection can be
optimized to acquire image data with minimal, but appro-
priate overlap of data collection. Also, the optimization
can allow for the collection of sequential/step image col-
lection or continuous image collection during the image
data collection. Regardless, the optimal path is automat-
ically executed by the imaging system to collect the ap-
propriate amount of image data during the path.
[0028] Also, the optimal path can differ from a manual
path in acquiring image data at only predetermined loca-
tions of the detector relative to the patient 14. This will
allow for the usage of only minimal radiation dosages to
acquire the image data by collecting minimal, but appro-
priate amounts of image data of the patient. The path
can be designed to move in non-circular motions relative
to the patient 14 to achieve the image data collection and
at selected times during the path from a beginning or
initial position to a final position.
[0029] After automatically determining optimal move-
ment in block 108, the imaging system 16 can be moved
according to the optimal movement in block 110. Image
data can be acquired of the patient 14 while moving the
source/detector 36/38 which can be used, such as with
transfer to the processor 26 or stored in any appropriate
storage media, for analysis and reconstruction. Automat-
ic reconstruction of an initial three dimensional model of
the subject can be then be performed in block 112. Re-
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construction of the three dimensional model can be per-
formed in any appropriate manner, such as using an al-
gebraic techniques for optimization.
[0030] Appropriate algebraic techniques include Ex-
pectation maximization (EM), Ordered Subsets EM (OS-
EM), Simultaneous Algebraic Reconstruction Technique
(SART) and total variation minimization, as generally un-
derstood by those skilled in the art. The application to
performing a 3D volumetric reconstruction based on the
2D projections allows for efficient and complete volumet-
ric reconstruction. Generally, an algebraic technique can
include an iterative process to perform a reconstruction
of the patient 14 for display as the image data 18. For
example, a pure or theoretical image data projection,
such as those based on or generated from an atlas or
stylized model of a "theoretical" patient, can be iteratively
changed until the theoretical projection images match
the acquired 2D projection image data of the patient 14.
Then, the stylized model can be appropriately altered as
the 3D volumetric reconstruction model of the acquired
2D projection image data of the selected patient 14 and
can be used in a surgical intervention, such as navigation,
diagnosis, or planning. The theoretical model can be as-
sociated with theoretical image data to construct the the-
oretical model. In this way, the model or the image data
18 can be built based upon image data acquired of the
patient 14 with the imaging device 16.
[0031] The 2D projection image data can be acquired
by substantially annular or 360° orientation movement of
the source/detector 36/38 around the patient 14 due to
positioning of the source/detector 36/38 moving around
the patient 14 in the optimal movement. Also, due to
movements of the gantry 34, the detector need never
move in a pure circle, but rather can move in a spiral
helix, or other rotary movement about or relative to the
patient 14. Also, the path can be substantially non-sym-
metrical and/or non-linear based on movements of the
imaging system 16, including the gantry 34 and the de-
tector 38 together. In other words, the path need not be
continuous in that the detector 38 and the gantry 34 can
stop, move back the direction from which it just came
(e.g. oscilate), etc. in following the optimal path. Thus,
the detector 38 need never travel a full 360° around the
patient 14 as the gantry 34 may tilt or otherwise move
and the detector 38 may stop and move back in the di-
rection it has already passed.
[0032] The reconstructed model can then be displayed
on the display device 20 in block 114. As discussed
above, the imaging system 16 can be used to generate
image data or allow for reconstruction of a model of the
patient 14 or portion of the patient 14 relating to the se-
lected region in block 104 substantially in the operating
theatre 10. Accordingly, the imaging device 16 can be
used immediately prior to or during an operative proce-
dure. Also, the imaging device 16 can be moved from
one operating theater to another with the cart 30 that has
wheels or is otherwise mobile. This can reduce require-
ments of operating rooms dedicated to imaging or having

a fixed imaging system.
[0033] Because the imaging system 16 can be used
during or before a procedure, a decision block can be
used to determine whether procedures are to be per-
formed in block 116. If no procedure is to be performed
then NO path can be followed to end block 120. It will be
understood that the displayed reconstructed model can
be viewed by the user 12 or any appropriate person or
technician for analyzing the patient 14. The reconstructed
model can be used to for analysis, diagnosis or planning
as appropriately selected. If a procedure is to be per-
formed, a YES path 122 can be followed to a second
decision block 140 to determined whether the procedure
is to be navigated.
[0034] If the procedure is to be navigated, a YES path
142 can be followed to register the reconstructed model
to an appropriate reference frame (such as the dynamic
reference frame 64) associated with the subject in block
144. Registration can be performed in any appropriate
manner such as identifying landmarks or fiducials on the
patient 14 and related marks in the image data 18. The
registration can be substantially automatic, inherent by
positioning the patient 14 at a known location relative to
the imaging device 16, or manually. Once registration is
achieved, registration can be maintained with the dynam-
ic reference frame 64 connected to the patient 14 and
tracked with the appropriate tracking system using the
selected localizer 60, 62. Once registered, a procedure
can be navigable performed in block 146.
[0035] If it is selected to not perform a navigated pro-
cedure, then a NO path 148 can be followed to perform
a selected procedure without navigation in block 150. If
no navigation is required, the localizer 60, 62 need not
be used to track instruments and the reconstructed image
model can be used to determine a particular procedure
or for analysis in selecting an appropriate implant or the
like.
[0036] Once the procedure has been performed, it can
be selected to obtain confirmation images in block 160.
The confirmation images can be used to confirm the pro-
cedure was completed satisfactorily, according to a pre-
determined plan, etc. The confirmation images can be
equal in amount, less, or more than the image data ac-
quired in block 110. After selecting to obtain confirmation
images in block 160, discriminatory images can be ob-
tained in block 162. The discriminatory images can be
selected limited number of images of the patient 14 at
discrete positions relative to the patient 14.
[0037] After acquiring or obtaining the discriminatory
images in block 162, an optimal path for the imager for
acquiring comparative images can automatically be de-
termined in block 164. A procedure of obtaining the dis-
criminatory images in block 162 and automatically deter-
mining an optimal comparative imager path for compar-
ative images in block 164 will be described in further detail
herein. Determining the optimal comparative path can
include avoiding regions of collision. This can include a
user inputting or the system can recall positions of posi-
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tioned instruments and avoid colliding with these in the
optimal path. The items that may cause collision need
not necessarily be surgical instruments, but can be other
items in the operating theater. Nevertheless, once the
optimal comparative path for acquiring the comparative
images is determined, the imager can be moved along
the optimal comparative path in block 166 and compar-
ative image data can be acquired during movement in
the optimal comparative path in block 168.
[0038] An automatic reconstruction of a post proce-
dure 3D reconstructed model, also referred to herein as
a comparative model, using the comparative image data
to compare to the initial reconstructed model can be per-
formed in block 170. The post procedure or comparative
model is based on image data, such as 2D projections,
acquired of the patient 14 after a portion of or all of the
procedure has been performed. The comparative model
can be reconstructed using a similar algebraic iterative
technique that can be used to generate the new or the
initial pre-procedure 3D volumetric reconstructed model
based only on comparing the comparative image data to
the initial three dimensional model, as discussed further
herein. The comparative model can then be displayed
on an appropriate display device, including the display
device 20, in block 172 and the procedure can then end
in block 120.
[0039] Thus, it will be understood that the flowchart
100 can be used for different or multiple procedures in-
cluding automatically determining an optimal path for a
initial patient image acquisition and model reconstruction
that can end in block 120. However, it can also be deter-
mined to perform a procedure and allow for navigation
of a procedure with the initial reconstructed model from
block 112. The procedure can be navigated or not navi-
gated and after the procedure, a confirmation or verifica-
tion can be performed using comparative image data ac-
quired with the imaging device 16 to image the patient
14 to view the results of the performed procedure. The
method can then end in block 120 after performing the
procedure and performing a comparison or generating a
comparative model with the image data.
[0040] The flowchart 100 illustrates a procedure or
method that can begin with acquiring images of a patient,
reconstructing a model of the patient, performing a pro-
cedure, and confirming or verifying a procedure with ad-
ditional imaging. As discussed above, automatically de-
termining an optimal movement of the imager in block
108 can include various steps or procedures. As illustrat-
ed in Fig. 3 in a flowchart 200 of a method, procedures
for determining the optimal movement of the imager in
block 108 are illustrated in the flowchart 200. The flow-
chart 200 can be understood to be an expansion of blocks
108 and 110 in flowchart 100. Accordingly, block 106,
which includes inputting the selected region, can begin
the method 200. Then the method 200 can end by flowing
into block 112 to reconstruct the initial three dimensional
model of the subject 14. Accordingly, the flowchart 200
can be understood to be a part of the flowchart 100 ex-

panded and illustrated in detail.
[0041] Once the region is selected in block 106, the
flowchart 200 can begin with block 202 by calling an op-
timal path from a memory device based on the input re-
gion. Calling the optimal path can include accessing a
memory system that can be included in the cart 30, as-
sociated with a processor 26, or at any other appropriate
location. The optimal path 202 can be based upon preac-
quired or predetermined knowledge of general or stand-
ard anatomy of the subject, such as a human patient, the
geometry of the imaging system 16, the possible move-
ments of the imaging system 16, and other criteria to
obtain a selected or optimal image data of the subject 14
based upon the input region in block 106. For example,
the optimal path can include an appropriate beginning or
initial location of the detector 38 relative to the patient
38, movements of the detector 38 and the gantry 34 rel-
ative to the patient 14, and a final location of the detector
38 relative to the patient 14. The path can be to achieve
an appropriate image data collection to allow for the initial
three dimension reconstruction in block 112 of the se-
lected region of the patient 14.
[0042] The optimal path can be based upon testing and
analysis of image data acquisition of the patient 14 or
patients prior to a current patient 14. The analysis can
be based upon test image data acquired of various pa-
tients and a plurality of patients. Statistical and other anal-
ysis can then be applied to the image data to determine
optimal location for positioning the detector 38 relative
to the patient to image a the selected region. A path of
movement of the detector 38 can then be determined
within the movement range of the imaging device to ac-
quire the optimal image data at the determined locations.
Generally, the optimal path will allow for the acquisition
of an appropriate amount of image data to allow for a
true or appropriate three dimensional reconstruction of
the patient 14 with minimal exposure to radiation from
the source 36. Regardless of the method for determining
the optimal path, the optimal path can be called in block
202 to determine or input movements of the imaging sys-
tem 16 relative to the patient 14.
[0043] The optimal path can be used to acquire enough
image data to form or reconstruct the initial three-dimen-
sional image model of the patient 14 in block 112, but
with limited patient exposure to radiation or image acqui-
sition time. The optimal path will include both a path of
movement and a timing and number of image data posi-
tions to be acquired. Thus, the detector 38 can be in-
structed to move relative to the patient 14 in the selected
path and either stop to acquire image data or collect im-
age data at a selected rate.
[0044] The optimal path will, therefore, acquire an ap-
propriate amount of image data with substantially only a
necessary overlap of image positions that allows for the
model reconstruction. This can limit radiation exposure
and eliminate manual movement of the imaging system,
either with a controller or with physical power, to acquire
the image data. The optimal path in acquiring the image
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data for reconstruction can be used to ensure that enough
image data perspectives of the patient 14 are acquired
for the reconstruction with minimal undersampling or un-
necessary over sampling of different perspectives. Also,
the movement of the imaging system in combination with
the optimal path can ensure that the detector 38 is able
to reach all of the optimal imaging positions.
[0045] The patient 14 can be positioned at a selected
location relative to the imaging system in block 204, this
position can be based on the called optimal path form
block 202. Positioning the patient 14 relative to the im-
aging system 16 can include positioning the patient on
the operating bed or support 15 and can further include
securing the patient with securing straps or members 208
to the patient support 15. Further, positioning the patient
14 relative to the selected imaging system 16 can include
positioning the patient 14 at a selected position relative
to the gantry 34 so that the input selected region from
block 106 is positioned at a selected position relative to
the cart 30 or other position of reference for the imaging
system. The gantry 34 is able to move due to the me-
chanical connections to the gantry 34 to the cart 30 rel-
ative to the cart 30 and the optimal path can be referenced
to a reference point of the cart 30. Thus, the patient 14
or other subject can be positioned relative to the refer-
ence position of the cart 30 so that the optimal path can
be achieved relative to the reference position. For exam-
ple, if a lumbar region is to be imaged the patient can be
positioned such that the L1 vertebra is aligned with a
reference point of the cart 30 and about 15 cm from the
reference point. It will be understood that the reconstruc-
tion can occur with selected amounts of interpolation
based on small differences in varying patient anatomy
and positioning of the patient 14.
[0046] Additionally, the detector 38 is positioned on a
rail or track system within the gantry 34 and is able to
rotate around a center defined relative to the annular gan-
try 34 and therefore the detector 38 also moves relative
to the cart 30. Accordingly, the patient 14 is moved to a
position relative to the imaging system 16, including the
cart 30, which allows the detector 38 to be positioned at
a selected position relative to the patient 14 to allow for
acquisition of image data according to the optimal path
called in block 202. Again, the patient 14 can be moved
relative to a reference point relative to which the optimal
path is selected and the detector 38 can be instructed to
follow the optimal path once the patient 14 is positioned
in the selected position in block 204.
[0047] Once the patient 14 is positioned in the selected
location relative to the imaging system in block 204, the
gantry 34 can be moved to a start position in block 206
and the detector 38 can be moved to a start position in
block 208. It will be understood that the imaging system
16 may have a park or stationary orientation that may
include a standard or set start position that does not re-
quire the gantry 34 or the detector 38 to move to a specific
start position for each optimal path, but instead is a stand-
ard imaging system start position. Nevertheless, the op-

timal path may include a selected optimal start position,
which can be achieved by moving the gantry 34 to a start
position in block 206 and moving the detector 38 to a
start position in block 208.
[0048] Further, it will be understood that moving the
detector 38 also includes moving the source 36, which
is substantially diametrically opposed to the detector 38
across the patient 14 and the gantry 34. As discussed
above, and understood by one skilled in the art, the
source 36 can be an x-ray source. The detector 38 is
generally positioned directly opposed to the source 36
on an opposite side of the subject to be imaged, such as
the patient 14. Discussion herein of movement of the
detector 38, therefore generally, includes inherent move-
ment of the source 36 to ensure that a beam of x-rays
passes through the patient 14 in an appropriate manner
to be detected by the detector 38.
[0049] After the gantry 34 and the detector 38 are
moved to the start position in blocks 206, 208 respec-
tively, block 210 can include detecting x-rays emitted
from the source 36. As understood by one skilled in the
art, once detection begins, image data acquisition also
begins. Accordingly, if the detector 38 is positioned op-
posed to the source 36, with the patient 14 in the beam
of the x-rays, then image data is detected by the detector
of the patient 14. After the x-rays begin being emitted
and detected in block 210, decision block 212 allows for
determining what the next movement is. If only a single
image position is required or determined by the optimal
path in block 202, then a none decision path 214 can be
followed. If the none decision path 214 is followed, then
the processor can exit the flowchart 200 and move to the
reconstruction block 112 from the flowchart 100.
[0050] Generally, however, movement of the gantry 34
and/or the detector 38 may be selected to achieve mul-
tiple orientations of the detector 38 relative to the patient
14 to allow for a more complete or better reconstruction
of a model of the patient 14. In particular, when recon-
structing a three dimensional model it may be selected
to acquire a plurality of orientations or positions of the
detector 38 relative to the patient 14 to allow for the three
dimensional reconstruction. In particular, it may be se-
lected to move the detector 38 at least 360° around the
patient 14 to allow for detection of x-rays and therefore
image data, at a complete 360° circle around the patient
14 and therefore 360° around the region input in block
106. Although, movement of the detector 38 need not be
circular, but can be spiral, etc., as discussed above.
[0051] The movement of the detector 38, however,
may be generally stepwise or sequential or continuous
and image data acquisition may also follow this process.
In other words, the detector 38 may be allowed to con-
tinually or substantially continually (e.g. about 10 milli-
second detector refresh-rate) collect image data of the
patient 14 as the detector moves in the optimal path.
Alternatively, or in addition to the continuous collection,
the detector 38 may be moved from one optimal location
to another and only collect limited image data at the se-
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lected locations to generate a more step-wise image data
acquisition.
[0052] Accordingly, the decision block 212 of what the
next movement is can generally lead to at least one of
five movement choices. It will be understood that the im-
aging system 16 can move in any appropriate manner
and those discussed here are exemplary of movement
of the O-Arm® imaging system. Regardless, a first type
of movement can include rotational movement of the de-
tector 38 around the patient in block 216. As exemplarily
illustrated in Fig. 4A, rotation of the detector 38 can in-
clude movements of the detector 38 generally in the di-
rection of arrow 39 in an annular or circular path around
the gantry 34 of the imaging system 16. The patient 14
positioned within the imaging system 16 can be imaged
with the x-rays by movement of the detector 38 relative
to the patient 14 as the detector moves in the annular
path 39. Motorized portions can move the detector 38
along the track within the gantry 34 at precise steps or
substantially continuous movements as selected by the
optimal path in block 202.
[0053] Selected movements can include perpendicu-
lar movement of the gantry 34 in block 218 relative to the
patient 14 and the cart 30 in the direction of arrow 48, as
illustrated in Fig. 4A. The perpendicular movement of the
gantry 34 allows the patient 14 to be positioned relative
to the cart 30 on the patient support 15 with enough clear-
ance for procedures or other instruments. The gantry 34
can then move to a selected position to move the detector
38 in the selected path, as discussed herein.
[0054] The gantry 34 can also be tilted, as illustrated
in Fig. 4B relative to the patient 14 or the cart 30 generally
in the direction of arrow 42 in block 220. Tilting of the
gantry 34 allows for tilting of the beam of x-rays, illustrated
by vector XV1 from a first position illustrated by a vector
XV1 to a second position or orientation illustrated by a
vector XV1’ and the second orientation of the detector
38a in the tilted gantry 34a. Accordingly, the gantry 34
can tilt relative to the patient 14 to provide a selected
orientation of the detector 38 relative to the patient 14. It
will be understood that the gantry 34 can tilt either during
or at a selected time in the path of the detector or move-
ment of the detector 38 relative to the patient 14. Accord-
ingly, the detector may move from a start position, as
illustrated in Fig. 4A to a position approximately 90° ro-
tated relative to the patient 14 and then the gantry 34 can
tilt relative to the patient 14 and the detector 38 can either
return the same 90°, move an additional arc in the same
direction as previously moved, or return a portion of the
arc previously traversed. It will be further understood that
the detector 38 may rotate an entire 360° within the gantry
34 and then the gantry 34 can tilt and the detector 38 can
return or move in a reverse direction within the gantry
towards its initial starting position within the gantry, but
along a different path defined now by the tilted gantry 34
relative to the patient 14.
[0055] The gantry 34 can also translate longitudinally
in block 230 as illustrated in Fig. 4C. The translation can

generally be in the direction of arrow 44, as also illustrated
in Fig. 1, which can generally be along the longitudinal
axis of the patient 14L. Again, movement of the gantry
34 can be used to move the detector 38 from a first po-
sition or a selected position to a second selected position
illustrated in phantom 38b. Thus, the gantry 34 can move
from a first selected position 34 to a second selected
position 34b and subsequently the direction or orientation
of the x-ray beam can move from a first position, illus-
trated by a vector XV2 to a second position illustrated by
vector XV2’.
[0056] The gantry 34 can also iso-sway in block 240
as illustrated in Fig. 4D. The iso-sway of the gantry 34
can be generally in the direction of arrow 40, as also
illustrated in Fig. 1. Iso-swaying the gantry 34 moves the
gantry 34 in a portion of an arc around a line tangent to
the gantry 34. Iso-swaying the gantry 34 can move the
detector 38 from a first position, illustrated as 38 in Fig.
4D to a second position illustrated in phantom 38c in Fig.
4D. The iso-sway of the gantry 34 can allow for different
orientations of the detector 38 relative to the patient 14
not allowed only by tilting the gantry 34 in block 220 as
illustrated in Fig. 4B. Accordingly, the gantry 34 can also
be iso-swayed relative to the patient 14 as illustrated in
Fig. 4D to move the detector 38 and the respective x-ray
vector relative to the patient 14.
[0057] Finally, the gantry can be translated up and
down in block 250 as illustrated in Fig. 4E. Moving the
gantry 34 up and down relative to the cart 30 or the patient
14 can move the detector 38 from a first position, illus-
trated as 38 in Fig. 4E to a second position, illustrated in
phantom 38’ in Fig. 4E. Accordingly, the x-ray vector can
move from a first position XV4 to a second position XV4
as the gantry is moved to a second position 34d’. Al-
though the movement illustrated in Fig. 4E illustrates that
the x-ray vector XV is generally still substantially perpen-
dicular to a longitudinal axis of the patient 14, it will be
understood that movement of the imaging system 16 can
be combined.
[0058] Accordingly, movement of the gantry 34 up and
down as illustrated or defined by movement in the direc-
tion of arrow 46 can be combined with iso-swaying in
block 240 and tilting in block 220 to move the x-ray vector
or beam vector relative to the patient 14 that is not allowed
by simply tilting or isotilting the gantry 34. The coordinat-
ed movements of the gantry 34 and the detector 38 can
cause longitudinal pivoting and other coordinated move-
ments relative to the patient 14. The coordinated move-
ments allow the gantry 34 and the detector 38 to move
substantially simultaneously or effectively simultaneous-
ly to achieve movement in multiple axes during a move-
ment relative to the patient 14.
[0059] Once the next movement is determined the
movement can be achieved in one of the blocks 216,
218, 220, 230, 240, or 250. After the appropriate move-
ment is determined or made in one of the respective
movement blocks, a further decision block can be used
to determine whether another movement is required in
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block 260. If no additional movement is required, then a
NO path 262 can be followed to the reconstruction block
112 and follow the flowchart 100 discussed above.
[0060] It will be understood that certain optimal paths
may only require a single movement from an original or
starting position to achieve a selected data set acquisi-
tion. Further, it will be understood that translating a de-
tector 216 can include a continuous translation or can
include a certain amount of translation. Accordingly, if
the movement selected in block 212 is translation of the
detector 38, a single 360 degree sweep or scan can be
made of the patient 14 and that can be the only movement
required to acquire the image data or reconstruction in
block 112.
[0061] Nevertheless, additional movements may be
required, such as combination of different movements,
therefore a YES path 264 can be followed back to the
initial decision block 212 to determine what the next
movement is. The next movement can be included in the
optimal path called in block 202 and can include addi-
tional movements, such as a selected tilt or translation
or can include moving the gantry 34 after translating the
detector 38 a selected amount. For example, as dis-
cussed above, the detector 38 can translate a certain arc
length, such as about 90°, and then the gantry 34 can
be tilted in block 220 a selected amount, such as about
5° from its last position, thus allowing the detector 38 to
translate at a different orientation relative to the patient
14. Accordingly, the determination of whether another
movement is required in block 260 can be used to move
the detector 38 and substantially complex orientations
and movements relative to the patient 14 to acquire an
optimal image data set according to the optimal path in
block 202.
[0062] The imaging system can move relative to the
patient 14 in a selected amount which can be used to
identify or determine the optimal path which can be called
in block 202. Movement of the imaging system 16 can
include a substantially 360° rotation or translation of the
detector 38 relative to the patient 14. Additionally, tilt
movement of the gantry 34 can be about 30 degrees (°)
to about 60°, including about 40° to about 50°, and further
including about 45° either direction of a line normal to the
longitudinal axis 14L of the patient. The gantry 34 can
also have a total longitudinal translation movement of
about 10 centimeters (cm) to about 30 cm, including
about 15 cm to about 20 cm, and including about 17.8
cm. The gantry 34 can have an isotilt of about 5° to about
20°, and further about 10° to about 15° and further about
12° either direction of a line substantially normal to the
longitude axis 14L of the patient 14. Finally, the gantry
34 can have a total up and down movement of about 20
cm to about 70 cm, about 40 cm to about 50 cm, and
further about 45.7 cm.
[0063] Any of the possible movements can be com-
bined to move the detector 38 at any selected position
relative to the patient 14 required by the optimal path.
The optimal path called in block 202, however, can be

based upon the region inputted in block 106 and can be
substantially standardized for a selected type of subject,
such as a human patient. Thus, the optimal path can be
standardized based on analysis, image data acquired at
various positions of the detector, etc. for a human patient.
For example, to allow for a reconstruction of a vertebra
the optimal path can include obtaining two orthogonal
images in a first plane, tilting the gantry 34 collecting two
additional orthogonal images at different locations, then
isotilting the gantry 34 and repeating. The movements of
the imaging system 16 can be used to ensure an appro-
priate perspective relative to the patient 14 and the opti-
mal path can be used to ensure that the optimal number
of image data locations are acquired for each patient.
[0064] The optimal path, in accessing it for acquiring
the image data, can be used to limit radiation and power
usage to only a minimal or optimal amount for image data
collection. Further, a technician or user of the imaging
system 16 need not guess or determine positions for im-
age data acquisition for each new patient. This can re-
duce procedure time and training. In other words, a com-
pletely manual system may require the user to ensure
positioning of the patient 14 relative to the detector 38 is
proper for each image and can overcompensate for lim-
itations in knowledge of the imaging system 16 by over
acquiring the image data and, thus, possibly using more
power and radiation than necessary. Also, the optimal
path can ensure that enough image data is acquired for
the model reconstruction with a minimal number of image
data acquisition positions or radiation usage. Thus, over-
or under-sampling can be avoided.
[0065] The optimal path can be stored and accessed
substantially quickly during a procedure to allow for the
acquisition of an image data set substantially immediate-
ly prior to the performing of a procedure for the particular
type of subject, such as the human patient 14. It will be
understood, that substantially immediately prior to per-
forming of a procedure can include the time after the op-
erating theater 12 has been prepared for the procedure
and the patient 14 is also prepared for the procedure and
either the operating surgeon is in the operating theatre
12 or preparing to enter the operating theater 12. Thus,
the image data acquired of the patient 14 is substantially
immediately before performing the procedure and gen-
erally in the same room or operating theater.
[0066] The flow chart 100 illustrated in FIG. 2, as briefly
discussed above, illustrates a method for automatically
acquiring image data, forming an initial reconstruction or
model of the patient, performing a procedure, and per-
forming the confirmation or verification procedure. The
confirmation or verification procedure discussed above
in flow chart 100 is illustrated in greater detail in flow chart
300 in FIG. 5. It will be understood that the procedure
illustrated in flow chart 300 can be included in the flow
chart 100 discussed above. It is described in greater de-
tail here for understanding of a confirmation or verification
procedure according to various embodiments.
[0067] After performing a selected procedure, it can be
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selected to obtain confirmation or verification images for
a comparative reconstruction in block 160. Once this se-
lection has been made to obtain verification images or
to reconstruct the verification or comparative model, an
input of the procedure type or location can be made in
block 302. The input of the location or type of procedure
in block 302 can be manually input by the user 12 after
performing the procedure or could be called or recalled
from the region initially selected in block 104, or deter-
mined by performing a navigated procedure in block 146.
It will be understood that the navigated procedure can
include inputs regarding the type of implant, region of the
anatomy of the patient 14, or other information that can
be used to determine the type or location of the procedure
for input in block 302. Accordingly, the input of procedure
type or location in block 302 can be manually input at a
selected time by the user 12, or any other appropriate
individual, or can be automatically determined or recalled
based upon previous inputs.
[0068] With or without the procedure or location input
in block 302, a determination of possible locations of
change or augmentation to the subject 14 can be made
in block 304. The determination of possible location are
subject to change or augmentation in block 304 can be
based upon known movement of the patient 14 based
upon the procedure performed in block 146 or 150, or
can be input by the user 12 or other appropriate individual
manually. For example, if the procedure is to implant a
spinal implant, it may be known which vertebrae were
affected and which vertebrae should be imaged for a
comparative reconstruction. This determination can be
made automatically by the processor 26, or other appro-
priate processor executing instructions based upon the
input procedure, or based upon a manual input by the
user 12 or other appropriate individual.
[0069] Also, if the procedure is a navigated procedure
the processor can include input regarding the portion of
the patient 14 on which a procedure is performed and/or
which areas or volume of the initial model may be
changed due to the tracked instrument relative to the
registered image data. The patient 14 can be registered
to the image data 18 displayed on the display 20. The
image data 18 can include the initial 3D reconstructed
model. Thus, the initial 3D model can be registered to
the patient 14 and the location of the instrument 66 is
tracked relative to the patient 14 and the image data 18.
This, in turn, allows the processor system 26 to determine
the location of the instrument 66, possible change of the
patient 14, etc. This can be used as an input in block 304
to assist in determining an optimal comparative path in
block 312. Additionally, geometry, anatomical effect, etc.
of an implant or instrument can also be input or known
to assist in determining possible areas of change in the
patient 14.
[0070] Further, determining a possible location of sub-
ject change or augmentation can include both the direct
portion of the anatomy affected by the procedure, such
as the vertebrae to which an implant is attached or posi-

tioned, and also other anatomy that may be affected due
to the procedure. For example, if a spinal implant is to
re-position one vertebra relative to another vertebra, the
other soft tissue or vertebrae beyond the ones directly
implanted or connected with an implant may be affected
due to movement of the anatomy of the patient 14. Ac-
cordingly, the determination of the location of subject
change or augmentation can include both the direct area
of a procedure and surrounding areas or other areas of
the subject anatomy based upon determination of the
user 12, previous inputs into the system, and other stored
data.
[0071] Once the determination of subject change or
augmentation has been made, acquisition of discrimina-
tory image data can be acquired at discriminatory loca-
tions near the possible locations of change or augmen-
tation in bock 306. The discriminatory images or image
data can be discrete images that are acquired at spaced
apart locations relative to the patient 14. As discussed
above, the detector 38 can move relative to the patient
according to the possible movements of the imaging sys-
tem 16. However, to form a comparative reconstruction
model, it can be selected to only image those portions of
the patient 14 that have changed due to the procedure.
Accordingly, the discriminatory images can be made rel-
ative to the patient 14 at discrete locations to determine
those areas that should be imaged to allow for the recon-
struction of the comparative model. The discrete images
can include a small number of images, such as one, two,
three or ten or any appropriate number of images that
can be less than an entire number of images or discrete
locations of the detector 38 required to form the initial or
the comparative reconstructed model.
[0072] Once the discriminatory image data is acquired
at the discrete locations of block 306, it can be compared
to the initial three dimensional model reconstruction in
block 308. For example, the discriminatory image data
can be 2D projections that are acquired of the patient at
selected locations. These can be compared to forward
projections or theoretical projections from the initial 3D
reconstructed model of the patient 14 at identical or sub-
stantially identical locations. Thus, the discriminatory im-
age data acquired at a position relative to the patient 14
can be compared to substantially the identical forward
projected position, even if one or more of the initial pro-
jections was not taken at the same position relative to
the patient 14 as one or more of the discriminatory image
projections. Also, the discriminatory images can be se-
lected to be in substantially identical locations to at least
some of the image data collection locations in block 110
so that the discriminatory images can be compared di-
rectly to the first images from block 110.
[0073] From the comparison, a determination of
whether a change has occurred in the discriminatory im-
age data greater than a threshold amount from the initial
reconstructed model can be made. The threshold can be
set at any appropriate level and can be selected for im-
aging speed, reconstruction speed, image acquisition or
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radiation dose, etc. Generally, however, the threshold
will be used to determine if a discriminatory image is dif-
ferent from the initial model. The difference can be a sta-
tistical difference or percentage difference or variance in
a pixel or voxel data (e.g. brightness, contrast, etc.).
Thus, it will be understood, that the threshold need not
be a set value for a particular image.
[0074] The comparison made in block 308 can assist
in determining whether any discrete location at which dis-
criminatory image data was acquired in block 306 in-
cludes differences from the initial reconstructed model.
A determination of subject areas of change from the initial
model reconstruction based on the discriminatory image
data can then be made in block 310. The determination
of subject areas of change in block 310 is based upon
the comparison in block 308. For example, if a first dis-
crete location at which a first discriminatory image data
is acquired shows no or substantially no change (i.e. be-
low the threshold level), then a determination of subject
area of change can be determined to not have occurred
at the first discrete location. It will be understood that the
amount of change (e.g. the threshold) can be set at a
particular threshold such as about 0.1% to about 10%,
including about 2%, and further including about 1%
change of the discriminatory image data compared to a
projection based on the initial model. The amount of
change can be based upon movement of portions of the
anatomy or inclusion of implants, volume of anatomy in
the area, or other appropriate thresholds. A determina-
tion can be made in block 310 if a change requiring ad-
ditional images is found in the discriminatory images, that
being that the amount of change found in the comparison
shows an amount of change above the threshold.
[0075] After the determination of subject areas of
change is made in block 310, a determination of an op-
timal comparative path to image the subject area of
change can be made in block 312. The determination of
an optimal path can be based upon the determined areas
of subject change in block 310. For example, if ten dis-
criminatory images are taken in block 306 and a deter-
mination that areas 3, 4, 5 and 6 show a change above
the threshold, then the determination of an optimal com-
parative path can be made to image the area encom-
passing the discrete areas 3-6 of the total ten discrimi-
natory images taken. Accordingly, the optimal path can
be determined to be less than the automatically deter-
mined optimal path in block 108. If the comparative path
is shorter or includes fewer acquired projections then the
amount of radiation, time, movement, etc. needed to ac-
quire the comparative images is generally less than to
acquire the initial image data. It will be understood, how-
ever, that if the amount of change is great enough (e.g.
a major reconstruction of the patient’s 14 anatomy has
occurred) then the determined optimal comparative path
in block 312 can be substantially equal to or the same
as the optimal path determined in block 108.
[0076] The determined optimal comparative path,
however, can be based upon the specific location of a

procedure and the amount of possible change done to
the patient 14 during the procedure. The determined op-
timal comparative path can also include or account for
knowledge or information regarding the procedure or im-
plant positioned in the patient 14. For example, if a spinal
disc implant is positioned in the patient or if a spinal fusion
occurs, the geometry of the implant is know. The geom-
etry of the implant can be used in determining an appro-
priate comparative path for acquiring comparative image
data. The geometry of the implant can help in determine
the distance changes of the anatomy based on dimen-
sions and affects of the implant, amount of change, vol-
ume of the patient 14 affected, etc.
[0077] The discriminatory images acquired in block
306 can assist in determining whether or where the
change is great enough to require the acquisition of ad-
ditional images for forming a comparative reconstructed
model. The optimal comparative path can also include a
plurality of paths. In other words, several passes over a
similar or identical portion of the patient 14 can be used
to ensure appropriate sampling and appropriate orienta-
tion of the detector 38 relative to the patient 14 for image
data acquisition. Accordingly, the comparative recon-
structed model, as discussed further herein, can be
based upon the initial reconstructed model in block 112
augmented only to show the change to the patient 14
due to the procedure and determined with the compara-
tive image data.
[0078] Once the determined optimal comparative path
is determined in block 312, the detector can be moved
on the optimal comparative path in block 166. Compar-
ative image data can then be acquired in block 168 as
discussed above. The comparative image data will be
the image data acquired while the detector is moved on
the optimal comparative path determined in block 312.
Again, the determined optimal comparative path can be
determined substantially intra-operatively or substantial-
ly immediately post operatively based upon the discrete
image data. Also, acquiring the image data in block 168
can be substantially different for each and every patient
on which a procedure is performed based upon the
amount of change, the type of implant used, the initial
reconstructed model, and other parameters based on the
specific patient 14 on which a procedure is being per-
formed.
[0079] Once the comparative image data is acquired
in block 168, a calling or recalling of initial model recon-
struction can be performed in block 320. The initial model
reconstruction from block 112 can be stored in an appro-
priate memory system that is associated with the proc-
essor 26 or separate from the processor 26, but can be
recalled for comparing to the comparative image data
from block 168. The comparison of the comparative im-
age data in block 168 to the called initial model recon-
struction can be performed in block 322. The comparative
image data can be iteratively compared to the initial mod-
el reconstruction in block 322 to allow for a formation of
a comparative model.
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[0080] The comparative model formed in block 322 can
be generated based upon the comparative image data
and the initial model and can include less processing
than forming the initial model. The lower processing can
be due, at least in part, because the initial model should
remain unchanged for the areas of the patient 14 unaf-
fected by the procedure. Also, the known movement of
the instruments 66 (i.e. from tracking the instruments)
and/or geometry of implants can be used to assist in form-
ing the comparative model. Thus, if the procedure, is not
a drastic or overly invasive procedure the comparative
reconstruction may require only processing of the areas
of change of the patient 14. Although it will be understood
that the areas of change can be substantial such that the
comparative model can be substantially different than
the initial model from block 112. In other words, the com-
parative model may be based substantially completely
on a new image data set collected during collecting the
comparative image data in block 168.
[0081] Also, acquiring the discrete images in block 306
and the comparative image data in block 168 can allow
for the reduced x-ray exposure to the patient 14 and the
user 12 and other individuals in the operating theater 10
by allowing for the determination of a small area of
change, if possible, rather than reimaging the entire area
or volume of the patient 14 used in block 112 to generate
the initial reconstructed model. Accordingly, the radiation
exposure of the patient 14 can be minimized based upon
the procedure performed and the determined optimal
comparative path in block 312. Nevertheless, the com-
parative model determined in block 322 can be used to
verify or confirm the procedure performed on the patient
14, including a selected result being achieved or solution
to the ailment of the patient 14 with the procedure.
[0082] The comparative model can be displayed at
172. However, either prior to or after forming the com-
parative model, a determination can be made of whether
the comparative model is beyond the threshold change
difference from the discriminatory image data acquired
in block 306 or the initial model called in block 320 in
determination block 326. As discussed above, the thresh-
old can be a percentage change, an absolute amount,
or other amount of change between the comparative
model and the initial determined model in block 322 or
compared to prior models or the image data. If no thresh-
old change is determined, then a NO path 328 can be
followed to block 172. However, if an amount of change
greater than a threshold amount is determined, then a
YES path 330 can be followed to block 312 to further
determine an optimal path to acquire comparative image
data. The amount of change or the threshold change can
also refer to variance in the image data acquired during
the acquisition of the comparative image data and com-
parative model generated or formed in block 322.
[0083] Thus, the generation of the comparative model
can be an iterative process and allow the image data to
be acquired in several steps. Accordingly, an initial opti-
mal path can be determined in block 312 and a compar-

ative image data model can be generated in block 322
based upon the single path and acquisition of data. If an
amount of variance or change is determined between the
comparative model and the initial model or the discrimi-
natory image data, however, a second optimal compar-
ative path can be determined to acquire additional image
data at areas necessary to remove variances from the
comparative image model. The reason for acquiring ad-
ditional image data or selecting to acquire additional im-
age data can include sampling rates of selected areas,
movement of the patient, change to the patient, or other
factors in acquiring enough image data to generate an
appropriate comparative image data model in block 322.

Claims

1. A system to acquire image data of a subject with an
imaging system (16), comprising:

an annular gantry (34) configured to completely
annularly encompass a subject;
an x-ray source (36) movable within the annular
gantry housing;
a detector (38) moveable within the annular gan-
try housing to detect x-rays emitted from the x-
ray source that pass through the subject, where-
in the imaging system (16) is adapted such that
said moving of the detector (38) also includes
moving the source (36), which is substantially
diametrically opposed to the detector (38); and
the system to acquire image data further com-
prising a processor system (26) configured to
execute instructions to:

acquire initial image data of at least a portion
of the subject by transfer via a connection
(50) with the imaging system;
construct an initial three-dimensional model
of the portion of the subject with the initial
image data, prior to a procedure being per-
formed on the portion of the subject;
acquire, by transfer via a connection (50)
with the imaging system, discriminatory dis-
crete location image data of the subject after
the procedure has been performed on the
subject;
compare the acquired discriminatory dis-
crete location image data to the constructed
initial three-dimensional model of the por-
tion of the subject;
identify specific regions of threshold change
between the acquired discriminatory dis-
crete location image data and the construct-
ed initial three-dimensional model of the
portion of the subject; and
determine a comparative path along which
a detector in the gantry shall move to ac-
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quire comparative image data based upon
the identified regions of change.

2. The system of Claim 1, wherein the processor sys-
tem is further operable to execute instructions to de-
termine errors between simulated projection image
data of a theoretical model and the initial image data
acquired of at least a portion of the subject with the
imaging system to construct the initial three dimen-
sional model of the portion of the subject includes.

3. The system of Claim 2, wherein the processor sys-
tem is further operable to execute instructions to de-
termine the specific regions of threshold change to
include regions of the subject that have changed be-
yond a threshold selected for comparison between
the discrete location image data and forward projec-
tion of the initial three dimension volumetric model
of the subject due to a procedure performed on the
subject, movement of the subject, or combinations
thereof.

4. The system of Claim 3, wherein the processor sys-
tem is further operable to execute instructions to de-
termine the comparative path to include:

determine an initial comparative location of the
detector;
determine a final location of the detector; and
determine movements of the detector and the
gantry to allow detecting of the comparative im-
age data.

5. The system of Claim 4, wherein the processor sys-
tem is further operable to execute instructions to con-
struct a comparative three-dimensional model to il-
lustrate a current configuration of the subject.

6. The system of Claim 4, wherein the processor sys-
tem in executing instructions to construct the com-
parative three dimensional model, the processor
system executes instructions to update substantially
only those portions of the initial three dimensional
model based upon the comparative image data ac-
quired when moving the imaging system along the
comparative path.

7. The system of Claim 5, further comprising:
a display (20) to display the comparative three-di-
mensional model of the subject to view a current con-
figuration of the portion of the subject.

8. The system of Claim 1, wherein the detector detects
x-rays emitted from the source that have passed
through at least the portion of the subject to generate
the initial image data.

9. The system of Claim 8, wherein the detector detects

x-rays emitted from the source that have passed
through at least the portion of the subject to generate
the comparative image data.

10. The system of Claim 1, further comprising:
a display to display at least one of the initial three-
dimensional model of the portion of the subject or a
comparative three-dimensional model of the subject
after the procedure having been performed on the
subject.

11. The system of Claim 1, further comprising:
a mobile cart, wherein the gantry is moveably at-
tached to the mobile cart.

12. Use of an imaging system to perform a method, the
method being a method of acquiring image data of
a subject with an imaging system, comprising:

positioning a gantry to completely annularly en-
compass a subject;
acquiring initial image data of at least a portion
of the subject with a mobile imaging system in-
cluding a gantry movably attached to a mobile
cart;
constructing an initial three-dimensional model
of the portion of the subject prior to a procedure
being performed on the subject;
acquiring (306) discriminatory discrete location
image data of the subject after the procedure
has been performed on the subject;
executing instructions with a processor system
to compare the acquired discriminatory discrete
location image data to the constructed initial
three-dimensional model of the portion of the
subject;
executing instructions with the processor sys-
tem to identify specific regions of threshold
change between the acquired discriminatory
discrete location image data and the construct-
ed initial three-dimensional model of the portion
of the subject; and
executing instructions with the processor sys-
tem to determine one or more comparative paths
along which a detector in the gantry shall move
to acquire comparative image data based upon
the determined regions of change.

13. The use of Claim 12, the said method further com-
prising:

positioning the gantry to completely annularly
encompass the subject;
moving the detector within the gantry to acquire
the initial image data and the discriminatory dis-
crete image data.

14. The use of Claim 13, wherein executing instructions
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with the processor system to determine a compara-
tive path includes determining an initial comparative
location of the detector, determining a final location
of the detector, and determining movements of the
detector and the gantry to allow detecting of the com-
parative image data to allow a construction of a com-
parative three dimensional model to illustrate a cur-
rent configuration of the subject.

15. The use of Claim 14, the said method further com-
prising:
displaying the comparative three dimensional model
of the subject to view a current configuration of the
portion of the subject.

Patentansprüche

1. System zum Erfassen von Bilddaten eines Subjekts
mit einem bildgebenden System (16), Folgendes
umfassend:

ein ringförmiges Gestell (34), das konfiguriert
ist, um ein Subjekt vollständig ringförmig zu um-
schließen;
eine Röntgenquelle (36), die innerhalb des ring-
förmigen Gestellgehäuses bewegbar ist, und ei-
nen Detektor (38), der innerhalb des ringförmi-
gen Gestellgehäuses bewegbar ist, um von der
Röntgenquelle emittierte Röntgenstrahlen
nachzuweisen, die durch das Objekt führen, wo-
bei das bildgebende System (16) derart ange-
passt ist, dass das Bewegen des Detektors (38)
auch das Bewegen der Quelle (36) einschließt,
die dem Detektor (38) im Wesentlichen diame-
tral gegenüberliegt; und
wobei das System zum Erfassen von Bilddaten
ferner ein Prozessorsystem (26) umfasst, das
konfiguriert ist, um Anweisungen auszuführen,
um:

anfängliche Bilddaten von wenigstens ei-
nem Abschnitt des Subjekts durch Übertra-
gung über eine Verbindung (50) mit dem
bildgebenden System zu erfassen;
ein anfängliches dreidimensionales Modell
des Abschnitt des Subjekts mit den anfäng-
lichen Bilddaten zu konstruieren, bevor ein
Verfahren an dem Abschnitt des Subjekts
durchgeführt wird;
durch Übertragung über eine Verbindung
(50) mit dem bildgebenden System, Bildda-
ten des diskriminierenden diskreten Stand-
ortes des Subjekts zu erfassen, nachdem
das Verfahren an dem Subjekt durchgeführt
wurde; und
die erfassten Bilddaten des diskriminieren-
den diskreten Standortes mit dem konstru-

ierten anfänglichen dreidimensionalen Mo-
dell des Abschnitts des Subjekts zu verglei-
chen;
spezifische Bereiche einer Schwellenwer-
tänderung zwischen den erfassten Bildda-
ten des diskriminierenden diskreten Stand-
ortes und dem konstruierten anfänglichen
dreidimensionalen Modell des Abschnitts
des Subjekts zu identifizieren; und
einen vergleichenden Pfad, entlang dem
sich ein Detektor in dem Gestell bewegen
soll, zu bestimmen, um vergleichende Bild-
daten basierend auf den identifizierten Än-
derungsbereichen zu erfassen.

2. System nach Anspruch 1, wobei das Prozessorsys-
tem ferner betriebsfähig ist, um Anweisungen aus-
zuführen, um Fehler zwischen simulierten Projekti-
onsbilddaten eines theoretischen Modells und den
anfänglichen Bilddaten, die von wenigstens einem
Abschnitt des Subjekts mit dem bildgebenden Sys-
tem erfasst wurden, zu bestimmen, um das anfäng-
liche dreidimensionale Modell des Abschnitts des
Subjekts zu konstruieren, einschließt.

3. System nach Anspruch 2, wobei das Prozessorsys-
tem ferner betriebsfähig ist, Anweisungen auszufüh-
ren, um die spezifischen Bereiche der Schwellen-
wertänderung zu bestimmen, um Bereiche des Sub-
jekts einzuschließen, die sich über einen Schwellen-
wert hinaus geändert haben, der für den Vergleich
zwischen den Bilddaten des diskreten Standorts und
der Vorwärtsprojektion des anfänglichen dreidimen-
sionalen volumetrischen Modells des Subjekts auf-
grund eines an dem Subjekt, der Bewegung des
Subjekts oder Kombinationen davon durchgeführten
Verfahrens ausgewählt wurde.

4. System nach Anspruch 3, wobei das Prozessorsys-
tem ferner betriebsfähig ist, um Anweisungen aus-
zuführen, um den vergleichenden Pfad zu bestim-
men, der Folgendes einschließt:

Bestimmen eines anfänglichen vergleichenden
Standorts des Detektors;
Bestimmen eines endgültigen Standorts des
Detektors; und
Bestimmen von Bewegungen des Detektors
und des Gestells, um das Nachweisen der ver-
gleichenden Bilddaten zu ermöglichen.

5. System nach Anspruch 4, wobei das Prozessorsys-
tem ferner betriebsfähig ist, um Anweisungen aus-
zuführen, um ein vergleichendes dreidimensionales
Modell zu erstellen, um eine aktuelle Konfiguration
des Subjekts zu veranschaulichen.

6. System nach Anspruch 4, wobei das Prozessorsys-
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tem bei der Ausführung von Anweisungen, um das
vergleichende dreidimensionale Modell zu konstru-
ieren, das Prozessorsystem Anweisungen ausführt,
um im Wesentlichen nur diese Abschnitte des an-
fänglichen dreidimensionalen Modells basierend auf
den vergleichende Bilddaten zu aktualisieren, die
beim Bewegen des bildgebenden Systems entlang
des vergleichenden Pfades erfasst werden.

7. System nach Anspruch 5, ferner Folgendes umfas-
send:
eine Anzeige (20) zum Anzeigen des vergleichen-
den dreidimensionalen Modells des Subjekts, um ei-
ne aktuelle Konfiguration des Abschnitt des Subjekts
zu sehen.

8. System nach Anspruch 1, wobei der Detektor von
der Quelle emittierte Röntgenstrahlen nachweist, die
wenigstens durch den Abschnitt des Subjekts füh-
ren, um die anfänglichen Bilddaten zu erzeugen.

9. System nach Anspruch 8, wobei der Detektor von
der Quelle emittierte Röntgenstrahlen nachweist, die
durch wenigstens den Abschnitt des Subjekts füh-
ren, um die vergleichende Bilddaten zu erzeugen.

10. System nach Anspruch 1, ferner Folgendes umfas-
send:
eine Anzeige zum Anzeigen von wenigstens einem
des anfänglichen dreidimensionalen Modells des
Abschnitts des Subjekts oder eines vergleichenden
dreidimensionalen Modells des Subjekts, nachdem
das Verfahren an dem Subjekt durchgeführt wurde.

11. System nach Anspruch 1, ferner Folgendes umfas-
send:
einen mobilen Wagen, wobei das Gestell bewegbar
an dem mobilen Wagen befestigt ist.

12. Verwendung eines bildgebenden Systems, um ein
Verfahren durchzuführen, wobei das Verfahren ein
Verfahren zum Erfassen von Bilddaten eines Sub-
jekts mit einem bildgebenden System ist, Folgendes
umfassend:

Positionieren eines Gestells, um ein Subjekt
vollständig ringförmig zu umschließen;
Erfassen von anfänglichen Bilddaten von we-
nigstens einem Abschnitt des Subjekts mit ei-
nem mobilen bildgebenden System, das ein Ge-
stell einschließt, das bewegbar an einem mobi-
len Wagen befestigt ist;
Konstruieren eines anfänglichen dreidimensio-
nalen Modells des Abschnitt des Subjekts, be-
vor ein Verfahren an dem Subjekt durchgeführt
wird;
Erfassen (306) Bilddaten des diskriminierenden
diskreten Standortes des Subjekts nachdem

das Verfahren an dem Subjekt durchgeführt
wurde;
Ausführen von Anweisungen mit einem Prozes-
sorsystem, um die erfassten Bilddaten des dis-
kriminierenden diskreten Standortes mit dem
konstruierten anfänglichen dreidimensionalen
Modell des Abschnitts des Subjekts zu verglei-
chen;
Ausführen von Anweisungen mit dem Prozes-
sorsystem, um bestimmte Bereiche der Schwel-
lenwertänderung zwischen den erfassten Bild-
daten des diskriminierenden diskreten Standor-
tes und dem konstruierten anfänglichen dreidi-
mensionalen Modell des Abschnitts des Sub-
jekts zu identifizieren; und
Ausführen von Anweisungen mit dem Prozes-
sorsystem, um einen oder mehrere vergleichen-
den Pfade zu bestimmen, entlang derer sich ein
Detektor in dem Gestell bewegen soll, um ver-
gleichende Bilddaten basierend auf den be-
stimmten Änderungsbereichen zu erfassen.

13. Verwendung nach Anspruch 12, wobei das Verfah-
ren ferner Folgendes umfasst:

Positionieren des Gestells, um das Subjekt voll-
ständig ringförmig zu umschließen;
Bewegen des Detektors innerhalb des Gestells,
um die anfänglichen Bilddaten und die diskrimi-
nierenden diskreten Bilddaten zu erfassen.

14. Verwendung von Anspruch 13, wobei das Ausführen
von Anweisungen mit dem Prozessorsystem, um ei-
nen vergleichenden Pfad zu bestimmen, das Be-
stimmen eines anfänglichen vergleichenden Stand-
orts des Detektors, das Bestimmen eines endgülti-
gen Standorts des Detektors und das Bestimmen
von Bewegungen des Detektors und des Gestells
einschließt, um das Erfassen der vergleichenden
Bilddaten zu ermöglichen, um eine Konstruktion ei-
nes vergleichenden dreidimensionalen Modells zur
Veranschaulichung der aktuellen Konfiguration des
Subjekts zu ermöglichen.

15. Verwendung nach Anspruch 14, wobei das Verfah-
ren ferner Folgendes umfasst:
Anzeigen des vergleichenden dreidimensionalen
Modells des Subjekts, um eine aktuelle Konfigurati-
on des Abschnitts des Subjekts zu sehen.

Revendications

1. Système d’acquisition de données d’image d’un su-
jet à l’aide d’un système d’imagerie (16),
comprenant :

un portique annulaire (34) apte à englober com-
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plètement un sujet de manière annulaire ;
une source de rayons X (36) mobile à l’intérieur
du logement de portique annulaire,
un détecteur (38) pouvant être déplacé à l’inté-
rieur du logement de portique annulaire pour dé-
tecter des rayons X émis à partir de la source
de rayons X qui traversent le sujet, le système
d’imagerie (16) étant conçu de telle sorte que
ledit déplacement du détecteur (38) comporte
également le déplacement de la source (36), qui
est sensiblement diamétralement opposée au
détecteur (38) ; et le système d’acquisition de
données d’image comprenant en outre
un système processeur (26) apte à exécuter des
instructions pour :

acquérir des données d’image initiales d’au
moins une partie du sujet par transfert par
l’intermédiaire d’une connexion (50) avec le
système d’imagerie ;
construire un modèle tridimensionnel initial
de la partie du sujet, au moyen des données
d’image initiales, avant la réalisation d’une
procédure sur la partie du sujet ;
acquérir, par transfert par l’intermédiaire
d’une connexion (50) avec le système
d’imagerie, des données d’image d’empla-
cements discrètes discriminantes du sujet
après la réalisation de la procédure sur le
sujet ;
comparer les données d’image d’emplace-
ments discrètes discriminantes acquises au
moyen du modèle tridimensionnel initial
construit de la partie du sujet ;
identifier des régions spécifiques de chan-
gement de seuil entre les données d’image
d’emplacements discrètes discriminantes
acquises et le modèle tridimensionnel initial
construit de la partie du sujet ; et
déterminer un chemin comparatif suivant le-
quel un détecteur dans le portique doit se
déplacer pour acquérir des données d’ima-
ge comparatives en fonction des régions de
changement identifiées.

2. Système selon la revendication 1, dans lequel le sys-
tème processeur peut en outre servir à exécuter des
instructions afin de déterminer des erreurs entre des
données d’image d’incidence simulées d’un modèle
théorique et les données d’image initiales acquises
sur au moins une partie du sujet à l’aide du système
d’imagerie pour construire le modèle tridimensionnel
initial de la partie du sujet.

3. Système selon la revendication 2, dans lequel le sys-
tème processeur peut en outre servir à exécuter des
instructions afin de déterminer les régions spécifi-
ques de changement de seuil de manière à compor-

ter des régions du sujet qui ont changé au-delà d’un
seuil sélectionné pour comparer les données d’ima-
ge d’emplacements discrètes et l’incidence avant du
modèle volumétrique tridimensionnel initial du sujet
en raison d’une procédure réalisée sur le sujet, d’un
mouvement du sujet, ou de combinaisons de ceux-
ci.

4. Système selon la revendication 3, dans lequel le sys-
tème processeur peut en outre servir à exécuter des
instructions afin de déterminer le chemin comparatif,
dont :

la détermination d’un emplacement comparatif
initial du détecteur ;
la détermination d’un emplacement final du
détecteur ; et
la détermination de mouvements du détecteur
et du portique pour permettre la détection des
données d’image comparatives.

5. Système selon la revendication 4, dans lequel le sys-
tème processeur peut en outre servir à exécuter des
instructions pour construire un modèle comparatif
tridimensionnel pour illustrer une configuration ac-
tuelle du sujet.

6. Système selon la revendication 4, dans lequel lors
de l’exécution par le système processeur d’instruc-
tions pour construire le modèle comparatif tridimen-
sionnel, le système processeur exécute des instruc-
tions pour mettre à jour sensiblement uniquement
ces parties du modèle tridimensionnel initial en fonc-
tion des données d’image comparatives acquises
lors du déplacement du système d’imagerie suivant
le chemin comparatif.

7. Système selon la revendication 5, comprenant en
outre :
un dispositif d’affichage (20) pour afficher le modèle
tridimensionnel comparatif du sujet pour visualiser
une configuration actuelle de la partie du sujet.

8. Système selon la revendication 1, dans lequel le dé-
tecteur détecte des rayons X émis à partir de la sour-
ce qui ont traversé au moins la partie du sujet pour
générer les données d’image initiales.

9. Système selon la revendication 8, dans lequel le dé-
tecteur détecte des rayons X émis à partir de la sour-
ce qui ont traversé au moins la partie du sujet pour
générer les données d’image comparatives.

10. Système selon la revendication 1, comprenant en
outre :
un dispositif d’affichage pour afficher au moins le
modèle tridimensionnel initial de la partie du sujet
et/ou un modèle tridimensionnel comparatif du sujet
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après la réalisation de la procédure sur le sujet.

11. Système selon la revendication 1, comprenant en
outre :
un chariot mobile, le portique étant fixé de manière
mobile au chariot mobile.

12. Emploi d’un système d’imagerie pour réaliser un pro-
cédé, le procédé étant un procédé d’acquisition de
données d’image d’un sujet à l’aide un système
d’imagerie, comprenant :

le positionnement d’un portique pour englober
un sujet complètement de manière annulaire ;
l’acquisition de données d’image initiales d’au
moins une partie du sujet à l’aide d’un système
d’imagerie mobile comportant un portique fixé
de manière mobile à un chariot mobile ;
la construction d’un modèle tridimensionnel ini-
tial de la partie du sujet avant la réalisation d’une
procédure sur le sujet ;
l’acquisition (306) de données d’image d’empla-
cements discrètes discriminantes du sujet après
la réalisation d’une procédure sur le sujet ;
l’exécution d’instructions à l’aide d’un système
processeur afin de comparer les données d’ima-
ge d’emplacements discrètes discriminantes
acquises au moyen du modèle tridimensionnel
initial construit de la partie du sujet ;
l’exécution d’instructions à l’aide du système
processeur afin d’identifier des régions spécifi-
ques de changement de seuil entre les données
d’image d’emplacements discrètes discriminan-
tes acquises et le modèle tridimensionnel initial
construit de la partie du sujet ; et
l’exécution d’instructions à l’aide du système
processeur afin de déterminer un ou plusieurs
chemins comparatifs suivant lesquels un détec-
teur dans le portique doit se déplacer pour ac-
quérir des données d’image comparatives en
fonction des régions de changement détermi-
nées.

13. Emploi selon la revendication 12, ledit procédé com-
prenant en outre :

le positionnement du portique pour englober le
sujet complètement de manière annulaire ;
le déplacement du détecteur à l’intérieur du por-
tique pour acquérir les données d’image initiales
et les données d’image discrètes discriminan-
tes.

14. Emploi selon la revendication 13, dans lequel l’exé-
cution d’instructions à l’aide du système processeur
pour déterminer un chemin comparatif comporte la
détermination d’un emplacement comparatif initial
du détecteur, la détermination d’un emplacement fi-

nal du détecteur et la détermination de mouvements
du détecteur et du portique pour permettre la détec-
tion des données d’image comparatives pour per-
mettre une construction d’un modèle comparatif tri-
dimensionnel pour illustrer une configuration actuel-
le du sujet.

15. Emploi selon la revendication 14, ledit procédé com-
prenant en outre :
l’affichage du modèle comparatif tridimensionnel du
sujet pour visualiser une configuration actuelle de la
partie du sujet.
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