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(54) DOUBLE-ROW FOUR-POINT-CONTACT BALL BEARING

(57) Provided is a double-row four-point contact ball
bearing in which deformation of an outer ring can be sup-
pressed while suppressing an increase in dimensions. A
double-row four-point contact ball bearing 100 according
to the present invention includes an outer ring 102, an
inner ring 104, and balls 106 and 108 that are arranged
in two rows between the outer ring 102 and the inner ring
104 and each have four contact points. Inner side contact
angles α of the balls 106 and 108 arranged in the two
rows are set such that lines of action L1 and L2 that ex-
tend respectively connecting center points of the balls
106 and 108 and contact points of the balls do not cross
each other in the outer ring 102.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a double-row four-point contact ball bearing.

BACKGROUND OF THE INVENTION

[0002] Tapered roller bearings that have high rigidity have been conventionally used in portions of vehicles, machines,
etc. that are exposed to a relatively large load, such as a pinion shaft of a differential gear (final reduction gear) of an
automobile. Since the rotating torque of a tapered roller bearing is large, recent years have seen many cases where
ball bearings with improved rigidity are used instead of tapered roller bearings to reduce loss. For example, in Patent
Document 1, the applicant of the present invention proposed a double-row four-point contact ball bearing that is capable
of effectively taking on a radial load and an axial load.

RELATED DOCUMENTS

PATENT DOCUMENTS

[0003] Patent Document 1: JP 2005-172146A

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0004] In the above-described ball bearing, the area of contact between a bearing ring and a rolling element is small
compared to that of tapered roller bearings, and therefore the bearing ring is likely to elastically deform. Here, a phe-
nomenon called creep is known as a phenomenon that occurs as a result of elastic deformation of an outer ring, for
example. Creep is a phenomenon in which, when the outer ring is inserted into a housing or the like of an apparatus
and rotation is caused, the position of the outer ring at which the outer ring deforms as a result of being traced by a ball
continuously moves and consequently the outer ring rotates within the housing.
[0005] Creep causes abrasion of the housing and abrasion powder generated from the housing causes early damage
to the bearing, and also creep increases backlash and causes noise and vibration. Therefore, there are demands for
suppressing deformation of the outer ring in order to prevent creep. For example, increasing the thickness of the outer
ring in order to suppress deformation of the outer ring is known. However, if the thickness of the outer ring is merely
increased, there arises a problem that dimensions of external configurations such as the housing are also increased.
[0006] In view of the above problem, the object of the present invention is to provide a double-row four-point contact
ball bearing in which deformation of a bearing ring can be suppressed while suppressing an increase in dimensions.

MEANS TO SOLVE THE PROBLEMS

[0007] In order to solve the above problem, a representative configuration of a double-row four-point contact ball
bearing according to the present invention includes an outer ring, an inner ring, and balls that are arranged in two rows
between the outer ring and the inner ring and each have four contact points, wherein inner side contact angles of the
balls arranged in the two rows are set such that lines of action that extend respectively connecting center points of the
balls and contact points of the balls do not cross each other in the outer ring or the inner ring.
[0008] According to this configuration, the lines of action of the balls arranged in the two rows are dispersed so as not
to cross each other in the outer ring or the inner ring, and therefore a load can also be dispersed. As a result, deformation
of a bearing ring can be suppressed without relying on increasing the thickness or the like, and elastic deformation of
the outer ring or the inner ring can be favorably suppressed.
[0009] In the double-row four-point contact ball bearing, when P represents a distance in an axial direction between
centers of the balls arranged in the two rows, D represents an outer diameter of the outer ring, PCD represents a pitch
circle diameter of the balls arranged in the two rows, and α represents inner side contact angles on the outer ring side
of the balls arranged in the two rows, the following relationship is satisfied P > (D - PCD)/ 2 3 tanα 3 2.
[0010] According to this configuration, the lines of action of the balls arranged in the two rows can be dispersed so as
not to cross each other on the outer ring side, and therefore a load can also be dispersed. As a result, deformation of
the outer ring can be suppressed without relying on increasing the thickness or the like, and elastic deformation of the
outer ring can be favorably suppressed.
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EFFECTS OF THE INVENTION

[0011] According to the present invention, it is possible to provide a double-row four-point contact ball bearing in which
deformation of an outer ring can be suppressed while suppressing an increase in dimensions.

BRIEF EXPLANATION OF THE DRAWINGS

[0012]

FIG. 1 is a diagram showing a double-row four-point contact ball bearing according to an embodiment of the present
invention in an enlarged scale.
FIG. 2 is a diagram for explaining effects of the present invention.

INDEX TO THE REFERENCE NUMERALS

[0013] 100 ... double-row four-point contact ball bearing; 102 ... outer ring; 104 ... inner ring; 106 ... ball; 108 ... ball;
110 ... outer surface

DESCRIPTION OF EMBODIMENTS

[0014] The following describes a preferable embodiment of the present invention in detail with reference to the ac-
companying drawings. Dimensions, materials, other specific numerical values, and the like described in the embodiment
are merely examples for facilitating understanding of the invention, and do not limit the present invention unless otherwise
stated. It should be noted that elements that have substantially the same function and configuration are denoted with
the same reference signs in the specification and drawings and an overlapping description of those elements is omitted,
and illustration or a description of elements that do not directly relate to the present invention is omitted.
[0015] FIG. 1 is a diagram showing a double-row four-point contact ball bearing 100 according to an embodiment of
the present invention in an enlarged scale. As shown in FIG. 1, the double-row four-point contact ball bearing 100
includes an outer ring 102 and an inner ring 104, which are bearing rings, and balls 106 and 108 that are arranged in
two rows between the outer ring 102 and the inner ring 104 and each have four contact points.
[0016] The double-row four-point contact ball bearing 100 is provided with measures for suppressing deformation of
the bearing rings while suppressing an increase in the overall dimensions. The double-row four-point contact ball bearing
100 is used in a state where the outer ring 102 is inserted into a housing or the like of an apparatus, for example. In this
case, if the thickness of the outer ring 102 is such that the outer ring 102 may elastically deform, the creep phenomenon
may occur. Therefore, in the double-row four-point contact ball bearing 100, inner side lines of action L1 and L2 of the
balls 106 and 108 on the outer ring 102 side are dispersed so as not to cross each other, so that, if an external load is
applied to the outer ring 102, the external load can be dispersed.
[0017] The following describes detailed conditions for dispersing the lines of action L1 and L2 in the outer ring 102.
First, the lines of action L1 and L2 are lines that extend respectively connecting the center points (for example, center
point C) of the balls 106 and 108 and contact points of the balls. In this embodiment, the balls 106 and 108 arranged in
the two rows each have an inner side contact angle α on the outer ring 102 side, and the contact angle α is set such
that the line of action L1 and the line of action L2 do not cross each other in the outer ring.
[0018] P represents the distance between the centers of the balls 106 and 108 in the axial direction. P1 represents
the point of intersection between a line extending in the radial direction from the center point C of the ball 106 and an
outer surface 110 of the outer ring 102, and P2 represents the point of intersection between the line of action L1 or L2
extending from an inner side contact point of the ball 106 or 108 and the outer surface 110 of the outer ring 102. In order
to disperse the lines of action L1 and L2 so that they do not cross each other, the distance from the point P1 to the point
P2 is set to P/2 or less. This condition of the distance from P1 to P2 will be expressed using a mathematical formula below.
[0019] D represents the outer diameter of the outer ring 102, and PCD represents the pitch circle diameter of the ball
106. FIG. 1 shows half (1/2) of the entire cross section of the double-row four-point contact ball bearing 100. Based on
the above, the distance from the center point C of the ball 106 to the point P1 can be expressed using Formula 1 below.

[0020] Using above Formula 1 and the contact angle α, the distance from the point P1 to the point P2 can be expressed
using Formula 2 below.
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[0021] As described above, in order to disperse the lines of action L1 and L2 so that they do not cross each other, the
distance from the point P1 to the point P2 needs to be set to P/2 or less. Above Formula 2 being P/2 or less can be
expressed using Formula 3 below.

[0022] If the relationship of above Formula 3 is satisfied, dispersion of the lines of action L1 and L2 in the outer ring
102 can be realized. If the outer ring 102 is embodied such that the condition expressed using above Formula 3 is
satisfied, the lines of action L1 and L2 of the balls 106 and 108 arranged in the two rows are dispersed without crossing
each other on the outer ring 102 side. As a result, an external load applied to the outer ring 102 can be dispersed to
prevent local concentration of the load. As described above, the condition expressed using above Formula 3 makes it
possible to favorably suppress elastic deformation of the outer ring 102 without relying on increasing the thickness or
the like.
[0023] FIG. 2 shows diagrams for explaining the effects of the invention. FIG. 2(a) shows analysis results of the amount
of deformation of the outer ring in an example and a comparative example, and FIG. 2(b) shows dimensions of analyzed
objects. The analysis results in FIG. 2(a) only show outer diameter surfaces of outer rings, and the deformation ratio is
shown in an enlarged scale. It can be confirmed from the analysis results shown in FIG. 2(a) that, in the example, the
range of deformation is wider and the maximum deformation amount is smaller than those in the comparative example.
On the other hand, in the comparative example, the range of deformation is narrower and the maximum deformation
amount is larger than those in the example.
[0024] Differences in dimensions between the example and the comparative example will be described with reference
to FIG. 2(b). The items shown in the top row in FIG. 2(b) correspond to the dimensions shown in FIG. 1. From left to
right, P represents the distance in the axial direction between centers of balls arranged in two rows, D represents the
outer diameter of the outer ring, PCD represents the pitch circle diameter of the balls, and α represents the inner side
contact angle on the outer ring side of the balls arranged in the two rows. Results obtained by substituting values of
these items into above Formula 3 (P > (D - PCD)/2 3 tanα 3 2) are shown in the right end column. It should be noted
that the unit of each distance is mm.
[0025] A major difference between the example and the comparative example is that the contact angle α is set to 20°
in the example and 30° in the comparative example. As a result, in the example, the right side of Formula 3 shown in
the right end column is 5.8 mm, which is no greater than P (distance between the centers of the balls of 8.4 mm) on the
left side (8.4 > 5.8), and the relationship of Formula 3 is satisfied. On the other hand, in the comparative example, the
right side of Formula 3 is 9.2 mm, which is greater than P (distance between the centers of the balls of 8.4 mm) on the
left side (8.4 > 9.2), and the relationship of Formula 3 is not satisfied.
[0026] FIG. 2(c) is a schematic diagram showing cross sections in the example and the comparative example. In the
example, the lines of action are dispersed in the outer ring as a result of the relationship of above Formula 3 being
satisfied. On the other hand, in the comparative example, the lines of action overlap in the outer ring as a result of the
relationship of Formula 3 not being satisfied.
[0027] As a result of the above, in the analysis results shown in FIG. 2(a), the range of deformation is wide and the
maximum deformation amount is small in the example. In contrast, the range of deformation is narrow and the maximum
deformation amount is large in the comparative example. These results show that deformation of the outer ring is
suppressed in the example, and therefore the creep phenomenon is unlikely to occur.
[0028] In this embodiment, the lines of action L1 and L2 are dispersed so as not to cross each other in the outer ring
102 (see FIG. 1) to suppress deformation of the outer ring 102. At this time, the contact angles of the balls 106 and 108
may be set to different angles from each other, if the lines of action L1 and L2 can be dispersed. Furthermore, deformation
of the inner ring 104 can also be suppressed based on the same technical idea. For example, on the inner ring 104 side,
inner side contact angles of the balls 106 and 108 arranged in the two rows are set such that lines of action of the
respective balls do not cross each other in the inner ring 104. With this configuration, an external load applied to the
inner ring 104 can also be dispersed and elastic deformation of the inner ring can be favorably suppressed without
relying on increasing the thickness or the like.
[0029] Although one preferable embodiment of the present invention has been described with reference to the drawings,
it goes without saying that the present invention is not limited to this embodiment. A person skilled in the art will appreciate
that various variations and modifications can be arrived at within the scope of the appended claims, and those variations
and modifications should be understood to be included within the technical scope of the present invention.
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INDUSTRIAL APPLICABILITY

[0030] The present invention can be applied to double-row four-point contact ball bearings.

Claims

1. A double-row four-point contact ball bearing comprising an outer ring, an inner ring, and balls that are arranged in
two rows between the outer ring and the inner ring and each have four contact points,
wherein inner side contact angles of the balls arranged in the two rows are set such that lines of action that extend
respectively connecting center points of the balls and contact points of the balls do not cross each other in the outer
ring or the inner ring.

2. The double-row four-point contact ball bearing according to claim 1,
wherein, when P represents a distance in an axial direction between centers of the balls arranged in the two rows,
D represents an outer diameter of the outer ring,
PCD represents a pitch circle diameter of the balls arranged in the two rows, and
α represents inner side contact angles on the outer ring side of the balls arranged in the two rows,
the following relationship is satisfied 



EP 3 633 216 A1

6



EP 3 633 216 A1

7



EP 3 633 216 A1

8

5

10

15

20

25

30

35

40

45

50

55



EP 3 633 216 A1

9

5

10

15

20

25

30

35

40

45

50

55



EP 3 633 216 A1

10

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2005172146 A [0003]


	bibliography
	abstract
	description
	claims
	drawings
	search report
	cited references

