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(54) High reliability generator with dual drive path

(57) A generator arrangement is provided in which
the functionality of two typically separate electrical power
generators are combined together into a single generator
that forms part of a three-in-one combined multi-gener-

ator which has a dual drive path with a shear section that
immunizes one of the generators (e.g., the permanent
magnet generator) within the single combined multi-gen-
erator from a failure of another generator (e.g., the main
generator) within the single combined multi-generator.
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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit of U.S. Pro-
visional Patent Application Serial No. 61/331,506 entitled
"HIGH RELIABILITY GENERATOR WITH DUAL DRIVE
PATH," filed May 5, 2010, which is incorporated herein
by reference in its entirety.

BACKGROUND OF THE INVENTION

[0002] The matter disclosed herein relates to electrical
generators and, in particular, to a generator arrangement
in which the functionality of two typically separate elec-
trical power generators are combined together into a sin-
gle generator that comprises part of a three-in-one com-
bined multi-generator which has a dual drive path with a
shear section that immunizes one of the generators (e.g.,
the permanent magnet generator) within the single com-
bined multi-generator from a failure of another generator
(e.g., the main generator) within the single combined mul-
ti-generator.
[0003] Modern aircraft engines are typically controlled
electronically. It is a known practice to power an elec-
tronic engine control ("EEC") by a dedicated permanent
magnet generator ("PMG") that is driven independently
by a drive pad on an accessory gearbox. Another pad on
the same gearbox drives another generator that could
be used for main or any other category of power. How-
ever, to save an accessory drive pad, it is desired to com-
bine, on a single drive pad or power take-off ("PTO"), the
EEC PMG with the PMG that is internal to and is com-
monly part of a brushless, three-in-one multi-generator
that also includes a main generator which is typically used
for aircraft applications such as providing electrical power
for the deicing function on the aircraft. At the same time,
to achieve hyper reliability in the single combined multi-
generator, and an even higher reliability in the EEC PMG,
it is desired to make the EEC PMG immune from a me-
chanical failure of the main or deicing generator.
[0004] Known configurations exist in the prior art for
providing an electrical generator with a mechanical fail-
ure (e.g., overload) capability. In one such configuration
an electrical generator has a coaxial or concentric drive
shaft system that is provided with an overload shearable
coupling for driving multiple outputs from a single input.
A pair of coaxial, concentric telescoped drive shafts are
provided as independent outputs to a pair of correspond-
ing driven devices, such as a blower and a rotor of a
generator. A singular input shaft is coupled to the pair of
drive shafts by a gearbox for simultaneously rotating the
coaxial drive shafts. A shear section is formed in one of
the drive shafts (e.g., the outer drive shaft) for rupturing
or breaking the outer drive shaft in response to an over-
load, mechanical failure condition thereon, while the oth-
er coaxial, inner telescoped drive shaft continues to be
rotated by the singular input shaft despite the failure of

the outer drive shaft.
[0005] However, this known dual coaxial or concentric
drive shaft configuration has some inherent drawbacks
in that the strength of the shear section formed in the
outer drive shaft can be relatively too great to adequately
protect the gearbox. This is because the outer drive shaft
has to accommodate the inner drive shaft which itself
needs to be of a certain size. Thus, in this configuration
the inner diameter of the outer drive shaft is limited by
the maximum outer diameter of the inner drive shaft. Also,
in this known, dual coaxial drive shaft configuration the
outer drive shaft (i.e., the "stub" shaft) is largely unsup-
ported except on the splines and the "O" rings, leaving
the outer drive shaft inherently unstable. Yet, the outer
drive shaft, while being inherently unstable, nevertheless
is attempting to support the inner drive shaft. Therefore,
what is needed is an improvement to this known dual
coaxial or concentric drive shaft configuration.

BRIEF DESCRIPTION OF THE INVENTION

[0006] According to an aspect of the present invention,
a generator arrangement is provided in which the func-
tionality of two typically separate electrical power gener-
ators are combined together into a single generator that
comprises part of a three-in-one combined multi-gener-
ator which has a dual drive path with a shear section that
immunizes one of the generators (e.g., the permanent
magnet generator) within the single combined multi-gen-
erator from a failure of another generator (e.g., the main
generator) within the single combined multi-generator.
[0007] According to another aspect of the present in-
vention, the generator arrangement includes one or more
bearings that support a rotor shaft, wherein the rotor shaft
includes a hollow portion, and wherein a lubricating fluid
passes through passages in a housing of the single gen-
erator and into the hollow portion of the rotor shaft where
the lubricating fluid is pressurized by the centrifugal forc-
es resulting from rotation, and passes through one or
more orifices formed in the rotor shaft and then impinges
upon the one or more bearings to thereby lubricate the
one or more bearings, after which the lubricating fluid
passes through one or more drains in the housing and
to a gearbox.
[0008] These and other advantages and features will
become more apparent from the following description
taken in conjunction with the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The foregoing and other features and advan-
tages of the invention are apparent from the following
detailed description taken in conjunction with the accom-
panying drawings in which:
[0010] FIG. 1 is a sectional view taken longitudinally
through a generator arrangement in which the function-
ality of two typically separate electrical power generators
are combined together into a single generator that com-
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prises part of a three-in-one combined multi-generator
which has a dual drive path with a shear section that
immunizes one of the generators (e.g., the permanent
magnet generator) within the single combined multi-gen-
erator from a failure of another generator (e.g., the main
generator) within the single combined multi-generator,
according to embodiments of the present invention; and
[0011] FIG. 2 is an enlarged, detailed view of a portion
of the generator arrangement of the embodiments of FIG.
1.
[0012] The detailed description explains embodiments
of the invention, together with advantages and features,
by way of example with reference to the drawings.

DETAILED DESCRIPTION OF THE INVENTION

[0013] Referring to FIG. 1, there illustrated is a sec-
tional view taken longitudinally through a generator ar-
rangement according to embodiments of the present in-
vention in which the functionality of two typically separate
electrical power generators are combined together into
a single generator that comprises part of a three-in-one
combined multi-generator which has a dual drive path
with a shear section that immunizes one of the generators
(e.g., the permanent magnet generator - "PMG") within
the single combined multi-generator from a failure of an-
other generator (e.g., the main generator) within the sin-
gle combined multi-generator.
[0014] In particular, the single combined multi-gener-
ator generator 1 is coupled to and driven by an accessory
gearbox 2 as is known in an aircraft. The gearbox 2 is
shown in FIG. 1 in simplistic and partial form. The gen-
erator 1 comprises a housing 3 having fluid cooling pas-
sages 4 and enclosing the components of a classical
three-in-one brushless, self-excited multi-generator. The
components of the multi-generator 1 include a main gen-
erator stator 5 and rotor 6, an exciter generator stator 7
and rotor 8, and a PMG stator 9 and rotor 10. The stators
5, 7, 9 of the main generator, the exciter generator, and
the PMG may be connected with or otherwise attached
to the inside of the housing 3.
[0015] Working with rotating rectifiers 11, the exciter
generator permits brushless operation. The PMG pro-
vides an independent source that allows for self-excita-
tion.
[0016] Modern aircraft engines are typically controlled
electronically. In the known art, an EEC is normally pow-
ered by a dedicated PMG that is driven independently
by the accessory gearbox 2. However, to save an acces-
sory drive pad within the gearbox 2, according to embod-
iments of the present invention it is desired to combine
the functionality of the normally separate EEC PMG with
that of the PMG, which is internal to the brushless, three-
in-one multi-generator 1. Nonetheless, the reliability of
the EEC PMG must not be affected by a failure of the
main generator, which has dictated this generator con-
figuration according to embodiments of the present in-
vention. The main generator may be used to provide elec-

trical power, for example, for the deicing function of the
aircraft.
[0017] Referring also to FIG. 1, a drive gear 12 that
may be a part of the gearbox 2 is supported by two oil
lubricated bearings 13 and 14 and normally features an
internal spline 15 that engages the drive or "stub" shaft
16 of the generator 1. The drive shaft 16 engages another
internal spline 17 within a rotor shaft 18, which itself is
supported by bearings 19 and 20. In embodiments of the
present invention, the rotor shaft 18 may be hollow and
may be a separate component from the drive or stub
shaft 16, thereby necessitating the use of the internal
spline 17 to connect together the two shafts 16, 18. In
other embodiments of the present invention, the drive
shaft 16 and the rotor shaft 18 may be one contiguous
piece, thereby eliminating the need for the internal spline
17. The rotor shaft 18 may also be connected to the ro-
tating rectifiers 11 and to the rotor 8 of the exciter gen-
erator.
[0018] As compared to known designs, in embodi-
ments of the present invention the length of the drive gear
12 is extended axially (i.e., to the right as viewed in FIG.
1) to thereby support the PMG rotor 10 and to attach to
and rotationally drive the PMG rotor 10 by means of tabs
21 and 22 and a jam nut 23. Other means for attaching
the drive gear 12 to the PMG rotor 10 may be utilized,
as should be apparent to one of ordinary skill in the art.
[0019] In addition, in embodiments of the present in-
vention the drive shaft 16 includes a shear section 24
that is activated (i.e., causes the drive shaft 16 to shear,
break or rupture) should a mechanical failure within the
main generator occur that causes an over-torque or over-
load condition (e.g., a load in excess of a predetermined
amount) within the main generator; specifically, the over-
load condition as applied to or on the drive or stub shaft
16. In this manner, the PMG rotor 10 is unaffected by a
mechanical failure of the main generator within the single
three-in-one combined multi-generator 1. As such, the
PMG still functions to provide power to the EEC.
[0020] As shown in FIGs. 1 and 2, the shear section
24 may comprise a portion of the drive or stub shaft 16
that is reduced in diameter from other portions of the
drive or stub shaft 16. However, the shear section 24
may comprise other types of mechanical failure struc-
tures (e.g., dissimilar materials) that cause the drive or
stub shaft to shear, break or rupture. As shown, the shear
section 24 may be located along the axial length of the
drive or stub shaft 16 near the physical separation point
of the drive gear 12 from the rotor shaft 18. However, the
shear section 24 may be located at other suitable loca-
tions along the axial length of the drive or stub shaft 16.
[0021] Another aspect of embodiments of the present
invention resides in the cooling and lubrication of the mul-
ti-generator 1. Cooling and lubrication fluid is transferred
from the gearbox 2 to the generator 1 by a transfer tube
25. The fluid, which may be gearbox oil, is then routed
around the housing through a dual helical channel rep-
resented by the passages 4, where the fluid absorbs the
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heat generated by the various components that are part
of the generator 1. A dual helical channel is herein rep-
resented as a preferred embodiment, although it is to be
understood that the shape and routing of this channel
may be of any shape and routing to suit the particular
application. Most of the fluid is returned to the gearbox
pad by a similar transfer tube. However, a relatively small
amount of the fluid is allowed to leak through passage
26 and transfer tube 27, and is injected into the hollow
rotor shaft 18, where, due to centrifugal forces, the fluid
gets re-pressurized and is allowed to escape from orifices
28 and 29 to directly impinge upon and lubricate the bear-
ings 19 and 20.
[0022] A labyrinth seal 30, 31 is included to keep the
fluid from entering the main generator cavity and to route
the fluid through drains 32, 33, 34 and 35, from where it
re-enters the accessory gearbox 2.
[0023] While the invention has been described in detail
in connection with only a limited number of embodiments,
it should be readily understood that the invention is not
limited to such disclosed embodiments. Rather, the in-
vention can be modified to incorporate any number of
variations, alterations, substitutions or equivalent ar-
rangements not heretofore described, but which are com-
mensurate with the spirit and scope of the invention. Ad-
ditionally, while various embodiments of the invention
have been described, it is to be understood that aspects
of the invention may include only some of the described
embodiments. Accordingly, the invention is not to be
seen as limited by the foregoing description.

Claims

1. An electrical generator, comprising:

a first generator having a stator (9) and a rotor
(10);
a second generator having a stator (5) and a
rotor (6);
a drive gear (12) that is connected to the rotor
(10) of the first generator to rotationally drive the
rotor (10) of the first generator; and
a drive shaft (16) that is connected to the drive
gear (12) to rotationally drive the rotor (6) of the
second generator, wherein a portion of the drive
shaft (16) has a shear section (24) formed there-
in to break apart the drive shaft (16) at the shear
section (24) when a predetermined load condi-
tion within the second generator occurs, wherein
when the predetermined load condition causes
the shear section (24) to break apart the rota-
tional driving of the rotor (9) of the first generator
by the drive gear (12) continues.

2. The electrical generator of claim 1, further compris-
ing a rotor shaft (18) connected to the rotor (6) of the
second generator and to the drive shaft (16), wherein

the drive shaft (16) rotationally drives the rotor (6) of
the second generator through the rotor shaft (18).

3. The electrical generator of claim 2, wherein the rotor
shaft (18) is connected to the rotor (6) of the second
generator by a spline (17).

4. The electrical generator according to any of claims
1 to 3, wherein the drive gear (12) is connected to
the rotor of the first generator by a spline (15).

5. The electrical generator according to any of claims
1 to 4, wherein the drive gear (12) is part of a gearbox
(2) that connects to the electrical generator.

6. The electrical generator according to any of claims
1 to 5, wherein the shear section (24) comprises a
reduced diameter portion of the drive shaft (16).

7. The electrical generator according to any of claims
1 to 6, wherein the first generator comprises a per-
manent magnet generator, and the second genera-
tor comprises a main generator.

8. The electrical generator according to any of claims
1 to 7, further comprising a third generator having a
stator (7) and a rotor (8), wherein the third generator
comprises an exciter generator, and wherein the
drive shaft (16) rotationally drives the rotor (8) of the
third generator.

9. The electrical generator of claim 8, further compris-
ing a housing (3) that encloses the first, second and
third generators.

10. The electrical generator according to any of claims
1 to 9, wherein the shear section (24) is located ax-
ially along a length of the drive shaft (16) at a pre-
determined location after the rotor (10) of the first
generator.

11. An electrical generator that connects to a gearbox
(2) and provides electrical power to various compo-
nents on an aircraft, comprising:

a housing (3) ;
a first generator having a stator (9) and a rotor
(10);
a second generator having a stator (5) and a
rotor (6);
a third generator having a stator (7) and a rotor
(8);
a drive gear (12) that is connected to the rotor
(10) of the first generator to rotationally drive the
rotor (10) of the first generator; and
a drive shaft (16) that is connected to the drive
gear (12) to rotationally drive the rotor (6) of the
second generator and to rotationally drive the
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rotor (8) of the third generator, wherein a portion
of the drive shaft (16) has a shear section (24)
formed therein to break apart the drive shaft (16)
at the shear section (24) when a predetermined
load condition within the second generator oc-
curs, wherein when the predetermined load con-
dition causes the shear section (24) to break
apart the rotational driving of the rotor (10) of
the first generator by the drive gear (12) contin-
ues.

12. The electrical generator of claim 11, wherein the first,
second and third generators are located within the
housing (3).

13. The electrical generator according to any of claims
11 to 12, further comprising a rotor shaft (18) con-
nected to the rotor (6) of the second generator and
to the rotor (8) of the third generator and to the drive
shaft (16), wherein the drive shaft (16) rotationally
drives the rotor (6) of the second generator and the
rotor (8) of the third generator through the rotor shaft
(18).

14. The electrical generator of claim 13, wherein the ro-
tor shaft (18) is connected to the rotor (6) of the sec-
ond generator by a spline (17).

15. The electrical generator according to any of claims
11 to 14, wherein the drive gear (12) is connected
to the rotor of the first generator by a spline (15).

16. The electrical generator according to any of claims
11 to 15, wherein the shear section (24) comprises
a reduced diameter portion of the drive shaft (16).

17. The electrical generator according to any of claims
11 to 16, wherein the shear section (24) is located
axially along a length of the drive shaft (16) at a pre-
determined location after the rotor (10) of the first
generator.

18. The electrical generator according to any of claims
11 to 17, wherein the first generator comprises a
permanent magnet generator, the second generator
comprises a main generator, and the third generator
comprises an exciter generator.

19. The electrical generator of claim 13, further compris-
ing one or more bearings (19, 20) that support the
rotor shaft (18), wherein the rotor shaft includes a
hollow portion, and wherein a lubricating fluid passes
through passages in the housing and into the hollow
portion of the rotor shaft (18) where the lubricating
fluid is pressurized and passes through one or more
orifices formed in the rotor shaft (18) and then im-
pinges upon the one or more bearings to thereby
lubricate the one or more bearings.

20. The electrical generator according to any of claims
11 to 19, further comprising one or more drain pas-
sages formed in the housing, wherein the lubricating
fluid passes through the one or more drains in the
housing and to the gearbox (2) after the lubricating
fluid impinges upon the one or more bearings (19,
20).
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