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Description

Technical Field

[0001] The present invention relates to an energy-ab-
sorbing structure that uses an energy-absorbing member
made of fiber-reinforced resin.

Background Art

[0002] Patent Document 1 discloses an energy-ab-
sorbing member made of fiber-reinforced resin that is
used in a front side member of the front frame structure
of a vehicle body. At the time of a front-end collision of a
vehicle the collision load acts on the energy-absorbing
member, and the collision energy is absorbed by the
crushing of the energy-absorbing member.
[0003] US 6 601 886 B1 and JP 2005 247096 A each
disclose an energy-absorbing structure comprising: a
frame member forming a part of a vehicle body frame-
work; an energy-absorbing member formed from fiber-
reinforced resin and provided at an end portion of the
frame member; a load-receiving member provided on the
energy-absorbing member on a side opposite of the
frame member; and a tearing element provided adjacent
an end portion of the energy-absorbing member that cor-
responds to at least one of the load-receiving member
and the frame member so as to tear the energy-absorbing
member upon an impact load being inputted from the
load-receiving member toward the energy-absorbing
member, wherein reinforcing fibers that extend in a di-
rection intersecting an input direction of the impact load
in the energy-absorbing member, and that are severed
by the tearing element upon the energy-absorbing mem-
ber being torn.

Prior Art Documents

Patent Documents

[0004] Patent Document 1: Japanese Patent No.
4440683

Summary of the Invention

Problem to be Solved by the Invention

[0005] An energy-absorbing member made of fiber-re-
inforced resin absorbs collision energy by means of the
deformation of a matrix resin with impregnated reinforc-
ing fibers at the time that the energy-absorbing member
is crushed. However, since the reinforcing fibers them-
selves do not readily rupture, the energy absorption ef-
ficiency can be further enhanced by causing the reinforc-
ing fibers to rupture.
[0006] Therefore, an object of the present invention is
to further increase the energy absorption efficiency of an
energy-absorbing member made of a fiber-reinforced

resin.

Means of Achieving the Object

[0007] The object above is achieved by the energy-
absorbing structure defined by the appended claim 1.
Further advantageous effects can be obtained by the pre-
ferred embodiments defined by appended dependent
claims. In the present invention a tearing element, which
tears the energy-absorbing member when a collision load
is input from a load-receiving member onto the energy-
absorbing member, is provided adjacent the end portion
of the energy-absorbing member that corresponds to at
least one of the load-receiving member and a frame
member.

Effect of the Invention

[0008] According to the present invention, when the
energy-absorbing member receives an impact load that
is input onto the load-receiving member, the tearing el-
ement tears the energy-absorbing member. At this time,
since the reinforcing fibers that extend in a direction that
intersects the input direction of the impact load are sev-
ered, the energy absorption efficiency is further en-
hanced.

Brief Description of the Drawings

[0009]

[Figure 1] Figure 1 is a perspective view of a lower
portion of a vehicle body provided with an energy-
absorbing structure according to a first embodiment
of the present invention.
[Figure 2] Figure 2 is a side view including a partial
cross section of the periphery of the energy-absorb-
ing structure of Figure 1.
[Figure 3] Figure 3 is an exploded perspective view
of the periphery of the energy-absorbing structure of
Figure 1.
[Figure 4] Figure 4 is a perspective view of an energy-
absorbing member in the energy-absorbing struc-
ture of Figure 3.
[Figure 5] Figure 5 is a cross-sectional view illustrat-
ing a state in which the energy-absorbing member
in the energy-absorbing structure of Figure 2 is con-
nected to a connecting member.
[Figure 6] Figure 6 is an operation explanatory view
illustrating an initial state in which the energy-absorb-
ing member is crushed and deformed with respect
to Figure 5.
[Figure 7] Figure 7 is a cross-sectional view that cor-
responds to Figure 5, illustrating a second embodi-
ment of the present invention.
[Figure 8] Figure 8 is an operation explanatory view
illustrating an initial state in which the energy-absorb-
ing member is crushed and deformed with respect
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to Figure 7.
[Figure 9] Figure 9 is a cross-sectional view of a state
in which an energy-absorbing member is connected
to a connecting member, illustrating a reference ex-
ample of an energy-absorbing structure.
[Figure 10] Figure 10 is a cross-sectional view of the
energy-absorbing member and the connecting
member at a position rotated 90°, with the load input
direction as the axis, with respect to Figure 9.
[Figure 11] Figure 11 is a perspective view of the
energy-absorbing member and the connecting
member according to the reference example.

Embodiments to Carry Out the Invention

[0010] Embodiments for implementing the present in-
vention are described in detail below with reference to
the drawings.
[0011] Figure 1 illustrates the lower portion of a vehicle
body equipped with energy-absorbing members 1 ac-
cording to a first embodiment of the present invention.
The energy-absorbing members 1 are a fiber-reinforced
resin material formed by impregnating reinforcing fibers,
for example carbon fibers, in a matrix resin that is a resin
for impregnation. In the drawings, the direction indicated
by the arrow FR is the front of the vehicle body, the di-
rection indicated by the arrow LH is the left side of the
vehicle body, and the direction indicated by the arrow UP
is the up direction of the vehicle body.
[0012] In the automobile vehicle body shown in Figure
1, a pair of left and right front side members 3 are dis-
posed on both sides of the front of the vehicle body in
the vehicle width direction, along the longitudinal direc-
tion of the vehicle body. The front side members 3 each
constitutes a frame member that forms the frame of the
vehicle body and bends downward adjacent the location
corresponding to the dash panel 5 and is joined to the
lower surface of the floor panel 7. The dash panel 5 sep-
arates the vehicle cabin 9 and the engine compartment
11. Side sills 13 are disposed on both sides of the floor
panel 7 in the vehicle width direction along the longitudi-
nal direction of the vehicle body, and a hood ledge panels
15 are disposed on the upper portion of the front side
members 3 on the engine compartment side.
[0013] The energy-absorbing members 1 are attached
to the front-end portion of the front side members 3. A
bumper reinforcement 17 is attached to the front-end por-
tion of the energy-absorbing member 1 on the opposite
side of the front side members 3. The bumper reinforce-
ment 17 is disposed along the vehicle width direction,
and both ends thereof project farther outwardly in the
vehicle width direction than the energy-absorbing mem-
ber 1. A bumper fascia, not shown, is attached to the
bumper reinforcement 17.
[0014] The front side members 3 are formed in the
shape of a quadrangular prism, and includes a front-end
flange 3f at the front-end portion on the energy-absorbing
member 1 side, as illustrated in Figure 2. A rear-end

flange 1f is provided on the rear-end portion of the ener-
gy-absorbing member 1 on the side with the front side
members 3. The front side members 3 and the energy-
absorbing members 1 are fixed by causing the front-end
flange 3f and the rear-end flange 1f to abut against each
other and fastening them with a plurality of nuts 21 and
a plurality of bolts 19.
[0015] The energy-absorbing members 1 and the
bumper reinforcement 17 are fixed via connecting mem-
bers 23, as illustrated in Figures 2 and 3. The bumper
reinforcement 17 and the connecting members 23 con-
stitute a load-receiving member. The energy-absorbing
members 1 each have the shape of a quadrangular prism
tube, in the same manner as the front side members 3,
as illustrated in Figure 3. On the other hand, the connect-
ing members 23 have a quadrangular shape that is larger
than the energy-absorbing members 1 in a front view as
seen from the front of the vehicle body.
[0016] The connecting members 23 include an end
surface portion 25 that abuts the rear surface of the
bumper reinforcement 17, and side wall portions 27 that
are bent from the four peripheral edges of the end surface
portion 25 and that project toward the energy-absorbing
member 1. The inner side of the bent portion between
the end surface portion 25 and the side wall portions 27
forms a concave curved surface portion 29 over the entire
perimeter, as illustrated in Figure 2.
[0017] The bumper reinforcement 17 is a hollow mem-
ber whose cross-sectional shape is long vertically and
has a partition wall 31 in the center in the vertical direction,
and spaces having a cross section that is essentially
square are formed above and below the partition wall 31.
Four through-holes 17a are provided on the rear surface
of the bumper reinforcement 17, and stud bolts 33 are
provided on the end surface portion 25 of the connecting
members 23 corresponding to the through-holes 17a.
The bumper reinforcement 17 and the connecting mem-
bers 23 are fixed and integrated by inserting the stud
bolts 33 into the through-holes 17a, and fastening nuts
35 to the stud bolts 33 by utilizing working holes 17b on
the front surface.
[0018] When the connecting members 23 are fastened
to the energy-absorbing members 1, the four side wall
portions 27 in the periphery of the connecting members
23 are attached, so as to cover the peripheral edges of
the front-end portion of the energy-absorbing members
1 from the outside. At that time, the side-wall portions 27
of the connecting members 23 overlap the side surfaces
37 as the surface portions of the energy-absorbing mem-
bers 1 from the outer side adjacent the front-end portion
to form overlapping portions 39, as illustrated in Figure
2. In the overlapping portions 39, the side-wall portions
27 of the connecting members 23 and the side surfaces
37 of the energy-absorbing members 1 overlap in an or-
thogonal direction that intersects the input direction of
the impact load, which is described below.
[0019] A plurality of bolt insertion holes 37a are formed
that extend through the side surfaces 37 of the energy-

3 4 



EP 3 444 146 B1

4

5

10

15

20

25

30

35

40

45

50

55

absorbing members 1 in the overlapping portions 39, and
nuts 41 are attached on the inner sides of the side sur-
faces 37 in the periphery of the bolt insertion holes 37a.
Bolt insertion holes 27a are formed that pass through the
side wall portions 27 of the connecting members 23 cor-
responding to the bolt insertion holes 37a.
[0020] The connecting members 23 and the energy-
absorbing members 1 are fixed by inserting bolts 43 as
fasteners into the bolt insertion holes 27a, 37a and fas-
tening the bolts to the nuts 41, as illustrated in Figure 2.
The bolt insertion holes 27a, 37a constitute mounting
holes, which extend through in the overlapping direction
of the overlapping portions 39.
[0021] In a state in which the connecting members 23
and the energy-absorbing members 1 are fixed, a gap is
formed between peripheral front ends 1a of the energy-
absorbing members 1 and the end surface portions 25
of the connecting members 23, as illustrated in Figure 2.
At that time, the curved surface portions 29 of the con-
necting members 23 are positioned in front of the periph-
eral front ends 1a of the energy-absorbing members 1,
and the peripheral front ends 1a and the curved surface
portions 29 face each other. The curved surface portions
29 each have a cross section in the form of a quarter arc
of a circle. The outer surfaces of the side surfaces 37 of
the energy-absorbing members 1 are essentially posi-
tioned on a line tangent to the end portion of the arc.
[0022] Described next is the impact absorption func-
tion of when a vehicle provided with the energy-absorbing
structure described above undergoes a front-end colli-
sion.
[0023] The impact load that is received by the bumper
reinforcement 17 when the automobile undergoes a
front-end collision is transmitted to the energy-absorbing
members 1 via the connecting members 23. At this time,
the energy-absorbing members 1 are crushed and de-
formed between the bumper reinforcement 17 and the
front side members 3, thereby absorbing the impact.
When the energy-absorbing members 1 are crushed and
deformed, the impact load is applied to the energy-ab-
sorbing members 1 via the fastening portion configured
by the bolts 43 of the overlapping portions 39.
[0024] The shaft portions 43a of the bolts 43 are in-
serted into the bolt insertion holes 27a, 37a. Thus, the
shaft portions 43a of the bolts 43 concentrate the stress
in the bolt insertion holes 37a with respect to the energy-
absorbing members 1 and becomes the point of origin
when the energy-absorbing members 1 is crushed. The
bolts 43 are provided in two or three locations on one
side surface 37 of the energy-absorbing members 1.
[0025] Thus, the impact load that is concentrated at
and imparted to the bolt insertion holes 37a, as illustrated
in Figure 4, reaches the side surfaces 37 of the energy-
absorbing members 1 for each of the plurality of the bolt
insertion holes 37a, as indicated by the arrows P. The
energy-absorbing members 1 are crushed and torn into
multiple pieces along the load input direction with the bolt
insertion holes 37a as the points of origin, due to the

impact load that is imparted to each of the plurality of the
bolt insertion holes 37a. That is, the bolts 43 are provided
adjacent the end portion of the energy-absorbing mem-
bers 1 and function as a tearing element that tears the
energy-absorbing members 1 along the load input direc-
tion.
[0026] When the energy-absorbing members 1 are
crushed, the connecting members 23 moves in the di-
rection toward the front side members 3 and transitions
from the state before the impact load is received shown
in Figure 5 to the state shown in Figure 6, so as to crush
the energy-absorbing members 1. At this time, the ener-
gy-absorbing members 1 absorb the impact by the inward
displacement of the peripheral front ends 1a while being
guided by the curved surface portions 29 of the connect-
ing members 23 over the entire perimeter. In Figures 5
and 6, stud bolts 33 that are similar to those of the con-
necting members 23 in Figure 3 are omitted.
[0027] In the energy-absorbing members 1, reinforcing
fibers 47 indicated by the chain double-dashed lines are
arranged so as to extend in a direction that intersects the
load input direction, which is essentially the same direc-
tion as that indicated by the arrows P, at, for example,
an approximately 45° angle, as illustrated in Figure 4. In
this case, when the energy-absorbing member 1 is torn
by the bolts 43 and absorbs the impact load, the reinforc-
ing fibers 47 are also severed, thereby absorbing the
impact load. As a result, the energy absorption efficiency
of the energy-absorbing members 1 is increased. In Fig-
ure 4 and Figure 11, which is described below, only a
portion of the reinforcing fibers 47 is shown, but in fact,
the reinforcing fibers 47 are provided over the entirety of
the energy-absorbing members 1.
[0028] In the present embodiment, a tearing element
that tears the energy-absorbing member 1 is composed
of the bolts 43 that fasten and fix the energy-absorbing
member 1 and the connecting member 23 on the side of
the bumper reinforcement 17. Thus, it is not necessary
to separately provide a tearing element, and it is possible
to simplify the structure.
[0029] In the present embodiment, the energy-absorb-
ing members 1 have a tubular form, and the side wall
portions 27 of the connecting members 23 are attached
so as to cover the outer perimeter sides of the tubular
energy-absorbing members 1 to form the overlapping
portion 39. In this case as illustrated in Figure 6, the en-
ergy-absorbing members 1 are crushed essentially uni-
formly over the entire perimeter between the connecting
members 23 and the energy-absorbing members, by be-
ing displaced inwardly so as to be enveloped by the side
wall portions 27 from the outside at the time of collapse,
further enhancing the energy absorption efficiency. In ad-
dition, it is possible to prevent scattering to the outside
by the inward displacement and crushing of the energy-
absorbing members 1.
[0030] At this time, the inner side of the bent portion
between the end surface portions 25 and the side wall
portions 27 of the connecting members 23 forms a con-
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cave curved surface portions 29. Thus, the energy-ab-
sorbing members 1 absorb the impact load more effi-
ciently by the peripheral front ends 1a being smoothly
displaced inwardly while being guided by the curved sur-
face portions 29 of the connecting members 23.
[0031] In the present embodiment the energy-absorb-
ing members 1 have a prismatic tubular shape, and the
bolts 43 that constitute the tearing element are provided
at corresponding positions on the side surfaces 37 of the
energy-absorbing members 1 formed in a prismatic tu-
bular shape. As a result, stress can be concentrated not
only at the corners of the prismatic tube where stress
tends to concentrate but also on the side surfaces 37,
which are surface portions, thereby tearing and crushing
not only the corners but also the side surfaces 37. As a
result, the tubular energy-absorbing members 1 are
crushed essentially uniformly over the entire perimeter,
and the energy absorption efficiency becomes extremely
high.
[0032] Figures 7 and 8 illustrate a second embodiment
of the present invention. In the second embodiment, the
shape of the connecting member 23A is different from
the connecting members 23 of the first embodiment, as
illustrated in Figure 7. The other configurations such as
the energy-absorbing members 1 are the same as those
of the first embodiment, and the same components have
been assigned the same reference symbols, and detailed
descriptions thereof have been omitted.
[0033] In the connecting member 23A, the side wall
portions 27A are positioned farther inward than the outer
peripheral edge of the end surface portion 25A. Thus,
the end surface portion 25A has a projecting portion 23Aa
whose outer peripheral edge projects outwardly with re-
spect to the side wall portions 27A over the entire perim-
eter. The outer side of the bent portion between the side
wall portions 27A and the projecting portion 23Aa forms
a concave curved surface portion 29A over the entire
perimeter. In Figures 7 and 8, stud bolts 33 that are similar
to those of the connecting member 23 in Figure 3 are
omitted.
[0034] By positioning the side wall portions 27A farther
inward than the outer peripheral edge of the end surface
portion 25A, the quadrangular side wall portions 27A will
be inserted inside the energy-absorbing member 1. That
is, unlike the first embodiment, in the present embodi-
ment, the side wall portions 27A of the connecting mem-
ber 23A are overlapped by the side surfaces 37 of the
energy-absorbing member 1 from the outside adjacent
the front-end portion to form an overlapping portion 39A.
[0035] At this time the curved surface portion 29A of
the connecting member 23A is positioned in front of the
peripheral front end 1a of the energy-absorbing member
1, and the peripheral front end 1a and the curved surface
portion 29A face each other. The curved surface portion
29A has a cross section in the form of a quarter arc of a
circle. The inner surface of the side surfaces 37 of the
energy-absorbing member 1 is essentially positioned on
a line tangent to the end portion of the arc.

[0036] Bolt insertion holes 27Aa are formed to pass
through the side wall portions 27A of the connecting
member 23A, corresponding to the bolt insertion holes
37a of the energy-absorbing member 1. Nuts 41 are fixed
on the inner sides of the periphery of the bolt insertion
holes 27Aa. The connecting member 23A and the ener-
gy-absorbing member 1 are fixed by inserting bolts 43
into the bolt insertion holes 37a, 27Aa and fastening the
nuts 41 on the bolts.
[0037] In the second embodiment as well, the impact
load that is received by the bumper reinforcement 17 is
transmitted to the energy-absorbing member 1 via the
connecting member 23A in the state shown in Figure 7.
At that time, the energy-absorbing member 1 is crushed
and deformed between the bumper reinforcement 17 and
the front side members 3 to absorb the impact.
[0038] When the energy-absorbing member 1 is
crushed and deformed, the impact load is input to the
energy-absorbing member 1 via the fastening portion
configured by the bolts 43 of the overlapping portion 39A.
The shaft portions 43a of the bolts 43 are inserted into
the bolt insertion holes 27Aa, 37a. Thus, the shaft portion
43a of the bolt 43 concentrates the stress in the bolt in-
sertion hole 37a and becomes the point of origin when
the energy-absorbing member 1 is crushed.
[0039] Because in the second embodiment, a plurality
of bolts 43 are also provided in the same positions as in
the first embodiment, as in Figure 4, the impact load that
is imparted to a bolt insertion hole 37a reaches the side
surface 37 of the energy-absorbing member 1 for each
of the plurality of bolt insertion holes 37a, as indicated
by the arrows P. The energy-absorbing member 1 is
crushed so as to be torn into multiple pieces along the
load input direction with the bolt insertion holes 37a as
the points of origin, due to the impact load that is imparted
to each of the plurality of bolt insertion holes 37a. That
is, the shaft portion 43a of the bolt 43 functions as a tear-
ing element that tears the energy-absorbing member 1.
[0040] At this time, in the second embodiment, the en-
ergy-absorbing member 1 is positioned on the outer side
of the side wall portions 27A of the connecting member
23A. Thus, the connecting member 23A moves in the
direction toward the front side members 3 and transitions
from the state before the impact load is received, as
shown in Figure 7 to the state shown in Figure 8, thereby
crushing the energy-absorbing member 1. At this time,
the energy-absorbing member 1 efficiently absorbs the
impact by the outward displacement of the peripheral
front end 1a while being guided by the curved surface
portion 29A of the connecting member 23A over the entire
perimeter.
[0041] In the second embodiment as well, in the ener-
gy-absorbing member 1, reinforcing fibers 47 indicated
by the chain double-dashed lines are arranged in a di-
rection that intersects the load input direction, which is
essentially the same direction as that indicated by the
arrows P, at, for example, an approximately 45° angle,
as illustrated in Figure 4. In this case, when the energy-
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absorbing member 1 is torn by the bolts 43 and absorbs
the impact load, the reinforcing fibers 47 are also sev-
ered, thereby absorbing the impact load. As a result, the
energy absorption efficiency of the energy-absorbing
member 1 is increased.
[0042] Figures 9-11 illustrate a reference example of
an energy-absorbing structure. In the reference example,
the shape of the connecting member 23B is different from
the connecting member 23 of the first embodiment. The
other configurations such as the energy-absorbing mem-
ber 1 are the same as those of the first embodiment, and
the same components have been assigned the same ref-
erence symbols, and the detailed descriptions thereof
have been omitted.
[0043] The connecting member 23B is provided with a
plurality of projections 49 as a tearing element that
projects toward the energy-absorbing member 1 on the
inner side of the end surface portion 25B. The distal ends
of the projections 49 have curved convex surfaces. Bolt
insertion holes are not provided on the side wall portions
27B. In Figures 9-11, stud bolts 33 that are similar to
those of the connecting member 23 in Figure 3 are omit-
ted.
[0044] The projections 49 are positioned at the inner
corners between the end surface portion 25B and the
side wall portions 27B, and the distal ends of the curved
convex surfaces described above abut the peripheral
front end 1a of the energy-absorbing member 1. The pro-
jections 49 are provided at two or three locations on one
side surface 37 of the energy-absorbing member 1. The
circumferential positions of the plurality of projections 49
with respect to the energy-absorbing member 1 are es-
sentially the same as the positions of the plurality of bolt
insertion holes 37a of the first embodiment.
[0045] In the state in which the front-end portion of the
energy-absorbing member 1 is inserted into the inner
side of the side wall portions 27B of the connecting mem-
ber 23B, the peripheral front end 1a abuts the projections
49, and the outer circumferential surface is essentially in
close contact with the inner surfaces of the side wall por-
tions 27B. In this state, the side wall portions 27B and
the energy-absorbing member 1 are bonded and fixed
by using, for example, an adhesive.
[0046] In the reference example the projections 49 act
as a tearing element instead of the bolts 43 in the first
and second embodiments. Thus, the impact load that is
received by the connecting member 23B will be in a state
in which stress is concentrated at the peripheral front end
1a due to the plurality of projections 49, as illustrated in
Figure 11. Thus, the impact load reaches the side sur-
faces 37 of the energy-absorbing member 1 for each of
the plurality of projections 49, as indicated by the arrows
P. As a result, the energy-absorbing member 1 is torn
into multiple pieces along the load input direction with
the projections 49 as the points of origin. That is, the
projections 49 function as a tearing element that tears
the energy-absorbing member 1.
[0047] At this time the connecting member 23B moves

in the direction toward the front side members 3 and tran-
sitions from the state before the impact load is received
shown in Figure 9, so as to crush the energy-absorbing
member 1. At this time, the energy-absorbing member 1
absorbs the impact by being inwardly displaced as it
tears.
[0048] In the reference example as well, in the energy-
absorbing member 1, reinforcing fibers 47 indicated by
the chain double-dashed lines are arranged in a direction
that intersects the load input direction, which is essen-
tially the same direction as that indicated by the arrows
P, at an approximately 45° angle, for example, as illus-
trated in Figure 11. In this case, when the energy-absorb-
ing member 1 is torn by the projections 49 and absorbs
the impact load, the reinforcing fibers 47 are also sev-
ered, thereby absorbing the impact load. As a result, the
energy absorption efficiency of the energy-absorbing
member 1 is increased.
[0049] In addition, in the reference example, as in the
first embodiment, the side wall portions 27B of the con-
necting member 23B are attached so as to cover the
outer perimeter side of the energy-absorbing member 1.
Thus, the energy-absorbing member 1 is crushed essen-
tially uniformly over the entire perimeter between the con-
necting member 23B and the energy-absorbing member,
by being displaced inwardly so as to be enveloped by
the side wall portions 27B from the outer side at the time
of collapse, further enhancing the energy absorption ef-
ficiency. Furthermore, it is possible to prevent scattering
to the outside by the inward displacement and crushing
of the energy-absorbing member 1.
[0050] In the reference example, projections 49 that
are integral with the connecting member 23B are provid-
ed as the tearing element, instead of the bolts 43 that are
used in the first and second embodiments. Thus, numer-
ous bolts 43, etc., become unnecessary, which corre-
spondingly reduces the parts count and improves the as-
sembly workability. Although the connecting member
23B and the energy-absorbing member 1 are fixed by
means of an adhesive, for example, four appropriate pe-
ripheral locations may be fixed using bolts and nuts.
[0051] The reference example may also be configured
such that the side wall portions 27B of the connecting
member 23B are inserted into the inner side of the ener-
gy-absorbing member 1, in the same manner as shown
in Figure 7 of the second embodiment. In this case, pro-
jections that abut the peripheral front end 1a are provided
in a portion corresponding to the projecting portions 23Aa
of Figure 7, in front of the peripheral front end 1a of the
energy-absorbing member 1.
[0052] Embodiments of the present invention were de-
scribed above, but these embodiments are described in
order to facilitate comprehension of the present inven-
tion, and the present invention is not limited to the em-
bodiments described. The technical scope of the present
invention is not limited to the specific technical matters
disclosed in the above-described embodiment and in-
cludes various modifications, changes, and alternatives
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that can be easily derived therefrom.
[0053] For example, in the embodiments described
above, examples were shown in which an energy-ab-
sorbing structure including an energy-absorbing member
1 is provided in the front of the vehicle body, but a similar
effect can also be achieved by providing the energy-ab-
sorbing structure in the rear of the vehicle body.
[0054] In the embodiments described above, the tear-
ing element, constituted by the bolts 43 in the first and
second embodiments or the projections 49 in the refer-
ence example, is provided on the bumper reinforcement
17 side of the energy-absorbing member 1. Alternatively,
the tearing element can be provided on the side of the
energy-absorbing member 1 adjacent the front side
members 3, or provided on both the side of the bumper
reinforcement 17 and the side of the front side members
3.
[0055] In the case of providing the tearing element only
on the side of the front side members 3 of the energy-
absorbing member 1, the front and rear of the energy-
absorbing member 1 shown in Figures 2 and 3 are re-
versed, and the rear end flange 1f is fixed on the rear
surface of the bumper reinforcement 17. In the connect-
ing member 23, the stud bolts 33 are set in positions
corresponding to the bolts 19 in Figure 2 and made to
abut the front-end flange 3f of the front side members 3,
and the nuts 21 are fastened to the stud bolts 33.
[0056] In the case of providing the tearing element on
both the bumper reinforcement 17 side and the front side
members 3 side of the energy-absorbing member 1, the
energy-absorbing member 1 is not provided with the rear
end flange 1f as shown in Figures 2 and 3, and the shapes
of both the front and rear end portions are made the same.
In this case, the attachment structure of the rear end por-
tion of the energy-absorbing member 1 with respect to
the front side members 3 is the same as when the tearing
element described above is only provided on the side of
the front side members 3 of the energy-absorbing mem-
ber 1.
[0057] In the embodiments described above, the en-
ergy-absorbing member 1 is configured to have the form
of a quadrangular prism tube, but the shape may be a
polygonal shape or a columnar tube shape, other than
the form of a quadrangular prism. In this case, the shapes
of the connecting members 23, 23A, 23B are similarly
changed in accordance with the shape of the energy-
absorbing member 1.
[0058] In the energy-absorbing member 1 of the em-
bodiments described above, examples were shown in
which reinforcing fibers 47 are arranged in a direction
that intersects the load input direction, at an angle of ap-
proximately 45°, which is essentially the same direction
as that indicated by the arrows P, as illustrated in Figures
4 and 11. However, the angle of intersection is not limited
to 45°. The reinforcing fibers 47 may intersect the load
input direction at a 90° angle, for example. In other words,
the reinforcing fibers 47 need only intersect the load input
direction in essentially the same direction as that indicat-

ed by the arrows P. Because the reinforcing fibers 47
cross the load input direction, the reinforcing fibers are
severed by the tearing element.
[0059] Also, the first embodiment, which employs bolts
43, and the reference example, which employs projec-
tions 49, can be combined. In this case, for example, by
shifting the positions along the perimeter direction, such
as alternately arranging the bolts 43 and the projections
49 along the perimeter direction, the bolts 43 and the
projections 49 are prevented from overlapping along the
load input direction. The bolts 43 in the second embod-
iment shown in Figure 7 and the projections that are pro-
vided in front of the peripheral front end 1a of the energy-
absorbing member 1 can be combined as well.

Industrial Applicability

[0060] The present invention is applied to an energy-
absorbing structure that uses an energy-absorbing mem-
ber made of fiber-reinforced resin.

Descriptions of the Reference Symbols

[0061]

1 Energy-absorbing member
3 Front side member (frame member)
17 Bumper reinforcement (load-receiv-

ing member)
23, 23A, 23B Connecting member (load-receiving

member)
27a, 27Aa, 37a Bolt insertion hole (mounting hole)
37 Side surface of energy-absorbing

member (surface portion)
39, 39A Overlapping portion
43 Bolt (fastener, tearing element)
47 Reinforcing fiber
49 Projection (tearing element)

Claims

1. An energy-absorbing structure comprising:

a frame member (3) forming a part of a vehicle
body framework;
an energy-absorbing member (1) formed from
fiber-reinforced resin and provided at an end
portion of the frame member;
a load-receiving member (17, 23) provided on
the energy-absorbing member on a side oppo-
site of the frame member; and
a tearing element (43, 49) provided adjacent an
end portion of the energy-absorbing member
that corresponds to at least one of the load-re-
ceiving member and the frame member so as
to tear the energy-absorbing member upon an
impact load being inputted from the load-receiv-
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ing member toward the energy-absorbing mem-
ber, wherein
reinforcing fibers (47) that extend in a direction
intersecting an input direction of the impact load
in the energy-absorbing member, and that are
severed by the tearing element upon the energy-
absorbing member being torn,
characterized in that:

the load-receiving member and the energy-
absorbing member overlap in a direction
that intersects with the input direction of the
impact load to form an overlapping portion
(39);
the overlapping portion has a mounting hole
(27) that extends in a direction of the over-
lap; and
the tearing element is constituted by a fas-
tener (43) inserted into the mounting hole.

2. The energy-absorbing structure as recited in claim
1, wherein
the energy-absorbing member (1) has a tubular
shape, and
at least one of the load-receiving member (17, 23)
and the frame member (3) is attached to overlie an
outer perimeter side of the tubular shape of the en-
ergy-absorbing member to form the overlapping por-
tion (39).

3. The energy-absorbing structure as recited in claim
1 or 2, wherein
at least one of the load-receiving member (17, 23)
and the frame member (3) includes a portion having
a curved concave surface that opposes the end por-
tion of the energy-absorbing member (1) on which
the tearing element (43, 49) is provided.

4. The energy-absorbing structure as recited in any one
of claims 1 to 3, wherein
the tearing element (43, 49) includes
a projection (49) that projects toward the energy-ab-
sorbing member (1) in a portion of at least one of the
load-receiving member (17, 23) and the frame mem-
ber (3) that opposes the energy-absorbing member.

5. The energy-absorbing structure recited in any one
of claims 1 to 4, wherein
the energy-absorbing member (1) has a prismatic
tubular shape, and
the tearing element (43, 49) is disposed in a position
that corresponds to a surface portion (37) of the pris-
matic tubular shape.

Patentansprüche

1. Energieabsorptionsstruktur mit:

einem Rahmenelement (3), das einen Teil eines
Fahrzeugkarosserierahmens bildet;
einem Energieabsorptionselement (1), das aus
einem faserverstärktem Harz ausgebildet ist
und an einem Endabschnitt des Rahmenele-
ments vorgesehen ist;
einem Lastaufnahmeelement (17, 23), das am
Energieabsorptionselement auf einer dem Rah-
menelement gegenüberliegenden Seite vorge-
sehen ist; und
einem Reißelement (43, 49), das benachbart zu
einem Endabschnitt des Energieabsorptionse-
lements vorgesehen ist, der dem Lastaufnah-
meelement und/oder dem Rahmenelement ent-
spricht, um das Energieabsorptionselement zu
zerreißen, wenn eine Aufpralllast vom Lastauf-
nahmeelement zum Energieabsorptionsele-
ment zugeführt wird, wobei Verstärkungsfasern
(47), die sich in einer Richtung erstrecken, die
eine Zufuhrrichtung der Aufpralllast im Energie-
absorptionselement schneidet, durch das
Reißelement durchtrennt werden, wenn das En-
ergieabsorptionselement zerrissen wird,
dadurch gekennzeichnet, dass:

sich das Lastaufnahmeelement und das
Energieabsorptionselement in eine Rich-
tung überlappen, die sich mit der Zufuhr-
richtung der Aufpralllast schneidet, um ei-
nen Überlappungsabschnitt (39) zu bilden;
der Überlappungsabschnitt ein Montage-
loch (27) aufweist, das sich in eine Richtung
der Überlappung erstreckt; und
das Reißelement durch ein Befestigungse-
lement (43) gebildet wird, das in das Mon-
tageloch eingesetzt ist.

2. Energieabsorptionsstruktur nach Anspruch 1, wobei
das Energieabsorptionselement (1) eine Röhren-
form aufweist, und
das Lastaufnahmeelement (17, 23) und/oder das
Rahmenelement (3) so angebracht ist, dass es über
einer Außenumfangsseite der Röhrenform des En-
ergieabsorptionselements liegt, um den Überlap-
pungsabschnitt (39) zu bilden.

3. Energieabsorptionsstruktur nach Anspruch 1 oder
2, wobei
das Lastaufnahmeelement (17, 23) und/oder das
Rahmenelement (3) einen Abschnitt aufweist, der
eine gekrümmte konkave Oberfläche aufweist, die
dem Endabschnitt des Energieabsorptionselements
(1) gegenüberliegt, auf dem das Reißelement (43,
49) vorgesehen ist.

4. Energieabsorptionsstruktur nach einem der Ansprü-
che 1 bis 3, wobei das Reißelement (43, 49) einen
Vorsprung (49), der zum Energieabsorptionsele-
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ment (1) vorsteht, in einem Abschnitt des Lastauf-
nahmeelements (17, 23) und/oder des Rahmenele-
ments (3) aufweist, der dem Energieabsorptionse-
lement gegenüberliegt.

5. Energieabsorptionsstruktur nach einem der Ansprü-
che 1 bis 4, wobei
das Energieabsorptionselement (1) eine prismati-
sche Röhrenform aufweist, und
das Reißelement (43, 49) an einer Position vorge-
sehen ist, die einem Oberflächenabschnitt (37) der
prismatischen Röhrenform entspricht.

Revendications

1. Structure d’absorption d’énergie, comprenant :

un élément de châssis (3) faisant partie d’un
châssis de caisse de véhicule ;
un élément d’absorption d’énergie (1) en résine
renforcée par des fibres et prévu sur une partie
d’extrémité de l’élément de châssis ;
un élément de réception de charge (17, 23) pré-
vu sur l’élément d’absorption d’énergie sur un
côté opposé à l’élément de châssis ; et
un élément de rupture (43, 49) adjacent à une
partie d’extrémité de l’élément d’absorption
d’énergie correspondant à l’élément de récep-
tion de charge et/ou à l’élément de châssis de
manière à rompre l’élément d’absorption d’éner-
gie par charge d’impact appliquée depuis l’élé-
ment de réception de charge vers l’élément
d’absorption d’énergie, où
des fibres de renforcement (47) s’étendant dans
une direction croisant une direction de pénétra-
tion de la charge d’impact dans l’élément d’ab-
sorption d’énergie, et rompues par l’élément de
rupture du fait de la cassure de l’élément d’ab-
sorption d’énergie,
caractérisée en ce que :

l’élément de réception de charge et l’élé-
ment d’absorption d’énergie se chevau-
chent dans une direction croisant la direc-
tion de pénétration de la charge d’impact
pour former une section de chevauchement
(39) ;
la section de chevauchement présente un
trou de montage (27) s’étendant dans la di-
rection de chevauchement ; et
l’élément de rupture se compose d’une at-
tache (43) insérée dans le trou de montage.

2. Structure d’absorption d’énergie selon la revendica-
tion 1, où
l’élément d’absorption d’énergie (1) a une forme tu-
bulaire, et

l’élément de réception de charge (17, 23) et/ou l’élé-
ment de châssis (3) sont fixés de manière à recouvrir
un côté de périmètre extérieur de la forme tubulaire
de l’élément d’absorption d’énergie pour former la
section de chevauchement (39).

3. Structure d’absorption d’énergie selon la revendica-
tion 1 ou 2, où l’élément de réception de charge (17,
23) et/ou l’élément de châssis (3) présentent une
partie à surface courbe concave opposée à la partie
d’extrémité de l’élément d’absorption d’énergie (1)
sur laquelle l’élément de rupture (43, 49) est prévu.

4. Structure d’absorption d’énergie selon l’une des re-
vendications 1 à 3, où
l’élément de rupture (43, 49) présente
une saillie (49) s’étendant vers l’élément d’absorp-
tion d’énergie (1) dans une de l’élément de réception
de charge (17, 23) et/ou de l’élément de châssis (3)
opposée à l’élément d’absorption d’énergie.

5. Structure d’absorption d’énergie selon l’une des re-
vendications 1 à 4, où
l’élément d’absorption d’énergie (1) a une forme tu-
bulaire prismatique, et où
l’élément de rupture (43, 49) est disposé à un em-
placement correspondant à une partie de surface
(37) de la forme tubulaire prismatique.
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