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Description 

The  present  invention  relates  to  a  hydraulic 
system  for  a  boom  cylinder  of  a  working  apparatus 
according  to  the  preamble  portion  of  claim  1.  The 
improved  hydraulic  system  according  to  the  inven- 
tion  is  suitable  for  use  in,  but  not  limited  to,  a 
construction  machine  such  as  a  hydraulic  excava- 
tor. 

A  construction  machine  such  as  a  hydraulic 
excavator  is  commonly  arranged  to  effect  a  desired 
work  by  activating  a  working  apparatus  which  is 
operatively  mounted  on  the  body  of  the  machine. 
Such  a  working  apparatus  generally  has  a  large 
inertia  since  it  is  strongly  made  so  as  to  endure 
heavy  use  and  large  load.  For  this  reason,  each 
time  the  working  apparatus  is  actuated  and  stop- 
ped,  it  is  oscillated  or  swung  due  to  a  large  inertial 
force.  The  oscillation  or  swinging  motion  of  the 
working  apparatus  affects  working  efficiency  and 
operability  such  as  ease  of  accurate  positioning  of 
the  working  apparatus.  In  addition,  such  oscillation 
may  cause  wear  of  moving  parts  to  adversely  af- 
fect  the  lifetime  of  the  construction  machine. 

To  suppress  the  above-described  oscillation, 
for  example,  Japanese  Patent  Unexamined  Publica- 
tion  Nos.  63-138024  and  63-40026  teach  that  a 
driving  system  is  controlled,  in  accordance  with  the 
operating  position  of  the  control  lever  of  a  hydraulic 
excavator,  so  as  to  feed  hydraulic  fluid  to  a  boom 
cylinder  in  a  direction  in  which  the  oscillation  of  the 
boom  is  prevented.  Either  of  the  proposed  oscilla- 
tion-suppressing  devices  is  arranged  to  execute  the 
above  control  only  when  the  control  lever  is  placed 
at  an  operating  position  not  beyond  a  predeter- 
mined  reference  position  in  order  to  prevent  the 
progression  of  working  from  being  hindered  due  to 
a  discrepancy  between  the  operational  sensation  of 
an  operator  and  the  operating  speed  of  the  working 
apparatus  or  the  behavior  of  the  working  apparatus 
when  stopping.  That  is,  the  above  described  con- 
trol  is  not  effected  within  an  operational  range 
substantially  corresponding  to  the  normal  working 
of  the  machine. 

The  JP-A-58-76620  shows  a  method  for  actuat- 
ing  a  hydraulic  shovel,  which  is  designed  for  pre- 
venting  the  occurrence  of  shock  or  search  pressure 
in  the  rod  or  the  bottom  side  of  the  hydraulic 
chamber  of  the  cylinder  actuating  a  boom.  This 
shock  pressure  is  created,  when  a  direction  switch- 
ing  valve  is  returned  to  its  neutral  position,  so  as  to 
stop  the  operation  of  the  working  boom,  which 
intends  to  keep  moving  because  of  its  inertia  force. 
According  to  this  document,  the  shock  pressure  is 
reduced  by  temporarily  reducing  the  set  pressure 
(maximum  pressure)  of  a  relief  valve.  The  relief 
valve  is  only  limiting  the  maximum  value  of  the 
pressure  in  the  bottom-side  hydraulic  chamber,  so 

that  the  breaking  force  for  the  movement  of  the 
boom  is  accordingly  limited  and  the  dumping  of 
the  oscillations  of  the  boom  is  not  sufficient. 

The  object  of  the  present  invention  is  to  realize 
5  a  hydraulic  system  for  the  boom  cylinder  of  a 

working  apparatus  which  can  reliably  prevent  os- 
cillation  of  a  boom  to  improve  working  efficiency 
and  the  lifetime  of  the  working  apparatus. 

The  system  according  to  the  present  invention 
io  is  further  designed  to  reliably  prevent  oscillation  of 

the  boom  by  means  of  a  simple  device  to  ac- 
curately  position  the  same. 

The  object  is  solved  by  the  features  of  claim  1  . 
The  dependent  claims  include  advantageous  em- 

75  bodiments  and  further  developments  of  the  inven- 
tion. 

As  will  be  described  in  detail  later,  the  present 
invention  is  based  on  the  result  of  an  analysis  of 
the  behavior  of  the  boom  during  oscillation  that, 

20  when  the  boom  is  abruptly  stopped  during  a  down- 
ward  movement,  a  large  pressure  variation  is  caus- 
ed  in  the  hydraulic  system  due  to  the  inertial  force 
of  the  working  apparatus.  The  present  invention  is 
intended  to  prevent  oscillation  of  the  boom  by 

25  eliminating  such  a  pressure  variation. 
In  accordance  with  the  present  invention,  there 

is  provided  a  hydraulic  system  for  a  boom  cylinder 
in  a  working  apparatus  which  includes  a  boom 
mounted  pivotally  with  respect  to  the  body  of  the 

30  working  apparatus.  The  hydraulic  system  has  an 
actuator  for  moving  the  boom  up  and  down,  which 
actuator  includes  a  piston  rod  connected  to  the 
boom  and  a  cylinder  defining  a  rod-side  hydraulic 
chamber  and  a  bottom-side  hydraulic  chamber  for 

35  extending  or  retracting  the  piston  rod,  and  a  hy- 
draulic  circuit  including  a  direction  switching  valve 
and  lines  for  respectively  connecting  the  rod-side 
and  bottom-side  hydraulic  chambers  with  the  direc- 
tion  switching  valve,  which  valve  selectively  switch- 

40  es  over  the  feed  and  draining  of  pressurized  work- 
ing  fluid  with  respect  to  the  rod-side  and  the  bot- 
tom-side  chamber.  The  hydraulic  system  further 
comprises  a  device  connected  to  the  bottom-side 
hydraulic  chamber  of  the  actuator  through  the  hy- 

45  draulic  circuit  for  relieving  a  pressure  in  the  bot- 
tom-side  hydraulic  chamber  to  a  low-pressure  side 
or  the  hydraulic  circuit  at  the  instant  when  the 
pressure  changes  from  increment  to  decrement. 

If  the  boom  is  abruptly  stopped  during  a  down- 
so  ward  movement,  the  working  liquid  in  the  bottom- 

side  hydraulic  chamber  of  the  actuator  is  temporar- 
ily  pressurized  due  to  the  inertia  of  the  boom,  and 
then  forces  the  boom  upward  by  its  pressing  force. 
In  the  aforesaid  arrangement,  at  the  instant  when 

55  the  pressure  in  the  bottom-side  hydraulic  chamber 
changes  from  rise  to  fall,  the  pressure  in  the  bot- 
tom-side  hydraulic  chamber  is  relieved  and  is 
therefore  abruptly  reduced.  As  a  result,  the  boom 
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is  halted  and  the  oscillation  thereof  is  effectively 
prevented. 

The  pressure  in  the  bottom-side  hydraulic 
chamber  may  be  released  into  the  line  leading  to 
the  rod-side  hydraulic  chamber  of  the  actuator  or 
into  a  tank  or  an  accumulator  which  constitutes  the 
hydraulic  circuit. 

Preferably,  a  device  for  detecting  whether  or 
not  the  direction  switching  valve  is  placed  in  its 
neutral  position  may  be  provided  so  as  to  relieve 
the  pressure  when  the  direction  switching  valve  is 
returned  to  the  neutral  position  and  the  pressure  in 
the  bottom-side  hydraulic  chamber  changes  from 
rise  to  fall. 

The  device  for  relieving  the  pressure  of  the 
bottom-side  hydraulic  chamber  may  be  a  valve 
which  is  adapted  to  be  directly  exposed  to  the 
exposure  to  form  a  hydraulic  channel,  or  a  com- 
bination  of  a  solenoid  valve  and  a  sensor  for  de- 
tecting  the  pressure  in  the  bottom-side  hydraulic 
chamber.  Alternatively,  the  pressure  in  the  bottom- 
side  hydraulic  chamber  may  be  relieved  by  detect- 
ing  the  displacement  of  the  boom  which  represents 
the  pressure  of  the  bottom-side  hydraulic  chamber, 
the  operational  position  of  the  directional  selecting 
valve,  or  the  like. 

The  above  and  other  objects,  features  and  ad- 
vantages  of  the  present  invention  will  become  ap- 
parent  from  the  following  detailed  description  which 
will  be  made  with  reference  to  the  accompanying 
drawings,  in  which: 

Fig.  1  is  a  schematic  diagram  showing  a  hydrau- 
lic  system  for  a  boom  cylinder  according  to  a 
first  embodiment  of  the  present  invention; 
Fig.  2  is  a  diagrammatic  cross-sectional  view 
showing  the  oscillation-preventing  valve  used  in 
the  system  of  Fig.  1  ; 
Fig.  3  is  a  schematic  diagram  showing  a  second 
embodiment  of  the  present  invention; 
Fig.  4  is  a  schematic  diagram  showing  a  third 
embodiment  of  the  present  invention; 
Fig.  5  is  a  flow  chart  showing  the  valve  control 
process  executed  by  a  controller  in  the  system 
of  Fig.  4; 
Fig.  6  is  a  schematic  diagram  showing  a  fourth 
embodiment  of  the  present  invention; 
Fig.  7  is  a  schematic  diagram  showing  a  fifth 
embodiment  of  the  present  invention; 
Fig.  8  is  a  flow  chart  showing  the  valve  control 
process  executed  by  a  controller  in  the  system 
of  Fig.  7; 
Fig.  9  is  a  schematic  diagram  showing  a  sixth 
embodiment  of  the  present  invention; 
Fig.  10  is  a  schematic  diagram  showing  a  sev- 
enth  embodiment  of  the  present  invention; 
Fig.  11  is  a  schematic  diagram  showing  an 
eighth  embodiment  of  the  present  invention; 

Fig.  12  is  a  flow  chart  showing  the  valve  control 
process  executed  by  a  controller  in  the  system 
of  Fig.  11; 
Fig.  13  is  a  chart  showing  the  relationship  be- 

5  tween  a  neutral-position  detection  signal  for  a 
direction  switching  valve  and  an  operating  signal 
generated  by  the  controller  in  the  system  of  Fig. 
11; 
Fig.  14  is  a  chart  showing  the  natural  oscillation 

io  characteristic  of  a  working  apparatus; 
Fig.  15  is  a  schematic  diagram  showing  a  ninth 
embodiment  of  the  present  invention; 
Fig.  16  is  a  schematic  diagram  showing  a  tenth 
embodiment  of  the  present  invention; 

is  Fig.  17  is  a  flow  chart  showing  the  valve  control 
process  executed  by  a  controller  in  the  system 
of  Fig.  16; 
Fig.  18  is  a  schematic  view  showing  an  eleventh 
embodiment  of  the  present  invention; 

20  Fig.  19  is  a  schematic  view  showing  the  entire 
construction  of  a  hydraulic  excavator  to  which 
the  present  invention  is  applicable; 
Fig.  20  is  a  schematic  diagram  showing  a  hy- 
draulic  system  for  the  boom  cylinder  of  a  work- 

25  ing  apparatus  in  the  hydraulic  excavtor  of  Fig. 
19; 
Figs.  21  A  and  21  B  are  charts  respectively  show- 
ing  the  pressure  variation  which  occurs  in  the 
bottom-side  hydraulic  chamber  of  the  boom  cyl- 

30  inder  and  the  displacement  of  the  boom  cylinder 
when  the  boom  is  stopped  during  its  rapid 
downward  movement. 

Prior  to  explaining  the  embodiments  of  the 
present  invention,  the  overall  construction  of  a  hy- 

35  draulic  system  for  the  boom  cylinder  of  a  working 
apparatus  to  which  the  present  invention  is  ap- 
plicable,  is  explained  with  reference  to  Figs.  19  to 
21  B. 

In  the  figures,  reference  numeral  1  denotes  a 
40  lower  travelling  structure  or  body  of  the  hydraulic 

excavator,  and  reference  numeral  2  denotes  an 
upper  swinging  structure  or  body  which  is  mounted 
on  the  lower  travelling  body  1  for  swinging  motion. 
The  swinging  structure  2  constitutes,  in  combina- 

45  tion  with  the  travelling  structure  1  ,  the  body  of  the 
working  machine.  The  swinging  structure  2  is  pro- 
vided  with  a  swinging  frame  2C  which  constitutes  a 
framework  structure  in  combination  with  brackets 
2A  and  2B  shown  in  Fig.  20.  In  the  swinging 

50  structure  2,  a  machine  house  3,  a  cage  4  and  a 
counterweight  5  are  provided  at  positions  on  the 
swinging  frame  2c. 

Reference  numeral  6  denotes  a  working  ap- 
paratus,  which  is  disposed  at  the  front  of  the  swing- 

55  ing  structure  2  so  that  it  can  swing  up  and  down. 
The  working  apparatus  6  is,  as  shown  in  Fig.  20, 
provided  with  a  boom  7  which  is  pin-connected  to 
the  bracket  2A  so  that  it  can  swing  up  and  down, 

3 
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an  arm  8  which  is  rotatably  pin-connected  to  the 
front  end  of  the  boom  7,  and  a  bucket  9  which  is 
rotatably  pin-connected  to  the  front  end  of  the  arm 
8,  the  bucket  9  serving  as  a  working  tool.  A  boom 
cylinder  10  is  rotatably  provided  between  the  boom 
7  and  the  bracket  2B  so  as  to  swing  the  boom  7  up 
and  down.  The  boom  cylinder  10  is,  as  shown  in 
Fig.  20,  provided  with  a  rod-side  hydraulic  chamber 
10A  and  a  bottom-side  hydraulic  chamber  10B. 
The  working  apparatus  6  further  includes  an  arm 
cylinder  11  for  rotating  the  arm  8  and  a  bucket 
cylinder  12  for  rotating  the  bucket  9. 

Next,  a  hydraulic  circuit  for  the  boom  cylinder 
10  will  be  described  below  with  reference  to  Fig. 
20. 

In  the  figure,  reference  numeral  13  denotes  a 
hydraulic  pump  which  is  provided  in  the  machine 
house  3  and  constitutes  a  hydraulic  source  in 
cooperation  with  a  tank  14,  and  reference  numerals 
15  denote  a  pair  of  main  pipe  lines  which  connect 
the  hydraulic  pump  13,  the  tank  14  and  the  boom 
cylinder  10  with  one  another.  The  main  lines  15 
include  a  rod-side  line  15A  and  a  bottom-side  line 
15B.  The  rod-side  line  15A  connects  one  port  of  a 
direction  switching  valve  16  which  will  be  described 
later  to  the  rod-side  hydraulic  chamber  10A  of  the 
boom  cylinder  10,  while  the  bottom-side  line  15B 
connects  another  port  of  the  directional  selecting 
valve  16  to  the  bottom-side  hydraulic  chamber 
10B. 

The  direction  switching  valve  16  is  provided 
midway  of  the  main  lines  15.  By  manually  operat- 
ing  a  operating  lever  16  provided  in  the  cage  4,  the 
direction  switching  valve  16  is  switched  from  its 
neutral  position  N  to  its  left-switched  position  L  or 
right-switched  position  R,  so  as  to  feed  hydraulic 
fluid  from  the  hydraulic  pump  13  to  and  allow 
hydraulic  fluid  to  be  drained  from  the  rod-side 
hydraulic  chamber  10A  and  the  bottom-side  hy- 
draulic  chamber  10B  of  the  boom  cylinder  10  or 
vice  versa.  Reference  numeral  7  denotes  a  tank 
line  which  branches  from  the  aforesaid  lines  15A 
and  15B  and  is  connected  to  the  circuit  on  the  tank 
14  side  thereof,  and  reference  numerals  18,  18 
denote  check  valves  which  are  provided  as  sup- 
plementary  valves  midway  along  lines  15A  and 
15B,  respectively.  When  the  pressure  within  either 
of  the  lines  17A  and  17B  falls  below  the  tank 
pressure,  the  corresponding  check  valve  18  opens 
to  supply  a  hydraulic  liquid  from  the  tank  14  to  the 
line  15A  or  15B,  thereby  preventing  the  pressure  in 
the  lins  15A  and  15B  from  going  negative. 

In  the  working  apparatus  which  is  arranged  in 
the  above-described  manner,  when  the  operating 
lever  16A  is  manually  operated  to  switch  the  direc- 
tion  switching  valve  16  from  its  neutral  position  N 
to  its  left-switched  position  L,  hydraulic  fluid  is 
supplied  from  the  hydraulic  pump  13  to  the  rod- 

side  hydraulic  chamber  10A  of  the  boom  cylinder 
10.  Simultaneously,  the  hydraulic  fluid  in  the  bot- 
tom-side  hydraulic  chamber  10B  is  discharged  into 
the  tank  14  so  that  a  rod  10C  is  moved  into  the 

5  boom  cylinder  10  to  rotate  the  boom  7  in  the 
downward  direction.  If  the  direction  switching  valve 
16  is  switched  to  the  right-switched  position  R, 
hydraulic  fluid  is  supplied  from  the  hydraulic  pump 
13  to  the  bottom-side  hydraulic  chamber  10B.  Si- 

io  multaneously,  the  hydraulic  fluid  in  the  rod-side 
hydraulic  chamber  10A  is  discharged  into  the  tank 
14  so  that  the  rod  10C  is  moved  out  of  the  boom 
cylinder  10  to  rotate  the  boom  7  in  the  upward 
direction,  when  the  direction  switching  valve  16  is 

is  returned  to  the  neutral  position  N,  the  supply  of 
hydraulic  fluid  from  the  hydraulic  pump  13  stops  so 
that  the  boom  cylinder  10,  hence  the  boom  7,  also 
stops. 

The  following  problems  have  been  found  in  the 
20  working  apparatus  having  the  above-described  ar- 

rangement  and  construction. 
In  the  aforesaid  working  apparatus,  there  is  a 

case  where,  while  the  boom  7  is  being  rapidly 
moved  in  the  downward  direction  by  the  operation 

25  of  the  boom  cylinder  10,  the  direction  switching 
valve  16  is  abruptly  returned  to  the  the  neutral 
psoition  N  to  stop  the  boom  cylinder  10.  In  such  a 
case,  an  intertial  force  F,  which  is  derived  from  the 
total  weight  of  the  working  apparatus  6  including 

30  the  arm  8,  the  bucket  9  and  so  on,  acts  on  the 
boom  7  in  the  direction  indicated  by  arrow  F  in  Fig. 
20.  Accordingly,  the  hydraulic  fluid  charged  in  the 
bottom-side  hydraulic  chamber  10B  of  the  boom 
cylinder  10  is  subjected  to  a  temporary  compres- 

35  sion  action  due  to  the  inertial  force  F.  As  a  result, 
as  shown  by  a  characteristic  line  19  in  Fig.  21  A, 
the  pressure  in  the  bottom-side  hydraulic  chamber 
10B  abruptly  rises  between  points  A  and  B.  The 
rod  10C  and  a  piston  10D  in  the  boom  cylinder  10 

40  are  forced  upward  by  the  raised  pressure,  and  then 
the  pressure  in  the  bottom-side  hydraulic  chamber 
10B  thereby  falls.  Thus,  the  pressure  in  the  bot- 
tom-side  hydraulic  chamber  10B  gradually  attenu- 
ates,  repeatedly  rising  and  falling  as  shown  by  the 

45  characteristic  line  19  due  to  the  influence  of  the 
total  weight  of  the  working  apparatus  6. 

Consequently,  if  the  boom  7  is  stopped  during 
its  rapid  downward  motion,  it  repeatedly  swings  up 
and  down  as  shown  by  a  characteristic  line  20  in 

50  Fig.  21  B,  and  extra  vibrations  are  thereby  transmit- 
ted  to  the  boom  7,  the  boom  cylinder  10  and  so 
on.  For  this  reason,  the  working  apparatus  de- 
scribed  above  has  the  following  problems:  connect- 
ing  pins  or  the  like  may  wear  rapidly  and,  since  the 

55  bucket  9  or  the  like  cannot  be  rapidly  positioned, 
the  working  efficiency  deteriorates. 

The  present  invention  has  been  made  in  light 
of  the  above-described  problems  and  is  intended 

4 
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to  prevent  boom  oscillation  by  relieving  bottom- 
side  pressure,  which  causes  boom  oscillation,  into 
the  low-pressure  side. 

The  embodiments  of  the  present  invention  will 
be  explained  below  with  reference  to  Figs.  1 
through  18.  In  the  following  description  of  the  spe- 
cific  embodiments,  the  same  reference  numerals 
are  used  to  denote  the  same  elements  as  those 
used  in  the  working  apparatus  explained  in  connec- 
tion  with  Figs.  19  and  20,  and  no  explanation  is 
given  of  these  elements. 

Figs.  1  and  2  show  a  first  embodiment  of  the 
present  invention. 

As  illustrated,  reference  numeral  2  denotes  an 
oscillation-preventing  valve  which  is  connected  via 
a  line  22  to  an  intermediate  point  of  the  bottom- 
side  line  15B  which  connects  the  bottom-side  hy- 
draulic  chamber  10B  of  the  boom  cylinder  10  and 
a  corresponding  port  of  the  direction  switching 
valve  16.  As  shown  in  Fig.  2,  the  oscillation-pre- 
venting  valve  21  has  a  casing  23  provided  with  a 
valve-mounting  cavity  23C  which  communicates 
with  inlet  and  outlet  ports  23A  and  23B,  and  a  valve 
body  24  which  is  screwed  into  the  valve-mounting 
cavity  23C  and  which  is  formed  into  a  stepped 
cylinder.  Disposed  in  the  valve  body  24,  are  a 
valve  member  25  of  a  stepped  cylindrical  configu- 
ration  and  a  lid  member  27  which  closes  the  proxi- 
mal  end  of  the  valve  body  24.  The  valve  member 
25  has  a  small-diameter  portion  25A,  which  is 
slidably  inserted  through  an  annular  stepped  por- 
tion  24A  to  define  an  oil  reservoir  26  between  the 
annular  stepped  portion  24A  and  the  valve  member 
25A.  A  plunger  28  is  also  slidably  inserted  into  the 
valve  body  24  at  an  intermediate  location  between 
the  lid  member  27  and  the  valve  member  25.  The 
distal  end  of  the  plunger  28  is  formed  into  a  valve 
seat  28A  for  receiving  the  valve  member  25,  while 
the  proximal  end  portion  is  provided  with  a  piston- 
sliding  bore  28C  communicating  with  the  interior  of 
the  valve  seat  28A  via  an  oil  channel  28B.  A 
command  piston  30  is  slidably  inserted  into  the 
piston-sliding  bore  28C  of  the  plunger  28,  and  the 
distal  end  of  the  command  piston  30  defines  a 
pressure  chamber  29  in  cooperation  with  the  pis- 
ton-sliding  cavity  28C,  and  the  proximal  end  ad- 
joins  the  lid  member  27.  A  setting  spring  31  is  held 
in  compression  between  the  annular  stepped  por- 
tion  24A  of  the  valve  body  24  and  the  plunger  28 
so  as  to  consistently  urge  the  plunger  28  toward 
the  lid  member  27  with  a  predetermined  very  high 
set  pressure.  Also,  a  weak  spring  32  is  held  in 
compression  between  the  valve  25  and  the  bottom 
of  the  valve-mounting  cavity  23C  of  the  casing  23 
so  as  to  consistently  urge  the  valve  member  25 
toward  the  valve  seat  28A  of  the  plunger  28.  An 
axial  bore  25B  extends  through  the  valve  member 
25,  and  a  valve  ball  33  is  disposed  in  the  valve 

seat  28A  of  the  plunger  28  so  that  it  can  roll  toward 
and  away  from  the  corresponding  end  of  the  axial 
bore  25B.  The  valve  ball  33  serves  as  a  check 
valve  which  allows  hydraulic  fluid  to  flow  from  the 

5  axial  bore  25B  to  the  oil  channel  28B  in  the  plunger 
28  and  which  inhibits  the  reversal  of  oil  flow. 

In  the  valve  body  24,  the  portion  which  in- 
cludes  the  setting  spring  31  is  formed  as  a  spring 
chamber  34.  The  spring  chamber  34  consistently 

io  communicates  with  an  oil  chamber  35  defined  be- 
tween  the  plunger  28  and  the  lid  member  27 
through  an  oil  groove  28D  formed  across  the  outer 
periphery  of  the  plunger  28.  In  addition,  the  spring 
chamber  34  consistently  communicates  with  the 

is  port  23B  through  an  oil  channel  24B  which  is 
formed  in  the  annular  stepped  portion  24A.  The 
port  23A  is,  as  shown  in  Fig.  1,  connected  to  the 
bottom-side  line  15B  via  the  line  22  shown  in  Fig. 
1,  while  the  port  23B  is  connected  to  the  rod-side 

20  line  15A  via  a  line  36.  The  abovementioned  pres- 
sure  chamber  29  is  formed  to  have  an  effective 
cross-sectional  area  larger  than  the  small-diameter 
portion  25A  of  the  valve  member  25.  Accordingly,  if 
the  pressure  of  the  hydraulic  fluid  supplied  from 

25  the  line  22  into  the  pressure  chamber  29  through 
the  axial  bore  24B  and  the  oil  channel  28B,  ex- 
ceeds  the  set  pressure  of  the  setting  spring  31  ,  the 
command  piston  30  is  pressed  against  the  lid 
member  27  by  that  pressure.  The  resulting  reaction 

30  force  causes  the  plunger  28  and  the  valve  member 
25  to  slide  toward  the  port  23A  (to  the  left  in  Fig.  2) 
against  the  urging  force  of  the  setting  spring  31  . 

A  restriction  channel  24C  is  formed  in  the  valve 
body  24  to  provide  communication  between  the 

35  valve-mounting  bore  23C  and  the  oil  reservoir  26. 
The  restriction  channel  24C  serves  to  supply  hy- 
draulic  fluid  from  the  port  23A  to  the  oil  reservoir 
26  when  the  valve  member  25  slides  toward  the 
port  23A,  whereas  when  the  valve  member  25  is 

40  sliding  toward  the  plunger  28,  the  restriction  chan- 
nel  24C  little  by  little  discharges  the  pressure  oil 
(hydraulic  liquid)  from  the  oil  reservoir  26  to  the 
valve-mounting  bore  23C  by  its  restriction  action.  In 
this  manner,  the  sliding  motion  of  the  valve  mem- 

45  ber  25  is  delayed  with  respect  to  that  of  the  plung- 
er  28.  Also,  a  plurality  of  circumferential  grooves 
30A  are  formed  around  the  outer  periphery  of  the 
command  piston  30.  These  circumferential  grooves 
30A  utilize  a  labyrinth  effect  to  prevent  the  hydrau- 

50  lie  liquid  in  the  pressure  chamber  29  from  leaking 
into  the  oil  chamber  35. 

The  hydraulic  circuit  for  a  boom  cylinder  ac- 
cording  to  the  first  embodiment  has  the  arrange- 
ment  and  construction  described  above.  The  fol- 

55  lowing  is  an  explanation  of  the  action  of  the  oscilla- 
tion-preventing  valve  21  to  prevent  oscillation  of  the 
boom  7. 

5 
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While  the  boom  7  is  being  rapidly  moved 
downward  by  switching  the  direction  switching 
valve  16  to  its  switched  position  L,  if  the  direction 
switching  valve  16  is  abruptly  returned  to  the  neu- 
tral  position  N,  the  large  inertial  force  F  acts  on  the 
boom  7  and,  as  described  above,  the  hydraulic 
fluid  charged  in  the  bottom-side  hydraulic  chamber 
10B  of  the  boom  cylinder  10  is  exposed  to  a 
temporary  compression  action  due  to  the  inertial 
force  F.  As  a  result,  as  shown  by  the  characteristic 
line  19  in  Fig.  21  A,  the  bottom-side  pressure  in  the 
bottom-side  line  15B  abruptly  rises  between  points 
A  and  B,  similarly  to  the  pressure  in  the  bottom- 
side  hydraulic  chamber  10B.  This  bottom-side 
pressure  acts  on  the  pressure  in  the  pressure 
chamber  29  through  the  line  22,  the  port  23A,  the 
axial  bore  25B  and  the  oil  channel  28B.  The  plung- 
er  28  and  the  valve  member  25  are  thereby  caused 
to  slide  toward  the  port  23A  (to  the  left  in  Fig.  2) 
against  the  urging  force  of  the  setting  spring  31  . 

At  the  instant  when  the  bottom-side  pressure 
changes  from  rise  to  fall  at  point  B  shown  in  Fig. 
21  A,  the  pressure  acting  on  the  pressure  chamber 
29  also  falls.  Accordingly,  the  plunger  28  is  ab- 
ruptly  returned  toward  the  lid  member  27  (to  the 
right  in  Fig.  2)  by  the  urging  force  of  the  setting 
spring  31.  However,  since  a  time  delay  occurs 
while  the  hydraulic  liquid  in  the  oil  reservoir  26 
flows  out  through  the  restriction  channel  24C,  the 
valve  member  25  does  not  immediately  return  and 
is  forced  to  move  to  the  right  little  by  little  by  the 
weak  spring  32.  The  end  of  the  small-diameter 
portion  25A  of  the  valve  member  25  is  separated 
from  the  valve  seat  28A  of  the  plunger  28.  There- 
by,  the  aforesaid  bottom-side  pressure  is  released 
into  the  rod-side  line  15A  on  the  low-pressure  side 
via  the  spring  chamber  34,  the  oil  chamber  24B, 
the  port  23B  and  the  line  36.  In  other  words,  the 
bottom-side  line  15B  and  the  rod-side  line  15A 
communicate  with  each  other  via  the  port  23A,  the 
axial  bore  25B,  the  spring  chamber  34,  the  oil 
channel  24B,  the  port  23B,  etc.  in  the  oscillation- 
preventing  valve  21,  whereby  the  rod-side  hydrau- 
lic  chamber  10A  and  the  bottom-side  hydraulic 
chamber  10B  abruptly  reach  the  same  pressure. 

Consequently,  as  shown  by  a  dotted  character- 
istic  line  37  in  Fig.  21  A,  the  pressure  in  the  bottom- 
side  hydraulic  chamber  10B  rapidly  falls  between 
points  B  and  C.  When  the  bottom-side  pressure 
and  rod-side  pressure  become  equal  at  the  position 
of  point  C,  the  valve  member  25  in  the  oscillation- 
preventing  valve  21  is  caused  to  slide,  by  the  weak 
spring  32,  up  to  the  illustrated  position  at  which  the 
plunger  28  is  seated  on  the  valve  seat  28A.  At  this 
position,  the  valve  member  25  again  shuts  off  com- 
munication  between  the  lines  22  and  36,  that  is,  the 
communication  between  the  bottom-side  line  15B 
and  the  rod-side  line  15A.  In  this  manner,  the 

bottom-side  pressure  is  held  at  the  pressure  level 
indicated  by  point  C,  and  the  boom  cylinder  10  is 
rapidly  halted  or  stopped. 

As  is  apparent  from  the  foregoing,  the  first 
5  embodiment  makes  it  possible  to  halt  the  boom  7 

at  a  stable  position  as  shown  by  a  dotted  char- 
acteristic  line  38  in  Fig.  21  B  even  when  an  operator 
abruptly  stop  the  boom  7  during  a  rapid  downward 
movement.  In  other  words,  it  is  possible  to  prevent 

io  the  boom  7  from  vibrating  up  and  down  and  re- 
peating  oscillations  as  shown  by  the  characteristic 
line  20  in  Fig.  21  B.  Accordingly,  the  bucket  9  can 
be  rapidly  positioned,  whereby  it  is  possible  to 
enjoy  various  benefits,  for  example,  an  improve- 

15  ment  in  working  efficiency. 
In  the  explanation  of  the  first  embodiment,  it 

has  been  stated  that  the  port  23B  of  the  oscillation- 
preventing  valve  21  is  connected  to  the  rod-side 
line  15A  via  the  line  36.  Alternatively,  however,  the 

20  port  23B  may  be  connected  to  the  tank  line  17  via 
the  line  39  as  shown  by  the  two-dot  chain  line  in 
Fig.  1.  This  arrangement  also  makes  it  possible  to 
achieve  advantages  and  effects  similar  to  those  of 
the  above  embodiment. 

25  Next,  Fig.  3  shows  a  second  embodiment  of 
the  present  invention. 

The  feature  of  the  second  embodiment  is  that 
the  port  23B  of  the  oscillation-preventing  valve  21 
is  connected  to  an  accumulator  41  via  a  line  42  so 

30  that  the  bottom-side  pressure  is  released  into  an  oil 
reservoir  41  A  in  the  accumulator  41.  In  the  accu- 
mulator  41,  the  oil  reservoir  41  A  and  a  gas  cham- 
ber  41  B  are  defined  by  a  flexible  partition  41  C 
such  as  a  diaphragm,  and  the  gas  chamber  41  B  is 

35  charged  with  a  pressurized  gas.  The  oil  reservoir 
41  A  is  connected  to  an  intermediate  point  of  the 
bottom-side  line  15B  via  a  line  43,  and  the  line  43 
has  a  restriction  44  at  an  intermediate  location 
between  connections  with  the  lines  15B  and  42. 

40  The  second  embodiment  having  the  above- 
described  arrangement  and  construction  also 
makes  it  possible  to  achieve  advantages  and  ef- 
fects  similar  to  those  of  the  first  embodiment.  In 
addition,  since  the  oil  reservoir  41  A  of  the  accu- 

45  mulator  41  is  connected  to  the  bottom-side  line 
15B  via  the  line  43  having  the  restriction  44,  it  is 
possible  to  maintain  the  interior  of  the  oil  reservoir 
41  A  at  a  pressure  lower  than  the  bottom-side  pres- 
sure,  that  is,  at  a  pressure  close  to  the  holding 

50  pressure  required  to  stably  stop  the  boom  7.  In 
consequence,  when  the  bottom-side  pressure  is 
released  into  the  oil  reservoir  41  A  via  the  line  42 
by  the  operation  of  the  oscillation-preventing  valve 
21,  the  bottom-side  line  15B,  the  bottom-side  hy- 

55  draulic  chamber  10B  and  so  on  can  be  maintained 
at  a  pressure  close  to  the  aforesaid  holding  pres- 
sure.  Accordingly,  it  is  possible  to  reliably  stop  the 
boom  7  at  a  more  stable  position. 

6 
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Figs.  4  and  5  show  a  third  embodiment  of  the 
present  invention.  The  feature  of  the  third  embodi- 
ment  is  that  the  bottom-side  pressure  is  detected 
by  using  a  pressure  sensor  and  that  when  the 
pressure  detected  by  the  pressure  sensor  changes 
from  rise  to  fall,  a  solenoid  valve  is  opened. 

As  shown  in  Fig.  4,  a  pressure  sensor  51  is 
connected  via  a  line  52  to  an  intermediate  portion 
of  the  bottom-side  line  15B.  The  pressure  sensor 
51  detects  the  bottom-side  pressure  of  the  boom 
cylinder  10  and  outputs  a  pressure  signal  P  to  a 
controller  55  which  will  be  described  later.  Refer- 
ence  numeral  53  denotes  a  solenoid  valve  dis- 
posed  midway  along  a  line  54  which  connects  the 
rod-side  line  15A  and  the  bottom-side  line  15B. 
The  solenoid  valve  53  is  switched  from  its  closed 
position  S  to  its  open  position  0  in  response  to  an 
operating  signal  from  the  controller  55.  When  the 
outputting  of  the  operating  signal  is  ceased,  the 
solenoid  valve  53  is  returned  to  the  closed  position 
S  by  the  urging  force  of  a  spring  53A. 

The  controller  55  consists  of  a  microcomputer 
and  elements  associated  therewith,  and  its  input 
side  is  connected  to  the  pressure  sensor  51  with 
the  output  side  connected  to  the  solenoid  valve  53. 

The  controller  55  is  arranged  to  store  the  pro- 
gram  shown  in  Fig.  5  in  its  memory  circuit  and  to 
execute  the  process  of  controlling  the  operation  of 
the  solenoid  valve  53.  Also,  the  preceding  pressure 
signal  P'  as  well  as  the  pressure  signal  P  output 
from  the  pressure  sensor  51  is  stored  in  a  memory 
area  in  the  memory  circuit  of  the  controller  55,  and 
the  other  memory  area  stores  therein  a  predeter- 
mined  holding  pressure  Po  which  corresponds  to 
the  holding  pressure  required  to  stably  halt  the 
boom  7. 

The  process  of  the  controller  55  to  control  the 
solenoid  valve  53  is  explained  below  with  reference 
to  Fig.  5. 

When  the  process  is  started,  the  controller  55 
reads  the  pressure  signal  P  output  from  the  pres- 
sure  sensor  51  at  Step  1  and,  at  Step  2,  reads  out 
the  preceding  pressure  signal  P'.  At  Step  3,  the 
controller  55  determines  whether  or  not  the  pres- 
sure  signal  P  is  lower  than  the  pressure  signal  P'.  If 
the  answer  is  "NO"  at  Step  3,  this  means  that  the 
boom  7  is  abruptly  halted  during  rapid  downward 
movement  and  the  bottom-side  hydraulic  chamber 
10B  is  exposed  to  a  compression  action  due  to  the 
inertial  force  F.  In  such  case,  the  bottom-side  pres- 
sure  rises.  Accordingly,  if  the  answer  is  "NO"  at 
Step  3,  the  process  proceeds  to  Step  8,  where  the 
controller  55  continues  halting  outputting  of  the 
operating  signal  to  the  solenoid  valve  53  and  holds 
the  solenoid  valve  53  at  the  closed  position  S  as 
illustrated.  At  Step  7,  the  controller  55  substitutes 
the  current  pressure  signal  P  for  the  preceding 
pressure  signal  P'  stored  in  the  memory  area  and 

repeats  the  squence  of  steps  starting  with  Step  1  . 
If  the  answer  is  "YES"  at  Step  3,  this  means 

that,  as  shown  by  the  characteristics  line  19  of  Fig. 
21  A,  the  pressure  in  the  bottom-side  hydraulic 

5  chamber  10B  rises  from  point  A  to  point  B.  At  point 
B,  the  bottom-side  pressure  changes  from  rise  to 
fall,  in  which  case  the  process  proceeds  to  Step  4. 
At  Step  4,  the  controller  55  reads  out  the  holding 
pressure  Po  from  the  memory  area  and,  at  Step  5, 

io  determines  whether  or  not  the  pressure  P  is  larger 
than  the  holding  pressure  Po.  If  the  answer  is 
"YES"  at  Step  5,  the  process  proceeds  to  Step  6, 
where  the  controller  55  outputs  an  operating  signal 
to  the  solenoid  valve  53  to  switch  the  solenoid 

is  valve  53  to  the  open  position  0.  In  this  manner,  at 
the  instant  when  the  bottom-side  pressure  changes 
from  rise  to  fall,  that  is,  at  point  B  shown  in  Fig. 
21  A,  the  solenoid  valve  53  causes  the  bottom-side 
line  15B  to  communicate  with  the  rod-side  line  15A 

20  via  the  line  54,  whereby  the  bottom-side  pressure 
is  abruptly  decreased. 

The  process  then  proceeds  to  Step  7,  where 
the  controller  55  substitutes  the  current  pressure 
signal  P  for  the  preceding  pressure  signal  P'  stored 

25  in  the  memory  area  and  repeats  the  sequence  of 
steps  starting  with  Step  1  . 

If  the  answer  is  "NO"  at  Step  5,  this  indicates 
that  the  solenoid  valve  53  is  open  and  the  pressure 
signal  P  from  the  pressure  sensor  51  is  lower  than 

30  the  holding  pressure  Po.  In  this  case,  the  process 
proceeds  to  Step  8,  where  the  controller  55  halts 
outputting  of  the  operating  signal  to  the  solenoid 
valve  53  and  closes  the  solenoid  valve  53  as 
shown  in  Fig.  4.  In  this  manner,  the  pressure  in  the 

35  bottom-side  hydraulic  chamber  10B  of  the  boom 
cylinder  10  is  controlled  as  shown  by  the  char- 
acteristic  line  37  in  Fig.  24.  Accordingly,  the  pres- 
sure  in  the  bottom-side  hydraulic  chamber  10B  can 
be  held  at  a  pressure  level  corresponding  to  the 

40  holding  pressure  indicated  by,  for  example,  point 
C,  and  the  boom  7  can  be  stably  halted  as  shown 
by  the  characteristic  line  38  in  Fig.  21  B. 

The  third  embodiment  having  the  above-de- 
scribed  arrangement  and  construction  makes  it 

45  possible  to  achieve  advantages  and  effects  similar 
to  those  of  the  first  embodiment. 

In  the  explanation  of  the  third  embodiment,  it 
has  been  stated  that  the  solenoid  valve  53  is 
opened  to  release  the  bottom-side  pressure  into 

50  the  rod-side  line  15A.  However,  alternatively,  the 
bottom-side  pressure  may  be  released  into  the 
tank  line  17  or,  as  explained  in  connection  with  the 
second  embodiment,  it  may  be  released  into  the 
accumulator  41  . 

55  Fig.  6  shows  a  fourth  embodiment  of  the 
present  invention. 

The  feature  of  the  fourth  embodiment  is  that 
angle  sensors  61  and  62  are  provided  at  the  pin- 

7 
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connection  of  the  boom  7  and  the  bracket  2A  and 
the  pin-connection  of  the  boom  7  and  the  arm  8, 
respectively,  and  also  that  a  controller  63  is  con- 
nected  to  the  angle  sensors  61  and  62.  In  this 
arrangement,  the  angle  sensors  61  and  62  output 
rotational-angle  signals  indicating  the  angles  of  ro- 
tation  of  the  boom  7  and  the  arm  8,  respectively. 
The  controller  63  computes  the  holding  pressure 
required  to  halt  the  boom  7  on  the  basis  of  the 
respective  rotational-angle  signals  of  the  boom  7 
and  the  arm  8.  The  controller  63  keeps  the  sole- 
noid  valve  53  open  until  the  pressure  signal  P  from 
the  pressure  sensor  51  reaches  the  holding  pres- 
sure  Po  corresponding  to  the  above  holding  pres- 
sure. 

The  controller  63  consists  of  a  computer  and 
elements  associated  therewith  as  in  the  case  of  the 
controller  55  explained  in  connection  with  the  third 
embodiment.  In  addition,  the  controller  63  com- 
putes  the  position  of  the  center  of  gravity  G  of  the 
entire  working  apparatus  6  shown  illustratively  in 
Fig.  6  as  well  as  the  holding  force  FB  required  for 
the  boom  cylinder  10  to  support  the  total  weight  W 
of  the  working  apparatus  6  which  acts  at  the  center 
of  gravity  G.  The  controller  63  further  computes  the 
holding  pressure  (holding  pressure  Po)  in  the  bot- 
tom-side  hydraulic  chamber  1B  of  the  boom  cyl- 
inder  10  which  is  required  to  generate  the  above 
holding  force  FB.  Since  the  center  of  gravity  G 
changes  in  position  in  accordance  with  variations  in 
the  respective  angles  of  rotation  of  the  boom  7  and 
the  arm  8,  the  holding  force  FB  changes  in  accor- 
dance  with  variation  in  the  center  of  gravity  G. 

The  controller  63  sequentially  computes  the 
position  of  the  center  of  gravity  G,  the  holding 
force  FB,  the  holding  pressure  Po  and  so  on  from 
the  rotational-angle  signals  from  the  respective  an- 
gle  sensors  61  and  62.  The  controller  63  thus 
sequentially  updates  the  holding  pressure  Po,  used 
in  the  steps  4  and  5  in  Fig.  5  explained  in  connec- 
tion  with  the  third  embodiment,  on  the  basis  of  the 
rotational-angle  signals  from  the  respective  angle 
sensors  61  and  62. 

The  fourth  embodiment  having  the  above-de- 
scribed  arrangement  and  construction  also  makes 
it  possible  to  achieve  advantages  and  effect  similar 
to  those  of  the  third  embodiment.  In  addition,  in  the 
fourth  embodiment,  the  holding  pressure  Po  is  se- 
quentially  updated  on  the  basis  of  the  signals  out- 
put  from  the  respective  angle  sensors  61  adn  62. 
Accordingly,  even  if  the  operator  is  to  abruptly  halt 
the  boom  7  at  an  arbitrary  position  during  rotation 
thereof,  it  is  possible  to  assure  an  optimum  holding 
pressue  in  the  bottom-side  hydraulic  chamber  10B 
of  the  boom  cylinder  10.  Accordingly,  the  boom  7 
can  be  rapidly  halted  more  stably  and  smoothly 
during  a  rapid  downward  movement. 

Figs.  7  and  8  show  a  fifth  embodiment  of  the 
present  invention.  The  feature  of  the  fifth  embodi- 
ment  is  that  the  directional  selecting  valve  16  is 
provided  with  a  detection  siwtch  71  which  serves 

5  as  a  neutral-position  detecting  means.  When  the 
directional  selecting  valve  16  is  returned  to  its 
neutral  position  N,  the  detection  switch  71  outputs 
an  ON  signal  to  a  controller  72. 

The  controller  72  has  a  construction  similar  to 
io  that  of  the  controller  55  which  has  been  explained 

in  connection  with  the  third  embodiment.  In  addi- 
tion,  the  memory  circuit  of  the  controller  7  stores 
the  program  shown  in  Fig.  8  in  order  to  execute  the 
process  of  controlling  the  solenoid  valve  53. 

is  As  shown  in  Fig.  8,  the  controller  72  executes 
a  program  similar  to  the  program  explained  with 
reference  to  Steps  1  to  5  in  Fig.  5.  In  addition,  at 
Step  6,  the  controller  72  reads  a  signal  output  from 
the  detection  switch  71  and,  at  Step  7,  determines 

20  whether  or  not  this  signal  is  an  ON  signal,  that  is, 
whether  or  not  the  directional  selecting  valve  16  is 
returned  to  the  neutral  position  N.  If  the  answer  is 
"YES",  the  process  proceeds  to  Step  8,  where  the 
solenoid  valve  53  is  opened.  If  the  answer  is  "NO", 

25  the  process  proceeds  to  Step  10,  where  the  sole- 
noid  valve  53  is  closed  and  the  sequence  of  steps 
subsequent  to  step  10  is  repeated. 

The  fifth  embodiment  having  the  above-de- 
scribed  arrangement  and  construction  also  makes 

30  it  possible  to  achieve  advantages  and  effects  simi- 
lar  to  those  of  the  third  embodiment.  In  addition, 
the  fifth  embodiment  is  arranged  to  determine 
whether  or  not  the  directional  selecting  valve  16 
has  been  returned  to  the  neutral  position  N.  Ac- 

35  cordingly,  the  fifth  embodiment  makes  it  posssible 
to  achieve  various  advantages:  for  example,  if  the 
directional  selecting  valve  16  is  not  returned  to  the 
neutral  position  N,  that  is,  if  the  boom  7  is  not  to  be 
halted,  it  is  possible  to  prevent  the  solenoid  valve 

40  53  from  being  erroneously  opened. 
In  each  of  the  third,  fourth  and  fifth  embodi- 

ments,  the  pressure  sensor  51  is  connected  via  the 
line  52  to  the  bottom-side  line  15B  at  an  intermedi- 
ate  portion  thereof.  Alternatively,  the  pressure  sen- 

45  sor  51  may  be  disposed  in,  for  example,  the  bot- 
tom-side  hydraulic  chamber  10B  of  the  boom  cyl- 
inder  10. 

Fig.  9  shows  a  sixth  embodiment  of  the 
present  invention.  The  feature  of  the  sixth  embodi- 

50  ment  is  that  the  oscillation-preventing  valve  21  and 
the  directional  selecting  valve  16  are  connected  by 
lines  81  and  82,  and  that  lines  83A  and  83B  are 
formed  as  neutral-position  detecting  means  at  the 
spool  or  the  like  of  the  direction  switching  valve  16. 

55  When  the  direction  switching  valve  16  is  switched 
to  its  neutral  position  N,  the  lines  83A  and  83B 
cause  the  rod-side  line  15A  and  the  bottom-side 
line  15B  to  communicate  with  lines  81  and  82, 

8 
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respectively,  so  that  the  rod-side  and  bottom-side 
lines  15A  and  15B  are  connected  to  the  outlet  ports 
23B  and  23A  of  the  oscillation-preventing  valve  21 
via  the  lines  81  and  82,  respectively. 

The  sixth  embodiment  having  the  above-de- 
scribed  arrangement  and  construction  also  makes 
it  possible  to  achieve  advantages  and  effects  simi- 
lar  to  those  of  the  first  embodiment.  In  addition,  the 
hydraulic  lines  83A  and  83B  are  formed  at  the 
spool  or  the  like  of  the  directional-selecting  valve 
16.  Only  when  the  direction  switching  valve  16  is 
returned  to  the  neutral  position  N,  the  lines  81  and 
82  are  made  to  communicate  with  the  rod-side  line 
15A  and  the  bottom-side  line  15B,  respectively. 
Accordingly,  only  when  the  boom  7  is  halted,  the 
bottom-side  pressure  from  the  bottom-side  line 
15B  can  be  introduced  into  the  oscillation-prevent- 
ing  valve  21  through  the  hydraulic  line  83B  and  the 
line  82.  It  is  therefore  possible  to  reliably  prevent 
the  bottom-side  pressure  from  being  released  into 
the  line  81  when  the  bottom  is  not  halted. 

Fig.  10  shows  a  seventh  embodiment  of  the 
present  invention.  The  feature  of  the  seventh  em- 
bodiment  is  that  a  direction  switching  valve  91  is 
disposed  midway  along  each  of  the  main  lines  15, 
and  that  a  pressure-reducing  type  pilot  valve  92 
and  a  change-over  valve  93  are  provided.  The 
pressure-reducing  type  pilot  valve  92  serves  to 
switch  the  operation  of  the  directional-selecting 
valve  91  and  a  change-over  valve  93  serves  to 
connect  the  oscillation-preventing  valve  21  with  the 
bottom-side  line  15B  in  accordance  with  the  oper- 
ational  position  of  the  pilot  valve  92.  The  change- 
over  valve  91  is  switched  from  its  neutral  position 
N  to  its  switched  position  L  or  R  by  the  pilot 
pressure  applied  by  the  pilot  valve  92.  Only  when 
the  operating  lever  92A  of  the  pilot  valve  92  is 
returned  to  the  neutral  position  N,  the  change-over 
valve  93  is  switched  from  the  closed  position  S  to 
the  open  position  0. 

The  pilot  valve  92  is  arranged  to  provide  pres- 
sure-reducing  control  over  the  pressure  oil  supplied 
from  an  auxiliary  pump  94  in  accordance  with  the 
angle  through  which  the  operating  lever  92A  is 
operated.  The  reduced  pressure  oil  is  supplied  as 
pilot  pressure  to  hydraulic-pressure  pilot  portions 
through  pilot  lines  95A  and  95B,  respectively.  Dis- 
posed  between  the  pilot  lines  95A  and  95B,  is  a 
shuttle  valve  97  which  serves  as  a  high-pressure 
selecting  valve  for  selecting  a  higher  pressure  and 
supplying  it  to  a  control  line  96.  The  hydraulic  fluid 
from  the  shuttle  valve  97  is  supplied  through  a 
control  line  96  to  a  hydraulic-pressure  pilot  section 
93A  of  the  change-over  valve  93.  The  change-over 
valve  93  is  disposed  midway  along  a  line  98  which 
connects  the  bottom-side  line  15B  and  the  port 
23A  of  the  oscillation-preventing  valve  21.  If  the 
operating  lever  92A  is  operated  to  produce  a  pilot 

pressure  higher  than  the  tank  pressure  in  the  pilot 
line  95A  or  95B,  the  change-over  valve  93  is 
switched  to  the  closed  position  S  by  this  pilot 
pressure. 

5  If  the  operating  lever  92A  is  returned  to  its 
neutral  position  N,  the  pilot  lines  95A  and  95B  are 
connected  to  the  tank  14  and  the  pressure  in  each 
of  the  pilot  lines  95A  and  95B  is  set  to  tank 
pressure.  Accordingly,  the  directional  selecting 

io  valve  91  is  returned  to  its  neutral  position  N  and 
the  control  line  96  which  connects  the  shuttle  valve 
97  and  the  pressure  in  the  hydraulic-pressure  pilot 
section  93A  of  the  change-over  valve  93  is  set  to 
the  tank  pressure.  Thus  the  change-over  valve  93 

is  is  automatically  switched  to  its  open  position  0  by 
a  spring  93B.  In  the  above  arrangement,  the 
change-over  valve  93,  the  shuttle  valve  97  and  the 
control  line  96  constitute  detecting  means  for  de- 
tecting  whether  or  not  the  directional  selecting 

20  valve  91  is  set  to  the  neutral  position  N. 
The  seventh  embodiment  having  the  above- 

described  arrangement  and  construction  also 
makes  it  possible  to  achieve  effects  and  advan- 
tages  similar  to  those  of  the  sixth  embodiment. 

25  Subsequently,  an  eighth  embodiment  is  ex- 
plained  below  with  reference  to  Fig.  11. 

As  illustrated,  reference  numeral  101  denotes  a 
neutral-position  detecting  switch  which  is  disposed 
at,  for  example,  the  proximal  position  of  the  operat- 

30  ing  lever  16A.  When  the  direction  switching  valve 
16  is  set  to  the  neutral  position  N  as  shown,  the 
detecting  switch  101  outputs  an  ON  signal.  Also, 
when  the  operating  lever  16A  is  manually  operated 
to  switch  the  direction  switching  valve  16  from  the 

35  neutral  position  N  to  the  swtiched  position  L  or  R, 
the  neutral-position  detecting  switch  101  outputs  an 
OFF  signal  as  a  detection  signal. 

A  solenoid  valve  102  is  disposed  midway  along 
a  line  103  which  connects  the  rod-side  line  15A 

40  and  the  bottom-side  line  15B.  The  solenoid  valve 
103  is  switched  from  the  closed  position  S  to  the 
open  position  O  in  response  to  the  operating  signal 
output  from  a  controller  104  which  will  be  de- 
scribed  later.  While  the  controller  104  is  outputting 

45  no  operating  signal,  the  solenoid  valve  102  is  auto- 
matically  returned  to  the  closed  position  S  as  illus- 
trated. 

The  controller  104  consists  of  a  microcomputer 
and  elements  associated  therewith,  and  the  input 

50  side  of  the  controller  104  is  connected  to  the 
neutral-position  detecting  switch  101  with  the  out- 
put  side  connected  to  the  solenoid  valve  102.  The 
controller  104  stores  in  its  memory  circuit,  for  ex- 
ample,  a  timer  and  the  program  shown  in  Fig.  12 

55  so  as  to  execute  the  process  of  controlling  the 
solenoid  valve  102.  The  controller  104  also  stores 
in  the  memory  circuit  a  measurement  time  interval 
corresponding  to  a  predetermined  time  period  (ti 

9 
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seconds)  which  determines  the  time  during  which 
the  solenoid  valve  102  is  opened  and  a  measure- 
ment  time  interval  corresponding  to  a  predeter- 
mined  time  period  (t2  seconds)  which  determines 
the  timing  during  which  the  solenoid  valve  102  is 
opened  (refer  to  Fig.  13). 

The  actuating  time  period  and  the  open  time 
period  of  the  solenoid  valve  102  are  based  on  the 
period  T  of  the  specific  frequency  of  the  working 
apparatus  shown  in  Fig.  14.  This  period  T  is  set  to 
a  quarter  period  T/4  or  thereabouts.  The  actuating 
time  period  of  ti  seconds  is  set  to  a  time  period 
which  approximately  corresponds  to  the  quarter 
period  T/4,  while  the  open  time  period  of  t2  sec- 
onds  is  set  to  a  time  period  which  is  slightly 
shorter  than  the  quarter  time  period  T/4.  Inciden- 
tally,  Fig.  14  substantially  corresponds  to  the  char- 
acteristic  line  20  which  represents  the  frequency  of 
the  boom  7  when  the  boom  7  is  to  be  halted  at 
point  A  of  Fi.g  21  B.  This  specific  frequency  char- 
acteristic  does  not  depend  on  factors  such  as  the 
speed  at  which  the  working  apparatus  6  is  being 
operated,  and  represents  the  specific  frequency 
characteristic  at  which  the  working  apparatus  6  is 
halted.  Accordingly,  the  actuating  time  period  of  ti 
seconds  and  the  open  time  period  of  t2  seconds 
can  be  set  to  predetermined  time  periods  on  the 
basis  of  the  quarter  period  T/4  of  the  period  T  of 
the  specific  frequency,  respectively.  It  is,  therefore, 
possible  to  provide  an  oscillation-preventing  effect 
which  will  be  described  later. 

The  hydraulic  system  for  a  boom  cylinder  ac- 
cording  to  the  eighth  embodiment  has  the  above- 
described  construction  and  arrangement,  and  its 
basic  operation  does  not  specifically  differ  from 
that  of  the  arrangement  shown  in  Figs.  19  and  20. 

Accordingly,  the  process  of  the  controller  104 
to  control  the  solenoid  valve  102  will  be  explained 
below  with  reference  to  Fig.  12. 

When  the  process  is  started,  the  controller  104 
reads  the  signal  output  from  the  neutral-position 
detecting  switch  101  at  Step  1.  At  Step  2,  the 
controller  104  determines  whether  or  not  the  direc- 
tion  switching  valve  16  has  been  returned  to  its 
neutral  position  N.  If  the  answer  is  "NO"  at  Step  2, 
this  indicates  that  the  detection  signal  output  from 
the  neutral-position  detecting  switch  101  is  off  (re- 
fer  to  Fig.  13)  and  that  the  direction  switching  valve 
16  has  been  switched  from  the  neutral  position  N 
to  the  switched  position  L  or  R.  Accordingly,  the 
process  proceeds  to  Step  3,  where  the  controller 
104  continues  to  halt  outputting  of  an  operating 
signal  to  the  solenoid  valve  102,  and  repeats  the 
sequence  of  steps  which  starts  with  Step  1  . 

If  the  answer  is  "YES"  at  Step  2,  this  indicates 
that  the  direction  switching  valve  16  has  been 
returned  to  its  neutral  position  N  and  that  the 
detection  signal  output  from  the  detecting  switch 

101  is  on.  Accordingly,  the  process  proceeds  to 
step  4,  where  a  timer  t  is  reset  to  0.  Then,  at  Step 
5,  the  controller  104  determines  whether  or  not  the 
predetermined  actuating  time  period  of  ti  seconds 

5  has  elapsed  from  the  time  when  the  detection 
signal  from  the  detecting  switch  101  was  switched 
on.  If  it  is  determined  that  ti  seconds  have 
elapsed,  the  process  proceeds  to  Step  6.  In  this 
case,  the  controller  104  outputs  operating  signals 

io  to  the  solenoid  valve  102  for  only  the  predeter- 
mined  time  period  as  shown  in  Fig.  13,  and 
switches  the  solenoid  valve  102  from  the  closed 
position  S  to  the  open  position  O  to  keep  the 
solenoid  valve  102  open  for  seconds  only. 

is  In  this  manner,  for  example,  when  an  operator 
is  to  abruptly  halt  the  boom  7  during  a  rapid 
downward  movement  by  abruptly  returning  the  di- 
rection  switching  valve  16  from  its  switched  posi- 
tion  L  to  the  neutral  position  N,  the  solenoid  valve 

20  102  is  kept  open  for  only  the  predetermined  time 
period  of  seconds  after  ti  seconds  have  elapsed. 
Consequently,  at  the  instant  when  the  bottom-side 
pressure  in  the  bottom-side  line  15B  which  com- 
municates  with  the  bottom-side  hydraulic  chamber 

25  10B  of  the  boom  cylinder  10  changes  from  rise  to 
fall  as  shown  by  the  characteristic  line  19  of  Fig. 
21  A,  for  example,  at  point  B,  the  bottom-side  pres- 
sure  can  be  released  from  the  bottom-side  line  15B 
to  the  rod-side  line  15A  via  the  line  103.  Accord- 

30  ingly,  the  bottom-side  pressure  can  be  abruptly 
decreased  as  shown  by  the  dotted  characteristic 
line  37  in  Fig.  21A. 

More  specifically,  the  ti  seconds  which  is  the 
actuating  time  period  of  the  solenoid  valve  102  is 

35  set  as  a  time  period  which  corresponds  to  the 
quarter  period  T/4  of  the  period  T  of  the  specific 
frequency  of  the  working  apparatus  shown  in  Fig. 
14.  The  ti  seconds  can  therefore  be  made  equal  to 
the  period  which  elapses  from  the  time  when  the 

40  direction  switching  valve  16  is  returned  to  the  neu- 
tral  position  N  at  point  A  shown  in  Fig.  21  A  until 
point  B  is  reached.  Accordingly,  the  solenoid  valve 
102  can  release  the  bottom-side  pressure  to  the 
low-pressure  side,  for  example  the  rod-side  line 

45  15A,  at  point  B,  thereby  causing  the  bottom-side 
pressure  to  decrease  abruptly.  Also,  the  open  time 
period  of  the  solenoid  valve  102  is  set  to  sec- 
onds.  Accordingly,  when  the  bottom-side  pressure 
is  decreased  to  the  pressure  level  of  point  C,  as 

50  shown  by  the  dotted  characteristic  line  37  of  Fig. 
21  A,  and  the  bottom-side  line  15B  and  rod-side  line 
15A  reach  approximately  the  same  pressure,  then 
the  solenoid  valve  102  can  be  closed  again  (refer 
to  Step  3  of  Fig.  21).  It  is  therefore  possible  to 

55  prevent  the  boom  7  from  oscillating  up  and  down, 
as  shown  by  the  characteristic  line  20  in  Fig.  21  B. 

Incidentally,  when  the  operator  returns  the  di- 
rection  switching  valve  16  from  the  switched  posi- 

10 
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tion  R  to  the  neutral  position  N  to  halt  the  boom  7 
during  a  rapid  downward  movement,  the  solenoid 
valve  is  opened  at  Step  6.  In  this  case,  however, 
since  the  solenoid  valve  102  includes  a  check 
valve  102B,  hydraulic  fluid  is  prevented  from  flow- 
ing  backward  from  the  rod-side  line  15A  to  the 
bottom-side  line  15B. 

As  is  apparent  from  the  foregoing,  in  accor- 
dance  with  the  eighth  embodiment,  if  the  operator 
is  to  halt  the  boom  7  during  a  rapid  downward 
movement  by  returning  the  direction  switching 
valve  16  to  the  neutral  position  N,  then  the  solenoid 
valve  102  is  kept  open  for  only  t2  seconds  to 
release  the  bottom-side  pressure  to  the  rod-side 
line  15A,  for  example,  at  point  B  at  which  the 
predetermined  time  period  of  ti  seconds  elapses 
from  the  time  when  the  direction  switching  valve  16 
is  returned  to  the  neutral  position  N.  Accordingly, 
the  bottom-side  pressure  can  be  abruptly  de- 
creased  between  points  B  and  C  as  shown  by  the 
characteristic  line  37  of  Fig.  21  A  so  that  the  bot- 
tom-side  pressure  can  be  maintained  at  the  pres- 
sure  level  of  point  C.  Accordingly,  the  boom  7  can 
be  stably  halted  as  shown  by  the  dotted  char- 
acteristic  line  38  of  Fig.  21  B,  and  the  bucket  9  can 
be  rapidly  positioned,  whereby  it  is  possible  to 
enjoy  various  benefits,  for  example,  an  improve- 
ment  in  working  efficiency. 

Fig.  15  shows  a  ninth  embodiment  of  the 
present  invention. 

The  feature  of  the  ninth  embodiment  is  that  a 
flow  control  valve  111  is  disposed  midway  along 
the  line  103  in  series  with  the  solenoid  valve  102. 
The  flow  control  valve  111  is  normally  set  to  its 
open  position  O  by  the  urging  force  of  a  spring 
1  1  1  A.  When  the  solenoid  valve  102  is  switched  to 
its  open  position  O  and  a  large  amount  of  hydraulic 
fluid  flows  through  the  line  103  from  the  bottom- 
side  line  15B  to  the  rod-side  line  15A,  the  flow 
control  valve  111  is  switched  to  its  closed  position 
S  against  the  urging  force  of  the  spring  1  1  1  A  by 
the  oil  pressure  which  is  raised  by  the  action  of  a 
restriction  112,  thereby  controlling  the  flow  rate  of 
the  pressure  oil  which  flows  through  the  restriction 
112. 

The  ninth  embodiment  having  the  arrangement 
and  construction  described  above  makes  it  possi- 
ble  to  achieve  advantages  and  effects  similar  to 
those  of  the  eighth  embodiment.  In  addition,  in  the 
ninth  embodiment,  since  the  flow  control  valve  1  1  1 
is  disposed  midway  along  the  line  103,  it  is  possi- 
ble  to  prevent  an  excessive  amount  of  hydraulic 
fluid  from  flowing  from  the  bottom-side  line  15B  to 
the  rod-side  line  15A  when  the  solenoid  valve  103 
is  opened.  Accordingly,  since  the  boom  7  is  pre- 
vented  from  moving  down  to  an  excessive  extent,  it 
is  possible  to  enjoy  various  benefits,  for  example, 
improved  safety  in  operation. 

The  eighth  and  ninth  embodiments  have  been 
explained  with  reference  to  the  arrangement  in 
which  the  solenoid  valve  102  is  disposed  midway 
along  the  line  103  which  connects  the  rod-side  line 

5  15A  and  bottom-side  line  15B.  However,  the  sole- 
noid  valve  127  may  also  be  disposed  midway 
along  a  line  127  which  connects  the  bottom-side 
line  15B  and  the  tank  line  17  as  shown  by  a  two- 
dot  chain  line  in  Fig.  1  1  . 

io  The  flow  control  valve  111  and  the  restriction 
112  explained  in  connection  with  the  ninth  embodi- 
ment  may  also  be  disposed  in  series  with  the 
solenoid  valve  102  midway  along  the  line  127. 
Even  if  the  solenoid  valve  102  is  disposed  along 

is  the  line  127,  or  even  if  the  flow  control  valve  111 
and  so  on  are  disposed  together  with  the  solenoid 
valve  102,  the  bottom-side  pressure  can  be  re- 
leased  to  the  low-pressure  side  such  as  the  tank 
line  17  and  the  boom  7  can  be  stably  halted. 

20  The  neutral-position  detecting  switch  101  may 
be  disposed,  for  example,  at  one  end  of  the  direc- 
tion-switching  valve  16. 

Subsequently,  a  tenth  embodiment  of  the 
present  invention  is  shown  in  Fig.  16. 

25  As  illustrated,  a  detecting  cylinder  141,  which 
serves  as  a  displacement  sensor,  is  rotatably  pin- 
connected  to  the  boom  7  and  the  swinging  frame 
2C.  The  detecting  cylinder  141  detects  the  dis- 
placement  of  the  boom  7  with  respect  to  the  swing- 

30  ing  frame  2C  when  the  boom  7  moves  up  and 
down,  and  outputs  a  displacement  signal  P  to  the 
controller  124  which  will  be  described  later.  The 
solenoid  valve  53,  which  is  similar  to  that  used  in 
the  embodiment  of  Fig.  4,  is  disposed  midway 

35  along  the  line  54  which  connects  the  rod-side  line 
15A  and  the  bottom-side  line  15B.  This  solenoid 
valve  53  is  swtiched  from  the  closed  position  S  to 
the  open  position  O  in  response  to  the  operating 
signal  output  from  the  controller  141.  When  the 

40  controller  141  stops  outputting  the  operating  signal, 
the  solenoid  valve  53  is  automatically  returned  to 
the  closed  position  S. 

The  direction  switching  valve  16  is  provided 
with  the  neutral-position  detecting  switch  71,  as  in 

45  the  embodiment  shown  in  Fig.  7.  When  the  direc- 
tional  selecting  valve  16  is  in  its  neutral  position  N, 
the  detecting  switch  71  outputs  an  ON  signal  to  the 
controller  142.  If  the  direction  switching  valve  16  is 
slightly  shifted  from  the  neutral  position  N  to  the 

50  switched  position  L  or  R,  the  detecting  switch  71 
outputs  an  OFF  signal. 

The  controller  142  consists  of  a  microcomputer 
and  elements  associated  therewith,  and  its  input 
side  is  connected  to  the  detecting  cylinder  141  and 

55  the  neutral-position  detecting  switch  71  with  the 
output  side  connected  to  the  solenoid  valve  53. 

The  controller  55  is  arranged  to  store  the  pro- 
gram  shown  in  Fig.  17  in  its  memory  circuit  and  to 
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execute  the  process  of  controlling  the  operation  of 
the  solenoid  valve  53.  Also,  the  preceding  displace- 
ment  signal  P'  as  well  as  the  displacement  signal  P 
output  from  the  detecting  cylinder  141  is  stored  in 
a  memory  area  of  the  memory  circuit  of  the  con- 
troller  55.  Each  time  one  program  cycle  is  com- 
pleted,  the  displacement  signal  P  is  substituted  for 
the  preceding  displacement  signal  P'  in  step  7  of 
Fig.  17. 

The  process  of  the  controller  142  to  control  the 
operation  of  the  solenoid  valve  53  is  explained 
below  with  reference  to  Fig.  17. 

When  the  process  is  started,  the  controller  142 
reads  the  displacement  signal  P  from  the  detecting 
cylinder  141  in  Step  1.  Then,  at  Step  2,  the  control- 
ler  142  reads  out  the  preceding  displacement  sig- 
nal  P'.  At  Step  3,  the  controller  141  determines 
whether  or  not  the  displacement  signal  P  is  larger 
than  the  displacement  signal  P'.  If  the  answer  is 
"NO"  at  Step  3,  this  indicates  that  the  magnitude 
of  the  displacement  signal  P  is  becoming  smaller 
and  the  boom  7  is  moving  downward.  The  process 
therefore  proceeds  to  Step  8.  At  Step  8,  the  con- 
troller  141  continues  halting  outputting  of  an  op- 
erating  signal  to  the  solenoid  valve  53,  thereby 
holding  the  solenoid  valve  53  at  the  closed  position 
S  shown  in  Fig.  16.  At  Step  7,  the  current  displace- 
ment  signal  P  is  substituted  for  the  preceding  dis- 
placement  signal  P'  stored  in  the  memory  area  and 
the  process  which  starts  with  step  1  is  resumed  as 
the  next  program  cycle. 

If  the  answer  is  "YES"  at  Step  3,  this  indicates 
that  the  displacement  signal  P  is  larger  than  the 
preceding  displacement  signal  P',  and  the  process 
therefore  proceeds  to  step  4.  At  Step  4,  the  con- 
troller  142  reads  the  signal  output  from  the  neutral- 
position  detecting  switch  71  and,  at  Step  5,  deter- 
mines  whether  or  not  the  direction  switching  valve 
16  has  been  returned  to  its  neutral  position  N.  If 
the  answer  is  "YES"  at  Step  5,  this  indicates  that 
the  boom  7  is  displaced  although  the  directional 
selecting  valve  16  has  been  returned  to  the  neutral 
position  N.  Such  a  decision  is  obtained  at  the 
instant  when  the  boom  7  moves  downward  from 
point  A  to  point  B  and  switches  from  fall  to  rise,  for 
example,  at  point  B  as  shown  by  the  characteristic 
line  20  shown  in  Fig.  21  B.  Accordingly,  the  process 
proceeds  to  Step  6,  where  the  controller  141  out- 
puts  an  operating  signal  to  the  solenoid  valve  53  to 
switch  the  solenoid  valve  53  from  the  closed  posi- 
tion  S  to  the  open  position  0. 

At  the  instant  when  the  bottom-side  pressure  in 
the  bottom-side  line  15B,  which  communicates  with 
the  bottom-side  hydraulic  chamber  10B  of  the 
boom  cylinder  10,  changes  from  rise  to  fall  as 
shown  by  the  characteristic  line  19  of  Fig.  21  A,  for 
example,  at  point  B,  the  solenoid  valve  53  releases 
the  bottom-side  pressure  from  the  bottoms-side 

line  15B  to  the  rod-side  line  15A  through  the  line 
54.  The  bottom-side  pressure  abruptly  falls  as 
shown  by  the  dotted  characteristic  line  37  of  Fig. 
21  A.  When  the  bottom-side  pressure  is  decreased 

5  to  the  pressure  level  of  point  C,  the  bottom-side 
line  15B  and  the  rod-side  line  15C  reach  approxi- 
mately  the  same  pressure.  Accordingly,  the  boom 
7  is  prevented  from  oscillating  up  and  down,  as 
shown  by  the  characteristic  line  20  of  Fig.  21  B. 

io  If  the  answer  is  "NO"  at  Step  5,  this  indicates 
that  the  directional  selecting  valve  16  has  been 
switched  from  the  neutral  position  N  to  the 
switched  position  R  and  the  boom  is  moving  up- 
ward.  The  process  therefore  proceeds  to  step  7.  At 

is  step  7,  the  current  displacement  signal  P  is  substi- 
tuted  for  the  preceding  signal  P',  and  the  process 
which  starts  with  Step  1  is  repeated. 

In  the  tenth  embodiment,  when  the  boom  7 
changes  in  motion  from  fall  to  rise,  for  example,  at 

20  point  B  as  shown  by  the  chracteristic  line  20  of  Fig. 
21  B,  the  solenoid  valve  53  is  opened  and  the 
bottom-side  pressure  is  released  to  the  rod-side 
line  15A.  Accordingly,  as  in  the  previously  de- 
scribed  embodiments,  even  if  an  operator  halts  the 

25  boom  7  during  a  rapid  downward  movement  there- 
of,  the  boom  7  does  not  vibrate  while  oscillating  up 
and  down.  Accordingly,  the  bucket  9  can  be  rapidly 
positioned,  whereby  it  is  possible  to  enjoy  various 
benefits,  for  example,  an  improvement  in  working 

30  efficiency. 
An  eleventh  embodiment  of  the  present  inven- 

tion  is  shown  in  Fig.  18.  The  feature  of  the  eleventh 
embodiment  is  that  an  angle  sensor  151  is  pro- 
vided  at  the  pin-connection  of  the  boom  7  and  the 

35  bracket  2A  as  a  displacement  sensor  for  detecting 
the  angle  of  rotation  of  the  boom  7.  The  displace- 
ment  signal  P  as  the  rotational-angle  signal  output 
from  the  angle  sensor  151  is  output  to  a  controller 
152  which  serves  as  a  control  device.  The  control- 

40  ler  152  has  a  construction  similar  to  that  of  the 
controller  142  explained  in  connection  with  the 
tenth  embodiment.  The  controller  152  executes  the 
process  of  controlling  the  operation  of  the  solenoid 
valve  53  on  the  basis  of  a  program  similar  to  the 

45  program  shown  in  Fig.  17. 
The  tenth  and  eleventh  embodiments  have 

been  explained  with  reference  to  the  arrangement 
in  which  the  neutral-position  detecting  switch  71  is 
disposed  in  the  direction  switching  valve  16.  How- 

50  ever,  such  a  neutral  switch  may  also  be  disposed, 
for  example,  at  the  proximal  end  of  the  operating 
lever  16A  in  the  cage  4  as  shown  in  Fig.  11. 

The  neutral-position  detecting  switch  71  need 
not  necessarily  be  incorporated.  For  instance,  the 

55  apparatus  may  be  arranged  so  that,  only  when  the 
operator  is  to  halt  the  boom  7  during  a  rapid 
downward  movement  by  operating  a  manual 
switch,  the  controllers  142  or  152  may  execute  the 
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process  shown  in  Fig.  17.  In  this  arrangement,  the 
steps  4  and  5  shown  in  Fig.  17  may  be  omitted. 

The  tenth  and  eleventh  embodiments  have 
been  explained  with  reference  to  the  arrangement 
in  which  the  solenoid  valve  53  is  disposed  midway 
along  the  line  54  which  connects  the  rod-side  line 
15A  and  the  bottom-side  line  15B.  Alternatively,  the 
solenoid  valve  53  may  be  disposed  midway  along 
a  line  168  which  connects  the  bottom-side  line  15B 
and  the  tank  line  17  as  shown  by  the  two-dot  chain 
line  in  Fig.  16.  This  arrangement  also  makes  it 
possible  to  release  the  bottom-side  pressure  to  the 
low-pressure  side  such  as  the  tank  line  17,  thereby 
enabling  the  boom  7  to  be  stably  halted. 

Each  of  the  embodiment  described  above  has 
been  explained  with  reference  to  the  arrangement 
in  which  the  oscillation-preventing  valve  or  the  so- 
lenoid  valve  is  opened  at  the  instant  when  the 
boom  7  changes  its  motion  from  fall  to  rise  and  is 
displaced  upwardly,  for  example,  at  point  B  shown 
in  Fig.  21  A.  However,  the  present  invention  is  not 
limited  to  the  above  arrangement.  For  instance,  at 
least  while  the  boom  7  is  being  displaced  upwar- 
dly,  for  example,  at  point  D  as  shown  by  the  dotted 
characteristic  line  39  of  Fig.  21  A,  the  oscillation- 
preventing  valve  or  the  solenoid  valve  may  be 
opened  to  release  the  bottom-side  pressure  to  a 
line  on  the  low-pressure  side. 

Although  the  respective  embodiments  have 
been  explained  with  illustrative  reference  to  a  hy- 
draulic  excavator,  the  scope  of  application  of  the 
present  invention  is  not  limited  to  the  hydraulic 
excavator  only.  For  instance,  the  present  invention 
is  applicable  to  a  boom-cylinder  hydraulic  circuit  of 
the  type  which  is  used  in  a  working  apparatus  such 
as  a  hydraulic  crane  arranged  to  move  a  boom  up 
and  down  by  means  of  a  boom  cylinder. 

As  is  apparent  from  the  above  detailed  descrip- 
tion,  the  present  invention  provides  the  arrange- 
ment  which,  at  least  while  the  boom  is  being  dis- 
placed  upwardly,  the  bottom-side  pressure  of  the 
boom  cylinder  is  released  into  the  low-pressure 
side.  Accordingly,  even  if  an  operator  abruptly  halts 
or  steps  the  boom  during  a  rapid  downward  move- 
ment,  the  boom  does  not  oscillate  up  and  down 
and  can  be  stably  halted.  In  addition,  since  the 
bucket  can  be  rapidly  positioned,  it  is  possible  to 
achieve  various  benefits,  for  example,  an  improve- 
ment  in  working  efficiency. 

Claims 

1.  Hydraulic  system  for  a  boom  cylinder  (10)  of  a 
working  apparatus  (2,6)  including 

-  a  boom  (7)  mounted  pivotally  on  a  body 
(2C)  of  the  working  apparatus  (2,6)  and 
being  actuated  by  the  boom  cylinder  (20) 
provided  with  a  piston  rod  (10C)  con- 

nected  to  the  boom  (7),  a  rod-side  hy- 
draulic  chamber  (10A)  and  a  bottom-side 
hydraulic  chamber  (10B),  and 

-  a  hydraulic  circuit  with  a  direction  switch- 
5  ing  valve  (16)  for  controlling  feed  and 

discharge  of  working  fluid  to  and  from 
the  boom  cylinder  (10)  via  lines  (15A, 
15B)  respectively  connected  to  the  rod- 
side  and  the  bottom-side  hydraulic 

w  chamber  (10A,  10B)  and  a  valve  (21,  53, 
102)  for  releasing  the  pressure  in  the 
bottom-side  hydraulic  chamber  (10B), 

characterized  in  that 
the  valve  (21,  53,  102)  reduces  the  pressure  in 

is  the  bottom-side  hydraulic  chamber  (10B)  to  a 
level  (C)  for  stably  holding  the  boom  (7),  when 

(i)  the  direction  switching  valve  (16)  switch- 
es  from  a  downwardly  moving  position  (L) 
for  the  boom  (7)  to  a  neutral  position  (N) 

20  and 
(ii)  the  pressure  in  the  bottom-side  hydraulic 
chamber  (10B)  changes  from  raising  to  fall- 
ing  (B). 

25  2.  System  according  to  claim  1,  characterized  in 
that  the  valve  (21)  is  provided  with  a  plunger 
(28)  and  a  valve  member  (25),  the  plunger  (28) 
and  the  valve  member  (25)  operate  together  in 
accordance  with  a  pressure  rise  in  the  bottom- 

30  side  hydraulic  chamber  (10B),  and  when  the 
pressure  in  the  bottom-side  hydraulic  chamber 
(10B)  changes  from  rise  to  fall,  the  valve  mem- 
ber  (25)  slowly  moves  away  from  the  plunger 
(28)  to  form  a  channel  between  the  plunger 

35  (28)  and  the  valve  member  (25),  thereby  re- 
leasing  the  pressure  of  the  bottom-side  hy- 
draulic  chamber  (10B). 

3.  System  according  to  claim  2,  characterized  in 
40  that  detecting  means  are  provided  for  detect- 

ing  whether  or  not  the  direction  switching  valve 
(16)  is  placed  in  its  neutral  position  (N),  and 
the  valve  (21)  releases  the  pressure  in  the 
bottom-side  hydraulic  chamber  (10B)  in  accor- 

45  dance  with  a  detected  output  from  the  detect- 
ing  means  when  the  direction  switching  valve 
(16)  is  returned  to  the  neutral  position  (N)  and 
the  pressure  changes  from  rise  to  fall. 

50  4.  System  according  to  claim  3,  characterized  in 
that  the  detecting  means  include  a  pair  of 
hydraulic  channels  (83A,  83B)  formed  in  the 
direction  switching  valve  (16)  and  lines  (81, 
82)  each  of  which  connects  a  corresponding 

55  one  of  the  hydraulic  channels  (83A,  83B)  to 
valve  (21),  and  the  hydraulic  channels  (83A, 
83B)  are  formed  to  provide  communication  be- 
tween  the  rod-side  hydraulic  chamber  (10A) 
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and  the  bottom-side  hydraulic  chamber  (10B) 
via  the  valve  (21)  when  the  direction  switching 
valve  (16)  is  placed  in  the  neutral  position  (N). 

5.  System  according  to  claim  3,  characterized  in 
that  the  hydraulic  circuit  includes  a  pilot  valve 
(92)  for  producing  the  pilot  hydraulic  pressure 
required  to  switch  the  direction  switching  valve 
(16),  and  the  detecting  means  include  a  sec- 
ond  change-over  valve  (93)  which  operates  in 
accordance  with  the  pilot  hydraulic  pressure  to 
provide  communication  between  valve  (21)  and 
the  bottom-side  hydraulic  chamber  (10B)  when 
the  direction  switching  valve  (16)  is  placed  in 
the  neutral  position  (N). 

6.  System  according  to  claim  1,  characterized  in 
that  the  detecting  means  include  a  pressure 
sensor  (51)  for  detecting  the  pressure  in  the 
bottom-side  hydraulic  chamber  (10B),  a  con- 
troller  (55,  63,72)  for  determining,  on  the  basis 
of  the  detected  output  from  the  pressure  sen- 
sor  (51),  whether  or  not  the  pressure  in  the 
bottom-side  hydraulic  chamber  (10B)  changes 
from  rise  to  fall,  and  a  solenoid  valve  (53) 
arranged  to  operate  under  the  control  of  the 
controller  (55,63,72)  to  provide  communication 
between  the  bottom-side  hydraulic  chamber 
(10B)  and  the  low-pressure  side  of  the  hydrau- 
lic  circuit. 

7.  System  according  to  claim  6,  characterized  in 
that  the  controller  (55)  causes  the  solenoid 
valve  (53)  to  operate  until  the  pressure  in  the 
bottom-side  hydraulic  chamber  (10B)  detected 
by  the  pressure  sensor  (51)  reaches  a  preset 
holding  pressure  (Po)  required  to  halt  the 
boom  (7). 

8.  System  according  to  claim  7,  characterized  in 
that  angle-sensor  means  (61,  62)  are  provided 
for  detecting  a  displacement  of  the  boom  (7), 
and  the  controller  (55)  updates  the  holding 
pressure  (Po)  in  accordance  with  the  displace- 
ment  of  the  boom  (7)  on  the  basis  of  a  detec- 
tion  output  from  the  angle-sensor  means  (61, 
62). 

9.  System  according  to  claim  6,  characterized  in 
that  a  switch  (71)  is  provided  for  detecting 
whether  or  not  the  direction  switching  valve 
(16)  is  placed  in  the  neutral  position  (N),  and 
the  controller  (72)  causes  the  solenoid  valve 
(53)  to  operate  when  the  direction  switching 
valve  (16)  is  returned  to  the  neutral  position  (N) 
and  the  pressure  in  the  bottom-side  hydraulic 
chamber  (10B)  changes  from  rise  to  fall,  in 
accordance  with  a  detected  output  from  the 

switch  (71). 

10.  System  according  to  claim  1,  characterized  in 
that  detecting  means  are  provided  for  indi- 

5  rectly  detecting  a  change  in  the  hydraulic  pres- 
sure  in  the  bottom-side  hydraulic  chamber 
(10B),  a  controller  (104,142,152)  is  provided  for 
determining,  on  the  basis  of  the  detected  out- 
put  from  the  detecting  means,  whether  or  not 

io  the  pressure  in  the  bottom-side  hydraulic 
chamber  (10B)  changes  from  rise  to  fall,  and  a 
solenoid  valve  (53,10,21)  is  provided 
operateing  under  the  control  of  the  controller 
(104,142,152)  to  provide  communication  be- 

15  tween  the  bottom-side  hydraulic  chamber 
(10B)  and  the  low-pressure  side  of  the  hydrau- 
lic  circuit. 

11.  System  according  to  claim  10,  characterized  in 
20  that  the  detecting  means  include  a  switch  (101) 

for  sensing  whether  nor  said  directional  select- 
ing  valve  means  (16)  is  placed  in  the  neutral 
position  (N),  when  a  first  predetermined  time 
period  (ti  )  elapses  after  the  direction  switching 

25  valve  (16)  has  been  returned  to  the  neutral 
position  (N),  and  the  controller  (104)  causes 
the  solenoid  valve  (102)  to  operate  for  a  sec- 
ond  predetermined  time  period  fe)  immedi- 
ately  after  the  first  predetermined  time  period 

30  (ti  ). 

12.  System  according  to  claim  11,  characterized  in 
that  the  actuating  time  period  and  the  operat- 
ing  time  period  of  the  solenoid  valve  (102)  are 

35  each  set  to  an  interval  equal  to  approximately 
a  quarter  of  the  specific  frequency  period  (T) 
of  the  working  apparatus  (6,  2). 

13.  System  according  to  claim  11  or  12,  character- 
40  ized  in  that  a  flow  control  valve  (111)  is  pro- 

vided  for  limiting  the  amount  of  working  liquid 
which  is  released  from  the  bottom-side  hydrau- 
lic  chamber  (10B)  through  the  solenoid  valve 
(102). 

45 
14.  System  according  to  claim  10,  characterized  in 

that  a  switch  (71)  is  provided  for  detecting 
whether  or  not  the  directional  selecting  valve 
means  (16)  is  placed  in  the  neutral  position 

50  (N),  and  the  controller  (142,152)  causes  the 
solenoid  valve  (53)  to  operate,  in  accordance 
with  a  detected  output  from  the  switch  (71), 
when  the  direction  switching  valve  (16)  is  re- 
turned  to  the  neutral  position  (N)  and  the  pres- 

55  sure  in  the  bottom-side  hydraulic  chamber 
(10B)  switches  from  rise  to  fall. 

14 
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15.  System  according  to  claim  14,  characterized  in 
that  the  detecting  means  comprises  a  detect- 
ing  cylinder  (141)  which  is  disposed  to  op- 
erably  interconnect  the  boom  (7)  and  the  body 
(2C)  of  the  working  apparatus  (2,6)  so  as  to 
detect  the  displacement  of  the  bottom  (7),  and 
the  controller  (142)  actuates  the  solenoid  valve 
(53)  when  the  displacement  of  the  boom  (7) 
exceeds  a  preceding  detected  valve  (P'). 

16.  System  according  to  claim  14,  characterized  in 
that  the  detecting  means  comprises  an  angle 
sensor  (151)  attached  to  a  pivot-shaft  portion 
of  the  boom  (7)  so  as  to  detect  the  displace- 
ment  of  the  boom  (7),  and  the  controller  (152) 
actuates  the  solenoid  valve  (53)  when  the  an- 
gular  displacement  of  the  boom  (7)  exceeds  a 
preceding  detected  valve. 

17.  System  according  to  any  one  of  claims  1  16, 
characterized  in  that  said  velocity  means  re- 
leases  the  pressure  in  said  bottom-side  hy- 
draulic  chamber  (10B)  into  said  line  (15A)  con- 
nected  to  said  rod-side  hydraulic  chamber 
(10A). 

18.  System  according  to  any  one  of  claims  1  to 
16,  characterized  in  that  the  hydraulic  circuit 
includes  a  tank  (14)  for  storing  the  working 
liquid  to  be  supplied  to  the  hydraulic  circuit, 
and  the  valve  (21,53,102)  releases  the  pres- 
sure  in  the  bottom-side  hydraulic  chamber 
(10B)  into  the  tank  (14). 

19.  System  according  to  any  one  of  claims  1  to 
16,  characterized  in  that  the  hydraulic  circuit 
includes  an  accumulator  (41),  and  the  valve 
(21,53,102)  releases  the  pressure  in  the  bot- 
tom-said  hydraulic  chamber  (10B)  into  the  ac- 
cumulator  (41). 

20.  System  according  to  any  one  of  claims  1  to 
16,  characterized  in  that  means  (71,81- 
83B,93,101)  are  provided  for  detecting  whether 
or  not  the  direction  switching  valve  (16)  is 
placed  in  the  neutral  position  (N),  and  the  valve 
(21,53,102)  releases,  on  the  basis  of  a  de- 
tected  output  from  the  switch  (71),  the  pres- 
sure  in  the  bottom-side  hydraulic  chamber 
(10B)  when  the  direction  switching  valve  (16)  is 
returned  to  the  neutral  position  (N)  and  the 
pressure  in  the  bottom-side  hydraulic  chamber 
(10B)  changes  from  rise  to  fall. 

Patentanspruche 

1.  Hydrauliksystem  eines  Auslegerzylinders  (10) 
einer  Arbeitsvorrichtung  (2,  6)  mit 

-  einem  Ausleger  (7),  der  verschwenkbar 
auf  einem  Korper  (2C)  der  Arbeitsvor- 
richtung  (2,  6)  montiert  ist  und  durch  den 
Auslegerzylinder  (10)  betatigt  wird,  wel- 

5  cher  eine  Kolbenstange  (10C),  die  mit 
dem  Ausleger  (7)  verbunden  ist,  eine 
stangenseitige  Hydraulikkammer  (10A) 
und  eine  bodenseitige  Hydraulikkammer 
(10B)  aufweist, 

io  und 
-  einer  Hydraulikschaltung  mit  einem  Rich- 

tungsschaltventil  (16)  zum  Steuern  des 
Zufuhrens  und  des  Abfuhrens  von  Ar- 
beitsfluid  zu  und  von  dem  Auslegerzylin- 

15  der  (10)  uber  Leitungen  (15A,  15B),  die 
mit  der  stangenseitigen  und  der  boden- 
seitigen  Hydraulikkammer  (10A,  10B) 
und  einem  Ventil  (21,  53,  102)  zum  Frei- 
geben  des  Drucks  in  die  bodenseitige 

20  Hydraulikkammer  (10B)  verbunden  sind, 
dadurch  gekennzeichnet,  dal3 
das  Ventil  (21,  53,  102)  den  Druck  in  der 
bodenseitigen  Hydraulikkammer  (10B)  auf  ein 
Niveau  (C)  zum  stabilen  Halten  des  Auslegers 

25  (7)  reduziert,  wenn 
(i)  das  Richtungsschaltventil  (16)  von  einer 
Abwartsbewegungsposition  (L)  fur  den  Aus- 
leger  (7)  auf  eine  neutrale  Position  (N) 
schaltet  und 

30  (ii)  sich  der  Druck  in  der  bodenseitigen  Hy- 
draulikkammer  (10B)  von  einem  Ansteigen 
zu  einem  Fallen  (B)  andert. 

2.  System  nach  Anspruch  1  , 
35  dadurch  gekennzeichnet,  dal3 

das  Ventil  (21)  mit  einem  Druckkolben  (28)  und 
einem  Ventilteil  (25)  versehen  ist,  wobei  der 
Druckkolben  (28)  und  das  Ventilteil  (25)  gemaB 
einem  Druckanstieg  in  der  bodenseitigen  Hy- 

40  draulikkammer  (10B)  zusammenwirken  und 
sich  das  ventilteil  (25)  langsam  weg  von  dem 
Druckkolben  (28)  unter  Bildung  eines  Kanals 
zwischen  dem  Druckkolben  (28)  und  dem  Ven- 
tilteil  (25)  bewegt,  wenn  sich  der  Druck  in  der 

45  bodenseitigen  Hydraulikkammer  (10B)  von  ei- 
nem  Ansteigen  zu  einem  Fallen  andert,  wo- 
durch  der  Druck  der  bodenseitigen  Hydraulik- 
kammer  (10B)  freigesetzt  wird. 

50  3.  System  nach  Anspruch  2, 
dadurch  gekennzeichnet,  dal3 
Erfassungsmittel  vorgesehen  sind,  zum  Erfas- 
sen,  ob  sich  das  Richtungsschaltventil  (16)  in 
seiner  neutralen  Stellung  (N)  befindet  oder 

55  nicht,  wobei  das  Ventil  (21)  den  Druck  in  der 
bodenseitigen  Hydraulikkammer  (10B)  gemaB 
einem  erfaBten  Ausgang  der  Erfassungsmittel 
freisetzt,  wenn  das  Richtungsschaltventil  (16) 

15 
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zu  der  neutralen  Stellung  (N)  zuruckgefuhrt 
wird  und  sich  der  Druck  von  einem  Ansteigen 
zu  einem  Fallen  andert. 

4.  System  nach  Anspruch  3, 
dadurch  gekennzeichnet,  daB 
die  Erfassungsmittel  (2)  in  dem  Richtungs- 
schaltventil  (16)  ausgebildete  Hydraulikkanale 
(83A,  83B)  und  Leitungen  (81,  82)  enthalten, 
die  jeweils  einen  entsprechenden  Hydraulikka- 
nal  (83A,  83B)  mit  dem  Ventil  (21)  verbinden, 
wobei  die  Hydraulikkanale  (83A,  83B)  zum 
Vorsehen  einer  Verbindung  zwischen  der  stan- 
genseitigen  Hydraulikkammer  (10A)  und  der 
bodenseitigen  Hydraulikkammer  (10B)  uber 
das  Ventil  (21)  ausgeformt  sind,  wenn  sich  das 
Richtungsschaltventil  (16)  in  der  neutralen  Stel- 
lung  (N)  befindet. 

5.  System  nach  Anspruch  3, 
dadurch  gekennzeichnet,  daB 
die  Hydraulikschaltung  ein  Steuerventil  (92) 
zum  Erzeugen  eines  Steuerhydraulikdrucks 
enthalt,  der  zum  Schalten  des  Richtungsschalt- 
ventils  (16)  erforderlich  ist  und  die  Erfassungs- 
mittel  ein  zweites  Umschaltventil  (93)  enthal- 
ten,  das  gemaB  dem  Steuerhydraulikdruck 
zum  Vorsehen  einer  Verbindung  zwischen  dem 
Ventil  (21)  und  der  bodenseitigen  Hydraulik- 
kammer  (10B)  wirkt,  wenn  das  Richtungs- 
schaltventil  (16)  in  die  neutrale  Position  (N) 
gebracht  wird. 

6.  System  nach  Anspruch  1  , 
dadurch  gekennzeichnet,  daB 
die  Erfassungsmittel  einen  Drucksensor  (51) 
zum  Erfassen  des  Drucks  in  der  bodenseitigen 
Hydraulikkammer  (10B)  enthalten,  weiterhin 
eine  Steuereinheit  (55,  63,  72)  zum  Bestim- 
men,  ob  sich  der  Druck  in  der  bodenseitigen 
Hydraulikkammer  (10B)  von  einem  Ansteigen 
zu  einem  Fallen  andert  oder  nicht,  basierend 
auf  dem  erfaBten  Ausgang  des  Drucksensors 
(51)  und  ein  Magnetventil  (53),  das  derart  an- 
geordnet  ist,  daB  es  unter  der  Steuerung  der 
Steuereinheit  (55,  63,  72)  zum  Vorsehen  einer 
Verbindung  zwischen  der  bodenseitigen  Hy- 
draulikkammer  (10B)  und  der  Niederdruckseite 
der  Hydraulikschaltung  wirkt. 

7.  System  nach  Anspruch  6, 
dadurch  gekennzeichnet,  daB 
die  Steuereinheit  (55)  verursacht,  daB  das  Ma- 
gnetventil  (53)  betatigt  wird,  bis  der  durch  den 
Drucksensor  (51)  erfaBte  Druck  in  der  boden- 
seitigen  Hydraulikkammer  (10B)  einen  vorein- 
gestellten  Haltedruck  (Po)  erreicht,  der  zum 
Anhalten  des  Auslegers  (7)  erforderlich  ist. 

8.  System  nach  Anspruch  7, 
dadurch  gekennzeichnet,  daB 
Winkelsensormittel  (61,  62)  vorgesehen  sind, 
zum  Erfassen  einer  Versetzung  des  Auslegers 

5  (7),  wobei  die  Steuereinheit  (55)  den  Halte- 
druck  (Po)  gemaB  der  Versetzung  des  Ausle- 
gers  (7)  erneuert,  basierend  auf  einem  erfaBten 
Ausgang  der  Winkelsensormittel  (61  ,  62). 

io  9.  System  nach  Anspruch  6, 
dadurch  gekennzeichnet,  daB 
ein  Schalter  (71)  zum  Erfassen,  ob  sich  das 
Richtungsschaltventil  (16)  in  der  neutralen  Stel- 
lung  (N)  befindet  oder  nicht,  vorgesehen  ist, 

is  wobei  die  Steuereinheit  (72)  verursacht,  daB 
das  Magnetventil  (53)  betatigt  wird,  wenn  das 
Richtungsschaltventil  (16)  zuruck  zur  neutralen 
Stellung  (N)  gefuhrt  wird  und  sich  der  Druck  in 
der  bodenseitigen  Hydraulikkammer  (10B)  von 

20  einem  Ansteigen  zu  einem  Fallen  andert,  ge- 
maB  einem  erfaBten  Ausgang  des  Schalters 
(71). 

10.  System  nach  Anspruch  1, 
25  dadurch  gekennzeichnet,  daB 

Erfassungsmittel  zum  indirekten  Erfassen  einer 
Anderung  des  Hydraulikdrucks  in  der  boden- 
seitigen  Hydraulikkammer  (10B)  vorgesehen 
sind,  weiterhin  eine  Steuereinheit  (104,  142, 

30  152)  vorgesehen  ist,  zum  Bestimmen,  ob  sich 
der  Druck  in  der  bodenseitigen  Hydraulikkam- 
mer  (10B)  von  einem  Ansteigen  zu  einem  Fal- 
len  andert,  basierend  auf  dem  erfaBten  Aus- 
gang  der  Erfassungsmittel,  und  ein  Magnet- 

35  ventil  (53,  10,  21)  vorgesehen  ist,  das  unter  der 
Steuerung  der  Steuereinheit  (104,  142,  152) 
betrieben  wird,  zum  Vorsehen  einer  Verbin- 
dung  zwischen  der  bodenseitigen  Hydraulik- 
kammer  (10B)  und  der  Niederdruckseite  der 

40  Hydraulikschaltung. 

11.  System  nach  Anspruch  10, 
dadurch  gekennzeichnet,  daB 
die  Erfassungsmittel  einen  Schalter  (101)  ent- 

45  halten  zum  Erfassen,  ob  sich  das  Richtungs- 
schaltventil  (16)  in  der  neutralen  Stellung  (N) 
befindet  oder  nicht,  wenn  eine  erste  vorbe- 
stimmte  Zeitdauer  (ti)  verstreicht,  nachdem 
sich  das  Richtungsschaltventil  (16)  wieder  in 

50  der  neutralen  Stellung  (N)  befindet,  wobei  die 
Steuereinheit  (104)  verursacht,  daB  das  Ma- 
gnetventil  (102)  fur  eine  zweite  vorbestimmte 
Zeitdauer  fe)  betatigt  wird,  unmittelbar  nach 
der  ersten  vorbestimmten  Zeitdauer  (ti  ). 

55 
12.  System  nach  Anspruch  11, 

dadurch  gekennzeichnet,  daB 
die  Betatigungszeitdauer  und  die  Betriebszeit- 

16 
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dauer  des  Magnetventils  (102)  jeweils  auf  ei- 
nen  Zeitraum  gesetzt  werden,  der  ungefahr 
einem  Viertel  der  spezifischen  Frequenzperio- 
dendauer  (T)  der  Arbeitsvorrichtung  (6,  2)  ent- 
spricht. 

13.  System  nach  Anspruch  11  oder  12, 
dadurch  gekennzeichnet,  daB 
ein  Stromungssteuerventil  (111)  zum  Be- 
schranken  der  Menge  der  Arbeitsflussigkeit 
vorgesehen  ist,  welche  aus  der  bodenseitigen 
Hydraulikkammer  (10B)  durch  das  Magnetven- 
til  (102)  freigesetzt  wird. 

14.  System  nach  Anspruch  10, 
dadurch  gekennzeichnet,  daB 
ein  Schalter  (71)  vorgesehen  ist  zum  Erfassen, 
ob  sich  das  Richtungsschaltventil  (16)  in  der 
neutralen  Stellung  (N)  befindet  oder  nicht,  wo- 
bei  die  Steuereinheit  (142,  152)  verursacht, 
daB  das  Magnetventil  (53)  gemaB  einem  erfaB- 
ten  Ausgang  des  Schalters  (71)  betatigt  wird, 
wenn  das  Richtungsschaltventil  (16)  zuruck  zu 
der  neutralen  Stellung  (N)  bewegt  wird  und  der 
Druck  in  der  bodenseitigen  Hydraulikkammer 
(10B)  von  einem  Ansteigen  zu  einem  Fallen 
geschaltet  wird. 

15.  System  nach  Anspruch  14, 
dadurch  gekennzeichnet,  daB 
die  Erfassungsmittel  einen  Erfassungszylinder 
(141)  enthalten,  der  derart  angeordnet  ist,  daB 
er  den  Ausleger  (7)  und  den  Korper  (2C)  der 
Arbeitsvorrichtung  (2,  6)  im  Betrieb  derart  ver- 
wendet,  daB  die  Versetzung  des  Auslegers  (7) 
erfaBt  wird,  wobei  die  Steuereinheit  (142)  das 
Magnetventil  (53)  betatigt,  wenn  die  Verset- 
zung  des  Auslegers  (7)  einen  vorbestimmten 
erfaBten  Wert  (P')  uberschreitet. 

16.  System  nach  Anspruch  14, 
dadurch  gekennzeichnet,  daB 
die  Erfassungsmittel  einen  Winkelsensor  (151) 
enthalten,  der  an  einem  Drehachsabschnitt  des 
Auslegers  (7)  derart  angeordnet  ist,  daB  er  die 
Versetzung  des  Auslegers  (7)  erfaBt,  wobei  die 
Steuereinheit  (152)  das  Magnetventil  (53)  beta- 
tigt,  wenn  die  Winkelversetzung  des  Auslegers 
(7)  einen  vorbestimmten  erfaBten  Wert  uber- 
steigt. 

17.  System  nach  einem  der  vorangehenden  An- 
spruche  1-16,  
dadurch  gekennzeichnet,  daB 
die  Geschwindigkeitsmittel  den  Druck  der  bo- 
denseitigen  Hydraulikkammer  (10B)  in  die  Lei- 
tung  (15A)  freisetzen,  die  mit  der  stangenseiti- 
gen  Hydraulikkammer  (10A)  verbunden  ist. 

18.  System  nach  einem  der  Anspruche  1  bis  16, 
dadurch  gekennzeichnet,  daB 
die  Hydraulikschaltung  einen  Tank  (14)  zum 
Speichern  der  der  Hydraulikschaltung  zuzufuh- 

5  renden  Arbeitsflussigkeit  enthalt,  wobei  das 
Ventil  (21,  53,  102)  den  Druck  der  bodenseiti- 
gen  Hydraulikkammer  (10B)  in  den  Tank  (14) 
freisetzt. 

io  19.  System  nach  einem  der  Anspruche  1  bis  16, 
dadurch  gekennzeichnet,  daB 
die  Hydraulikschaltung  einen  Druckspeicher 
(41)  enthalt,  wobei  das  Ventil  (21,  53,  102)  den 
Druck  in  der  bodenseitigen  Hydraulikkammer 

is  (10B)  in  den  Druckspeicher  (41)  freisetzt. 

20.  System  nach  einem  der  Anspruche  1  bis  16, 
dadurch  gekennzeichnet,  daB 
Mittel  (71,  81-83B,  93,  101)  vorgesehen  sind, 

20  zum  Erfassen,  ob  das  Richtungsschaltventil 
(16)  in  der  neutralen  Stellung  (N)  angeordnet 
ist  oder  nicht,  wobei  das  Ventil  (21,  53,  102) 
basierend  auf  einem  erfaBten  Ausgang  von 
dem  Schalter  (71)  den  Druck  der  bodenseiti- 

25  gen  Hydraulikkammer  (10B)  freisetzt,  wenn 
das  Richtungsschaltventil  (16)  zu  der  neutralen 
Stellung  (N)  zuruckgefuhrt  wird  und  sich  der 
Druck  in  der  bodenseitigen  Hydraulikkammer 
(10B)  von  einem  Ansteigen  zu  einem  Fallen 

30  andert. 

Revendicatlons 

1.  Systeme  hydraulique  pour  un  verin  (10)  de 
35  fleche  d'un  engin  de  chantier  (2,  6)  compre- 

nant: 
-  une  fleche  (7)  articulee  sur  un  corps  (2C) 

de  I'engin  de  chantier  (2,  6)  et  actionnee 
par  le  verin  (10)  de  fleche  muni  d'une 

40  tige  (10C)  de  piston  reliee  a  la  fleche  (7), 
une  chambre  hydraulique  (10A)  cote  tige 
et  une  chambre  hydraulique  (10B)  cote 
fond,  et 

-  un  circuit  hydraulique  muni  d'une  valve 
45  (16)  de  commutation  de  direction  pour 

commander  I'amenee  du  fluide  d'action- 
nement  au  verin  (10)  de  fleche,  et  son 
evacuation  de  ce  verin,  par  I'intermediai- 
re  de  canalisations  (15A,  15B)  raccor- 

50  dees  respectivement  a  la  chambre  hy- 
draulique  (10A)  cote  tige  et  a  la  chambre 
hydraulique  (10B)  cote  fond,  et  une  valve 
(21,  53,  102)  pour  liberer  la  pression 
regnant  dans  la  chambre  hydraulique 

55  (10B)  cote  fond,  caracterise  en  ce  que: 
la  valve  (21,  53,  102)  diminue  la  pression  dans 
la  chambre  hydraulique  (10B)  cote  fond  jus- 
qu'a  un  niveau  (C)  permettant  de  maintenir  de 

17 
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fagon  stable  la  fleche  (7)  quand: 
(i)  la  valve  (16)  de  commutation  de  direction 
passe  d'une  position  (L)  de  deplacement 
vers  le  bas  de  la  fleche  (7)  a  une  position 
neutre  (N);  et 
(ii)  la  pression  dans  la  chambre  hydraulique 
(10B)  cote  fond  passe  d'une  augmentation 
a  une  diminution  (B). 

2.  Systeme  selon  la  revendication  1,  caracterise 
en  ce  que  la  valve  (21)  est  pourvue  d'un 
plongeur  (28)  et  d'un  element  d'obturation 
(25),  le  plongeur  (28)  et  I'element  d'obturation 
(25)  fonctionnent  ensemble  en  conformite  avec 
une  augmentation  de  pression  dans  la  cham- 
bre  hydraulique  (10B)  cote  fond  et,  quand  la 
pression  regnant  dans  la  chambre  hydraulique 
(10B)  cote  fond  passe  d'une  augmentation  a 
une  diminution,  I'element  d'obturation  (25) 
s'eloigne  lentement  du  plongeur  (28)  de  ma- 
niere  a  former  un  canal  entre  le  plongeur  (28) 
et  I'element  d'obturation  (25),  en  liberant  de 
cette  maniere  la  pression  de  la  chambre  hy- 
draulique  (10B)  cote  fond. 

3.  Systeme  selon  la  revendication  2,  caracterise 
en  ce  que  des  moyens  de  detection  sont  pre- 
sents  pour  detecter  si  oui  ou  non  la  valve  (16) 
de  commutation  de  direction  se  trouve  dans  sa 
position  neutre  (N),  et  la  valve  (20)  libere  la 
pression  regnant  dans  la  chambre  hydraulique 
(10B)  cote  fond  en  conformite  avec  un  signal 
de  sortie  detecte  en  provenance  des  moyens 
de  detection  quand  la  valve  (16)  de  commuta- 
tion  de  direction  est  ramenee  dans  la  position 
neutre  (N)  et  la  pression  passe  d'une  augmen- 
tation  a  une  diminution. 

4.  Systeme  selon  la  revendication  3,  caracterise 
en  ce  que  les  moyens  de  detection  compren- 
nent  une  paire  de  canaux  hydrauliques  (83A, 
83B)  formes  dans  la  valve  (16)  de  commuta- 
tion  de  direction  et  des  canalisations  (81,  82) 
dont  chacune  raccorde  un  canal  correspondant 
desdits  canaux  hydrauliques  (83A,  83B)  a  la 
valve  (21)  et  les  canaux  hydrauliques  (83A, 
83B)  sont  formes  de  maniere  a  etablir  une 
communication  entre  la  chambre  hydraulique 
(10A)  cote  tige  et  la  chambre  hydraulique 
(10B)  cote  fond,  par  I'intermediaire  de  la  valve 
(21)  quand  la  valve  (16)  de  commutation  de 
direction  est  placee  dans  la  position  neutre 
(N). 

5.  Systeme  selon  la  revendication  3,  caracterise 
en  ce  que  le  circuit  hydraulique  comprend  une 
valve  pilote  (92)  destinee  a  produire  la  pres- 
sion  hydraulique  pilote  necessaire  pour  com- 

muter  la  valve  (16)  de  commutation  de  direc- 
tion,  et  les  moyens  de  detection  comprennent 
une  seconde  valve  inverseuse  (93)  qui  fonc- 
tionne  en  conformite  avec  la  pression  hydrauli- 

5  que  pilote  de  maniere  a  etablir  une  communi- 
cation  entre  la  valve  (21)  et  la  chambre  hy- 
draulique  (10B)  cote  fond  quand  la  valve  (16) 
de  commutation  de  direction  est  placee  dans 
la  position  neutre  (N). 

10 
6.  Systeme  selon  la  revendication  1,  caracterise 

en  ce  que  les  moyens  de  detection  compren- 
nent  un  capteur  de  pression  (51)  pour  detecter 
la  pression  regnant  dans  la  chambre  hydrauli- 

15  que  (10B)  cote  fond,  un  dispositif  de  comman- 
de  (55,  63,  72)  pour  determiner,  en  se  basant 
sur  le  signal  de  sortie  detecte  en  provenance 
du  capteur  de  pression  (51),  si  oui  ou  non  la 
pression  regnant  dans  la  chambre  hydraulique 

20  (10B)  cote  fond  passe  d'une  augmentation  a 
une  diminution,  et  une  electrovalve  (53)  agen- 
cee  de  maniere  a  fonctionner  sous  la  comman- 
de  du  dispositif  de  commande  (55,  63,  72)  de 
maniere  a  etablir  une  communication  entre  la 

25  chambre  hydraulique  (10B)  cote  fond  et  le 
cote  basse  pression  du  circuit  hydraulique. 

7.  Systeme  selon  la  revendication  6,  caracterise 
en  ce  que  le  dispositif  de  commande  (55)  fait 

30  fonctionner  I'electrovalve  (53)  jusqu'a  ce  que  la 
pression  regnant  dans  la  chambre  hydraulique 
(10B)  cote  fond  detectee  par  le  capteur  de 
pression  (51)  atteigne  une  pression  de  main- 
tien  preetablie  (Po)  necessaire  pour  arreter  la 

35  fleche  (7). 

8.  Systeme  selon  la  revendication  7,  caracterise 
en  ce  que  des  moyens  de  detection  d'angle 
(61  ,  62)  sont  presents  pour  detecter  un  depla- 

40  cement  de  la  fleche  (7),  et  le  dispositif  de 
commande  (55)  remet  a  jour  la  pression  de 
maintien  (Po)  en  conformite  avec  le  deplace- 
ment  de  la  fleche  (7)  en  se  basant  sur  le  signal 
de  sortie  detecte  en  provenance  des  moyens 

45  (61  ,  62)  de  detection  d'angle. 

9.  Systeme  selon  la  revendication  6,  caracterise 
en  ce  qu'un  interrupteur  (71)  est  present  pour 
detecter  si  oui  ou  non,  la  valve  (16)  de  com- 

50  mutation  de  direction  est  placee  dans  la  posi- 
tion  neutre  (N),  et  le  dispositif  de  commande 
(72)  fait  fonctionner  I'electrovalve  (53)  quand 
La  valve  (16)  de  commutation  de  direction  est 
ramenee  dans  la  position  neutre  (N)  et  la  pres- 

55  sion  regnant  dans  la  chambre  hydraulique 
(10B)  cote  fond  passe  d'une  augmentation  a 
une  diminution  en  conformite  avec  un  signal 
de  sortie  detecte  en  provenance  de  I'interrup- 

18 
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teur  (71). 

4.  Systeme  selon  la  revendication  10,  caracterise 
en  ce  qu'un  interrupteur  (71)  est  present  pour 
detecter  si  oui  ou  non  la  valve  (16)  de  selec- 
tion  de  direction  est  placee  dans  la  position 
neutre  (N)  et  le  dispositif  de  commande  (142, 
152)  fait  fonctionner  I'electrovalve  (53),  en 
conformite  avec  le  signal  de  sortie  detecte  en 
provenance  de  I'interrupteur  (71),  quand  la  val- 

ve  (16)  de  commutation  de  direction  est  rame- 
nee  dans  la  position  neutre  (N)  et  la  pression 
regnant  dans  la  chambre  hydraulique  (10B) 
cote  fond  passe  d'une  augmentation  a  une 

5  diminution. 

15.  Systeme  selon  la  revendication  14,  caracterise 
en  ce  que  les  moyens  de  detection  compren- 
nent  un  verin  (141)  de  detection  qui  est  dispo- 

io  se  de  maniere  a  relier  fonctionnellement  I'un  a 
I'autre  la  fleche  (7)  et  le  corps  (2C)  de  I'engin 
de  chantier  (2,  6)  de  maniere  a  detecter  le 
deplacement  de  la  fleche  (7)  et  le  dispositif  de 
commande  (142)  actionne  I'electrovalve  (53) 

is  quand  le  deplacement  de  la  fleche  (7)  depasse 
une  valeur  detectee  anterieurement  (P'). 

16.  Systeme  selon  la  revendication  14,  caracterise 
en  ce  que  les  moyens  de  detection  compren- 

20  nent  un  capteur  (151)  de  detection  d'angle  fixe 
a  une  partie  d'axe  d'articulation  de  la  fleche  (7) 
de  maniere  a  detecter  le  deplacement  de  la 
fleche  (7),  et  le  dispositif  de  commande  (152) 
actionne  I'electrovalve  (53)  quand  le  deplace- 

25  ment  angulaire  de  la  fleche  (7)  depasse  une 
valeur  detectee  anterieurement. 

17.  Systeme  selon  I'une  quelconque  des  revendi- 
cations  1  a  16,  caracterise  en  ce  que  ledit 

30  moyen  de  reglage  libere  la  pression  regnant 
dans  la  chambre  hydraulique  (10B)  cote  fond 
en  I'introduisant  dans  ladite  canalisation  (15A) 
raccordee  a  ladite  chambre  hydraulique  (10A) 
cote  tige. 

35 
18.  Systeme  selon  I'une  quelconque  des  revendi- 

cations  1  a  16,  caracterise  en  ce  que  le  circuit 
hydraulique  comprend  un  reservoir  (14)  desti- 
ne  a  stacker  le  liquide  d'actionnement  devant 

40  etre  fourni  au  circuit  hydraulique,  et  la  valve 
(21,  53,  102)  libere  la  pression  regnant  dans  la 
chambre  hydraulique  (10B)  en  I'introduisant 
dans  le  reservoir  (14). 

45  19.  Systeme  selon  I'une  quelconque  des  revendi- 
cations  1  a  16,  caracterise  en  ce  que  le  circuit 
hydraulique  comprend  un  accumulateur  (41)  et 
la  valve  (21,  53,  102)  libere  la  pression  regnant 
dans  la  chambre  hydraulique  (10B)  cote  fond 

50  en  I'introduisant  dans  I'accumulateur  (41). 

20.  Systeme  selon  I'une  quelconque  des  revendi- 
cations  1  a  16,  caracterise  en  ce  que  des 
moyens  (71,  81-83B,  93,  101)  sont  presents 

55  pour  detecter  si  oui  ou  non  la  valve  (16)  de 
commutation  de  direction  est  placee  dans  la 
position  neutre  (N),  et  la  valve  (21,  53,  102) 
libere,  en  se  basant  sur  le  signal  de  sortie 

0.  Systeme  selon  la  revendication  1,  caracterise 
en  ce  que  des  moyens  de  detection  sont  pre- 
sents  pour  detecter  indirectement  une  variation  5 
dans  la  pression  hydraulique  regnant  dans  la 
chambre  hydraulique  (10B)  cote  fond,  un  dis- 
positif  de  commande  (104,  142,  152)  est  pre- 
sent  pour  determiner,  en  se  basant  sur  le 
signal  de  sortie  detecte  en  provenance  du  10 
moyen  de  detection,  si  oui  ou  non  la  pression 
regnant  dans  la  chambre  hydraulique  (10B) 
cote  fond  passe  d'une  augmentation  a  une 
diminution,  et  une  electrovalve  (53,  10,  21)  est 
presente  pour  etre  actionnee  sous  la  comman-  15 
de  du  dispositif  de  commande  (104,  142,  152) 
de  maniere  a  etablir  une  communication  entre 
la  chambre  hydraulique  (10B)  cote  fond  et  le 
cote  basse  pression  du  circuit  hydraulique. 

20 
1.  Systeme  selon  la  revendication  10,  caracterise 

en  ce  que  les  moyens  de  detection  compren- 
nent  un  interrupteur  (101)  pour  detecter  si  oui 
ou  non  ladite  valve  (16)  de  selection  de  direc- 
tion  est  placee  dans  la  position  neutre  (N),  25 
quand  une  premiere  periode  de  temps  prede- 
termined  (ti  )  s'est  ecoulee  apres  que  la  valve 
(16)  de  commutation  de  direction  a  ete  rame- 
nee  dans  la  position  neutre  (N),  et  le  dispositif 
de  commande  (104)  fait  fonctionner  L'electro-  30 
valve  (102)  pendant  une  seconde  periode  de 
temps  predetermined  (fc)  immediatement 
apres  la  premiere  periode  de  temps  predeter- 
minee  (ti). 

35 
2.  Systeme  selon  la  revendication  11,  caracterise 

en  ce  que  la  periode  de  temps  d'actionnement 
et  la  periode  de  temps  de  fonctionnement  de 
I'electrovalve  (102)  sont  fixees  chacune  a  une 
valeur  egale  a  environ  1/4  de  la  periode  (T)  de  40 
frequence  specifique  de  I'engin  de  chantier  (6, 
2). 

3.  Systeme  selon  la  revendication  11  ou  12,  ca- 
racterise  en  ce  qu'une  valve  (111)  de  comman-  45 
de  de  debit  est  presente  pour  limiter  la  quanti- 
te  de  liquide  d'actionnement  qui  est  libere  de 
la  chambre  hydraulique  (10B)  cote  fond  a  tra- 
vers  I'electrovalve  (102). 

19 
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detecte  en  provenance  de  I'interrupteur  (71,  la 
pression  regnant  dans  la  chambre  hydraulique 
(10B)  cote  fond  quand  la  valve  (16)  de  com- 
mutation  de  direction  est  ramenee  dans  la 
position  neutre  (N)  et  la  pression  regnant  dans  5 
la  chambre  hydraulique  (10B)  cote  fond  passe 
d'une  augmentation  a  une  diminution. 
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