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(54) Method and apparatus for magnetic transfer

(57) A magnetic transfer apparatus (20) comprising:

a conjoining apparatus (25) for conjoining a mag-
netic transfer master medium (23) bearing a data
signal and a slave medium (22) provided with a
magnetic recording portion for receiving the mag-
netic transfer from the master medium in a hermet-
ically sealed state,
a pressure applying means (26) for applying a pres-
sure that presses the slave medium against the
master medium,
a depressurising means (27) for reducing the pres-
sure occurring in the hermetically sealed space be-
tween the master medium and the slave medium
within the conjoining apparatus to obtain a degree

of vacuum therein,
and a magnetic field applying means (28) for apply-
ing a transfer magnetic field, wherein,
said conjoining apparatus comprises a lower cham-
ber (31) and an upper chamber (32), which is mov-
able in the contact and separation direction relative
to said lower chamber, and a seal element (33) that
slidably contact the surface of both the chambers
that is parallel to the contact and separation direc-
tion of said chambers so as to hermetically seal the
space of the interior portion formed by said con-
joined upper chamber and lower chamber.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a magnetic
transfer apparatus for magnetically transferring the data
borne on a master medium to a slave medium.

Description of the Related Art

[0002] A magnetic transfer method is a method com-
prising the steps of: bringing a master medium, on which
a transfer pattern has been formed, into close contact
with a slave medium, which has been provided with a
magnetic recording portion for receiving the transfer, to
form a conjoined body; and applying a transfer magnetic
field to the conjoined body so as to transfer and record
the magnetic pattern corresponding to the transfer data
(such as servo data) onto the slave medium.
[0003] This magnetic transfer method has been de-
scribed in Japanese Unexamined Patent Publication
Nos. 63(1988)-183623, 10(1998)-40544, and 10(1998)-
269566, for example.
[0004] However, when performing magnetic transfers
according to the magnetic transfer method described
above, the surface of the master medium becomes lit-
tered with dust and other debris that becomes attached
thereto through the repeated usage thereof. This dust
and debris can consist of foreign matter originating in
the surrounding environment, which becomes lodged
between the master and slave medium, or material orig-
inating from the master and/or slave medium, which is
scraped from either surface thereof, respectively, when
said master medium and said slave medium are brought
into close contact.
[0005] If a magnetic transfer is performed when there
is dust or other debris attached to the surface of the mas-
ter medium, adequate contact between the area of the
surface of the master medium centering on the dust or
debris attached thereto and the surrounding vicinity
thereof and the corresponding area of the slave medium
cannot be ensured; whereby a pattern of a predeter-
mined signal level cannot be transferred, and the trans-
fer quality becomes deteriorated thereby. For cases in
which the recorded signal data is a servo signal, there
is a problem in that an adequate tracking function cannot
be obtained, and the reliability of the transfer is deteri-
orated thereby.
[0006] By repeatedly bringing a master medium, onto
the surface of which dust and/or debris has become at-
tached, into close contact with slave mediums, the at-
tachment strength of the dust and/or debris to the sur-
face of the master medium is heightened; whereby de-
ficiencies in pattern transfer of the same or greater mag-
nitude are repeated during the performance of magnetic
transferences to slave mediums subsequently brought

into close contact with said master medium, and said
dust and/or debris becomes the cause of multiple faulty
products. Further, the surface of the master medium be-
comes deformed by this attached debris, and a problem
arises in that the proper functionality thereof is lost.
[0007] Further, in this regard, cleaning technology,
wherein a cleaning disk to which a cleaning pad has
been attached is pressed against the surface of the
master medium to remove dust and debris that have be-
come attached thereto has been proposed as described
in Japanese Unexamined Patent Publication No.
2000-285367, for example. Further, removal of attached
dust and debris by washing can also be considered.
[0008] Still further, for cases in which the slave medi-
um is a disk shaped medium such as a hard disk or a
high-density flexible disk, a transfer magnetic field is ap-
plied to a conjoined body formed of a slave medium and
a master medium(s) brought into close contact with one
or both surfaces of the slave medium, by use of a mag-
netic field generating means employing an electromag-
netic apparatus or a permanent magnet apparatus(es),
which is disposed on one or both sides of the conjoined
body. An important issue regarding the improvement of
the transference quality occurring in the magnetic trans-
ference relates to the bringing into close contact the
master medium and the slave medium so that there is
no gap whatsoever therebetween. That is to say, if there
are deficiencies in the contact between the respective
surfaces of the master medium (s) and the slave medi-
um, regions on the slave medium onto which the mag-
netic transfer has not been effected occur; whereby the
quality of the transferred and recorded signal is deteri-
orated due to the occurrence of signal omissions in the
magnetic data transferred to the slave medium. For cas-
es in which the recorded signal is a servo signal, a prob-
lem arises in that an adequate tracking function cannot
be obtained, whereby the reliability of the magnetic
transfer is deteriorated.
[0009] Generally speaking, with regard to magnetic
storage mediums, there is a demand for increased stor-
age capacity and low cost. Further desired are so-called
high-speed access mediums, which are capable of ad-
vantageously reading out the data of a desired location
in a short time. Examples of these mediums include hard
disks and HD (high-density) flexible disks; so-called
tracking servo technology, wherein the magnetic head
accurately scans a narrow width track to achieve a high
S/N ratio, plays a substantial role in attaining the high
storage capacity thereof. A servo signal, address data
signal, replay clock signal, etc., used for tracking within
a certain interval occurring in one rotation of the disk are
"preformatted", that is, recorded on the disk in advance.
[0010] The magnetic head is set so as to be capable
of reading out the preformatted signals and correcting
its position thereby, whereby the magnetic head can ac-
curately scan the track. According to the currently avail-
able preformatting technologies, one disk at a time, one
track at a time is recorded by use of a specialized servo
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recording apparatus.
[0011] However, because the servo recording appa-
ratuses are expensive and the preformatting operation
consumes a considerable amount of time, this process
accounts for a significant portion of the manufacturing
costs incurred in producing preformatted disks; a reduc-
tion of said costs is desirable.
[0012] Meanwhile, methods of utilizing magnetic
transfer to achieve this objective, not writing one prefor-
matting track at a time, have been proposed. Magnetic
transfer methods have been proposed in, for example,
Japanese Unexamined Patent Publication Nos. 63
(1988)-183623, 10(1998)-40544, and 10(1998)-
269566. According to these magnetic transfer technol-
ogies, because a master medium and a slave medium
are brought into close contact to form a conjoined body,
and a transfer magnetic field is applied thereto, whereby
a magnetic pattern corresponding to the data (e.g., a
servo signal) borne on the master medium is transferred
to the slave medium, the preformatting can be per-
formed without changing the relative positions of the
master medium and the slave medium- that is, while the
two media remain stationary; not only is it possible to
perform an accurate recording of the preformat data, it
becomes possible to do so in an extremely short time.
[0013] Further, for cases in which the slave medium
is a disk shaped medium such as a hard disk or a high-
density flexible disk, a transfer magnetic field is applied
to a conjoined body formed of a slave medium and a
master medium(s) brought into close contact with one
surface or both surfaces of the slave medium, by use of
a magnetic field generating means employing an elec-
tromagnetic apparatus or a permanent magnet appara-
tus(es), which is disposed on one or both sides of the
conjoined body. When the transfer magnetic field is ap-
plied, in order to apply the magnetic transfer current in
the track direction of the slave medium, the conjoined
body, formed of the master medium(s) and the slave me-
dium that have been brought into and maintained in
close contact, or the magnetic field is rotated relative to
each other, whereby a magnetic pattern is transferred
to the track on the entire circumference of the disk
shaped slave medium.
[0014] An important issue regarding the performance
of this magnetic transfer relates to the accurate position-
ing of the slave medium and the master medium. In par-
ticular, regarding the slave medium, which is a hard disk
or the like, the rotational center of the drive apparatus
into which the slave medium is to be loaded after a mag-
netic pattern has been transferred thereto must be ac-
curately aligned with the center position of the magnetic
pattern that has been transferred and recorded onto
said slave medium. In this regard, it is difficult to manu-
facture the master medium so that the center of the pat-
tern of the transfer data and the center position of the
body of the master medium itself are accurately aligned;
for example, there are cases in which even if a hole for
determining the center position has been formed in the

master medium, the accuracy of the process whereby
said hole has been formed has been insufficient.
[0015] Regarding the points described above, an im-
age apparatus wherein the positions of the master me-
dium and the slave medium are determined when said
master and slave medium are brought into close contact
is described in Japanese Unexamined Patent Publica-
tion No. 11 (1999)-175973. More specifically, after first
setting the slave medium into a setting flange, a master
medium, which is provided with a transparent portion
having a marker corresponding to the transfer pattern is
loaded thereon, and the position of the master medium
is adjusted while the position of the marker and the po-
sition of the slave medium are observed by use of an
image apparatus, so as to be aligned, and then said
master and slave medium are brought into close con-
tact.
[0016] Here, when the master medium is to be
cleaned, the master medium is removed from the mag-
netic transfer apparatus, and each type of dust and de-
bris attached to the surface thereof is removed; because
the master medium must then be again loaded into the
magnetic transfer apparatus, a problem arises in that
the operation rate of the transfer is reduced due to the
difficulty of properly positioning the master medium.
[0017] In particular, because the accuracy obtained
by a simple positioning is inadequate due to the fact that
the transfer pattern, such as a servo pattern or the like,
formed on the master medium becomes finer as the re-
cording capacity thereof is increased, and the ability of
the predetermined functions thereof to be accurately
performed cannot be ensured if the center position of
the transfer pattern and the rotational center of the slave
medium are not aligned with a high degree of accuracy,
a troublesome operation wherein the servo pattern or
the like must be observed by use of a measuring micro-
scope or the like and aligned is required. Therefore, be-
cause time is consumed in removing and reloading the
master medium, production inefficiencies arise.
[0018] Further, there is also a fear that airborne dust
will become adhered to the surface of the master medi-
um or that dust adhering to the hands of an operator or
to components of the apparatus coming into contact with
the master medium will become transferred to the sur-
face of the master medium when the master medium is
being conveyed or loaded after the cleaning process
has been performed thereon; thus causing deficiencies
in the magnetic transfer.
[0019] The present invention has been developed in
view of the foregoing problems, and it is an objective of
the present invention to provide a magnetic transfer ap-
paratus wherein the exchange of the master medium
can be performed easily, the transfer operation rate is
improved, and more efficient production is realized.
[0020] Further, according to current magnetic transfer
apparatuses, in order to improve the contact between
the master medium and the slave medium, a pressing
means is employed for applying pressure to the master
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medium so as to press the slave medium against the
master medium, and for removing the air between the
respective contact surfaces of the master and slave me-
diums by use of suction so as to reduce the quantity of
air remaining therebetween.
[0021] At this time, a lower chamber, in which the
master medium is held in position, and an upper cham-
ber, in which the slave medium that is to be pressed
against the master medium is held in position are pro-
vided; wherein the upper surface of the lower chamber
and the lower surface of the upper chamber are provid-
ed with a sealing element such as an O-ring by which
both of said surfaces are brought into close contact and
hermetically sealed. In this configuration, if the degree
of vacuum within the interior is increased, the sealing
element deforms, the pressure increases, and the de-
gree of vacuum and the contact pressure cannot each
be controlled independently. Therefore, an optimal de-
gree of vacuum and an optimal contact pressure cannot
be obtained, leading to contact deficiencies, and caus-
ing a deterioration of the durability of the master medi-
um.
[0022] That is to say, if the pressure exerted by the
slave medium against the master medium is increased,
a problem arises in that the micro uneven pattern, which
corresponds to the transfer data, formed on the master
medium becomes more prone to being damaged, and
the durability of the surface thereof is also adversely af-
fected. Further, if the degree of vacuum is reduced, it
becomes more likely that the quantity of air remaining
between the contact surfaces will increase.

SUMMARY OF THE INVENTION

[0023] The present invention has been developed in
view of the foregoing circumstances, and it is an objec-
tive of the present invention to provide a magnetic trans-
fer apparatus wherein the degree of vacuum and the
conjoinment pressure occurring when the master medi-
um and the slave medium have been brought into close
contact can be optimized, whereby the contact property
between the respective contact surfaces can be im-
proved and the magnetic transfer can be performed fa-
vorably.
[0024] Further, although technology has been pro-
posed, as described in Japanese Unexamined Patent
Publication No. 7 (1995) -78337, wherein an elastic
body is used to press against the entirety of the back
surface of the master medium under uniform pressure
by a pressure contacting means in order to improve the
contact between the master medium and the slave me-
dium, according to the application of this type of means
as a solution, because the entire surface of the slave
medium is pressed against by the elastic body, prob-
lems arise such as the overall pressure required for ef-
fecting the close contact state becomes high, the appa-
ratus must be large, etc. due to the fact that
[0025] For example, in a case in which the pressure

required to ensure close contact between the master
medium and the slave medium is 1-50 N/cm2 (0.1-5.0
kg/cm2), and the slave medium is a 3.5 inch disk, in or-
der to obtain the required pressure, an overall pressure
of 70-3540N (7-354kg) is required. The magnetic trans-
fer apparatus must be designed so as to be able to with-
stand this load, whereby the size of the apparatus be-
comes larger. In a case, for example, in which a ring
shaped electromagnetic head is employed as a magnet-
ic transfer apparatus for applying the transfer magnetic
field, the thickness of the conjoining apparatus em-
ployed for bringing and maintaining the master and the
slave medium into the close contact state under pres-
sure is increased, whereby it becomes difficult to dis-
pose the magnetic poles for applying the magnetic field
adjacent to the respective contact surfaces of the mas-
ter medium and the slave medium; the size of the mag-
netic field that is leaked becomes larger, and a magnetic
field of a predetermined intensity distribution cannot be
applied, resulting in deficiencies in the magnetic trans-
fer.
[0026] Further, even if the master medium is pressed
against under uniform pressure by the entire surface of
the slave medium, in actuality it is difficult to achieve a
uniform close contact state across the entire surfaces
thereof, due to various surface distortions and air re-
maining between the respective contact surfaces,
whereby contact deficiencies are caused on portions of
said contact surfaces, giving rise to transfer deficien-
cies. In particular, it has become clear that for cases in
which the transfer pattern corresponding to the transfer
data is not formed uniformly across the entire surface of
the master medium, such as that occurring in the case
of the servo pattern P shown in Fig. 7B described below
and which is formed in a radial pattern on portions of the
surface of the master medium, that if good contact can
be ensured for the portions on which this pattern occurs
a favorable magnetic transfer can be obtained.
[0027] In view of this problem, it is a further object of
the present invention to provide a magnetic transfer
elastic pressing member for ensuring a close contact
pressure between the master and slave mediums,
which is not excessive when the magnetic transfer is to
be performed, so as to improve the contact therebe-
tween and thus facilitate an improvement in the quality
of the transfer signal.
[0028] Further, another important issue regarding the
performance of a magnetic transfer such as that de-
scribed above relates to the necessity of highly accurate
position matching of the respective contact surfaces of
the master and slave mediums. In particular, the center
position of the magnetic pattern transferred and record-
ed on the slave medium must be matched with a high
degree of accuracy to the rotational center of the drive
apparatus into which said slave medium is loaded after
the magnetic transfer has been performed; for cases in
which the transfer signal is a servo signal, there is a fear
that an adequate tracking function will not be obtained
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if there is a large misalignment between these positions.
[0029] As to the matching of the positions of the mas-
ter and slave mediums, a configuration wherein the hole
at the center position of the master medium and the hole
at the center position of the slave medium are emplaced
onto a center pin provided on a holder is structurally fa-
vorable.
[0030] For cases in which position matching is per-
formed as described above, if the center positions of the
master and slave mediums are misaligned, in addition
to the above-described problem, there is a fear that the
master medium and/or the slave medium be damaged
due to the center position hole of the master slave me-
dium being impacted against the side of the center pin
of the holder when both the master and slave mediums
are loaded thereon. Further, if the center positions of the
master and slave mediums are misaligned, there is also
a possibility that the contact pressure applied when the
master medium and the slave medium are conjoined will
not be uniform, whereby it becomes difficult to obtain a
uniform close contact state around the entire circumfer-
ence. Still further, there are also a problems related to
the durability, and the like, of the master and slave me-
diums due to the fact that a misaligned edge portion that
is brought into close contact with an end portion of the
respective counterpart medium thereof can cause dam-
age thereto.
[0031] The present invention has been developed in
view of these types of problems, and it is a still further
object of the present invention to provide a magnetic
transfer apparatus capable of conjoining a master me-
dium and a slave medium so that a favorable magnetic
transfer can be performed therebetween.
[0032] Further, according to the positional adjustment
of the master medium as described above, because an
operation is performed to match the center positions of
the master and slave mediums by use of an image ap-
paratus each time the slave medium is exchanged and
a magnetic transfer is performed, a problem arises in
that a loss of efficiency in the magnetic transfer is in-
curred due to the time consumed by this position match-
ing operation.
[0033] Generally, a plurality of slave mediums are se-
quentially subjected to a magnetic transfer by a single
master medium. In order to improve the efficiency of the
magnetic transfer, it is preferable that: the master medi-
um be set in the magnetic transfer apparatus in ad-
vance; the slave medium be conveyed to the close con-
tact position of the master medium; the master medium
and the slave medium are conjoined to form a conjoined
body; and then a transfer magnetic field is applied to the
conjoined body. Here, for cases in which the slave me-
dium is a hard disk or the like, a central aperture is pro-
vided for the positioning thereof on the rotational axis of
the drive apparatus, and by matching the center position
of the central aperture and that of the rotational center,
the central aperture is supported by the slave medium
support axis (the positioning axis) , whereby the accu-

racy of the position can be ensured.
[0034] The present invention has been developed in
view of these types of points, and it is a yet further object
of the present invention to provide a magnetic transfer
method wherein the position matching occurring when
a master medium and a slave medium are to be con-
joined is improved, and an increase in the productivity
of the magnetic transfer is gained thereby.
[0035] Further, as to the application of the transfer
magnetic field, two methods are considered: a first
method, wherein the transfer magnetic field applying ap-
paratus is fixed in place and the conjoined body formed
by the master medium and the slave medium that have
been brought into and maintained in the close contact
state is rotated; and a second method, wherein the con-
joined body formed by the master medium and the slave
medium that have been brought into and maintained in
the close contact state is fixed in place and the transfer
magnetic field application apparatus is rotated.
[0036] If the second method is utilized, for cases in
which the transfer magnetic field application apparatus
is an electromagnet apparatus or the like, the apparatus
includes a rotational driving mechanism in addition to
the magnetic field generating mechanism and becomes
very large, and is therefore disadvantageous from the
standpoints of the cumbersomeness thereof as equip-
ment, the cost, and the like. Although the first method
does not have the problems described above which oc-
curs in the second method, when the mechanism in
which it is possible to exchange the master medium and
the slave medium is rotated as an integral unit wherein
the master medium and the slave medium are main-
tained in the conjoined state, the rotational center of the
rotational axis thereof must be aligned with a high de-
gree of accuracy.
[0037] For example, the pressing base plate on which
the master medium is supported is moved into contact
with the rotational base plate on which the slave medium
is supported so as to conjoin the master medium and
the slave medium and form a conjoined body thereby;
if a misalignment occurs between the rotational centers
of the pressing base plate and the rotational base plate
when said pressing base plate and rotational plate are
rotated as an integral unit, microscopic slippage occurs
between the master medium and the slave medium, and
an accurate magnetic transfer cannot be achieved. Fur-
ther, for a case in which the contact between the master
medium and the slave medium is strong and no slippage
occurs therebetween when the rotation operation is per-
formed, although the accuracy of the transfer can be
maintained, with frequent use, problems arise which im-
pact the durability of the apparatus, such as increases
in driving resistance, wear of components, and reduc-
tion in strength due to fatigue. This is because the mis-
alignment of the rotational centers is absorbed by repet-
itive deformation of the axis, bearings and the like of the
apparatus.
[0038] Further, in performing a magnetic transfer, it is
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necessary that the master and slave mediums be con-
joined while in the state in which the rotational center
positions of both a single recording surface of the slave
medium or both recording surfaces of the slave medium
and the transfer data bearing surface of the magnetic
transfer master medium(s) are accurately matched;
therefore, it is desirable that this operation is capable of
being performed easily.
[0039] The present invention has been developed in
view of the points described above, and it is a still yet
further object of the present invention to provide a mag-
netic transfer method wherein the operations of conjoin-
ing and then rotating a master medium and a slave me-
dium are performed so that no slippage occurs between
said master and slave mediums.
[0040] The magnetic transfer apparatus according to
the present invention comprises: a master fixing base
for positioning and supporting a position of the master
medium bearing a data signal; and a conjoining appa-
ratus for bringing a slave medium that is to receive the
transfer of the data signal from the master medium into
a state of close contact to form a conjoined body; where-
in the master medium is exchanged as a whole with
each master fixing base.
[0041] The conjoining apparatus is provided with a
pressing member for pressing the slave member
against the master medium, which is supported in the
transfer position by the master fixing base, so as to con-
join said master and slave medium to form a conjoined
body.
[0042] Further, it is desirable that a plurality of the
master fixing bases, and a conveyor for sequentially
conveying the master fixing bases to the transfer posi-
tion are further provided. In this configuration, a master
medium is fixed into position in each master fixing base
in advance, and each master fixing base supporting a
master medium is then set in the conveyor, and the mas-
ter medium is exchanged along with each master fixing
base.
[0043] It is preferable that a master medium cleaning
means is provided for cleaning dust and debris attached
to the surface of the master medium held in the master
fixing base. Here, the slave medium can also be
cleansed by use of a cleaning means, which can be the
aforementioned master medium cleaning means or a
separately provided cleaning means. It is preferable that
the cleaning means employ an ultrasound washing
head; additionally, a gas bombarded with ultrasound vi-
brations, an ion air stream (de-electrified air), clean air,
or the like may be blown onto the surface of the slave
medium to remove dust and debris therefrom. The mas-
ter medium and the slave medium are cleaned directly
before the magnetic transfer is to be performed, and the
master medium is subj ected to further cleaning as re-
quired directly after contact.
[0044] A cleaning apparatus for cleaning the master
fixing base removed from the conveyor together with the
master medium can also be provided. As to this cleaning

apparatus, an apparatus employing: a liquid wash,
wherein the surface of the master and/or slave medium
is washed with liquid bombarded with mega sonic vibra-
tions by use of an ultrasound head; an ultrasound vibra-
tion wash, wherein the surface of the master and/or
slave medium is subjected to ultra sound vibrations, by
use of an ultrasound vibration head, within a liquid con-
tained in a wash vat or within the air; blowing of an air
stream that has been bombarded by use of ultrasound
vibrations onto the surface of the master and/or slave
medium; a glide cleaning, performed by a glide head,
after which an ultrasound washing is performed thereon;
an incineration wash, wherein the surface of the master
and/or slave medium is subjected to the emissions from
an excimer laser ; a plasma cleaning; or the like, can be
employed thereas.
[0045] Note that the slave medium can be positioned
and supported in the holder, and the slave medium and
the holder may be subjected to the cleaning process to-
gether, as the process preceding the magnetic transfer.
[0046] Further, the magnetic transfer apparatus ac-
cording to the present invention comprises: a conjoining
apparatus for hermetically sealing and conjoining a
magnetic transfer master medium bearing a data signal
and a slave medium having a magnetic recording por-
tion for receiving the magnetic transfer from the master
medium; a pressure applying means for applying pres-
sure that presses the slave medium against the master
medium; a depressurizing means for reducing the pres-
sure occurring in the space between the master medium
and the slave medium within the conjoining apparatus
to obtain a degree of vacuum therebetween; and a mag-
netic field applying means for applying a transfer mag-
netic field; wherein, it is desirable that the conjoinment
pressure applied by the pressure applying means when
conj oining the master and the slave medium, and the
degree of vacuum obtained by the depressurizing
means are each controlled independently.
[0047] Here, it is desirable that the pushing pressure
be controlled in the state in which the degree of vacuum
has been controlled beforehand. For example, the de-
gree of vacuum is controlled by the quantity of expelled
air, and then the pushing pressure is controlled by the
positions of the upper and lower chambers.
[0048] Note that when the master medium and the
slave medium are being conjoined, it is preferable that
the degree of vacuum in their environs be controlled to
within the range of 50-100 kPa and that the conjoining
pressure be controlled to 0.01-49N/cm2 (1-5000 gf/
cm2).
[0049] Further, another magnetic transfer apparatus
according to the present invention comprises: a conjoin-
ing apparatus for hermetically sealing and conjoining a
magnetic transfer master medium bearing a data signal
and a slave medium provided with a magnetic recording
portion for receiving the magnetic transfer from the mas-
ter medium; a pressure applying means for applying
pressure that presses the slave medium against the
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master medium; a depressurizing means for reducing
the pressure occurring in the space between the master
medium and the slave medium within the conjoining ap-
paratus to obtain a degree of vacuum therebetween;
and a magnetic field applying means for applying a
transfer magnetic field; wherein, it is desirable that the
conjoining apparatus be provided with a lower chamber
and an upper chamber, which is movable in the contact
and separation directions relative to said lower cham-
ber, and a seal element for sealing the respective con-
tact surfaces of both of said chambers provided in a sl-
idably contacting manner in a direction parallel to the
contact and separation direction of said chambers so as
to hermetically seal the interior space enclosed by said
chambers in the conjoined state.
[0050] Further, it is desirable that the magnetic trans-
fer elastic pressing member according to the present in-
vention is an elastic member for pressing against the
back surface of a slave medium for receiving a magnetic
transfer from a master medium to bring the data bearing
surface of the master medium into close contact with a
surface of the slave medium, when a transfer magnetic
field is to be applied to perform a magnetic transfer;
wherein the pressing surface that contacts the back sur-
face of the slave medium is formed as an uneven pattern
for pressing mainly against the portion thereof corre-
sponding to the portion of the recording surface of slave
medium conjoined with the transfer pattern of the master
medium.
[0051] In this regard, it is advantageous that the elas-
tic pressing member comprises: an inner ring portion on
the inner circumference thereof; an outer ring portion on
the outer circumference thereof; and that a plurality of
radial portions corresponding to the servo pattern of the
master medium concatenated with said inner ring por-
tion and said outer ring portion is formed as the protru-
sion pressure portions that connect with the back sur-
face of the slave medium.
[0052] Note that the magnetic transfer method con-
sists of the steps of: pressing, by use of an elastic press-
ing member, the back surface of a slave medium having
a magnetic recording portion for receiving the transfer
from a master medium having formed on a portion of the
substrate thereof a transfer pattern corresponding to the
data to be transferred, mainly against the portion corre-
sponding to the transfer portion to conjoin said master
medium and said slave medium; and applying a transfer
magnetic field to said conjoined body to transfer the
magnetic pattern, which corresponds to the transfer pat-
tern, from the master medium to the slave medium.
[0053] When performing the magnetic transfer, it is
advantageous that the initial magnetization of the slave
medium is performed in advance in the planar track di-
rection, in the case of planar recording, or an initial mag-
netization current is applied in the perpendicular direc-
tion, in the case of perpendicular recording; after which
the initially magnetized slave medium is conjoined with
the master medium, and a transfer magnetic current is

applied in the track direction in the direction opposite
that in which the initial magnetization current has been
applied, or in the perpendicular direction, to perform the
magnetic transfer.
[0054] Further, the magnetic transfer apparatus of the
present invention can be an apparatus for: conjoining
both recording surfaces of a disk shaped slave medium
that is to receive a magnetic transfer with the respective
data bearing surface, on which a pattern corresponding
to the data that is to be transferred has been formed, of
two disk shaped master mediums, each of which is dis-
posed facing one recording surface of said slave medi-
um, and loading the conjoined body formed by said con-
joined mediums into a holder and then applying the
transfer magnetic field thereto to perform the magnetic
transfer; wherein

the center positions of the master mediums and
the slave medium are matched by use of a center pin
provided on the holder, and it is desirable that the
amount of eccentricity of the center positions of said
master and slave medium is less than or equal to 100
um.
[0055] At this point, it is more desirable that the ec-
centricity of the center positions of said master and slave
medium is less than or equal to 50 um.
[0056] Further, according to the magnetic transfer
method of the present invention, wherein the data bear-
ing surface of a disk shaped master medium on which
a pattern corresponding to the data to be transferred is
brought into close contact with a recording surface of a
slave medium formed of a disk shaped magnetic record-
ing medium for receiving the transfer from said master
medium to form a conjoined body, and a transfer mag-
netic field is applied to said conjoined body to perform
a magnetic transfer; it is desirable that the master me-
dium be adjustably positioned on the outer circumfer-
ence of the slave medium support axis for determining
and supporting the position of the central aperture which
has been opened on the slave medium, and that after
the center position of the pattern formed on said master
medium has been matched to the position of the center
position of the slave support axis and fixed in the
matched position, the slave medium is supplied to the
slave support axis and the position matching between
the master and slave medium is performed.
[0057] At this point, it is desirable that the position of
the pattern of the master medium is visually measured
by use of a measuring microscope, and that the center
position of the pattern of the master medium is then
matched with the center position of the slave support
axis. Further, a position matching mark can be provided
along with the transfer pattern formed on the master me-
dium; said mark can then be visually measured by use
of a measuring microscope, and the center position of
the pattern of the master medium matched with the cent-
er position of the slave support axis.
[0058] Further, the magnetic transfer apparatus im-
plementing the magnetic transfer method according to

11 12



EP 1 426 928 A1

9

5

10

15

20

25

30

35

40

45

50

55

the present invention is an apparatus for bringing into
close contact the data bearing surface of a disk shaped
master medium on which a pattern corresponding to the
data to be transferred has been formed, with a recording
surface of a slave medium formed of a disk shaped mag-
netic recording medium for receiving the transfer from
said master medium to form a conjoined body, and ap-
plying a transfer magnetic field to said conjoined body
to perform a magnetic transfer; further comprising a first
base plate on the master medium side, a second base
plate on the slave medium side, a slave support axis for
determining and supporting the position of the slave
central aperture provided at the center position of the
slave medium of the first base plate, and a master sup-
port member capable of adjusting the first base plate in
the x, y directions provided on the outer circumference
of the slave support axis, wherein it is desirable that the
master support member be a member that is fixed in
place after the center position of the pattern formed on
the master medium supported therein has been
matched with the center position of the slave support
axis, and are in a state in which the positions are
matched.
[0059] It is advantageous that the first base plate be
removably provided, and that the first base plate be re-
moved from the transfer position when the position of
the master medium is to be matched. At this time, the
pattern or the mark of the master medium is visually
measured by use of a measuring microscope, and the
center position of said pattern is matched to the center
position of the slave support axis.
[0060] As to the measuring microscope, a microscope
provided with a stage that is movable in the x, y direc-
tions; wherein, if a plurality of points are plotted while
the surface of the subject master medium is observed,
a nearly circular area is described and the center posi-
tion thereof can be obtained, can be used therefor. After
the first base plate is placed on the stage and a master
medium is loaded and supported in the master support
member thereof, the center position of the slave support
member is obtained and the center position of the pat-
tern formed on the master medium is obtained from the
pattern or from the mark in the same manner, and the
position of the master medium is adjusted in the x, y ax-
es of the slave support medium so as to match both of
said center positions.
[0061] Further, the magnetic transfer apparatus ac-
cording to the present invention comprises a pressure
applying means for pressing a master medium and a
slave medium, of which the positions thereof have been
matched, together so as to conjoin said master and
slave medium to form a conjoined body, and a magnetic
field applying means for applying a transfer magnetic
field to the conjoined body formed of the position-
matched master medium and the slave medium, etc. It
is advantageous that the fixing of the position of the
master medium supported in the master support mem-
ber be performed by a suction fixation process or the

like.
[0062] An electromagnet apparatus or a permanent
magnet apparatus can be used as the magnetic field ap-
plying means: the magnetic field applying means ap-
plies a transfer magnetic field to one or both sides of the
contact portion of the master medium and the slave me-
dium; the conjoined body formed by the master and the
slave medium or the transfer magnetic field is rotated
relative to each other and the magnetic transfer per-
formed.
[0063] Further, the magnetic transfer method accord-
ing to the present invention is a method comprising the
steps of: bringing a master medium bearing a data sig-
nal and a slave medium formed of a magnetic recording
medium for receiving the transfer into close contact to
form a conjoined body; and applying a transfer magnetic
field thereto, while said conjoined body is being rotated,
to perform a magnetic transfer; wherein, it is desirable
that the master medium and the slave medium are con-
joined by pressure from a pressure applying means, and
that said pressure applying means exerts no constraint
on the force component in the rotational direction when
the conjoined body formed thereby is rotated as an in-
tegral unit by the rotational drive of a rotational driving
means.
[0064] Here, the pressure applying means is a means
for moving the slave medium or the master medium in
the contact and separation directions to conjoin the
master and slave medium, and it is preferable that the
each of the slave medium and the master medium are
supported on a pressure bearing substrate. Further, the
rotation driving means is a means for rotating the con-
joined body formed by the conjoined master medium
and slave medium as an integral unit, and it is preferable
that the rotational force be transferred by the conjoining
force of both the master medium and the slave medium,
or by a motive force transferring mechanism.
[0065] Further, the magnetic transfer apparatus im-
plementing the magnetic transfer method according to
the present invention is an apparatus for bringing into
close contact the data bearing surface of a disk shaped
master medium on which a pattern corresponding to the
data to be transferred has been formed with the a re-
cording surface of a slave medium formed of a disk
shaped magnetic recording medium for receiving the
transfer from said master medium to form a conjoined
body, and applying a transfer magnetic field to said con-
joined body to perform a magnetic transfer; wherein it is
preferable that said apparatus further comprises a rota-
tional base plate for supporting and rotating the master
medium or the slave medium, a pressing base plate for
pressing against the master medium or the slave medi-
um, a pressure applying base for supporting the press-
ing base plate and which is capable of moving the press-
ing base plate in a conjoining-separating direction in re-
lation to the rotational base plate, and a pressure trans-
ferring mechanism that does not constrain the force
component occurring in the rotational direction between
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the pressing base plate and the pressure applying base.
[0066] It is advantageous that the pushing pressure
transferring mechanism is configured of a thrust bearing
construction that has been press contacted via a ball
bearing or the like, or of an air gap that expels pressu-
rized air. Accordingly, it is preferable that the pressing
base plate is rotated with the rotational base plate by
the conjoining force or the rotational force transfer
mechanism, and that the pressure applying base is fixed
in the rotational direction. A mechanism for rotationally
driving the rotational axis of the rotational base plate is
provided, and the pressing base plate is rotated via the
rotational base plate.
[0067] At this time, the slave medium or the master
medium is positioned in the rotational base plate and
supported therein, and the master medium or the slave
medium is positioned in the pressing base plate and
supported therein; wherein, it is preferable that a posi-
tioning means be provided between both the rotational
base plate and the pressing base plate, and that the po-
sitioning of the master medium and the slave medium
be performed thereby.
[0068] Further, according to the magnetic transfer ap-
paratus of the present invention, it is preferable that a
positioning mechanism, which is provided with a posi-
tioning pin or a positioning hole is provided on the rota-
tional base plate or the pressing base plate on which the
slave medium is positioned and supported, and provid-
ed with a positioning hole or a positioning pin on the ro-
tational base plate or the pressing base plate on which
the master medium is positioned and supported, is pro-
vided.
[0069] Here, the master medium can be provided at
a size larger than the slave medium, and a positioning
mechanism for matching the position of the rotational
base plate or the pressing base plate supporting the
slave medium and the position of the master medium
can be provided on the portion of the master medium
that is not to be brought into contact with the slave me-
dium. Further, a positioning mechanism can be provided
for matching the position of the rotational base plate or
the pressing base plate supporting the slave medium at
the center portion thereof and the position of the master
medium. The positioning mechanism comprises a posi-
tioning pin on one side and a positioning hole on the
other side, wherein it is preferable that the distal end of
the positioning pin is tapered. It is preferable that the
positioning pin be provided as a plurality of pins along
the outer circumference, or as a single pin located at the
center position.
[0070] As to the magnetic field applying apparatus, al-
though an electromagnet apparatus or a permanent
magnet apparatus can be employed therefor, from the
standpoint of setting and adjusting the intensity of the
magnetic field and other conditions, it is preferable that
an electromagnet apparatus be employed. The magnet-
ic field applying apparatus is a means that generates a
magnetic field in the direction parallel to the track direc-

tion within the range extending in the radial direction of
the slave medium, and the magnetic transfer is per-
formed on the entire surface of the slave medium by ro-
tating the conjoined body formed by the master medium
and the slave medium brought into and maintained in
close contact.
[0071] As to the performance of the magnetic transfer,
there are cases in which the slave medium is conjoined
with the master medium and the transfer is performed
successively on one surface of the slave medium at a
time, and cases in which a master medium is conjoined
to each of both sides of the slave medium and the trans-
fer is performed concurrently on both sides of the slave
medium. In the case of the single surface successive
transfer, the slave medium (or the master medium) is
supported in the rotational base plate, and the master
medium (or the slave medium) is supported in the press-
ing base plate. In the case of the double-sided transfer,
a first master medium is supported in the rotational base
plate and a second master medium is supported in the
pressing base plate, and the slave medium is sand-
wiched therebetween. In this manner, one side or both
sides of the slave medium is brought into close contact
with a master medium, and a magnetic field applying
apparatus is disposed on one or both sides of the slave
medium and the transfer magnetic field is applied.
[0072] Note that according to the magnetic transfer
method, it is preferable that the slave medium is first
subjected to an initial magnetization in the track direc-
tion thereof by use of a direct current magnetization
process, wherein the slave medium is brought into close
contact with the magnetic layer that has been formed
over the uneven pattern, which corresponds to the
transfer data, of the master medium, and a transfer mag-
netic field is applied in the direction substantially oppo-
site that in which the initial magnetizing current has been
applied to the surface of the slave medium, to perform
the magnetic transfer. It is advantageous that the data
signal be servo data.
[0073] According to the present invention as de-
scribed above, a master fixing base for fixing the posi-
tion of the master medium and supporting the master
medium in said fixed position, and a conjoining appara-
tus for bringing the slave medium into close contact with
the master medium to form a conjoined body are pro-
vided; wherein, by making the master medium ex-
changeable along with each master medium position fix-
ing base, it becomes unnecessary to position the con-
joining apparatus when only the master medium is to be
exchanged, whereby the operational efficiency in per-
forming the transfer is improved because the time re-
quired to exchange the master medium can be short-
ened, and the productivity of preformatted slave medi-
ums can thereby be improved.
[0074] Further, for cases in which a plurality of master
medium position fixing bases are provided, and a con-
veyor for sequentially moving the master medium posi-
tion fixing bases to the transfer position is further pro-
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vided, the time efficiency in transferring the master me-
diums can be improved a level, and the magnetic trans-
fer operating efficiency can be improved.
[0075] Still further, if a cleaning means for removing
foreign matter that becomes attached to the surface of
the master medium supported in the master medium po-
sition fixing base is further provided, cleaning of the
master medium is performed directly before the mag-
netic transfer is performed, the removal of foreign matter
that has become attached to the surface of the master
medium during the exchange of the master fixing base
or the conveyance thereof becomes possible, so that
the foreign matter attached to the surface of the master
medium when the transfer is to be performed is mini-
mized, whereby transfer deficiencies can be prevented,
magnetic transfers exhibiting stable quality characteris-
tics can be performed, and reliability can be improved.
[0076] On the other hand, if a cleaning apparatus for
washing the master medium together with the master
fixing base, in which said master medium is supported,
upon the removal of said master fixing base from the
conveyor, together with the above-described prevention
of transfer deficiencies by the removal of foreign matter
form the surface of the master medium, the operational
efficiency is further improved because the operation of
removing the master medium is not performed when the
exchange or cleaning thereof is performed.
[0077] Further, according to the present invention: the
master medium and the slave medium are brought into
close contact and conjoined by the conjoining appara-
tus; a pressing means applies pressure against the
slave medium to press the slave medium against the
master medium and a depressurizing means depressu-
rizes the sealed space formed therebetween to obtain
a vacuum; wherein, for cases in which the conjoinment
pressure of the master medium and the slave medium
due to the pushing pressure of the pressing means, and
the degree of vacuum due to a depressurizing means
are each controlled independently optimal conjoinment
conditions can be obtained, complete contact of the
master medium and the slave medium can be ensured
across the entirety of the respective contact surfaces
thereof, the generation of signal omissions caused by
contact deficiencies between the master medium and
the slave medium can be prevented and favorable trans-
fers free of blemishes and the like can be performed,
and even if the degree of vacuum increases, there is no
excessive increase in the pushing pressure, whereby a
deterioration of the durability of the master medium can
be prevented, and the degree of vacuum can be in-
creased so as to prevent air from remaining between
the contact surfaces.
[0078] In particular, in the state in which air has been
expelled from the conjoinment space and the degree of
vacuum controlled beforehand, if the master medium
and the slave medium are conjoined and the conjoin-
ment pressure controlled, no air remains on either of
both of the respective contact surfaces, whereby the

contact therebetween can be further improved, leading
to an improvement in transfer quality.
[0079] Further, if the conjoining apparatus is provided
in a configuration comprising a seal element in sliding
contact with the surfaces parallel to the contact and sep-
aration directions of a lower chamber and an upper
chamber that are movable relatively in the conjoining di-
rection thereof, so as to hermetically seal the interior
space enclosed by said chambers in the conjoined
state, the configuration favorably facilitates the easy in-
dependent control of each of the conjoinment pressure
and the degree of vacuum.
[0080] Still further, even for cases in which the thick-
ness of the elastic member for pressing the slave medi-
um against the master medium, which is provided as
required, changes, the form of the upper chamber and
the lower chamber of the conjoining apparatus, and the
like, does not change, and it is possible to independently
control each of the conjoinment pressure and the de-
gree of vacuum occurring when the magnetic transfer is
to be performed.
[0081] In addition, according to the present invention,
for cases in which the pressing surface of the elastic
pressing member for pressing against the back surface
of the slave medium so as to conjoin said slave medium
with the master medium is formed in an uneven form for
pressing mainly the contact portion corresponding to the
pattern of the master medium, the pressure required for
the contact portion can be ensured while reducing the
overall pressing force, and a further improvement in
contact can be obtained because the pressure on the
portion corresponding to the depression portions of the
elastic pressing member is low and can serve as a chan-
nel through which air can escape; whereby the genera-
tion of signal omissions caused by contact deficiencies
between the master medium and the slave medium can
be prevented, and the quality of the transfer signal as
well as the reliability can be improved.
[0082] That is to say, for cases in which the transfer
data is a servo signal, for example, and the percentage
of the entire surface area of the master medium occu-
pied by the surface area of the transfer pattern formed
thereon is 10% or less and the pressing surface area of
the uneven form on the elastic pressing member, which
corresponds to the transfer pattern, is formed on 10%
or less of the entire surface the slave medium, the entire
pushing force required to achieve a contact force be-
tween the master medium and the slave medium of 50
N/cm2 (5.0 kg/cm2) can be reduced to 1/10 of the 354
N (35.4 kg) required if the entire surface is to be pressed
for cases in which the slave medium is a 3.5 inch disk;
the thickness, etc., of each load bearing component be-
comes smaller, and the apparatus can be made more
compact. Further, the magnetic poles occurring in the
magnetic field applying apparatus can be provided ad-
jacent to the contact surface of the master medium and
the slave medium, whereby the intensity of the leakage
magnetic field becomes smaller, and a magnetic field
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having a predetermined magnetic field distribution can
be applied to perform a favorable magnetic transfer.
[0083] Further, according to the present invention,
when the disk shaped slave medium and two disk
shaped master medium are brought into close contact
so that the slave medium is sandwiched by the master
mediums to perform a magnetic transfer, the center po-
sitions of both of said two mediums are aligned by the
center pin provided on the holder, and for cases in which
the eccentricity between the center positions of the mas-
ter and slave mediums is less than or equal to 100 um,
uniform contact can be obtained across the entirety of
the respective contact surfaces thereof, damage due to
contact on only one side can be prevented, and damage
to the edge portions can be prevented, whereby the du-
rability of the medium can be improved.
[0084] More particularly, if the eccentricity between
the center position of the master medium and the center
position of the slave medium is less than or equal to 50
um, a highly accurate transfer can be ensured.
[0085] Further, according to the present invention, if
the master medium is adjustably disposed on the outer
circumference of the slave support axis that determines
and secures the position of a central aperture of the
slave medium, for cases in which the slave medium is
supplied to the slave support axis after the center posi-
tion of the pattern formed on said master medium has
been aligned with the center position of said slave sup-
port axis and fixed in said aligned position, and then the
positioning of the master medium and the slave medium
is performed, the center position of the slave support
axis, which serves as the rotational center of the slave
medium when the slave medium is loaded into a drive
apparatus, can be matched with a high degree of accu-
racy to the center position of the pattern formed on the
master medium, whereby together with an increase in
reliability, an improvement in magnetic transfer efficien-
cy is gained as the need to align the position of the slave
medium each time that a slave medium is supplied is
eliminated.
[0086] Further, if pattern formed on the master medi-
um is visually measured by use of a measuring micro-
scope, the center position of said pattern formed on the
master medium is matched to the center position of the
slave support axis, the position matching can be per-
formed easily and with a high degree of accuracy.
[0087] If a positioning mark is provided along with the
formation of the transfer pattern on the master medium,
the base setting occurring in the position matching of
the master medium becomes simple and the operation
of adjusting the position by use of the measuring micro-
scope becomes easier.
[0088] Further, by providing the magnetic transfer ap-
paratus with a first base plate on the master medium
side, a second base plate on the slave medium side, a
slave support axis for determining and maintaining the
position of the central aperture of the slave medium, and
a master support member, which is positionally adjust-

able in the x, y directions, disposed on the outer circum-
ference of the slave support axis, the above-described
operation for accurately matching the respective center
positions of the master medium and the slave medium
becomes easy, and a highly efficient magnetic transfer
can be realized.
[0089] If the first base plate is provided so as to be
attachable and removable, and is removed from the
transfer position when matching the position of the mas-
ter medium, the position matching operation can be eas-
ily performed by use of a measuring microscope or the
like.
[0090] Further, according to the present invention,
when the master medium and the slave medium have
been conjoined and the conjoined body formed thereby
is rotated and the transfer magnetic field is applied
thereto to perform magnetic transfer, for cases in which
a configuration has been provided so that the force com-
ponent, of the pressure between the master medium
and the slave medium, occurring in the rotational direc-
tion of the conjoined body is not constrained, no mis-
alignment occurs between the rotating side and the
pressurized side, and the master medium and the slave
medium forming the conjoined body can be rotated as
an integral unit, whereby an accurate magnetic transfer
can be performed, and as there is no deformation of the
apparatus due to repetitive operation, the durability
thereof is improved.
[0091] Still further, if the substrate that supports the
slave medium and determined the position thereof is
matched to the master medium by use of a positioning
mechanism, the operation for matching the respective
center positions of both the master medium and the
slave medium can be simplified, and an accurate mag-
netic transfer can be efficiently performed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0092]

Figure 1 is a schematic drawing of a magnetic trans-
fer apparatus according to an embodiment of the
present invention,
Figure 2 is a schematic drawing of the conjoining
apparatus portion occurring in another embodiment
of the present invention,
Figure 3 is a perspective view of the main portion
of the transfer state of a magnetic transfer appara-
tus according to another embodiment of the present
invention,
Figure 4 is a cross-sectional view of a conjoining
apparatus,
Figure 5 is a perspective view of the main portion
of the transfer state of a magnetic transfer appara-
tus according to yet another embodiment of the
present invention,
Figure 6 is an exploded view of a conjoining appa-
ratus,
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Figures 7A and 7B are plan views of an elastic
pressing member and a master medium, respec-
tively, according to still yet another embodiment ac-
cording to the present invention,
Figure 8 is a perspective view of the main portion
of the transfer state of a magnetic transfer appara-
tus according to yet another embodiment of the
present invention,
Figure 9 is an exploded view of the holder shown in
Figure 8,
Figure 10 is a drawing illustrating eccentricity be-
tween the center positions,
Figure 11 is a perspective view of the main portion
of the transfer state of a magnetic transfer appara-
tus according to still yet another embodiment of the
present invention,
Figure 12 is a cross-sectional view of a magnetic
transfer apparatus in the conjoined state,
Figure 13 is a schematic drawing of a measuring
microscope for use in adjusting the position of the
master medium,
Figure 14 is a schematic plan view of a master me-
dium in the state prior to the adjustment of the po-
sition thereof,
Figure 15 is a schematic plan view of a master me-
dium in the state subsequent to the adjustment of
the position thereof,
Figure 16 is a cross-sectional view of the main part
of an embodiment of a magnetic transfer apparatus
prior to the conjoined state,
Figure 17 is a plan view of a master medium accord-
ing to another embodiment of the present invention,
Figure 18 is a cross-sectional drawing of the main
part of another embodiment of a magnetic transfer
apparatus prior to the conjoined state,
Figure 19 is a schematic cross-sectional view of a
magnetic transfer apparatus implementing yet an-
other magnetic transfer method according to the
present invention,
Figure 20 is a plan view of the pressure base shown
in Figure 19,
Figure 21 is a cross-sectional view of the main part
of a magnetic transfer apparatus having another
embodiment of a pressing force transfer mecha-
nism according to the present invention,
Figure 22 is a schematic drawing of the rotational
base plate and the pressing substrate, which are
provided with a positioning mechanism, according
to another embodiment t of the present invention,
Figure 23 is a plan view of the master medium of
Figure 22, and
Figure 24 is a schematic drawing of the rotational
base plate and the pressing substrate, which are
provided with a positioning mechanism, according
to yet another embodiment of the present invention.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

[0093] Hereinafter, the preferred embodiments of the
present invention will be explained with reference to the
attached drawings. Fig. 1 is a schematic drawing of the
magnetic transfer apparatus according to an embodi-
ment of the present invention.
[0094] The magnetic transfer apparatus 1 shown in
Fig. 1 comprises: a lower master fixing base 11 for sup-
porting a master medium 3, which bears a data signal;
a conjoining apparatus 5 that is provided with an upper
pressing member 12 for pressing the slave medium 2,
of which the center position thereof is in the position
matched state, having a magnetic recording portion for
receiving the transfer from the master medium 3,
against said master medium 3 to form a conjoined body;
a conveyor 6, which is provided with a plurality of master
fixing bases 11, for sequentially moving the plurality of
master fixing bases to the transfer position; and a clean-
ing means 7 for removing foreign matter that becomes
adhered to the master medium 3 supported in a master
fixing base 11. Further, the magnetic transfer apparatus
1 further comprises a pressing means (not shown) for
applying pressure to the conjoining apparatus 5, and a
magnetic field applying apparatus (not shown) for ap-
plying a magnetic field to the conjoined body while ro-
tating the conjoining apparatus 5.
[0095] Each master medium 3 is positioned and main-
tained in said position within each master fixing base 11,
and these master fixing bases 11 are then set in the con-
veyor 6; when the master medium 3 is to be exchanged,
the master fixing base 11 as a whole is exchanged from
the conveyor 6.
[0096] The conveyor 6 (an index table) is supported
on a rotational axis 14 located at the center position of
a disk shaped table 13. The table 13 comprises three
master fixing base 11 support portions 15, and is moved
between a transfer position, an exchange position, and
a cleaning position by a rotational drive means (not
shown) . Note that the number of support portions 15
provided on the conveyor 6 is not limited to being of
three locations.
[0097] The cleaning means 7 provided at the afore-
mentioned cleaning position comprises an ultrasound
washing head 16 for blowing a liquid or a gas, which has
been agitated by ultrasonic vibrations, onto the surface
of a master medium 3; the cleaning means 7 performs
the cleaning operation on the master medium 3 support-
ed in the master fixing base 11 that has been moved to
the cleaning position, which directly precedes the trans-
fer position, by the rotation of the conveyor 6, and there-
by removes the foreign matter adhering to the surface
of said master medium 3. Note that the cleaning means
can be a means that blows an ion wind (de-electrified
air) or a clean air burst onto the surface of the master
medium 3. For cases in which the cleaning is performed
as a wet process, an IPA liquid, an IPA steam, or dry air
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blown onto the surface, etc., can be used to dry said
surface of the master medium 3.
[0098] The master fixing base 11 is disk shaped, and
is provided with an upper surface 11a, which has an out-
side diameter larger than that of the master medium 3;
the lower surface of the master medium 3 is supported
by suction or the like on the center portion of this upper
surface 11a. In the same manner, the upper pressing
member 12 is also disk shaped, and is provided with a
lower surface 12a, which is larger than the outside di-
ameter of the slave medium 2; this upper pressing mem-
ber 12 is movable in the upper and lower directions, i.
e., the contact and separation directions with respect to
the master fixing base 11, and is provided so as to press
the slave medium 2 onto the master medium 3 to form
a conjoined body therewith. Note that a sheet-form elas-
tic element can be attached to the lower surface 12a of
the upper pressing member 12, and the slave medium
2 can be pressed via this elastic element.
[0099] Further, a rotational axis portion 11b and a ro-
tational axis portion 12b are provided protruding from
the bottom surface of the master fixing base 11 and the
upper surface of the upper pressing member 12, respec-
tively. This master fixing base 11 and upper pressing
member 12 are rotated integrally by a rotation mecha-
nism (not shown) during magnetic transfer.
[0100] The pressing means (not shown) is provided
with a pressure cylinder, and the distal end of the pres-
sure rod thereof applies a predetermined pressure load
to the pressing member 12 of the conjoining apparatus
5. Note that because the conjoining apparatus 5 is ro-
tated while in the conjoined state, the pressure is made
to act on the rotational axis portion 12b of the pressing
member 12.
[0101] When the magnetic transfer operation is to be
performed, initial direct current magnetization of the
slave medium is performed in advance in the planar
track direction, in the case of planar recording, or in the
perpendicular direction, in the case of perpendicular re-
cording. This slave medium 2, which has been subject-
ed to the initial magnetization, is brought into close con-
tact with the master medium 3 to form a conjoined body,
and a transfer magnetic field is applied thereto in the
direction opposite that in which the initial direct current
magnetization has been applied, or in the perpendicular
direction, to perform the magnetic transfer.
[0102] A disk shaped magnetic recording medium
such as a hard disk, a high density flexible disk, or the
like, provided with a magnetic recording portion (a mag-
netic layer) on one or both faces thereof, is employed
as the slave medium 2. The magnetic recording portion
thereof is either a magnetic recording layer that has
been coated onto the surface thereof, or a magnetic re-
cording layer of thin metallic film formed on the surface
thereof.
[0103] The master medium 3 is formed as a discoid
shape from a hard material. This master medium 3 com-
prises a pliable magnetic layer that has been formed

over a micro uneven pattern formed on the surface of a
substrate; this surface becomes the transfer data bear-
ing surface on which the transfer pattern that is to be
brought into close contact with the recording surface of
the slave medium 2 has been formed. The face of the
master medium 3 opposite this transfer data bearing
face is supported on the master fixing base 11.
[0104] A synthetic resin, a ceramic material, an alloy,
aluminum, glass, quartz, silicon, nickel, or the like is
used to form the substrate of the master medium. The
uneven pattern can be formed by use of a stamping
method or the like. The pliable magnetic layer is formed
of a magnetic material by use of a vacuum film forming
means such as a vacuum deposition method, a sputter-
ing method, an ion platting method, or by a metal plating
method, etc. A substantially identical type of master me-
dium is used in both planar recording and perpendicular
recording.
[0105] In a case, for example, in which planar record-
ing is to be performed, the magnetic field applying ap-
paratus (not shown) for applying a transfer magnetic
field or an initial magnetic field comprises a ring shaped
electromagnetic head disposed on both the upper and
lower sides of the conjoined body, that applies a transfer
magnetic field generated parallel to the track direction
in the same direction from both the upper and lower
sides. The magnetic field applying apparatus can also
be provided so as to be rotatable. The magnetic field
applying apparatus can be provided on only one side of
the conjoined body, or can be a permanent magnet ap-
paratus provided on both sides of the conjoined body.
Further, the magnetic field applying apparatus used for
cases in which perpendicular recording is to be per-
formed can comprise electromagnets or permanent
magnets of different polarities disposed in the upper and
lower sides of the conjoining apparatus 5, respectively,
wherein the transfer magnetic field is generated in the
perpendicular direction and applied. If the magnetic field
is applied partially to only a portion of the surface, either
the conjoining apparatus 5 or the magnetic field is rotat-
ed to perform the magnetic transfer across the entirety
of the surface.
[0106] As shown in Fig. 2, the magnetic transfer ap-
paratus 1 can be provided with a cleaning means 8 at
the transfer position thereof, that is, as a portion of the
conjoining apparatus 5, for subjecting the master medi-
um 3 to a cleaning process directly preceding the per-
formance of the magnetic transfer. Further, the master
medium 3 can be cleaned directly after loading thereof
at the transfer position.
[0107] The cleaning means 8 shown in Fig. 2 com-
prises an ultrasound washing head 17 disposed in the
vicinity of the transfer position and so as to be movable
toward and away from the conjoining apparatus 5. The
ultrasound washing head 17, in the same manner as de-
scribed above, is a washing head that blows a liquid or
a gas that has been agitated by ultrasonic vibrations, or
a washing head that blows an ion wind (de-electrified
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air) or clean air onto the surface that is to be cleaned.
Then, the ultrasound washing head 17 is moved over
the master medium 3 which is supported in the master
fixing base 11 and performs the cleaning operation ther-
eon, while the upper pressing member 12 is in the open
state, after which it is withdrawn to the standby position.
[0108] Further, the slave medium 2 can be cleaned
directly preceding the conjoinment thereof with the mas-
ter medium 3. The cleaning of the slave medium 2 can
be performed by the same cleaning means 8 used for
cleaning the master medium 3, or by a different cleaning
means.
[0109] The magnetic transfer apparatus 1 is an appa-
ratus for performing a magnetic transfer from the same
master medium 3 to a plurality of slave mediums 2;
wherein first, a master medium 3 is positioned and sup-
ported in each of a plurality of master fixing bases 11,
and this plurality of master fixing bases 11 is set into a
conveyor 6. Then, before being moved to the transfer
position, the master medium 3 supported in the master
fixing base 11 is cleaned by the cleaning means 7. After
said master medium 3 has been cleaned by the cleaning
means 8, the master fixing base 11 in which said master
medium 3 is supported is moved to the transfer position
by the rotation of the conveyor 6, and after the center
position of a slave medium 2, which has been initially
magnetized in the planar direction or in the perpendic-
ular direction, is aligned while the pressing member 12
is in the open state wherein there is a gap separating
said pressing member 12 and the master fixing base 11,
the pressing member 12 of the conjoining means 5 is
moved toward the master fixing base 11 and the master
medium 3 and the slave medium 2 are conjoined under
a predetermined pressure by the pressure applying
means. The cleaning means 8 shown in Fig. 2, if pro-
vided, cleans the master medium 3 (and the slave me-
dium 2) immediately preceding said conjoinment of said
master medium 3 and slave medium 2.
[0110] Then, the magnetic field applying means is
made to approach the upper and lower sides of the con-
joining means 5, and a transfer magnetic field is applied,
while the conjoined body is rotated, in the direction sub-
stantially opposite that in which the initial magnetic field
was applied, to transfer and record the magnetic pattern
corresponding to the transfer pattern formed on the
master medium 3 to the magnetic recording portion of
the slave medium 2.
[0111] The transfer magnetic field applied when the
magnetic transfer is performed is absorbed by the pat-
tern of the protrusion portions formed by the pliable
magnetic body of the transfer pattern on the master me-
dium 3 conjoined with slave medium 2, and as a result:
in the case of planar recording, the initial magnetization
of this portion is not inverted, whereas the initial mag-
netization of the other portions is inverted; in the case
of perpendicular recording, the initial magnetization of
this portion is inverted, whereas the initial magnetization
of the other portions is not inverted, and the magnetic

data corresponding to the transfer pattern formed on the
master medium 3 is transferred and recorded on the
slave medium 2.
[0112] Then, when magnetic transfer has been per-
formed a predetermined number of times, and an irreg-
ularity such as foreign matter becoming adhered to the
surface of the master medium 3 or slave medium 2, or
transfer deficiencies or the like occurs, the conveyor is
rotated and a new master fixing base 11, having just
been cleaned, is moved to the transfer position, and
then the next magnetic transfer is performed in contin-
uation in the same manner as described above.
[0113] The master fixing base 11 that has been
moved from the transfer position to the standby position
is removed according to its state from the conveyor 6
and exchanged. When the exchange is performed, the
master fixing base 11 as a whole is removed from the
conveyor 6, and a master fixing base 11 supporting a
new master medium 3 is set therein. Further, for cases
in which a master medium 3 can be reused after being
cleaned by the cleaning means 7, the exchange is not
performed.
[0114] Further, as to master fixing bases 11 that have
been removed from the conveyor 6, the master medi-
ums 3 supported in each of said removed master fixing
bases 11 can be cleaned by use of a separately provided
cleaning apparatus. This cleaning apparatus may be
provided instead of the cleaning means 7, or they can
be provided so that both perform cleaning.
[0115] The master mediums 3 can be cleaned by this
cleaning means by, for example, being submersed into
the wash liquid contained within a wash tub while still
being supported in their respective master fixing bases
11, and agitating said wash liquid with ultrasound vibra-
tions from an ultrasound head, whereby the foreign mat-
ter adhered to the surface of the master medium 3 re-
moved. Alternatively, a liquid washing by a liquid that
has been bombarded by megasonic vibrations from an
ultrasound washing head, an atmospheric washing by
ultrasound vibrations from an ultrasound head, a glide
cleaning employing a glide head, an ultrasound wash
performed after a glide cleaning is carried out, an incin-
erating wash by the light emitted from an excimer laser,
a plasma cleaning, or the like can be employed.
[0116] Note that the slave medium 2 can be supported
in a holder (not shown) and the slave medium 2 can be
cleaned together with said holder in the process preced-
ing the magnetic transfer.
[0117] According to the current embodiment: the con-
veyor 6 is provided with a plurality of master fixing bases
11, each of which determines and maintains the position
of a master medium 3 supported therein; the master me-
dium is sequentially cleaned by a cleaning means 7 and
a cleaning means 8, and moved to the transfer position,
in which the magnetic transfer is then performed; where-
in, because the master medium 3 is exchanged along
with the magnetic transfer master fixing base 11, ex-
changing the master mediums 3 is easy, and the oper-
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ational efficiency thereof is high, whereby an improve-
ment in production efficiency is obtained, and the occur-
rence of transfer deficiencies can be prevented by the
cleaning of the master medium immediately prior to the
performance of the magnetic transfer, enabling the per-
formance of a high quality magnetic transfer. Further,
even for cases in which the master medium 3 is washed
together with the master fixing medium removed from
the conveyor 6, the operational efficiency can be im-
proved because the master medium is not removed
from the master fixing base 11 when the exchange and
cleaning thereof is performed.
[0118] Next, another embodiment according to the
present invention will be explained. Fig. 3 is a perspec-
tive view of the main part of a magnetic transfer appa-
ratus in the transfer state according to the current em-
bodiment. Fig. 4 is cross-sectional view of the conjoining
apparatus according to the current embodiment. Note
that each drawing is a model drawing, and the actual
dimensions of each of the portions shown therein are a
different ratio.
[0119] The magnetic transfer apparatus 20 shown in
Fig. 3 comprises: a lower-side chamber 31 and an up-
per-side chamber 32; a conjoining apparatus 25 provid-
ed with an elastic element 24 disposed on the inner por-
tion thereof, as shown in Fig. 4, for conjoining a slave
medium 23 and a master medium 23 of which the center
positions thereof are in the position matched state; a
pressing means 26 for applying pressure to the conjoin-
ing means 25; a decompressing means 27 (refer to Fig.
4) for removing air from the interior of the conjoining
means 25 and decompressing the inner portion thereof;
and a magnetic field applying apparatus 28 for applying
a magnetic field while rotating the conjoining apparatus
25. The degree of vacuum, which is provided by the de-
compressing means 26, within the conjoining apparatus
25, and the pressure on the slave medium 22 and the
master medium 23, which is provided by the pressing
means 26, are each controlled independently.
[0120] The lower chamber 31 of the conjoining means
25 is disk shaped, and has a disk shaped upper surface
31a that is larger than the outer diameter of the master
medium 23; the lower surface of the master medium 23
is supported on the center portion of this upper surface
31a by suction or the like. The upper chamber 32 is disk
shaped, and has a disk shaped lower surface 32a that
is larger than the outer diameter of the slave medium
22; a sheet shaped elastic element 24 is attached to this
lower surface 32a, and the slave medium 22 is support-
ed on the lower surface of this sheet shaped elastic el-
ement 24. The upper chamber 32 is movable in the ver-
tical direction so as to be separated and brought into
contact with the lower chamber 31, and is provided so
as to press the slave medium 22 onto the master medi-
um 23 to form a conjoined body. Note that the slave me-
dium 22 can also be set above the master medium 23.
[0121] An upwardly protruding flange portion 31b is
provided on the outer circumference of the lower cham-

ber 31, and a downwardly protruding flange portion 32b
is provided on the outer circumference of the upper
chamber 32. The diameter of the outer circumferential
surface of the flange portion 32b of the upper chamber
32 is smaller than the diameter of the inner circumfer-
ential surface of the flange portion 31b of the lower
chamber 31, and the flange portion 32b of the upper
chamber 32 is provided so as to be insertable into the
inner circumference side of the flange portion 31b of the
lower chamber 31 (the size relation between the respec-
tive flange portions can be reversed). Further, a seal el-
ement 33, which is an O-ring, is installed around the out-
er circumference of the flange portion 32b of the upper
chamber 32, and when the upper chamber 32 is moved
toward the lower chamber 31, this seal element 33 sli-
dably contacts the inner circumference surface of the
flange portion 31b of the lower chamber 31, serving to
seal off the surfaces in the direction substantially parallel
to that of the contact and separation directions (the axial
direction), thereby hermetically sealing the space within
the interior of both the lower chamber 31 an the upper
chamber 32. The seal element 33 can also be installed
o the lower chamber 31.
[0122] The upper chamber 32 and the lower chamber
31 are provided so as to be movable in the aforemen-
tioned axial direction when in the state wherein the in-
terior portion of said upper chamber 32 and lower por-
tion 31 is hermetically sealed by the seal element 33.
Further, the hermetically sealed state is ensured even if
the height of the conjoined body formed by the master
medium 23 and the slave medium 22 changes due to a
change in the thickness of the elastic element 24.
[0123] Rotational axes 31c and 32c are provided pro-
truding from the bottom surface of the lower chamber
31 and the top surface of the upper chamber 32. This
lower chamber 31 and upper chamber 32 are connected
to a rotational mechanism and rotated thereby as an in-
tegral unit.
[0124] Further, an air expelling outlet 27a of the de-
compressing means 27 is opened at a position more in-
ward than the flange portion 31b in the radial direction,
and more outer than the master medium 23 in the radial
direction, in the upper surface 31a. An air channel 27b
connected to this air expelling outlet 27a is formed within
the lower chamber 31, and leads to the exterior through
the rotational axis portion 31c, where it connects to a
vacuum pump (not shown). By the expulsion of air by
this decompressing means 27, the hermetically sealed
space formed by the upper chamber 32 and the lower
chamber 31 can be controlled to a predetermined de-
gree of vacuum of 50-100 Pa.
[0125] As shown in Fig. 3, the pressing means 26 is
provided with a pressurizing cylinder 34, and the distal
end of the push rod 35 thereof applies a predetermined
pressure load to the upper chamber 32 of the conjoining
apparatus 25. Note that because the conjoining appa-
ratus 25 is rotated while in the state in which pressure
is being applied thereto, the rotational axis portion 32c
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of the upper chamber portion 32 is provided with a re-
ceiving member 36 so as to facilitate the operational ef-
fect of the applied pressure. The control of the degree
of vacuum pressure is made independent and is con-
trolled to the optimal value so that the pressure from this
pressure applying means 26 produces a resulting con-
joinment pressure between the master medium 23 and
the salve medium 22 of 0.01-49 N/cm2 (1-5000gf/cm2).
[0126] When a magnetic transfer is to be performed,
an initial magnetization of the slave medium 22 is per-
formed to magnetize the slave medium 22 in the planar
track direction for cases in which planar recording is to
be performed, and in the perpendicular direction for cas-
es in which a perpendicular recording is to be per-
formed. This slave medium 22 is then conjoined with the
master medium 23, and a transfer magnetic field is ap-
plied in the direction substantially the opposite of that in
which the initial magnetization has been performed, or
in the perpendicular direction to perform the magnetic
transfer.
[0127] A disk shaped recording medium such as a
hard disk or a flexible disk having a magnetic recording
portion (a magnetic layer) formed on one or both surfac-
es thereof is employed as the slave medium 22. The
magnetic recording portion consists of a magnetic re-
cording layer that has been coated onto the surface
thereof, or a magnetic recording layer of thin metallic
film formed on the surface thereof.
[0128] A disk shaped medium formed of a hard mate-
rial is employed as the master medium 23. This master
medium 23 comprises a pliable magnetic layer that has
been coated over a micro uneven pattern formed on the
surface of a substrate; this surface becomes the transfer
data bearing surface on which the transfer pattern that
is to be brought into close contact with the recording sur-
face of the slave medium 22 has been formed. The face
of the master medium 23 opposite this transfer data
bearing face is the surface which is supported by vacu-
um adsorption on the lower chamber 31.
[0129] A synthetic resin, a ceramic material, an alloy,
aluminum, glass, quartz, silicon, nickel, or the like is
used to form the substrate of the master medium 23.
The uneven pattern can be formed by use of a stamping
method or the like. The pliable magnetic layer is formed
of a magnetic material by use of a vacuum layer forming
means such as a vacuum deposition method, a sputter-
ing method, an ion plating method, or by a metal plating
method, etc. A substantially identical type of master me-
dium is used in both planar recording and perpendicular
recording.
[0130] The elastic element 24 is formed of an elastic
material in a disk shape, is supported on the upper
chamber 32, and connects to and presses against the
back surface (upper surface) of the slave medium 22.
As to the elastic material used to form the elastic ele-
ment 24, a silicon rubber, a polyurethane rubber, a flu-
orine rubber, 1,3-butadiene rubber, Teflon (registered
trademark) rubber, viton rubber or other common rub-

ber, or a foam resin such as sponge rubber or the like
can be used therefor.
[0131] For cases in which planar recording is to be
performed, the magnetic field applying apparatus 28 for
applying an initial magnetic field and a transfer magnetic
field comprises, for example, a ring shaped electromag-
netic head disposed on both the upper and lower sides
of the conjoined body provided with a core 38, which
has a gap 37 extending in the radial direction of the slave
medium 22, around which a coil 39 has been wound,
and applies a transfer magnetic field, which is generated
in the direction parallel to the track direction, in the same
direction from both the upper and lower sides of the con-
joined body. The conjoining apparatus 25 is rotated and
the transfer magnetic field is applied across the entire
surface of the slave medium 22 and the master medium
23. The magnetic field applying means 28 can also be
provided so as to be rotatable. The magnetic field ap-
plying means 28 can also be disposed on only one side
of the conjoining apparatus 25, or can be a permanent
magnet apparatus disposed on one or both sides of the
conjoining apparatus 25.
[0132] Further, for cases in which a perpendicular re-
cording is to be performed, the magnetic field applying
apparatus 28 comprises electromagnets or permanent
magnets of different polarities disposed in the upper and
lower sides of the conjoining apparatus 25, respectively,
wherein the transfer magnetic field is generated in the
perpendicular direction and applied. If the magnetic field
applying apparatus 28 is of the type that applies a mag-
netic field to only a portion of the surface, the conjoining
apparatus 5 or the magnetic field is moved to perform
the magnetic transfer across the entirety of the surface.
[0133] The magnetic transfer apparatus 20 is an ap-
paratus for performing a magnetic transfer from the
same master medium 23 to a plurality of slave mediums
22: first, the positions of the master medium 23 and the
elastic element 24 are matched and supported in the
lower chamber 31 and the upper chamber 32, respec-
tively; then, while the upper chamber 32 and the lower
chamber 31 are in the open state, that is, the state in
which there is a separation therebetween, a slave me-
dium 22, which has been subjected to an initial magnet-
ization in the planar direction or in the perpendicular di-
rection in advance, is positioned wherein the center po-
sition hereof is matched and set; after which the press-
ing means 26 is driven and the upper chamber 32 is
moved toward the lower chamber 31.
[0134] Then, the seal 33 of the upper chamber 32 sl-
idably contacts the inner circumference surface of the
flange portion 31b of the flange portion 31, whereby the
space in the interior between the chambers 31 and 32
holding the master medium 23 and the slave medium
22 is hermetically sealed. Before the slave medium 22
and the master medium 23 are in the pressurized state,
the decompressing means 27 expels air from the her-
metically sealed space so as to depressurize said
space, and after a predetermined degree of vacuum has
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been obtained in the interior of said hermetically sealed
space, the upper chamber is further lowered towards the
lower chamber. Pressure is applied by the pressing
means 26, the back surface of the slave medium 22 is
pressed against by the elastic element 24, and the slave
medium 22 and the master medium 23 are conjoined
under a predetermined conjoining pressure.
[0135] Then, the upper and lower magnetic field ap-
plying apparatuses 28 are made to approach the upper
and lower faces of the conjoining means 25, and a trans-
fer magnetic field is applied, while the conjoining appa-
ratus 25 is being rotated, in the direction substantially
the opposite of that in which the initial magnetization
was applied, whereby the magnetic pattern correspond-
ing to the transfer pattern of the master medium 23 is
transferred and recorded on the magnetic recording por-
tion of the slave medium 22.
[0136] The transfer magnetic field applied when the
magnetic transfer is performed is absorbed by the pat-
tern of the protrusion portions formed by the pliable
magnetic body of the transfer pattern on master medium
3 conjoined with slave medium 22, and as a result: in
the case of planar recording, the initial magnetization of
this portion is not inverted, whereas the initial magneti-
zation of the other portions is inverted; in the case of
perpendicular recording, the initial magnetization of this
portion is inverted, whereas the initial magnetization of
the other portions is not inverted, and the magnetic data
corresponding to the transfer pattern formed on the
master medium 23 is transferred and recorded on the
slave medium 22.
[0137] According to the current embodiment,: be-
cause the lower chamber 31 and the upper chamber 32
are first brought together and the interior portion there-
between hermetically sealed, and the interior portion
thereof is then decompressed to a predetermined de-
gree of vacuum and the remaining air expelled there-
from while in the hermetically sealed state, after which
a predetermined pressure is applied independently so
as to conjoin the master medium 23 and the slave me-
dium 22, the conjoinment of the master and slave me-
diums can be improved by conjoining said master and
slave medium at an optimal degree of vacuum and pres-
sure, whereby the transfer deficiencies accompanying
contact deficiencies can be prevented and a favorable
magnetic transfer can be performed.
[0138] Next, yet another embodiment according of the
present invention will be explained. Fig. 5 is a perspec-
tive view of the main portion of a magnetic transfer ap-
paratus in the transfer state according to an embodi-
ment of the present invention. Fig. 6 is an exploded per-
spective view of a conjoining apparatus, and Fig. 7 is a
plan view of an elastic pressing member and a master
medium according an embodiment of the present inven-
tion. Note that each of said drawings is a model drawing;
the thickness and other actual dimensions of the por-
tions shown therein are of a different ratio.
[0139] The magnetic transfer apparatus 40 shown in

Fig. 5 comprises: a lower pressure contact member 48
and an upper pressure contact member 49; wherein a
master medium 43 and a slave medium 42 and an elas-
tic pressing member 44 are disposed in the interior por-
tions of the lower pressure contact member 48 and the
upper pressure contact member 49 as shown in Fig. 6;
a conjoining means 45 provided for matching the center
positions thereof and conjoining said master medium 49
and slave medium 48; a pressure applying apparatus
46 for applying pressure to the conjoining apparatus 45;
and a magnetic field applying apparatus 47 for applying
a transfer magnetic field while rotating the conjoining ap-
paratus 45.
[0140] When a magnetic transfer is to be performed,
an initial magnetization of the slave medium 42 is per-
formed in advance by applying an initial direct current
to magnetize the slave medium 42 in the planar track
direction for cases in which planar recording is to be per-
formed, and in the perpendicular direction for cases in
which a perpendicular recording is to be performed. This
slave medium 42 is then conjoined with the master me-
dium 43, and a transfer magnetic field is applied in the
direction substantially the opposite of that in which the
initial direct current magnetization has been performed,
or in the perpendicular direction to perform the magnetic
transfer.
[0141] A disk shaped recording medium such as a
hard disk or a flexible disk having a magnetic recording
portion (a magnetic layer) formed on one or both surfac-
es thereof, and on which a central aperture 42a has
been opened is employed as the slave medium 42. The
magnetic recording portion consists of a magnetic re-
cording layer that has been coated onto the surface
thereof, or a magnetic recording layer of thin metallic
film formed on the surface thereof.
[0142] A disk shaped medium formed of a hard mate-
rial on which a central aperture 43a has been opened is
employed as the master medium 43. This master medi-
um 43 comprises a pliable magnetic layer that covers a
micro uneven pattern formed on the surface of a sub-
strate; this surface is the transfer data bearing surface
43b on which the transfer pattern that is to be brought
into close contact with the recording surface of the slave
medium 42 has been formed. The face of the master
medium 43 opposite this transfer data bearing face is
the surface which is supported by vacuum adsorption
on the lower pressure member 48.
[0143] A synthetic resin, a ceramic material, an alloy,
aluminum, glass, quartz, silicon, nickel, or the like is
used to form the substrate of the master medium 43.
The uneven pattern can be formed by use of a stamping
method or the like. This pliable magnetic layer is formed
of a magnetic material by use of a vacuum layer forming
means such as a vacuum deposition method, a sputter-
ing method, an ion plating method, or by a metal plating
method, etc. A substantially identical type of master me-
dium 43 is used in both planar recording and perpendic-
ular recording.
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[0144] For the case in which the transfer data is a ser-
vo signal, a servo pattern P (a transfer pattern) is formed
in narrow regions extending from the center at equal in-
tervals in a substantially radial pattern (slightly curved
in the drawing), as shown in Fig. 7B. The portions of this
servo pattern P are the portions that are required to be
brought into contact with the slave medium 42, and the
magnetic pattern corresponding to the servo pattern P
is transferred and recorded onto the slave medium 42
by the magnetic transfer.
[0145] The elastic pressing member 44 is formed of
an elastic material in a disk shape, is supported on the
upper pressure contact member 49, and connects to
and presses against the back surface (upper surface)
of the slave medium 42. The form of the pressing sur-
face 44a of the elastic pressing member 44 that is to be
brought into contact with the back surface of the slave
medium 42, as shown in Fig. 7A, is provided with de-
pression and protrusion portions for pressing mainly
against the portions that correspond to the servo pattern
P of the master medium 43.
[0146] The pressing surface 44a comprises an inner
ring portion 50 on the inner circumference thereof, an
outer ring portion 51 on the outer circumference thereof,
and a plurality of radial portions 42 corresponding to the
servo pattern P of the master medium 43 joining the in-
ner ring portion 50 and the outer ring portion 51, which
is formed as the pressing protrusion portion that con-
tacts the slave medium 42. The other portions thereof
are formed as depression portions 53 (which can be de-
void of substance and open clear through to the back
surface), and do not come into contact with the slave
medium 42.
[0147] The elastic material used to form the elastic
pressing member 44 must exhibit a degree of elasticity
wherein the pressing surface area does not increase ex-
cessively when pressure is applied. More specifically, a
silicon rubber, a polyurethane rubber, a fluorine rubber,
1,3-butadiene rubber, Teflon (registered trademark) rub-
ber, viton rubber or other common rubbers, or a foam
resin such as sponge rubber or the like can be used
therefor.
[0148] The lower pressure contact member 48 of the
conjoining apparatus 45 is provided with a circular ad-
sorption surface 48a corresponding to the size of the
master medium 43; the surface thereof has been fin-
ished to be flat. This adsorption surface 48a is a surface
on which a substantially uniformly dispersed plurality of
suction pores have been opened (a porous surface can
also be used). Although not shown in the drawing, these
suction pores are connected by a suction channel lead-
ing from the interior to the exterior of the lower pressure
contact member 48 to a vacuum suction pump that pro-
vides the suction force; the bottom surface of the master
medium 43 brought into close contact with the adsorp-
tion surface 48a is vacuum adsorbed, and the flatness
of said master medium 43 is favorably corrected along
the surface of the adsorption surface 48a. The upper

pressure contact member 49 is provided with a support
surface 49a for holding the elastic pressing member 44.
[0149] The outer form of the lower pressure contact
member 48 and the upper pressure contact member 49
is disk shaped, and the upper pressure contact member
49 is movable in the axial direction; wherein, the upper
pressure contact member 49 is moved in the separation
or contact direction by the pressure applying apparatus
46, and the lower pressure contact means 48 and the
upper pressure contact means 49 are brought into pres-
surized contact at a predetermined pressure. The lower
pressure contact member 48 and the upper pressure
contact member 49 are provided with a flange portion
48b and a flange portion 49b on the respective outer
circumferences thereof, and when the closing operation
is to be performed, the flange portion 48b and a flange
portion 49b of the lower pressure contact member 48
and the upper pressure contact member 49 abut each
other, whereby the interior portion thereof is maintained
in a hermetically sealed state. A pin 48c for coupling with
the central apertures 43a and 42a of the master medium
43 and the slave medium 42 and determining the posi-
tions thereof, respectively, is provided at the center por-
tion of the lower pressure contact member 48. The po-
sition of the radial portions 52 of the elastic pressing
member 44 is matched to the position of the servo pat-
tern P of the master medium 43 and supported in the
matched position state by use of a positioning mecha-
nism (not shown) that is provided on the support surface
49a of the upper pressure member 49. Further, the lower
pressure member 48 and the upper pressure member
49 are connected to a rotational mechanism (not shown)
and rotated thereby as an integral unit.
[0150] As shown in Fig. 5, the pressure applying
means 46 is provided with a pressurizing cylinder 54,
and the distal end of the push rod 55 thereof applies a
predetermined pushing pressure load to the upper pres-
sure member 49 of the conjoining apparatus 45. The
pushing force is set, based on the contact surface area,
so that the pushing force from this pressure applying
means 46 results in a conjoinment pressure between
the master medium 43 and the salve medium 42 in the
vicinity of the servo pattern P is of the optimal value of
0.01-50 N/cm2 (1-5.0 kg/cm2). Note that because the
conjoining apparatus 45 is rotated while in the pressu-
rized state, the center axis portion 49c of the upper
chamber pressure member 49 is provided with a receiv-
ing member 56 so as to facilitate the operational effect
of the applied pressure.
[0151] For cases in which planar recording is to be
performed, the magnetic field applying apparatus 47 for
applying an initial magnetization magnetic field and a
transfer magnetic field comprises, for example, a ring
shaped electromagnetic head disposed on both the up-
per and lower sides of the conjoined body and which is
provided with a core 58, which has a gap 57 extending
in the radial direction of the slave medium 42, around
which a coil 59 has been wound, and applies a transfer
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magnetic field, which is generated in the direction par-
allel to the track direction, in the same direction from
both the upper and lower sides of the conjoined body.
The conjoining apparatus 45 is rotated and the transfer
magnetic field is applied across the entire surface of the
slave medium 42 and the master medium 43. The mag-
netic field applying means 47 can also be provided so
as to be rotatable. The magnetic field applying means
47 can also be disposed on only one side of the conjoin-
ing apparatus 45, or can be a permanent magnet appa-
ratus disposed on one or both sides of the conjoining
apparatus 45.
[0152] Further, for cases in which perpendicular re-
cording is to be performed, the magnetic field applying
apparatus 47 comprises electromagnets or permanent
magnets of different polarities disposed in the upper and
lower sides of the conjoining apparatus 45, respectively,
wherein the transfer magnetic field is generated in the
perpendicular direction and applied. If the magnetic field
applying apparatus 47 is of the type that applies a mag-
netic field to only a portion of the surface, the conjoining
apparatus 45 or the magnetic field is moved to perform
the magnetic transfer across the entirety of the surface.
[0153] The magnetic transfer apparatus 40 is an ap-
paratus for performing a magnetic transfer from the
same master medium 43 to a plurality of slave mediums
42: first, the center position of each of the master medi-
um 43 and the elastic pressing member 44 are matched
to the that of the lower pressure contact member 48 and
the upper pressure contact member 49, respectively,
then the pattern positions of each of the master medium
43 and the elastic pressing member 44 are matched,
and the master medium 43 and the elastic pressing
member 44 are held by the lower pressure contact mem-
ber 48 and the upper pressure contact member 49, re-
spectively; then, while the lower pressure contact mem-
ber 48 and the upper pressure contact member 49 are
in the open state, that is, the state in which there is a
separation therebetween, a slave medium 42, which
has been subjected to an initial magnetization in one of
either the planar direction or the perpendicular direction
in advance, is positioned wherein the center position
thereof is matched and set; after which the pressing
means 46 is driven and the upper pressure member 49
is moved toward the lower pressure member 48 to per-
form the closing operation; the elastic pressing member
44 is brought into contact with the back face of the slave
medium 42, wherein the protrusion portion of the push-
ing surface 44a thereof presses the slave medium main-
ly against the proximity of the servo pattern P to conjoin
the master medium 43 and the slave medium 42. Then,
the upper and lower magnetic field applying apparatus-
es 47 are made to approach with the upper and lower
faces of the conjoining means 45, and a transfer mag-
netic field is applied, while the conjoining apparatus 45
is being rotated, in the direction substantially the oppo-
site of that in which the initial magnetization current was
applied, whereby the magnetic pattern corresponding to

the transfer pattern of the master medium 43 is trans-
ferred and recorded on the magnetic recording portion
of the slave medium 42.
[0154] The transfer magnetic field applied when the
magnetic transfer is performed is absorbed by the pat-
tern of the protrusion portions formed by the pliable
magnetic body of the transfer pattern on the master me-
dium 43 and conjoined with the slave medium 42, and
as a result: in the case of planar recording, the initial
magnetization of this portion is not inverted, whereas the
initial magnetization of the other portions is inverted; in
the case of perpendicular recording, the initial magnet-
ization of this portion is inverted, whereas the initial mag-
netization of the other portions is not inverted, and the
magnetic data corresponding to the transfer pattern
formed on the master medium 43 is transferred and re-
corded on the slave medium 42.
[0155] According to the current embodiment: be-
cause the elastic pressing member 44 provided with the
pushing surface 44a, which is formed of the depression
portion and the protrusion portion, presses against the
back surface of the slave medium 42 at mainly the trans-
fer pattern portion of the master medium 43 when the
master medium 43 and the slave medium 42 are to be
conjoined, the contact at the pattern portion required for
the conjoinment is improved, whereby the transfer defi-
ciencies accompanying contact deficiencies can be pre-
vented and a favorable magnetic transfer can be per-
formed, and the overall pushing pressure can be low-
ered, enabling the apparatus to be made more compact.
[0156] Next, still yet another embodiment according
of the present invention will be explained. Fig. 8 is a per-
spective view of the main portion of a magnetic transfer
apparatus in the transfer state according to an embod-
iment of the present invention. Fig. 9 is an exploded per-
spective view of a holder.
[0157] The magnetic transfer apparatus 60 shown in
Figs. 8 and 9 is an apparatus for performing a planar
recording type magnetic transfer on both recording sur-
faces of a slave medium 62 concurrently: disk shaped
master mediums 63 and 64 are conjoined to the upper
and lower surfaces of a slave medium 62 within a holder
61; said holder 61 is rotated and while said holder 61 is
rotating a transfer magnetic field is applied thereto by a
magnetic field applying apparatus 65 (an electromag-
netic apparatus) disposed on the upper and lower sides
of said holder 61 to concurrently magnetically transfer
and record the data borne on the master mediums 63
and 64 to both recording surfaces of the slave medium
62.
[0158] The holder 61 comprises a lower holder 68 and
upper holder 69 both having cylindrical structures;
wherein a lower master medium 63 for transferring data
such as a servo signal or the like to the lower side re-
cording surface of the slave medium 62, and an upper
master medium 64 for transferring data such as a servo
signal or the like to the upper side recording surface of
the slave medium 62 are exchangeably housed therein.
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The lower holder 68 is provided with a lower adsorption
member 66 for adsorbing the lower master medium 63
and correcting the flatness thereof, and the upper holder
69 is provided with an upper adsorption member 67 (of
the same configuration as the lower suction member 66)
for adsorbing the upper master medium 64 and correct-
ing the flatness thereof. The center positions of the re-
spective upper master medium 64 and the lower master
medium 63 are matched with the center position of the
slave medium 62, pressure contacted to both sides of
said slave medium 2 while maintained in the position-
matched state, and opposingly conjoined with the upper
and lower surfaces of said slave medium 62, respective-
ly. Here, "opposingly conjoined" refers to either the con-
joined state in which the surfaces of the master medi-
ums 63, 64 and the slave medium 62 are in contact, or
the state in which said surfaces are facing one another
while a small gap exists therebetween.
[0159] One or both of the lower holder 68 and the up-
per holder 69 are provided so as to be movable in the
axial direction thereof, and are opened and closed by
the operation of an opening and closing mechanism (not
shown) . Further, the holder 61 is provided with a vacu-
um suction means (not shown) for vacuum suctioning
the air contained within the interior space formed by the
slidable contact of the lower holder 68 and the upper
holder 69, whereby a depressurized state is produced
in the interior portion thereof, and contact force is ob-
tained between the slave medium 62 and the upper and
lower master mediums 63 and 64.
[0160] The slave medium 62 shown in the drawing is
a hard disk in which a central aperture 62a has been
opened at the center portion thereof for positioning the
slave medium 62 on a rotation support axis of a drive
apparatus, and has a recording surface formed of a
magnetic layer on both surfaces of a disk shaped base.
[0161] Further, a center pin 68b for determining the
position of the slave medium 62, taking the central ap-
erture 62a as the standard of reference, is provided at
the center of the lower holder 68. The positioning of the
lower master medium 63 is also performed by this center
pin 68b; a positioning central aperture 63a for insertion
of the center pin 68b is opened at the center portion of
the lower master medium 63. The positioning of the up-
per master medium 64 in the upper holder 69 is per-
formed by inserting a center pin (not shown) of the same
type as the center pin 68b, that is provided at the center
position of the upper holder 69 in a central aperture 64a
provided on the upper master medium 64. Further, a
mechanism that determines the positions of the lower
holder 68 and the upper holder 69 is provided, which
serves to match the center positions of the lower master
medium 63 and the upper master medium 64.
[0162] According to the position matching performed
by use of the center pin 68b provided on the holder 68
described above, as shown in Fig. 10, the amount of
eccentricity c between the center position 63c of the low-
er master medium 63 and the center position 62c of the

slave medium 62 is set so as to be less than or equal to
100 um. The amount of eccentricity between the center
positions of the upper master medium 64 and the slave
medium 62 are also set in the same manner so as to be
less than or equal to 100 um.
[0163] Further, it is desirable that the amount of ec-
centricity between the center positions of the patterns
formed on the master mediums 63 and 64, respectively,
and the rotational center position of the slave medium
62 be set so as to be less than or equal to 50 um.
[0164] When a magnetic transfer is to be performed,
the slave medium 62 is subjected to an initial direct cur-
rent magnetization in the planar track direction, in the
case of planar recording, or in the perpendicular direc-
tion, in the case of perpendicular recording, in advance.
When performing the magnetic transfer on this con-
joined slave medium 62 and master mediums 63 and
64, the transfer magnetic field is applied in the track di-
rection substantially the opposite of the direction in
which the initial magnetization has been performed, or
in the perpendicular direction.
[0165] The lower master medium 63 and the upper
master medium 64 are formed as ring shaped disks pro-
vided with a transfer data bearing surface, which com-
prises a pattern formed of a magnetic body, on one sur-
face thereof, which is to be conjoined with the recording
surface of the slave medium 62; the surfaces of the mas-
ter mediums 63 and 64 opposite these data bearing sur-
faces are vacuum adsorbed by a lower adsorption mem-
ber 66 and an upper adsorption member 67, respective-
ly.
[0166] The master mediums 63, 64 comprise a pliable
magnetic layer that covers a micro uneven pattern
formed on the surface of a substrate; this surface is the
transfer data bearing surface. A synthetic resin, a ce-
ramic material, an alloy, aluminum, glass, quartz, sili-
con, nickel, or the like is used to form the substrate of
the master mediums 63, 64. The uneven pattern can be
formed by use of a stamping method or the like. This
pliable magnetic layer is formed of a magnetic material
by use of a vacuum layer forming means such as a vac-
uum deposition method, a sputtering method, an ion
platting method, or by a metal plating method, etc. A
substantially identical type of master medium 43 is used
in both planar recording and perpendicular recording.
[0167] The lower adsorption member 66 (the same is
true of the upper suction member 67) is provided as a
disk having a size corresponding to that of the master
medium 63, and the surface thereof is formed as an ad-
sorption surface 66a finished to a flatness having an
center line average surface roughness Ra of 0.0-0.1 um.
Approximately 25-100 suction pores 66b having diam-
eters of approximately 2 mm or less are opened on this
suction surface 66a, and dispersed substantially uni-
formly thereacross. Although not shown in the drawing,
these suction pores 66b are connected by a suction
channel leading from the interior to the exterior of the
holder 68 to a vacuum suction pump that provides the
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suction force; the back surface of the master medium
63 brought into close contact with the adsorption surface
66a is adsorbed, and the flatness of said master medium
63 is corrected along the adsorption surface 66a.
[0168] The lower holder 68 and the upper holder 69
are disk shaped: an upward protruding flange portion
68a is provided on the outer circumference of the lower
holder 68, and a downward protruding flange portion
69a is provided on the outer circumference of the upper
holder 69. Though the details are not shown in the draw-
ing, the diameter of the outer circumference surface of
the flange portion 69a of the upper holder 69 is smaller
than the diameter of the inner circumference surface of
the flange portion 68a of the lower holder 68, and the
flange portion 69a of the upper holder 69 is provided so
as to be insertable into the inner circumferential side of
the flange portion 68a of the lower holder 68 (the size
relation between the respective flange portions can be
reversed). Further, a seal element (not shown), which is
an O-ring, is installed around the outer circumference of
the flange portion 69a of the upper holder 69, and when
the upper holder 69 is moved toward the lower holder68,
this seal element slidably contacts the inner circumfer-
ence surface of the flange portion 68a of the lower hold-
er 68, serving to seal off the surfaces in the direction
substantially parallel to that of the separation and con-
tact direction (the axial direction) , thereby hermetically
sealing the space within the interior of both the lower
holder 68 an the upper holder 69. The seal element can
also be installed on the lower holder 68.
[0169] The holder 61 comprises a lower holder 68 and
an upper holder 69 which are provided as a cylindrical
structures which are movable in the separation and con-
tact direction in a state in which the interior space be-
tween the lower holder 68 and the upper holder 60 are
sealed; wherein, even if the thickness of the slave me-
dium 62, and the master mediums 63, 64 changes and
the height of the conjoined body formed thereby chang-
es, the sealed state is ensured. The lower holder 68 and
the upper holder 69 are connected to a rotational mech-
anism (not shown) and rotated thereby as an integral
unit.
[0170] Further, a suction opening of the vacuum suc-
tion means is provided on the inner surface of the holder
61, and opens onto the interior space thereof. An air
channel connected to this air suction opening is formed
within the lower holder 68 or the upper holder 69, and
leads to the outside, where it connects to a vacuum
pump. By the vacuum suction of air by this vacuum suc-
tion means, the vacuum in the hermetically sealed
space formed within the holder 61 can be controlled to
a predetermined degree.
[0171] When the magnetic transfer is to be performed:
the upper holder 69 and the lower holder 68 are moved
by the pressure accompanying the vacuum suction so
as to approach each other; the data bearing faces of the
lower master medium 63 and the upper master medium
64 are opposingly conjoined with the respective record-

ing surfaces of the slave medium 62; the magnetic field
applying apparatus 65 applies a transfer magnetic field
to the conjoined body formed by the master mediums
63, 64 and the slave medium 62 to magnetically transfer
and record the data such as a servo signal or the like
from the data bearing surfaces of the respective master
mediums 63, 64 to the respective recording surfaces of
the slave medium 62. Note that as to the method of ap-
plying the conjoining force, in addition to the vacuum
suction method described above, or in place thereof, it
is possible to employ a method wherein external me-
chanical pressure is applied.
[0172] For cases in which planar recording is to be
performed, the magnetic field applying apparatus 65 for
applying an initial magnetic field and a transfer magnetic
field comprises, for example, a ring shaped electromag-
netic head disposed on both the upper and lower sides
of the conjoined body provided with a core, which has
a gap extending in the radial direction of the slave me-
dium 62, around which a coil has been wound, and ap-
plies a transfer magnetic field, which is generated in the
direction parallel to the track direction, in the same di-
rection from both the upper and lower sides of the con-
joined body. The holder 61 is rotated and the transfer
magnetic field is applied across the entire surface of the
slave medium 62 and the master mediums 63, 64. The
magnetic field applying means 65 can also be provided
so as to be rotatable. The magnetic field applying means
65 can also be disposed on only one side of the holder
61, or can be a permanent magnet apparatus disposed
on one or both sides of the of the holder 61.
[0173] Further, for cases in which a perpendicular re-
cording is to be performed, the magnetic field applying
apparatus 65 comprises electromagnets or permanent
magnets of different polarities disposed on the upper
and lower sides of the holder 61, respectively, wherein
the transfer magnetic field is generated in the perpen-
dicular direction and applied. If the magnetic field apply-
ing apparatus 28 is of the type that applies a magnetic
field to only a portion of the surface, the holder 61 or the
magnetic field is moved to perform the magnetic transfer
across the entirety of the surface.
[0174] Next, the magnetic transfer process performed
by a magnetic transfer apparatus such as the magnetic
transfer apparatus 60 described above will be ex-
plained. According to this magnetic transfer apparatus
60, a magnetic transfer is repeatedly performed from the
same master mediums 63, 64 to a plurality of slave me-
diums 62: first, the center positions of the lower adsorp-
tion member 66 of the lower holder 68 and the master
medium 63, and the upper adsorption member 67 of the
upper holder 69 and the master medium 64 are
matched, respectively, and the master mediums 63, 64
are adsorbed by the lower adsorption member 67 and
the upper adsorption member 67, respectively.
[0175] Then, while the upper holder 69 and the lower
holder 68 are in the open state, that is, the state in which
there is a separation therebetween, a slave medium 62,
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which has been subjected to an initial magnetization in
the planar direction or in the perpendicular direction in
advance, is positioned wherein the center position
thereof is matched and set; after which the upper holder
69 is moved to approach the lower holder 68 thereby
performing the closing operation; by the slidably con-
tacted engagement between the flange portion 68a of
the lower holder 68 and the flange portion 69a of the
upper holder 9, the space in the interior of the holder 61
is hermetically sealed. The vacuum suction means ex-
pels air from the interior space of the holder 61 so as to
depressurize said space, and to obtain a predetermined
degree of vacuum. In this manner, by the external force
(atmospheric pressure) that operates in correspond-
ence to the degree of vacuum on the upper holder 69,
conjoining force is added so as to move the upper holder
69 towards the lower holder 68 and sandwich the slave
medium 62 between the upper and lower master medi-
ums 63, 64 to conjoin said slave medium 62 and said
master mediums 63, 64 uniformly under a predeter-
mined conjoining force.
[0176] Then, the upper and lower magnetic field ap-
plying apparatuses 65 are made to approach the upper
and lower faces of the holder 61, said holder 61 is rotat-
ed and a transfer magnetic field is applied, while said
holder 61 is rotating, in the direction substantially the
opposite of that in which the initial magnetization current
was applied. The transfer magnetic field applied when
the magnetic transfer is performed is absorbed by the
pattern of the protrusion portions formed by the pliable
magnetic body of the transfer pattern on the master me-
diums 63, 64 and conjoined with the respective record-
ing surfaces of the slave medium 2, and as a result: in
the case of planar recording, the initial magnetization of
this portion is not inverted, whereas the initial magneti-
zation of the other portions is inverted; in the case of
perpendicular recording, the initial magnetization of this
portion is inverted, whereas the initial magnetization of
the other portions is not inverted, and the magnetic pat-
tern corresponding to the transfer pattern of the master
mediums 63, 64 is transferred and recorded on the re-
spective magnetic recording portions of the slave medi-
um 62.
[0177] According to the current embodiment, a holder
61 configured so as to conjoin a master medium 63 and
a master medium 64 are opposingly conjoined with the
opposite recording surfaces of a slave medium 62 is pro-
vided; wherein, by setting the center positions of the
master mediums 63, 64, and the slave medium 62 so
that the amount of eccentricity between said respective
center positions is less than or equal to 100 um, contact
across the entirety of the respective surfaces of the mas-
ter mediums 63, 64 and the slave medium 62, wherein
the contact force at the contact regions of said master
mediums 63, 64 and the slave medium 62 is uniform,
can be realized, the application of localized contact
force can be prevented, and the occurrence of damage
to the edges due to contact on only one side can be pre-

vented. Further, by accurately matching the center po-
sitions of the master mediums 63, 64 and slave medium
62, a transfer signal having a desired performance level
can be recorded.
[0178] Hereinafter, yet another embodiment accord-
ing of the present invention will be explained. Fig. 11 is
a perspective view of the main portion of the transfer
state of a magnetic transfer apparatus, which imple-
ments the magnetic transfer method according to an
embodiment of the present invention, in the transfer
state. Fig. 12 is a cross-sectional view of a magnetic
transfer apparatus in the conjoined state. Fig. 13 is a
schematic drawing of a measuring microscope for use
in adjusting the position of the master medium. Figs. 14
and 15 are plan views of the position adjustment proc-
ess for a master medium. Fig. 16 is a cross-sectional
drawing of the main part of a magnetic transfer appara-
tus according to the current embodiment in the state be-
fore close contact.
[0179] The magnetic transfer apparatus 70 shown in
Fig. 11 is an apparatus for pressure conj oining, by use
of a pressure applying means (a press mechanism),
which is not shown in the drawing, the data bearing sur-
face of a disk shaped master medium 73 on which a
pattern corresponding to the transfer data such as a ser-
vo signal has been formed, and the recording surface
of a disk shaped slave medium 62 formed of a magnetic
recording medium for receiving the transfer from the
master medium, between a first base plate 76 (a rota-
tional base plate) and a second base plate 77 (a press-
ing member) as shown in Fig. 12 to form a conjoined
body, and applying a transfer magnetic field thereto by
use of a magnetic field applying apparatus 75 disposed
on the upper and lower sides of said conjoined body.
The master medium 73 is disposed on the upper portion
of the first (lower) base plate 76, and the slave medium
72 is disposed on the lower portion of the second base
plate 77, above the master medium 73.
[0180] The first (lower) base plate 76 is provided with
a slave support axis 94 for positioning the central aper-
ture 72a of the slave medium 72 at the center position
of the upper portion of a base member 93, and a master
supporting member 95 for supporting the master medi-
um 73 is provided on the outer circumference of this
slave support axis 94. The master supporting member
95 is provided so that the position thereof is adjustable
in the x, y axes relative to the slave support axis 94.
[0181] The position of the master supporting member
95, on which the master medium 73 is being supported,
is adjusted so that the center position of the pattern 86
(refer to Fig. 14) formed on said master medium 73 is
matched to the center position of the slave support axis
94 and fixed in the matched position as described below;
wherein the matching of the positions of said master me-
dium 73 and the slave medium 72 supplied above said
master medium 73 are is performed by coupling the cen-
tral aperture 72a of said slave medium 72 with the slave
support axis 94.
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[0182] The slave medium 72 is a disk shaped record-
ing medium such as a hard disk, on which a magnetic
recording layer has been formed on both surfaces there-
of. The slave support axis for supporting this slave me-
dium 72 is formed as a protrusion, and the outer diam-
eter thereof is formed so as to be of substantially the
same diameter as the central aperture 72a of the slave
medium 72; whereby upon the positioning of the central
aperture 72a of the slave medium onto the slave axis
94, the center position of said slave medium 72 is sup-
ported so as to be matched to the standard centering
position of the slave support axis 94. The slave support
axis 94 is formed so that the amount thereof protruding
above the upper surface of the master medium 73 is less
than the thickness of the slave medium 72 (for cases in
which a depression portion is formed at the center po-
sition of the second base plate 77, the height may be
taller).
[0183] Meanwhile, the master medium 73 is formed
as a ring shape having an inner aperture of which the
diameter thereof is larger than the outer diameter of the
slave support axis 94, and although it is not shown in
detail, the master medium 73 is provided with a transfer
data bearing surface on one surface thereof (the upper
surface in the drawing) , which consists of a micro une-
ven pattern 86 formed as a concentric to the ring shaped
track, and the face opposite thereto (the bottom face in
the drawing) is supported on the upper surface of the
master supporting member 95.
[0184] The base member 93 of the first base plate 76
is formed in a disk shape, and the slave support axis 94
is provided upright at the center portion of the upper sur-
face thereof so as to pass through the lower and upper
surfaces of the master supporting member 95. The mas-
ter supporting member 95 is disposed on the outer cir-
cumference of the base member 93 of the first base
plate 76, and comprises, for example, guides 96 in two
perpendicularly intersecting directions that are provided
with an x direction movement portion and a y direction
movement portion stacked one upon the other so as to
be movable in the x and y direction; wherein the amount
of movement in each of the two directions is adjustable
by use of an adjustment mechanism (not shown), and
each of said x direction movement portion and y direc-
tion movement portion can be fixed in position so as to
be immobile after the adjustment has been performed.
The master medium 73 is supported by suction or the
like on the upper surface of this master supporting mem-
ber 95: for example, a plurality of suction pores is
opened on the upper surface of the master support
member 95, and the master medium 73 loaded thereon
is fixed in place by air suction.
[0185] The first base plate 76 is provided so as to be
removable from the transfer position; the first base plate
76 is transferred to the measuring microscope 80 shown
in Fig. 13, and the center position of the pattern 86
formed on the master medium 73 is adjusted so as to
be matched with the center position of the slave support

axis 94. Note that the first base plate 76 is rotated by a
rotational driving means (not shown).
[0186] The second base plate 77 is formed as a disk
the same as the first base plate 76; this second base
plate 77 constitutes the pressure applying means, and
is provided so as to be movable in the vertical direction
by a rising and falling mechanism (not shown), wherein,
the pressure from a cylinder or the like is applied by a
mechanism (not shown).
[0187] The measuring microscope 80 shown in Fig.
13 comprises: a base 81; and a support post 82 erected
on said base 81 perpendicular to the upper surface
thereof; and an observation portion 83 formed of an op-
tical system which is supported on said support post 82
and movable in the vertical direction. A stage 84, which
is movable in the XY directions, is provided on the upper
surface of the base 81; said stage 84 is moved in the x
direction and the y direction by the operation of a handle
85. Although not shown in the drawing, the stage 84 is
provided with a movement amount detecting means for
detecting the amount of movement thereof; a computing
portion (a personal computer) performs various compu-
tations based on a detection by the detecting means;
and a display portion for displaying coordinates and the
like.
[0188] The first base plate 76 is loaded onto the stage
84 and can be moved while being observed by the ob-
servation portion; a plurality of reference points 86a (re-
fer to Fig. 14) or a mark 88 (refer to Fig. 17) are plotted
as the base points in the field of vision, a nearly circular
shape is described and computations can be performed
to derive the center position thereof; the coordinates of
said center position are then displayed on the display
portion. Further, the center position of the slave support
axis 94 is measured in the same manner, and the coor-
dinates thereof are displayed on the display portion.
Note that it is preferable, when position matching is per-
formed, to display the amount of deviation between the
coordinates of the two center positions.
[0189] The positioning of the master medium 73 by
use of the measuring microscope 80 will be explained
based on Figs. 14 and 15. First, as shown in Fig. 14, in
the state in which the master medium 73 has been load-
ed onto the master supporting member 95 by a manual
operation or the like, the center position of the pattern
86 of the master medium 73 is misaligned with respect
to the center position of the slave support axis 94 (in Fig.
14, displaced downward and to the left), and is in an
eccentric state. Then, the first base plate 76 is loaded
onto the stage 84 of the measuring microscope 80, and
by observing with the observation portion 83 and oper-
ating the stage 84, the center position of the slave sup-
port axis 94 is obtained, and the center position of the
pattern 86 of the master medium 73 is obtained in the
same manner by, for example, plotting the plurality of
starting point signals occurring for the plurality of frames
on the outer circumferential track as reference points
86a and performing the computations to obtain the cent-
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er position of said pattern 86; the positions of both the
pattern 86 of the master medium 73 and the slave sup-
port 94 are matched by moving the master supporting
member 95 in the x and y directions (upward and to the
right in the drawing) to adjust the position thereof,
wherein by repeating this position adjusting operation,
said both center positions can be matched, as shown in
Fig. 15, and the master supporting member 95 can then
be fixed in the center position matched state.
[0190] Note that instead of measuring a portion of the
pattern 86 as reference points 86a, as shown in Fig. 17,
a position matching mark 88 can be formed together
with the pattern 86, and this mark 88 can be measured
by use of the measuring microscope 80 and the center
position of the pattern 86 obtained. The mark 88 can be,
for example, a plurality of points along a circle on the
outer portion of the pattern 86, concentric therewith.
[0191] The magnetic field applying means 75 shown
in Fig. 11 comprises: electromagnetic apparatuses 89,
89 disposed on both upper and lower sides, which are
each formed of a core 91 having a gap 90 extending in
the radial direction of the slave medium 72 and the mas-
ter medium 73, around which a coil 92 has been wound;
and applies a transfer magnetic field, which is generated
in the direction parallel to the track direction, in the same
direction from both the upper and lower sides. Note that
the magnetic field applying means 75 a can also be con-
figured of permanent magnet apparatuses instead of
electromagnetic apparatuses, and can also be disposed
on only one side.
[0192] When the magnetic transfer field is to be ap-
plied, the slave medium 72 and the master medium 73
are rotated as an integral unit, that is, as a conjoined
body, and the magnetic field applying means 75 applies
a transfer magnetic field thereto while said conjoined
body is rotating; whereby the transfer data of the master
medium 73 is transferred and recorded onto the entire
track circumference of the slave medium 72. Alterna-
tively, the magnetic field applying means 75 can be pro-
vided so as to be rotatable. Further, in order to permit
the opening and closing operation of the first base plate
76 and the second base plate 77, the magnetic field ap-
plying means 75 can be provided so that the electro-
magnetic apparatus 89 moves away therefrom to a
standby position.
[0193] Next the operation of the magnetic transfer ap-
paratus 70 described above, that is, the magnetic trans-
fer method will be explained. First, as shown in Fig. 16,
the second base plate 77 is raised and maintained in
the preconjoinment state, and after the center position
of the pattern 86 of the master medium 73 which is sup-
ported in the master supporting member 95 of the first
base plate 76, has been matched with the center posi-
tion of the slave support axis in advance in the manner
as described above, the slave medium 72 is conveyed
onto said master medium 73, and the central aperture
72a thereof is emplaced over the slave support axis 94
and the slave medium 72 is thereby loaded. By perform-

ing the position matching by use of this slave support
member 94, the center position of the pattern 86 of the
master medium 73 can be matched with the rotational
center of the slave medium 72 with a high degree of ac-
curacy.
[0194] Then, the second base plate 77 is lowered by
the pressure applying means, whereby the pressing sur-
face of the second base plate 77 is bought into contact
with the upper surface of the slave medium 72, and this
slave medium 72 is pressed so that the lower surface
thereof (the magnetic recording surface) is brought into
close contact and conjoined with the upper surface (the
data bearing surface) of the master medium 73 at a pre-
determined pressure. Next, the both the upper and low-
er magnetic field applying apparatuses 89, 89 are made
to approach the conjoined body formed by the conjoined
master medium 73 and slave medium 72, and apply the
transfer magnetic field thereto while the first base plate
76 and the second base plate 77 are being rotated sub-
stantially one full rotation; whereby the magnetic pattern
corresponding to the transfer data borne on the master
medium is transferred and recorded on the recording
surface of the slave medium 72.
[0195] After the magnetic transfer has been complet-
ed, the second base plate 77 is raised thereby releasing
the pressure, the slave medium 72 to which the transfer
has been made is separated from the master medium
73, and removed and conveyed. Then, in a separate
process, the slave medium 72 is inverted and again set
onto the slave support axis 94, and the opposite surface
thereof is conjoined with the master medium 73 and a
magnetic transfer is performed in the same manner as
described above.
[0196] Further, as shown in Fig. 18, the apparatus can
be configured so as to perform the magnetic transfer on
both recording surfaces of the slave medium 72 concur-
rently. The lower-side first base plate 76, in the same
manner as described above, is provided with a slave
support axis 94 for positioning the central aperture 72a
of the slave medium 72 at the center position of the up-
per portion of a base member 93, and a master support-
ing member 95 for supporting the master medium 73 is
provided on the outer circumference of this slave sup-
port axis 94; wherein the center position of the pattern
86 formed on the master medium is matched with the
center position of the slave support axis 94. A position-
ing hole 94a is provided at the center position of the
slave support axis 94.
[0197] Meanwhile, the second base plate 77 is pro-
vided with: a positioning pin 98 at the center position of
the lower portion of the base 97 for insertion into the
positioning hole 94a of the slave support axis 94; a mas-
ter supporting member 99 for supporting a master me-
dium 74 on the outer circumferential area of this posi-
tioning pin 98; wherein the center position of the pattern
86 formed on the master medium 74 is matched with the
center position of the position matching pin 98 and fixed
in place at said matched position.
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[0198] Then, when the magnetic transfer is to be per-
formed, the slave medium 72 is conveyed onto said
master medium 73 supported in the master supporting
member 95 of the first base plate 76, and the central
aperture 72a thereof is emplaced over the slave support
axis 94 and the slave medium 72 is loaded; whereby the
rotational center of the slave medium 72 and the center
position of the pattern 86 formed on the lower-side mas-
ter medium 73 are matched. Then, the second base
plate 77 is lowered to insert the positioning pin 98 into
the positioning hole 94a of the slave support axis 94,
whereby the rotational center of the slave medium 72
and the center position of the pattern 86 formed on the
upper-side master medium 73 supported in the master
supporting member 9 of the second base plate 77 are
matched. Next, the upper and lower surfaces of the
slave medium 72 are conjoined with the respective data
bearing surfaces of the lower master medium 73and the
upper master medium 74 at a predetermined pressure,
and the transfer magnetic field is applied thereto to con-
currently record the magnetic pattern corresponding to
the transfer data borne on the respective master medi-
ums 73, 74 to the respective recording surfaces of the
slave medium 72.
[0199] The slave medium 72 is subjected to an initial
magnetization process in advance. This initial magnet-
ization (direct current degaussing) consists of generat-
ing a magnetic field of a magnetic field intensity distri-
bution having a magnetic field intensity portion of an in-
tensity equal to or greater than that of the magnetic co-
ercive force of the slave medium 72, on at least one or
more positions of the track direction; wherein by rotating
the slave medium 72 or the magnetic field in the track
direction, the initial magnetization can be performed on
all tracks. Further, it is more preferable that a magnetic
field of a magnetic field intensity distribution having a
magnetic field intensity portion equal to or greater than
the magnetic coercive force of the slave medium 72 in
only one direction at the position of the track direction,
and a magnetic field intensity in the opposite direction
less than the magnetic coercive force Hcs of the slave
medium 72, is produced by generating a magnetic field
of a magnetic field intensity at a portion of the track di-
rection thereof; wherein by rotating the slave medium
72 or the magnetic field in the track direction, the initial
magnetization can be performed on all tracks.
[0200] Further, the transfer magnetic field is applied
in the track direction opposite that in which the initial
magnetization magnetic field has been applied; there
are no track directions in which the magnetic field inten-
sity exceeds the maximum value of the optimal magnet-
ic field intensity range (0.6-1.3 times the coercive mag-
netic force of the slave medium 72), and a magnetic field
intensity within the optimal magnetic field intensity range
is present on at least one or more places in at least one
track direction. Further, the magnetic intensity in the op-
posite track direction is less than the optimal transfer
magnetic field intensity in any track direction position

across the entire recording surface area of the slave me-
dium 72.
[0201] According to the current embodiment, when
the magnetic transfer is to be performed: the center po-
sition of the pattern 86 formed on the master medium
73 is matched in advance with the center position of the
slave support axis 94 and supported in said position-
matched position; the slave medium 72 is conveyed on-
to said master medium 73; by matching the positions of
said slave medium 72 and said master medium 73, of
which the position thereof has been matched and sup-
ported on the slave support axis 94, and then conjoining
said master medium 73 and said slave medium 72, the
center position of the slave medium 72 and the center
position of the magnetic pattern 86 can be matched with
a high degree of accuracy, whereby the positional accu-
racy obtained between the slave medium 72 to which
the transfer has been made and the rotational center of
the drive apparatus when said slave medium is loaded
therein can be raised. Once a master medium 73 has
been accurately positioned and fixed in place, a plurality
of slave mediums 72 can be supplied to said master me-
dium 73, wherein favorable magnetic transfers can be
performed efficiently and successively, while the accu-
racy of the positioning is ensured, whereby an improve-
ment in productivity can be obtained.
[0202] Note that according to the current embodi-
ment, the master supporting member 95 is movable in
the X and Y directions. However, for cases in which the
master supporting member is a fixed position type sup-
porting member, the master medium 73 can be moved
directly to match the position thereof.
[0203] Hereinafter, still yet another embodiment of the
present invention will be explained. Fig. 19 is a cross-
sectional view of the main portion of a magnetic transfer
apparatus implementing the magnetic transfer method
according to an embodiment of the present invention.
Fig. 20 is a plan view of the pressure applying base ac-
cording to the current embodiment. Note that each of
said drawings is a model drawing, wherein the dimen-
sions of the portions shown therein are different from
the actual ratios thereof.
[0204] According to the magnetic transfer apparatus
100 shown in Fig. 19, which is an apparatus for perform-
ing single sided successive magnetic transfers, when a
magnetic transfer is to be performed: the slave surface
(a magnetic recording surface) of a slave medium 102
(a magnetic recording medium), which has been sub-
jected to an initial magnetization process in advance, is
brought into close contact with the data bearing surface
of a master medium 103, and conjoined therewith by a
pressure applying means 104 at a predetermined pres-
sure to form a conjoined body; this conjoined body is
then rotated by a rotating means 105; and a magnetic
field applying means 106 applies a transfer magnetic
field to said rotating conjoined body to transfer and
record the servo pattern signal data borne on the data
bearing surface of the master medium 103 to the record-
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ing surface of the slave medium 102. According to this
magnetic transfer, when the conjoined body formed of
the conjoined master medium 103 and slave medium
102 is rotated by the rotational drive of the rotating
means 105, the pressure applying means 104 applies
pressure so as to not constrain the force component oc-
curring in the rotational direction.
[0205] The slave medium 102 is a disk shaped record-
ing medium such as a hard disk, a flexible disk or the
like, on which a magnetic recording layer has been
formed on both surfaces thereof. The slave medium 102
is subjected to an initial magnetization process in ad-
vance. This initial magnetization (direct current de-
gaussing) consists of generating a magnetic field of a
magnetic field intensity distribution having a magnetic
field intensity portion of an intensity equal to or greater
than that of the magnetic coercive force Hcs of the slave
medium 102, on at least one or more positions of the
track direction; wherein by rotating the slave medium
102 or the magnetic field in the track direction, the initial
magnetization can be performed on all tracks. Further,
it is more preferable that a magnetic field of a magnetic
field intensity distribution having a magnetic field inten-
sity portion equal to or greater than the magnetic coer-
cive force Hcs of the slave medium 102 in only one di-
rection at the position of the track direction, and a mag-
netic field intensity in the opposite direction less than
the magnetic coercive force Hcs of the slave medium
102, is produced by generating a magnetic field of a
magnetic field intensity at a portion of the track direction
thereof; wherein by rotating the slave medium 102 or
the magnetic field in the track direction, the initial mag-
netization can be performed on all tracks.
[0206] The slave medium 102, disposed on the lower
side as shown in Fig. 19, is supported on the upper sur-
face of a discoid rotational base plate 151 of a rotating
means 105. A rotational axis 152 is provided on the cent-
er of the bottom surface of the rotational base plate 151,
and the rotation axis 152 is rotatably supported in a
bearing member 153. Rotational force from a sprocket
(not shown) in a drive motor is transferred to this rotation
axis 152 via a transfer member such as a timing belt, a
chain or the like, by a mechanism employing a rack and
pinion gear or the like, or directly from a motor, a rotary
actuator (air or oil pressure), or the like; whereby the
rotational base plate 151 is rotated substantially one full
rotation at a predetermined speed when the magnetic
transfer is to be performed.
[0207] The master medium 103 is formed in a disk
shape, and has a transfer data bearing surface, which
consists of a micro uneven pattern formed of a pliable
magnetic layer, on one surface thereof; this data bearing
surface is that which is to be conjoined with a recording
surface of the slave medium 102. The surface of the
master medium 103 opposite that of the data bearing
surface is supported on the lower surface of the disk
shaped pressing base plate 141 of the pressure apply-
ing means 104; this pressing base plate 141 presses

the master medium 103 against the slave medium 102.
[0208] A pressure applying base 142 is disposed on
the upper portion of the pressing base plate 141. The
pressing base plate 141 is supported on this pressure
applying base 142, and is movable in the contact and
separation directions relative to the rotational base plate
151, in the vertical direction. Further, a pressure transfer
mechanism that does not constrain the force component
in the rotational direction between the pressure applying
base 142 and the pressing base plate 141 is provided.
[0209] The pressure applying base 142 is provided
with a circumferential wall 142b extending downward
from the outer circumference of a round plate portion
142a, and an engaging stopper portion 142c is formed
on the lower edge portion of this circumference wall
142b as a portion protruding into the interior thereof. A
rod 142d is attached to the upper portion of the pressure
applying base 142, and is formed so as to connect with
a raising and lowering mechanism (not shown) so as to
movable up and down. A plurality of ball bearings 143a,
which constitutes a pressure transfer mechanism 143,
is provided within the bottom surface of the pressure ap-
plying base 142. The pressing base plate 141 is provid-
ed on the upper portion of the engaging stopper portion
142c at the bottom surface of the round plate portion
142a of the pressing base 142. The pressing base plate
141 is supported on the engaging stopper portion 142c
when the pressure applying base 142 is raised, and
moved as an integral unit therewith; when the pressure
applying base 142 is lowered so as to conjoin the master
medium 103 and the slave medium 102, the ball bear-
ings 143a pressure contact the upper surface of the
pressing base plate 141 to become thrust bearings and
transfer the pressure.
[0210] The pressure applying base 142 is fixed in the
rotational direction, and the rotation of the pressing base
plate 141 and the rotational base plate 151 as an integral
unit is permitted by the rotation of the ball bearings 143a.
When pressure is applied, the pressing base plate 141
is provided so as to be slightly movable up and down
within the pressure applying base 142, so that the en-
gaging stopper portion 142c is separated from said
pressing base plate 141.
[0211] As shown in Fig. 20, a depression portion 142e
is formed on the upper surface of the pressing base
plate 141 for insertion of the head portion of a magnetic
field applying means 106; said magnetic head is config-
ured so as to approach the contact surfaces of the mas-
ter medium 103 and the slave medium 102 and apply a
transfer magnetic field thereto. It is preferable that the
ball bearings 143a are not disposed on the portion of
the bottom surface of the corresponding to the depres-
sion portion 142e. The ball bearings 143a are provided
with springs, and it is preferable that said ball bearings
142a be provided so that all of said ball bearings 143a
thrust out and retract so as to contact the upper surface
of the pressing base plate 141 and press thereagainst
with a uniform force.
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[0212] Further, the center positions of the rotational
base plate 151 and the pressing base plate 141 are de-
termined by a positioning mechanism 107 provided in
an area more outward than the master medium 103 and
the slave medium 102. In the case of the apparatus
shown in the drawing, a plurality of positioning pins 171
are provided upright on the rotational base plate 151,
and positioning holes 172 are opened on the pressing
base plate 141; the positioning of the center positions
of the master medium 103 and the slave medium 102 is
carried out by coupling said positioning pins 171 and
said positioning holes 172. Further, the rotational force
of the rotational base plate 151 is transferred through
this positioning mechanism 107 to the pressing base
plate 141. The rotational force is transferred by the con-
joinment force of the master medium 103 and the slave
medium 102. The distal ends of the positioning pins 171
are provided in a tapered form; whereby the coupling
thereof with the positioning hole is facilitated.
[0213] The magnetic field applying apparatus 106 for
applying the transfer magnetic field comprises: an elec-
tromagnetic apparatus provided with a core around
which a coil has been wound and having a head portion
extending in the radial direction of the conjoined master
medium 103 and slave medium 102, which are support-
ed in the rotational base plate 151 and the pressing base
plate 141; or a permanent magnet apparatus disposed
on one or both sides of the conjoined body. The mag-
netic field applying apparatus 106 applies a transfer
magnetic field direction parallel to the track direction,
and in the direction substantially the opposite of that in
which the initial magnetization magnetic field was ap-
plied. Note that the magnetic field applying apparatus
106 is provided at a position wherein it does not interfere
with the pressure applying base 142 when it is raised or
lowered.
[0214] The transfer magnetic field is applied so that
there are no magnetic field intensities exceeding the
maximum value of the optimal magnetic field intensity
range (0.6-1.3 times the coercive magnetic force of the
slave medium 102) in any track direction, and a mag-
netic field intensity within the optimal magnetic field in-
tensity range is present on at least one or more places
in one track direction. Further, the magnetic intensity in
the opposite track direction is less than the optimal
transfer magnetic field intensity in any track direction po-
sition across the entire recording surface area of the
slave medium 102.
[0215] According to the magnetic transfer performed
by the magnetic transfer apparatus 100 comprises the
steps of: first, raising the pressing base plate 141, on
which the master medium 103 has been positioned and
fixed in said position, together with the pressure apply-
ing base 142; and positioning the center position of the
slave medium 102 on the upper surface of the rotation
base plate 151 and fixing the slave medium 102 in said
position, while in the state in which sufficient space has
been opened between the rotation base plate 151 and

the slave medium 102 to facilitate the removal and load-
ing operations thereof. Next, the pressure applying base
142 is lowered, and while the positions of the rotation
base plate 151 and the pressing base plate 141 are be-
ing matched by use of the positioning mechanism 107,
the transfer data bearing surface of the master medium
103 is conjoined with the recording surface of the slave
medium 102 at a predetermined pressure provided
through the pressure transfer mechanism 143. Contin-
uing, the drive motor is activated and the drive axis 152
is driven, whereby the rotational base plate 151 and the
pressing base plate 141, which are connected through
the positioning mechanism 107, are rotated as an inte-
gral unit; at the same time, the transfer magnetic field is
being applied to the rotating conjoined body, whereby
the transfer data such as a servo signal or the like
formed on the transfer data bearing surface of the mas-
ter medium 103 is magnetically transferred and record-
ed onto the recording surface of the slave medium 102.
[0216] According to the current embodiment, the
pressing base plate 141 of the pressure applying means
104, by the action of the pressure transfer mechanism
143 constructed by the ball bearings 143a, does not
constrain the force component occurring in the rotation-
al direction when the conjoined body is being rotated
and the transfer magnetic field is applied, and the press-
ing base plate 141 rotates around the rotational center
of the rotational base plate 151, independently of the
pressure applying base 142, while applying the pres-
sure. In this manner, no drive load due to the rotation is
applied to the pressure applying base 142, and the slave
medium 102 and the master medium 103 are rotated as
an integral unit wherein no slippage occurs therebe-
tween; whereby a magnetic transfer with a high degree
of accuracy can be performed.
[0217] Fig. 21 is a cross-sectional view of the main
part of a magnetic transfer apparatus 100 provided with
a pressure transfer mechanism 144 according to anoth-
er embodiment of the present invention.
[0218] According to the current embodiment, the
pressure transfer mechanism 144 is formed by an air
gap. The pressing base plate 141 is structured in the
same manner as described above, and is supported be-
tween the round plate portion 142a of the pressure ap-
plying base 142 and the engaging stopper 142c. A plu-
rality of air expelling pores 144a is opened on the bottom
surface of the round plate portion 142a of the pressure
applying base 142. An air channel 144b that passes
through to the air expelling pores 144a is provided
through the interior of the round panel portion 142a; this
air channel leads to the exterior portion and connects to
a pressurizing source (not shown), and supplies com-
pressed air.
[0219] When the pressing base plate 141 has been
lowered during application of pressure, said pressing
base plate 141 is separated from the pressure applying
base 142 by the air expelled from the air expelling pores
144a of said pressure applying base 142, which is ex-
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pelled toward the upper surface of the pressing base
plate 141, and the pressure is transferred in the state in
which an air gap has been formed between the pressure
applying base 142 and the pressing base plate 141. The
rotation of the pressing base plate 141 and the rotational
base plate 151 as an integral unit, which is independent
in relation to the pressure applying base 142, is permit-
ted by the non-contact sliding mobility provided by the
air gap. Otherwise, the components are the same as
those shown in Fig. 19, and the magnetic transfer is per-
formed in the same manner as occurred in the embod-
iment shown therein.
[0220] According to the current embodiment as well,
the pressing base plate 141 of the pressure applying
means 104, by the action of the pressure transfer mech-
anism 144 constructed by the air gap formed by the ex-
pulsion of the pressurized air, does not constrain the ro-
tational force component in relation to the pressure ap-
plying base 142 when the conjoined body is being rotat-
ed and the transfer magnetic field applied, and the
pressing base plate 141 rotates around the rotational
center of the rotational base plate 151, independently of
the pressure applying base 142, while applying the pres-
sure. In this manner, no drive load due to the rotation is
applied to the pressure applying base 142, and the slave
medium 102 and the master medium 103 are rotated as
an integral unit wherein no slippage occurs therebe-
tween; whereby a magnetic transfer with a high degree
of accuracy can be performed.
[0221] Next, Fig. 22 is a drawing of a pressing base
plate 141 and a rotational base plate 151 having a po-
sitioning mechanism 108 for positioning the master me-
dium 103 and the slave medium 102 according to an-
other embodiment of the present invention, and Fig. 23
is a plan view of the master medium 103 according to
this embodiment.
[0222] The basic configuration of the pressing base
plate 141 and the rotational base plate 151 according to
the current embodiment is the same as that shown in
Fig. 19. The master medium 103 supported in the press-
ing base plate 141 is formed so as to have a larger outer
diameter than that of the slave medium 102 supported
in the rotational base plate 151, and a positioning mech-
anism 108 for positioning the rotational base plate 151
and the master medium 103 is disposed on the portion
of said master medium 103 which is outside of the por-
tion thereof that conjoins with the slave medium 102.
[0223] Four positioning pins 181 are erected on the
rotational base plate 151 that positions and supports the
slave medium 102, and four positioning holes 182 (refer
to Fig. 23) are provided on the master medium 103; the
positioning pins 181 and the positioning holes 182 con-
stitute the positioning mechanism 108. The distal ends
of the positioning pins 181 are provided in a tapered
form, and the coupling thereof into the positioning holes
182 is facilitated thereby.
[0224] According to the current embodiment, when
the conjoining operation is to be performed, the posi-

tioning pins 181 of the rotational base plate 151 are in-
serted into the positioning holes 182 of the master me-
dium 103, whereby the position of the rotational base
plate 151, that is, of the slave medium 102 is matched
to the position of the master medium 103. In this manner,
the complicated positioning operation of matching the
position of the pressing base plate 141 and the position
of the master medium 103 by use of the positioning
mechanism 107 shown in Fig. 19 becomes unneces-
sary, whereby simplification of the positioning operation
can be obtained without a loss in the accuracy thereof.
[0225] Fig. 24 is a drawing of a pressing base plate
141 and a rotational base plate 151 having a positioning
mechanism 109 according to yet another embodiment
of the present invention. The basic configuration of the
pressing base plate 141 and the rotational base plate
151 according to the current embodiment is the same
as that shown in Fig. 19. A positioning mechanism 109
for positioning the rotational base plate 151 and the
master medium 103 is provided at the center portion of
the rotational base plate 151. A large diameter position-
ing pin 191 is provided upright at the center portion of
the rotational base plate 151, and a positioning hole 192
I provided at the center portion of the master medium
103; the positioning pin 191 and the positioning hole 192
constitute the positioning deice 109. The positioning pin
191 passes through the central aperture of the slave me-
dium 102 and protrudes therefrom. The distal end of the
positioning pin 191 is provided in a tapered form, and
the coupling thereof into the positioning hole 192 is fa-
cilitated thereby. Note that the positioning of the slave
medium 102 can also be performed by the insertion of
the positioning pin 191 of the rotational base plate 151
through the central aperture 102a of said slave medium
102.
[0226] According to the current embodiment, when
the pressure applying operation is to be performed, the
positioning pin 191 of the rotational base plate 151 is
inserted into the positioning hole 192 of the master me-
dium 103, whereby the position of the rotational base
plate 151, that is, of the slave medium 102 is matched
to the position of the master medium 103. In this manner,
the complicated operation of matching the position of
the pressing base plate 141 with the position of the mas-
ter medium 103 becomes unnecessary, in the same
manner as shown in Fig. 22, whereby simplification of
the positioning operation can be obtained without a loss
in the accuracy thereof. Further, if the positioning of the
slave medium 102 is performed by use of the positioning
pin 191, the positioning operation can be further simpli-
fied.
[0227] Note that in the reverse to the above-described
embodiment, the master medium 103 can be supported
in the rotational base plate 151 and the slave medium
102 can be supported in the pressing base plate 141.
The fixation of the slave medium 102 and the master
medium 103 in the pressing base plate 141 and the ro-
tational base plate 151, respectively, can be performed
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by adsorption by air suction, for which a suction channel
is formed. Further, it is preferable that small pores are
opened on the portion of the master medium 103 other
than that on which the transfer pattern has been formed,
so that the air on the contact portion of the slave medium
102 can be suctioned off therethrough, whereby no air
remains between the contact surfaces.
[0228] Further, as in each of the embodiments de-
scribed above, there are cases in which one recording
surface of a slave medium 102 is conjoined with the data
bearing surface of a master medium 103 and a single
sided successive magnetic transfer is performed on one
side of the slave medium 103, and cases in which both
recording surfaces of the slave medium 102 are con-
joined with the respective data bearing faces of two
master mediums and a double sided concurrent mag-
netic transfer is performed on both recording surfaces
of the slave medium 102. For cases in which the single
sided successive magnetic transfer is performed, the
slave medium 102 (or the master medium 103) is sup-
ported in the rotational base plate 151 and the master
medium 103 (or the slave medium 102) is supported in
the pressing base plate 141, said master medium 103
and said slave medium 102 are conjoined and a transfer
magnetic field is applied thereto. After the single sided
successive magnetic transfer has been performed, the
opposite surface of the slave medium 102 is conjoined
with a master medium 103 on which an opposite surface
pattern has been formed, and the transfer magnetic field
is applied thereto. For cases in which the double sided
concurrent magnetic transfer is performed, a first master
medium 103 is supported in the rotational base plate
151 and a second master medium 103 is supported in
the pressing base plate 141, the slave medium 102 is
supported sandwiched between both of the master me-
diums 103, 103, and both surfaces of the slave medium
102 are conjoined with the respective surfaces of the
master mediums 103, 103, and the transfer magnetic
field is applied thereto.
[0229] Basically, the magnetic transfer according to
the present invention comprises the steps of: performing
an initial magnetization of the slave medium 102 in ad-
vance by applying a direct current magnetic field in one
direction of the track direction thereof; then, conjoining
the slave surface (a magnetic recording surface) of the
slave medium 102 with the data bearing surface of the
master medium 103, which consists of a pliable mag-
netic layer coated onto the micro uneven pattern formed
on the substrate thereof; and applying a transfer mag-
netic field in the track direction substantially the opposite
of that in which the initial magnetization has been per-
formed, to perform the magnetic transfer. As the result,
the magnetic pattern corresponding to the contact pro-
trusion portions and the space of the depression por-
tions of the pattern formed by the pliable magnetic layer
of the data bearing face of the master medium 103 is
transferred and recorded onto the slave surface (the
track) of the slave medium 102.

Claims

1. A magnetic transfer apparatus (20) comprising:

a conjoining apparatus (25) for conjoining a
magnetic transfer master medium (23) bearing
a data signal and a slave medium (22) provided
with a magnetic recording portion for receiving
the magnetic transfer from the master medium
in a hermetically sealed state,
a pressure applying means (26) for applying a
pressure that presses the slave medium
against the master medium,
a depressurising means (27) for reducing the
pressure occurring in the hermetically sealed
space between the master medium and the
slave medium within the conjoining apparatus
to obtain a degree of vacuum therein,
and a magnetic field applying means (28) for
applying a transfer magnetic field, wherein,
said conjoining apparatus comprises a lower
chamber (31) and an upper chamber (32),
which is movable in the contact and separation
direction relative to said lower chamber, and a
seal element (33) that slidably contact the sur-
face of both the chambers that is parallel to the
contact and separation direction of said cham-
bers so as to hermetically seal the space of the
interior portion formed by said conjoined upper
chamber and lower chamber.
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