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Description

BACKGROUND

1. Technical field

[0001] The present disclosure relates to a flexible port
seal for use in single incision surgical procedures. More
particularly, the present disclosure relates to a flex ible
port seal having multiple, independently movable
throughports.

2. Background Of Related Art

[0002] Methods and apparatus for performing closed
surgical procedures are known. Such procedures greatly
reduce postoperative recovery time and minimize scar-
ring to the patient. These procedures typically involve
inserting one or more access assemblies through the ab-
dominal wall of the patient and insufflating the abdominal
cavity. A laparoscope or other viewing instrument is in-
serted through one of the access assemblies, or directly
through the abdominal wall, to provide the clinician with
an image of the abdominal cavity. The surgeon is then
able to perform the procedure within the abdominal cavity
by manipulating instruments that have been extended
through the access assemblies.
[0003] The number and type of instruments that a sur-
geon may use to complete a closed procedure is limited
by the number, size and configuration of the access as-
semblies that have been inserted into the abdominal cav-
ity. Because traditional access assemblies are config-
ured to provide access for only a single instrument, the
simultaneous use of any additional instruments requires
a corresponding access assembly. For each additional
access assembly necessary to complete the procedure,
an additional incision must be created. Each additional
incision increases the length of the procedure and may
prolong post-operative recovery time.
[0004] Therefore, it is desirable to provide an access
assembly for insertion through a single incision in the
body of a patient which provides multiple ports for receipt
of one or more surgical instruments.
[0005] WO 2008/121294 discloses a flexible port seal
on which the preamble of the independent claim is based.
[0006] Document US 2006/0241651 discloses a sur-
gical port device as disclosed in the preamble of claim 1.

SUMMARY

[0007] According to the invention there is provided a
flexible port seal has recited in claim 1.
[0008] There is disclosed a flexible port seal for inser-
tion through tissue. The flexible port seal generally in-
cludes an outer seal having a proximal end and a distal
end and defines a bore extending from the proximal end
of the outer seal to the distal end of the outer seal. A
support plate is located within the bore of the outer seal

and a throughport extends through the support plate. The
throughport defines a bore for receipt of a surgical instru-
ment such that the throughport forms a fluid tight seal
against a surgical instrument inserted through the
throughport. In an embodiment, the surgical instrument
inserted through the throughport is a cannula. Such a
cannula may be configured to receive other instrumen-
tation therethrough, e.g., clip appliers, graspers, dissec-
tors, retractors, staplers, laser probes, photogenic devic-
es, endoscopes and laparoscopes, tubes and the like.
Alternatively, the throughport may be configured to re-
ceive such other instruments directly therethrough, e.g.,
without requiring a cannula to be inserted first. For the
purposes of this application, the terms "instruments or
instrumentation" will refer to collectively to a cannula or
any of the other types of instrumentation.
[0009] The outer seal has a central portion and an up-
per rim at a proximal end of the central , portion. The
outer seal also has a lower rim at a distal end of the
central portion. The upper and lower rims have a diameter
greater than the diameter of the central portion.
[0010] In an embodiment, the outer seal has a groove
formed in an inner surface of the outer seal for receipt of
the support plate. An outer edge of the support plate is
positioned within the groove formed in the inner surface
of the outer seal. In a specific embodiment, the support
plate is a circular disk. In an alternative embodiment, the
support plate is formed integrally with the outer seal.
[0011] The support plate may include an opening such
that an outer surface of the throughport forms a fluid tight
seal with the opening when the throughport is positioned
through the opening. Alternatively, the support plate, the
outer seal and the throughport are all formed integrally
with each other.
[0012] In an embodiment, the throughport is a hollow
tube extending through the support plate. The through-
port may include an instrument seal located within a bore
of the hollow tube. In one specific embodiment, the in-
strument seal is an hourglass seal. In an alternative spe-
cific embodiment, the instrument seal is a duckbill valve.
[0013] In the present disclosure, the outer seal is
formed of a flexible material, the support plate is formed
of a flexible material and the throughport is formed of a
flexible material.
[0014] There is also disclosed a flexible port seal for
insertion through tissue including an outer seal having a
proximal end and a distal end. The outer seal is formed
of a flexible material and defines a bore extending from
the proximal end of the outer seal to the distal end of the
outer seal. A support plate is integrally formed therewith
of the flexible material and is located within the bore of
the outer seal. A plurality of throughports are provided,
e.g., integrally formed therewith, and may extend through
the support plate and define throughbores for receipt of
cannulas and/or surgical instruments therethrough.
[0015] In an embodiment, instrument seals are formed
within each of the throughports such that the instrument
seals form fluid tight seals against surgical instruments
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inserted through the throughbores of the throughports.
In one specific embodiment, the instrument seals are
hourglass seals. In an alternative specific embodiment,
the instrument seals are duckbill valve type seals. Still
further, the throughports may be hollow tubes without
seals.

DESCRIPTION OF THE DRAWINGS

[0016] An embodiment of the presently disclosed flex-
ible port seal is disclosed herein with reference to the
drawings, wherein:

FIG. 1 is a perspective view of the disclosed flexible
port seal;
FIG. 2 is a top view of the flexible port seal of FIG. 1;
FIG. 3 is a side view of the flexible port seal of FIG.
1 with a plurality of inner throughports and a support
disk shown in phantom;
FIG. 4 is a perspective view, partially shown in sec-
tion, of the flexible port seal of FIG. 1;
FIG. 5 is a perspective view, partially shown in sec-
tion, of a flexible port seal with separable parts;
FIG. 6 is a side view, shown in section, of one em-
bodiment of an inner throughport;
FIG. 7 is a top view of the inner throughport of FIG. 6;
FIG. 8 is a side view, shown in section, of an alter-
native embodiment of an inner throughport;
FIG. 9 is a top view of the inner throughport of FIG. 8;
FIG. 10 is a perspective view of a tissue section hav-
ing an incision therethrough with an underlying body
organ shown in phantom;
FIG. 11 is a perspective view of the flexible port seal
of FIG. 1 prepared for insertion through the incision
in the tissue;
FIG. 12 is a perspective view of the flexible port seal
of FIG. 1 positioned through the incision in the tissue;
FIG. 13 is a side view, partially shown in section, of
the flexible port seal of FIG. 1, with cannula ports
and surgical instruments inserted therethrough and
positioned above the body organ;
FIG. 14 is a side view, partially shown in section, of
an inner throughport with a cannula and surgical in-
strument inserted therethrough; and
FIG. 15 is a side view, partially shown in section, of
an outer seal of the flexible port seal positioned
through the tissue and a surgical instrument posi-
tioned to perform a surgical procedure, according to
an embodiment.

DETAILED DESCRIPTION

[0017] An embodiment of the presently disclosed flex-
ible port seal will now be described in detail with reference
to the drawings wherein like numerals designate identical
or corresponding elements in each of the several views.
As is common in the art, the term ’proximal" refers to that
part or component closer to the user or operator, i.e. sur-

geon or physician, while the term "distal" refers to that
part or component further away from the user.
[0018] Referring to FIGS. 1-3, there is disclosed a flex-
ible port seal 10 for use in single incision surgery. Flexible
port seal 10 is flexible or compressible to allow it to be
inserted through a single incision in the body of a patient
such that after insertion it will expand and seal within the
incision. Additionally, the flexible nature of flexible port
seal 10 allows surgical instruments inserted therethrough
to be manipulated relative to their respective axes and
thus allows a relatively high degree of movement of the
surgical instruments to orient them appropriate to the tis-
sue being operated upon.
[0019] Flexible port seal 10 generally includes an outer
tissue seal 12 having one or more throughports 14, 16
and 18 extending therethrough. Throughports 14, 16 and
18 are provided to receive various surgical cannulas
and/or instruments therethrough. The close proximity of
throughports 14, 16 and 18 allows for unrestricted, inde-
pendent movement of the surgical instruments inserted
therethrough. As best shown in FIGS. 2 and 3, a central
support plate or disk 20 is provided to support through-
ports 14, 16 and 18 within outer tissue seal 12.
[0020] Outer tissue seal 12 and central support disk
20 are formed from a flexible material which, as noted
hereinabove, allows flexible port seal 10 to be com-
pressed and inserted through an incision in the body of
a patient as well as allowing for independent movement
of throughports 14, 16 and 18 extending through support
disk 20. Outer tissue seal 12 and support disk 20 may
be formed of various materials such as, for example, sil-
icone, thermoplastic elastomers, rubber, foam, gel, etc.
Where desired, throughports 14, 16 and 18 may also be
formed from various flexible materials and may be inte-
grally formed therewith.
[0021] With continued reference to FIGS. 1-3, outer
tissue seal 12 includes a central portion 22 having an
upper rim 24 located at a proximal end 26 of central por-
tion 22. A lower rim 28 is located on a distal end 30 of
central portion 22. Upper rim 24 and lower rim 28 aid in
preventing movement of flexible port seal 10 longitudi-
nally through the incision in the patient.
[0022] With specific reference to FIG. 3, throughports
14, 16 and 18 may be attached to, e.g., integrally formed
with and/or extend through, outer tissue seal 12 from a
proximal end 32 of outer tissue seal 12 to a distal end 34
of outer tissue seal 12. It is disclosed that throughports
14, 16 and 18 have different lengths as compared to each
other, and may respectively extend in either direction for
any distance relative to the support disk 20. For example,
any one or more of the throughports 14, 16, 18 may ex-
tend beyond the proximal end 32 of outer tissue seal 12
or may extend to less than the proximal end 32 of the
outer tissue seal 12, e.g., including not extending at all
from the support disk 20. Also, any one or more of the
throughports 14, 16, 18 may extend beyond the distal
end 34 of outer tissue seal 12 or may extend to less than
the distal end 34 of the outer tissue seal 12, e.g., including
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not extending at all from the support disk 20. These dif-
ferences in lengths allow the flexible port seal 10 to be
more easily compressed prior to insertion within an inci-
sion. Furthermore, these differences in lengths may allow
the flexible port seal 10 to accommodate different types
of surgical instrumentation, different surgical procedures,
etc.
[0023] Referring back to FIG. 2, throughports 14, 16
and 18 include respective throughbores 36, 38 and 40
for receipt of surgical cannulas and/or instruments in a
manner described in more detail hereinbelow.
[0024] Referring now to FIGS. 4 and 5, as noted here-
inabove central support disk 20 is provided within outer
tissue seal 12 to support throughports 14, 16, and 18,
within outer tissue seal 12. Central support disk 20 may
be formed integrally with outer tissue seal 12 or may be
provided as a separate component. When provided as a
separate component, a groove 42 may be formed about
an inner surface 44 of central portion 22 of central support
disk 20. Alternatively, groove 42 may be provided at other
locations within outer tissue seal 12. Upon assembly, a
circumferential edge 46 of central support disk 20 fits
within groove 42 by any type of mechanical connection,
e.g., in friction fit fashion, such that circumferential edge
46 forms a fluid tight seal within groove 42.
[0025] In an embodiment, central support disk 20 is
provided with a plurality of holes 48, 50 and 52 for receipt
of throughports 14, 16 and 18, respectively. When posi-
tioned therethrough, outer surfaces 54, 56 and 58 of
throughports 14, 16 and 18, respectively, form fluid tight
seals with holes 48, 50 and 52. It should also be noted
that, due to the flexible nature of central support disk 20
and relatively small longitudinal contact area of central
support disk 20 with throughports 14, 16 and 18, through-
ports 14, 16 and 18 are free to flex relative to central
support disk 20 to allow for independent movement of
surgical cannulas and/or instruments inserted through
throughports 14, 16 and 18 in a manner described in
more detail hereinbelow.
[0026] Referring now to FIGS. 6 and 7, there is shown
an embodiment in which the throughports 14, 16 and 18
are configured to seal directly with an instrument inserted
therein, e.g., without the need for a cannula to be inserted
first. In this embodiment, in order to provide a fluid tight
seal between throughports 14, 16 and 18, for example
throughport 14 shown here, and a surgical instrument
inserted therethrough, throughport 14 is provided with an
internal instrument seal. In this embodiment, the dis-
closed instrument seal is an hourglass type valve or seal
60 formed on an inner surface 62 of throughport 14 and
defining a central opening or passageway 64 for receipt
of a surgical instrument therethrough. Thus, as a surgical
instrument is inserted through a proximal end 66 of
throughport 14 it passes through and seals within central
opening 64 and extends out of a distal end 68 of through-
port 14.
[0027] Likewise, referring to FIGS. 8 and 9, in an alter-
native embodiment, the instrument seal provided within

throughport 14 is a duckbill valve type seal 70 having a
pair of flaps 72 and 74 extending from inner surface 62
of throughport 14. Distal ends 76 and 78 of flaps 72 and
74, respectively, define a slot 80 therebetween for sealing
receipt of a surgical instrument there through. Similar to
hourglass seal 60 described hereinabove, once a surgi-
cal instrument is inserted into proximal end 66 of through-
port 14 it passes through and seals within slot 80 and
extends out of distal end 68 of throughport 14.
[0028] It should be noted that, while the disclosed in-
strument seals formed within throughport 14 have been
illustrated as an hourglass seal 60 (FIGS. 6 and 7) or a
duckbill valve type seal 70 (FIGS. 8 and 9), other types
of seals may be provided within throughports 14, 16 and
18 to seal about surgical instruments inserted there-
through. Furthermore, depending upon the nature of the
surgical instruments to be used through throughports 14,
16 and 18, the instrument seals provided within through-
ports 14, 16, and 18 need not be identical and, in certain
circumstances, may differ from each other.
[0029] Referring now to FIGS. 10-15, and initially with
regard to FIGS. 10 and 11, the use of flexible port seal
10 in a single incision surgical procedure to perform a
surgical procedure will now be described. The procedure
discussed hereinbelow may be any type of surgical pro-
cedure, and is described as a procedure to excise and
remove a body organ for illustrative purposes only. Ini-
tially, a single incision I is formed through a body tissue
T and above a body organ, such as, for example, kidney
K. In this surgical procedure it is desirable to operate on,
and remove, kidney K with multiple surgical instruments
while forming only a single incision I through body tissue
T. With specific reference to FIG. 11, once incision I has
been formed through body tissue T, flexible port seal 10
may be squeezed or compressed to reduce it to a rela-
tively smaller diameter for insertion through incision I. As
noted hereinabove, outer tissue seal 12 is formed of flex-
ible material which allows flexible port seal 10 to be com-
pressed.
[0030] Referring to FIG. 12, once flexible port seal 10
has been inserted through incision I pressure on the outer
tissue seal 12 can be released allowing outer tissue seal
12 to return to its initial uncompressed state within inci-
sion I. As noted hereinabove, outer tissue seal 12 in-
cludes upper rim 24 and lower rim 28. Upper and lower
rims 24 and 28, respectively, are provided to prevent mi-
gration of flexible port seal 10 through incision I in body
tissue T. Once flexible port seal 10 has been positioned
above kidney K, various surgical instruments may be in-
serted through throughports 14, 16 and 18 to operate on
kidney K.
[0031] With specific reference to FIG. 13, as shown,
surgical instrumentation, such as, for example, conven-
tional cannulas 82, 84 and 86 may be inserted through
throughports 14, 16 and 18. Cannulas 82, 84 and 86 in-
clude respective housings 88, 90 and 92. Housings 88,
90 and 92 include respective access tubes 94, 96 and
98 extending distally from housings 88, 90 and 92. With
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reference to cannula 86, for example, housing 92 of can-
nula 86 may be provided with an insufflation port 100
which is connected to a source of insufflation fluid to in-
sufflate the area and within the body beneath tissue T
and about kidney K. Alternatively, the flexible port seal
10 may have additional tubes, ports or connections (not
shown) that separately operate to connect to and provide
insufflation fluid or to provide smoke evacuation if de-
sired. Once the body has been properly insufflated, kid-
ney K may be operated upon to excise it from the sur-
rounding tissue.
[0032] Referring for the moment to FIG. 14, through-
port 18 is illustrated with cannula 86 inserted there-
through. Specifically, access tube 98 is inserted through
throughport 18. As illustrated, throughport 18 is provided
with an instrument seal, such as, for example hourglass
seal 60 which forms a fluid tight seal around access tube
98 inserted therethrough. Alternatively, the cannula 86
may be selected so as to have a tight fit within the through-
bore of the throughport 18, thereby eliminating the need
to have an instrument seal within the throughbore of the
throughport 18. Also, the cannula 86 may include any
type of fixation element, e.g., external threads, ribs, lock-
ing mechanisms, etc., that help maintain the cannula in
position and help maintain the seal betweent he surface
of the cannula 86 and the inner surface of the throughport
18.
[0033] Once cannula 86 has been properly inserted
through throughport 18, a surgical instrument 102 may
be inserted through cannula 86 to perform surgical op-
erations on underlying tissue. Surgical instrument 102
includes a handle 104 having an elongate tubular mem-
ber 106 extending distally from handle 104. Specifically,
elongate tubular member 106 is inserted through a prox-
imal opening 108 in housing 92 of cannula 86 such that
a distal end of 110 of elongate tubular member 106
projects from a distal end 112 of access tube 98 of can-
nula 86. In this manner surgical instrument 102 may be
positioned within the body to perform surgical operations
on underlying tissue.
[0034] As noted hereinabove, central support disk 20
(FIG. 4) forms a fluid tight seal about throughport 18 at
a relatively small contact area B with throughport 18. As
shown in FIG. 14, throughport 18 defines a longitudinal
axis A-A which coincides with the longitudinal axes of
cannula 86 and surgical instrument 102 inserted there-
through. Due to the flexible nature of the throughport 18
and/or central support disk 20, throughport 18 may be
flexed off-axis by manipulation of surgical instrument 102
and/or cannula 86 to reorient surgical instrument 102
along a flexed or offset axis A’-A’. This allows the surgeon
to manipulate or orient surgical instrument 102 at various
locations relative to the tissue being operated upon.
[0035] Referring now to FIG. 15, once surgical instru-
ment 102 has been utilized to operate on underlying kid-
ney K to excise or sever kidney K for harvesting, cannulas
80 to 84 and 86 may be removed from flexible port seal
10 and flexible port seal 10 withdrawn from incision I.

Thereafter, a separate surgical instrument may be uti-
lized to remove the excised kidney K from the body. Al-
ternatively, where outer tissue seal 12 and central sup-
port disk 20 are formed as separate components, central
support disk 20 can be removed from within outer tissue
seal 12 leaving outer tissue seal 12 extending through
incision I. In this situation, outer tissue seal 12 functions
as a relatively large access port through tissue T. A sur-
gical instrument, such as, for example, surgical instru-
ment 102, may be inserted through outer tissue seal 12
and manipulated such that an end effector 114, posi-
tioned on distal end 110 of access tube 98, is utilized to
grasp kidney K and withdraw kidney K from within the
body and through outer tissue seal 12. Alternatively, the
entire flexible port seal 10 may be removed from the in-
cision prior to withdrawing the kidney K through the inci-
sion.
[0036] Once kidney K has been removed from the
body, the single incision 1 can be closed in a conventional
manner. Thus, flexible port seal 10 provides multiple, in-
dependently movable instrument access ports through a
single incision in the patient’s body.
[0037] It will be understood that various modifications
may be made to the embodiments disclosed herein. For
example, as noted hereinabove, the disclosed through-
ports may also be formed of flexible materials to allow
for the use of articulating surgical instruments there-
through. Further, the disclosed flexible port seal may be
provided with multiple throughports in excess of the dis-
closed three throughports. Additionally, the lengths and
diameters of the disclosed throughports need not be
identical but may be varied depending upon the contem-
plated surgical instrumentation to be utilized there-
through. Still further, the throughports need not be
straight as shown, but any one or more may be curved,
bent, or have any other shape suitable to receive a par-
ticular surgical instrument. Also, while the support disk
is shown as being relatively straight, thin and having a
relatively constant thickness, the support disk may be
curved or contoured, may be thicker if desired and/or
may have varying thicknesses over its area, e.g., to im-
prove its flexibility, to improve its sealing capabilities, to
improve its resistance to tearing when manipulated. In
addition, while the support disk is shown as being located
at approximately a longitudinal midpoint of the flexible
port seal, it may instead be located at any location be-
tween the proximal and distal ends of the flexible port
seal. Therefore, the above description should not be con-
strued as limiting, but merely as exemplifications of par-
ticular embodiments. Those skilled in the art will envision
other modifications within the scope of the claims ap-
pended hereto.

Claims

1. A flexible port seal (10) for insertion through tissue
comprising:
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an outer seal (12) having a proximal end (32)
and a distal end (34), the outer seal defining a
bore extending from the proximal end of the out-
er seal to the distal end of the outer seal;
a support plate (20) located within the bore of
the outer seal; and
a plurality of throughports (14, 16, 18) attached
to the support plate and extending distally rela-
tive to the support plate and defining a plurality
of throughbores for receipt of surgical instru-
ments, wherein each of the plur,ality of through-
ports in use forms a fluid tight seal against a
surgical instrument inserted through the
throughport; wherein the outer seal(12), the sup-
port plate and the plurality of throughports are
formed of flexible material such that said outer
seal, said support plate and said plurality of
throughports are configured to be compressed
and inserted through an opening in tissue
characterised in that the plurality of through-
ports (14, 16, 18) have varying lengths.

2. The flexible port seal as recited in claim 1, wherein
the outer seal has a central portion (22) and an upper
rim (24) at a proximal end of the central portion.

3. The flexible port seal as recited in claim 2, wherein
the outer seal has a lower rim (28) at a distal end of
the central portion.

4. The flexible port seal as recited in claim 2, wherein
the upper rim has a diameter greater than a diameter
of the central portion.

5. The flexible port seal as recited in any preceding
claim, wherein the outer seal has a groove (42)
formed in an inner surface (44) of the outer seal for
receipt of the support plate.

6. The flexible port seal as recited in any of claims 1 to
4, wherein the support plate is formed integrally with
the outer seal.

7. The flexible port seal as recited in any preceding
claim, wherein an outer edge of the support plate is
positioned within a groove formed in an inner surface
of the outer seal.

8. The flexible port seal as recited in any preceding
claim, wherein the support plate is a circular disk.

9. The flexible port seal as recited in claim 1, wherein
the support plate is integrally formed with at least
one of the plurality of throughports.

10. The flexible port seal as recited in claim 1, wherein
each of the plurality of throughports is a hollow tube
attached to the support plate.

11. The flexible port seal as recited in claim 9 or 10,
wherein the throughport includes an instrument seal
located within a bore of the hollow tube, preferably
wherein the instrument seal is an hourglass seal (60)
or wherein the instrument seal is a duckbill valve (70).

12. The flexible port- seal as recited in any preceding
claim, wherein one or more of the plurality of through-
ports is straight.

13. The flexible port seal as recited in any preceding
claim wherein the surgical instrument is a cannula.

Patentansprüche

1. Flexible Zugangsdichtung (10) zum Einführen durch
Gewebe, aufweisend:

eine äußere Dichtung (12), die ein proximales
Ende (32) und ein distales Ende (34) hat, wobei
die äußere Dichtung eine von dem proximalen
Ende der äußeren Dichtung zu dem distalen En-
de der äußeren Dichtung verlaufende Öffnung
definiert;
eine Trägerplatte (20), die innerhalb der Öffnung
der äußeren Dichtung angeordnet ist; und
eine Vielzahl von Zugangsdurchlässen (14, 16,
18), die an der Trägerplatte befestigt sind und
relativ zu der Trägerplatte distal verlaufen und
eine Vielzahl von Zugangsdurchlässen zur Auf-
nahme von chirurgischen Instrumenten bilden,
wobei jeder der Vielzahl von Zugangsdurchläs-
sen bei der Verwendung eine flüssigkeitsdichte
Abdichtung mit einem durch den Zugangsdurch-
lass eingeführten chirurgischen Instrument bil-
det; wobei die äußere Dichtung (12), die Träger-
platte und die Vielzahl von Zugangsdurchlässen
aus flexiblem Material gebildet sind, so dass die
äußere Dichtung, die Trägerplatte und die Viel-
zahl von Zugangsdurchlässen dafür konfiguriert
sind, dass sie zusammengedrückt und durch ei-
ne Öffnung im Gewebe eingesetzt werden kön-
nen,
dadurch gekennzeichnet, dass die Vielzahl
der Zugangsdurchlässe (14, 16, 18) unter-
schiedliche Längen hat.

2. Rexible Zugangsdichtung nach Anspruch 1, wobei
die äußere Dichtung einen Mittelteil (22) und einen
oberen Rand (24) an einem proximalen Ende des
Mittelteils hat.

3. Rexible Zugangsdichtung nach Anspruch 2, wobei
die äußere Dichtung einen unteren Rand (28) an ei-
nem distalen Ende des Mittelteils hat.

4. Rexible Zugangsdichtung nach Anspruch 2, wobei
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der obere Rand einen Durchmesser hat, der größer
als der Durchmesser des Mittelteils ist.

5. Rexible Zugangsdichtung nach einem der vorherge-
henden Ansprüche, wobei die äußere Dichtung eine
in einer Innenfläche (44) der äußeren Dichtung ge-
bildete Nut (42) zur Aufnahme der Trägerplatte hat.

6. Flexible Zugangsdichtung nach einem der Ansprü-
che 1 bis 4, wobei die Trägerplatte einstückig mit der
äußeren Dichtung gebildet ist.

7. Rexible Zugangsdichtung nach einem der vorherge-
henden Ansprüche, wobei der äußeren Rand der
Trägerplatte innerhalb einer in einer Innenfläche der
äußeren Dichtung gebildeten Nut angeordnet ist.

8. Rexible Zugangsdichtung nach einem der vorherge-
henden Ansprüche, wobei die Trägerplatte eine
kreisförmige Scheibe ist.

9. Rexible Zugangsdichtung nach Anspruch 1, wobei
die Trägerplatte mit mindestens einem der Vielzahl
von Zugangsdurchlässen einstückig gebildet ist.

10. Rexible Zugangsdichtung nach Anspruch 1, wobei
jeder der Vielzahl von Zugangsdurchlässen ein an
der Trägerplatte befestigtes hohles Rohr ist.

11. Rexible Zugangsdichtung nach Anspruch 9 oder 10,
wobei der Zugangsdurchlass eine I nstrumenten-
dichtung aufweist, die innerhalb einer Öffnung des
hohlen Rohres angeordnet ist, wobei vorzugsweise
die I nstrumentendichtung eine stundenglasförmige
Dichtung (60) ist oder wobei die I nstrumentendich-
tung ein Lippenventil (70) ist.

12. Rexible Zugangsdichtung nach einem der vorherge-
henden Ansprüche, wobei ein oder mehrere der Viel-
zahl von Zugangsdurchlässen gerade sind.

13. Rexible Zugangsdichtung nach einem der vorherge-
henden Ansprüche, wobei das chirurgische Instru-
ment eine Kanüle ist.

Revendications

1. Joint souple pour orifice (10) pour insertion à travers
un tissu comprenant :

un joint externe (12) ayant une extrémité proxi-
male (32) et une extrémité distale (34), le joint
externe définissant un alésage s’étendant de-
puis l’extrémité proximale du joint externe jus-
qu’à l’extrémité distale du joint externe ;
une plaque de support (20) située à l’intérieur
de l’alésage du joint externe ; et

une pluralité d’orifices traversants (14, 16, 18)
attachés à la plaque de support et s’étendant de
façon distale par rapport à la plaque de support
et définissant une pluralité d’alésages débou-
chants pour la réception d’instruments chirurgi-
caux, dans laquelle chaque orifice de la pluralité
d’orifices traversants forme en fonctionnement
un joint étanche au fluide contre un instrument
chirurgical inséré à travers l’orifice traversant ;
dans lequel le joint externe (12), la plaque de
support et la pluralité d’orifices traversants sont
formés de matière souple de sorte que ledit joint
externe, ladite plaque de support et ladite plu-
ralité d’orifices traversants sont configurés pour
être comprimés et insérés à travers une ouver-
ture dans un tissu,
caractérisé en ce que la pluralité d’orifices tra-
versants (14, 16, 18) a des longueurs variables.

2. Joint souple pour orifice selon la revendication 1,
dans lequel le joint externe a une partie centrale (22)
et un rebord supérieur (24) au niveau d’une extrémité
proximale de la partie centrale.

3. Joint souple pour orifice selon la revendication 2,
dans lequel le joint externe a un rebord inférieur (28)
au niveau d’une extrémité distale de la partie cen-
trale.

4. Joint souple pour orifice selon la revendication 2,
dans lequel le rebord supérieur a un diamètre plus
grand qu’un diamètre de la partie centrale.

5. Joint souple pour orifice selon l’une quelconque des
revendications précédentes, dans lequel le joint ex-
terne a une rainure (42) formée dans une surface
intérieure (44) du joint externe pour la réception de
la plaque de support.

6. Joint souple pour orifice selon l’une quelconque des
revendications 1 à 4, dans lequel la plaque de sup-
port est formée d’un seul tenant avec le joint externe.

7. Joint souple pour orifice selon l’une quelconque des
revendications précédentes, dans lequel un bord ex-
terne de la plaque de support est positionné à l’inté-
rieur d’une rainure formée dans une surface intérieu-
re du joint externe.

8. Joint souple pour orifice selon l’une quelconque des
revendications précédentes, dans lequel la plaque
de support est un disque circulaire.

9. Joint souple pour orifice selon la revendication 1,
dans lequel la plaque de support est formée d’un
seul tenant avec au moins un de la pluralité d’orifices
traversants.
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10. Joint souple pour orifice selon la revendication 1,
dans lequel chacun de la pluralité d’orifices traver-
sants est un tube creux attaché à la plaque de sup-
port.

11. Joint souple pour orifice selon la revendication 9 ou
10, dans lequel l’orifice traversant inclut un joint
d’instrument situé à l’intérieur d’un alésage du tube
creux, de préférence dans lequel le joint d’instrument
est un joint en sablier (60) ou dans lequel le joint
d’instrument est une soupape en bec de canard (70).

12. Joint souple pour orifice selon l’une quelconque des
revendications précédentes, dans lequel un ou plu-
sieurs de la pluralité d’orifices traversants sont droits.

13. Joint souple pour orifice selon l’une quelconque des
revendications précédentes dans lequel l’instrument
chirurgical est une canule.
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