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(54) A valve and a method of operating a valve

(57) The invention relates to a valve having a balanc-
ing function for a fluid distribution system. A valve closing
member is movable between a closed position and a fully
opened position. An actuation device is provided for
changing the position of the valve closing member. A
control unit is provided and comprises an electronic
memory adapted to receive and store an opening limita-
tion value, said opening limitation value being represent-
ative of a selected intermediate position between said
closed position and said fully opened position of the valve
closing member, wherein the control unit controls the ac-
tuation device to limit the movement of the valve closing
member to positions from said closed position to said
selected intermediate position. The invention also relates
to a valve system and to a method of operating a valve.
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Description

Technical field

[0001] The present invention relates to a valve having
a balancing function for a fluid distribution system, and
to a valve system comprising such a valve. The present
invention also relates to a method of operating a valve
in a fluid distribution system.

Background art

[0002] Fluid distribution systems, for e.g. heating, cool-
ing and water supply are designed to feed a fluid from a
source to a consumption point. Each consumption point
typically has a calculated and designed flow or differential
pressure requirement. However, depending on the type
of hydronic system, the flow requirement is often variable
over time and can change with factors like seasonality
(e.g. summer or winter), that changes the load from the
consumption points, temperature changes of the system
fluid, changes in consumption of the system fluid (e.g.
for drinking water).
[0003] Control valves are frequently used in fluid dis-
tribution systems and have a variable opening such that
the flow rates can be controlled.
[0004] Balancing and control valves provide an addi-
tional feature/function. To balance the system, a hand
wheel of the valve is turned for presetting a maximum
opening of the valve, i.e. a maximum flow through the
valve. For instance, for a valve having a valve seat with
which a movable valve disc is cooperateable, the me-
chanics coupled to the hand wheel will limit how far from
the valve seat the valve disc is allowed to move. An ac-
tuator of the valve will notice that the valve cannot be
opened more and a control part can therefore be cali-
brated to control the movement of the valve within the
set limits.
[0005] While the presetting function provided by exist-
ing balancing and control valves is beneficial for obtaining
desired flows in, for instance, different parts of a building,
they have the drawback that they are relatively complex
and costly compared to ordinary valves without the bal-
ancing function.

Summary of the invention

[0006] An object of the present invention is to provide
a valve having a balancing function which alleviates the
above mentioned drawbacks of existing valves. This and
other objects, which will become apparent in the follow-
ing, are accomplished by a valve, a valve system and a
method of operating a valve as defined in the accompa-
nying independent claims.
[0007] The present inventive concept is based on the
insight that the existing hand wheels and complex me-
chanics for presetting maximum flow through the valve
can be replaced by a virtual presetting.

[0008] According to a first aspect of the present inven-
tive concept, there is provided a valve having a balancing
function for a fluid distribution system. The valve com-
prises

a fluid inlet and a fluid outlet,
a valve closing member movable between a closed
position, in which fluid is prevented to flow from said
fluid inlet to said fluid outlet, and a fully opened po-
sition,
an actuation device (such as electronic, pneumatic,
hydraulic or mechanical) for changing the position
of the valve closing member,
a control unit comprising an electronic memory
adapted to receive and store an opening limitation
value, said opening limitation value being represent-
ative of a selected intermediate position between
said closed position and said fully opened position
of the valve closing member,
wherein the control unit controls the actuation device
to limit the movement of the valve closing member
to positions from said closed position to said selected
intermediate position.

[0009] Thus, the control unit with its electronic memory
functions as a "virtual hand wheel". The valve may apart
from its balancing function also have a control function.
It may be designed as a balancing and control valve. The
same control unit may be used both for the balancing
function and for the control function. For instance, as-
suming the fully opened position of the valve closing
member is 20 mm from its closed position and it is de-
termined that for appropriate balancing a maximum
opening would be 15 mm from the closed position, then
an opening limitation value corresponding to 15 mm from
closed position is stored in the electronic memory of the
control unit. The control unit will thus recalibrate, such
that the selected intermediate position (e.g. 15 mm from
closed position) becomes the maximum allowable open-
ing of the valve closing member. In other words, the con-
trol function of the control unit will only allow the valve
closing member to move between the closed position (0
mm from closed position) to the selected intermediate
position (e.g. 15 mm from closed position).
[0010] The recalibration can be exemplified as follows.
Assuming that the valve controlling function of the control
unit is based on an input voltage which may vary from 0
V to 10 V, wherein 0 V would result in the control unit
controlling the actuation device to move the valve closing
member to its closed position, and 10 V would result in
the control unit controlling the actuation device to move
the valve closing member to a maximum open position,
and voltages there between would result in varying de-
grees of openness. Before the balancing/presetting has
been done, the maximum open position is the fully
opened position (20 mm in the example above). Howev-
er, after presetting to an intermediate position (15 mm in
the example above), the control unit will recalibrate so
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that an input of 10 V will result in the control unit controlling
the actuation device to only move the valve closing mem-
ber to said intermediate position, and not beyond.
[0011] From the above, it should be understood that
the control unit may be operated to balance a fluid dis-
tribution system by presetting the working area for a sub-
sequent controlling of the flow through the valve. Thus,
said selected (desired) intermediate position may be re-
garded as a presetting of the Kv value, thus for flow con-
trol. The control unit may thus, in at least some exemplary
embodiments, be regarded as having two operating
modes, one for presetting/balancing and one for control-
ling.
[0012] The control unit may be commercially available
control unit already used in valve applications. Examples
of such control units are TA-MC-55, TA-MC55Y and TA-
MC100, provided by TA Hydronics. The control unit may
be updated with an appropriate printed circuit board
and/or with appropriate software or the existing software
may be reprogrammed for enabling an electronic mem-
ory. The opening limitation value can then be stored as
a software value instead of a mechanical limitation. Thus,
unlike the prior art, with the present inventive concept,
the balancing/presetting, i.e. selecting a desired interme-
diate position to be a maximum allowable position, can
be done without a need for someone to turn a hand-
wheel. Furthermore, the complexity (and related costs)
of the valve is reduced.
[0013] The valve closing member may be operated for
regulating a physical property of the fluid. The physical
property may, for instance, be the flow from the inlet to
the outlet, the pressure drop from the inlet to the outlet,
the Kv value and the temperature.
[0014] The inventive concept can be used for various
types of valve closing member. For instance, the valve
closing member could perform a rotating or pivoting
movement, wherein the selected intermediate position
would be at a rotational position between the closed and
fully opened positions of the valve closing member. Ex-
amples of such rotating valves are ball valves and but-
terfly valves. In other embodiments, the valve closing
member could perform a linear or translational move-
ment. For instance, an the valve closing member may be
attached or comprise a valve stem which may be lifted,
suitably in an axial direction, from the closed position of
the valve closing member to various opening degrees.
Thus, the opening limitation value, which is representa-
tive of a selected intermediate position, may in this case
be regarded as a lift limitation value.
[0015] According to a least one exemplary embodi-
ment, a position determining means is operatively con-
nected to the valve closing member for determining its
current position and providing input about the current po-
sition to the control unit.
[0016] According to at least one exemplary embodi-
ment, said actuation device comprises a motor for mov-
ing the valve closing member, and said position deter-
mining means is adapted to measure an actual position

of the motor relative to a reference position of the motor,
wherein the relationship between said actual position and
said reference position is translatable to the current po-
sition of the valve closing member.
[0017] According to at least one exemplary embodi-
ment, said actuation device is connected to a motor for
moving the valve closing member, and said position de-
termining means is adapted to measure an actual posi-
tion of a component connected to the motor relative to a
reference position of said component connected to the
motor, wherein the relationship between said actual po-
sition and said reference position is translatable to the
current position of the valve closing member.
[0018] The position determining means may be one or
more of many conceivable options. For instance, the po-
sition determining means may be a positioning sensor,
such as a magnetic, ultrasonic or optical sensor. The
position determining means may also determine the po-
sition of the valve closing member indirectly. For in-
stance, the movement of the valve closing member can
be effected other moving devices, the motions of which
may be converted to a movement of the valve closing
member. Examples of such a device is a piston moving
in a cylinder and being connected to the valve closing
member by suitable linking. The position of the piston
can be used to determine the position of the valve closing
member. Another option would be in a variable volume
chamber having a separating member, such as a fexible
membrane or a movable piston, wherein the volume
and/or the pressure in the chamber can be used for de-
termining/calculating the position of the valve closing
member. Another possibility, is to detect the rotational
orientation of a drive shaft of the motor, e.g. detecting
the position of one or more cogs of the drive shaft. Yet
another option would be to use a stepper motor opera-
tively connected to the valve closing member, wherein
the number of steps taken from a reference position could
be translatable to a position of the valve closing member.
[0019] With reference to a stepper motor, it is noted
that according to at least one exemplary embodiment,
said actuation device comprises or is connected to a step-
per motor for moving the valve closing member, and said
position determining means is adapted to count the
number of steps taken by the stepper motor relative to a
starting or reference position of the stepper motor, where-
in the number of steps taken is translatable to the current
position of the valve closing member. The translation may
suitably be done by the control unit, however, the trans-
lation could be done by a remote calculating device, e.
g. a control system or computer of a Building Manage-
ment System (BMS). The BMS may send an input signal
to the control unit, which input signal may include the
number of steps to be taken, whereby the control unit
sends an appropriate control signal to the stepper motor.
Alternatively, the input signal includes information about
the change in position of the valve closing member, and
the control unit may calculate how many steps of the
stepper motor corresponds to the change.
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[0020] According to at least one exemplary embodi-
ment, the valve comprises a gear and a motion converter,
wherein the stepper motor is operatively connected to an
input side of the gear and the motion converter is oper-
atively connected to an output side of the gear, wherein
the motion converter is operatively connected to the valve
closing member for converting the motions of the gear
to a movement of the valve closing member. The input
side may suitably be a low torque side which is geared
up to the output side/high torque side. A motion converter
could thus convert rotary gear motion to a linear motion.
For instance, a motion converter could comprise a spin-
dle which comprises two mutually engaging threaded
spindle parts. In other embodiments a motion converter
could comprises a gear wheel engaging a rack gear.
[0021] According to at least one exemplary embodi-
ment, the control unit is adapted to receive a balancing
signal, such as an electronic balancing signal, represent-
ing said opening limitation value and/or said selected in-
termediate position. The electronic balancing signal may
come from any one of several coneivable sources. For
instance, the balancing signal may come from a flow
measuring device operatively connectable to the control
unit. Such a flow measuring device may, for instance, be
connected to pressure ports of the valve. After adjusting
the flow until flow measuring device has detected a de-
sired maximum flow for balancing purposes, the flow
measuring device may send the balancing signal to the
control unit. This may be done via wires or wireless, e.g.
via Bluetooth. The flow measuring device may have a
user interface on which the user activates the transmis-
sion of the electronic balancing signal. Other conceivable
solutions, would be that the flow measuring device is pre-
programmed to detect a specic flow and once detected,
it will automatically send the balancing signal to the con-
trol unit. As an alternative or complement to a flow meas-
uring device for sending the balancing signal the valve
itself may be provided with a user interface, such as a
control panel or a push-button to send the balancing sig-
nal and thereby storing the opening limitation value. In
other embodiments a user interface may be arranged in
a remote position, such as at a control device of a BMS,
at a dedicated control panel or arranged as a wireless
communication device, such as a cell phone, computer
or a remote control.
[0022] Once the balancing has been done and the con-
trol unit has been recalibrated, unless it was already cor-
rectly calibrated from a previous presetting, the control
unit may be used to adjust the position of the valve to
compensate for fluctuations or distortions in the fluid dis-
tribution system, or changes in other environmental con-
ditions. For instance, if a certain temperature is desired
in a room, and a window is opened letting in cool air, the
control unit will control the actuating device to move the
valve closing member to a larger degree of opening,
whereby the flow of (heating) water increases and there-
by increasing the heating emitted, for instance, from a
radiator associated with the valve. This is reflected in at

least one exemplary embodiment, wherein the control
unit is adapted to receive a control signal for compensat-
ing for a difference between a measured value and a
desired value of a physical property, such as tempera-
ture, pressure or flow. Said measured values may be
captured by a temperature or a pressure sensor or a flow
meter, respectively. The control signal could be an elec-
tronic signal, a pressure signal or other suitable signal.
[0023] According to at least one examplary embodi-
ment, the position determining means and/or the control
unit is adapted to send an output signal to a feedback
loop, the output signal being representative of the current
position of the valve closing member, i.e. the signal con-
tains information about the current position of the valve
closing member, wherein the control unit is adapted to
receive an input signal from the feedback loop for effect-
ing a corrective movement of the valve closing member
if the current position of the valve closing member devi-
ates from a desired position of the valve closing member.
Thus, the input signal could, for instance, be a control
signal for compensating for deviations between desired
and measured values of a physical property, as previ-
ously described. The feedback loop could be included in
a Building Management System which communicates
with a plurality of valves in a building or in other facilities.
[0024] It should be understood that the valve may have
more than one inlet and one outlet. For instance, it may
have two inlets and one outlet, or one inlet and two out-
lets, or two inlets and two outlets. It would also be con-
ceivable to have more than two inlets and/or outlets.
[0025] It should also be understood that the fluid flow-
ing through the valve may be a gas or a liquid, e.g. heat-
ing/cooling water or potable water. Thus, in accordance
with at least one exemplary embodiment, valve is for a
heating/cooling distribution system, such as a district
heating/cooling system, or for a potable water distribution
system.
[0026] According to a second aspect of the inventive
concept, there is provided a valve system. The valve sys-
tem comprises

a valve according to the first aspect of the inventive
concept, and
a measuring device which is operatively connectable
to the valve for measuring a physical property of the
fluid the valve, wherein the measuring device com-
prises communicating means operatively connecta-
ble to the control unit of the valve for communicating
at least one of the following pieces of information to
the control unit:

- said opening limitation value,
- said selected intermediate position,
- that a desired maximum opening is present in

the valve, wherein the position of the valve clos-
ing member when said desired maximum open-
ing is present becomes said selected interme-
diate position.
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[0027] The valve may comprise pressure ports, to
which the measuring device may be connected to deter-
mine the flow.
[0028] The measuring device may, for instance, be a
flow measuring device for measuring the flow through
the valve, and said desired maximum opening could be
a desired maximum flow. The measuring device could
also or alternatively measure the pressure or tempera-
ture of the fluid, depending on which physical property
that is intended to be regulated.
[0029] According to a third aspect of the inventive con-
cept, there is provided a method of operating a valve in
a fluid distribution system. The method comprises

determining a desired maximum opening of the
valve,
adjusting a valve closing member, which is movable
between a closed position and a fully opened posi-
tion, to an intermediate position in which said desired
maximum opening is obtained,
storing in a control unit data representative of said
intermediate position,
defining said intermediate position as being a max-
imum allowable opened position of the valve closing
member.

[0030] The maximum opening could be based on a
maximum desired flow, however, as described above, it
could be based on other parameters depending on which
physical property that is intended to be controlled with
the valve at hand. Such physical properties may, for in-
stance, be the pressure, differential pressure, flow and/or
the Kv value.
[0031] The balancing or pre-setting of the valve may
be done by using a flow and/or pressure measuring de-
vice as described above in relation to the first and second
aspects. In the case of a flow measuring device, when it
indicates or has found that the fluid flow through the valve
is presently at a level of a previously chosen or calculated
desired maximum flow, then the present intermediate po-
sition of the valve closing member is stored as data/soft-
ware value in the control unit. Subsequently, the control
unit may be operated to adjust and compensate for fluc-
tuations or distortions in the fluid distribution system. The
valve closing member is prevented by the stored value
to move beyond said intermediate position. However, the
valve closing member is still movable between the closed
position and said intermediate position. This is refelected
in the below exemplary embodiment.
[0032] According to at least one exemplary embodi-
ment, the method further comprises providing an input
signal to said control unit, which input signal represents
a desired position between said closed position and said
intermediate position, and moving the valve closing
member to said desired position.
[0033] According to at least one exemplary embodi-
ment, said input signal is a digital and/or analogous elec-
trical input signal. In the case of a digital signal, it may

be a data signal. Such data signal may be transmitted
by wireless means of by wired means. An analogous
electrical input signal could be an input current and/or a
an input voltage.
[0034] According to at least one exemplary embodi-
ment, said input signal comprises an input voltage to said
control unit, said input voltage being variable between a
predefined first voltage and predefined second voltage,
wherein the degree of opening of the valve closing mem-
ber is dependent on the value of said voltage, and where-
in if said first voltage is received by the control unit, the
control unit adjusts the valve closing member to its closed
position, and if said second voltage is received by the
control unit, the control unit adjusts the valve closing
member to said intermediate position. The first voltage
could, for instance, be 0 V. However, it would be con-
ceivable for the first voltage to have a different value. The
second voltage is suitable 100% of the maximum signal
voltage for said input signal. However, other conceivable
alternatives are also possible. For instance, the second
voltage is less than 100% of the maximum voltage,
wherein a higher voltage signal could be used to convey
other information than information relating to the posi-
tioning of the valve closing member.
[0035] The input signal does not necessarily be con-
veyed as a voltage. It could be a wirelessly transmitted
input signal. The input signal could instead of varying
between two values, such as a first voltage and a second
voltage, it could have a limited number of discrete values.
For instance, the input signal could have a first value for
opening and a second value for closing. In such case,
as long as the input signal is received by the control unit,
the valve closing member could be moved towards the
opening and closing direction, respectively. When the
input signal is stopped, the movement of the valve closing
member is also stopped.
[0036] According to at least one example embodiment,
the method further comprises determining the current po-
sition of the valve closing member, comparing said cur-
rent position with a desired position of the valve closing
member, making a corrective positioning of the valve
closing member to compensate for the deviation between
said current position and said desired position of the valve
closing member.
[0037] According to at least one exemplary embodi-
ment, movement of the valve closing member is actuated
by a motor, wherein a movement of the valve closing
member to a changed position comprises determining
the displacement to be taken by the motor (or a compo-
nent connected to the motor) for moving the valve closing
member to said changed position, and providing a posi-
tioning signal from the control unit to the motor to preform
said displacement.
[0038] According to at least one example embodiment,
movement of the valve closing member is actuated by a
stepper motor, wherein a movement of the valve closing
member to a changed position comprises determining
the number of steps to be taken by the stepper motor for

7 8 



EP 2 886 916 A1

6

5

10

15

20

25

30

35

40

45

50

55

moving the valve closing member to said changed posi-
tion, and providing a positioning signal from the control
unit to the stepper motor to take said number of steps.
[0039] Although the step of adjusting the valve closing
member could be made by moving the valve closing
member in the vicinity of what is believed will become
the intermediate position, i.e. the position at which the
desired maximum flow is obtained, in other embodi-
ments, for initial calibration, the valve closing member is
moved all the way from the closed postion to the fully
opened postion and/or vice versa while measuring the
opening degree.
[0040] According to at least one exemplary embodi-
ment, said step of adjusting the valve closing member to
an intermediate position comprises measuring a physical
propery (such as flow, Kv value, pressure, differential
pressure, temperature and/or differential temperature) of
the fluid in the valve and moving the valve closing mem-
ber between said closed position and said fully opened-
position, wherein said step of storing in a control unit data
representative of said intermediate position is preceded
by the step of sending a pre-setting signal to the control
unit when said maximum desired opening has been
reached.
[0041] In some instances, it may be desrable to change
the pre-setting, i.e. to select a new intermediate position,
and thus re-balancing the fluid distribution system. For
instance, in winter time the selected intermediate position
may be closer to the fully opened position than in summer
time. This is reflected in at least one exemplary embod-
iment.
[0042] Thus, according to at least one exemplary em-
bodiment, the method comprises at least two pre-setting
modes, such as a winter mode and a summer mode,
wherein

in a first pre-setting mode said intermediate position
is a first intermediate position between said closed
position and said fully opened position,
in a second pre-setting mode said intermediate po-
sition is a second intermediate position between said
closed position and said fully opened position,
wherein said first intermediate position is different
from said second intermediate position.

[0043] In addition to what has been described above,
it should be noted that the method according to the third
aspect may include any of the embodiments and features
described in connection with the first and second as-
pects.

Brief description of the drawings

[0044]

Figs. 1 and 2 illustrate valves according to the prior
art.
Fig. 3 illustrates schematically at least one an exem-

plary embodiment of the present inventive concept.
Figs. 4a-4d illustrate detailed view of different posi-
tions of a valve closing member in Fig. 3.
Fig. 5 illustrates a valve, partly in cross-section, ac-
cording to at least one exemplary embodiment of the
present inventive concept.
Fig. 6 illustrates a valve, partly in cross-section, ac-
cording to at least a further exemplary embodiment
of the present inventive concept.
Fig. 7 illustrates a measuring device which is oper-
atively connected to a valve according to at least one
exemplary embodiment of the present inventive con-
cept.

Detailed description of the drawings

[0045] Figs. 1 and 2 illustrate valves according to the
prior art.
[0046] Fig. 1 illustrates a control valve 2 comprising a
hand wheel 4. The actuator is arranged at a valve neck
6, which is connected to a valve body 8 of the control
valve 2. A valve spindle 10 is centrically mounted in the
valve neck 6. The valve neck 6 comprises a sleeve-
shaped and cylindrical inner plug 12 for control and pre-
setting of a desired maximum opening, in this case an
optional Kvs value of the valve 2. The inner plug 12 is
stationary relative to the valve spindle 10 and the inner
plug 12 has an open bottom 14 for inflow of fluid and an
opening 16 at its flank for outflow of fluid.
[0047] The valve neck 6 further comprises a sleeve-
shaped and cylindrical outer plug 18, which partly sur-
rounds the upper part of the inner plug 12. The outer plug
18 is provided, inter alia, for shutting off the opening 16
of the inner plug 12 to a desired opening area. The outer
plug 18 is displaceably mounted in the valve neck 6, and
moreover, for balancing, the inner plug 12 and the outer
plug 18 are displaceable relative to each other.
[0048] The valve 2 also comprises an inlet connection
20 and an outlet connection 22. A flow through passage
24 is provided between the lower part of the valve neck
6 and a valve seat 26. The valve 2 also comprises two
connections 28 for measuring nipples.
[0049] The fluid is enabled to flow through the valve 2
from the inlet 20 connection via the inner plug 12, inwards
through its bottom 14 and outwards though its opening
16 at the flank, thereafter further through the flow through
passage 24 and then to the outlet connection 22.
[0050] The hand wheel 4 is in engagement with a coun-
ter gear 30 provided with teeth, which in turn is in en-
gagement with a preset screw 32. At the presetting the
outer plug 18 is in its upper, relative the valve seat 26,
farthest position. The presetting implies that the posi-
tion/distance of the opening 16 of the inner plug 12 rel-
ative the valve seat 26 is set. A rotary motion of the hand
wheel 4 is via the counter gear 30 transmitted to the pre-
setting screw 32. The lower part of the presetting screw
32 is provided with an inner thread which cooperates with
an outer thread provided at the upper part of the inner
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plug 12. The rotation of the presetting screw 32 is con-
verted to an axial motion of the inner plug 12. In this way,
the inner plug 12 is moved axially in a direction towards
or away from the valve seat 26. It should be noted that
the outer plug 18 is not moved during the presetting pro-
cedure, but stays in its upper position. When the preset-
ting has been performed and the valve 2 is then ready
for controlling, the relative position of the inner plug 12
and outer plug 18 given by the presetting, will remain
unchanged. During controlling of the valve 2, as the inner
and outer plugs 12, 18 move up or down, the opening 16
at the flank of the inner plug 12 will become shielded to
greater or less extent by the valve seat 26. In the con-
trolling of the valve 2, an actuator (not shown) is provided
to push the upper end of the valve spindle 10 to move it
downwardly and thus to move the inner and outer plugs
12, 18 downwardly against the bias of a spring.
[0051] Fig. 2 illustrates another prior art valve 40. The
valve 40 has an inlet 42 and an outlet 44 and a fluid
passage 46 therebetween. The fluid passage 46 may be
sealed off by means of a plug 48 provided with a rubber
element 50 when this is seated against a valve seat 52.
The plug 48 is carried on a shaft 54 whose axis passes
through the centre of the plug 48.
[0052] A stem 56 extends in a direction perpendicular
to the motion of the plug 48 and parallel with the face of
the plug in the form of a toothed portion 58. The toothed
portion 58 is operatively connected to the shaft 54 via a
gear and cam mechanism 60. An axial movement of the
stem 56 is transformed into an axial movement of the
shaft 54 (which is perpendicular to the movement of the
stem 56). The plug 48, carried on the shaft 54, is thereby
also moved axially adjusting the separation of the plug
48 and seat 52. The differential pressure across the valve
40 is monitored by using ports 62 on either side of the
plug 48.
[0053] Similarly to the prior art valve 2 in Fig. 1, the
maximum allowable opening of the valve 40 in Fig. 2 may
also be preset. A mechanical stop 64 is present for lim-
iting the movement of the stem 56. More specifically,
when a circumferential flange 66 of the stem 56 comes
into contact with the mechanical stop 64 the stem 56
cannot move further (upwards in Fig. 2). Fig. 2 illustrates
the fully opened position of the valve 40. To preset the
valve 40, a nut 68 is loosened and the mechanical stop
64 and the stem 56 are moved downwardly until the plug
48 is in a desired position, i.e. defining a maximum al-
lowable opening of the valve 40. The nut 68 is then tight-
ened, immobilizing the mechanical stop 64, wherein the
presetting is completed. In subsequent controlling of the
valve 40, an actuator (not shown) is provided to push the
upper end 70 of the stem 56 to move it downwardly and
thus to move the plug 48 towards the valve seat 52
against the bias of a spring 72. If no downward force is
provided on the stem 56, the spring 72, being biased
towards opening the valve, will cause an upward stroke
of the stem 56, however, the stroke is limited by the me-
chanical stop 64.

[0054] Fig. 3 illustrates schematically at least one an
exemplary embodiment of the present inventive concept.
It should be noted that Fig. 3 is a general schematic rep-
resentation of a valve 100 having a balancing function
and is merely intended to show an underlying principle
of the inventive concept. However, this principle could
be used on various types of valves, such as similar to
those illustrated in Figs. 1 and 2.
[0055] The valve 100 has a fluid inlet 102 and a fluid
outlet 104, and a passage 106 between the inlet 102 and
the outlet 104. In this embodiment, the valve 100 is illus-
trated as having a valve body with a partition wall 108
provided with a through-hole 110. An area around the
through-hole 110 forms a valve seat 112. A valve closing
member 114, in this embodiment illustrated as a plate
carried by a valve stem, is adjustable in relation to the
valve seat 112. The valve plate is operatively connected
to an actuation device 116 for changing the position of
the valve closing member 114. The actuation device 116
is herein illustrated as a motor. A gear mechanism 118
converts the rotational motion of the motor 116 to a linear
motion of the valve closing member 114. A control unit
120 comprises an electronic memory which is adapted
to receive and store an opening limitation value, which
will now be further described with respect to Figs. 4a-4d.
[0056] Figs. 4a-4d illustrate detailed views of different
positions of a valve closing member 114 in Fig. 3.
[0057] Fig. 4a illustrates a fully opened position of the
valve closing member 114, i.e. the design maximum sep-
aration from the valve seat 112. Fig. 4d illustrates a
closed position of the valve closing member 114, wherein
the valve closing member 114 abuts the valve seat 112
to seal off the through-hole 110.
[0058] To balance the valve, a maximum desired open-
ing of the valve is determined; such maximum desired
opening being an intermediate position of the valve clos-
ing member 114, i.e. between the fully opened position
in Fig. 4a and the closed position in Fig. 4d. For instance,
Fig. 4b illustrates such an intermediate position. The se-
lected intermediate position can be represented as an
opening limitation value which is stored in the electronic
memory of the control unit 120 (Fig. 3). The control unit
120 will then control the actuation device 116 to limit the
movement of the valve closing member 114 so that it
cannot be separated from the valve seat 112 beyond said
intermediate position.
[0059] This selection of an intermediate position, i.e.
the presetting of the valve 100, may be dependent on
various parameters and/or operating conditions. For in-
stance, during the different seasons of the year heating
needs may vary in a building. As an example and for
simplicity, assuming that a certain heating fluid is present
in the system, having the same fluid temperature
throughout the year, then Fig. 4b could represent said
selected intermediate position in winter conditions, when
more heating fluid is required, while Fig. 4c, in which the
valve closing member 114 is closer to the valve seat 112,
could represent said selected intermediate position dur-
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ing summer. However, in practice, the operating condi-
tions may vary throughout the year, and for various rea-
sons. The fluid temperature may for instance be different
during different time periods. In practice, often a larger
maximum allowable opening may be required for cooling
purposes than for heating purposes. Thus, the schematic
examples in Figs. 4b and 4c, could depending on the
particular operating conditions be reversed, i.e. 4b could
represent an intermediate position when cooling is de-
sired while Fig. 4c could represent an intermediate posi-
tion when heating or less cooling is required.
[0060] In other words, the control unit 120 may be con-
figured to change a stored opening limitation value when
a new opening limitation value is received. In other em-
bodiments, the control unit 120 may be configured to
have several opening limitation values stored at the same
time, wherein when a user selects a certain mode (e.g.
winter or summer mode) the control unit 110 will use the
corresponding opening limitation value to control the ac-
tuation device 116 so that the valve closing member 114
is prevented from moving beyond (to open more than)
the intermediate position associated with said opening
limitation value.
[0061] The balancing or presetting of the valve 100
may be done in various ways, as has been described
elsewhere in this application. In Fig. 3, a Building Man-
agement System (BMS) 122 is schematically illustrated
as being operatively in communication with the control
unit 120. The BMS 122 may send an electronic balancing
signal representing an opening limitation value and/or a
selected intermediate position (which would be convert-
ed by the control unit to an opening limitation value for
storage in the electronic memory).
[0062] Fig. 3 further illustrates a position determining
means 124, herein illustrated as an optical or ultrasonic
sensor which determines the current position of the valve
closing member 114 and is adapted to provide feedback
about the current position to the control unit 120. For
illustrative purposes, the valve stem has been provided
with level markings 126 which are detectable by the sen-
sor 124. However, as mentioned elsewhere in this appli-
cation, the position of the valve closing member 114 may
be determined in various ways, such as monitoring the
movement or position of cogs of a gear or counting the
steps taken by a stepper motor, etc.
[0063] During operation, after the valve 100 has been
balanced, and the opening limitation value has been
stored by the electronic memory, the control unit 120 con-
trols the valve. The position determining means 124,
such as the one in Fig. 3 or a different one, and/or the
control unit 120 is adapted to send an output signal to a
feedback loop. The output signal contains information
about the current position of the valve closing member
114, wherein the control unit 120 is adapted to receive
an input signal from the feedback loop for effecting a
corrective movement of the valve closing member 114 if
the current position of the valve closing member deviates
from a desired position of the valve closing member.

Since an opening limitation value has been stored the
control unit 120 has recalibrated such that an input signal
representing "maximum opening" will not open to the fully
open position in Fig. 4a, but only to the selected interme-
diate position (e.g. Fig. 4b).
[0064] This method of operating a valve 100 could be
used in various types of fluid distribution systems, such
as heating/cooling (e.g. district) distribution systems or
potable water distribution systems.
[0065] Fig. 5 illustrates a valve 200, partly in cross-
section, according to at least one exemplary embodiment
of the present inventive concept. The difference between
this exemplary embodiment and the prior art valve 40 in
Fig. 2 is in the presetting. Thus, the stem 256, cam mech-
anism 260, shaft 254, valve seat 252 and plug 248 (acting
as a valve closing member) etc. may be the same (200
added to the reference numeral in Fig. 2) as in the prior
art. However, the embodiment in Fig. 5 does not have a
mechanical stop (c.f. the mechanical stop 64 in Fig. 2).
[0066] In Fig. 5 and in other embodiments, the move-
ment of the valve closing member 248 is controlled by
means of an electronic control arrangement 201. The
electronic control arrangement 201 comprises a control
unit and an actuation device (not shown), e.g. an elec-
tronic actuation device. In Fig. 5, the stem 256 is illus-
trated as being connected to the electronic control ar-
rangement 201. To balance the valve 200, the electronic
control arrangement 201 stores in an electronic memory
of the control unit an opening limitation value. This may
be provided in various ways, as already described in this
application. For instance, when the valve closing member
248 is in such a position that a desired flow characteristics
for balancing has been obtained, this intermediate posi-
tion will be the new maximum allowable opening of the
valve and this information will be stored in the electronic
memory as an opening limitation value. In the subse-
quent control of the valve the control unit will control the
actuation device so that it acts against the bias of the
spring 272 so that the valve closing member 248 will not
move away from the seat 252 any further than to said
intermediate position.
[0067] Fig. 6 illustrates a valve 300, partly in cross-
section, according to at least a further exemplary embod-
iment of the present inventive concept. The valve 300
has an inlet connection 302 and an outlet connection 304
and a flow passage 306 therebetween. The valve 300
comprises a rotating valve closing member 308. Here it
is illustrated as a ball valve member 308. However, other
possibilities could be a butterfly valve member or other
suitable type of rotating valve members. In the ball valve
member 308, a through-hole 310 is present. The through-
hole 310 may be aligned to greater or less extent with
the flow passage 306 to define an opening through the
ball valve member 308. When the through-hole 310 is
completely aligned with the flow passage 306 the ball
valve member 308 is in its fully opened position. When
the through-hole 310 faces a wall defining the flow pas-
sage 306 such that no fluid can flow through the ball valve
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member 308, it is in its closed position. Similarly to the
description of the previous embodiments, a control unit
may be provided (herein illustrated as forming part of an
electronic control arrangement 312) to balance the valve
300. When the flow characteristics, such as the flow rate,
is at a desired maximum allowable level, the rotational
position of the ball valve member 308 will be stored as
an opening limitation value in an electronic memory of
the control unit. An actuation device (suitably also incor-
porated in the electronic control arrangement 312) will
during operation of the valve be controlled by the control
unit to allow the ball valve member 308 to rotate between
its closed position and said rotational position which is
stored as an opening limitation value (said rotational po-
sition being an intermediate position between the closed
position and the fully opened position).
[0068] Fig. 7 illustrates a measuring device 408 which
is operatively connected to a valve 402 according to at
least one exemplary embodiment of the present inventive
concept. The valve 402 is illustrated as being provided
at a pipe 400 of a fluid distribution system. The valve 402
has two connections 412, 414 for connecting lines 404,
406, respectively, attached to the measuring device 408.
By means of this arrangement the measuring device 408
acquires information about one or more physical proper-
ties of the valve 402 or of the fluid in the valve 402. Such
physical properties may, for instance, be the flow, the
pressure, the differential pressure, the Kv value, the tem-
perature and/or the opening degree. When balanc-
ing/pre-setting the valve 402, a maximum opening could,
for instance, be based on a maximum desired flow, and/or
one or more of said other properties.
[0069] The measuring device 408 communicates wire-
lessly or by cable with a hand-held device 410, which
gives information to an operator about the measured
physical property and/or about a physical property cal-
culated from the measured property. After a desired max-
imum opening of the valve 402 has been determined, the
operator may, based on the measurements, adjust the
valve closing member so that said maximum opening is
obtained. When the hand-held device 410 shows that the
fluid flow/differential pressure/Kv value etc. through the
valve 402 is presently at a predefined maximum level,
then the position of the valve closing member is stored
as data/software value in the control unit (not shown), as
previously described in this application. The hand-held
device 410 may communicate said position (the interme-
diate position) to the contol unit automatically when the
predefined maximum level of the physical property has
been reached, and/or an operator could actively instruct
the hand-held unit to send the information to the control
unit. Another possibility would be for a user to provide
said information directly to the control unit, for instance,
by means of a user interface at the control unit. Subse-
quently, the control unit may be operated to adjust and
compensate for fluctuations or distortions in the fluid dis-
tribution system.
[0070] In each of the above described exemplary em-

bodiments in Figs. 3-7 and in other embodiments, after
the presetting, i.e. after the opening limitation value has
been stored, the control unit may receive an input signal
containing information about a desired position between
the intermediate position (stored as the opening limitation
value) and the closed position of the valve closing mem-
ber. The input signal could, for instance, be a control
signal for compensating for deviations between desired
and measured values of a physical property, as previ-
ously described. The signal could be digital, such as a
data signal, or analoguous, such as a current or voltage
signal. Due to the presetting, the control unit has been
recalibrated based on the opening limitation value. Thus,
the intermediate position will be considered as the func-
tional 100% open position. Thus, an input signal requiring
the valve to be 75% opened, will be interpreted as 75%
of the openness of the intermediate position.
It should be understood that the inventive concept is not
limited to the described exemplary embodiments; rather
the scope being generally defined by the accompanying
claims.

Claims

1. A valve having a balancing function for a fluid distri-
bution system, comprising
a fluid inlet and a fluid outlet,
a valve closing member movable between a closed
position, in which fluid is prevented to flow from said
fluid inlet to said fluid outlet, and a fully opened po-
sition,
an actuation device for changing the position of the
valve closing member,
a control unit comprising an electronic memory
adapted to receive and store an opening limitation
value, said opening limitation value being represent-
ative of a selected intermediate position between
said closed position and said fully opened position
of the valve closing member,
wherein the control unit controls the actuation device
to limit the movement of the valve closing member
to positions from said closed position to said selected
intermediate position.

2. The valve according to claim 1, comprising a position
determining means operatively connected to the
valve closing member for determining its current po-
sition and providing input about the current position
to the control unit.

3. The valve according to claim 2, wherein
said actuation device comprises or is connected to
a motor for moving the valve closing member, and
said position determining means is adapted to meas-
ure an actual position of the motor or of a component
connected to the motor relative to a reference posi-
tion of the motor or said component connected to
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the motor, wherein the relationship between said ac-
tual position and said reference position is translat-
able to the current position of the valve closing mem-
ber.

4. The valve according to any one of claims 1-3, where-
in the control unit is adapted to receive a balancing
signal representing said opening limitation value
and/or said selected intermediate position, such as
from a flow measuring device operatively connecta-
ble to the control unit, a user interface mounted on
the valve or arranged in a remote position such as
at a control device of a Building Management System
(BMS), a dedicated control panel or arranged as a
wireless communication device, such as a cell
phone, computer or a remote control.

5. The valve according to any one of claims 1-4, where-
in the control unit is adapted to receive a control sig-
nal for compensating for a difference between a
measured value and a desired value of a physical
property, such as temperature, pressure or flow.

6. The valve according to any one of claims 1-5, where-
in the position determining means and/or the control
unit is adapted to send an output signal to a feedback
loop, the output signal being representative of the
current position of the valve closing member, where-
in the control unit is adapted to receive an input signal
from the feedback loop for effecting a corrective
movement of the valve closing member if the current
position of the valve closing member deviates from
a desired position of the valve closing member.

7. The valve according to any one of claims 1-6, where-
in the valve is for a heating/cooling distribution sys-
tem, such as a district heating/cooling system, or for
a potable water distribution system.

8. A valve system, comprising
a valve according to any one of claims 1-7, and
a measuring device which is operatively connectable
to the valve for measuring a physical property of the
fluid in the valve, wherein the measuring device com-
prises communicating means operatively connecta-
ble to the control unit of the valve for communicating
at least one of the following pieces of information to
the control unit:

- said opening limitation value,
- said selected intermediate position,
- that a desired maximum opening is present in
the valve, wherein the position of the valve clos-
ing member when said desired maximum open-
ing is present becomes said selected interme-
diate position.

9. A method of operating a valve in a fluid distribution

system, comprising
determining a desired maximum opening of the
valve,
adjusting a valve closing member, which is movable
between a closed position and a fully opened posi-
tion, to an intermediate position in which said desired
maximum opening is obtained,
storing in a control unit data representative of said
intermediate position,
defining said intermediate position as being a max-
imum allowable opened position of the valve closing
member.

10. The method according to claim 9, comprising
providing an input signal to said control unit, which
input signal represents a desired position between
said closed position and said intermediate position,
and
moving the valve closing member to said desired
position.

11. The method according to claim 10, wherein said in-
put signal is a digital and/or analogous electrical in-
put signal.

12. The method according to any one of claims 9-11,
comprising
determining the current position of the valve closing
member,
comparing said current position with a desired posi-
tion of the valve closing member,
making a corrective positioning of the valve closing
member to compensate for the deviation between
said current position and said desired position of the
valve closing member.

13. The method according to any one of claims 9-12,
wherein said step of adjusting the valve closing
member to an intermediate position comprises
measuring a physical property of the fluid in the valve
and moving the valve closing member between said
closed position and said fully opened-position,
wherein said step of storing in a control unit data
representative of said intermediate position is pre-
ceded by the step of sending a pre-setting signal to
the control unit when said maximum desired opening
has been reached.

14. The method according to any one of claims 9-13,
comprising at least two pre-setting modes, such as
a winter mode and a summer mode, wherein
in a first pre-setting mode said intermediate position
is a first intermediate position between said closed
position and said fully opened position,
in a second pre-setting mode said intermediate po-
sition is a second intermediate position between said
closed position and said fully opened position,
wherein said first intermediate position is different
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from said second intermediate position.
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