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(54) Flow controlling apparatus

(57) A flow controlling apparatus to control flow rate
of working fluid discharged from pump apparatus to a
power steering apparatus including a electric variable
throttle (2), a solenoid mechanism (5) and a spool (1).
The solenoid mechanism varies opening degree of the
electric variable throttle based on a electric signal from
electric controller (55). The spool slides in accordance
with the differential pressure of the variable throttle due
to increase of flow rate of working fluid discharged from
pump apparatus so as to return excess working fluid to
bypass passage connecting to a suction port of pump
apparatus. The flow controlling apparatus further com-
prising means for increase flow rate of bypass flow to
bypass passage (72) when rotating speed of the pump
apparatus exceed predetermined value.
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Description

BACK GROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a flow control-
ling apparatus applied for a rotary pump apparatus ap-
plied for a power steering apparatus. Specifically, the
present invention relates to the rotating speed respon-
sive-type flow controlling apparatus capable of control-
ling flow rate of working fluid discharged to the power
steering apparatus in accordance with rotating speed of
the pump apparatus.

Description of the Related Art

[0002] It is disclosed a conventional flow controlling
apparatus for an oil pump apparatus applied for a power
steering apparatus of a vehicle in the Japanese Patent
Laid-Open Publication 2001-163233. The flow control-
ling apparatus controls in such the way that flow rate of
working fluid discharged to a power assist mechanism
of the power steering apparatus is set to adequate
amount in accordance with vehicle state such as vehicle
velocity or steering angle. As the method for controlling
flow rate of working fluid, a variable valve disposed on
a discharge port of the conventional spool type flow con-
trolling apparatus has been operated by a solenoid.
Specifically, a electric signal corresponding to vehicle
velocity or steering angle of the steering mechanism is
input to the solenoid, the solenoid is operated in accord-
ance with the electric signal, and a spool of the variable
valve is slid in response to the operation of the solenoid.
Consequently, it is adjusted flow rate of working fluid dis-
charged to the power assist mechanism of the power
steering apparatus.
[0003] The aforementioned flow controlling apparatus
operates the solenoid in accordance with the electric
signal, i.e. current value, corresponding to vehicle ve-
locity or steering angle of a steering mechanism so that
flow rate of working fluid discharged from the flow con-
trolling apparatus to a hydraulic system serving as the
power steering apparatus is adjusted to predetermined
amount. Therefore, in the case when current value is
maintained to be constant value, flow rate of working
fluid discharged to the hydraulic system is set to be con-
stant amount regardless rotating speed of engine, i.e.
rotating speed of the pump apparatus.
[0004] However, in the actual operation of the flow
controlling apparatus, flow rate of working fluid dis-
charged from the flow controlling apparatus increases
depending on increase of the rotating speed of the en-
gine, i.e. rotating speed of the pump apparatus. Thus,
flow velocity of a bypass flow enlarges at a bypass pas-
sage of the flow controlling apparatus, and a spool slides
to close a bypass passage by fluid force caused by this
enlarged flow velocity. Therefore, even when vehicle ve-

locity or steering angle is maintained to be constant, flow
rate of working fluid discharged to the hydraulic system
increases depending on increase of rotating speed of
the engine, and assisting force of the power steering ap-
paratus may not be stabilized. This,causes the problem
that steering feeling is worsened.

SUMMARY OF THE INVENTION

[0005] The present invention has been devised con-
sideration of the above problems. It is an object of the
present invention to provide a flow controlling apparatus
which reduce fluctuation of a steering feeling.
[0006] The present invention provides a flow control-
ling apparatus to control flow rate of working fluid dis-
charged from a pump apparatus to a power steering ap-
paratus including an electric variable throttle, a solenoid
mechanism and a spool. The solenoid mechanism var-
ies opening degree of the electric variable throttle based
on the electric signal from an electric controller. The
spool slides in accordance with the differential pressure
of the variable throttle due to increase of flow rate of
working fluid discharged from pump apparatus so as to
return excess working fluid to a bypass passage con-
necting to a suction port of the pump apparatus. The
flow controlling apparatus further comprising means for
increasing flow rate of bypass flow to the bypass pas-
sage when rotating speed of the pump apparatus ex-
ceed predetermined value.
[0007] In addition, according to another aspect of the
present invention, means for increasing flow rate of by-
pass flow to the bypass passage is in the form of an
electric controller for controlling the solenoid mecha-
nism to narrow down opening degree of the electric var-
iable throttle in accordance with the increase of the ro-
tating speed of the pump apparatus when rotating speed
of the pump apparatus exceed predetermined value.
[0008] Further, according to other aspect of the
present invention, means for increase flow rate of by-
pass flow to the bypass passage is in the form of a me-
chanical variable throttle disposed at upstream of the
electric variable throttle so as to narrow down opening
degree of the mechanical variable throttle in accordance
with the increase of rotating speed of the pump appara-
tus.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009]

Fig. 1 is a longitudinal sectional view showing an
overall structure of a flow controlling apparatus ac-
cording to a first embodiment.
Fig. 2 is a longitudinal sectional view showing an
overall structure of a flow controlling apparatus ac-
cording to a second embodiment.
Fig. 3 is a plane view showing an overall structure
of the flow controlling apparatus according to first
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and second embodiments.
Fig. 4 is a graph showing the relationship between
rotating speed of a pump apparatus and flow rate
of working fluid discharged from flow controlling ap-
paratus.

DESCRIPTION OF THE PREFERRED EMBODIMENT

[0010] A flow controlling apparatus according to a first
embodiment of the present invention will be described
with reference to Fig. 1,3 and 4.
[0011] As shown in Fig. 1, The flow controlling appa-
ratus includes a spool 1, a supplying passage 82 intro-
ducing working fluid from a pump apparatus 8, an oil
introducing chamber 81 communicating with the supply-
ing passage 82 and defined in vicinity of a spool head
11 of the spool 1, a housing 7 having a bypass passage
72 which returns excess fluid in the pump introducing
chamber 81 to the pump apparatus 8, a union 6 dis-
posed on one end of the housing 7, and variable throttle
2 accommodated in the union 6. The variable throttle 2
includes a valve body 52 operated by a solenoid mech-
anism 5. As shown in Fig. 3, components of the flow
controlling apparatus are located integrally with respect
to the pump apparatus 8.
[0012] As shown in Fig. 1, The spool 1 is slidably ac-
commodated in the housing 7. A spring 77 is disposed
in adjacent to one end of the spool 1 so as to urge the
spool 1 toward a side of the spool head 11 side. Pres-
sure of working fluid passed through a static throttle 29
and the variable throttle 2 is introduced to the chamber
defined by the housing 7 and one end surface of the
spool 1 via a pressure passage 71. Meanwhile, pressure
of working fluid in a spool head chamber 15 communi-
cating with the oil introducing chamber 81 acts on the
other end of the spool 1, i.e. the spool head 11. Accord-
ingly, the spool 1 slides in accordance with differential
pressure caused by the static throttle 29 and the variable
throttle 2. Specifically, opening degree of a path con-
necting the spool head chamber 15 with the bypass pas-
sage 72 is controlled in accordance with the differential
pressure caused by static throttle 29 and the variable
throttle 2. Consequently, excess working fluid in the oil
introducing chamber 81 is returned to the bypass pas-
sage 72.
[0013] A cylindrical throttle configuring member 211
including a opening portion 25 facing with the spool
head 11 and an oil inlet opening to the oil introducing
chamber 81 is disposed in the housing 7 with one end
thereof facing to the spool head 11. A throttle hole 22
and the static throttle 29 are formed in the vicinity of the
other end of the throttle configuring member 211. A rod-
like valve body 52 which varies the opening degree of
the throttle hole 22 is accommodated in the union 6 with
facing the throttle hole 22. The valve body 52 is connect-
ed to a movable core 51 configuring a solenoid mecha-
nism 5 so as to slide along with the central axis of the
throttle hole 22 in conjunction with the movement of the

movable core 51. A clearance between the valve body
52 and the throttle hole 22 varies depending on the slid-
ing movement of the valve body 52 along with the central
axis of the throttle hole. The throttle hole 22 and the
valve body 52 configures the variable throttle 2. By var-
ying the clearance of the variable throttle 2, spool 1
slides against urging force of the spring 77. Thus, ex-
cess working fluid introduced in the oil introducing
chamber 81 is returned to the bypass passage 72
through the spool head chamber 15.
[0014] In the aforementioned construction, the sole-
noid mechanism 5 which actuates the valve body 52 in-
cludes the movable core 51 connected to the valve body
52 and a coil 53 which is surrounding the movable core
51 and actuates the movable core 51 in the axial direc-
tion thereof. The solenoid mechanism 5 is connected to
a control device 55 (i.e. electric controller) controlling
the solenoid 5. Further, a rotating speed sensor 56 de-
tecting the rotating speed of the pump apparatus 8 is
connected to the control device 55. Still further, various
types of sensors 56' detecting vehicle state may be con-
nected to the control device 55 to control the solenoid
mechanism 5.
[0015] The operation of the flow controlling apparatus
according to the first embodiment will be described be-
low.
[0016] When the pump apparatus 8 starts to rotate,
working fluid discharged from the pump apparatus 8 is
introduced to the oil introducing chamber 81 through the
supplying passage 82. Working fluid introduced in the
oil introducing chamber 81 is transmitted to a hydraulic
mechanism 9 serving as a power steering apparatus
through an oil inlet 26, a passage 21, the static throttle
29 or the variable throttle 2, and a discharging port 99
formed on the union 6. In this configuration, when rotat-
ing speed of the pump apparatus 8 increases and flow
rate of working fluid discharged from the pump appara-
tus 8 exceeds predetermined value, the spool 1 slides
against urging force of the spring 77 in accordance with
the differential pressure caused by the static throttle 29.
Thus, the spool head chamber 15 communicates with
the bypass passage 72 and excess working fluid is re-
turned to the bypass passage 72. Therefore, flow rate
of working fluid discharged from the discharging port 99
is maintained as constant value. In other word, a con-
stant flow rate control state is established.
[0017] In this state, when rotating speed of the pump
apparatus 8 further increases, flow rate of working fluid
introduced in the oil introducing chamber 81 increases
depending on increase of flow rate of working fluid dis-
charged from the pump apparatus 8. Thus, flow rate of
working fluid returned from the spool head chamber 15
to the bypass passage 72 increases and flow velocity of
working fluid returned to the bypass passage 72 also
increases, that is, flow velocity of bypass flow increases.
Accordingly, the spool 1 slides to move toward the open-
ing portion 25 of the throttle configuring member 211 by
flow force caused and to close the bypass passage 72
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by bypass flow. Consequently, excess working fluid is
transmitted to the hydraulic mechanism 9 serving as the
power steering apparatus due to the increase of rotating
speed of the pump apparatus 8 as broken lines shown
in Fig. 4. This would tend to cause generation of exces-
sive assist force in the power steering apparatus to
worsen steering feeling. Further, excess working fluid
would tend to be transmitted to the hydraulic mechanism
9 even when much power assist is not needed, for ex-
ample when the vehicle is traveling at high speed, so
that the effect of energy saving is reduced.
[0018] To solve these possible problems, the pump
rotating speed sensor 56 is connected to the control de-
vice 55 in the present embodiment as shown in Fig. 3.
The control device 55 receives the signal corresponding
to the rotating speed of the pump apparatus 8 from the
pump rotating speed sensor 56 and controls the sole-
noid mechanism 5. Specifically, the solenoid mecha-
nism 5 is controlled to decrease the clearance between
the valve body 52 and the throttle hole 22 by sliding the
valve body 52. Thus, differential pressure caused by the
variable throttle 2 increases and the spool 1 slides
against urging force of the spring 77. Accordingly, suffi-
cient opening portion is formed between the spool head
chamber 15 and the bypass passage 72 so that excess
working fluid discharged from the pump apparatus 8 is
adequately returned to the bypass passage 72. Conse-
quently, increase of flow rate of working fluid transmitted
from discharging port 99 to the hydraulic mechanism 9
serving as the power steering mechanism is suppressed
as continuous lines shown in Fig. 4. In other words, the
variable throttle 2 with the solenoid mechanism 5 con-
figures an electric variable throttle. Therefore, fluctua-
tion of steering feeling is restricted when the vehicle is
traveling at constant velocity at high speed. Still further,
effect of energy saving is obtained when vehicle is
traveling at high speed or steering wheel is not steered.
[0019] A flow controlling apparatus 200 according to
a second embodiment of the present invention will be
described with reference to Fig. 2,3 and 4 by focusing
on difference with the first embodiment.
[0020] In the flow controlling apparatus 200 according
to the second embodiment, the electric variable throttle
2 is disposed in vicinity to the discharging port 99 of the
throttle configuration body 211 as well as the flow con-
trolling apparatus 100 according to the first embodi-
ment. The rotating speed signal and various type of sig-
nals representing vehicle state are input to the solenoid
mechanism 5 via the control device 55 so that the control
device 55 control the solenoid mechanism 5 to operate
the electric variable throttle mechanism 2. Specifically,
the sensors 56' which consists of a vehicle velocity sen-
sor and steering angle sensor sends various signals
representing vehicle state to the control device 55.
Then, the control device 55 receives the signals and
controls discharge amount of working fluid discharged
to the hydraulic mechanism 9 in accordance with vehicle
velocity, steering angle and the like.

[0021] The flow controlling apparatus 200 includes a
mechanical variable throttle 3 being alternative to the oil
inlet 26 as shown in Fig. 2. The mechanical variable
throttle 3 is a mechanical-type throttle which is essen-
tially configured by a throttle hole 33 and a movable rod
31 with the rod-shape. The throttle hole 33 is disposed
at a opening portion of the valve configuration member
211 at a side of the spool 1 and have predetermined
inner diameter. The movable rod 31 is movable relative
to the throttle hole 33 in the axial direction of the throttle
hole 33 and integrally disposed on the spool head 11 of
the spool 1. With this configuration, the throttle valve 3
inhibit decreasing of the flow rate of working fluid dis-
charged to the hydraulic mechanism 9 due to increasing
of rotating speed of the pump apparatus 8.
[0022] More specifically, the movable rod 31 is se-
cured to the spool head 11 at one end thereof and mov-
able along with the throttle hole 33 being synchronized
with the movement of the spool 1. Further, a tapered
potion 311 is formed on the movable rod 31 to move
relative to the throttle hole 33 so that the diameter of the
tapered portion 311 become smaller as approaches to
the spool head 11 of the spool 1. That is, the tapered
portion 311 is formed such a manner that the clearance
between the tapered portion 311 of the movable rod 31
and the throttle hole 33 become smaller as spool 1 slides
toward the spring 77. Meanwhile, the clearance be-
tween the tapered portion 311 of the movable rod 31 and
the throttle hole 33 is become lager as the spool 1 slides
to reduce the opening degree of the opening portion be-
tween the spool head chamber 15 and the bypass pas-
sage 72.
[0023] With such a configuration, when the spool 11
slides toward the spring 77 due to the increase of the
rotating speed of the pump apparatus 8, the opening de-
gree of the throttle hole 33 is reduced by the movable
rod 31 to increase the differential pressure applied to
the spool 11 so that the spool 11 further slides toward
the spring 77. Thus, the increased amount of discharged
flow rate due to the fluid force of bypass flow which at-
tracts the spool 11 and the decreased amount of the dis-
charged flow rate due to the operation of the mechanical
variable throttle 3 are canceled each other. Accordingly,
flow rate discharged to the hydraulic mechanism 9 is
maintained at constant value as continuous line shown
in Fig. 4. That is, since working fluid discharged from the
discharging port 99 to the hydraulic mechanism 9 is not
increased. Consequently, energy-saving hydraulic sys-
tem is achieved.
[0024] In the meanwhile, according to the second em-
bodiment, changes to the technical specification of the
flow controlling apparatus is possible by modifying not
the solenoid mechanism but other mechanism in me-
chanical manner. As a result, cost for changing the tech-
nical specification of the flow controlling apparatus can
be reduced.
[0025] In the second embodiment, the mechanical
variable throttle 3 consist of the throttle hole 33 and the
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movable rod 31 formed integrally with the spool 1. How-
ever, the mechanical variable throttle is not restricted
that, for example, the mechanical variable throttle can
be modified such that a sub-spool is disposed at up-
stream of the electric variable throttle 1.
[0026] According to the embodiments of the present
invention with the aforementioned configurations, when
the rotating speed of the engine increases, i.e. when the
rotating speed of the pump apparatus increases, the
opening degree of the variable throttle is narrow
downed. Therefore, it is restricted that the discharge
amount of flow rate to the hydraulic apparatus increases
due to the decrease of flow rate of bypass flow to the
bypass passage resulting from the hydraulic force
caused by the high flow velocity of bypass flow to the
bypass passage. That is, in the present embodiments,
the electric signal corresponding to the rotating speed
of the engine or the pump apparatus is input to the so-
lenoid mechanism via the control device, and the control
device control the solenoid mechanism to narrow down
the opening degree of the variable throttle in accordance
with the electric signal. Accordingly, the spool is slid to-
ward the spring 77 due to the increase of the differential
pressure so that flow rate of the bypass flow to the by-
pass passage increases. As a result, since flow rate of
working fluid discharged to the hydraulic mechanism is
controlled to constant value, stable steering feeling is
obtained at the state that vehicle velocity is maintained
to constant. Further, excessive flow rate of working fluid
is prevented from discharged to the hydraulic mecha-
nism configuring the power steering apparatus when the
steering wheel is not steered. Thus, energy saving is
achieved.
[0027] According to the present embodiments, espe-
cially, second embodiment, flat steering feeling is ob-
tained at the state that vehicle velocity is maintained to
constant and energy saving is achieved when the steer-
ing wheel is not steered. Further, the change of the me-
chanical specification of the flow controlling apparatus
is achieved by only modifying the mechanical structure
of the flow controlling apparatus without modifying the
hardware or the software in the control system. There-
fore, costs resulting from the change of the mechanical
specification is reduced. Still further, according to the
second embodiment, the change of the mechanical
specification has become easier by using the movable
rod in the mechanical variable throttle. Therefore, costs
resulting from the change of the mechanical specifica-
tion is further reduced.
[0028] The embodiment of the present invention have
been described in the foregoing specification and draw-
ings. However, the invention which is intended to be pro-
tected is not to be construed as limited to the particular
embodiment disclosed. Further, the embodiment de-
scribed herein is to be regarded as illustrative rather
than restrictive. Plural objectives are achieved by the
present invention, and yet there is usefulness in the
present invention as far as one of the objectives are

achieved. Variations and changes may be made by oth-
ers, and equivalents employed, without departing from
spirit of the present invention. Accordingly, it is expressly
intended that all variations, changes and equivalents
which fall within the spirit and scope of the present in-
vention as defined in the claims, be embraced thereby.
[0029] A flow controlling apparatus to control flow rate
of working fluid discharged from pump apparatus to a
power steering apparatus including a electric variable
throttle, a solenoid mechanism and a spool. The sole-
noid mechanism varies opening degree of the electric
variable throttle based on a electric signal from electric
controller. The spool slides in accordance with the dif-
ferential pressure of the variable throttle due to increase
of flow rate of working fluid discharged from pump ap-
paratus so as to return excess working fluid to bypass
passage connecting to a suction port of pump appara-
tus. The flow controlling apparatus further comprising
means for increase flow rate of bypass flow to bypass
passage when rotating speed of the pump apparatus ex-
ceed predetermined value.

Claims

1. a flow controlling apparatus to control flow rate of
working fluid discharged from pump apparatus to a
power steering apparatus comprising;

a electric variable throttle;
a solenoid mechanism for varying opening de-
gree of the electric variable throttle based on a
electric signal from a electric controller; and
a spool which slides in accordance with the dif-
ferential pressure of the variable throttle due to
increase of flow rate of working fluid discharged
from pump apparatus so as to return excess
working fluid to a bypass passage connecting
to a suction port of the pump apparatus; where-
in
the flow controlling apparatus comprising
means for increasing flow rate of bypass flow
to the bypass passage when rotating speed of
the pump apparatus exceeds predetermined
value.

2. a flow controlling apparatus according to claim 1,
wherein the means for increase flow rate of bypass
flow to the bypass passage is in the form of an elec-
tric controller for controlling the solenoid mecha-
nism to narrow down opening degree of the electric
variable throttle in accordance with the increase of
the rotating speed of the pump apparatus when ro-
tating speed of the pump apparatus exceed prede-
termined value.

3. a flow controlling apparatus according to claim 2,
wherein the electric controller controls the solenoid
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mechanism based on vehicle state.

4. a flow controlling apparatus according to claim 1,
wherein the means for increase flow rate of bypass
flow to the bypass passage is in the form of a me-
chanical variable throttle disposed at upstream of
the electric variable throttle so as to narrow down
opening degree of the mechanical variable throttle
in accordance with the increase of rotating speed
of the pump apparatus.

5. a flow controlling apparatus according to claim 4,
wherein the flow controlling apparatus further com-
prising the electric controller for controlling the so-
lenoid mechanism based on vehicle state.

6. a flow controlling apparatus according to claim 4,
wherein the mechanical variable throttle compris-
ing;

a movable rod disposed on the spool head of
the spool, formed in rod-shape and integrally
movable with the spool; wherein
opening degree of the mechanical variable
throttle is controlled by the operation of the
movable rod.
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