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Description

[0001] The present invention relates generally to gas
turbine engines, and more particularly to a bearing
mounting system for supporting a low pressure turbine
in a gas turbine engine. A gas turbine engine typically
includes a high pressure spool, a combustion system and
a low pressure spool disposed within an engine case to
form a generally axial, serial flow path about the engine
centerline. The high pressure spool includes a high pres-
sure turbine, a high pressure shaft extending axially for-
ward from the high pressure turbine, and a high pressure
compressor connected to a forward end of the high pres-
sure shaft. The low pressure spool includes a low pres-
sure turbine, which is disposed downstream of the high
pressure turbine, a low pressure shaft, which typically
extends coaxially through the high pressure shaft, and a
low pressure compressor connected to a forward end of
the low pressure shaft, forward of the high pressure com-
pressor. The combustion system is disposed between
the high pressure compressor and the high pressure tur-
bine and receives compressed air from the compressors
and fuel provided by a fuel injection system. A combus-
tion process is carried out within the combustion system
to produce high energy gases to produce thrust and turn
the high and low pressure turbines, which drive the com-
pressors to sustain the combustion process.
[0002] Compressors and turbines are comprised of al-
ternating stages of blades and vanes that are arranged
radially around a center axis of the engine within the axial
flow path of the engine case. For example, in the low
pressure turbine, blades are connected to the low pres-
sure shaft such that they rotate about the engine center-
line, while vanes are supported by the engine case such
that they remain stationary between the blades. Engine
efficiency depends greatly on the ability of the engine to
pass airflow through the blades and vanes within the axial
flow path without leakage. To increase efficiency, the ra-
dially outer end of the blades are designed to come into
close proximity with the stationary engine case as the
high energy gases from the combustion process rotate
the turbines. Typically, a sealing system is provided to
reduce leakage from around the tips of the blades. For
example, an abradable seal is positioned on the inner
diameter surface of the engine case above the low pres-
sure turbine, and a knife edge is positioned on the tip of
each of the low pressure turbine blades to seal the air
flow path. The ability of this sealing system to function
depends on the consistency with which the low pressure
shaft rotates about the engine centerline.
[0003] In many conventional engines, the low pressure
turbine is typically supported within the engine case by
a support rotor connected near the aft end of the low
pressure turbine. Typically, the aft end of the low pressure
shaft is supported by a single bearing, often referred to
as the number five bearing, positioned either forward or
aft of the support rotor. The use of a single number five
bearing, however, can result in rotor dynamics issues

such as turbine instability and vibration. For example, a
single bearing support can lead to forward or rearward
tilting of the support rotor. Rotor tilt causes the turbine
blades and the knife edge seals to pull away from the
abradable material and the engine case, causing an air
leak and decreasing engine efficiency. One factor con-
tributing to rotor tilt is large amounts of unsupported shaft
length, which results from using a single bearing to sup-
port the low pressure turbine. Large unsupported shaft
lengths not only increase shaft vibration, but also reduce
the maximum rotational speed, or critical speed, of the
shaft, thus limiting the operational speeds of the engine.
Critical speed can be increased by increasing the diam-
eter of the shaft, which unfavorably increases shaft
weight and area.
[0004] Previous attempts have been made to support
low pressure turbines using more than one bearing, but
have resulted in overly complex systems that do not ad-
dress rotor dynamics issues for turbines having a single
support rotor. For example, U.S. Patent No. 5,074,109
to Mandet et al. discloses a low pressure turbine having
a rotor drum supported by two transverse elements, and
a shaft supported by two bearings. Also, U.S. Patent No.
5,813,214 to Moniz et al. discloses a low pressure turbine
supported by a single rotor, an aft bearing supporting the
low pressure shaft and a forward bearing supporting the
high pressure shaft. US 5361580 discloses a gas turbine
engine rotor support system.
[0005] There is, therefore, a need for a mounting sys-
tem that improves rotor dynamics and engine efficiency
in low pressure spool systems without increasing size,
weight and complexity of the system.

SUMMARY

[0006] The present invention in one aspect is directed
to a bearing mounting system for use in a gas turbine
engine, as claimed in claim 1.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

FIG. 1 is a schematic cross sectional view of a gas
turbine engine in which a bearing mounting system
of the present invention is used to support a low pres-
sure turbine.
FIG. 2 is a diagrammatic illustration of the bearing
mounting system of FIG. 1.
FIG. 3 is a schematic cross sectional view of a low
pressure turbine including one embodiment of the
bearing mounting system of FIG. 2.

DETAILED DESCRIPTION

[0008] FIG. 1 shows a cross section of gas turbine en-
gine 10 in which the bearing mounting system of the
present invention is used. Although FIG. 1 depicts a gas
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turbine engine typically used for aircraft propulsion, the
invention is readily applicable to gas turbine generators
and other similar systems incorporating rotor-supported,
shaft-driven turbines. Gas turbine engine 10 comprises
a dual-spool turbofan engine in which the advantages of
the present invention are particularly well illustrated. Gas
turbine engine 10, of which the operational principles are
well known in the art, comprises fan 12, low pressure
compressor (LPC) 14, high pressure compressor (HPC)
16, combustor section 18, high pressure turbine (HPT)
20 and low pressure turbine (LPT) 22, which are each
concentrically disposed around longitudinal engine cen-
terline CL. Fan 12 is enclosed at its outer diameter within
fan case 23A. Likewise, the other engine components
are correspondingly enclosed at their outer diameters
within various engine casings, including LPC case 23B,
HPC case 23C, HPT case 23D (including the mid-turbine
frame) and LPT case 23E. Fan 12 and LPC 14 are con-
nected to LPT 22 through shaft 24, which is supported
by ball bearing 25A and roller bearing 25B toward its
forward end, and ball bearing 25C and ball bearing 25D
toward its aft end. Together, fan 12, LPC 14, LPT 22 and
shaft 24 comprise the low pressure spool. HPC 16 is
connected to HPT 20 through shaft 26, which is support-
ed within engine 10 at ball bearing 25E and roller bearing
25F. Together, HPC 16, HPT 20 and shaft 26 comprise
the high pressure spool.
[0009] Inlet air A enters engine 10 whereby it is divided
into streams of primary air AP and secondary air AS after
passing through fan 12. Fan 12 is rotated by low pressure
turbine 22 through shaft 24 to accelerate secondary air
As (also known as bypass air) through exit guide vanes
28, thereby producing a major portion of the thrust output
of engine 10. Primary air AP (also known as gas path air)
is directed first into low pressure compressor 14 and then
into high pressure compressor 16. LPC 14 and HPC 16
work together to incrementally step up the pressure of
primary air AP. HPC 16 is rotated by HPT 20 through
shaft 28 to provide compressed air to combustor section
18. The compressed air is delivered to combustor 18,
along with fuel through injectors 30A and 30B, such that
a combustion process can be carried out to produce the
high energy gases necessary to turn high pressure tur-
bine 20 and low pressure turbine 22, which is comprised
of blades 32 and vanes 34. Primary air AP continues
through gas turbine engine 10 whereby it is typically
passed through an exhaust nozzle to further produce
thrust.
[0010] As discussed above, gas turbine engine 10 in-
cludes a plurality of bearings to support the low pressure
spool and the high pressure spool within fan case 23A,
LPC case 23B, HPC case 23C, HPT case 23D and LPT
case 23E. For the purposes of this application, bearing
25A is referred to as the No. 1 bearing, 25B as the No.
2 bearing, 25E as the No. 3 bearing, 25F as the No. 4
bearing, bearing 25D as the No. 5 bearing and bearing
25C as the No. 6 bearing. The selection of roller bearings,
ball bearings or other bearing types depends on design

needs, any of which can be used with the bearing mount-
ing system of the present invention. The bearing mount-
ing system of the present invention includes support rotor
36, which supports blades 32; forward strut 38, which
supports the No. 5 bearing (bearing 25D); and aft strut
40, which supports the No. 6 bearing (25C). In one em-
bodiment, bearing 25C and bearing 25D straddle LPT 22
and connect with LPT case 23E to improve rotor dynam-
ics of LPT 22, which leads to improved efficiency of en-
gine 10.
[0011] After being compressed in LPC 14 and HPC 16
and participating in a combustion process in combustor
18 (FIG. 1) to increase pressure and energy, primary air
AP flows through HPT 20 and LPT 22 such that blades
32 extract energy from the flow of primary air AP. Primary
air AP impinges on blades 32 to cause rotation of support
rotor 36 and shaft 24. In order to maintain the efficiency
of the combustion process it is necessary to seal the path
along which primary air AP flows. It is particularly advan-
tageous to seal at the free ends of vanes 34 and blades
32 as they extend from LPT case 23E and rotor 36, re-
spectively. For example, in order to maintain the mechan-
ical efficiency of engine 10 it is necessary to ensure that
the energy put into primary air AP translates into useful
work of rotating shaft 24. Any air allowed to escape LPT
22 by passing through the gaps at the free ends of blades
32 and vanes 34 reduces the efficiency of engine 10.
Thus, it is desirable to maintain the gap between, for ex-
ample, blades 32 and LPT case 23E as small as possible.
Various sealing configurations, such as labyrinth, knife
edge and brush seals, are provided to seal or reduce air
leakage at these gaps. In order to assist in maintaining
the desired clearance height of these sealing systems
during various operating modes of engine 10, the LPT
bearing mounting system of the present invention is
used. Specifically, bearing 25D is positioned directly up-
on shaft 24 and is supported by forward strut 38 upstream
of rotor 36. Bearing 25C is positioned directly upon shaft
24 and is supported by aft strut 40 downstream of rotor
36. The locations of bearings 25C and 25D, which strad-
dle support rotor 36, maximize support of shaft 24 to re-
duce shaft vibration.
[0012] FIG. 2 is a diagrammatic illustration of low pres-
sure turbine 22 supported within engine 10 by the LPT
bearing mounting system shown in FIG. 1. LPT 22 is
disposed between LPT case 23E and shaft 24, and com-
prises a plurality of blades 32 disposed between a plu-
rality of vanes 34. Vanes 34 are suspended from LPT
case 23 such that they remain stationary during operation
of LPT 22. Blades 32 are connected to shaft 24 through
support rotor 36 such that they rotate during operation
of LPT 22. LPT case 23E is maintained concentrically
disposed about shaft 24 by forward strut 38 and aft strut
40. Forward strut 38 and aft strut 40 maintain contact
with and provide support to shaft 24 through bearing 25D
and bearing 25C, respectively. As such, support rotor 36
is straddled by a pair of bearings to facilitate controlled
rotation of shaft 24 and to promote sealing at the unsup-
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ported ends of blades 32 and vanes 34.
[0013] The forward and aft positions of bearings 25D
and 25C provide improved rotor stability and enhanced
tip clearance control for blades 32 by, among other
things, reducing rotor tilt. The high rotational speed of
shaft 24 results in rotational vibration and oscillation shaft
24. The vibration causes flexure of shaft 24, which causes
arcuate tilting of support rotor 36 and LPT blades 32 with
respect to engine centerline CL. The tilting of support
rotor 36 results in radial displacement of support rotor
36, causing the distal tips of blades 32 to pull away from
LPT case 23E, thus allowing primary air AP to escape
without impinging upon blades 32. Rotor tilt and radial
displacement of blades 32 is exacerbated by long lengths
of unsupported shaft. The present invention helps to pre-
vent tilt by providing increased support to low pressure
shaft 24. In particular, bearing 25C and bearing 25D re-
duce the amount of unsupported shaft length of shaft 24
to reduce vibration of shaft 24.
[0014] A resulting benefit to reducing unsupported
length of shaft 24 by locating bearings 25C and 25D for-
ward and aft of support rotor 36 is an increase in the
critical speed of low pressure shaft 20. The critical speed
of a shaft is qualified as the maximum safe speed at which
the shaft will rotate under operating conditions. Factors
that influence critical speed of a shaft include shaft diam-
eter, unsupported shaft length, material properties and
torque loading. Providing two bearings that directly sup-
port shaft 24 from LPT case 23E reduces the amount of
unsupported shaft length and thus reduces the capacity
of shaft 24 to vibrate or fluctuate. This permits the critical
speed of shaft 24 to be increased. Conversely, this per-
mits the diameter of shaft 24 to be reduced while main-
taining the same critical speed. As a result of the con-
centric arrangement between shaft 24 and shaft 26 (FIG.
1), this also allows the diameter of high pressure shaft
26 to be decreased as well. Decreasing the diameters of
the respective shafts provides additional space within en-
gine 10 to shift or accommodate other elements of engine
10 or to reduce the overall diameter of engine 10. The
decrease in diameters also results in a net weight reduc-
tion for engine 10.. Thus, by providing radial support to
shaft 24 at positions forward and aft of support rotor 36,
the efficiency of engine 10 is increased while reducing
size and weight.
[0015] FIG. 3 is a schematic cross sectional view of an
exemplary bearing mounting system for low pressure tur-
bine 22 of gas turbine engine 10 of FIG. 1. The bearing
mounting system includes support rotor 36, forward strut
38 and aft strut 40, which illustrate the shaft-supporting
and space-saving advantages of the present invention.
Although LPT 22, including support rotor 36, forward strut
38 and aft strut 40, is not identically pictured in FIG. 3 as
it is in FIG. 1, it performs an equivalent function for the
purposes of the invention and illustrates another embod-
iment of the bearing mounting system of the present in-
vention. Low pressure turbine 22 also includes LPT case
23E, shaft 24, forward bearing 25D, aft bearing 25C, LPT

blades 32 and LPT vanes 34. LPT 22 is disposed within
engine 10 between exit guide vane 41 for HPT 20 of case
23D, and exit guide vane 42 for LPT 22 of case 23E. Exit
guide vane 41 is disposed between the outer diameter
surface of case 23D and forward strut 38. The outer di-
ameter end of exit guide vane 42 is connected to the aft
end of LPT case 23E, while the inner diameter end is
supported by aft strut 40. Forward strut 38 and aft strut
40 are supported on shaft 24 by bearing 25D and bearing
25C, respectively. Bearing 25D and bearing 25C are po-
sitioned forward and aft of support rotor 36 to reduce the
amount of unsupported shaft length of shaft 24. As such,
sealing elements of LPT blades 32 rotate between LPT
vanes 34 with reduced separation from sealing elements
on LPT case 23E, increasing the amount of primary air
AP that impinges on LPT blades 32 and increasing the
overall efficiency of engine 10.
[0016] The outer diameter ends of LPT vanes 34 are
suspended from LPT case 23E, such as with hooked
engagements 43. The inner diameter ends of LPT vanes
34 are provided with abradable seal members 44, which
mate with knife edge seal elements of LPT blades 32.
LPT blades 32 are connected at their inner diameter ends
with a plurality of rotor disks 46A - 46F. In the embodiment
shown, there are six rotors comprising six blade and vane
stages, but in other low pressure turbine designs more
or fewer stages are used. Each rotor disk 46 includes
axial extending arms 48, through which threaded fasten-
ers 50 are inserted to secure rotors 46 to each other. As
such, rotors 46 are maintained in an annular rotor stack
that rotates as a unit about centerline CL. Between each
adjoining arm 48 are positioned a plurality of knife edge
seal elements 52 that abut with abradable seal members
44 of LPT vanes 34. The radially outer ends of LPT blades
32 are provided with knife edge seal members 54 that
abut with abradable seal members 56 positioned on the
inner surface of LPT case 23E. As such, the radial posi-
tion of the stack of rotors 46A - 46F is critical to maintain-
ing proper sealing between knife edge elements 52 and
54 and abradable elements 44 and 56, respectively, as
shaft 24 rotates within LPT case 23E. Rotors 46A - 46F
are supported inside LPT case 23E by support rotor 36,
which extends to shaft 24.
[0017] Support rotor 36 connects the stack of rotors
46A - 46F to shaft 24. In the embodiment shown, a single
conical support rotor 36 is used to support LPT 22. It is
desirable to use a single support rotor to support LPT 22
to reduce the overall weight of engine 10 and to reduce
the rotating mass of LPT 22. The exact position of support
rotor 36 depends on the specific design parameters of
LPT 22. For example, placement of support rotor 36 is
selected to balance rotors 46A - 46C of LPT 22. In the
embodiment shown, support rotor 36 extends from the
fourth stage rotor 46D, which is most close to the center
of mass of LPT 22 since the fifth and sixth stage blades
outweigh the first through third stage blades. Thus, LPT
22 is balanced upon support rotor 36 such that tendency
of rotor 36 to tilt forward or backward is reduced.
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[0018] Support rotor 36 comprises a conical support
that is integrally formed with fourth stage rotor 46D at its
outer diameter end. The inner diameter end of support
rotor 36 includes axial flange 58, which connects with
shaft 24 through axial spline 60. Spline 60 prevents rel-
ative rotation between support 36 and shaft 24. Support
rotor 36 maintains LPT blades 32 a fixed distance from
shaft 24 and remains generally rigid as shaft 24 rotates
during operation of engine 10. Shaft 24, however, is sub-
jected to various dynamic forces that cause vibration in
shaft 24, which affect the proper spacing of knife edge
seal members 54 from abradable seal members 56. Shaft
24 is thus provided with forward strut 38 and aft strut 40
that assist in maintaining shaft 24 spaced a fixed distance
from LPT case 23E.
[0019] Struts 38 and 40 provide rigid spacers that di-
rectly connect shaft 24 with stationary elements within
engine 10, such as case 23D, case 23E, vane 41 or vane
42. In one embodiment, strut 38 and strut 40 comprise
annular disk-like members that completely encircle shaft
24. In other embodiments, strut 38 and strut 40 comprise
intermittent shaft-like members that provide radial "wag-
on wheel" support to shaft 24. In the embodiment shown,
the outer end of aft strut 40 extends from the inner diam-
eter end of exit guide vane 42, which is rigidly connected
with static LPT case 23E. The inner end of aft strut 40 is
joined with flange 62 of lubrication system 64. Bearing
25C is disposed between flange 62 and shaft 24. Lubri-
cation system 64 comprises a dispensing system for pro-
viding lubricating oil to bearing 25C and includes a hor-
izontally extending conduit member (not shown) that ex-
tends along centerline CL within shaft 24. Lubrication
system 64 also includes sealing elements 66 that retain
the lubricating oil within lubrication system 64 and shaft
24. Lubrication system 64 remains stationary during op-
eration of engine 10 such that flange 62, strut 40 and exit
guide vane 42 provide a rigid, direct link between bearing
25C and LPT case 23E. As such, the position of the aft
end of shaft 24 located downstream of support rotor 36
is maintained a fixed distance from case 23E. Likewise,
a middle segment of shaft 24 upstream of support rotor
36 is maintained a fixed distance from case 23E through
a similar rigid support system.
[0020] In the embodiment of FIG. 3, shaft 24 includes
platform 68 upon which bearing 25D is positioned. Plat-
form 68 includes radially extending portion 70, which pro-
vides radial clearance from shaft 24, and axially extend-
ing portion 72, which provides a base for mounting bear-
ing 25D. Platform 68 thus provides a pocket in which
other components or systems of engine 10 can be mount-
ed. Platform 68 provides additional space within case
23E and case 23D without adding to the diameter or
length of engine 10. For example, the space inside plat-
form 68 is used to store bearing support elements (not
shown) for HPT 20 (FIG. 1) in one embodiment of the
invention. Bearing 25D is still directly and rigidly disposed
between stationary support elements and rotating shaft
24. Axial flange 58 of support rotor 36 includes a radially

extending element that joins with radial extending portion
70 of platform 68 at spline 74. Thus, platform 68 is rigidly
connected with shaft 24 through axial flange 58 such that
support rotor 36, platform 68 and shaft 24 rotate as a
unit. Bearing 25D is positioned on axially extending por-
tion 72 of platform 68. Bearing 25D is provided with a
lubrication system (not shown) comparable to that of lu-
brication system 64. Sealing element 76 confines the lu-
bricating oil within the lubricating system. Forward strut
38 extends from bearing 25D radially out to the inner
diameter end of exit guide vane 41, which is bolted to
LPT case 23E through mid-turbine frame of case 23D.
Thus, the spacing between LPT case 23E from platform
68 of shaft 24 is maintained fixed through the rigid con-
nection of case 23D, exit guide vane 41 and forward strut
38.
[0021] The low pressure spool of engine 10 is provided
with two structural systems that provide direct support to
the portion of shaft 24 supporting LPT 22. The structural
systems are provided with bearings that straddle rotor
support 36 of LPT 22 to stabilize shaft 24 during rotation.
Each structural system is connected with LPT case 23E
by rigid, stationary members to prevent radial displace-
ment of shaft 24 within LPT case 23E. The precise posi-
tioning of the structural systems forward and aft of rotor
support 36 are determined to assist in controlling vibra-
tion of shaft 24 and tilt of support rotor 36. As such, clear-
ances of LPT blades 32 with LPT case 23E are main-
tained within a smaller tolerance band such that leakage
of primary air AP around the tips of blades 32 is reduced
and the efficiency of engine 10 increases, as compared
to engines not employing the bearing support system of
the present invention. Furthermore, the structural sys-
tems permit smaller sizing of shaft 24, which permits size
reduction of engine 10 or clears space within engine 10.
[0022] Although the present invention has been de-
scribed with reference to preferred embodiments, work-
ers skilled in the art will recognize that changes may be
made in form and detail without departing from the scope
of the invention.

Claims

1. A bearing mounting system for supporting a low
pressure turbine (22) in a gas turbine engine (10),
the bearing mounting system comprising:

a low pressure shaft (24) configured to rotate
about an engine centerline (CL);
a single support rotor (36) connecting the low
pressure shaft (24) with a plurality of low pres-
sure turbine blades (32);
a forward bearing support (38) and an aft bear-
ing support (40) that straddle the support rotor
(36) wherein the forward bearing support (38)
and the aft bearing support (40) provide direct
rigid connections to a low pressure turbine case
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(23E) surrounding the low pressure turbine
blades (32);
a forward bearing (25D) disposed between the
forward bearing support (38) and the low pres-
sure shaft (24); and
an aft bearing (25C) disposed between the aft
bearing support (40) and the low pressure shaft
(24);
wherein the low pressure turbine shaft (24) in-
cludes a platform (68) for radially displacing the
forward bearing (25D) from the engine center-
line (CL), said platform (68) having an axially
extending portion (72); characterised in that
the platform has a radially extending portion (70)
and said support rotor (36) includes an axial
flange (58) including a radially extending ele-
ment that joins with said radially extending por-
tion (70) of said platform (68) at a spline (74).

2. The bearing mounting system of claim 1 wherein the
forward bearing support (38) and the aft bearing sup-
port (40) are directly connected to the low pressure
shaft (36) through the forward bearing (25D) and aft
bearing (25C), respectively.

3. The bearing mounting system of claim 1 or 2 wherein
the forward bearing support (38) includes a radially
extending strut that connects to the low pressure tur-
bine case (23E) through a mid-turbine frame (23D)
and an exit guide vane (41).

4. The bearing mounting system of claims 1, 2 or 3
claim wherein the aft bearing support (40) includes
a radially extending strut that connects to the low
pressure turbine case (23E) through a guide vane
(42).

5. The bearing mounting system of any preceding claim
wherein the forward bearing support (38) and the aft
bearing support (40) maintain the low pressure tur-
bine shaft (24) at a fixed distance from the low pres-
sure turbine case (23E).

6. The bearing mounting system of any preceding claim
wherein the support rotor (36) is disposed near a
center of mass of the low pressure turbine (22).

7. The bearing mounting system of any preceding claim
wherein the low pressure turbine shaft (24) extends
axially within the forward (25D) and aft bearings
(25C).

8. A gas turbine engine comprising:

the bearing mounting system of any preceding
claim; and
a low pressure turbine (22) comprising a plurality
of rotor disks (46A-46F) jointed to form a rotor

stack; wherein
the support rotor (36) comprises a conical, an-
nular body that is integrally connected with one
of the rotor disks (46A-46F) at an outer diameter
end, and connected at an inner diameter end to
the low pressure turbine shaft (24) through a
spline (60).

Patentansprüche

1. Lagermontagesystem zum Lagern einer Niedrig-
druckturbine (22) in einer Gasturbinenmaschine
(10), wobei das Lagermontagesystem Folgendes
aufweist:

eine Niedrigdruckwelle (24), die sich um eine
Maschinenmittellinie (CL) drehen kann;
einen einzelnen Trägerrotor (36), der die Nied-
rigdruckwelle (24) mit einer Mehrzahl von Nied-
rigdruckturbinenschaufeln (32) verbindet;
einen vorderen Lagerträger (38) und einen hin-
teren Lagerträger (40), die den Trägerrotor (36)
überspannen, wobei der vordere Lagerträger
(38) und der hintere Lagerträger (40) direkte
starre Verbindungen mit einem Niedrigdrucktur-
binengehäuse (23E) herstellen, das die Niedrig-
druckturbinenschaufeln (32) umgibt;
ein vorderes Lager (25D), das zwischen dem
vorderen Lagerträger (38) und der Niedrigdruck-
welle (24) angeordnet ist; und
ein hinteres Lager (25C), das zwischen dem hin-
teren Lagerträger (40) und der Niedrigdruckwel-
le (24) angeordnet ist;
wobei die Niedrigdruckturbinenwelle (24) eine
Plattform (68) zum radialen Verlagern des vor-
deren Lagers (25D) von der Maschinenmittelli-
nie (CL) weg aufweist, wobei die Plattform (68)
einen sich axial erstreckenden Bereich (72) auf-
weist;
dadurch gekennzeichnet, dass die Plattform
einen sich radial erstreckenden Bereich (70)
aufweist und der Trägerrotor (36) einen axialen
Flansch (58) mit einem sich radial erstrecken-
den Element aufweist, das an einer drehfesten
Verbindung (74) mit dem sich radial erstrecken-
den Bereich (70) der Plattform (68) verbunden
ist.

2. Lagermontagesystem nach Anspruch 1,
wobei der vordere Lagerträger (38) und der hintere
Lagerträger (40) durch das vordere Lager (25D) bzw.
das hintere Lager (25C) direkt mit der Niedrigdruck-
welle (36) verbunden sind.

3. Lagermontagesystem nach Anspruch 1 oder 2,
wobei der vordere Lagerträger (38) eine sich radial
erstreckende Strebe aufweist, die mit dem Niedrig-
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druckturbinengehäuse (23E) durch einen mittleren
Turbinenrahmen (23D) und eine Austrittsführungs-
schaufel (41) verbunden ist.

4. Lagermontagesystem nach einem der Ansprüche 1,
2 oder 3,
wobei der hintere Lagerträger (40) eine sich radial
erstreckende Strebe aufweist, die mit dem Niedrig-
druckturbinengehäuse (23E) durch eine Führungs-
schaufel (42) verbunden ist.

5. Lagermontagesystem nach einem der vorhergehen-
den Ansprüche,
wobei der vordere Lagerträger (38) und der hintere
Lagerträger (40) die Niedrigdruckturbinenwelle (24)
in einem festen Abstand von dem Niedrigdrucktur-
binengehäuse (23E) halten.

6. Lagermontagesystem nach einem der vorhergehen-
den Ansprüche, wobei der Trägerrotor (36) in der
Nähe eines Massezentrums der Niedrigdruckturbine
(22) angeordnet ist.

7. Lagermontagesystem nach einem der vorhergehen-
den Ansprüche,
wobei sich die Niedrigdruckturbinenwelle (24) in
dem vorderen (25D) und dem hinteren Lager (25C)
axial erstreckt.

8. Gasturbinenmaschine, aufweisend:

das Lagermontagesystem nach einem der vor-
hergehenden Ansprüche; und
eine Niedrigdruckturbine (22), die eine Mehrzahl
von Rotorscheiben (46A - 46F) aufweist, die
zum Bilden eines Rotorstapels verbunden sind;
wobei der Trägerrotor (36) einen konischen ring-
förmigen Körper aufweist, der an einem Außen-
durchmesserende mit einer der Rotorscheiben
(46A - 46F) in integraler Weise verbunden ist
und an einem Innendurchmesserende durch ei-
ne drehfeste Verbindung (60) mit der Niedrig-
druckturbinenwelle (24) verbunden ist.

Revendications

1. Système de montage de paliers pour supporter une
turbine basse pression (22) dans un moteur à turbine
à gaz (10), le système de montage de paliers
comprenant :

un arbre basse pression (24) configuré pour
tourner autour d’une ligne médiane (CL) du
moteur ;
un rotor de support unique (36) raccordant l’ar-
bre basse pression (24) à une pluralité d’aubes
de turbine basse pression (32) ;

un support de palier avant (38) et un support de
palier arrière (40) qui enjambent le rotor de sup-
port (36), dans lequel le support de palier avant
(38) et le support de palier arrière (40) assurent
des liaisons rigides directes avec une caisse de
turbine basse pression (23E) entourant les
aubes de turbine basse pression (32) ;
un palier avant (25D) disposé entre le support
de palier avant (38) et l’arbre basse pression
(24) ; et
un palier arrière (25C) disposé entre le support
de palier arrière (40) et l’arbre basse pression
(24) ;
dans lequel l’arbre de turbine basse pression
(24) comprend une plateforme (68) pour dépla-
cer radialement le palier avant (25D) de la ligne
médiane (CL) du moteur, ladite plateforme (68)
ayant une partie s’étendant axialement (72) ; ca-
ractérisé en ce qui :
la plateforme a une partie s’étendant radiale-
ment (70) et ledit rotor de support (36) comprend
une bride axiale (58) comportant un élément
s’étendant radialement qui se raccorde à ladite
partie s’étendant radialement (70) de ladite pla-
teforme (68) au niveau d’une cannelure (74).

2. Système de montage de paliers selon la revendica-
tion 1, dans lequel le support de palier avant (38) et
le support de palier arrière (40) sont directement rac-
cordés à l’arbre basse pression (36) via le palier
avant (25D) et le palier arrière (25C), respective-
ment.

3. Système de montage de paliers selon la revendica-
tion 1 ou la revendication 2, dans lequel le support
de palier avant (38) comprend un montant s’étendant
radialement qui se raccorde à la caisse de turbine
basse pression (23E) via un bâti de turbine central
(23D) et une aube de guidage de sortie (41).

4. Système de montage de paliers selon la revendica-
tion 1, 2 ou 3, dans lequel le support de palier arrière
(40) comprend un montant s’étendant radialement
qui se raccorde à la caisse de turbine basse pression
(23E) via une aube de guidage (42).

5. Système de montage de paliers selon l’une quelcon-
que des revendications précédentes, dans lequel le
support de palier avant (38) et le support de palier
arrière (40) maintiennent l’arbre de turbine basse
pression (24) à une distance fixe de la caisse de
turbine basse pression (23E).

6. Système de montage de paliers selon l’une quelcon-
que des revendications précédentes, dans lequel le
rotor de support (36) est disposé près d’un centre
d’inertie de la turbine basse pression (22).

11 12 



EP 2 071 139 B1

8

5

10

15

20

25

30

35

40

45

50

55

7. Système de montage de paliers selon l’une quelcon-
que des revendications précédentes, dans lequel
l’arbre de turbine basse pression (24) s’étend axia-
lement dans les paliers avant (25D) et arrière (25C).

8. Moteur de turbine à gaz comprenant :

le système de montage de paliers selon l’une
quelconque des revendications précédentes ;
et
une turbine basse pression (22) comprenant
une pluralité de disques de rotor (46A, 46F) as-
semblés pour former une pile rotorique ; dans
lequel :
le rotor de support (36) comprend un corps an-
nulaire conique qui est raccordé d’une pièce
avec l’un des disques de rotor (46A à 46F) à une
extrémité de diamètre externe et raccordé à une
extrémité de diamètre interne à l’arbre de turbine
basse pression (24) via une cannelure (60).
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