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Description 

Technical  Field 

5  The  present  invention  relates  generally  to  a  method  and  apparatus  for  protecting  dynamic  compressors 
from  surge,  and  more  particularly  to  a  control  system  and  method,  where  the  magnitude  of  the  response 
varies  with  the  rate  at  which  the  compressor  operating  point  approaches  the  surge  limit  line,  thus  tailoring 
the  total  control  response  to  a  wide  range  of  disturbances. 

io  Background  Art 

As  is  well  known,  changing  process  conditions  may  reduce  the  volumetric  flow  through  a  dynamic 
compressor  below  the  minimum  rate  required  for  stable  operation,  resulting  in  surge.  To  prevent  this 
damaging  phenomenon,  the  compressor's  control  system  must  maintain  the  flow  rate  through  the  compres- 

75  sor  at  a  sufficiently  high  level  to  enable  its  control  algorithms  to  respond  to  any  disturbance  before  the  flow 
rate  can  fall  below  the  surge  limit.  This  is  achieved  by  recycling  or  blowing  off  a  portion  of  the  gas  stream 
whenever  the  flow  rate  is  at  or  below  this  desired  margin  of  safety. 

Setting  the  margin  of  safety  too  low  will  provide  inadequate  protection  against  surge.  On  the  other  hand, 
increasing  the  magnitude  of  the  margin  of  safety  will  increase  the  frequency  and  duration  of  recycling,  thus 

20  reducing  the  overall  energy  efficiency  of  the  compression  process.  Considerable  advantage  can  thus  be 
gained  by  improving  the  control  algorithms  to  provide  adequate  surge  protection  with  a  smaller  margin  of 
safety. 

The  conditions  under  which  surge  will  occur  are  considerably  influenced  by  changes  of  the  gas 
molecular  weight,  specific  heat  ratio,  and  compressor  efficiency.  Previous  available  antisurge  control 

25  methods  fail  to  account  for  such  changes,  thus  requiring  a  larger  margin  of  safety  to  achieve  full  protection 
under  all  possible  operating  conditions. 

The  present  invention  overcomes  this  limitation  by  calculating  the  distance  between  the  compressor 
operating  point  and  surge  limit  as  a  unique  function  of  the  inlet  and  discharge  temperatures  and  pressures, 
the  volumetric  feed  rate  and  (in  the  case  of  variable  speed  and/or  variable  guide  vane  compressors)  the 

30  rotational  speed  and  guide  vane  position.  The  resulting  parameter  is  invariant  to  all  compressor  operating 
conditions,  including  those  (such  as  molecular  weight,  specific  heat  ratio  and  polytropic  efficiency)  which 
are  difficult  or  impossible  to  measure  on  line. 

Previously  available  antisurge  control  methods  also  either  lack  the  ability  to  tailer  their  control 
responses  to  disturbances  of  varying  size  and  speed,  or  do  so  in  a  manner  which  can  produce  unnecessary 

35  recycling  or  leave  the  compressor  vulnerable  to  surge. 
Stability  considerations  preclude  a  proportional-plus-integral  control  response  for  preventing  surge  due 

to  fast  disturbances,  unless  the  margin  of  safety  is  larger  than  needed  for  slow  upsets,  thus  sacrificing 
energy  efficiency.  The  well-known  proportional-integral-derivative  control  algorithm  yields  a  faster  response 
but  is  unsuitable  for  antisurge  control  because  its  derivative  component  will  open  the  antisurge  valve  even 

40  when  the  compressor  is  operating  far  from  its  surge  limit. 
Previously  available  antisurge  controllers  have  attempted  to  overcome  this  limitation  by  making  the  gain 

of  the  proportional-plus-integral  algorithm  a  function  of  the  magnitude  of  the  error,  the  derivative  of  the  error, 
or  both.  However,  stability  considerations  prevent  such  schemes  from  preventing  surge  unless  a  larger 
margin  of  safety  is  provided  or  the  variable-gain  feature  operates  only  in  one  direction. 

45  Systems  which  employ  the  latter  approach  do  so  by  using  valve  positioners  which  open  the  valve 
quickly  but  close  it  at  a  much  slower  rate.  However,  that  method  leaves  the  compressor  vulnerable  to  surge 
if  another  disturbance  occurs  while  the  valve  is  closing.  Under  such  conditions,  the  valve  position  will  not 
correspond  to  the  output  of  the  controller-it  will  in  fact  be  farther  open.  Because  the  controller's  response 
to  the  new  disturbance  will  be  based  on  false  assumptions  about  the  valve  position,  it  could  easily  prove 

50  insufficient  to  prevent  surge. 
For  this  reason,  the  present  invention  uses  modified  control  algorithms  (rather  than  external  hardware 

modifications)  to  accomplish  the  same  objective  without  risking  surge  in  the  event  of  successive  distur- 
bances. 

Another  way  to  overcome  the  stability  limitations  of  closed-loop  control  algorithms  is  to  use  an  open- 
55  loop  response  to  implement  an  additional  step-change  in  the  antisurge  valve  opening  when  the  disturbance 

proves  too  large  for  the  closed-loop  response  to  handle.  However,  this  approach  is  subject  to  the  same 
stability  considerations  as  a  variable-gain  closed-loop  algorithm.  Also,  an  open-loop  response  large  enough 
to  protect  against  fast  disturbances  will  unnecessarily  distort  the  process  in  response  to  smaller  distur- 
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bances.  Making  the  size  of  the  open-loop  response  a  function  of  the  rate  at  which  the  compressor  is 
approaching  surge  and  then  allowing  this  added  response  to  slowly  decay  to  zero  when  moving  away  from 
surge  will  overcome  both  of  these  limitations. 

A  previous  patent  granted  to  Staroselsky  (U.S.  Patent  No.  4,142,838)  covered  a  method  of  preventing 
5  surge  which  was  based  on  controlling  the  ratio  of  the  pressure  increase  across  the  compressor  to  the 

pressure  drop  across  a  flow  measuring  device.  That  method  prevented  surge  by  employing  a  closed-loop 
proportional-plus-integral  response  in  combination  with  a  open-loop  response  of  fixed  magnitude.  Further 
protection  was  provided  by  making  step  changes  to  the  set  points  of  both  the  closed-and  open-loop 
responses  whenever  a  surge  occurred. 

io  The  operation  of  the  antisurge  control  system  presented  in  that  earlier  patent  was  not  self-adjusting  for 
changes  in  gas  composition  and  compressor  efficiency,  nor  were  its  control  responses  dependent  on  the 
rate  at  which  the  compressor's  operating  point  approached  its  surge  limit.  The  present  invention  improves 
on  that  earlier  method  by: 

computing  the  distance  between  the  compressor  operating  point  and  the  surge  limit  as  a  multi-variable 
is  parameter  self-compensated  for  broad  changes  of  gas  composition  and  compressor  efficiency;  and 

calculating  the  closed-loop  set  point  as  a  function  of  the  rate  at  which  the  operating  point  approaches 
the  surge  limit  and  then  allowing  that  set  point  to  decay  to  a  steady-state  value  when  the  operating  point 
moves  away  from  the  surge  limit. 

20  Disclosure  of  the  Invention 

The  present  invention  is  defined  in  the  appended  claims  and  its  main  purpose  is  to  provide  an 
improved  method  of  preventing  dynamic  compressors  from  surging  without  unnecessarily  sacrificing  overall 
process  efficiency  or  disrupting  the  process  using  the  compressed  gas.  The  main  advantages  of  this 

25  invention  are  that  it  maximizes  overall  process  efficiency,  compressor  and  process  reliability,  and  the 
effectiveness  of  antisurge  protection.  These  advantages  expand  the  operational  envelope  of  the  dynamic 
compressor. 

One  object  of  this  invention  is  to  gauge  the  relative  proximity  of  the  compressor  operating  point  to  its 
surge  limit,  in  a  manner  which  is  invariant  to  changes  in  gas  composition,  inlet  pressure  and  temperature, 

30  compressor  efficiency,  guide-vane  position,  and  rotational  speed. 
Toward  this  object,  this  invention  may  measure  the  distance  between  the  operating  point  and  surge 

limit  as  a  multi-variable  parameter  computed  as  a  function  of  compressor  discharge  and  inlet  pressure, 
discharge  and  inlet  temperature,  the  pressure  differential  across  a  flow  measuring  device,  the  compressor's 
rotational  speed  and  the  position  of  its  guide  vanes.  As  the  compressor's  operating  point  approaches  the 

35  surge  limit,  this  parameter  monotonically  approaches  a  unique  value  which  is  the  same  for  all  inlet  and 
operating  conditions. 

In  order  to  protect  the  compressor  from  surge,  this  invention  manipulates  the  compressor  flow  rate  so 
as  to  maintain  an  adequate  margin  of  safety  between  the  operating  point  and  surge  limit,  which  is 
calculated  as  a  function  of  the  above  described  multi-variable  parameter. 

40  As  is  well  known,  opening  the  antisurge  valve  increases  the  compressor  flow  rate  by  recycling  or 
blowing  off  an  additional  stream  of  process  gas.  The  energy  used  to  compress  this  gas  is  wasted,  thus 
compromising  process  efficiency. 

A  second  object  of  this  invention  is  to  optimize  this  inherent  trade-off  between  surge  protection  and 
process  efficiency. 

45  Toward  this  second  object,  this  invention  may  tailor  the  magnitude  of  the  margin  of  safety  to  the  rate  at 
which  the  operating  point  approaches  the  surge  limit,  as  defined  by  the  rate  of  change  of  the  above 
described  multi-variable  parameter.  When  the  operating  point  is  moving  toward  surge,  the  margin  of  safety 
will  reflect  the  highest  value  that  derivative  has  obtained.  When  the  operating  point  moves  away  from  surge, 
the  margin  of  safety  will  be  slowly  decreased  to  a  present  minimum  level. 

50  The  advantage  of  this  method  is  that  the  antisurge  valve  is  not  opened  any  sooner  or  any  farther  than 
necessary  to  prevent  any  given  disturbance  from  causing  surge,  thus  maximizing  process  efficiency  under 
all  conditions. 

In  order  to  further  optimize  the  compromise  between  surge  protection  and  process  efficiency,  this 
invention  may  calculate  the  magnitude  of  the  antisurge  valve  opening  as  a  combination  of  closed-loop  and 

55  open-loop  responses.  For  small  disturbances,  in  which  the  distance  between  the  operating  point  and  surge 
limit  drops  only  slightly  below  the  desired  margin  of  safety,  only  the  closed-loop  response  is  used. 

For  large  disturbances,  in  which  the  distance  between  the  operating  point  and  surge  limit  drops  far 
below  the  desired  margin  of  safety,  the  open-loop  response  is  used  to  quickly  increase  the  flow  rate.  When 
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that  distance  deviates  below  a  preset  danger  threshold,  the  open-loop  response  triggers  a  step  increase  in 
the  valve  opening.  This  open-loop  response  is  repeated  at  preset  time  intervals,  as  long  as  the  compressor 
operating  point  remains  beyond  the  danger  threshold. 

Opening  the  antisurge  valve  further  than  necessary  to  prevent  a  given  disturbance  from  causing  a  surge 
will  disrupt  the  process  which  uses  the  compressed  gas.  Thus,  the  magnitude  of  the  open-loop  response  is 
a  compromise  between  protecting  the  compressor  from  large  disturbances  and  minimizing  the  resulting 
process  disruptions. 

The  present  invention  may  optimize  the  inherent  trade-off  between  surge  protection  and  process 
disruption.  This  may  be  achieved  by  tailoring  the  magnitude  of  each  open-loop  response  step  to  the 
instantaneous  rate  at  which  the  operating  point  is  approaching  the  surge  limit,  as  defined  by  the  rate  of 
change  of  the  above  described  multi-variable  parameter. 

The  advantage  of  this  method  is  that  the  open-loop  response  opens  the  antisurge  valve  only  as  far  as 
necessary  to  prevent  any  given  disturbance  from  causing  surge,  thus  minimizing  the  resulting  process 
disruption. 

Other  objects,  advantages  and  novel  features  of  the  invention,  will  become  apparent  from  the  following 
detailed  description  of  the  invention  when  considered  in  conjunction  with  the  accompanied  drawings. 

Brief  Description  of  the  Drawings 

20  Fig.  1  is  a  schematic  diagram  of  a  dynamic  compressor  and  a  surge  protection  system;  and 
Fig.  2  is  a  compressor  performance  map  which  illustrates  the  operation  of  that  surge  protection  system. 

Best  Method  of  Implementing  the  Invention 

25  It  is  well  known  that  dynamic  compression  is  achieved  by  increasing  the  specific  mechanical  energy 
(polytropic  head)  of  a  gas  stream.  This  increase  in  polytropic  head  (Hp)  can  be  calculated  as: 

30 

r :   - i  
Hr B  x  X MW (1) 

35 

40 

where: 
B  is  a  proportionality  constant, 
Rc  is  the  compression  ratio, 
a  is  the  polytropic  exponent, 
Ts  is  the  suction  temperature, 
MW  is  the  molecular  weight,  and 
Zav  is  the  average  compressibility  factor. 
It  is  also  well  known  that  this  increase  in  polytropic  head  is  a  function  of  the  volumetric  flow  in  suction 

(Qs)  only,  which  can  be  calculated  as: 

45 Qs 
AP0 

x 
1*3  X  Z3 

MW (2) 

50 

where: 
A 
AP0  i 
Ps  i 
Zs  i 
The  rati 

s  a  constant  coefficient, 
s  the  pressure  differential  across  the  flow  measuring  device, 
s  the  suction  temperature,  and 
s  the  compressibility  factor  under  suction  conditions. 
o  of  Hp  to  Qs  can  thus  be  computed  without  measuring  the  molecular  weight.  If  we  assume 

compressibility  effects  are  negligible,  we  can  show  that: 
55 
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Rc°   ̂ T3  x  Zav 

H  a  
X  MW  h Hp  °  _  n r e d  

AP0  T3  X  Z3  2  <J) 
Q2  —   X  MW  q^<* 

where  reduced  polytropic  head  (hred)  and  reduced  volumetric  flow  in  suction  squared 

are  defined  as: 

hred  =  ^   —   (4: 
a  

2  AP0 

All  of  these  process  variables  are  easily  measured  except  the  polytropic  exponent  (a).  However,  this 
variable  can  be  determined  indirectly  by  using  the  following  well  known  relationship  between  the  tempera- 

25  ture  and  compression  ratios  for  polytropic  processes: 

30 

40 

45 

50 

Re  =  R°r  (6) 

where: 

Re  is  the  temperature  ratio  across  the  compressor. 
35  Note  that  when  compressor  performance  is  plotted  in  the  coordinates  reduced  polytropic  head  (hred) 

versus  reduced  volumetric  flow  in  suction  squared 

40 
the  ratio  of  those  variables  defines  the  slope  of  a  line  from  the  origin  through  the  operating  point. 

By  normalizing  this  slope  with  respect  to  its  value  at  the  surge  limit,  which  can  be  experimentally 
determined  as  a  function  of  rotational  speed  and  guide  vane  position,  we  arrive  at  a  suitable,  self- 
compensating,  multi-variable  parameter  (Srei)  for  measuring  the  position  of  the  compressor  operating  point. 

Srel   =  f  (N,a)   X  H p ^   (7) 
Cfred 

As  the  operating  point  approaches  the  surge  limit,  the  value  of  this  parameter  will  increase  mon- 
otonically  to  unity  (1)  under  any  inlet  and  operating  conditions.  In  addition,  the  time  derivative  (§  )  of  this 
parameter  provides  a  suitable  measurement  of  the  rate  at  which  the  operating  point  is  approaching  the 
surge  limit.  Both  the  desired  margin  of  safety  and  the  magnitude  of  the  open-loop  response  can  then  be 

55  calculated  as  functions  of  this  derivative. 
Referring  now  to  the  drawings,  Fig.  1  shows  dynamic  compressor  101  pumping  gas  from  source  102  to 

end  user  106.  Gas  enters  the  compressor  through  inlet  line  103,  into  which  is  installed  orifice  plate  104,  and 
leaves  via  discharge  line  105.  Excess  flow  is  recycled  to  the  source  102  via  antisurge  valve  107. 

5 
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Fig.  1  also  shows  the  antisurge  control  system  and  its  connections  to  the  compression  process.  This 
control  system  includes  the  rotational  speed  transmitter  108,  guide  vane  position  transmitter  109,  inlet 
pressure  transmitter  110,  the  discharge  pressure  transmitter  111,  the  inlet  temperature  transmitter  112,  the 
discharge  temperature  transmitter  113,  the  flow  rate  transmitter  114  (which  measures  the  differential 
pressure  across  the  flow  measuring  device  104)  and  antisurge  valve  position  transducer  115. 

The  control  system  also  includes  computing  and  control  modules  116  through  135,  as  described  in  the 
following  paragraphs. 

Computing  module  116  calculates  the  temperature  ratio  (Re)  of  dynamic  compressor  101  as  as  the  ratio 
of  discharge  temperature  (Td)  to  suction  temperature  (Ts): 

Td 
Re  =  (8) 

15  Analogously,  computing  module  117  calculates  the  compression  ratio  (Rc)  as  the  ratio  of  discharge 
pressure  (Pd)  to  suction  pressure  (Ps): 

Pd  
Rc  =  (9) 

20  
PS 

Module  118  then  calculates  the  polytropic  exponent  (a)  using  the  following  form  of  equation  6: 

log   Re 
°  =  Toq~R^  <10> 

Due  to  the  relatively  slow  dynamics  of  temperature  measuring  devices,  changes  in  the  measured  value 
of  the  temperature  ratio  (Re)  may  lag  behind  those  for  the  pressure  ratio  (Rc),  thus  producing  spurious 

30  transients  in  the  calculated  value  of  the  polytropic  exponent  (a).  This  effect  is  countered  by  including  lag 
control  module  119,  which  filters  the  computed  value  of  a  to  minimize  the  effects  of  slow  temperature 
measurement  dynamics. 

Module  120  then  calculates  the  reduced  polytropic  head  hred  of  dynamic  compressor  101  as  a  function 
of  the  compression  ratio  (Rc)  and  the  polytropic  exponent  (a),  as  defined  by  equation  4;  module  121 

35  calculates  the  reduced  volumetric  flow  in  suction  squared 

«3red> 

40  as  a  function  of  the  differential  pressure  (AP0)  and  the  inlet  pressure  (Ps)  only,  as  defined  by  equation  5; 
and  module  122  calculates  the  ratio  of  these  two  variables,  which  is  the  absolute  slope  (Sabs)  of  a  line  from 
the  origin  to  the  operating  point  when  plotted  in  the  coordinates  hred  vs 

45 
2 

^ r e d :  

Sabs  =  ^   ( I D  
^ r e d  

The  value  of  this  slope  at  the  surge  limit  (SS|)  can  be  programmed  into  the  controller  as  an 
55  experimentally  determined  function  of  rotational  speed  (N)  and  guide  vane  position  (a).  Module  123  then 

returns  the  value  of  this  function  under  the  measured  operating  conditions: 

S„  =  f  (N,a)  (12) 

6 
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Module  124  then  calculates  the  relative  slope  of  the  line  from  the  origin  to  the  operating  point  by 
normalizing  the  absolute  slope  (Sabs)  with  respect  to  the  slope  of  the  surge  limit  (SS|): 

Srel   =  =  2  (13)  
qred  x  f  (N , t t )  

io  Modules  125  through  127  calculate  three  variables  which  are  used  by  both  the  closed-  and  open-loop 
response  modules: 

module  125  computes  the  relative  distance  (drei)  between  the  operating  point  and  the  surge  limit: 

dre,  =  1  -  Sre,  (14) 
15 

This  variable  is  self-compensated  for  any  variations  of  compressor  efficiency,  rotational  speed,  inlet 
conditions  or  gas  composition; 

module  128  calculates  the  rate  (vrei)  at  which  the  operating  point  is  moving  toward  the  surge  limit  by 
taking  the  time  derivative  of  the  relative  slope  (Srei): 

20 

d S r e l  
Vrel  =  ^ i t   (15)  

25  An  increase  in  the  value  of  this  derivative  will  indicate  that  the  operating  point  of  the  compressor  is 
accelerating  towards  the  surge  limit;  and 

module  127  calculates  an  added  margin  of  safety  (b3)  which  is  proportional  to  the  number  of  surges 
detected  by  monitoring  the  compressor  discharge  pressure  and  feed  rate  signals  for  the  sudden  changes 
which  characterize  a  surge  cycle. 

30  Modules  128  through  131  implement  the  controller's  closed-loop  response.  Module  128  calculates  the 
adaptive  control  bias  (b2)  using  either  of  two  algorithms: 

when  the  compressor  operating  point  is  moving  toward  the  surge  limit  (vrei  greater  than  zero),  b2  will  be 
calculated  as  the  greater  of  its  previous  value  or  a  second  value  proportional  to  vre|.  Thus,  b2  will  be  held 
constant  unless  the  operating  point  is  accelerating  toward  the  surge  limit; 

35  when  the  compressor  operating  point  is  moving  away  from  the  surge  limit  (vrei  less  than  zero),  b2  will 
be  slowly  reduced  to  zero. 

Module  129  then  calculates  the  total  margin  of  safety  (b)  by  summing  the  steady-state  bias  (bi), 
adaptive-control  bias  (b2)  and  surge  count  bias  (b3),  and  comparator  130  calculates  the  deviation  (e) 
between  the  resulting  margin  of  safety  (b)  and  the  relative  distance  (drei)  between  the  operating  point  and 

40  the  surge  limit: 

e  =  dre,  -  b  (16) 

This  deviation  signal  is  then  passed  to  the  proportional-plus-integral  control  module  (131),  which  will  start  to 
45  open  the  antisurge  valve  (107)  when  the  distance  (drei)  between  the  operating  point  and  the  surge  limit 

shrinks  below  the  safe  margin  (b). 
Modules  132  through  134  implement  the  controller's  open-loop  response,  which  is  triggered  when  the 

distance  (drei)  between  the  operating  point  and  surge  limit  is  less  than  a  minimum  threshold  level  (dt). 
Summing  module  132  computes  the  value  of  dt  by  adding  the  output  (b3)  of  the  surge  counter  (module  127) 

50  to  the  operator  supplied  set  point  (di).  Module  133  then  generates  a  binary  output  indicating  whether  or  not 
drei  is  less  than  dt,  which  is  used  to  select  the  algorithm  by  which  module  134  calculates  the  value  of  the 
open-loop  response: 

if  drei  falls  below  dt,  module  134  immediately  increments  its  output  by  an  amount  proportional  to 
Vre|.Additional  increments  will  be  added  at  regular  intervals  (tc  seconds)  as  long  as  drei  is  less  than  dt  and 

55  Vrei  ispositive~if  vrei  is  negative,  the  open-loop  output  will  be  held  constant; 
if  drei  is  greater  than  dt,  module  134  slowly  decreases  the  value  of  the  open-loop  response  using  an 

exponential  decay  algorithm. 
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Finally,  summation  module  135  computes  the  required  antisurge  valve  position  by  adding  the  open-loop 
response  from  module  134  to  the  closed-loop  response  from  module  131.  This  signal  is  then  sent  to 
transducer  115,  which  repositions  antisurge  valve  107  accordingly. 

The  operation  of  the  control  system  diagrammed  in  Fig.  1  may  be  illustrated  by  the  following  example 
5  (see  Fig.  2). 

Assume  that  the  dynamic  compressor  shown  in  Fig.  1  is  initially  operating  at  point  A,  which  lies  at  the 
intersection  of  load  curve  I  and  the  performance  curve  RPMi  .  The  value  of  Srei  at  this  point  is  equal  to  the 
slope  of  line  OA  divided  by  the  slope  of  line  OG. 

If  the  compressor  is  operating  at  steady-state  and  no  surges  have  been  detected  since  the  surge 
io  counter  was  last  reset,  the  set  point  for  the  controller's  closed-loop  response  will  correspond  to  point  D, 

where  the  slope  of  line  OD  divided  by  the  slope  of  line  OG  is  equal  to  1-bi.  Similarly,  the  open-loop  set 
point  will  be  at  point  E,  where  the  slope  of  line  OE  divided  by  the  slope  of  line  OG  is  equal  to  1-di  . 

Now  assume  that  a  load  change  shifts  the  load  curve  from  position  I  to  position  II,  causing  the  operating 
point  of  the  compressor  to  accelerate  toward  the  surge  limit.  In  response  to  this  acceleration,  adaptive 

is  control  module  128  increases  the  margin  of  safety  (b)  by  an  amount  b2,  thus  moving  the  closed-loop  set 
point  to  C.  As  the  operating  point  approaches  its  new  steady-state  position  at  B,  the  rate  of  approaching 
surge  (vrei)  will  decrease,  allowing  the  margin  of  safety  to  return  to  its  normal  level  bi  and  the  set  point  to 
return  to  D.  The  antisurge  valve  (107)  stays  closed  because  the  operating  point  stabilizes  at  B  without  ever 
moving  to  the  left  of  either  the  closed-loop  or  open-loop  set  point. 

20  Now  assume  that  this  load  change  had  instead  moved  the  load  curve  from  position  I  to  position  IV, 
which  would  still  cause  the  operating  point  to  accelerate  toward  the  surge  limit.  In  response  to  this 
acceleration,  module  128  would  still  move  the  closed-loop  set  point  toward  some  point  such  as  C,  but  in 
this  case  the  new  steady-state  operating  point  would  probably  lie  to  the  left  of  point  C.  As  soon  as  the 
operating  point  moves  to  the  left  of  C,  the  proportional-plus-integral  control  module  (131)  begins  opening 

25  the  antisurge  valve  to  increase  the  distance  (drei)  between  the  operating  point  and  the  surge  limit  back  up  to 
the  margin  of  safety  (b).  As  a  result  of  the  valve  opening,  the  overall  load  curve  will  move  back  toward 
position  III,  so  the  operating  point  will  probably  stabilize  before  reaching  the  open-loop  set  point  E. 

As  soon  as  the  speed  of  approaching  surge  (vrei)  decreases  to  zero,  the  operating  point  will  move  back 
to  the  right  and  the  set  point  will  slowly  return  to  its  steady-state  position  D.  The  antisurge  valve  (107)  will 

30  stabilize  at  whatever  position  is  needed  to  keep  the  load  curve  at  or  to  the  right  of  position  III,  allowing  the 
operating  point  to  stabilize  at  or  to  the  right  of  point  D,  where  the  distance  (drei)  between  the  operating  point 
and  the  surge  limit  is  at  least  as  large  as  the  steady  state  margin  of  safety  (bi  ). 

Finally,  assume  that  an  even  larger  disturbance  suddenly  shifts  the  load  curve  from  position  I  to  position 
V.  In  this  case,  the  closed-loop  response  will  probably  fail  to  prevent  the  operating  point  from  moving  to  the 

35  left  of  the  open-loop  set  point  at  E.  As  soon  as  the  operating  point  moves  to  the  left  of  E,  the  open-loop 
control  module  (134)  will  increase  the  antisurge  valve  opening  by  an  amount  proportional  to  the  rate  (vrei)  at 
which  the  operating  point  is  approaching  the  surge  limit. 

Assume  that  the  operating  point  continues  to  move  toward  the  surge  limit  for  another  tc  seconds,  at 
which  time  it  is  passing  point  F.  Module  134  will  then  increase  the  opening  of  the  antisurge  valve  by  a 

40  second  increment  C2,  which  will  be  proportional  to  the  derivative  of  Srei  at  that  point.  Due  to  the  control 
actions  already  taken,  vrei  will  presumably  be  smaller  at  point  F  than  it  was  at  the  point  E.  Thus,  the  second 
increment  (C2)  should  be  smaller  than  the  first  (C1). 

Once  the  antisurge  valve  has  been  opened  far  enough  to  reduce  the  speed  of  approaching  surge  to 
zero,  module  134  will  stop  adding  adaptive  increments  to  the  valve  opening.  Although  the  accumulated 

45  open-loop  response  then  decays  slowly  to  zero,  the  proportional-plus-integral  module  (131)  will  continue  to 
increase  the  valve  opening  until  the  load  curve  returns  to  position  IV.  This  restores  the  operating  point  to 
position  D,  where  the  distance  (drei)  between  the  operating  point  and  the  surge  limit  is  once  again  equal  to 
the  steady  state  level  bi  of  the  safety  margin  (b). 

If  the  compressor  rotational  speed  slows  from  RPM1  to  RPM2,  module  123  automatically  recomputes 
50  the  slope  of  the  line  through  the  surge  limit  point,  thus  allowing  the  distance  (drei)  between  the  operating 

point  and  the  surge  limit  to  be  calculated  relative  to  the  slope  of  a  line  through  the  new  surge  limit  point  H. 
Module  123  will  also  automatically  compensate  for  changes  in  the  position  of  any  guide  vanes.  Because  any 
movement  of  the  operating  point  due  to  changing  gas  composition  or  polytropic  efficiency  will  be  reflected 
in  the  computed  value  of  Srei,  this  method  will  be  self-adjusting  for  all  such  changes. 

55  The  particular  combination  of  closed-loop  and  open-loop  control  detailed  above  tailors  both  responses 
to  the  magnitude  of  each  individual  disturbance  by  employing  control  responses  which  are  dependent  on 
the  derivative  of  the  controlled  variable  in  a  way  that  does  not  produce  unneeded  valve  movements  and 
satisfies  the  conditions  of  stability  without  requiring  larger  margins  of  safety. 
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Accordingly,  it  will  be  appreciated  that  the  preferred  embodiment  disclosed  herein  does  indeed 
accomplish  the  aforementioned  objects.  Obviously,  many  modifications  and  variations  of  the  present 
invention  are  possible  in  light  of  the  above  teachings.  It  is  therefore  to  be  understood  that,  within  the  scope 
of  the  appended  claims,  the  invention  may  be  practiced  otherwise  than  as  specifically  described. 

5 
Claims 

1.  A  method  of  anti-surge  protection  for  a  dynamic  compressor  (101)  having  a  corresponding  compressor 
performance  map  and  inlet  and  discharge  networks  (103,105),  an  anti-surge  valve  (107)  connecting  said 

io  discharge  and  inlet  networks  (105,103)  and  an  anti-surge  control  system  (109-135)  operating  said  anti- 
surge  control  valve  to  maintain  the  relative  distance  between  the  compressor  operating  point  and  the 
surge  limit  below  which  said  compressor  would  surge,  said  relative  distance  being  a  difference  between 
the  relative  operating  slope  of  the  compressor  and  the  relative  slope  of  the  surge  limit,  both  of  said 
relative  slopes  being  ratios  of  the  actual  slopes  to  the  slope  of  the  surge  limit  line,  both  actual  slopes 

is  being  tangents  of  the  angles  between  the  operating  point  and  the  horizontal  axis  of  the  compressor 
performance  map  and  the  surge  limit  and  the  horizontal  axis  of  the  compressor  performance  map,  said 
method  comprising  : 
continuously  calculating  said  relative  distance  between  the  compressor  operating  point  and  the  surge 
limit  as  a  function  of  one  or  more  measured  process  variables  and  adjusting  the  position  of  said  anti- 

20  surge  valve  by  a  closed  loop  response  of  the  control  system  to  prevent  said  relative  distance  between 
the  compressor  operating  point  and  the  surge  limit  from  decreasing  below  a  minimum  margin  of  safety, 
said  margin  of  safety  including  both  constant  and  variable  parts;  and 

maintaining  said  variable  parts  at  zero  under  steady-state  conditions,  increasing  said  variable  parts 
when  said  operating  point  approaches  said  surge  limit  at  an  increasing  rate,  and  slowly  decreasing  said 

25  variable  parts  toward  zero  when  the  rate  of  approaching  surge  decreases. 

2.  A  method  as  in  claim  1  ,  further  comprising 
adding  an  open-loop  response  to  the  output  of  said  anti-surge  control  system  whenever  the  relative 

distance  between  the  compressor  operating  point  and  the  surge  limit  is  below  a  preset  level  of  danger 
30  because  when  said  relative  distance  between  the  compressor  operating  point  and  the  surge  limit  is 

located  below  said  preset  level  of  danger,  the  operating  point  may  cross  the  surge  limit  line;  and 
maintaining  said  open-loop  response  at  zero  under  steady-state  conditions,  increasing  said  open- 

loop  response  by  an  amount  proportional  to  the  instantaneous  rate  at  which  said  controlled  variable  is 
approaching  said  surge  limit  whenever  the  relative  distance  between  the  compressor  operating  point 

35  and  the  surge  limit  decreases  below  the  preset  level  of  danger,  and  at  preset  time  intervals  thereafter 
so  long  as  said  relative  distance  between  the  compressor  operating  point  and  the  surge  limit  continues 
to  be  below  said  preset  level  of  danger,  and  decreasing  said  open-loop  response  slowly  toward  zero 
whenever  said  relative  distance  between  the  operating  point  and  the  surge  limit  becomes  higher  than 
the  preset  level  of  danger. 

40 
3.  The  method  of  claim  2,  further  comprising  : 

adding  an  open-loop  response  to  the  output  of  said  anti-surge  control  system  whenever  said 
relative  distance  between  the  compressor  operating  point  and  the  surge  limit  is  beyond  said  surge  limit; 

maintaining  said  open-loop  response  at  zero  under  steady-state  conditions,  increasing  said  open- 
45  loop  response  by  an  amount  proportional  to  the  instantaneous  rate  at  which  said  controlled  variable  of 

said  closed  loop  response  in  approaching  the  surge  limit  of  said  closed-loop  response  whenever  the 
relative  distance  between  the  compressor  operating  point  and  said  surge  limit  decreases  below  the 
preset  level  of  danger,  and  at  preset  time  intervals  thereafter  so  long  as  said  relative  distance  between 
the  compressor  operating  point  and  the  surge  limit  continues  to  be  below  said  preset  level  of  danger, 

50  and  decreasing  said  open-loop  response  slowly  toward  zero  whenever  said  relative  distance  between 
the  compressor  operating  point  of  the  surge  limit  and  said  surge  limit  becomes  higher  than  the  present 
level  of  danger;  and 

increasing  one  of  (a)  the  closed-loop  margin  of  safety  and  (b)  the  level  of  danger  whenever  rapid 
drops  are  detected  in  one  of  (a)  the  flow  rate  through  said  compressor  and  (b)  the  discharge  pressure 

55  of  said  compressor. 
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Patentanspruche 

1.  Verfahren  fur  einen  Pumpschutz  fur  einen  dynamischen  Verdichter  (101)  mit  einem  zugehorigen 
Verdichterkennfeld  und  Zuleitungs-  und  Ausstromleitungsnetzen  (103,  105),  einem  Pumpschutz-Ventil 

5  (107),  welches  die  Zuleitungs-  und  Ausstromleitungsnetze  verbindet,  und  einem  Pumpschutz-Kontroll- 
system  (108  bis  135),  welches  das  Pumpschutz-Regelventil  ansteuert,  urn  den  relativen  Abstand 
zwischen  dem  Verdichterarbeitspunkt  und  der  Pumpgrenze,  unter  welcher  der  Verdichter  pumpen 
wurde,  aufrechtzuerhalten,  wobei  der  relative  Abstand  eine  Differenz  zwischen  der  relativen  Betriebs- 
steigung  des  Verdichters  und  der  relativen  Steigung  der  Pumpgrenze  ist  und  beide  relativen  Steigun- 

io  gen  Quotienten-der  tatsachlichen  Steigungen  zu  der  Steigung  der  Pumpgrenzlinie  sind  und  beide 
tatsachlichen  Steigungen  Tangenten  der  Winkel  zwischen  dem  Arbeitspunkt  und  der  horizontalen 
Achse  des  Verdichterkennfeldes  sowie  der  Pumpgrenze  und  der  horizontalen  Achse  des  Verdichter- 
kennfeldes  sind,  umfassend: 
eine  ununterbrochene  Berechnung  des  relativen  Abstandes  zwischen  dem  Verdichterarbeitspunkt  und 

is  der  Pumpgrenze  als  Funktion  einer  oder  mehrerer  gemessener  ProzeBvariablen  und  Einstellung  der 
Stellung  des  Pumpschutz-Ventils  mittels  einer  Antwort  des  Kontrollsystems,  urn  die  Abnahme  des 
relativen  Abstandes  zwischen  dem  Verdichterarbeitspunkt  und  der  Pumpgrenze  unter  einen  minimalen 
Sicherheitsabstand  zu  verhindern,  wobei  der  Sicherheitsabstand  sowohl  konstante  als  auch  variable 
GroBen  einschlieBt,  und 

20  Halten  der  variablen  GroBen  auf  Null  bei  stationaren  Bedingungen,  VergroBern  der  variablen  GroBen, 
wenn  der  Arbeitspunkt  sich  der  Pumpgrenze  mit  einem  zunehmenden  Grad  nahert,  und  langsames 
Verkleinern  der  variablen  GroBen  gegen  Null,  wenn  sich  der  Grad  der  Pumpannaherung  verringert. 

2.  Verfahren  nach  Anspruch  1,  daruber  hinaus  umfassend  eine  Addition  einer  prozeBgekoppelt-offenen 
25  Antwort  auf  den  Ausgang  des  Pumpschutz-Kontrollsystems,  jedesmal,  wenn  der  relative  Abstand 

zwischen  dem  Verdichterrarbeitspunkt  und  der  Pumpgrenze  unter  einer  vorgegebenen  Gefahrenstufe 
ist,  da  der  Arbeitspunkt  die  Pumpgrenzlinie  uberschreiten  kann,  wenn  der  relative  Abstand  zwischen 
dem  Verdichterarbeitspunkt  und  der  Pumpgrenze  unter  der  Gefahrenstufe  liegt,  und 
das  Halten  der  prozeBgekoppelt-offenen  Antwort  bei  stationaren  Bedingungen,  das  Erhohen  der 

30  prozeBgekoppelt-offenen  Antwort  urn  einen  Betrag,  welcher  proportional  zu  dem  augenblicklichen  Grad 
ist,  mit  dem  sich  die  geregelte  Variable  der  Pumpgrenze  annahert,  jedesmal,  wenn  der  relative  Abstand 
zwischen  dem  Verdichterarbeitspunkt  und  der  Pumpgrenze  unter  die  vorbestimmte  Gefahrenstufe  sinkt, 
und  an  vorbestimmten  Zeitintervallen  danach,  solange  wie  der  relative  Abstand  zwischen  dem  Verdich- 
terarbeitspunkt  und  der  Pumpgrenze  unter  der  vorbestimmten  Gefahrenstufe  bleibt,  und  das  Verklei- 

35  nern  der  prozeBgesteuert-offenen  Antwort  langsam  gegen  Null,  jedesmal,  wenn  der  relative  Abstand 
zwischen  dem  Arbeitspunkt  und  der  Pumpgrenze  groBer  wird  als  die  vorbestimmte  Gefahrenstufe. 

3.  Verfahren  nach  Anspruch  2,  daruber  hinaus  umfassend  eine  Addition  einer  prozeBgesteuert-offenen 
Antwort  auf  den  Ausgang  des  Pumpschutz-Kontrollsystems,  jedesmal,  wenn  der  relative  Abstand 

40  zwischen  dem  Verdichterarbeitspunkt  und  der  Pumpgrenze  jenseits  der  Pumpgrenze  ist,  und  das 
Halten  der  prozeBgesteuert-offenen  Antwort  auf  Null  bei  stationaren  Bedingungen,  das  Erhohen  der 
prozeBgesteuert-offenen  Antwort  urn  einen  Betrag,  der  proportional  zu  dem  augenblicklichen  Grad  ist, 
mit  dem  sich  die  geregelte  Variable  der  prozeBgekoppelt-geschlossenen  Antwort  der  Pumpgrenze  der 
prozeBgekoppelt-geschlossenen  Antwort  nahert,  jedesmal,  wenn  der  relative  Abstand  zwischen  dem 

45  Verdichterarbeitspunkt  und  der  Pumpgrenze  unter  die  vorbestimmte  Gefahrenstufe  sinkt,  und  an 
vorbestimmten  Zeitintervallen  danach,  solange  wie  der  relative  Abstand  zwischen  dem  Verdichterar- 
beitspunkt  und  der  Pumpgrenze  unter  der  vorbestimmten  Gefahrenstufe  bleibt,  und  das  Verkleinern  der 
prozeBgesteuert-offenen  Antwort  langsam  gegen  Null,  jedesmal,  wenn  der  relative  Abstand  zwischen 
dem  Verdichterarbeitspunkt  der  Pumpgrenze  und  der  Pumpgrenze  groBer  wird  als  die  gegenwartige 

50  Gefahrenstufe,  und 
das  Anheben  entweder  (a)  des  prozeBgesteuert-geschlossenen  Sicherheitsabstandes  oder  (b)  der 
Gefahrenstufe,  jedesmal,  wenn  schnelles  Absinken  in  entweder  (a)  dem  Durchsatz  durch  den  Verdichter 
oder  (b)  in  dem  Ausstromdruck  des  Verdichters  festgestellt  wird. 

55  Revendicatlons 

1.  Methode  de  protection  anti-pompage  pour  un  compresseur  dynamique  (101)  ayant  une  carte  de 
performance  du  compresseur  correspondante  et  des  reseaux  d'admission  et  de  refoulement  (103,105), 

10 



EP  0  366  219  B1 

une  soupape  anti-pompage  (107)  raccordant  ces  reseaux  de  refoulement  et  d'admission  (105,103)  et  un 
systeme  de  commande  anti-pompage  (108-135)  actionnant  cette  soupape  anti-pompage  pour  maintenir 
la  distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage  a  une 
valeur  en  dessous  de  laquelle  le  compresseur  pomperait,  ladite  distance  relative  etant  une  difference 

5  entre  la  pente  de  fonctionnement  relative  du  compresseur  et  la  pente  relative  de  la  limite  de  pompage, 
ces  deux  pentes  relatives  etant  des  rapports  entre  les  pentes  reelles  et  la  pente  de  la  ligne  limite  de 
pompage,  les  deux  pentes  reelles  etant  les  tangentes  des  angles  entre  le  point  de  fonctionnement  et 
I'axe  horizontal  de  la  carte  de  performance  du  compresseur  et  la  limite  de  pompage  et  I'axe  horizontal 
de  cette  carte  de  performance  du  compresseur,  cette  methode  comprenant  les  etapes  suivantes  : 

io  calculer  en  continu  ladite  distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite 
de  pompage  comme  une  fonction  d'une  ou  de  plusieurs  variables  de  procede  mesurees  et  ajuster  la 
position  de  ladite  soupape  anti-pompage  par  une  reponse  en  boucle  fermee  du  systeme  de  commande 
pour  empecher  cette  distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite  de 
pompage  de  diminuer  en  dessous  d'une  marge  minimale  de  securite,  ladite  marge  de  securite 

is  comprenant  a  la  fois  des  parties  variables  et  des  parties  constantes;  et 
maintenir  les  parties  variables  a  zero  dans  des  conditions  de  regime  permanent,  augmenter  lesdites 
parties  variables  lorsque  le  point  de  fonctionnement  s'approche  de  la  limite  de  pompage  a  une  vitesse 
croissante,  et  diminuer  lentement  ces  parties  variables  vers  zero  lorsque  la  vitesse  d'approche  du 
pompage  diminue. 

20 
2.  Methode  selon  la  revendication  1  ,  comprenant  en  outre  les  etapes  suivantes  : 

ajouter  une  reponse  en  boucle  ouverte  a  la  sortie  du  systeme  de  commande  anti-pompage  chaque  fois 
que  la  distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage  se 
trouve  en  dessous  d'un  niveau  predetermine  de  danger  du  fait  que,  lorsque  la  distance  relative  entre  le 

25  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage  se  trouve  en  dessous  de  ce  niveau 
predetermine  de  danger,  le  point  de  fonctionnement  peut  croiser  la  ligne  limite  de  pompage;  et 
maintenir  ladite  reponse  en  boucle  ouverte  a  zero  dans  les  conditions  de  regime  permanent,  augmenter 
cette  reponse  en  boucle  ouverte  d'une  quantite  proportionnelle  a  la  vitesse  instantanee  a  laquelle  ladite 
variable  commandee  s'approche  de  la  limite  de  pompage  chaque  fois  que  la  distance  relative  entre  le 

30  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage  diminue  en  dessous  du  niveau 
predetermine  de  danger,  et  ensuite,  a  intervalles  de  temps  predetermines  aussi  longtemps  que  cette 
distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage  continue  a 
etre  en  dessous  de  ce  niveau  predetermine  de  danger,  et  diminuer  lentement  ladite  reponse  en  boucle 
ouverte  vers  zero  chaque  fois  que  la  distance  relative  entre  le  point  de  fonctionnement  et  la  limite  de 

35  pompage  devient  superieure  au  niveau  predetermine  de  danger. 

3.  Methode  selon  la  revendication  2,  comprenant  en  outre  les  etapes  suivantes  : 
ajouter  une  reponse  en  boucle  ouverte  a  la  sortie  du  systeme  de  commande  anti-pompage  chaque  fois 
que  ladite  distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage 

40  se  trouve  au-dela  de  la  limite  de  pompage; 
maintenir  la  reponse  en  boucle  ouverte  a  zero  dans  les  conditions  de  regime  permanent,  augmenter  la 
reponse  en  boucle  ouverte  d'une  quantite  proportionnelle  a  la  vitesse  instantanee  a  laquelle  la  variable 
commandee  de  la  reponse  en  boucle  fermee  s'approche  de  la  limite  de  pompage  de  la  reponse  en 
boucle  fermee,  chaque  fois  que  la  distance  relative  entre  le  point  de  fonctionnement  du  compresseur  et 

45  la  limite  de  pompage  diminue  en  dessous  du  niveau  predetermine  de  danger  et  ensuite,  a  intervalles 
de  temps  predetermines  aussi  longtemps  que  cette  distance  relative  entre  le  point  de  fonctionnement 
du  compresseur  et  la  limite  de  pompage  continue  a  etre  en  dessous  de  ce  niveau  predetermine  de 
danger,  et  diminuer  lentement  la  reponse  en  boucle  ouverte  vers  zero  chaque  fois  que  la  distance 
relative  entre  le  point  de  fonctionnement  du  compresseur  et  la  limite  de  pompage  devient  superieure 

50  au  niveau  present  de  danger;  et 
augmenter  I'une  de  (a)  la  marge  de  securite  en  boucle  fermee  et  (b)  le  niveau  de  danger  chaque  fois 
que  des  chutes  rapides  sont  detectees  dans,  (a)  soit  le  debit  a  travers  le  compresseur,  (b)  soit  la 
pression  de  refoulement  du  compresseur. 
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