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(54) METHOD AND DEVICE FOR TRANSMITTING VOICE SIGNALING

(57) The present disclosure provides a voice signal-
ing transmission method and device. The voice signaling
transmission method includes: sending, by a second de-
vice, a request signaling to a first device; receiving, by
the second device, a signaling for requesting the second
device to try a call sent by the first device, and sending
a signaling for trying a call to the first device; receiving,
by the second device, a ringing signaling sent by the first
device and sending a temporary response signaling to
the first device; and receiving, by the second device, a
signaling for confirming the response and a signaling for
confirming the request which are sent by the first device
and sending a response signaling to the first device.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of mo-
bile communications technologies, and in particular, to a
voice signaling transmission method and device.

BACKGROUND

[0002] In mobile communication, a voice call flow is
complex, and a voice signaling volume is too large. It is
easy to generate a problem that voice signaling cannot
be effectively transmitted when environment of a channel
for transmitting signaling is complex. For example, in sat-
ellite communication, environment of an air interface is
complex, and if a standard Session Initiation Protocol
(SIP) is adopted, it is easy to generate problems that
voice signaling cannot be reliably transmitted and a suc-
cess rate of voice telephone service is low.
[0003] Therefore, a new technical solution for trans-
mitting voice signaling is needed to ensure the reliability
of voice information transmission.

SUMMARY

[0004] In view of the above, an object of the present
disclosure is to provide a voice signaling transmission
method and device, so as to overcome the problem and
defect that voice signaling cannot be reliably transmitted
when environment of a channel is complex.
[0005] The following technical solutions are adopted
by the disclosure for solving the technical problems.
[0006] According to an aspect of the present disclo-
sure, there is provided a signaling transmission method,
including: sending, by a second device, a request sign-
aling to a first device; receiving, by the second device, a
signaling for requesting the second device to try a call
sent by the first device, and sending a signaling for trying
a call to the first device; receiving, by the second device,
a ringing signaling sent by the first device and sending a
temporary response signaling to the first device; and re-
ceiving, by the second device, a signaling for confirming
the response and a signaling for confirming the request
which are sent by the first device and sending a response
signaling to the first device.
[0007] According to another aspect of the present dis-
closure, there is provided a signaling transmission meth-
od, including: receiving, by a first device, a request sig-
naling sent by a second device and sending a signaling
for requesting the second device to try a call to the second
device; receiving, by the first device, a signaling for trying
a call sent by the second device and sending a ringing
signaling to the second device; receiving, by the first de-
vice, a temporary response signaling sent by the second
device and sending a signaling for confirming the re-
sponse and a signaling for confirming the request to the
second device; and receiving, by the first device, a re-

sponse signaling sent by the second device.
[0008] According to another aspect of the present dis-
closure, there is provided a signaling transmission de-
vice, including: a request module configured to send a
request signaling to a first device; a call trying module
configured to receive a signaling sent by the first device
and requesting the signaling transmission device to try
a call, and send a signaling for trying a call to the first
device; a temporary response module configured to re-
ceive a ringing signaling sent by the first device and send
a temporary response signaling to the first device; and a
response module configured to receive a signaling for
confirming the response and a signaling for confirming
the request which are sent by the first device and send
a response signaling to the first device.
[0009] According to another aspect of the present dis-
closure, there is provided a signaling transmission de-
vice, including: a call trying module configured to receive
a request signaling sent by a second device and send a
signaling for requesting the second device to try a call to
the second device; a ringing module configured to re-
ceive a signaling for trying a call sent by the second de-
vice and send a ringing signaling to the second device;
a response and request confirmation module configured
to receive a temporary response signaling sent by the
second device and send a signaling for confirming the
response and a signaling for confirming the request to
the second device; and a receiving module configured
to receive a response signaling sent by the second de-
vice.
[0010] According to another aspect of the present dis-
closure, there is provided a computer storage medium
storing a computer program which, when executed by a
processor, causes the processor to perform the signaling
transmission method according to the present disclo-
sure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] The objects, features, and advantages of the
present disclosure will be further explained with refer-
ence to the accompanying drawings. In the drawings,

Fig. 1 is a flow chart of a voice signaling transmission
method according to an embodiment of the present
disclosure;
Fig. 2 is a flow chart of a voice signaling transmission
method according to an embodiment of the present
disclosure;
Fig. 3 is a flow chart of a voice signaling transmission
method according to an embodiment of the present
disclosure;
Fig. 4 is a flow chart of a voice signaling transmission
method according to an embodiment of the present
disclosure;
Fig. 5 is a block diagram of a voice signaling trans-
mission device according to an embodiment of the
present disclosure; and
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Fig. 6 is a block diagram of a voice signaling trans-
mission device according to an embodiment of the
present disclosure.

DETAILED DESCRIPTION

[0012] In order to make the technical problems, tech-
nical solutions and advantages to be solved by the
present disclosure clearer, the present disclosure is fur-
ther described in detail below with reference to the ac-
companying drawings and embodiments. It should be
understood that the specific embodiments described
herein are merely used to explain the disclosure and are
not intended to limit the disclosure.
[0013] Fig. 1 is a flow chart of a voice signaling trans-
mission method according to an embodiment of the
present disclosure.
[0014] As shown in Fig. 1, the voice signaling trans-
mission method according to the present embodiment
may be applied to a master station in a satellite commu-
nication system, and the method according to the present
embodiment includes steps S110 to S140.
[0015] In step S110, the master station (i.e., a second
device) sends a request signaling to an end station (i.e.,
a first device).
[0016] In the present embodiment, when the master
station communicates with the end station, the master
station sends a request (INVITE), and after the end sta-
tion receives the request sent by the master station, the
end station sends a signaling for requesting the master
station to try a call (Trying).
[0017] In step S120, the master station receives a sig-
naling sent by the end station for requesting the master
station to try a call, and sends the signaling for trying a
call to the end station.
[0018] In the present embodiment, after the master sta-
tion sends the signaling for trying a call, the end station
sends a ringing signaling (Ringing).
[0019] In step S130, the master station receives the
ringing signaling sent by the end station, and sends a
temporary response signaling to the end station.
[0020] In the present embodiment, after receiving the
ringing, the master station sends the temporary response
signaling (Provisional Response ACKnowledgement,
PRACK), and after receiving the temporary response sig-
naling, the end station replies 200 OK (PRACK) to the
master station. After the master station receives 200 OK
(PRACK), the end station then sends a request response
200 OK (INVITE) confirming that the end station has re-
ceived the call of the master station.
[0021] In step S140, the master station receives a sig-
naling for confirming the response and a signaling for
confirming the request which are sent by the end station,
and sends a response signaling to the end station.
[0022] In the present embodiment, the master station
sends a response (ACKnowledgement, ACK) signaling,
that is, the whole voice call flow is completed.
[0023] Compared with the voice signaling transmission

solution in the related art, the signaling transmission
method according to the embodiment simplifies the trans-
mission flow of the voice signaling, reduces the quantity
of the voice signaling, and is beneficial for improving the
success rate of voice signaling transmission.
[0024] Fig. 2 is a flow chart of a voice signaling trans-
mission method according to an embodiment of the
present disclosure.
[0025] As shown in Fig. 2, the voice signaling trans-
mission method according to the present embodiment
may be applied to a base station of a microwave com-
munication system, for example, a base station A, and
the other device is another base station in the microwave
communication system, for example, a base station B,
and the signaling transmission method according to the
present embodiment includes steps S210 to S240.
[0026] In step S210, the base station A (i.e., a second
device) sends a request signaling to the base station B
(i.e., a first device).
[0027] In step S220, the base station A receives a sig-
naling for requesting the base station A to try a call sent
by the base station B, and sends a signaling for trying a
call to the base station B.
[0028] In step S230, the base station A receives a ring-
ing signaling sent by the base station B, and continuously
sends m (m is a positive integer) pieces of temporary
response signaling to the base station B, wherein after
sending one piece of the temporary response signaling,
the base station A waits for receiving a signaling for con-
firming the response sent by the base station B, and then
sends a next temporary response signaling.
[0029] In the present embodiment, after receiving the
ringing sent by the base station B, the base station A may
send, for example, two pieces of the temporary respons-
es signaling (PRACK). Each time the base station B re-
ceives one piece of the temporary response signaling,
200 OK (PRACK) is replied to the base station A. The
base station A sends the next temporary response sig-
naling after receiving the 200 OK (PRACK) replied by the
base station B, until the two pieces of the temporary re-
sponse signaling are sent.
[0030] In step S240, the base station A receives a sig-
naling for confirming the response and a signaling for
confirming the request which are sent by the base station
B, and sends a response signaling to the base station B.
[0031] In the present embodiment, after sending the
second 200 OK (PRACK), the base station B sends 200
OK (INVITE) to confirm that the call from the base station
A is received by the base station B. Finally, the base
station A sends a response (ACK) signaling, that is, the
whole voice call flow is completed.
[0032] After sending each signaling, the base station
A receives a status report corresponding to the signaling,
and sends a next signaling after the status report indi-
cates that the signaling is successfully sent. The signal-
ing sent by the base station A is any one of the request
signaling, the signaling for trying a call, the temporary
response signaling and the response signaling. Further,

3 4 



EP 3 633 900 A1

4

5

10

15

20

25

30

35

40

45

50

55

after receiving each signaling, the base station A sends
a status report indicating the signaling being successfully
received to the base station B. The signaling received by
the base station A is any one of the signaling for request-
ing the base station A to try a call, the ringing signaling,
the signaling for confirming the response and the sign-
aling for confirming the request.
[0033] In the present embodiment, an Automatic Re-
peat-reQuest (ARQ) mechanism is introduced. Devices
at the two ends of an air interface are respectively the
base station A and the base station B, and the ARQ mech-
anism is introduced into both the base station A and the
base station B to resend a wrongly sent voice signaling.
[0034] Both the base station A and the base station B
at the two ends of the air interface may be used as a
sending end and a receiving end. In the present embod-
iment, the base station A sends and the base station B
receives. After sending the voice signaling message, the
base station A waits for a status report from the base
station B, if the status report indicates that the voice sig-
naling message is successfully sent, a subsequent voice
signaling message is sent by the base station A, and
otherwise, the voice signaling message which is not suc-
cessfully sent is resent by the base station A.
[0035] However, the present embodiment is not limited
to the base station A sending and the base station B
receiving, and may be the base station B sending and
the base station A receiving. After sending the voice sig-
naling message, the base station B waits for a status
report from the base station A, if the status report indi-
cates that the voice signaling message is successfully
sent, a subsequent voice signaling message is sent by
the base station B, and otherwise, the voice signaling
message which is not successfully sent is resent by the
base station B.
[0036] Fig. 3 is a flow chart of a voice signaling trans-
mission method according to an embodiment of the
present disclosure.
[0037] As shown in Fig. 3, the voice signaling trans-
mission method according to the present embodiment
may be applied to an end station in a satellite communi-
cation system, and the method according to the present
embodiment includes steps S310 to S340.
[0038] In step S310, the end station (i.e., a first device)
receives a request signaling sent by a master station (i.e.,
a second device), and sends a signaling, to the master
station, for requesting the master station to try a call.
[0039] In the present embodiment, the master station
sends a request (INVITE) when communicating with the
end station.
[0040] In the present embodiment, after receiving the
request sent by the master station, the end station sends
the signaling for requesting the master station to try a
call (Trying).
[0041] In step S320, the end station receives a signal-
ing for trying a call sent by the master station, and sends
a ringing signaling to the master station.
[0042] In the present embodiment, after the master sta-

tion sends the signaling for trying a call, the end station
sends the ringing signaling (Ringing), and after receiving
the ringing signaling, the master station sends a tempo-
rary response signaling (PRACK).
[0043] In step S330, the end station receives the tem-
porary response signaling sent by the master station, and
sends a signaling for confirming the response and a sig-
naling for confirming the request to the master station.
[0044] In the present embodiment, the end station re-
ceives the temporary response signaling (PRACK) sent
by the master station, and replies 200 OK (PRACK) to
the master station. After the master station receives 200
OK (PRACK), the end station sends a request response
200 OK (INVITE) confirming that the end station has re-
ceived the call of the master station, and the master sta-
tion then sends a response (ACK) signaling, that is, the
whole voice call flow is completed.
[0045] In step S340, the end station receives the re-
sponse signaling sent by the master station.
[0046] Fig. 4 is a flow chart of a voice signaling trans-
mission method according to an embodiment of the
present disclosure.
[0047] As shown in Fig. 4, the voice signaling trans-
mission method according to the present embodiment
may be applied to an end station in a satellite communi-
cation system, and the method according to the present
embodiment includes steps S410 to S440.
[0048] In step S410, the end station receives a request
signaling sent by a master station, and sends a signaling
for requesting the master station to try a call to the master
station.
[0049] In step S420, the end station receives a signal-
ing for trying a call sent by the master station, and sends
a ringing signaling to the master station.
[0050] In step S430, the end station receives a tempo-
rary response signaling sent by the master station, after
receiving each temporary response signaling, the end
station sends a signaling for confirming the response to
the master station, and sends a signaling for confirming
the request to the master station after sending the m-th
(m is a positive integer) signaling for confirming the re-
sponse.
[0051] In step S440, the end station receives a re-
sponse signaling send by the master station.
[0052] In this embodiment, the master station may
send, for example, two pieces of the temporary response
signaling (PRACK) after receiving the ringing signaling.
The end station replies 200 OK (PRACK) to the master
station for each time the end station receiving the tem-
porary response signaling. The master station receives
200 OK (PRACK) and then sends a next temporary re-
sponse signaling, until the two pieces of the temporary
response signaling have been sent. After sending the
second 200 OK (PRACK), the end station then sends
200 OK (INVITE) confirming that the end station has re-
ceived the call of the master station. Finally, the master
station sends a response (ACK) signaling, that is, the
whole voice call flow is completed.
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[0053] After sending each signaling, the end station
receives a status report corresponding to the signaling,
and sends a next signaling after the status report indi-
cates that the signaling is sent successfully. The signal-
ing sent by the end station is any one of the signaling for
requesting the master station to try a call, the ringing
signaling, the signaling for confirming the response and
the signaling for confirming the request. In addition, after
receiving each signaling, the end station sends a status
report indicating that the signaling has successfully re-
ceived to the master station. The signaling received by
the end station is any one of the request signaling, the
signaling for trying a call, the temporary response sign-
aling and the response signaling.
[0054] An ARQ mechanism is introduced in the present
embodiment. Devices at the two ends of an air interface
are respectively the master station and the end station,
and the ARQ mechanism is introduced into both the mas-
ter station and the end station to resend a wrongly sent
voice signaling.
[0055] In the master station and the end station at the
two ends of the air interface, the master station may be
a sending end, and the end station may be a receiving
end. The master station sends and the end station re-
ceives. After sending the voice signaling message, the
master station waits for a status report from the end sta-
tion, if the status report indicates that the voice signaling
message is successfully sent, a subsequent voice sign-
aling message is sent by the master station, and other-
wise, the voice signaling message which is not success-
fully sent is resent by the master station.
[0056] The present embodiment is not limited to the
master station sending and the end station receiving, and
may be the end station sending and the master station
receiving. After sending the voice signaling message, the
end station waits for a status report from the master sta-
tion, if the status report indicates that the voice signaling
message is successfully sent, a subsequent voice sign-
aling message is sent by the end station, and otherwise,
the voice signaling message which is not successfully
sent is resent by the end station.
[0057] Fig. 5 is a block diagram of a voice signaling
transmission device according to an embodiment of the
present disclosure.
[0058] As shown in Fig. 5, the voice signaling trans-
mission device according to the present embodiment
may be applied to a master station in a satellite commu-
nication system. The signaling transmission device of the
present embodiment includes a request module 510, a
call trying module 520, a temporary response module
530, and a response module 540.
[0059] The request module 510 is configured to send
a request signaling to an end station (i.e., a first device).
[0060] In the present embodiment, the request module
510 of the master station sends a request (INVITE) when
the master station communicates with an end station.
After the end station receives the request sent by the
master station, the end station sends a signaling for re-

questing the master station to try a call (Trying).
[0061] The call trying module 520 is configured to re-
ceive the signaling for requesting the master station to
try a call from the end station, and send a signaling for
trying a call, to the end station.
[0062] In the present embodiment, after the master sta-
tion sends the signaling for trying a call, the end station
sends a ringing signaling (Ringing).
[0063] The temporary response module 530 is config-
ured to receive the ringing signaling sent by the end sta-
tion, and send a temporary response signaling to the end
station.
[0064] In the present embodiment, after the master sta-
tion receives the ringing signaling, the temporary re-
sponse module 530 sends the temporary response sig-
naling (PRACK). The end station replies 200 OK
(PRACK) to the master station after receiving the tem-
porary response signaling, and after the master station
receives 200 OK (PRACK), the end station sends a re-
quest response 200 OK (INVITE) confirming that the end
station has received the call of the master station.
[0065] The response module 540 is configured to re-
ceive a signaling for confirming the response and a sig-
naling for confirming the request which are sent by the
end station, and send a response signaling to the end
station.
[0066] In the present embodiment, the master station
sends a response (ACK) signaling, that is, the whole
voice call flow is completed.
[0067] The voice signaling transmission device ac-
cording to the embodiment may also be applied to a base
station of a microwave communication system, for ex-
ample, a base station A, and the other device is another
base station in the microwave communication system,
for example, a base station B.
[0068] The request module 510 is configured to send
a request signaling to the base station B.
[0069] The call trying module 520 is configured to re-
ceive a signaling for requesting the base station A to try
a call from the base station B, and send a signaling for
trying a call, to the base station B.
[0070] The temporary response module 530 is config-
ured to receive a ringing signaling sent by the base station
B, and continuously sends m (m is a positive integer)
pieces of temporary response signaling to the base sta-
tion B, wherein after sending one piece of the temporary
response signaling, the temporary response module 530
sends a next temporary response signaling after receiv-
ing a signaling for confirming the response sent by the
base station B.
[0071] In the present embodiment, the temporary re-
sponse module 530 may send, for example, two pieces
of the temporary response signaling (PRACK) after re-
ceiving the ringing signaling sent by the base station B.
Each time receiving one piece of the temporary response
signaling, the base station B replies 200 OK (PRACK) to
the base station A. The temporary response module 530
receives 200 OK (PRACK) replied by the base station B,
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and then sends the next temporary response signaling,
until the two pieces of the temporary response signaling
are sent.
[0072] The response module 540 is configured to re-
ceive the signaling for confirming the response and the
signaling for confirming the request which are sent by
the base station B, and send a response signaling to the
base station B.
[0073] In the present embodiment, after sending the
second 200 OK (PRACK), the base station B sends 200
OK (INVITE) to confirm that the call from the base station
A is received by the base station B. Finally, the response
module 540 sends a response (ACK) signaling, that is,
the whole voice call flow is completed.
[0074] After sending each signaling, the base station
A receives a status report corresponding to the signaling,
and sends a next signaling after the status report indi-
cates that the signaling is successfully sent. The signal-
ing sent by the base station A is any one of the request
signaling, the signaling for trying a call, the temporary
response signaling and the response signaling. Further,
after receiving each signaling, the base station A sends
a status report indicating the signaling being successfully
received to the base station B. The signaling received by
the base station A is any one of the signaling for request-
ing the base station A to try a call, the ringing signaling,
the signaling for confirming the response and the sign-
aling for confirming the request.
[0075] In the present embodiment, an ARQ mecha-
nism is introduced. Devices at the two ends of an air
interface are respectively the base station A and the base
station B, and the ARQ mechanism is introduced into
both the base station A and the base station B to resend
a wrongly sent voice signaling.
[0076] Both the base station A and the base station B
at the two ends of the air interface may be used as a
sending end and a receiving end. In the present embod-
iment, the base station A sends and the base station B
receives. After sending the voice signaling message, the
base station A waits for a status report from the base
station B, if the status report indicates that the voice sig-
naling message is successfully sent, a subsequent voice
signaling message is sent by the base station A, and
otherwise, the voice signaling message which is not suc-
cessfully sent is resent by the base station A.
[0077] However, the present embodiment is not limited
to the base station A sending and the base station B
receiving, and may be the base station B sending and
the base station A receiving. After sending the voice sig-
naling message, the base station B waits for a status
report from the base station A, if the status report indi-
cates that the voice signaling message is successfully
sent, a subsequent voice signaling message is sent by
the base station B, and otherwise, the voice signaling
message which is not successfully sent is resent by the
base station B.
[0078] Fig. 6 is a block diagram of a voice signaling
transmission device according to an embodiment of the

present disclosure.
[0079] As shown in Fig. 6, the voice signaling trans-
mission device according to the present embodiment
may be applied to an end station in a satellite communi-
cation system. The signaling transmission device of the
present embodiment includes a call trying module 610,
a ringing module 620, a response and request confirma-
tion module 630 and a receiving module 640.
[0080] The call trying module 610 is configured to re-
ceive a request signaling sent by a master station and
send a signaling for requesting the master station to try
a call to the master station.
[0081] In the present embodiment, the master station
sends a request (INVITE) when communicating with the
end station.
[0082] The call trying module 610 of the end station
receives the request sent by the master station and then
sends the signaling for requesting the master station to
try a call (Trying).
[0083] The ringing module 620 is configured to receive
a signaling for trying a call sent by the master station and
send a ringing signaling to the master station.
[0084] In the present embodiment, after the master sta-
tion sends the signaling for trying a call, the ringing mod-
ule 620 sends the ringing signaling (Ringing), and after
receiving the ringing signaling, the master station sends
a temporary response signaling (PRACK).
[0085] The response and request confirmation module
630 is configured to receive the temporary response sig-
naling sent by the master station, and send a signaling
for confirming the response and a signaling for confirming
the request to the master station.
[0086] In the present embodiment, after the response
and request confirmation module 630 receives the tem-
porary response signaling, 200 OK (PRACK) is replied
to the master station, and after the master station re-
ceives 200 OK (PRACK), the response and request con-
firmation module 630 sends a request response 200 OK
(INVITE) confirming that the end station has received the
call of the master station, and the master station sends
a response (ACK) signaling, that is, the whole voice call
flow is completed.
[0087] The receiving module 640 is configured to re-
ceive a response signaling sent by the master station.
[0088] According to the voice signaling transmission
device of the present embodiment, the response and re-
quest confirmation module 630 may be further configured
to receive the temporary response signaling sent by the
master station, and after receiving each temporary re-
sponse signaling, the response and request confirmation
module 630 sends the signaling for confirming the re-
sponse to the master station, and sends the signaling for
confirming the request to the master station after sending
the m-th (m is a positive integer) signaling for confirming
the response.
[0089] In the present embodiment, the master station
may send, for example, two pieces of the temporary re-
sponse signaling (PRACK) after receiving the ringing sig-
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naling. The response and request confirmation module
630 replies 200 OK (PRACK) to the master station for
each time the end station receiving the temporary re-
sponse signaling. The master station receives 200 OK
(PRACK) and then sends a next temporary response sig-
naling until the two pieces of the temporary response
signaling have been sent. After sending the second 200
OK (PRACK), the response and request confirmation
module 630 then sends 200 OK (INVITE) confirming that
the end station has received the call of the master station.
Finally, the master station sends a response (ACK) sig-
naling, that is, the whole voice call flow is completed.
[0090] After sending each signaling, the end station
receives a status report corresponding to the signaling,
and sends a next signaling after the status report indi-
cates that the signaling is successfully sent. The signal-
ing sent by the end station is any one of the signaling for
requesting the master station to try a call, the ringing
signaling, the signaling for confirming the response and
the signaling for confirming the request. In addition, after
receiving each signaling, the end station sends a status
report indicating that the signaling has successfully re-
ceived to the master station. The signaling received by
the end station is any one of the request signaling, the
signaling for trying a call, the temporary response sign-
aling and the response signaling.
[0091] An ARQ mechanism is introduced in the present
embodiment. Devices at the two ends of an air interface
are respectively the master station and the end station,
and the ARQ mechanism is introduced into both the mas-
ter station and the end station to resend a wrongly sent
voice signaling.
[0092] In the master station and the end station at the
two ends of the air interface, the master station may be
a sending end, and the end station may be a receiving
end. The master station sends and the end station re-
ceives. After sending the voice signaling message, the
master station waits for a status report from the end sta-
tion, if the status report indicates that the voice signaling
message is successfully sent, a subsequent voice sign-
aling message is sent by the master station, and other-
wise, the voice signaling message which is not success-
fully sent is resent by the master station.
[0093] The present embodiment is not limited to the
master station sending and the end station receiving, and
may be the end station sending and the master station
receiving. After sending the voice signaling message, the
end station waits for a status report from the master sta-
tion, if the status report indicates that the voice signaling
message is successfully sent, a subsequent voice sign-
aling message is sent by the end station, and otherwise,
the voice signaling message which is not successfully
sent is resent by the end station.
[0094] According to the embodiments of the present
disclosure, on one aspect, a simple voice call procedure
is achieved, that is, a device A communicates with a de-
vice B, the device A sends a request (INVITE), the device
B receives the request sent by the device A and then

sends a signaling for requesting the device A to try a call
(Trying), and then the device B sends a ringing signaling
(Ringing). After receiving the ringing signaling, the device
A sends m (m is a positive integer) pieces of temporary
response signaling (PRACK). The device B replies 200
OK (PRACK) to the device A for each time the device B
receiving the temporary response signaling. The device
A sends a next temporary response signaling after re-
ceiving 200 OK (PRACK), until all the m pieces of the
temporary response signaling are sent. After sending the
m-th 200 OK (PRACK), the device B sends 200 OK (IN-
VITE) confirming that the device B has received the call
of the device A. Finally, the device A sends a response
(ACK) signaling, that is, the whole voice call flow is com-
pleted.
[0095] On the other aspect, an ARQ mechanism is in-
troduced, and a wrong message is recovered by request-
ing, by a receiving party, a sending party to resend the
wrong data message. By introducing the ARQ mecha-
nism at both the sending end and the receiving end, and
resending a wrong voice signaling, the reliability of voice
signaling transmission can be raised. Firstly, architecture
of a communication network is defined, and devices at
two ends of an air interface are a device A and a device
B, both of which may be used as a sending end and a
receiving end. Then, the device A sends and the device
B receives. After sending the voice signaling message,
the device A waits for a status report from the device B,
if the status report indicates that the voice signaling mes-
sage is successfully sent, a subsequent voice signaling
message is sent by the device A, and otherwise, the voice
signaling message which is not successfully sent is re-
sent by the device A. Alternatively, the device B may
send and the device A may receive. After sending the
voice signaling message, the device B waits for a status
report from the device A, if the status report indicates that
the voice signaling message is successfully sent, a sub-
sequent voice signaling message is sent by the device
B, and otherwise, the voice signaling message which is
not successfully sent is resent by the device B.
[0096] The voice signaling transmission device ac-
cording to the embodiment may be applied to a master
station and an end station in a satellite communication
system, and the voice signaling transmission device may
include a processor, a memory and a communication
bus. The communication bus is used for realizing con-
nection communication between the processor and the
memory. The processor is configured to execute pro-
grams stored in the memory to implement the voice sig-
naling transmission method according to embodiments
of the present disclosure.
[0097] An embodiment of the present disclosure pro-
vides a computer readable storage medium for use by a
master station and an end station in a satellite commu-
nication system. The computer readable storage medium
stores one or more programs which, when executed by
one or more processors, cause the one or more proces-
sors to perform the voice signaling transmission method
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according to embodiments of the present disclosure.
[0098] The embodiments of the present disclosure
have been described above with reference to the accom-
panying drawings, and it is not intent to limit the scope
of the present disclosure. Those skilled in the art can
implement the present disclosure in various modifica-
tions, such as features of one embodiment may be used
in another embodiment to yield yet a further embodiment,
without departing from the scope and spirit of the present
disclosure. Any modifications, equivalents and improve-
ments made within the technical spirit of the present dis-
closure should be within the scope of the present disclo-
sure.

Claims

1. A signaling transmission method, comprising:

sending, by a second device, a request signaling
to a first device;
receiving, by the second device, a signaling for
requesting the second device to try a call sent
by the first device, and sending a signaling for
trying a call to the first device;
receiving, by the second device, a ringing sign-
aling sent by the first device and sending a tem-
porary response signaling to the first device; and
receiving, by the second device, a signaling for
confirming the response and a signaling for con-
firming the request which are sent by the first
device and sending a response signaling to the
first device.

2. The method of claim 1, wherein the step of sending
the temporary response signaling to the first device
comprises:
continuously sending, by the second device, m piec-
es of the temporary response signaling to the first
device, wherein after sending one piece of the tem-
porary response signaling, the second device sends
a next temporary response signaling after receiving
the signaling for confirming the response sent by the
first device, wherein m is a positive integer.

3. The method of claim 1, further comprising:
after each time of sending a signaling, receiving, by
the second device, a status report corresponding to
the signaling, and sending a next signaling after the
status report indicates that the signaling is sent suc-
cessfully, wherein the signaling is any one of the re-
quest signaling, the signaling for trying a call, the
temporary response signaling and the response sig-
naling.

4. The method of claim 1, further comprising:
after each time of receiving a signaling sent by the
first device, sending, by the second device, a status

report indicating the signaling being successful re-
ceived to the first device, wherein the signaling is
any one of the signaling for requesting the second
device to try a call, the ringing signaling, the signaling
for confirming the response and the signaling for con-
firming the request.

5. The method of any one of claims 1 to 4, wherein
the first device is an end station in a satellite com-
munication system and the second device is a mas-
ter station in the satellite communication system, or
the first device and the second device are both base
stations in a microwave communication system.

6. A signaling transmission method, comprising:

receiving, by a first device, a request signaling
sent by a second device and sending a signaling
for requesting the second device to try a call to
the second device;
receiving, by the first device, a signaling for try-
ing a call sent by the second device and sending
a ringing signaling to the second device;
receiving, by the first device, a temporary re-
sponse signaling sent by the second device and
sending a signaling for confirming the response
and a signaling for confirming the request to the
second device; and
receiving, by the first device, a response sign-
aling sent by the second device.

7. The method of claim 6, wherein the step of sending
the signaling for confirming the response and the
signaling for confirming the request to the second
device comprises:
after each time of receiving the temporary response
signaling sent by the second device, sending, by the
first device, one piece of the signaling for confirming
the response to the second device, and sending the
signaling for confirming the request to the second
device after sending m pieces of the signaling for
confirming the response, wherein m is a positive in-
teger.

8. The method of claim 6, further comprising:
after each time of sending a signaling, receiving, by
the first device, a status report corresponding to the
signaling, and sending a next signaling after the sta-
tus report indicates that the signaling is successfully
sent, wherein the signaling is any one of the signaling
for requesting the second device to try a call, the
ringing signaling, the signaling for confirming the re-
sponse and the signaling for confirming the request.

9. The method of claim 6, further comprising:
after each time of receiving a signaling sent by the
second device, sending, by the first device, a status
report indicating the signaling being successfully re-
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ceived to the second device, wherein the signaling
is any one of the request signaling, the signaling for
trying a call, the temporary response signaling and
the response signaling.

10. The method of any one of claims 6 to 9, wherein
the first device is an end station in a satellite com-
munication system and the second device is a mas-
ter station in the satellite communication system, or
the first device and the second device are both base
stations in a microwave communication system.

11. A signaling transmission device, comprising:

a request module configured to send a request
signaling to a first device;
a call trying module configured to receive a sig-
naling sent by the first device and requesting the
signaling transmission device to try a call, and
send a signaling for trying a call to the first de-
vice;
a temporary response module configured to re-
ceive a ringing signaling sent by the first device
and send a temporary response signaling to the
first device; and
a response module configured to receive a sig-
naling for confirming the response and a sign-
aling for confirming the request which are sent
by the first device and send a response signaling
to the first device.

12. The device of claim 11, wherein
the temporary response module is configured to con-
tinuously send m pieces of the temporary response
signaling to the first device, wherein after sending
one piece of the temporary response signaling, the
temporary response module sends a next temporary
response signaling after receiving the signaling for
confirming the response sent by the first device,
wherein m is a positive integer.

13. A signaling transmission device, comprising:

a call trying module configured to receive a re-
quest signaling sent by a second device and
send a signaling for requesting the second de-
vice to try a call to the second device;
a ringing module configured to receive a signal-
ing for trying a call sent by the second device
and send a ringing signaling to the second de-
vice;
a response and request confirmation module
configured to receive a temporary response sig-
naling sent by the second device and send a
signaling for confirming the response and a sig-
naling for confirming the request to the second
device; and
a receiving module configured to receive a re-

sponse signaling sent by the second device.

14. The device of claim 13, wherein
the response and request confirmation module is
configured to, after each time of receiving the tem-
porary response signaling sent by the second de-
vice, send one piece of the signaling for confirming
the response to the second device, and send the
signaling for confirming the request to the second
device after sending m pieces of the signaling for
confirming the response, wherein m is a positive in-
teger.

15. A computer storage medium storing a computer pro-
gram which, when executed by a processor, causes
the processor to perform the signaling transmission
method according to any of claims 1 to 10.
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