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(54) Automatic resetting safety cut-out device for toaster sliding support blockage

(57) Automatic resetting safety cut-out device for
toaster sliding support blockage fitted in an electric
toaster having:

- an outer shell (1) with a base (5), heating means
and bread slots (7),

- a sliding support (13) connected to a button (2) to
control upwards and downwards movements and
positions of said support (13) which is connected to
a carrier (6) to support bread in the bread slots (7),
said sliding support (13) or carrier (6) being held in
downwards position with a core (23) able to produce
attracting magnetic forces,

- an electronic timer to set a toasting time, such that
when the sliding support (13) and carrier (6) have
moved to their downwards position, the toaster is
switched on, the heating elements, the electronic
timer and core (23) are connected and operate, and
once the toasting time reached that set, power is
cut off to the heating elements, the sliding support
(13) and carrier (6) being disengaged and likely to
come to their upwards position, under the action of
a tension spring (10),

whereby the device has a pivoting element (21), said
pivoting element (21) comprising a locking hook (21b)
and said sliding support (13) comprising a coupling (14),

said element (21) being mounted in the toaster so that
it can be engaged by said sliding support (13) during its
downwards movement, such that said element (21),
while being attracted and held by the magnetic force
from the core and while the toaster is in an operating
state, maintains the sliding support (13) in its down-
wards position against the upward reaction caused by
the tension spring (10) by capturing the coupling (14)
with its locking hook (21b), the arrangement being such
that when the timer reaches the toasting time set, the
core (23) loses its magnetic force and the coupling (14)
is no longer restrained by the locking hook (21b), a pair
of contacts automatically opening and cutting off the
power supply.
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