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(54) Generating device specific thumbnails

(57) A method for generating device specific thumb-
nails may includes receiving one or more databases on
a computing device from a mobile electronic device
where the one or more databases include a key file and
a data file. The data file may include picture data and the
key file may include an index to the picture data. Also,
the method may include generating a synchronization
set on the computing device wherein the synchronization

set includes one or more picture files to be stored on the
mobile electronic device. The one or more databases
may be transformed to one or more updated databases,
wherein the transforming includes updating the key file
to index pictures included in the synchronization set and
updating the data file to include thumbnails of the pictures
included in the synchronization set. The one or more up-
dated databases may be transmitted to the mobile elec-
tronic device.
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Description

CROSS REFERENCE TO RELATED APPLICATION

[0001] This non-provisional patent application claims
the benefit of the filing date of U.S. Provisional Patent
Application Serial No. 61/263,811; filed November 23,
2009; and entitled, "GENERATING DEVICE SPECIFIC
THUMBNAILS," the contents of which is incorporated by
reference herein.

BACKGROUND

[0002] Synching software allows a user to sync a mo-
bile electronic device with selected media items on a per-
sonal computer. Mobile electronic devices may include
files that have been copied from an external source, such
as a user’s personal computer.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] Some embodiments are illustrated by way of
example and not limitation in the figures of the accom-
panying drawings in which:
[0004] FIG. 1 illustrates a system including a personal
computer and a mobile electronic device, according to
an example embodiment;
[0005] FIG. 2 illustrates a flowchart diagram to transfer
media items to a mobile electronic device, according to
an example embodiment;
[0006] FIG. 3 illustrates a database, according to an
example embodiment; and
[0007] FIG. 4 illustrates a computer system, according
to an example embodiment.

DETAILED DESCRIPTION

[0008] The following detailed description includes ref-
erences to the accompanying drawings, which form a
part of the detailed description. The drawings show, by
way of illustration, specific embodiments in which the em-
bodiments may be practiced. These embodiments, which
are also referred to herein as "examples," are illustrated
in enough detail to enable those skilled in the art to prac-
tice the same. The embodiments may be combined, other
embodiments may be utilized, or structural, logical, and
electrical changes may be made without departing from
the scope of the present disclosure. In this document,
the terms "a" or "an" are used, as is common in patent
documents, to include one or more than one.
[0009] In an example embodiment, a user is in control
of a mobile electronic device (MED). Mobile electronic
devices include, but are not limited to, mobile telephones,
portable computers, PDAs, and other devices that may
be conveniently carried by a user and sometimes provide
wireless communication. Mobile telephones include
wireless communication devices that have generally
been referred to as cell phones. Mobile telephones may

include a wide range of communication devices from
portable phones with limited functionality beyond voice
communication to portable phones capable of providing
functionality of a personal computer (e.g., internet con-
nectivity, web browsing, document editing). Higher func-
tioning phones that include functions similar to a personal
computer may be referred to as smart phones.
[0010] Managing media items stored a mobile elec-
tronic device presents a number of challenges. For ex-
ample, in various embodiments, when picture files are
stored on a MED they are often much larger than neces-
sary to display on the MED’s small screen, In order to
display a picture on the device or to display a small image
representing the picture in a grid of thumbnails, the device
generally applies a processor-intensive algorithm to re-
size the picture data in the original file then displays it on
the device’s screen. This disclosure describes a process
to limit the amount of resizing necessary to view the im-
ages on a screen or in thumbnail views, by taking the
original picture file, applying a resizing algorithm which
throws out large amounts of data from the original file
and stores the resulting picture data in a database. Thus,
when the device needs to display a picture it does need
to go back to the original file and instead can obtain the
picture data from the appropriate database. This allows
the picture to be displayed on screen much more quickly
than if the data had to be retrieved from the original file
each time it was to be displayed. Additionally, since the
media syncing application running on the desktop may
maintain these databases on behalf of the device, the
device does not need to apply the processor-intensive
resizing algorithms in the first place. This improves bat-
tery life of the device and means that pictures are avail-
able for viewing on the MED more quickly after a sync.
[0011] In an example embodiment, the MED stores
one or more media items in one or more file formats.
Media items may include content in any media format.
Some examples of content may include, but are not lim-
ited to, audio files, video files, image files, and multimedia
files. More specific examples include, but are not limited
to, picture, music, movies, music videos, television
shows, interactive applications, audiobooks, podcasts,
game, and presentations. Audio file formats may include,
but are not limited to, MP3, AIFF, WAV, MPEG-4, AAC,
and Apple Lossless. Other example file formats for media
items include, but are not limited to, files having exten-
sions doc, dot, wpd, txt, xls, pdf, ppt, jpg, jpeg, png, bmp,
gif, html, htm, zip, tif, tiff, and wmf.
[0012] The media items may be stored on a MED and
be operated on by an associated playing device (player)
on the MED that provides an output that may be present-
ed as communication, information, entertainment, other
presentations, or combinations thereof for the user of the
player. In an embodiment, the MED may have audio,
video, playlists, and/or picture files stored in internal
memory storage on the MED and further audio, video,
and picture files may be stored on an external card (SD
card) that is capable of being inserted into the MED. For
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example, a music file that is stored on the MED may be
played back using an audio playback application.
[0013] Additionally, there exists a computing device,
such as a personal computer, with additional media
items. A personal computer (PC), as is generally known,
herein refers to computing devices having an operating
system (OS) so use of the personal computer may be
conducted by individuals having little or no knowledge of
the basics of the underlying hardware and software of
the computing device. Portable computers may include
portable personal computers. An example of a portable
PC is a laptop computer or notebook computer that has
a display screen, keyboard, underlying hardware and
software, and a display pointing device that are all inte-
grated in a housing that can easily be carried by an indi-
vidual. Some personal digital assistants (PDAs) may be
viewed as a type of portable computer. In various em-
bodiments, a PC may include instrumentality for manag-
ing media content and instrumentality to operate as a
wireless server. A wireless server is a server configura-
tion that communicates with an entity over a channel es-
tablished by the entities in a wireless network. Other de-
vices, such as mobile wireless communication devices,
may be implemented to manage media content.
[0014] In an embodiment, a media syncing application
generates commands between the personal computer
and MED to sync media items between the two devices.
In various embodiments, the user selects, via a user in-
terface of the media syncing application, the media items
the user wishes to have on her MED.
[0015] In order to function efficiently, one or more files
are created, stored, and updated on the MED to facilitate
synching. In an embodiment, one or more database files
are stored on the MED. The one or more database files
include an index file and data file. The index file includes
references to the media items stored on the MED and
where in the data file the raw data of the media items are
located. Additional metadata concerning the media items
are stored in the data file. In addition to the database
files, a sync index file is maintained on the MED that
includes data related to what is stored on the MED and
its syncing status.
[0016] In various embodiments an analysis is complet-
ed on user selected media items to predict the amount
of space the media items will take up on an MED after
synching. When selecting media items, a user may be
alerted if the analysis indicates that not all of the media
items will be able to be stored on the MED. The analysis
may use data included in the database files and sync
index file to predict the amount of space that will be used
on the MED after a sync is completed.
[0017] FIG. 1 illustrates an example system 100 that
may be used to sync media items between a MED and
a personal computer. Illustrated is mobile electronic de-
vice 102, personal computer 104, and communications
interface 106. Further illustrated, are examples of data
that may be transferred between MED 102 and personal
computer 104 via communications interface 106. For ex-

ample, some of the illustrated data include databases,
updated databases, a sync index file, device information,
and media items.
[0018] In various embodiments, a user connects the
MED to a personal computer using a physical connection
(e.g., a USB connection). In various embodiments the
connection is made using a wireless protocol such as
Bluetooth or 802.11a/b/g/n. Upon connecting the MED
to the personal computer, media syncing application 108
is launched on the personal computer. In an embodiment,
the media syncing application is launched automatically
when the personal computer detects the MED is con-
nected. In further embodiments, the media syncing ap-
plication is launched manually by a user.
[0019] In various embodiments, the launched media
syncing application is presented on a display device of
the personal computer. The media syncing application
may display media items that are currently stored on the
MED together with media items that are stored on the
personal computer. In an embodiment, the media items
stored on both devices are presented in a unified user
interface with check boxes that indicate if the media item
is currently present on the MED. The media syncing ap-
plication may determine which media items are currently
stored on the MED by processing the sync index file.
Additionally, if the media item is a picture file, an option
may be presented to the user which allows the picture to
be resized for his or her MED.
[0020] In an embodiment, the media syncing applica-
tion is configured to accept user inputs (e.g., via a mouse,
touch screen display, or keyboard) that activate one or
more of the check boxes presented in the media syncing
application. A synchronization set is generated based, in
part, on the selected media items. The synchronization
set may include a greater or lesser number of media items
than were initially presented to the user. For example, a
user may decide to add some media items to the MED
and remove other media items.
[0021] In an embodiment, the media syncing applica-
tion generates commands that are executed on the per-
sonal computer and MED to transfer the media items
included in the synchronization set. In various embodi-
ments, the commands are generated, in part, based on
what type of the device the MED is, what media items
are already stored on the MED, whether or not the media
items need to be resized, what quality the media items
are, and whether or not the media items need to be com-
pressed.
[0022] DATABASE FILES
[0023] In various embodiments, the database files that
are stored on the MED enable quick access to the meta-
data associated with the media items that are stored on
the MED. The media syncing application updates these
databases during a synchronization of media items so
that less processing is required by the MED after new
media items have been transferred from a personal com-
puter. FIG. 2 illustrates an example method using data-
base files to synchronize media items between a person-
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al computer and a mobile electronic device.
[0024] In an example embodiment, at block 202, one
or more databases on a computing device are received
from a mobile electronic device. FIG. 3 illustrates an ex-
ample database. As illustrated, a database comprises
two files: a key file and a data file. In an embodiment, the
data file comprises picture data that includes thumbnails
of pictures. In an example embodiment, the key file com-
prises an index to the thumbnails.
[0025] In an example embodiment, at block 204, a syn-
chronization set on the computing device is generated.
In the following examples it is assumed a user is selecting
one or more original picture files (also referred to simply
as picture files) to sync to his or her mobile electronic
device. For example, a user may use the media syncing
application to select one or more picture files. Some of
these picture files may already be stored on the mobile
electronic device in one form or another (e.g., a com-
pressed version) and some may currently only be stored
on the personal computing device.
[0026] In various embodiments, indicia of the pictures
stored on the mobile electronic device and computing
device may be displayed on a display device of the com-
puting device. The indicia may be a thumbnail of the pic-
ture. Additionally, a preference indicator (e.g., a check-
box) may be displayed next to the indicia that indicate
whether or not the picture is currently on the mobile elec-
tronic device. In an embodiment, a selection of pictures
stored on the mobile electronic device and pictures
stored on the computing device is received by the media
syncing application. The selection is based, at least in
part, on the pictures selected using the preference indi-
cators.
[0027] In an example embodiment, at block 206, one
or more of the databases are transformed to one or more
updated databases. For example, when a MED is con-
nected to a computing device, a copy of the database
files on the MED may be transferred and stored locally
on the computing device.
[0028] In an embodiment, transforming includes up-
dating the key file to index pictures included in the syn-
chronization set and updating the data file to include
thumbnails of the pictures included in the synchronization
set. For example, one or more entries may be made in
the key file for pictures files that were not on the MED
before the synchronization. Similarly, entries may be re-
moved from the key file when a picture is deselected for
synchronization.
[0029] In an embodiment, updating the data file in-
cludes retrieving device information associated with the
mobile electronic device. The device information may in-
clude a resolution of a display of the mobile electronic
device. Updating the data file may further include gener-
ating thumbnails for the picture files in the synchroniza-
tion set at the resolution of the display. For example, a
check may be performed by examining the key file and
data file to see if a thumbnail has been generated for a
picture file.

[0030] If a thumbnail is not stored in the data file, one
may be generated and stored in the data file. Additionally,
in various embodiments, a thumbnail may be regenerat-
ed if a thumbnail is already in the data file but it is out-
dated. For example, a newer version of a picture file may
be available on the computing device. In an example em-
bodiment, generated thumbnails are stored in the updat-
ed data file. In an embodiment, picture files that have
been selected for removal from the MED are removed
from the data file.
[0031] In an embodiment, updating the key file in-
cludes generating index entries for thumbnails missing
from the key file. In an embodiment, missing means an
entry for a picture file is not present in the key file. In an
embodiment, generating an index entry may create a
"collision" with an existing entry in the key file. In an em-
bodiment, an index entry includes at least an identifica-
tion and an offset, wherein the offset identifies a location
in the data file. If a hash function is used to generate an
identification, one of the generated identifications may
be generated that already is in use. In an embodiment,
the data file decides how to handle the collision.
[0032] In an example embodiment, at block 208, the
one or more updated database files are transferred back
to the mobile electronic device. In this manner, much of
the processor intensive work is done on the computing
device and the resulting database file may be transferred
back to the mobile electronic device for use.
[0033] In various embodiments, one or more copy
commands may be generated to copy a portion of the
picture files included in the synchronization set from the
computing device to the mobile electronic device. This
may be a separate process compared to the database
files. In an embodiment, the portion of the picture files is
based on picture files that are not already stored on the
MED or picture files on the MED that are outdated. In an
embodiment, the one or more copy commands are exe-
cuted on one or more processors of the computing device
and mobile electronic device.
[0034] In another example embodiment, preference
data for the synchronization set may be received. For
example, the preference data includes preferences for a
quality of a picture and a preference for resizing the pic-
ture. Pictures files may be copied to the mobile electronic
device when the indicated quality or size is not presently
stored on the mobile electronic device. In an embodi-
ment, whether or not a picture is the right quality or size
may be determined by examining a sync index file on the
mobile electronic device.
[0035] FIG. 4 illustrates a computing device 400 com-
prising one or more processors 402, a communications
interface 420, a display 410, and one or more memory
storage device 404, 406. In an example embodiment one
or more computer programs are executed on the one
more or processors to cause the computing device to
perform a sync between the computer device and a mo-
bile electronic device. In an example embodiment, the
communications interface is Universal Serial Bus Mass
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Storage.
[0036] In an example embodiment, one or more data-
base files are received from a mobile electronic device
via the communications interface and stored on a storage
device. As discussed above, the one or more database
files may comprise a key file and a data file. In example
embodiment, where media files are picture files, the data
file comprises picture data and the key file comprises an
index to the picture data.
[0037] In an embodiment, the one or more database
files comprises a first database with a data file including
picture data of square picture thumbnails sized such that
a number (e.g., four) of columns of thumbnails can be
displayed at once on the device and a second database
comprising picture thumbnails matching the dimensions
of the mobile electronic device’s display screen. On mo-
bile devices with displays that can be rotated between a
landscape and portrait mode, there may be three data-
bases: one with square picture thumbnails sized such
that four columns of thumbnails may be displayed when
the device display is in portrait mode, a second database
with square thumbnails sized such that four columns of
thumbnails may be displayed when the device display is
in landscape mode, and a third database containing
square thumbnails sized to the greater of the device’s
two display dimensions
[0038] In various embodiments, there are three data-
bases of picture files: a landscape mode database storing
pictures oriented for a display having its width greater
than its height, a portrait mode database with pictures
stored oriented for a display with its height being greater
than its width, and a thumbnail database. In various em-
bodiments, when a device only displays pictures in one
orientation, there may be only two databases: a full sized
database with pictures the resolution of the display and
a thumbnail database. In an embodiment, the size of the
thumbnails is determined according to the resolution of
the mobile electronic device. For example, if the resolu-
tion of the display is 320x480 (width x height) the thumb-
nails may be 80x80 to fit 24 thumbnails on the display.
In instances where a picture file does not have square
dimensions, a cropped version of the picture is used for
the thumbnail.
[0039] Illustrated in FIG. 3 is an example database
storing thumbnail picture data. In an example embodi-
ment, the key file 302 includes one or more identification
and offset pairs 304. As illustrated in FIG. 3 an identifi-
cation (ID) 306 may be assigned to each thumbnail lo-
cated in the data file 308 associated with the key file 302.
This ID may be generated when a picture file is synced
to the mobile electronic device. In this example database
of thumbnails, the ID identifies the thumbnail. The ID may
be descriptive of the file name on the computing device
or may be generated using a hash code. The offset may
be associated with a location in the data file 308. There-
fore, in an example embodiment when the mobile elec-
tronic device needs to access a thumbnail, the MED ac-
cesses the key file and completes a lookup of the thumb-

nail’s identification. Then, the MED goes to the location
in the data file specified by the corresponding offset to
locate and retrieve the picture to be displayed. In this
example, a thumbnail.
[0040] In an example embodiment, the location in the
data file points to picture data which includes the thumb-
nail data and metadata 312 associated with the thumb-
nail. In various embodiments, the metadata comprises
dimensions of the picture file, the date the picture file was
transferred, the date the picture file was last modified,
the thumbnail size, and whether or not the thumbnail is
encrypted.
[0041] In various embodiments, the thumbnail data
comprises a header 314 and the raw thumbnail data 316.
In an example embodiment, the header comprises addi-
tional metadata associated with the original picture file.
For example, the additional metadata may comprise GPS
geotag, orientation data, and EXIF data associated with
the thumbnail or picture file. Additional space may be
reserved in the header of the picture file for custom fields
for use by original equipment manufacturers. In an ex-
ample embodiment, the metadata is stored in a format
such as vlaXwYYYYYhZZZZZ, where X is either 1 indi-
cating the image is animated or 0, YYYYY and ZZZZZ
are the width and height in pixels of the original image,
and v1 indicates that this is version 1 of a format. The
metadata stored in the data file may be used as an effi-
cient means of determining information about a picture
file without needing to go to the original file. For example,
the GPS geotag data may be accessed to place the
thumbnail on a map application without needing to re-
trieve the original file.
[0042] In an example embodiment, a synchronization
set on the computing device is generated, wherein the
synchronization set comprises one or more picture files
to be stored on the mobile electronic device. In various
embodiments, an interface is displayed to receive a se-
lection of the one or more pictures files included in the
synchronization set.
[0043] In an example embodiment, the one or more
databases are transformed to one or more updated da-
tabases, wherein transforming comprises updating the
key file to index pictures included in the synchronization
set and updating the data file to include thumbnail data
of the pictures included in the synchronization set.
[0044] In an embodiment, the picture files are trans-
coded to a format readable and displayable by the mobile
electronic device. For example, if a user syncs a TIFF
file with a mobile electronic device and the device cannot
display the TIFF file, the file may be transcoded to a JPG
file before being transferred. In an example embodiment,
the one or more updated databases are transmitted to
the mobile electronic device via the communications in-
terface.
[0045] In various embodiments, the one or more com-
puter programs causes the computing device to check
for corruption in the one or more database files. For ex-
ample, a check may be completed to see if the hundred
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largest files are present in the transferred database file.
In addition to checking the largest files, a random sample
of files (~5%) may be looked at for corruption. A check
may be made to look at if a file is in existence and also
compare the file size recorded in a transaction file (e.g.,
what files needed to be copied) with the actual file size.
[0046] In various embodiments, the one or more com-
puter programs cause the computing device to check for
a version of software on the mobile electronic device. If
the version of the software does not support the updated
database files, the database files may not be transferred.
[0047] A COMPUTER SYSTEM
[0048] FIG. 4 shows a diagrammatic representation of
a machine in the example form of a computer system
400 within which a set of instructions for causing the ma-
chine to perform any one or more of the methods, proc-
esses, operations, or methodologies discussed herein
may be executed. In alternative embodiments, the ma-
chine operates as a standalone device or may be con-
nected (e.g., networked) to other machines. In a net-
worked deployment, the machine may operate in the ca-
pacity of a server or a client machine in server-client net-
work environment, or as a peer machine in a peer-to-
peer (or distributed) network environment. The machine
may be a Personal Computer (PC), a tablet PC, a Set-
Top Box (STB), a Personal Digital Assistant (PDA), a
cellular telephone, a Web appliance, a network router,
switch or bridge, or any machine capable of executing a
set of instructions (sequential or otherwise) that specify
actions to be taken by that machine. Further, while only
a single machine is illustrated, the term "machine" shall
also be taken to include any collection of machines that
individually or jointly execute a set (or multiple sets) of
instructions to perform any one or more of the method-
ologies discussed herein. Example embodiments can al-
so be practiced in distributed system environments
where local and remote computer systems are linked
(e.g., either by hardwired, wireless, or a combination of
hardwired and wireless connections) through a network,
both perform tasks. In a distributed system environment,
program modules may be located in both local and re-
mote memory-storage devices (see below).
[0049] The example computer system 400 includes a
processor 402 (e.g., a Central Processing Unit (CPU), a
Graphics Processing Unit (GPU) or both), a main mem-
ory 404 and a static memory 406, which communicate
with each other via a bus 408. The computer system 400
may further include a video display unit 410 (e.g., a Liquid
Crystal Display (LCD) or a Cathode Ray Tube (CRT)).
The computer system 400 also includes an alphanumeric
input device 412 (e.g., a keyboard), a User Interface (UI)
cursor controller 414 (e.g., a mouse or similar naviga-
tional input device, such as a joystick or trackpad), a disk
drive unit 416, a signal generation device 418 (e.g., a
speaker) and a communication or network interface de-
vice 420 (e.g., a transmitter).
[0050] The disk drive unit 416 includes a machine-
readable medium 422 on which is stored one or more

sets of instructions 424 and data structures (e.g., soft-
ware) embodying or used by any one or more of the meth-
odologies or functions illustrated herein. The software
may also reside, completely or at least partially, within
the main memory 404 and/or within the processor 402
during execution thereof by the computer system 400,
the main memory 404 and the processor 402 also con-
stituting machine-readable media.
[0051] The instructions 424 may further be transmitted
or received over a network 426 via the network interface
device 420 using any one of a number of well-known
transfer protocols (e.g., HTTP, Session Initiation Protocol
(SIP)).
[0052] The term "machine-readable medium" should
be taken to include a single tangible medium or multiple
tangible media (e.g., a centralized or distributed data-
base, and/or associated caches and servers) that store
the one or more sets of instructions. The term "machine-
readable medium" shall also be taken to include any me-
dium that is capable of storing, encoding, or carrying a
set of instructions for execution by the machine and that
cause the machine to perform any of the one or more of
the methodologies illustrated herein. The term "machine-
readable medium" shall accordingly be taken to include,
but not be limited to, solid-state memories, and optical
and magnetic medium.
[0053] Method embodiments illustrated herein may be
computer-implemented. Some embodiments may in-
clude computer-readable media encoded with a compu-
ter program (e.g., software), which includes instructions
operable to cause an electronic device to perform meth-
ods of various embodiments. A software implementation
(or computer-implemented method) may include microc-
ode, assembly language code, or a higher-level language
code, which further may include computer readable in-
structions for performing various methods. The code may
form portions of computer program products. Further, the
code may be tangibly stored on one or more volatile or
non-volatile computer-readable media during execution
or at other times. These computer-readable media may
include, but are not limited to, hard disks, removable mag-
netic disks, removable optical disks (e.g., compact disks
and digital video disks), magnetic cassettes, memory
cards or sticks, Random Access Memories (RAMs),
Read Only Memories (ROMs), and the like..
[0054] It is to be understood that the above description
is intended to be illustrative, and not restrictive. For ex-
ample, the above-illustrated embodiments (and/or as-
pects thereof) may be used in combination with each
other. Many other embodiments may be apparent to
those of skill in the art upon reviewing the above descrip-
tion. The scope of the disclosure should, therefore, be
determined with reference to the appended claims, along
with the full scope of equivalents to which such claims
are entitled. In the appended claims, the terms "including"
and "in which" are used as the plain-English equivalents
of the respective terms "comprising" and "wherein." Also,
in the following claims, the terms "including" and "com-
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prising" are open-ended, that is, a system, device, article,
or process that includes elements in addition to those
listed after such a term in a claim are still deemed to fall
within the scope of that claim. Moreover, in the following
claims, the terms "first," "second," and "third," etc. are
used merely as labels, and are not intended to impose
numerical requirements on their objects.

Claims

1. A system comprising:

a computing device comprising one or more
processors, a communications interface, a dis-
play, and a storage device; (FIG. 4, elements
402, 420, and 422)
one or more computer programs executable on
the one more or processors which cause the
computing device to: (FIG. 4, element 424)
receive, via the communications interface, one
or more databases from a mobile electronic de-
vice, the one or more databases comprising a
key file and a data file, wherein the data file com-
prises picture data and the key file comprises
an index to the picture data; (FIG. 2, element
202)
store the one or more databases on the storage
device; (FIG. 3)
generate a synchronization set on the comput-
ing device, wherein the synchronization set
comprises one or more picture files to be stored
on the mobile electronic device; (FIG. 2, element
204)
transform the one or more databases to one or
more updated databases, wherein transforming
comprises updating the key file to index pictures
included in the synchronization set and updating
the data file to include thumbnails of picture files
included in the synchronization set; and (FIG. 2,
element 206)
transmit, via the communications interface, the
one or more updated databases to the mobile
electronic device. (FIG. 2, element 208)

2. A system according to claim 1, wherein the key files
includes one or more identification and offset pairs,
wherein the identification is associated with a picture
file and the offset is associated with a location in the
data file. (FIG. 3, element 302, 304,306)

3. A system according to claim 2, wherein the location
in the data file identifies thumbnail data and meta-
data associated with the picture file, wherein the
metadata includes dimensions of the picture file.

4. A system according to claim 3, wherein the picture
file comprises a header and the header comprises

additional metadata associated with an original pic-
ture file, the additional metadata comprising GPS
data of the original picture file. (FIG. 3, element 314)

5. A system according to claim 1, wherein the one or
more computer programs cause the computing de-
vice to check for a version of software on the mobile
electronic device.

6. A system according to claim 1, wherein the one or
more computer programs cause the computing de-
vice to present an interface on the display to receive
a selection of the one or more pictures files included
in the synchronization set.

7. A machine-readable medium comprising instruc-
tions, which when executed by one or more proces-
sors, cause the one or more processors to:

receive one or more databases on a computing
device from a mobile electronic device, the one
or more databases comprising a key file and a
data file, wherein the data file comprises picture
data and the key file comprises an index to the
picture data; (FIG. 2, element 202)
generate a synchronization set on the comput-
ing device, wherein the synchronization set
comprises one or more picture files to be stored
on the mobile electronic device; (FIG. 2, element
204)
transform the one or more databases to one or
more updated databases, wherein transforming
comprises updating the key file to index pictures
included in the synchronization set and updating
the data file to include thumbnails of the pictures
included in the synchronization set; and (FIG. 2,
element 206)
transmit the one or more updated databases to
the mobile electronic device. (FIG. 2, element
208)

8. A machine-readable medium according to claim 7,
wherein the instructions comprise instructions,
which when executed by the one or more proces-
sors, cause the one or more processors to:

receive preference data for the synchronization
set, wherein the preference data includes pref-
erences for a quality of a picture and a prefer-
ence for resizing the picture.

9. A machine-readable medium according to claim 7,
wherein the instructions comprise instructions,
which when executed by the one or more proces-
sors, cause the one or more processors to:

generate one or more copy commands to copy
a portion of the picture files included in the syn-
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chronization set from the computing device to
the mobile electronic device, wherein the portion
is based on picture files stored only on the com-
puting device or picture files that need to be up-
dated on the mobile electronic device; and
execute the one or more copy commands on
one or more processor of the computing device
and mobile electronic device.

10. A method comprising:

receiving one or more databases on a comput-
ing device from a mobile electronic device, the
one or more databases comprising a key file and
a data file, wherein the data file comprises pic-
ture data and the key file comprises an index to
the picture data; (FIG. 2, element 202)
generating a synchronization set on the comput-
ing device, wherein the synchronization set
comprises one or more picture files to be stored
on the mobile electronic device; (FIG. 2, element
204)
transforming the one or more databases to one
or more updated databases, wherein transform-
ing comprises updating the key file to index pic-
tures included in the synchronization set and up-
dating the data file to include thumbnails of the
pictures included in the synchronization set; and
(FIG. 2, element 206)
transmitting the one or more updated databases
to the mobile electronic device. (FIG. 2, element
208)

11. A method according to claim 10, wherein generating
a synchronization set comprises:

displaying, on a display device of the computing
device, indicia of pictures stored on the mobile
electronic device and displaying, on the display
device, indicia of pictures stored on the comput-
ing device; and
receiving a selection of pictures stored on the
mobile electronic device and pictures stored on
the computing device.

12. A method according to claim 10, further comprising:

generating one or more copy commands to copy
a portion of the picture files included in the syn-
chronization set from the computing device to
the mobile electronic device, wherein the portion
is based on picture files stored only on the com-
puting device or picture files that need to be up-
dated on the mobile electronic device; and
executing the one or more copy commands on
one or more processor of the computing device
and mobile electronic device.

13. A method according to claim 10, wherein updating
the data file comprises:

retrieving device information associated with the
mobile electronic device, wherein the device in-
formation includes a resolution of a display of
the mobile electronic device;
generating thumbnails for the picture files in the
synchronization set at the resolution of the dis-
play; and
storing the generated thumbnails in the updated
data file.

14. A method according to claim 10, further comprising:

receiving preference data for the synchroniza-
tion set, wherein the preference data includes
preferences for a quality of a picture and a pref-
erence for resizing the picture.

15. A method according to claim 10, wherein updating
the data file comprises:

removing a selection of picture data from the
data file which has been selected for removal
from the mobile electronic device.
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