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©  A  vibrating  gyroscope  10  includes  a  vibrator  12 
which  has  a  regular  triangular  prism-shaped  vibrating 
body  14  and  piezoelectric  elements  16a,  16b  and 
16c  formed  on  side  faces  of  the  vibrating  body  14. 
The  piezoelectric  elements  16a,  16b  and  16c  having 
approximately  same  temperature  characteristics  are 
used.  An  oscillation  circuit  26  is  connected  between 
the  piezoelectric  elements  16a,  16b  and  the  piezo- 
electric  element  16c.  The  piezoelectric  elements  16a 
and  16b  are  connected  to  a  differential  amplifying 
circuit  28,  and  the  differential  amplifying  circuit  28  is 
connected  to  a  detecting  circuit  30.  An  output  signal 
of  the  piezoelectric  element  16c  for  feedback  is  half- 
wave  rectified  by  a  half-wave  rectification  circuit  32, 
and  smoothed  by  a  smoothing  circuit  34.  An  output 
signal  of  the  smoothing  circuit  34  is  supplied  to  an 
automatic  gain  control  circuit  36,  and  a  gain  of  the 
detecting  circuit  30  is  controlled  according  to  the 
input  signal  of  the  automatic  gain  control  circuit  36. 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  vibrating 
gyroscope,  and  particularly  to  a  vibrating  gyro- 
scope  for  detecting  a  rotational  angular  velocity  by 
utilizing  a  bending  vibration  of  a  prism-shaped 
vibrating  body.  Description  of  the  Prior  Art 

Fig.  4  is  an  illustrative  view  showing  an  exam- 
ple  of  a  conventional  vibrating  gyroscope.  A  vibrat- 
ing  gyroscope  1  includes  a  vibrator  2.  The  vibrator 
2  includes  a  vibrating  body  3  having,  for  example, 
a  regular  triangular  prism  shape.  Piezoelectric  ele- 
ments  4a,  4b  and  4c  are  formed  respectively  on 
side  faces  of  the  vibrating  body  3.  An  oscillation 
circuit  5  is  connected  between  the  piezoelectric 
elements  4a,  4b  and  the  piezoelectric  element  4c. 
The  piezoelectric  elements  4a  and  4b  are  used  for 
driving  to  generate  a  bending  vibration  to  the 
vibrating  body  3,  and  for  detecting  to  obtain  a 
signal  corresponding  to  a  rotational  angular  ve- 
locity.  The  piezoelectric  element  4c  is  used  for 
feedback  to  the  oscillation  circuit  5,  when  the 
vibrating  body  3  is  driven.  The  piezoelectric  ele- 
ments  4a  and  4b  are  connected  to  a  differential 
amplifying  circuit  6.  An  output  signal  of  the  dif- 
ferential  amplifying  circuit  6  is  detected  by  a  de- 
tecting  circuit  7. 

In  the  vibrating  gyroscope  1  ,  the  vibrating  body 
3  bends  and  vibrates  in  a  direction  perpendicular  to 
the  face  of  the  piezoelectric  element  4c  by  a  signal 
of  the  oscillation  circuit  5.  At  this  time,  input  signals 
to  the  differential  amplifying  circuit  6  are  the  same 
signal,  and  an  output  signal  is  not  obtained  from 
the  differential  amplifying  circuit  6.  When  the 
vibrating  body  3  rotates  on  its  axis,  a  vibrating 
direction  of  the  vibrating  body  3  changes  by  a 
Coriolis  force.  Thus,  a  difference  is  produced  be- 
tween  the  output  signals  of  the  piezoelectric  ele- 
ments  4a  and  4b,  and  the  difference  of  the  output 
signals  is  obtained  from  the  differential  amplifying 
circuit  6.  The  output  signal  of  the  differential  am- 
plifying  circuit  6  is  detected  by  a  detecting  circuit 
7.  Since  an  output  signal  of  the  detecting  circuit  7 
corresponds  to  a  rotational  angular  velocity,  a  rota- 
tional  angular  velocity  supplied  to  the  vibrating 
gyroscope  1  can  be  detected  by  measuring  the 
output  signal  of  the  detecting  circuit  7. 

However,  in  the  conventional  vibrating  gyro- 
scope,  there  is  a  case  that  the  output  signals  of  the 
piezoelectric  elements  change  due  to  a  variation  of 
circumferential  temperature.  When  the  output  sig- 
nals  change,  a  rotational  angular  velocity  can  not 
be  detected  accurately.  In  order  to  correct  the 
changed  output  signals,  a  sensitivity  of  the  vibrat- 
ing  gyroscope  is  adjusted  by  using  a  temperature 
characteristics  of  a  thermistor  or  a  thermo-sensitive 

resistor.  However,  in  such  case,  the  vibrating  gyro- 
scope  must  be  measured  many  times  in  order  to 
select  a  preferable  thermistor  to  be  used.  In  the 
case  that  the  output  signals  change  by  a  variation 

5  of  vibration  characteristics  of  the  vibrator  due  to 
aging,  it  is  impossible  to  correct  the  changed  sig- 
nals  with  the  thermistor. 

SUMMARY  OF  THE  INVENTION 
70 

It  is,  therefore,  the  primary  object  of  the 
present  invention  to  provide  a  vibrating  gyroscope 
which  has  a  constant  detecting  sensitivity  even 
when  there  is  a  variation  of  circumferential  tem- 

75  perature  or  vibrating  characteristics  of  the  vibrator. 
The  present  invention  is  directed  to  a  vibrating 

gyroscope  comprising  a  prism-shaped  vibrating 
body,  plural  piezoelectric  elements  formed  on  side 
faces  of  the  vibrating  body  and  having  approxi- 

20  mately  same  temperature  characteristics,  an  os- 
cillating  circuit  for  generating  a  vibration  to  the 
vibrating  body,  a  detecting  circuit  for  detecting  a 
signal  obtained  from  the  piezoelectric  element  to 
which  a  signal  from  the  oscillation  circuit  is  sup- 

25  plied,  and  an  automatic  gain  control  circuit  for 
controlling  a  gain  of  the  detecting  circuit  according 
to  an  output  signal  of  the  piezoelectric  element  for 
feedback  to  the  oscillation  circuit. 

Since  plural  piezoelectric  elements  have  ap- 
30  proximately  same  temperature  characteristics,  out- 

put  signals  of  the  piezoelectric  elements  change 
similarly  by  a  variation  of  circumferential  tempera- 
ture.  By  controlling  a  gain  of  the  detecting  circuit 
according  to  the  output  signal  of  the  piezoelectric 

35  element  for  feedback,  the  output  signal  of  the  pi- 
ezoelectric  element  which  has  approximately  same 
temperature  characteristics  with  the  piezoelectric 
element  for  feedback  can  be  corrected. 

When  a  vibration  characteristics  of  the  vibrator 
40  changes  due  to  aging,  output  signals  of  the  piezo- 

electric  elements  which  are  formed  on  the  same 
vibrating  body  show  the  similar  changing  tendency. 
Therefore,  by  controlling  the  gain  of  the  detecting 
circuit  according  to  the  output  signal  of  the  piezo- 

45  electric  element  for  feedback,  the  output  signal  of 
the  other  piezoelectric  element  can  be  corrected. 

According  to  the  present  invention,  the 
changed  output  signal  due  to  the  variation  of  cir- 
cumferential  temperature  can  be  corrected  by  us- 

50  ing  piezoelectric  elements  having  approximately 
same  temperature  characteristics.  Even  when  the 
vibrating  characteristics  of  the  vibrator  changes  due 
to  aging,  the  changed  output  signal  of  the  piezo- 
electric  element  can  be  corrected.  Therefore,  the 

55  vibrating  gyroscope  whose  detecting  sensitivity 
scarcely  changes  can  be  obtained,  and  a  rotational 
angular  velocity  can  be  detected  accurately. 
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The  above  and  further  objects,  features,  as- 
pects  and  advantages  of  the  present  invention  will 
be  more  fully  apparent  from  the  following  detailed 
description  with  the  accompanying  drawings. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  an  illustrative  view  showing  an  em- 
bodiment  of  the  present  invention. 

Fig.  2  is  a  perspective  view  showing  a  vibrator 
of  the  vibrating  gyroscope  of  Fig.  1. 

Fig.  3  is  a  sectional  view  showing  the  vibrator 
of  Fig.  2. 

Fig.  4  is  an  illustrative  view  showing  a  conven- 
tional  vibrating  gyroscope. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

Fig.  1  is  an  illustrative  view  showing  an  em- 
bodiment  of  the  present  invention.  A  vibrating  gyro- 
scope  10  includes  a  vibrator  12.  As  shown  in  Fig. 
2,  the  vibrator  12  includes  a  vibrating  body  14 
having,  for  example,  a  regular  triangular  prism 
shape.  The  vibrating  body  14  is  formed  with  ma- 
terials  that  generates  a  mechanical  vibration  such 
as  elinver,  iron-nickel  alloy,  quartz,  glass,  crystal, 
ceramics  or  the  like. 

Piezoelectric  elements  16a,  16b  and  16c  are 
formed  on  side  faces  of  the  vibrating  body  14  as 
shown  in  Fig.  3.  The  piezoelectric  element  16a 
includes  a  piezoelectric  plate  18a  made  of,  for 
example,  piezoelectric  ceramics.  Electrodes  20a 
and  22a  are  formed  on  both  faces  of  the  piezoelec- 
tric  plate  18a.  One  electrode  22a  is  bonded  to  the 
vibrating  body  14.  Similarly,  the  piezoelectric  ele- 
ments  16b  and  16c  include  piezoelectric  plates  18b 
and  18c,  and  electrodes  20b,  22b  and  electrodes 
20c,  22c  are  formed  on  both  faces  of  respective 
piezoelectric  plates  18b,  18c.  One  electrodes  22b 
and  22c  of  the  piezoelectric  elements  16b  and  16c 
are  bonded  to  the  vibrating  body  14.  The  piezo- 
electric  elements  16a  and  16b  are  used  for  driving 
to  generate  a  bending  vibration  to  the  vibrating 
body  14,  and  for  detecting  to  obtain  a  signal  cor- 
responding  to  a  rotational  angular  velocity.  The 
piezoelectric  element  16c  is  used  for  feedback 
when  a  bending  vibration  is  generated  to  the  vibrat- 
ing  body  14.  The  piezoelectric  elements  16a,  16b 
and  16c  having  approximately  same  temperature 
characteristics  are  used. 

A  variable  resistor  24  is  connected  between  the 
piezoelectric  elements  16a  and  16b.  An  oscillation 
circuit  26  is  connected  between  the  variable  resis- 
tor  24  and  the  piezoelectric  element  16c.  The 
vibrating  body  14  bends  and  vibrates  in  a  direction 
perpendicular  to  the  face  of  the  piezoelectric  ele- 
ment  16c  by  a  signal  from  the  oscillating  circuit  26. 

The  piezoelectric  elements  16a  and  16b  are  con- 
nected  to  a  differential  amplifying  circuit  28.  An 
output  signal  of  the  differential  amplifying  circuit  28 
is  detected  by  a  detecting  circuit  30.  The  detecting 

5  circuit  30  includes,  for  example,  a  wave  detecting 
circuit  and  an  amplifying  circuit,  and  further  in- 
cludes  a  smoothing  circuit  at  need. 

The  piezoelectric  element  16c  for  feedback  is 
connected  to  a  half-wave  rectification  circuit  32.  A 

io  signal  rectified  by  the  half-wave  rectification  circuit 
32  is  smoothed  by  a  smoothing  circuit  34.  An 
output  signal  of  the  smoothing  circuit  34  is  sup- 
plied  to  an  automatic  gain  control  circuit  36,  and  a 
gain  of  the  detecting  circuit  30  is  controlled  by  the 

is  automatic  gain  control  circuit  36. 
In  the  vibrating  gyroscope  10,  the  vibrating 

body  14  bends  and  vibrates  by  the  signal  from  the 
oscillation  circuit  26.  When  the  vibrating  body  14 
does  not  rotate,  the  signals  supplied  to  the  differen- 

20  tial  amplifying  circuit  28  are  the  same  signal,  and 
an  output  signal  is  not  obtained  from  the  differential 
amplifying  circuit  28.  In  this  situation,  when  the 
vibrating  body  14  rotates  on  its  axis,  a  vibrating 
direction  of  the  vibrating  body  14  changes  due  to  a 

25  Coriolis  force.  A  difference  is  produced  between 
output  signals  of  the  piezoelectric  elements  16a 
and  16b,  and  the  difference  is  obtained  from  the 
differential  amplifying  circuit  28.  The  signal  ob- 
tained  from  the  differential  amplifying  circuit  28  is 

30  detected  by  the  detecting  circuit  30.  Since  the 
output  signal  of  the  detecting  circuit  30  corre- 
sponds  to  a  rotational  angular  velocity,  the  rota- 
tional  angular  velocity  can  be  detected  by  measur- 
ing  the  output  signal  of  the  detecting  circuit  30. 

35  An  output  signal  of  the  piezoelectric  element 
16c  for  feedback  is  half-wave  rectified  by  the  half- 
wave  rectification  circuit  32.  The  half-wave  rectified 
signal  is  smoothed  by  the  smoothing  circuit  34.  An 
output  signal  of  the  smoothing  circuit  34  is  sup- 

40  plied  to  the  automatic  gain  control  circuit  36,  and 
the  automatic  gain  control  circuit  36  controls  a  gain 
of  the  detecting  circuit  36  according  to  the  input 
signal  of  the  automatic  gain  control  circuit  36.  For 
example,  when  the  output  signal  of  the  piezoelec- 

45  trie  element  16c  for  feedback  becomes  large,  and 
the  output  signal  of  the  smoothing  circuit  34  be- 
comes  large,  the  detecting  circuit  30  is  controlled 
so  as  to  reduce  its  gain  by  the  automatic  gain 
control  circuit  36.  When  the  output  signal  of  the 

50  piezoelectric  element  16c  for  feedback  becomes 
small,  and  the  output  signal  of  the  smoothing  cir- 
cuit  34  becomes  small,  the  detecting  circuit  30  is 
controlled  so  as  to  increase  its  gain  by  the  auto- 
matic  gain  control  circuit  36. 

55  In  the  vibrating  gyroscope  10,  since  the  piezo- 
electric  elements  having  approximately  same  tem- 
perature  characteristics  are  used  as  the  piezoelec- 
tric  elements  16a,  16b  and  16c,  the  piezoelectric 

3 
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elements  16a,  16b  and  the  piezoelectric  element 
16c  shows  similar  characteristic  variation  when  cir- 
cumferential  temperature  changes.  Thus,  the  output 
signals  of  the  piezoelectric  elements  16a,  16b  and 
16c  change  similarly.  Therefore,  by  controlling  the 
gain  of  the  detecting  circuit  30  according  to  the 
output  signal  of  the  piezoelectric  element  16c  for 
feedback,  an  error  due  to  the  characteristic  vari- 
ation  of  the  piezoelectric  elements  16a  and  16b 
can  be  corrected. 

When  the  vibration  characteristics  of  the  vibra- 
tor  12  changes  due  to  aging,  since  the  piezoelec- 
tric  elements  16a,  16b  and  16c  are  bonded  on  the 
same  vibrating  body  14,  the  output  signals  show 
the  similar  changing  tendency.  In  this  case  too,  by 
controlling  the  gain  of  the  detecting  circuit  30  ac- 
cording  to  the  output  signal  of  the  piezoelectric 
element  16c  for  feedback,  the  changed  output  sig- 
nals  of  the  piezoelectric  elements  16a  and  16b  can 
be  corrected.  Similarly,  even  when  Q  of  the  vibrator 
changes  due  to  magnetization  of  the  vibrator  12, 
the  constant  sensitivity  can  be  obtained. 

In  the  vibrating  gyroscope  10,  the  sensitivity 
variation  of  the  rotational  angular  velocity  due  to 
the  variation  of  circumferential  temperature  or  vi- 
bration  characteristics  of  the  vibrator  can  be  pre- 
vented.  Therefore,  according  to  the  present  inven- 
tion,  the  vibrating  gyroscope  having  constant  de- 
tecting  sensitivity  can  be  obtained.  In  the  above 
embodiment,  though  the  vibrating  body  having  a 
regular  triangular  prism  shape  is  used,  the  vibrating 
body  having  other  prism  shape  such  as  rectangular 
prism  shape  or  circular  prism  shape  may  be  used. 
By  controlling  the  gain  of  the  detecting  circuit  ac- 
cording  to  the  output  signal  of  the  piezoelectric 
element  for  feedback,  the  vibrating  gyroscope  hav- 
ing  constant  sensitivity  can  be  obtained. 

While  the  present  invention  has  been  particu- 
larly  described  and  shown,  it  is  to  be  understood 
that  such  description  is  used  merely  as  an  illustra- 
tion  and  example  rather  than  limitation,  and  the 
spirit  and  scope  of  the  present  invention  is  deter- 
mined  solely  by  the  terms  of  the  appended  claims. 

Claims 

1.  A  vibrating  gyroscope  comprising; 
a  prism-shaped  vibrating  body; 
plural  piezoelectric  elements  formed  on 

side  faces  of  said  vibrating  body  and  having 
approximately  same  temperature  characteris- 
tics; 

an  oscillating  circuit  for  generating  a  vibra- 
tion  to  said  vibrating  body; 

a  detecting  circuit  for  detecting  a  signal 
obtained  from  said  piezoelectric  element  to 
which  a  signal  from  said  oscillation  circuit  is 
supplied;  and 

an  automatic  gain  control  circuit  for  con- 
trolling  a  gain  of  said  detecting  circuit  accord- 
ing  to  an  output  signal  of  said  piezoelectric 
element  for  feedback  to  said  oscillation  circuit. 

5 
2.  A  vibrating  gyroscope  in  accordance  with  claim 

1,  which  further  comprises  a  half-wave  rec- 
tification  circuit  for  half-wave  rectifying  the  out- 
put  signal  of  said  piezoelectric  element  for 

io  feedback,  and  a  smoothing  circuit  for  smooth- 
ing  an  output  signal  of  said  half-wave  rectifica- 
tion  circuit  and  for  supplying  a  smoothed  sig- 
nal  to  said  automatic  gain  control  circuit. 

is  3.  A  vibrating  gyroscope  in  accordance  with  claim 
1,  wherein  said  vibrating  body  is  formed  in  a 
regular  triangular  prism  shape,  and  the  three 
piezoelectric  elements  are  formed  respectively 
on  the  three  side  faces  of  said  vibrating  body. 

20 
4.  A  vibrating  gyroscope  in  accordance  with  claim 

3,  which  further  comprises  a  differential  am- 
plifying  circuit  for  obtaining  a  difference  of 
output  signals  between  two  of  said  piezoelec- 

25  trie  elements  and  for  supplying  the  difference 
of  the  output  signals  to  said  detecting  circuit. 

5.  A  vibrating  gyroscope  in  accordance  with  claim 
2,  wherein  said  vibrating  body  is  formed  in  a 

30  regular  triangular  prism  shape,  and  the  three 
piezoelectric  elements  are  formed  respectively 
on  the  three  side  faces  of  said  vibrating  body. 

6.  A  vibrating  gyroscope  in  accordance  with  claim 
35  5,  which  further  comprises  a  differential  am- 

plifying  circuit  for  obtaining  a  difference  of 
output  signals  between  two  of  said  piezoelec- 
tric  elements  and  for  supplying  the  difference 
of  the  output  signals  to  said  detecting  circuit. 

40 
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