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Description 

The  present  invention  relates  to  a  piezoelectric 
displacing  device  which  utilizes  the  longitudinal 
effect  of  a  piezoelectric  material. 

In  a  longitudinal  effect-type  piezoelectric  dis- 
placing  device,  when  a  signal  voltage  is  applied  to 
a  piezoelectric  element,  the  element  expands/ 
contracts  in  the  direction  along  the  axis  of  an 
electric  fiejd  acting  thereupon.  Thus,  if  one  end  of 
the  element  is  fixed  in  position,  the  other  end 
thereof  is  displaced.  The  element  of  such  a  device 
generally  consists  of  PZT  or  a  ternary  polycrys- 
talline  material.  In  order  to  prepare  a  piezoelectric 
displacing  element,  the  piezoelectric  material  is 
formed  into  a  column  1,  and  a  DC  high  voltage  is 
applied  to  the  column  along  an  axis  parallel  to  the 
central  axis  of  the  column  1  for  polarization  along 
this  axis,  as  shown  in  Fig.  1.  The  polarized 
element  has  a  "polarization  direction"  along  the 

-  axis  parallel  to  the  central  axis,  and  exhibits 
piezoelectricity  which  depends  on  this  polariza- 
tion  direction.  When  electrodes  2  are  formed  on 
two  end  faces  of  the  column  1  and  a  signal 
voltage  V,  is  applied  between  the  electrodes  2  so 
as  to  apply  an  electric  field  in  the  polarization 
direction,  the  element  expands/contracts  in  the 
direction  of  the  axis  parallel  to  the  central  axis  of 
the  column  1  in  correspondence  with  the  polarity 
of  the  voltage  applied.  When  a  polarization  axis  P, 
an  electric  field  axis  E  and  a  displacement  axid  5 
coincide  with  each  other,  this  is  referred  to  as  the 
"longitudinal  effect"  of  a  piezoelectric  material. 

For  a  given  element  of  such  a  device,  the 
amount  of  displacement  of  a  longitudinal  effect- 
type  piezoelectric  displacing  device  is  pro- 
portional  to  the  product  of  an  intensity  of  an 
electric  field  (a  ratio  of  the  signal  voltage  applied 
between  the  electrodes  in  the  example  of  the 
element  described  above  to  the  thickness  of  the 
piezoelectric  material  between  the  electrodes) 
and  the  size  of  the  element  along  the  electric  field 
axis,  that  is,  the  length  of  the  column.  For  this 
reason,  in  order  to  increase  the  amount  of  dis- 
placement,  two  methods,  firstly  of  increasing  the 
intensity  of  the  electric  field  and  secondly  of 
increasing  the  length  of  the  element  along  the 
electric  field  axis,  are  conventionally  adopted. 
When  the  first  method  is  adopted,  the  amount  of 
displacement,  that  is,  change,  reaches  saturation, 
and  the  degree  of  polarization  decreases  depend- 
ing  upon  the  polarity  of  the  electric  field  applied. 
Accordingly,  the  degree  to  which  the  intensity  of 
the  electric  field  may  be  increased  is  limited;  it  is 
usually  10  to  50%  of  the  coersive  field  depending 
on  the  piezoelectric  material  When  the  second 
method  as  described  above  is  adopted,  a  device 
mounting  such  an  element  with  an  increased 
length  becomes  large  in  size,  thus  preventing 
actual  adoption  of  this  method.  Accordingly,  the 
amount  of  displacement  of  a  longitudinal  effect- 
type  piezoelectric  displacing  device  is  limited  due 
to  limits  on  the  intensity  of  the  electric  field 
applied  and  the  size  of  the  device  along  the 
displacement  axis.  For  example,  when  a  ceramic 

piezoelectric  material  is  used  as  a  displacing 
element,  the  upper  limit  of  the  piezoelectric  con- 
stant  associated  with  displacement  is  about 
500x1  0-12  m/V  and  the  maximum  intensity  of  the 

5  electric  field  within  a  normal  operation  range  is 
about  1  kV/mm.  In  this  case,  if  the  column  has  a 
length  of  10  cm,  an  amount  of  displacement  of 
only  about  50  urn  is  obtained.  Such  a  longitudinal 
effect-type  piezoelectric  displacing  device  can  be 

w  applied  to  various  types  of  measuring  equipment, 
a  precision  displacing  device  such  as  a  processor, 
or  a  precision  drive  apparatus  such  as  an  X  —  Y 
table.  However,  it  is  desired  to  increase  the 
amount  of  displacement  in  such  a  device  beyond 

15  the  conventionally  possible  level  without  requir- 
ing  an  increase  in  the  size  of  the  element  along 
the  displacement  axis,  that  is,  the  length  of  the 
element  along  the  electric  field  axis. 

Meanwhile,  a  piezoelectric  displacing  device  is 
20  known  to  have  an  important  defect.  More  speci- 

fically,  displacement  of  an  element  has  a  hys- 
teresis  characteristic  with  respect  to  an  applied 
electric  field,  so  that  the  amount  of  displacement 
and  the  intensity  of  the  electric  field  are  not  linear. 

25  For  this  reason,  the  amount  of  displacement  of 
the  displacing  device  cannot  be  correctly  con- 
trolled.  It  has  therefore  been  desired  to  reduce 
this  hysteresis  phenomenon,  i.e.,  the  residual 
displacement  caused  after  the  electric  field  is 

30  removed. 
Such  residual  displacement  may  be  reduced  by 

forming  a  displacing  element  having  a  structure 
which  provides  an  increased  amount  of  displace- 
ment  for  a  given  applied  electric  field.  This 

35  method  is  established  based  on  the  following.  In  a 
general  operation  range,  the  displacement  of  an 
element  of  a  piezoelectric  displacing  device  is 
substantially  linearly  proportional  to  the  intensity 
of  an  electric  field,  and  the  residual  displacement 

40  is  substantially  proportional  to  the  power  of  p 
(where  p>1)  of  the  electric  field.  Fig.  2  demon- 
strates  this  wherein  the  amount  of  displacement  5 
is  plotted  along  the  axis  of  ordinate  and  the 
intensity  of  the  electric  field  E  is  plotted  along  the 

45  axis  of  abscissa.  Curve  a  shows  the  relationship 
between  the  amount  of  displacement  of  the 
element  and  the  intensity  of  the  electric  field. 
Curve  b  shows  the  relationship  between  the 
residual  displacement  and  the  intensity  of  the 

so  electric  field.  When  the  length  of  a  displacing 
element  utilizing  the  longitudinal  effect  is  effec- 
tively  increased  to  N  times  the  original  value  and 
the  expansion/contraction  amount  with  respect  to 
the  intensity  of  the  electric  field  is  also  increased 

55  to  N  times  the  original  value,  the  proportionality 
constant  of  the  amount  of  displacement  and 
amount  of  residual  displacement  with  respect  to 
the  intensity  of  the  electric  field  is  also  increased 
to  N  times  the  original  value.  Accordingly,  an 

60  intensity  of  the  electric  field  for  obtaining  a 
desired  amount  of  displacement  is  reduced  to  1/N 
times  the  intensity  of  electric  field  E,  before 
displacement  sensitivity  (ratio  of  the  amount  of 
displacement  to  the  intensity  of  the  electric  field) 

65  is  increased  to  N  times  the  original  value.  Accord- 
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igly,  if  the  residual  displacement  atter  ootaming 
given  displacement  is  proportional  to  before 
le  displacement  sensitivity  is  increased,  it  is 
roportional  to  N(E1/N),J  after  the  displacement 
ensitivity  is  increased  to  N  times  the  original 
alue.  This  means  that  when  the  displacement 
ensitivity  is  increased  to  N  times  the  original 
alue,  the  residual  displacement  can  be  reduced 
3  1/NP~1.  It  is  concluded  from  this  that  if  a  small 
isplacing  device  having  a  new  structure  is  pro- 
ided  which  has  a  constant  element  length  along 
ie  displacement  axis  and  which  has  an  improved 
isplacement  sensitivity,  a  piezoelectric  displac- 
ig  device  can  be  provided  which  is  small  in  size, 
nd  is  less  subject  to  a  hysteresis  characteristic; 
hat  is,  which  has  an  excellent  linear  response 
haracteristic  of  a  displacement  with  respect  to 
he  intensity  of  an  electric  field. 

EP_A—  0  054  704  discloses  a  piezoelectric  dis- 
ilacing  device  having  displacing  means  including 
i  plurality  of  displacing  members.  Each  displac- 
ng  member  includes  a  plurality  of  stacked  longi- 
udinal  effect  type  piezoelectric  elements,  the 
liezoelectric  elements  in  each  displacing  member 
>eing  stacked  such  that  the  displacement  axes 
hereof  are  in  the  same  direction.  The  displacing 
nembers  are  arranged  juxtaposed  to  each  other 
n  a  direction  normal  to  the  displacement  axes  of 
he  piezoelectric  elements  and  serve  to  convert  a 
roltage  applied  thereto  to  a  mechanical  displace- 
nent.  The  displacing  members  are  coupled  to 
jive  the  output  displacement  of  the  device. 

It  is,  therefore,  an  object  of  the  present  inven- 
ion  to  provide  a  longitudinal  effect-type 
jiezoelectric  displacing  device,  which  is  capable 
jf  increasing  the  amount  of  displacement  without 
equiring  an  increase  in  the  overall  length,  and 
which  has  a  small  hysteresis  characteristic  and  an 
jxcellent  displacement  sensitivity. 

According  to  the  present  invention  there  is 
srovided  a  piezoelectric  displacing  device  corn- 
arising  displacing  means  including  a  plurality  of 
displacing  members  each  including  a  plurality  of 
stacked  longitudinal  effect  type  piezoelectric 
slements,  said  piezoelectric  elements  in  each 
displacing  member  being  stacked  such  that  the 
displacement  axes  thereof  are  in  the  same  direc- 
tion,  said  displacing  members  being  arranged 
juxtaposed  to  each  other  in  a  direction  normal  to 
the  displacement  axes  of  said  piezoelectric 
etements  and  serving  to  a  voltage  applied  thereto 
to  a  mechanical  displacement;  and  connecting 
means  for  mechanically  connecting  said 
piezoelectric  displacing  members,  characterized 
in  that  the  connecting  means  comprises  a  plu- 
rality  of  connecting  members,  in  that  each  of  said 
connecting  members  has  a  first  member  extend- 
ing  parallel  to  said  displacement  axes  and 
arranged  between  adjacent  displacing  members, 
a  second  member  extending  from  said  first 
member  to  one  of  said  adjacent  displacing  mem- 
bers  and  a  third  member  extending  from  said  first 
member  to  the  other  of  said  adjacent  displacing 
members,  said  second  and  third  members  being 
connected  at  different  positions  along  the  dis- 

placement  axes  ui  aaiu  oujaocm  uiopiai/iny 
bers  for  deriving  a  sum  of  the  amounts  of  dis- 
placement  of  said  piezoelectric  displacing  mem- 
bers  along  the  displacement  axes  thereof  to  give 
an  amount  of  displacement  of  said  device. 

According  to  the  present  invention,  the  dis- 
placement  for  a  given  intensity  of  the  applied 
electric  field  increases  proportionally  to  the 
number  of  displacing  members  connected  with- 

o  out  requiring  a  change  in  the  size  of  each  displac- 
ing  member  along  its  displacement  axis. 

As  may  be  seen  from  the  foregoing,  in  a 
conventional  piezoelectric  displacing  device  utiliz- 
ing  the  longitudinal  effect,  in  order  to  increase  the 

s  amount  of  displacement  and  sensitivity  for  a 
given  intensity  of  an  applied  electric  field,  the 
length  of  the  displacing  member  can  only  be 
increased  along  the  electric  field  axis  (displace- 
ment  axis).  When  this  measure  is  taken,  however, 

o  the  length  of  the  displacing  member  must  be 
increased  to  N  times  the  original  length  along  the 
axis  of  the  displacing  member  as  to  increase  the 
amount  of  displacement  to  N  times  the  original 
displacement.  This  makes  the  overall  device  elon- 

5  gated  and  prevents  easy  mounting  of  the  device. 
In  contrast  to  this,  in  a  longitudinal  effect-type 
piezoelectric  displacing  device  of  the  present 
invention,  the  amount  of  displacement  can  be 
increased  to  N  times  the  original  amount  by 

(0  incorporating  N  displacing  members  each  having 
N  elements,  which  are  mechanically  connected  in 
series  with  each  other.  For  this  reason,  the 
amount  of  displacement  can  be  increased  while 
keeping  the  length  of  the  displacing  members 

is  '  substantially  the  same  as  that  of  the  conventional 
device.  In  this  case,  the  total  sectional  area  of  the 
members  is  increased  only  to  NxN  times  that 
before  mechanical  series  connection.  Accord- 
ingly,  a  longitudinal  effect-type  piezoelectric  dis- 

to  placing  device  is  provided  which  is  relatively 
small  in  size  and  which  can  increase  the  amount 
of  displacement,  that  is,  displacement  sensitivity 
for  a  given  intensity  of  an  electric  field.  Accord- 
ingly,  the  device  of  the  present  invention  is 

is  advantageous  in  that  it  allows  assembly  of  a 
compact  system.  Furthermore,  the  device  of  the 
present  invention  is  compact  in  size,  provides  a 
larger  amount  of  displacement,  and  has  an  excel- 
lent  displacing  characteristic  with  less  residual 

50  displacement.  Since  the  device  of  the  present 
invention  does  not  use  a  special  displacement 
amplifying  mechanism,  a  conventional  problem 
of  ruggedness  is  not  presented. 

This  invention  can  be  more  fully  understood 
55  from  the  following  detailed  description  when 

taken  in  conjunction  with  the  accompanying 
drawings,  in  which: 

Fig.  1  is  a  view  for  explaining  the  principle  of  a 
longitudinal  effect-type  piezoelectric  displacing 

60  device; 
Fig.  2  is  a  graph  showing  the  relationships 

among  the  intensity  of  an  electric  field,  the 
amount  of  displacement,  and  the  amount  of 
residual  displacement; 

65  Fig.  3  is  a  schematic  sectional  view  showing  a 

o 
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piezoelectric  displacing  device  according  to  an 
embodiment  of  the  present  invention; 

Fig.  4  is  a  representation  for  explaining  the 
displacement  of  the  device  shown  in  Fig.  3; 

Fig.  5  is  a  schematic  sectional  view  showing  a 
modification  of  the  piezoelectric  displacing  device 
shown  in  Fig.  3; 

Figs.  6  and  7  are  views  of  piezoelectric  displac- 
ing  devices  according  to  other  embodiments  of 
the  present  invention;  and 

Figs.  8A  and  8B  are  perspective  views  showing 
piezoelectric  displacing  members  used  in  the 
device  of  the  present  invention. 

The  present  invention  will  now  be  described 
with  reference  to  the  accompanying  drawings. 

Fig.  3  shows  a  piezoelectric  displacing  device  30 
according  to  the  first  embodiment  of  the  present 
invention.  The  device  30  has  a  columnar 
piezoelectric  displacing  member  31  and  three 
cylndrical  piezoelectric  displacing  members  32, 
33  and  34  which  have  substantially  the  same 
length;  and  three  cylindrical  connectors  35,  36 
and  37  with  bottoms  whfch  mechanically  connect 
the  members  31,  32,  33  and  34  in  series  with  each 
other.  Each  cylindrical  connector  35,  36  or  37  has 
an  annular  flange  35a,  36a  or  37a  which  extends 
horizontally  outward  from  the  open  edge  thereof. 

The  columnar  displacing  member  31  is  concen- 
trically  housed  in  the  first  cylindrical  connector  35 
at  a  distance  therefrom,  and  has  its  lower  end  face 
fixed  to  the  bottom  surface  of  the  cylindrical 
connector  35.  A  free  end  31a  of  the  member  31 
projects  beyond  the  flange  35a  of  the  connector 
35. 

The  first  cylindrical  displacing  member  32  is 
arranged  to  concentrically  surround  the  first  con- 
nector  35  at  a  distance  therefrom.  The  upper  end 
face  of  the  member  32  engages  with  and  is  fixed 
to  the  rear  surface  of  the  flange  35a  of  the 
connector  35.  The  lower  end  face  of  the  member 
32  is  fixed  to  and  is  supported  by  the  bottom 
surface  of  the  second  connector  36  concentrically 
holding  it  therein  at  a  distance  therefrom.  The 
bottom  surface  of  the  connector  36  is  spaced 
apart  from  the  bottom  surface  of  the  connector 
35. 

Similarly,  the  second  cylindrical  displacing 
member  33  is  arranged  to  concentrically  surround 
the  connector  36  at  a  distance  therefrom.  The 
upper  end  face  of  the  member  33  engages  with 
and  is  fixed  to  the  rear  surface  of  the  flange  36  a  of 
the  connector  36.  The  lower  end  face  of  the 
member  33  is  fixed  to  and  is  supported  by  the 
bottom  surface  of  the  third  connector  37  concen- 
trically  holding  it  therein  at  a  distance  therefrom. 

The  third  cylindrical  displacing  member  34 
concentrically  surrounds  the  third  cylindrical  con- 
nector  37  at  a  distance  therefrom.  The  upper  end 
face  of  the  member  34  engages  with  and  is  fixed 
to  the  rear  surface  of  the  flange  37a  of  the 
connector  37.  The  lower  end  face  of  the  member 
34  is  fixed  to  and  is  supported  by  a  bottom 
surface  38b  of  a  casing  38  for  holding  the  overall 
device  therein.  The  bottom  surface  38b  of  the 
casing  38  is  spaced  apart  from  the  bottom  surface 

of  the  connector  37.  A  window  larger  than  the 
member  31  is  formed  in  a  position  of  a  top  surface 
38a  of  the  casing  38  which  corresponds  to  the 
member  31  so  as  to  allow  passage  of  the  member 

5  31  therethrough.  The  lower  end  of  the  member  34 
is  a  fixed  end  of  the  overall  device,  and  the  upper 
end  31  a  of  the  member  31  is  the  free  end  E  of  the 
overall  device. 

The  piezoelectric  displacing  device  30  having 
10  the  structure  as  described  above  displaces 

(expands/contracts)  from  point  A  as  shown  by 
arrows  in  Fig.  4.  The  member  34  displaces  about 
the  point  A,  the  member  33  displaces  about  point 
B,  the  member  32  displaces  about  point  C,  and  the 

15  member  31  displaces  about  point  D.  Thus,  the 
free  end  E  (the  upper  end  31a  of  the  member  31) 
is  moved  upward  or  downward  according  to  a 
polarity  of  the  applied  electric  field. 

In  other  words,  while  the  length  of  the  overall 
20  device  remains  substantially  the  same  as  that  of 

each  displacing  member,  a  displacement  charac- 
teristic  equivalent  to  that  of  a  member  of  a  length 
substantially  four  times  that  of  a  single  member 
used  in  the  device  of  the  present  invention  can  be 

25  obtained.  When  a  voltage  is  applied  to  the  device, 
the  amount  of  displacement  at  the  point  E  shown 
in  Fig.  4  for  a  given  intensity  of  an  applied  electric 
field  can  be  about  four  times  that  obtained  when  a 
single  displacing  member  is  used. 

30  Thermal  expansion  of  each  connector  is  neglig- 
ible  since  the  device  is  hardly  subject  to  any  heat. 
However,  where  necessary,  rigid  stoppers  for 
preventing  displacement  due  to  thermal  expan- 
sion  may  be  inserted  in  the  gaps  between  the 

35  bottoms  of  the  respective  connectors. 
Fig.  5  shows  a  modification  of  the  device  shown 

in  Fig.  3.  The  same  reference  numerals  as  used  in 
Fig.  3  denote  the  same  parts,  and  a  detailed 
description  thereof  will  be  omitted.  The  device 

40  shown  in  Fig.  5  has  a  connector  35'  obtained  by 
inverting  the  connector  35  of  the  device  shown  in 
Fig.  3.  The  upper  and  lower  ends  of  the  columnar 
displacing  member  31  are  fixed  between  the 
closed  end  of  the  connector  35'  and  the  bottom 

45  surface  of  the  connector  36.  The  lower  end  face  of 
the  first  cylindrical  displacing  member  32  is  fixed 
to  and  is  supported  by  a  flange  35a'  of  the 
connector  35'.  The  bottom  surfaces  of  the  flange 
35a'  and  the  connector  36  are  spaced  apart  from 

so  each  other.  The  upper  end  (free  end)  of  the  first 
cylindrical  displacing  member  32  projects  above 
the  top  surface  of  the  connector  35'  and  a  disc 
plate  39  covers  the  upper,  open  end  of  the 
connector  35'.  The  disc  plate  39  provides  a  wide 

55  displacement  surface. 
Fig.  6  shows  another  embodiment  of  the 

present  invention  wherein  three  columnar 
piezoelectric  displacing  members  41,  42  and  43  of 
the  same  length  are  connected  by  two  connectors 

60  (cranks)  44  and  45  such  that  the  displacements 
are  in  series  with  each  other.  The  lower  end  of  the 
member  41  is  fixed  to  a  stationary  base  46  and  the 
upper  end  thereof  is  fixed  to  an  upper  branch  44a 
of  the  crank  44.  The  lower  end  of  the  member  42 

65  is  fixed  to  and  is  supported  by  a  lower  branch  44b 
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if  the  crank  44  extending  in  a  direction  opposite 
o  the  upper  branch  44a.  The  upper  end  of  the 
nember42  is  fixed  to  an  upper  branch  45a  of  the 
rank  45.  The  lower  end  of  the  member  43  is  fixed 
o  and  is  supported  by  a  lower  branch  45b  of  the 
:rank  45,  and  the  upper  end  thereof  is  a  free  end 
it  which  displacement  of  the  device  occurs. 

Fig.  7  shows  an  embodiment  wherein 
espective  columnar  piezoelectric  displacing 
nembers  41,  42  and  43  are  connected  at  their 
ntermediate  portions  by  connectors  51  and  52. 
Each  connector  51  or  52  has  clamps  51a  and  51b 
>r  52a  and  52b  for  clamping  and  holding  the 
nembers  41,  42  and  43. 

In  each  embodiment,  each  connector  connects 
adjacent  displacing  members  at  different  posi- 
ions  along  the  displacement  axis. 

In  each  of  the  embodiments  described  above, 
sach  piezoelectric  displacing  member  such  as  a 
jolumnar  displacing  member  31  preferably  has  a 
structure  wherein  a  piezoelectric  material 
naterial  such  as  a  ternary  piezoelectric  material 
Pb,  Sr)  [(Y1/2  Nb1/2),  Ti,  Zr]03  is  formed  into  a  disc 
shape,  and  resultant  disc-shaped  piezoelectric 
slements  61  are  stacked  through  respective  elec- 
:rodes  65,  as  shown  in  Fig.  8A. 

The  polarization  directions  P  of  adjacent 
jlements  61  are  opposite  to  each  other  along  the 
3xial  direction  and  a  signal  voltage  V2  is  applied 
to  the  elements  61  in  parallel  with  each  other. 
Then,  a  predetermined  voltage  can  be  easily 
applied  to  the  displacing  member  31  and  so  on, 
and  the  device  can  operate  with  a  low  voltage. 

As  shown  in  Fig.  8B,  each  element  61  can  have 
a  different  length  along  the  axial  direction  of  the 
element.  Also,  a  voltage  can  be  applied  only  to 
selected  elements  using  switches  S  so  as  to  freely 
adjust  the  amount  of  displacement.  Then,  the 
amount  of  displacement  of  the  free  end  E  of  the 
displacing  member  31  can  be  finely  adjusted,  and 
the  range  of  adjustment  is  widened. 

In  each  of  the  embodiments  described  above, 
each  connector  is  preferably  formed  of  a  material 
such  as  stainless  steel,  which  has  a  great  tensile 
strength,  a  small  Young's  modulus  and  a  small 
coefficient  of  thermal  expansion. 

If  some  of  the  piezoelectric  displacing  members 
have  different  displacing  characteristics  from 
others  thereof,  the  amount  of  displacement  can 
be  further  freely  adjusted,  and  the  length  thereof 
can  be  increased/decreased  freely.  Some  of  the 
piezoelectric  displacing  members  may  be  fixed  to 
have  opposite  directions  of  expansion/contrac- 
tion  and  can  be  used  as  adjusting  elements. 

Claims 

1.  A  piezoelectric  displacing  device  comprising 
displacing  means  including  a  plurality  of  displac- 
ing  members  (31,  32,  33,  34)  each  including  a 
plurality  of  stacked  longitudinal  effect  type 
piezoelectric  elements  (61),  said  piezoelectric 
elements  (61)  in  each  displacing  member  being 
stacked  such  that  the  displacement  axes  thereof 
are  in  the  same  direction,  said  displacing  mem- 

bers  (31,  32,  33,  34)  Deing  arranged  juxiapuseu  iu 
each  other  in  a  direction  normal  to  the  displace- 
ment  axes  of  said  piezoelectric  elements  and 
serving  to  a  voltage  applied  thereto  to  a  mechani- 

i  cal  displacement;  and  connecting  means  (35,  36, 
37)  for  mechanically  connecting  said  piezoelectric 
displacing  members,  characterized  in  that  the 
connecting  means  comprises  a  plurality  of  con- 
necting  members  (35,  36,  37),  in  that  each  of  said 

o  connecting  members  (35,  36,  37)  has  a  first 
member  extending  parallel  to  said  displacement 
axes  and  arranged  between  adjacent  displacing 
members,  a  second  member  extending  from  said 
first  member  to  one  of  said  adjacent  displacing 

5  members,  and  a  third  member  (35a,  36a,  37a) 
extending  from  said  first  member  to  the  other  of 
said  adjacent  displacing  members,  said  second 
and  third  members  being  connected  at  different 
positions  along  the  displacement  axes  of  said 

o  adjacent  displacing  members  (35,  36,  37)  for 
deriving  a  sum  of  the  amounts  of  displacement  of 
said  -piezoelectric  displacing  members  along  the 
displacement  axes  thereof  to  give  an  amount  of 
displacement  of  said  device. 

>5  2.  A  device  according  to  claim  1,  characterized 
in  that  one  piezoelectric  displacing  member  (31  )  is 
columnar;  in  that  each  other  piezoelectric  displac- 
ing  member  is  cylindrical  and  arranged  to 
surround  said  columnar  piezoelectric  displacing 

w  member  (31)  to  be  concentric  therewith;  and  in 
that  each  connecting  member  has  a  cylindrical 
body  constituting  the  first  member,  the  cylindrical 
body  having  a  bottom  constituting  the  second 
member  and  a  flange  (35a,  36a,  37a)  extending 

?5  outwardly  from  an  open  edge  thereof  .and  con- 
stituting  the  third  member;  in  that  said  columnar 
piezoelectric  displacing  member  (31)  is  fixed-  to 
and  is  supported  by  the  bottom  of  the  innermost 
one  of  said  cylindrical  bodies;  and  the  innermost 

to  one  of  each  other  cylindrical  piezoelectric  displac- 
ing  member  engages  and  is  fixed  at  an  upper  end 
thereof  to  said  flange  of  said  connecting  member 
arranged  inwardly  thereof. 

3.  A  device  according  to  claim  1,  characterized 
45  in  that  said  piezoelectric  displacing  members  (41, 

42,  43),  are  columnar,  and  each  connecting 
member  (44,  45)  connects  two  adjacent  columnar 
piezoelectric  displacing  members  (41,  42,  43)  at 
different  positions  along  the  displacement  axes 

50  thereof. 
4.  A  device  according  to  claim  1,  characterized 

in  that  at  least  one  of  said  displacing  members 
has  an  amount  of  displacement  different  from  the 
amount  of  displacement  of  remaining  ones  of 

55  said  displacing  members. 
5.  A  device  according  to  claim  1,  characterized 

"  in  that  at  least  one  of  said  displacing  members 
has  a  displacing  direction  different  from  the  dis- 
placing  directions  of  remaining  ones  of  said 

60  displacing  members. 

Patentanspruche 

1.  Piezoelektrischer  Versetzungsapparat  mit 
65  Versetzungsmitteln,  die  eine  Mehrzahl  von  Ver- 

sa 
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setzungsorganen  (31,  32,  33,  34)  umfassen,  von 
denen  jedes  eine  Mehrzahl  piezoelektrischer  Lon- 
gitudinaleffekt-Elemente  (61)  aufweist,  wobei  die 
piezoelektrischen  Elemente  (61  )  in  jedem  Verset- 
zungsorgan  derart  gestapelt  sind,  daS  ihre  Verset- 
zungsachsen  in  dieselbe  Richtung  weisen,  wobei 
die  Versetzungsorgane  (31,  32,  33,  34)  mit  Bezug 
aufeinander  in  Nebeineinanderstellung  in  einer 
Richtung  lotrecht  zu  den  Versetzungsachsen  der 
piezoelektrischen  Elemente  angeordnet  sind  und 
dazu  dienen,  auf  eine  angelegte  Spannung  hin 
mechanisch  versetzt  zu  werden,  und  einer  Verbin- 
dungseinrichtung  (35,  36,  37)  zum  mechanischen 
Verbinden  der  piezoelektrischen  Versetzungsor- 
gane,  dadurch  gekennzeichnet,  daS  die  Verbin- 
dungseinrichtung  eine  Mehrzahl  von  Verbin- 
dungsorganen  (35,  36,  37)  umfaSt,  daft  jedes  der 
Verbindungsorgane  (35,  36,  37)  ein  erstes  Organ 
aufweist,  das  sich  parallel  zu  den  Versetzungsach- 
sen  erstreckt  und  zwischen  benachbarten  Verset- 
zungsorganen  angeordnet  ist,  sowie  ein  zweites 
Organ,  das  sich  von  dem  ersten  Organ  zu  einem 
der  benachbarten  Versetzungsorgane  erstreckt, 
und  ein  drittes  Organ  (35a,  36a,  37a),  das  sich  von 
dem  ersten  Organ  zu  den  anderen  der  benachbar- 
ten  Versetzungsorgane  erstreckt,  wobei  die  zwei- 
ten  und  dritten  Organe  in  unterschiedlichen  Stel- 
lungen  entlang  den  Versetzungsachsen  der 
benachbarten  Versetzungsorgane  (35,  36,  37) 
zugunsten  einer  der  Erzeugung  eines  Verset- 
zungsbetrags  des  Apparats  entsprechenden 
Summe  der  Verschiebungsbetrage  der  piezoelek- 
trischen  Versetzungsorgane  entlang  deren  Ver- 
setzungsachsen  verbunden  sind. 

2.  Apparat  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  daS  ein  piezoelektrisches  Versetzungs- 
organ  (31)  Stangenform  aufweist,  dalS  jedes  wei- 
tere  piezoelektrische  Versetzungsorgan  Zylinder- 
form  aufweist  und  das  stangenformige  piezoelek- 
trische  Versetzungsorgan  (31)  zugunsten  einer 
konzentrischen  Konfiguration  umschliefSend 
angeordnet  ist,  und  da  IS  jedes  Verbindungsorgan 
einen  das  erste  Organ  bildenden  zylindrischen 
Kdrper  aufweist,  der  einen  das  zweite  Organ 
bildenden  Boden  aufweist  sowie  einen  Flansch 
(35a,  36a,  37a),  der  sich  unter  Bildung  des  dritten 
Organs  von  einer  offenen  Kante  des  Korpers  nach 
auSen  erstreckt,  da(5  das  stangenformige  piezoe- 
lektrisch  Versetzungsorgan  (31)  an  dem  Boden 
des  innersten  der  zylindrischen  Kdrper  befestigt 
und  von  diesem  getragen  ist,  und  das  innerste 
jedes  weiteren  zylindrischen  piezoelektrischen 
Versetzungsorgans  mit  einem  oberen  Ende  an 
dem  Flansch  des  innerhalb  desselben  ange- 
ordneten  Verbindungsorgans  angreift  sowie  an 
diesem  befestigt  ist. 

3.  Apparat  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  dalS  die  piezoelektrischen  Versetzungs- 
organe  (41,  42,  43)  Stangenform  aufweisen, 
wobei  jedes  Verbindungsorgan  (44,  45)  zwei 
benachbarte  stangenformige  piezoelektrische 
Versetzungsorgane  (41,  42,  43)  in  unterschiedli- 
chen  Steilungen  entlang  deren  Versetzungsach- 
sen  verbindet. 

4.  Apparat  nach  Anspruch  1,  dadurch  gekenn- 

zeichnet,  dalS  zumindest  eines  der  Versetzungsor- 
gane  einen  Versetzungsbetrag  aufweist,  der  sich 
von  dem  Versetzungsbetrag  der  verbleibenden 
Versetzungsorgan  unterscheidet. 

5  5.  Apparat  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  dalS  zumindest  eines  der  Versetzungsor- 
gane  eine  Versetzungsrichtung  aufweist,  die  sich 
von  den  Versetzungsrichtungen  der  verbleiben- 
den  Versetzungsorgane  unterscheidet. 

w 
Revendications 

1.  Dispositif  piezo-electrique  de  deplacement, 
comprenant  un  element  de  deplacement  qui  com- 

15  prend  plusieurs  organes  de  deplacement  (31,  32, 
33,  34)  comportant  chacun  plusieurs  elements 
piezo-electriques  empiles  (61)  du  type  a  effet 
longitudinal,  les  elements  piezo-electriques  (61) 
de  chaque  organe  de  deplacement  etant  empiles 

20  afin  que  leurs  axes  de  deplacement  aient  une 
meme  direction,  les  organes  de  deplacement  (31, 
32,  33,  34)  etant  juxtaposes  les  uns  aux  autres  en 
direction  perpendiculaire  aux  axes  de  deplace- 
ment  des  elements  piezo-electriques  et  provo- 

25  quant  un  deplacement  mecanique  sous  Taction 
d'une  tension  appliquee,  et  des  dispositifs  de 
raccordement  (35,  36,  37)  destines  a  raccorder 
mecaniquement  les  organes  piezo-electriques  de 
deplacement,  caracterise  en  ce  que  les  dispositifs 

30  de  raccordement  comprennent  plusieurs  organes 
de  raccordement  (35,  36,  37),  en  ce  que  chaque 
organe  de  raccordement  (35,  36,  37)  a  un  premier 
organe  qui  est  parallele  aux  axes  de  deplacement 
et  qui  est  dispose  entre  des  organes  adjacentes 

35  de  deplacement,  un  second  organe  qui  est  dirige 
du  premier  organe  vers  I'un  des  organes  adja- 
cents  de  deplacement  et  un  troisieme  organe 
(35a,  36a,  37a)  qui  va  du  premier  organe  vers 
I'autre  des  organes  adjacents  de  deplacement,  le 

40  second  et  le  troisieme  organe  etant  raccordes  a 
des  positions  differentes,  le  long  des  axes  de 
deplacement  des  organes  adjacents  de  deplace- 
ment  (35,  36,  37)  afin  qu'ils  derivent  une  somme 
d'amplitudes  de  deplacement  des  organes  piezo- 

45  electriques  de  deplacement  le  long  des  axes  de 
deplacement,  cette  somme  correspondant  a  I'am- 
plitude  de  deplacement  du  dispositif. 

2.  Dispositif  selon  la  revendication  1,  caracte- 
rise  en  ce  qu'un  premier  organe  piezo-electrique 

so  de  deplacement  (31)  a  une  forme  de  colonne,  en 
ce  que  chacun  des  autres  organes  piezo-electri- 
ques  de  deplacement  a  une  forme  cylindrique  et 
est  destine  a  entourer  I'organe  piezo-electrique 
(31)  de  deplacement  en  forme  de  colonne  afin 

55  qu'ils  soient  concentriques,  et  en  ce  que  chaque 
organe  de  raccordement  a  un  corps  cylindrique 
constituant  le  premier  organe,  le  corps  cylindri- 
que  ayant  une  partie  inferieure  constituant  le 
second  organe  et  un  flasque  (35a,  36a,  37a) 

60  depassant  vers  I'exterieur  d  I'un  bord  ouvert  et 
constituant  le  troisieme  organe,  et  en  ce  que 
I'organe  piezo-electrique  (31)  de  deplacement  en 
forme  de  colonne  est  fixe  a  la  partie  inferieure  de 
celui  des  corps  cylindriques  qui  est  le  plus  a 

65  I'interieur,  et  est  supporte  par  cette  partie  infe- 

6 



jure,  et  celui  des  autres  organes  piezo-eiecin- 
jes  cylindriques  de  deplacement  qui  est  le  plus 
I'interieur  est  au  contact,  par  son  extremite 

iperieure,  du  flasque  de  I'organe  de  raccorde- 
ent  place  a  I'interieur  par  rapport  a  lui,  et  est  fixe 
cette  extremite  superieure. 
3.  Dispositif  selon  la  revendication  1,  caracte- 
se  en  ce  que  les  organes  piezo-electriques  de 
§placement  (41,  42,  43)  ont  des  formes  de 
jlonne,  et  chaque  organe  de  raccordement  (44, 
5)  raccorde  deux  organes  piezo-electriques  adja- 
jnts  de  deplacement  en  forme  de  colonne  (41, 

leurs  axes  de  deplacement. 
4.  Dispositif  selon  la  revendication  1,  caracte- 

rise  en  ce  que  I'un  au  moins  des  organes  de 
deplacement  a  une  amplitude  de  deplacement 
differente  de  celle  des  organes  restants  de  depla- 
cement. 

5.  Dispositif  selon  la  revendication  1,  caracte- 
rise  en  ce  que  I'un  au  moins  des  organes  de 
deplacement  a  une  direction  de  deplacement  qui 
differe  de  celles  des  organes  restants  de  deplace- 
ment. 
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