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(54)  Oxygen  dissolving  apparatus. 

(57)  An  oxygen  dissolving  apparatus  for  dissolv- 
ing  oxygen  in  sewerage.  The  apparatus  com- 
prises  a  constriction  (6)  within  the  main  (2)  for 
inducing  a  downstream  turbulence  in  a  sewer- 
age  flow  and  oxygen  injection  means  (10)  to 
directly  inject  oxygen  into  the  main  (2)  at  or 
adjacent  said  constriction  (6).  The  injected 
oxygen  is  dispersed  into  the  sewerage  in  the 
turbulence  created  downstream. 
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This  invention  relates  to  apparatus  for  dissolving 
oxygen  in  sewerage  mains. 

The  advantage  of  dissolving  oxygen  in  sewerage 
mains  and  in  particular,  rising  mains  removing  sewer- 
age  from  a  local  gravity  collection  network,  are  well 
recognised.  In  particular,  dissolved  oxygen  has  been 
found  to  significantly  reduce  the  odour  associated 
with  the  sewerage.  The  effectiveness  of  the  process 
is  very  much  dependent  upon  the  efficiency  with 
which  the  oxygen  is  dissolved  into  the  raw  sewerage. 

Prior  art  devices  for  this  purpose  fall  into  three 
general  categories.  The  first  is  a  U-tube  cascading 
type  system,  which  although  effective  is  expensive  to 
manufacture  and  utilises  a  considerable  amount  of 
space.  Systems  for  direct  injection  of  oxygen  into  the 
sewerage,  via  a  nozzle  or  the  like,  are  also  available. 
However,  these  are  severely  limited  by  the  dissolving 
efficiency.  A  further  system  used  is  a  side  stream  in- 
jection  system.  However,  this  suffers  from  similar  lim- 
itations  to  the  direct  injection  and  has  additional  cost 
and  space  requirements. 

It  is  an  object  of  this  invention  to  provide  an  oxy- 
gen  dissolving  apparatus  for  a  sewerage  rising  main 
which  will  overcome  or  at  least  ameliorate  some  of  the 
abovementioned  disadvantages. 

Accordingly,  in  one  aspect  this  invention  consists 
in  an  in-line  oxygen  dissolving  apparatus  for  a  sewer- 
age  main  comprising  a  constriction  within  said  main 
for  induce  a  downstream  turbulence  in  a  sewerage 
flow,  and  oxygen  injection  means  to  directly  inject 
oxygen  gas  into  the  main  at  or  adjacent  said  constric- 
tion  for  dispersion  in  the  downstream  turbulence. 

It  will  be  appreciated  that  the  oxygen  is  mixed  into 
the  sewerage  and  dispersed  therein  by  the  turbu- 
lence  created  by  the  constriction. 

The  constriction  can  take  any  suitable  form  and 
may  be  symmetric  or  asymmetric.  Preferably,  the 
constriction  takes  the  form  of  a  frusto  conical  section, 
having  about  15°  of  taper.  In  one  form,  the  constric- 
tion  is  included  within  a  section  of  pipeline  that  is  fit- 
ted  into  the  rising  main. 

The  degree  of  constriction  is  preferably  chosen 
so  as  to  reduce  the  flow  of  the  sewerage  to  substan- 
tially  below  between  7  and  9  metres  per  second.  This 
corresponds  to  a  head  loss  in  a  typical  case  of  up  to 
3  to  4  metres. 

The  oxygen  is  directly  injected  into  the  flow  by 
any  suitable  means  for  dispersion  in  the  induced  tur- 
bulence.  The  point  of  injection  can  be  within,  up- 
stream  or  downstream  of  the  constriction.  In  the  pre- 
ferred  embodiment  the  oxygen  is  injected  approxi- 
mately  2  to  3  pipeline  diameters  upstream  from  the 
constriction. 

In  a  typical  case  the  desired  velocity  reduction  of 
the  sewerage  corresponds  to  the  effective  internal  di- 
ameter  of  the  pipeline  being  reduced  by  of  the  order 
of  50%  by  the  constriction.  In  a  pipeline  of  approxi- 
mately  380mm  internal  diameter  the  constriction  is 

typically  reduced  to  approximately  165mm  internal  di- 
ameter  over  a  distance  of  about  550mm. 

One  embodiment  of  the  invention  will  now  be  de- 
scribed,  by  way  of  example  only,  with  reference  to  the 

5  accompanying  drawings  in  which:- 
Figure  1  is  an  elevation  of  a  pipeline  section  in- 
cluding  a  constriction  forming  part  of  this  inven- 
tion; 
Figure  2  is  an  end  view  of  the  pipeline  section 

10  shown  in  Figure  1; 
Figure  3  is  a  section  along  the  line  3-3  of  Figure 
1;  and 
Figure  4  is  a  schematic  drawing  showing  the  oxy- 
gen  dissolving  apparatus  according  to  the  pres- 

15  ent  invention. 
Referring  to  the  drawings  the  pipeline  segment  1 

shown  in  Figures  1  to  3  forms  part  of  a  rising  main  2 
shown  in  Figure  4.  The  pipeline  segment  1  is  formed 
with  flanges  3,  4  at  opposite  ends  which  are  used  to 

20  bolt  the  section  to  corresponding  flanges  5  on  the 
pipes  forming  the  rising  main  2  in  the  conventional 
manner. 

The  pipeline  segment  1  may  take  any  suitable 
form  and  may  be  symmetric  or  asymmetric  but  prefer- 

25  ably  includes  a  smooth  surfaced  generally  frusto  con- 
ical  insert  6  which  extends  between  flanges  3  and  4 
and  is  supported  by  webs  7.  The  inlet  of  segment  1  is 
a  cylindrical  portion  8  having  a  diameter  the  same  as 
the  internal  diameter  of  main  2.  Cylindrical  portion  8 

30  joins  frusto  conical  insert  6  which  tapers  at  about  1  5° 
to  a  cylindrical  outlet  9  of  significantly  reduced  diam- 
eter.  In  a  typical  case,  a  desired  velocity  reduction  of 
the  sewerage  corresponds  to  the  effective  internal  di- 
ameter  of  the  pipeline  being  reduced  by  the  order  of 

35  fifty  percent.  In  the  case  of  a  380mm  pipeline  the  di- 
ameter  of  cylindrical  portion  9  is  approximately 
165mm.  Such  a  reduction  may  take  place  over  a  dis- 
tance  of  about  550mm. 

The  flange  4  extends  from  adjacent  the  opening 
40  of  cylindrical  portion  9  so  that  when  the  consecutive 

portion  of  main  2  is  jointed  to  segment  1  there  is  a 
sudden  increase  in  diameter  from  cylindrical  portion 
9  to  the  internal  diameter  of  the  main.  This  induces  a 
very  significant  downstream  turbulence  in  the  sewer- 

45  age  flow. 
As  shown  in  Figure  4  an  oxygen  injection  nozzle 

1  0  of  any  suitable  known  type  is  positioned  within,  up- 
stream  or  downstream  of  the  constriction.  In  a  prefer- 
red  constriction,  the  nozzle  10  is  positioned  in  the  pi- 

50  peline  2  to  3  diameters  upstream  from  segment  1. 
Oxygen  gas  is  injected  into  the  sewerage  by  means 
of  any  suitable  known  supply  system  and  entrained 
into  the  flow.  The  flow  enters  the  constriction  and  the 
resulting  downstream  turbulence  disperses  the  en- 

55  trained  oxygen  within  the  flow  and  results  in  a  very 
efficient  dissolving  of  the  oxygen  into  the  sewerage. 

In  order  to  ensure  the  efficient  oxygen  injection, 
it  is  preferably  not  to  reduce  the  flow  of  the  sewerage 
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to  substantially  below  between  seven  and  nine  me- 
tres  per  second.  This  corresponds  to  a  head  loss  in  a 
typical  case  of  up  to  three  or  four  metres. 

The  foregoing  describes  only  one  embodiment  of 
the  invention  and  modifications  can  be  made  thereto 
without  departing  from  the  scope  of  the  invention. 

Claims  10 

1.  An  in-line  oxygen  dissolving  apparatus  for  a  sew- 
erage  main  (2)  characterised  in  that  said  appara- 
tus  comprises  a  constriction  (6)  within  said  main 
(2)  for  inducing  a  downstream  turbulence  in  a  15 
sewerage  flow  and  oxygen  injection  means  (10) 
to  directly  inject  oxygen  into  the  main  (2)  at  or  ad- 
jacent  said  constriction  (6)  for  dispersing  in  the 
downstream  turbulence. 

2.  An  apparatus  as  claimed  in  claim  1  ,  further  char- 
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acterised  in  that  the  constriction  (6)  comprises  a 
frusto  conical  section  (6)  which  tapers  at  an  angle 
of  substantially  15  degrees. 

An  apparatus  as  claimed  in  claim  1  or  2,  further 
characterised  in  that  said  apparatus  is  included 
within  a  section  of  pipeline  (1)  which  forms  part 
of  said  main  (2). 

An  apparatus  as  claimed  in  any  one  of  the  pre- 
ceding  claims,  further  characterised  in  that  the 
oxygen  is  injected  upstream,  within,  or  down- 
stream  of  the  constriction  (6). 

An  apparatus  as  claimed  in  any  one  of  claims  1 
to  3,  further  characterised  in  that  the  oxygen  is 
injected  approximately  2  to  3  pipeline  diameters 
upstream  of  the  constriction  (6). 

An  apparatus  as  claimed  in  any  one  of  the  pre- 
ceding  claims,  further  characterised  in  that  the 
constriction  (6)  reduces  the  internal  diameter  of 
the  pipeline  (2). 

An  apparatus  as  claimed  in  claim  6  in  which  the 
constriction  (6)  reduces  the  internal  diameter  by 
substantially  fifty  percent. 

An  apparatus  as  claimed  in  any  one  of  the  pre-  so 
ceding  claims,  further  characterised  in  that  the 
constriction  (6)  is  configured  so  as  not  to  reduce 
the  flow  of  sewerage  to  substantially  below  be- 
tween  7  and  9  metres  per  second. 

55 

40 

45 

3 



EP  0  568  346  A1 

4 



EP  0  568  346  A1 

5 



Eiurupean  raieni 
Office ll-UKUFEAIN  SEARCH  REPORT Application  Number 

EP  93  30  3323 

yiw-uwuuN  is  lUIMSlUEKKD  TO  BE  RELEVANT 
«■  uuvunicni  wren  inoicaaon,  wnere  appropriate, of  relevant  passages Ketevant 

to  daim CLASSIFICATION  OF  THE APPUCATION  (Int.  CI.5  ) 
A 

X 

X 

tu>  /ig  (R.B.WOLTMAN) *  column  4,  line  4  -  line  51  * 

EP-A-0  152  202  (THE  BOC  GROUP) *  abs t rac t   * 

US-A-4  308  138  (R.B.WOLTMAN) 
*  abs t rac t   * 
*  column  4,  line  12  -  line  17  * 

JS-A-3  996  139  (J.  E.  PRINCE) 
*  column  2,  line  18  -  line  35;  f i g u r e s  

1-4,6 

1,4,5 

L-4 

1 ,3 ,4 ,6  

C02F3/12 

KCHMCAL  FIELDS 
SEARCHED  (Int.  CI.  5  ) 

:02F 

luc  incscui  xarai  rcpun  nas  neen  orawn  up  tor  ail  Claims 

C  :  particularly  relevant  if  taken  alone '  :  particularly  relevant  if  combined  with  another document  of  the  same  category k  :  technological  background >  :  non-written  disclosure '  :  intermediate  document 

:  ineory  or  principle  underlying  the  invention :  :  earlier  patent  document,  but  published  on,  or after  the  filing  date 
)  :  document  cited  in  the  application 
.  :  document  cited  for  other  reasons 
i  :  member  of  the  same  patent  family,  corresponding document 


	bibliography
	description
	claims
	drawings
	search report

