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(54) Automatic locking valve for medication injection

(57) Disclosed herein is an automatic locking valve
for safely administering a dose of medication to a patient.
The automatic locking valve comprises a valve housing
for defining a space therein, the valve housing having
input and output ports for allowing the medication to flow
in and out, an on/off member of a spool-like shape, the
on/off member having a diameter smallest at the center
thereof and being tapered to linearly increase toward up-
per and lower portions of the on/off member so that the

on/off valve moves up and down, depending on the
closed state of the door, and a membrane attached to
the space of the valve housing such that the membrane
expands toward a lower portion of the space due to the
elasticity of the membrane when the tube is blocked. With
the automatic locking valve, the dose of medication can
be administered under a condition of completed installa-
tion with the door closed above the tube mounted in au-
tomatic locking valve, thereby providing safety and ac-
curacy when administering the dose to a patient.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to an automatic
locking valve for medication injection, and more particu-
larly to an automatic locking valve for medication injec-
tion, which is provided with a blocking sensor for sensing
blockage of a tube and with automatic locking means for
performing an operation corresponding to a mounting
state of a door such that a dose of medication can be
administered only under an installation condition in which
the door is completely closed after the tube is installed,
so that the dose of medication can be safely administered
to a patient.

Description of the Related Art

[0002] As is well known in the prior art, in order to ad-
minister a dose of medication prescribed by a doctor to
a patient, after the dose of medication is placed at a higher
position than an injecting position at the patient, a valve
with an on/off part of a torsional screw-like shape therein
should be adjusted in accordance with the experience of
a nurse performing injection of the predetermined dose
to the patient.
[0003] When the patent is administered with the dose
of medication, such as an analgesic, there often come
intermittent convolutions or pains, forcing a temporary
increase of the dose of injection. With regard to this, since
the dose should be administered according to a prescrip-
tion of the doctor, it is very dangerous for the patient to
adjust his or her own dose of injection. However, under
the present circumstances of hospitals, a prompt adjust-
ment for the dose of injection corresponding to the inter-
mittent pains of the patient is very difficult for medical
staffs and causes very serious consumption of time for
them.
[0004] For a nurse inexperienced in adjusting the dose
of injection, it is very difficult to adjust a dose of injection
an hour such that the prescribed dose is administered
with accuracy. Further, in case of a patient with a special
disease, such as acute cardiac paralysis, a requirement
of being administered only when the patient suffers an
attacks forces the patient to always carry the medication
for the disease and a requirement of administrating an
accurate dose of medication requires great deal of skill
in administration.
[0005] Even for an expert in administration, there is
always a danger of unintentional excessive administra-
tion of the medication. Further, when extraneous sub-
stances or air are contained in the medication or when
something presses a tube, it poses a serious threat to
the patient.
[0006] Although an automatic injector for automatically
injecting a predetermined dose of medication has been

recently developed, it simply adopts a compulsory injec-
tion system for injecting the medication using a water
pump and does not have separate sensors for sensing
the dose injected, thereby causing a very high possibility
of safety accident. Further, when a door is being opened,
an excessive dose of medication can be injected at one
time, resulting in potentially life-threatening situation.

SUMMARY OF THE INVENTION

[0007] The present invention has been made to solve
the above problems, and it is an object of the present
invention to provide an automatic locking valve for med-
ication injection, which is provided with a blocking sensor
for sensing blockage of a tube and with automatic locking
means for performing an operation corresponding to a
mounting state of a door such that a dose of medication
can be administered only under an installation condition
in which the door is completely closed after the tube is
installed, so that the dose of medication can be safely
administered to a patient.
[0008] In accordance with an aspect of the present in-
vention, the above and other objects can be accom-
plished by the provision of an automatic locking valve,
being installed in the automatic dose administrating ap-
paratus comprising: a housing for supporting outer por-
tions of three compartments divided in the housing; a
medication container for storing a medication pack there-
in, the medication container defined at the uppermost
part of the housing; a ball-loose switch for generating a
command signal of medication injection via an electric
line, the ball-loose switch being provided at a predeter-
mined part of an outer side of the housing; a driving room
for controlling injection state of the medication, the driving
room being provided with a pressure pump for driving
discharge of the medication by pumping the medication;
and a tube for transferring the medication discharged
from the medication pack to a needle, the tube extending
from an inner part of the driving room to an outer part
thereof and the medication being discharged through the
tube after being pumped by the pressure pump, wherein
the automatic locking valve is received in the driving room
such that the automatic locking valve is connected, at
one side, to the tube connected to the medication pack
and is connected, at the other side, to the tube connected
to the needle, such that the automatic locking valve con-
trols flow of the medication therein depending on a closed
state of a door of the driving room.
[0009] Preferably, the automatic locking valve com-
prises: a valve housing for defining a space therein, the
valve housing having input and output ports for allowing
the medication to flow in and out; an on/off member of a
spool-like shape, the on/off member having a diameter
smallest at the center thereof and being tapered to line-
arly increase toward upper and lower portions of the
on/off member so that the on/off valve moves up and
down depending on the closed state of the door; and a
membrane attached to the space of the valve housing
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such that the membrane expands toward a lower portion
of the space due to elastic properties of the membrane
when the tube is blocked.
[0010] More preferably, the space of the valve housing
has a shape tapered for a diameter of the space to in-
crease from the center to an upper portion and to increase
from the center to a lower portion in order to correspond
to the shape of the on/off member; and the lower portion
of the space has an increased inner diameter, so that
when the on/off member is pressed down, the on/off
member defines a fluid gap along with an inner circum-
ferential surface of the valve housing.
[0011] Preferably, the valve housing further comprises
a blocking sensor for generating a "High" signal with liquid
or metal at a predetermined portion of the membrane and
for sensing blockage of the tube when the membrane
swells to expand toward the blocking sensor.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The foregoing and other objects and features
of the present invention will be more clearly understood
from the following detailed description taken in conjunc-
tion with the accompanying drawings, in which:

Figs. 1a and 1b are side sectional views showing
construction and operation of an automatic locking
valve for medication injection in accordance with an
embodiment of the present invention;
Fig. 2 is a side sectional view showing operation of
a membrane provided in the automatic locking valve
for injecting a dose of medication in accordance with
the embodiment of the present invention;
Fig. 3 is a perspective view of an appearance of an
automatic dose administrating apparatus in accord-
ance with an embodiment of the present invention;
Fig. 4 is a partial perspective view showing, in detail,
the construction of the automatic dose administrat-
ing apparatus with the automatic locking valve 51 of
the present invention applied to it; and
Fig. 5 is a perspective view of an automatic dose
administrating apparatus according to another em-
bodiment of the present invention.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0013] Preferred embodiments of the present inven-
tion will now be described in detail with reference to the
accompanying drawings.
[0014] Figs. 1a and 1b are side sectional views show-
ing construction and operation of an automatic locking
valve for medication injection in accordance with an em-
bodiment of the present invention.
[0015] An automatic locking valve for medication in-
jection 51 in accordance with the embodiment of the
present invention is provided with a blocking sensor for
sensing blockage of a tube and with automatic locking
means for performing an operation corresponding to a

mounting state of a door such that a dose of medication
can be administered only under an installation condition
in which the door is completely closed after the tube is
installed, so that a patient can safely administer the dose
of medication for oneself.
[0016] The automatic locking valve 51 of the present
invention comprises a valve housing 52, which defines
a space 58 therein and has input and output ports 60 and
62 connected with a tube (not shown), respectively, for
allowing the medication to flow in and out.
[0017] The valve housing 52 defines the space 58
therein for receiving an on/off member 54 therein. The
space 58 has a shape tapered for a diameter of the space
to increase from the center to an upper portion and to
increase from the center to a lower portion in order to
correspond to the shape of the on/off member 54.
[0018] The on/off member 54 generally has a cylindri-
cal shape. Specifically, like a spool, the on/off member
54 has a diameter smallest at the center thereof and ta-
pered for the diameter of the on/off member to linearly
increase toward upper and lower portions thereof, re-
spectively. Here, the upper portion of the on/off member
54 acts as an on/off operation portion 55a and the lower
portion thereof acts as an on/off portion 55b for controlling
the medication directly flowing through the valve.
[0019] Specifically, with a cross-section of a circular
shape in the horizontal plane, the on/off member 54 has
an outer diameter increased from the center to the upper
and lower portions, respectively, thereby forming the
spool-like shape. The on/off member 54 has the top por-
tion 54a curved convexly at the center thereof and the
bottom portion 54b flattened to be parallel with the
ground.
[0020] The on/off member 54 is elastic. Thus, when
the on/off member 54 is pushed into the space defined
by the upper portion of the valve housing 52, the bottom
portion and the outer circumferential portion thereof are
compressed inwardly toward the inner center of the on/off
member 54, so that it is gradually pushed into the space
58 of the valve housing 52, whereby the on/off member
54 is finally engaged with the valve housing 52.
[0021] When the on/off member 54 is installed in the
valve housing 52, the flow of the medication through the
space 58 of the valve housing 52 is controlled by the inlet
and outlet ports 60 and 62, depending on pressure to be
applied to the top surface of the on/off member 54. Spe-
cifically, with the on/off member 54 installed in the valve
housing 52, the on/off member moves up and down inside
the valve housing 62 by a predetermined distance. Thus,
when the on/off operation member 55a of the on/off mem-
ber 54 maintains close contact with the inner circumfer-
ential surface of the valve housing 52, there is no fluid
gap allowing the medication to flow between them. How-
ever, when the on/off portion 55b at the lower portion
thereof defines a fluid gap 53 along with the inner cir-
cumferential surface of the valve housing 52, the medi-
cation can flow into the lower portion of the space 58
through the fluid gap 53.
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[0022] Thus, depending on whether the on/off member
54 is pushed down or not, the medication passed through
the outlet port 60 flows or does not flows toward the inlet
port 62 through the space 58.
[0023] Specifically, if the on/off member 54 is pushed
down, as shown in Fig. 1b, the fluid gap 53 is opened so
that the medication passing through the outlet port 60
can flow out via the space 58. If the on/off member 54 is
not pushed down, as shown in Fig. 1a, the fluid gap 53
is closed so that the medication passing through the out-
let port 60 cannot flow out because the medication pass-
ing through the outlet port 60 cannot flow into the space
58.
[0024] Fig. 2 is a side sectional view showing operation
of a membrane provided in the automatic locking valve
for injecting a dose of medication in accordance with the
embodiment of the present invention.
[0025] Referring to Fig. 2, the automatic locking valve
51 of the invention further comprises a membrane 56 at
the lower portion of the space 58, of which the periphery
is attached around the edge of a lower surface of the
space 58 defined by the membrane 56.
[0026] The membrane 56 is made of a fine film and in
spite of being elastic, does not expand when the medi-
cation flows. When the middle of a valve (not shown)
connected with the inlet port 62 is folded or pressed down
by something so that the medication cannot normally flow
through the valve, the membrane 56 expands convexly
in the direction of the lower portion for the pressure of
accumulated medication in the space 58.
[0027] Further, as shown in Fig. 2, the membrane 56
is provided with, at its predetermined lower portion, a
blocking sensor 44 for generating a "High" signal with
liquid or metal. Thus, when the medication does not reg-
ularly flow, for example, due to the tube being pressed
down on by something, the membrane 56 swells to ex-
pand toward the blocking sensor 44, thereby sensing the
blockage of the tube.
[0028] Fig. 3 is a perspective view of an appearance
of an automatic dose administrating apparatus applied
with the automatic locking valve 51 for medication injec-
tion according to the embodiment of the present inven-
tion.
[0029] Referring to Fig. 3, the automatic dose admin-
istrating apparatus 2 according to an embodiment of the
present invention is provided with the automatic locking
valve for sensing a mounting state of a door and a block-
ing sensor for sensing blockage of a tube, such that the
dose of medication can be administered under a condi-
tion of completed installation with the door closed above
the tube mounted in the apparatus, whereby a patient
can safely administer his or her own dose of medication.
[0030] The automatic lock valve for medication admin-
istration of the invention can be applied to the automatic
dose administrating apparatus 2, as shown in Fig. 3. The
automatic dose administrating apparatus 2 is provided
with a housing 4 divided into three compartments. Among
the compartments, the uppermost compartment defines

a medication storage chamber 6 storing a medication
pack therein, and the middle compartment defines a con-
trol chamber 8 having an LCD 11 for displaying the in-
stallation state.
[0031] Under the control chamber 8, the lowermost
compartment defines a driving room 12 for controlling
injection of the medication while driving a discharge of
the medication through tube 16 by pumping the medica-
tion.
[0032] As the housing 4 is provided with a ball-loose
switch 14 at a predetermined part of the side thereof, the
user can temporarily increases the dose of injection by
operating the ball-loose switch 14. The tube 16 is provid-
ed with a needle 20 at one end thereof and also provided
with an air-filter 18 at the middle of the tube 16 extending
from the housing 4 to the needle 20. The air-filter 20 dis-
charges air contained in the medication flowing through
the tube 16 after filtering air. The control part 8 is provided
with a button part 10 on the surface thereof, which can
set a various settings by operation of its keys.
[0033] Using the automatic dose administrating appa-
ratus 2 installed with the sensors as described above,
the patient can be very conveniently administered with a
predetermined dose of medication without any restriction
by time or place while always carrying it. Further, due to
the sensor being organically associated with each other
to ensure safety of the patient during administration, the
patient can control the administration of the medication
and does not need an additional nurse in a daily life.
[0034] Fig. 4 is a partial perspective view showing in
detail the construction of the automatic dose administrat-
ing apparatus with the automatic locking valve 51 for
medication injection according to the embodiment of the
present invention applied to it.
[0035] Referring to Fig. 4, at lowermost portion of the
housing 4, the automatic dose administrating apparatus
2 is provided with the driving room 12 for generating driv-
ing force to inject the medication with an application of a
signal for controlling the injection of the medication. The
driving room 12 is provided with a door 22 hinged at the
top of the driving room 12. At the bottom of the door 22,
the door 22 is provided with a supporting bar 24 for press-
ing the tube 16 and with a pressing protrusion 26 for
making a press in order to maintain a check valve of the
tube 16 in an open state.
[0036] The driving room 12 is provided with a pressure
pump 28 therein, comprising a motor (not shown) for gen-
erating a rotational driving force of a predetermined rev-
olutions per minute with an electric control and a plurality
of longitudinally connected pressing pieces 30 which
move up and down with supply of the rotational driving
force.
[0037] The pressing piece 30 sinusoidally moves up
and down by a rotational force of a cam (not shown).
Thus, the pressing piece 30 presses the bottom of a main
tube (not shown) to the sinuous shape, causing the med-
ication in the tube 16 to flow in one direction.
[0038] On the top of the housing 4 to which the door
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22 of the driving room 12 is connected, the housing 4 is
formed with a guiding groove 32 for guiding the tube 16
in the state of mounting the tube 16 in the housing, and
with a check valve receiving groove 34 at the side of the
guiding groove 32.
[0039] If the door 22 is closed after the automatic lock-
ing valve 51 is inserted into the driving room with the
medication pack (not shown) received in the medication
storage chamber 6, the bottom of the door 12 presses
the on/off member 54 of the automatic locking valve 51,
generating a flow passage of the medication with the fluid
gap opened. Meanwhile, if the door 22 is opened, the
on/off member 54 returns back to the upper portion there-
of due to elasticity, closing the flow passage of the med-
ication with the fluid gap closed. Further, if the medication
does not regularly flow, for example, due to the tube
pressed by something in the middle thereof, the mem-
brane 56 swells to expand toward the blocking sensor
44, so that the blocking sensor 44 can sense the blockage
of the tube, whereby the patient can be safely adminis-
tered with medication for himself or herself.
[0040] Fig. 5 is a perspective view of an automatic dose
administrating apparatus according to another embodi-
ment of the present invention, in which similar compo-
nents to those of the automatic dose administrating ap-
paratus of Fig. 3 are indicated by the same reference
numerals as those of Fig. 3.
[0041] Referring to Fig. 5, an automatic dose admin-
istrating apparatus 2 with the automatic locking valve 51
for medication injection of the present invention applied
to it may be provided with a connecting tube 72 directly
connected to a special medication pack 70, instead of
the medication storage chamber 6 as shown in Fig. 3.
[0042] In this case, the housing 4 of the automatic dose
administrating apparatus 2 is preferably provided with a
slot 102 at an outer side thereof in the lengthwise direc-
tion for leading the connecting tube 72. Thus, regardless
of the type of medication pack, the medication pack 70
can be connected to the automatic dose administrating
apparatus 2 using the connecting tube 72, and a prede-
termined dose of medication can be administered to the
patient from the inside of the automatic dose adminis-
trating apparatus 2.
[0043] As is apparent from the description, in accord-
ance with the present invention, the automatic locking
valve for medication injection is provided with an auto-
matic locking valve for sensing a mounting state of a door
and a blocking sensor for sensing blockage of a tube,
such that a dose of medication can be administered under
a condition of completed installation with the door closed
above the tube mounted in the automatic locking valve,
thereby providing safety and accuracy when administer-
ing the dose to a patient.
[0044] It should be understood that the embodiments
and the accompanying drawings as described above
have been described for illustrative purposes and the
present invention is limited by the following claims. Fur-
ther, those skilled in the art will appreciate that various

modifications, additions and substitutions are allowed
without departing from the scope and spirit of the inven-
tion as set forth in the accompanying claims.

Claims

1. An automatic locking valve, being installed in the au-
tomatic dose administrating apparatus comprising:
a housing for supporting outer portions of three com-
partments divided in the housing; a medication con-
tainer for storing a medication pack therein, the med-
ication container defined at the uppermost part of
the housing; a ball-loose switch for generating a
command signal of medication injection via an elec-
tric line, the ball-loose switch being provided at a
predetermined part of an outer side of the housing;
a driving room for controlling the injection state of
the medication, the driving room being provided with
a pressure pump for driving discharge of the medi-
cation by pumping the medication; and a tube for
transferring the medication discharged from the
medication pack to a needle, the tube extending from
an inner part of the driving room to an outer part
thereof and the medication pumped by the pressure
pump being discharged through the tube,
wherein the automatic locking valve is received in
the driving room such that the automatic locking
valve is connected, at one side, to the tube connect-
ed to the medication pack and at the other side, to
the tube connected to the needle, such that the au-
tomatic locking valve controls flow of the medication
therein depending on a closed state of a door of the
driving room.

2. The automatic locking valve as set forth in claim 1,
comprising:

a valve housing for defining a space therein, the
valve housing having input and output ports for
allowing the medication to flow in and out;
an on/off member of a spool-like shape, the
on/off member having a diameter smallest at the
center thereof and being tapered to linearly in-
crease toward upper and lower portions of the
on/off member so that the on/off valve moves
up and down depending on the closed state of
the door; and
a membrane attached to the space of the valve
housing such that the membrane expands to-
ward a lower portion of the space due to elastic
properties of the membrane when the tube is
blocked.

3. The automatic locking valve as set forth in claim 2,
wherein the space of the valve housing has a shape
tapered for a diameter of the space to increase from
the center to an upper portion and to increase from
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the center to a lower portion in order to correspond
to the shape of the on/off member; and
the lower portion of the space has an increased inner
diameter, so that when the on/off member is pressed
down, the on/off member defines a fluid gap along
with an inner circumferential surface of the valve
housing.

4. The automatic locking valve as set forth in claim 2,
wherein the valve housing further comprises a block-
ing sensor for generating a "High" signal with liquid
or metal at a predetermined portion of the membrane
and for sensing a blocked state of the tube when the
membrane swells to expand toward the blocking
sensor.
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