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Description 

The  present  invention  relates  to  a  porous  structure  for  use  in  inter-fluid  contact  equipment  to  achieve 
contact  between  gases,  between  liquids  or  between  gas  and  liquid,  for  various  industrial  purposes,  such  as 

5  packed  towers  for  distillation,  absorption,  cooling  and  stripping.  The  invention  further  relates  to  a  porous 
structure  used  for  contact  between  fluid  and  catalyst. 

In  the  art  of  such  inter-fluid  or  fluid-catalyst  contactors  for  various  industrial  applications,  different 
types  of  packings  have  been  used  to  fill  towers  or  columns  for  intended  chemical  processings.  These 
packings,  which  are  made  of  ceramics,  glass,  synthetic  resin  or  metal,  are  dumped  into  a  tower  at  random 

1°  or  in  an  irregular  fashion  in  the  form  of  beads,  pellets,  rings  (cylinders),  sheets,  and  so  forth.  Alternatively, 
the  packings  are  arranged  in  the  tower  in  a  regular  or  stacked  fashion  in  the  form  of  grids  or  honeycombs. 
Although  the  irregular  dumping  method  permits  easy  filling  of  the  tower  with  the  packings,  it  causes  a  loss 
of  pressure  of  the  fluids  flowing  through  the  irregularly  dumped  packings.  In  view  of  this  inconvenience, 
regularly  stacked  packings  in  the  form  of  grids,  honeycombs,  etc.  have  been  mainly  used  in  recent  years, 

15  for  minimum  pressure  loss  of  the  fluids,  notwithstanding  comparatively  time-consuming  filling  of  the 
tower  with  such  regularly  stacked  packings. 

In  the  case  where  a  tower  is  filled  with  known  regularly  stacked  packings  of  grid  or  honeycomb  type,  it 
is  a  common  practice  that  the  fluid  flow  channels  formed  through  the  packings  are  generally  oriented 
substantially  in  parallel  to  the  line  of  flow  of  the  fluid  through  the  tower.  As  a  result,  the  pressure  loss 

20  encountered  with  this  regular  arrangement  is  less  than  that  experienced  on  pellet-type  packings  or  other 
irregularly  dumped  packings.  However,  the  stacked  packings  suffer  a  relatively  low  frequency  of  collision 
between  liquid  and  gas,  which  results  in  a  local  blow  or  channelling  of  the  gas  without  contacting  the 
liquid,  thus  reducing  the  liquid-gas  contact  efficiency. 

Similar  inconveniences  are  also  experienced  in  the  case  where  such  packings  are  used  to  fill  for  contact 
25  with  a  catalyst  supported  on  the  packings,  in  order  to  catalyze  such  a  fluid  during  its  flow  through  the 

tower. 
It  is  accordingly  an  object  of  the  present  invention  to  provide  an  improved  porous  structure  for  inter- 

fluid  or  fluid-catalyst  contact,  which  permits  reduced  fluid  pressure  loss,  and  improved  efficiency  of  contact 
between  fluids,  or  between  fluid  and  catalyst. 

30  According  to  the  invention,  there  is  provided  a  porous  structure  through  which  at  least  one  fluid  can 
flow,  consisting  of  plural  honeycomb  blocks  each  of  which  has  partition  walls  defining  a  multiplicity  of 
parallel  channels,  wherein  said  plural  honeycomb  blocks  are  superposed  on  each  other  in  a  first  direction 
such  that  the  parallel  channels  formed  in  one  of  said  plural  honeycomb  blocks  communicate  with  the 
corresponding  parallel  channels  formed  in  another  of  said  plural  honeycomb  blocks  which  is  adjacent  to 

35  said  one  honeycomb  block;  said  parallel  channels  in  said  one  honeycomb  block  being  inclined  with  respect 
to  said  corresponding  parallel  channels  in  said  another  honeycomb  block  such  that  the  parallel  channels 
formed  in  said  plural  honeycomb  blocks  cooperate  to  form  a  multiplicity  of  zigzag  fluid  passages  extending 
through  the  porous  structure;  and  said  partition  walls  of  each  of  the  honeycomb  blocks  comprising  plural 
first  partition  walls  which  are  disposed  in  spaced-apart  relation  in  a  second  direction  perpendicular  to  said 

40  first  direction,  and  plural  second  partition  walls  which  are  inclined  with  respect  to-  said  first  direction, 
characterised  in  that  each  second  partition  wall  cooperates  with  and  interconnects  two  adjacent  first 
partition  walls  so  that  said  multiplicity  of  inclined  parallel  channels  is  defined,  and  in  that  said  second 
partition  walls  are  provided  with  perforations  formed  through  the  thickness  thereof,  so  the  flow  through 
adjacent  parallel  channels  is  more  even. 

45  The  porous  structure  constructed  as  described  above,  provides  complicated  fluid  paths  consisting  of 
the  zigzag  fluid  passages  formed  in  the  plural  honeycomb  blocks.  The  zigzag  fluid  passages  cause  zigzag 
upward  and/or  downward  flow(s)  of  a  fluid  or  fluids,  and  permit  increased  chances  of  inter-fluid  or  fluid- 
catalyst  contact  and  collison,  thereby  increasing  the  efficiency  of  gas-liquid  contact,  and  facilitating  uniform 
distribution  of  the  fluid(s). 

so  The  perforations  formed  through  the  second  partition  walls  can  allow  the  adjacent  parallel  channels  in 
each  honeycomb  block  to  communicate  with  each  other  through  these  perforations. 

The  first  partition  walls  may  be  substantially  parallel  to  each  other.  Further,  the  second  partition  walls 
may  be  substantially  perpendicular  to  planes  of  the  first  partition  walls. 

Generally,  the  angle  of  inclination  of  the  second  partition  walls  with  respect  to  the  vertical  direction  is 
55  held  within  a  range  of  45  —  75  degrees. 

According  to  another  form  of  the  invention,  each  honeycomb  block  consists  of  honeycomb  sub-blocks 
of  plural  kinds  disposed  adjacent  each  other  in  said  second  direction.  In  this  instance,  the  second  partition 
walls  of  each  honeycomb  sub-block  of  one  of  the  plural  kinds  are  inclined  in  one  direction  with  respect  to 
said  first  direction,  while  the  corresponding  second  partition  walls  of  each  honeycomb  sub-block  of 

60  another  kind  are  inclined  in  another  direction  which  is  different  from  said  one  direction.  The  partition  walls 
of  the  honeycomb  sub-blocks  of  said  one  and  another  kinds  may  be  formed  such  that  said  one  direction  of 
inclination  intersects  said  another  direction  of  inclination.  In  one  form  of  this  arrangement,  each 
honeycomb  block  consists  of  two  kinds  of  honeycomb  sub-blocks.  In  this  case,  each  of  the  honeycomb  sub- 
blocks  of  one  kind  are  sandwiched  by  the  honeycomb  sub-blocks  of  the  other  kind. 

65  The  above  and  other  features  and  advantages  of  the  present  invention  will  become  more  apparent 

2 
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from  reading  the  following  detailed  description  ot  ine  preierreu  biiiuuumuci.i  »»u...K.wU 
connection  with  the  acompanying  drawing.  „.Q„Qr,t 

Fig.  1  is  a  partly  cut-away  perspective  view  of  one  embodiment  of  a  porous  structure  of  the  present 

invention,  .̂ nadpart|y  cut_away  vjew  in  front  e|eVation  of  the  porous  structure  of  Fig.  2,  illustrating  zigzag 
fluid  passages  and  fluid  flows  through  the  passages  of  the  structure  in  use. 

Referring  to  Figs.  1  and  2,  the  preferred  embodiment  of  the  invention  will  be  described  in  detail. 
In  the  figures,  reference  numeral  1  designates  plural  honeycomb  blocks  which  are  superposed  on  each 

other  in  a  first  or  vertical  direction,  and  thereby  form  a  porous  honeycomb  structure  5  which  will  be 
7  described.  Each  of  the  honeycomb  blocks  1  has  first  or  vertical  parallel  partition  walls  2a,  and  second  or 

slant  parallel  partition  walls  2b.  The  first  or  vertical  partition  walls  2a  (hereinafter  referred  to  as  vertical 

partition  walls")  are  spaced  from  each  other  by  a  suitable  distance  in  a  second  or  horizontal  direction 

perpendicular  to  the  first  or  vertical  direction  in  which  the  honeycomb  blocks  1  are  superposed  on  each 

other.  For  convenience,  these  first  and  second  directions  are  hereinafter  referred  to  as  vertical^  and 
5  "horizontal"  directions,  respectively.  The  second  or  slant  partition  walls  2b  (hereinafter  called  slant 

partition  walls)  are  spaced  from  each  other  by  a  suitable  distance  in  the  first  direction.  The  slant  partition 
walls  2b  connect  the  vertical  partition  walls  2a  so  as  to  define  a  multiplicity  of  parallel  channels  3.  The  slant 

partition  walls  2b  are  inclined  by  a  suitable  angle  with  respect  to  the  first  direction.  Since  the  second 

partition  walls  2b  are  inclined,  the  parallel  channels  3  defined  by  these  walls  2b  are  accordingly  inclined 
o  with  respect  to  the  first  direction.  Each  of  the  slant  partition  walls  2b  has  a  suitable  number  of  perforations  4 

through  which  the  adjacent  parallel  channels  3  are  held  in  communication  with  each  other. 
The  honeycomb  blocks  1  are  made  of  ceramic  materials  such  as  alumina,  mullite,  silica,  and  cordierite. 

Each  honeycomb  block  1  consists  of  two  kinds  of  honeycomb  sub-blocks  1a  and  1b  which  are  disposed  so 
that  each  sub-block  1a  (1b)  is  sandwiched  by  the  sub-blocks  1b  (1a).  In  this  embodiment,  each  sub-block  1a, 

<s  1  b  consists  of  the  three  vertical  partition  walls  2a,  and  the  several  slant  partition  walls  2b  which  connect  the 

three  vertical  partition  walls  2a  to  define  the  parallel  channels  3.  The  slant  partition  walls  2b  of  the 

honeycomb  sub-block  1a  are  inclined  45  degrees  relative  to  the  vertical  direction,  such  that  they  extend 

downwardly  from  one  side  of  the  vertical  partition  walls  2a  to  the  other  side.  On  the  other  hand,  the  slant 

partition  walls  2b  of  the  honeycomb  sub-block  1b  are  inclined  also  45  degrees  with  respect  to  the  vertical 
»  direction  such  that  they  extend  downwardly  from  said  other  side  to  said  one  side  of  the  vertical  partition 

walls  2a  Thus,  the  direction  of  inclination  of  the  slant  partition  walls  2b  of  the  sub-blocks  1a  intersects  the 
direction  of  inclination  of  the  same  of  the  sub-block  1b.  The  honeycomb  sub-blocks  1a  and  1b  are  integrally 
assembled  into  each  honeycomb  block  1. 

The  thus  constructed  plural  honeycomb  blocks  1  are  superposed  on  each  other  in  the  vertical  direction 
«  to  obtain  the  porous  honeycomb  structure  5,  such  that  the  parallel  channels  3  formed  in  one  of  the  plural 

blocks  1  communicate  with  the  corresponding  parallel  channels  3  in  the  adjacent  block  1,  and  such  that  the 

parallel  channels  3  in  the  plural  honeycomb  blocks  1  cooperate  to  form  a  multiplicity  of  zigzag  fluid 

passages  (3)  extending  through  the  porous  honeycomb  structure  5,  as  shown  in.  Fig.  2. 
The  porous  structure  5  to  be  obtained  in  the  above-indicated  manner  may  be  circular  or  polygonal  in 

»  cross  section.  In  this  illustrated  embodiment,  the  vertical  partition  walls  2a  are  parallel  to  each  other,  as 
previously  indicated,  and  the  slant  partition  walls  2b  are  perpendicular  to  the  planes  of  the  vertical  partition 
walls  2a.  Consequently,  the  parallel  channels  3  have  a  square  cross  sectional  shape.  However,  the  cross 
sectional  shape  of  the  parallel  channels  3  may  be  triangular,  hexagonal  or  other  polygonal  shapes. 
Although  the  parallel  channels  3  (slant  partition  walls  2b)  are  inclined  45  degrees  with  respect  to  the  vertical 

*s  direction,  they  may  take  other  suitable  angles,  preferably  within  a  range  of  45—75  degrees. 
The  porous  honeycomb  structure  5  which  is  constructed  as  described  hitherto,  is  installed  in  a  fluid- 

contact  column  10  of  a  packed  tower,  as  shown  in  Fig.  2.  Stated  more  specifically,  a  plurality  of  the 

honeycomb  blocks  1  each  having  a  multiplicity  of  the  parallel  channels  3  defined  by  the  vertical  and  slant 

partition  walls  2a,  2b,  are  superposed  on  each  other  such  that  the  parallel  channels  3  of  one  block  1  are 
w  connected  at  right  angles  to  the  corresponding  parallel  channels  3  of  the  adjacent  block(s)  1  so  as  to  define 

multiple  continuous  zigzag  fluid  passages  (3)  which  extend  through  the  honeycomb  structure  5,  i.e. 
through  the  column  10.  In  other  words,  the  complicated  zigzag  fluid  passages  are  formed  in  the  column  10 

by  simply  inserting  the  honeycomb  structure  5  into  the  column  10.  The  zigzag  arrangement  of  the  fluid 

passages  (3)  cause  changes  in  the  direction  of  upward  and  downward  flows  of  the  fluids,  thereby 
55  increasing  the  efficiency  of  contact  between  the  fluids  during  their  upward  and  downward  flows,  and 

permitting  uniform  distribution  of  the  fluids.  Further,  the  instant  honeycomb  structure  5  does  not  suffer  a 
problem  of  local  blow  or  channelling  of  a  gas  without  contacting  a  liquid,  which  is  experienced  on  a 
conventional  arrangement  of  known  honeycomb  packings  in  a  tower  wherein  the  packings  are  regularly 
stacked  with  gaps  or  clearances  left  therebetween.  Furthermore,  the  instant  honeycomb  structure  5  suffers 

so  a  reduced  pressure  loss  of  the  fluids,  as  compared  to  conventional  irregularly  dumped  packings  m  the  form 
of  beads,  pellets,  or  the  like.  That  is,  the  honeycomb  structure  5  permits  uniform  velocity  of  flow  of  the 
fluids  throughout  the  column  1 0 . . .   •  ■  „  „* 

A  still  further  advantage  of  the  instant  porous  honeycomb  structure  5  is  derived  from  the  provision  ot 
the  perforations  4  which  are  formed  through  the  thickness  of  the  slant  partition  wails  2b  in  order  to  allow 

65  fluid  communication  between  the  adjacent  parallel  channels  3.  These  perforations  4  cooperate  with  the 
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zigzag  fluid  passages  (3)  to  provide  a  considerably  complicated  network  of  fluid  paths,  and  consequently 
contribute  to  an  additional  increase  in  the  contact  efficiency  of  the  fluids. 

Even  if  a  fluid  is  not  evenly  distributed  into  the  parallel  channels  (zigzag  passages)  3  upon  entry  of  the 
fluid  at  one  end  of  the  column  10,  the  fluid  is  evenly  distributed  into  the  individual  channels  3  through  the 

5  perforations  4  while  the  fluid  is  caused  to  flow  through  the  honeycomb  structure  5  toward  the  other  end. 
The  efficiency  of  contact  between  this  fluid  and  the  other  fluid  is  further  increased  by  the  flows  of  the  fluids 
through  the  perforations  between  the  adjacent  parallel  channels  or  fluid  passages  3.  In  addition,  the 
provision  of  the  perforations  4  eliminates  the  need  of  providing  the  packed  tower  with  a  device  for  uniform 
or  even  dispersion  or  distribution  of  the  fluids.  In  this  embodiment,  each  of  the  honeycomb  blocks  1  is 

10  prepared  by  assembling  the  sub-blocks  1a,  1b  into  an  integrally  bonded  unit.  This  preassembling  of  the 
sub-blocks  1a,  1b  into  each  honeycomb  block  1  facilitates  the  procedure  to  fill  the  column  10  with  the 
individual  blocks  1  that  eventually  form  the  porous  honeycomb  structure  5. 

Two  examples  of  the  above-disclosed  embodiment  will  be  described,  in  comparison  with  known 
packings. 

15 
Example  1 

A  starting  honeycomb  structure  was  formed  so  that  the  vertical  and  slant  partition  walls  2a,  2b  define 
parallel  channels  3  of  a  square  cross  sectional  shape  having  a  cross  sectional  area  which  corresponds  to 
that  of  a  9mm-diameter  circle,  and  with  the  following  dimensions:  30  mm  in  depth  between  the  outermost 

20  two  vertical  partition  walls  2a;  150  mm  in  width  of  the  vertical  partition  walls  2a;  and  500  mm  in  height  of 
the  walls  2a,  which  is  the  length  of  the  parallel  channels  3.  The  vertical  and  slant  partition  walls  2a,  2b  have 
a  thickness  of  0,8  mm,  and  each  of  the  slant  partition  walls  2b  is  formed  with  6mm-diameter  perforations 
which  are  spaced  from  each  other  by  a  distance  of  18  mm.  The  starting  honeycomb  structure  was  then  cut 
at  an  angle  of  45  degrees  with  respect  to  the  direction  of  length  of  the  parallel  channels  3,  at  intervals  of  50 

25  mm,  to  obtain  honeycomb  sub-blocks  1a,  1  b  having  the  parallel  channels  3  which  are  inclined  at  an  angle  of 
45  degrees  to  their  top  and  bottom.  Each  of  the  sub-blocks  has  a  depth  of  30  mm,  a  width  of  212  mm,  and  a 
height  of  50  mm.  A  plurality  of  these  sub-blocks  were  bonded  together  at  their  vertical  partition  walls  2a,  so 
that  the  directions  of  inclination  of  the  adjacent  sub-blocks  1a  and  1b  cross  each  other,  as  shown  in  Fig.  1. 
The  bonded  assembly  of  the  sub-blocks  1a,  1b  was  then  cut  so  as  to  prepare  a  cylindrical  honeycomb  block 

30  1  which  has  a  diameter  of  100  mm  and  a  height  of  50  mm.  In  the  same  manner,  a  number  of  cylindrical 
honeycomb  blocks  1  were  produced.  Twelve  honeycomb  blocks  1  were  superposed  on  each  otherto  obtain 
a  porous  honeycomb  structure  5  which  has  zigzag  fluid  passages  consisting  of  the  parallel  channels  3 
formed  in  the  individual  cylindrical  honeycomb  blocks  1,  as  indicated  in  Fig.  2. 

The  honeycomb  structure  5  was  inserted  into  a  fluid-contact  columm  of  a  packed  tower,  and  a  stream 
3S  of  air  containing  about  1000  ppm  of  ammonia  (NH3)  was  introduced  into  the  packed  columm  through  the 

inlet  at  the  bottom  of  the  column.  Water  was  introduced  at  the  top  of  the  column  at  a  rate  of  6000  kg/cm2/hr. 
so  that  the  water  flowing  down  the  column  contacts  the  up-flowing  air  in  a  countercurrent  manner. 
Measurements  were  made  of  pressure  loss  and  absorption  efficiency  of  ammonia,  and  the  obtained 
measurements  were  compared  with  the  corresponding  data  obtained  on  known  Raschig  rings  which  were 

40  placed  in  a  similar  fluid-contact  column.  Each  of  the  Raschig  rings  used  had  an  outside  diameter  of  38.1 
mm  (1.5  inch),  an  inside  diameter  of  25.4  mm  (1  inch),  a  wall  thickness  of  6.35  mm  (1/4  inch),  and  a  height  of 
38.1  mm  (1.5  inch).  The  results  of  measurements  are  listed  in  Table  1  below. 

TABLE  1 
45 

Air  Flow  Absorption 
Rate  Pressure  Loss  Efficiency  of 
(m/s)  (mmAq/m)  (kPa/m)  Ammonia  (%) 

Instant  Porous  1  (15)  0.15  97 

Structure  2  (65)  0.64  92 

Comparative  1  (55)  0.54  88 

Raschig  Rings  2  (250)  2.45  84 

60 

The  analysis  of  the  above  table  reveals  that  the  pressure  loss  of  the  instant  porous  honeycomb 
sructure  is  less  than  about  one  fourth  of  that  of  the  known  Raschig  rings,  and  shows  8—9  percent  increase 

6S  in  efficiency  of  ammonia  absorption  of  the  instant  honeycomb  structure  over  the  Raschig  rings. 

4 
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Example  2 

Honeycomb  blocks  1  having  parallel  channels  3  inclined  at  an  angle  of  65  degrees  with  respect  to  the 
vertical  direction  were  prepared  by  cutting  a  starting  honeycomb  structure  similar  to  that  used  in  Example 
1.  Twenty  honeycomb  blocks  1  were  stacked  on  each  other,  to  form  a  honeycomb  structure  5  of  a  total 
height  of  1000  mm,  in  a  100  mm-diameter  column  of  a  distillation  tower.  The  bottom  portion  of  the  packed 
column  was  charged  with  a  mixture  of  benzene  and  toluene  in  a  molar  ratio  of  1  to  3.  The  mixture  liquid 
was  vaporized  by  heating  with  a  steam,  so  that  the  gaseous  mixture  was  caused  to  flow  upward  through 
the  honeycomb  structure  5.  The  gas  emitting  from  the  top  portion  of  the  column  was  liquefied  by  a 
condenser,  and  the  liquid  was  distributed  over  the  top  of  the  honeycomb  structure  5.  Thus,  the  distilling 

,  operation  was  effected.  The  distillation  column  was  heated  to  maintain  the  mixture  liquid  in  the  bottom 
portion  of  the  column  at  about  99°C.  Measurements  were  made  of  pressure  loss,  molar  fraction  of  liquid 
benzene  in  the  bottom  portion  of  the  column,  and  molar  fraction  of  gaseous  benzene  in  the  upper  portion 
of  the  column.  The  obtained  measurements  were  compared  with  the  corresponding  data  obtained  on  the 
known  Raschig  rings  of  the  dimensions  specified  previously  in  relation  to  Example  1.  The  results  of 

r  measurements  are  listed  in  Table,  2  below. 

ABLE  i. 

0  Air  Flow  Pressure  Molar  Fraction 
Ratfi  Loss  of  Benzene 
(m/s)  (mmAq/m)  kPa/m  Liquid  Gaseous 

s  Instant  Porous  1  (16)  0.16  0.26  0.95 

Structure  2  (64)  0.63  0.25  0.89 

Comparative  1  (57)  0.56  0.24  0.84 

°  Raschig  Rings  2  (260)  2.55  0.26  0.77 

I5  The  analysis  of  the  above  table  reveals  that  tne  pressure  loss  onne  m&idiu  jjuiuuo  ^ ^ , =   1, 
about  one  fourth  of  that  of  the  known  Raschig  rings,  and  shows  about  0.11  to  0.12  increase  in  molar 
fractions  of  gaseous  benzene  in  the  upper  portion  of  the  packed  column. 

As  is  apparent  from  the  foregoing  description,,  the  porous  honeycomb  structure  according  to  the 

present  invention  permits  an  extreme  reduction  in  loss  of  fluid  pressure,  considerable  improvement  in 

»  efficiency  of  inter-fluid  or  fluid-catalyst  contact,  and  uniform  velocity  of  fluid  flow  through  the  fluid-contact 
column  The  instant  porous  structure  which  demonstrates  these  excellent  characteristics  sweeps  away  the 
drawbacks  of  the  conventional  packings  for  inter-fluid  or  fluid-catalyst  contact,  and  makes  a  significant 
contribution  to  developments  of  the  industry  concerned. 

ts  Claims 

1  A  porous  structure  through  which  at  least  one  fluid  can  flow,  consisting  of  plural  honeycomb  blocks 

(1)  each  of  which  has  partition  walls  (2a,  2b)  defining  a  multiplicity  of  parallel  channels  (3),  wherein  said 

plural  honeycomb  blocks  (1)  are  superposed  on  each  other  in  a  first  direction  such  that  the  parallel 

so  channels  (3)  formed  in  one  of  said  plural  honeycomb  blocks  (1)  communicate  with  the  corresponding 
parallel  channels  (3)  formed  in  another  of  said  plural  honeycomb  blocks  (1)  which  is  adjacent  to  said  one 
honeycomb  block  (1  );  said  parallel  channels  (3)  in  said  one  honeycomb  block  (1  )  being  inclined  with  respect 
to  said  corresponding  parallel  channels  (3)  in  said  another  honeycomb  block  (1)  such  that  the  parallel 
channels  (3)  formed  in  said  plural  honeycomb  blocks  (1)  cooperate  to  form  a  multiplicity  of  zigzag  fluid 

55  passages  extending  through  the  porous  structure  (5);  and  said  partition  walls  of  each  of  the  honeycomb 
blocks  (1  )  comprising  plural  first  partition  walls  (2a)  which  are  disposed  in  spaced-apart  relation  in  a  second 
direction  perpendicular  to  said  first  direction,  and  plural  second  partition  walls  (2b)  which  are  inclined  with 

respect  to  said  first  direction,  characterised  in  that  each  second  partition  wall  (2b)  cooperates  with  and 
interconnects  two  adjacent  first  partition  walls  (2a)  so  that  said  multiplicity  of  inclined  parallel  channels  (3) 

60  is  defined,  and  in  that  said  second  partition  wails  (2b)  are  provided  with  perforations  (4)  formed  through  the 
thickness  thereof,  so  the  flow  through  adjacent  parallel  channels  is  more  even. 

2.  The  porous  structure  of  claim  1,  wherein  said  first  partition  walls  (2a)  are  substantially  parallel  to 
each  o t h e r . . . . .  

3.  The  porous  structure  of  any  one  of  claims  1  or  2,  wherein  said  second  partition  walls  (2b)  are 

65  substantially  perpendicular  to  planes  of  said  first  partition  walls  (2a). 

o 
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4.  The  porous  structure  of  any  one  of  claims  1  to  3,  wherein  each  said  honeycomb  block  (1  )  consists  ot 
loneycomb  sub-blocks  of  plural  kinds  (1a,  1b)  disposed  adjacent  each  other  in  said  second  direction,  said 
second  partition  walls  (2b)  of  each  honeycomb  sub-block  of  one  of  said  plural  kinds  (1a,  1b)  being  inclined 
n  one  direction  with  respect  to  said  first  direction,  while  the  corresponding  second  partition  walls  (2b)  of 
?ach  honeycomb  sub-block  of  another  kind  (1b,  1a)  are  inclined  in  another  direction  which  is  different  to 
said  one  direction. 

5.  The  porous  structure  of  claim  4,  wherein  said  one  direction  intersects  said  other  direction. 
6.  The  porous  structure  of  claim  4,  wherein  said  plural  kinds  of  honeycomb  sub-blocks  consists  of  two 

cinds  (1a,  1b),  each  of  the  honeycomb  sub-blocks  of  one  of  said  two  kinds  (1a,  1b)  being  sandwiched 
jetween  honeycomb  sub-blocks  of  the  other  kind  (1b,  1a). 

7.  The  porous  structure  of  any  preceding  claim,  wherein  said  second  partition  walls  (2b)  are  inclined  at 
in  angle  of  45—75  degrees  with  respect  to  said  first  direction. 

Patentanspriiche 

1.  Porose  Struktur,  durch  die  wenigstens  eine  Flussigkeit  flieSen  kann  und  die  aus  mehreren 
Wabenblocken  (1)  besteht,  von  denen  jeder  Trennwande  (2a,  2b)  aufweist,  die  eine  Vielzahl  von  parallelen 
Kanalen  (3)  definieren,  worin  die  mehreren  Wabenblocke  (1)  einander  in  einer  ersten  Richtung  so 
uberlagert  sind,  dax  die  in  einem  dieser  mehreren  Wabenblocke  (1)  gebildeten  parallelen  Kanale  (3)  mit 
den  in  einem  anderen  dieser  mehreren  Wabenblocke  (1),  der  diesem  einen  Wabenblock  (1)  benachbart  ist, 
gebildeten  entsprechenden  parallelen  Kanalen  (3)  kommunizieren;  wobei  die  parallelen  Kanale  (3)  in  dem 
einen  Wabenblock  (1)  im  Bezug  auf  die  entsprechenden  parallelen  Kanale  (3)  in  dem  anderen  Wabenblock 
(1)  geneigt  sind,  so  daB  die  in  den  mehreren  Wabenblocken  (1)  gebildeten  parallelen  Kanale  (3)  unter 
Ausbildung  einer  Vielzahl  von  Zick-Zack-Fliissigkeitsdurchgangen,  die  sich  durch  die  porose  Struktur  (5) 
erstrecken,  zusammenwirken;  und  die  Trennwande  jedes  Wabenblocks  (1  )  mehrere  erste  Trennwande  (2a) 
umfassen,  die  mit  Abstand  in  einer  zweiten  Richtung  senkrecht  zur  ersten  Richtung  angeordnet  sind,  und 
mehrere  Trennwande  (2b),  die  in  Bezug  auf  die  erste  Richtung  geneigt  sind,  dadurch  gekennzeichnet,  da(5 
jede  zweite  Trennwand  (2b)  mit  zwei  angrenzenden  ersten  Trennwanden  (2a)  zusammenwirkt  und  diese 
verbindet,  so  daS  die  Vielzahl  von  geneigten  parallelen  Kanalen  (3)  definiert  wird,  und  dalS  die  zweiten 
Trennwande  (2b)  mit  durch  ihre  Dicke  hindurch  ausgebiideten  Perforationen  (4)  ausgestattet  sind,  so  da(5 
der  DurchfluS  durch  aneinandergrenzende  parallele  Kanale  gleichmaSiger  ist. 

2.  Porose  Struktur  nach  Anspruch  1,  worin  die  ersten  Trennwande  (2a)  im  wesentlichen  parallel 
zueinander  sind. 

3.  Porose  Struktur  nach  einem  der  Anspruche  1  oder  2,  worin  die  zweiten  Trennwande  (2b)  im 
wesentlichen  senkrecht  zu  den  Ebenen  der  ersten  Trennwande  (2a)  sind. 

4.  Porose  Struktur  nach  einem  der  Anspruche  1  bis  3,  worin  jeder  Wabenblock  (1)  aus  Waben- 
Unterblocken  mehrerer  Allen  (1a,  1b)  besteht,  die  in  der  zweiten  Richtung  aneinander  angrenzend 
angeordnet  sind,  wobei  die  zweiten  Trennwande  (2b)  eines  jeden  Waben-Unterblocks  einer  der  mehreren 
Arten  (1a,  1b)  in  Bezug  auf  die  erste  Richtung  in  einer  Richtung  geneigt  ist,  wahrend  die  entsprechenden 
zweiten  Trennwande  (2b)  eines  jeden  Waben-Unterblocks  einer  anderen  Art  (1b,  1a)  in  einer  anderen 
Richtung  geneigt  sind,  die  von  der  einen  Richtung;  verschieden  ist. 

5.  Porose  Struktur  nach  Anspruch  4,  worin  die  eine  Richtung  die  andere  Richtung  kreuzt. 
6.  Porose  Struktur  nach  Anspruch  4,  worin  die  mehreren  Arten  der  Waben-Unterblocke  aus  zwei  Arten 

(1a,  1b)  bestehen,  wobei  jeder  der  Waben-Unterblocke  von  einer  dieser  zwei  Arten  (1a,  1b)  zwischen 
Waben-Unterblocken  der  anderen  Art  (1b,  1a)  sandwichartig  eingeschlossen  ist. 

7.  Porose  Struktur  nach  einem  der  vorstehenden  Anspruche,  worin  die  zweiten  Trennwande  (2b)  in 
einem  Winkel  von  45  bis  75°  hinsichtlich  der  ersten  Richtung  geneigt  sind. 

Revendications 

1.  Structure  poreuse  a  travers  laquelle  peut  circuler  au  moins  un  fluide,  constitue  par  une  multiplicity 
de  blocs  de  nid  d'abeilles  (1)  dont  chacun  a  des  parois  de  separation  (2a,  2b)  definissant  une  multiplicity  de 
conduits  paralleles  (3),  dans  laquelle  les  blocs  de  cette  multiplicity  de  blocs  de  nid  d'abeilles  (1)  sont 
superposes  I'un  sur  l'autre  dans  une  premiere  direction  de  telle  sorte  que  les  conduits  paralleles  (3)  formes 
dans  I'un  de  ces  blocs  (1)  communique  avec  les  conduits  paralleles  correspondants  (3)  formes  dans  un 
autre  de  ces  blocs  (1)  adjacent  au  premier  bloc  (1),  ces  conduits  paralleles  (3)  dans  le  premier  de  ces  blocs 
de  nid  d'abeilles  etant  inclines  par  rapport  aux  conduits  paralleles  correspondants  (3)  dans  l'autre  bloc  de 
nid  d'abeilles  (1)  de  sorte  que  les  conduits  paralleles  (3)  formes  dans  cette  multiplicity  de  blocs  de  nid 
d'abeilles  (1  )  cooperent  pour  former  une  multiplicity  de  passages  de  fluide  en  zig-zag  s'etendant  a  travers  la 
structure  poreuse  (5),  les  parois  de  separation  de  chacun  de  ces  blocs  de  nid  d'abeilles  (1  )  comprenant  une 
multiplicity  de  premieres  parois  de  separation  (2a)  disposees  en  etant  espacees  les  unes  des  autres  dans 
une  deuxieme  direction  perpendiculaire  a  la  premiere  direction,  la  multiplicity  de  deuxiemes  parois  de 
separation  (2b)  etant  inclinee  par  rapport  a  la  premiere  direction,  caracterisee  en  ce  que  chaque  deuxieme 
paroi  de  separation  (2b)  coopere  avec  deux  premieres  parois  de  separation  adjacentes  (2a)  et  les  relie  entre 
elles  de  facon  a  definir  cette  multiplicity  de  conduits  paralleles  inclines  (3)  et  en  ce  que  ces  deuxiemes 
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arois  de  separation  (2b)  presentent  des  perforations  (4)  formees  a  travers  leur  epaisseur  de  fagon  a 
sgulariser  le  courant  a  travers  des  conduits  paralleles  adjacents. 

2.  Structure  poreuse  selon  la  revendication  1,  dans  laquelle  les  premieres  parois  de  separation  (2a) 
ant  pratiquement  paralleles  les  unes  aux  autres. 

3.  Structure  poreuse  selon  I'une  des  revendications  1  ou  2,  dans  laquelle  les  deuxiemes  parois  de 
§paration  (2b)  sont  pratiquement  perpendiculaires  aux  plans  des  premieres  parois  de  separation  (2a). 

4.  Structure  poreuse  selon  I'une  des  revendications  1  a  3,  dans  laquelle  chaque  bloc  de  nid  d'abeilles 
I)  est  constitue  par  des  blocs  elementaires  de  nid  d'abeillesde  plusieurs  types  (1a,lb)  disposes  adjacents 
un  a  l'autre  dans  la  deuxieme  direction,  les  deuxiemes  parois  de  separation  (2b)  de  chaque  bloc 
lementaire  de  nid  d'abeilles  de  I'un  des  types  (1a,  1b)  etant  inclinees  dans  une  direction  par  rapport  a  la 
remiere  direction,  tandis  que  les  deuxiemes  parois  de  separation  correspondantes  (2b)  de  chaque  bloc 
lementaire  de  nid  d'abeilles  de  l'autre  type  (1b,la)  sont  inclinees  dans  une  autre  direction  differente  de 
idite  direction. 

5.  Structure  poreuse  selon  la  revendication  4,  dans  laquelle  I'une  des  directions  coupe  I  autre  direction. 
6.  Structure  poreuse  selon  la  revendication  4,  dans  laquelle  la  multiplicity  de  blocs  elementaires  de  nid 

'abeilles  est  constitute  par  deux  types  (1a,  1b),  chaque  bloc  elementaire  de  nid  d'abeilles  de  I'un  des  deux 

/pes  (fa,  1b)  etant  pris  en  sandwich  entre  des  blocs  elementaires  de  nid  d'abeille  de  l'autre  type  (1b,  1a). 
7.  Structure  poreuse  selon  I'une  des  revendications  precedentes,  dans  laquelle  les  deuxiemes  parois 

e  separation  (2b)  sont  inclinees  sous  un  angle  de  45  a  75°  par  rapport  a  la  premiere  direction. 
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