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Description 

The  present  invention  relates  to  an  apparatus 
for  producing  a  tube  according  to  the  preamble  of 
claim  1  (DE-A-22  05  604). 

Cores  or  paper  tubes  are  produced  generally 
by  helically  winding  paper  tape  in  layers  around  a 
mandrel  in  the  form  of  a  round  rod  to  form  a 
tubular  body  and  continuously  delivering  the  tubu- 
lar  body  from  the  forward  end  of  the  mandrel.  Two- 
pulley  and  three-pulley  devices  shown  in  Figs.  12 
and  13,  respectively,  are  conventionally  used  for 
winding  paper  tape  around  the  mandrel. 

The  tape  winding  device  2  shown  in  Fig.  12 
has  two  rotatable  pulleys  13,  13  arranged  on  op- 
posite  sides  of  a  mandrel  12.  A  belt  29  obliquely 
wound  on  the  mandrel  12  by  one  turn  is  endlessly 
reeved  around  the  two  pulleys  13,  13. 

The  tape  winding  three-pulley  device  2  shown 
in  Fig.  13  comprises  one  main  rotatable  pulley  13 
disposed  on  one  side  of  a  mandrel  12,  and  first 
and  second  two  auxiliary  rotatable  pulleys  13a,  13b 
arranged  on  the  other  side  of  the  mandrel.  A  first 
belt  29  is  endlessly  reeved  around  the  upper  por- 
tion  of  the  main  pulley  13  and  the  first  auxiliary 
pulley  13a,  and  a  second  belt  29a  is  endlessly 
wound  around  the  lower  portion  of  the  main  pulley 
13  and  the  second  auxiliary  pulley  13b.  The  first 
and  second  belts  29,  29a  are  wound  on  the  man- 
drel  12  by  one  turn  symmetrically. 

With  these  two-pulley  and  three-pulley  devices, 
paper  tapes  91a,  91b  paid  off  from  two  tape  feed- 
ers  90,  90,  respectively,  are  engaged  between  the 
mandrel  12  and  the  belt  29  or  belts  29,  29a  driven 
by  the  pulleys  and  helically  wound  on  the  mandrel 
12  into  a  paper  tube  92  while  being  slipped  on  the 
mandrel  by  the  friction  between  the  tape  and  the 
belt.  Thus,  the  belt  or  belts  function  to  wind  the 
paper  tapes  around  the  mandrel  and  also  to  for- 
ward  the  paper  tube  axially  thereof. 

However,  when  the  belt  is  tensioned  as  wound 
around  a  mandrel  of  small  diameter  as  stated 
above  and  is  driven  in  this  state  at  a  high  speed  for 
producing  a  paper  tube  of  small  diameter,  the 
mandrel  of  small  diameter  warps  in  an  undulating 
fashion,  rendering  the  paper  tube  no  longer 
smoothly  rotatable  and  movable  axially  thereof  and 
making  it  impossible  to  obtain  a  paper  tube  of 
commercial  value.  With  the  conventional  paper 
tape  winding  device,  therefore,  there  arises  a  need 
to  lower  the  tension  on  the  belt  and  to  drive  the 
belt  at  a  reduced  speed.  Consequently,  when  pro- 
ducing  a  paper  tube,  for  example,  having  a  small 
inside  diameter  of  6  mm  and  a  wall  thickness  of  2 
mm,  the  device  is  as  low  as  about  2  m/min  in 
production  speed  and  is  very  low  in  production 
efficiency. 

Further  regardless  of  whether  paper  tubes  have 
a  small  diameter,  medium  wall  thickness  or  large 
wall  thickness,  those  for  a  particular  use  are  re- 
quired  of  very  high  pressure  resistance.  To  impart 

5  improved  pressure  resistance  to  the  paper  tube, 
the  paper  tape  must  be  subjected  to  great  back 
tension  and  tightly  wound  on  the  mandrel.  Never- 
theless,  if  the  belt  wound  on  the  mandrel  by  one 
turn  is  driven  to  wind  the  paper  tape  around  the 

io  mandrel  and  also  to  forward  the  resulting  paper 
tube  as  in  the  conventional  practice,  slippage  is 
likely  to  occur  between  the  paper  tube  and  the 
tape,  whereas  increased  back  tension  on  the  paper 
tape  permits  slippage  of  the  belt.  Since  the  torque 

75  of  the  pulley  is  transmitted  to  the  tape  by  virtue  of 
the  friction  between  the  pulley  and  the  belt  and 
also  the  friction  between  the  belt  and  the  tape,  the 
power  transmission  efficiency  is  low.  Consequently, 
even  if  an  increased  torque  is  given  to  the  pulley, 

20  difficulty  is  encountered  in  winding  the  highly  ten- 
sioned  tape  around  the  mandrel  helically  continu- 
ously.  Thus,  it  is  difficult  to  produce  paper  tubes 
having  the  desired  pressure  resistance. 

Further  when  the  belt  is  driven  as  wound  on 
25  the  mandrel  obliquely,  the  belt  acts  to  advance 

axially  of  the  mandrel  at  the  portion  thereof  around 
the  mandrel,  while  the  tension  on  the  belt  retracts 
the  belt  axially  of  the  mandrel.  Since  this  motion  is 
repeated,  the  belt  is  always  reciprocatingly  moved 

30  over  a  small  distance  axially  of  the  mandrel.  Be- 
cause  the  paper  tape  is  wound  on  the  mandrel  by 
the  belt  reciprocatingly  moving  in  this  fashion,  a 
clearance  is  liable  to  occur  between  the  adjacent 
two  portions  of  the  tape  wound  on  the  mandrel. 

35  Such  a  clearance  not  only  impairs  the  strength  of 
the  paper  tube  but  also  varies  the  speed  of  axial 
transport  of  the  tube. 

Before  the  paper  tube  is  made  into  a  finished 
product,  the  tube  is  not  infrequently  subjected  to 

40  aftertreatments  such  as  coating  of  the  tube  surface 
with  resin  and  grinding  of  the  resulting  surface. 
However,  the  conventional  machine  for  producing 
paper  tubes  is  low  in  its  force  to  deliver  the  paper 
tube  axially  thereof,  so  that  such  aftertreatments 

45  offer  increased  resistance  to  the  axial  movement  of 
the  tube  to  result  in  variations  in  the  speed  of  axial 
movement  of  the  tube  and  make  the  tube  produc- 
tion  speed  unstable,  if  the  treatments  are  con- 
ducted  in  sequence  by  devices  connected  to  the 

50  production  line  downstream  from  the  machine. 
Consequently,  the  aftertreatment  devices  are  not  in 
smooth  operative  relation  with  the  machine,  failing 
to  produce  products  of  good  quality.  With  the  con- 
ventional  device,  therefore,  the  paper  tube  is  cut  to 

55  a  specified  length,  and  the  cut  tube  is  then  treated 
as  required  by  another  processing  line,  hence  a 
poor  production  efficiency. 
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An  apparatus  of  the  type  mentioned  at  the 
beginning  is  disclosed  by  DE-A-22  05  604.  In  this 
known  apparatus  for  producing  a  tube,  fibres  are 
helically  wound  on  a  rotating  straight  mandrel 
which  passes  with  a  predetermined  feeding  speed 
stationary  fibre  feed  means.  Other  fibres  are  fed  to 
the  mandrel  in  its  longitudinal  direction  by  fibre 
feed  means  rotating  synchronously  with  the  man- 
drel.  Resin  applicator  stands  apply  resin  solutions 
onto  the  fibres.  The  tube  passes  through  a  drying 
oven  for  solidifying  the  applied  resin. 

Then,  the  tube  is  cut  by  a  cutter  to  a  specified 
length.  Two  delivery  assemblies  for  delivering  the 
cut  tube  axially  from  the  mandrel  are  arranged  on 
opposite  sides  of  the  mandrel.  Each  delivery  as- 
sembly  comprises  an  endless  belt  coupled  to  a 
drive  means  and  movable  along  and  in  direct  con- 
tact  with  the  cut  tube.  The  delivery  assemblies  are 
commonly  rotated  in  a  fixed  position  synchronously 
with  the  mandrel  by  rotary  drive  means,  and  the 
moving  speed  of  the  endless  belt  is  greater  than 
the  feeding  speed  of  the  mandrel  so  that  the  cut 
tube  is  drawn  from  the  mandrel. 

Since  the  mandrel  is  rotationally  and  axially 
driven,  the  known  apparatus  has  a  rather  complex 
structure. 

It  is  therefore  an  object  of  the  present  invention 
to  provide  an  apparatus  of  the  above  type  which  is 
adapted  to  deliver  the  tube  axially  from  the  man- 
drel  with  a  great  force  and  at  a  constant  speed 
while  rotating  the  tube  without  warping  the  mandrel, 
and  which  has  a  simpler  structure. 

This  object  is  achieved  by  an  apparatus  for 
producing  a  tube  according  to  claim  1  . 

Since  the  mandrel  is  fixed  to  the  base,  the 
structure  of  the  apparatus  according  to  the  inven- 
tion  is  simpler  than  in  the  case  of  a  rotationally  and 
axially  driven  mandrel.  The  tube  is  rotated  and 
drawn  from  the  mandrel  by  means  of  the  tube 
rotating-drawing  device.  The  delivery  members  are 
pressed  against  the  tube  and  the  mandrel  by  the 
pressing  means  so  that  a  great  drawing  and  tor- 
sional  force  is  exerted  on  the  tube  resulting  in  a 
constant  delivering  speed.  Since  the  mandrel  is 
positioned  between  the  support  members,  the 
mandrel  is  held  straight  without  warping  even  if  it 
has  a  small  diameter. 

Further  advantageous  features  of  the  invention 
are  described  in  the  sub-claims. 

Preferred  embodiments  of  the  invention  will  be 
described  in  the  following  with  reference  to  the 
accompanying  drawings. 

Fig.  1  is  a  plan  view  of  an  apparatus  of  the 
invention  for  producing  a  paper  tube; 
Fig.  1A  is  a  plan  view  showing  a  paper  tube 
production  line  embodying  the  invention; 
Fig.  2  is  a  sectional  view  of  a  tube  rotating- 
drawing  device; 

Fig.  3  is  a  perspective  view  of  a  delivery  assem- 
bly; 
Fig.  4  is  a  perspective  view  of  the  delivery 
assembly  as  it  is  seen  from  the  opposite  side  of 

5  Fig.  3; 
Fig.  5  is  a  view  in  section  taken  along  the  line  V- 
V  in  Fig.  2; 
Fig.  6  is  a  perspective  view  of  a  tape  winding 
device  and  a  tube  press; 

io  Fig.  7  is  a  perspective  view  showing  a  drive 
system  for  the  tape  winding  device; 
Fig.  8  is  a  view  in  section  taken  along  the  line 
VIII-VIII  in  Fig.  6; 
Fig.  9  is  a  fragmentary  perspective  view  of  a  flat 

is  belt  as  another  example  of  delivery  member; 
Fig.  10  is  a  fragmentary  front  view  showing  a 
chain  serving  as  a  delivery  member; 
Fig.  11  is  a  view  in  section  taken  along  the  line 
XI-XI  in  Fig.  10; 

20  Fig.  12  is  a  plan  view  of  a  conventional  tube 
production  apparatus  comprising  a  two-pulley 
tape  winding  device;  and 
Fig.  13  is  a  plan  view  of  another  conventional 
tube  production  apparatus  comprising  a  three- 

25  pulley  tape  winding  device. 
Although  the  invention  will  be  described  below 

with  reference  to  the  case  wherein  paper  tape  is 
used  for  making  a  paper  tube,  the  invention  is  not 
limited  to  the  use  of  paper  but  is  of  course  useful 

30  for  forming  tape  of  nonwoven  fabric,  synthetic  resin 
or  the  like  for  forming  tubes. 

With  reference  to  Fig.  1,  the  paper  tube  pro- 
duction  apparatus  of  the  invention  comprises  a 
mandrel  12  horizontally  disposed  on  a  base  1  and 

35  fixed  at  its  one  end  to  the  base,  a  pair  of  paper 
tape  feeders  90,  90  arranged  at  the  respective 
sides  of  the  base  1,  and  a  tube  rotating-drawing 
device  3. 

The  apparatus  of  the  invention  can  be  selec- 
40  tively  equipped  with  various  devices  in  accordance 

with  the  size  of  paper  tube  to  be  produced,  the 
characteristics  required  of  the  tube,  the  desired 
production  efficiency,  etc.  Fig.  1A  shows  an  exam- 
ple  of  paper  tube  production  line  including  various 

45  devices,  i.e.,  a  tube  press  54  and  a  tape  winding 
device  2  which  are  arranged  upstream  from  the 
tube  rotating-drawing  device  3;  and  a  resin-coated 
tape  feeder  93,  resin  applicator  stand  94,  drying 
oven  95,  grinding  stand  96,  tube  cutter  97  and  tube 

50  support  98  which  are  arranged  downstream  from 
the  tube  rotating-drawing  device  3.  Such  compo- 
nents  can  be  selected  as  desired  for  use  in  com- 
bination  with  the  paper  tube  production  apparatus 
of  Fig.  1. 

55  The  terms  "front"  and  "rear"  as  used  herein 
refer  respectively  to  the  downstream  side  and  the 
upstream  side  of  the  production  line. 

3 
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The  mandrel  12  extends  horizontally  toward  the 
front  and  is  supported  by  a  bracket  1  1  at  the  rear 
end  of  the  base  1  .  The  front  end  of  the  mandrel  is 
left  unsupported. 

Paper  tape  feed  means  preferably  comprises 
two  feeders,  i.e.,  the  above-mentioned  tape  feeders 
90,  90  which  are  arranged  at  the  respective  sides 
of  the  base  1.  A  paper  tube  91a  for  forming  the 
lowemost  layer  of  a  core  or  paper  tube  92  is 
obliquely  fed  to  the  mandrel  12  from  one  of  the 
feeders  90.  The  paper  tape  91a  is  coated  on  the 
rear  surface  thereof  with  paraffin  to  reduce  the 
friction  between  the  tape  and  the  mandrel  12.  A 
plurality  of  paper  tapes  91b  lapping  over  one  an- 
other  at  the  side  edge  are  fed  obliquely  to  the 
mandrel  12  from  the  other  feeder  90.  A  glue  is 
applied  to  the  rear  surface  of  each  tape  91  b  by  an 
applicator  99. 

The  number  of  tape  feeders  is  not  limited  to 
two  but  the  tapes  91a,  91b  can  be  supplied  from  a 
single  feeder,  or  three  or  more  feeders. 

The  tube  rotating-drawing  device  3  has  a  fixed 
frame  31  in  the  form  of  a  hollow  cylinder  and 
mounted  horizontally  on  the  base  1  concentrically 
with  the  mandrel  12.  The  mandrel  12  extends 
through  a  boss  33a  on  a  rear  end  plate  33,  with  a 
clearance  formed  around  the  mandrel,  and  has  its 
front  end  positioned  close  to  a  boss  32a  on  a  front 
end  plate  32. 

A  rotary  frame  34  in  the  form  of  a  hollow 
cylinder  is  housed  in  the  fixed  frame  31  rotatably 
and  concentrically  with  the  mandrel  12.  Central 
bosses  35a,  36a  on  opposite  end  plates  35,  36  of 
the  rotary  frame  34  are  rotatably  supported  by 
bearings  37,  37  on  the  bosses  32a,  33a  of  the  fixed 
frame  31  .  Thus,  the  rotary  frame  34  is  free  to  rotate 
within  the  fixed  frame  31  . 

Rotary  drive  means  4  mounted  on  the  fixed 
frame  31  is  coupled  to  the  rotary  frame  34  to 
drivingly  rotate  the  frame  34.  The  drive  means  4 
includes  a  shaft  41  rotatably  extending  through  the 
front  end  plate  32  of  the  fixed  frame  31  and  coup- 
led  at  its  outer  end  to  a  motor  45  by  a  chain  44.  A 
pinion  42  is  mounted  on  the  inner  end  of  the  shaft 
41.  The  motor  45  and  a  motor  26  (Fig.  6)  for  the 
tape  winding  device  2  are  coupled  to  a  rotation 
control  unit  (not  shown)  of  the  inverter  type,  where- 
by  the  speed  of  rotation  of  the  rotary  frame  34  is 
variable  in  accordance  with  the  speed  of  travel  of  a 
belt  29  of  the  tape  winding  device  2. 

An  annular  large  gear  43  secured  to  the  front 
end  plate  35  of  the  rotary  frame  34  concentrically 
with  the  mandrel  12  is  in  mesh  with  the  pinion  42. 

As  seen  in  Figs.  2  and  3,  a  pair  of  support 
members  100,  100  are  opposed  to  each  other 
inside  the  rotary  frame  34,  with  the  mandrel  12 
interposed  therebetween. 

Each  support  member  100  is  slidably  sup- 
ported  as  held  between  a  pair  of  guide  plates  101, 
101  secured  to  the  inner  surface  of  the  rotary 
frame  34  and  is  movable  forward  and  rearward, 

5  and  also  toward  or  away  from  the  mandrel  12.  The 
support  member  100  is  supported  at  its  front  and 
rear  portions  by  parallel  levers  102,  102  on  the 
rotary  frame  34  forwardly  and  rearwardly  movably. 

With  reference  to  Figs.  2  and  4,  pressing 
io  means  6  is  connected  to  an  intermediate  portion  of 

the  support  member  100  for  pressing  the  support 
member  against  the  mandrel  12.  The  pressing 
means  6  includes  toggle  links  61,  62  respectively 
pivoted  to  the  support  member  100  and  a  bracket 

is  60  mounted  on  the  inner  surface  of  the  rotary 
frame  34,  and  a  push  rod  63  disposed  in  parallel  to 
the  mandrel  12  and  pivoted  to  the  connection  be- 
tween  the  two  links  61  ,  62. 

The  push  rod  63  slidably  extends  through  the 
20  rear  end  plate  36  of  the  rotary  frame  34  and  is 

revolvably  connected  to  a  cylinder  assembly  64 
mounted  on  the  boss  33a  of  the  fixed  frame  31. 
The  rod  63  is  movable  forward  or  rearward.  The 
cylinder  assembly  64  comprises  a  short  cylinder 

25  65  secured  to  the  end  plate  33  of  the  fixed  frame 
31  and  surrounding  the  boss  33a  concentrically 
therewith,  and  an  annular  piston  66  slidably  pro- 
vided  between  the  boss  33a  and  the  cylinder  65. 

A  slidable  tubular  piston  rod  67  fitted  around 
30  the  boss  33a  extends  from  the  piston  66  forward 

beyond  the  front  end  of  the  cylinder  65  and  is 
formed  with  a  circumferential  groove  68  at  its  front 
end.  The  push  rod  63  is  connected  to  a  ring  plate 
69  rotatably  fitted  in  the  groove  68. 

35  A  pressure  fluid,  when  supplied  to  the  cylinder 
assembly  64,  advances  the  piston  rod  67,  which  in 
turn  pushes  the  push  rods  63  forward,  causing  the 
toggle  links  to  forcibly  press  the  support  members 
100  against  the  mandrel  12. 

40  Owing  to  the  pivotal  movement  of  the  parallel 
link  plates  102,  102,  each  support  member  100 
approaches  the  mandrel  12  while  slightly  advan- 
cing  axially  of  the  mandrel  12. 

The  ring  plate  69  connecting  the  push  rods  63 
45  to  the  cylinder  assembly  64  is  rotatably  engaged  in 

the  circumferential  groove  68  in  the  piston  rod  67 
of  the  assembly  64,  so  that  the  push  rods  63  are 
movable  around  the  mandrel  12  with  the  rotary 
frame  34  by  the  rotation  of  this  frame  34  and  can 

50  also  be  pushed  forward  by  the  piston  rod  67. 
The  paper  tapes  91a,  91b  wound  on  the  man- 

drel  12  and  brought  into  the  rotary  frame  34  are 
withdrawn  therefrom  axially  of  the  mandrel  12  by  a 
delivery  assembly  7  mounted  on  each  support 

55  member  100,  in  pressing  contact  with  the  tapes. 
The  delivery  assembly  7  of  the  present  em- 

bodiment  comprises  a  pair  of  timing  pulleys  71,  72 
supported  respectively  at  the  front  and  rear  ends  of 

4 
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the  support  member  100,  and  a  timing  belt  73 
endlessly  reeved  around  the  two  pulleys. 

With  reference  to  Fig.  5,  urethane  rubber  lips 
74,  74  are  attached  to  the  outer  surface  of  the 
timing  belt  73  along  the  respective  side  edges 
thereof  over  the  entire  circumference  of  the  belt, 
and  a  furrow  75  formed  between  the  lips  74,  74 
extends  over  the  entire  circumference.  The  timing 
belt  73  serves  as  a  member  for  delivering  the 
paper  tube  axially  thereof.  A  plurality  of  auxiliary 
rollers  76  are  closely  arranged  between  the  two 
timing  pulleys  71  ,  72  and  rotatably  mounted  on  the 
support  member  100.  Where  the  timing  belt  73 
faces  the  mandrel  12,  the  auxiliary  rollers  76  are  in 
contact  with  the  rear  surface  of  the  belt  73  to  guide 
the  belt  for  straight  travel. 

Delivery  drive  means  8  is  coupled  to  the  front 
timing  pulley  71  of  each  delivery  assembly  7.  The 
delivery  drive  means  8  is  operatively  connected  to 
the  rotary  drive  means  4  via  differential  speed 
change  means  afforded  by  a  planetary  gear 
mechanism. 

With  reference  to  Fig.  2,  the  planetary  gear 
mechanism  has  a  sun  gear  81  disposed  inside  the 
rotary  frame  front  end  plate  35  concentrically  with 
the  rotary  frame  34  and  free  to  rotate  relative  to  the 
frame  34.  The  sun  gear  81  has  a  boss  81a  which  is 
rotatably  fitted  around  the  boss  35a  of  the  rotary 
frame  34  with  bearings  80  interposed  therebetween 
and  which  extends  outward  beyond  the  boss  35a. 
A  toothed  pulley  88  is  mounted  on  the  outer  end  of 
the  boss  81a  and  coupled  to  an  auxiliary  drive  unit 
87  mounted  on  the  fixed  frame  31  . 

A  rotary  shaft  86  for  a  planetary  gear  82  is 
supported  on  the  front  end  plate  35  of  the  rotary 
frame  34,  and  the  planetary  gear  82  is  in  mesh 
with  the  sun  gear  81  .  The  shaft  86  is  coupled  at  its 
rear  end  to  an  output  shaft  89  via  bevel  gears  83, 
84.  As  seen  in  Fig.  4,  the  output  shaft  89  is 
mounted  on  the  rotary  frame  34  and  intersects  the 
path  of  movement  of  the  support  member  100  at 
right  angles  therewith.  The  shaft  89  carries  a  gear 
84a  at  one  end.  The  gear  84a  is  in  mesh  with  a 
gear  85  mounted  on  the  shaft  71a  of  the  front 
timing  pulley  71  to  constitute  the  delivery  drive 
means  8. 

When  the  rotary  frame  34  is  rotated  with  the 
sun  gear  81  at  rest,  the  planetary  gear  82  on  the 
frame  34  rotates  about  its  own  axis  while  revolving 
along  the  outer  periphery  of  the  sun  gear  81  .  The 
rotation  of  the  planetary  gear  82  about  its  own  axis 
causes  the  bevel  gears  83,  84  and  the  gears  84a, 
85  to  rotate  the  timing  pulley  71,  which  in  turn 
drives  the  belt  73.  With  the  rotary  frame  34  held  in 
rotation  in  the  meantime,  each  timing  belt  73  is 
thus  driven  while  each  delivery  assembly  7  is  be- 
ing  revolved  around  the  mandrel  12. 

When  the  auxiliary  drive  unit  87  is  operated 
with  the  rotary  frame  34  held  in  rotation,  the  sun 
gear  81  rotates  to  control  the  speed  of  rotation  of 
the  planetary  gear  82  about  its  own  axis.  Accord- 

5  ingly,  the  speed  of  travel  of  the  timing  belt  73  is 
adjustable  without  changing  the  speed  of  rotation  of 
the  rotary  frame  34. 

When  required,  the  paper  tube  production  ap- 
paratus  of  the  present  invention  can  be  equipped 

io  with  the  tape  winding  device  2  and/or  the  tube 
press  54  upstream  from  the  tube  rotating-drawing 
device  3. 

The  tape  winding  device  2  operates  to  helically 
wind  paper  tape  on  the  mandrel  12  into  a  paper 

is  tube  and,  at  the  same  time,  guide  the  tube  to  the 
press  54. 

With  reference  to  Figs.  6  and  7,  the  tape  wind- 
ing  device  2  includes  a  belt  support  21  on  a  rotary 
table  15  which  is  mounted  on  the  base  1  and 

20  rotatable  in  a  horizontal  plane.  Slide  blocks  22,  22 
are  mounted  on  opposite  ends  of  the  upper  portion 
of  the  support  21  and  are  movable  toward  or  away 
from  each  other. 

A  screw  rod  23  rotatably  supported  on  each 
25  end  of  the  support  21  is  screwed  through  the  slide 

block  22,  which  is  therefore  shiftable  by  the  thrust 
produced  by  rotating  the  screw  rod  23,  whereby 
the  tension  on  the  belt  29  to  be  described  is 
adjustable.  A  driven  roller  24  is  horizontally  sup- 

30  ported  by  each  block  22.  A  drive  roller  27  having  a 
larger  diameter  than  the  driven  roller  24  is  horizon- 
tally  mounted  on  the  support  21  centrally  of  its 
lower  portion.  The  aforementioned  motor  26  is 
coupled  to  the  drive  roller  27  via  reduction  gear 

35  means  25. 
Two  guide  rollers  28,  28  are  arranged  above 

and  close  to  the  drive  roller  27.  The  belt  29  is 
wound  on  the  mandrel  12  by  one  turn  and  end- 
lessly  reeved  around  the  drive  roller  27  and  the 

40  driven  rollers  24,  24  over  the  guide  rollers  28,  28. 
The  outer  periphery  of  the  rotary  table  15  is 

locally  toothed  as  indicated  at  16,  and  a  gear  17 
meshing  with  the  toothed  portion  16  is  coupled  to  a 
manually  rotatable  handle  19  via  a  worm  18.  The 

45  handle  19,  when  turned,  rotates  the  rotary  table  15 
and  the  support  21  to  thereby  alter  the  angle  at 
which  the  belt  29  is  wound  on  the  mandrel  12, 
whereby  the  angle  at  which  the  tape  is  to  be 
wound  is  variable  as  desired  in  accordance  with 

50  the  tape  width. 
Although  the  tape  winding  device  described 

above  is  preferable  to  use,  one  of  the  conventional 
devices  shown  in  Figs.  12  and  13  is  also  usable. 

With  reference  to  Figs.  6  and  8,  the  tube  press 
55  54  comprises  two  support  plates  56,  56  provided 

upright  on  the  base  1  to  intersect  the  mandrel  12, 
and  three  press  rollers  55  spaced  apart  approxi- 
mately  equidistantly  around  the  mandrel  12  inside 

5 
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the  support  plates  56,  56  and  movable  toward  or 
away  from  the  axis  of  the  mandrel  12.  The  support 
plates  56  are  each  formed  with  a  hole  56a  for 
passing  therethrough  the  mandrel  12  and  the  paper 
tube  92  (not  shown  in  Fig.  6)  with  a  clearance 
formed  around  the  tube.  The  support  plates  56,  56 
are  interconnected  by  stays  57  arranged  around 
the  mandrel  at  equal  spacings. 

Each  press  roller  55  is  rotatably  supported  at 
its  opposite  ends  by  a  holder  58,  which  has  two 
parallel  rods  59,  59  projecting  outward  therefrom 
and  slidably  extending  through  the  stay  57.  A 
spring  50  is  provided  around  each  rod  59  for 
pressing  the  press  roller  55  against  the  mandrel  12. 

As  shown  in  Fig.  1A  and  already  stated,  the 
tube  production  apparatus  can  be  provided  with 
one  or  some  of  the  resin-coated  tape  feeder  93, 
resin  applicator  stand  94,  drying  oven  95,  grinding 
stand  96  and  cutter  97  for  cutting  the  tube  92  to  a 
specified  length,  as  arranged  downstream  from  the 
apparatus  as  required. 

A  tape  91c  prepared  by  coating  a  nonwoven 
fabric  with  a  resion  solution  is  supplied  to  the  tube 
92  on  the  mandrel  12  by  the  applicator  93. 

The  resin  applicator  stand  94  is  adapted  to 
apply  a  resin  solution  onto  the  resin-coated  tape 
91c  on  the  paper  tube  92  and  scrape  off  an  excess 
of  the  solution. 

The  drying  oven  95  incorporates  a  heater  (not 
shown)  therein  for  solidifying  the  applied  resin  by 
drying. 

The  grinding  stand  96  is  adapted  to  grind  the 
resin  layer  over  the  tube  surface  to  give  a  smooth 
surface  finish. 

The  cutter  97  includes  a  rotary  blade  (not 
shown)  rotatable  in  a  plane  perpendicular  to  the 
paper  tube  and  movable  along  the  mandrel  12  in 
synchronism  with  the  tube  for  cutting  the  tube  to 
the  specified  length. 

The  tube  production  line  is  operated  in  the 
following  manner. 

First,  the  support  members  100  and  the  deliv- 
ery  assemblies  7  are  held  away  from  the  mandrel 
1  2  to  leave  open  the  path  of  travel  of  paper  tape  on 
the  mandrel  12. 

Paper  tape  is  helically  wound  on  the  mandrel 
12  by  the  tape  winding  device  2  into  a  paper  tube, 
which  is  fed  to  the  tube  press  54. 

While  being  rotated,  the  paper  tube  is  pressed 
against  the  mandrel  12  by  the  press  rollers  55  of 
the  press  54,  whereby  the  paper  tape  is  tightly 
wound  on  the  mandrel  12. 

The  paper  tube  further  advances  forward  into 
the  tube  rotating-drawing  device  3. 

Upon  the  egress  of  the  taper  tube  from  the 
downstream  side  of  the  device  3,  the  rotary  drive 
means  4  for  the  rotary  frame  34,  the  delivery  drive 
means  8  and  the  pressing  means  6  on  the  support 

members  100  are  initiated  into  operation. 
With  the  rotation  of  the  frame  34,  the  support 

members  100  and  the  delivery  assemblies  7  re- 
volve  around  the  mandrel  12,  while  the  delivery 

5  assemblies  7  on  the  support  members  100  exert 
great  pressure  directly  on  the  tube  92  covering  the 
mandrel  12. 

The  timing  belts  73  on  the  delivery  assemblies 
7  are  also  driven,  forcing  the  paper  tube  92  forward 

io  axially  of  the  mandrel  12. 
While  the  rotary  frame  34  is  in  rotation  in  a 

fixed  position  about  the  mandrel  12,  the  delivery 
assemblies  7  draw  the  paper  tube  into  the  frame 
34  axially  of  the  mandrel  12. 

is  Since  the  torque  of  the  rotary  frame  34  and  the 
force  of  the  delivery  assemblies  7  in  the  axial 
direction  of  the  mandrel  12  act  on  the  paper  tube 
at  the  same  time,  the  winding  device  2  merely 
assists  in  winding  the  tape  helically  on  the  mandrel 

20  12  in  the  current  state. 
The  delivery  assemblies  7,  which  are  forcibly 

pressed  toward  the  axis  of  the  mandrel  12  by  the 
pressing  means  6,  tightly  wind  the  paper  tape  on 
the  mandrel  12  while  exerting  great  pressure  on 

25  the  tape,  with  the  result  that  the  paper  tube  92 
obtained  has  high  pressure  resistance. 

Since  the  paper  tape  is  drawn  into  the  rotary 
frame  34  axially  of  the  mandrel  12  by  the  delivery 
assemblies  7  on  the  frame  34,  the  speed  of  pro- 

30  duction  of  the  tube  is  dependent  on  the  revolution 
of  the  delivery  assemblies  7  and  can  be  stabilized 
per  unit  time.  Consequently,  the  line  incorporating 
the  foregoing  devices  as  associated  with  the  tube 
production  apparatus  of  the  invention  is  smoothly 

35  operable. 
In  the  case  where  the  paper  tape  is  helically 

wound  on  the  mandrel  12  into  a  paper  tube  by  the 
rotating-drawing  device  3  only,  it  is  necessary  to 
resort  to  manual  work  initially  for  helically  winding 

40  the  tape  on  the  mandrel  into  the  tube  and  placing 
the  tube  as  wound  on  the  mandrel  between  the 
timing  belts  73  of  the  device  3  in  engagement 
therewith. 

With  the  rotary  frame  34  driven  at  a  constant 
45  speed,  the  speed  of  transport  by  the  delivery  as- 

semblies  7  is  variable  as  desired  by  operating  the 
auxiliary  drive  unit  87.  This  make  it  possible  to 
transport  the  paper  tape  axially  of  the  mandrel  at  a 
speed  accurately  corresponding  to  the  speed  at 

50  which  the  tape  is  wound  into  the  paper  tube.  Con- 
sequently,  the  tube  obtained  is  free  from  tape-to- 
tape  clearances. 

Because  the  press  rollers  55  of  the  press  54 
are  arranged  in  parallel  to  the  mandrel  12,  the 

55  friction  between  the  paper  tube  and  the  rollers  55 
pressing  the  tube  against  the  mandrel  12  exerts  a 
braking  force  on  the  tube  against  its  advance. 
However,  the  subsequent  rotating-drawing  device  3 
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exerts  a  great  drawing  force  on  the  paper  tube  as 
already  stated,  so  that  the  tube  is  forcibly  delivered 
from  the  press  54  into  the  rotating-drawing  device 
3.  This  not  only  eliminates  the  variations  in  the 
tube  production  speed  that  could  result  from  an 
insufficient  drawing  force  on  the  tube  but  also 
makes  it  possible  to  accurately  determine  the  tube 
production  speed  per  unit  time,  consequently  en- 
suring  smooth  operation  of  the  line  wherein  the 
processing  devices  are  connected  to  the  tube  pro- 
duction  apparatus  downstream  thereof  as  seen  in 
Fig.  1A. 

Furthermore,  the  rotating-drawing  device  3  uni- 
formly  presses  the  tube  against  the  mandrel  12 
with  the  timing  belts  73  which  are  opposed  to  each 
other  diametrically  of  the  mandrel,  therefore  holds 
the  mandrel  straight  without  warping  even  if  the 
mandrel  has  a  small  diameter  to  advance  the  tube 
smoothly  axially  of  the  mandrel,  and  making  it 
possible  to  wind  up  the  paper  tape  into  a  tube  of 
small  diameter  at  a  high  speed  to  achieve  a  greatly 
improved  production  efficiency. 

The  timing  belt  73  used  as  the  delivery  mem- 
ber  of  the  delivery  assembly  7  in  the  foregoing 
embodiment  can  be  replaced  by  a  flat  belt  77 
shown  in  Fig.  9.  The  belt  77  is  reeved  around 
pulleys  73a  with  a  flat  rim.  It  is  desirable  that  like 
the  belt  73,  the  belt  77  be  provided  with  lips  74,  74 
adhered  to  its  outer  surface  to  define  a  groove  75 
between  the  lips. 

In  place  of  the  timing  belt  73,  a  chain  79  is  also 
usable  as  shown  in  Figs.  10  and  11.  Each  of  the 
links  of  the  chain  79  is  provided  with  a  mount  78 
having  attached  thereto  a  rubber  tread  79b  with  a 
V-groove  79c.  The  paper  tube  is  brought  into  con- 
tact  with  the  grooved  side  of  the  tread. 

According  to  the  present  invention,  the  paper 
tube  need  not  always  be  forwarded  by  driving  the 
timing  belt,  the  flat  belt  or  the  chain  with  the  treads, 
but  the  rollers  71  72  and  76  can  be  in  direct 
pressing  contact  with  the  paper  tube  to  deliver  the 
tube  axially  of  the  mandrel  by  the  rotation  of  the 
rollers.  In  this  case,  it  is  desirable  to  form  the  outer 
peripheral  portion  of  each  roller  by  a  material,  such 
as  urethane  rubber,  having  a  great  coefficient  of 
friction,  with  a  circumferential  groove  formed  in  the 
periphery  of  the  roller,  to  increase  the  area  of 
contact  between  the  roller  and  the  paper  tube. 

The  tube  production  line  shown  in  Fig.  1A  can 
be  so  positioned  that  the  mandrel  12  extends  verti- 
cally  from  above  for  producing  the  tube  92.  In  this 
case,  the  mandrel  needs  only  to  be  supported  at 
its  upper  end  so  as  to  extend  downward  and  can 
therefore  be  supported  by  simplified  lightweight 
means  unlike  the  conventional  arrangement 
wherein  the  mandrel  is  supported  at  its  base  end 
and  positioned  horizontally. 

The  vertical  line,  although  necessitating  a  high- 
er  ceiling  for  the  factory,  can  be  installed  in  a 
greatly  reduced  space  unlike  the  conventional  pro- 
duction  line.  Additionally,  the  component  devices 

5  required  for  the  tube  production  line  can  be  in- 
stalled  horizontally  on  different  floors  of  the  factory, 
therefore  need  not  be  positioned  at  a  definite  level 
and  can  be  installed  easily.  The  frames  for  the 
devices  can  be  small-sized  to  compact  the  entire 

io  line,  hence  a  reduced  equipment  cost. 
It  is  further  possible  to  provide  a  plurality  of 

tube  production  lines  vertically  side  by  side  and  to 
transmit  power  to  the  individual  lines  through  a 
coutershaft  interconnecting  the  lines.  Thus,  all  the 

is  tube  production  lines  can  be  operated  by  one 
motor  for  driving  the  countershaft. 

Various  modifications  can  be  made  by  one 
skilled  in  the  art  without  departing  from  the  scope 
of  the  invention  as  defined  in  the  appended  claims. 

20 
Claims 

1.  An  apparatus  for  producing  a  tube,  comprising: 
-  a  straight  mandrel  (12)  for  helically  wind- 

25  ing  tape  (91  a,91b)  thereon, 
-  tape  feed  means  (90)  for  feeding  the 

tape  to  the  mandrel  (12)  in  an  oblique 
direction  to  helically  wind  the  tape  on  the 
mandrel  into  the  tube  (92), 

30  -  at  least  two  delivery  assemblies  (7)  hav- 
ing  a  delivery  member  (73,74)  coupled  to 
delivery  drive  means  (8)  and  movable 
along  an  endless  path  or  rotatable  in  a 
plane  containing  the  axis  of  the  mandrel 

35  (12)  for  delivering  the  tube  (92)  from  the 
mandrel  axially  thereof  by  frictional  con- 
tact  of  the  delivery  member  with  the  tube 
on  the  mandrel,  the  delivery  assemblies 
being  movable  toward  or  away  from  the 

40  mandrel,  and 
-  a  rotary  drive  means  (4)  for  rotating  the 

delivery  assemblies  (7)  in  a  fixed  position 
around  the  mandrel  (12), 

characterized  in  that  said  mandrel  (12)  is 
45  fixed  at  its  one  end  to  a  base  (1)  and  that  a 

tube  rotating-drawing  device  (3)  for  delivering 
the  tube  (92)  axially  from  the  mandrel  (12) 
while  rotating  the  tube  (92)  comprises: 

-  a  rotary  frame  (34)  coupled  to  said  rotary 
50  drive  means  (4)  and  rotatable  in  a  fixed 

position  around  the  mandrel  (12), 
-  at  least  two  support  members  (100)  sup- 

ported  on  the  rotary  frame  (34)  with  the 
mandrel  (12)  positioned  between  the 

55  support  members  (100),  each  support 
member  (100)  being  slidably  held  be- 
tween  a  pair  of  guide  plates  (101)  se- 
cured  to  the  inner  surface  of  the  rotary 
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frame  (34)  and  being  movable  toward  or 
away  from  the  mandrel  (12), 

-  pressing  means  (6)  for  pressing  the  sup- 
port  members  (100)  against  the  mandrel 
(12),  and 

-  said  delivery  assemblies  (7)  which  are 
mounted  on  the  support  members  (100), 
respectively. 

2.  An  apparatus  as  defined  in  claim  1  ,  character- 
ized  in  that  a  tape  winding  device  (2)  is  inter- 
posed  between  the  tape  feed  means  (90)  and 
the  tube  rotating-drawing  device  (3)  and  has  a 
belt,  the  belt  extending  along  an  endless  path 
and  being  wound  on  the  mandrel  (12)  to  inter- 
sect  the  mandrel  obliquely,  the  belt  being  mov- 
able  along  its  path  to  thereby  helically  wind  the 
tape  around  the  mandrel  (12)  into  the  tube. 

3.  An  apparatus  as  defined  in  claim  2,  character- 
ized  in  that  a  tube  press  (54)  is  interposed 
between  the  tape  winding  device  (2)  and  the 
tube  rotating-drawing  device  (3),  and  the  tube 
press  has  a  plurality  of  press  rollers  (55)  mov- 
able  toward  or  away  from  the  mandrel  (12)  and 
biased  toward  the  axis  of  the  mandrel  for 
pressing  the  tube  on  the  mandrel  thereagainst. 

4.  An  apparatus  as  defined  in  one  of  the  claims  1 
to  3,  characterized  in  that  a  resin-coated  tape 
feeder  (93),  a  resin  applicator  stand  (94),  a 
drying  oven  (95)  and  a  grinding  stand  (96)  are 
arranged  downstream  from  the  tube  rotating- 
drawing  device  (3). 

5.  An  apparatus  as  defined  in  one  of  claims  1  to 
4,  characterized  in  that  a  tube  cutter  (97)  is 
disposed  downstream  from  the  tube  rotating- 
drawing  device  (3). 

6.  An  apparatus  as  defined  in  claim  4,  character- 
ized  in  that  a  tube  cutter  (97)  is  disposed 
downstream  from  the  grinding  stand  (96). 

Patentanspruche 

1.  Vorrichtung  zur  Herstellung  von  Rohren  mit 
-  einem  geraden  Dorn  zum  schraubenfor- 

migen  Aufwickeln  eines  Bandes 
(91a,91b), 

-  einer  Bandzufuhreinrichtung  (90)  zum 
Zufuhren  des  Bandes  zu  dem  Dorn  (12) 
in  schrager  Richtung  zum  schraubenfor- 
migen  Aufwickeln  des  Bandes  auf  den 
Dorn  zu  einem  Rohr  (92), 

-  wenigstens  zwei  Ausgabeanordnungen 
(7)  mit  einem  Ausgabeglied  (73,74),  das 
mit  einem  Ausgabeantrieb  (8)  gekoppelt 

und  entlang  einer  endlosen  Bahn  beweg- 
lich  oder  drehbar  ist  in  einer  Ebene,  die 
die  Achse  des  Dorns  (12)  enhalt,  zur 
Ausgabe  des  Rohres  (92)  von  dem  Dorn 

5  in  dessen  Axialrichtung  durch  Reibungs- 
kontakt  des  Ausgabegliedes  mit  dem 
Rohr  auf  dem  Dorn,  welche  Ausgabean- 
ordnung  in  Richtung  des  Dorns  und  zu- 
ruck  beweglich  ist,  und 

io  -  einem  Drehantrieb  (4)  zum  Drehen  der 
Ausgabeanordnungen  (7)  in  einer  festen 
Position  urn  den  Dorn  (12)  herum, 

dadurch  gekennzelchnet,  das  der  Dorn  (12) 
an  einem  Ende  an  einer  Basis  (1)  befestigt  ist 

is  und  dal3  eine  Rohr-Dreh-  und  Zugeinrichtung 
(3)  zum  Ausgeben  des  Rohres  (92)  in  Axial- 
richtung  des  Domes  (12)  bei  Drehung  des 
Rohres  12)  vorgesehen  ist,  die  umfaBt 

-  einen  drehbaren  Rahmen  (34),  der  mit 
20  dem  Drehantrieb  (4)  gekoppelt  ist  und  in 

einer  festen  Position  urn  den  Dorn  (12) 
drehbar  ist, 

-  wenigstens  zwei  Stutzglieder  (100),  die 
an  dem  drehbaren  Rahmen  (34)  abge- 

25  stutzt  sind  und  den  Dorn  (12)  zwischen- 
einander  aufnehmen,  welche  Stutzglieder 
(100)  gleitend  zwischen  zwei  Fuhrungs- 
platten  (101)  gehalten  sind,  die  an  der 
inneren  Oberflache  des  drehbaren  Rah- 

30  mens  (34)  befestigt  und  in  Richtung  des 
Dorns  (12)  und  zuruck  beweglich  sind, 

-  eine  Druckeinrichtung  (6)  zum  Pressen 
der  Stutzglieder  (100)  gegen  den  Dorn 
(12), 

35  -  welche  Ausgabeanordnungen  (7)  an  den 
Stutzgliedern  (100)  befestigt  sind. 

2.  Vorrichtung  nach  Anspruch  1,  dadurch  ge- 
kennzelchnet,  dal3  eine  Bandwickelvorrich- 

40  tung  (2)  zwischen  der  Bandzufuhreinrichtung 
(90)  und  der  Rohr-Dreh-  und  Zugeinrichtung 
(3)  angeordnet  ist  und  einen  Riemen  umfaBt, 
welcher  Riemen  sich  entlang  einer  endlosen 
Bahn  erstreckt  und  urn  den  Dorn  (12)  herum- 

45  gewickelt  ist  und  den  Dorn  schrag  schneidet 
und  welcher  Riemen  beweglich  ist  entlang  sei- 
ner  Bahn  zum  schraubenformigen  Aufwickeln 
des  Bandes  urn  den  Dorn  (12)  herum  zur  Bil- 
dung  des  Rohres. 

50 
3.  Vorrichtung  nach  Anspruch  2,  dadurch  ge- 

kennzelchnet,  dal3  eine  Rohrpresse  (54)  zwi- 
schen  der  Bandwickelvorrichtung  (2)  und  der 
Rohr-Dreh-  und  Zugeinrichtung  (3)  angeordnet 

55  ist,  und  dal3  die  Rohrpresse  eine  Anzahl  von 
Druckrollen  (55)  aufweist,  die  in  Richtung  des 
Dorns  (12)  und  zuruck  beweglich  sind  und  in 
Richtung  der  Achse  des  Dorns  vorgespannt 
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sind  zum  Andrucken  des  Rohres  an  den  Dorn. 

4.  Vorrichtung  nach  einem  der  Anspruche  1  bis 
3,  dadurch  gekennzeichnet,  dal3  eine  Zufuhr- 
einrichtung  (93)  fur  ein  harzuberzogenes  Band, 
ein  Harz-Applikator  (94),  ein  Trockenofen  (95) 
und  ein  Schleifstand  (96)  stromabwarts  der 
Rohr-Dreh-  und  Zugeinrichtung  (3)  angeordnet 
sind. 

5.  Vorrichtung  nach  einem  der  Anspruche  1  bis 
4,  dadurch  gekennzeichnet,  dal3  ein  Rohr- 
schneidgerat  (97)  stromabwarts  der  Rohr- 
Dreh-  und  Zugeinrichtung  (3)  angeordnet  ist. 

6.  Vorrichtung  nach  Anspruch  4,  dadurch  ge- 
kennzeichnet,  dal3  das  Rohrschneidgerat  (97) 
stromabwarts  des  Schleifstandes  (96)  vorgese- 
hen  ist. 

Revendications 

1.  Appareil  pour  fabriquer  un  tube,  comprenant  : 
-  un  mandrin  droit  (12)  pour  enrouler  heli- 

co'fdalement  un  ruban  (91a,  91b)  sur  ce 
mandrin, 

-  un  moyen  (90)  d'avance  de  ruban  pour 
avancer  le  ruban  jusqu'au  mandrin  (12) 
dans  une  direction  oblique  de  maniere  a 
enrouler  helicoidalement  le  ruban  sur  le 
mandrin  pour  former  le  tube  (92), 

-  au  moins  deux  ensembles  de  decharge 
(7)  comportant  un  element  de  decharge 
(73,  74)  accouple  a  un  moyen  (8)  de 
commande  de  decharge  et  pouvant  etre 
deplace  le  long  d'un  trajet  sans  fin  ou 
pouvant  etre  entraTne  en  rotation  dans  un 
plan  contenant  I'axe  du  mandrin  (12) 
pour  decharger  le  tube  (92)  du  mandrin 
dans  le  sens  axial  de  ce  dernier  par 
contact  de  frottement  de  I'element  de 
decharge  avec  le  tube  se  trouvant  sur  le 
mandrin,  les  ensembles  de  decharge 
pouvant  etre  deplaces  de  maniere  a  se 
rapprocher  ou  a  s'eloigner  du  mandrin, 
et 

-  un  moyen  (4)  d'entraTnement  en  rotation 
pour  faire  tourner  les  ensembles  de  de- 
charge  (7)  a  un  endroit  fixe  autour  du 
mandrin  (12), 

caracterise  en  ce  que  le  mandrin  (12)  est  fixe, 
a  une  de  ses  extremites,  a  un  socle  (1)  et  en 
ce  qu'un  dispositif  (3)  de  rotation-traction  de 
tube  pour  decharger  le  tube  (92)  axialement  du 
mandrin  (12)  tout  en  faisant  tourner  le  tube 
(92)  comprend  : 

-  un  bati  rotatif  (34)  accouple  audit  moyen 
(4)  d'entraTnement  en  rotation  et  pouvant 

tourner  a  un  endroit  fixe  autour  du  man- 
drin  (12), 

-  au  moins  deux  elements  de  support 
(100)  supportes  par  le  bati  rotatif  (34) 

5  avec  le  mandrin  (12)  dispose  entre  les 
elements  de  support  (100),  chaque  ele- 
ment  de  support  (100)  etant  maintenu  de 
fagon  coulissante  entre  une  paire  de  pla- 
ques  de  guidage  (101)  fixees  a  la  surfa- 

io  ce  interieure  du  bati  rotatif  (34)  et  pou- 
vant  etre  deplace  de  maniere  a  etre  rap- 
proche  ou  eloigne  du  mandrin  (12), 

-  un  moyen  presseur  (6)  pour  presser  les 
elements  de  support  (100)  contre  le 

is  mandrin  (12),  et 
-  lesdits  ensembles  de  decharge  (7)  qui 

sont  montes  sur  les  elements  de  support 
(100),  respectivement. 

20  2.  Appareil  selon  la  revendication  1,  caracterise 
en  ce  qu'un  dispositif  (2)  d'enroulement  de 
ruban  est  interpose  entre  le  moyen  (90) 
d'avance  de  ruban  et  le  dispositif  (3)  de 
rotation-traction  de  tube  et  comporte  une  cour- 

25  roie,  cette  courroie  s'etendant  le  long  d'un 
trajet  sans  fin  et  passant  autour  du  mandrin 
(12)  de  maniere  a  intercepter  obliquement  le 
mandrin,  la  courroie  pouvant  etre  deplacee  le 
long  de  son  trajet  pour  enrouler  ainsi  helicoTda- 

30  lement  le  ruban  autour  du  mandrin  (12)  en 
formant  de  cette  maniere  le  tube. 

3.  Appareil  selon  la  revendication  2,  caracterise 
en  ce  qu'une  presse  (54)  a  tube  est  interposee 

35  entre  le  dispositif  (2)  d'enroulement  de  ruban 
et  le  dispositif  (3)  de  rotation-traction  de  tube, 
et  la  presse  a  tube  comporte  une  pluralite  de 
rouleaux  presseurs  (55)  pouvant  etre  deplaces 
de  maniere  a  se  rapprocher  ou  a  s'eloigner  du 

40  mandrin  (12)  et  sollicites  en  direction  de  I'axe 
du  mandrin  pour  presser  le  tube  contre  le 
mandrin. 

4.  Appareil  selon  I'une  quelconque  des  revendi- 
45  cations  1  a  3,  caracterise  en  ce  qu'un  dispositif 

(93)  d'amenee  de  ruban  revetu  de  resine,  un 
poste  (94)  d'application  de  resine,  un  four  de 
sechage  (95)  et  un  poste  de  meulage  (96)  sont 
disposes  en  aval  du  dispositif  (3)  de  rotation- 

50  traction  de  tube. 

5.  Appareil  selon  I'une  quelconque  des  revendi- 
cations  1  a  4,  caracterise  en  ce  qu'un  dispositif 
(97)  de  coupe  de  tube  est  dispose  en  aval  du 

55  dispositif  (3)  de  rotation-traction  de  tube. 

6.  Appareil  selon  la  revendication  4,  caracterise 
en  ce  qu'un  dispositif  (97)  de  coupe  de  tube 
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est  dispose  en  aval  du  poste  de  meulage  (96). 
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