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Description

[0001] The present invention relates to a tool changing
device for a machine tool and a method of cleaning tools
held by a turret or magazine of the tool changing device.
[0002] In changing a tool of a machine tool, machining
accuracy of a workpiece is maintained by properly fitting
and attaching the tool to a spindle of the machine tool.
In a machine tool having a tool changing device, however,
tools held by a turret or a magazine are arranged close
to a machining area where a workpiece is cut. Therefore,
there is a high possibility that swarf produced by cutting
of a workpiece is adhered to the tools held by the turret
or the magazine. If foreign matter, such as swarf, is ad-
hered to a contact surface of the tool with the spindle, a
tool holder may not be properly fitted to the spindle, which
affects the machining accuracy. For this reason, the
method generally employed is one in which a taper por-
tion and a flange portion of the tool, which are contact
surfaces to be in contact with the spindle, are cleaned
by removing swarf and the like therefrom using fluid, such
as air and coolant liquid.
[0003] For instance, there is a well-known method in
which after a tool is detached from a spindle and stored
in a tool magazine, the swivel plate of the tool magazine
is rotated. A tool-holding portion holding the detached
tool is then transferred to the position in which tool-clean-
ing means is arranged, thereby cleaning the tool by clean-
ing liquid (JP 2001-198761A).
[0004] There is also a well-known cleaning device in
which when a tool is fitted to a spindle in a tool changing
process, coolant is sprayed onto the taper of the tool,
which is tightly fitted to the tapered face of the spindle,
to thereby remove and clean up the adhered swarf and
the like (JP 2002-273640A).
[0005] Moreover, there is another known device in
which when the flange face of a tool is brought into contact
with the end face of a spindle, and at the same time a
double fit-type tool for fitting a shank portion into the fitting
hole of the spindle is utilized, a tool for cleaning the spin-
dle end face is provided and fixed to the spindle, leaving
a space between the spindle end face and the flange
face of the tool for cleaning the spindle end face. Cleaning
liquid is supplied to the space, which removes foreign
matter, such as swarf, from the spindle end face and thus
cleans the spindle end face (JP 2001-18144A).
[0006] There is further another known device in which
an air nozzle is arranged to open in the tapered portion
of a spindle, which is to be fitted to the tapered portion
of a tool holder. In detaching a tool holder from the ta-
pered portion of the spindle or when a new tool is attached
to the spindle, the pressurized air is supplied from a pres-
surized air supply onto the contact face of the tool holder
and that of a spindle taper hole through an air hole formed
at the spindle and the air nozzle. Thus, swarf and the like
adhered to the tapered portions of fitting faces of the tool
holder and spindle are removed and cleaned up by using
air (JP 52-49579A).

[0007] The turret and magazine of the tool changing
device are arranged near a cutting area. Therefore, the
swarf scattered during machining is adhered to the ta-
pered portion and flange portion of the tool that is accom-
modated and held by the turret or magazine. As a result,
even if the tapered portion and flange portion of the tool,
which are contact faces to be in contact with the spindle,
are cleaned after the use of the tool, foreign matter, such
as swarf, is adhered thereto during a standby period. If
the tool is attached to the spindle and used with the for-
eign matter adhered thereto, there occur problems that
the machining accuracy is deteriorated and that the spin-
dle and the tapered and flange portions of the tool get
scratches. Such problems are likely to be considered to
be solved if only the contact faces, namely the tapered
portion and the flange portion, which are to be in contact
with the spindle, are cleaned right before the use of the
tool as described in JP 2001-198761A and JP
52-49579B.
[0008] In case that the machining is performed using
coolant, however, swarf adhered to a standby tool in the
turret or magazine adheres persistently to the tapered or
flange portion of the tool in time due to the concentrated
high-viscosity coolant. Even the cleaning process using
the coolant or the like cannot completely remove such
swarf.
[0009] Likewise, in case of dry machining or machining
using air, the amount of swarf adhered to the tool in the
turret or magazine is increased by static electricity and
the like, so that it is impossible to completely remove the
swarf by performing the cleaning process using air. A
tool changing device and tool cleaning method according
to the preambles of attached claims 1 and 3 are known
from
[0010] US-A-5,107,910 wherein a cleaning nozzle is
employed.
[0011] The present invention provides a tool changing
device and a tool cleaning method capable of surely re-
moving foreign matter, such as swarf, adhered to a ta-
pered portion and/or a flange portion of a tool which are
contact faces to be in contact with the spindle.
[0012] A tool changing device of the present invention
is defined in claim 1. Alternatively, the nozzles may have
positions and postures such that the coolant or air spout-
ed from each nozzle is directed toward a region where
the tapered portions and also flange portions of the tools
held by the turret or magazine pass in rotation of the turret
or magazines.
[0013] A tool cleaning method of the present invention
is defined in claim 3.
[0014] Alternatively, the spouting of the coolant or air
may be performed so that the tapered portions and also
flange portions of the tools are cleaned by subjecting the
tools to the spouted coolant or air when the tools pass
the region toward which the coolant or air is spouted.
Thus, foreign matter such as swarf adhered to the ta-
pered portion of the tool or to the tapered portion and
also the flange portion is removed.
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[0015] The spouting of the coolant or air may be per-
formed when the turret or magazine is rotated for select-
ing a tool to be used, to thereby clean the tools held by
the turret or magazine each time when the tool selection
is carried out.
[0016] By subjecting the tools held by the turret or mag-
azine to the coolant or air spouted from the nozzles while
the turret or magazine is rotated, the foreign matter such
as swarf adhered to the tapered portion and/or the flange
portion of the tools in a standby state is securely removed.
This results in more reliably removal of the foreign matter
from the tapered portion and/or the flange portion of the
tool as contact faces to be in contact with a spindle of
the machine tool.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIGS. 1a and 1b are an elevation view and a side
view, respectively, showing a machine tool employ-
ing a first embodiment according to the present in-
vention;
FIGS. 2a and 2b are an enlarged front view and a
right side view, respectively, showing a tool changing
device of the first embodiment,;
FIGS. 3a and 3b are an enlarged elevation view and
a side view, respectively, showing a substantial part
of a second embodiment according to the present
invention;
FIGS. 4a and 4b are explanatory views showing a
substantial part of a third embodiment according to
the present invention; and
FIGS. 5a through 5h show machining fluid-spouting
shapes to explain coolant-spouting shapes of tool
cleaning nozzles used in the embodiments.

DETAILED DESCRIPTION

[0018] FIG. 1a is an elevation view showing a machine
tool employing a tool changing device of a first embodi-
ment of the present invention when viewed with a front
cover 7 removed. FIG. 1b is a side view of the machine
tool. FIG. 2a is an enlarged front view and an enlarged
side view of the tool changing device shown in FIGS. 1a
and 1b.
[0019] An arm member 2 is mounted on a column 1 of
the machine tool to extend horizontally, and a turret 4 for
holding tools 3 is rotatably attached to the arm member
2. A spindle head 5 is supported by the column 1 to be
vertically movable and a spindle 6 is provided at the spin-
dle head 5. A tool 3 is fitted to the spindle 6 for cutting a
workpiece placed on a table 11. Tool cooling nozzles 8a,
8b for supplying coolant to a machining area to cool the
tool are fixed to the spindle head 5. In changing the tool
3, the spindle 6 is raised to detach the tool 3 from the
spindle 6 and the turret 4 holds the detached tool 3.
Thereafter, the turret 4 is rotated to select a tool 3 to be

attached to the spindle 6, and the tool 3 is fitted to the
spindle 6. Subsequently, the spindle 6 is descended to
carry out a cutting machining on a workpiece placed on
the table 11. At this moment, the coolant supplied through
a coolant supply pipe 10a is spouted from the tool cooling
nozzles 8a, 8b to a machining area.
[0020] The aforementioned configuration and opera-
tion are identical to those of a machine tool having a
conventional tool changing device. The tool changing de-
vice according to the first embodiment is different from
the conventional one in that tool cleaning nozzles 9a, 9b
for cleaning contact faces of the tools 3 held by the turret
4, which are to be in contact with the spindle 6, are ar-
ranged on both sides of the spindle 6 as being fixed to
the spindle head 5, and that a coolant supply pipe 10b
for supplying the coolant to the tool cleaning nozzles 9a,
9b is provided.
[0021] According to the first embodiment, the tool
cleaning nozzles 9a, 9b are arranged such that jets of
coolant 30 supplied through the coolant supply pipe 10b
and spouted from tool cleaning nozzles 9a, 9b intersect
a moving course of the tools 3 held by the turret 4 when
the turret 4 is rotated for selecting the tool 3, as shown
in FIGS. 2a and 2b.
[0022] The tool 3 has a tapered portion 3a that is to be
fitted and attached to a taper hole of the spindle 6. In the
case of a double fit-type tool, the tool 3 is provided with
a flange portion 3b having a surface that is brought into
contact with an end face of the spindle 6. Accordingly,
the tool 3 is fitted to the spindle 6 such that the tapered
portion 3a of the tool is fitted to the taper hole of the
spindle 6, and that the end face of the spindle 6 and the
surface of the flange portion 3b contact each other. The
first embodiment is designed to clean the tapered portion
and the flange portion by the coolant.
[0023] According to the first embodiment, the tool
cleaning nozzles 9a, 9b are fixed to the spindle head 5
to have positions and postures such that the coolant is
spouted toward a region where the tapered portion 3a
and flange portion 3b of the tool 3 held by the turret 4
pass when the turret 4 is rotated.
[0024] Each time the turret 4 rotates for tool selection,
the coolant is spouted from the tool cleaning nozzles 9a,
9b. The tapered portion 3a and flange portion 3b of the
tool 3, which are contact faces to be in contact with the
spindle 6, pass through the spouted coolant 30. As a
result, the turret 4 is rotated whenever the tool selection
is carried out, which cleans the tool 3 held by the turret 4.
[0025] According to the first embodiment, not only the
tapered portion 3 a and flange portion 3b of the tool 3 to
be used next but also a tapered portion 3a and flange
portion 3b of the standby tools 3, which pass through the
region where the coolant is spouted while the tool 3 to
be used next moves to the position of the spindle 6, are
cleaned at the same time in rotation of the turret 4.
[0026] In the first embodiment, the tool cleaning noz-
zles 9a, 9b are fixed to the spindle head 5 to make a
vertical motion with the spindle head 5. Alternatively,
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since the turret 4 is rotated for tool selection at a prede-
termined position, the tool cleaning nozzles 9a, 9b may
be fixed to an stationary member to spout the coolant
toward the moving course of the tapered portion 3 a and
flange portion 3b of the tool 3 held by the rotating turret 4.
[0027] FIGS. 3a and 3b show a substantial part of a
second embodiment according to the present invention,
in which the tool cleaning nozzles are fastened at fixed
positions. FIG. 3 a is an enlarged elevation view showing
a tool changing device of the second embodiment, and
FIG. 3b is a side view of the tool changing device.
[0028] According to the second embodiment, the two
tool cleaning nozzles 9a, 9b are fixed to the column 1 of
the machine tool, and arranged on the both sides of the
spindle 6 with the spindle 6 in-between, to thereby spout
the coolant 30 toward regions where the tapered portion
3a and flange portion 3b of the tool 3 held by the turret
4 pass.
[0029] Also in the second embodiment, when the turret
4 is rotated for tool selection or the like, the tool cleaning
nozzles 9a, 9b spout the coolant 30 supplied through the
coolant supply pipe 10b, and the tool 3 held by the turret
4 passes through the spouted coolant 30, thereby clean-
ing the tool 3 held by the turret 4. It would be obvious that
the selected tool 3 also passes through the spouted cool-
ant 30. Therefore, even right before the tool is fixed to
the spindle, the spouted coolant 30 cleans the tapered
portion 3a and flange portion 3b of the tool and removes
foreign matter, such as swarf.
[0030] FIGS. 4a and 4b are explanatory views showing
a substantial part of a third embodiment of the present
invention. In the third embodiment, the present invention
is applied to a tool changing device in which a magazine
20 is utilized instead of the turret as means for accom-
modating tools. FIG. 4a is a side view of the magazine
20 according to the third embodiment, and FIG. 4b is an
elevation view of the magazine 20. The magazine 20 has
a large number of pots 23 coupled to one another by
chains 21, and tools 3 are accommodated in the pots 23.
As illustrated in FIGS. 4a and 4b, the two tool cleaning
nozzles 9a, 9b are fixed to a housing 24 or the like of the
magazine 20. The tool cleaning nozzles 9a, 9b are so
located as to spout the coolant 30 toward the region
where the tapered portions 3a and flange portions 3b of
the tools 3 held by the corresponding pots 23, which serve
as contact surfaces to be in contact with the spindle, pass
through.
[0031] Likewise in the third embodiment, during the
tool selection, the coolant 30 is spouted from the tool
cleaning nozzles 9a, 9b. Moreover, sprockets 22 are driv-
en to rotate the chains 21, and the pots 23 and the tools
3 accommodated in the corresponding pots 23 are then
rotated, thereby carrying out the tool-selecting operation.
At this point, the tools 3 pass through the coolant 30
spouted from the tool cleaning nozzles 9a, 9b. This
cleans the tapered portions 3a and flange portions 3b of
the tools 3, which are the contact faces to be in contact
with the spindle 6. Consequently, the tools 3 accommo-

dated in the magazine 20 are cleaned whenever the tool
selection is performed, and whenever the chains 21 are
rotated.
[0032] FIGS. 5a through 5h show machining fluid-
spouting shapes according to various coolant-spouting
shapes of the tool cleaning nozzles 9a, 9b, which are
employed in the first, second and third embodiments.
FIGS. 5a and 5b each show a tool cleaning nozzle that
spouts the coolant 30 in the shape of a fan. The nozzle
shown in FIG. 5a is a solid fan-shaped nozzle that spouts
the coolant 30 so as to fill the inside of an outline of the
fan with the liquid, whereas the one shown in FIG. 5b is
a fan-shaped nozzle in which the inside of outline of the
fan is hollow. The FIG. 5c shows a solid circular cone-
shaped nozzle that spouts the coolant in the shape of a
circular cone so as to fill the inside of the cone with the
liquid, whereas FIG. 5d shows a circular cone-shaped
nozzle in which the circular cone is hollow in the inside.
The nozzle shown in FIG. 5e is a solid pyramid-shaped
nozzle that spouts the coolant in the shape of a pyramid
so as to fill the inside of the pyramid with the liquid, where-
as the one shown in FIG. 5f is a pyramid-shaped nozzle
in which the pyramid is hollow in the inside. FIG. 5g is a
solid pillar-shaped nozzle that spouts the coolant so as
to fill the inside of the pillar with the liquid, whereas FIG.
5h shows a pillar-shaped nozzle in which the pillar is hol-
low in the inside.
[0033] As for the tool cleaning nozzles 9a, 9b used in
the first, second and third embodiments, either one of
the tool cleaning nozzles that form various spouting
shapes of the coolant 30, shown in FIGS. 5a through 5h,
may be employed.
[0034] According to each of the embodiments, in re-
sponse to a tool selection command, the coolant 30 is
spouted from the tool cleaning nozzles 9a, 9b simulta-
neously with the rotation of the turret 4 or magazine 20.
Alternatively, the coolant 30 is spouted from the tool
cleaning nozzles 9a, 9b before the output of the tool se-
lection command, and subsequently the tool selection
command is outputted to rotate the turret 4 or the mag-
azine 20. When the tool 3 is selected as a result, the tool
3 accommodated in the turret 4 or magazine 20 passes
through a film of the coolant 30 spouted from the tool
cleaning nozzles 9a, 9b. When passing through the film,
the tapered portion 3a and flange portion 3b of the tool
3 are cleaned by the spouted coolant 30, which removes
foreign matter, such as swarf, adhered to the tapered
portion 3a and the flange portion 3b. Next, the tool is
selected, and the spout of the coolant is finished after
the rotation of the turret 4 or magazine 20.
[0035] When the coolant 30 is spouted from the tool
cleaning nozzles 9a, 9b in conjunction with the rotation
of the turret 4 or magazine 20 for tool selection as de-
scribed above, the cleaning process is carried out each
time the tool is selected. Therefore, not only the tool 3 to
be used but also the standby tool 3 accommodated in
the turret 4 or magazine 20 is subjected to the cleaning
process. Consequently, the swarf and the like, which are
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adhered to the tapered portion 3a and the flange portion
3b in the turret 4 or magazine 20 during the standby pe-
riod, are also cleaned up and removed before bond
strength thereof increases.
[0036] Furthermore, the rotation of the turret 4 or mag-
azine 20 does not have to be made during the tool se-
lecting period. On the contrary, the tool 3 may be regularly
or voluntarily cleaned by rotating the turret 4 or the mag-
azine 20 regularly or voluntarily to spout the coolant 30
from the tool cleaning nozzles 9a, 9b. Although the cool-
ant 30 is spouted from the tool cleaning nozzles 9a, 9b
in the aforementioned embodiments, fluid, such as air,
may be spouted in place of the coolant 30. In addition,
the tool cleaning nozzles 9a, 9b are so arranged as to
sandwich the spindle on the both sides thereof, and the
coolant or the air is spouted toward the tool passing below
the spindle.

Claims

1. A tool changing device for a machine tool, compris-
ing:

a turret or magazine (4, 20) for holding a plurality
of tools (3) to be used changeably in the machine
tool; and
a nozzle (9a) for spouting coolant (30) or air to-
ward a region where a tool is held by said turret
or magazine (4, 20);
the turret or magazine (4, 20) being supported
about an axis of rotation so that the nozzle (9a)
spouts coolant (30) or air toward a region where
tools (3) held by said turret or magazine (4, 20)
pass in rotation of said turret or magazine (4,
20) about said axis of rotation;

characterised in that:

a plurality of nozzles (9a, 9b) is provided, with
the nozzles (9a, 9b) being located at both sides
of a spindle (6) of the machine tool to have po-
sitions and postures such that the coolant (30)
or air spouted from each nozzle (9a, 9b) is di-
rected toward a region where tapered portions
(3a) of the tools (3) held by said turret or mag-
azine (4, 20) pass in rotation of said turret or
magazine (4, 20).

2. A tool changing device for a machine tool according
to claim 1, wherein the nozzles (9a, 9b) have posi-
tions and postures such that the coolant (30) or air
spouted from each nozzle (9a, 9b) is directed toward
a region where the tapered portions (3a) and also
flange portions (3b) of the tools (3) held by said turret
or magazine (4, 20) pass in rotation of said turret or
magazine (4, 20).

3. A tool cleaning method for cleaning tools (3) held by
a turret or magazine (4, 20) of a tool changing device,
comprising:

providing a nozzle (9a) for spouting coolant (30)
or air toward a region where a tool is held by the
turret or magazine (4, 20), the turret or magazine
(4, 20) holding a plurality of tools (3) and rotating
about a support axis; and
spouting the coolant (30) or air from said nozzle
(9a) while the turret or magazine (4, 20) is rotat-
ed about said support axis, so that the tools (3)
are cleaned by subjecting the tools (3) to the
spouted coolant (30) or air when the tools (3)
pass the region toward which the coolant (30)
or air is spouted;

characterised in that said coolant (30) or air is
spouted from a plurality of nozzles (9a, 9b) located
at both sides of a spindle (6) of the machine tool, in
directions to clean tapered portions (3a) of the tools
(3).

4. A tool cleaning method according to claim 3, wherein
the spouting of the coolant (30) or air is performed
so that the tapered portions (3a) and also flange por-
tions (3b) of the tools (3) are cleaned by subjecting
the tools (3) to the spouted coolant (30) or air when
the tools (3) pass the region toward which the coolant
(30) or air is spouted.

5. A tool cleaning method according to claim 3 or 4,
wherein the spouting of the coolant (30) or air is per-
formed when the turret or magazine (4, 20) is rotated
for selecting a tool (3) to be used.

Patentansprüche

1. Werkzeugwechselvorrichtung für eine Werkzeug-
maschine, umfassend:

einen Revolverkopf oder ein Magazin (4, 20)
zum Halten einer Mehrzahl von Werkzeugen
(3), die in der Werkzeugmaschine wechselbar
verwendet werden sollen; und
eine Düse (9a) zum Herausspritzen von Kühl-
mittel (30) oder Luft auf einen Bereich, in dem
ein Werkzeug von dem Revolverkopf oder Ma-
gazin (4, 20) gehalten wird;

wobei der Revolverkopf oder das Magazin (4, 20)
um eine Rotationsachse gehalten werden, so dass
die Düse (9a) Kühlmittel (30) oder Luft in einen Be-
reich spritzt, den Werkzeuge (3), die von dem Re-
volverkopf oder Magazin (4, 20) gehalten werden,
bei der Rotation des Revolverkopfes oder Magazins
(4, 20) um die Rotationsachse durchqueren;
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dadurch gekennzeichnet, dass:

eine Mehrzahl Düsen (9a, 9b) bereitgestellt
wird, die sich auf beiden Seiten einer Welle (6)
der Werkzeugmaschine an derartigen Positio-
nen und in derartigen Haltungen befinden, dass
das Kühlmittel (30) oder die Luft, das (die) aus
jeder Düse (9a, 9b) hervorgespritzt wird, in einen
Bereich gerichtet ist, den spitz zulaufende Ab-
schnitte (3a) der Werkzeuge (3), die von dem
Revolverkopf oder Magazin (4, 20) gehalten
werden, bei der Rotation des Revolverkopfes
oder Magazins (4, 20) durchqueren.

2. Werkzeugwechselvorrichtung für eine Werkzeug-
maschine nach Anspruch 1, wobei die Düsen (9a,
9b) derartige Positionen und Haltungen haben, dass
das Kühlmittel (30) oder die Luft, das (die) aus jeder
Düse (9a, 9b) hervorgespritzt wird, in einen Bereich
gerichtet ist, den die spitz zulaufenden Abschnitte
(3a) und zudem Flanschabschnitte (3b) der Werk-
zeuge (3), die von dem Revolverkopf oder Magazin
(4, 20) gehalten werden, bei der Rotation des Re-
volverkopfes oder Magazins (4, 20) durchqueren.

3. Werkzeugreinigungsverfahren zum Reinigen von
Werkzeugen (3), die von einem Revolverkopf oder
Magazin (4, 20) einer Werkzeugwechselvorrichtung
gehalten werden, umfassend:

Bereitstellen einer Düse (9a) zum Heraussprit-
zen von Kühlmittel (30) oder Luft auf einen Be-
reich, in dem ein Werkzeug von dem Revolver-
kopf oder Magazin (4, 20) gehalten wird, wobei
der Revolverkopf oder das Magazin (4, 20) eine
Mehrzahl Werkzeuge (3) hält und sich um eine
Halteachse dreht; und
Herausspritzen von Kühlmittel (30) oder Luft aus
der Düse (9a), während der Revolverkopf oder
das Magazin (4, 20) um die Halteachse gedreht
wird, so dass die Werkzeuge (3) gereinigt wer-
den durch Aussetzen der Werkzeuge (3) dem
herausgespritzten Kühlmittel (30) oder der her-
ausgespritzten Luft, durchqueren die Werkzeu-
ge (3) den Bereich, in den das Kühlmittel (30)
oder die Luft gespritzt wird; dadurch gekenn-
zeichnet, dass das Kühlmittel (30) oder die Luft
aus einer Mehrzahl Düsen (9a, 9b), die sich auf
beiden Seiten einer Welle (6) der Werkzeugma-
schine befinden, hervorgespritzt wird in derarti-
ge Richtungen, dass spitz zulaufende Abschnit-
te (3a) der Werkzeuge (3) gereinigt werden.

4. Werkzeugreinigungsverfahren nach Anspruch 3,
wobei das Herausspritzen von Kühlmittel (30) oder
Luft derart erfolgt, dass die spitz zulaufenden Ab-
schnitte (3a) und zudem Flanschabschnitte (3b) der
Werkzeuge (3) gereinigt werden, indem die Werk-

zeuge (3) dem hervorgespritzten Kühlmittel (30)
oder der hervorgespritzten Luft ausgesetzt werden,
wenn die Werkzeuge (3) den Bereich durchqueren,
in den das Kühlmittel (30) oder die Luft gespritzt wird.

5. Werkzeugreinigungsverfahren nach Anspruch 3
oder 4, wobei das Hervorspritzen des Kühlmittels
(30) oder der Luft erfolgt, wenn der Revolverkopf
oder das Magazin (4, 20) gedreht wird zum Auswäh-
len eines Werkzeugs (3), das verwendet werden soll.

Revendications

1. Dispositif de changement d’outil pour un machine-
outil, comprenant :

une tourelle ou magasin (4, 20) pour retenir une
pluralité d’outils (3) à utiliser d’une manière
échangeable dans la machine-outil ; et
une buse (9a) pour projeter de l’agent de refroi-
dissement (30) ou de l’air vers une région dans
laquelle un outil est retenu par ladite tourelle ou
magasin (4, 20) ;
la tourelle ou magasin (4, 20) étant supportée
autour d’un axe de rotation de telle sorte que la
buse (9a) projette de l’agent de refroidissement
(30) ou de l’air vers une région dans laquelle les
outils (3) retenus par ladite tourelle ou magasin
(4, 20) passent lors de la rotation de ladite tou-
relle ou magasin (4, 20) autour dudit axe de
rotation ;

caractérisé en ce que:

une pluralité de buses (9a, 9b) est réalisée, les
buses (9a, 9b) se situant aux deux côtés d’une
broche (6) de la machine-outil pour avoir des
positions et des postures de façon que l’agent
de refroidissement (30) ou l’air projeté de cha-
que buse (9a, 9b) soit dirigé vers une région où
des portions diminuées (3a) des outils (3) rete-
nus par ladite tourelle ou magasin (4, 20) pas-
sent en rotation de ladite tourelle ou magasin
(4, 20).

2. Dispositif de changement d’outil pour une machine-
outil selon la revendication 1, où les buses (9a, 9b)
ont des positions et postures de façon que l’agent
de refroidissement (30) ou l’air projeté de chaque
buse (9a, 9b) soit dirigé vers une région où les por-
tions diminuées (3a) et également des portions de
bride (3b) des outils (3) retenus par ladite tourelle ou
magasin (4, 20) passent en rotation de ladite tourelle
ou magasin (4, 20).

3. Procédé de nettoyage d’outil pour nettoyer des outils
(3) retenus par une tourelle ou magasin (4, 20) d’un
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dispositif de changement d’outil, comprenant :

la réalisation d’une buse (9a) pour projeter de
l’agent de refroidissement (30) ou de l’air vers
une région où un outil est retenu par la tourelle
ou magasin (4, 20), la tourelle ou magasin (4,
20) retenant une pluralité d’outils (3) et tournant
autour d’un axe de support ; et
la projection de l’agent de refroidissement (30)
ou de l’air de ladite buse (9a) pendant que la
tourelle ou magasin (4, 20) tourne autour dudit
axe de support, de sorte que les outils (3) sont
nettoyés en soumettant les outils (3) à l’agent
de refroidissement (30) ou à l’air projeté lorsque
les outils (3) passent dans la région vers laquelle
l’agent de refroidissement (30) ou l’air est
projeté ;

caractérisé en ce que ledit agent de refroidisse-
ment (30) ou l’air est projeté d’une pluralité de buses
(9a, 9b) situées des deux côtés d’une broche (6) de
la machine-outil, dans des directions pour nettoyer
des portions diminuées (3a) des outils (3).

4. Procédé de nettoyage d’outil selon la revendication
3, où la projection de l’agent de refroidissement (30)
ou de l’air est exécutée de telle sorte que les portions
diminuées (3a) et également les portions de bride
(3b) des outils (3) sont nettoyées en soumettant les
outils (3) à l’agent de refroidissement projeté (30) ou
à l’air lorsque les outils (3) passent dans la région
vers laquelle l’agent de refroidissement (30) ou l’air
est projeté.

5. Procédé de nettoyage d’outil selon la revendication
3 ou 4, où la projection de l’agent de refroidissement
(30) ou de l’air est exécutée lorsque la tourelle ou
magasin (4, 20) est amenée à tourner pour sélec-
tionner un outil (3) à utiliser.
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