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Description

FIELD OF THE DISCLOSURE

[0001] The present disclosure relates to a boot assem-
bly for use with a constant velocity joint assembly of a
vehicle.

BACKGROUND OF THE DISCLOSURE

[0002] Constant velocity joints are widely used in motor
vehicles and are commonly enclosed with a boot. The
constant velocity joint boot is a well-known device that is
used to enclose an end of the constant velocity joint to
prevent the migration of dirt, debris and/or moisture into
the joint while keeping lubricant within the joint. Boots
can be made from flexible materials including plastic and
elastomeric materials.
[0003] One specific type of constant velocity joint boot
is a convoluted boot. The convolutions of the boot are
axially spaced annular convolutions or folds that extend
between two attachment portions used to attach the boot
to two separate components of the constant velocity joint.
Additionally, the convolutions allow the boot to flex when
the constant velocity joint is articulated.
[0004] Exemplary joints are known from e.g. EP 2 123
926 A1, GB 2 000 573 A and GB 2 323 641 A. A conven-
tional constant velocity joint includes an inner race, an
outer race, a plurality of balls and a cage. The constant
velocity joint boot can be connected to the outer race and
a shaft that is connected to the inner race of the constant
velocity joint. When the constant velocity joint rotates at
high speeds and experiences high temperature condi-
tions, the boot can experience a circumferential load due
to an increase in pressure within the joint. Additionally,
the boot of the constant velocity joint experiences a cir-
cumferential load due to the movement and thermal ex-
pansion of a lubricating fluid contained within the joint.
This circumferential load can cause the convolutions of
the boot to become radially inverted causing an amount
of unwanted deformation within the structure of the boot
thereby decreasing the overall life and durability of the
boot.
[0005] It would therefore be advantageous to develop
a constant velocity joint boot that will inhibit the ability of
the convolutions of the boot to radially invert when in
operation thereby increasing the overall life and durability
of the joint.

SUMMARY OF THE DISCLOSURE

[0006] The present disclosure relates to a joint assem-
bly for a motor vehicle. The joint assembly includes an
inner race, an outer race, one or more torque transfer
elements and a cage that is interposed between the outer
race and the inner race of the joint. An axially outermost
end of the second end portion of the outer race has a
stepped portion having a chamfer portion that circumfer-

entially extends along at least a portion of an outer sur-
face of the axially outermost end of the second end por-
tion of the outer race.
[0007] The joint assembly further includes a flexible
boot having an inner surface, an outer surface, a first end
portion, a second end portion and an intermediate portion
interposed between the first and second end portions of
the flexible boot. At least a portion of an attachment por-
tion of the first end portion of the flexible boot is connected
to at least a portion of the outer surface of a second end
portion of the outer race. A first shoulder portion connects
the attachment portion of the first end portion of the flex-
ible boot to a first valley of the intermediate portion of the
flexible boot.
[0008] Integrally connected to at least a portion of the
inner surface of the flexible boot is an adapter having a
radially outboard end, a radially inboard end, a first side,
a second side, a radially outboard portion and a radially
inboard portion. Circumferentially extending from at least
a portion of the first side of the radially outboard portion
of the adapter is an outer race mating portion. The outer
race mating portion of the adapter is of a size and a shape
that is complementary to the stepped portion and the
chamfer portion of the axially outermost end of the sec-
ond end portion of the outer race.
[0009] Extending radially inboard from and adjacent to
the outer race mating portion of the adapter is a substan-
tially disc-shaped portion of the adapter. The first side of
the substantially disc-shaped portion of the adapter has
a shape that is complementary to and is in direct contact
with the axially outermost end of the second end portion
of the outer race. Additionally, the second side of the
adapter has a shape that is complementary to the inner
surface of the portion of the first shoulder portion of the
flexible boot connecting the attachment portion to the first
valley of the flexible boot. A t least a portion of the radially
outboard end of the adapter and/or the second side of
the adapter is integrally connected to at least a portion
of the inner surface of said flexible boot.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] The above, as well as other advantages of the
present disclosure, will become readily apparent to those
skilled in the art from the following detailed description
when considered in the light of the accompanying draw-
ings in which:

FIG. 1 is a schematic top-plan view of a vehicle hav-
ing one or more constant velocity joint boot assem-
blies according to an embodiment of the disclosure;
FIG. 2 is a schematic top-plan view of the vehicle
illustrated in FIG. 1 according to an alternative em-
bodiment of the disclosure where the vehicle has
one or more constant velocity joint boot assemblies
according to an embodiment of the disclosure;
FIG. 3 is a schematic top-plan view of another vehicle
having one or more constant velocity joint boot as-
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semblies according to an embodiment of the disclo-
sure;
FIG. 4 is a schematic top-plan view of the vehicle
illustrated in FIG. 3 according to an alternative em-
bodiment of the disclosure where the vehicle has
one or more constant velocity joint boot assemblies
according to an embodiment of the disclosure;
FIG. 5 is a cut-away schematic side-view of a joint
assembly having a boot assembly according to an
embodiment of the disclosure;
FIG. 5A is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIG. 5 of the
disclosure;
FIG. 5B is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 5 and
5A of the disclosure;
FIG. 5C is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 5-5B
of the disclosure;
FIG. 6 is a cut-away schematic side-view of a portion
of the boot assembly of the joint assembly illustrated
in FIGS. 5-5C of the disclosure according to an al-
ternative embodiment of the disclosure;
FIG. 7 is a cut-away schematic side-view of the boot
assembly of the joint assembly illustrated in FIGS.
5-6 of the disclosure according to another embodi-
ment of the disclosure;
FIG. 7A is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIG. 7 of the
disclosure;
FIG. 7B is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 7 and
7A of the disclosure;
FIG. 8 is a cut-away schematic side-view of the boot
assembly illustrated in FIGS. 7-7B of the disclosure
according to an alternative embodiment of the dis-
closure;
FIG. 9 is a cut-away schematic side-view of the joint
assembly illustrated in FIGS. 5-6 having the boot as-
sembly illustrated in FIGS. 5-8 according to yet an-
other embodiment of the disclosure;
FIG. 9A is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIG. 9 of the
disclosure;
FIG. 9B is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 9 and
9A of the disclosure;
FIG. 10 is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 9-9B
according to a further embodiment of the disclosure;
FIG. 11 is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 9-10
according to still another embodiment of the disclo-
sure;
FIG. 12 is a cut-away schematic side-view a portion
of the boot assembly illustrated in FIGS. 9-11 ac-
cording to still yet embodiment of the disclosure;
FIG. 12A cut-away schematic side-view a portion of

the boot assembly illustrated in FIG. 12 of the dis-
closure;
FIG. 12B is a schematic perspective view of an
adapter of the boot assembly illustrated in FIGS. 12
and 12A of the disclosure; and
FIG. 13 is a cut-away schematic side-view of a por-
tion of the boot assembly illustrated in FIGS. 12-12B
of the disclosure according to still yet another em-
bodiment of the disclosure.

DETAILED DESCRIPTION OF THE DISCLOSURE

[0011] It is to be understood that the invention may
assume various alternative orientations and step se-
quences, except where expressly specified to the con-
trary. It is also to be understood that the specific devices
and processes illustrated in the attached drawings, and
described in the following specification are simply exem-
plary embodiments of the inventive concepts defined in
the appended claims. Hence, specific dimensions, direc-
tions or other physical characteristics relating to the em-
bodiments disclosed are not to be considered as limiting,
unless the claims expressly state otherwise.
[0012] It is within the scope of this disclosure, and as
a non-limiting example, that the constant velocity joint
boot assembly disclosed herein may be used in automo-
tive, off-road vehicle, all-terrain vehicle, construction,
structural, marine, aerospace, locomotive, military, ma-
chinery, robotic and/or consumer product applications.
Additionally, as a non-limiting example, the constant ve-
locity joint boot assembly disclosed herein may also be
used in passenger vehicle, electric vehicle, hybrid vehi-
cle, commercial vehicle, autonomous vehicles, semi-au-
tonomous vehicles and/or heavy vehicle applications.
[0013] FIG. 1 is a schematic top-plan view of a vehicle
2 having one or more constant velocity joint boot assem-
blies according to an embodiment of the disclosure. The
vehicle 2 has an engine 4 which is drivingly connected
to a transmission 6. As non-limiting example, the engine
4 of the vehicle 2 can be an internal combustion engine,
an external combustion engine, an electric motor, a
steam turbine and/or a gas turbine. A transmission output
shaft 8 is then drivingly connected to an end of the trans-
mission 6 opposite the engine 4. The transmission 6 is
a power management system which provides controlled
application of the rotational energy generated by the en-
gine 4 by means of a gearbox.
[0014] The transmission output shaft 8 is drivingly con-
nected to a transfer case input shaft 10 which in turn is
drivingly connected to a transfer case 12. The transfer
case 12 is used to selectively transfer the rotational power
from the transmission 6 of the vehicle 2 to a front axle
system 14 and a rear tandem axle system 16 by utilizing
a series of gears and drive shafts. The transfer case 12
includes a first transfer case output shaft 18 and a second
transfer case output shaft 20.
[0015] A first shaft 22 extends from the first transfer
case output shaft 18 to the front axle system 14 thereby
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drivingly connecting the transfer case 12 to the front axle
system 14 of the vehicle 2. In a non-limiting example, the
first shaft 22 is a drive shaft, a prop shaft, a Cardan shaft,
a double cardan shaft, a universal joint shaft or a univer-
sal coupling shaft. A first end portion 24 of the first shaft
22 is drivingly connected to an end of the first transfer
case output shaft 18 opposite the transfer case 12 via a
first, first shaft joint assembly 26. As illustrated in FIG. 1
of the disclosure, a second end 28 of the first shaft 22 is
drivingly connected to a second, first shaft joint assembly
30.
[0016] Drivingly connected to an end of the second,
first shaft joint assembly 30 opposite the first shaft 22 is
a front axle input shaft 32. As a non-limiting example, the
front axle input shaft 32 is a front differential input shaft,
a coupling shaft, stub shaft or a front differential pinion
shaft. Drivingly connected to an end of the front axle input
shaft 32 opposite the first shaft 22 is a front axle differ-
ential 34. The front axle differential 34 is a set of gears
that allows the outer drive wheel(s) of the wheeled vehicle
2 to rotate at a faster rate that the inner drive wheel(s).
The rotational power is transmitted through the front axle
system 14 as described in more detail below.
[0017] The front axle system 14 further includes a first
front axle half shaft 36 and a second front axle half shaft
38. The first front axle half shaft 36 extends substantially
perpendicular to the front axle input shaft 32. A first end
portion 40 of the first front axle half shaft 36 is drivingly
connected to a first front axle wheel assembly 42 and a
second end portion 44 of the first front axle half shaft 36
is drivingly connected to a side of the front axle differential
34. As a non-limiting example, the second end portion
44 of the first front axle half shaft 36 is drivingly connected
to a front differential side gear, a separate stub shaft, a
separate coupling shaft, a first front axle differential out-
put shaft, a first front axle half shaft disconnect system
and/or a shaft that is formed as part of a front differential
side gear.
[0018] Extending substantially perpendicular to the
front axle system input shaft 32 is the second front axle
half shaft 38. A first end portion 50 of the second front
axle half shaft 38 is drivingly connected to a second front
axle wheel assembly 52 and a second end portion 54 of
the second front axle half shaft 38 is drivingly connected
to a side of the front axle differential 34 opposite the first
front axle half shaft 36. As a non-limiting example, the
second end portion 54 of the second front axle half shaft
38 is drivingly connected to a front differential side gear,
a separate stub shaft, a separate coupling shaft, a second
front axle differential output shaft, a second front axle
half shaft disconnect system and/or a shaft that is formed
as part of a front differential side gear.
[0019] An end of the second transfer case output shaft
20 is drivingly connected to an end of the transfer case
12 opposite the transfer case input shaft 10. A second
shaft 60 extends from the second transfer case output
shaft 20 toward a forward tandem axle system 62 of the
rear tandem axle system 16 of the vehicle 2. In a non-

limiting example, the second shaft 60 is a drive shaft, a
prop shaft, a Cardan shaft, a double cardan shaft, a uni-
versal joint shaft or a universal coupling shaft. A first end
portion 64 of the second shaft 60 is drivingly connected
to an end of the second transfer case output shaft 20
opposite the transfer case 12 via a first, second shaft
joint assembly 66. As illustrated in FIG. 1 of the disclo-
sure, a second end portion 68 of the second shaft 60 is
drivingly connected to a second, second shaft joint as-
sembly 70.
[0020] Drivingly connected to an end of the second,
second shaft joint assembly 70 opposite the second shaft
60 is a forward tandem axle system input shaft 72. An
end of the forward tandem axle system input shaft 72
opposite the second, second shaft joint assembly 70 is
drivingly connected to an inter-axle differential 74 of the
forward tandem axle system 62 of the vehicle 2. The inter-
axle differential 74 is a device that divides the rotational
power generated by the engine 4 between the axles of
the rear tandem axle system of the vehicle 2. As it can
be by referencing FIG. 1 of the disclosure, the forward
tandem axle system input shaft 72 drivingly connects the
transfer case 12 to the inter-axle differential 74 of the
forward tandem axle system 62 of the vehicle 2. I n ac-
cordance with an embodiment of the disclosure and as
a non-limiting example, the forward tandem axle system
input shaft 72 is a drive shaft, a stub shaft, a coupling
shaft, a forward tandem axle system input shaft, a pinion
gear shaft or an inter-axle differential pinion gear shaft.
The rotational power is transmitted through the forward
tandem axle system 62 as described in more detail below.
[0021] As illustrated in FIG. 1 of the disclosure, the
inter-axle differential 74 is drivingly connected to a for-
ward tandem axle differential 76 and a forward tandem
axle system output shaft 78. The forward tandem axle
differential 76 is a set of gears that allows the outer drive
wheel(s) of a wheeled vehicle 2 to rotate at a faster rate
than the inner drive wheel(s).
[0022] The forward tandem axle system 62 further in-
cludes the use of a first forward tandem axle half shaft
80 and a second forward tandem axle half shaft 82. The
first forward tandem axle half shaft 80 extends substan-
tially perpendicular to the second shaft 60. A first end
portion 84 of the first forward tandem axle half shaft 80
is drivingly connected to a first forward tandem axle wheel
assembly 86 and a second end portion 88 of the first
forward tandem axle half shaft 80 is drivingly connected
to a side of the forward tandem axle differential 76. As a
non-limiting example, the second end portion 88 of the
first forward tandem axle half shaft 80 is drivingly con-
nected to a forward tandem axle differential side gear, a
separate stub shaft, a separate coupling shaft, a first for-
ward tandem axle differential output shaft, a first forward
tandem axle half shaft disconnect system and/or a shaft
that is formed as part of a forward tandem axle differential
side gear.
[0023] Extending substantially perpendicular with the
second shaft 60 is the second forward tandem axle half
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shaft 82. A first end portion 94 of the second forward
tandem axle half shaft 82 is drivingly connected to a sec-
ond forward tandem axle wheel assembly 96. As illus-
trated in FIG. 1 of the disclosure, a second end portion
98 of the second forward tandem axle half shaft 82 is
drivingly connected to a side of the forward tandem axle
differential 76 opposite the first forward tandem axle half
shaft 80. As a non-limiting example, the second end por-
tion 98 of the second forward tandem axle half shaft 82
is drivingly connected to a forward tandem axle differen-
tial side gear, a separate stub shaft, a separate coupling
shaft, a second forward tandem axle differential output
shaft, a second forward tandem axle half shaft disconnect
system and/or a shaft that is formed as part of a forward
tandem axle differential side gear.
[0024] One end of the forward tandem axle system out-
put shaft 78 is drivingly connected to a side of the inter-
axle differential 74 opposite the second shaft 60. Driv-
ingly connected to an end of the forward tandem axle
system output shaft 78 opposite the inter-axle differential
74 is a first, third shaft joint assembly 100. An end of the
first, third shaft joint assembly 100 opposite the forward
tandem axle output shaft 100 is a first end portion 102 of
a third shaft 104. The third shaft 104 extends from the
forward tandem axle system 62 toward a rear tandem
axle system 106 of the vehicle 2. As a non-limiting ex-
ample, the third shaft 104 is a drive shaft, a prop shaft,
a Cardan shaft, a double cardan shaft, a universal joint
shaft or a universal coupling shaft. A second end portion
108 of the third shaft 104 is drivingly connected to a sec-
ond, third shaft joint assembly 110.
[0025] Drivingly connected to an end of the second,
third shaft coupling assembly 110 is a rear tandem axle
system input shaft 112. An end of the rear tandem axle
system input shaft 112 opposite the second, third shaft
coupling assembly 110 is drivingly connected to a rear
tandem axle differential 114 of the rear tandem axle sys-
tem 106 of the vehicle 2. The rear tandem axle differential
115 is a set of gears that allows the outer drive wheel(s)
of a wheeled vehicle 2 to rotate at a faster rate than the
inner drive wheel(s). As it can be seen by referencing
FIG. 1 of the disclosure, the rear tandem axle system
input shaft 112 drivingly connects the inter-axle differen-
tial 74 to the rear tandem axle differential 114 of the rear
tandem axle system 106 of the vehicle 2. The rotational
power is transmitted through the rear tandem axle system
106 as described in more detail below.
[0026] The rear tandem axle system 106 further in-
cludes the use of a first rear tandem axle half shaft 116
and a second rear tandem axle half shaft 118. The first
rear tandem axle half shaft 116 extends substantially per-
pendicular to the rear tandem axle system input shaft
112. A first end portion 120 of the first rear tandem axle
half shaft 116 is drivingly connected to a first rear tandem
axle wheel assembly 122 and a second end portion 124
of the first rear tandem axle half shaft 116 is drivingly
connected to a side of the rear tandem axle differential
114. As a non-limiting example, the second end portion

124 of the first rear tandem axle half shaft 116 is drivingly
connected to a rear tandem axle differential side gear, a
separate stub shaft, a separate coupling shaft, a first rear
tandem axle differential output shaft, a first rear tandem
axle half shaft disconnect system and/or a shaft that is
formed as part of a rear tandem axle differential side gear.
[0027] Extending substantially perpendicularly with
the rear tandem axle system input shaft 112 is the second
rear tandem axle half shaft 118. A first end portion 126
of the second rear tandem axle half shaft 118 is drivingly
connected to a second rear tandem axle wheel assembly
128. As illustrated in FIG. 1 of the disclosure, a second
end portion 130 of the second rear tandem axle half shaft
118 is drivingly connected to a side of the rear tandem
axle differential 114 opposite the first rear tandem axle
half shaft 116. As a non-limiting example, the second end
portion 130 of the second rear tandem axle half shaft 118
is drivingly connected to a rear tandem axle differential
side gear, a separate stub shaft, a separate coupling
shaft, a second rear tandem axle differential output shaft,
a second rear tandem axle half shaft disconnect system
and/or a shaft that is formed as part of a rear tandem
axle differential side gear.
[0028] According to an embodiment of the disclosure
and as a non-limiting example, the joint assemblies 26,
66 and/or 100 of the vehicle 2 may be a universal cou-
pling, a U-joint, a cardan joint, a double cardan joint, a
Spicer joint, a Hardy Spicer Joint or a Hooke’s joint. Ad-
ditionally, according to an embodiment of the disclosure
and as a non-limiting example, the joint assemblies 30,
70 and/or 110 of the vehicle 2 are a direct pinion mount
constant velocity joint, a fixed direct pinion mount sliding
ball type constant velocity joint, a direct pinion mount
plunging cross groove sliding ball type constant velocity
joint, a direct pinion mount double offset plunging con-
stant velocity joint or a direct pinion mount tripod type
constant velocity joint. It is within the scope of this dis-
closure that the joint assemblies 30, 70 and/or 110 of the
vehicle 2 may include a boot assembly according to an
embodiment of the disclosure.
[0029] FIG. 2 is a schematic top-plan view of the vehi-
cle 2 illustrated in FIG. 1 according to an alternative em-
bodiment of the disclosure. The vehicle 2 illustrated in
FIG. 2 of the disclosure is the same as the vehicle 2
illustrated in FIG. 1, except where specifically noted be-
low. As illustrated in FIG. 2 of the disclosure, the vehicle
2 does not include the transfer case 12. As a result, an
end of the transmission output shaft 8 opposite the trans-
mission 6 is drivingly connected to the end of the first,
second shaft joint assembly 66 opposite the second shaft
60.
[0030] FIG. 3 is a schematic top-plan view of another
vehicle 200 having one or more constant velocity joint
boot assemblies according to an embodiment of the dis-
closure. The vehicle 200 has an engine 204 which is driv-
ingly connected to a transmission 206. As non-limiting
example, the engine 204 of the vehicle 200 can be an
internal combustion engine, an external combustion en-
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gine, an electric motor, a steam turbine and/or a gas tur-
bine. A transmission output shaft 208 is then drivingly
connected to an end of the transmission 204 opposite
the engine 204. The transmission 206 is a power man-
agement system which provides controlled application
of the rotational energy generated by the engine 204 by
means of a gearbox.
[0031] The transmission output shaft 208 is drivingly
connected to a transfer case input shaft 210 which in turn
is drivingly connected to a transfer case 212. The transfer
case 212 is used to selectively transfer the rotational pow-
er from the transmission 206 of the vehicle 200 to a front
axle system 214 and a rear axle system 216 by utilizing
a series of gears and drive shafts. The transfer case 212
includes a first transfer case output shaft 218 and a sec-
ond transfer case output shaft 220.
[0032] A first shaft 222 extends from the first transfer
case output shaft 218 to the front axle system 214 thereby
drivingly connecting the transfer case 212 to the front
axle system 214 of the vehicle 200. In a non-limiting ex-
ample, the first shaft 222 is a drive shaft, a prop shaft, a
Cardan shaft, a double cardan shaft, a universal joint
shaft or a universal coupling shaft. A first end portion 224
of the first shaft 222 is drivingly connected to an end of
the first transfer case output shaft 218 opposite the trans-
fer case 212 via a first, first shaft joint assembly 226. As
illustrated in FIG. 3 of the disclosure, a second end 228
of the first shaft 222 is drivingly connected to a second,
first shaft joint assembly 230.
[0033] Drivingly connected to an end of the second,
first shaft joint assembly 230 opposite the first shaft 222
is a front axle input shaft 232. As a non-limiting example,
the front axle input shaft 232 is a front differential input
shaft, a coupling shaft, stub shaft or a front differential
pinion shaft. Drivingly connected to an end of the front
axle input shaft 232 opposite the first shaft 222 is a front
axle differential 234. The front axle differential 234 is a
set of gears that allows the outer drive wheel(s) of the
wheeled vehicle 200 to rotate at a faster rate that the
inner drive wheel(s). The rotational power is transmitted
through the front axle system 214 as described in more
detail below.
[0034] The front axle system 214 further includes a first
front axle half shaft 236 and a second front axle half shaft
238. The first front axle half shaft 236 extends substan-
tially perpendicular to the front axle input shaft 232. A
first end portion 240 of the first front axle half shaft 236
is drivingly connected to a first front axle wheel assembly
242 and a second end portion 244 of the first front axle
half shaft 236 is drivingly connected to a side of the front
axle differential 234. As a non-limiting example, the sec-
ond end portion 244 of the first front axle half shaft 236
is drivingly connected to a front differential side gear, a
separate stub shaft, a separate coupling shaft, a first front
axle differential output shaft, a first front axle half shaft
disconnect system and/or a shaft that is formed as part
of a front differential side gear.
[0035] Extending substantially perpendicular to the

front axle system input shaft 232 is the second front axle
half shaft 238. A first end portion 250 of the second front
axle half shaft 238 is drivingly connected to a second
front axle wheel assembly 252 and a second end portion
254 of the second front axle half shaft 238 is drivingly
connected to a side of the front axle differential 234 op-
posite the first front axle half shaft 236. As a non-limiting
example, the second end portion 254 of the second front
axle half shaft 238 is drivingly connected to a front differ-
ential side gear, a separate stub shaft, a separate cou-
pling shaft, a second front axle differential output shaft,
a second front axle half shaft disconnect system and/or
a shaft that is formed as part of a front differential side
gear.
[0036] An end of the second transfer case output shaft
220 is drivingly connected to an end of the transfer case
212 opposite the transfer case input shaft 210. A second
shaft 260 extends from the second transfer case output
shaft 220 toward the rear axle system 216 of the vehicle
200. In a non-limiting example, the second shaft 260 is
a drive shaft, a prop shaft, a Cardan shaft, a double
cardan shaft, a universal joint shaft or a universal cou-
pling shaft. A first end portion 262 of the second shaft
260 is drivingly connected to an end of the second trans-
fer case output shaft 220 opposite the transfer case 212
via a first, second shaft joint assembly 264. As illustrated
in FIG. 3 of the disclosure, a second end portion 266 of
the second shaft 260 is drivingly connected to a second,
second shaft joint assembly 268.
[0037] Drivingly connected to an end of the second,
second shaft joint assembly 268 opposite the second
shaft 260 is a rear axle system input shaft 270. An end
of the rear axle system input shaft 270 opposite the sec-
ond, second shaft joint assembly 268 is drivingly con-
nected to a rear axle differential 272 of the rear axle sys-
tem 216 of the vehicle 200. The rear axle differential 272
is a set of gears that allows the outer drive wheel(s) of a
wheeled vehicle 200 to rotate at a faster rate than the
inner drive wheel(s). As it can be by referencing FIG. 3
of the disclosure, the rear axle system input shaft 270
drivingly connects the transfer case 212 to the rear axle
differential 272 of the rear axle system 216 of the vehicle
2. In accordance with an embodiment of the disclosure
and as a non-limiting example, the rear axle system input
shaft 270 is a drive shaft, a stub shaft, a coupling shaft,
a rear axle system input shaft, a pinion gear shaft, a rear
axle differential pinion gear shaft and/or a rear axle dif-
ferential input shaft. The rotational power is transmitted
through the forward tandem axle system 216 as de-
scribed in more detail below.
[0038] The rear axle system 216 further includes the
use of a first rear axle half shaft 274 and a second rear
axle half shaft 276. The first rear axle half shaft 274 ex-
tends substantially perpendicular to the rear axle system
input shaft 270. A first end portion 278 of the first rear
axle half shaft 274 is drivingly connected to a first rear
axle wheel assembly 280 and a second end portion 282
of the first rear axle half shaft 274 is drivingly connected
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to a side of the rear axle differential 272. As a non-limiting
example, the second end portion 282 of the first rear axle
half shaft 274 is drivingly connected to a rear axle differ-
ential side gear, a separate stub shaft, a separate cou-
pling shaft, a first rear axle differential output shaft, a first
rear axle half shaft disconnect system and/or a shaft that
is formed as part of a rear axle differential side gear.
[0039] Extending substantially perpendicular with the
rear axle system input shaft 270 is the second rear axle
half shaft 276. A first end portion 284 of the second rear
axle half shaft 276 is drivingly connected to a second rear
axle wheel assembly 286. As illustrated in FIG. 3 of the
disclosure, a second end portion 288 of the second rear
axle half shaft 276 is drivingly connected to a side of the
rear axle differential 272 opposite the first rear axle half
shaft 274. As a non-limiting example, the second end
portion 288 of the second rear axle half shaft 276 is driv-
ingly connected to a rear axle differential side gear, a
separate stub shaft, a separate coupling shaft, a second
rear axle differential output shaft, a second rear axle half
shaft disconnect system and/or a shaft that is formed as
part of a rear axle differential side gear.
[0040] According to an embodiment of the disclosure
and as a non-limiting example, the joint assemblies 226
and/or 264 of the vehicle 200 may be a universal cou-
pling, a U-joint, a cardan joint, a double cardan joint, a
Spicer joint, a Hardy Spicer Joint or a Hooke’s joint. Ad-
ditionally, according to an embodiment of the disclosure
and as a non-limiting example, the joint assemblies 230
and/or 268 of the vehicle 200 are a direct pinion mount
constant velocity joint, a fixed direct pinion mount sliding
ball type constant velocity joint, a direct pinion mount
plunging cross groove sliding ball type constant velocity
joint, a direct pinion mount double offset plunging con-
stant velocity joint or a direct pinion mount tripod type
constant velocity joint. It is within the scope of this dis-
closure that the joint assemblies 230 and/or 268 of the
vehicle 200 may include a boot assembly according to
an embodiment of the disclosure.
[0041] FIG. 4 is a schematic top-plan view of the vehi-
cle 20 illustrated in FIG. 3 according to an alternative
embodiment of the disclosure. The vehicle 200 illustrated
in FIG. 4 of the disclosure is the same as the vehicle 200
illustrated in FIG. 3, except where specifically noted be-
low. As illustrated in FIG. 4 of the disclosure, the vehicle
200 does not include the transfer case 212. As a result,
an end of the transmission output shaft 208 opposite the
transmission 206 is drivingly connected to the end of the
first, second shaft joint assembly 264 opposite the sec-
ond shaft 260.
[0042] FIGS. 5-5C is a cut-away schematic side-view
of a joint assembly 300 according to an embodiment of
the disclosure. As illustrated in FIGS. 5-5C of the disclo-
sure, the joint assembly 300 has an outer race 302, an
inner race 304, one or more torque transfer elements 306
and a cage 308 containing the one or more torque trans-
fer elements 306. It is within the scope of this disclosure,
that the outer race 302 of the joint assembly 300 is made

of a rigid material, such as but not limited to, a steel com-
position. As a non-limiting example, the joint assembly
300 is a direct pinion mount constant velocity joint, a fixed
direct pinion mount sliding ball type constant velocity
joint, a direct pinion mount plunging cross groove sliding
ball type constant velocity joint, a direct pinion mount
double offset plunging constant velocity joint or a direct
pinion mount tripod type constant velocity joint.
[0043] The outer race 302 of the joint assembly 300
has a first end portion 310 and a second end portion 312.
At least a portion of the first end portion 310 of the outer
race 302 of the joint assembly 300 is connected to a shaft
314. According to an embodiment of the disclosure and
as a non-limiting example, at least a portion of the first
end portion 310 of the outer race 302 is integrally con-
nected to the shaft 314 by using one or more welds 316.
In accordance with an alternative embodiment of the dis-
closure (not shown) and as a non-limiting example, at
least a portion of the first end portion of the outer race is
connected to the shaft by using one or more mechanical
fasteners, one or more adhesives, a threaded connection
and/or a splined connection. As a non-limiting example
the shaft 114 is a drive shaft, a prop shaft, a Cardan shaft,
a double cardan shaft, a universal joint shaft or a univer-
sal coupling shaft.
[0044] The second end portion 312 of the outer race
302 has an inner surface 318 and an outer surface 320
defining a hollow portion 322 therein. Circumferentially
extending along at least a portion of the inner surface
318 of the second end portion 312 of the outer race 302
is one or more axially extending outer race torque transfer
element grooves 324.
[0045] At least partially disposed within the hollow por-
tion 322 of the second end portion 312 of the outer race
302 is the inner race 304 having an inner surface 326,
an outer surface 328, a first end portion 327 and a second
end portion 329. Circumferentially extending along at
least a portion of the outer surface 328 of the inner race
304 is one or more axially extending inner race torque
transfer element grooves 330. The one or more axially
extending inner race torque transfer element grooves
330 are complementary to the one or more axially ex-
tending outer race torque transfer element grooves 324.
As a non-limiting example, the inner race 304 of the joint
assembly 300 is made of a rigid material, such as but not
limited to, a steel composition.
[0046] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 5-5C, at least a portion of the
cage 308 is disposed between the inner surface 318 of
the second end portion 312 of the outer race 302 and the
outer surface 326 of the inner race 304 of the joint as-
sembly 300. The cage 308 has one or more torque trans-
fer element openings 332 extending from an inner sur-
face 334 to an outer surface 336 of the cage 308. It is
within the scope of this disclosure, that the cage 308 may
be made of a rigid material, such as but not limited to, a
steel composition.
[0047] The one or more torque transfer elements 306
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drivingly connect the inner race 304 to the outer race 302
of the joint assembly 300. At least a portion of the one or
more torque transfer elements 306 are disposed within
the one or more axially extending outer race torque trans-
fer element grooves 324, one or more axially extending
inner race torque transfer element grooves 330 and the
one or more torque transfer element openings 332 of the
cage 308. In accordance with an embodiment of the dis-
closure and as a non-limiting example, the one or more
torque transfer elements 306 are one or more ball bear-
ings.
[0048] Drivingly connected to at least a portion of the
inner surface 326 of the inner race 304 of the joint as-
sembly 300 is a drive sleeve 338 having an outer surface
340, a first end portion 342, a second end portion 344
and an intermediate portion 346 interposed between the
first and second end portions 342 and 344. The drive
sleeve 338 extends co-axially with the inner race 304 of
the joint assembly 300. Circumferentially extending
along at least a portion of the outer surface 340 of the
first end portion 342 of the drive sleeve 338 is a plurality
of axially extending splines 348. As illustrated in FIGS.
5-5C of the disclosure, the plurality of axially extending
splines 348 of the first end portion 342 of the drive sleeve
338 are complementary to and meshingly engaged with
a plurality of axially extending splines 350 circumferen-
tially extending from at least a portion of the inner surface
326 of the inner race 304. It is within the scope of this
disclosure, that the drive sleeve 338 of the joint assembly
300 is made of rigid material, such as but not limited to,
a steel composition.
[0049] Circumferentially extending along at least a por-
tion of the outer surface 340 of the first end portion 342
of the drive sleeve 338 is a drive sleeve snap-ring groove
352. In accordance with an embodiment of the disclosure
and as a non-limiting example, the drive sleeve snap-
ring groove 352 is disposed within the plurality of axially
extending splines 348 on the outer surface 340 of the
first end portion 342 of the drive sleeve 338. As illustrated
in FIGS. 5 and 5A of the disclosure, the drive sleeve
snap-ring groove 352 is complementary to an inner race
snap-ring groove 354 circumferentially extending along
at least a portion of the inner surface 326 of the first end
portion 327 of the inner race 304.
[0050] At least a portion of an inner race snap-ring 365
is disposed within the inner race snap-ring groove 354
and the drive sleeve snap-ring groove 352. The inner
race snap-ring 356 axially retains the drive sleeve 338
to the inner race 304 thereby preventing the drive sleeve
338 from disengaging from driving engagement with the
inner race 304 of the joint assembly 300.
[0051] According to an embodiment of the disclosure
illustrated in FIGS. 5 and 5A and as a non-limiting exam-
ple, the first end portion 342 of the drive sleeve 338 in-
cludes a hollow interior portion 358. In accordance with
this embodiment of the disclosure and as a non-limiting
example, the hollow interior portion 358 of the first end
portion 342 of the drive sleeve 338 is substantially cylin-

drical in shape. The substantially hollow portion 358 of
the first end portion 342 of the drive sleeve 338 reduces
the overall weight and costs associated with the joint as-
sembly 300.
[0052] Circumferentially extending along at least a por-
tion of the outer surface 340 of the intermediate portion
346 of the drive sleeve 338 is an abutment portion 360.
As best seen in FIG. 5 of the disclosure, the first end
portion 342 of the drive sleeve 338 has an outer diameter
OD1 that is less than an outer diameter OD2 of the abut-
ment portion 360 of the sleeve 338. Additionally, as illus-
trated in FIG. 5 of the disclosure, the outer diameter OD2
of the abutment portion 360 is greater than an outermost
diameter OD3 of the second end portion 344 of the drive
sleeve 338. In accordance with the embodiment of the
disclosure illustrated in FIG. 5 of the disclosure and as a
non-limiting example, the abutment portion 360 is dis-
posed adjacent to and is in direct contact with at least a
portion of the second end portion 329 of the inner race
304 of the joint assembly 300. It is within the scope of
this disclosure that the abutment portion 360 of the drive
sleeve 338 is hardened and/or heat-treated to increase
the overall life and durability of the drive sleeve 338. As
a non-limiting example, the abutment portion 360 of the
drive sleeve 338 is hardened and/or heat-treated by us-
ing one or more carburizing and/or induction hardening
processes.
[0053] A stepped portion 362 is disposed axially out-
board from and adjacent to the abutment portion 360 of
the intermediate portion 346 of the drive sleeve 338 of
the joint assembly 300. As illustrated in FIG. 5 of the
disclosure, the stepped portion 362 of the drive sleeve
338 has an outer diameter OD4 that is less than the outer
diameter OD2 of the abutment portion 360 of the drive
sleeve 338. Additionally, as illustrated in FIG. 5 of the
disclosure, the outer diameter OD4 of the stepped portion
362 of the drive sleeve 338 of the joint assembly 300 is
less than the outer most diameter OD3 of the second end
portion 344 of the drive sleeve 338. Furthermore, as il-
lustrated in FIGS. 5-5C of the disclosure, the outer diam-
eter OD4 of the stepped portion 362 of the drive sleeve
338 is greater than the outer diameter OD1 of the first
end portion 342 of the drive sleeve 338. According to an
embodiment of the disclosure and as a non-limiting ex-
ample, the ratio between the outer diameter OD2 of the
abutment portion 360 and the outer diameter OD4 of the
steeped portion 362 of the drive sleeve 338 is approxi-
mately 1.1 - 1.3. Additionally, according to an embodi-
ment of the disclosure and as a non-limiting example,
the ratio between the outer diameter OD2 of the abutment
portion 360 and the outermost diameter OD3 of the sec-
ond end portion 344 of the drive sleeve 338 is approxi-
mately 1.03 - 1.20.
[0054] When the joint assembly 300 is articulated to
the maximum joint angle (not shown), a contact surface
364 of the abutment portion 360 on the intermediate por-
tion 346 of the drive sleeve 338 is in direct contact with
at least a portion of the cage 308 of the joint assembly
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300. In accordance with an embodiment of the disclo-
sure, when the joint assembly 300 is articulated to the
maximum joint angle (not shown), at least a portion of
the contact surface 364 of the abutment portion 360 of
the drive sleeve 338 will be in direct contact with an open-
ing inner diameter 365 of an axially outermost edge 366
of the cage 308. As a result, the abutment portion 360 of
the drive sleeve 338 acts as a stopper to prevent the joint
assembly 300 from being articulated beyond the maxi-
mum joint angle (not shown) thereby preventing a flexible
boot 368 of the joint assembly 300 from being over com-
pressed. This will aid in increasing the overall life and
durability of the flexible boot 368. Additionally, when the
joint assembly 300 is articulated to the maximum joint
angle (not shown), the stepped portion 362 provides the
additional space necessary to ensure that the flexible
boot 368 does not contact with the drive sleeve 338 there-
by increasing the overall life and durability of the flexible
boot 368.
[0055] The second end portion 344 of the drive sleeve
338 has a hollow interior portion 370. In accordance with
an embodiment of the disclosure and as a non-limiting
example, the hollow interior portion 370 of the second
end portion 344 of the drive sleeve 338 is substantially
cylindrical in shape. An inner surface 372 defining the
hollow interior portion 370 of the second end portion 344
of the drive sleeve 338 has an interior portion snap-ring
groove 374. The interior portion snap-ring groove 374
circumferentially extends along at least a portion of the
inner surface 372 defining the hollow interior portion 370
of the second end portion 344 of the drive sleeve 338.
Disposed axially outboard from the interior portion snap-
ring groove 374, in the inner surface 372 defining the
interior portion 370 of the second end portion 344 of the
sleeve 110, is a plurality of axially extending circumfer-
ential splines 376.
[0056] As illustrated in FIGS. 5 and 5A of the disclo-
sure, a drive sleeve O-ring groove 378 circumferentially
extends along at least a portion of the outer surface 340
of the second end portion 344 of the drive sleeve 338.
Circumferentially extending along at least a portion of the
outer surface 340 of the second end portion 344 of the
drive sleeve 338 is a drive sleeve snap-ring groove 380.
In accordance with the embodiment of the disclosure il-
lustrated in FIGS. 5 and 5A, the drive sleeve snap-ring
groove 380 is disposed adjacent to and axially outboard
from the drive sleeve O-ring groove 378.
[0057] Extending co-axially with the drive sleeve 338
and the inner race 304 of the joint assembly 300 is a
pinion shaft 382 having an outer surface 384, a first end
portion 386 and a second end portion 388. Circumferen-
tially extending along at least a portion of the outer sur-
face 384 of the first end portion 386 of the pinion shaft
382 is a first plurality of axially extending splines 389.
The first plurality of axially extending splines 389 on the
outer surface 384 of the first end portion 386 of the pinion
shaft 382 are complementary to and meshingly engaged
with the plurality of axially extending splines 376 on the

inner surface 372 defining the hollow interior portion 370
of the second end portion 344 of the drive sleeve 338.
The first plurality of axially extending splines 389 on the
outer surface 384 of the first end portion 386 of the pinion
shaft 382 drivingly connects the pinion shaft 382 to the
drive sleeve 338 of the joint assembly 300. In accordance
with an embodiment of the disclosure and as a non-lim-
iting example, the pinion shaft 382 is made of a rigid
material, such as but not limited to, a steel composition.
[0058] Disposed axially inboard from the first plurality
of axially extending splines 389 on the outer surface 384
of the first end portion 386 of the pinion shaft 382 is a
pinion shaft snap-ring groove 390. As illustrated in FIGS.
5 and 5A of the disclosure, the pinion shaft snap-ring
groove 390 extends circumferentially along at least a por-
tion of the outer surface 382 of the first end portion 386
of the pinion shaft 382. At least a portion of a pinion shaft
snap-ring 392 is disposed within the pinion shaft snap-
ring groove 390 of the pinion shaft 382 and the interior
portion snap-ring groove 374 of the second end portion
344 of the drive sleeve 338. The pinion shaft snap-ring
392 axially retains the pinion shaft 382 to the drive sleeve
338 thereby preventing the pinion shaft 382 from disen-
gaging from driving engagement with the drive sleeve
338 of the joint assembly 300.
[0059] As illustrated in FIGS. 5 and 5A of the disclo-
sure, a nut 394 having a first inner surface 396 and a
second inner surface 398 extends co-axially with the pin-
ion shaft 382, the drive sleeve 338 and the inner race
304 of the joint assembly 300. At least a portion of the
first inner surface 396 of the nut 394 radially overlaps the
second end portion 344 of the drive sleeve 338. Circum-
ferentially extending along at least a portion of the first
inner surface 396 of the nut 394 is a nut snap-ring groove
400 that is complementary to the drive sleeve snap-ring
groove 380 on the outer surface 340 of the second end
portion 344 of the drive sleeve 338. At least a portion of
a nut snap-ring 402 is disposed within the nut snap-ring
groove 400 and the drive sleeve snap-ring groove 380
on the outer surface 340 of the second end portion 344
of the drive sleeve 338. The nut snap-ring 402 axially
retains the nut 394 to the drive sleeve 338 thereby pre-
venting the pinion shaft 382 from disengaging from driv-
ing engagement with the drive sleeve 338 of the joint
assembly 300.
[0060] At least a portion of a nut O-ring 404 is disposed
within the drive sleeve O-ring groove 378 in the outer
surface 340 of the second end portion 344 of the drive
sleeve 338. The nut O-ring creates a seal between the
first inner surface 396 of the nut 394 and the outer surface
340 of the second end portion 344 of the drive sleeve
338. The nut O-ring 404 aids in preventing the migration
of dirt, debris and/or moisture into the joint assembly 300
thereby improving the overall life and durability of the
joint assembly 300.
[0061] Circumferentially extending along at least a por-
tion of the second inner surface 398 of the nut 394 is a
plurality of axially extending splines 406. The plurality of
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axially extending splines 406 on the second inner surface
398 of the nut 394 are complementary to and meshingly
engaged with a second plurality of axially extending
splines 408 on the outer surface 384 of the pinion shaft
382. As illustrated in FIGS. 5 and 5A of the disclosure,
the second plurality of axially extending splines 408 are
disposed axially outboard from and adjacent to the first
plurality of axially extending splines 389 of the first end
portion 386 of the pinion shaft 382.
[0062] Disposed axially outboard from and adjacent to
the second plurality of axially extending splines 408 on
the outer surface 384 of the pinion shaft 382 is a pinion
shaft O-ring groove 410. At least a portion of a pinion
shaft O-ring 412 is disposed within the pinion shaft O-
ring groove 410. The pinion shaft O-ring provides a seal
between the second inner surface 398 of the nut 394 and
the outer surface 384 of the pinion shaft 382. As a result,
the pinion shaft O-ring 412 aids in preventing the migra-
tion of dirt, debris and/or moisture into the joint assembly
300 thereby improving the overall life and durability of
the joint assembly 300.
[0063] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 5 and 5A, at least a portion
of the nut 394 is disposed between the drive sleeve 338
and a lock nut 414. The lock nut 414 extends co-axially
with the pinion shaft 382, the nut 394, the drive sleeve
338 and the inner race 304 of the joint assembly 300.
The lock nut 414 axially retains the nut 394 to the drive
sleeve 338 and the pinion shaft 382 thereby further aiding
in preventing the pinion shaft 382 from disengaging from
driving engagement with the drive sleeve 338. According
to an embodiment of the disclosure and as a non-limiting
example, the lock nut 414 is made of a rigid material,
such as but not limited to, a steel composition.
[0064] As illustrated in FIGS. 5 and 5A of the disclo-
sure, the lock nut 414 has a plurality of axially extending
circumferential threads 416 extending from at least a por-
tion of an inner surface 418 of the lock nut 414. The plu-
rality of axially extending circumferential threads 416 on
the inner surface 418 of the lock nut 414 are complemen-
tary to and meshingly engaged with a plurality of axially
extending circumferential threads 420 extending along
at least a portion of the outer surface 384 of the second
end portion 388 of the pinion shaft 382. As illustrated in
FIGS. 5 and 5A of the disclosure, the plurality of axially
extending circumferential threads 420 are disposed ax-
ially outboard from the first and second plurality of axially
extending splines 389 and 408 on the outer surface 384
of the pinion shaft 382.
[0065] At least a portion of the second end portion 388
of the pinon shaft 382 includes a pinion gear 422 having
one or more gear teeth 424. The pinion gear 422 is dis-
posed axially outboard from the first and second plurality
of axially extending splines 389 and 408 and the plurality
of axially extending circumferential threads 420 on the
outer surface 384 of the pinion shaft 382. According to
an embodiment of the disclosure, the pinion gear 422 is
integrally formed as part of the second end portion 388

of the pinion shaft 382. In accordance with an alternative
embodiment of the disclosure (not shown), at least a por-
tion of the pinion gear is integrally connected to at least
a portion of the second end portion 388 of the pinion shaft
382 by using one or more mechanical fasteners, one or
more welds, one or more adhesives, a splines connection
and/or a threaded connection.
[0066] The joint assembly 300 further includes a boot
assembly 426. The boot assembly 426 includes a flexible
boot 368 having a first end portion 428, a second end
portion 430 and an intermediate portion 432 disposed
between the first and second end portions 428 and 430
of the flexible boot 368. As illustrated in FIGS. 5-5C of
the disclosure and as a non-limiting example, the flexible
boot 368 is constructed of a single unitary piece. In ac-
cordance with an embodiment of the disclosure and as
a non-limiting example, the flexible boot 368 is made of
a thermoplastic material, a polymeric material, a rubber
material and/or a similar elastomeric material. The ther-
moplastic materials are able to withstand the amount of
heat and pressure generated by the joint assembly 300
during operation, as well as the various environmental
conditions the flexible boot 368 is exposed to.
[0067] As best seen in FIGS. 5B of the disclosure, the
first end portion 428 of the flexible boot 368 has an at-
tachment portion 434 and the second end portion 430 of
the flexible boot 428 has an attachment portion 436. At
least a portion of the attachment portion 434 of the first
end portion 428 of the flexible boot 368 is connected to
at least a portion of the outer surface 320 of the second
end portion 312 of the outer race 302 of the joint assembly
300. Additionally, at least a portion of the attachment por-
tion 436 of the second end portion 430 of the flexible boot
368 is connected to at least a portion of the outer surface
340 of the second end portion 344 of the drive sleeve
338 of the joint assembly 300. In accordance with an
embodiment of the disclosure and as a non-limiting ex-
ample, the attachment portions 434 and 436 of the first
and second end portions 428 and 430 of the flexible boot
368 are substantially cylindrical in shape.
[0068] In order to secure the attachment portion 434
of the first end portion 428 of the flexible boot 368 to at
least a portion of the outer surface 320 of the second end
portion 312 of the outer race 302, one or more first clamp-
ing devices 438 are used. The one or more first clamping
devices 438 are positioned radially around the attach-
ment portion 434 of the first end portion 428 of the flexible
boot 368. According to the embodiment of the disclosure
illustrated in FIGS. 5-5C and as a non-limiting example,
circumferentially extending from at least a portion of an
inner surface 440 of the one or more first clamping de-
vices 438 is a radially inward protruding portion 442. As
a non-limiting example, when the one or more first clamp-
ing devices 438 are tightened, the radially inward pro-
truding portion 442 forces at least a portion of the attach-
ment portion 434 into a boot retention channel 444 in the
outer surface 320 of the second end portion 312 of the
outer race 302. This aids in securing and retaining the
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first end portion 428 of the flexible boot 368 on the second
end portion 312 of the outer race 302. Additionally, this
aids in ensuring that the attachment portion 434 of the
first end portion 428 of the flexible boot 368 is sealingly
engaged with the outer surface 320 of the second end
portion 312 of the outer race 302 thereby preventing the
migration of dirt, debris and/or moisture into the joint as-
sembly 300. All of which aid in increasing the overall life
and durability of the joint assembly 300.
[0069] In order to secure the attachment portion 436
of the second end portion 430 of the flexible boot 368 to
the outer surface 340 of the drive sleeve 380, one or
more second clamping devices 446 are used. The one
or more second clamping devices 446 are positioned ra-
dially around the attachment portion 436 of the second
end portion 430 of the flexible boot 368. As a non-limiting
example, when the one or more second clamping devices
446 are tightened around the attachment portion 436 of
the second end portion 430 of the flexible boot 368, it
forces at least a portion of the attachment portion 436
into a boot retention channel 448 in the outer surface 340
of the second end portion 344 of the drive sleeve 338.
This aids in securing and retaining the second end portion
430 of the flexible boot 368 on the drive sleeve 338. Ad-
ditionally, this aids in ensuring that the attachment portion
436 of the second end portion 430 of the flexible boot
368 is sealingly engaged with the outer surface 340 of
the drive sleeve 338 thereby preventing the migration of
dirt, debris and/or moisture into the joint assembly 300.
All of which aid in increasing the overall life and durability
of the joint assembly 300.
[0070] As illustrated in FIGS. 5-5C of the disclosure,
the intermediate portion 432 of the flexible boot 368 has
a plurality of convolutions 450. In accordance with the
embodiment of the disclosure illustrated in FIGS. 5-5C,
the intermediate portion 432 of the flexible boot 368 in-
cludes, in axial order, a first valley 452, a first peak 454,
a second valley 456, a second peak 458, a third valley
460, a third peak 462, a fourth valley 464, a fourth peak
466, a fifth valley 468 and a fifth peak 470. The valleys
452, 456, 460, 464 and 468 and the peaks 454, 458, 462,
466 and 470 are interposed between a first shoulder por-
tion 472 of the first end portion 428 of the flexible boot
368 and a second shoulder portion 474 of the second
end portion 430 of the flexible boot 368. As illustrated in
FIGS. 5-5C of the disclosure, the first shoulder portion
472 connects the first valley 452 to the attachment portion
434 of the first end portion 428 of the flexible boot 368.
Additionally, as illustrated in FIGS. 5-5C of the disclosure,
the second shoulder portion 474 connects the fifth peak
470 to the attachment portion 436 of the second end por-
tion 430 of the flexible boot 368.
[0071] According to an embodiment of the disclosure
illustrated in FIGS. 5-5C, the peaks and valleys 452, 454,
456, 458, 460, 462, 464, 466, 468 and 470 of the inter-
mediate portion 432 of the flexible boot 368 have an outer
diameter OD5, OD6, OD7, OD8, OD9, OD10, OD11,
OD12, OD13 and OD14 respectively. Additionally, in ac-

cordance with the embodiment of the disclosure illustrat-
ed in FIGS. 5-5C, the first shoulder portion 472 of the
flexible boot 368 has an outer diameter ODS1 and the
second shoulder portion 474 of the flexible boot 368 has
an outer diameter ODS2. The outer diameter ODS1 of
the first shoulder portion 472 of the flexible boot 368 is
greater than the outer diameters OD5, OD6, OD7, OD8,
OD9, OD10, OD11, OD12, OD13 and OD14 of the peaks
and valleys 452, 454, 456, 458, 460, 462, 464, 466, 468
and 470 respectively of the intermediate portion 432 of
the flexible boot 368. Additionally, the outer diameter
ODS2 of the second shoulder portion 474 of the flexible
boot 368 is less than the outer diameters OD5, OD6,
OD7, OD8, OD9, OD10, OD11, OD12, OD13 and OD14
of the peaks and valleys 452, 454, 456, 458, 460, 462,
464, 466, 468 and 470 respectively of the intermediate
portion 432 of the flexible boot 368.
[0072] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 5-5C of the disclosure, the
outer diameters OD5 and OD7 of the first and second
valleys 452 and 456 are less than the outer diameters
OD6 and OD8 of the first and second peaks 454 and 458
of the intermediate portion 432 of the flexible boot 368.
Additionally, in accordance with the embodiment of the
disclosure illustrated in FIGS. 5-5C, the outer diameter
OD8 of the second peak 458 is greater than the outer
diameter OD6 of the first peak 454. Furthermore, as a
non-limiting example, the outer diameters OD5 and OD7
of the first and second valleys 452 and 454 are substan-
tially the same. As a result, the first shoulder portion 472,
the first valley 452, the first peak 454, the second valley
456 and the second peak 458 from a first substantially
W-shaped portion 476 of the intermediate portion 432 of
the flexible boot 368.
[0073] A second substantially W-shaped portion 478
of the intermediate portion 432 of the flexible boot 368 is
disposed axially outboard from and adjacent to the first
substantially W-shaped portion 476 of the intermediate
portion 432 of the flexible boot 368. The second W-
shaped portion 478 of the flexible boot 368 includes the
second peak 458, the third valley 460, the third peak 462,
the fourth valley 464 and the fourth peak 466. In accord-
ance with the embodiment of the disclosure illustrated in
FIGS. 5-5C, the outer diameter OD12 of the fourth peak
466 is less than the outer diameter OD8 of the second
peak 458 but greater than the outer diameter OD10 of
the third peak 462 of the intermediate portion 432 of the
flexible boot 368. Additionally, according to the embodi-
ment of the disclosure illustrated in FIGS. 5-5C, the outer
diameters OD9 and OD11 of the third and fourth valleys
460 and 464 are less than the outer diameters OD8,
OD10 and OD12 of the second, third and fourth peaks
458, 462 and 466 of the flexible boot 368. Furthermore,
as illustrated in FIGS. 5-5C of the disclosure, the outer
diameters OD10 and OD12 of the third and fourth peaks
462 and 466 are less than the outer diameters OD5 and
OD7 of the first and second valleys 452 and 456 of the
flexible boot 368. In accordance with an embodiment of
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the disclosure and as a non-limiting example, the outer
diameters OD9 and OD11 of the third and fourth valleys
469 and 462 are substantially the same.
[0074] As illustrated in FIGS. 5-5C of the disclosure,
the outer diameter OD14 of the fifth peak 470 is greater
than the outer diameter OD13 of the fifth valley 468. Ad-
ditionally as illustrated in FIGS. 5-5C of the disclosure,
the outer diameter OD13 of the fifth valley 468 is less
than the outer diameters OD9 and OD11 of the third and
fourth valleys 460 and 464 of the flexible boot 368. Fur-
thermore, the outer diameter OD14 of the fifth peak 470
is greater than the outer diameters OD9 and OD11 of the
third and fourth valleys 460 and 464 but is less than the
outer diameter OD10 of the third peak 462 of the inter-
mediate portion 432 of the flexible boot 368.
[0075] The first substantially W-shaped portion 476 of
the intermediate portion 432 of the flexible boot 368 has
a linear axial distance L1 and a linear axial distance L2
measured along an outer surface 480 of the flexible boot
368 of the boot assembly 426. The linear axial distance
L1 of the first substantially W-shaped portion 476 of the
flexible boot 368 is defined as the innermost linear axial
distance between the first shoulder portion 472 and the
second peak 458 of the flexible boot 368. Furthermore,
the linear axial distance L2 of the first substantially W-
shaped portion 476 of the flexible boot 368 is defined as
the outermost linear axial distance between the first val-
ley 452 and the second valley 456 of the flexible boot
368. As illustrated in FIGS. 5-5C of the disclosure, the
linear axial distance L1 of the first substantially W-shaped
portion 476 is less than the linear axial distance L2 of the
first substantially W-shaped portion 476 of the flexible
boot 368. By making the linear axial distance L1 less than
the linear axial distance L2, it aids in preventing the first
peak 454 from opening up in the radial direction when
the joint assembly 300 is articulated. This aids in pre-
venting the radial inversion of the flexible boot 368 when
in operation thereby improving the overall life and dura-
bility of the joint assembly 300.
[0076] As illustrated in FIGS. 5-5C of the disclosure,
the second substantially W-shaped portion 478 of the
flexible boot 368 has a linear axial distance L3 and a
linear axial distance L4 that is measured along the outer
surface 480 of the flexible boot 368. The linear axial dis-
tance L3 of the second substantially W-shaped portion
478 of the flexible boot 368 is defined as the innermost
linear axial distance between the second peak 458 and
the fourth peak 466 of the flexible boot 368. The linear
axial distance L4 of the second substantially W-shaped
portion 478 of the flexible boot 368 is defined as the out-
ermost linear axial distance between the third valley 460
and the fourth valley 464 of the flexible boot 368. As il-
lustrated in FIGS. 5-5C of the disclosure, the linear axial
distance L3 of the second substantially W-shaped portion
478 is less than the linear axial distance L4 of the second
substantially W-shaped portion 478 of the flexible boot
368. By making the linear axial distance L3 less than the
linear axial distance L4, it aids in preventing the third

peak 462 from opening up in the radial direction when
the joint assembly 300 is articulated. This aids in pre-
venting the radial inversion of the flexible boot 368 when
in operation thereby improving the overall life and dura-
bility of the joint assembly 300.
[0077] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 5-5C, the outer surface 480
of the flexible boot 368 connecting the first shoulder por-
tion 472 to the first valley 452 has a first arcuate portion
482 having a radius of curvature R1. Additionally, the
outer surface 480 of the flexible boot 368 connecting the
second valley 456 to the second peak 458 has a second
arcuate portion 484 having a radius of curvature R2. The
radii of curvature R1 and R2 of the first and second ar-
cuate portions 482 and 484 of the flexible boot 368 are
substantially convex in shape and aid in resisting the
movement of the first peak 454 in the radial direction.
This aids in preventing the radial inversion of the flexible
boot 368 when in operation thereby improving the overall
life and durability of the joint assembly 300.
[0078] According to an the embodiment of the disclo-
sure illustrated in FIGS. 5-5C, the outer surface 480 of
the flexible boot 368 connecting the second peak 458 to
the third valley 460 has a third arcuate portion 486 having
a radius of curvature R3. Additionally, the outer surface
480 of the flexible boot 368 connecting the fourth valley
464 to the fourth peak 466 has a fourth arcuate portion
488 having a radius of curvature R4. The radii of curva-
ture R3 and R4 of the third and fourth arcuate portions
486 and 488 of the flexible boot 368 are substantially
convex in shape and aid in resisting the movement of the
third peak 462 in the radial direction. This aids in pre-
venting the radial inversion of the flexible boot 368 when
in operation thereby improving the overall life and dura-
bility of the joint assembly 300.
[0079] As best seen in FIG. 5C of the disclosure, the
valleys 452, 456, 460, 464 and 468 of the flexible boot
368 have a thickness T1, T3, T5, T7 and T9 respectively.
Additionally, as illustrated in FIG. 5C of the disclosure,
the peaks 454, 458, 462, 466 and 470 of the flexible boot
368 have a thickness T2, T4, T6, T8 and T10 respectively.
According to an embodiment of the disclosure and as a
non-limiting example, the thicknesses T2, T4, T6, T8 and
T10 of the peaks 454, 458, 462, 466 and 470 of the flex-
ible boot 368 is thinner than the thicknesses T1, T3, T5,
T7 and T9 of the valleys 452, 456, 460, 464 and 468 of
the flexible boot 368. As a non-limiting example, thick-
ness of the valleys 452, 456, 460, 464 and 468 of the
flexible boot 368 may be approximately 1.2 to 2.5 times
the thickness of the peaks 454, 458, 462, 466 and 470
of the flexible boot 368. Additionally, as a non-limiting
example, the thickness of the valleys 452, 456, 460, 464
and 468 of the flexible boot 368 may be approximately
1.2mm to 2.5mm. By making the peaks 454, 458, 462,
466 and 470 of the flexible boot 368 thinner than the
valleys, 452, 456, 460, 464 and 468 of the flexible boot
368 aids in preventing the radial inversion of the flexible
boot 368 when in operation. This aids in improving the

21 22 



EP 3 455 514 B1

13

5

10

15

20

25

30

35

40

45

50

55

overall life and durability of the joint assembly 300.
[0080] In accordance with an embodiment of the dis-
closure and as a limiting example, the thickness T9 of
the fifth valley 468 is thicker than the thicknesses T1, T2,
T3, T4, T5, T6, T7, T8 and T10 of the peaks and valleys
452, 454, 456, 458, 460, 462, 464, 466 and 470 but is
thinner than a thickness T11 of the second shoulder por-
tion 474 of the flexible boot 368. This further aids in pre-
venting the radial inversion of the flexible boot 368 when
in operation thereby improving the overall life and dura-
bility of the joint assembly 300.
[0081] As best seen in FIG. 5C of the disclosure, the
flexible boot 368 further includes a linear axial distance
L5 and L6 measured along an inner surface 490 of the
flexible boot 368. The linear axial distance L5 is defined
as the innermost linear axial distance between the first
valley 452 and the second valley 456 of the flexible boot
368. The linear axial distance L6 is defined as the inner-
most linear axial distance between the third valley 460
and the fourth valley 464 of the flexible boot 368. In ac-
cordance with an embodiment of the disclosure and as
a non-limiting example, the axial lengths L5 and L6 are
substantially the same. As a non-limiting example, the
axial lengths L5 and L6 of the flexible boot 368 are ap-
proximately 0 to 1 mm. By making the axial lengths L5
and L5 relatively small, it aids in preventing the radial
inversion of the flexible boot 368 when in operation there-
by improving the overall life and durability of the joint
assembly 300.
[0082] FIG. 6 is a cut-away schematic side-view of a
portion of the boot assembly 426 of the joint assembly
300 illustrated in FIGS. 5-5C of the disclosure according
to an alternative embodiment of the disclosure. The boot
assembly 426 illustrated in FIG. 6 of the disclosure is the
same as the boot assembly 426 illustrated in FIGS. 5-5C,
except where specifically noted. As illustrated in FIG. 6
of the disclosure, the boot assembly 426 further includes
one or more snap-rings 492 disposed within one or more
of the valleys 452, 456, 460, 464 and 468 of the flexible
boot 368. In accordance with the embodiment of the dis-
closure illustrated in FIG. 6 and as a non-limiting exam-
ple, the flexible boot 368 has one or more snap-rings 492
disposed within the first valley 452 and the second valley
456 of the flexible boot 368. The one or more snap-rings
492 are used to radially retain the valleys 452, 456, 460,
464 and 468 of the flexible boot 368 thereby preventing
the radial inversion of the flexible boot 368 when in op-
eration and improving the overall life and durability of the
joint assembly 300.
[0083] FIGS. 7-7B are a cut-away schematic side-view
of the boot assembly 426 of the joint assembly 300 illus-
trated in FIGS. 5-6 of the disclosure according to another
embodiment of the disclosure. The boot assembly 426
illustrated in FIGS. 7-7B of the disclosure is the same as
the boot assembly 426 illustrated in FIGS. 5-6, except
where specifically noted. As illustrated in FIGS. 7-7B of
the disclosure, the flexible boot 368 of the joint assembly
300 does not includes the first and second substantially

W-shaped portions 476 and 478.
[0084] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 7-7B, the flexible boot 368
includes, in axial order, a first valley 500, a first peak 502,
a second valley 504, a second peak 506, a third valley
508 and a third peak 510. As illustrated in FIGS. 7-7B of
the disclosure the first shoulder portion 472 connects the
first valley 500 to the attachment portion 434 of the first
end portion 428 of the flexible boot 368. Additionally, as
illustrated in FIGS. 7-7B of the disclosure, the second
shoulder portion 474 connects the third peak 510 to the
attachment portion 436 of the second end portion 430 of
the flexible boot 368.
[0085] The valleys 500, 405 and 508 of the flexible boot
368 have an outer diameter OD15, OD17 and OD19 re-
spectively and the peaks 502, 506 and 510 of the flexible
boot 368 have an outer diameter OD16, OD18 and OD20
respectively. As illustrated in FIGS. 7-7B and as a non-
limiting example, the outer diameter ODS1 of the first
shoulder portion 472 is greater than the outer diameters
OD15, OD16, OD17, OD18, OD19 and OD20 of the
peaks and valleys 500, 502, 504, 506, 508 and 510. Ad-
ditionally, as illustrated in FIGS. 7-7B and as a non-lim-
iting example, the outer diameter ODS2 of the second
shoulder portion 474 is less than the outer diameters
OD15, OD16, OD17, OD18, OD19 and OD20 of the
peaks and valleys 500, 502, 504, 506, 508 and 510 of
the flexible boot 368. In accordance with an embodiment
of the disclosure and as a non-limiting example, the sec-
ond valley 504 has an outer diameter OD17 that is less
than the outer diameter OD15 of the first valley 500 but
is greater than the outer diameter OD19 of the third valley
OD19 of the flexible boot 368. Additionally, as a non-
limiting example, the outer diameter OD18 of the second
peak 506 is less than the outer diameter OD16 of the first
peak 502 of the flexible boot 368 but is greater than the
outer diameter OD20 of the third peak 510 of the flexible
boot 368. Furthermore, in accordance with an embodi-
ment of the disclosure and as a non-limiting example,
the outer diameter OD18 of the second peak 506 is less
than the outer diameter OD15 of the first valley 500 and
the outer diameter OD20 of the third peak 510 is greater
than the outer diameter OD17 of the second valley 504.
[0086] Circumferentially extending along at least a por-
tion of the outer surface 480 of the first and second valleys
500 and 504 of the flexible boot 368 is a first snap-ring
recess 512 and a second snap-ring recess 514 respec-
tively. The first and second snap-ring recesses 512 and
514 of the flexible boot 368 are substantially concave in
shape and extend radially inward from the outer surface
480 of the first and second valleys 500 and 504 of the
flexible boot 368.
[0087] As best seen in FIG. 7A of the disclosure, the
flexible boot 368 has a linear axial distance L5 along the
outer surface 480 of the flexible boot 368 that is defined
as the innermost linear axial distance between the first
shoulder portion 472 and the first peak 502 of the flexible
boot 368. Additionally, as illustrated in FIG. 7A of the
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disclosure, the flexible boot 368 has a linear axial dis-
tance L6 along the outer surface 480 of the flexible boot
368 that is defined as the outermost linear axial distance
of the first valley 500 of the flexible boot 368. In accord-
ance with an embodiment of the disclosure and as a non-
limiting example, the linear axial distance L5 is less than
the linear axial distance L6 of the flexible boot 368. By
making the linear axial distance L5 less than the linear
axial distance L6, it aids in preventing the first valley 500
from opening up in the radial direction when the joint as-
sembly 300 is articulated. This aids in preventing the ra-
dial inversion of the flexible boot 368 when in operation
thereby improving the overall life and durability of the
joint assembly 300.
[0088] The flexible boot 368 illustrated in FIGS. 7-7B
of the disclosure, has a linear axial distance L7 along the
outer surface 480 of the flexible boot 368 that is defined
as the innermost linear axial distance between the first
peak 502 and the second peak 506 of the flexible boot
368. Additionally, as illustrated in FIGS. 7-7B, the flexible
boot 368 has a linear axial distance L8 along the outer
surface 480 of the flexible boot 368 that is defined as the
outermost linear axial distance of the second valley 504
of the flexible boot 368. In accordance with an embodi-
ment of the disclosure and as a non-limiting example,
the linear axial distance L7 is less than the linear axial
distance L8 of the flexible boot 368. By making the linear
axial distance L7 less than the linear axial distance L8,
it aids in preventing the second valley 504 from opening
up in the radial direction when the joint assembly 300 is
articulated. This aids in preventing the radial inversion of
the flexible boot 368 when in operation thereby improving
the overall life and durability of the joint assembly 300.
[0089] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 7-7B, the outer surface 480
of the flexible boot 368 connecting the first shoulder por-
tion 472 to the first valley 500 has an arcuate portion 516
having a radius of curvature R5. Additionally, the outer
surface 480 of the flexible boot 368 connecting the first
valley 500 to the first peak 502 has an arcuate portion
518 having a radius of curvature R6. The radii of curva-
ture R5 and R6 of the flexible boot 368 illustrated in FIGS.
7-7B are substantially convex in shape and aid in resist-
ing the movement of the movement of the first valley 500
in the radial direction. This aids in preventing the radial
inversion of the flexible boot 368 when in operation there-
by improving the overall life and durability of the joint
assembly 300.
[0090] According to an the embodiment of the disclo-
sure illustrated in FIGS. 7-7B, the outer surface 480 of
the flexible boot 368 connecting the first peak 502 to the
second valley 504 has an arcuate portion 520 having a
radius of curvature R7. Additionally, the outer surface
480 of the flexible boot 368 connecting the second valley
504 to the second peak 506 has an arcuate portion 522
having a radius of curvature R8. The radii of curvature
R7 and R8 of the flexible boot 368 illustrated in FIGS.
7-7B are substantially convex in shape and aid in resist-

ing the movement of the second valley 504 in the radial
direction. This aids in preventing the radial inversion of
the flexible boot 368 when in operation thereby improving
the overall life and durability of the joint assembly 300.
[0091] As best seen in FIG. 7B of the disclosure, the
thickness of the flexible boot 368 varies throughout the
plurality of convolutions 450. The first valley 500 of the
flexible boot 368 has a thickness T12, T13 and T14 where
the thicknesses T12 and T14 are disposed on opposite
sides of the first snap-ring recess 512 of the first valley
500 of the flexible boot 368. Additionally, the first peak
502 has a thickness T15. In accordance with an embod-
iment of the disclosure and as a non-limiting example,
the thickness T13 of the first snap-ring recess 512 of the
first valley 500 is less than the thicknesses T12 and T14
of the first valley 500. Additionally, in accordance with an
embodiment of the disclosure and as a non-limiting ex-
ample, the thicknesses T12 and T14 of the first valley
500 are substantially equal. Furthermore, the thickness
T15 of the first peak 502 is less than the thicknesses T12
and T14 of the first valley 500 of the flexible boot 368.
By making the thicknesses T12 and T14 of the first valley
500 greater than the thickness T15 of the first peak 502,
it aids in resisting the movement of the first valley 500 in
the radial direction. This aids in preventing the radial in-
version of the flexible boot 368 when in operation thereby
improving the overall life and durability of the joint as-
sembly 300.
[0092] The second valley 504 of the flexible boot 368
has a thickness T16, T17 and T18 where the thicknesses
T16 and T18 are disposed on opposite sides of the sec-
ond snap-ring recess 514 of the second valley 504 of the
flexible boot 368. Additionally, the second peak 506 has
a thickness T19. In accordance with an embodiment of
the disclosure and as a non-limiting example, the thick-
ness T17 of the second snap-ring recess 514 of the sec-
ond valley 504 is less than the thicknesses T16 and T18
of the second valley 504. In accordance with an embod-
iment of the disclosure and as a non-limiting example,
the thicknesses T16 and T18 of the second valley 504
are substantially equal. Additionally, as a non-limiting ex-
ample, the thicknesses T15 and T19 of the first and sec-
ond peaks 502 and 506 are substantially equal. Further-
more, as a non-limiting example, the thicknesses T13
and T17 of the first and second snap-ring recesses 512
and 514 of the first and second valleys 500 and 504 of
the flexible boot 368 are substantially equal. In accord-
ance with the embodiment of the disclosure illustrated in
FIGS. 7-7B, the thicknesses T15 and T19 of the first and
second peaks 502 and 506 are less than the thicknesses
T16 and T18 of the second valley 504 of the flexible boot
368. By making the thicknesses T16 and T18 of the sec-
ond valley 504 greater than the thicknesses T15 and T19
of the first and second peaks 502 and 506, it aids in re-
sisting the movement of the second valley 504 in the
radial direction. This aids in preventing the radial inver-
sion of the flexible boot 368 when in operation thereby
improving the overall life and durability of the joint as-
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sembly 300.
[0093] In accordance with the embodiment of the dis-
closure illustrated in FIG. 7B and as a non-limiting exam-
ple, the third valley 508 has a thickness T20 and the third
peak 510 has a thickness T21. As a non-limiting example,
the thicknesses T15, T19 and T21 of the first, second
and third peaks 502, 506 and 510 of the flexible boot 368
are substantially equal. Additionally, as a non-limiting ex-
ample, the thickness T20 of the third valley 508 is greater
than the thicknesses T12, T13 and T14 of the first valley
500, is greater than the thicknesses T16, T17 and T18
of the second valley 504 and is greater than the thick-
nesses T15, T19 and T21 of the first, second and third
peaks 502, 506 and 510 of the flexible boot 368. By mak-
ing the thickness T20 of the third valley 508 greater than
the thicknesses T19 and T21 of the second and third
peaks 506 and 510, it aids in resisting the movement of
the third valley 508 in the radial direction. This aids in
preventing the radial inversion of the flexible boot 368
when in operation thereby improving the overall life and
durability of the joint assembly 300.
[0094] According to the embodiment of the disclosure
illustrated in FIG. 7B and as a non-limiting example, the
thickness T20 of the third valley 508 is less than the thick-
ness T22 of the second shoulder portion 474 of the sec-
ond end portion 436 of the flexible boot 368. By making
the thickness T22 of the second shoulder portion 474 of
the second end portion 436 of the flexible boot 368, it
aids in preventing the radial inversion of the flexible boot
368 when in operation thereby improving the overall life
and durability of the joint assembly 300.
[0095] FIG. 8 is a cut-away schematic side-view of the
boot assembly 426 illustrated in FIGS. 7-7B of the dis-
closure according to an alternative embodiment of the
disclosure. The boot assembly 426 illustrated in FIG. 8
of the disclosure is the same as the boot assembly 426
illustrated in FIGS. 7-7B, except where specifically noted.
As illustrated in FIG. 8 of the disclosure, the boot assem-
bly 426 further includes one or more snap-rings 524 dis-
posed within one or more of the valleys 500, 504 and 508
of the flexible boot 368. In accordance with the embodi-
ment of the disclosure illustrated in FIG. 8 and as a non-
limiting example, the one or more snap-rings 524 are
disposed within the first and second snap-ring recesses
512 and 514 of the first and second valleys 500 and 504
of the flexible boot 368. The one or more snap-rings 524
are used to radially retain the valleys 500, 504 and 508
of the flexible boot 368 thereby preventing the radial in-
version of the flexible boot 368 when in operation and
improving the overall life and durability of the joint as-
sembly 300.
[0096] FIGS. 9-9B are a cut-away schematic side-view
of the joint assembly 300 illustrated in FIGS. 5-6 having
the boot assembly 426 illustrated in FIGS. 5-8 according
to yet another embodiment of the disclosure. The boot
assembly 426 illustrated in FIGS. 9-9B of the disclosure
is the same as the boot assembly 426 illustrated in FIGS.
5-7B, except where specifically noted. In accordance with

the embodiment illustrated in FIGS. 9-9B the plurality of
convolutions 450 of the intermediate portion 432 of the
flexible boot 368 include, in axial order, a first valley 600,
a first peak 602, a second valley 604, a second peak 606,
a third valley 608, a third peak 610, a fourth valley 612
and a fourth peak 614. As illustrated in FIGS. 9-9B of the
disclosure the first shoulder portion 472 connects the first
valley 600 to the attachment portion 434 of the first end
portion 428 of the flexible boot 368. Additionally, as illus-
trated in FIGS. 9-9B of the disclosure, the second shoul-
der portion 474 connects the fourth peak 614 to the at-
tachment portion 436 of the second end portion 430 of
the flexible boot 368.
[0097] The valleys 600, 604, 608 and 612 of the flexible
boot 368 have an outer diameter OD21, OD23, OD25
and OD27 respectively and the peaks 602, 606. 610 and
614 of the flexible boot 368 have an outer diameter OD22,
OD24, OD26 and OD28 respectively. As best seen in
FIG. 9A of the disclosure and as a non-limiting example,
the outer diameter ODS1 of the first shoulder portion 472
is greater than the outer diameters OD21, OD22, OD23,
OD24, OD25, OD26, OD27 and OD28 of the peaks and
valleys 600, 602, 604, 606, 608, 610,612 and 614 of the
flexible boot 368. Additionally, as illustrated in FIG. 9A
and as a non-limiting example, the outer diameter ODS2
of the second shoulder portion 474 of the flexible boot
368 is less than the outer diameters OD21, OD22, OD23,
OD24, OD25, OD26 and OD28 of the peaks and valleys
600, 602, 604, 606, 608, 610, and 614 but is greater than
the outer diameter OD27 of the fourth valley 612. In ac-
cordance with the embodiment of the disclosure illustrat-
ed in FIG. 9A and as a non-limiting example, the outer
diameter OD23 is less than the outer diameter OD21,
the outer diameter OD25 is less than the outer diameter
OD23 and the outer diameter OD27 is less than the outer
diameter OD25 of the valleys 600, 604, 608 and 612. As
a result, OD21 > OD23 > OD25 > OD27. Additionally, as
a non-limiting example, the outer diameter OD24 is less
than the outer diameter OD22, the outer diameter OD26
is less than the outer diameter OD24 and the outer di-
ameter OD28 is less than the outer diameter OD26 of
the peaks 602, 606, 610 and 614. As a result, OD22 >
OD24 > OD26 > OD28.
[0098] The boot assembly 426 illustrated in FIGS. 9-9B
of the disclosure, includes one or more snap-rings 616
disposed within one or more of the valleys 600, 604, 608
and 612 of the flexible boot 368. According to an embod-
iment of the disclosure and as a non-limiting example,
the one or more snap-rings 616 are disposed within the
first, second and third valleys 600, 604 and 608 of the
flexible boot 368. The one or more snap-rings 616 are
used to radially retain the valleys 600, 604 and 608 of
the flexible boot 368 thereby preventing the radial inver-
sion of the flexible boot 368 when in operation and im-
proving the overall life and durability of the joint assembly
300.
[0099] As best seen in FIG. 9 of the disclosure, the
outer surface 480 of the flexible boot 368 connecting the
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first shoulder portion 472 to the first valley 600 has an
arcuate portion 618 having a radius of curvature R9. Ad-
ditionally, the outer surface 480 of the flexible boot 368
connecting the first peak 603 to the second valley 604
has an arcuate portion 620 having a radius of curvature
R10. Furthermore, the outer surface 480 of the flexible
boot 368 connecting the second peak 606 to the third
valley 608 has an arcuate portion 622 having a radius of
curvature R11. Still further, as best seen in FIGS. 9B of
the disclosure, the outer surface 480 of the flexible boot
368 connecting the third peak 610 to the fourth valley
612 has an arcuate portion 624 having a radius of cur-
vature R12. In accordance with an embodiment of the
disclosure and as a non-limiting example, the radius of
curvature R9 is greater than the radii of curvature R10,
R11 and R12 of the flexible boot 368. As a non-limiting
example, the radii of curvature R10, R11 and R12 of the
flexible boot 368 are substantially equal. The radii of cur-
vature R9, R10, R11 and R12 of the flexible boot 368 are
substantially convex in shape and aid in resisting the
movement of the first peak 454 in the radial direction.
This aids in preventing the radial inversion of the flexible
boot 368 when in operation thereby improving the overall
life and durability of the joint assembly 300.
[0100] The flexible boot 368 has a linear axial distance
L9 along the outer surface 480 that is defined as the
innermost linear axial distance between the first shoulder
portion 472 and the first peak 602 of the flexible boot 368.
Additionally, as illustrated in FIG. 9A of the disclosure,
the flexible boot 368 has a linear axial distance L10 along
the outer surface 480 that is defined as the outermost
linear axial distance of the first valley 600 of the flexible
boot 368. In accordance with the embodiment of the dis-
closure illustrated in FIGS. 9-9B, the linear axial distance
L10 of the flexible boot 368 is greater than the linear axial
distance L9 of the flexible boot 368. By making the linear
axial distance L9 less than the linear axial distance L10,
it aids in preventing the first valley 600 from opening up
in the radial direction when the joint assembly 300 is ar-
ticulated. This aids in preventing the radial inversion of
the flexible boot 368 when in operation thereby improving
the overall life and durability of the joint assembly 300.
[0101] As illustrated in FIG. 9A of the disclosure, the
flexible boot 368 has a linear axial distance L11 that is
defined as the innermost linear axial distance between
the first peak 602 and the second peak 606 of the flexible
boot 368. Additionally, as illustrated in FIGS. 9-9B of the
disclosure, the flexible boot 368 has a linear axial dis-
tance L12 along the outer surface 480 that is defined as
the outermost linear axial distance of the second valley
604 of the flexible boot 368. In accordance with this em-
bodiment of the disclosure and as a non-limiting example,
the linear axial distance L12 of the flexible boot 368 is
greater than the linear axial distance L11 of the flexible
boot 368. By making the linear axial distance L11 less
than the linear axial distance L12, it aids in preventing
the second valley 604 from opening up in the radial di-
rection when the joint assembly 300 is articulated. This

aids in preventing the radial inversion of the flexible boot
368 when in operation thereby improving the overall life
and durability of the joint assembly 300.
[0102] Additionally, the flexible boot 368 has a linear
axial distance L13 that is defined as the innermost linear
axial distance between the second peak 606 and the third
peak 610 of the flexible boot 368. Furthermore, the flex-
ible boot 368 has a linear axial distance L14 along the
outer surface 480 that is defined as the outermost linear
axial distance of the third valley 608 of the flexible boot
368. In accordance with this embodiment of the disclo-
sure and as a non-limiting example, the linear axial dis-
tance L14 of the flexible boot 368 is greater than the linear
axial distance L13 of the flexible boot 368. By making the
linear axial distance L13 less than the linear axial dis-
tance L14, it aids in preventing the third valley 608 from
opening up in the radial direction when the joint assembly
300 is articulated. This aids in preventing the radial in-
version of the flexible boot 368 when in operation thereby
improving the overall life and durability of the joint as-
sembly 300.
[0103] As illustrated in FIGS. 9-9B of the disclosure,
the flexible boot 368 has a linear axial distance L15 that
is defined as the innermost linear axial distance between
the third peak 610 and the fourth peak 614 of the flexible
boot 368. Additionally, the flexible boot 368 has a linear
axial distance L16 along the outer surface 480 that is
defined as the outermost linear axial distance of the fourth
valley 612 of the flexible boot 368. In accordance with
this embodiment of the disclosure and as a non-limiting
example, the linear axial distance L16 of the flexible boot
368 is greater than the linear axial distance L15 of the
flexible boot 368. By making the linear axial distance L15
less than the linear axial distance L16, it aids in prevent-
ing the fourth valley 612 from opening up in the radial
direction when the joint assembly 300 is articulated. This
aids in preventing the radial inversion of the flexible boot
368 when in operation thereby improving the overall life
and durability of the joint assembly 300.
[0104] In accordance with the embodiment of the dis-
closure illustrated in FIGS. 9-9B and as a non-limiting
example, an axially outermost end 626 of the second end
portion 312 of the outer race 302 has a stepped portion
628 having a substantially vertical wall portion 630 with
a chamfer portion 632. The chamfer portion 632 provides
a transitional edge connecting the outer surface 320 of
the outer race 302 to the substantially vertical wall portion
630 of the stepped portion 628. As illustrated in FIGS.
9-9B, the stepped portion 628 and the chamfer portion
632 circumferentially extend along at least a portion of
the outer surface 320 of the axially outermost end 626
of the second end portion 312 of the outer race 302. Ad-
ditionally, as illustrated in FIGS. 9-9B of the disclosure,
the stepped portion 628 has a diameter SPD that is less
than an outer diameter ORD of the second end portion
312 of the outer race 302 of the joint assembly 300. The
stepped portion 628 and the chamfer portion 632 of the
axially outermost end 626 of the second end portion 312
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of the outer race 302 provides a mating surface for the
flexible boot 368 of the joint assembly 300.
[0105] Circumferentially extending along at least a por-
tion of the inner surface 490 of the first shoulder portion
472 of the first end portion 430 of the flexible boot 368 is
an outer race mating portion 634. As illustrated in FIGS.
9-9B, the outer race mating portion 634 of the first shoul-
der portion 472 of the flexible boot 368 has a shape that
is complementary to and meshingly engaged with the
stepped portion 628, the substantially vertical wall portion
630 and the chamfer portion 632 of the axially outermost
end 626 of the second end portion 312 of the outer race
302. When the joint assembly 300 is articulated, at least
a portion of the flexible boot 368 is compressed causing
at least a portion of the outer race mating portion 634 of
the flexible boot 368 to become frictionally engaged with
at least a portion of the stepped portion 628 and/or the
chamfer portion 632 of the outer race 302. This aids in
preventing the radial inversion of the flexible boot 368
which increases the overall life and durability of the joint
assembly 300.
[0106] In accordance with an embodiment of the dis-
closure and as a non-limiting example, the outer race
302 has a linear axial distance L17 that is smaller than
a linear axial distance L18 of the outer race mating portion
634 of the flexible boot 368. The linear axial distance L17
is defined as the distance from the substantially vertical
wall portion 630 to the axially outermost end 626 of the
second end portion 312 of the outer race 302. The linear
axial distance L18 is defined as the distance from the
substantially vertical wall portion 630 of the stepped por-
tion 628 of the outer race 302 to the inner surface 490 of
the first shoulder portion 472 connecting the attachment
portion 434 to the first valley 600 of the flexible boot 368.
As a result, a gap 636 exists between the axially outer-
most end 626 of the second end portion 312 of the outer
race 302 and the inner surface 490 of the flexible boot
368.
[0107] As illustrated in FIGS. 9-9B of the disclosure
and as a non-limiting example, the inner surface 490 of
the first shoulder portion 472 of the flexible boot 368 con-
necting the attachment portion 434 to the first valley 600
is substantially parallel to the axially outermost end 626
of the second end portion 312 of the outer race 302.
[0108] The flexible boot 368 has a linear radial distance
L19 that is defined as the distance between the portion
of the outer race mating portion 634 of the flexible boot
368 at the stepped portion 628 of the outer race 302 and
the innermost point of the first valley 600 of the flexible
boot 368. By reducing the linear radial distance L19 it
aids in increasing the ability of the flexible boot 368 to
resist radial inversion thereby increasing the overall life
and durability of the joint assembly 300.
[0109] FIG. 10 is a cut-away schematic side-view of a
portion of the boot assembly 426 illustrated in FIGS. 9-9B
according to a further embodiment of the disclosure. The
boot assembly 426 illustrated in FIG. 10 is the same as
the boot assembly 426 illustrated in FIGS. 9-9B, except

where specifically noted. As illustrated in FIG. 10 of the
disclosure, the one or more snap-rings 616 disposed
within one or more of the valleys 600, 604, 608 and 612
of the flexible boot 368 have an innermost diameter that
is greater than the outer diameters OD21, OD23, OD25
and OD27 of the valleys 600, 604, 608 and 612. As a
result, a gap exists between the one or more snap-rings
616 and the outer surface 480 of the valleys 600, 604,
608 and 612 of the flexible boot 368.
[0110] According to the embodiment of the disclosure
illustrated in FIG. 10 and as a non-limiting example, the
one or more snap-rings 616 are disposed within the first,
second and third valleys 600, 604 and 608 of the flexible
boot 268. In accordance with this embodiment of the dis-
closure, there is a gap 650, 652 and 654 between the
one or more snap-rings 616 and the outer surface 480
of the first, second and third valleys 600, 604 and 608
respectively. The gaps 650, 652 and 654 have a linear
radial distance L20, L21 and L22 respectively that ranges
from approximately 5% to 40% of the cross-sectional di-
ameter D1 of the one or more snap-rings 368. The gaps
650, 652 and 654 allow the flexible boot 368 to expand
radially outboard a pre-determined amount while still ra-
dially restricting the valleys 600, 604 and 608 and pre-
venting one or more of the valleys 600, 604 and 608 from
radially inverting. This aids in improving the overall life
and durability of the joint assembly 300.
[0111] FIG. 11 is a cut-away schematic side-view of a
portion of the boot assembly 426 illustrated in FIGS. 9-10
according to still another embodiment of the disclosure.
The boot assembly 426 illustrated in FIG. 11 is the same
as the boot assembly 426 illustrated in FIGS. 9-10, except
where specifically noted. As illustrated in FIG. 11 of the
disclosure, the stepped portion 628 of the axially outer-
most end 626 of the second end portion 312 of the outer
race 302 does not include the substantially vertical wall
portion 630. In accordance with this embodiment of the
disclosure, the stepped portion 628 of the outer race 302
has a back cut portion 700 in place of the substantially
vertical wall portion 630.
[0112] Circumferentially extending along at least a por-
tion of the inner surface 490 of the first shoulder portion
472 of the first end portion 430 of the flexible boot 368 is
an outer race mating portion 702. As illustrated in FIG.
11, the outer race mating portion 702 of the first shoulder
portion 472 of the flexible boot 368 has a shape that is
complementary to and meshingly engaged with the
stepped portion 628, the back cut portion 700 and the
chamfer portion 632 of the axially outermost end 626 of
the second end portion 312 of the outer race 302. In ac-
cordance with this embodiment of the disclosure, the out-
er race 302 has a linear axial distance L23 that is smaller
than a linear axial distance L24 of the outer race mating
portion 702 o the flexible boot 368. The linear axial dis-
tance L23 is defined as the distance from the axially out-
ermost end 626 of the second end portion 312 of the
outer race 302 to the point where the stepped portion
628 and the back cut portion 700 intersect. The linear
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distance L24 is defined as the distance from the inner
surface 490 of the first shoulder portion 472 connecting
the attachment portion 434 to the first valley 600 of the
flexible boot 368 to the point where the stepped portion
628 and the back cut portion 700 intersect. In accordance
with this embodiment of the disclosure, the linear axial
distance L23 is greater than the linear axial distance L17
and the linear axial distance L24 is greater than the linear
axle distance L18.
[0113] As illustrated in FIG. 11 of the disclosure and
as a non-limiting example, the inner surface 490 of the
first shoulder portion 472 of the flexible boot 368 con-
necting the attachment portion 434 to the first valley 600
is substantially parallel to the axially outermost end 626
of the second end portion 312 of the outer race 302.
[0114] When the joint assembly 300 is articulated, at
least a portion of the flexible boot 368 is compressed
causing at least a portion of the outer race mating portion
702 of the flexible boot 368 to become frictionally en-
gaged with at least a portion of the stepped portion 628
and/or the chamfer portion 632 of the outer race 302. By
increasing the linear axial distances L23 and L24, it in-
creases the amount of surface area contact between the
stepped portion 628 of the outer race 302 and the outer
race mating portion 702 of the flexible boot 368. This
increases the overall amount of frictional engagement
between the stepped portion 628 of the outer race 302
and the outer race mating portion 702 of the flexible boot
368. The increased frictional engagement between the
stepped portion 628 and the outer race mating portion
702 further aids in preventing the radial inversion of the
flexible boot 368 thereby increasing the overall life and
durability of the joint assembly 300.
[0115] FIGS. 12 and 12B is a cut-away schematic side-
view a portion of the boot assembly illustrated in FIGS.
9-11 according to still yet embodiment of the disclosure.
The boot assembly 426 illustrated in FIGS. 12 and 12B
is the same as the boot assembly 426 illustrated in FIGS.
9-11, except where specifically noted. As illustrated in
FIGS. 12 and 12B of the disclosure, the flexible boot 368
of the boot assembly 426 does not include the outer race
mating portions 634 and 702 illustrated in FIGS. 9-11. In
accordance with this embodiment of the disclosure, the
boot assembly 426 includes an adapter 800. As a non-
limiting example, the adapter 800 is made of a thermo-
plastic material, a polymeric material, a rubber material
and/or a similar elastomeric material. It is within the scope
of this disclosure that the adapter 800 can be made of
the same material as the flexible boot 368 or the adapter
can be made from a different material than that of the
flexible boot 368. Additionally, as a non-limiting example,
it is within the scope of this disclosure that material of the
adapter 800 may have a greater hardness than the hard-
ness of the material of the flexible boot 368. The in-
creased hardness of the adapter 800 will further aid in
preventing the flexible boot 368 from radially inverting
when in operation thereby improving the overall life and
durability of the joint assembly 300. As a non-limiting ex-

ample, the adapter 800 may have a hardness ranging
from approximately Shore D50 to Shore D80.
[0116] The adapter 800 is a substantially disc-shaped
member having a radially outboard portion 802, a radially
inboard portion 804, a first side 806 and a second side
808. Circumferentially extending, radially outboard, from
at least a portion of a radially outboard end 810 of the
adapter 800 is an increased diameter portion 812. As
illustrated in FIGS. 12-12B of the disclosure, at least a
portion of the increased diameter portion 812 of the
adapter 800 is received within an adapter receiving re-
cess 814 that circumferentially extends radially outboard
along at least a portion of the inner surface 490 of the
first shoulder portion 472 of the flexible boot 368. When
the adapter 800 is inserted within the first end portion
428 of the flexible boot 368, the flexible boot 368 elasti-
cally deforms radially outboard allowing the increased
diameter portion 812 to be received within the adapter
receiving recess 814. This aids in securing the adapter
800 to the flexible boot 368.
[0117] At least a portion of the second side 808 and/or
at least a portion of the radially outboard end 810 of the
adapter 800 is integrally connected to at least a portion
of the inner surface 490 of the first end portion 428 of the
flexible boot 368. As illustrated in FIGS. 12-12A of the
disclosure and as a non-limiting example, at least a por-
tion of the radially outboard end 810 of the adapter is
integrally connected at least a portion of the inner surface
490 of the attachment portion 434 of the first end portion
428 of the flexible boot. Additionally, as illustrated in
FIGS. 12 and 12 of the disclosure and as a non-limiting
example, at least a portion of the second side 808 of the
adapter 800 is integrally connected to at least a portion
of the shoulder portion 472 connecting the attachment
portion 434 to the first valley 600 of the flexible boot 368.
It is within the scope of this disclosure and as a non-
limiting example, that at least a portion of the second side
808 and/or radially outboard end 810 of the adapter 800
is integrally connected to at least a portion of the of the
inner surface 490 of the flexible boot 368 by using one
or more welds, one or more diffusion bonds, one or more
adhesives, one or more solvents and/or one or more ce-
ments.
[0118] Extending circumferentially axially outboard
from at least a portion of the first side 806 of the radially
outboard portion 802 of the adapter 800 is an outer race
mating portion 816. The outer race mating portion 816
has a size and a shape that is complementary to the
stepped portion 628, the substantially vertical wall portion
630 and the chamfer portion 632 of the outer race 302.
As illustrated in FIGS. 12 and 12A of the disclosure and
as a non-limiting example, the outer race mating portion
816 of the adapter 800 has a linear axial distance L25
that is slightly less than or substantially equal to the linear
axial distance L17 of the stepped portion 628 of the outer
race 302. The linear axial distance L25 is defined as the
distance from the first side 806 of the adapter 800 to the
substantially vertical wall portion 630 of the stepped por-
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tion 628 of the outer race 302. The linear axial distance
L25 is defined as the distance from the substantially ver-
tical wall portion 630 of the outer race to the first side 806
of the adapter 800.
[0119] When the joint assembly 300 is articulated, at
least a portion of the flexible boot 368 is compressed
causing at least a portion of the outer race mating portion
816 of the adapter 800 to become frictionally engaged
with at least a portion of the stepped portion 628 and/or
the chamfer portion 632 of the outer race 302. The fric-
tional engagement between the stepped portion 628 and
the outer race mating portion 816 of the adapter 800 fur-
ther aids in preventing the radial inversion of the flexible
boot 368 thereby increasing the overall life and durability
of the joint assembly 300.
[0120] Extending radially inboard from and disposed
adjacent to the outer race mating portion 816 of the adapt-
er 800 is a substantially disc-shaped portion 818. As il-
lustrated in FIGS. 12 and 12A of the disclosure, the sub-
stantially disc-shaped portion 818 of the adapter 800 fills
any gap that exists between the inner surface 490 of the
flexible boot 368 and the axially outermost end 626 of
the second end portion 312 of the outer race 302. The
first side 806 of the substantially disc-shaped portion 818
of the adapter 800 has a shape that is complementary
to the shape of the axially outermost end 626 of the sec-
ond end portion 312 of the outer race 302. Additionally,
the second side 808 of the adapter 800 has a shape that
is complementary to the inner surface 490 of the portion
of the first shoulder portion 472 of the flexible boot 368
connecting the attachment portion 434 to the first valley
600.
[0121] According to an embodiment of the disclosure
and as a non-limiting example, the outer race mating por-
tion 816 of the adapter 800 has a linear radial length L28
that is defined as the distance from the stepped portion
628 of the outer race 302 to the radially outboard end
810 of the adapter 800. Additionally, according to this
embodiment of the disclosure, the adapter has a linear
radial length L27 that is defined as the distance from the
stepped portion 628 of the outer race 302 to the radially
inboard end 820 of the adapter 800. In accordance with
this embodiment of the disclosure and as a non-limiting
example, the linear radial length L27 of the adapter is
larger than the linear radial length L28 of the adapter 800.
[0122] The boot assembly 426 has a linear radial dis-
tance L26 that is defined as the distance between a ra-
dially inboard end 820 of the adapter 800 and the inner-
most point of the first valley 600 of the flexible boot 368.
By reducing the linear radial distance L26 it aids in in-
creasing the ability of the flexible boot 368 to resist radial
inversion thereby increasing the overall life and durability
of the joint assembly 300.
[0123] As illustrated in FIGS. 12-12B of the disclosure,
the radially inboard end 820 of the adapter 800 has a
radius AR1 that is less than the radius AR2 of the outer
race mating portion 816 of the adapter 800. Additionally,
as illustrated in FIGS. 12-12B, the adapter 800 has a

radius AR3 at the radially outboard end 810 of the adapter
800 that is greater than the radius AR2 but is less than
a radius AR4 of the increased diameter portion 812 of
the radially outboard end 810 of the adapter 800. In ac-
cordance with an embodiment of the disclosure and as
a non-limiting example, the radius AR3 of the adapter
800 is substantially equal to a radius OR1 of the second
end portion 312 of the outer race 302 of the joint assembly
300.
[0124] FIG. 13 is a cut-away schematic side-view of a
portion of the boot assembly 426 illustrated in FIGS.
12-12B of the disclosure according to still yet another
embodiment of the disclosure. The boot assembly 426
illustrated in FIG. 13 is the same as the boot assembly
426 illustrated in FIGS. 12-12B, except where specifically
noted. As illustrated in FIG. 13 of the disclosure, the
stepped portion 628 of the outer race 302 does not in-
clude the substantially vertical wall portion 630 but does
include the back cut portion 700. According to the em-
bodiment of the disclosure illustrated in FIG. 13, the outer
race mating portion 816 has a shape that is complemen-
tary to the stepped portion 628, the back cut portion 700
and the chamfer portion 632 of the outer race 302. In
accordance with this embodiment of the disclosure, the
adapter 800 has a linear axial length L26 that is greater
than the linear axial distance L25 of the adapter 800 il-
lustrated in FIGS. 12-12B. By making the linear axial dis-
tance L26 greater than the linear axial distance L25, it
increases the amount of surface area contact between
the stepped portion 628 of the outer race 302 and the
outer race mating portion 816 of the adapter 800. This
increases the overall amount of frictional engagement
between the stepped portion 628 of the outer race 302
and the outer race mating portion 816 of the adapter 800.
The increased frictional engagement between the
stepped portion 628 and the outer race mating portion
816 further aids in preventing the radial inversion of the
flexible boot 368 thereby increasing the overall life and
durability of the joint assembly 300.
[0125] It is to be understood that the various embodi-
ments described in this specification and as illustrated in
the attached drawings are simply exemplary embodi-
ments illustrating the inventive concepts as defined in
the claims. As a result, it is to be understood that the
various embodiments described and illustrated may be
combined to from the inventive concepts defined in the
appended claims.
[0126] In accordance with the provisions of the patent
statutes, the present invention has been described to rep-
resent what is considered to represent the preferred em-
bodiments. However, it should be note that this invention
can be practiced in other ways than those specifically
illustrated and described without departing from the
scope of this invention as defined by the appended
claims.
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Claims

1. A joint assembly, comprising:

a joint (300) comprising an inner race (304), an
outer race (302), one or more torque transfer
elements (306) and a cage (308) that is disposed
between said inner race and said outer race of
said joint;
wherein an axially outermost end (626) of said
outer race has a stepped portion (628) circum-
ferentially extends along at least a portion of an
outer surface (320) of an axially outermost end
of said outer race;
wherein said stepped portion of said axially out-
ermost end of said outer race has a chamfer
portion (632);
a flexible boot (368) having an inner surface
(490), an outer surface (480), a first end portion
(426), a second end portion (430) and an inter-
mediate portion (432) disposed between said
first and second end portions of said flexible
boot;
wherein said first end portion of said flexible boot
includes a first shoulder portion (472) that con-
nects an attachment portion (434) to a first valley
(500) of said intermediate portion of said flexible
boot;
wherein at least a portion of said attachment por-
tion of said first end portion of said flexible boot
is connected to at least a portion of said outer
surface of a second end portion (312) of said
outer race;
an adapter (800) having a radially outboard end
(810), a radially inboard end (820), a first side
(806), a second side (808), a radially outboard
portion (804) and a radially inboard portion
(802);
wherein an outer race mating portion (816) cir-
cumferentially extends from at least a portion of
said first side of said radially outboard portion of
said adapter;
wherein said outer race mating portion of said
adapter has a size and shape that is comple-
mentary to said stepped portion and said cham-
fer portion in said axially outermost end of said
outer race;
wherein a substantially disc-shaped portion
(818) extends radially inboard from and is adja-
cent to said outer race mating portion of said
adapter;
wherein said first side of said substantially disc-
shaped portion of said adapter has a shape that
is complementary to and is in direct contact with
said axially outermost end of said outer race;
wherein said second side of said adapter has a
shape that is complementary to and is in direct
contact with said inner surface of said portion of

said first shoulder portion of said flexible boot
connecting said attachment portion to said first
valley; and
wherein at least a portion of said radially out-
board end of said adapter and/or said second
side of said adapter is integrally connected to at
least a portion of said inner surface of said flex-
ible boot.

2. The joint assembly of claim 1, wherein said joint (300)
is a universal joint, a constant velocity joint or a direct
pinion mount constant velocity joint.

3. The joint assembly of claim 1, wherein said substan-
tially disc-shaped portion (818) has a linear radial
length (L27) L1 that is greater than a linear radial
length (L28) L2 of said outer race mating portion
(816) of said adapter (800);
wherein said linear radial length (L27) L1 is defined
as a distance from said stepped portion (628) of said
outer race (302) to said radially inboard end (820) of
said adapter (800); and
wherein said linear radial length (L28) L2 is defined
as a distance from said stepped portion (626) of said
outer race (302) to said radially outboard end (810)
of said adapter (800).

4. The joint assembly of claim 1, wherein said stepped
portion (628) has a substantially vertical wall portion
(630) connecting said stepped portion (628) of said
axially outermost end (626) of said outer race (302)
to said chamfer portion (632) of said axially outer-
most end of said outer race (302); and
wherein said outer race mating portion (816) of said
adapter (800) has a size and shape that is comple-
mentary to said stepped portion (628), said substan-
tially vertical wall portion (630) and/or said chamfer
portion (632) in said axially outermost end of said
outer race (302).

5. The joint assembly of claim 1, wherein said stepped
portion (628) has a cut back portion (700) connecting
said stepped portion (628) of said axially outermost
end of said outer race (302) to said chamfer portion
(632) of said axially outermost end of said outer race
(302); and
wherein said outer race mating portion (816) of said
adapter (800) has a size and shape that is comple-
mentary to said stepped portion (628), said cut back
portion (700) and said chamfer portion (632) in said
axially outermost end of said outer race (302).

6. The joint assembly of claim 1, wherein said radially
outboard end (810) of said adapter (800) has an in-
creased diameter portion (812) circumferentially ex-
tending from at least a portion of said radially out-
board end (810) of said adapter (800); and
wherein at least a portion of said increased diameter
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portion (812) on said radially outboard end (810) of
said adapter (800) is received within an adapter re-
ceiving recess (814) circumferentially extending ra-
dially outboard along at least a portion of said inner
surface (490) of said first shoulder portion (472) of
said flexible boot (368).

7. The joint assembly of claim 1, wherein said first end
portion (310) of said outer race (302) is connected
to a shaft (314); and
wherein said shaft (314) is a drive shaft, a prop shaft,
a Cardan shaft, a double cardan shaft, a universal
joint shaft or a universal coupling shaft.

8. The joint assembly of claim 1, wherein an inner sur-
face (326) of said inner race (304) is drivingly con-
nected to a first end portion (342) of a drive sleeve
(338);
wherein a second end portion (344) of said drive
sleeve (338) is drivingly connected to a pinion shaft
(382); and
wherein said pinion shaft (382) has a pinion gear
(422) disposed at end of said pinion shaft (382) op-
posite said drive sleeve (338) of said joint assembly
(300).

9. The joint assembly of claim 1, wherein said adapter
(800) is made of a material having a hardness that
is greater than a hardness of a material of said flex-
ible boot.

10. The joint assembly of claim 1, wherein said adapter
(800) is integrally formed as part of said inner surface
(490) of said attachment portion (434) of said first
end portion (428) of said flexible boot (368) and said
inner surface (490) of said first shoulder portion (472)
of said first end portion (428) of said flexible boot
(368).

11. The joint assembly of claim 1, wherein said interme-
diate portion (432) of said flexible boot (368) com-
prises, in axial order, said first valley (600), a first
peak (602), a second valley (604), a second peak
(606), a third valley (608), a third peak (610), a fourth
valley (612) and a fourth peak (614);
wherein said second end portion of said flexible boot
has a second shoulder portion connecting said fourth
peak to an attachment portion; and
wherein at least a portion of said attachment portion
of said second end portion of said flexible boot is
connected to at least a portion of said outer surface
of a drive sleeve.

12. The joint assembly of claim 11, wherein said outer
surface (480) of said flexible boot (368) connecting
said first shoulder portion (472) to said first valley
(600) has an arcuate portion (618) having a radius
of curvature (R9) R1; wherein said outer surface

(480) of said flexible boot (369) connecting said first
peak (602) to said second valley (604) has an arcu-
ate portion (620) having a radius of curvature (R10)
R2;
wherein said outer surface (480) of said flexible boot
(368) connecting said second peak (606) to said third
valley (608) has an arcuate portion (622) having a
radius of curvature (R11) R3; and
wherein said outer surface (480) of said flexible boot
(368) connecting said third peak (610) to said fourth
valley (612) has an arcuate portion (624) having a
radius of curvature (R12) R4.

13. The joint assembly of claim 12, wherein said flexible
boot (368) has a linear axial distance (L9) L3 that is
larger than a linear axial distance (L10) L4 of said
flexible boot (368);
wherein said linear axial distance (L9) L3 is an out-
ermost linear axial distance of said first valley (600)
of said flexible boot (368) along said outer surface
(480) of said flexible boot (368) and said linear axial
distance (L10) L4 is an innermost linear axial dis-
tance between said first shoulder portion (472) and
said first peak (602) of said flexible boot (368);
wherein said flexible boot (368) has a linear axial
distance (L11) L5 that is greater than a linear axial
distance (L12) L6;
wherein said linear axial distance L11 L5 is an out-
ermost linear axial distance of said second valley
(604) of said flexible boot (368) along said outer sur-
face (480) of said flexible boot (368) and said linear
axial distance L12 L6 is an innermost linear axial
distance between said first peak (602) and said sec-
ond peak (606) of said flexible boot (368);
wherein said flexible boot (368) has a linear axial
distance (L13) L7 that is greater than a linear axial
distance (L14) L8;
wherein said linear axial distance (L13) L7 is an out-
ermost linear axial distance of said third valley (608)
of said flexible boot (368) along said outer surface
(480) of said flexible boot (368) and said linear axial
distance (L14) L8 is an innermost linear axial dis-
tance between said second peak (606) and said third
peak (610) of said flexible boot (368);
wherein said flexible boot (368) has a linear axial
distance (L15) L9 that is greater than a linear axial
distance (L16) L10 of said flexible boot (368); and
wherein said linear axial distance (L15) L9 is an out-
ermost linear axial distance of said fourth valley (612)
of said flexible boot (368) along said outer surface
(480) of said flexible boot (368) and said linear axial
distance (L16) L10 is an innermost linear axial dis-
tance between said third peak (610) and said fourth
peak (614) of said flexible boot (368).

14. The joint assembly of claim 11, wherein one or more
snap-rings (616) are disposed within said first valley
(600), said second valley (604), said third valley
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(608) and/or said fourth valley (612) of said flexible
boot (368).

15. The joint assembly of claim 14, wherein there is a
gap (650) between said one or more snap-rings
(616) and said outer surface (480) of said first valley
(600), said second valley (604), said third valley
(608) and/or said fourth valley (612) of said flexible
boot (368) or,
wherein said outer surface of said first valley of said
flexible boot has a first snap-ring recess (512) and
said outer surface of said second valley (504) of said
flexible boot has a second snap-ring recess;
wherein one or more of said one or more snap-rings
are disposed within said first snap-ring recess (512)
in said first valley (500); and
wherein one or more of said one or more snap-rings
are disposed within said second snap-ring recess
(514) in said second valley (504).

Patentansprüche

1. Gelenkanordnung, umfassend:

ein Gelenk (300), das einen inneren Laufring
(304), einen äußeren Laufring (302), ein oder
mehrere Drehmomentübertragungselemente
(306) und einen zwischen dem inneren Laufring
und dem äußeren Laufring des Gelenks ange-
ordneten Käfig (308) umfasst;
wobei ein axial äußerstes Ende (626) des äu-
ßeren Laufrings einen gestuften Abschnitt (628)
aufweist, der sich in Umfangsrichtung entlang
zumindest eines Abschnitts einer Außenfläche
(320) des axial äußersten Endes des äußeren
Laufrings erstreckt;
wobei der gestufte Abschnitt des axial äußers-
ten Endes der äußeren Laufrings einen abge-
schrägten Abschnitt (632) aufweist;
einen flexiblen Faltenbalg (368) mit einer Innen-
fläche (490), einer Außenfläche (480), einem
ersten Endabschnitt (426), einem zweiten En-
dabschnitt (430) und einem mittleren Abschnitt
(432), der zwischen dem ersten und dem zwei-
ten Endabschnitt des flexiblen Faltenbalgs an-
geordnet ist;
wobei der erste Endabschnitt des flexiblen Fal-
tenbalgs einen ersten Schulterabschnitt (472)
aufweist, der einen Befestigungsabschnitt (434)
mit einer ersten Einbuchtung (500) des mittleren
Abschnitts des flexiblen Faltenbalgs verbindet;
wobei zumindest ein Abschnitt des Befesti-
gungsabschnitts des ersten Endabschnitts des
flexiblen Faltenbalgs mit zumindest einem Ab-
schnitt der Außenfläche eines zweiten En-
dabschnitts (312) des äußeren Laufrings ver-
bunden ist;

einen Adapter (800), der ein radial außenliegen-
des Ende (810), ein radial innenliegendes Ende
(820), eine erste Seite (806), eine zweite Seite
(808), einen radial außenliegenden Abschnitt
(804) und einen radial innenliegenden Abschnitt
(802) aufweist;
wobei sich ein Außenlaufringfügeabschnitt
(816) in Umfangsrichtung von zumindest einem
Abschnitt der ersten Seite des radial außenlie-
genden Abschnitts des Adapters aus erstreckt;
wobei der Außenlaufringfügeabschnitt des Ad-
apters eine Größe und Form aufweist, die kom-
plementär ist zu dem gestuften Abschnitt und
dem abgeschrägten Abschnitt in dem axial äu-
ßersten Ende des äußeren Laufrings;
wobei sich ein im Wesentlichen scheibenförmi-
ger Abschnitt (818) radial einwärts vom Außen-
laufringfügeabschnitt des Adapters und angren-
zend an diesen erstreckt;
wobei die erste Seite des im Wesentlichen
scheibenförmigen Abschnitts des Adapters eine
Form aufweist, die zum äußersten Ende des äu-
ßeren Laufrings komplementär ist und in direk-
tem Kontakt damit steht;
wobei die zweite Seite des Adapters eine Form
aufweist, die komplementär ist zur Innenfläche
des Abschnitts des ersten Schulterabschnitts
des flexiblen Faltenbalgs, der den Befestigungs-
abschnitt mit der ersten Einbuchtung verbindet,
und mit diesem in direktem Kontakt steht; und
wobei zumindest ein Abschnitt des radial au-
ßenliegenden Endes des Adapters und/oder der
zweiten Seite des Adapters mit zumindest ei-
nem Abschnitt der Innenfläche des flexiblen Fal-
tenbalgs zu einer Einheit verbunden ist.

2. Gelenkanordnung nach Anspruch 1, wobei das Ge-
lenk (300) ein Kreuzgelenk, ein Gleichlaufgelenk
oder ein Gleichlaufgelenk mit direkter Ritzelhalte-
rung ist.

3. Gelenkanordnung nach Anspruch 1, wobei der im
Wesentlichen scheibenförmige Abschnitt (818) eine
lineare radiale Länge (L27) L1 aufweist, die größer
ist als eine lineare radiale Länge (L28) L2 des Au-
ßenlaufringfügeabschnitts (816) des Adapters
(800);
wobei die lineare radiale Länge (L27) L1 als Abstand
vom gestuften Abschnitt (628) des äußeren Lauf-
rings (302) zum radial innenliegenden Ende (820)
des Adapters (800) definiert ist; und
wobei die lineare radiale Länge (L28) L2 als Abstand
vom gestuften Abschnitt (626) des äußeren Lauf-
rings (302) zum radial außenliegenden Ende (810)
des Adapters (800) definiert ist.

4. Gelenkanordnung nach Anspruch 1, wobei der ge-
stufte Abschnitt (628) einen im Wesentlichen verti-
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kalen Wandabschnitt (630) aufweist, der den gestuf-
ten Abschnitt (628) des axial äußersten Endes (626)
des äußeren Laufrings (302) mit dem abgeschrägten
Abschnitt (632) des axial äußersten Endes des äu-
ßeren Laufrings (302) verbindet; und
wobei der Außenlaufringfügeabschnitt (816) des Ad-
apters (800) eine Größe und Form aufweist, die kom-
plementär ist zu dem gestuften Abschnitt (628), dem
im Wesentlichen vertikalen Wandabschnitt (630)
und/oder dem abgeschrägten Abschnitt (632) an
dem axial äußersten Ende des äußeren Laufrings
(302).

5. Gelenkanordnung nach Anspruch 1, wobei der ge-
stufte Abschnitt (628) einen zurückgeschnittenen
Abschnitt (700) aufweist, der den gestuften Ab-
schnitt (628) des axial äußersten Endes des äußeren
Laufrings (302) mit dem abgeschrägten Abschnitt
(632) des axial äußersten Endes des äußeren Lauf-
rings (302) verbindet; und
wobei der Außenlaufringfügeabschnitt (816) des Ad-
apters (800) eine Größe und Form aufweist, die kom-
plementär ist zu dem gestuften Abschnitt (628), dem
zurückgeschnittenen Abschnitt (700) und dem ab-
geschrägten Abschnitt (632) in dem axial äußersten
Ende des äußeren Laufrings (302).

6. Gelenkanordnung nach Anspruch 1, wobei das ra-
dial äußere Ende (810) des Adapters (800) einen
Abschnitt (812) mit vergrößertem Durchmesser auf-
weist, der sich in Umfangsrichtung von zumindest
einem Abschnitt des radial außenliegenden Endes
(810) des Adapters (800) aus erstreckt; und
wobei zumindest ein Abschnitt des Abschnitts (812)
mit dem vergrößerten Durchmesser an dem radial
außenliegenden Ende (810) des Adapters (800) in-
nerhalb einer Adapteraufnahmeaussparung (814)
aufgenommen ist, die sich radial außenliegend ent-
lang zumindest eines Abschnitts der Innenfläche
(490) des ersten Schulterabschnitts (472) der flexib-
len Faltenbalg (368) erstreckt.

7. Gelenkanordnung nach Anspruch 1, wobei der erste
Endabschnitt (310) des äußeren Laufrings (302) mit
einer Welle (314) verbunden ist; und
wobei die Welle (314) eine Antriebswelle, eine Pro-
pellerwelle, eine Kardanwelle, eine Doppelkardan-
welle, eine Kreuzgelenkswelle oder eine Universal-
gelenkkupplungswelle ist.

8. Gelenkanordnung nach Anspruch 1, wobei eine In-
nenfläche (326) des inneren Laufrings (304) an-
triebsmäßig mit einem ersten Endabschnitt (342) ei-
ner Antriebsbuchse (338) verbunden ist;
wobei ein zweiter Endabschnitt (344) der Antriebs-
buchse (338) antriebsmäßig mit einer Ritzelwelle
(382) verbunden ist; und
wobei die Ritzelwelle (382) ein Ritzel (422) aufweist,

das an einem Ende der Ritzelwelle (382) entgegen-
gesetzt zur Antriebsbuchse (338) der Gelenkanord-
nung (300) angeordnet ist.

9. Gelenkanordnung nach Anspruch 1, wobei der Ad-
apter (800) aus einem Material mit einer Härte ge-
fertigt ist, die größer ist als eine Härte eines Materials
des flexiblen Faltenbalgs.

10. Gelenkanordnung nach Anspruch 1, wobei der Ad-
apter (800) integral als Teil der inneren Oberfläche
(490) des Befestigungsabschnitts (434) des ersten
Endabschnitts (428) des flexiblen Faltenbalgs (368)
und der Innenfläche (490) des ersten Schulterab-
schnitts (472) des ersten Endabschnitts (428) des
flexiblen Faltenbalgs (368) ausgebildet ist.

11. Gelenkanordnung nach Anspruch 1, wobei der mitt-
lere Abschnitt (432) des flexiblen Faltenbalgs (368)
in axialer Reihenfolge die erste Einbuchtung (600),
eine erste Ausbuchtung (602), eine zweite Einbuch-
tung (604), eine zweite Ausbuchtung (606), eine drit-
te Einbuchtung (608), eine dritte Ausbuchtung (610),
eine vierte Einbuchtung (612) und eine vierte Aus-
buchtung (614) aufweist;
wobei der zweite Endabschnitt des flexiblen Falten-
balgs einen zweiten Schulterabschnitt aufweist, der
die vierte Ausbuchtung mit einem Befestigungsab-
schnitt verbindet; und
wobei zumindest ein Abschnitt des Befestigungsab-
schnitts des zweiten Endabschnitts des flexiblen Fal-
tenbalgs mit zumindest einem Abschnitt der Außen-
fläche einer Antriebsbuchse verbunden ist.

12. Gelenkanordnung nach Anspruch 11, wobei die Au-
ßenfläche (480) des flexiblen Faltenbalgs (368), die
den ersten Schulterabschnitt (472) mit der ersten
Einbuchtung (600) verbindet, einen gekrümmten Ab-
schnitt (618) aufweist, der einen Krümmungsradius
(R9) R1 aufweist; wobei die Außenfläche (480) des
flexiblen Faltenbalgs (369), welche die erste Aus-
buchtung (602) mit der zweiten Einbuchtung (604)
verbindet, einen gekrümmten Abschnitt (620) auf-
weist, der einen Krümmungsradius (R10) R2 auf-
weist;
wobei die Außenfläche (480) des flexiblen Falten-
balgs (368), welche die zweite Ausbuchtung (606)
mit der dritten Einbuchtung (608) verbindet, einen
gekrümmten Abschnitt (622) mit einem Krümmungs-
radius (R11) R3 aufweist; und
wobei die Außenfläche (480) des flexiblen Falten-
balgs (368), welche die zweite Ausbuchtung (610)
mit der dritten Einbuchtung (612) verbindet, einen
gekrümmten Abschnitt (624) mit einem Krümmungs-
radius (R12) R4 aufweist.

13. Gelenkanordnung nach Anspruch 12, wobei der fle-
xible Faltenbalg (368) einen linearen axialen Ab-
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stand (L9) L3 aufweist, der größer ist als ein linearer
axialer Abstand (L10) L4 des flexiblen Faltenbalgs
(368);
wobei der lineare axiale Abstand (L9) L3 ein äußers-
ter linearer axialer Abstand der ersten Einbuchtung
(600) des flexiblen Faltenbalgs (368) entlang der Au-
ßenfläche (480) des flexiblen Faltenbalgs (368) ist
und der lineare axiale Abstand (L10) L4 ein innerster
linearer Abstand zwischen dem ersten Schulterab-
schnitt (472) und der ersten Ausbuchtung (602) des
flexiblen Faltenbalgs (368) ist;
wobei der flexible Faltenbalg (368) einen linearen
axialen Abstand (L11) L5 aufweist, der größer ist als
ein linearer axialer Abstand (L12) L6;
wobei der lineare axiale Abstand L11 L5 ein äußers-
ter linearer axialer Abstand der zweiten Einbuchtung
(604) des flexiblen Faltenbalgs (368) entlang der Au-
ßenfläche (480) des flexiblen Faltenbalgs (368) ist
und der lineare axiale Abstand L12 L6 ein innerster
linearer Abstand zwischen der ersten Ausbuchtung
(602) und der zweiten Ausbuchtung (606) des fle-
xiblen Faltenbalgs (368) ist;
wobei der flexible Faltenbalg (368) einen linearen
axialen Abstand (L13) L7 aufweist, der größer ist als
ein linearer axialer Abstand (L14) L8;
wobei der lineare axiale Abstand (L13) L7 ein äu-
ßerster linearer axialer Abstand der dritten Einbuch-
tung (608) des flexiblen Faltenbalgs (368) entlang
der Außenfläche (480) des flexiblen Faltenbalgs
(368) ist und der lineare axiale Abstand (L14) L8 ein
innerster linearer Abstand zwischen der zweiten
Ausbuchtung (606) und der dritten Ausbuchtung
(610) des flexiblen Faltenbalgs (368) ist;
wobei der flexible Faltenbalg (368) einen linearen
axialen Abstand (L15) L9 aufweist, der größer ist als
ein linearer axialer Abstand (L16) L10 des flexiblen
Faltenbalgs (368); und
wobei der lineare axiale Abstand (L15) L9 ein äu-
ßerster linearer axialer Abstand der vierten Einbuch-
tung (612) des flexiblen Faltenbalgs (368) entlang
der Außenfläche (480) des flexiblen Faltenbalgs
(368) ist und der lineare axiale Abstand (L16) L10
ein innerster linearer Abstand zwischen der dritten
Ausbuchtung (610) und der vierten Ausbuchtung
(614) des flexiblen Faltenbalgs (368) ist.

14. Gelenkanordnung nach Anspruch 11, wobei ein oder
mehrere Schnappringe (616) innerhalb der ersten
Einbuchtung (600), der zweiten Einbuchtung (604),
der dritten Einbuchtung (608) und/oder der vierten
Einbuchtung (612) des flexiblen Faltenbalgs (368)
angeordnet sind.

15. Gelenkanordnung nach Anspruch 14, wobei eine Lü-
cke (650) zwischen dem einen oder den mehreren
Schnappringen (616) und der Außenfläche (480) der
ersten Einbuchtung (600), der zweiten Einbuchtung
(604), der dritten Einbuchtung (608) und/oder der

vierten Einbuchtung (612) des flexiblen Faltenbalgs
(368) vorhanden ist oder
wobei die Außenfläche der ersten Einbuchtung des
flexiblen Faltenbalgs eine erste Schnappringaus-
sparung (512) aufweist und die Außenfläche der
zweiten Einbuchtung (504) des flexiblen Faltenbalgs
eine zweite Schnappringaussparung aufweist;
wobei der eine oder einer oder mehrere von den
mehreren Schnappringen innerhalb der ersten
Schnappringaussparung (512) in der ersten Ein-
buchtung (500) angeordnet sind; und
wobei der eine oder einer oder mehrere von den
mehreren Schnappringen innerhalb der zweiten
Schnappringaussparung (514) in der zweiten Ein-
buchtung (504) angeordnet sind.

Revendications

1. Assemblage de joint, comprenant :
un joint (300) qui comprend un chemin de roulement
interne (304), un chemin de roulement externe (302),
un ou plusieurs élément(s) de transfert de couple
(306) et une cage (308) qui est disposée entre ledit
chemin de roulement interne et ledit chemin de rou-
lement externe dudit joint ; dans lequel :
une extrémité axialement la plus externe (626) dudit
chemin de roulement externe comporte une partie
étagée (628) qui s’étend de façon circonférentielle
le long d’au moins une partie d’une surface externe
(320) d’une extrémité axialement la plus externe du-
dit chemin de roulement externe ; dans lequel :

ladite partie étagée de ladite extrémité axiale-
ment la plus externe dudit chemin de roulement
externe comporte une partie de chanfrein (632) ;
un soufflet flexible (368) qui comporte une sur-
face interne (490), une surface externe (480),
une première partie d’extrémité (426), une se-
conde partie d’extrémité (430) et une partie in-
termédiaire (432) qui est disposée entre lesdites
première et seconde parties d’extrémité dudit
soufflet flexible ; dans lequel :
ladite première partie d’extrémité dudit soufflet
flexible inclut une première partie d’épaulement
(472) qui connecte une partie de fixation (434)
à une première vallée (500) de ladite partie in-
termédiaire dudit soufflet flexible ; dans lequel :

au moins une partie de ladite partie de fixa-
tion de ladite première partie d’extrémité du-
dit soufflet flexible est connectée à au moins
une partie de ladite surface externe d’une
seconde partie d’extrémité (312) dudit che-
min de roulement externe ;
un adaptateur (800) qui comporte une ex-
trémité radialement vers l’extérieur (810),
une extrémité radialement vers l’intérieur
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(820), un premier côté (806), un second cô-
té (808), une partie radialement vers l’exté-
rieur (804) et une partie radialement vers
l’intérieur (802) ; dans lequel :
une partie de conjugaison de chemin de
roulement externe (816) s’étend de façon
circonférentielle depuis au moins une partie
dudit premier côté de ladite partie radiale-
ment vers l’extérieur dudit adaptateur ;
dans lequel :
ladite partie de conjugaison de chemin de
roulement externe dudit adaptateur présen-
te une dimension et une forme qui sont com-
plémentaires par rapport à des dimensions
et à des formes de ladite partie étagée et
de ladite partie de chanfrein au niveau de
ladite extrémité axialement la plus externe
dudit chemin de roulement externe ; dans
lequel :
une partie sensiblement en forme de disque
(818) s’étend radialement vers l’intérieur
depuis ladite partie de conjugaison de che-
min de roulement externe dudit adaptateur
et elle est adjacente à cette même dite par-
tie de conjugaison de chemin de roulement
externe ; dans lequel :
ledit premier côté de ladite partie sensible-
ment en forme de disque dudit adaptateur
présente une forme qui est complémentaire
par rapport à une forme de ladite extrémité
axialement la plus externe dudit chemin de
roulement externe et il est en contact direct
avec cette même dite extrémité axialement
la plus externe dudit chemin de roulement
externe ; dans lequel :
ledit second côté dudit adaptateur présente
une forme qui est complémentaire par rap-
port à une forme de ladite surface interne
de ladite partie de ladite première partie
d’épaulement dudit soufflet flexible qui con-
necte ladite partie de fixation à ladite pre-
mière vallée et il est en contact direct avec
cette même dite surface interne ; et dans
lequel :
au moins une partie de ladite extrémité ra-
dialement vers l’extérieur dudit adaptateur
et/ou dudit second côté dudit adaptateur est
connectée intégralement à au moins une
partie de ladite surface interne dudit soufflet
flexible.

2. Assemblage de joint selon la revendication 1, dans
lequel ledit joint (300) est un joint universel, un joint
homocinétique ou un joint homocinétique à montage
direct sur pignon.

3. Assemblage de joint selon la revendication 1, dans
lequel : ladite partie sensiblement en forme de dis-

que (818) présente une longueur radiale linéaire
(L27) L1 qui est plus importante qu’une longueur ra-
diale linéaire (L28) L2 de ladite partie de conjugaison
de chemin de roulement externe (816) dudit adap-
tateur (800) ; dans lequel :

ladite longueur radiale linéaire (L27) L1 est dé-
finie en tant que distance depuis ladite partie
étagée (628) dudit chemin de roulement externe
(302) jusqu’à ladite extrémité radialement vers
l’intérieur (820) dudit adaptateur (800) ; et dans
lequel :
ladite longueur radiale linéaire (L28) L2 est dé-
finie en tant que distance depuis ladite partie
étagée (626) dudit chemin de roulement externe
(302) jusqu’à ladite extrémité radialement vers
l’extérieur (810) dudit adaptateur (800).

4. Assemblage de joint selon la revendication 1, dans
lequel : ladite partie étagée (628) comporte une par-
tie de paroi sensiblement verticale (630) qui connec-
te ladite partie étagée (628) de ladite extrémité axia-
lement la plus externe (626) dudit chemin de roule-
ment externe (302) à ladite partie de chanfrein (632)
de ladite extrémité axialement la plus externe dudit
chemin de roulement externe (302) ; et dans lequel :
ladite partie de conjugaison de chemin de roulement
externe (816) dudit adaptateur (800) présente une
dimension et une forme qui sont complémentaires
par rapport à des dimensions et à des formes de
ladite partie étagée (628), de ladite partie de paroi
sensiblement verticale (630) et/ou de ladite partie de
chanfrein (632) au niveau de ladite extrémité axia-
lement la plus externe dudit chemin de roulement
externe (302).

5. Assemblage de joint selon la revendication 1, dans
lequel : ladite partie étagée (628) comporte une par-
tie réduite (700) qui connecte ladite partie étagée
(628) de ladite extrémité axialement la plus externe
dudit chemin de roulement externe (302) à ladite par-
tie de chanfrein (632) de ladite extrémité axialement
la plus externe dudit chemin de roulement externe
(302) ; et dans lequel :
ladite partie de conjugaison de chemin de roulement
externe (816) dudit adaptateur (800) présente une
dimension et une forme qui sont complémentaires
par rapport à des dimensions et à des formes de
ladite partie étagée (628), de ladite partie réduite
(700) et de ladite partie de chanfrein (632) au niveau
de ladite extrémité axialement la plus externe dudit
chemin de roulement externe (302).

6. Assemblage de joint selon la revendication 1, dans
lequel : ladite extrémité radialement vers l’extérieur
(810) dudit adaptateur (800) présente une partie de
diamètre augmenté (812) qui s’étend de façon cir-
conférentielle depuis au moins une partie de ladite
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extrémité radialement vers l’extérieur (810) dudit
adaptateur (800) ; et dans lequel :
au moins une partie de ladite partie de diamètre aug-
menté (812) sur ladite extrémité radialement vers
l’extérieur (810) dudit adaptateur (800) est reçue à
l’intérieur d’un évidement de réception d’adaptateur
(814) qui s’étend de façon circonférentielle radiale-
ment vers l’extérieur le long d’au moins une partie
de ladite surface interne (490) de ladite première par-
tie d’épaulement (472) dudit soufflet flexible (368).

7. Assemblage de joint selon la revendication 1, dans
lequel : ladite première partie d’extrémité (310) dudit
chemin de roulement externe (302) est connectée à
un arbre (314) ; et dans lequel :
ledit arbre (314) est un arbre d’entraînement, un ar-
bre de propulsion, un arbre à cardan, un arbre à car-
dan double, un arbre de transmission à cardan ou
un arbre de couplage universel.

8. Assemblage de joint selon la revendication 1, dans
lequel : une surface interne (326) dudit chemin de
roulement interne (304) est connectée par entraîne-
ment à une première partie d’extrémité (342) d’une
douille d’entraînement (338) ; dans lequel :
une seconde partie d’extrémité (344) de ladite douille
d’entraînement (338) est connectée par entraîne-
ment à un arbre de pignon (382) ; et dans lequel :
ledit arbre de pignon (382) comporte un engrenage
à pignons (422) qui est disposé au niveau d’une ex-
trémité dudit arbre de pignon (382) à l’opposé par
rapport à ladite douille d’entraînement (338) dudit
assemblage de joint (300).

9. Assemblage de joint selon la revendication 1, dans
lequel ledit adaptateur (800) est réalisé en un maté-
riau qui présente une dureté qui est plus importante
qu’une dureté d’un matériau dudit soufflet flexible.

10. Assemblage de joint selon la revendication 1, dans
lequel ledit adaptateur (800) est formé intégralement
en tant que partie de ladite surface interne (490) de
ladite partie de fixation (434) de ladite première par-
tie d’extrémité (428) dudit soufflet flexible (368) et
de ladite surface interne (490) de ladite première par-
tie d’épaulement (472) de ladite première partie d’ex-
trémité (428) dudit soufflet flexible (368).

11. Assemblage de joint selon la revendication 1, dans
lequel : ladite partie intermédiaire (432) dudit soufflet
flexible (368) comprend, selon un ordre axial, ladite
première vallée (600), une première crête (602), une
deuxième vallée (604), une deuxième crête (606),
une troisième vallée (608), une troisième crête (610),
une quatrième vallée (612) et une quatrième crête
(614) ; dans lequel :
ladite seconde partie d’extrémité dudit soufflet flexi-
ble comporte une seconde partie d’épaulement qui

connecte ladite quatrième crête à une partie de
fixation ; et dans lequel :
au moins une partie de ladite partie de fixation de
ladite seconde partie d’extrémité dudit soufflet flexi-
ble est connectée à au moins une partie de ladite
surface externe d’une douille d’entraînement.

12. Assemblage de joint selon la revendication 11, dans
lequel : ladite surface externe (480) dudit soufflet
flexible (368) qui connecte ladite première partie
d’épaulement (472) à ladite première vallée (600)
comporte une partie incurvée (618) qui présente un
rayon de courbure (R9) R1 ; dans lequel : ladite sur-
face externe (480) dudit soufflet flexible (369) qui
connecte ladite première crête (602) à ladite deuxiè-
me vallée (604) comporte une partie incurvée (620)
qui présente un rayon de courbure (R10) R2 ; dans
lequel :
ladite surface externe (480) dudit soufflet flexible
(368) qui connecte ladite deuxième crête (606) à la-
dite troisième vallée (608) comporte une partie in-
curvée (622) qui présente un rayon de courbure
(R11) R3 ; et dans lequel :
ladite surface externe (480) dudit soufflet flexible
(368) qui connecte ladite troisième crête (610) à la-
dite quatrième vallée (612) comporte une partie in-
curvée (624) qui présente un rayon de courbure
(R12) R4.

13. Assemblage de joint selon la revendication 12, dans
lequel : ledit soufflet flexible (368) présente une dis-
tance axiale linéaire (L9) L3 qui est plus importante
qu’une distance axiale linéaire (L10) L4 dudit soufflet
flexible (368) ; dans lequel :
ladite distance axiale linéaire (L9) L3 est une distan-
ce axiale linéaire la plus externe de ladite première
vallée (600) dudit soufflet flexible (368) le long de
ladite surface externe (480) dudit soufflet flexible
(368) et ladite distance axiale linéaire (L10) L4 est
une distance axiale linéaire la plus interne entre la-
dite première partie d’épaulement (472) et ladite pre-
mière crête (602) dudit soufflet flexible (368) ; dans
lequel :
ledit soufflet flexible (368) présente une distance
axiale linéaire (L11) L5 qui est plus importante
qu’une distance axiale linéaire (L12) L6 ; dans
lequel :
ladite distance axiale linéaire L11 L5 est une distan-
ce axiale linéaire la plus externe de ladite deuxième
vallée (604) dudit soufflet flexible (368) le long de
ladite surface externe (480) dudit soufflet flexible
(368) et ladite distance axiale linéaire L12 L6 est une
distance axiale linéaire la plus interne entre ladite
première crête (602) et ladite deuxième crête (606)
dudit soufflet flexible (368) ; dans lequel :
ledit soufflet flexible (368) présente une distance
axiale linéaire (L13) L7 qui est plus importante
qu’une distance axiale linéaire (L14) L8 ; dans
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lequel :
ladite distance axiale linéaire (L13) L7 est une dis-
tance axiale linéaire la plus externe de ladite troisiè-
me vallée (608) dudit soufflet flexible (368) le long
de ladite surface externe (480) dudit soufflet flexible
(368) et ladite distance axiale linéaire (L14) L8 est
une distance axiale linéaire la plus interne entre la-
dite deuxième crête (606) et ladite troisième crête
(610) dudit soufflet flexible (368) ; dans lequel :
ledit soufflet flexible (368) présente une distance
axiale linéaire (L15) L9 qui est plus importante
qu’une distance axiale linéaire (L16) L10 dudit souf-
flet flexible (368) ; et dans lequel :
ladite distance axiale linéaire (L15) L9 est une dis-
tance axiale linéaire la plus externe de ladite qua-
trième vallée (612) dudit soufflet flexible (368) le long
de ladite surface externe (480) dudit soufflet flexible
(368) et ladite distance axiale linéaire (L16) L10 est
une distance axiale linéaire la plus interne entre la-
dite troisième crête (610) et ladite quatrième crête
(614) dudit soufflet flexible (368).

14. Assemblage de joint selon la revendication 11, dans
lequel un ou plusieurs anneau(x) de retenue (616)
est/sont disposé(s) à l’intérieur de ladite première
vallée (600), de ladite deuxième vallée (604), de la-
dite troisième vallée (608) et/ou de ladite quatrième
vallée (612) dudit soufflet flexible (368).

15. Assemblage de joint selon la revendication 14, dans
lequel : il y a un espace (650) entre lesdits un ou
plusieurs anneaux de retenue (616) et ladite surface
externe (480) de ladite première vallée (600), de la-
dite deuxième vallée (604), de ladite troisième vallée
(608) et/ou de ladite quatrième vallée (612) dudit
soufflet flexible (368) ; ou dans lequel :
ladite surface externe de ladite première vallée dudit
soufflet flexible comporte un premier évidement
d’anneau de retenue (512) et ladite surface externe
de ladite deuxième vallée (504) dudit soufflet flexible
comporte un second évidement d’anneau de
retenue ; dans lequel :
un ou plusieurs desdits un ou plusieurs anneaux de
retenue est/sont disposé(s) à l’intérieur dudit premier
évidement d’anneau de retenue (512) dans ladite
première vallée (500) ; et dans lequel :
un ou plusieurs desdits un ou plusieurs anneaux de
retenue est/sont disposé(s) à l’intérieur dudit second
évidement d’anneau de retenue (514) dans ladite
deuxième vallée (504).
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