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(§v  Transmission  selector  valve. 
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©  A  transmission  has  a  manual  selector  valve  (128) 
which  is  reciprocally  and  rotatably  mounted  in  a 
valve  body  (148)  and  operable  in  a  conventional  "H" 
shift  pattern  to  permit  selection  of  first  to  fifth  for- 
ward  drive  ratios,  a  neutral  condition  and  a  reverse 
drive  ratio  in  a  planetary  transmission.  The  selector 
valve  (128)  has  a  line  pressure  chamber  (152) 
formed  thereon  which  remains  in  fluid  communica- 
tion  with  a  line  feed  passage  in  the  valve  body  (148) 
throughout  the  "H"  pattern.  This  line  pressure  cham- 
ber  (152)  is  selectively  alignable  with  respective 
clutch  and  brake  apply  passages  formed  in  the  valve 
body  (148)  to  control  the  flow  of  pressurised  oil  for 
the  engagement  of  respective  clutches  and  brakes. 
A  plurality  of  exhaust  chambers  (162,164)  formed 
therein  are  also  selectively  connectable  with  the 
clutch  and  brake  apply  passages  to  control  dis- 
engagement  of  the  clutches  and  brakes  not  required 
for  the  selected  drive  condition. 
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This  invention  relates  to  a  manual  selector 
valve  for  a  transmission. 

In  the  preferred  embodiment,  the  invention  re- 
lates  to  a  manual  control  valve  for  a  planetary-type 
transmission  operated  in  a  mechanical  gear  selec- 
tion  scheme. 

Manually  controlled  planetary  transmissions 
have  been  proposed  in  the  past.  These  transmis- 
sions  have  been  controlled  with  a  manual  valve 
having  substantially  the  same  structure  as  manual 
valves  used  with  comparable  automatic  shifting 
planetary  transmissions.  These  valves  use  straight 
line  or  linear  movement  to  establish  the  passages 
to  be  connected  with  the  high  pressure  or  main 
pressure  circuit  so  that  appropriate  clutches  and 
brakes  are  actuated.  While  these  mechanisms  per- 
form  satisfactorily,  they  do  require  more  space  in 
the  longitudinal  direction  of  the  selector  lever  travel 
when  compared  with  the  "H"  pattern  of  a  conven- 
tional  manual  control  used  with  a  countershaft  type 
transmission. 

The  present  invention  seeks  to  provide  an  im- 
proved  transmission  selector  valve. 

According  to  an  aspect  of  the  present  inven- 
tion,  there  is  provided  a  manual  selector  valve  for  a 
transmission  as  specified  in  claim  1  . 

In  the  preferred  embodiment,  there  is  provided 
an  "H"  pattern  in  a  manual  control  for  a  planetary 
type  transmission,  which  uses  an  input  clutch  in 
place  of  a  torque  converter.  To  compensate  for  the 
reduction  in  overall  torque  ratio  coverage  in  this 
embodiment,  an  underdrive  ratio  is  provided  by 
placing  a  two  speed  planetary  at  the  input  axis  of 
the  multi-speed  planetary.  This  planetary  set  can 
provide  increased  torque  ratio  in  both  the  forward 
ratios,  except  for  the  highest  and  the  reverse  ratio. 
The  "H"  shift  pattern  preferably  adapted  can  re- 
duce  the  longitudinal  space  required  by  the  shift 
mechanism  by  adding  rotary  movement  to  the 
manual  shift  valve.  The  formation  of  a  pressure 
chamber  on  the  manual  valve  permits  the  porting 
of  high  pressure  fluid  to  the  appropriate  clutches 
and  brake  members.  Exhaust  chambers  are  prefer- 
ably  interspersed  with  and  adjacent  to  the  pressure 
chamber  to  allow  depressurisation  of  the  clutch  and 
brake  members  not  required  to  establish  the  oper- 
ator  selected  ratio. 

Preferably,  a  spool  valve  is  mounted  for  rotary 
and  longitudinal  movement  in  a  valve  body,  such 
that  an  "H"  pattern  can  be  provided  for  the  driver. 

An  embodiment  of  the  present  invention  is 
described  below,  by  way  of  example  only,  with 
reference  to  the  accompanying  drawings,  in  which: 

Figure  1  is  a  plan  view  of  a  portion  of  a  trans- 
mission  control  depicting  the  input  structure  of  a 
manual  control  valve; 
Figure  2  is  a  view  taken  along  line  2-2  of  Figure 
1; 

Figure  3  is  a  side  view  of  an  embodiment  of 
spool  valve  of  a  manual  selector  valve  assem- 
bly; 
Figure  4  is  a  layout  of  the  positions  of  Figures 

5  5A  to  5G. 
Figures  5A  through  5G  are  diagrammatic  repre- 
sentations  of  the  valve  positions  and  port  align- 
ment  in  the  selector  valve  of  Figure  3;  and 
Figure  6  is  a  schematic  diagram  of  an  embodi- 

io  ment  of  transmission  gear  scheme  and  control- 
ler. 

Referring  to  Figure  6,  there  is  shown  a  plan- 
etary  gear  arrangement  or  transmission  10  driven 
by  a  conventional  internal  combustion  engine  11. 

75  The  planetary  transmission  10  is  controlled  by  a 
plurality  of  clutches  and  brakes  and  may  be  con- 
structed  similar  to  the  gearing  arrangement  shown 
in  US-A-5,1  97,355. 

The  engine  11  is  drivingly  connected  to  a 
20  selectively  engageable  clutch  12  which  is  prefer- 

ably  manually  operated.  The  output  of  the  clutch 
12  is  connected  to  a  planetary  gear  set  14  having  a 
sun  gear  16,  a  ring  gear  18  and  a  carrier  20  on 
which  is  rotatably  mounted  a  number  of  pinion 

25  gears  22  meshing  with  the  sun  gear  16  and  ring 
gear  18. 

A  fluid  operated  brake  24  is  selectively  en- 
gageable  to  connect  the  sun  gear  16  to  a  transmis- 
sion  housing  28.  The  sun  gear  16  and  carrier  20 

30  are  selectively  interconnectible  with  a  fluid  oper- 
ated  friction  clutch  30  which  when  engaged  will 
cause  a  1:1  drive  within  the  planetary  gear  set  14. 

The  clutch  12  is  selectively  connectable  be- 
tween  the  engine  11  and  the  ring  gear  18  to 

35  provide  an  input  to  the  planetary  gear  set  14.  The 
planet  carrier  20  is  drivingly  connected  with  a 
sprocket  32  which  is,  in  turn,  drivingly  connected 
through  a  chain  34  with  an  input  sprocket  36.  When 
the  brake  24  is  engaged,  a  reduction  drive  is 

40  provided  in  the  planetary  and  the  sprocket  32  is 
rotated  slower  than  the  engine  output.  If  the  clutch 
30  is  engaged  and  the  brake  24  disengaged,  the 
sprocket  32  is  rotated  at  a  speed  equal  to  the 
engine  output  and  therefore  provides  a  1:1  input 

45  through  the  sprocket  36. 
The  sprocket  36  is  drivingly  connected  to  a 

sun  gear  38,  which  is  an  input  member  for  a 
planetary  gear  set  40.  The  planetary  gear  set  40 
also  includes  a  planet  carrier  42  and  a  ring  gear 

50  44.  The  planet  carrier  42  supports  a  plurality  of 
pinion  gears  46  which  mesh  with  the  sun  gear  38 
and  the  ring  gear  44.  The  planet  carrier  42  is 
drivingly  connected  with  a  sun  gear  48  which  is  the 
input  member  for  a  final  drive  reduction  set  50.  The 

55  reduction  set  50  has  a  carrier  output  member  52 
which  is  drivingly  connected  through  a  conventional 
differential  54  to  a  pair  of  output  shafts  56  and  58. 
The  output  shafts  56  and  58  are  connected  in  a 
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well  known  manner  to  the  drive  wheels  of  the 
vehicle.  The  carrier  52  supports  a  plurality  of  pinion 
gears  60  which  mesh  with  the  sun  gear  48  and  a 
ring  gear  62  which  is  secured  to  the  transmission 
housing  28. 

The  ring  gear  44  is  connected  to  a  selectively 
engageable  clutch  64.  The  clutch  64  is  connected 
to  a  hub  member  66  which  is  connected  to  a  planet 
carrier  68  of  a  planetary  gear  set  70.  The  planetary 
gear  set  70  includes  a  sun  gear  72,  a  ring  gear  74 
and  a  plurality  of  pinion  gears  76  rotatably  sup- 
ported  on  the  carrier  68  and  meshing  with  the  sun 
gear  72  and  the  ring  gear  74. 

The  hub  66  has  operatively  and  selectively 
connectable  therewith  a  fluid  operated  friction 
brake  78.  The  brake  78  will  restrain  rotation  of  the 
carrier  68  and,  when  the  clutch  64  is  engaged,  the 
ring  gear  44  is  also  restrained.  The  carrier  68  is 
also  operatively  connected  with  a  clutch  80  which 
is  a  fluid  operated  device  selectively  operable  to 
provide  a  drive  connection  between  the  input 
sprocket  36  and  the  carrier  68. 

The  sun  gear  72  is  selectively  connectable  with 
the  input  sprocket  36  through  a  selectively  en- 
gageable  clutch  82.  The  sun  gear  72  may  also  be 
selectively  restrained  from  rotation  by  a  fluid  op- 
erated  selectively  engageable  friction  brake. 

The  clutches  30,  64,  80  and  82,  and  the  brakes 
78,  84  and  24  are  conventional  fluid  operated  fric- 
tion  devices  which  are  well  known  in  the  art.  These 
devices  generally  have  a  fluid  operated  piston 
which  is  pressurised  to  control  the  engagement  of 
the  friction  members  associated  with  the  clutches 
and  brakes. 

To  effect  engagement  or  actuation  of  the 
clutches  and  brakes,  a  manual  valve  86  is  pro- 
vided.  This  selectively  movable  manual  valve  86  is 
operable  to  deliver  fluid  from  a  conventional  fluid 
pump  88  to  the  various  clutches  and  brakes 
through  a  plurality  of  passages  90,  92,  94,  96,  98, 
100  and  102.  The  passages  96  and  102  are  both  in 
fluid  communication  with  a  shuttle  valve  104  which 
is  operable  to  deliver  the  highest  fluid  pressure  in 
these  two  passages  through  a  conventional  ball 
check  and  restrictor  106  to  a  servo  piston  108 
which  is  operable  to  engage  the  brake  78. 

The  passage  90  is  disposed  to  provide  fluid 
communication  through  a  conventional  ball  check 
and  restrictor  110  to  the  clutch  30.  The  passage  90 
is  connected  to  deliver  fluid  pressure  through  a 
conventional  ball  check  and  restrictor  112  to  the 
brake  24.  The  passage  94  is  disposed  to  provide 
fluid  communication  through  a  conventional  ball 
check  and  restrictor  114  to  the  brake  84.  The 
passage  96  is  disposed  to  provide  fluid  pressure 
through  a  conventional  ball  check  and  restrictor 
116  to  the  clutch  82,  as  well  as  to  the  shuttle  valve 
104. 

The  passage  98  is  directed  to  connect  pres- 
sure  through  a  conventional  shuttle  valve  and  re- 
strictor  118  to  the  clutch  80.  The  passage  100  is 
operatively  connected  to  direct  fluid  pressure 

5  through  a  conventional  check  valve  and  restrictor 
120  to  the  clutch  64.  The  passage  102,  as  pre- 
viously  described,  directs  fluid  pressure  to  the 
shuttle  valve  104. 

The  pump  88  takes  fluid  from  a  conventional 
io  reservoir  122  for  delivery  to  a  mainline  or  high 

pressure  passage  124.  The  pressure  level  in  the 
passage  124  is  established  by  a  conventional  pres- 
sure  regulator  valve  126.  These  types  of  valves  are 
well  known  and  the  controls  that  may  be  utilised 

is  therewith  are  also  well  known. 
The  passage  124  delivers  line  pressure  to  the 

manual  valve  86  which  is  operable  to  connect  the 
high  pressure  fluid  to  the  individual  passages  90  to 
102  or  to  control  exhausting  of  these  passages, 

20  depending  upon  the  driver  selected  position.  The 
driver  may  select  a  reverse  position  R;  a  neutral 
position  N;  a  first  gear  position  1;  a  second  gear 
position  2;  a  third  gear  position  3;  a  fourth  gear 
position  4;  or  a  fifth  gear  position  5. 

25  While  the  schematic  representation  of  Figure  6 
depicts  the  manual  valve  86  as  moving  linearly, 
with  the  preferred  embodiment  it  is  moved  in  an 
"H"  pattern  through  the  control  mechanism  shown 
in  Figures  1  and  2.  Referring  to  Figures  1  and  2,  it 

30  can  be  seen  that  the  manual  valve  86  includes  a 
spool  valve  or  shift  valve  128  which  is  slidably  and 
rotatably  disposed  in  a  valve  bore  130. 

The  shift  valve  128  has  impressed  thereon  or 
otherwise  secured  thereto  a  collar  member  132 

35  which  is  engageable  by  a  pin  134  controlled  by  a 
lever  136.  The  lever  136  is  rotatable  about  an  axis 
138  which  causes  linear  movement  of  the  shift 
valve  128  through  the  interaction  of  the  collar  132 
and  the  pin  134.  The  shift  valve  128  is  also  se- 

40  cured  to  a  lever  140  which  is  operable  to  provide 
rotary  movement  of  the  shift  valve  128  about  an 
axis  142. 

The  levers  136  and  140  each  have  a  connector 
portion  144  and  146,  respectively,  which  are  con- 

45  nected  to  a  conventional  input  shift  mechanism, 
such  as  cables.  These  devices  for  controlling  the 
input  movement  to  a  countershaft  type  transmis- 
sion  are  well  known  and  have  been  utilised  for  a 
number  of  years.  It  is  one  of  the  advantages  of  the 

50  preferred  embodiment  that  similar  controls  can  be 
used  with  this  fluid  operated  planetary  gear  trans- 
mission  to  provide  the  "H"  shift  pattern  which  is 
useful  in  limiting  the  longitudinal  movement  of  the 
shift  valve  128  and  in  imposing  the  rotational  shift 

55  movement  thereon. 
The  valve  bore  130  is  formed  in  a  valve  body 

148  which  has  incorporated  therein  a  plurality  of 
conventional  worm  tracks  which  are  then  covered 

3 
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with  a  plate  150.  The  worm  tracks  are  operable  to 
direct  fluid  pressure  to  the  valve  bore  130  and  also 
to  connect  the  valve  bore  130  to  an  exhaust  pas- 
sage  when  the  valve  128  is  moved  to  the  desired 
locations  by  the  driver. 

The  valve  bore  130  is  connected  to  the  line 
pressure  in  passage  124  and  to  exhaust  at  a  num- 
ber  of  locations  at  both  ends  of  the  valve  bore.  The 
valve  bore  is  connected  to  the  passages  90  to  102 
at  the  ports  shown  on  Figure  1  . 

The  shift  valve  128  has  a  line  pressure  cham- 
ber  152  formed  thereon.  As  best  seen  in  Figure  3, 
the  chamber  152  is  bounded  by  a  plurality  of  land 
portions  154,  156,  158  and  160  which  prevent  the 
direct  communication  of  fluid  pressure  in  the  cham- 
ber  152  with  exhaust  passages  or  exhaust  areas 
which  are  formed  at  162  and  164. 

The  shift  valve  128  is  movable  in  a  conven- 
tional  "H"  shift  pattern,  as  suggested  in  Figure  4. 
As  seen  in  Figure  4,  the  levers  136  and  140  can  be 
manipulated  to  cause  the  valve  128  to  assume  the 
neutral  position  along  the  centre  of  Figure  4  or  a 
first  position,  a  second  position,  a  third  position,  a 
fourth  position,  a  fifth  position  or  a  reverse  position. 
These  positions  correspond  to  the  positions  sug- 
gested  in  Figure  6  for  the  manual  valve  86.  As 
seen  in  Figure  4,  however,  a  more  conventional 
"H"  pattern  is  provided. 

For  ease  of  description,  the  operative  part  of 
the  shift  valve  128  is  shown  in  layout  in  Figures  5A 
through  5G.  In  these  representations,  the  valve  128 
has  been  unwrapped  and  the  port  locations  shown 
in  Figure  1  have  been  superimposed  thereon  to 
make  it  easier  for  the  reader  to  determine  which  of 
the  passages  is  pressurised  and  which  is  exhaust- 
ed. 

As  seen  in  Figure  5D,  the  Neutral  position  for 
the  valve,  all  of  the  passages,  with  the  exception  of 
passage  92,  are  connected  to  exhaust.  Thus,  in  this 
condition,  the  only  device  which  is  actuated  or 
energised,  is  the  brake  24.  The  actuation  of  brake 
24  in  and  of  itself  will  not  provide  any  drive  con- 
dition  in  the  transmission.  It  will,  however,  condition 
the  planetary  gear  set  14  for  the  underdrive  ratio. 

With  the  manual  clutch  12  disengaged,  the 
valve  128  can  be  moved  longitudinally  in  the  Neu- 
tral  position  to  the  location  between  Figures  5A  and 
5B,  or  between  Figures  5C  and  5E,  or  between 
Figures  5F  and  5G.  This  is  a  well  known  Neutral 
condition  in  which  the  selector  valve  is  moved  from 
first  to  second  to  third  and  so  on,  in  a  standard  or 
conventional  manual  transmission  using  a  coun- 
tershaft  type  arrangement. 

If  the  valve  spool  is  moved  from  the  Figure  5D 
position  to  the  location  between  Figures  5F  and 
5G,  one  will  appreciate  that  the  only  passage  pres- 
surised  is  92.  However,  should  the  driver  rotate  the 
valve  to  select  the  disposition  shown  in  Figure  5G, 

the  transmission  will  be  conditioned  for  the  first  or 
lowest  gear  by  providing  pressure  to  passages 
102,  100  and  92.  In  this  condition,  the  clutch  64  is 
engaged  and  the  brake  78  is  engaged,  thus  con- 

5  ditioning  the  planetary  arrangements  40  and  70  for 
the  low  ratio  and  the  maximum  torque  output  will 
be  provided. 

The  driver  will  control  the  power  flow  from  the 
engine  to  the  transmission  through  the  selective 

io  engagement  of  the  clutch  12.  When  it  is  desired  to 
change  gear  ratios,  the  driver  will  disengage  the 
clutch  12  and  rotate  the  shift  valve  from  the  posi- 
tion  5G  through  Neutral  to  the  position  5F,  which  is 
the  second  gear. 

is  In  this  position,  the  passages  92,  94  and  100 
are  pressurised  while  the  remaining  passages  are 
exhausted.  The  pressurisation  of  these  passages 
will  cause  the  engagement  of  brake  24,  clutch  64 
and  brake  84,  which  will  condition  the  transmission 

20  for  the  second  ratio,  and  the  brake  78  will  be 
disengaged  through  the  manual  valve  by  exhaust- 
ing  passages  102  and  96. 

From  the  second  gear  position,  the  valve  128 
is  rotated  back  to  the  Neutral  slot,  moved  longitudi- 

25  nally  to  the  position  5D  and  then  rotated  to  the 
position  5E  which  is  the  third  forward  ratio.  In  this 
position,  the  passages  92,  98  and  100  are  pres- 
surised  while  the  remaining  passages  are  exhaust- 
ed.  The  passage  92  energises  or  engages  the 

30  brake  24,  the  passage  98  engages  the  clutch  80 
and  the  passage  100  engages  the  clutch  64.  The 
engagement  of  the  clutches  80  and  64  simulta- 
neously,  imposes  a  1:1  drive  relationship  within  the 
planetary  gear  sets  70  and  40  and  a  reduction  of 

35  the  planetary  gear  set  is  established  at  the  plan- 
etary  gear  set  14.  This  is  the  third  forward  gear 
operation. 

To  move  from  third  to  fourth,  the  valve  128  is 
rotated  through  the  Neutral  position  5D  to  the 

40  fourth  gear  position  5C.  In  this  position,  the  pas- 
sages  92,  94  and  98  are  pressurised  and  the 
passage  100  is  exhausted.  The  passage  94  will 
energise  the  brake  84  which  will  establish  the  sun 
gear  72  as  a  reaction  member,  while  the  engage- 

45  ment  of  clutch  80  via  passage  98  will  establish  the 
carrier  68  as  an  input.  This  will  establish  an  over- 
drive  ratio  in  the  planetary  gear  set  70,  such  that 
the  ring  gear  74,  which  is  connected  to  the  final 
drive  differential  through  the  carrier  42,  will  cause 

50  an  increase  in  drive  ratio  from  the  third  gear  to  the 
fourth  gear. 

To  establish  the  fifth  forward  ratio,  the  valve 
128  is  rotated  to  the  position  5D  and  moved  lon- 
gitudinally  to  the  position  between  5A  and  5B  and 

55  rotated  into  the  position  5B.  In  the  position  5B,  the 
passages  90,  94  and  98  are  pressurised  and  the 
passage  92  is  exhausted.  The  exhausting  of  pas- 
sage  92  disengages  the  brake  24  while  the  pres- 

4 
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surising  of  passage  90  engages  the  clutch  30 
thereby  establishing  a  1:1  drive  ratio  in  the  plan- 
etary  set  14.  The  energisation  of  passage  94  and 
98  create  the  overdrive  ratio  in  the  planetary  gear 
set  70  which  was  described  above  for  fourth  gear. 
However,  due  to  the  1:1  ratio  in  the  planetary  set 
14,  the  output  speed  will  increase  for  the  same 
input  speed  and  a  fifth  forward  ratio  is  established. 

To  establish  the  reverse  drive  ratio,  the  valve 
128  is  moved  longitudinally  in  the  Neutral  slot  as 
shown  in  Figure  5D  to  the  position  opposite  Figure 
5A.  From  here,  the  valve  128  is  rotated  by  manipu- 
lation  of  the  lever  140  to  establish  the  reverse  drive 
position  shown  in  Figure  5A.  In  this  position,  the 
passages  92  and  96  are  pressurised.  The  passage 
92  establishes  the  engagement  of  brake  24  and 
therefore  an  underdrive  ratio  in  the  planetary  set 
14,  while  the  passage  96  establishes  engagement 
of  the  clutch  82  and,  via  the  shuttle  valve  104,  the 
engagement  of  brake  78.  This  establishes  the  sun 
gear  72  as  the  input  member  in  the  planetary  set 
70  and  the  carrier  68  as  the  reaction  member 
resulting  in  a  reverse  drive  at  the  ring  gear  74 
which  is  connected  to  the  final  drive  50.  Thus,  a 
reverse  drive  is  established. 

The  passage  124,  as  previously  described,  is 
connected  to  the  chamber  152.  The  passage  124 
preferably  includes  an  annular  chamber  in  the 
valve  body  148  encircling  the  valve  128.  During 
longitudinal  movement  of  the  valve  128,  the  pas- 
sage  124  remains  in  fluid  communication  with  the 
chamber  152  between  the  lands  154,  156  and  158. 
As  can  be  seen  in  Figure  3  and  in  the  layout 
represented  in  Figures  5A  through  5G,  the  area  of 
chamber  152  is  continuous  in  an  annular  fashion 
between  these  various  lands.  The  lands  also  pro- 
vide  longitudinal  patterns  in  chamber  152  such  that 
the  fluid  pressure  in  the  main  line  124  is  permitted 
to  communicate  with  the  selected  passages  as  the 
valve  is  moved  linearly  and  rotatably. 

It  should  be  appreciated  from  the  above  de- 
scription  that  had  the  valve  128  been  a  conven- 
tional  valve  spool,  the  linear  movement  would  have 
been  considerably  greater,  thus  requiring  substan- 
tially  more  space  for  the  shift  lever  and  for  the 
valve  element  itself.  The  utilisation  of  the  "H"  pat- 
tern  in  a  planetary  type  transmission  requires  a 
unique  pressure  chamber  in  the  valve  spool,  such 
that  the  selected  passages  can  be  pressurised  and 
exhausted  with  small  movements  either  linearly  or 
rotatably  of  the  valve  128.  This  is  accomplished  by 
the  use  of  a  pressure  chamber  152  and  the  posi- 
tioning  of  the  exhaust  passages  162  and  164. 

The  valve  spool  in  the  area  of  exhaust  162  is 
shown  to  have  a  plurality  of  longitudinal  recesses 
166  and  circumferential  recesses  168.  These  re- 
cesses  will  accommodate  ball  detent  members 
which  will  assist  in  maintaining  the  valve  spool  in 

the  desired  shift  location.  The  use  of  ball  detent 
mechanisms  or  spring  detent  mechanisms  is  well 
known  and  it  is  not  believed  that  a  further  descrip- 
tion  is  required.  Those  familiar  with  the  art  will 

5  recognise  that  a  ball  member  is  spring  loaded  into 
engagement  with  the  recess  166  and  will  allow  the 
shift  valve  128  to  move  longitudinally. 

If  a  ball  detent  is  similarly  engaged  in  one  of 
the  circumferential  recesses  168,  the  longitudinal 

io  movement  is  restricted  and  only  circumferential 
movement  is  permitted.  Thus,  as  a  general  rule, 
the  detent  force  of  the  ball  in  a  recess  168  is 
greater  than  the  detent  force  of  the  ball  in  a  lon- 
gitudinal  recess  166.  Movement  through  the  Neu- 

15  tral  condition  is  substantially  free  along  one  of  the 
recesses  166  which  permits  the  longitudinal  move- 
ment  in  the  Neutral  condition.  When  a  gear  ratio 
has  been  selected  from  Neutral,  the  detented  posi- 
tion  in  one  of  the  circumferential  recesses  168 

20  greatly  restricts  the  longitudinal  movement  of  the 
valve  128. 

The  mechanical  connections  at  the  levers  136 
and  140  can  be  the  push-pull  type  cable,  as  sug- 
gested  previously,  or  the  more  rigid  type  mecha- 

25  nisms  utilised  with  manually  shifted  transmissions. 
As  is  well  known,  the  manual  shift  lever  can  be 
incorporated  in  a  floor  shift  console  or  in  a  steering 
column  mounted  shift  lever.  Both  of  these  arrange- 
ments  will  work  satisfactorily  with  the  described 

30  embodiment. 
The  manual  input  clutch  12  can  be  of  a  sprung 

loaded  type  with  a  mechanical  linkage  between  the 
driver  and  the  clutch  pressure  plate  or  a  hydraulic 
linkage  which  is  operated  by  a  foot  pedal  between 

35  the  driver  and  the  pressure  plate  of  the  clutch. 
These  devices  are  well  known  and  those  skilled  in 
the  art  will  appreciate  the  many  forms  which  they 
may  take. 

The  disclosures  in  United  States  patent  ap- 
40  plication  no.  162,504,  from  which  this  application 

claims  priority,  and  in  the  abstract  accompanying 
this  application  are  incorporated  herein  by  refer- 
ence. 

45  Claims 

1.  A  manual  selector  valve  for  a  transmission 
which  includes  a  source  of  pressure  and  a 
plurality  of  drive  ratios  established  by  the  en- 

50  gagement  of  fluid  operated  friction  devices,  the 
manual  selector  valve  comprising  a  valve  body 
portion  (148)  including  a  bore  (130)  comprising 
a  main  passage  (124)  operable  to  commu- 
nicate  with  the  bore  and  a  source  of  pressure, 

55  a  plurality  of  control  passages  operable  to 
communicate  with  the  bore  and  respective  flu- 
id  operated  friction  devices;  valve  spool  means 
(28)  reciprocally  and  rotatably  disposed  in  the 

5 
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bore  for  providing  selective  communication  be- 
tween  the  pressure  source  and  selective  com- 
binations  of  the  control  passages  through  a 
pressure  chamber  (152)  formed  on  the  valve 
spool  means  and  bounded  by  the  bore  to  5 
control  fluid  distribution  from  the  source  to 
selective  fluid  operated  friction  devices  and  for 
providing  selective  fluid  communication  be- 
tween  an  exhaust  chamber  means  (162,164) 
formed  on  the  valve  spool  means  and  pas-  10 
sages  disconnected  from  the  source  so  as  to 
exhaust  the  fluid  operative  friction  devices  in 
communication  with  the  disconnected  pas- 
sages. 

75 
A  manual  selector  valve  according  to  claim  1, 
comprising  first  lever  means  (136)  for  selec- 
tively  importing  linear  movement  of  the  valve 
spool  means;  and  second  lever  means  (146) 
for  importing  rotary  movement  of  the  valve  20 
spool  means. 
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