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©  Image  processing. 

©  Texture  mapping  or  video  mapping  is  performed  in  such  a  way  as  to  obtain  perspectively  correct  images.  In 
order  to  minimise  computational  overheads,  a  technique  for  deriving  texture  coordinate  values  (U,V)  at  each  pixel 
of  an  image  (A),  based  on  the  inverse  of  the  depth  coordinate  (z)  at  that  pixel  is  described.  In  order  to  avoid 
aliasing  the  technique  is  extended  by  the  determination  of  texture  gradient  values  (dU/dX,  dU/dY,  dV/dX,  dV.dY) 
in  the  vertical  and  horizontal  directions. 
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The  present  invention  relates  to  a  method  of  image  processing  and  an  image  processing  apparatus. 
In  particular,  the  present  invention  relates  to  rendering  a  two  dimensional  image  from  three  dimensional 

image  data,  wherein  a  polygon  defined  in  three  dimensional  space  is  projected  into  two  dimensional  space 
and  pixel  values  from  a  two  dimensional  image  are  mapped  onto  pixel  positions  within  said  projected  two 

5  dimensional  polygon. 
Computer  graphics  systems  are  known  in  which  two  dimensional  video  images  or  two  dimensional 

textures  appear  wrapped  around  a  solid  three  dimensional  object.  A  three  dimensional  object  is  represented 
as  three  dimensional  image  data,  in  which  the  vertices  of  polyhedra  are  defined  as  three  dimensional  co- 
ordinate  locations  within  a  virtual  three  dimensional  world,  commonly  referred  to  as  world-space.  The  object 

io  is  viewed  by  producing  a  two  dimensional  projection  from  the  three  dimensional  data,  so  as  to  produce  a 
still  two-dimensional  image,  or  a  sequence  of  images,  which  may  be  recorded  onto  photographic  film  or  a 
video  carrying  medium. 

The  position  of  objects,  along  with  viewing  position  and  orientation,  may  be  adjusted  within  the  three 
dimensional  world-space,  resulting  in  a  sequence  of  projections  being  calculated.  These  projections  may  be 

75  calculated  on  a  frame-by-frame  basis,  possibly  in  real  time,  thereby  facilitating  the  creation  of  a  virtual 
interactive  environment. 

In  order  to  effect  the  rendering  of  three  dimensional  objects,  each  surface  of  a  polyhedron  may  be 
considered  individually,  thereby  reducing  the  object  to  a  net  of  polygons.  Thus,  it  is  possible  to  project  the 
object  on  a  polygon-by-polygon  basis  and  to  calculate  lighting  values  for  each  polygon,  so  that  displayable 

20  pixel  values  may  be  determined  for  the  pixel  positions  which  lie  within  the  projected  polygon  boundaries. 
In  addition  to  identifying  solid  colours  for  each  polygon  surface,  it  is  also  possible  to  map  an  existing 

video  frame  onto  the  polygon  surfaces,  so  that  it  appears  as  if  a  flat  two  dimensional  image  has  been 
wrapped  around  the  three  dimensional  object.  The  video  frame  may  consist  of  a  single  image,  thereby 
creating  the  effect  of  a  texture  being  mapped  onto  the  three  dimensional  object.  Alternatively,  the  video 

25  image  may  consist  of  a  video  sequence,  thereby  creating  the  effect  of  a  moving  video  image  being 
wrapped  around  the  solid  object. 

In  the  three  dimensional  world-space,  polygons  have  orientations  in  the  x,y  and  the  z  dimensions. 
However,  once  projected  onto  a  two  dimensional  plane,  the  polygons  are  defined  with  only  two  dimensions 
which,  in  order  to  distinguish  these  from  the  x,y  and  z  dimensions  of  the  three  dimensional  world,  will  be 

30  identified  herein  as  X  and  Y  dimensions.  Thus,  within  a  video  frame,  lines  are  scanned  from  the  top  left 
corner,  in  which  traversing  across  a  line  is  achieved  by  increasing  values  of  X  and  advancing  to  the  next 
line  is  achieved  by  increasing  the  values  of  Y. 

In  order  to  create  the  illusion  of  a  three  dimensional  object  being  viewed,  it  is  necessary  to  take  account 
of  perspective,  when  projecting  the  three  dimensional  polygons  onto  the  two  dimensional  plane.  This  is  a 

35  non-linear  process  and,  consequently,  computationally  demanding.  It  is  therefore  preferable  to  project  the 
vertices  of  the  three  dimensional  polygons  onto  positions  within  the  two  dimensional  plane  and  thereafter 
perform  further  operations,  such  as  shading  and  rendering,  on  the  two  dimensional  polygons,  such  that  it  is 
only  necessary  to  perform  calculations  with  respect  to  two  dimensions,  rather  than  three. 

It  is  also  conventional  to  perform  manipulations  on  the  two  dimensional  polygon  by  processes  of  linear 
40  interpolation.  Thus,  in  preference  to  allocating  a  single  colour  to  each  polygon  surface,  thereby  resulting  in 

a  clear  identification  of  the  polygon  boundaries,  it  is  possible  to  perform  Gouraud  shading  on  the  polygons 
by  identifying  a  polygon  colour  for  each  of  the  vertices.  Thereafter,  pixel  positions  along  the  edges  of  the 
polygon  are  calculated  by  linearly  interpolating  along  said  edges  and  pixel  values  within  the  polygon  are 
allocated  values  by  linearly  interpolating  across  the  horizontal  scan-line. 

45  Although  this  process  works  adequately  well  when  performing  solid  shading  on  an  object,  problems 
arise  when  performing  texture  or  video  mapping. 

As  previously  stated,  the  purpose  of  performing  texture  mapping  or  video  mapping  is  to  create  the 
illusion  of  a  texture  of  video  image  being  wrapped  around  a  solid  three  dimensional  object.  Thus,  the 
desired  result  will  be  achieved  if  the  calculations  are  performed  in  the  three  dimensional  world-space. 

50  However,  as  previously  stated,  this  is  computationally  demanding  and  would  not,  therefore,  be  realised  in 
most  practical  embodiments.  However,  performing  the  mapping  operation  on  the  two  dimensional  polygonal 
surface  by  a  process  of  linear  interpolation  from  the  vertices  fails  to  take  account  of  the  non-linear  nature  of 
the  perspective,  resulting  in  incorrectly  calculated  values  and  clear  errors  in  the  final  output  image,  in 
particular  where  the  polygon  spans  a  significant  range  of  depth  (z)  values. 

55  According  to  a  first  aspect  of  the  present  invention,  there  is  provided  an  image  processing  method  for 
rendering  a  two  dimensional  image  from  three  dimensional  image  data,  wherein  a  polygon  defined  in  three 
dimensional  space  is  projected  into  two  dimensional  space  and  pixel  values  from  a  two  dimensional  image 
are  mapped  onto  pixels  within  said  projected  two  dimensional  polygon,  characterised  by  the  steps  of: 

2 
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determining  the  inverse  of  the  depth  value  and  the  product  thereof  with  the  respective  mapping  coordinate 
values  at  each  of  the  vertices  of  the  two  dimensional  image,  and  interpolating  therefrom  to  determine  pixel 
values  along  edges  of  the  image  and  positions  therein. 

Thus,  the  present  invention  allows  mapping  values  to  be  calculated  perspectively  correctly  in  a  manner 
5  which  can  be  efficiently  interpolated  in  hardware. 

According  to  a  second  aspect  of  the  invention,  there  is  provided  an  image  processing  apparatus 
arranged  to  render  a  two  dimensional  image  from  three  dimensional  image  data,  such  that  a  polygon 
defined  in  three  dimensional  space  is  projected  into  two  dimensional  space  and  pixel  values  from  a  two 
dimensional  image  are  mapped  onto  pixels  within  the  projected  polygon,  characterised  by:  first  storage 

io  means  arranged  to  store  the  coordinates  of  the  vertices  of  the  polygon  projected  into  two  dimensional 
space  together  with  depth  and  mapping  image  coordinate  values  for  each;  calculation  means  arranged  to 
derive  the  inverse  of  the  depth  value  and  the  respective  products  thereof  with  the  mapping  image 
coordinate  values  for  the  vertices;  second  storage  means  arranged  to  receive  and  store  the  derived  values 
from  the  calculation  means;  and  processing  means  coupled  to  said  first  and  second  storage  means  and 

is  arranged  to  interpolate  the  derived  values  from  the  second  storage  means  to  determine  pixel  values  along 
edges  of  the  image  and  positions  therein. 

Thus,  the  present  invention  provides  an  advantage  of  allowing  perspectively  correct  video  and  texture 
mapping,  but  with  reduced  computational  requirements  per  pixel. 

The  invention  will  now  be  described  by  way  of  example  only,  with  reference  to  the  accompanying 
20  drawings,  in  which: 

Figure  1  shows  an  image  processing  apparatus,  including  a  processor  having  circuitry  for  effecting  two 
dimensional  texture  mapping; 
Figure  2  shows  a  three  dimensional  object  mapped  into  two  dimensional  screen  space; 
Figures  3  and  4  show  a  polygon  representing  a  portion  of  the  mapped  object  image  of  Figure  2;  and 

25  Figure  5  schematically  illustrates  a  portion  of  the  process  unit  15  of  Figure  1. 
An  image  processing  apparatus  is  shown  in  Figure  1,  having  a  processing  unit  15,  arranged  to  process 

three  dimensional  image  data  to  produce  a  viewable  two  dimensional  view  of  a  virtual  three  dimensional 
world.  Three  dimensional  data  and  instructions  controlling  the  operation  of  the  processor  15,  are  stored  via 
a  permanent  storage  device  16,  which  may  include  a  magnetic  disc,  an  optical  disc,  a  magneto-optical  disc 

30  or  other  suitable  storage  medium.  For  example,  the  data  could  be  stored  on  a  conventional  audio-tape, 
compact  disc  (CD-ROM)  or  any  other  medium  capable  of  supplying  data  to  the  processor  15  at  the  required 
rate. 

Video  images  are  supplied  to  a  video  monitor  17,  which  could  be  in  the  form  of  a  conventional 
television  receiver.  Furthermore,  interactive  inputs  are  received  from  a  controller  18,  which  could  take  the 

35  form  of  a  keyboard,  tracker-ball,  mouse  or  dedicated  key-pad,  etc. 
Three  dimensional  data  is  stored  by  defining  the  position  of  polyhedra  vertices  in  a  three  dimensional 

co-ordinate  space.  A  two  dimensional  view  of  the  three  dimensional  data  is  produced,  on  a  frame-by-frame 
basis,  by  considering  the  vertices  as  being  connected  by  straight  lines,  thereby  defining  a  net  of  flat 
polygons.  A  view  is  rendered  by  considering  each  polygon  in  turn,  possibly  after  performing  back  face 

40  culling,  etc.,  so  as  to  remove  polygons  which  are  not  visible  from  the  particular  view  under  consideration. 
Thereafter,  a  list  of  polygons  may  be  defined,  which  ensures  that  the  polygons  are  rendered  in  the  correct 
order.  Figures  2  and  3  illustrate  how  a  three  dimensional  object,  in  this  case  a  cube  20,  may  be  viewed  as  a 
net  of  flat  polygons. 

It  is  possible  to  allocate  a  solid  colour  to  each  of  the  polygons  or,  alternatively,  to  identify  colours  for 
45  the  vertices  and  thereafter  allocate  colour  values  for  each  pixel  within  the  polygon  boundary  by  a  process  of 

linear  interpolation.  A  similar  process  may  also  be  performed  to  effect  texture  mapping  or  video  mapping. 
In  Figure  3,  a  polygon  21  (i.e.  in  this  case  triangle  4  forming  part  of  one  face  of  cube  20)  has  been 

projected  into  a  two  dimensional  viewing  plane  by  processing  three  dimensional  co-ordinates  for  vertices 
22,  23  and  24.  Thus,  these  vertices  were  previously  defined  in  a  three  dimensional  space,  having  x,  y  and  z 

50  co-ordinates  and  are  projected  onto  a  two  dimensional  (X,Y)  plane. 
The  conveyance  of  information  obtained  from  the  x  dimension  to  an  observer  may  be  achieved  by 

ensuring  that  the  polygons  are  rendered  in  the  correct  order,  that  is  to  say,  polygons  towards  the  rear 
(having  greatest  z  extent)  are  rendered  before  polygons  which  have  lower  values  of  z,  thereby  ensuring  that 
the  polygons  closest  to  an  observer  occlude  polygons  which  are  further  away  from  the  observer. 

55  Furthermore,  information  derived  from  the  z  dimension  is  also  retained  by  ensuring  perspectively  correct 
projection  of  the  polygons  onto  the  two  dimensional  plane. 

After  projection,  vertices  22,  23  and  24  are  positioned  at  perspectively  correct  locations  within  the  two 
dimensional  display  image-frame.  Each  vertex  contains  coordinate  locations  reflecting  a  mapping  from  the 

3 



EP  0  656  609  A1 

three  dimensional  world  space  to  the  two  dimensional  display  image  plane,  in  the  form  of  a  three 
dimensional  co-ordinate  set  and  a  two  dimensional  co-ordinate  set.  In  addition,  each  vertex  may  also 
contain  other  information,  such  as  that  defining  aspects  of  the  surface  of  the  polygon,  such  as  its  colour, 
opacity  or  specularity,  etc. 

5  In  the  present  embodiment,  the  processor  is  concerned  with  mapping  a  two  dimensional  image  onto  a 
three  dimensional  object,  wherein  said  object  is  defined  in  the  three  dimensional  world-space.  The  two 
dimensional  image  is  a  conventional  video  frame,  to  provide  a  mapping  of  a  video  texture  onto  the  three 
dimensional  object.  Alternatively,  a  sequence  of  video  frames  may  be  considered,  resulting  in  the  mapping 
of  a  moving  video  sequence  onto  the  three  dimensional  object.  Thus,  the  video  frame  consists  of  an  array 

io  of  multi-coloured  pixels,  which  may  be  defined  as  RGB  values,  luminance  plus  colour  difference  values  or  a 
compressed  representation  of  such  values.  The  position  of  each  pixel  within  the  image  frame  is  identified 
by  measuring  along  a  scan-line  from  the  top  left  corner,  in  order  to  give  a  U  co-ordinate  and  measuring  the 
number  of  scan  lines  down  the  frame,  resulting  in  a  V  co-ordinate.  Thus,  it  should  be  emphasised  that  the 
notation  U  and  V  is  used  herein  to  identify  co-ordinate  locations  within  the  originating  image  and  should  not 

is  be  confused  with  colour  difference  signals  used  in  the  PAL  system. 
Returning  to  the  polygon  21  ,  said  polygon  may  be  considered  as  an  area  of  an  output  image  and  the 

purpose  of  the  texture  mapping  procedure  is  to  identify  pixel  values  for  said  area.  Thus,  the  image  frame 
may  be  built  up  in  a  storage  device  and  once  completely  full,  that  is  to  say,  once  pixel  values  have  been 
calculated  for  all  of  the  pixels  within  the  frame,  said  frame  may  be  raster  scanned  in  order  to  produce  a 

20  viewable  video  signal. 
Vertices  22,  23  and  24  were  originally  defined  in  three  dimensional  space,  each  having  a  coordinate 

position  (x,y,z).  The  projection  into  the  two  dimensional  plane  results  in  each  vertex  having  a  two 
dimensional  coordinate  within  the  viewing  plane  (X,Y).  Thus,  the  vertices  22,  23  and  24  define  an  area  of 
pixels  within  the  output  video  frame,  bounded  by  triangular  polygon  21  . 

25  In  theory,  it  would  be  possible  to  consider  each  pixel  within  triangle  21  in  the  three  dimensional  world 
space.  Thus,  an  input  two  dimensional  image  could  be  mapped  into  the  three  dimensional  world  space, 
pixel  values  could  be  calculated  within  said  space,  whereafter  said  pixels  could  be  projected  into  the  two 
dimensional  viewing  plane.  However,  such  a  procedure  would  be  computationally  expensive  and  it  would 
not  allow  the  texture  mapping  facility  to  be  implemented  on  many  practical  platforms. 

30  As  previously  stated,  it  is  known  to  effect  types  of  shading  by  considering  each  of  the  vertices  22,  23, 
24  and  interpolating  therebetween.  We  have  appreciated  that  a  similar  procedure  may  be  adopted  for 
effecting  texture  mapping,  wherein  a  mapping  is  defined  for  each  of  the  vertices,  after  which  mappings  for 
each  of  the  pixels  bounded  by  the  polygon  are  calculated  by  interpolating  between  the  information  which  is 
available. 

35  A  mapping  is  defined  for  a  vertex  which  identifies  a  particular  pixel  location  within  the  input  image 
frame.  Thus,  in  addition  to  the  (X,Y)  position  being  defined  for  a  vertex,  a  (U,V)  co-ordinate  is  also  defined 
for  this  vertex.  A  pixel  within  the  output  image  frame  is  defined  at  position  (X,Y)  of  the  vertex,  having  colour 
values  obtained  by  mapping  a  pixel  from  the  input  image  frame  from  position  (U,V)  in  the  input  frame. 
Similarly,  pixel  values  at  other  vertices  are  defined  by  (U,V)  coordinate  mapping  into  the  input  image  frame. 

40  For  a  triangular  polygon  21  to  be  rendered,  it  is  apparent  that  a  triangular  region  of  pixels  within  the 
input  image  frame  will  be  mapped  onto  the  pixels  within  polygon  21.  Pixel  values,  defined  by  (U,V)  co- 
ordinates,  are  identified  for  all  of  the  pixel  locations  (X,Y)  within  the  polygon  region  by  a  process  of  linear 
interpolation. 

As  illustrated  in  Figure  2,  mapping  and  rendering  are  effected  with  reference  to  triangular  polygons, 
45  therefore  a  first  stage  would  consist  of  splitting  the  flat  surfaces  of  object  20  into  triangular  renderable 

polygons  and  projecting  the  polygons  onto  a  two  dimensional  plane.  Thereafter,  maps  are  defined  for  the 
polygon  vertices  and  additional  positions  are  interpolated,  such  that  individual  pixels  within  the  polygons  are 
identified  by  a  direct  two  dimensional  mapping  from  the  input  image  to  the  output  image. 

The  process  is  initiated  by  calculating  the  values  1/z,  U/z  and  V/z  at  each  of  the  vertices  22,  23,  24. 
50  These  values  are  then  interpolated  along  the  edges  of  the  triangle  and  across  the  horizontal  scan  lines.  At 

each  pixel  position,  the  division  1/(1/z)  will  give  the  correct  z  value  for  that  position  in  the  triangle. 
Multiplication  by  U/z  and  V/z  with  this  z  value  will  give  the  correct  U  and  V  values  respectively. 

We  have  appreciated  the  attractiveness  of  this  method  for  real-time  three  dimensional  image  synthesis 
because  of  its  ease  of  hardware  implementation.  Referring  to  Figures  4  and  5,  triangle  A  may  be  split  into 

55  two  triangles  p  and  q  (either  flat  topped  or  flat  bottomed)  which  will  require  calculation  of  the  correct  values 
of  LU  ,  V+  and  z+  . 

Considering  triangle  q,  the  vertices  have  coordinates  (X2,  Y2,),  (X3,  Y3)  and  (X+,  Y+)  with  respective 
depth  coordinate  values  of  Z2,  Z3  and  Z+.  The  following  in  itial  values  are  calculated  and  loaded  into 

4 
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hardware  incrementers  (a  first  area  of  memory  30): 

Xright  slope  =  (X3  -X2  )/(Y3  -  Y2  ) 
X|eft  slope  =  (X3-X+)/(Y3-Y+) 

 ̂ Z|eft  slope  —  [(1/z3)-(1/zO]/(Y3-YO 
U|eft  slope  — [(U3/z3)-(U/z4)]/(Y3-Y+) 
V|eft  slope [(V3/z3)-(V+/z4)]/(Y3-Y4) 
ĥorizontal  slope  =  [(1/z2)-(1/Z4)]/(X2-X0 

Uhorizontal  slope  =  [(U2/Z2MU+/Z+)]  /(X2-X+) 
10  Vnorjzonta|  slope  =  [(V2/Z2)-(V+/Z4)]  /(X2-X4) 

Scanning  across  the  triangle,  pixel  by  pixel,  begins  from  point  (X+.Ŷ )  having  depth  coordinate  z+  and 
with  Y  constant  at  Y+,  proceeds  to  point  (X2,Y2)  at  depth  z2.  At  each  pixel,  the  texture  coordinates  U  and  V 
are  calculated  as  follows  (the  subscript  f  indicates  the  value  at  the  pixel  immediately  preceding): 

75 
Z  =  1/(1/Z)  =  1/[(1/Zf)  +  Zhorizonta|  slope] 
U  =  Z*U/Z  =  Z*[(Uf/zf)  +  Uhorizontal  slope] 
V  =  Z*V/Z  =Z*[V,/Zf)  +  Vhorizonta|  slope] 

20  For  subsequent  scan  lines  (Y  <  =  Y3),  the  texture  coordinates  are  calculated  in  the  same  way,  with  the 
following  boundary  conditions: 

Xstart  —  Xstart(previous  line)  l̂eft  slope 
Xfjnish  —  Xfjnjsh  (previous  line)  Xrjgnt  slope 

25  Zstart  —  ŝtart(previous  line)  l̂eft  slope 
Ustart  —  Ustart  (previous  line)  left  slope 
ŝtart  —  ŝtart  (previous  line)  V|eft  slope 

It  will  be  appreciated  that,  as  for  the  values  of  z,  U  and  V  having  the  subscript  "left  slope"  in  the  above  list, 
30  the  values  of  z,  U  and  V  having  the  subscripes  "start"  and  "start(previous  line)"  are  multiples  of  1/z. 

As  shown  schematically  in  Figure  5,  the  apparatus  arranged  to  perform  these  functions  may  comprise  a 
memory  30  into  a  first  area  of  which  the  initial  coordinate  and  slope  values  are  loaded,  a  calculation  unit  31 
arranged  to  derive  the  initial  values  of  1/z,  U/z  and  V/z  (which  values  are  stored  in  a  second  area  of  memory 
30)  and  a  processor  32  deriving  the  values  of  z,  U  and  V  at  each  pixel.  In  a  practical  embodiment,  it  is 

35  envisaged  that  the  calculation  and  processing  functions  would  be  managed  by  a  single  processor  device. 
To  achieve  texture  mapping  without  aliasing,  it  is  necessary  to  perform  correct  texture  filtering. 

Accordingly,  at  each  pixel  position,  more  information  than  simply  the  texture  co-ordinate  associated  with 
that  position  may  be  provided. 
Since 
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25  The  present  method  therefore  enables  efficient  derivation  of  the  information  necessary  for  texture 
filtering.  The  derivation  comprises: 

z  =  1/(1/z) 
U  =  z*(U/z) 

30  V  =  z*(V/z) 

35 

d U  
dX 

dV 
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45 

50 
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dY 

dV 
dY 
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[The  vertical  slope  variables  are  calculated  per  triangle  using  the  same  techniques  as  previously 
55  described  for  the  calculation  of  the  horizontal  slope  variables]. 

From  the  foregoing,  it  may  be  seen  that  the  cost  in  calculation  to  derive  the  necessary  texture 
information  is  1  division,  10  multiplications  and  4  additions.  To  achieve  real  time  texture  mapping,  a  number 
of  known  techniques  may  be  used  to  reduce  the  texture  computation  required  in  the  processor  32  per  pixel. 
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In  all  cases,  the  gradient  values  (dU/dX,dU/dY,dV/dX,  dV/dY)  derived  by  the  foregoing  method  may  be  used 
to  perform  correct  filtering. 

As  examples,  the  gradient  values  may  be  used  to  select  the  most  appropriate  resolution  level  if  using  a 
mip-map  filtering  method  as  described  in  "Pyramidal  Parametrics"  by  L.  Williamson,  Computer  Graphics 

5  (Proc.  SIGGRAPH  83)  Vol.  17  No.  3  July  1983.  Alternatively  they  may  be  used  to  index  a  summed-area 
table  in  a  method  as  described  in  "Summed-Area  Tables  for  Texture  Mapping"  by  F.  C.  Crow,  Computer 
Graphics  (Proc.  SIGGRAPH  84)  Vol.  18,  No.  3  July  1984  or  to  derive  an  elliptically-shaped  filter  kernel  per 
pixel  as  described  in  "Creating  Raster  Omnimax  Images  from  Multiple  Perspective  Views  using  the  Elliptical 
Weighted  Average  Filter"  by  N.  Greene  and  P.  Heckbert,  IEEE  CG&A,  Vol.  6,  June  1986.  The  disclosures  of 

io  these  documents,  and  the  extension  of  the  present  method  into  the  techniques  therein  described,  are 
incorporated  herein  by  reference. 
From  reading  the  present  disclosure,  other  modifications  will  be  apparent  to  persons  skilled  in  the  art.  Such 
modifications  may  involve  other  features  which  are  already  known  in  the  design,  manufacture  and  use  of 
image  processing  apparatus  and  devices  and  component  parts  thereof  and  which  may  be  used  instead  of 

is  or  in  addition  to  features  already  described  herein.  Although  claims  have  been  formulated  in  this  application 
to  particular  combinations  of  features,  it  should  be  understood  that  the  scope  of  the  disclosure  of  the 
present  application  also  includes  any  novel  feature  or  novel  combination  of  features  disclosed  herein  either 
explicitly  or  implicitly  or  any  generalisation  thereof,  whether  or  not  it  relates  to  the  same  invention  as 
presently  claimed  in  any  claim  and  whether  or  not  it  mitigates  any  or  all  of  the  same  technical  problems  as 

20  does  the  present  invention.  The  applicants  hereby  give  notice  that  new  claims  may  be  formulated  to  such 
features  and/or  combinations  of  such  features  during  the  prosecution  of  the  present  application  or  of  any 
further  application  derived  therefrom. 

Claims 
25 

1.  An  image  processing  method  for  rendering  a  two  dimensional  image  from  three  dimensional  image 
data,  wherein  a  polygon  defined  in  three  dimensional  space  is  projected  into  two  dimensional  space 
and  pixel  values  from  a  two  dimensional  image  are  mapped  onto  pixels  within  said  projected  two 
dimension  polygon,  characterised  by  the  steps  of: 

30  determining  the  inverse  of  the  depth  value  and  the  product  thereof  with  respective  mapping  image 
coordinate  values  at  each  of  the  vertices  of  the  two  dimensional  image;  and 

interpolating  therefrom  to  determine  pixel  values  along  edges  of  the  image  and  positions  therein. 

2.  A  method  according  to  Claim  1  ,  in  which  the  projected  two  dimensional  image  is  divided  into  a  plurality 
35  of  triangles,  and  the  steps  of  value  determination  and  interpolation  are  carried  out  for  each  of  the 

triangles  in  turn. 

3.  A  method  according  to  Claim  2,  in  which  the  triangles  are  processed  in  the  order  of  the  greatest  to  the 
least  depth  coordinate  value. 

40 
4.  A  method  according  to  Claim  2,  in  which  the  image  is  divided  such  that  each  of  the  plurality  of  triangles 

has  an  edge  extending  parallel  to  an  axis  of  the  two  dimensional  space. 

5.  A  method  according  to  Claim  1  ,  comprising  the  further  step  of  deriving  texture  gradient  values  as  the 
45  rate  of  change  of  one  or  more  texture  coordinates  in  either  or  both  axis  directions  of  the  two 

dimensional  space  within  the  image. 

6.  A  method  according  to  Claim  5,  comprising  the  step  of  selecting  one  from  a  plurality  of  available 
resolution  levels  in  dependence  on  one  or  more  derived  texture  gradient  values. 

50 
7.  A  method  according  to  Claim  1,  wherein  the  step  of  interpolation  comprises  linear  interpolation. 

8.  Image  processing  apparatus  arranged  to  render  a  two  dimensional  image  from  three  dimensional  image 
data,  such  that  a  polygon  defined  in  three  dimensional  space  is  projected  into  two  dimensional  space 

55  and  pixel  values  from  a  two  dimensional  image  are  mapped  onto  pixels  within  the  projected  polygon 
characterised  by: 

first  storage  means  arranged  to  store  the  coordinates  of  the  vertices  of  the  polygon  projected  into 
two  dimensional  space,  together  with  depth  and  mapping  image  coordinate  values  for  each; 
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calculation  means  arranged  to  derive  the  inverse  of  the  depth  value  and  the  respective  products 
thereof  with  the  mapping  image  coordinate  values  for  the  vertices; 

second  storage  means  arranged  to  receive  and  store  the  derived  values  from  the  calculation 
means;  and 

processing  means  coupled  to  said  first  and  second  storage  means  and  arranged  to  interpolate  the 
derived  values  from  the  second  storage  means  to  determine  pixel  values  along  edges  of  the  images 
and  positions  therein. 

i.  Apparatus  according  to  Claim  8,  operable  to  successively  map  a  plurality  of  polygonal  images, 
including  means  for  determining  which  of  a  plurality  of  such  images  has  the  greatest  depth  coordinate 
value  and  mapping  that  image  first. 

0.  Apparatus  according  to  Claim  8,  wherein  said  processing  means  is  operable  to  determine,  for  each 
pixel  and  from  the  depth  coordinate  value  and  information  stored  in  said  first  and  second  memory 
means,  a  texture  gradient  value  as  the  rate  of  change  of  a  texture  coordinate  in  an  axis  direction  of  the 
two  dimensional  space  within  the  image 

8 
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