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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a molded motor
in which an annular stator core having a coil portion is
coated with molding resin. The present invention also
relates to a mobile body, such as an electric vehicle, in-
corporating such a molded motor.

2. Description of Related Art

[0002] In recent years, there have been developed
molded motors in which an annular stator core (stator)
having a coil portion (wound lead) is coated with molding
resin. Inside the stator core so coated with the molding
resin, a rotor is disposed. According to one conventional
technology related to such molded motors, brackets (cas-
es) are provided one at each end in the axial direction of
the molding resin in which the stator core is molded.
[0003] Inconveniently, however, in the conventional
molded motor mention above, brackets are provided at
each end in the axial direction of the molding resin, and
the molding resin joins the brackets over faces that are
substantially perpendicular to the axis. The junction faces
between the molding resin and the brackets are, at their
edge, directly exposed outside the motor, and lead to the
space inside the molding resin where a permanent mag-
net (rotor) is disposed. As a result, if the contact between
the molding resin and the brackets at the junction faces
is insufficient, water may enter across the junction faces.
This may produce rust and cause corrosion inside the
molded motor, leading to motor failure.
[0004] Thus, in a case where a molded motor is used
in an environment where it is exposed to moisture, it is
necessary to somehow prevent entry of water into the
molded motor. On the other hand, there have been de-
veloped electric vehicles that use as a source of driving
force a molded motor in which a stator core is coated
with molding resin. In such applications, since electric
vehicles have to run in rain and on wet roads, much care
is taken to make molded motors water-resistant.

SUMMARY OF THE INVENTION

[0005] The prevent invention has been made against
the background discussed above, and an object of the
invention is to provide a molded motor that offers en-
hanced reliability as a result of reduced entry of water
into the motor achieved with improved water-resistance
at the junction face between a stator, including a stator
core and molding resin, and a motor case. Another object
of the invention is to provide a highly reliable mobile body,
such as an electric vehicle, that is provided with such a
molded motor.
[0006] To achieve the above objects, according to one

aspect of the invention, a molded motor having a stator
having an annular stator core coated with molding resin
is provided with a motor case which joins the stator, and
the motor case has a rib portion formed at the outer cir-
cumference of the junction face between the motor case
and the stator. Here, the rib portion may be any wall-like
structure so long as it serves to prevent entry of water.
[0007] In the molded motor structured as described
above, the junction face between the motor case and the
stator may be formed as a core junction face between
the motor case and the stator core, and the rib portion
may be formed at the outer circumference of the core
junction face.
[0008] In the molded motor structured as described
above, the junction face between the motor case and the
stator may be provided with a core junction face between
the motor case and the stator core and a resin junction
face between the motor case and the molding resin, with
the resin junction face provided outward of the core junc-
tion face in the motor radial direction, and with the rib
portion provided at the outer circumference of the resin
junction face.
[0009] In the molded motor structured as described
above, there may be further provided a functional portion
at a predetermined position at the outer circumference
of the motor case, and the rib portion and the functional
portion may cover the outer circumference of the junction
face between the motor case and the stator.
[0010] In the molded motor structured as described
above, the rib portion and the functional portion may cov-
er the outer circumference of the junction face between
the motor case and the stator all around the circumfer-
ence.
[0011] In the molded motor structured as described
above, the functional portion may be a screw-fastening
portion for screw-fastening the motor case to another
component or a terminal holding portion for holding a
terminal plate on a side face of the motor case.
[0012] In the molded motor structured as described
above, the functional portion may include a resin accom-
modation portion which is provided outward of the part
of the motor case corresponding to the rib portion in the
motor radial direction and accommodates the molding
resin and a wall portion which is provided at the outer
circumference of the resin accommodation portion and
continuously connects to the rib portion.
[0013] In the molded motor structured as described
above, the functional portion may be provided with an
auxiliary rib portion which is set at a height lower than
the height of the rib portion.
[0014] In the molded motor structured as described
above, the rib portion may extend from the junction face
in the rotation axis direction.
[0015] In the molded motor structured as described
above, at least part of the inner circumferential face of
the rib portion is in contact with the outer circumferential
face of the stator core.
[0016] In the molded motor structured as described
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above, part of the molding resin may be located outward
of the outer circumferential face of the rib portion.
[0017] In the molded motor structured as described
above, part of the molding resin may be located inward
of the inner circumferential face of the rib portion.
[0018] In the molded motor structured as described
above, the rib portion may be provided in such a way as
to cover the entire outer circumferential face of the stator
core with respect to the rotation axis direction.
[0019] In the molded motor structured as described
above, the rib portion may be provided in such a way as
to cover part of the outer circumferential face of the stator
core with respect to the rotation axis direction.
[0020] According to another aspect of the invention, a
mobile body, such as an electric vehicle, incorporates a
molded motor as described above.
[0021] Here, the concept "mobile body" encompasses
not only electric vehicles such as electric bicycles, mo-
torcycles (two-wheeled motorized vehicles), three-
wheeled motorized vehicles, and four-wheeled motor-
ized vehicles but also watercraft such as motorboats,
amusement cars, boats, and other vehicles, and any ve-
hicles that use a motor as their driving power source and
that move unmanned, that is, with no man aboard.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

Fig. 1 is a right side view showing an example of an
electric vehicle as a mobile body incorporating a
molded motor according to a first embodiment of the
invention;
Fig. 2 is a vertical sectional view, as seen from the
front, of and around the rear wheel of the electric
vehicle shown in Fig. 1;
Fig. 3 is a perspective view of and around the molded
motor shown in Fig. 2;
Fig. 4 is a perspective view of and around the molded
motor in Fig. 3, with some components dismounted;
Fig. 5 is a right side view of and around the molded
motor shown in Fig. 2;
Fig. 6 is a vertical sectional view, as seen from the
front, of the molding resin, and the outer case of the
motor case, of the molded motor shown in Fig. 5;
Fig. 7 is a left side view of the molded motor shown
in Fig. 5, showing the stator core assembled in the
motor case;
Fig. 8 is a perspective view of the outer case of the
molded motor shown in Fig. 5,
Fig. 9 is a partly enlarged horizontal sectional view,
as seen from the top, of the molding resin and the
outer case shown in Fig. 6, showing a terminal hold-
ing portion and a part around it;
Fig. 10 is a partly enlarged horizontal sectional view,
as seen from the top, of the molding resin and the
outer case shown in Fig. 6, showing a screw-fasten-
ing portion and a part around it;

Fig. 11 is a partly enlarged vertical sectional view,
as seen from the front, of the molding resin and the
outer case shown in Fig. 6;
Fig. 12 is a partly enlarged vertical sectional view,
as seen from the front, of the molding resin and the
outer case of a molded motor according to a second
embodiment of the invention; and
Fig. 13 is a partly enlarged vertical sectional view,
as seen from the front, of the molding resin and the
outer case of a molded motor according to a third
embodiment of the invention

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0023] Hereinafter, embodiments of the present inven-
tion will be described with reference to Figs. 1 to 13.
[0024] First, the construction of an electric vehicle as
a mobile body incorporating a molded motor according
to a first embodiment of the invention will be described
with reference to Fig. 1. Fig. 1 is a right side view of an
example of an electric vehicle incorporating a molded
motor.
[0025] As shown in Fig. 1, the electric vehicle 1 is a
motorcycle having a front wheel 2 and a rear wheel 3.
The electric vehicle 1 is built around a main frame 4 and
a swing arm 5 as main skeletal members.
[0026] The main frame 4 is, in a front-end part thereof,
bent upward, and, in the front-end part, steerably sup-
ports the front wheel 2 and a handle 6. On a rear-end
side of the main frame 4, substantially in a central part
of the electric vehicle 1 in its front/rear direction, there
are provided a seat 7 on which the driver seats and a
battery housing 8. The battery housing 8 is provided un-
der the seat 7, and houses a battery (not shown) inside.
The seat 7 also serves as a lid to the battery housing 8,
and is openably fitted to the battery housing 8. At the rear
of the seat 7 on the main frame 4, over the rear wheel 3,
there is provided a luggage rack 9.
[0027] The swing arm 5 extends rearward from a rear
part of the main frame 4 under the seat 7 and the battery
housing 8. The rear wheel 3 is supported on a rear end
of the swing arm 5. The swing arm 5 is provided only on
the left side of the rear wheel 3, and supports the rear
wheel 3 in an open-at-one-side fashion. The rear wheel
3 is a driven wheel, and between it and the swing arm 5,
there is provided a molded motor 20 which drives the
rear wheel 3. The swing arm 5 is, at its rear end, coupled
to a coupling portion 55 (described later; see Figs. 3 and
4) provided in a front end part of the molded motor 20;
the swing arm 5 thus serves as a supporting member
which supports the rear wheel 3 via the molded motor
20. On the left side of the molded motor 20, there is pro-
vided a suspension case 10. From the suspension case
10 up toward the luggage rack 9, a suspension unit 11
for the rear wheel 3 extends.
[0028] Next, the construction of and around the rear
wheel 3 of the electric vehicle 1 will be described with
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reference to, in addition to Fig. 1, Figs. 2 to 4. Fig. 2 is a
vertical sectional view, as seen from the front, of and
around the rear wheel of the electric vehicle. Fig. 3 is a
perspective view of and around the molded motor shown
in Fig. 2. Fig. 4 is a perspective view of and around the
molded motor, with some components dismounted. In
Fig. 4, the rotor and the reduction mechanism inside the
molded motor are omitted from illustration.
[0029] As shown in Fig. 2, provided at the rear wheel
3 of the electric vehicle 1 are, in order from far to near
with respect to the rear wheel 3, that is, from right to left
in Fig. 2, the suspension case 10, the molded motor 20,
a reduction mechanism 30, a braking mechanism 40, and
the rear wheel 3. The molded motor 20, the braking mech-
anism 40, and the rear wheel 3 are disposed coaxially.
[0030] As shown in Figs. 1, 3, and 4, the molded motor
20 is a motor for electric vehicles which has a stator 28
having an annular stator core 24 (see Figs. 6 and 7) coat-
ed with electrically insulating molding resin 21 as will be
described later. The molded motor 20 is exposed to be
in direct contact with the atmosphere. Moreover, the
molded motor 20 has the axes of the stator core 24 and
the stator 28 aligned with the axle 3a of the rear wheel
3, and is disposed close to the rear wheel 3.
[0031] As shown in Fig. 2, inside the molding resin 21,
there is provided a rotor 22, which is the rotor of the motor.
The rotor 22 is disposed with its axis aligned with the axis
of the stator core 24, and is fixed to a motor shaft 23
which is rotatably provided. Thus, as the molded motor
20 is driven, the rotor 22 rotates, and the driving force is
transmitted to the motor shaft 23.
[0032] The reduction mechanism 30 is disposed be-
tween the motor shaft 23 and the axle 3a. The reduction
mechanism 30 includes, for example, a planet gear
mechanism.
[0033] The braking mechanism 40 is disposed near
the hub 3b of the rear wheel 3, and is a so-called drum-
type brake. As shown in Figs. 3 and 4, the braking mech-
anism 40 includes a brake shoe 41, a spring 42, a brake
arm 43, and a brake cover 44. The brake shoe 41 is
disposed inside the hub 3b. When the braking mecha-
nism 40 is inoperative, the brake shoe 41 is kept away
from the hub 3b, inward of it in the radial direction, by the
action of the spring 42. As the brake arm 43 rotates, the
brake shoe 41 is expanded outward in the radial direction
with respect to the axle 3a against the resilience of the
spring 42. The brake shoe 41 then produces friction be-
tween it and a drum (not shown) which rotates along with
the hub 3b, and thereby brakes the rotation of the hub
3b, and hence the rear wheel 3.
[0034] The part of the hub 3b where the brake shoe
41 is disposed is fitted with the brake cover 44 as a lid
so that dust and the like may not enter the inside (see
Fig. 2). The brake cover 44 has, in addition to the function
of keeping dust out of the braking mechanism 40, also
the function of protecting the brake members such as the
brake shoe 41, the spring 42, and the brake arm 43.
[0035] Next, the structure of the molded motor 20 will

be described in detail with reference to, in addition to
Figs. 2 to 4, Figs. 5 to 11. Fig. 5 is a right side view of
and around the molded motor. Fig. 6 is a vertical sectional
view, as seen from the front, of the molding resin and the
outer case of the motor case of the molded motor. Fig.
7 is a left side view of the molded motor, showing the
stator core assembled in the motor case. Fig. 8 is a per-
spective view of the outer case of the molded motor. Fig.
9 is a partly enlarged horizontal sectional view, as seen
from the top, of the molding resin and the outer case,
showing a terminal holding portion and a part around it.
Fig. 10 is a partly enlarged horizontal sectional view, as
seen from the top, of the molding resin and the outer
case, showing a screw-fastening portion and a part
around it. Fig. 11 is a partly enlarged vertical sectional
view, as seen from the front, of the molding resin and the
outer case.
[0036] The molded motor 20 includes, out of the com-
ponents already mentioned, the stator 28 having the sta-
tor core 24 covered with the molding resin 21, the rotor
22, and the motor shaft 23, and in addition a motor case
50, a circuit board 25, signal leads 26, and power leads
27.
[0037] The stator core 24 is annular in shape (ring-
shaped), and, as shown in Figs. 6 and 7, has a coil portion
24a disposed in a part thereof inward in the radial direc-
tion. The coil portion 24a includes a plurality of coils 24b.
The coils 24b project inward in the radial direction of the
stator core 24, and are disposed one next to the other all
around the stator core 24 in the circumferential direction
thereof. The stator 28 is formed by covering the circum-
ference of the stator core 24, including the coil portion
24a, with the insulating molding resin 21. The molding
resin 21 is formed of, for example, a thermosetting resin
containing glass fiber.
[0038] In a part of the stator core 24 inward of the coil
portion 24a in the radial direction, a recess 21a is formed
in the molding resin 21 so as to be receded from the rear
wheel 3 side. The recess 21a is cylindrical in shape, and
inside the recess 21a, the rotor 22 is disposed (see Fig.
2).
[0039] The motor case 50 is formed of metal such as
an alloy of aluminum, and is so disposed as to hold the
stator 28 inside. Specifically, the motor case 50 is com-
posed of two plate-shaped case members which are dis-
posed to hold between them the molding resin 21 of the
stator 28, that is, an inner case 51 shown in Fig. 4 and
an outer case 52 shown in Fig. 8. As shown in Fig. 2, the
inner case 51 is disposed on the rear wheel 3 side, and
the outer case 52 is disposed on the opposite side from
the rear wheel 3, that is, on the suspension case 10 side.
[0040] As shown in Figs. 3 and 4, the inner case 51
has, in end parts thereof, a front-side coupling portion 51
a and a rear-side coupling portion 51b, both tongue-
shaped; the outer case 52 has, in end parts thereof, a
front-side coupling portion 52a and a rear-side coupling
portion 52b, both tongue-shaped. The front-side coupling
portion 51 a and the front-side coupling portion 52a are
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disposed on the front side of the molded motor 20, and
the rear-side coupling portion 51b and the rear-side cou-
pling portion 52b are disposed on the rear side of the
molded motor 20. As shown in Figs. 3 and 4, the inner
case 51 and the outer case 52 are coupled together at
their end parts by fastening together the corresponding
coupling portions, that is, between the front-side coupling
portion 51 a and the front-side coupling portion 52a and
between the rear-side coupling portion 51b and the rear-
side coupling portion 52b, with three bolts 53, with the
molding resin 21 held inside.
[0041] Here, the motor case 50 is provided with a me-
chanical element, referred to as a functional portion, to
allow the molded motor 20 to be assembled and the pow-
er leads to be connected. The functional portion is em-
bodied by, for example, a terminal holding portion 61 and
a screw-fastening portion 63, which will be described be-
low.
[0042] The terminal holding portion 61 as a functional
portion is provided at the front-side coupling portion 52a
of the outer case 52 shown in Figs. 7 to 9. As shown in
Fig. 8, the terminal holding portion 61 has an opening
61a which communicates between the inside and the out-
side of the outer case 52 in the motor radial direction,
and there a terminal plate 62 (see Figs. 7 and 9) is fitted.
The terminal plate 62 is used to electrically connect be-
tween the coil portion 24a of the stator 28 and the power
leads 27. Moreover, the terminal holding portion 61 has
two screw holes 61b for coupling together the outer case
52 and the inner case 51 by fastening them together with
screws. Through the screw holes 61b, bolts 53 are in-
serted and fastened. To allow for the provision of the
terminal plate 62 and the screw holes 61b, the terminal
holding portion 61 projects outward of the outer case 52
in the motor radial direction, and is provided with a resin
accommodation portion 61c into which the molding resin
21 intrudes and a wall portion 61d provided at the outer
circumference of the resin accommodation portion 61c
to cover it.
[0043] On the other hand, the screw-fastening portion
63 as a functional portion is provided at the rear-side
coupling portion 52b of the outer case 52 shown in Figs.
7, 8, and 10. The screw-fastening portion 63 has a screw
hole 63a for coupling together the outer case 52 and the
inner case 51 by fastening them with a screw. Through
the screw hole 63a, a bolt 53 is inserted and fastened.
To allow for the provision of the screw hole 63a, the
screw-fastening portion 63 projects outward of the outer
case 52 in the motor radial direction, and is provided with
a resin accommodation portion 63b into which the mold-
ing resin 21 intrudes and a wall portion 63c provided at
the outer circumference of the resin accommodation por-
tion 63b to cover it.
[0044] The motor case 50 has, elsewhere than where
the above-mentioned coupling portions are provided,
four openings 54, through which the stator 28 is partly
exposed and more specifically the molding resin 21 is
partly exposed. This keeps part of the molding resin 21

in direct contact with the atmosphere. Thus, the heat of
the molded motor 20 can be rejected via the part of the
molding resin 21 exposed through the openings 54.
[0045] Moreover, as shown in Figs. 3 to 5, the motor
case 50 has, in a front-end part thereof, a coupling portion
55. The coupling portion 55 has two screw holes 56 (see
Figs. 3 and 4) for screw-fastening using bolts and nuts,
and, as shown in Fig. 5, the rear end of the swing arm 5
is connected to the coupling portion 55 by screw-fasten-
ing so as to support the entire molded motor 20. Of the
three bolts 53 described previously which couple togeth-
er the inner case 51 and outer case 52, two are provided
one at each end of the front-side coupling portion 51 a
and the front-side coupling portion 52a, which are the
longer in the circumferential direction, and one is provid-
ed in a rear-end part of the rear-side coupling portion 51b
and the rear-side coupling portion 52b, which are the
shorter in the circumferential direction (see Figs. 3 and 4).
[0046] On the side of the motor case 50 opposite from
the rear wheel 3, that is, on the outer side of the motor
case 50, as shown in Fig. 5, there is provided a circuit
board housing portion 57 on the surface of the outer case
52. The circuit board housing portion 57 is disposed in a
front region on the inner case 51, and houses the circuit
board 25 inside.
[0047] To the circuit board 25, the signal leads 26 are
connected for exchange of control signals. Between the
two screw holes 56 in the coupling portion 55 of the motor
case 50, the power leads 27 are connected for supply of
electric power to the molded motor 20. The signal leads
26 and the power leads 27 extend from the coupling por-
tion 55 outward in the radial direction of the molded motor
20, that is, frontward along the swing arm 5.
[0048] The motor case 50 has a rib portion 58 shown
in Figs. 6, 8, and 11 formed on the outer case 52. Here,
the rib portion 58 may be any wall-like structure so long
as it serves to prevent entry of water. The rib portion 58
is provided in a part of the outer case 52 corresponding
to the outer side of the circumferential face of the stator
core 24 (stator 28). The outer case 52 has a junction face
59 which is perpendicular to the rotation axis and over
which the outer case 52 and the stator 28 are kept in
contact for arrangement of the stator core 24. The junc-
tion face 59 is formed as a core junction face between
the outer case 52 and the stator core 24. The rib portion
58 extends from the junction face 59 in the rotation axis
direction toward the side where the stator core 24 is dis-
posed. This gives a complicated structure to the junction
face 59 between, on one side, the stator core 24 and the
molding resin 21 of the stator 28 and, on the other side,
the outer case 52, that is, the core junction face between
the stator core 24 and the outer case 52, and makes the
path from the outer edge of the junction face 59 into the
motor comparatively long. This makes it difficult for water
to enter the motor across the junction face 59 between,
on one side, the stator core 24 and the molding resin 21
of the stator 28 and, on the other side, the outer case 52.
[0049] Thus, the terminal holding portion 61 and the
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screw-fastening portion 63 as functional portions and in
addition the rib portion 58 cover the junction face 59 be-
tween the outer case 52 and the stator 28 all around its
outer circumference. In this way, in a case where the
outer case 52 is provided with a functional portion which
is a component necessary for the molded motor 20, this
functional portion and the rib portion 58 cover the outer
circumference of the junction face between the outer
case 52 and the stator 28. Moreover, all around the mold-
ed motor 20, the junction face 59 between the outer case
52 and the stator 28 is given a complicated structure, and
the path from the outer edge of the junction face 59 into
the motor is made comparatively long. Thus, with the
construction provided with the terminal holding portion
61, the screw-fastening portion 63, and the rib portion
58, it is possible to make it more difficult for water to enter
the motor across the junction face 59 between the outer
case 52 and the stator 28.
[0050] Moreover, the terminal holding portion 61 is pro-
vided with the resin accommodation portion 61c and the
wall portion 61d, the screw-fastening portion 63 is pro-
vided with the resin accommodation portion 63b and the
wall portion 63c, and the rib portion 58 continuously con-
nects to the wall portion 61d and the wall portion 63c. As
shown in Figs. 7 and 8, the resin accommodation portion
61c and the resin accommodation portion 63b are pro-
vided outward of the part corresponding to the rib portion
58 in the motor radial direction. Thus, in the terminal hold-
ing portion 61 and the screw-fastening portion 63, the
region where the molding resin 21 is present outward of
the stator core 24 in the motor radial direction is larger
than where the rib portion 58 is provided. This makes the
path across the junction face 59 between the stator 28
and the outer case 52 into the motor comparatively long,
and makes it possible to make it more difficult for water
to enter the motor across the junction face 59.
[0051] Moreover, as shown in Figs. 8 and 9, the termi-
nal holding portion 61 is provided with an auxiliary rib
portion 61 e which is set at a height lower than the height
of the rib portion 58 relative to the junction face 59 in the
rotation axis direction. The resin accommodation portion
61c of the terminal holding portion 61 is provided in a
region outward (to the left in Fig. 9) of the top edge of the
auxiliary rib portion 61e in Fig. 9 in the motor radial di-
rection. According, as shown in Fig. 9, in the terminal
holding portion 61, the junction face 59 between the stator
28 and the outer case 52 has a complicated structure
like stairs.
[0052] Likewise, as shown in Figs. 8 and 10, the screw-
fastening portion 63 is provided with an auxiliary rib por-
tion 63d which is set at a height lower than the height of
the rib portion 58 relative to the junction face 59 in the
rotation axis direction. The resin accommodation portion
63b of the screw-fastening portion 63 is provided in a
region outward (to the right in Fig. 10) of the top edge of
the auxiliary rib portion 63d in Fig. 10 in the motor radial
direction. Accordingly, as shown in Fig. 10, in the screw-
fastening portion 63, the junction face 59 between the

stator 28 and the outer case 52 has a complicated struc-
ture like stairs.
[0053] In this way, the junction face 59 between the
stator 28 and the outer case 52 is given a more compli-
cated structure, and the path from the outer edge of the
junction face into the motor is made longer. This makes
it possible to make it still more difficult for water to enter
the motor across the junction face 59 between the stator
28 and the outer case 52.
[0054] Moreover, the rib portion 58 is provided in such
a way as to cover part of the outer circumferential face
of the stator core 24 with respect to the rotation axis di-
rection, that is, the left/right direction in Figs. 6 and 11.
This, compared with covering the entire outer circumfer-
ential face of the stator core 24 with respect to the rotation
axis direction, helps save the material, for example alu-
minum, of the part of the outer case 52 used as the rib
portion 58 and still enhance the effect of reducing entry
of water into the motor across the molding resin 21 be-
tween, on one side, the outer case 52 and, on the other
side, the stator core 24 and the molding resin 21.
[0055] Moreover, part of the inner circumferential face
of the rib portion 58 is in contact with the outer circum-
ferential face of the stator core 24. This improves water
resistance at the junction face 59 between, on one side,
the outer case 52 and, on the other side, the stator core
24 and the molding resin 21, and in addition makes the
positioning of the stator core 24 easy. Specifically, the
stator core 24 fits into the rib portion 58 in such a way
that the outer circumferential face of the former makes
contact with the inner circumferential face of the latter,
and this makes it possible to position the stator core 24
with respect to the outer case 52 in the radial direction.
[0056] On the other hand, as shown in Fig. 11, where
the rib portion 58 is provided (part X in Fig. 11), the mold-
ing resin 21 is so molded that part of it is located outward
of the outer circumferential face of the rib portion 58. This
makes more complicated the structure of the junction
face 59 between, on one side, the outer case 52 and, on
the other side, the stator core 24 and the molding resin
21, and makes it even more difficult for water to enter the
motor. Moreover, since the inner circumferential face of
the rib portion 58 is in contact with the outer circumfer-
ential face of the stator core, this construction improves
the contact between the rib portion 58 and the stator core
24.
[0057] Thus, with the construction described above, it
is possible to improve water resistance at the junction
face 59 between the stator 28, including the stator core
24 and the molding resin 21, and the outer case 52, and
thereby reduce entry of water into the motor. It is thus
possible to suppress development of rust inside the mold-
ed motor 20. Consequently, it is possible to suppress
failure due to internal corrosion, and thus to provide a
molded motor 20 with higher reliability. Moreover, it is
possible to provide a highly reliable electric vehicle 1 pro-
vided with such a molded motor 20.
[0058] Next, the structure of a molded motor according
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to a second embodiment of the invention will be described
in detail with reference to Fig. 12. Fig. 12 is a partly en-
larged vertical sectional view, as seen from the front, of
the molding resin and the outer case of the molded motor.
The structure in this embodiment is basically the same
as that in the first embodiment described previously with
reference to Figs. 1 to 11, and therefore no overlapping
illustration or description will be given again with respect
to elements and features common to the first embodi-
ment.
[0059] In the molded motor 20 according to the second
embodiment, the motor case 50 is provided with, on the
outer case 52, a rib portion 60 shown in Fig. 12. Here,
the rib portion 60 may be any wall-like structure so long
as it serves to prevent entry of water. The rib portion 60
is provided in such a way as to cover the entire outer
circumferential face of the stator core 24 with respect to
the rotation axis direction, that is, the left/right direction
in Fig. 12. This further enhances the effect of reducing
entry of water into the motor across the junction face 59
between, on one side, the outer case 52 and, on the other
side, the stator core 24 and the molding resin 21.
[0060] On the other hand, where the rib portion 60 is
provided (part Y in Fig. 12), the molding resin 21 is so
molded that part of it is located inward of the inner cir-
cumferential face of the rib portion 60. This improves the
contact between the rib portion 60, the molding resin 21,
and the stator core 24, and makes it more difficult for
water to enter the motor.
[0061] Next, the structure of a molded motor according
to a third embodiment of the invention will be described
in detail with reference to Fig. 13. Fig. 13 is a partly en-
larged vertical sectional view, as seen from the front, of
the molding resin and the outer case of the molded motor.
The structure in this embodiment is basically the same
as that in the first embodiment described previously with
reference to Figs. 1 to 11, and therefore no overlapping
illustration or description will be given again with respect
to elements and features common to the first embodi-
ment.
[0062] In the molded motor 20 according to the third
embodiment, the motor case 50 is provided with, on the
outer case 52, a junction face 64 between the outer case
52 and the stator 28 shown in Fig. 13. The junction face
64 between the outer case 52 and the stator 28 is pro-
vided with a core junction face 64a between the outer
case 52 and the stator core 24 and a resin junction face
64b between the outer case 52 and the molding resin 21.
The resin junction face 64b is provided outward of the
core junction face 64a in the motor radial direction, and
the rib portion 58 is provided at the outer circumference
of the resin junction face 64b. Thus, part of the molding
resin 21 is located outward of the stator core 24 in the
motor radial direction, and the rib portion 58 is located
further outward. This makes the path from the outer edge
of the junction face 64 to the stator core 24 and into the
motor comparatively long. It is thus possible to make it
more difficult for water to enter the stator core 24 and the

motor across the junction face 64 between the outer case
52 and the stator 28.
[0063] Between the outer circumferential face of the
stator core 24 and the inner circumferential face of the
rib portion 58, at part of the circumference, a positioning
member (not shown) is provided. The stator core 24 fits
in in such a way that the outer circumferential face of the
stator core 24 makes contact with the inside of the posi-
tioning member, and this makes it possible to position
the stator core 24 with respect to the outer case 52 in the
radial direction.
[0064] It should be understood that the embodiments
by way of which the present invention has been described
hereinabove are in no way meant to limit the scope of
the invention; the invention allows for many modifications
and variations within the scope not departing from the
spirit of the invention.
[0065] For example, although the embodiments deal
with a motorcycle as shown in Fig. 1 as an example of
an electric vehicle as a mobile body incorporating a mold-
ed motor 20, such a molded motor may be incorporated
in any type of electric vehicle other than two-wheeled
motorized vehicles; it may be incorporated in three-
wheeled and four-wheeled motorized vehicles.
[0066] The mobile bodies in which a molded motor 20
according to the invention can be incorporated further
include watercraft such as motorboats, amusement cars,
boats, and other vehicles, and any vehicles that use a
motor as their driving power source and that move un-
manned, that is, with no man aboard.
[0067] The range over which the rib portion 58 or 60
covers the outer circumferential face of the stator core
24 with respect to the rotation axis direction is not limited
to that specifically mentioned in the above embodiments;
so long as it is formed all around the circumference in
the circumferential direction (except where functional
portions such as the terminal holding portion 61 and the
screw-fastening portion 63 are provided), the range of its
coverage with respect to the rotation axis direction, that
is, the height of the rib portion 58 or 60 relative to the
junction face 59 or 64 in the rotation axis direction, may
be changed as desired.

Claims

1. A molded motor having a stator having an annular
stator core coated with molding resin, comprising:

a motor case which joins the stator, wherein
the motor case has a rib portion formed at an
outer circumference of a junction face between
the motor case and the stator.

2. The molded motor according to claim 1, wherein
the junction face between the motor case and the
stator is formed as a core junction face between the
motor case and the stator core, and
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the rib portion is formed at an outer circumference
of the core junction face.

3. The molded motor according to claim 1, wherein
the junction face between the motor case and the
stator is provided with a core junction face between
the motor case and the stator core and a resin junc-
tion face between the motor case and the molding
resin,
the resin junction face is provided outward of the
core junction face in a motor radial direction, and
the rib portion is provided at an outer circumference
of the resin junction face.

4. The molded motor according to any one of claims 1
to 3, further comprising:

a functional portion at a predetermined position
at an outer circumference of the motor case,
wherein
the rib portion and the functional portion cover
the outer circumference of the junction face be-
tween the motor case and the stator.

5. The molded motor according to claim 4, wherein
the rib portion and the functional portion cover the
outer circumference of the junction face between the
motor case and the stator all around the circumfer-
ence.

6. The molded motor according to claim 4 or 5, wherein
the functional portion is a screw-fastening portion for
screw-fastening the motor case to another compo-
nent or a terminal holding portion for holding a ter-
minal plate on a side face of the motor case.

7. The molded motor according to any one of claims 4
to 6, wherein
the functional portion includes a resin accommoda-
tion portion which is provided outward of a part of
the motor case corresponding to the rib portion in a
motor radial direction and accommodates the mold-
ing resin and a wall portion which is provided at an
outer circumference of the resin accommodation
portion and continuously connects to the rib portion.

8. The molded motor according to any one of claims 4
to 7, wherein
the functional portion is provided with an auxiliary rib
portion which is set at a height lower than a height
of the rib portion.

9. The molded motor according to any one of claims 1
to 8,
wherein the rib portion extends from the junction face
in a rotation axis direction.

10. The molded motor according to any one of claims 1

to 9,
wherein at least part of an inner circumferential face
of the rib portion is in contact with an outer circum-
ferential face of the stator core.

11. The molded motor according to any one of claims 1
to 10,
wherein part of the molding resin is located outward
of an outer circumferential face of the rib portion.

12. The molded motor according to any one of claims 1
to 11,
wherein part of the molding resin is located inward
of an inner circumferential face of the rib portion.

13. A mobile body comprising the molded motor accord-
ing to any one of claims 1 to 12.
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