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©  Method  and  compositions  for  manufacture  of  chemical  sensors. 

©  The  method  for  making  an  optical  fiber  microsensor  involves  applying  an  uncured  analyte  sensing 
matrix  to  an  optical  fiber  and  crosslinking  the  sensing  matrix  in  situ  on  the  optical  fiber  to  yield  an  ion 
permeable  microsensor  which  can  be  used  intravascular^  to  monitor  pH,  or  partial  pressures  of  oxygen 
or  carbon  dioxide  in  blood.  The  liquid  form  of  the  sensing  matrix  contains  a  crosslinking  agent  and  a 
crosslinking  inhibitor  which  can  be  removed  by  exposure  to  elevated  temperatures  to  allow  the  sensing 
matrix  to  crosslink  and  cure  as  desired,  in  situ,  on  the  surface  of  the  optical  fiber.  A  liquid  crosslinking 
overcoat  layer  containing  a  crosslinking  agent  and  a  crosslinking  inhibitor  which  can  be  removed  by 
exposure  to  heat  can  also  be  applied  over  the  cured  sensing  matrix. 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

5  This  invention  is  generally  directed  to  sensors  for  cnemicai  and  biomedical  analysis  of  constituents  of  a 
fluid  or  gaseous  mixture,  and  more  specifically  concerns  methods  and  compositions  for  manufacturing  optical 
fiber  sensors  for  measuring  blood  constituents  such  as  oxygen,  carbon  dioxide,  and  pH. 

Description  of  Related  Art 
10 

Optical  fiber  sensors  for  measuring  pH,  oxygen  and  carbon  dioxide  have  been  developed  for  in  vivo,  in- 
travascular  measurements  of  blood  constituents,  such  as  pH,  oxygen  and  carbon  dioxide.  Fluorescence  dye 
indicators  whose  fluorescence  emissions  are  affected  by  the  blood  constituent  can  be  incorporated  in  a  semi- 
permeable  polymeric  matrix  to  be  attached  to  an  optical  fiber  to  provide  highly  sensitive  sensors.  Alight  source 

15  provides  a  selected  wavelength  of  light  which  propagates  down  the  optical  fiber  to  excite  the  dye  to  fluoresce. 
The  intensity  of  the  fluorescence  of  the  dye  is  a  function  of  the  analyte  level  in  the  sample,  and  can  be  meas- 
ured  to  give  an  indication  of  the  concentration  of  the  blood  constituent. 

Afluorescent  sensor  typically  utilizes  light  in  one  wavelength  region  to  excite  the  fluorescent  indicator  dye 
to  emit  light  of  a  different  wavelength.  A  pH  sensor  may  utilize  a  single  dye  that  exists  in  acid  and  base  forms, 

20  each  having  a  different  excitation  wavelength.  The  concentration  of  carbon  dioxide  in  a  sample  can  similarly 
be  based  upon  measurement  of  the  pH  of  a  solution  of  bicarbonate  in  equilibrium  with  carbon  dioxide  from  the 
sample.  The  bicarbonate  and  carbon  dioxide  form  a  pH  buffer  system  in  which  the  hydrogen  ion  concentration 
generally  varies  with  the  carbon  dioxide  concentration.  In  this  manner,  the  pH  or  carbon  dioxide  content  of  a 
solution  may  be  measured  with  dyes  such  as  fluorescein  or  8-hydroxy-1,  3,  6  pyrenetrisulfonic  acid  (HPTS). 

25  Blood  oxygen  content  can  similarly  be  measured  with  fluorescence  quenching  techniques  which  utilize  an 
oxygen-quenchable  fluorescent  dye  that  is  incorporated  in  a  gas  permeable  matrix.  The  intensity  of  the  fluor- 
escence  of  the  dye  is  a  function  of  the  oxygen  level  in  the  sample,  and  can  thus  be  used  to  measure  blood 
oxygen  partial  pressure. 

In  order  to  be  useful  for  intravascular  measurements  of  blood  constituents,  such  sensors  are  typically  quite 
30  small.  Such  optical  fiber  microsensors  are  typically  manufactured  individually,  and  are  generally  complex  and 

difficult  to  manufacture.  Moreover,  the  prepolymers  used  for  preparation  of  the  dye  polymer  matrix  of  the  sen- 
sors  typically  polymerize  quite  rapidly  when  mixed,  so  that  only  small  batches  can  be  usefully  prepared  at  a 
time  for  construction  of  a  limited  number  of  sensors.  An  indicator  dye  is  commonly  incorporated  in  a  liquid  poly- 
meric  matrix  and  the  liquid  matrix  material  is  converted  to  a  solid  matrix  in  situ  on  the  optical  fiber.  In  one  sug- 

35  gested  method  a  vinyl-functional  base  polymer  and  crosslinking  mixture  are  deposited  in  a  capillary  tube  ex- 
tension  at  the  tip  of  an  optical  fiber.  A  photosensitive  initiator  causes  the  mixture  to  crosslink  upon  exposure 
to  actinic  radiation,  to  initiate  formation  of  a  gel.  Unfortunately,  the  dye,  which  can  be  quite  toxic,  is  retained 
in  the  gel  matrix  only  by  electrostatic  forces.  This  allows  the  dye  to  leach  out  of  the  sensor,  which  can  produce 
toxic  reactions  in  the  blood  stream,  and  leads  to  depletion  of  the  dye,  with  consequent  depletion  of  the  intensity 

40  of  the  fluorescence  signal. 
In  another  method  for  fabricating  a  C02  microsensor,  an  aqueous  dye-buffer  solution  and  a  hydrophobic 

polymeric  precursor  with  a  crosslinking  agent  and  a  catalyst  are  emulsified  and  allowed  to  cure.  However,  the 
rate  of  crosslinking  is  quite  rapid,  particularly  in  the  presence  of  the  catalyst,  and  no  allowance  is  made  for 
controlling  the  rate  of  cure.  This  normally  results  in  a  short  period  of  working  potlife  for  the  liquid  matrix  material, 

45  and  represents  a  barrier  to  automation  of  the  fabrication  process. 
In  another  method  of  fabricating  a  pH  microsensor,  a  derivative  of  cellulose  to  which  a  pH  sensitive  dye 

is  attached  is  dissolved  in  hydroxide  salts  of  heavy  metals  in  a  diamine  or  ammonia  solution,  and  regenerated 
in  situ  on  the  optical  fiber  tip,  upon  exposure  to  a  dilute  acid.  The  dye  matrix  is  then  coated  with  a  mixture  of 
cellulose  acetate  and  carbon  black  for  optical  isolation  of  the  sensor.  However,  the  heavy  metal  elements  of 

so  the  solvent  system  are  incompletely  removed,  and  may  leach  from  the  microsensor  in  blood. 
It  would  therefore  be  desirable  to  provide  for  an  improved  method  for  controlling  the  rate  of  crosslinking 

of  prepolymers  used  in  forming  a  stable  sensing  matrix  for  such  optical  fiber  sensors,  so  that  the  sensing  matrix 
material  can  be  stored  for  long  periods  of  time  in  an  uncured  state  and  cured  on  demand  to  facilitate  automation 
of  the  manufacturing  process. 

55 
SUMMARY  OF  THE  INVENTION 

Briefly  and  in  general  terms,  embodiments  of  the  present  invention  provide  for  crosslinking  inhibitor  com- 
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positions  for  use  in  an  improved  method  for  making  an  optical  fiber  microsensor  which  includes  an  analyte  sens- 
ing  matrix  which  is  crosslinked  in  situ  over  the  tip  of  the  optical  fiber  to  yield  an  ion  permeable  microsensor 
which  can  be  used  intravascularly  to  monitor  one  or  more  blood  parameters.  The  sensing  matrix  is  preferably 

5  prepared  in  an  uncured,  liquid  form  containing  a  crosslinking  inhibitor  which  can  be  removed  by  exposure  to 
elevated  temperatures  to  allow  the  sensing  matrix  to  crosslink  and  cure  as  desired,  in  situ,  on  the  surface  of 
the  optical  fiber.  Thus,  the  crosslinking  behavior  can  be  closely  controlled,  significantly  facilitating  the  auto- 
mation  of  the  fabrication  of  the  optical  fiber  microsensor. 

A  liquid  crosslinking  overcoat  layer  also  containing  a  crosslinking  inhibitor  which  can  be  removed  by  ex- 
10  posure  to  heat  can  also  be  applied  in  a  similar  manner  over  the  cured  sensing  matrix  on  the  optical  fiber  to 

facilitate  automation  of  the  complete  fabrication  process.  The  use  of  a  crosslinking  inhibitor  thus  significantly 
increases  the  ease  of  manufacturing  an  optical  fiber  microsensor  by  prolonging  pot  life  of  the  analyte  sensing 
matrix  and  overcoat  layers,  and  allowing  for  on  demand  heat  curing  of  each  layer. 

A  primer  compound  may  also  be  advantageously  applied  to  a  portion  of  the  surface  of  the  optical  fiber 
15  prior  to  application  of  the  sensing  matrix  to  provide  sites  forcovalent  bonding  of  the  sensing  matrix  to  the  sur- 

face  of  the  optical  fiber,  to  provide  improved  mechanical  strength  of  the  bonding  between  the  matrix  and  the 
bonding  surface  of  the  optical  fiber. 

These  and  other  aspects  and  advantages  of  the  invention  will  become  apparent  from  the  following  detailed 
description. 

20 
DETAILED  DESCRIPTION  OF  THE  PREFERRED  EMBODIMENTS 

Polymers  utilized  in  preparation  of  an  analyte  sensing  matrix  of  optical  fiber  sensors  typically  polymerize 
quite  rapidly.  This  has  heretofore  presented  an  obstacle  to  automated  manufacture  of  large  numbers  of  optical 

25  fiber  sensors  at  a  time.  Embodiments  of  the  invention  advantageously  provide  for  crosslinking  inhibitor  com- 
positions  and  a  method  for  controlling  the  rate  of  polymerization  of  prepolymers  used  in  forming  a  sensing  ma- 
trix  for  such  optical  fiber  sensors,  so  that  the  dye  polymer  can  be  stored  in  an  uncured  state  and  cured  on  de- 
mand  in  situ  on  the  optical  fiber.  These  embodiments  impart  long  potlife  to  the  uncured  sensing  matrix  prepo- 
lymer  and  overcoat  mixtures,  and  allow  rapid  thermal  cure  of  the  sensing  matrix  and  overcoat  layers  in  situ. 

30  According  to  a  first  embodiment  of  the  present  invention,  in  fabrication  of  an  optical  fiber  pH  microsensor, 
the  dye  indicator  material  destined  for  the  sensing  matrix  is  covalently  bonded  to  a  copolymer  to  form  a  dye 
copolymer.  The  dye  copolymer  is  then  mixed  with  a  blocked  crosslinking  agent,  which  can  thereafter  be  cross- 
linked  and  covalently  bonded  to  the  tip  of  the  optical  fiber  as  desired  by  heat  curing.  A  polymeric  sensing  matrix 
for  the  pH  microsensor  is  preferably  formed  from  a  mixture  of  a  dye  bearing  copolymer  and  a  blocked  form  of 

35  a  crosslinking  agent  which  is  a  polyether  polyisocyanate  such  as  that  sold  under  the  trademark  "HYPOL"  and 
made  by  W.  R.  Grace  &  Co.,  with  an  isocyanate  blocking  agent  added. 

The  dye  bearing  copolymer  is  preferably  formed  from  approximately  95%  hydroxyethyl  methacrylate 
(HEMA)  and  approximately  5%  N-(3-aminopropyl)  methacrylate  hydrochloride  (APMA)  which  yields  a  poly(2- 
ethylmethacrylate)-co-N-(3-aminopropyl)  methacrylamide  hydrochloride  (HEMA/  APMA)  copolymer.  The  poly- 

40  merization  preferably  takes  place  in  n-propanol,  and  is  typically  followed  by  reaction  with  potassium  methoxide 
to  convert  ammonium  ions  to  free  amines.  The  copolymer  is  then  typically  purified  and  added  to  sufficient  di- 
methylformamide  (DMF)  to  provide  a  polymer  concentration  of  approximately  1  .8%  by  weight.  The  dye  indicator 
substance  is  then  preferably  covalently  bonded  to  the  copolymer.  The  sulfonyl  chloride  derivatized  form  of  acet- 
oxy-protected  HPTS,  (Ac-HPTS)-(S02CI)x  is  then  preferably  covalently  bonded  to  the  copolymer  under  basic 

45  conditions  by  addition  of  approximately  10  meq.  triethylamine  per  gram  of  polymer,  and  approximately  0.05 
meq.  Na2C03  per  gram  of  polymer. 

The  general  equilibrium  for  preparation  of  the  blocked  crosslinking  agent  described  above  is  shown  in 
Equation  1. 

50 
R-NCO  +  H Z ^ R - N H - C O - Z  

E q u a t i o n   1 

55  where  HZ  is  the  blocking  agent,  and  R  represents  the  general  dye  polyether  polyisocyanate  copolymer. 
Blocking  agents  which  can  be  used  include  but  are  not  limited  to  ethanol,  o-nitrophenol,  resorcinol,  benzene- 
thiol,  acetyl  acetone,  2-methyl-2-propanol,  p-chlorophenol,  phloroglucinol,  ethyl  acetoacetate,  acetone  oxime, 
methyl  ethyl  ketone  oxime,  m-cresol,  guaiacol,  1-dodecantiol,  diethyl  malonate,  diphenyl  amine,  phenol  cap- 
rolactam,  2,4-diisobutylphenol,  monomethylaniline,  and  isooctylphenol.  The  blocked  prepolymer  mixture  con- 
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taining  the  pH  sensitive  dye  copolymer  can  be  stored  until  ready  for  application  to  a  prepared  optical  fiber,  such 
as  by  automated  dipping  of  a  number  of  optical  fibers  in  the  mixture. 

In  one  preferred  example  of  formation  of  the  blocked  form  of  the  crosslinking  agent,  a  slight  stoichiometric 
5  excess  of  acetone  oxime,  approximately  1  .05  equivalents  per  equivalent  isocyanate  groups,  is  added  to  poly- 

ether  isocyanate  (HYPOL).  This  mixture  is  allowed  to  react  at  slightly  elevated  temperatures,  at  about  40°  C, 
for  from  about  2  to  24  hours,  in  a  solution  of  dry  acetone  to  give  a  blocked  polyether  isocyanate  solids  con- 
centration  of  approximately  37%  by  weight. 

The  blocked  isocyanate  prepolymer  is  then  preferably  added  to  a  1  0%  by  weight  concentration  of  the  dye- 
10  bearing  copolymer  in  DMF  to  give  about  a  6:1  weight  ratio  between  the  blocked  isocyanate  prepolymer  and 

the  dye  copolymer. 
The  mixture  can  then  be  cured  to  form  the  dye  polymer  matrix  by  exposing  the  dipped  optical  fibers  to 

high  heat,  preferably  from  about  140°  to  about  180°  C,  to  cause  thermal  dissociation  or  decomposition  of  the 
blocking  agent,  as  shown  in  Equation  2. 

15 

R-NH-CO-Z  -A  —  ̂ ,  HZ  +  R-NCO 

E q u a t i o n   2 
20 

Reaction  with  water  forms  an  unstable  carbamic  acid  which  can  decompose  to  form  an  amine  which  will 
react  with  the  isocyanate  crosslinking  agent  to  form  a  substituted  carbonate  which  can  decompose,  to  form 
the  crosslinked  polyether  polyisocyanate,  as  shown  in  Equations  3-5.  

R-NCO  +  H20  -»  R-NCO-OH  -»  R-NH2  +  C02  Equation  3 
25  R-NH2  +  R-NCO  -»  R-NH-CO-NH-R  Equation  4 

R-NCO-OH  +  R-NCO  -»  R-NH-COO-CO-NH-R  (substituted  carbonate)  -»  R-NH-CO-NH-R  +  C02 
Equation  5 

A  coating  of  reflective  material  is  also  preferably  provided  over  the  cured  dye  matrix,  to  retain  and  reflect 
both  the  irradiating  light  and  the  fluorescence  emissions  from  the  dye  indicator  within  the  microsensor.  The 

30  reflective  coating  is  preferably  formed  from  a  suspension  of  titanium  dioxide  pigment  in  water,  with  the  pigment 
preferably  comprising  approximately  2/3  of  the  dispersion  by  weight,  and  a  blocked  form  of  polyether  polyiso- 
cyanate  prepared  as  outlined  above.  The  overcoat  is  applied  to  the  optical  fiber  by  dipping  the  optical  fiber  in 
the  uncured  liquid  overcoat  mixture,  and  applying  high  heat,  such  as  from  about  140°  to  about  180°  C,  to  cause 
thermal  dissociation  of  the  blocking  agent  and  initiate  curing  of  the  overcoat. 

35  In  a  second  embodiment  of  the  invention,  an  optical  fiber  microsensor  suitable  for  measuring  the  partial 
pressure  of  C02  in  blood  intravascularly  can  similarly  be  prepared  with  a  sensing  matrix  that  comprises  a  pH 
sensitive  dye  such  as  fluorescein  or  HPTS,  which  can  be  bonded  to  acrylamide  or2-hydroxyethyl  methacrylate 
(HEMA)  for  example,  and  a  bicarbonate  buffer  in  an  aqueous  phase.  The  aqueous  phase  preferably  forms  from 
about  9%  to  17%  by  weight  of  an  emulsion  with  an  uncured  vinyl  terminated  dimethyldiphenylsiloxane  copo- 

40  lymer.  An  emulsion  stabilizer  may  also  comprise  from  1  0  to  30%  by  weight  of  the  aqueous  phase.  The  aqueous 
phase  and  the  uncured  siloxane  copolymer  are  vigorously  mixed  together  in  liquid  form,  so  that  aqueous  phase 
will  be  homogeneously  dispersed  throughout  the  siloxane  copolymer.  The  siloxane  copolymer  also  preferably 
includes  a  crosslinking  catalyst,  such  as  platinum,  which  is  believed  to  facilitate  the  reaction  of  the  methyl  hydro 
and  vinyl  portions  of  the  siloxane  copolymer  to  form  crosslinks.  The  siloxane  copolymer  also  preferably  con- 

45  tains  a  curing  inhibitor  to  prevent  the  siloxane  copolymer  from  crosslinking  and  to  allow  the  matrix  to  remain 
liquid  for  application  to  an  optical  fiber.  A  preferred  crosslinking  blocker  for  siloxane  copolymer  is  a  vinyl  ter- 
minated  dimethylsiloxane,  1,  3-divinyl  tetramethyldisiloxane,  having  the  following  chemical  structure. 

Me  Me 
so  i  r 

H2=CH-S  i  -O-  S  i  -CH=CH, 
t  I 

Me  Me 

55  This  inhibitor  is  available  from  Huls  America  Inc.  under  the  name  D6210,  and  is  believed  to  act  as  an  in- 
hibitor  by  more  readily  competing  for  sites  on  the  catalyst  surface  so  that  they  are  no  longer  available  to  the 
vinyl  and  methylhydro  functionalities  which  are  believed  to  crosslink  the  vinyl  terminated  dimethyldiphenylsi- 
loxane. 

The  optical  fiber  is  preferably-dipped  in  the  uncured  matrix  material  containing  the  aqueous  sensing  sol- 
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ution.  The  matrix  material  on  the  optical  fiber  is  then  preferably  heated  to  an  elevated  temperature  above  the 
boiling  point  of  the  inhibitor,  and  preferably  to  approximately  175°  C.  in  the  case  of  1,  3-divinyl  tetramethyldi- 
siloxane  which  has  a  boiling  point  of  135°  C,  to  cause  the  crosslinking  inhibitor  to  be  dissipated  from  the  matrix 

5  material.  The  matrix  material  thus  is  allowed  to  cure  in  situ  on  the  optical  fiber  to  form  the  microsensor,  while 
the  aqueous  sensing  solution  remains  suspended  in  liquid  form  within  the  matrix. 

A  coating  of  reflective  material  is  preferably  provided  over  the  cured  dye  material,  to  retain  the  irradiating 
light  and  the  fluorescence  emissions  from  the  dye  indicator  within  the  microsensor.  The  reflective  coating  in 
this  second  embodiment  is  preferably  formed  from  a  dispersion  of  titanium  dioxide  pigment  in  a  vinyl  terminated 

10  prepolymer  which  preferably  reacts  with  a  methylhydrodimethylsiloxane  cross-linking  agent  upon  addition  of 
a  catalyst  such  as  platinum  and  moderated  by  an  inhibitor  such  as  1,  3-divinyl  tetramethyldisiloxane  at  approx- 
imately  40  ppt.  The  overcoat  is  applied  to  the  optical  fiber  by  dipping  the  optical  fiber  in  the  uncured  liquid  over- 
coat  mixture,  and  applying  high  heat,  such  as  approximately  175°  C,  to  exceed  the  boiling  point  of  the  inhibitor 
to  dissipate  the  blocking  agent  and  initiate  curing  of  the  overcoat. 

15  In  a  third  preferred  embodiment  of  the  invention,  an  optical  fiber  microsensor  for  measuring  blood  oxygen 
partial  pressure  of  oxygen  intravascularly  can  be  prepared  with  a  dye  copolymer  matrix  that  comprises  an  or- 
ganosiloxane  copolymersuch  as  a  methylhydrodimethylsiloxane  copolymer,  to  which  polynuclear  aromatic  dye 
materials,  such  as  coronene  and  decacyclene  for  example,  have  been  covalently  linked,  as  by  binding  to  a  vinyl 
functional  aliphatic  linker  moiety  which  is  hydrosilylated  to  the  organosiloxane  copolymer.  In  this  form,  the  poly- 

20  nuclear  aromatic  dye  materials  bound  to  the  organosiloxane  copolymer  are  mixed  in  a  ratio  of  3  parts  coronene 
to  1  part  decacyclene,  for  example.  A  crosslinking  catalyst  such  as  platinum  is  preferably  used  in  the  step  of 
hydrosilating  the  dye  to  the  organosiloxane  prepolymer,  and  is  preferably  also  present  in  the  prepolymer  mix- 
ture  to  catalyse  hydrosilation  of  the  dye  copolymer  to  the  vinyl  functional  polydimethylsiloxane.  A  crosslinking 
inhibitor  such  as  the  divinyl  terminated  dimethylsiloxane  inhibitor,  1  ,  3-divinyl  tetramethyldisiloxane,  described 

25  above,  is  also  added  to  the  prepolymer  mixture  to  prevent  premature  crosslinking  of  the  dye  copolymer  with 
the  vinyl  functional  prepolymer.  The  inhibitor  is  preferably  introduced  in  the  prepolymer  mixture  in  a  sufficient 
amount  to  reach  a  final  concentration  in  the  mixture  of  approximately  4.4  parts  per  thousand. 

The  optical  fiber  is  preferably  dipped  in  the  uncured  matrix  material  containing  the  oxygen  sensitive  dye 
material.  The  uncured  matrix  on  the  optical  fiber  is  then  preferably  heated  to  an  elevated  temperature  above 

30  the  boiling  point  of  the  inhibitor,  preferably  to  approximately  200°C  for  from  10  to  30  seconds,  in  the  case  of 
1,  3-divinyl  tetramethyldisiloxane,  to  eliminate  the  crosslinking  inhibitor  from  the  matrix  material.  The  matrix 
material  can  then  proceed  to  cure  in  situ  on  the  optical  fiber  to  form  the  oxygen  sensing  microsensor. 

A  coating  of  reflective  material  is  preferably  provided  over  the  cured  oxygen  sensing  matrix,  to  reflect  ir- 
radiating  light  and  fluorescence  emissions  from  the  dye  indicator  within  the  microsensor.  The  reflective  coating 

35  is  again  preferably  formed  from  a  dispersion  of  titanium  dioxide  pigment-  in  a  vinyl  terminated  prepolymer  which 
preferably  comprises  a  methylhydrodimethylsiloxane  cross-  linking  agent  containing  a  catalyst  such  as  plati- 
num  and  a  concentration  of  approximately  40  ppt  of  a  crosslinking  inhibitor  such  as  1,  3-divinyl  tetramethyldi- 
siloxane.  The  overcoat  is  applied  to  the  optical  fiber  by  dipping  the  optical  fiber  in  the  uncured  liquid  overcoat 
mixture,  and  exposing  the  optical  fiber  to  an  elevated  temperature,  such  as  approximately  220°  C,  sufficient 

40  to  exceed  the  boiling  point  of  the  inhibitor  to  remove  the  blocking  agent  so  that  crosslinking  of  the  overcoat 
material  occurs. 

According  to  an  embodiment  of  the  invention,  and  utilizing  the  sensing  matrix  compositions  described 
above,  an  optical  fiber  microsensor  can  be  manufactured  in  the  following  steps.  An  optical  fiber  is  first  dipped 
in  sulfuric  acid  for  approximately  5  seconds,  rinsed  in  water  for  approximately  10  seconds,  and  dried  in  an  oven 

45  for  approximately  5  seconds  to  clean  and  prepare  the  surface  of  the  tip  of  the  optical  fiber.  The  tip  of  the  optical 
fiber  is  next  dipped  in  a  primer  for  improving  bonding  of  the  matrix  material  to  the  optical  fiber,  such  as  a  si- 
lanizing  agent,  which  is  preferably  isocyanatopropyltriethoxysilane  for  preparation  of  a  pH  sensitive  microsen- 
sor,  and  vinyltriethoxysilane  for  preparation  of  oxygen  or  carbon  dioxide  microsensors.  The  optical  fiber  tip  is 
then  rinsed  in  a  silanizing  agent  solvent,  which  is  preferably  hexane  for  preparation  of  the  pH  sensitive  micro- 

50  sensor,  and  isopropanol  for  oxygen  and  carbon  dioxide  microsensors.  The  silanizing  agent  solvent  is  preferably 
removed  by  drying  in  an  oven  for  about  5  seconds,  and  the  optical  fiber  tip  is  dipped  in  the  appropriate  liquid 
matrix  material  described  above,  which  adheres  to  the  prepared  surface  of  the  optical  fiber,  for  preparation  of 
a  pH,  oxygen  or  carbon  dioxide  sensor.  The  matrix  material  on  the  optical  fiber  is  then  preferably  cured  by  ex- 
posure  of  the  optical  fiber  tip  to  an  elevated  temperature  of  from  about  140°  to  about  240°  C,  for  approximately 

55  1  0-60  seconds,  and  preferably  about  175°  C.  for  approximately  20  seconds,  or  about  220°  for  approximately 
15  seconds.  Thereafter,  the  sensing  matrix  portion  of  the  optical  fiber  tip  is  preferably  dipped  in  the  appropriate 
liquid  overcoat  material  for  preparation  of  the  pH,  oxygen  or  carbon  dioxide  sensors,  and  the  liquid  overcoat 
adhering  over  the  sensing  matrix  is  then  cured  by  exposure  in  an  oven  to  an  elevated  temperature  of  from  about 
140°  to  about  220°  C.  for  from  about  1  0-60  seconds,  and  preferably  about  1  75°  C.  for  approximately  30  seconds, 

5 



EP  0  568  274  A1 

completing  the  fabrication  of  the  microsensor. 
From  the  foregoing  it  will  be  appreciated  that  the  crosslinking  inhibitor  compositions  and  method  for  con- 

trolling  the  crosslinking  of  prepolymers  used  in  forming  an  optical  fiber  microsensor  facilitate  the  automation 
5  of  the  fabrication  of  such  a  microsensor  by  prolonging  the  working  life  of  the  liquid  sensing  matrix  material  and 

the  liquid  overcoat  material  that  are  applied  to  the  optical  fiber.  The  crosslinking  of  the  sensing  matrix  and  over- 
coat  layer  in  situ  on  the  surface  of  the  optical  fiber  can  advantageously  also  be  initiated  by  exposure  to  elevated 
temperatures. 

10 
Claims 

1.  Amethod  of  making  an  analyte  sensor  having  a  substrate  surface  and  an  polymeric  analyte  sensing  matrix 
including  a  dye  indicator  material,  comprising  the  steps  of: 

15  preparing  said  polymeric  analyte  sensing  matrix  in  liquid  form; 
forming  a  liquid  mixture  of  said  liquid  sensing  matrix  with  a  crosslinking  agent  and  a  crosslinking 

inhibitor  which  can  be  removed  by  exposure  to  elevated  temperature; 
applying  said  mixture  to  said  substrate  surface;  and 
exposing  said  mixture  on  said  substrate  surface  to  elevated  temperature  for  a  sufficient  period  of 

20  time  to  remove  said  crosslinking  inhibitor  from  said  mixture  wehereby  said  crosslinking  agent  is  permitted 
to  crossling  said  sensing  matrix  in  situ  on  said  substrate  surface. 

2.  The  method  of  Claim  1  ,  further  including  the  step  of  applying  a  layer  of  an  uncured  overcoat  mixture  of 
a  crosslinking  agent  and  a  crosslinking  inhibitor  which  can  be  removed  by  exposure  to  elevated  temper- 

25  ature  over  said  sensing  matrix  after  it  has  been  cured;  and 
exposing  said  uncured  overcoat  mixture  on  said  substrate  surface  to  elevated  temperature  for  a 

sufficient  period  of  time  to  remove  said  crosslinking  inhibitor  from  said  mixture,  whereby  said  crosslinking 
agent  is  permitted  to  crosslink  said  overcoat  mixture  in  situ  over  said  cured  sensing  matrix. 

30  3.  The  method  of  Claim  2,  wherein  said  overcoat  mixture  includes  titanium  dioxide. 

4.  The  method  of  Claim  1  or  Claim  2,  wherein  the  crosslinking  agent  referred  to  therein  comprises  a  blocked 
form  of  a  polyether  isocyanate  incorporating  a  crosslinking  inhibitor  selected  from  the  group  consisting 
essentially  of  ethanol,  o-nitrophenol,  resorcinol,  benzenethiol,  acetyl  acetone,  2-methyl-2-propanol,  p- 
chlorophenol,  phloroglucinol,  ethyl  acetoacetate,  acetone  oxime,  methyl  ethyl  ketone  oxime,  m-cresol, 35 
guaiacol,  1-dodecanthiol,  diethyl  malonate,  diphenyl  amine,  phenol  caprolactam,  2,4-diisobutylphenol, 
monomethylaniline,  and  isooctyl  phenol. 

5.  The  method  of  Claim  1  or  Claim  2,  wherein  the  crosslinking  inhibitor  referred  to  therein  comprises  acetone 
oxime. 

40 
6.  The  method  of  Claim  4,  wherein  said  sensing  matrix  comprises  a  copolymer  of  hydroxyethyl  methacrylate 

and  N-(3-aminopropyl)  methacrylate  hydrochloride. 

7.  The  method  of  Claim  6,  wherein  said  dye  indicator  material  comprises  8-hydroxy-1  ,  3,  6  pyrenetrisulfonic 
45  acid. 

8.  The  method  of  Claim  1  ,  wherein  said  sensing  matrix  comprises  a  crosslinkable  vinyl  terminated  organo- 
siloxane,  said  crosslinking  agent  comprises  a  catalyst  and  said  crosslinking  inhibitor  comprises  a  vinyl  ter- 
minated  dimethylsiloxane. 

50 
9.  The  method  of  Claim  2,  wherein  said  overcoat  crosslinking  agent  comprises  a  crosslinkable  vinyl  termin- 

ated  organosiloxane  and  a  catalyst,  and  said  crosslinking  inhibitor  comprises  a  vinyl  terminated  dimethyl- 
siloxane. 

10.  The  method  of  Claim  8  or  Claim  9,  wherein  said  crosslinking  inhibitor  has  the  chemical  structure 

6 
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11.  The  method  of  Claim  8  or  Claim  9,  wherein  said  crosslinking  inhibitor  is  divinyl  tetramethyldisiloxane. 

12.  The  method  of  Claim  8,  wherein  said  dye  indicator  material  is  selected  from  the  group  consisting  of  flu- 
orescein  and  8-hydroxy-1,  3,  6  pyrenetrisulfonic  acid. 

13.  The  method  of  Claim  12,  wherein  said  dye  indicator  material  is  covalently  bonded  with  a  copolymer  se- 
lected  from  the  group  consisting  of  acrylamide,  hydroxyethyl  methacrylate,  and  a  copolymer  of  hydrox- 
yethyl  methacrylate  and  N-(3-aminopropyl)  methacrylate  hydrochloride. 

14.  The  method  of  Claim  12,  wherein  said  sensing  matrix  comprises  methylhydrodimethylsiloxane  copolymer. 

15.  The  method  of  Claim  8,  wherein  said  dye  indicator  material  is  selected  from  the  group  consisting  of  cor- 
onene  and  decacyclene,  and  a  combination  thereof. 

16.  The  method  of  Claim  8,  wherein  said  dye  indicator  material  comprises  a  polynuclear  aromatic  dye  cova- 
lently  linked  to  the  organosiloxane  copolymer. 

17.  The  method  of  Claim  1  ,  wherein  said  mixture  on  said  substrate  surface  is  exposed  to  a  temperature  ex- 
ceeding  the  boiling  point  or  temperature  of  decomposition  of  said  crosslinking  inhibitor. 

18.  The  method  of  Claim  1,  wherein  said  mixture  on  said  substrate  surface  is  exposed  to  a  temperature  of 
from  about  140°  to  about  240°  C.  for  approximately  10-60  seconds. 

19.  The  method  of  Claim  9  ,  wherein  said  overcoat  mixture  comprises  methylhydrodimethylsiloxane  copoly- 
mer. 

20.  The  method  of  Claim  2  ,  wherein  said  uncured  overcoat  mixture  on  said  cured  sensing  matrix  is  exposed 
to  a  temperature  exceeding  the  boiling  point  or  temperature  of  decomposition  of  said  crosslinking  inhibitor. 

21.  The  method  of  Claim  2  ,  wherein  said  uncured  overcoat  mixture  on  said  cured  sensing  matrix  is  exposed 
to  a  temperature  of  from  about  140°  to  about  220°  C. 

22.  The  method  of  Claim  1,  further  including  the  step  of  treating  said  substrate  surface  with  a  silanizing  agent 
selected  from  the  group  consisting  of  isocyanatopropyltriethoxysilane  and  vinyltriethoxysilane. 

23.  The  method  of  Claim  1  ,  wherein  said  substrate  surface  comprises  an  optical  fiber. 
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