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Description 

This  invention  relates  to  an  operating  device  for 
an  electric  hoist  whose  winding-up  or  -off  speed  is 
easily  changed  from  low  to  high  speed  and  vice 
versa  by  two-step  push-buttons  and  the  low  and 
high  speeds  are  simply  controlled  in  low  and  high 
speed  ranges. 

The  term  "hoist"  as  used  herein  is  intended  to 
designate  means  having  a  DC  motor  for  lifting  an 
object,  inclusive  a  chain  block. 

An  operating  device  for  an  electric  hoist  such 
as  an  electric  chain  block  has  been  widely  used. 
With  such  a  hitherto  used  operating  device,  a  con- 
trol  box  is  connected  to  a  cable  depending  from  a 
main  body  of  the  electric  hoist  and  is  provided  with 
push-button  switches  for  winding-up  and  -off  oper- 
ations  and  a  variable  resistor  for  adjusting  winding- 
up  and  -off  speeds. 

In  winding-up  or  -off  an  object  at  an  appro- 
priate  speed  by  a  hoist  having  such  an  operating 
device,  an  operator  is  pressing  either  of  the  push- 
button  switches  by  a  finger  of  his  one  hand  which 
grips  the  control  box  and  at  the  same  time  he 
operates  the  variable  resistor  by  his  other  hand  for 
adjusting  the  hoisting  speed.  Therefore,  the  opera- 
tion  of  the  device  is  very  troublesome. 

A  prior  art  that  is  concerned  with  improving 
such  a  device  is  FR-A-245  564  that  discloses  a 
hand  held  control  box  for  an  overhead  hoist  mov- 
able  along  a  gantry.  The  box  comprises  a  rotatable 
knob  that  can  be  set  ot  any  one  of  four  positions, 
namely  up/down/to  the  left/to  the  right.  The  box  has 
a  start  push-button  and  a  stop  push-button.  Also 
provided  is  a  "slow  speed"  push-button  and  a 
"high  speed"  push  button.  To  lower  a  load,  for 
example,  the  operator  must: 

(a)  first  set  the  rotatable  knob  to  "down"; 
(b)  then  press  the  start  button; 
(c)  then  press  the  high  speed  button;  and  as  the 
load  approaches  its  depositiong  position  the  op- 
erator  must 
(d)  press  the  slow  speed  button;  and  finally 
when  the  load  has  been  deposited  on  its  receiv- 
ing  area  he  must 
(e)  push  the  stop  button. 

Thus  a  single  lowering  operation  calls  for  a  correct 
control  of  one  rotatable  knob  and  four  different 
push-buttons. 

It  is  a  primary  object  of  the  invention  to  provide 
an  operating  device  for  an  electric  hoist,  which 
eliminates  the  above  described  disadvantage  of  the 
prior  art  and  capable  of  switching  over  low  and 
high  operating  speeds  and  controlling  the  speeds 
for  winding-up  and  -off  operations. 

In  order  to  accomplish  this  object,  an  operating 
device  for  an  electric  hoist  having  a  DC  motor  for 
winding-up  and  -off  an  object  according  to  the 

invention  comprises  a  low  speed  adjusting  setting 
unit  and  a  high  speed  adjusting  setting  unit  pro- 
vided  in  a  control  box  of  the  hoist,  and  further 
comprises  in  the  control  box  a  first  two-step  push- 

5  button  switch  for  winding-up  operation  for  switching 
over  said  low  speed  adjusting  setting  unit  and  said 
high  speed  adjusting  setting  unit  to  connect  either 
of  said  units  to  a  speed-change  control  circuit  by 
pushing  said  first  two-step  push-button  switch  to 

io  either  of  first  and  second  step  positions,  and  a 
second  two-step  push-button  switch  for  winding-off 
operation  for  switching  over  said  low  speed  adjust- 
ing  setting  unit  and  said  high  speed  adjusting  set- 
ting  unit  to  connect  either  of  said  speed  adjusting 

75  setting  units  to  said  speed-change  control  circuit 
by  pushing  said  second  two-step  push-button 
switch  for  winding-off  operation  to  either  of  first  and 
second  step  positions. 

In  order  that  the  invention  may  be  more  clearly 
20  understood,  preferred  embodiments  will  be  de- 

scribed,  by  way  of  example,  with  reference  to  the 
accompanying  drawings. 

Fig.  1  is  a  side  view  of  an  electric  hoist  having 
an  operating  device  according  to  the  invention; 

25  Fig.  2  is  a  front  view  of  the  operating  device 
shown  in  Fig.  1  ; 
Fig.  3  is  a  sectional  view  of  the  device  taken 
along  lines  Ill-Ill  in  Fig.  2; 
Fig.  4  is  a  front  view  of  a  speed  display  portion 

30  of  the  operating  device  shown  in  Fig.  1; 
Fig.  5  illustrates  an  operating  circuit  for  the 
operating  device  according  to  the  invention; 
Fig.  6  is  a  front  view  of  an  operating  device  of 
another  embodiment  of  the  invention; 

35  Fig.  7  is  a  sectional  view  of  the  device  taken 
along  lines  VII-VII  in  Fig.  6; 
Fig.  8  is  a  control  circuit  for  the  operating  device 
according  to  the  invention; 
Fig.  9a  illustrates  a  waveform  of  input  received 

40  in  the  phase  control  circuit  used  in  the  operating 
device  according  to  the  invention; 
Fig.  9b  shows  a  waveform  of  output  from  the 
phase  control  circuit; 
Fig.  10a  shows  a  waveform  of  input  when  the 

45  DC  motor  is  energized  in  the  normal  rotating 
direction; 
Fig.  10b  shows  a  waveform  of  input  when  the 
DC  motor  is  energized  in  the  reverse  rotating 
direction; 

50  Figs.  11a  and  11b  illustrate  waveforms  of  output 
from  the  phase  control  circuit; 
Fig.  12  is  a  partially  sectional  side  view  illustrat- 
ing  a  mechanical  part  of  a  chain  block  to  which 
the  invention  is  applied; 

55  Fig.  13  is  a  partial  sectional  view  illustrating  a 
pawl  to  be  engaged  with  a  ratchet  wheel  used  in 
a  brake  assembly  shown  in  Fig.  12;  and 
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Figs.  14  and  15  are  schematic  views  of  variable 
resistors  to  be  used  in  the  operating  device 
according  to  the  invention. 

Figs.  1-5  illustrate  one  embodiment  of  the  in- 
vention.  An  electric  hoist  comprises  a  main  body  1 
and  a  control  box  3  connected  to  a  cable  2  de- 
pending  form  the  main  body  1.  In  the  control  box 
3,  there  are  provided  a  low  speed  adjusting  setting 
unit  VR1  including  a  variable  resistor  adapted  to  be 
connected  to  a  speed-change  control  circuit  4,  and 
a  high  speed  adjusting  setting  unit  VR2  including  a 
variable  resistor.  The  control  box  3  is  provided  with 
a  two-step  push-button  switch  PB-U  for  winding-up 
operation  and  a  two-step  push-button  switch  PB-D 
for  winding-off  operation.  When  the  switch  PBU  or 
PBD  is  actuated  by  pushing  a  push-button  (later 
explained)  to  first  step  position,  the  low  speed 
adjusting  setting  unit  VR1  is  connected  to  the 
speed-change  control  circuit  4.  When  the  switch 
PBU  or  PBD  is  actuated  by  pushing  the  pushing- 
button  to  second  step  position,  the  high  speed 
adjusting  setting  unit  VR2  is  connected  to  the 
speed-change  control  circuit  4.  Adjusting  knobs  5 
and  6  for  the  low  and  high  speed  adjusting  setting 
units  VR1  and  VR2  are  provided  on  a  front  surface 
of  the  control  box  3  for  adjusting  the  winding-up 
and  -off  speed  within  low  and  high  speed  ranges, 
respectively.  The  front  surface  of  the  control  box  3 
is  provided  at  an  upper  portion  with  a  cover  7 
pivotally  connected  thereat  for  covering  the  knobs 
5  and  6.  The  cover  7  is  maintained  in  its  closed 
position  covering  the  knobs  5  and  6  by  a  spring 
action  of  a  spring  8  so  as  not  to  operate  the  knobs 
5  and  6  of  the  units  VR1  and  VR2  during  the 
operation  of  the  electric  hoist. 

To  the  front  surface  of  the  control  box  3  is 
fixed  indication  plates  having  low  and  high  speed 
graduations  9  and  10  corresponding  to  the  units 
VR1  and  VR2.  On  the  front  surface  of  the  control 
box  3  are  provided  push-buttons  12  and  13  for  the 
two-step  push-button  switches  PB-U  and  PB-D. 

Fig.  5  is  an  operation  control  circuit  for  the 
electric  hoist  according  to  the  invention.  When  the 
push  button  12  is  pushed  to  the  first  step  position, 
a  winding-up  contact  pair  A  of  the  two-step  push- 
button  switch  PB-U  is  turned  on  to  start  the 
winding-up  operation  of  the  hoist.  Under  this  con- 
dition,  as  the  low  speed  adjusting  setting  device 
VR1  is  previously  connected  to  the  speed  control 
circuit  4,  the  winding-up  operation  is  effected  at  a 
predetermined  low  speed  set  by  the  low  speed 
adjusting  setting  unit  VR1  . 

When  the  push-button  12  is  further  pushed  to 
the  second  step,  a  high  speed  contact  pair  B  of  the 
push-button  switch  PB-U  is  turned  on  to  excite  a 
relay  R  so  that  a  switch  14  of  the  relay  R  is 
switched  over  to  connect  the  high  speed  adjusting 
setting  unit  VR2  to  the  speed  control  circuit  4. 

Therefore,  the  winding-up  operation  is  effected  at  a 
predetermined  high  speed  set  by  the  high  speed 
adjusting  setting  unit  VR2. 

When  the  push-button  switch  PB-U  is  returned 
5  to  the  first  step,  the  winding-up  operation  is  again 

effected  at  the  low  speed.  Upon  releasing  the 
pushing  force  from  the  switch  PB-U,  the  winding-up 
operation  is  stopped. 

When  the  push-button  13  is  pushed  to  the  first 
io  step  position,  a  winding-off  contact  pair  C  of  the 

two-step  push-button  switch  PB-D  for  winding-off 
operation  is  turned  on  to  start  the  winding-off  op- 
eration  of  the  hoist.  Under  this  condition,  as  the  low 
speed  adjusting  setting  unit  VR1  is  previously  con- 

15  nected  to  the  speed  control  circuit  4,  the  winding- 
off  operation  is  effected  at  the  predetermined  low 
speed  set  by  the  low  speed  adjusting  setting  unit 
VR1. 

When  the  push-button  13  is  further  pushed  to 
20  the  second  step  position,  a  high  speed  contact  pair 

D  of  the  push-button  switch  PB-D  is  turned  on  to 
excite  the  relay  R  so  that  the  switch  1  4  is  switched 
over  to  connect  the  high  speed  adjusting  setting 
unit  VR2  to  the  speed  control  circuit  4.  Accord- 

25  ingly,  the  winding-off  operation  is  effected  at  a 
predetermined  high  speed  set  by  the  high  speed 
adjusting  setting  unit  VR2. 

When  the  push-button  switch  PB-D  is  returned 
to  the  first  step  position,  the  winding-off  operation 

30  is  again  effected  at  the  low  speed.  Upon  releasing 
the  pushing  force  from  the  switch  PB-D,  the 
winding-off  operation  is  stopped. 

When  the  two-step  push-button  switch  PB-U 
for  winding-up  operation  is  pushed  by  the  push- 

35  button  12,  an  interlocking  contact  pair  E  is  turned 
off.  Under  this  condition,  even  if  the  two-step  push- 
button  switch  PB-D  for  winding-off  operation  is 
pushed  by  the  push-button  13,  the  winding-off  cir- 
cuit  remains  inoperative.  On  the  other  hand,  the 

40  two-step  push-button  switch  PB-D  for  winding-off 
operation  is  pushed  by  the  push-button  13,  an 
interlocking  contact  pair  F  is  turned  off.  Under  this 
condition,  even  if  the  two-step  push-button  switch 
PB-U  is  pushed  by  the  push-button  12,  the 

45  winding-up  circuit  remains  inoperative. 
Figs.  6  and  7  illustrate  another  embodiment  of 

the  control  device  according  to  the  invention.  As 
shown  in  Figs.  6  and  7,  adjusting  shafts  15  and  16 
of  the  low  and  high  speed  adjusting  setting  units 

50  VR1  and  VR2  may  be  formed  in  their  extending 
ends  with  grooves  17  for  engaging  a  tool  such  as  a 
screw  driver,  thereby  preventing  the  adjusting 
shafts  15  and  16  from  being  rotated  by  a  hand  of 
an  operator.  Moreover,  the  low  and  high  speed 

55  adjusting  setting  units  VR1  and  VR2  may  be  en- 
closed  as  a  whole  in  the  control  box  3  so  that  these 
units  are  not  adjusted  or  manipulated  by  the  oper- 
ator  at  will. 

3 
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For  constituting  the  low  and  high  speed  adjust- 
ing  setting  units  VR1  and  VR2,  means  capable  of 
changing  electric  signals  by  mechanically  operating 
means,  for  example,  potentiometer  may  be  used 
instead  of  the  variable  resistor.  Moreover,  the 
speed  control  circuit  4  may  be  provided  in  the 
control  box  3. 

A  preferable  control  circuit  for  the  operating 
device  according  to  the  invention  will  be  explained 
in  more  detail. 

Fig.  8  illustrates  a  control  circuit  for  use  in  the 
operating  device  according  to  the  invention,  which 
comprises  an  operating  circuit  61,  a  phase  control 
circuit  62,  a  full-wave  rectifying  circuit  63,  a  normal 
and  reverse  rotating  circuit  64,  a  dynamic  brake 
resistor  DBR  and  a  DC  motor  65.  The  operating 
circuit  61  consists  of  a  winding-up  circuit  61a,  a 
winding-off  circuit  11b,  high  and  low  speed  change 
circuit  61c,  and  variable  resistors  VRL  and  VRH. 
The  winding-up  circuit  61a  is  a  series  circuit  of  a 
low  speed  contact  pair  L  of  a  push-button  switch 
PB-U  for  the  winding-up  operation,  a  normally 
closed  contact  pair  MD-1  of  a  relay  MD  for  the 
winding-off  operation,  and  a  relay  MU  for  the 
winding-up  operation.  The  winding-off  circuit  61b  is 
a  series  circuit  of  a  low  speed  contact  pair  L  of  a 
push-button  switch  PB-D  for  the  winding-off  opera- 
tion,  a  normally  closed  contact  pair  MU-1  of  a  relay 
MU  for  the  winding-up  operation  and  a  relay  MD 
for  the  winding-off  operation.  The  high  and  low 
speed  change  circuit  61  C  is  a  circuit  of  a  high  and 
low  speed  change  relay  MH  connected  in  series  to 
a  parallel  circuit  of  high  speed  contract  pairs  H  of 
push-button  switches  PB-U  and  PB-D  for  winding- 
up  and  -off  operations. 

The  push-button  switches  PB-U  and  PB-D  are 
two-step  operable  switches.  The  low  speed  contact 
pairs  L  are  closed  by  pushing  the  switches  to  first 
step  positions,  while  both  the  low  speed  contact 
pairs  L  and  the  high  speed  contact  pairs  H  are 
closed  by  pushing  the  switches  to  the  second  step 
positions.  Upon  releasing  the  switches,  both  the 
contact  pairs  L  and  H  are  opened. 

The  variable  resistors  VRL  and  VRH  are  con- 
nected  in  parallel  and  are  switched  over  by  switch- 
over  contacts  MH-1  of  the  high  and  low  speed 
change  relay  MH.  The  variable  resistors  VRL  and 
VRH  serve  to  control  the  speeds  within  low  and 
high  speed  ranges  in  a  stepless  manner,  respec- 
tively. 

The  phase  control  circuit  62  comprises  a  ca- 
pacitor  C,  a  two-way  trigger  diode  SBS  (trigger 
element  D  such  as  silicon  bilateral  switch  or  the 
like)  and  a  triode  AC  switch  T. 

The  normal  and  reverse  rotating  circuit  14 
comprises  normally  opened  contact  pairs  MU-2 
and  MU-3  of  a  relay  MU  for  the  winding-up  opera- 
tion,  and  normally  opened  contact  pairs  MD-2  and 

MD-3  of  a  relay  MD  for  the  winding-off  operation. 
To  a  dynamic  brake  resistor  DBR  are  connected  in 
series  a  normally  closed  contact  pair  MU-4  of  a 
relay  MU  for  the  winding-up  operation  and  a  nor- 

5  mally  closed  contact  pair  MD-4  of  a  relay  MD  for 
the  winding-off  operation. 

With  the  control  circuit  constructed  as  above 
described,  when  the  push-button  switch  PB-U  for 
the  winding-up  operation  is  pushed  to  the  first  step 

io  position,  the  lower  speed  contact  L  of  the  switch 
PB-U  is  closed  to  permit  alternate  current  from  an 
alternate  current  power  source  AC  through  the  con- 
tact  L  and  normally  closed  contact  pair  MD-1  to  the 
relay  MU  for  the  winding-up  operation.  Therefore, 

is  the  relay  MU  for  the  winding-up  operation  is  ac- 
tuated  to  close  the  normally  opened  contact  pairs 
MU-2  and  MU-3  of  the  relay  MU  and  to  open  the 
normally  closed  contact  pairs  MU-1  and  MU-4  of 
the  relay  MU.  As  a  result,  the  alternate  current  from 

20  the  power  source  AC  is  controlled  in  phase  in  the 
phase  control  circuit  62  and  then  full-wave  rectified 
in  the  full-wave  rectifying  circuit  63.  The  rectified 
current  is  supplied  into  the  DC  motor  65  so  as  to 
energize  it  in  a  normal  rotating  direction  to  rotate 

25  the  load  sheave  (later  described)  in  a  normal  rotat- 
ing  direction.  At  this  time,  as  the  high  and  low 
speed  change  relay  MH  is  inoperative  and  its  low 
speed  contact  L  is  closed,  the  rotating  speed  of  the 
direct  current  motor  65  is  controlled  in  stepless 

30  manner  by  adjusting  the  variable  resistor  VRL.  At 
this  moment,  however,  as  the  normally  closed  con- 
tact  pair  MU-4  of  the  relay  MU  for  the  winding-up 
operation  is  kept  opened,  any  direct  current  does 
not  flow  through  the  dynamic  brake  resistor  DBR, 

35  so  that  dynamic  braking  is  not  effected. 
When  the  push-button  switch  PB-U  for  the 

winding-up  operation  is  pushed  to  the  second  step 
position,  both  the  low  and  high  speed  contacts  L 
and  H  are  closed  to  keep  operative  the  relay  MU 

40  for  the  winding-up  operation  and  the  high  and  low 
speed  change  relay  MH  is  actuated  to  switch  over 
its  switch-over  contacts  MH-1  to  the  high  speed 
contact  H.  Under  this  condition,  the  rotating  speed 
of  the  DC  motor  65  can  be  controlled  within  a  high 

45  speed  range  in  a  stepless  manner  by  adjusting  the 
variable  resistor  VRH. 

When  the  push-button  switch  PB-U  for  the 
winding-up  operation  is  released,  the  relay  MU  for 
the  winding-up  operation  becomes  inoperative  to 

50  open  the  normally  opened  contact  pairs  MU-2  and 
MU-3  and  close  the  normally  closed  contact  pairs 
MU-1  and  MU-4  of  the  relay  Mu.  As  a  result,  the 
direct  current  to  the  DC  motor  65  is  interrupted, 
and  the  power  generated  in  the  DC  motor  during 

55  the  rotation  of  its  rotor  due  to  inertia  is  consumed 
in  the  dynamic  brake  resistor  DBR  so  that  the 
rotation  of  the  rotor  is  decelerated  at  a  moderate 
deceleration. 

4 
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Moreover,  if  the  push-button  switch  PB-D  for 
the  winding-off  operation  is  pushed  to  the  first  step 
position,  the  lower  speed  contact  L  of  the  switch 
PB-D  is  closed  to  permit  alternate  current  from  the 
alternate  current  power  source  AC  through  the  con- 
tact  L  and  the  normally  closed  contact  pair  MU-1  to 
the  relay  MD  for  the  winding-off  operation.  There- 
fore,  the  relay  MD  for  the  winding-off  operation  is 
actuated  to  close  the  normally  opened  contact 
pairs  MD-2  and  MD-3  and  to  open  the  normally 
closed  contact  pairs  MD-1  and  MD-4.  As  a  result, 
the  alternate  current  from  the  power  source  AC  is 
controlled  in  phase  in  the  phase  control  circuit  62 
and  then  full-wave-rectified  in  the  full-wave  rectify- 
ing  circuit  63.  The  rectified  current  having  a  polar- 
ity  opposite  to  that  in  the  normal  rotation  of  the  DC 
motor  is  supplied  to  the  DC  motor  so  as  to  en- 
ergize  the  DC  motor  in  a  reverse  direction  to  rotate 
the  load  sheave  in  a  reverse  rotating  direction.  At 
this  time,  as  the  high  and  low  speed  change  relay 
MH  is  inoperative  and  the  low  speed  contact  L  of 
the  switch-over  contacts  MH-1  is  closed,  the  rotat- 
ing  speed  of  the  DC  motor  65  can  be  controlled 
within  a  low  speed  range  in  a  stepless  manner  by 
adjusting  the  variable  resistor  VRL. 

At  this  time,  moreover,  as  the  normally  closed 
contact  pair  MD-4  of  the  relay  MD  for  the  winding- 
off  operation  is  maintained  opened,  any  direct  cur- 
rent  does  not  flow  through  the  dynamic  brake  re- 
sistor  DBR,  so  that  the  dynamic  braking  is  not 
effected. 

When  the  push-button  switch  PB-D  for  the 
winding-off  operation  is  released,  the  relay  DM  for 
the  winding-off  operation  becomes  inoperative  to 
open  the  normally  opened  contact  pairs  MD-2  and 
MD-3  and  close  the  normally  closed  contact  pairs 
MD-1  and  MD-4.  As  a  result,  the  power  generated 
in  the  DC  motor  during  the  rotation  of  its  rotor  due 
to  inertia  is  consumed  in  the  dynamic  brake  resis- 
tor  DBR  so  that  the  rotation  of  the  rotor  is  decel- 
erated  at  a  moderate  deceleration. 

Moreover,  when  the  push-button  switch  PB-D 
for  the  winding-off  operation  is  pushed  to  the  sec- 
ond  step  position,  both  the  low  and  high  speed 
contacts  L  and  H  of  the  switch  PB-D  are  closed  to 
keep  operative  the  relay  MD  for  the  winding-off 
operation  and  the  high  and  low  speed  change  relay 
MH  is  actuated  to  switch  over  its  switch-over  con- 
tacts  MH-1  to  the  high  speed  contact  H.  Under  this 
condition,  the  rotating  speed  of  the  DC  motor  65 
can  be  controlled  within  a  high  speed  range  in  a 
stepless  manner  by  adjusting  the  variable  resistor 
VRH. 

Figs.  9a  and  9b  illustrate  input  and  output 
waveforms  at  the  phase  control  circuit  62.  The 
input  alternate  current  IN  sinusoidal  wave  as  shown 
in  Fig.  9a  is  controlled  in  phase  in  the  phase 
control  circuit  62  into  the  alternate  current  of  the 

waveform  as  shown  in  Fig.  9b.  The  alternate  cur- 
rent  shown  in  Fig.  9b  is  full-wave-rectified  in  the 
full-wave  rectifying  circuit  63  into  direct  current  of  a 
waveform  shown  in  Fig.  10a  or  Fig.  10b,  either  of 

5  which  is  supplied  to  the  DC  motor  65  according  to 
the  winding-up  or  winding-off  operation,  that  is,  the 
normal  or  reverse  rotation  of  the  DC  motor  65. 

The  power  to  be  supplied  to  the  DC  motor  65 
is  adjusted  by  adjusting  the  variable  resistors  VRH 

io  and  VRL  for  setting  speeds  in  the  phase  control 
circuit  62.  In  this  case,  by  suitably  selecting  ranges 
of  resistance  values  adjustable  by  the  variable  re- 
sistors  VRH  and  VRL,  the  following  controlling  is 
possible.  For  example,  when  the  winding-up  or  -off 

is  operation  is  effected  at  the  high  speed  range,  the 
variable  resistor  VRH  is  operated  to  control  one 
fourth  period  Ti  which  is  a  first  half  of  a  half  wave. 
When  the  operation  is  effected  at  the  low  speed 
range,  the  variable  resistor  VRL  is  operated  to 

20  control  one  fourth  period  T2  which  is  a  latter  half  of 
the  half  wave. 

A  construction  of  a  chain  block  as  one  example 
of  an  electric  hoist  controlled  by  the  circuit  above 
described  will  be  explained  hereinafter. 

25  Fig.  12  is  partial  sectional  view  illustrating  the 
mechanical  portion  of  the  stepless  variable  speed 
change  electric  chain  block.  The  mechanical  por- 
tion  of  this  chain  block  is  substantially  similar  in 
construction  of  that  of  the  Japanese  Patent  Ap- 

30  plication  No.  36,500/85  filed  by  the  assignee  of  this 
case  corresponding  to  United  States  Patent  Ap- 
plication  Serial  No.  832,788. 

As  shown  in  Fig.  12,  a  load  sheave  shaft  33 
integral  with  a  load  sheave  35  is  journaled  by 

35  bearing  38  and  39  in  the  gear  box  40  in  parallel 
with  a  driving  shaft  21  formed  at  one  end  with  a 
driving  gear  22.  A  support  ring  41  is  fitted  on  the 
load  sheave  shaft  33  so  as  to  engage  one  end  of 
the  load  sheave  35  and  is  further  fitted  on  a  center 

40  hole  of  a  support  member  42  in  the  form  of  a  dish- 
shaped  spring  made  of  a  spring  steel.  Moreover, 
an  urging  ring  43  made  of  a  steel  is  fitted  on  the 
other  end  of  the  load  sheave  shaft  33  so  as  to 
engage  the  bearing  38  and  further  fitted  in  a  center 

45  hole  of  an  urging  member  44  in  the  form  of  a  dish- 
shaped  spring  made  of  a  spring  steel. 

A  cam  support  24  made  of  a  steel  is  rotatably 
and  axially  slidably  fitted  on  a  mid-portion  of  the 
load  sheave  shaft  33  between  the  support  member 

50  42  and  the  urging  member  44.  A  retainer  disc  27 
made  of  a  steel  between  the  cam  support  24  and 
the  urging  member  44  is  fitted  on  the  load  sheave 
shaft  33  axially  slidably  but  nonrotatably  relative 
thereto.  A  brake  receiving  disc  29  between  the  cam 

55  support  24  and  the  support  member  42  is  also 
fitted  on  the  load  sheave  shaft  33  axially  slidably 
but  nonrotatably  relative  thereto.  A  ratchet  wheel  28 
for  braking  is  rotatably  fitted  on  a  boss  of  the  brake 

5 
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receiving  disc  29  through  a  sleeve  bearing  45.  A 
pawl  51  for  braking  (Fig.  13)  is  pivotally  mounted  on 
the  gear  box  and  is  urged  into  engagement  with 
the  ratchet  wheel  28  by  means  of  a  spring  (not 
shown). 

An  intermediate  driven  gear  23  is  fitted  on  an 
outer  circumference  of  the  cam  support  24  axially 
slidably  but  against  rotation  relative  thereto.  Friction 
plates  30  and  31  are  fixed  to  side  surfaces  of  the 
driven  gear  23,  respectively,  by  means  of  welding, 
adhesive  or  the  like.  A  friction  plate  32  between  the 
ratchet  wheel  28  and  a  flange  of  the  brake  receiv- 
ing  disc  29  is  fixed  to  a  side  surface  of  the  ratchet 
wheel  28  by  means  of  adhesive.  The  cam  support 
24  is  formed  on  a  side  of  the  brake  receiving  disc 
29  with  a  plurality  of  cam  grooves  26  in  the  form  of 
arcs  circumferentially  spaced  apart  from  each  other 
and  concentric  to  the  load  sheave  shaft  33.  Each 
the  cam  groove  26  has  a  sloped  bottom  to  change 
the  depth  of  the  groove  and  receives  a  brake 
releasing  cam  member  25  in  the  form  of  a  steel 
ball  in  this  embodiment.  Moreover,  the  cam  sup- 
port  24  is  formed  on  a  side  of  the  retainer  disc  27 
with  a  plurality  of  recesses  46  circumferentially 
spaced  apart  from  each  other  in  a  circle  concentric 
to  the  load  sheave  shaft  33  for  receiving  steel  balls 
47. 

An  external  screw-thread  portion  48  provided 
on  the  other  end  of  the  load  sheave  shaft  33 
extends  outwardly  from  the  gear  box  40.  An  adjust- 
ing  nut  49  is  threadedly  engaged  with  the  external 
screw-thread  portion  48  of  the  load  sheave  shaft  33 
out  of  the  gear-box  40  and  at  the  same  time 
engages  one  end  of  the  collar  50.  A  tightening 
force  of  the  adjusting  nut  49  urges  the  central 
portion  of  the  urging  member  44  through  the  collar 
50,  the  bearing  38  and  the  urging  ring  43  to  clamp 
the  retainer  disc  27,  the  intermediate  driven  gear 
23,  the  ratchet  wheel  28,  the  flange  of  the  brake 
receiving  disc  29  and  the  friction  plates  30,  31  and 
32  interposed  therebetween  with  the  aid  of  the 
support  member  42  and  the  urging  member  44. 

In  this  embodiment,  a  torque  limiter  is  con- 
structed  by  the  urging  member  44  and  the  support 
member  42  and  the  intermediate  driven  gear  23, 
the  retainer  disc  27,  the  brake  receiving  disc  29, 
the  ratchet  wheel  28,  and  the  friction  plates  30,  31 
and  32  between  the  members  44  and  42.  More- 
over,  a  mechanical  brake  assembly  for  preventing 
load  from  dropping  is  formed  by  the  pawl  51 
adapted  to  engage  the  ratchet  wheel  28;  the  cam 
support  24  having  cam  grooves  26;  the  brake  re- 
leasing  cam  members  25;  and  the  ratchet  wheel  28 
held  through  the  retainer  disc  27,  the  brake  receiv- 
ing  disc  29,  the  intermediate  driven  gear  23  and 
the  friction  plates  by  the  spring  forces  of  the  sup- 
port  member  42  and  the  urging  member  44. 

In  order  to  adjust  the  transmission  torque  of  the 
torque  limiter  after  the  electric  chain  block  has 
been  assembled,  such  an  adjustment  is  performed 
by  simply  rotating  the  adjusting  nut  49  out  of  the 

5  gear-box  after  an  electric  equipment  receiving  cov- 
er  52  has  been  removed  without  requiring  disas- 
sembling  of  the  electric  chain  block. 

With  the  above  arrangement,  when  the  push- 
button  switch  PB-U  for  the  winding-up  operation  in 

io  the  operating  circuit  is  pushed  to  a  first  or  second 
step  portion  to  energize  the  DC  motor  65  in  the 
normal  direction  so  as  to  rotate  a  driving  shaft  21  in 
a  winding-up  direction,  a  driving  gear  22  of  the 
driving  shaft  21  is  driven  to  cause  a  cam  support 

is  24  to  rotate  through  a  driven  gear  23.  The  brake 
releasing  cam  member  25  are  therefore  located  at 
deeper  positions  in  the  cam  grooves  26,  so  that  the 
intermediate  driven  gear  23,  the  retainer  disc  27, 
the  ratchet  wheel  28,  the  brake  receiving  disc  29 

20  and  the  friction  plates  30,  31  and  32  are  clamped 
by  the  preset  clamping  force.  Accordingly,  the  rota- 
tion  of  the  intermediate  driven  gear  23  is  transmit- 
ted  through  the  retainer  disc  27  and  the  brake 
receiving  disc  29  to  the  load  sheave  shaft  33  and 

25  the  load  sheave  35,  thereby  effecting  the  winding- 
up  operation  within  the  torque  set  by  the  torque 
limiter. 

When  the  push-button  switch  PB-D  for  the 
winding-off  operation  in  the  operating  circuit  is 

30  pushed  to  a  first  or  second  step  position,  the  DC 
motor  65  is  energized  in  the  reverse  direction  to 
cause  the  driving  shaft  21  to  rotate  in  the  winding- 
off  direction,  so  that  the  cam  support  24  is  rotated 
in  a  reverse  direction  by  the  driving  gear  22 

35  through  the  intermediate  driven  gear  23.  Accord- 
ingly  the  brake  releasing  cam  members  25  are 
moved  into  shallower  positions  in  the  cam  grooves 
26  so  as  to  extend  higher  from  the  side  surface  of 
the  cam  support  24,  so  that  the  cam  support  24 

40  and  the  brake  receiving  disc  29  move  away  from 
each  other  by  the  extending  action  of  the  brake 
releasing  cam  members  25.  As  a  result,  the  me- 
chanical  brake  assembly  is  released  so  that  the 
load  sheave  35  is  rotated  by  a  weight  of  the  load 

45  faster  than  the  rotating  speed  driven  by  the  DC 
motor  65.  However,  such  a  rotation  of  the  load 
sheave  35  results  in  clamping  of  the  mechanical 
brake  assembly,  so  that  the  winding-off  operation  is 
performed  at  a  speed  substantially  equal  or  near  to 

50  the  speed  driven  by  the  DC  motor  65  by  the 
repetition  of  the  releasing  and  clamping  of  the 
brake  assembly. 

When  the  DC  motor  65  is  deenergized  after  the 
load  is  raised  or  lowered  to  a  desired  height,  the 

55  transmission  mechanism  of  the  block  tends  to 
rotate  in  a  reverse  direction  by  the  weight  of  the 
load.  However,  such  a  rotation  will  clamp  the  me- 
chanical  brake  assembly  into  a  unitary  body,  and 
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after  the  brake  assembly  has  been  clamped,  the 
further  rotation  will  be  prevented  by  the  pawl  28 
and  the  ratchet  wheel  51  . 

Although  the  chain  block  has  been  shown,  this 
is  only  by  way  of  example,  and  the  hoist  according 
to  the  invention  is  not  limited  to  this  example.  In 
short,  the  invention  is  applicable  to  a  hoist  inclusive 
a  chain  block  having  a  DC  motor  for  driving  a  shaft 
for  lifting  a  load. 

Moreover,  the  variable  resistors  VRH  and  VRL 
for  controlling  speeds  within  high  and  low  speed 
ranges  may  be  rotary  switch  type  variable  resistors 
as  shown  in  Fig.  14.  The  speeds  are  stepwise 
controlled  by  the  use  of  taps  Ri  -Rg  . 

Furthermore,  instead  of  the  variable  resistor 
VRH  and  VRL,  a  plurality  of  fixed  resistors  R1-R3 
are  connected  in  parallel,  and  speed  control  within 
the  high  and  low  speed  ranges  is  effected  in  plural 
steps  with  the  aid  of  rotary  switches  LS1  and  LS2  . 

According  to  the  invention,  the  low  and  high 
speed  adjusting  setting  units  VR1  and  VR2  adapt- 
ed  to  be  connected  to  the  speed-change  control 
circuit  4  are  provided  in  the  control  box  3  con- 
nected  to  the  cable  2  depending  from  the  main 
body  1  of  the  electric  hoist.  In  the  control  box  3, 
moreover,  there  are  provided  the  two-step  push- 
button  switches  PBU  and  PBD  for  winding-up  and 
-off  operations  so  that  the  units  VR1  and  VR2  are 
switched  to  be  connected  to  the  speed-change 
control  circuit  4  by  pushing  the  push-button  switch- 
es  PBU  and  PBD  to  the  first  and  second  step 
positions.  Therefore,  the  electric  hoist  can  be  op- 
erated  for  winding-up  or  -off  operation  at  predeter- 
mined  low  speeds  only  by  pushing  the  two-step 
push-button  switch  PB-U  or  PB-D  to  the  first  step 
position  for  winding-up  or  -off  operation.  Moreover, 
the  electric  hoist  can  be  operated  for  winding-up  or 
-off  operation  at  a  predetermined  high  speed  only 
by  pushing  the  two-step  push-button  switch  PB-U 
or  PB-D  to  the  second  step  position  for  winding-up 
or  -off  operation.  Therefore,  winding-up  or  -off  op- 
eration  of  the  electric  hoist  can  be  easily  effected 
at  a  low  or  high  speed  most  suitable  for  the  loca- 
tion  where  the  electric  hoist  is  used,  only  by  opera- 
tion  by  a  single  hand  of  an  operator.  Moreover,  as 
the  low  and  high  speed  adjusting  and  setting  units 
VR1  and  VR2  are  arranged  in  the  control  box  3  at  a 
low  level  within  operator's  reach,  the  electric  hoist 
can  be  easily  adjusted  to  be  set  at  low  and  high 
speeds  optimum  for  a  nature  and  a  configuration  of 
an  object  to  be  lifted  after  the  electric  hoist  is  once 
settled. 

Furthermore,  according  to  the  invention,  the 
switching  over  from  the  high  speed  operation  to  the 
low  speed  operation  and  vice  versa  is  effected 
and  the  speed  control  within  high  and  low  speed 
ranges  is  effected  in  a  stepless  manner  with  the  aid 
of  the  control  circuit.  Therefore,  the  hoist  according 

to  the  invention  is  high  in  responsibility  to  switching 
over  the  operating  speeds  and  has  a  superior  per- 
formance  in  stepless  speed  control  has  various 
advantages  as  above  described. 

5  It  is  further  understood  by  those  skilled  in  the 
art  that  the  foregoing  description  is  that  of  pre- 
ferred  embodiments  of  the  disclosed  devices  and 
that  various  changes  and  modifications  may  be 
made  in  the  invention  without  departing  from  the 

10  scope  of  the  claims. 

Claims 

1.  An  operating  device  for  an  electric  hoist  having 
15  a  DC  motor  for  winding-up  and  -off  an  object, 

said  device  comprising  a  low  speed  adjusting 
setting  unit  (VR  1)  and  a  high  speed  adjusting 
setting  unit  (VR  2)  provided  in  a  control  box  (3) 
of  the  hoist,  and  further  comprising  in  the 

20  control  box  a  first  two-step  push-button  switch 
(PB-U)  for  winding-up  operation  for  switching 
over  said  low  speed  adjusting  setting  unit  and 
said  high  speed  adjusting  setting  unit  to  con- 
nect  either  of  said  units  (VR  1  and  VR  2)  to  a 

25  speed-change  control  circuit  (4)  by  pushing 
said  first  two-step  push-button  switch  to  either 
of  first  and  second  step  positions,  and  a  sec- 
ond  two-step  push-button  switch  (PB-D)  for 
winding-off  operation  for  switching  over  said 

30  low  speed  adjusting  setting  unit  and  said  high 
speed  adjusting  setting  unit  to  connect  either 
of  said  speed  adjusting  setting  units  to  said 
speed-change  control  circuit  by  pushing  said 
second  two-step  push-button  switch  for 

35  winding-off  operation  to  either  of  first  and  sec- 
ond  step  positions. 

2.  An  operating  device  as  set  forth  in  claim  1, 
wherein  said  low  speed  adjusting  setting  unit 

40  (VR-1)  is  connected  to  said  speed  change  con- 
trol  circuit  (4)  when  the  DC  motor  deenergized, 
and  said  high  speed  adjusting  setting  unit  (VR- 
2)  is  connected  to  said  speed  change  control 
circuit  (4)  when  either  of  said  two-step  push- 

45  button  switches  (PB-U;  PB-D)  for  winding-up 
and  -off  operations  is  pushed  to  the  second 
step  position,  and  wherein  said  first  two-step 
push-button  switch  (PB-U)  for  winding-up  op- 
eration  is  so  constructed  that  when  it  is  pushed 

50  to  the  first  step  position,  the  DC  motor  is 
energized  in  a  winding-up  direction  and  when 
it  is  pushed  to  the  second  step  position,  the 
DC  motor  is  kept  energized  in  the  winding-up 
direction,  and  said  second  two-step  push-but- 

55  ton  switch  (PB-D)  for  winding-off  operation  is 
so  constructed  that  when  it  is  pushed  to  the 
first  step  position,  the  DC  motor  is  energized  in 
a  winding-off  direction  and  when  it  is  pushed 
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to  the  second  step  position,  the  DC  motor  is 
kept  energized  in  the  winding-off  direction. 

3.  An  operating  device  as  set  forth  in  claim  2, 
wherein  each  of  said  two-step  push-button 
switches  is  provided  with  an  interlocking  con- 
tact  pair  (E)  so  that  when  either  of  said  switch- 
es  is  pushed  to  either  of  the  first  and  second 
step  positions,  said  interlocking  contact  pair  (E) 
is  opened  to  make  inoperative  a  circuit  asso- 
ciated  with  the  other  switch. 

Patentanspruche 

1.  Eine  Bedienungsvorrichtung  fur  eine  elektri- 
sche  Hubeinrichtung  mit  einem  Gleichstrom- 
motor  zum  Heben  und  Absenken  eines  Gegen- 
stands,  wobei  die  Vorrichtung  eine  Einstellein- 
heit  (VR1)  zur  Regulierung  einer  niedrigen  Ge- 
schwindigkeit  und  eine  Einstelleinheit  (VR2) 
zur  Regulierung  einer  hohen  Geschwindigkeit 
umfaBt,  die  in  einem  Steuerkasten  (3)  der  Hu- 
beinrichtung  vorgesehen  sind,  und  ferner  im 
Steuerkasten  einen  ersten  Zwei-Schritt- 
Druckknopf-Schalter  (PB-U)  fur  Hebevorgange 
zum  Umschalten  der  Einstelleinheit  zur  Regu- 
lierung  einer  niedrigen  Geschwindigkeit  und 
der  Einstelleinheit  zur  Regulierung  einer  hohen 
Geschwindigkeit  umfaBt,  urn  eine  der  Einheiten 
(VR1  und  VR2)  mit  einer 
Geschwindigkeitanderungs-Steuerschaltung  (4) 
durch  Drucken  des  ersten  Zwei-Schritt- 
Druckknopf-Schalters  in  eine  der  ersten  und 
zweiten  Schrittstellungen  zu  verbinden,  und  ei- 
nen  zweiten  Zwei-Schritt-Druckknopf-Schalter 
(PB-D)  fur  Absenkvorgange  zum  Umschalten 
der  Einstelleinheit  zur  Regulierung  einer  niedri- 
gen  Geschwindigkeit  und  der  Einstelleinheit 
zur  Regulierung  einer  hohen  Geschwindigkeit 
umfaBt,  urn  eine  der  Einstelleinheiten  zur  Ge- 
schwindigkeitsregulierung  mit  der 
Geschwindigkeitanderungs-Steuerschaltung 
durch  Drucken  des  zweiten  Zwei-Schritt- 
Druckknopf-Schalters  fur  Absenkvorgange  in 
eine  der  ersten  und  zweiten  Schrittpositionen 
zu  verbinden. 

2.  Eine  Bedienungsvorrichtung  gemaB  Anspruch 
1,  wobei  die  Einstelleinheit  (VR-1)  zur  Regulie- 
rung  einer  niedrigen  Geschwindigkeit  mit  der 
Geschwindigkeitanderungs-Steuerschaltung  (4) 
verbunden  ist,  wenn  der  Gleichstrommotor  ab- 
geschaltet  ist,  und  die  Einstelleinheit  (VR-2) 
zur  Regulierung  einer  hohen  Geschwindigkeit 
mit  der  Geschwindigkeitanderungs-Steuer- 
schaltung  (4)  verbunden  ist,  wenn  einer  der 
Zwei-Schritt-Druckknopf-Schalter  (PB-U;  PB-D) 
fur  Hebe-  und  Absenkvorgange  in  die  zweite 

Schrittposition  gedruckt  ist,  und  wobei  der  er- 
ste  Zwei-Schritt-Druckknopf-Schalter  (PB-U)  fur 
Hebevorgange  so  konstruiert  ist,  dal3,  wenn  er 
in  die  erste  Schrittposition  gedruckt  ist,  der 

5  Gleichstrommotor  in  einer  Heberichtung  erregt 
ist  und,  wenn  er  in  die  zweite  Schrittposition 
gedruckt  ist,  der  Gleichstrommotor  in  der  He- 
berichtung  erregt  bleibt,  und  wobei  der  zweite 
Zwei-Schritt-Druckknopf-Schalter  (PB-D)  fur 

io  Absenkvorgange  so  konstruiert  ist,  dal3,  wenn 
er  in  die  erste  Schrittposition  gedruckt  ist,  der 
Gleichstrommotor  in  einer  Absenkrichtung  er- 
regt  ist,  und,  wenn  er  in  die  zweite  Schrittposi- 
tion  gedruckt  ist,  der  Gleichstrommotor  in  der 

is  Absenkrichtung  erregt  bleibt. 

3.  Eine  Bedienungsvorrichtung  gemaB  Anspruch 
2,  wobei  jeder  der  Zwei-Schritt-Druckknopf- 
Schalter  mit  einem  gekoppelten  Kontaktpaar 

20  (E)  versehen  ist,  so  dal3,  wenn  einer  der  Schal- 
ter  in  eine  der  ersten  und  zweiten  Schrittposi- 
tionen  gedruckt  ist,  das  gekoppelte  Kontakt- 
paar  (E)  geoffnet  wird,  urn  eine  zum  anderen 
Schalter  gehorige  Schaltung  auBer  Betrieb  zu 

25  setzen. 

Revendicatlons 

1.  Dispositif  de  commande  pour  un  palan  electri- 
30  que  comportant  un  moteur  a  courant  continu 

destine  a  soulever  et  a  abaisser  un  objet,  le 
dispositif  susvise  comprenant  un  ensemble 
(VR1)  de  reglage  de  vitesse  faible  et  un  en- 
semble  (VR2)  de  reglage  de  vitesse  elevee 

35  disposes  dans  une  bolte  de  commande  (3)  du 
palan  et  comprenant,  en  outre,  dans  la  bolte 
de  commande  un  premier  commutateur  (PR-U) 
a  bouton-poussoir  a  deux  positions  destine  a 
une  operation  de  levage  pour  commuter 

40  I'enemble  de  reglage  de  vitesse  faible  et  I'en- 
semble  de  reglage  de  vitesse  elevee  de  ma- 
niere  a  connecter  I'un  ou  I'autre  des  ensem- 
bles  (VR1  et  VR2)  a  un  circuit  (4)  de  comman- 
de  de  changement  de  vitesse  par  enfoncement 

45  du  bouton-poussoir  dudit  premier  commutateur 
a  bouton-poussoir  a  deux  positions  jusqu'a 
I'une  ou  I'autre  des  premiere  et  seconde  posi- 
tions,  et  un  second  commutateur  (PB-D)  a 
bouton-poussoir  a  deux  positions  destine  a 

50  une  operation  d'abaissment  pour  connuter  ledit 
ensemble  de  reglage  de  vitesse  faible  et  ledit 
ensemble  de  reglage  de  vitesse  elevee  de 
maniere  a  connecter  I'un  ou  I'autre  desdits 
ensembles  de  reglage  de  vitesse  au  circuit  de 

55  commande  de  changement  de  vitesse  par  en- 
foncement  du  bouton-poussoir  dudit  second 
commutateur  a  bouton-poussoir  a  deux  posi- 
tions  destine  a  une  operation  d'abaissement 

8 
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jusqu'a  I'une  ou  I'autre  des  premiere  et  secon- 
de  positions. 

2.  Dispositif  de  commande  selon  la  revendication 
1,  dans  lequel  I'ensemble  (VR-1)  de  reglage  5 
de  vitesse  faible  est  connecte  au  circuit  (4)  de 
commande  de  changement  de  vitesse  lorsque 
le  moteur  a  courant  continu  cesse  d'etre  exci- 
te,  et  I'ensemble  (VR-2)  de  reglage  de  vitesse 
elevee  est  connecte  au  circuit  (4)  de  comman-  10 
de  de  changement  de  vitesse  lorsque  le 
bouton-poussoir  de  I'un  ou  I'autre  des  commu- 
tacommutateurs  (PB-U;PB-D)  a  bouton-pous- 
soir  a  deux  positions  destines  aux  operations 
de  levage  et  d'abaissement  est  enfonce  jus-  is 
qu'a  la  seconde  position,  et  dans  lequel  le 
premier  commutateur  (PB-U)  a  bouton-pous- 
soir  a  deux  positions  destine  a  une  operation 
de  levage  est  realise  de  maniere  telle  que 
lorsque  son  bouton-poussoir  est  enfonce  jus-  20 
qu'a  la  premiere  position,  le  moteur  a  courant 
continu  est  excite  dans  le  sens  d'un  levage  et 
lorsque  ce  bouton-poussoir  est  enfonce  jus- 
qu'a  la  seconde  position,  le  moteur  a  courant 
continu  est  maintenu  excite  dans  le  sens  d'un  25 
levage,  et  le  second  commutateur  (PB-D)  a 
bouton-poussoir  a  deux  positions  destine  a 
une  operation  d'abaissement  est  realise  de 
maniere  telle  que  lorsque  son  bouton-poussoie 
est  enfonce  jusqu'a  la  premiere  position,  le  30 
moteur  a  courant  continu  est  excite  dans  le 
sens  d'un  abaissement  et  lorsque  ce  bouton- 
poussoir  est  enfonce  jusqu'a  la  seconde  posi- 
tion,  le  moteur  a  courant  continu  est  maintenu 
excite  dans  le  sens  d'un  abaissement.  35 

3.  Dispositif  de  commande  selon  la  revendication 
2,  dans  lequel  chacun  des  commutateurs  a 
bouton-poussoir  a  deux  positions  est  pourvu 
d'une  paire  (E)  de  contacts  d'interconnexion  40 
de  telle  sorte  que  lorsque  le  bouton-poussoir 
de  I'un  ou  I'autre  desdits  interrupteurs  est  en- 
fonce  dans  I'une  ou  I'autre  des  premiere  et 
seconde  positions,  la  paire  (E)  de  contacts 
d'interconnexion  est  ouverte  pour  rendre  inactif  45 
un  circuit  associe  a  I'autre  commutateur. 
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