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©  Device  for  the  discharge  of  material,  in  particular 
cohesive  material,  from  a  stock  container  (1).  The 
device  comprises  a  wall  (2)  defining  a  space  in 
communication  with  or  forming  the  stock  container, 
at  least  the  bottom  part  of  the  wall  of  the  device 
being  formed  by  two  end  wall  parts  (5)  and  a  wall 
part  (3)  of  substantially  circular  cross  section  along 
the  length  thereof  extending  between  the  end  wall 
parts.  At  least  one  discharge  opening  (6)  is  provided 
in  the  bottom  part  of  the  wall  of  the  device.  The 
device  further  comprises  first  flow-promotion  means 
(8),  which  move  along  the  at  least  one  discharge 
opening  (6)  essentially  parallel  to  the  part  (5)  of  the 
wall  (2)  bounding  the  at  least  one  discharge  opening, 
and  second  flow-promotion  means  (9)  which  move 
along  virtually  the  entire  length  of  the  wall  part  (3)  of 
substantially  circular  cross-section  extending  be- 
tween  the  end  wall  parts.  Also  drive  means  (11)  are 
provided  for  moving  the  first  and  second  flow-pro- 
motion  means. 
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The  present  invention  relates  to  a  device  for 
the  discharge  of  material,  particularly  cohesive  ma- 
terial,  from  a  stock  container  according  to  the  pre- 
amble  of  claim  1  . 

Such  a  device  is  e.g.  known  from  US 
4,273,296.  The  known  device  is  in  particular  de- 
signed  for  blowing  insulation  materal  which  is  con- 
veyed  to  the  discharge  opening  of  the  device  by 
means  of  a  rotating  hopper  blade  assembly.  A  first 
pair  of  blades  of  the  blade  assembly  moves  along 
the  discharge  opening  essentially  parallel  to  the 
end  wall.  The  other  blade  pairs  of  the  blade  assem- 
bly  are  distributed  over  the  length  of  the  wall  part 
of  substantially  circular  cross-section.  The  blades 
have  a  blade  pitch  to  obtain  an  auger  action  to- 
wards  the  discharge  opening. 

The  abovementioned  known  device  is  hardly 
suitable  for  the  discharge  of  cohesive  material  as 
the  blades  exert  a  compacting  effect  on  the  ma- 
terial  to  be  discharged,  with  the  result  that  the  flow 
properties  thereof  are  adversely  affected.  Another 
disadvantage  of  the  known  device  is  that,  in  the 
case  of  various  materials,  in  particular  after  the 
material  has  been  standing  for  several  days  in  the 
stock  container,  there  is  a  risk  that  compacted 
material  which  rests  on  the  wall  part  of  substantially 
circular  cross-section  cannot  be  brought  into  mo- 
tion  by  the  blade  pairs  which  are  spaced  from  one 
another  and  discharge  of  this  material  does  not 
take  place. 

The  object  of  the  present  invention  is  to  elimi- 
nate  the  abovementioned  problems. 

This  object  is  achieved  by  a  device  of  the  type 
mentioned  in  the  preamble  of  claim  1,  which  is 
characterized  in  that  the  second  flow-promotion 
means  move  along  virtually  the  entire  length  of  the 
wall  part  of  substantially  circular  cross-section  ex- 
tending  between  the  end  wall  parts.  This  ensures 
that  there  are  no  "dead"  corners  present  in  the 
device  where  material  can  remain  behind  for  a 
fairly  long  time.  This  is  important  in  particular  in  the 
case  of  perishable  materials,  for  example  in  the 
food  industry.  The  movement  of  the  first  flow- 
promotion  means  over  the  discharge  opening(s) 
and  the  part  of  the  wall  lying  around  said  opening- 
(s)  ensures  that  the  material  is  kept  moving  there, 
so  that  it  can  flow  out  of  the  discharge  opening(s) 
without  problems.  During  the  movement  the  first 
flow-promotion  means  can  contact  the  wall  or  be 
situated  a  short  distance  from  it.  What  is  important 
is  that  the  first  flow-promotion  means  do  not  com- 
pact  (compress)  the  material,  which  would  adverse- 
ly  affect  the  flow  properties  of  the  material.  The 
second  flow-promotion  means  according  to  the  in- 
vention  are  placed  in  that  part  of  the  space  boun- 
ded  by  the  walls  of  the  device  and  the  stock 
container  where  said  space  is  bounded  vertically 
downwards  by  a  wall  part.  Since  the  outflow  of  the 

material  in  fact  occurs  under  the  influence  of  grav- 
ity,  causing  the  material  to  move  in  the  direction  of 
the  discharge  opening(s),  the  part  of  the  wall 
bounding  the  space  at  the  bottom  side  impedes 

5  the  outflow.  This  produces  a  great  risk  of  bridging 
in  the  material  precisely  in  the  abovementioned 
part  of  the  space,  near  the  discharge  opening(s). 
The  second  flow-promotion  means  ensure  that  the 
material  is  kept  moving  there,  and  consequently 

io  prevent  bridging. 
In  an  advantageous  embodiment  the  first  flow- 

promotion  means  comprise  a  rotating  drivable  shaft 
which  is  provided  with  one  or  more  first  flow- 
promotion  elements  situated  at  a  distance  from  the 

75  shaft,  which  shaft  is  directed  essentially  at  right 
angles  to  the  wall  part  bounding  the  at  least  one 
discharge  opening  and  lies  at  a  distance  from  the 
at  least  one  discharge  opening.  Due  to  the  fact  that 
the  first  flow-promotion  means  moving  along  the 

20  discharge  opening(s)  lie  at  a  distance  from  their 
axis  of  rotation,  they  ensure  that  the  material  is 
effectively  set  in  motion  near  the  discharge 
opening(s). 

In  another  embodiment  the  second  flow-promo- 
25  tion  means  comprise  a  rotating  drivable  shaft  which 

is  provided  with  second  flow-promotion  elements 
disposed  all  around  the  shaft.  The  first  flow-promo- 
tion  means  and  the  second  flow-promotion  means 
preferably  have  a  common  rotating  drivable  shaft  in 

30  this  case.  This  permits  a  constructionally  simple 
design  of  the  device. 

In  a  preferred  embodiment  the  wall  of  the  de- 
vice  bounds  at  least  a  part  of  a  cylinder  with  end 
faces,  the  second  flow-promotion  means  moving 

35  along  the  cylindrical  wall  part.  In  the  case  of  this 
embodiment  of  the  wall  the  at  least  one  discharge 
opening  is  preferably  disposed  in  an  end  face  of 
the  wall,  and  it  is  also  advantageous  for  the  cylin- 
drical  wall  part  to  be  placed  at  an  angle  to  the 

40  horizontal,  in  which  case  the  discharge  opening(s) 
are  then  situated  in  the  lowest  end  face.  This  is 
advantageous  for  the  functioning  of  the  device,  and 
results  in  problem-free  outflow  of  the  material. 

The  outflow  can  be  metered  through  the  device 
45  having  adjusting  means  for  adjusting  the  width  of 

passage  of  the  at  least  one  discharge  opening,  for 
example  an  adjustable  slide  valve.  The  device  pref- 
erably  has  a  weighing  device  placed  below  the  at 
least  one  discharge  opening,  for  determining  the 

50  discharge  rate  from  the  stock  container. 
In  an  advantageous  embodiment  the  drive 

means  can  be  regulated  depending  on  the  dis- 
charge  rate.  In  this  case  provision  can  also  be 
made  for  the  adjusting  means  for  the  width  of 

55  passage  also  to  be  regulable  depending  on  the 
discharge  rate. 

The  invention  will  now  be  explained  in  greater 
detail  with  reference  to  the  drawing,  in  which: 
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Fig.  1  is  a  diagrammatic  view,  partially  in  sec- 
tion,  of  an  exemplary  embodiment  of  the  device 
according  to  the  invention; 
Fig.  2  is  a  view  in  the  direction  of  arrow  II  in  Fig. 
1,  with  the  end  face  of  the  wall  being  omitted; 
Fig.  3  is  a  diagrammatic  side  view,  partially  in 
section,  of  a  second  exemplary  embodiment  of 
the  device  according  to  the  invention; 
Fig.  4  is  a  diagrammatic  rear  view  of  the  device 
in  Fig.  3;  and 
Fig.  5  is  a  diagrammatic  view  of  a  third  exem- 
plary  embodiment  according  to  the  invention. 
The  device  shown  in  Figs.  1  and  2  for  the 

discharge  of  a  material  from  a  stock  container  1  ,  in 
this  case  a  silo  with  a  rectangular  cross-section, 
comprises  a  wall  2.  The  wall  2  consists  of  a  semi- 
cylindrical  part  3  and  a  left  and  right  end  face  4,  5 
respectively.  The  end  face  5  is  provided  with  two 
adjacent  discharge  openings  6.  Discharge  means  7 
according  to  the  invention  are  provided  in  order  to 
achieve  an  outflow  of  the  material  from  the  stock 
container  1  .  Said  discharge  means  7  comprise,  on 
the  one  hand,  first  flow-promotion  means  8,  the 
object  of  which  is  to  keep  the  material  moving,  in 
particular  at  the  level  of  the  discharge  openings  6, 
but  also  along  the  part  of  the  wall  bounding  said 
discharge  openings  6.  On  the  other  hand,  the  dis- 
charge  means  7  comprise  second  flow-promotion 
means  9,  which  keep  the  material  moving  in  the 
part  of  the  space  formed  by  the  wall  2  and  the 
stock  container  and  bounded  vertically  downwards 
by  the  wall  2,  near  the  discharge  openings  6. 
Bridging  is  thereby  prevented  in  the  material. 

The  first  flow-promotion  means  8  and  the  sec- 
ond  flow-promotion  means  9  are  disposed  on  a 
common  shaft  10.  The  shaft  10  can  be  rotatably 
driven  by  an  electric  motor  11  with  a  regulable 
speed  of  rotation.  At  the  side  of  the  end  face  5,  the 
shaft  10  rests  in  a  bearing  construction  12  which  is 
suitable  for  such  applications. 

In  the  example  shown  the  first  flow-promotion 
means  8  and  the  second  flow-promotion  means  9 
are  designed  in  such  a  way  that  they  are  integral. 
The  shaft  10  is  provided  at  two  places  with  four 
radial,  flat  spokes  13.  Fixed  at  the  ends  of  these 
spokes  13  are  four  axially  directed  strips  14  whose 
length  virtually  corresponds  to  the  cylindrical  part  3 
of  the  wall  of  the  device.  The  two  rings  15,  16  are 
provided  for  reinforcement.  In  this  case  the  ring  16 
is  provided  with  eight  short  axial  strips  17.  In  this 
example  the  in  total  12  strips  14,  17  facing  the  end 
face  5  form  the  first  flow-promotion  elements.  It 
can  be  seen  clearly  from  Fig.  2  that  they  describe 
a  path  in  which  they  brush  over  the  discharge 
openings  6,  indicated  by  dashed  lines.  The  four 
strips  14,  which  extend  virtually  over  the  full  length 
of  the  device,  form  the  second  flow-promotion  ele- 
ments,  which  ensure  that  bridging  does  not  occur 

at  a  greater  distance  from  the  discharge  openings 
6.  This  cage-shaped  design  of  the  second  flow- 
promotion  elements  is  advantageous  through  the 
fact  that  the  material  is  not  compacted  by  the 

5  second  flow-promotion  elements. 
In  order  to  permit  a  metered  removal  of  the 

material,  each  discharge  opening  6  is  provided  with 
a  corresponding  slide  valve  18  which  can  be  op- 
erated  by  a  cylinder  19.  The  discharge  rate  can 

io  also  be  fixed  by  means  of  a  diagrammatically 
shown  weighing  device  20.  A  regulator  21  then 
regulates  the  speed  of  rotation  of  the  motor  1  1  and 
the  position  of  the  slide  valves  18,  so  that  the 
desired  value  of  the  discharge  rate  is  obtained. 

is  In  the  case  of  material  which  has  very  poor 
flow  properties  the  wall  of  the  stock  container  1  is 
preferably  formed  in  such  a  way  that  the  flow 
surface  for  the  material  determined  at  right  angles 
to  the  vertical  increases  downwards,  and  the  wall 

20  parts  run,  for  example,  outwards  in  the  downward 
direction. 

Figs.  3  and  4  show  a  second  exemplary  em- 
bodiment  of  the  device  according  to  the  invention 
which  corresponds  in  many  respects  to  the  first 

25  exemplary  embodiment  of  the  device  described 
with  reference  to  Figs.  1  and  2.  Corresponding 
parts  are  therefore  indicated  by  the  same  reference 
numbers.  One  difference  between  the  two  exem- 
plary  embodiments  lies  in  the  fact  that  the  wall  of 

30  the  device  30  in  this  case  is  a  cylindrical  drum  31 
with  a  right  end  face  32  and  a  left  end  face  33.  The 
left  end  face  33  corresponds  to  the  end  face  5  in 
Fig.  1.  The  right  end  face  32  is  provided  at  the  top 
with  a  filling  opening  34.  The  device  30  thus  itself 

35  serves  as  a  stock  container  for  the  material  to  be 
metered.  The  device  30  is  disposed  in  such  a  way 
that  it  can  swivel  about  a  swivel  pin  35  of  a 
supporting  frame  36.  Optimum  adaptation  to  the 
material  to  be  metered  can  be  obtained  by  adjust- 

40  ing  the  position  of  the  device  through  rotation  about 
the  swivel  pin  35.  Below  the  discharge  opening  is  a 
weighing  device  which  is  coupled  to  a  regulator  for 
controlling  the  drive  motor  and  the  discharge  rate. 
The  embodiment  shown  in  Figs.  3  and  4  is  suitable 

45  in  particular  for  metering  material  which  is  stored 
and  processed  in  small  quantities,  for  example  in 
the  cosmetics  industry. 

Fig.  5  shows  a  device  40  which  is  to  be  dis- 
posed  at  the  bottom  of  a  stock  container  (not 

50  shown)  and  has  a  cylindrical  wall  41  which  is 
placed  at  an  angle  to  the  horizontal.  At  the  top  side 
the  cylindrical  wall  41  is  provided  with  a  connecting 
piece  42  for  the  stock  container.  The  metered 
discharge  of  material  from  the  stock  container  is 

55  achieved  by  flow-promotion  elements  44  disposed 
on  a  rotating  drivable  shaft  43.  The  flow-promotion 
elements  44  consist  of  bar-shaped  elements  46 
placed  on  spokes  45  and  extending  virtually  over 

3 
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the  full  length  of  the  device  along  the  cylindrical 
wall  41.  In  this  case  they  brush  over  a  discharge 
opening  47  disposed  near  the  lowest  point  of  the 
cylindrical  wall  41  and  also  keep  the  material  in  the 
device  moving,  in  order  to  prevent  bridging.  The 
parts  of  the  elements  46  brushing  over  the  dis- 
charge  opening  47  in  this  case  form  the  first  flow- 
promotion  elements,  and  the  remaining  parts  form 
the  second  flow-promotion  elements  according  to 
the  invention.  The  outflow  rate  of  the  devices  can 
be  adjusted  by  regulating  the  speed  of  rotation  of 
the  flow-promotion  elements  44  and  by  regulating 
the  width  of  passage  of  the  discharge  opening  47 
by  means  of  a  regulable  slide  valve  48. 

Claims 

1.  Device  for  the  discharge  of  material,  in  particu- 
lar  cohesive  material,  from  a  stock  container 
(1),  comprising  a  wall  defining  a  space  in  com- 
munication  with  or  forming  the  stock  container, 
at  least  the  bottom  part  of  the  wall  of  the 
device  being  formed  by  two  end  wall  parts  (5) 
and  a  wall  part  (3)  of  substantially  circular 
cross  section  along  the  length  thereof  extend- 
ing  between  the  end  wall  parts,  at  least  one 
discharge  opening  (6)  being  provided  in  the 
bottom  part  of  the  wall  of  the  device,  the 
device  further  comprising  first  flow-promotion 
means  (8),  which  move  along  the  at  least  one 
discharge  opening  (6)  essentially  parallel  to  the 
part  (5)  of  the  wall  (2)  bounding  the  at  least 
one  discharge  opening,  second  flow-promotion 
means  (9),  and  drive  means  for  moving  the 
first  (8)  and  second  (9)  flow-promotion  means, 
characterized  in  that,  the  second  flow-pro- 
motion  means  (9)  move  along  virtually  the  en- 
tire  length  of  the  wall  part  of  substantially  cir- 
cular  cross-section  extending  between  the  end 
wall  parts. 

4.  Device  according  to  Claim  2  or  3,  character- 
ized  in  that  the  first  flow-promotion  means  (8) 
and  the  second  flow-promotion  means  (9)  have 
a  common  rotating  drivable  shaft  (10). 

5 
5.  Device  according  to  one  or  more  of  the  pre- 

ceding  claims,  characterized  in  that  the  at 
least  one  discharge  opening  (6)  is  disposed  in 
an  end  wall  part  (5). 

10 
6.  Device  according  to  one  or  more  of  the  pre- 

ceding  claims,  characterized  in  that  the  wall 
part  (3)  of  substantially  circular  cross-section  is 
placed  at  an  angle  with  the  horizontal. 

15 
7.  Device  according  to  one  or  more  of  the  pre- 

ceding  claims,  characterized  in  that  the  de- 
vice  comprises  adjusting  means  (19)  for  ad- 
justing  the  width  of  passage  of  the  at  least  one 

20  discharge  opening  (6). 

8.  Device  according  to  one  or  more  of  the  pre- 
ceding  claims,  characterized  in  that  the  de- 
vice  comprises  a  weighing  device  (20)  placed 

25  below  the  at  least  one  discharge  opening  (6), 
for  determining  the  discharge  rate  from  the 
stock  container  (1). 

9.  Device  according  to  Claim  8,  characterized  in 
30  that  the  drive  means  (11)  can  be  regulated 

depending  on  the  discharge  flow. 

10.  Device  according  to  Claims  7  and  9,  char- 
acterized  in  that  the  adjusting  means  (19)  for 

35  the  width  of  passage  can  be  regulated  depend- 
ing  on  the  discharge  rate. 

40 

2.  Device  according  to  Claim  1  ,  characterized  in 
that  the  first  flow-promotion  means  (8)  com- 
prise  a  rotating  drivable  shaft  (10)  which  is 
provided  with  one  or  more  first  flow-promotion  45 
means  (14,  17)  situated  at  a  distance  from  the 
shaft,  which  shaft  is  directed  essentially  at 
right  angles  to  the  wall  part  (5)  bounding  the  at 
least  one  discharge  opening  and  lies  at  a  dis- 
tance  from  the  at  least  one  discharge  opening.  50 

3.  Device  according  to  Claim  1  or  2,  character- 
ized  in  that  the  second  flow-promotion  means 
(9)  comprise  a  rotating  drivable  shaft  (10) 
which  is  provided  with  second  flow-promotion  55 
elements  (14)  disposed  all  around  the  shaft. 

4 
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