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Description

TECHNICAL FIELD

[0001] The present invention relates to an authentica-
tion system for a user terminal to receive a user authen-
tication from an authentication server and to request a
service offered by an application server on the basis of
the authentication received, and in particular, to an au-
thentication system in which upon a successful user au-
thentication, the authentication server allocates a source
address to the user terminal and the user requests a serv-
ice offered by the application server using the allocated
source address, and an apparatus and a program there-
for.

BACKGROUND ART

[0002] When a user desires to obtain a service from a
server through a network such as the internet, it is a gen-
eral practice that a session be established between the
terminal of the user (the user terminal) and the server
and that a service request is sent to the server through
the session. For the sake of charging for the service of-
fered by the server, the latter requires a user authentica-
tion before the service is offered, and upon successful
authentication, it offers the service through the estab-
lished session. Thus, the user authentication takes place
each time a service request to the server is made, and
the service is offered through the established session. If
the service offered covers a plurality of packets, the serv-
ice is offered through the same session.
[0003] In view of an increased throughput experienced
by each application server if a user authentication is per-
formed in response to each service request, there is pro-
posed a method in which a user authentication is per-
formed by an authentication server, which upon success-
ful authentication, allocates an IP address to the user,
who then requests the server for a service to be offered
using the IP address as a source address.
In the prior art network authentication system, such an
address based authentication method as indicated below
is disclosed in patent literature 1, for example. Specifi-
cally, when a user utilizes a connection service, a network
access authentication server refers to a personal infor-
mation database in which a correspondence between a
customer information and a user ID (information which
uniquely identifies a user) is pre-stored in order to au-
thenticate the user, and upon successful authentication,
allocates an IP (Internet Protocol) address to the user’s
terminal together with a connection grant, transmits the
allocated IP address to the user terminal while concur-
rently storing the relationship between the IP address
and the user ID in a storage, and when utilizing a com-
mercial transaction service, the user terminal proposes
a purchase of goods to a sales service provider apparatus
on the internet using the IP address transmitted from the
network access authentication server, the sales service

provider address obtains the source IP address of a
goods purchase proposal packet and sends this IP to the
network access authentication server for inquiry and ac-
quires the user ID on the basis of the IP address and
then acquires the customer information which corre-
sponds to the acquired user ID for purpose of authenti-
cating the customer.
Patent literature 1: JP Application Kokai Publication No.
2002-207929 A method according to the pre-character-
izing portion of claim 1 is known from WO 03/055170 A1.
This document relates to a computer related transaction
through the internet, wherein after authenticating the us-
er, a computer server allocates to a user an IP address
and establishes a session with the user. The sever al-
ways monitors the user’s access to the network through
the session so that authentication can be achieved be-
tween the user and a service provider through the same
session. Hence, the validity of the address is secured by
monitoring and maintaining the continuing session be-
tween the user and the server.
The document JP 2003-108517 A relates to a service
provider, wherein a user information possessing provider
allocates to a user an IP address, updates the allocated
address-user information in an IP address-user informa-
tion database and also updates allocated address-pro-
vider information registered in an IP address-provider in-
formation database in an IP address-provider information
site system provided on the internet. When the user ac-
cesses a contents provider using the allocated IP ad-
dress, the contents provider accesses the IP address-
provider information site system to obtain the address of
a user information possessing provider to request for us-
er information (user attributes). The user information pos-
sessing provider is equipped with means for authenticat-
ing information requesting provider based on a list of con-
tents providers and kinds of information to be passed.
The document WO 01/67708 A relates to authenticated
dynamic-address assignment, wherein an uninitialized
client to that has not been assigned an address obtains
from an authentication server a ticket containing client’s
ID, a session key, time-stamp, etc., which are all sealed
using the server’s secret key, and the client uses the
ticket for authentication of itself to a server. This prior art
is supposed to use DHCP as a protocol for address al-
location which is originally directed to a protocol for
achieving automatic setting in client side without calling
for presetting by client. A key distribution center (KDC)
issues to clients tickets and temporary session keys to
be used for authenticating communication between the
client and the DHCP server, and the DHCP server allo-
cates IP addresses to clients based on the DHCP proto-
col. However, in order for a client to obtain an IP address
through authenticated communication (based on the Ker-
beros protocol) with the DHCP server, the client is re-
quired to have a ticket, while in order to obtain a ticket
from KDC, the client is required to have an IP address,
thus falling into the chicken-egg problem.
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DISCLOSURE OF THE INVENTION

ISSUES TO BE SOLVED BY THE INVENTION

[0004] The prior art authentication system mentioned
above presents a problem that during the network access
authentication of the user or while the service is being
provided, a third party may eavesdrop the IP address
used by the user from the packet which is transmitted or
received on the network to enable impersonation by ac-
cessing the server which provides the commercial trans-
action service. In other words, the prior art address based
authentication system cannot guarantee the authenticity
of the address allocated to the user. It is to be noted that
an authentic address refers to an address which an or-
ganization such as ISP (internet service provider) allo-
cates to a user or user terminal according to a correct
procedure.
[0005] It is an object of the present invention to provide
an address based authentication system, an apparatus
and a program therefor which can guarantee the authen-
ticity of an address allocated to a user in order to over-
come such a problem of the prior art.

MEANS TO SOLVE ISSUES

[0006] This object is achieved by a method as claimed
in claim 1, an authentication server as claimed in calim
8, a user terminal as claimed in claim 14, an application
server as claimed in claim 17 and programs for imple-
menting these apparatusses by means of a computer as
claimed in claims 22 to 24. Preferred embodiments of
the invention are defined in the dependent claims.

EFFECTS OF THE INVENTION

[0007] With the described arrangement, the authenti-
cation of a user and the allocation of an address are per-
formed by the same authentication server and accord-
ingly, it is assured that an address be allocated only to a
valid user. Since the same authentication server per-
forms the allocation of an address and an issuing of a
ticket, the authenticity of the address can be guaranteed
by the ticket.
Since the address is issued on the basis of the user au-
thentication, the authenticity of the address can be guar-
anteed. In addition, the transmission of the ticket to the
application server takes place only once, and since the
address contained in this ticket is one which is given by
the authentication server to the user terminal for which
the valid user has just requested its authentication and
since the address in this ticket is treated as the source
address, it follows that if the source address of each serv-
ice request packet which is transmitted from the user
terminal through the session which is established for the
transmission of the ticket coincides with the address con-
tained in the stored ticket, that packet can be regarded
as the packet from the authenticated user. Thus, the

source address of the service request packet is associ-
ated with the authenticated user through the address
contained in the ticket which is sent only once during the
time the session is established. If a third party eavesdrops
the source address of the service request packet and
uses it to make a service request to the application server,
the address contained in the stored ticket cannot coincide
with the source address during that session, preventing
a service from being provided.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008]

Fig. 1 is a block diagram showing an exemplary sys-
tem arrangement of an authentication system ac-
cording to a first and a second mode for carrying out
the present invention;
Fig. 2 is a block diagram showing an exemplary func-
tional arrangement of an authentication server ac-
cording to the first mode for carrying out the present
invention;
Fig. 3 is a block diagram showing an exemplary func-
tional arrangement of a user terminal according to
the first mode for carrying out the present invention;
Fig. 4 is a block diagram showing an exemplary func-
tional arrangement of an application server accord-
ing to the first mode for carrying out the present in-
vention;
Fig. 5 is a view showing an example of construction
of a ticket used in the first mode for carrying out the
present invention;
Fig. 6 is a view showing an example of construction
of a packet including a ticket which is used in the first
mode for carrying out the present invention;
Fig. 7 is a sequence diagram showing an exemplary
processing procedure of the authentication system
according to the first mode for carrying out the
present invention;
Fig. 8 is a flow chart showing an exemplary flow of
processings by the authentication server according
to the first mode for carrying out the invention;
Fig. 9A is a flow chart showing an exemplary flow of
processings which occur during a user authentica-
tion at a user terminal according to the first mode for
carrying out the present invention;
Fig. 9B is a flow chart showing an exemplary flow of
processings which occur during a service request;
Fig. 10 is a flow chart showing an exemplary flow of
processings by the application server according to
the first mode for carrying out the present invention;
Figs. 11A and 11B illustrate examples of a different
functional arrangement of authentication information
generating means 151 shown in Fig. 2;
Fig. 11C illustrates an example of a different func-
tional arrangement of an authentication information
verifier 320a shown in Fig. 4;
Fig. 12 is a block diagram showing an exemplary
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functional arrangement of an authentication server
according to the second mode for carrying out the
present invention;
Fig. 13 is a block diagram showing an exemplary
functional arrangement of a user terminal according
to the second mode for carrying out the present in-
vention;
Fig. 14 is a block diagram showing an exemplary
functional arrangement of an application server ac-
cording to the second mode for carrying out the
present invention;
Fig. 15 is a view showing an example of construction
of a ticket which is used in the second mode for car-
rying out the present invention;
Fig. 16 is a view showing an example of construction
of a packet added with an authentication header
which is used in the second mode for carrying out
the present invention;
Fig. 17 is a sequence diagram showing an exemplary
processing procedure of the authentication system
according to the second mode for carrying out the
present invention;
Fig. 18 is a flow chart showing an exemplary flow of
processings by the authentication server according
to the second mode for carrying out the present in-
vention;
Fig. 19A is a flow chart showing an exemplary flow
of processings which occur in the user terminal dur-
ing the user authentication according to the second
mode for carrying out the present invention;
Fig. 19B is a flow chart showing an exemplary flow
of processings during a service request;
Fig. 20 is a flow chart showing a exemplary flow of
processings by the application server according to
the second mode for carrying out the present inven-
tion;
Fig. 21A is a sequence diagram showing an exem-
plary processing procedure in the authentication
system when another example of key information is
used;
Fig. 21B is a block diagram showing a specific ex-
ample of a challenge generator which is added to
the authentication server shown in Fig. 12.
Fig. 21C is a block diagram showing another specific
example of a key information generator shown in Fig.
13; and
Fig. 21D is a block diagram showing a specific ex-
ample of a modification within a ticket verifier means
620 shown in Fig. 14.

BEST MODES FOR CARRYING OUT THE INVENTION

[0009] Several modes for carrying out the present in-
vention will now be described in detail with reference to
the drawings. In the description to follow, corresponding
parts are designated by the same reference characters
while avoiding a duplicate description.

[First mode] system arrangement

[0010] Fig. 1 is a view of a system arrangement of an
address based authentication system according to the
first mode for carrying out the present invention. The ad-
dress based authentication system according to the
present invention comprises an authentication server
100 which authenticates a user, an access point 30 which
covers a plurality of user terminals 200 which transmit
user authentication information, and a plurality of appli-
cation servers 300 which transmit a packet which pro-
vides a service to the user to the user terminals 200, all
of which are connected together in a manner to permit a
communication therebetween through a network 10.
[0011] The authentication server 100 is connected with
a user database 20 which stores information relating to
users (user authentication data). A user is not limited to
a user which operates a user terminal 200, but may also
be a program itself which acts as an operator, for exam-
ple, which may appear as if a user is utilizing a user ter-
minal during the execution of a program in a computer.
The address based authentication system may be ar-
ranged such that the security of the network between the
user terminals 200 and the application servers 300 is
physically secured. In this instance, there is no need for
a processing which confirms whether or not a packet
transmitted from the user terminal 200 to the application
server 300 is forged.
[0012] The network 10 may comprise a wireless or
wired network, LAN (Local Area Network) or the internet.
The access point 30 may be provided for each given area.
The user terminal 200 may comprise a cell phone, hand
set, personal appliance or a personal computer which is
capable of a wireless communication. The application
server 300 may comprise a server which provides a con-
tents distribution service including a movie and sports
programs, an electronic commercial transaction service,
a communication service for electronic mail, IP telephone
and instant messaging, or information browser service
such as World Wide Web. In addition, the application
server 300 may also comprise a gateway server or a
firewall which provides an access to services on a sep-
arate network.
[0013] The user terminal 200 requests an authentica-
tion of a user by transmitting user authentication infor-
mation which is required to have the user authenticated
by the authentication server 100 through the access point
30.
In this mode of carrying out the invention, the user au-
thentication information includes at least one of a user
identifier and a password, information generated on the
basis of a key pair in order to authenticate a user, bio-
metrics of a user (for example, fingerprint, iris, vein pat-
tern, holograph, voice print, or the like), and other infor-
mation used in known various technologies of user au-
thentication. It will be noted that a key pair represents a
pair of an public key and a private key which are based
on the public key cryptography.
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[0014] The authentication server 100 authenticates a
user by referring to the user database 20 on the basis of
user authentication information which is transmitted from
the user terminal 200, and upon a successful authenti-
cation of the user, allocates a user identifier which cor-
responds to the user, and allocates an address which is
capable of uniquely identifying a user terminal which cor-
responds to the allocated user identifier, issues a ticket
including the allocated address and user identifier, and
transmits the issued ticket to the user terminal 200.
The user terminal 200 uses the address contained in the
ticket transmitted from the authentication server 100 as
a source address for a packet which is transmitted from
the user terminal 200, and initially transmits the ticket to
the application server 300; followed by transmitting a
packet which requests a service (hereafter referred to as
a service request packet).
[0015] The application server 300 stores the ticket
transmitted from the user terminal 200, determines
whether or not the address contained in the stored ticket
coincides with the source address of the service request
packet, and upon determining a coincidence of the ad-
dresses, transmits a packet which provides a service to
the user to the user terminal 200.

[First mode] authentication server

[0016] Fig. 2 is a block diagram of an authentication
server which is used in the first mode for carrying out the
invention. The authentication server 100 comprises a
communication interface 101 and control processing
means 102. The communication interface 101 may com-
prise a modem or LAN interface, for example, and any
means may be used to construct it provided it enables a
communication with a communication equipment con-
nected with the network 10.
[0017] The control processing means 102 comprises
a control unit 102a including a CPU (Central Processing
Unit) which executes a program, a memory which stores
the program and the like, user authentication information
reception means 110, authentication means 120, a user
identifier allocating means 130, an address allocating
means 140, a ticket issuing means 150 and a ticket trans-
mitting means 160. It should be understood that these
means need not be constructed as hardwares, but may
function by the execution of a program.
The authentication server 100 mentioned above is con-
nected to a user database 20 which stores information
relating to users, and the user database 20 has user ID
entry data in storage which includes authentication data
which is used when authenticating a user and a user ID’s
(such as a name or information which uniquely identifies
a user by itself).
[0018] The user authentication information reception
means 110 receives an authentication request inclusive
of user authentication information which is transmitted
form the user terminal 200 through the communication
interface 101.

The authentication means 120 performs an authentica-
tion of a user on the basis of user authentication infor-
mation of the authentication request which is received
by the user authentication information reception means
110. The authentication means 120 authenticates a user
by verifying a consistency between the user authentica-
tion information and the authentication data stored in the
user database 20.
Upon a successful authentication of a user, the user iden-
tifier allocating means 130 allocates a user identifier IDU
corresponding to that user in response to the authenti-
cation request. It is to be understood that a user identifier
is a unique identifier in the address based authentication
system. Alternatively, the user identifier IDU may be an
expandable one which fulfils the uniqueness globally
such as "A@B" where A represents a unique identifier
within the authentication server and B a global IP address
of the authentication server. Thus, the user identifier cor-
responds to a user uniquely in a set of assumed users.
However, a single user may correspond to a plurality of
user identifiers concurrently.
[0019] The user identifier allocating means 130 ac-
quires a user ID from user ID entry data which is stored
in the user database 20, for example, and allocates the
acquired user ID as a user identifier IDU in response to
the authentication request. Alternatively, the user identi-
fier allocating means 130 may generate a random
number in an encryption means 130a when it has ac-
quired a user ID, add the generated random number to
the acquired user ID, and a resulting (random number +
user ID) information may be further encrypted with an
identifier generating secret key of the authentication serv-
er 100 to be allocated as a user identifier IDU. When
arranged in this manner, only a person who knows the
identifier generating secret key, for example the authen-
tication server 100 is in a position to know the user ID on
the basis of the user identifier IDU, whereby the privacy
protection of the user can be realized even though the
user identifier IDU is contained in a ticket to be transmitted
to the application server. As a further alternative, the user
identifier allocating means 130 may allocate a user iden-
tifier IDU from the user authentication information or may
choose something from random numbers, characters, a
sequence number, which can be uniquely associated
with the user ID by the database.
[0020] An address allocating means 140 allocates an
address AU to a user terminal which corresponds to the
user identifier IDU which is allocated by the user identifier
allocating means 130. This address AU may be an IP
address and in addition may be a mail address, URI (Uni-
form Resource Identifier) used in SIP (Session Initiation
Protocol) or an addressee of IM (Instant Messaging).
If it can be assumed that during the address allocation
by the address allocating means 140, a correspondence
of a same address to a plurality of user identifiers simul-
taneously cannot occur, one address uniquely corre-
sponds to a user identifier and also uniquely corresponds
to a user.
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[0021] In order to allow a correspondence between the
user identifier IDU allocated to the authenticated user and
the allocated address AU to be readily recognizable, such
correspondence or a ticket itself which contains such cor-
respondence information is stored in an allocation mem-
ory 102b or in association with user information contained
in the user database 20. The user identifier IDU and the
address AU which are allocated to the same user may
be changed each time an authentication request is made.
For this reason, tickets for the same user are distin-
guished according to the date and the time when the
tickets have been issued. User identifiers IDU and ad-
dresses AU which fall into disuse are deleted at suitable
times. In this manner, an accommodation is made to an-
swer an inquiry from the application server 300 about the
user information or to charge for the service provided, on
the basis of the user identifier IDU.
[0022] Ticket issuing means 150 includes authentica-
tion information generating means 151 in this example,
temporarily generating a provisional ticket (IDU, AU) con-
taining the user identifier IDU allocated by the user iden-
tifier allocating means 130 and the address AU allocated
by the address allocating means 140, generating authen-
tication information IA on the basis of the provisional tick-
et by the authentication information generating means
151, and issuing a ticket CK1 containing the authentica-
tion information IA, the user identifier IDU and the address
AU.
As illustrated in Fig. 5, the ticket CK1 consists of the user
identifier, the address, authentication information and in
addition, a time stamp representing the date and time
when the ticket CK1 has been issued, information rep-
resenting an effective period of the ticket, and while not
shown in Fig. 5, information representing a communica-
tion band width allocated to the user terminal 200, and
information relating to the access point 30 which covers
the user terminal 200, for example, positional information
or the like. When the time stamp is contained, the ticket
issuing means 150 includes a clock section 150a, and a
time stamp delivered from the clock section 150a is uti-
lized. Information representing the effective period of the
ticket and the information representing the communica-
tion band width allocated to the user terminal 200 may
be previously determined by a contract between the user
who uses the user terminal 200 and application service
providers or a communication enterprise which operate
the access points 30, the authentication server 100 and
the application servers 300..
[0023] In addition, an authentication server identifica-
tion information (for example, address AA) which unique-
ly identifies the authentication server 100 may be con-
tained in the ticket CK1 as shown in Fig. 5, for example.
Alternatively, where the identifier A which is unique within
the authentication server 100 and the global IP address
of the authentication server 100 are combined into the
form "A@B" to be used as the user identifier IDU, as men-
tioned previously, this B may be used as the authentica-
tion server identification information, as indicated in Fig.

5.
The authentication information generating means 151 in-
puts a shared secret key KCAs which is shared before-
hand with the application server 300 and the provisional
ticket (IDU, AU), then calculates one-way hash function
with respect to the provisional ticket using the shared
secret key KCAS to generate a authenticator MAC (mes-
sage authentication code), which is delivered as authen-
tication information IA.
[0024] The ticket transmitting means 160 transmits the
ticket 51 issued by the ticket issuing means 150 to the
user terminal 200 through the communication interface
101.

[First mode] user terminal

[0025] Fig. 3 is a block diagram of a user terminal used
in the first mode for carrying out the present invention.
The user terminal 200 comprises a communication inter-
face 201 and control processing means 202. The com-
munication interface 201 comprises either a wired or
wireless LAN interface, a modem or a communication
instrument such as a cellphone(module) or the like, and
any interface may be used which is capable of a com-
munication with a communication equipment connected
with the network 10 through the access point 30.
[0026] The control processing means 202 comprises
a control unit 202a including a CPU which executes a
program, a memory which stores the program and the
like, an authentication request means 203 and a service
request means 230: The functions of these means may
be served by modules of the program or by the execution
of the program as in the authentication server 100. The
authentication request means 203 comprises user au-
thentication information generating means 210, user au-
thentication information transmitting means 220 and tick-
et reception means 231.
The user authentication information generating means
210 generates a user authentication information includ-
ing information which represents a user name and a
password. The user authentication information generat-
ing means 210 responds to an entry of a user name and
a password from an entry instrument 40 such as a key-
board, for example, by generating user authentication
information in accordance with the entered information.
Alternatively in place of the user name and the password,
at least one of the following information required by the
authentication server 100 in order to authenticate a user,
is used for the user authentication information, informa-
tion generated on the basis of the key pair for authenti-
cation the user, information which authenticates biomet-
rics of the user, etc., which are used in known methods
of the user authentication.
[0027] The user authentication information transmit-
ting means 220 transmits the user authentication infor-
mation which is generated by the user authentication in-
formation generating means 210 to the authentication
server 100 through the communication interface 201 for
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purpose of authentication request.
The ticket reception means 231 receives a packet includ-
ing the ticket (CK1) 51 transmitted from the authentica-
tion server 100 through the communication interface 201,
and the address AU contained in the received ticket 51
is set up and registered as a source address AS in the
communication interface 201, for example, in a register
201a by a source address set-up means 231a. Alterna-
tively, an address contained in the ticket 51 received by
a source address set-up means 230a of the service re-
quest means 230 may be set up and registered as a
source address As in the register 201a within the com-
munication interface 201.
[0028] The service request means 230 includes a ses-
sion establishing means 232, requesting a service to be
provided by the application server 300.
The session establishing means 232 establishes a ses-
sion between the application server 300 and the user
terminal 200 depending on the service utilized by the
user. For example, the session establishing means 232
establishes a session by transmitting the ticket (CK1) 51
received by the ticket reception means 231 to the appli-
cation server 300 through the communication interface
201 at some step during the processing operation to es-
tablish the session. A session establish request packet
52 consists of a header portion 52h including the source
address AS and a payload portion 52p including the ticket
51, as illustrated in Fig. 6, for example.
[0029] For example, the session establishing means
232 transmits the packet 52 to the application server 300
through the communication interface 201. The commu-
nication interface 201 sets up the address AS which is
registered by the source address set-up means 231a of
the ticket reception means 231 as a source address of
the packet 52 and transmits the packet 52. The service
request means 230 transmits packets representing a
service request (service request packets) to the applica-
tion server 300 during the established session using the
address registered in the communication interface 201
as the source address AS.

[First mode] application server

[0030] Fig. 4 is a block diagram of an application server
which is used in the first mode for carrying out the inven-
tion. An application server 300 comprises a communica-
tion interface 301 and a control processing means 302.
The communication interface 301 may comprise a mo-
dem or LAN interface, for example, and any interface
may be used provided it enables a communication with
a communication equipment connected to the network
10.
The control processing means 302 comprises a control
unit 302a including a CPU which processes a program,
a memory which stores the program and the like, a serv-
ice providing means 310, a session establishing means
311 and a ticket memory means 330. In the similar man-
ner as in the authentication server 100, these means may

be served by modules of the program.
[0031] The service providing means 310 includes an
address comparison means 312, and provides a service
which is requested by the user terminal 200.
The session establishing means 311 includes a ticket
verifying means 320, and establishes a session with the
user terminal 200. In the procedure to establish a session,
the session establishing means 311 receives a packet
52 including the ticket (CK1) 51 transmitted from the user
terminal 200.
The ticket verifying means 320 verifies whether or not
the ticket (CK1) 51 contained in the packet 52 is forged.
The ticket verifying means 320 verifies the authentication
information IA contained in the received ticket 51 in an
authentication information verifier 320a, for example.
Specifically, if authentication information IA is an authen-
ticator(MAC: message authentication code), it verifies
whether or not the ticket 51 has been forged in the au-
thenticator verifier 320a using a shared secret key KCAS
which is previously shared with the authentication server
100. In addition, the ticket verifying means 320 collates
the address AU contained in the ticket 51 against the
source address AS in the packet 52 in an address collator
320b, and if they do not coincide, the verification fails.
[0032] In addition, if the ticket (CK1) 51 contains the
effective period EPe, the ticket verifying means 320 may
verify whether or not the ticket 51 is within its effective
period in an effective period verifier 320f in accordance
with a time information from the clock section 320d. The
ticket verifying means 320 may perform a verification by
choosing shared secret keys which are individually pre-
pared for each period according to a value in the time
stamp Tms contained in the ticket (CK1) 51. When the
time stamp Tms is contained in the ticket (CK1) 51, the
ticket verifying means 320 may verify whether or not the
ticket 51 is effective according to a time information from
the clock section 320d and the date and the time the
ticket has been produced as represented by the time
stamp. Alternatively, the effective period verifier 320f may
verify whether or not a service requested by the user
based on the time stamp contained in the ticket 51 and
the information representing the effective period is within
the effective providing period of the service providing
means 310.
[0033] When a result of the collation of the address AU
contained in the ticket (CK1) 51 and the source address
As of the packet 52 performed by the ticket verifying
means 320 indicates a match and it is determined that
the ticket has been transmitted from a user terminal hav-
ing the authentic address, this ticket 51 is stored in the
ticket memory means 330. However, if any one of other
verifications and collations performed by the ticket veri-
fying means 320 is unsuccessful, the ticket 51 is prevent-
ed from being stored in the ticket memory means 330.
For example, outputs from the verifiers 320a, 320c, and
320f and the collator 320b are input to a memory com-
mand unit 320g, and if any one of the inputs indicates
unsuccessful, a command to store the ticket 51 is not
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generated.
[0034] The address comparison means 312 verifies
whether or not the source address As coincides with the
corresponding address AU which is contained in the ticket
51 by referring to the ticket memory means 330 in ac-
cordance with the source address As of the packet rep-
resenting the service request. When the address AU con-
tained in the ticket 51 coincides with the source address
As of the packet, the service providing means 310 trans-
mits to the user terminal 200 packets which are effective
to provide a service requested by the user terminal 200
to the user.
If required, the service providing means 310 may make
an inquiry based on the user identifier IDU contained in
the ticket 51 to the authentication server 100 about the
user information. In addition, the service providing means
310 may transmit an information relating to the charge
involved with the service provided to the user database
20 through the authentication server 100. In this instance,
if the ticket CK1 contains the identification information of
the authentication server 100, as shown in Fig. 5, the
authentication server can be specified if there exist a plu-
rality of authentication servers, and if authentication serv-
er identification information is an address (for example,
an address AA), this address may be used to access the
authentication server 100 immediately.

[First mode] processing procedure of the authentication 
system

[0035] A processing procedure of the address based
authentication system according to the first mode for car-
rying out the invention will now be described with refer-
ence to Fig. 7.

(1) Initially, when the authentication of the user is
requested to the authentication server, the user ter-
minal 200 prepares user authentication information,
which is then transmitted through the access point
30 to the authentication server 100.
(2) Upon receiving the authentication request, the
authentication server 100 performs an authentica-
tion of the user on the basis of the user authentication
information. Upon a successful authentication of the
user, the authentication server 100 allocates a user
identifier IDU to the user, allocates an address AU to
the user terminal 200 which corresponds to the user,
and issues a ticket 51 containing an authentication
information IA for the allocated address AU, a time
stamp, and an effective period and the like as re-
quired, and
(3) transmits the ticket 51 to the user terminal 200.

[0036]

(4) Upon receiving the ticket 51, the user terminal
200 sets up the address of the ticket 51 as a source
address AS, and transmits a packet 52 including the

ticket 51 to the application server 300, thus request-
ing a session with the application server 300 to be
established.
(5) Upon receiving the packet 52, the application
server 300 verifies the correctness of the ticket ac-
cording to the authentication information, and upon
a successful verification, collates the source address
As of the packet against the address AU contained
in the ticket 51, and if they match, stores the ticket
51 and establishes a session.

[0037]

(6) When the session is established, the user termi-
nal 200 transmits service request packets to the ap-
plication server 300 through the established session.
(7) Upon receiving these service request packets,
the application server 300 determines whether or not
the source address As of the service request packet
coincides with the address AU contained in the stored
ticket 51, and upon coincidence between the ad-
dresses, it transmits a packet which is effective to
provide the service to the user to the user terminal
200.

[First mode] processing by the authentication server

[0038] Fig. 8 is a flow chart showing a flow of process-
ings by the authentication server 100 which is used in
the first mode for carrying out the invention.
[0039] Initially, the authentication information which is
transmitted from the user terminal 200 is received
through the communication interface 101 by the user au-
thentication information reception means 110 (S101) and
an authentication of the user is made by the authentica-
tion means 120 on the basis of the user authentication
information, and upon a successful authentication of the
user, the operation proceeds to S 103, while upon an
unsuccessful authentication of the user, the operation is
terminated (S102).
Upon a successful authentication of the user, the address
AU is allocated to the user terminal 200. In this example,
a user identifier IDU corresponding to the user is allocated
by the user identifier allocating means 130 (S103), and
an address AU is allocated by the address allocating
means to the user terminal which corresponds to the user
identifier IDU (S 104).
[0040] Then a provisional ticket which includes the us-
er identifier IDU allocated by the user identifier allocating
means 130 and the address AU allocated by the address
allocating means 140 in this example is temporarily pro-
duced by the ticket issuing means 150, and using a
shared secret key which is beforehand shared with the
application server 300, the authentication information
generating means 151 generates an authenticator MAC-
for the provisional ticket (S105).
A ticket 51 containing the user identifier IDU, the address
AU and the authenticator MACor the like is then issued
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by the ticket issuing means 150 (S106), and the ticket 51
is transmitted by the ticket transmitting means 160 to the
user terminal 200 through the communication interface
101 (S107).

[First mode] processing by the user terminal

[0041] Figs. 9A and 9B are flowcharts showing a flow
of processings by the user terminal 200 which is used in
the first mode for carrying out the invention.
Initially, as shown in Fig. 9A, a user authentication infor-
mation including information representing a user name
and a password is generated by the user authentication
information generating means 210 (S201), and the user
authentication information is transmitted by the user au-
thentication information transmitting means 220 to the
authentication server 100 through the communication in-
terface 201 (S202).
[0042] The ticket 51 transmitted from the authentica-
tion server 100 is received by the ticket reception means
231 (S203).
As shown in Fig. 9B, after the ticket 51 has been received,
a session with the application server 300 is established
by the session establishing means 232 (S204). After a
session with the application server 300 has been estab-
lished, packets representing a service request are trans-
mitted by the service request means 230 to the applica-
tion server 300 through the session (S205).

[First mode] processing by the application server

[0043] Fig. 10 is a flow chart showing a flow of process-
ings by the application server 300 which is used in the
first mode for carrying out the present invention.
Initially, the establishment of a session of the user termi-
nal 200 is initiated by the session establishing means
311 (S301), and the ticket 51 contained in the packet 52
is received by the application server 300. The ticket 51
is verified by the ticket verifying means 320, and when
the ticket 51 is verified to be authentic, the operation pro-
ceeds to S303 while if the ticket 51 is verified to be not
authentic as by being forged, the operation is terminated
(S302).
[0044] When the ticket 51 is verified to be authentic, a
session is established by the session establishing means
311 and the ticket 51 is stored in the ticket memory means
330 (S303). A packet requesting service which is trans-
mitted from the user terminal 200 is received, and the
address comparison means 312 determines whether or
not the source address As of the packet and the address
AU contained in the stored ticket 51 coincide (S304), and
when a coincidence of the addresses is determined,
packets which enable the service to be provided to the
user by the service providing means 310 through the user
terminal 200 is transmitted (S305). If the source address
AS and the address AU do not coincide, the operation is
terminated.
[0045] As described above, the address based au-

thentication system according to the first mode for car-
rying out the present invention issues an address on the
basis of the user authentication, and accordingly, it is
guaranteed that the address has been issued to an au-
thentic user (user identifier). In view of this relationship,
the authentication server 100 issues the ticket 51 con-
taining the allocated address and user identifier, the user
terminal transmits the issued ticket 51 to the application
server, and the application server 300 verifies and stores
the transmitted ticket 51 and collates the source address
of the service request packet which is transmitted from
the user terminal 200 against the address contained in
the stored ticket 51, and upon finding a coincidence ther-
ebetween, regards the service request packet as a pack-
et from the authenticated user. In this manner, the ad-
dress based authentication is enabled.
[0046] In other words, the ticket issued by the authen-
tication server on the basis of the user authentication
guarantees a correspondence between the user (identi-
fier) and the address and accordingly, by collating the
source address AS of the service request packet against
the address AU in the stored ticket, it is possible to confirm
whether or not this packet has come from the authenti-
cated user.
In this mode, the authenticity of the ticket 51 is verified
by using an authentication information which is generat-
ed using a shared secret key which is beforehand shared
between the application server 300 and the authentica-
tion server 100, and accordingly, it is possible to guar-
antee the authenticity of the ticket 51 issued by the au-
thentication server 100, in particular, the authenticity of
the address contained therein.
[0047] Also in this mode, the authentication server 100
issues the ticket 51 containing information which repre-
sents the effective period of the ticket 51 and the appli-
cation server 300 verifies the validity of the ticket 51 in
terms of the effective period, allowing the effective period
to be determined in accordance with the principle of op-
eration of the authentication server 100.

[First mode] modification

[0048] The user identifier allocating means 130 is not
always required in the authentication server 100. The
user identifier may be omitted as one of elements of con-
struction of the issued ticket 51. In this instance, the user
identifier allocating means 130 is omitted, and as indi-
cated in broken lines in Fig. 8, upon a successful authen-
tication at S102, the operation immediately transfers to
step S104. However, when the user identifier is used,
the ticket 51 itself provides a correspondence between
the address AU allocated to the user terminal 200 and
the user, whereby the application server 300 can make
an inquiry about the user information to the authentication
server 100 using the user identifier. When the user iden-
tifier is omitted, it is necessary that this inquiry be made
by using the address AU and the authentication server
100 is required to store a correspondence between the
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address AU allocated to the user terminal and the user ID.
[0049] The authentication information IA generated by
the authentication information generating means 151 is
not limited to the authenticatorMAC. As illustrated in Fig.
11A, for example, the provisional ticket (IDU, AU) may be
input to a signature calculator 151 b to perform a digital
signature calculation with respect to the provisional ticket
(IDU, AU) using the private key KSA of the authentication
server 100 which is based on the public key cryptography
to generate a signature, which may be used as the au-
thentication information IA. Alternatively, as illustrated in
Fig. 11B, the provisional ticket (IDU, AU) which is input
to the authentication information generating means 151
may be encrypted in an encryptor 151 c using the secret
key KCAS shared with the application server 300, and the
encrypted provisional ticket may be used as authentica-
tion information IA.
[0050] Where a signature is used as the authentication
information IA, the authentication information verifier
320a within the application server 300 will be a signature
verifier rather than the authenticator verifier, as indicated
in parentheses in Fig. 4, and the signature as the authen-
tication information IA is subject to a signature verification
with the public key KPA of the authentication server 100.
If the entire ticket 51 is encrypted to be used as the au-
thentication information IA, the authentication informa-
tion verifier 320a is constructed as shown in Fig. 11C
where the authentication information IA is decrypted in
a decryptormeans 320a1 using the shared secret key
KCAS with the authentication server 100, and a decrypted
result is collated against the provisional ticket (IDU, AU)
in the collator 320a2, leading to a successful verification
for the coincidence therebetween.
[0051] Where the user identifier is not used as one
element of the ticket 51, the provisional ticket comprises
only the address AU. Where the time stamp or the like is
contained as an element of ticket 51, it is treated as a
part of provisional ticket, and the authentication informa-
tion IA for the provisional ticket is prepared. In sum, every
element other than the authentication information IA in
the ticket 51 may be treated as a provisional ticket to
prepare the authentication information IA.
The authentication information IA in the ticket 51 may be
omitted. Thus, as indicated in broken lines in Fig. 8, the
operation may directly transfer from step S 104 to S 106.
However, when the authentication information IA is used,
the verification of the ticket which takes place at step
S302, indicated in broken lines in Fig. 10 and which takes
place in the application server 300, initially verifies the
authentication information IA to verify whether or not the
provisional ticket is forged (S302a), and when it is con-
firmed that the ticket is not forged, and accordingly the
address AU contained in the ticket 51 is not forged, but
is authentic, the source address As is collated against
the address AU in the ticket to see if the both addresses
coincide (S302b), and upon coincidence, the operation
transfers to S303, while the operation is terminated for a
non-coincidence.

[0052] As elements in the ticket 51, either one or both
of the time stamp and the effective period may be omitted.
In the application server 300, each time a session with
the user terminal 200 is established, the ticket CK1 of
the packet which is received from the user terminal 200
may be immediately stored in the ticket memory means
330. Thus, the ticket verifying means 320 shown in Fig.
4 may be omitted, and the operation may proceed from
the processing S301 directly to the processing S303 as
indicated in broken lines 31 in Fig. 10. Even if a change
is made in this manner, the transmission of the ticket CK1
takes place only once from the user terminal to the ap-
plication server 300 each time a session is established,
and because the user authentication takes place by the
authentication server each time the user terminal re-
quires a new service and the address (the address con-
tained in the ticket CK1) which is then allocated to the
user terminal 200 changes, thus it is difficult that a third
party impersonates the user by eavesdroppping the
source address AS.
[0053] The user database 20 is not always required to
be connected to the authentication server 100. For ex-
ample, when the user authentication takes place using
the public key cryptography, there is no need for authen-
tication data. However, in order to confirm that a user
public key certificate which is transmitted from the user
terminal 200 is reliable, an inquiry is made to the public
key certificate issuing organization which has issued the
public key certificate, and if it is authentic, the user infor-
mation contained in the public key certificate is acquired,
and if it is insufficient, a database within the public key
certificate issuing organization acquires information con-
cerning a corresponding user.
The authentication server 100 may be constructed with
a group of servers which are connected together through
a secure network and which have a dependable relation-
ship relative to each other. For example, it may comprise
a devoted authentication server, an address issuing serv-
er, a ticket issuing server and the like which are connect-
ed together through a secure network.

[Second mode] arrangement of authentification system

[0054] A second mode for carrying out the present in-
vention will now be described, with the description prin-
cipally dealing with a distinction from the first mode. In
the second mode also, an authentication server, user
terminals and application servers are provided and al-
though they have different functions from the first mode,
the system arrangement is similar to the first mode shown
in Fig. 1, and accordingly, reference numerals used in
the second mode are indicated in parentheses in Fig. 1.
An authentication server 400, user terminals 500 and ap-
plication servers 600 are connected in a manner to permit
a communication therebetween through the network 10.
[0055] In the second mode, a user terminal 500 trans-
mits a key information in addition to user authentication
information when it requests an authentication by an au-
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thentication server 400. Thus, the user terminal 500 has
key information. Key information includes information re-
lating to an public key of a user or a user terminal such
as a public key of a user key pair, a public key of a terminal
key pair, a certificate including such public key, or hashed
value which is obtained by applying one-way hash func-
tion to the public key or the certificate including the public
key.
When issuing a ticket upon a successful user authenti-
cation in response to an authentication request from a
user terminal 500, in the second mode, the authentication
server 400 causes key information transmitted from the
user terminal to be contained in the ticket in addition to
the user identifier and the address.

[Second mode] authentication server

[0056] Fig. 12 is a block diagram of an authentication
server which is used in the second mode for carrying out
the present invention. The authentication server 400
comprises a communication interface 101 and a control
processing means 402.
The control processing means 402 comprises a control
unit 402a including a CPU (Central Processing Unit)
which processes a program and a memory which stores
the program and the like, a user authentication informa-
tion reception means 110, an authentication means 420,
a user identifier allocating means 130, an address allo-
cating means 140, a ticket issuing means 450 and a ticket
transmitting means 160. It should be understood that
these means may be constructed by modules of the pro-
grams.
[0057] The authentication means 420 performs an au-
thentication of the user on the basis of user authentication
information which is received by the user authentication
information reception means 110. By way of example,
the authentication means 420 verifies a matching be-
tween the user authentication information and authenti-
cation data stored in the user database 20 in an authen-
tication information collator 420a for purpose of user au-
thentication. If required, the authentication server may
also confirm whether or not a user terminal keeps a pri-
vate key related to a key information IK. For example,
the possession of a private key which forms a pair with
an public key corresponding to a key information IK may
be confirmed.
The ticket issuing means 450 includes an authentication
information generating means 151, and issues a ticket
containing an address AU allocated by the address allo-
cating means 140, a user identifier IDU allocated by the
user identifier allocating means 130, key information
transmitted from the user terminal 500 together with the
user authentication information, and authentication infor-
mation IA generated by the authentication information
generating means 151. In this manner, the ticket provides
a correspondence between the user identifier and a key
information. Thus, the authenticated user corresponds
to a user terminal which keeps the private key associated

with the key information. The ticket may contain a time
stamp when the ticket has been issued, an effective pe-
riod of the ticket, a communication band width allocated
to the user terminal 500 and information relating to an
access point 30 which covers, the user terminal 500. An
example of the ticket 53 is shown in Fig. 15. The ticket
53 is distinct from the ticket 51 used in the first mode in
that the ticket 53 contains key information.
[0058] Upon a successful user authentication in re-
sponse to an authentication request, the authentication
server 400 allocates a user identifier to the user, and also
allocates an address to an user terminal which corre-
sponds to the user identifier. This address is set up as a
source address in the user terminal 500 in the similar
manner as in the first mode. Since the key information is
associated with the public key of the user terminal 500,
it follows that the authentication server 400 has made a
user authentication by linking the user and the user ter-
minal 500 utilized by the user (as a pair) by the key in-
formation, and the user terminal having the key informa-
tion is allocated with the address.
[0059] According to the second mode, a user key pair
for the user authentication is distinct from a terminal key
pair for establishing a session, and the user key pair is
held by an authentication device which is connected to
the user terminal, whereby a user terminal located any-
where can be utilized by connecting the authentication
device thereto. As a method of user authentication, a
method which does not utilize the key pair may also be
used.

[Second mode] user terminal

[0060] Fig. 13 is a block diagram of a user terminal
which is used in the second mode for carrying out the
present invention. The user terminal 500 comprises a
communication interface 201 and control processing
means 502. The control processing means 502 compris-
es a control unit 502a including a CPU for processing a
program, a memory for storing the program and the like,
an authentication request means 503, and a service re-
quest means 530. It should be understood that these
means may be constructed by the modules of the pro-
gram. The authentication request means 503 includes a
user authentication information entry means 510, a user
authentication information transmitting means 220 and
a ticket reception means 231.
[0061] The user authentication information entry
means 510 causes an authentication devices 41 to enter
user authentication information and the like. The private
key of the user key pair which is stored in the authenti-
cation device 41 cannot be taken out of the authentication
device 41. The authentication device 41 may comprise
a smart card, a hardware authentication token including
USB (Universal Serial Bus) key, or a biometrics authen-
tication device. Alternatively, a password/user name may
be entered through an entry instrument 40 to be fed to a
user authentication information generator 210 to gener-
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ate user authentication information. Where the authenti-
cation device 41 is not connected to the user terminal
500 in a simplified arrangement, a terminal key pair
stored in a key storage 502b may be used in place of the
user key pair to generate user authentication information.
[0062] A key information generator 503a causes the
public key KPU of the user terminal 500 to be entered
from a key storage 502b to generate key information IK.
The key information generator 503a may deliver the en-
tered public key directly as key information. A user au-
thentication information transmitting means 220 trans-
mits not only the user authentication information but also
the key information to the authentication server 400 for
purpose of an authentication request.
The service request means 530 comprises a session es-
tablishing means 532 and a packet cryptographic
processing means 533, and is used to request a service
provided by the application server 600. The session es-
tablishing means 532 generates in a session key gener-
ator 532a a secret key which is shared with the applica-
tion server 600 as a session secret key KCUS from a pri-
vate key KSU, which forms a pair with an public key KPU
associated with the key information contained in the ticket
53, and the public key KPS of the application server 600
in conformity to IKE (Internet Key Exchange).
[0063] After the session secret key has been shared
by the application server 600, or after the secret key
shared with the user terminal 500 is also generated as a
session secret key in the application server 600, the pack-
et cryptographic processing means 533 calculates an au-
thentication header to transmitted packet information in
an authentication header generator 533a, using the ses-
sion secret key which is shared with the application server
600 by the session establishing means 532 in conformity
to IPsec (Security architecture for the Internet Protocol)
or TLS (Transport Layer Security) and adds the authen-
tication header AH to the packet being transmitted. The
authentication header generator 533a generates the au-
thentication header by calculating one-way hash function
with respect to the packet using the session secret key,
thus allowing a recognition of whether or not the packet
has been forged. The packet cryptographic processing
means 533 may encrypt the packet in conformity to IPsec
or TLS in an encryptor 533a’ as indicated in parentheses
in Fig. 13. Alternatively, the packet 54 can be added with
the authentication header AH, and the resulting packet
may be encrypted in the encryptor 533a’. The addition
of the authentication header AH plus the cryptographic
processing of the packet is generically referred to as a
packet cryptographic processing, and an arrangement
which performs such processing is referred to as a packet
cryptographic processing means.
[0064] An example of construction of a packet 54 gen-
erated by the packet cryptographic processing means
533 is shown in Fig. 16. As a distinction from the packet
52 shown in Fig. 6, the header 54h is added with an au-
thentication header and a ticket 53 in a payload 54p is
added with a key information. It is to be noted that a pack-

et may be encrypted in the encryptor 533a’ and added
with the authentication header AH.

[Second mode] application server

[0065] Fig. 14 is a block diagram of an application serv-
er used in the second mode for carrying out the present
invention. An application server 600 comprises a com-
munication interface 301 and control processing means
602. The control processing means 602 comprises a con-
trol unit 602a including a CPU which processes a pro-
gram, a memory which stores the program and the like,
a service providing means 610, a session establishing
means 611 and a ticket memory means 330. It is to be
noted that these means may be constructed by modules
of the program.
[0066] The service providing means 610 comprises an
address comparison means 312 and a packet authenti-
cation means 612, and provides a service which is re-
quested by the user terminal 500.
The session establishing means 611 includes a ticket
verifying means 620, and establishes a session with the
user terminal 500. In a procedure which establishes the
session, it shares a session secret key with the user ter-
minal 500 in conformity to IKE or the like. Thus, the ses-
sion establishing means 611 generates in a session key
generator 611 a a secret key which is shared with the
user terminal 500 as a session secret key KCUS by using
a private key KSS of the application server 600 stored in
the key storage 602b and the public key KPU of the user
terminal 500.
[0067] After sharing the session secret key with the
user terminal 500, the packet authentication means 612
verifies the authentication header AH which is added to
the received packet 54 using the session secret key
KCUS. If a result of verification of the authentication head-
er which is added to the packet 54 is correct, the packet
authentication means 612 delivers the ticket (CK2) 53 in
the packet 54 to the ticket verifying means 620. When
the received packet 54 is encrypted by the user terminal
500, a packet decrypting means 612’ indicated in paren-
theses is used instead of the packet authentication
means 612, and the packet 54 is decrypted with the ses-
sion secret key KCUS. When properly decrypted or when
the packet 54 has not been forged, the decrypted packet
54 is delivered to the ticket verifying means 620. The
authentication of the authentication header AH or the de-
crypting processing of the packet 54 is generically re-
ferred to as a packet verification, and an arrangement to
perform such verification is referred to as a packet veri-
fying means.
[0068] The ticket verifying means 620 verifies the au-
thenticity of the ticket 53 which is delivered by the packet
authentication means 612. By way of example, the ticket
verifying means 620 collates key information IK con-
tained in the ticket 53 against the public key on the user
side which is used when sharing the session secret key
KCUS in a key collator 620a, and if a matching therebe-
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tween applies, and in this example, if the address AU
contained in the ticket 53 is found to coincide with the
source address AS of the packet 54 when collated in an
address collator 320b, this fact is detected by a memory
command unit 620c, allowing the ticket (CK2) 53 to be
stored in the ticket memory means 330. After the session
with the user terminal 500 has been established and the
ticket (CK2) 53 has been stored in the ticket memory
means 330, when a service request packet is received
from the user terminal 500 through the session, the serv-
ice providing means 610 transmits a packet which allows
the service requested by the user terminal 500 to be pro-
vided through the session of the user terminal 500 when
the address comparison means 312 determines that the
source address of the packet 54 which has been con-
firmed (or decrypted) by the packet authentication means
612 (or packet decrypting means 612’) as not having
been forged in conformity to IPsec or TLS and the like
coincides with the address contained in the correspond-
ing ticket (CK2) 53 which is stored in the ticket memory
means 330. If required, the ticket verifying means 620
may include various verifiers such as the authentication
information verifier 320a which can be provided in the
ticket verifying means 320 shown in Fig. 4, in the similar
manner as in the application server 300 used in the first
mode.

[Second mode] processing procedure of authentication 
system

[0069] A processing procedure of the address based
processing system according to the second mode for car-
rying out the present invention will be described below
with reference to Fig. 17.

(1) Initially, the user terminal 500 generates user au-
thentication information and key information IK, and
transmits an authentication request to the authenti-
cation server 400 through the access point 30.
(2) Upon receiving the authentication request, the
authentication server 400 performs an authentica-
tion of the user on the basis of the user authentication
information, and upon a successful authentication of
the user, allocates the user identifier IDU and allo-
cates the address AU to the user terminal which cor-
responds to IDU, and generates authentication infor-
mation if required, issues a ticket 53 containing the
user identifier IDU, the address AU, and the key in-
formation IK,
(3) and transmits the ticket to the user terminal 500.

[0070]

(4) The user terminal 500 sets up the address AU of
the received ticket as a source address,
(5) the user terminal 500 calculates a session secret
key KCUS which is shared with the application server
600 by using its own private key KSU and the public

key KPS of the application server 600 in conformity
to a key exchange procedures such as IKE. It then
generates an authentication header AH for the pack-
et which is to be transmitted to the application server
600 using the session secret key KCUS, allowing the
header to be added to the packet. In the process of
establishing a session, it transmits a packet including
the authentication header and the ticket to the appli-
cation server 600. By a procedure mentioned above,
it requests the application server 600 to establish a
session.

[0071] (6) In the process of establishing a session, the
application server 600 calculates the session secret key
KCUS using its own private key KSS and the public key
KPU of the user terminal, and uses the session secret
key KCUS to verify the authentication header AH which
is added to the packet, and if required, also verifies the
authentication information IA contained in the ticket
(CK2) 53 which is received in the process of establishing
a session using the shared secret key KCAS with the au-
thentication server 400. It also verifies whether or not the
key information contained in the received ticket 53 cor-
responds to the public key on the user side (user public
key or terminal public key) KPU which is used in the cal-
culation of the session secret key KCUS, and collates the
source address As of the received packet 54 against the
address AU contained in the ticket (CK2) 53, and if both
of these verifications are successful, it stores the ticket
(CK2) 53, thus establishing a session.
[0072]

(7) In order to protect the source address As, the
user terminal 500 performs at least one of the cryp-
tographic processing which uses the session secret
key KCUS and the authentication header addition,
and then it transmits a packet representing a service
request to the application server 600 through the es-
tablished session.
(8) The application server 600 decrypts the service
request packet with the session secret key KCUS or
verifies the authentication header, determines
whether or not the address contained in the stored
ticket 53 coincides with the source address As of the
packet which represents the service request, and
upon coincidence of addresses, transmits packets
which are effective to provide the service to the user
to the user terminal 500.

[Second mode] processing by the authentication server

[0073] Fig. 18 is a flow chart showing a flow of process-
ings by the authentication server which is used in the
second mode for carrying out the present invention.
Upon receiving the authenticaiton request from the user
terminal 500 (S101), an authentication of the user is per-
formed by the authentication means 120 on the basis of
the user authentication information, and upon a success-

23 24 



EP 1 646 177 B1

14

5

10

15

20

25

30

35

40

45

50

55

ful authentication of the user, the operation proceeds to
S 103 while if the authentication of the user fails, the
operation is terminated (S102). The ticket 53 containing
the address AU, the user identifier IDU and a key infor-
mation IK is issued by the ticket issuing means
450-(S402). Other processings remain similar as in the
processing procedure of the authentication server ac-
cording to the first mode.

[Second mode] processings by the user terminal

[0074] Fig. 19 is a flow chart showing a flow of process-
ings by the user terminal used in the second mode for
carrying out the present invention.
In the processing of the user authentication request
shown in Fig. 19A, user authentication information and
key information IK are entered by the user authentication
information entry means 510 (S501), and are transmitted
by the user authentication information transmitting
means 220 to the authentication server 400 through the
communication interface 201 (S202). The ticket (CK2)
53 which is transmitted from the authentication server
400 is received by the ticket reception means 231 (S203).
[0075] In a subsequent processing shown in Fig. 19B
where a session with the application server 600 is estab-
lished, this processing is initiated by the session estab-
lishing means 532, sharing the session secret key be-
tween the user terminal 500 and the application server
600. The authentication header addition processing
and/or cryptographic processing is applied to the packet
54 including the ticket 53 by the packet processing means
533, and the packet is transmitted to the application serv-
er 600 (S502).
After the session with the application server 600 has been
established, the packet representing the service request
is transmitted by the service request means 530 to the
application server 600 through the establishing session,
thus requesting the service to the application server 600
(S205).

[Second mode] processings by the application server

[0076] Fig. 20 is a flow chart showing a flow of process-
ings by the application server used in the second mode
for carrying out the invention.
Initially, the establishment of the session with the user
terminal 500 is initiated by the session establishing
means 611, and the session secret key which is obtained
by a calculation from the own private key and the other
party’s public key in conformity to a key exchange pro-
cedure such as IKE is shared between the user terminal
500 and the application server 600 (S601). The packet
54 including the ticket 53 which is transmitted from the
user terminal 500 is now received by the application serv-
er 600.
[0077] The authentication header which is added to
the received packet 54 is verified by the packet authen-
tication means 612 using the session secret key, and if

the verification reveals that the packet 54 is not forged,
but is authentic, the operation proceeds to S603. How-
ever, when the verification reveals that the packet 54 is
not authentic as by being forged, the operation is termi-
nated (S602). If the packet 54 is encrypted, it is decrypted
by the packet decrypting means 612’ using the session
secret key, and when it is properly decrypted, the oper-
ation proceeds to S603.
When the authenticity of the ticket 53 is verified or when
at least a matching between the key information con-
tained in the ticket 53 and the public key on the user side
which is used in sharing the session secret key is verified,
and the source address As of the packet 54 coincides
with the address AU contained in the ticket (S603), the
ticket 53 is determined to be authentic and is stored in
the ticket memory means 330 (S303).
[0078] After the session has been established, the
packet verifying means verifies whether or not the packet
transmitted from the user terminal 500 and requesting a
service is not forged and is authentic (S604), and if it is
authentic, whether or not the source address of the pack-
et coincides with the address contained in the stored tick-
et 53 is determined. Upon a coincidence between the
addresses (S304), the service providing means 610 pro-
vides a service to the user through the user terminal 500
(S305).
A timing when the user terminal 500 transmits the packet
54 including the ticket 53 to the application server 600
may precedes the completion of the key exchange pro-
cedure such as IKE. In this instance, prior to the key
exchange procedure, it is possible to determine before-
hand whether or not the key exchange procedure is to
be executed by verifying the ticket 53 transmitted from
the user terminal 500 by the ticket verifying means 620.
In this manner, an advantage is gained that a processing
against an improper service request from a user terminal
which does not have a ticket can be excluded at an early
stage. However, because the transmission of the packet
54 including the ticket 53 takes place before the session
secret key is shared between the user terminal 500 and
the application server 600 and thus the packet verifying
means cannot function, it follows that the detection of
any forgery of the packet 54 cannot be made and there
remains the possibility of a tort such as a replacement of
the ticket. However, since the authentication information
contained in the ticket 53 allows the ticket verifying means
620 to detect any forgery of the ticket 53 itself, when this
is combined with verifying a matching between the public
key on the user side which is used during the key ex-
change and the key information contained in the ticket
53, a confirmation that the ticket is transmitted from an
authentic user terminal can be made. In other words, if
the user terminal 500 transmits the ticket 53 to the appli-
cation server 600 before the completion (immediately be-
fore or during) the key exchange procedure, the security
can be finally maintained.
[0079] As described above, in the address based au-
thentication system according to the second mode for
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carrying out the present invention, the authentication
server transmits, on the basis of a result of the user au-
thentication which takes place through the user terminal,
a ticket which guarantees a correspondence between
the user identifier, the address and the key information
to the user terminal, the user terminal transmits the ticket
to the application server and establishes a session there-
with by sharing the session secret key and requests a
service to the application server through the session, and
the application server stores the ticket after confirming
the authenticity of the received ticket, verifies the service
request by collating the source address of the received
service request packet and the address contained in the
stored ticket and provides a service when it is properly
verified.
[0080] In particular, because when the user terminal
500 transmits a packet to the application server 600, in-
formation such as the authentication header which is cal-
culated using the session secret key or the like and which
is used to detect any forgery is added to the packet as it
is transmitted and the application server 600 confirms
that there is no forgery of the packet which is transmitted
from the user terminal 500, it is possible to guarantee
that there is no forgery of the packet 54 which is trans-
mitted from the user terminal 500 to the application server
600 during the session. In other words, it is guaranteed
that there is no forgery in the source address contained
in the packet.
[0081] In the example mentioned above, in order for
the application server to verify a matching between the
information received from the user terminal, for example,
the public key on the user side, and the key information
contained in the ticket when the session is established,
the established session can be related to the ticket. In
addition, the ticket is issued by the authentication server
on the basis of the user authentication which takes place
through the user terminal to guarantee an association
between the user identifier, the address and the key in-
formation, a correspondence between the user terminal
having the key related to the key information and the user
specified by the user identifier is guaranteed. Conse-
quently, the established session and the ticket guarantee
a correspondence between the source address and the
user.
[0082] Furthermore, since the ticket is issued on the
basis of the user authentication as mentioned above, the
authenticity of the address contained in the ticket can be
guaranteed. Also, the collation of the address contained
in the ticket which is stored in the application server
against the source address of the packet and a guarantee
that there is no forgery of the source address of the packet
in the established session guarantee the authenticity of
the source address of the packet, As a consequence, the
authenticity of the source address of the packet and the
correspondence between the source address and the
user are guaranteed, thus enabling the address based
authentication.
[0083] It is to be noted that the guarantee of the au-

thenticity of the address by the ticket, or the guarantee
that this is an address issued to a properly authenticated
user through a proper procedure is enabled because the
function of authenticating the user, the function of issuing
the address and the ticket generating function which
guarantees an association therebetween are implement-
ed by the same authentication server. The guarantee of
the correspondence between the user and the terminal
by the ticket is possible because at the same time as the
user authentication which takes place through the user
terminal, the correspondence between the user and the
terminal is determined by the procedure and the arrange-
ment by which the key information is transmitted from
the user terminal to the authentication server.
[0084] The correspondence between the user, the ter-
minal and the address can be invalidated by erasing the
private key relating to the key information from the ter-
minal. This is because the key exchange is impossible
without the private key, and if a different key is used, a
matching with the key information contained in the ticket
does not apply, resulting in both cases in a failure of es-
tablishing the session.

[Second mode] modification

[0085] The second mode is distinct from the first mode
in a portion which relates to processings which utilize the
key information IK. Accordingly, a modification described
above in connection with the first mode is similarly pos-
sible in the second mode.
[0086] In the application server 600, the address col-
lator 320b may be omitted, and when the key collator
620a confirms a matching, the ticket CK2 may be stored
in the ticket memory means 330.
The key information IK is not limited to information relat-
ing to the public key of the user terminal. For example,
where an authentication purpose shared secret key KUS
is shared beforehand between the user terminal 500 and
the application server 600, information which can prove
the possession of the authentication purpose shared se-
cret key KUS can be used. For example, as illustrated in
a sequence diagram of Fig. 21A, upon a successful user
authentication the authentication server 400 may gener-
ate a challenge b in a challenge generator 460 (Fig. 21B)
and transmit it to the user terminal 500.
[0087] The user terminal 500, using a key information
generator 503a’ (Fig. 21C) in the authentication request
means 503, calculates a value r of one-way hash function
h for an input b and the authentication purpose shared
secret key KUS, r=h(KUS, b) as a response to b received,
and generates a pair of the challenge b and the response
r as key information IK={b, r}. This key information IK is
transmitted to the authentication server 400. It is to be
noted that as the challenge b, instead of a value which
is explicitly transmitted from the authentication server
400, an implicit challenge such as a time (time stamp)
when the response is generated or a sequence number
in the session may be used, and in this instance, the
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transmission and the reception of the challenge can be
omitted.
[0088] The authentication server 400 confirms the au-
thenticity of the challenge b contained in the received key
information IK, and when it could confirm properly, it is-
sues a ticket CK2 containing the key information IK. The
authenticity of the challenge can be confirmed in a man-
ner such that if the challenge b is an explicit one or is
uniquely determined in dependence upon the session
between the user terminal 500 and the authentication
server 400, a coincidence therebetween is confirmed or
if the challenge b is an implicit challenge such as a time
t1 when the response r is calculated, the authenticity is
confirmed by a requirement that a difference between t1
and time t2 when the ticket is issued is within a permis-
sible range d (namely, t2-tl � d). An authentication in
terms of the challenge and the response using a shared
secret key is known in the art, and therefore a detailed
description will not be given.
[0089] When establishing a session for purpose of a
service request, the user terminal 500 which has received
the ticket CK2 transmits the ticket CK2 to the application
server 600 in the manner mentioned above.
In the application server 600, a terminal authenticator
620d (Fig. 21D) is further provided in the ticket verifying
means 620 which enters key information IK={b, r}, recal-
culates in a one-way hash calculator a hashed value h
(KUS, b) for the challenge b using the shared secret key
KUS, and collats in a collation decision unit whether or
not the hashed value coincides with the response r within
the key information IK. If a result of the collation indicates
a coincidence, a command is issued from the collation
decision unit of the terminal authenticator 620d to the
memory command unit 620c (Fig. 14) to permit a storage,
whereby the ticket is stored.
[0090] Alternatively, the terminal authenticator 620d
(Fig. 21D) in the application server 600 may transmit an
additional challenge b’ in the process of establishing a
session with the user terminal 500 to the user terminal,
as indicated in broken lines in Fig. 21A, and receives a
corresponding response r’=h(KUS, b’) from the user ter-
minal 500 for confirming the authenticity of r’.
(In this instance, b’ may be replaced by an implicit chal-
lenge)
By the above procedure, by confirming that the response
r (r’) to the challenge b (b’) which is session dependent
information is proper on the basis of the key information
IK, the application server 600 can recognize that the user
terminal 100 has possessed the shared secret key KUS
at the time of the user authentication (and at the time of
service request).
[0091] In addition, since the ticket CK2 is issued based
on the user authentication, the correspondence between
the key information IK, the address AU and the user iden-
tifier IDU is guaranteed and thus it can be guaranteed
that the address AU has been issued to the user terminal
having the shared secret key KUS which is indicated by
the key information. It can also be guaranteed that the

service request which is made using the address AU as
the source is from the authenticated user. Further, it can
be related to ID, name and home address or the like of
the authenticated user.
The key information IK may be information which relates
to the public key KPU of the user terminal as indicated in
the first example and may also be information which
proves the possession of the authentication purpose
shared secret key between the user terminal 500 and the
application server 600. In sum, it may be the key infor-
mation IK which enables the application server 600 to
verify on the basis of the key information IK that the user
terminal 500 possesses a private/secret key which ena-
bles the application server in general or the application
server which received a service request to uniquely iden-
tify the user terminal 500, which is the private key KSU of
the key pair of the user terminal for the former and which
is the authentication purpose shared secret key KUS for
the latter.
[0092] The authentication servers shown in Figs. 2 and
12, the user terminals shown in Figs. 3 and 13 and the
application servers shown in Figs. 4 and 14 may be each
functioned by a computer. By way of example, an au-
thentication server program which causes a computer to
function as an authentication server shown in Fig. 2 may
be installed into the computer from a record medium such
as CD-ROM, a magnetic disk, a semiconductor memory
medium or the like or may be downloaded through a com-
munication network to cause the computer to execute
the server program. The same applies for other instanc-
es.

Claims

1. An authentication method implemented in a system
in which an authentication server (100, 400) which
authenticates a user, a user terminal (200, 500)
which transmits user authentication information, and
an application server (300, 600) which provides a
service to the user through the user terminal are con-
nected together to enable a communication there-
between through a network; the method comprising
steps of:

at the authentication server (100, 400):
authenticating a user based on the user authen-
tication information transmitted as an authenti-
cation request from the user terminal (200, 500);
and
allocating an address (AU) to the user terminal
for a successful authentication of the user and
transmitting the allocated address (AU) to the
user terminal;
at the user terminal (200, 500):
transmitting user authentication information to
the authentication server for purpose of an au-
thentication request;
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receiving the allocated address (AU) from the
authentication server;
setting up the allocated address (AU) as a source
address (AS) for each packet which is to be
transmitted from the user terminal;
transmitting a packet to the application server
for establishing a session; and
transmitting a packet requesting a service to the
application server; and
at the application server (300, 600):
transmitting to the user terminal packets which
provide a service to the user;
characterized in that the method further com-
prises the steps of:
at the authentication server (100, 400):
generating information for authentication (IA)
from information including the allocated address
(AU);
issuing a ticket (CK1, CK2) containing the allo-
cated address (AU) and the information for au-
thentication (IA); and
transmitting the ticket to the user terminal;
wherein, at the user terminal (200, 500), the al-
located address receiving step is a step for re-
ceiving the ticket containing the allocated ad-
dress (AU) from the authentication server; and
the packet transmitting step for establishing a
session is a step for transmitting the packet in-
cluding the ticket to the application server; and
at the application server (300, 600):
verifying the presence or absence of any forgery
in the information for authentication (IA) in the
ticket transmitted from the user terminal and
storing the ticket in a ticket memory means in
the absence of a forgery; and
determining whether or not the allocated ad-
dress (AU) contained in the stored ticket coin-
cides with the source address (AS) of the service
request packet which is transmitted from the us-
er terminal through the session;
wherein the packet transmitting step performed
by the application server is a step for transmitting
to the user terminal packets when a coincidence
between the address is determined.

2. The authentication method according to Claim 1, in
which
the user terminal has a key information (IK) relating
to a public key of the user terminal,
the user authentication information transmitting step
is a step for transmitting the key information (IK) to-
gether with the user authentication information, and
the ticket issuing step is a step for issuing the ticket
(CK2) also containing the key information (IK) which
is transmitted from the user terminal,
steps performed at the user terminal (500) further
comprise:

calculating a session secret key (KCUS), which
is shared with the application server, from a pri-
vate key (KSU) of the user terminal and a public
key (KPS) of the application server; and
performing a processing upon a packet to be
transmitted by the session secret key (Kcus) to
guarantee that there is no forgery in the packet;
and

steps performed at the application server (600) fur-
ther comprise:

calculating a session secret key (KCUS), which
is shared with the user terminal, from a private
key (KSS) of the application server and a public
key (KPU) of the user terminal;
confirming whether or not the packet received
from the user terminal is forged using the ses-
sion secret key (KCUS); and
verifying whether or not the key information (IK)
contained in the ticket of the packet, which has
been verified as not being forged, is information
relating to the public key (KPU) of the user ter-
minal and, if not, preventing the ticket from being
stored.

3. The authentication method according to Claim 2, in
which steps performed at the application server in-
clude:

comparing the address (AU) in the ticket trans-
mitted from the user terminal against the source
address (As) of the packet which includes the
ticket and preventing the ticket from being stored
when a coincidence is not found.

4. The authentication method according to Claim 2, fur-
ther comprising at the authentication server:

allocating a user identifier (IDU) which corre-
sponds to the authenticated user in response to
the authentication request in case of a success-
ful authentication of the user, and
issuing the ticket inclusive of the user identifier
(IDU).

5. The authentication method according to any one of
Claims 1 to 4, in which
the step of generating information for authentication
(IA) is a step for processing the information including
the allocated address (AU) with a shared secret key
(KCAS) which is shared beforehand between the au-
thentication server and the application server, and
the ticket verifying step at the application server is a
step for verifying the information for authentication
(IA) in the ticket using the shared secret key (KCAS)
which is beforehand shared between the authenti-
cation server and the application server.
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6. The authentication method according to any one of
Claims 1 to 4, in which the authentication server (100,
400) has a pair of secret key (KSA) and public key
(KPA) for digital signature, the step of generating the
information for authentication (IA) at the authentica-
tion server (100, 400) is a step for computing a digital
signature on the information including the allocated
address (AU) using the secret key (KSA) for digital
signature, and
the ticket verifying step at the application server (300,
600) is a step for verifying the presence or absence
of any forgery in the information for authentication
(IA) in the ticket using the public key (KPA) of the
authentication server.

7. The authentication method according to Claim 1 or 4,
in which the transmission of the ticket (CK1, CK2)
from the user terminal takes place in terms of a pack-
et, and the method further comprises:

at the application server, comparing the address
(AU) in the ticket which is transmitted from the
user terminal against the source address (AS)
of the packet which includes the ticket and pre-
venting the ticket from being stored when a co-
incidence is not found.

8. An authentication server comprising means adapted
to conduct all steps the method of any one of the
preceding claims that are performed by the authen-
tication server.

9. A user terminal comprising means adapted to con-
duct all steps of the method of any one of claims 1
to 7 that are performed by the user terminal.

10. An application server comprising means adapted to
conduct all steps of the method of any one of claims
1 to 7 that are performed by the application server.

11. An authentication server program for implementing,
by a computer, the steps in the method of any one
of claims 1 to 7 that are conducted by the authenti-
cation server.

12. A user terminal program for implementing, by a com-
puter, the steps in the method of any one of claims
1 to 7 that are conducted by the user terminal.

13. An application server program for implementing, by
a computer, the steps in the method of any one of
claims 1 to 7 that are conducted by the application
server.

Patentansprüche

1. Authentifizierungsverfahren, das in einem System

implementiert ist, in dem ein Authentifizierungsser-
ver (100, 400), der einen Benutzer authentifiziert, ein
Benutzerendgerät (200, 500), das eine Benutzerau-
thentifizierungsinformation sendet, und ein Anwen-
dungsserver (300, 600), der einen Dienst für den Be-
nutzer über das Benutzerendgerät vorsieht, mitein-
ander verbunden sind, um eine Kommunikation zwi-
schen diesen über ein Netzwerk zu ermöglichen; wo-
bei das Verfahren die Schritte aufweist:

an dem Authentifizierungsserver (100, 400):
Authentifizieren eines Benutzers basierend auf
der Benutzerauthentifizierungsinformation, die
als eine Authentifizierungsanforderung von dem
Benutzerendgerät (200, 500) gesendet wird;
und
Zuteilen einer Adresse (Au) zu dem Benutze-
rendgerät für eine erfolgreiche Authentifizierung
des Benutzers und Senden der zugeteilten
Adresse (Au) an das Benutzerendgerät;
an dem Benutzerendgerät (200, 500):
Senden der Benutzerauthentifizierungsinfor-
mation an den Authentifizierungsserver zum
Zweck einer Authentifizierungsanforderung;
Empfangen der zugeteilten Adresse (Au) von
dem Authentifizierungsserver;
Einrichten der zugeteilten Adresse (Au) als eine
Quelladresse (As) für jedes Paket, das von dem
Benutzerendgerät zu senden ist;
Senden eines Pakets an den Anwendungsser-
ver zum Aufbau einer Sitzung; und
Senden eines Pakets, das einen Dienst anfor-
dert, an den Anwendungsserver; und
an dem Anwendungsserver (300, 600):
Senden von Paketen an das Benutzerendgerät,
die einen Dienst für den Benutzer vorsehen;
dadurch gekennzeichnet, dass das Verfah-
ren weiter die Schritte aufweist:
an dem Authentifizierungsserver (100, 400):
Erzeugen von Information zur Authentifizierung
(IA- information for authentication) aus Informa-
tion, einschließlich der zugeteilten Adresse
(Au);
Ausgeben eines Tickets (CK1, CK2), das die zu-
geteilte Adresse (Au) und die Information zur
Authentifizierung (IA) enthält; und
Senden des Tickets an das Benutzerendgerät;
wobei, an dem Benutzerendgerät (200, 500),
der Schritt des Empfangens der zugeteilten
Adresse ein Schritt ist zum Empfangen des Tik-
kets, das die zugeteilte Adresse (Au) enthält,
von dem Authentifizierungsserver; und der
Schritt des Sendens des Pakets zum Herstellen
einer Sitzung ein Schritt ist zum Senden des Pa-
kets, einschließlich des Tickets, an den Anwen-
dungsserver; und
an dem Anwendungsserver (300, 600):
Verifizieren der Präsenz oder Absenz einer Fäl-
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schung in der Information zur Authentifizierung
(IA) in dem Tikket, das von dem Benutzerend-
gerät gesendet wird, und Speichern des Tickets
in einem Tikketspeichermittel bei Absenz einer
Fälschung; und
Bestimmen, ob die zugeteilte Adresse (Au), die
in dem gespeicherten Ticket enthalten ist, mit
der Quelladresse (As) des Dienstanforderungs-
pakets übereinstimmt oder nicht, das von dem
Benutzerendgerät in der Sitzung gesendet wird;
wobei der Schritt des Sendens des Pakets, der
von dem Anwendungsserver durchgeführt wird,
ein Schritt zum Senden von Paketen an das Be-
nutzerendgerät ist, wenn eine Übereinstim-
mung mit der Adresse festgestellt wird.

2. Authentifizierungsverfahren gemäß Anspruch 1, wo-
bei
das Benutzerendgerät eine Schlüsselinformation (IK
- key information) hat, die einen öffentlichen Schlüs-
sel des Benutzerendgeräts betrifft,
der Schritt des Sendens der Benutzerauthentifizie-
rungsinformation ein Schritt ist zum Senden der
Schlüsselinformation (IK) zusammen mit der
Benutzerauthentifizierungsinformation, und der
Schritt des Ausgebens des Tickets ein Schritt ist zum
Ausgeben des Tickets (CK2), das auch die Schlüs-
selinformation (lK) enthält, die von dem Benutze-
rendgerät gesendet wird,
Schritte, die an dem Benutzerendgerät (500) durch-
geführt werden, weiter aufweisen:

Berechnen eines geheimen Sitzungsschlüssels
(KCus), der mit dem Anwendungsserver geteilt
wird, aus einem privaten Schlüssel (KSu) des
Benutzerendgeräts und einem öffentlichen
Schlüssel (KPS) des Anwendungsservers; und
Durchführen einer Verarbeitung eines zu sen-
denden Pakets durch den geheimen Sitzungs-
schlüssel (KCUS), um zu garantieren, dass in
dem Paket keine Fälschung ist; und
Schritte, die an dem Anwendungsserver (600)
durchgeführt werden, weiter aufweisen:
Berechnen eines geheimen Sitzungsschlüssels
(KCUS), der mit dem Benutzerendgerät geteilt
wird, aus einem privaten Schlüssel (KSS) des
Anwendungsservers und einem öffentlichen
Schlüssel (KPU) des Benutzerendgeräts;
Bestätigen, ob das von dem Benutzerendgerät
empfangene Paket gefälscht ist oder nicht, unter
Verwendung des geheimen Sitzungsschlüssels
(KCUS); und
Verifizieren, ob die Schlüsselinformation (IK),
die in dem Ticket des Pakets enthalten ist, das
als nicht gefälscht verifiziert wurde, eine Infor-
mation ist, die den öffentlichen Schlüssel (KPU)
des Benutzerendgeräts betrifft, oder nicht, und
wenn nicht, Verhindern eines Speicherns des

Tickets.

3. Authentifizierungsverfahren gemäß Anspruch 2, wo-
bei Schritte, die an dem Anwendungsserver durch-
geführt werden, umfassen:

Vergleichen der Adresse (Au) in dem Ticket, das
von dem Benutzerendgerät gesendet wird, mit
der Quelladresse (As) des Pakets, das das Tik-
ket umfasst, und Verhindern, dass das Ticket
gespeichert wird, wenn keine Übereinstimmung
gefunden wird.

4. Authentifizierungsverfahren gemäß Anspruch 2, das
an dem Authentifizierungsserver weiter aufweist:

Zuteilen eines Benutzeridentifizierers (IDu), der
dem authentifizierten Benutzer entspricht, in
Reaktion auf die Authentifizierungsanforderung
im Fall einer erfolgreichen Authentifizierung des
Benutzers, und
Ausgeben des Tickets inklusive des Benutzeri-
dentifizierers (IDU).

5. Authentifizierungsverfahren gemäß einem der An-
sprüche 1 bis 4, wobei
der Schritt eines Erzeugens von Information zur Au-
thentifizierung (IA) ein Schritt ist zum Verarbeiten
der Information, einschließlich der zugeteilten
Adresse (Au), mit einem geteilten geheimen Schlüs-
sel (KCAS), der vorher zwischen dem Authentifizie-
rungsserver und dem Anwendungsserver geteilt
bzw. ausgetauscht wird, und
der Schritt des Verifizierens des Tickets an dem An-
wendungsserver ein Schritt ist zum Verifizieren der
Information zur Authentifizierung (IA) in dem Ticket
unter Verwendung des geteilten geheimen Schlüs-
sels (KCAS), der vorher zwischen dem Authentifizie-
rungsserver und dem Anwendungsserver geteilt
bzw. ausgetauscht wird.

6. Authentifizierungsverfahren gemäß einem der An-
sprüche 1 bis 4, wobei der Authentifizierungsserver
(100, 400) ein Paar aus einem geheimen Schlüssel
(KSA) und einem öffentlichen Schlüssel (KPA) für ei-
ne digitale Signatur hat, wobei der Schritt des Erzeu-
gens der Information zur Authentifizierung (IA) an
dem Authentifizierungsserver (100, 400) ein Schritt
ist zum Berechnen einer digitalen Signatur auf der
Information, einschließlich der zugeteilten Adresse
(Au), unter Verwendung des geheimen Schlüssels
(KSA) zur digitalen Signatur, und
der Schritt des Verifizierens des Tickets an dem An-
wendungsserver (300, 600) ein Schritt ist zum Veri-
fizieren der Präsenz oder Absenz einer Fälschung
in der Information zur Authentifizierung (IA) in dem
Ticket unter Verwendung des öffentlichen Schlüs-
sels (KPA) des Authentifizierungsservers.
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7. Authentifizierungsverfahren gemäß Anspruch 1
oder 4,
wobei die Übertragung des Tickets (CK1, CK2) von
dem Benutzerendgerät hinsichtlich eines Pakets
stattfindet, und das Verfahren weiter aufweist:

an dem Anwendungsserver, Vergleichen der
Adresse (AU) in dem Ticket, das von dem Be-
nutzerendgerät gesendet wird, mit der Quell-
adresse (As) des Pakets, das das Ticket um-
fasst, und Verhindern eines Speicherns des Tik-
kets, wenn keine Übereinstimmung gefunden
wird.

8. Authentifizierungsserver, der Mittel aufweist, die
ausgebildet sind, alle Schritte des Verfahrens ge-
mäß einem der vorhergehenden Ansprüche auszu-
führen, die von dem Authentifizierungsserver durch-
geführt werden.

9. Benutzerendgerät, das Mittel aufweist, die ausgebil-
det sind, alle Schritte des Verfahrens gemäß einem
der Ansprüche 1 bis 7 auszuführen, die von dem
Benutzerendgerät durchgeführt werden.

10. Anwendungsserver, der Mittel aufweist, die ausge-
bildet sind, alle Schritte des Verfahrens gemäß ei-
nem der Ansprüche 1 bis 7 auszuführen, die von
dem Anwendungsserver durchgeführt werden.

11. Authentifizierungsserverprogramm zum Implemen-
tieren, durch einen Computer, der Schritte in dem
Verfahren gemäß einem der Ansprüche 1 bis 7, die
von dem Authentifizierungsserver ausgeführt wer-
den.

12. Benutzerendgerätprogramm zum Implementieren,
durch einen Computer, der Schritte in dem Verfahren
gemäß einem der Ansprüche 1 bis 7, die von dem
Benutzerendgerät ausgeführt werden.

13. Anwendungsserverprogramm zum Implementieren,
durch einen Computer, der Schritte in dem Verfahren
gemäß einem der Ansprüche 1 bis 7, die von dem
Anwendungsserver ausgeführt werden.

Revendications

1. Procédé d’authentification mis en oeuvre dans un
système dans lequel un serveur d’authentification
(100, 400) qui authentifie un utilisateur, un terminal
d’utilisateur (200, 500) qui transmet des informations
d’authentification d’utilisateur, et un serveur d’appli-
cation (300, 600) qui offre un service à l’utilisateur
par l’intermédiaire du terminal d’utilisateur, sont con-
nectés ensemble pour leur permettre de communi-
quer entre eux par l’intermédiaire d’un réseau ; le

procédé comprenant les étapes qui consistent à :

au niveau du serveur d’authentification (100,
400) :

authentifier un utilisateur sur la base des
informations d’authentification d’utilisateur
transmises en tant que demande d’authen-
tification à partir du terminal d’utilisateur
(200, 500) ; et
allouer une adresse (AU) au terminal d’uti-
lisateur pour une authentification réussie de
l’utilisateur et transmettre l’adresse allouée
(AU) au terminal d’utilisateur ;

au niveau du terminal d’utilisateur (200, 500) :

transmettre des informations d’authentifica-
tion d’utilisateur au serveur d’authentifica-
tion en vue d’une demande
d’authentification ;
recevoir l’adresse allouée (AU) à partir du
serveur d’authentification ;
établir une adresse allouée (AU) en tant
qu’adresse source (AS) pour chaque pa-
quet qui doit être transmis à partir du termi-
nal d’utilisateur ;
transmettre un paquet au serveur d’appli-
cation pour établir une session ; et
transmettre un paquet demandant un ser-
vice au serveur d’ application ; et

au niveau du serveur d’application (300, 600) :

transmettre au terminal d’utilisateur des pa-
quets qui offrent un service à l’utilisateur ;
le procédé étant caractérisé en ce qu’il
comprend en outre les étapes qui
consistent :

au niveau du serveur d’authentification (100,
400) :

à générer des informations pour une
authentification (IA) à partir d’informations
comportant l’adresse allouée (AU) ;
à émettre un ticket (CK1, CK2) contenant
l’adresse allouée (Au) et les informations
pour une authentification (IA) ; et
à transmettre le ticket au terminal
d’utilisateur ;
dans lequel, au niveau du terminal d’utili-
sateur (200, 500), l’étape de réception
d’adresse allouée est une étape qui consis-
te à recevoir le ticket contenant l’adresse
allouée (Au) à partir du serveur
d’authentification ; et l’étape de transmis-
sion de paquet pour établir une session est
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une étape qui consiste à transmettre le pa-
quet comportant le ticket au serveur
d’application ; et

au niveau du serveur d’application (300, 600) :

à vérifier la présence ou l’absence de toute
falsification dans les informations pour une
authentification (IA) dans le ticket transmis
à partir du terminal d’utilisateur et stocker
le ticket dans un moyen de stockage de tic-
kets en l’absence d’une falsification ; et
à déterminer si l’adresse allouée (Au) pré-
sente dans le ticket stocké coïncide ou non
avec l’adresse source (AS) du paquet de de-
mande de service qui est transmis à partir
du terminal d’utilisateur lors de la session ;
dans lequel l’étape de transmission de pa-
quet exécutée par le serveur d’application
est une étape qui consiste à transmettre au
terminal d’utilisateur des paquets lors-
qu’une coïncidence avec l’adresse est dé-
terminée.

2. Procédé d’authentification selon la revendication 1,
dans lequel :

le terminal d’utilisateur possède des informa-
tions de clé (IK) relatives à une clé publique du
terminal d’utilisateur,
l’étape de transmission d’informations d’authen-
tification d’utilisateur est une étape qui consiste
à transmettre les informations de clé (IK) con-
jointement avec les informations d’authentifica-
tion d’utilisateur, et l’étape d’émission du ticket
est une étape qui consiste à émettre le ticket
(CK2) contenant également les informations de
clé (IK) qui sont transmises à partir du terminal
d’utilisateur,
les étapes exécutées au niveau du terminal
d’utilisateur (500) comprennent en outre le fait :
de calculer une clé secrète de session (KCUS),
qui est partagée avec le serveur d’application,
à partir d’une clé privée (KSU) du terminal d’uti-
lisateur et d’une clé publique (KPS) du serveur
d’application ; et
d’exécuter un traitement sur un paquet à trans-
mettre par la clé secrète de session (KCUS) afin
de s’assurer qu’il n’y a aucune falsification dans
le paquet ; et
les étapes exécutées au niveau du serveur
d’application (600) comprend en outre le fait :
de calculer une clé secrète de session (KCUS),
qui est partagée avec le terminal d’utilisateur, à
partir d’une clé privée (KSS) du serveur d’appli-
cation et d’une clé publique (KPU) du terminal
d’utilisateur ;
de confirmer si le paquet reçu à partir du terminal

d’utilisateur est falsifié ou non en utilisant la clé
secrète de session (KCUS) ; et
de vérifier si les informations de clé (IK) présen-
tes dans le ticket du paquet, qui ont étés vérifiées
comme n’étant pas falsifiées, sont des informa-
tions relatives ou non à la clé publique (KPU) du
terminal d’utilisateur et, si ce n’est pas le cas,
d’empêcher le ticket d’être stocké.

3. procédé d’authentification selon la revendication 2,
dans lequel les étapes exécutées au niveau du ser-
veur d’application comportent le fait :

de comparer l’adresse (AU) dans le ticket trans-
mis à partir du terminal d’utilisateur, avec
l’adresse source (AS) du paquet qui comporte
le ticket et d’empêcher le ticket d’être stocké
lorsqu’une coïncidence n’est pas trouvée.

4. Procédé d’authentification selon la revendication 2,
comprenant en outre, au niveau du serveur
d’authentification, le fait :

d’allouer un identificateur d’utilisateur (IDU) qui
correspond à l’utilisateur authentifié en réponse
à la demande d’authentification en cas d’une
authentification réussie de l’utilisateur, et
d’émettre le ticket incluant l’identificateur d’utili-
sateur (IDU).

5. Procédé d’authentification selon l’une quelconque
des revendications 1 à 4, dans lequel :

l’étape de génération des informations pour une
authentification (IA) est une étape qui consiste
à traiter les informations comportant l’adresse
allouée (AU) avec une clé secrète partagée
(KCAS) qui est partagée au préalable entre le
serveur d’authentification et le serveur d’appli-
cation, et
l’étape de vérification de ticket au niveau du ser-
veur d’application (300, 600) est une étape qui
consiste à vérifier la présence ou l’absence de
toute falsification dans les informations pour
l’authentification (IA) dans le ticket en utilisant
la clé secrète partagée (KCAS) qui est partagée
au préalable entre le serveur d’authentification
et le serveur d’application.

6. Procédé d’authentification selon l’une quelconque
des revendications 1 à 4, dans lequel le serveur
d’authentification (100, 400) a une paire de clé se-
crète (KSA) et de clé publique (KPA) pour une signa-
ture numérique, l’étape de génération des informa-
tions pour une authentification (IA) au niveau du ser-
veur d’authentification (100, 400) est une étape qui
consiste à calculer une signature numérique sur les
informations comportant l’adresse allouée (AU) en
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utilisant la clé secrète (KSA) pour une signature nu-
mérique, et
l’étape de vérification de ticket, au niveau du serveur
d’application (300, 600), est une étape qui consiste
à vérifier la présence ou l’absence de toute falsifica-
tion dans les informations pour une authentification
(IA) dans le ticket en utilisant la clé publique (KPA)
du serveur d’authentification.

7. Procédé d’authentification selon la revendication 1
ou 4,
dans lequel la transmission du ticket (CK1, CK2) à
partir du terminal d’utilisateur se produit en terme
d’un paquet, et le procédé comprend en outre le fait :

au niveau du serveur d’application, de comparer
l’adresse (AU) dans le ticket qui est transmis à
partir du terminal d’utilisateur, avec l’adresse
source (AS) du paquet qui comporte le ticket et
d’empêcher le ticket d’être stocké lorsqu’une
coïncidence n’est pas trouvée.

8. Serveur d’authentification comprenant un moyen
conçu pour effectuer toutes les étapes du procédé
de l’une quelconque des revendications précéden-
tes qui sont exécutées par le serveur d’authentifica-
tion.

9. Terminal d’utilisateur comprenant un moyen conçu
pour effectuer toutes les étapes du procédé de l’une
quelconque des revendications 1 à 7 qui sont exé-
cutées par le terminal d’utilisateur.

10. Serveur d’application comprenant un moyen conçu
pour effectuer toutes les étapes du procédé de l’une
quelconque des revendications 1 à 7 qui sont exé-
cutées par le serveur d’application.

11. Programme de serveur d’authentification permettant
de mettre en oeuvre, par un ordinateur, les étapes
dans le procédé de l’une quelconque des revendi-
cations 1 à 7 qui sont effectuées par le serveur
d’authentification.

12. Programme de terminal d’utilisateur permettant de
mettre en oeuvre, par un ordinateur, les étapes dans
le procédé de l’une quelconque des revendications
1 à 7 qui sont effectuées par le terminal d’utilisateur.

13. Programme de serveur d’application permettant de
mettre en oeuvre, par un ordinateur, les étapes dans
le procédé de l’une quelconque des revendications
1 à 7 qui sont effectuées par le serveur d’application.
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